
Release Notes

 

Release Notes for the Cisco NSS3000 Series 

Network Storage System, Version 1.20.1

August 2010

These release notes contain important information about the Version 1.20.1 

release of the NSS3000 Series Network Storage System and any limitations, 

restrictions, and caveats that apply to this product.
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Compatibility

When the NSS is joined to the Windows Server 2008 domain and multiple users 

are sharing the same file, these are the compatibility issues that can occur:

• When accessing a database file (such as a Microsoft Access file), files 

opened by the user automatically obtain an exclusive lock, blocking other 

users from opening the files, even in read-only mode.
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• In other applications, when multiple users access the same file, each user 

has read-write access privileges. This can cause the file to be overwritten 

and can lead to data loss. If this occurs, no user warning message appears.

Although this feature is working, Cisco does not fully support joining the NSS to 

the Windows Active Directory Server (ADS) in a Windows Server 2008 

environment. This workaround only applies to a single user. (CSCsw93385)

NOTE NSS does not support downgrading the firmware. Upgrading to a wrong or earlier 

version of the firmware might cause undesirable effects, including loss of data, 

corrupted data, or system outage.

Downloading and Upgrading the Firmware

This procedure describes how to upgrade the firmware on the NSS by using the 

NSS Configuration graphical user interface (GUI).

NOTE Back up the system configuration file to a USB flash device and/or a RAID volume 

by using the Configuration GUI before you upgrade the firmware. From the 

Manager Menu, click Admin > Configuration to backup the file.

To download and upgrade the NSS firmware:

STEP 1 Download the latest image from the Cisco support website to your local computer. 

See http://www.cisco.com/support/index.shtml for further details. After 

downloading, do not unzip the file.

STEP  2 Log into the Configuration GUI.

STEP  3 From the Manager Menu, click Admin > Maintenance.

STEP  4 Click the Browse button and navigate to the NSS3000_FW_1.20.1.tar.gz/

NSS3000_FW_1.20.1.tar.gz firmware upgrade image.

STEP  5 Click the Upgrade Firmware button.

STEP  6 Run this procedure again by repeating Steps 2 though 5.

Performing the upgrade twice allows the system to continue to operate properly 

(when running the latest firmware), if a system failure occurs.

NOTE If you are moving drives between two NSS systems, make sure that both of the 

systems are using the latest firmware and that the system configurations are saved 

on USB memory sticks and/or a RAID volume.
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Base Model Firmware

The firmware filename for the NSS3000 is NSS3000_FW_1.20.1.tar.gz. 

For more information about upgrading the firmware, see the NSS3000 

Administration Guide available on Cisco.com.

Open Caveats

These are the open caveats for this release. 

• CSCsw85502

When the NSS sends out a broadcast message to discover an NIS server, 

the broadcast is only sent to the physical interface, not over any VLANs that 

are defined in the system. 

The workaround is to not use the NSS in networks where NIS servers are 

only accessible over VLANs.

• CSCta87135 

When using filenames with Chinese characters, characters are lost when 

transferring the files to the NSS by using the FTP protocol.

The workaround is to use the CIFS protocol.

• CSCth22472

Encrypted volumes and shares disappear after a firmware upgrade. When 

home directories are set up on an encrypted volume, it can trigger this issue 

whereas the share disappears after a system upgrade. The share that 

disappears is specific to Samba configuration files and the share was set 

as not available. 

The workaround is to recreate the share with same name as before or a new 

share. This will bring back all missing shares.
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• CSCtg85937

Offline files issue with Windows Vista and Windows 7 using Microsoft 

Office 2007. When using offline files with Windows Vista, the owner of a file 

will see his own files just fine but non-owner users will see the file as a 

xxxxxxxx.TMP instead of (x=1hex value). This is affecting the Microsoft 

Office files only. Text (.txt) and other files not modified using Microsoft 

Office are correctly synchronized. This issue does not affect Windows XP 

offline files.

The workaround is to avoid using Window Vista and Microsoft Office 2007 

when editing offline files.

• CSCtf79245

When user quota limit is exceeded, the NSS will prompt a warning from the 

log, in addition to sending trap messages to the SNMP manager. This can 

be slow and the NSS can take (20 to 30 minutes) to send the trap message.

The workaround is to wait for the system SNMP process periodic audit

(30 minutes interval) and the SNMP trap will be sent to the SNMP manager.

Closed Caveats

Resolved in Firmware Version 1.20.1

Closed in Version 1.20.1 Due to Working As Designed

• CSCsw83249

When creating a RAID1, RAID1+Spare, or a RAID5 array using the Initial 

Setup wizard, the total disk space usage is less than the available disk 

capacity. 

The workaround is to delete the existing array built by the Initial Setup and 

recreate it manually by using the Storage > RAID page in the Configuration 

GUI.
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• CSCsw85340

When the NSS is running over a network that is on a different subnet, a user 

cannot mount a CIFS connection by using a hostname.

The workaround is to mount the CIFS connection by using an IP address or 

use DNS Server to resolve the hostname. 

• CSCsw85385

When an unexpected power cycle occurs on the NSS, the time might be 

corrupted on the NSS. This only applies if the time is set manually, not by 

using NTP. 

When this occurs, a pop-up alert window appears when you access the 

Configuration GUI after the unexpected shutdown. 

The workaround is to manually check the time by clicking Admin > Time in 

the Configuration GUI and to correct the time if necessary. 

• CSCsw85433

When writing simultaneously to the same file by using NFS and FTP, or by 

using NFS and CIFS, the NSS file locking mechanism does not 

work properly.

There is no workaround.

• CSCsw85463

If a data write operation is in progress, and the system power is interrupted, 

data stored in a degraded RAID1 or RAID5 array might become 

inaccessible. This is common to all NSS systems using software RAID 

implementations. 

These are the workarounds:

- Replace the failed drives in the degraded arrays as soon as possible, as 

failed RAID arrays can result in complete loss of all user data. 

- Use the degraded mode management feature to limit the amount of time 

that a RAID array will run in the degraded state.   

- Implement a backup power strategy by using a UPS or RPSU backup 

power system.
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• CSCsw86202 

When rebuilding a RAID1 spare device, the rebuilding does not resume after 

the NSS reboots. After reboot, the array might be falsely marked as clean 

and the drive falsely marked as synced. This does not affect the initial 

rebuild of an array following a RAID creation.    

The workaround is to not reboot the NSS during the RAID rebuild.

• CSCsw85488

If power is interrupted when rebuilding a RAID array (RAID1, RAID5 or 

RAID10), the rebuild does not restart automatically after the system is 

powered up again. 

When this occurs, the array remains in the degraded state and the rebuilt 

drive is ejected from the array.

The workaround is to manually restart the rebuild by adding the ejected 

drive back to the array by using the Configuration GUI.

• CSCsw86621

If an FTP share is accessed using the IE7 browser by typing "ftp://<IP or 

hostname of NSS>" into the URL field, the browser will prompt for a 

username and password.  If the correct credentials are provided the 

browser will display the contents of the FTP shares to which the user has 

access. However, the user will be unable to actually download files from the 

shares. If the FTP share is accessed by typing "ftp://

<username>:<password>@<IP or hostname of NSS>", the user will be able 

to download files as expected. This has been confirmed to be a general IE7 

bug, rather than an NSS specific issue. 

FTP reads works when using the IE8 browser. Recommend upgrading to 

the IE8 browser.
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• CSCsw85517

When the RAID global spares option is enabled in the Configuration GUI, the 

RAID spares are not shared during the RAID array rebuild.

For example: If RAIDA has a hot spare and RAIDB does not, if RAIDB is 

degraded while RAIDA is rebuilding, the spare will not transfer to RAIDB 

until after RAIDA completes the rebuild.

Delete any existing RAIDs on the destination system before migrating RAID 

sets.

• CSCsw85923

When the Default Network Policy filter is set to Drop Traffic, no automatic 

Allow Filter is created for the default gateway. 

When this occurs, all traffic from the default gateway is dropped and all 

traffic sent from other subnets through a router is not forwarded to the NSS. 

The workaround is to manually create an AllowAll Network Access Filter for 

the default gateway IP address by using the Configuration GUI.

Fixed in Version 1.20.1

• CSCsu95426

CIFS share access is lost over time for a NSS configured with a large ADS.  

For example, initially the ADS assigned user is able to mount and access the 

share.  However, after a couple of hours, the same user is not able to mount 

or access the share. 

• CSCsw85475

When you create a share by using the Initial Setup wizard and enable NFS, 

users are assigned root privilege access.

The workaround is to not enable NFS in the Initial Setup wizard. If NFS is 

required, you can enable it at a later time by using the Configuration GUI.

• CSCsw91460

When using IE6 or IE7 browsers, accessing the GUI is quite fast. When using 

IE8 or Firefox, the GUI access is slow.

• CSCsw91479

Cannot delete backup jobs that have been created manually.
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• CSCsw94409

When upgrading the firmware on a NSS that is joined to the ADS domain, it 

is required to rejoin the ADS domain after completion of the upgrade 

process.

• CSCta50061

If a user was granted write access to a share and the write access was 

revoked, the user can still write to subfolders by using FTP or NFS.

This problem only occurs under these conditions:

- The user has write privileges to the subfolder (either because the user is 

the owner, or was granted access by the owner). 

- The user has read privileges to the share (by having explicit share read-

only access).

• CSCtb86424

When a large number of files and folders, in the range of 40,000 objects or 

more, is being backed up, the backup job terminates. 
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Support

Cisco Small Business 

Support Community

www.cisco.com/go/smallbizsupport

Cisco Small Business 

Support and Resources

www.cisco.com/go/smallbizhelp

Phone Support Contacts www.cisco.com/en/US/support/

tsd_cisco_small_business 

_support_center_contacts.html

Cisco Small Business 

Firmware Downloads

www.cisco.com/go/smallbizfirmware

Select a link to download firmware for Cisco Small 

Business Products. No login is required.

Downloads for all other Cisco Small Business 

products, including Network Storage Systems, are 

available in the Download area on Cisco.com at 

www.cisco.com/go/software (registration/login 

required).

Product Documentation

NSS3000 www.cisco.com/en/US/products/ps9957/

tsd_products_support_series_home.html

Cisco Small Business

Cisco Partner Central for 

Small Business (Partner 

Login Required)

www.cisco.com/web/partners/sell/smb

Cisco Small Business 

Home

www.cisco.com/smb
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