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8 Port Model 

16 Port Model 

24 Port Model 

48 Port Model 

Web GUI managed in 

English, Japanese, Korean 

Cisco IOS 30 Years 

Catalyst Brand and Quality  

New 

Cool, Quieter & Better than Competitive Offerings  

Introducing Catalyst 2960-L 
 

* Product is not available for  ANZ region. 



Persistent PoE 
(FCS+1) 

EEE downlinks 

Bluetooth 
Console 
Access 

800MHz 
CPU 

2MB per 
ASIC 

2 x 1G or  
4 x 1G 

Cisco 
IOS® 

Software 
Image 

Fanless 
Operation 

Up to 
370W 
PoE+ 

Operational 
temperature 
-5 to 55 C  

Shallow depth 
Up to 11.5ò  

EnergyWiseÊ 
Management 

Type-A USB for 

storage and 

Bluetooth dongle 

Versatile  

Form Factor 
Noiseless 

Award Winning 

Cisco® TAC Support 
Energy Efficiency 

Simplified 

Management 

Catalyst 2960-L Series 
Entry-Level Fixed Access in Most Compact Form Factor 

8x/16x/24x/48x 
1Gbps ports at 

the price of 
100mbps 

Cisco Internal & Partner Only 



Catalyst 2960X/XR 

(23 SKUs)  

Global Share Fighter 

LAN Base Software 

(2 LAN Lite SKUs) 

80Gbps Stacking 

PoE+  

 2*10G Uplinks 

Catalyst 2960 Product Line - Positioning 1  

Catalyst 2960P 

(10 SKUs)  

Catalyst FE 

LAN Base/LAN Lite  

No Stacking 

No PoE+ 

1G Uplinks only 

Catalyst 2960L  

(8 SKUs) 

Entry-level Catalyst GE 

Enhanced LAN Lite 

Software 

No Stacking 

PoE+ 

1G Uplinks only  

New 

Migrate 2 C2960X 

Lan Lite SKUs 

Feature Leadership and Cisco Quality at Competitive Prices 

Migrate L2 FE switch 

(2960P, 2960C) 



Catalyst 2960L Product Line - Positioning 2  

 

 

Linux OS 

Can be managed by Find IT Network Manager  

ÅReliable for business class 

ÅEasy-of-Use at an affordable price  

ÅConsistent user interface and feature set across portfolio 

 

 

IOS 

Enterprise class Catalyst Switch with simplified Web UI 

ÅFanless & noiseless design 

ÅZero device downtime with persistent POE  

Å Innovation with remote blue tooth access 

Basic Layer 2  

Portfolio 

Advanced Layer 2/  

Basic Layer 3 Portfolio 

220/250  

Series Smart/ 

Smart Plus 

300/350 Series 

Managed 

350X/XG Series 

Stacking P
ri

c
e

 

Features 

Fixed L2 with  

Enhanced Lan Lite 

Software  

Catalyst 2960L 

Series 

Catalyst 2960X/XR  

Series 

Stackable L2/L3 Advanced   

P
ri

c
e

 

Features 



Cisco Catalyst 

2960L series  

 55oC 

(No need for cool ventilated 

IT storage facility) 

 No Fan, No Noise 

(can be placed in office 

space without disturbing 

workforce) 

Persistent PoE 

(during switch reboot, PoE 

attached devices maintain 

power) 

Bluetooth console  

USB memory card  

Remote Access  

2530 series   45oC All models have fans Require 

physically 

connect S5700-LI series  50oC Some model has 3 fans 

Catalyst 2960L Product Differentiations On the Market  

Operating Temperature  Noise / Fan PoE Management 

No 



Cisco® Quality and Reliability  

in a Fanless Design  

 
Catalyst 2960L Series Purchasing Models  
 

What to order  

New 



Hardware Physical Ports Comparison 
Attribute 

 
2960L 

Meraki  

MS 220 
SG 300 SG 500 2960X (Lan lite) 2960X (Lan base) 

Models  
8/16/24/48  

PoE & Data 

8/24/48 

GE PoE & Data 

8/24/48 Fa  

PoE & Data; 

8/18/26/50 GE  

PoE & Data 

24 / 48 Fa 

PoE & Data ;  

24 / 48 Gi 

PoE & Data  

 

24 / 48 GE Data only  
24/48 port Data and 

PoE 

Downlinks  

(10/100/1000T)  
Yes Yes Yes Yes Yes Yes 

Uplinks  1G (4 * SFP) 
1G (2 *SFP) or 

1G (4 *SFP) 

mini-G (2 * SFP) 

Or  

1G (2 *SFP) or 

 

 

 4 Gigabit Ethernet (2 

combo* Gigabit 

Ethernet+ 2 1GE/5GE 

SFP) 

Or  

4*10 Gigabit Ethernet 

SFP+ (2*10 GE+ 

2*10GE/5GE-Stacking 

Combo) 

1G (2 SFP) 
1G (4*SFP) or  

10G (2*SFP+) 

Console  
RJ-45 &  

Bluetooth 
No console  Yes - serial 

Yes - serial 

 
Yes - Serial Yes - Serial 

Type A USB port   Yes No No No Yes Yes 

Management Port  No 

No dedicated port but 

can be managed via 

the cloud 

No No Yes Yes 

Hardware Stacking  No (Cluster) No (Virtual Stack) No Yes (8 member)  No - Cluster Yes (8 members) 

Fan less Models  All except 48 PoE   8 port PoE SKU  

8 port PoE and non 

PoE 

24 port non PoE 

24 / 48 port non PoE 

SKU  
No Yes 



Management 

Attribute 2960L MS 220 SG 300 SG 500 2960X (Lan lite) 2960X(Lan base) 

Status LEDs Yes 
Yes - Power LED 

 
Yes Yes Yes Yes 

CLI  Yes No  Yes Yes yes Yes 

Web GUI Yes Cloud UI Yes Yes Yes ï future release Yes 

SNMP  v1/v2/v3 v1/v2c/v3 v1/v2/v3 v1/v2/v3 
v1/v2/v3 

 
v1/v2/v3 

Traffic Monitoring No 

Packets can be 

mirrored from any 

interface without 

a tap from the 

cloud 

No No No Yes ï netflow lite 

Single IP Management  Cluster 
Managed via the 

cloud 
No  H/W Stacking Cluster H/W stacking 

Locator LED No No No No No No 



Power  

Attribute 2960L MS 220 SG 300 SG 500 2960X (Lanlite) 

 

2960X(lanbase) 

Integrated PS AC   AC  AC AC AC AC 

Redundant Power No 
24 and 48 port SKU 

have RPS option  
No No No No 

Max PoE Budget  370W 

370W ; 

one 48 port SKU 

supports 740W 

62W/ 124W/180W/ 

375W / 740W 

180W/ 375W / 740W 

 
- 110W/370W/740W 

EEE (802.3az) Yes No No Yes Yes Yes 

PoE+ (802.3at) Yes Yes Yes Yes No Yes 

Persistent PoE Yes No No No No No 

Energy Manager  EnergyWise  No  No No EnergyWise EnergyWise 



Table Sizes  

Attribute 2960L MS 220 SG 300 SG 500 2960X(Lanlite) 2960X(Lanbase) 

MAC Table size  8K 
MS220-8/24: 8,000, 

MS220-48: 16,000 
16K 16K 16k (Default SDM) 16K 

Flash  256Mb n/a 16 Mb 32 Mb 64 Mb 128Mb 

DRAM 512Mb n/a 128MB 256MB 256Mb 512 Mb 

IPv6 Yes Yes Yes Yes Yes Yes 

L3 Routing  No No Yes Yes No Yes 



L2 Features 

Attribute 2960L MS 220 SG 300 SG 500 2960X (Lanlite) 2960X(Lanbase) 

VLANs 64 4095 upto 4096 VLANs upto 4096 VLANs 64 1023 

RPVST+ , MSTP  Yes No Yes Yes Yes Yes 

Port Fast  Yes Yes Yes Yes Yes Yes 

LACP Yes Yes Yes Yes Yes Yes 

SPAN / RSPAN Yes / No Yes / No Yes / No Yes / No Yes Yes 

VTP VTPv3/v2 No  MVRP MVRP Yes VTPv3/v2 

L2PT/QinQ No No No No No No 

IGMP v3 / MLD v2 Snooping Yes Yes Yes Yes Yes Yes 

UDLD (uni-directional link detection) Yes No Yes Yes Yes Yes 



QoS 

Attribute 2960L MS 220  SG 300 SG 500 2960X (Lanlite) 2960X(Lanbase) 

Packet Buffer 2 Mb / 4Mb -  8 Mb 8/12/16Mb 4Mb 4Mb 

Egress Queues 4 6 4 8 4 
8 (standalone)  

4 (stack)  

Ingress Rate limiting / Policers 

Unicast/Broadcast/Multicast 
No No Yes Yes No Yes 

Egress B/W limiting/  

Port shaping 
No No Yes Yes No No 

Strict Priority  Yes- SRR No Yes- WRR Yes-WRR Yes Yes 

Storm Control Yes Yes Yes Yes Yes Yes 

VLAN based Prioritization No Yes Yes Yes No Yes 



Security 

Attribute 2960L MS 220 SG 300 SG 500 2960X (Lanlite) 2960X(lanbase) 

DHCP Snooping Yes Yes Yes Yes Yes Yes 

Dynamic ARP inspection (DAI) Yes No Yes Yes Yes Yes 

VLAN-based ACL (VACL) No Yes Yes Yes No Yes 

SSH/SSL Yes No Yes Yes Yes Yes 

PACL Yes No  No No Yes Yes 

Port Security Yes Yes Yes Yes Yes Yes 

802.1x Yes Yes Yes Yes Yes Yes 

TACACS Yes No Yes Yes Yes Yes 



IPv6 

Attribute 2960L MS 220  SG 300 SG 500 2960X (Lanlite) 2960X (Lanbase) 

IPv6 Host  Yes Yes Yes Yes Yes Yes 

IPv6 ACLs Yes No Yes Yes Yes Yes 

HTTP, HTTP(s) over IPv6 Yes No Yes Yes Yes Yes 

SNMP over IPv6 Yes Yes Yes Yes Yes Yes 

SCP/SSH, Radius, TACACS+, 

NTPv4 over IPv6 
Yes No Not NTP Not NTP Yes Yes 



to start your IT journey with Cisco  


