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Cisco IOS Multiprotocol Label Switching 
Features in Cisco IOS Release 12.2(33)XNE

This document provides a list of Cisco IOS Mulitprotocol Label Switching (MPLS) features that have 
migrated from Cisco IOS Release 12.2(33)SB to Cisco IOS Release 12.2(33)XNE. Links to the feature 
documentation are included. 

Feature guides may contain information about more than one feature. To find information about a 
specific feature within a feature guide, see the Feature Information table at the end of the guide. 

Feature guides document features that are supported on many different software releases and platforms. 
Your Cisco IOS software release or platform may not support all the features documented in a feature 
guide. See the Feature Information table at the end of the feature guide for information about which 
features in that guide are supported in your software release. Use Cisco Feature Navigator to find 
information about platform support and Cisco IOS and Catalyst OS software image support. To access 
Cisco Feature Navigator, go to http://www.cisco.com/go/cfn. An account on Cisco.com is not required.

For the latest feature information and caveats, see the release notes for your platform and software 
release at the following URL: http://www.cisco.com/en/US/docs/ios/12_2sb/release/notes/122XN.html

See the following sections for a list of features:

• Software Features in Cisco IOS Release 12.2(33)XNE, page 1

Software Features in Cisco IOS Release 12.2(33)XNE

Any Transport over MPLS (AToM): ATM AAL5 over MPLS (AAL5oMPLS)

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_any_transport.html

Any Transport over MPLS (AToM): ATM Cell Relay over MPLS: Packed Cell Relay

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_any_transport.html

Any Transport over MPLS (AToM): ATM Cell Relay over MPLS: VP Mode 

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_any_transport.html

http://www.cisco.com/go/cfn
http://www.cisco.com/en/US/docs/ios/12_2sb/release/notes/122XN.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_any_transport.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_any_transport.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_any_transport.html
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Any Transport over MPLS (AToM): Ethernet over MPLS (EoMPLS)

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_any_transport.html

Any Transport over MPLS (AToM): Ethernet over MPLS: Port Mode (EoMPLS)

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_any_transport.html

Any Transport over MPLS (AToM): Frame Relay over MPLS (FRoMPLS)

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_any_transport.html

Any Transport over MPLS (AToM): Graceful Restart

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_trnsprt_mlps_atom.html

Any Transport over MPLS (AToM): HDLC over MPLS (HDLCoMPLS)

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_any_transport.html

Any Transport over MPLS (AToM): PPP over MPLS (PPPoMPLS)

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_any_transport.html

Any Transport over MPLS (AToM): Pseudowire Provisioning

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_any_transport.html

Any Transport over MPLS (AToM): Single Cell Relay - VC Mode (CRoMPLS)

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_any_transport.html

Any Transport over MPLS (AToM): Tunnel Selection

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_any_transport.html

H-VPLS N-PE Redundancy for MPLS Access

http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_hvpls_npe_red.html

ISSU - AToM

http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_trnsprt_mlps_atom.html

ISSU - Virtual Private LAN Service (VPLS)

http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_vpls_atom.html

L2VPN Interworking - Ethernet to VLAN Interworking

http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_l2vpn_intrntwkg.html

http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_any_transport.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_any_transport.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_any_transport.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_trnsprt_mlps_atom.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_any_transport.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_any_transport.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_any_transport.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_any_transport.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_l2vpn_intrntwkg.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_any_transport.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_hvpls_npe_red.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_trnsprt_mlps_atom.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_vpls_atom.html
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L2VPN Interworking: Frame Relay to PPP

http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_l2vpn_intrntwkg.html

MPLS (Multiprotocol Label Switching)

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_cfg_mprotocol_ls.html

MPLS Class of Service (CoS)

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_qos.html

MPLS Class of Service (CoS) Enhancements

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_qos_enhance.html

MPLS Diff-Serv-Aware Traffic Engineering (DS-TE)

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_diffserv_ds_te.html

MPLS Egress NetFlow Accounting

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_cfg_mprotocol_ls.html

MPLS EM - LSP Ping/Trace for LDP & RSVP IPv4 FECs

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_ldp_te_lsp_vccv.html

MPLS EM - MPLS LDP MIB (RFC3815)

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_em_ldp_mib_3815.html

MPLS EM - MPLS Multipath (ECMP) LSP Tree Trace

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_em_multipath_tree.html

MPLS Label Switch Controller (LSC) and Enhancements

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_ls_cntrl_enhance.html

MPLS LDP - Autoconfiguration

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_ldp_autoconfig.html

MPLS LDP - Graceful Restart

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_ldp_grace_rstrt.html

MPLS LDP - IGP Synchronization

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_ldp_igp_synch.html

http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_cfg_mprotocol_ls.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_qos.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_qos_enhance.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_diffserv_ds_te.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_cfg_mprotocol_ls.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_ldp_te_lsp_vccv.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_em_ldp_mib_3815.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_em_multipath_tree.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_ls_cntrl_enhance.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_ldp_autoconfig.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_ldp_grace_rstrt.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_ldp_igp_synch.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_l2vpn_intrntwkg.html
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MPLS LDP - Label Distribution Protocol (LDP)

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_ldp_overview.html

MPLS LDP - Local Label Allocation Filtering

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_ldp_alloc_filter.html

MPLS LDP - Lossless MD5 Session Authentication

http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_ldp_lossless_md5.html

MPLS LDP - MIB Notifications

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_em_ldp_mib_3815.html

MPLS LDP - Session Protection

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_ldp_sessn_prot.html

MPLS LDP - VRF Aware Static Labels

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_vrf_aware_static.html

MPLS LSP Ping/Traceroute and AToM VCCV

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_embed_mngmt_lsp.html

MPLS Pseudowire Status Signaling

http://cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_pw_status.html

MPLS Quality of Service (QoS) Enhancements

http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_qos_enhance.html

MPLS Scalability Enhancements for LSC and ATM LSR

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_lsc_removed.html

MPLS Static Labels

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_static_labels.html

MPLS Traceroute

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_ldp_te_lsp_vccv.html

MPLS Traffic Engineering (TE)

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_te_enhance.html

http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_ldp_overview.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_ldp_alloc_filter.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_em_ldp_mib_3815.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_ldp_sessn_prot.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_vrf_aware_static.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_embed_mngmt_lsp.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_lsc_removed.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_static_labels.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_ldp_te_lsp_vccv.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_te_enhance.html
http://cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_pw_status.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_ldp_lossless_md5.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_qos_enhance.html
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MPLS Traffic Engineering (TE) - Automatic bandwidth adjustment for TE tunnels

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_te_auto_bandwdth.html

MPLS Traffic Engineering - AutoTunnel Mesh Groups

http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_te_autotun_mesh.html

MPLS Traffic Engineering (TE) - AutoTunnel Primary and Backup

http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_te_autotunnel.html

MPLS Traffic Engineering (TE) - Class-based Tunnel Selection

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_te_tun_select.html

MPLS Traffic Engineering (TE) - Configurable Path Calculation Metric for Tunnels

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_te_cfg_path_calc.html

MPLS Traffic Engineering (TE) - Fast Reroute (FRR) Link and Node Protection

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_te_frr_node_prot.html

MPLS Traffic Engineering (TE) - Interarea Tunnels

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_te_interarea_tun.html

MPLS Traffic Engineering (TE) - IP Explicit Address Exclusion

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_te_expl_address.html

MPLS Traffic Engineering (TE) - LSP Attributes

http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_te_lsp_attr.html

MPLS Traffic Engineering (TE) - Path Protection

http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_te_path_prot.html

MPLS Traffic Engineering (TE) - RSVP Hello State Timer

http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_te_rsvp_hello.html

MPLS Traffic Engineering (TE) - Scalability Enhancements

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_te_scale_enhance.html

MPLS Traffic Engineering (TE): Verbatim Path Support

http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_te_verbatim_path.html

http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_te_auto_bandwdth.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_te_tun_select.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_te_cfg_path_calc.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_te_frr_node_prot.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_te_interarea_tun.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_te_expl_address.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_te_scale_enhance.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_te_autotun_mesh.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_te_autotunnel.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_te_lsp_attr.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_te_path_prot.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_te_rsvp_hello.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_te_verbatim_path.html
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MPLS Traffic Engineering: Shared Risk Link Groups (SRLG)

http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_te_shared_risk.html

MPLS Traffic Engineering Forwarding Adjacency

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_te_fwd_adjacency.html

MPLS Traffic Engineering--Inter-AS TE

http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_te_inter_as_te.html

MPLS Virtual Private Networks (VPN)

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_cfg_layer3_vpn.html

MPLS VPN - eBGP Multipath support for CSC and InterAS MPLS VPNs

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_load_share_vpn.html

MPLS VPN - Explicit Null Label Support with BGP IPv4 Label Session

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_ce_vpn_explicit.html

MPLS VPN - Inter-AS Option AB

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_vpn_ias_optab.html

MPLS VPN - Inter-Autonomous System Support

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_vpn_connect_asbr.html

MPLS VPN - Loadbalancing Support for Inter-AS and CSC VPNs

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_load_share_vpn.html

MPLS VPN - Multi-Path support for Inter-AS VPNs

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_vpn_interauto.html

MPLS VPN - Route Target Rewrite

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_vpn_rte_target_rw.html

MPLS VPN - VRF CLI for IPv4 & IPv6 VPNs

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_vpn_ipv4_ipv6.html

MPLS VPN - VRF Selection based on Source IP Address

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_vpn_vrf_select_ip.html

http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_te_fwd_adjacency.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_ce_vpn_explicit.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_vpn_ias_optab.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_vpn_connect_asbr.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_load_share_vpn.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_vpn_interauto.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_vpn_rte_target_rw.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_vpn_ipv4_ipv6.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_vpn_vrf_select_ip.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_load_share_vpn.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_cfg_layer3_vpn.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_te_shared_risk.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_te_inter_as_te.html
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MPLS VPN Carrier Supporting Carrier

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_carrier_ldp_igp.html

MPLS VPN Carrier Supporting Carrier - IPv4 BGP Label Distribution

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_carrier_bgp.html

MPLS VPN Half Duplex VRF (HDVRF)

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_vpn_half_dup_vrf.html

MPLS VPN ID

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_assgn_id_vpn.html

MPLS VPN Inter-AS - IPv4 BGP Label Distribution

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_vpn_connect_ipv4.html

MPLS VPN PE-CE Link Protection

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_vpn_pece_lnk_prot.html

MPLS VPN Support for EIGRP Between Provider Edge (PE) and Customer Edge (CE)

www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_cfg_layer3_vpn.html

MPLS-Aware NetFlow

www.cisco.com/en/US/docs/ios/netflow/configuration/guide/cfg_mpls_netflow.html

Multi-Protocol BGP (MP-BGP) - MPLS VPN

http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_cfg_layer3_vpn.html

Multi-VRF Selection Using Policy Based Routing (PBR)

http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_mltvrf_slct_pbr.html

NSF / SSO - Any Transport over MPLS (AToM)

http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_trnsprt_mlps_atom.html

NSF / SSO - AToM FR/MFR Attachment Circuits

http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_trnsprt_mlps_atom.html

NSF / SSO - AToM HDLC Attachment Circuit

http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_trnsprt_mlps_atom.html

http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_carrier_ldp_igp.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_carrier_bgp.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_vpn_half_dup_vrf.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_assgn_id_vpn.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_vpn_connect_ipv4.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_vpn_pece_lnk_prot.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_cfg_layer3_vpn.html
http://www.cisco.com/en/US/docs/ios/netflow/configuration/guide/cfg_mpls_netflow.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_mltvrf_slct_pbr.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_trnsprt_mlps_atom.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_cfg_layer3_vpn.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_trnsprt_mlps_atom.html
http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_trnsprt_mlps_atom.html
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NSF / SSO - L2VPN Pseudowire Redundancy

http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_nsf_l2vpn_psudo_red.html

NSF / SSO - MPLS LDP and LDP Graceful Restart

http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_ldp_grace_nsfsso.html

NSF/SSO - MPLS TE and RSVP Graceful Restart

http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_te_rsvp_grace.html

NSF/SSO - Virtual Private LAN Services

http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_trnsprt_mlps_atom.html

Per Subinterface MTU for Ethernet over MPLS (EoMPLS)

http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_any_transport.html

VPLS Autodiscovery, BGP-based

http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_vpls_auto_bgp.html

VRF Aware System Message Logging (Syslog)

http://www.cisco.com/en/US/docs/ios/mpls/configuration/guide/mp_vrf_aware_loggng.html
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