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     [bookmark: pgfId-44744]Contents
 
     [bookmark: pgfId-43844]This document contains the following information about Cisco Evolved Programmable Network Manager 2.0.2 (also called Cisco EPN Manager 2.0.2):
 
     
     	 [bookmark: pgfId-43848]Functionality Added in Cisco EPN Manager 2.0.2
 
     	 [bookmark: pgfId-47715]Device/OS Support Added in Cisco EPN Manager 2.0.2
 
     	 [bookmark: pgfId-43852]Beta Device/OS Support Added in Cisco EPN Manager 2.0.2
 
     	 [bookmark: pgfId-43856]Installation and Upgrade Requirements
 
     	 [bookmark: pgfId-43860]Important Notes
 
     	 [bookmark: pgfId-48888]Point Patch 1 (PP1) for Cisco EPN Manager 2.0.2
 
     	 [bookmark: pgfId-43864]Cisco EPN Manager Bugs
 
     	 [bookmark: pgfId-43868]Related Documentation
 
     	 [bookmark: pgfId-43872]Accessibility Features in Cisco EPN Manager 2.0.2
 
    
 
   
 
    
     [bookmark: pgfId-43881][bookmark: 76397][bookmark: 89879]Functionality Added in Cisco EPN Manager 2.0.2 
 
     [bookmark: pgfId-43882]Inventory
 
     
     	 [bookmark: pgfId-43883]Chassis View enhancements for Cisco NCS 2000 devices
 
    
 
     [bookmark: pgfId-43884]–[image: ] Easier navigation and device management
 
     [bookmark: pgfId-43885]–[image: ] Full-page view that provides central location for device details and configuration
 
     [bookmark: pgfId-43886]–[image: ] New Chassis View Explorer helps user find and navigate to device elements
 
     [bookmark: pgfId-43887]–[image: ] Enhanced search function
 
     [bookmark: pgfId-43888]–[image: ] Data and features that are displayed in full-page view are context-sensitive (Cisco EPN Manager only displays the information relevant to the selection)
 
     [bookmark: pgfId-43892]–[image: ] Support for virtual racks; support for ports located on chassis itself
 
     [bookmark: pgfId-43893]–[image: ] Support for card-level rotation
 
     
     	 [bookmark: pgfId-43894]Device 360 view enhancements:
 
    
 
     [bookmark: pgfId-43895]–[image: ] New action: Run show commands
 
     [bookmark: pgfId-43896]–[image: ] New tabs: Civic Location, Recent Changes
 
     
     	 [bookmark: pgfId-43897]Interface 360 View enhancement:
 
    
 
     [bookmark: pgfId-43898]–[image: ] New free text filter added to help locate interfaces
 
     
     	 [bookmark: pgfId-43899]Link 360 View enhancements:
 
    
 
     [bookmark: pgfId-43900]–[image: ] Endpoints attributes added: Tx Power and Rx Power
 
     [bookmark: pgfId-43901]–[image: ] Span loss chart now includes Device ID in title
 
     [bookmark: pgfId-43902]Fault Management
 
     
     	 [bookmark: pgfId-43903]Ability to launch OAM commands based on the service type from the Circuit 360 and troubleshoot the circuit failure using ping and traceroute.
 
     	 [bookmark: pgfId-43904]"Recommended Action" functionality in the Alarm Browser and ability to edit the recommended actions of particular alarm condition from  Administration > Settings > System Settings > Alarms and Events > Alarm Severity and Auto Clear. 
 
     	 [bookmark: pgfId-46882]Documentation listing  supported SNMP traps and supported syslogs  was enhanced to include correlation information (which events support correlation and the correlation relationships). 
 
    
 
     [bookmark: pgfId-43907]QoS Management
 
     
     	 [bookmark: pgfId-43908]Support for discovering and promoting QoS policy maps from devices.
 
     	 [bookmark: pgfId-43909]Ability to configure Red Actions using the unit 'us' while creating QoS Action Profiles.
 
     	 [bookmark: pgfId-43910]Ability to configure the Committed Information Rate (CIR) in MBPS format while associating Shaping actions to QoS Action Profiles.
 
    
 
     [bookmark: pgfId-43911]Performance
 
     [bookmark: pgfId-43912]BERT enhancements:
 
     
     	 [bookmark: pgfId-43913]"Clear Counter" field to reset the test results.
 
     	 [bookmark: pgfId-43914]"Inject Error" field to inject errors in the frame while performing the test.
 
     	 [bookmark: pgfId-43915]Illustrations in the BERT page to explain the test route.
 
     	 [bookmark: pgfId-43916]"History" tab to view the historical records of BERT performance results for a specific CEM circuit.
 
     	 [bookmark: pgfId-43917]BERTs page under Monitor > Performance Tests to view the last run/currently running test on a CEM circuit.
 
    
 
     [bookmark: pgfId-43918]Provisioning (General)
 
     
     	 [bookmark: pgfId-43919]Get more details about service provisioning failures. For services with “Create Failed” provisioning state, click on the “i” icon in the Provisioning State column to see the configuration of the devices involved in the failure, as well as details about the specific error(s) that occurred.
 
     	 [bookmark: pgfId-43920]Circuit 360 view enhancements:
 
    
 
     [bookmark: pgfId-43921]–[image: ] CEM attribute added: Pseudowire bandwidth
 
     [bookmark: pgfId-43922]–[image: ] OCH-Trail UNI attributes added: tunnel ID, head actual wavelength, tail actual wavelength
 
     [bookmark: pgfId-43923]–[image: ] New actions: FLEX LSP trace route and ping
 
     [bookmark: pgfId-43924]Discovery
 
     
     	 [bookmark: pgfId-43925] Support for discovery of LLDP links on Cisco IOS-XR devices.
 
    
 
     [bookmark: pgfId-43926]Topology
 
     
     	 [bookmark: pgfId-43927]Service overlay - show underlying services.
 
    
 
     [bookmark: pgfId-43928]Geo Map Enhancements
 
     
     	 [bookmark: pgfId-43929]Ability to remove multiple devices that are in a cluster from the geo map.
 
     	 [bookmark: pgfId-43930]The geo map now supports visualization of circuits/VCs (overlay).
 
     	 [bookmark: pgfId-43931]Bandwidth utilization is now supported in the geo map.
 
    
 
     [bookmark: pgfId-43932]Multilayer Trace Enhancements
 
     
     	 [bookmark: pgfId-43933]Support for filtering layers in the Multilayer Trace simplified view.
 
    
 
     [bookmark: pgfId-43934]Carrier Ethernet Provisioning and Management
 
     
     	 [bookmark: pgfId-43935]Ability to modify network interfaces (UNIs and ENNIs).
 
    
 
     [bookmark: pgfId-43936]Optical
 
     
     	 [bookmark: pgfId-43937]Names of OCH circuit types are appended with WSON to clearly demarcate the provisioning support for WSON circuits.
 
     	 [bookmark: pgfId-43938]Ability to set the DWDM grid unit to either, wavelength or frequency for the OCH circuit types. 
 
    
 
     [bookmark: pgfId-43939]CEM Provisioning and Management
 
     
     	 [bookmark: pgfId-43940]Service reconciliation support extended for CEM services.
 
     	 [bookmark: pgfId-43941]CEM service overlay now displays the underlying MPLS TE tunnel through which the traffic is routed in a CEM service.
 
    
 
     [bookmark: pgfId-43942]L3VPN Service Provisioning and Management
 
     
     	 [bookmark: pgfId-43943]Ability to associate QoS profiles to L3VPN services during service and VRF modification.
 
     	 [bookmark: pgfId-43944]Dual-AS routing support for the associated BGP neighbor on Cisco IOS-XR devices.
 
    
 
     [bookmark: pgfId-43945]MPLS Traffic Engineering Service Provisioning and Management 
 
     
     	 [bookmark: pgfId-43946]Performance data such as traffic, availability, bandwidth utilization, and actual bandwidth utilization are displayed in graphical format in the Circuit/VC 360 view for MPLS bidirectional TE tunnels.
 
     	 [bookmark: pgfId-43947]Support to define explicit path for MPLS bidirectional TE tunnels.
 
    
 
     [bookmark: pgfId-43948]Reports
 
     
     	 [bookmark: pgfId-43949]Troubleshooting tips for an empty report.
 
    
 
     [bookmark: pgfId-43950]Software Image Management
 
     
     	 [bookmark: pgfId-43951]Prevention of accidental activation of older software versions on devices.
 
     	 [bookmark: pgfId-43952]Ability to activate images that are in Standby mode on devices.
 
    
 
     [bookmark: pgfId-43953]Documentation
 
     
     	 [bookmark: pgfId-43954]The addendum to the User and Administrator guide describing wireless and data center features is available in the online help and in the version published on Cisco.com.
 
    
 
     [bookmark: pgfId-43955]RESTCONF NBI
 
     
     	 [bookmark: pgfId-43956]Partial service, i.e., service with unmanaged endpoint, supported for CE and CEM services.
 
     	 [bookmark: pgfId-43957]Pre/post configuration template execution in provisioning.
 
     	 [bookmark: pgfId-43958]Set Termination Point support for configuring termination point for SONENT/ETHERNET interfaces on ASR90x, ASR920 devices.
 
     	 [bookmark: pgfId-43959]Multi-layer topology retrieval for CEM and Flex LSP services.
 
     	 [bookmark: pgfId-43960]Support for IPSLA, QoS policy configuration during L3VPN service provisioning.
 
    
 
     [bookmark: pgfId-43961]MTOSI NBI
 
     
     	 [bookmark: pgfId-43962]Circuit state indication in SNC retrieval response.
 
     	 [bookmark: pgfId-43963]Service creation failure details in SNC data retrieval.
 
     	 [bookmark: pgfId-43964]Identifier for WSON Circuit types based on WSON indicator as part of SNC data retrieval.
 
    
 
   
 
    
     [bookmark: pgfId-47619][bookmark: 94801]Device/OS Support Added in Cisco EPN Manager 2.0.2
 
     
      [bookmark: pgfId-47654]Cisco NCS 4000 Network Convergence Systems—New Operating System Support
 
      [bookmark: pgfId-47664]
 
      
       
       
         
         	
           
           [bookmark: pgfId-47657]Device Model
          
  
         	
           
           [bookmark: pgfId-47659]Device OS
          
  
        
 
         
         	 [bookmark: pgfId-47661]Cisco NCS 40xx
  
         	 [bookmark: pgfId-47663]IOS XR 6.1.12
  
        
 
       
      
 
     
 
    
 
   
 
    
     [bookmark: pgfId-43972][bookmark: 50263]Beta Device/OS Support Added in Cisco EPN Manager 2.0.2
 
     .
 
     
      
    
 
    
 
    [bookmark: pgfId-43986]Note The following devices and operating systems are supported in Cisco EPN Manager 2.0.2 with limited (beta-level) functionality. 

     
    

    
 
     
      [bookmark: pgfId-43987]Cisco NCS 2000 Network Convergence Systems—New Operating System Support
 
      [bookmark: pgfId-43997]
 
      
       
       
         
         	
           
           [bookmark: pgfId-43990]Device Model
          
  
         	
           
           [bookmark: pgfId-43992]Device OS
          
  
        
 
         
         	 [bookmark: pgfId-43994]Cisco NCS 2xxx
  
         	 [bookmark: pgfId-43996]ONS 10.6.1
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-44009]Cisco NCS 5000 Network Convergence Systems—New Operating System Support
 
      [bookmark: pgfId-44023]
 
      
       
       
         
         	
           
           [bookmark: pgfId-44012]Device Model
          
  
         	
           
           [bookmark: pgfId-44014]Device OS
          
  
        
 
         
         	 [bookmark: pgfId-44016]Cisco NCS 5001
  
         	 [bookmark: pgfId-44018]IOS XR 6.1.1
  
        
 
         
         	 [bookmark: pgfId-44020]Cisco NCS 5002
  
         	 [bookmark: pgfId-44022]IOS XR 6.1.1
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-44024]Cisco Carrier Routing System—New Operating System Support
 
      [bookmark: pgfId-44042]
 
      
       
       
         
         	
           
           [bookmark: pgfId-44027]Device Model
          
  
         	
           
           [bookmark: pgfId-44029]Device OS
          
  
        
 
         
         	 [bookmark: pgfId-44031]Cisco CRS-1 16-Slot Line Card Chassis Router
  
         	 [bookmark: pgfId-44033]IOS XR 6.1.1
  
        
 
         
         	 [bookmark: pgfId-44035]Cisco CRS-1 8-Slot Single-Shelf System Router
  
         	 [bookmark: pgfId-44037]IOS XR 6.1.1
  
        
 
         
         	 [bookmark: pgfId-44039]Cisco CRS-1 4-Slot Single-Shelf System Router
  
         	 [bookmark: pgfId-44041]IOS XR 6.1.1
  
        
 
       
      
 
     
 
      to see which features are supported on the devices.
 
    
 
   
 
    
     [bookmark: pgfId-44046][bookmark: 22160]Installation and Upgrade Requirements
 
     [bookmark: pgfId-49431]The following table lists the supported installation paths for Cisco EPN Manager 2.0.2. The following table uses this terminology:
 
     
     	 [bookmark: pgfId-49432] PP = Point Patch
 
     	 [bookmark: pgfId-49439]  Cisco EPN Manager 2.0.1 = Cisco EPN Manager 2.0 Maintenance Pack 1
 
     	 [bookmark: pgfId-49449]  Cisco EPN Manager  2.0.2  = Cisco EPN Manager 2.0 Maintenance Pack 2
 
    
 
     [bookmark: pgfId-49584]
 
     
      
      
        
        	
          
          [bookmark: pgfId-49452]If you have this deployment:
         
  
        	
          
          [bookmark: pgfId-49460]You must perform these steps to install Cisco EPN Manager :
         
  
       
 
        
        	 [bookmark: pgfId-49465]Cisco EPN Manager is not installed (fresh installation)
  
        	 
  
  
  
       
 
        
        	 
  
        	 
  
  
  
       
 
        
        	 Cisco EPN Manager 2.0 PP1
  
        	 
  
  
       
 
        
        	 Cisco EPN Manager 2.0 PP2
  
        	 
  
       
 
        
        	 Cisco EPN Manager 2.0.1
  
        	 
  
  
       
 
        
        	 Cisco EPN Manager 2.0.1 PP1
  
        	 
  
       
 
      
     
 
    
 
   
 
    
     [bookmark: pgfId-44088][bookmark: 89279]Important Notes
 
     
      [bookmark: pgfId-44089]Required User Role Settings
 
      [bookmark: pgfId-44090]NBI permissions must be set for Super User, Config Manager, Admin, and System Monitoring users to ensure optimal functioning when performing the following actions:
 
      
      	 [bookmark: pgfId-44091]Service provisioning
 
      	 [bookmark: pgfId-44092]Config activation
 
      	 [bookmark: pgfId-44093]Performance dashboard viewing
 
     
 
      [bookmark: pgfId-44094]To set NBI permissions for users, go to Administration > Users > Users, Roles & AAA > Users and do the following for each user:
 
      [bookmark: pgfId-44095] 1.[image: ] Click on the user name link.
 
      [bookmark: pgfId-44096] 2.[image: ] In the User Details page, under Groups Assigned to this User, select the NBI Read and NBI Write check boxes.
 
      [bookmark: pgfId-44097] 3.[image: ] Click Save.
 
    
 
     
      [bookmark: pgfId-44098]Reconciliation Report Limitations
 
      [bookmark: pgfId-44099]When provisioning a service, if you have not provided a value for any of the attributes, the provisioned value for those attributes will be displayed as “Missing” in the reconciliation report. The device may have default values for these attributes but Cisco EPN Manager does not have any values configured.
 
    
 
   
 
    
     [bookmark: pgfId-47750][bookmark: 67908]Point Patch 1 (PP1) for Cisco EPN Manager 2.0.2
 
     [bookmark: pgfId-49114]PP1 is available for installation on top of Cisco EPN Manager 2.0.2. [bookmark: 76304]PP1 addresses the following issues:
 
     [bookmark: pgfId-50070]
 
     
      
      
        
        	
          
          [bookmark: pgfId-50055]Identifier
         
  
        	
          
          [bookmark: pgfId-50057]Symptom
         
  
       
 
        
        	 [bookmark: pgfId-50059]CSCvb31115
  
        	 [bookmark: pgfId-50061]After restore from EPNM 1.2.7 to 2.0.2 software image shows No Data Available 
  
       
 
        
        	 [bookmark: pgfId-50063]CSCvb32867
  
        	 [bookmark: pgfId-50065]NCS4K transient alerts remaining after upgrade 
  
       
 
        
        	 [bookmark: pgfId-50067]CSCvb48353 
  
        	 [bookmark: pgfId-50069]Cannot edit or delete OCH trail due to 500 errors
  
       
 
      
     
 
    
 
     with the point patch. To download the Readme file:
 
    
 
     . 
 
     from the navigation area on the left.
 
     [bookmark: pgfId-50187]Step 3[image: ] Hover your mouse cursor over the patch file to open the software’s Details pop-up window.
 
     and save the file.
 
     [bookmark: pgfId-50522]
 
     
     [image: ] 
    
 
     
 
   
 
    
     [bookmark: pgfId-44109][bookmark: 41884][bookmark: 50478][bookmark: 54339][bookmark: 36710][bookmark: 80669][bookmark: 43307]Cisco EPN Manager Bugs
 
     
      [bookmark: pgfId-44110]Open Bugs
 
       lists the open bugs in Cisco EPN Manager Release 2.0.2 according to the following criteria:
 
      
      	 [bookmark: pgfId-44118]Severity 1, 2, and high priority severity 3 open bugs
 
      	 [bookmark: pgfId-44119]All open customer-found bugs
 
     
 
      . Use this tool to track the status of the open bugs.
 
      [bookmark: pgfId-44202]
 
      
       
        
         [bookmark: pgfId-44125]Table 1 [bookmark: 66715]Open Bugs
 
        
       
         
         	
           
           [bookmark: pgfId-44129]Identifier
          
  
         	
           
           [bookmark: pgfId-44131]Description
          
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44138]L3VPN IPSLA service performance is not working under dashboard
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44145]SIT - nodes in permanent synchronization
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44152]InterfaceProcolEndpoint table records are deleted in granular inventory
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44159]5K CEM circuits discovery failed
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44166]Wrong interface syntax from EPNM causing configuration to fail
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44173]OSPF Process ID is not listed after L3 Link creation has failed
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44180]Interface filter doesn't work
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44187]Some event message details are obstructed in EPNM Events detail window
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44194]Network Inventory contains invalid NCS4K inventory sub modules
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44201]NCS4K-DC-PEM power entry module power trays not discovered
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-44203]Resolved Bugs
 
       lists the resolved bugs in Cisco EPN Manager Release 2.0.2.
 
      .
 
      [bookmark: pgfId-44481]
 
      
       
        
         [bookmark: pgfId-44216]Table 2 [bookmark: 23204]Resolved Bugs
 
        
       
         
         	
           
           [bookmark: pgfId-44220]Identifier
          
  
         	
           
           [bookmark: pgfId-44222]Description
          
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44228]MPLS TE Inventory - collection failure with larger tunnel ID numbers
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44234]NCS4K partial collection failure - ethernet_interface
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44240]L2LinkTerminationpoint is missing for interface GigabitEthernet0/1/7
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44246]Failed to modify EVPL service with latest xmp_config_intf
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44252]LdpLink missing from topology map
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44258]NCS42xx in collection failure due to LOGICALBRIDGE_BK
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44264]SQL Injection Vulnerability: User can run arbitrary hazardous SQL command
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44270]Failed to Modify L3VPN with IPSLA
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44276]Scale: OOM after 3 days of sustained events rate in CE 5K setup
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44282]Devices are not listing for policy deploy while doing upgrade testing
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44288]IP-PEP table doesn't populate PortChannel, TenGigE Intf for XE Device
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44294]L3VPN modify failure-error 500 with DOMException_HIERARCHY_REQUEST_ERR
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44300]Service is down for NBI services
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44306]Upgrade: Provisioning is failing from rest conf in upgrade setup
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44312]Satellite REST APIs transactions leak
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44318]Unable to provision L3vpn service on freshly added device
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44324]ACTIVATESERVICE in order data should take true/false (lowercase) values
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44330]Unexpected error during service creation wizard for ODU UNI/Tunnel
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44336]Flex ML failed for some services due to 2 Lsp aggregations having the same ID
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44342]Collection Failure on NCS4K DWDM Nodes after RP reload and manual sync
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44348]Cannot provision OCH-Trail UNIs from the GUI
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44354][Upgrade] MP2 installation hangs in upgrade setup
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44360]nn wson circuit shown like missing
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44366]Under BDI interface , \"no shutdown\" cli should be explicitly added
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44372]DEPENDANTLINKS_ID for LAG link are not populated in DB
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44378]EPNM uses wrong destination IPv4 address during OTN service provisioning
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44384]Unable to delete the devices
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44390]Circuit Serviceability DOWN when created by CTC and discovered by EPNM
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44396]MEP Interface name is displayed wrongly after device resync
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44402]OTDR scan is in loop , GUI is flickering
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44408]Partial Sevice Eline:- MTU validation is happening for Z-End device
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44414]DiscoveredReconciliationRule does not support OVC type
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44420]Partial collection failure due to l3vpn-mpbgp.
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44426]Wrong management of INCLUDE/EXCLUDE node constraints in edit mode
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44432]Scale: Events without localized index should not be considered for IC
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44438]NCS4K - Localisation should be generic for NCS4k & NCS42xx devices
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44444]Device support \"Cisco ASR 920-12SZ-IM Router\" missed for Y1564 feature
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44450]Alarm 360 i button not accessible upon mouse click
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44456]QOS profile not showing for existing UNI
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44462]asr9k in \"Collection Failure\" due to LOGICALBRIDGE_BK constraint
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44468]AU3 listing for E1 service type in CEM provisioning wizard
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44474]Scale: LTP Disc Index regression
  
        
 
         
         	 
  
         	 [bookmark: pgfId-44480]While modifying Explicit path - in add new path unable to select \"Hop Type\"
  
        
 
       
      
 
     
 
    
 
     
      [bookmark: pgfId-44485]Get Information About Cisco EPN Manager Bugs
 
      [bookmark: pgfId-44489]Use the Bug Search tool (BST) to get the latest information about Cisco EPN Manager bugs. BST allows partners and customers to search for software bugs based on product, release, and keyword, and it aggregates key data such as bug details, product, and version.
 
      [bookmark: pgfId-44493]Cisco EPN Manager bugs may be caused by defects in a device's platform or operating system. In those cases, the Cisco EPN Manager bug will be resolved when the hardware/operating system bug is resolved.
 
     
 
      Step 1[image: ] Log into the Bug Search Tool.
 
      .
 
      . 
 
      
       
     
 
     
 
     [bookmark: pgfId-44498]Note If you do not have a Cisco.com username and password, you can register for them at http://tools.cisco.com/RPF/register/register.do.

      
     

     
 
      hyperlink that is next to the Product field and select the product.
 
      and then select the required product version.
 
      [bookmark: pgfId-44502] b.[image: ] When the results are displayed, use the filter and sort tools to find bugs according to their status, severity, how recently they were modified, if any support cases are associated with them, and so forth.
 
      at the top right of the Bug Search page.
 
      
 
    
 
   
 
    
     [bookmark: pgfId-44517][bookmark: 15801][bookmark: 26658][bookmark: 71965][bookmark: 69386][bookmark: 37957][bookmark: 68093][bookmark: 25962][bookmark: 24338][bookmark: 24159][bookmark: 50737][bookmark: 18743][bookmark: 90129][bookmark: 38597]Related Documentation
 
     . The documentation overview also lists several Cisco Prime Infrastructure documents because the content of those documents is relevant to Cisco EPN Manager 2.0.2.
 
   
 
    
     [bookmark: pgfId-44542][bookmark: 31272]Accessibility Features in Cisco EPN Manager 2.0.2
 
     .
 
     [bookmark: pgfId-44552]All product documents are accessible except for images, graphics and some charts. If you would like to receive the product documentation in audio format, braille, or large print, contact accessibility@cisco.com.
 
   
 
    
     [bookmark: pgfId-44553]Obtaining Documentation and Submitting a Service Request
 
     .
 
     , which lists all new and revised Cisco technical documentation, as an RSS feed and deliver content directly to your desktop using a reader application. The RSS feeds are a free service.
 
     [bookmark: 25406]This document is to be used in conjunction with the documents listed in the “Related Documentation” section.
 
     
      [bookmark: pgfId-46912]Cisco and the Cisco logo are trademarks or registered trademarks of Cisco and/or its affiliates in the U.S. and other countries. To view a list of Cisco trademarks, go to this URL:  www.cisco.com/go/trademarks . Third-party trademarks mentioned are the property of their respective owners. The use of the word partner does not imply a partnership relationship between Cisco and any other company. (1110R)
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