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     [bookmark: pgfId-670140]Cisco Nexus 9000 Series NX-OS Release Notes, Release 6.1(2)I2(2)
      
      
 
     
 
 
     
 
     [bookmark: pgfId-653277]This document describes the features, caveats, and limitations for Cisco NX-OS Release 6.1(2)I2(2) software for use on the Cisco Nexus 9000 Series switches. Use this document in combination with documents listed in the Related Documentation.
 
      shows the online change history for this document.
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          [bookmark: pgfId-692573]Part Number
         
  
        	 
          
          [bookmark: pgfId-692575]Revision
         
  
        	 
          
          [bookmark: pgfId-692577]Date
         
  
        	 
          
          [bookmark: pgfId-692579]Description
         
  
       
 
        
        	  [bookmark: pgfId-692581]OL-31713-02
  
        	 [bookmark: pgfId-692583]A0
  
        	 [bookmark: pgfId-692585]April 21, 2014
  
        	 [bookmark: pgfId-692587]Created the release notes for Release 6.1(2)I2(2).
  
       
 
        
        	 [bookmark: pgfId-692591]B0
  
        	 [bookmark: pgfId-692593]May 14, 2014
  
        	 [bookmark: pgfId-692595]Added a statement about support for uplink ports as SPAN destinations to the “New Software Features in Cisco NX-OS Release 6.1(2)I2(2)” section.
  
       
 
        
        	 [bookmark: pgfId-692602]C0
  
        	 [bookmark: pgfId-692604]May 29, 2014
  
        	 [bookmark: pgfId-692606]Added a workaround to the limitation about no support for Auto negotiation with copper cables to the “Limitations” section.
  
       
 
        
        	 [bookmark: pgfId-692613]D0
  
        	 [bookmark: pgfId-692615]June 20, 2014
  
        	 [bookmark: pgfId-692617]Removed the BGP FIB pending suppress updates feature from the “New Software Features in Cisco NX-OS Release 6.1(2)I2(2)” section. 
  
       
 
        
        	 [bookmark: pgfId-692624]E0
  
        	 [bookmark: pgfId-692626]August 15, 2014
  
        	 [bookmark: pgfId-692628]Updated the Limitation about auto negotiation on the N9K-M12PQ GEM module front panel ports.
  
       
 
        
        	 [bookmark: pgfId-692632]F0
  
        	 [bookmark: pgfId-692634]August 29, 2014
  
        	 [bookmark: pgfId-692639]Added the “Software Maintenance Upgrades” section. 
  
       
 
        
        	 [bookmark: pgfId-692643]G0
  
        	 [bookmark: pgfId-692645]October 16, 2014
  
        	 [bookmark: pgfId-692647]Updated hardware information for the Cisco Nexus 93128TX switch.
  
       
 
        
        	 [bookmark: pgfId-692651]H0
  
        	 [bookmark: pgfId-692653]February 19, 2015
  
        	
          
          	 [bookmark: pgfId-692658]Added NLB limitation in the “Limitations” section.
 
          	 [bookmark: pgfId-692661]Added bug ID CSCuq03168 to “Open Caveats—Cisco NX-OS Release 6.1”
 
         
  
       
 
        
        	 [bookmark: pgfId-692666]I0
  
        	 [bookmark: pgfId-692668]February 23, 2015
  
        	 [bookmark: pgfId-692670]Added a new line to explain a Cisco ALE port limitation in the “Limitations” section.
  
       
 
        
        	 [bookmark: pgfId-692866]I0
  
        	 [bookmark: pgfId-692868]May 4, 2015
  
        	 [bookmark: pgfId-692873]Added new limitations to “Limitations”.
  
       
 
        
        	 [bookmark: pgfId-692877]J0
  
        	 [bookmark: pgfId-692879]January 11, 2015
  
        	 [bookmark: pgfId-692881]Added link to ALE port limitations in “Limitations”.
  
       
 
      
     
 
    
 
   
 
    
     [bookmark: pgfId-637311]Contents
 
     [bookmark: pgfId-147474]This document includes the following sections:
 
     
     	 [bookmark: pgfId-86386]Introduction
 
     	 [bookmark: pgfId-86390]System Requirements
 
     	 [bookmark: pgfId-660201]New and Changed Information
 
     	 [bookmark: pgfId-666952]Installation Notes
 
     	 [bookmark: pgfId-677995]Upgrade Instructions
 
     	 [bookmark: pgfId-690875]Software Maintenance Upgrades
 
     	 [bookmark: pgfId-643563]Limitations
 
     	 [bookmark: pgfId-672075]Unsupported Features
 
     	 [bookmark: pgfId-660306]Caveats
 
     	 [bookmark: pgfId-268743]Related Documentation
 
     	 [bookmark: pgfId-86406]Obtaining Documentation and Submitting a Service Request
 
    
 
   
 
    
     [bookmark: pgfId-86408][bookmark: 28640]Introduction
 
     [bookmark: pgfId-645068]Cisco NX-OS software is a data center-class operating system designed for performance, resiliency, scalability, manageability, and programmability at its foundation. The Cisco NX-OS software provides a robust and comprehensive feature set that meets the requirements of virtualization and automation in mission-critical data center environments. The modular design of the Cisco NX-OS operating system makes zero-impact operations a reality and enables exceptional operational flexibility.
 
     [bookmark: pgfId-645111]The Cisco Nexus 9000 Series uses an enhanced version of Cisco NX-OS software with a single binary image that supports every switch in the series, which simplifies image management. 
 
   
 
    
     [bookmark: pgfId-86427][bookmark: 50105]System Requirements
 
     [bookmark: pgfId-86428]This section includes the following topics:
 
     
     	 [bookmark: pgfId-187028]Supported Device Hardware
 
     	 [bookmark: pgfId-643538]Supported Optics
 
    
 
     
      [bookmark: pgfId-186822][bookmark: 10510][bookmark: 17522]Supported Device Hardware
 
       lists the Cisco Nexus 9000 Series hardware that Cisco NX-OS Release 6.1(2)I2(2) supports. 
 
      
       
        
         [bookmark: pgfId-652917]Table 2 [bookmark: 24106]Cisco Nexus 9000 Series Hardware 
 
        
       
         
         	 
           
           [bookmark: pgfId-652923]Product ID
          
  
         	 
           
           [bookmark: pgfId-652925]Hardware
          
  
         	 
           
           [bookmark: pgfId-652927]Quantity
          
  
        
 
         
         	 [bookmark: pgfId-652929]N9K-C9508
  
         	 [bookmark: pgfId-652931]Cisco Nexus 9508 8-slot chassis
  
         	 [bookmark: pgfId-652933]1
  
        
 
         
         	 [bookmark: pgfId-652935]N9K-C9508-FM
  
         	 [bookmark: pgfId-652937]Cisco Nexus 9500 Series fabric module
  
         	 [bookmark: pgfId-652939]6
  
        
 
         
         	 [bookmark: pgfId-667177]N9K-X9564PX
  
         	 [bookmark: pgfId-667179]Cisco Nexus 9500 Series 48-port, 1-/10-Gbps SFP+ plus 4-port QSFP+ I/O module
  
         	 Up to 4 in the Cisco Nexus 9504
  
        
 
         
         	 [bookmark: pgfId-667171]N9K-X9564TX
  
         	 [bookmark: pgfId-667173]Cisco Nexus 9500 Series 48-port, 1-/10-Gbps BASE-T plus 4-port QSFP+ I/O module
  
         	 Up to 4 in the Cisco Nexus 9504
  
        
 
         
         	 [bookmark: pgfId-652941]N9K-X9636PQ
  
         	 [bookmark: pgfId-652943]Cisco Nexus 9500 36-port, 40 Gigabit Ethernet QSPF aggregation module
  
         	 Up to 4 in the Cisco Nexus 9504
  
        
 
         
         	 [bookmark: pgfId-652947]N9K-SC-A
  
         	 [bookmark: pgfId-652949]Cisco Nexus 9500 Series System Controller Module
  
         	 [bookmark: pgfId-652951]2
  
        
 
         
         	 [bookmark: pgfId-652953]N9K-SUP-A
  
         	 [bookmark: pgfId-652955]Cisco Nexus 9500 Series supervisor module
  
         	 [bookmark: pgfId-652957]2
  
        
 
         
         	 [bookmark: pgfId-652959]N9K-C9508-FAN
  
         	 [bookmark: pgfId-652961]Cisco Nexus 9508 fan trays 
  
         	 [bookmark: pgfId-652963]3
  
        
 
         
         	 [bookmark: pgfId-652965]N9K-PAC-3000W-B
  
         	 [bookmark: pgfId-652967]Cisco Nexus 9500 Series 3000 W AC power supply
  
         	 Up to 4 in the Cisco Nexus 9504
  
        
 
         
         	 [bookmark: pgfId-674477]N9K-C9504
  
         	 [bookmark: pgfId-674479]Cisco Nexus 9504 4-slot chassis
  
         	 [bookmark: pgfId-674453]1
  
        
 
         
         	 [bookmark: pgfId-674481]N9K-C9504-FM
  
         	 [bookmark: pgfId-674483]Cisco Nexus 9504 fabric module
  
         	 [bookmark: pgfId-674459]6
  
        
 
         
         	 [bookmark: pgfId-674485]N9K-C9504-FAN
  
         	 [bookmark: pgfId-674487]Cisco Nexus 9504 fan trays
  
         	 [bookmark: pgfId-674465]3
  
        
 
         
         	 [bookmark: pgfId-664959]N9K-C9396PX
  
         	 [bookmark: pgfId-664961]Cisco Nexus 9300 48-port, 1/10 Gigabit Ethernet SFP+ and 12-port, 40 Gigabit Ethernet QSPF switch
  
         	 [bookmark: pgfId-664963]1
  
        
 
         
         	 [bookmark: pgfId-666172]N9K-C93128TX
  
         	 [bookmark: pgfId-666174]Cisco Nexus 9300 switch with 96 1-/10-Gigabit BASE-T ports and eight 40-Gigabit Ethernet QSPF ports (The 1-/10-Gigabit BASE-T ports also support a speed of 100 Megabits.)
  
         	 [bookmark: pgfId-666176]1
  
        
 
         
         	 [bookmark: pgfId-666129]N9K-M12PQ
  
         	 [bookmark: pgfId-666131]Cisco Nexus 9300 uplink module, 12-port, 40 Gigabit Ethernet QSPF
  
         	 [bookmark: pgfId-666133]1 (required)
  
        
 
         
         	 [bookmark: pgfId-666123]N9K-PAC-650W1
  
         	 [bookmark: pgfId-666125]Cisco Nexus 9300 650 W AC power supply, hot air out (red)
  
         	 [bookmark: pgfId-666127]2 or less
  
        
 
         
         	 
  
         	 [bookmark: pgfId-666119]Cisco Nexus 9300 650 W AC power supply, cold air in (blue)
  
         	 [bookmark: pgfId-666121]2 or less
  
        
 
         
         	 [bookmark: pgfId-666111]N9K-PAC-1200W2
  
         	 [bookmark: pgfId-666113]Cisco Nexus 9300 1200 W AC power supply, hot air out (red)
  
         	 [bookmark: pgfId-666115]2 or less
  
        
 
         
         	 
  
         	 [bookmark: pgfId-666107]Cisco Nexus 9300 1200 W AC power supply, cold air in (blue)
  
         	 [bookmark: pgfId-666109]2 or less
  
        
 
         
         	 
  
         	 [bookmark: pgfId-666101]Cisco Nexus 9300 fan 1, hot air out (red)
  
         	 [bookmark: pgfId-666103]3
  
        
 
         
         	 
  
         	 [bookmark: pgfId-666095]Cisco Nexus 9300 fan 1, cold air in (blue)
  
         	 [bookmark: pgfId-666097]3
  
        
 
         
         	 
  
         	 [bookmark: pgfId-666089]Cisco Nexus 9300 fan 2, hot air out (red)
  
         	 [bookmark: pgfId-666091]3
  
        
 
         
         	 
  
         	 [bookmark: pgfId-666083]Cisco Nexus 9300 fan 2, cold air in (blue)
  
         	 [bookmark: pgfId-666085]3
  
        
 
       
      
 
     
 
      
      
        
        	 1.[bookmark: pgfId-667285][bookmark: 79488]For use with the Cisco Nexus 9396 switch (N9K-C9396PX).
 1.[bookmark: pgfId-667285][bookmark: 79488]For use with the Cisco Nexus 9396 switch (N9K-C9396PX).
 2.[bookmark: pgfId-667340][bookmark: 56106]For use with the Cisco Nexus 93128 switch (N9K-C93128TX).
 2.[bookmark: pgfId-667340][bookmark: 56106]For use with the Cisco Nexus 93128 switch (N9K-C93128TX).
  
       
 
      
     
 
      
 
    
 
     
      [bookmark: pgfId-653013][bookmark: 13086]Supported Optics
 
      
 
      
       
        
         [bookmark: pgfId-652979]Table 3 [bookmark: 17991]Transceivers and Cables 
 
        
       
         
         	 
           
           [bookmark: pgfId-652983]Product ID
          
  
         	 
           
           [bookmark: pgfId-652985]Transceivers and Cables
          
  
        
 
         
         	 [bookmark: pgfId-660466]QSFP-40G-SR4
  
         	 [bookmark: pgfId-652989]40GBASE-SR4 QSFP+ transceiver module for MMF, 4-lanes, 850-nm wavelength, 12-fiber MPO/MTP connector
  
        
 
         
         	 [bookmark: pgfId-660521]QSFP-40G-CSR4
  
         	 [bookmark: pgfId-652993]40GBASE-CSR4 QSFP+ transceiver module for MMF, 4-lanes, 850-nm wavelength, 12-fiber MPO/MTP connector, 300-m reach with OM3 fiber
  
        
 
         
         	 [bookmark: pgfId-660738]QSFP-40G-SR-BD
  
         	 [bookmark: pgfId-660697]QSFP+ bidirectional transceiver module, duplex multimode fiber, LC duplex connector, 100-m reach with OM3 fiber
  
        
 
         
         	 [bookmark: pgfId-660829]QSFP-40GE-LR4
  
         	 [bookmark: pgfId-660792]40GBASE-LR4 QSFP+ 40G transceiver module for single mode fiber, 4 CWDM lanes in 1310-nm window muxed inside module, duplex LC connector, 10-km, 40G Ethernet rate only
  
        
 
         
         	 [bookmark: pgfId-660945]QSFP-4x10G-AC7M
  
         	 [bookmark: pgfId-660989]40GBASE-CR4 QSFP+ to four 10GBASE-CU SFP+ direct attach breakout cable assembly, 7 meter active
  
        
 
         
         	 [bookmark: pgfId-660941]QSFP-4x10G-AC10M
  
         	 [bookmark: pgfId-661026]40GBASE-CR4 QSFP+ to four 10GBASE-CU SFP+ direct attach breakout cable assembly, 10 meter active
  
        
 
         
         	 [bookmark: pgfId-660937]QSFP-H40G-CU5M
  
         	 [bookmark: pgfId-660939]40GBASE-CR4 QSFP+ direct-attach copper cable, 5 meter passive
  
        
 
         
         	 [bookmark: pgfId-660933]QSFP-H40G-CU3M
  
         	 [bookmark: pgfId-660935]40GBASE-CR4 QSFP+ direct-attach copper cable, 3 meter passive
  
        
 
         
         	 [bookmark: pgfId-660929]QSFP-H40G-CU1M
  
         	 [bookmark: pgfId-660931]40GBASE-CR4 QSFP+ direct-attach copper cable, 1 meter passive
  
        
 
         
         	 [bookmark: pgfId-660925]QSFP-H40G-ACU7M
  
         	 [bookmark: pgfId-660927]40GBASE-CR4 QSFP+ direct-attach copper cable, 7 meter active
  
        
 
         
         	 [bookmark: pgfId-660921]QSFP-H40G-ACU10M
  
         	 [bookmark: pgfId-660923]40GBASE-CR4 QSFP+ direct-attach copper cable, 10 meter active
  
        
 
         
         	 [bookmark: pgfId-666593]SFP-10G-SR
  
         	 [bookmark: pgfId-666595]10GBASE-SR SFP+ module
  
        
 
         
         	 [bookmark: pgfId-666622]SFP-10G-LR
  
         	 [bookmark: pgfId-666624]10GBASE-LR SFP+ module
  
        
 
         
         	 [bookmark: pgfId-666585]SFP-H10GB-CU1M
  
         	 [bookmark: pgfId-666587]10GBASE-CU SFP+ cable 1 meter
  
        
 
         
         	 [bookmark: pgfId-666637]SFP-H10GB-CU3M
  
         	 [bookmark: pgfId-666639]10GBASE-CU SFP+ cable 3 meter
  
        
 
         
         	 [bookmark: pgfId-666645]SFP-H10GB-CU5M
  
         	 [bookmark: pgfId-666647]10GBASE-CU SFP+ cable 5 meter
  
        
 
         
         	 [bookmark: pgfId-666573]SFP-H10GB-ACU-7M
  
         	 [bookmark: pgfId-666575]Active Twinax cable assembly, 7 meter
  
        
 
         
         	 [bookmark: pgfId-666664]SFP-H10GB-ACU-10M
  
         	 [bookmark: pgfId-666666]Active Twinax cable assembly, 10 meter
  
        
 
         
         	 [bookmark: pgfId-666565]GLC-T
  
         	 [bookmark: pgfId-666567]1000BASE-T SFP
  
        
 
         
         	 [bookmark: pgfId-666561]GLC-SX-MM
  
         	 [bookmark: pgfId-666563]GE SFP, LC connector SX transceiver
  
        
 
         
         	 [bookmark: pgfId-666557]GLC-LH-SM
  
         	 [bookmark: pgfId-666559]GE SFP, LC connector LX/LH transceiver
  
        
 
       
      
 
     
 
      
       
     
 
     
 
     [bookmark: pgfId-659608]Note For the current release, if you are using the four 10G breakout cables with a Cisco Nexus 9000 Series switch, all ports on the I/O module must be set to breakout mode. A maximum of three l/O modules can be placed in breakout mode.

      
     

     
 
    
 
   
 
    
     [bookmark: pgfId-659653][bookmark: 48820]New and Changed Information
 
     [bookmark: pgfId-659681]This section lists the new and changed features in Release 6.1(2)I2(2), and includes the following topics:
 
     
     	 [bookmark: pgfId-669200]New Hardware Features in Cisco NX-OS Release 6.1(2)I2(2)
 
     	 [bookmark: pgfId-669205]New Software Features in Cisco NX-OS Release 6.1(2)I2(2)
 
    
 
     
      [bookmark: pgfId-663254][bookmark: 93757][bookmark: 33148]New Hardware Features in Cisco NX-OS Release 6.1(2)I2(2)
 
      [bookmark: pgfId-665985]The Cisco NX-OS Release 6.1(2)I2(2) supports the following hardware-related feature:
 
      
      	 [bookmark: pgfId-687499]QSA support for the following transceivers:
 
     
 
      [bookmark: pgfId-687547]–[image: ] SFP-10G-SR,
 
      [bookmark: pgfId-687562]–[image: ] SFP-H10GB-CU1M
 
      [bookmark: pgfId-687565]–[image: ] SFP-10G-AOC1M
 
    
 
     
      [bookmark: pgfId-665607][bookmark: 90371][bookmark: 19630][bookmark: 57962]New Software Features in Cisco NX-OS Release 6.1(2)I2(2)
 
      [bookmark: pgfId-665608]The Cisco NX-OS Release 6.1(2)I2(2) supports the software features listed in this section.
 
      
      	 [bookmark: pgfId-686545]Ability to filter IGMP snooping reports. For more information, see the  Cisco Nexus 9000 Series NX-OS Multicast Configuration Guide .
 
      	 [bookmark: pgfId-686549]Explicit Congestion Notification (ECN) with AFD is supported on Cisco Nexus 9300 Series switches. For more information, see the  Cisco Nexus 9000 Series NX-OS Quality of Service Configuration Guide. 
 
      	 [bookmark: pgfId-686537]Cisco QSFP+ to SFP+ Adapter Module Support—The Cisco QSFP to SFP/SFP+ Adapter (QSA) module provides 10G support for the 40G uplink ports that are a part of the Cisco Nexus M12PQ uplink module of the N9K-C9396PX and N9K-C93128TX devices. For additional information, see the  Cisco Nexus 9000 Series NX-OS Interfaces Configuration Guide . 
 
      	 [bookmark: pgfId-689439]Uplink ports are supported as SPAN destinations on Cisco Nexus 9300 Series switches.
 
     
 
    
 
   
 
    
     [bookmark: pgfId-674389][bookmark: 64823]Installation Notes
 
     
 
   
 
    
     [bookmark: pgfId-689253][bookmark: 66965]Upgrade Instructions
 
     
 
   
 
    
     [bookmark: pgfId-690560][bookmark: 63723]Software Maintenance Upgrades
 
     
 
     
      
    
 
    
 
    [bookmark: pgfId-690780]Note If you perform a software maintenance upgrade (SMU) and later upgrade your device to a new Cisco NX-OS software release, the new image will overwrite both the previous Cisco NX-OS release and the SMU package file. 

     
    

    
 
   
 
    
     [bookmark: pgfId-676375][bookmark: 49897][bookmark: 39053]Limitations
 
     [bookmark: pgfId-679238]This section lists limitations related to Cisco NX-OS Release 6.1(2)I2(2).
 
     
     	 [bookmark: pgfId-692768]The uplink module should not be removed from a Cisco 9300 switch that is running Cisco NX-OS Release 6.1(2)I2(2). The ports on the uplink module should be used only for uplinks.
 
     	 [bookmark: pgfId-692449]The N9K-M12PQ GEM module front panel ports do not support auto negotiation with copper cables. Manually configure the speed on the peer switch. In some cases, such as for the Cisco Nexus 6000 Series switches, explicitly disabling auto negotiation might be required.
 
     	 [bookmark: pgfId-679619]GOLD Port loopback tests are not supported.
 
     	 [bookmark: pgfId-679513]The ASIC Memory-NS test is not applicable for N9K-X9636PQ line card and will be removed in future releases for the N9K-X9636PW line card. The test is also shown incorrectly for the N9K-X9636PQ line card. The test is applicable only for the N9K-X9564PX and N9K-X9564TX line cards.
 
     	 [bookmark: pgfId-683116]On the Cisco Nexus 9300 Series switches with the N9K-X9636PQ and N9K-X9636TX line cards, there is no support for PFC.
 
     	 [bookmark: pgfId-691380]Cisco NX-OS Release 6.1(2)I2(2b) supports flooding for Microsoft Network Load Balancing (NLB) unicast mode on Cisco Nexus 9500 Series switches but not on Cisco Nexus 9300 Series switches. NLB is not supported in max-host system routing mode. NLB multicast mode is not supported on Cisco Nexus 9500 or 9300 Series switches.
 
    
 
     
      
    
 
    
 
    [bookmark: pgfId-692207]Note To work around the situation of Unicast NLB limitation, we can statically hard code the ARP and MAC address pointing to the correct interface. Please refer to bug ID CSCuq03168 in detail in the “Open Caveats—Cisco NX-OS Release 6.1” section.

     
    

    
 
     
     	 [bookmark: pgfId-692256]When routed ACL is applied to multiple SVIs (switched virtual interfaces) in the egress direction, TCAM resources are not shared.
 
     	 [bookmark: pgfId-692257]When VACL (VLAN ACL) is applied to multiple VLANs, TCAM resources are not shared.
 
     	 [bookmark: pgfId-692258]N9K hardware does not support range checks (layer 4 operators) in egress TCAM. Because of this, ACL/QoS policies with layer 4 operations-based classification need to be expanded to multiple entries in the egress TCAM. Egress TCAM space planning should take this limitation into account.
 
     	 [bookmark: pgfId-692303]If the same QOS policy and ACL is applied on multiple interfaces, the label will be shared only when the qos-policy is applied with the no-stats option.
 
     	 [bookmark: pgfId-692968]Limitations for ALE uplink ports are listed at the following URL:
 
    
 
     
 
   
 
    
     [bookmark: pgfId-692213][bookmark: 72712]Unsupported Features
 
     [bookmark: pgfId-671965]This section lists features that are not supported in the current release.
 
     
      [bookmark: pgfId-678298]VXLAN Features
 
      [bookmark: pgfId-678325]This section lists VXLAN features that are not supported.
 
      
      	 [bookmark: pgfId-678405]VXLAN routing is not supported.
 
     
 
      [bookmark: pgfId-678406]The default Layer 3 gateway for VXLAN VLANs should be provisioned on a different device.
 
      
      	 [bookmark: pgfId-678407]Switch virtual interface (SVI) is not supported on VXLAN VLANs.
 
      	 [bookmark: pgfId-678441]VXLAN Layer 3 uplinks are not supported on a nondefault virtual routing and forwarding (VRF) instance.
 
      	 [bookmark: pgfId-678442]Switched Port Analyzer (SPAN) Tx for VXLAN traffic is not supported for the access to the network direction.
 
      	 [bookmark: pgfId-678444]RACLs are not supported on Layer 3 uplinks for VXLAN traffic. Egress VACLs cannot be used on decapsulated packets in the network-to-access direction on the inner payload. As a best practice, use PACLs/VACLs for the access-to-network direction.
 
      	 [bookmark: pgfId-678447]QoS classification is not supported for VXLAN traffic in the network-to-access direction.
 
      	 [bookmark: pgfId-678448]The QoS buffer-boost feature is not applicable for VXLAN traffic.
 
      	 [bookmark: pgfId-678449]Access control list (ACL) and quality of service (QoS) for VXLAN traffic in the network-to-access direction is not supported.
 
      	 [bookmark: pgfId-678450]There is no uplink SVI support. As a best practice, use the Layer 3 port-channel uplinks/equal cost multi path (ECMP) uplinks instead.
 
      	 [bookmark: pgfId-678452]There is no native VLAN support for VXLAN. All traffic on VXLAN Layer 2 trunks need to be tagged.
 
      	 [bookmark: pgfId-678453]Consistency checkers are not supported for VXLAN tables.
 
      	 [bookmark: pgfId-678454]Just one network virtualization edge (NVE) interface is allowed on the switch.
 
      	 [bookmark: pgfId-678455]Because the NVE (VXLAN) process is not restartable, patching support is not supported for VXLAN.
 
      	 [bookmark: pgfId-678459]Per-VNI statistics and per-VTEP statistics are not supported. Only aggregate statistics are available.
 
      	 [bookmark: pgfId-678460]vPC type-1 consistency checkers are not supported for VXLAN configurations.
 
      	 [bookmark: pgfId-678461]Dynamic re-IP of an NVE tunnel is not supported. Tunnels must be shut down prior to live IP address changes.
 
     
 
    
 
     
      [bookmark: pgfId-678463]VXLAN Topology Restrictions
 
      
      	 [bookmark: pgfId-678465]A device cannot be a VXLAN gateway mode (vxlan-vlan flows) and a VXLAN bridging mode (vxlan-vxlan flows) for the same multicast groups, which are also called the bud-node topology. As a best practice, use the device as either a bridging device or a gateway device, but not both.
 
      	 [bookmark: pgfId-678469]Due to bud node restrictions, a VXLAN tunnel endpoint (VTEP) cannot reach the rendezvous point (RP) through another VTEP. Because of this limitation, there can be no direct Layer 3 links between two VTEPs, unless one of the VTEPs is the RP.
 
     
 
    
 
     
      [bookmark: pgfId-683244]VXLAN ACL Limitations
 
      [bookmark: pgfId-683245]The following ACL related features are not supported:
 
      
      	 [bookmark: pgfId-683246]Ingress router access control list (RACL) that is applied on an uplink Layer 3 interface that matches on the inner or outer payload in the network-to-access direction (decapsulated path)
 
      	 [bookmark: pgfId-683247]Egress RACL that is applied on an uplink Layer 3 interface that matches on the inner or outer payload in the access-to-network direction (encapsulate path)
 
      	 [bookmark: pgfId-683248]Egress VACL for decapsulated VXLAN traffic
 
     
 
      [bookmark: pgfId-683249]We recommend that you use a port access control list (PACL)/VACL on the access side to filter out traffic entering the overlay network.
 
    
 
     
      [bookmark: pgfId-673946]PVLANs
 
      [bookmark: pgfId-678729]Private VLANs (PVLANs) are not supported.
 
    
 
     
      [bookmark: pgfId-678746]DHCP
 
      [bookmark: pgfId-674348]DHCP subnet broadcast is not supported.
 
    
 
   
 
    
     [bookmark: pgfId-643449][bookmark: 14116]Caveats
 
     [bookmark: pgfId-655405]This section includes the following topic:
 
     
     	 [bookmark: pgfId-655496]Open Caveats—Cisco NX-OS Release 6.1
 
    
 
     
      [bookmark: pgfId-655406][bookmark: 91436]Open Caveats—Cisco NX-OS Release 6.1
 
       lists the open caveats in the Cisco NX-OS Release 6.1(2)I2(2) release. Click the Bug ID to access the Bug Search tool and see additional information about the bug.
 
      
       
        
         [bookmark: pgfId-671299]Table 4 [bookmark: 26608]Open Caveats in Cisco NX-OS Release 6.1(2)I2(2) 
 
        
       
         
         	 
           
           [bookmark: pgfId-671303]Bug ID
          
  
         	 
           
           [bookmark: pgfId-671305]Description
          
  
        
 
         
         	 [bookmark: pgfId-688489]CSCug73220
  
         	 [bookmark: pgfId-688491]Storm control counters are not working correctly on Cisco Nexus 9000 Series switches.
  
        
 
         
         	 
  
         	 [bookmark: pgfId-671310]The Link Pause feature is not supported on the Cisco Nexus 9500 Series devices.
  
        
 
         
         	 
  
         	 [bookmark: pgfId-671315]DHCP relay to a subnet broadcast address does not work. 
  
        
 
         
         	 [bookmark: pgfId-671318]CSCuj57404
  
         	 [bookmark: pgfId-671320]A DLB configuration should be rejected if PFC is also configured.
  
        
 
         
         	 [bookmark: pgfId-672479]CSCul18670
  
         	 command shows the incorrect license if a valid license is installed over an honor license.
  
        
 
         
         	 [bookmark: pgfId-671353]CSCum22205
  
         	 [bookmark: pgfId-671355]Priority tagged packets or untagged packets that are received by trunk-mode switch ports do not get encapsulated in VXLAN.
  
        
 
         
         	 [bookmark: pgfId-673654]CSCum32811
  
         	 [bookmark: pgfId-673656]Multicast packets that are received on Layer 3 to VXLAN groups should not be sent to the CPU.
  
        
 
         
         	 [bookmark: pgfId-675970]CSCum36233
  
         	 [bookmark: pgfId-675972]The MAC address for the ToR switch does not match IP packets with the mac packet-classify feature.
  
        
 
         
         	 [bookmark: pgfId-680846]CSCun76810
  
         	 [bookmark: pgfId-680848]Configuring NTP on a Cisco Nexus 9000 Series switch cause Onep to lose its connection.
  
        
 
         
         	 [bookmark: pgfId-680842]CSCun00831
  
         	 [bookmark: pgfId-680844]During the bootup of a peer switch, native-vlan mismatch syslog messages with CDP might appear.
  
        
 
         
         	 [bookmark: pgfId-688715]CSCun01299
  
         	 command should include MAC address table and route table information.
  
        
 
         
         	 [bookmark: pgfId-680838]CSCun06345
  
         	 [bookmark: pgfId-680840]A VXLAN vPC inconsistency is not detected with mismatched VXLAN configurations.
  
        
 
         
         	 [bookmark: pgfId-680834]CSCun14773
  
         	 [bookmark: pgfId-680836]Tagged packets in a non-VXLAN VLAN are encapsulated if the trunk port in a native VLAN is a VXLAN VLAN.
  
        
 
         
         	 [bookmark: pgfId-680830]CSCun26726
  
         	 [bookmark: pgfId-680832]HSRP packet decoding fails with an assertion error.
  
        
 
         
         	 [bookmark: pgfId-680826]CSCun30078
  
         	 [bookmark: pgfId-680828]After adding a new member to an uplink port channel, an error displays.
  
        
 
         
         	 [bookmark: pgfId-680822]CSCun34824
  
         	 command, some VXLAN tunnels are not programmed correctly and traffic to those peers is silently dropped.
  
        
 
         
         	 [bookmark: pgfId-680818]CSCun34856
  
         	 [bookmark: pgfId-680820]All VLANs are suspended if one has a QoS policy but the TCAM is not configured.
  
        
 
         
         	 [bookmark: pgfId-680810]CSCun69358
  
         	 command does not count decap traffic under the out counters.
  
        
 
         
         	 [bookmark: pgfId-680806]CSCun69596
  
         	 [bookmark: pgfId-680808]Unicast traffic still goes after out after the VNI configuration is removed.
  
        
 
         
         	 [bookmark: pgfId-688390]CSCun87017
  
         	 [bookmark: pgfId-688392]NS 40G access port drops cause packet flooding.
  
        
 
         
         	 [bookmark: pgfId-688835]CSCuo25060
  
         	 [bookmark: pgfId-688837]The consistency checker times out in a multi-VRF context for IPv4 and IPv6. 
  
        
 
         
         	 [bookmark: pgfId-688831]CSCuo34594
  
         	 [bookmark: pgfId-688833]The Layer 2 MAC address consistency checker fails for multicast MAC addresses.
  
        
 
         
         	 [bookmark: pgfId-691311]CSCuq03168
  
         	 [bookmark: pgfId-691313]Microsoft NLB traffic being routed into the destination VLAN is experiencing packet loss.
  
        
 
       
      
 
     
 
    
 
   
 
    
     [bookmark: pgfId-643448][bookmark: 70604][bookmark: 16865][bookmark: 21571][bookmark: 23786][bookmark: 39254][bookmark: 80037][bookmark: 67614][bookmark: 94273][bookmark: 63993]Related Documentation[bookmark: marker-593504]
 
     [bookmark: pgfId-593506]The entire Cisco Nexus 9000 Series NX-OS documentation set is available at the following URL:
 
     
 
     
      [bookmark: pgfId-647271]Configuration Guides
 
      
 
      
 
      
 
      [bookmark: pgfId-665216]Cisco Nexus 9000 Series NX-OS Layer 2 Switching Configuration Guide
 
      
 
      
 
      
 
      
 
      
 
      
 
      [bookmark: pgfId-665187]Cisco Nexus 9000 Series NX-OS VXLAN Configuration Guide
 
    
 
     
      [bookmark: pgfId-647280]Other Software Documents
 
      
 
      
 
      [bookmark: pgfId-674851]Cisco Nexus 9000 Series Software Upgrade and Downgrade Guide
 
      [bookmark: pgfId-660394]Cisco Nexus 9000 Series NX-OS System Messages Reference
 
      
 
      
 
      
 
    
 
     
      [bookmark: pgfId-652608]Hardware Documents
 
      
 
      
 
      
 
      
 
    
 
     
      [bookmark: pgfId-665258]Release Notes
 
      
 
      s
 
    
 
     
      [bookmark: pgfId-685290]Documentation Feedback
 
      [bookmark: pgfId-685293]To provide technical feedback on this document, or to report an error or omission, please send your comments to nexus9k-docfeedback@cisco.com. We appreciate your feedback.
 
    
 
   
 
    
     [bookmark: pgfId-652611][bookmark: 83361]Obtaining Documentation and Submitting a Service Request
 
     , which also lists all new and revised Cisco technical documentation, at:
 
     
 
     [bookmark: pgfId-662973]Open a service request online at: 
 
     
 
     as a Really Simple Syndication (RSS) feed and set content to be delivered directly to your desktop using a reader application. The RSS feeds are a free service and Cisco currently supports RSS version 2.0. 
 
     
      [bookmark: pgfId-652675]This product includes cryptographic software written by Eric Young (eay@cryptsoft.com). This product includes software developed by the OpenSSL Project for use in the OpenSSL Toolkit. (http://www.openssl.org/). This product includes software written by Tim Hudson (tjh@cryptsoft.com).
 
    
 
     
      [bookmark: pgfId-693002]Cisco and the Cisco logo are trademarks or registered trademarks of Cisco and/or its affiliates in the U.S. and other countries. To view a list of Cisco trademarks, go to this URL:  www.cisco.com/go/trademarks . Third-party trademarks mentioned are the property of their respective owners. The use of the word partner does not imply a partnership relationship between Cisco and any other company. (1110R)
 
    
 
     
      [bookmark: pgfId-675630]Cisco Nexus 9000 Series NX-OS Release Notes, Release 6.1(2)I2(2)
 
    
 
     
      [bookmark: pgfId-197495] 2013 - 2014 Cisco Systems, Inc. All rights reserved.
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