
      
      
      Cisco UCS B22 M3 Blade Server 

      
         The UCS B22 M3 blade server is a half-width blade with 12 DIMM slots; it supports one dedicated slot for Cisco's Virtual Interface
            Card (VIC) 1240, and one open adapter slot. You may install up to eight UCS B22 Blade Servers to a UCS chassis, or mix with
            other UCS blade servers. The Cisco UCS B22 M3 harnesses the power of the latest Intel Xeon processor E5-2400 product family
            with expandability to 192 GB of RAM (using 12 x 16 GB DIMMs), 2 hot-plug drives, and 2 PCIe adapter slots for up to 80 Gigabit
            Ethernet throughput.
         

         
         Cisco UCS B22 Front Panel

[image: ../images/332661.jpg]

         
         
         
            
               
                  
                     	
                        1

                        
                     
                     
                     	
                        Asset tag 

                        
                        Each server has a blank plastic asset tag that pulls out of the front panel, provided so you can add your own asset tracking
                           label without interfering with the intended air flow. 
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                        3

                        
                     
                     
                     	
                        Ejector captive screw
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      Buttons

      
         The Reset button is just inside the chassis and must be pressed using the tip of a paper clip or a similar item. Hold the
            button down for five seconds, and then release it to restart the server if other methods of restarting are not working.
         

         
         The beaconing function for an individual server may get turned on or off by pressing the combination button and LED. 

         
         The power button and LED allows you to manually take a server temporarily out of service but leave it in a state where it
            can be restarted quickly. If the desired power state for a service profile associated with a blade server or an integrated
            rack-mount server is set to "off", using the power button or Cisco UCS Manager to reset the server will cause the desired
            power state of the server to become out of sync with the actual power state and the server may unexpected shutdown at a later
            time. To safely reboot a server from a power-down state, use the Boot Server action in Cisco UCS Manager.
         

         
      

      
      
      
         
      

      
      
      
   
      
      
      Connectors

      
         The console port allows a direct connection to a blade server to allow operating system installation and other management
            tasks to be done directly rather than remotely. The port uses the KVM dongle cable (N20-BKVM) which provides a connection
            into a Cisco UCS blade server; it has a DB9 serial connector, a VGA connector for a monitor, and dual USB ports for a keyboard
            and mouse. With this cable, you can create a direct connection to the operating system and the BIOS running on a blade server.
            A KVM cable ships standard with each blade chassis accessory kit.
         

         
         KVM Cable for Blade Servers
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                        Connector to blade server slot

                        
                     
                     
                     	
                        3

                        
                     
                     
                     	
                        VGA connection for a monitor
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                        2-port USB connector for a mouse and keyboard

                        
                     
                     
                  

                  
               
               
            

            
         

         
      

      
      
      
         
      

      
      
      
   
      
      
      Blade Server Removal and Installation

      
         Before performing any internal operations on this blade server, you must remove it from the chassis. 
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Caution
               	



                  To prevent ESD damage, wear grounding wrist straps during these procedures and handle modules by the carrier edges only.

                  
                  

               
            

         

         
      

      
      
      
         
         	Powering Off Blade Servers Using the Power Button

         
         	Removing a Blade Server

         
         	Installing a Half-width Blade Server

         
      

      
      
      
         
      

      
      
      
   
      
      
      Air Baffles

      
         The air baffles (UCSB-BAFF-B22-M3=) shown ship with this server, as they direct and improve air flow for the server components.
            No tools are necessary to install them, just place them over the DIMMs as shown, aligned to the standoffs.
         

         
         Cisco UCS B22 Air Baffles
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