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For more information on commercial licensing or support, contact Ping Sales at salesepingicenticom or call 6lHree 8778982905 (+1303.468 2882 outsice North America).

‘SOFTWARE LICENSE AGREEMENT L

THS CUCK THROUGH AGREEMENT (THIS "AGREEMENT) IS BY AND BETWEEN PING IDENTITY CORPORATION (PING IDENTITY) AND THE COMPANY OR ENTITY ON WHOSE BEHALF YOU ARE EXECUTING THIS
AGREEMENT (CUSTOMER') You epresent that you have the authority to bind Customer o the terms ofthis Agreement, By agreeing tothe terms of this Agreement or by accessing,using or nstaling any part o the
Products, Customer expressly agrees to and consents to be bound by al of the terms of this Agreement.f Customer does nt agree Lo any of the terms of this Agreement, Customer s prohibted!rom downloading.
Instaling, activating o using the Products. THE EFFECTIVE DATE OF THIS AGREEMENT IS THE DATE ON WHICH CUSTOMER ACCEPTS THESE TERMS BY CLICKING 'ACCEPT" OR THE SIMILARLY LABELED BUTTON

INDICATING ASSENT (THE "EFFECTIVE DATE).
For good and valuable considertion, the receipt and suficiency of which i hereby acknowledged, the paries agree s follows
1. Defintions.
‘Acministrator*is an incvical whohas been granted acministative perissions by Customer tothe Senvice n order toset-up, modify and suspendthe Senvice each as appicable

“Afflate{s) means any entty that directly orindirecly contros, s conrolled by, i undir comman control with the subjectentty.“Control for purposes o this efiition, means direct o indirect ownership or control of
more than 50% of the voting nterests o the subject enty.

'APF means an sppication programming nterface.

“Customer Data” means all electronic cata o nformation submitted by Customer tothe Service, Customer Data also inclucies any data of an Identty rovicer andits assocated empioyees, consultans, contractors and,
agents transmitted hrouch the Service i orcer o access Customer's senvices or applicaions.

"Documentation" means Pingldentiy's then current on-line user's manuals made generally avalable by ingldentity and provicedto Customer slongwith the Software.

Identity Provider” means an entity that desires single sign-on capablites into s Service Pravicer's senvices or applicatins.
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