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概要

このドキュメントでは、vManageコントローラのすべてのデバイステンプレート更新でサイト間
（または一般にLAN間）インターネットキーエクスチェンジ(IKE)ベースのIPSecトンネルがフラ
ップする場合に発生する一般的な問題について説明し、その解決策を示します。

問題

vManageでデバイステンプレートが更新されるたびに、IKEベースのIPSecトンネルがフラップし
ます。変更は、IKEベースのサイト間IPSecトンネルとは関係なく、トンネルのフラップを引き起
こします。たとえば、eBGPピアリングがIPSecトンネルを介して実行されている場合、この問題
はさらに深刻になる可能性があります。eBGPインターフェイストラッキングにより、ネイバー
もフラップし、その結果、すべてのルートが取り消されて再インストールされます。これにより
、順番にトラフィックが中断されます。たとえば、この変更は、図に示すように、config-
previewによって確認されたテンプレートに対してのみ行われます。

ログの内容を次に示します。

tail /var/log/vsyslog -f -n 0

local7.info: Nov 26 15:21:08 BRU-SDW-V5K-01 FTMD[2202]: %Viptela-BRU-SDW-V5K-01-ftmd-6-INFO-

1400002: Notification: 11/26/2019 14:21:8 fib-update severity-level:minor host-name:"BRU-SDW-

V5K-01" system-ip:10.10.10.242 vpn-id:1 address-family-type:ipv4 fib-last-update-time:2019-11-

26T15:18:09+00:00

local7.info: Nov 26 15:21:13 BRU-SDW-V5K-01 BGP.1[6505]: %ADJCHANGE: neighbor 10.0.0.1 Down

local7.info: Nov 26 15:21:13 BRU-SDW-V5K-01 FTMD[2202]: %Viptela-BRU-SDW-V5K-01-FTMD-6-INFO-

1000001: VPN 1 Interface ipsec1 DOWN

local7.info: Nov 26 15:21:13 BRU-SDW-V5K-01 CFGMGR[2195]: %Viptela-BRU-SDW-V5K-01-cfgmgr-6-INFO-



1400002: Notification: 11/26/2019 14:21:13 bgp-peer-state-change severity-level:major host-

name:"BRU-SDW-V5K-01" system-ip:10.10.10.242 vpn-id:1 peer:10.0.0.1 bgp-new-state:idle local-

address:10.0.0.2 local-routerid:10.10.10.242 peer-routerid:192.168.9.1

local7.info: Nov 26 15:21:13 BRU-SDW-V5K-01 FTMD[2202]: %Viptela-BRU-SDW-V5K-01-ftmd-6-INFO-

1400002: Notification: 11/26/2019 14:21:13 interface-state-change severity-level:major host-

name:"BRU-SDW-V5K-01" system-ip:10.10.10.242 vpn-id:1 if-name:"ipsec1" new-state:down

local7.info: Nov 26 15:21:13 BRU-SDW-V5K-01 CFGMGR[2195]: %Viptela-BRU-SDW-V5K-01-cfgmgr-6-INFO-

1400002: Notification: 11/26/2019 14:21:13 system-commit severity-level:minor host-name:"BRU-

SDW-V5K-01" system-ip:10.10.10.242 user-name:"vmanage-admin"

local7.info: Nov 26 15:21:14 BRU-SDW-V5K-01 FTMD[2202]: %Viptela-BRU-SDW-V5K-01-FTMD-6-INFO-

1000001: VPN 1 Interface ipsec1 UP. Speed 10 Duplex Full

local7.info: Nov 26 15:21:14 BRU-SDW-V5K-01 FTMD[2202]: %Viptela-BRU-SDW-V5K-01-ftmd-6-INFO-

1400002: Notification: 11/26/2019 14:21:14 interface-state-change severity-level:major host-

name:"BRU-SDW-V5K-01" system-ip:10.10.10.242 vpn-id:1 if-name:"ipsec1" new-state:up

local7.warn: Nov 26 15:21:18 BRU-SDW-V5K-01 BGP.1[6505]: 10.0.0.1 unrecognized capability code:

70 - ignored

local7.info: Nov 26 15:21:18 BRU-SDW-V5K-01 BGP.1[6505]: %ADJCHANGE: neighbor 10.0.0.1 Up

local7.info: Nov 26 15:21:18 BRU-SDW-V5K-01 CFGMGR[2195]: %Viptela-BRU-SDW-V5K-01-cfgmgr-6-INFO-

1400002: Notification: 11/26/2019 14:21:18 bgp-peer-state-change severity-level:major host-

name:"BRU-SDW-V5K-01" system-ip:10.10.10.242 vpn-id:1 peer:10.0.0.1 bgp-new-state:established

local-address:10.0.0.2 local-routerid:10.10.10.242 peer-routerid:192.168.9.1

BGPネイバーがフラップしていることがわかります。/var/log/messagesに詳細が表示されます。

auth.info: Nov 26 15:24:38 BRU-SDW-V5K-01 sshd[27423]: Accepted publickey for vmanage-admin from

10.10.10.253 port 40555 ssh2: RSA SHA256:ySiw9uiBxffv6HrO0iwDE3jm05mmO4IQoc+qgzfuyd4

authpriv.info: Nov 26 15:24:38 BRU-SDW-V5K-01 sshd[27423]: pam_unix(sshd:session): session

opened for user vmanage-admin by (uid=0)

local1.info: Nov 26 15:24:38 BRU-SDW-V5K-01 confd[1310]: audit user: vmanage-admin/1232 assigned

to groups: vmanage-admin,log

local1.info: Nov 26 15:24:38 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 new tcp session for

user "vmanage-admin" from 10.10.10.253

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 got rpc:

{urn:ietf:params:xml:ns:netconf:base:1.0}get attrs: nc:message-id="1"

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 get attrs: nc:message-

id="1"

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 sending rpc-reply,

attrs: nc:message-id="1"

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 got rpc:

{urn:ietf:params:xml:ns:netconf:base:1.0}get attrs: nc:message-id="2"

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 get attrs: nc:message-

id="2"

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 sending rpc-reply,

attrs: nc:message-id="2"

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 got rpc:

{urn:ietf:params:xml:ns:netconf:base:1.0}get attrs: nc:message-id="3"

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 get attrs: nc:message-

id="3"

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 sending rpc-reply,

attrs: nc:message-id="3"

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 got rpc:

{urn:ietf:params:xml:ns:netconf:base:1.0}get attrs: nc:message-id="4"

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 get attrs: nc:message-

id="4"

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 sending rpc-reply,

attrs: nc:message-id="4"

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 got rpc:

{urn:ietf:params:xml:ns:netconf:base:1.0}lock attrs: nc:message-id="5"

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 lock target=candidate

attrs: nc:message-id="5"

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 sending rpc-reply,

attrs: nc:message-id="5"

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 got rpc:



{urn:ietf:params:xml:ns:netconf:base:1.0}copy-config attrs: nc:message-id="6"

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 copy-config

source=running target=candidate attrs: nc:message-id="6"

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 sending rpc-reply,

attrs: nc:message-id="6"

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 got rpc:

{urn:ietf:params:xml:ns:netconf:base:1.0}edit-config attrs: nc:message-id="7"

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 edit-config

target=candidate attrs: nc:message-id="7"

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 sending rpc-reply,

attrs: nc:message-id="7"

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 got rpc:

{urn:ietf:params:xml:ns:netconf:base:1.0}validate attrs: nc:message-id="8"

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 validate

source=candidate attrs: nc:message-id="8"

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 sending rpc-reply,

attrs: nc:message-id="8"

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 got rpc:

{urn:ietf:params:xml:ns:netconf:base:1.0}validate attrs: nc:message-id="9"

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 validate source=inline

attrs: nc:message-id="9"

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 sending rpc-reply,

attrs: nc:message-id="9"

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 got rpc:

{urn:ietf:params:xml:ns:netconf:base:1.0}edit-config attrs: nc:message-id="10"

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 edit-config

target=candidate attrs: nc:message-id="10"

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 sending rpc-reply,

attrs: nc:message-id="10"

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 got rpc:

{urn:ietf:params:xml:ns:netconf:base:1.0}commit attrs: nc:message-id="11"

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 commit attrs:

nc:message-id="11"

daemon.info: Nov 26 15:24:39 BRU-SDW-V5K-01 charon: 14[CFG] unloaded shared key with id

'ipsec1_1'

daemon.info: Nov 26 15:24:39 BRU-SDW-V5K-01 charon: 07[CFG] vici terminate IKE_SA 'ipsec1_1'

daemon.info: Nov 26 15:24:39 BRU-SDW-V5K-01 charon: 06[IKE] closing CHILD_SA child_ipsec1_1{8}

with SPIs 00000107_i (6247108 bytes) 12107f74_o (6235990 bytes) and TS 0.0.0.0/0 === 0.0.0.0/0

daemon.info: Nov 26 15:24:39 BRU-SDW-V5K-01 charon: 06[IKE] closing CHILD_SA child_ipsec1_1{8}

with SPIs 00000107_i (6247108 bytes) 12107f74_o (6235990 bytes) and TS 0.0.0.0/0 === 0.0.0.0/0

daemon.info: Nov 26 15:24:39 BRU-SDW-V5K-01 charon: 06[KNL] Deleting SAD entry with SPI 00000107

daemon.info: Nov 26 15:24:39 BRU-SDW-V5K-01 charon: 06[KNL] Deleting SAD entry with SPI 12107f74

daemon.info: Nov 26 15:24:39 BRU-SDW-V5K-01 charon: 06[IKE] sending DELETE for ESP CHILD_SA with

SPI 00000107

daemon.info: Nov 26 15:24:39 BRU-SDW-V5K-01 charon: 06[ENC] generating INFORMATIONAL_V1 request

226869087 [ HASH D ]

daemon.info: Nov 26 15:24:39 BRU-SDW-V5K-01 charon: 06[NET] sending packet: from

192.168.9.242[4500] to 192.168.9.1[4500] (76 bytes)

daemon.info: Nov 26 15:24:39 BRU-SDW-V5K-01 charon: 06[IKE] closing CHILD_SA child_ipsec1_1{9}

with SPIs 00000108_i (6247912 bytes) 1286959a_o (6235990 bytes) and TS 0.0.0.0/0 === 0.0.0.0/0

daemon.info: Nov 26 15:24:39 BRU-SDW-V5K-01 charon: 06[IKE] closing CHILD_SA child_ipsec1_1{9}

with SPIs 00000108_i (6247912 bytes) 1286959a_o (6235990 bytes) and TS 0.0.0.0/0 === 0.0.0.0/0

daemon.info: Nov 26 15:24:39 BRU-SDW-V5K-01 charon: 06[KNL] Deleting SAD entry with SPI 00000108

local7.info: Nov 26 15:24:39 BRU-SDW-V5K-01 BGP.1[6505]: %ADJCHANGE: neighbor 10.0.0.1 Down

daemon.info: Nov 26 15:24:39 BRU-SDW-V5K-01 charon: 06[KNL] Deleting SAD entry with SPI 1286959a

local7.info: Nov 26 15:24:39 BRU-SDW-V5K-01 FTMD[2202]: %Viptela-BRU-SDW-V5K-01-FTMD-6-INFO-

1000001: VPN 1 Interface ipsec1 DOWN

daemon.info: Nov 26 15:24:39 BRU-SDW-V5K-01 charon: 06[IKE] sending DELETE for ESP CHILD_SA with

SPI 00000108

daemon.info: Nov 26 15:24:39 BRU-SDW-V5K-01 charon: 06[ENC] generating INFORMATIONAL_V1 request

2972009957 [ HASH D ]

daemon.info: Nov 26 15:24:39 BRU-SDW-V5K-01 charon: 06[NET] sending packet: from

192.168.9.242[4500] to 192.168.9.1[4500] (76 bytes)

daemon.info: Nov 26 15:24:39 BRU-SDW-V5K-01 charon: 06[IKE] deleting IKE_SA ipsec1_1[10] between



192.168.9.242[192.168.9.242]...192.168.9.1[192.168.9.1]

daemon.info: Nov 26 15:24:39 BRU-SDW-V5K-01 charon: 06[IKE] deleting IKE_SA ipsec1_1[10] between

192.168.9.242[192.168.9.242]...192.168.9.1[192.168.9.1]

daemon.info: Nov 26 15:24:39 BRU-SDW-V5K-01 charon: 06[IKE] sending DELETE for IKE_SA

ipsec1_1[10]

daemon.info: Nov 26 15:24:39 BRU-SDW-V5K-01 charon: 06[ENC] generating INFORMATIONAL_V1 request

956819772 [ HASH D ]

daemon.info: Nov 26 15:24:39 BRU-SDW-V5K-01 charon: 06[NET] sending packet: from

192.168.9.242[4500] to 192.168.9.1[4500] (92 bytes)

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: audit user: vmanage-admin/1232 commit

thandle 4552 begin

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: audit user: vmanage-admin/1232 commit

thandle 4552 /viptela-vpn:vpn/vpn-instance{0}/interface{ge0/0}/description set to "mpls"

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: audit user: vmanage-admin/1232 commit

thandle 4552 /viptela-vpn:vpn/vpn-instance{1}/interface{ipsec1}/ike/authentication-type/pre-

shared-key/pre-shared-secret set to "****"

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: audit user: vmanage-admin/1232 commit

thandle 4552 /viptela-system:system/pseudo-confirm-commit set to "300"

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: audit user: vmanage-admin/1232 commit

thandle 4552 end

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 sending rpc-reply,

attrs: nc:message-id="11"

local7.info: Nov 26 15:24:39 BRU-SDW-V5K-01 CFGMGR[2195]: %Viptela-BRU-SDW-V5K-01-cfgmgr-6-INFO-

1400002: Notification: 11/26/2019 14:24:39 bgp-peer-state-change severity-level:major host-

name:"BRU-SDW-V5K-01" system-ip:10.10.10.242 vpn-id:1 peer:10.0.0.1 bgp-new-state:idle local-

address:10.0.0.2 local-routerid:10.10.10.242 peer-routerid:192.168.9.1

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: netconf id=38 sending notification

{http://viptela.com/vpn}bgp-peer-state-change

local7.info: Nov 26 15:24:39 BRU-SDW-V5K-01 FTMD[2202]: %Viptela-BRU-SDW-V5K-01-ftmd-6-INFO-

1400002: Notification: 11/26/2019 14:24:39 interface-state-change severity-level:major host-

name:"BRU-SDW-V5K-01" system-ip:10.10.10.242 vpn-id:1 if-name:"ipsec1" new-state:down

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: netconf id=38 sending notification

{http://viptela.com/vpn}interface-state-change

local7.info: Nov 26 15:24:39 BRU-SDW-V5K-01 CFGMGR[2195]: %Viptela-BRU-SDW-V5K-01-cfgmgr-6-INFO-

1400002: Notification: 11/26/2019 14:24:39 system-commit severity-level:minor host-name:"BRU-

SDW-V5K-01" system-ip:10.10.10.242 user-name:"vmanage-admin"

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: netconf id=38 sending notification

{http://viptela.com/system}system-commit

daemon.info: Nov 26 15:24:40 BRU-SDW-V5K-01 charon: 14[CFG] added vici connection: ipsec1_1

daemon.info: Nov 26 15:24:40 BRU-SDW-V5K-01 charon: 14[CFG] loaded IKE shared key with id

'ipsec1_1' for: '192.168.9.242', '192.168.9.1'

daemon.info: Nov 26 15:24:40 BRU-SDW-V5K-01 charon: 14[CFG] vici initiate 'child_ipsec1_1'

daemon.info: Nov 26 15:24:40 BRU-SDW-V5K-01 charon: 15[IKE] initiating Main Mode IKE_SA

ipsec1_1[11] to 192.168.9.1

daemon.info: Nov 26 15:24:40 BRU-SDW-V5K-01 charon: 15[IKE] initiating Main Mode IKE_SA

ipsec1_1[11] to 192.168.9.1

daemon.info: Nov 26 15:24:40 BRU-SDW-V5K-01 charon: 15[ENC] generating ID_PROT request 0 [ SA V

V V V V ]

daemon.info: Nov 26 15:24:40 BRU-SDW-V5K-01 charon: 15[NET] sending packet: from

192.168.9.242[500] to 192.168.9.1[500] (180 bytes)

daemon.info: Nov 26 15:24:40 BRU-SDW-V5K-01 charon: 06[NET] received packet: from

192.168.9.1[500] to 192.168.9.242[500] (104 bytes)

daemon.info: Nov 26 15:24:40 BRU-SDW-V5K-01 charon: 06[ENC] parsed ID_PROT response 0 [ SA V ]

daemon.info: Nov 26 15:24:40 BRU-SDW-V5K-01 charon: 06[IKE] received NAT-T (RFC 3947) vendor ID

daemon.info: Nov 26 15:24:40 BRU-SDW-V5K-01 charon: 06[ENC] generating ID_PROT request 0 [ KE No

NAT-D NAT-D ]

daemon.info: Nov 26 15:24:40 BRU-SDW-V5K-01 charon: 06[NET] sending packet: from

192.168.9.242[500] to 192.168.9.1[500] (244 bytes)

daemon.info: Nov 26 15:24:40 BRU-SDW-V5K-01 charon: 08[NET] received packet: from

192.168.9.1[500] to 192.168.9.242[500] (304 bytes)

daemon.info: Nov 26 15:24:40 BRU-SDW-V5K-01 charon: 08[ENC] parsed ID_PROT response 0 [ KE No V

V V V NAT-D NAT-D ]

daemon.info: Nov 26 15:24:40 BRU-SDW-V5K-01 charon: 08[IKE] received Cisco Unity vendor ID

daemon.info: Nov 26 15:24:40 BRU-SDW-V5K-01 charon: 08[IKE] received DPD vendor ID



daemon.info: Nov 26 15:24:40 BRU-SDW-V5K-01 charon: 08[ENC] received unknown vendor ID:

5e:b0:e6:33:27:48:bf:3b:80:a6:a7:d5:cd:37:64:1f

daemon.info: Nov 26 15:24:40 BRU-SDW-V5K-01 charon: 08[IKE] received XAuth vendor ID

daemon.info: Nov 26 15:24:40 BRU-SDW-V5K-01 charon: 08[IKE] faking NAT situation to enforce UDP

encapsulation

daemon.info: Nov 26 15:24:40 BRU-SDW-V5K-01 charon: 08[ENC] generating ID_PROT request 0 [ ID

HASH N(INITIAL_CONTACT) ]

daemon.info: Nov 26 15:24:40 BRU-SDW-V5K-01 charon: 08[NET] sending packet: from

192.168.9.242[4500] to 192.168.9.1[4500] (108 bytes)

daemon.info: Nov 26 15:24:40 BRU-SDW-V5K-01 charon: 07[NET] received packet: from

192.168.9.1[4500] to 192.168.9.242[4500] (76 bytes)

daemon.info: Nov 26 15:24:40 BRU-SDW-V5K-01 charon: 07[ENC] parsed ID_PROT response 0 [ ID HASH

]

daemon.info: Nov 26 15:24:40 BRU-SDW-V5K-01 charon: 07[IKE] IKE_SA ipsec1_1[11] established

between 192.168.9.242[192.168.9.242]...192.168.9.1[192.168.9.1]

daemon.info: Nov 26 15:24:40 BRU-SDW-V5K-01 charon: 07[IKE] IKE_SA ipsec1_1[11] established

between 192.168.9.242[192.168.9.242]...192.168.9.1[192.168.9.1]

daemon.info: Nov 26 15:24:40 BRU-SDW-V5K-01 charon: 07[IKE] scheduling rekeying in 13069s

daemon.info: Nov 26 15:24:40 BRU-SDW-V5K-01 charon: 07[IKE] maximum IKE_SA lifetime 14509s

daemon.info: Nov 26 15:24:40 BRU-SDW-V5K-01 charon: 07[ENC] generating QUICK_MODE request

1775307947 [ HASH SA No KE ID ID ]

daemon.info: Nov 26 15:24:40 BRU-SDW-V5K-01 charon: 07[NET] sending packet: from

192.168.9.242[4500] to 192.168.9.1[4500] (316 bytes)

daemon.info: Nov 26 15:24:40 BRU-SDW-V5K-01 charon: 11[NET] received packet: from

192.168.9.1[4500] to 192.168.9.242[4500] (348 bytes)

daemon.info: Nov 26 15:24:40 BRU-SDW-V5K-01 charon: 11[ENC] parsed QUICK_MODE response

1775307947 [ HASH SA No KE ID ID N((24576)) ]

daemon.info: Nov 26 15:24:40 BRU-SDW-V5K-01 charon: 11[KNL] add SAD entry with SPI 00000109

daemon.info: Nov 26 15:24:40 BRU-SDW-V5K-01 charon: 11[KNL] add SAD entry with SPI d8c172fc

daemon.info: Nov 26 15:24:40 BRU-SDW-V5K-01 charon: 11[IKE] CHILD_SA child_ipsec1_1{10}

established with SPIs 00000109_i d8c172fc_o and TS 0.0.0.0/0 === 0.0.0.0/0

daemon.info: Nov 26 15:24:40 BRU-SDW-V5K-01 charon: 11[IKE] CHILD_SA child_ipsec1_1{10}

established with SPIs 00000109_i d8c172fc_o and TS 0.0.0.0/0 === 0.0.0.0/0

local7.info: Nov 26 15:24:40 BRU-SDW-V5K-01 FTMD[2202]: %Viptela-BRU-SDW-V5K-01-FTMD-6-INFO-

1000001: VPN 1 Interface ipsec1 UP. Speed 10 Duplex Full

daemon.info: Nov 26 15:24:40 BRU-SDW-V5K-01 charon: 11[ENC] generating QUICK_MODE request

1775307947 [ HASH ]

daemon.info: Nov 26 15:24:40 BRU-SDW-V5K-01 charon: 11[NET] sending packet: from

192.168.9.242[4500] to 192.168.9.1[4500] (60 bytes)

local7.info: Nov 26 15:24:40 BRU-SDW-V5K-01 FTMD[2202]: %Viptela-BRU-SDW-V5K-01-ftmd-6-INFO-

1400002: Notification: 11/26/2019 14:24:40 interface-state-change severity-level:major host-

name:"BRU-SDW-V5K-01" system-ip:10.10.10.242 vpn-id:1 if-name:"ipsec1" new-state:up

local1.info: Nov 26 15:24:40 BRU-SDW-V5K-01 confd[1310]: netconf id=38 sending notification

{http://viptela.com/vpn}interface-state-change

local1.info: Nov 26 15:24:44 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 got rpc:

{urn:ietf:params:xml:ns:netconf:base:1.0}unlock attrs: nc:message-id="12"

local1.info: Nov 26 15:24:44 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 unlock target=candidate

attrs: nc:message-id="12"

local1.info: Nov 26 15:24:44 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 sending rpc-reply,

attrs: nc:message-id="12"

local1.info: Nov 26 15:24:46 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 close-session attrs:

nc:message-id="13"

local1.info: Nov 26 15:24:46 BRU-SDW-V5K-01 confd[1310]: netconf id=1232 sending rpc-reply,

attrs: nc:message-id="13"

auth.info: Nov 26 15:24:47 BRU-SDW-V5K-01 sshd[27428]: Received disconnect from 10.10.10.253

port 40555:11: Closed due to user request.

auth.info: Nov 26 15:24:47 BRU-SDW-V5K-01 sshd[27428]: Disconnected from user vmanage-admin

10.10.10.253 port 40555

authpriv.info: Nov 26 15:24:47 BRU-SDW-V5K-01 sshd[27423]: pam_unix(sshd:session): session

closed for user vmanage-admin

local7.warn: Nov 26 15:24:47 BRU-SDW-V5K-01 BGP.1[6505]: 10.0.0.1 unrecognized capability code:

70 - ignored

local7.info: Nov 26 15:24:47 BRU-SDW-V5K-01 BGP.1[6505]: %ADJCHANGE: neighbor 10.0.0.1 Up

local7.info: Nov 26 15:24:47 BRU-SDW-V5K-01 CFGMGR[2195]: %Viptela-BRU-SDW-V5K-01-cfgmgr-6-INFO-



1400002: Notification: 11/26/2019 14:24:47 bgp-peer-state-change severity-level:major host-

name:"BRU-SDW-V5K-01" system-ip:10.10.10.242 vpn-id:1 peer:10.0.0.1 bgp-new-state:established

local-address:10.0.0.2 local-routerid:10.10.10.242 peer-routerid:192.168.9.1

local1.info: Nov 26 15:24:47 BRU-SDW-V5K-01 confd[1310]: netconf id=38 sending notification

{http://viptela.com/vpn}bgp-peer-state-change

次の行に特に注意してください。

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: audit user: vmanage-admin/1232 commit

thandle 4552 /viptela-vpn:vpn/vpn-instance{0}/interface{ge0/0}/description set to "mpls"

local1.info: Nov 26 15:24:39 BRU-SDW-V5K-01 confd[1310]: audit user: vmanage-admin/1232 commit

thandle 4552 /viptela-vpn:vpn/vpn-instance{1}/interface{ipsec1}/ike/authentication-type/pre-

shared-key/pre-shared-secret set to "****"

インターフェイスの説明のみがテンプレートで変更されているにもかかわらず、ipsec1インター
フェイスキーも何らかの理由で更新されました。

解決方法

1.まず、機能テンプレートに基づくvManageデバイステンプレートを使用している場合は、現在
このような問題を回避することはできません。vManage機能テンプレートはクリアテキストパス
ワードを使用し、タイプ8ハッシュの性質により、テンプレートに変更が加えられるたびに再生成
されるため、現在のソフトウェアバージョンのCLIテンプレートに切り替える必要があります。
Type 8ハッシュは、$8$記号で始まる暗号テキストです。

この動作は、不具合ID CSCvn20971

また、機能テンプレートCSCvr86574に対して拡張要求が開かれています

2. CLIベースのデバイステンプレートを使用する場合、クリアテキストパスワードではなくデバ
イス設定でtype 8ハッシュを指定すると、問題を回避できます。これに加えて、タイプ8の暗号化
パスワードの再計算を避けるために、vManage設定の[暗号化されたパスワードの管理(Manage
Encrypted Password)]の設定を[有効(Enabled)]に設定する必要があります。これは、
[Administration] > [Settings]で確認できます。

テンプレートを適用したら、再度テンプレートをプッシュできます。この場合、トンネルは最後
に更新され、vManageとデバイスを同期する必要があるため、最後にフラップします。その後の
試行のほぼ時点で、トンネルは安定した状態を維持し、設定の関連部分だけに変更が行われます
。

https://bst.cloudapps.cisco.com/bugsearch/bug/CSCvn20971
https://bst.cloudapps.cisco.com/bugsearch/bug/CSCvr86574
https://bst.cloudapps.cisco.com/bugsearch/bug/CSCvr86574


local1.info: Nov 26 15:42:37 BRU-SDW-V5K-01 confd[1310]: audit user: vmanage-admin/1267 commit

thandle 4651 begin

local1.info: Nov 26 15:42:37 BRU-SDW-V5K-01 confd[1310]: audit user: vmanage-admin/1267 commit

thandle 4651 /viptela-vpn:vpn/vpn-instance{0}/interface{ge0/0}/description set to "MPLS"

local1.info: Nov 26 15:42:37 BRU-SDW-V5K-01 confd[1310]: audit user: vmanage-admin/1267 commit

thandle 4651 end

次のセクションでは、サイト間IKEベースのIPSecに関連する設定を参照できます。

設定

ここでは、参照用のデバイス設定を確認できます。

vEdgeルータ：

vpn 1

 router

  bgp 65001

   neighbor 10.0.0.1

    no shutdown

    remote-as 65000

   !

  !

 !

 interface ipsec1

  ip address 10.0.0.2/30

  tunnel-source-interface ge0/0

  tunnel-destination      192.168.9.1

  ike

   version      1

   mode         main

   rekey        14400

   cipher-suite aes128-cbc-sha1

   group        2

   authentication-type

    pre-shared-key

     pre-shared-secret $8$cFG/IiaNKkFYXGiHiTCbDEQYcCL4tx1tEhcDh1kO93fzNgc4LDSIIqESFeC6//yU

     local-id          192.168.9.242

     remote-id         192.168.9.1

    !

   !

  !

  ipsec

   rekey                   3600

   replay-window           512

   cipher-suite            aes256-cbc-sha1

   perfect-forward-secrecy group-2

  !

  no shutdown

 !

!

Cisco IOS®:

router bgp 65000

 bgp log-neighbor-changes



 neighbor 10.0.0.2 remote-as 65001

!

crypto keyring KR

  pre-shared-key address 0.0.0.0 0.0.0.0 key testtesttesttest

!

crypto ipsec profile IPSEC_PROFILE

 set transform-set TSET

 set pfs group2

 set isakmp-profile IKE_PROFILE

!

crypto isakmp profile IKE_PROFILE

   keyring KR

   self-identity address

   match identity address 0.0.0.0

!

interface Tunnel1

 ip address 10.0.0.1 255.255.255.252

 tunnel source GigabitEthernet2

 tunnel mode ipsec ipv4

 tunnel destination 192.168.9.242

 tunnel protection ipsec profile IPSEC_PROFILE isakmp-profile IKE_PROFILE

!

ヒント:19.1ソフトウェアバージョン以降のvEdgeのセキュリティ強化により、事前共有キー
は16文字以上である必要があります。
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