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OptoStar™ 64667B 1550 nm Erbium Doped Fiber Amplifier 
 

 
 
 
Description 

 The OptoStar™ 64667B Erbium Doped Fiber Amplifier 
(EDFA) is designed to amplify 1550 nm optical 
signals to increase the optical transmission distance 
of operating system in conjunction with the 1550 nm 
optical transmitter. The product offering is flexible 
enough to perform in numerous upstream and 
downstream applications, including supertrunk 
transmission, hub interconnects, and 1310/1550 nm 
overlays. 
 
 
 
 
 
 
 
 
Features 
• Flexible selection of various optical output powers 
• Radiation suppression while maintaining high-gain, high-power and low-noise figure 
• Single or double stage 980 nm or 1480 nm pump laser with low power dissipation 
• Optical isolator in both input and output port, irrelevant with optical polarization 
• Built-in microprocessor, LCD display on front panel 
• Pump switching on and off function for easy maintenance 
• Supports ROSA® Element Management system 
• 19-inch (1 RU) standard chassis 
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Specifications 
 
Optical Units Specifications Notes 
Wavelength nm 1550 to 1560  
Input Power dBm -3 to +10  
Output Power dBm 14, 17, 20, 22 1 
Connector Type – SC/APC  
Pump Output Leakage dBm <-30  
Input and Output Return Loss dB >60  
Polarization Gain dB <0.5  
Electrical    
Noise Figure dB <5.0 (@ Pin=0 dBm)  
Input and Output Isolation dB >30  
Element Management    
Element Management Supported – ROSA   

Communication Interface – RS232 x 1  
RJ-45 x 1  

Safety/Compliance     
Electrical Safety  – IEC 60950 or 60065, IEC/EN 60728-11  

Laser Safety – IEC/EN60825-1  

EMC – EN50083-2, EN61000-3-2, EN61000-3-3,  
FCC Part 15 Class B  

Environmental    

Operating Temperature 
°C 
°F 

-5 to +50 
+23 to +122  

Storage Temperature 
°C 
°F 

- 40 to + 85 
-40 to +185  

Relative Humidity % 5 to 95  

Power Supply V AC 100 to 264, 50/60 Hz  
Power Consumption W 50  
Mechanical    

Dimensions (W x H x D) 
mm 
in.  

483 × 44 × 336 
19.0 × 1.7 × 13.2  

 
Note 1:  The maximum output power for the four types EDFA will be up to 16, 19, 22, 24 dBm @ 10 dBm input power.  
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Ordering Information 
 

Description Part Number 
OptoStar 64667B 1550 nm 14 dBm EDFA, SC/APC 3791114200 
OptoStar 64667B 1550 nm 17 dBm EDFA, SC/APC 3791117200 
OptoStar 64667B 1550 nm 20 dBm EDFA, SC/APC 3791120200 
OptoStar 64667B 1550 nm 22 dBm EDFA, SC/APC 3791122200 

 
Note: A power cord use for China is shipped for the above products.  
 
 
The following Optional Accessories may be ordered separately:  

Forward Parts Part Number 
AC Power cord for Europe 6647009 
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