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Nortel CS1000E Release 5.0 using SIP to Cisco Unified
Communications Manager Express 7.1

July 07, 2009

) oTe [U]ox (o o 1PN 1

Network Topology....

[T 012N T USRS

SNV (=] 4 I O] 1] 01 ] 1=] 4 £ TP PSP PPP TR
Hardware Requirements
Software Requirements.....

[ =T= 110 | (=1 FOTT PSP PP UPRRRRRt

Features Supported........ccccceeeieiiuennenen.
Features Not Supported

Configuring the Nortel CSI000E IP PBX.......oiiiiiiiiiiie et eee e e e e e et e e e e e eeate e e e e e eestaaeeeesesssnnsaeesessesssnnssesseesssnseeeseesssnneeeeeesesdh
Configuring the Cisco Unified Call Manager Express.
Fa Yol (0] 0110 T PP T P TP POPPPPPPPRRPRPRY Y24

This application note demonstrates connectivityveen a Nortel CS1000E Release 5.0 and Cisco Urifimdmunications Manager
Express (CUCME) Release 7.1 (I0S 12.4(22)YB1) usit@jsco 3845 ISR with SIP protocol.

The network topology diagram (Figure 1) shows #t set-up for end-to-end interoperability withd@idJnified Communications
Manager Express version 7.1 connected to the PBXSIP trunk. Unified IP phones (models 7970 G a88iL%5) were registered to the
CUCME via SIP and SCCP, as per the figure. A NM-BNDwas used for trans-coding resources. Validatdidflows include basic

call using G729 across SIP trunk, caller ID, coafiee using G729 across SIP trunk, call-transfgoimy(hairpin method only), call-
forward (hairpin and Moved-Temporarily method), aadl-hold/resume.

This Application Note uses the 3845 ISR router. ldeev, the use of other Cisco voice gateways isaisoption since CUCME
application is independent of the Cisco platforine Tisted gateway families, below, can work with@WE, but each of them have
different VolP capacity/capability. Please chedk pinoduct specifications to ensure you are obtgittie proper device to support your
VolIP deployment, including add-ons such as DSPuress.

Cisco 2800 series Integrated Services Router
Cisco 3800 series Integrated Services Router
Cisco AS5400 series Universal Gateways
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Figure 1.  Basic Call Setup
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The following section lists known limitations, cats, or integration issues:

For network/external Call Transfer (e.g. phone 282 3501, phone 3501 transfers call to phon&23%ortel honors the SIP REFER
from Cisco Unified Communications Manager Expr&39CME) request. However, Nortel fails to set upiaumbnnection between
transferred parties after CUCME phone hangs ugahe This limitation also affects conference sallhen phone 3503 is the
conference initiator and drops from the call, imedexample. Disabling “SIP Refer” on CUCME willoav Nortel to perform a RTP
stream hairpin to connect the remaining partiestfertransfer or conference. Cisco Unified CUCMBmédrequires DSP for Trans-
coding resources to work with mixed codec duringfetence between G729 and G711 end-points.

Although some calling name/connected name/numbaateg are acheived during call transfers and ealldrds, name/number updates
are not fully interoperable due to the differentiBlpresentation form used by Cisco and Nortel. CUEMes SIP Remote-Party-ID
headers to present calling and connected name/nmwmpldates and Nortel uses SIP P-asserted-idergitgidrs to present calling and
connected name/number updates

Cisco Unified IP phone registered to CUCME usinB Stotocol cannot be configured to use G711 codgtlacal CUCME phones
and G729 across SIP trunk. Cisco Unified SIP phaiiealways set G711 as the priority codec forctBgll across SIP trunk. Work
around is to set Cisco Unified SIP phone to G72%camnly.
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Cisco Unified IP phone regsitered to CUCME usinB Stotocol does not support "blind” transfer. Itheinly performs full-attendant
and semi-attendant transfer.

Cisco Unified CUCME does not honor caller ID regtdn from Nortel CS1000E due to the "From: headerinat Nortel uses for
caller id restriction. Nortel CS1000E includes taronymous” statement in the "From: header” bub ateludes the calling number
causing Cisco Unified CUCME to present calling nemto called party

Nortel CS1000E honors SIP Moved-Temporarily messhgig a call forward initiated by a CUCME phorilewaing for the
optimization of bandwidth for the SIP trunk, buéetNortel PBX will not send SIP Moved-Temporarilyrohg a call forward initiated by
a Nortel phone and will perform a RTP stream haitpiconnect the call forwarded call.

Centralized voice mail integration, on either sidas not supported via SIP trunk. SIP MWI is na¢inperable.

Hardware Requirements
The following hardware is required:
(2) Cisco 3845 Gateway
(1) DSP Mod. NM-HD-2V for DSPFARM
(1) Cisco Cat 3550 Power Ethernet switch
(2) Cisco IP phone C7970G/6971G (SIP)
(2) Cisco IP phone C7961G (SCCP)
(1) Cisco Unity Express
(1) Nortel CS1000E PBX
(2) Call Pilot Voice Mail System
(2) Nortel digital station telephones
(2) Nortel IP telephones (i2004/i1140)
Software Requirements
The following software is required:
Cisco Unified Call Manager Express Release 12.4B2)
SIP IP phone firmwar&IP70.8-4-2S
SCCP IP phon&CCP41.8-4-2S
Cisco Unity Express Release 7.0
Nortel CS1000E Release 5.0
Nortel Call Pilot Release 5.0
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This section lists new and changed features artdrésathat are not supported.
Features Supported
Basic calls (Codec G729 as preferred and G711 [{sER)
Basic calling line (number)/name identification geatation (CLIP)/(CNIP)
Calling line (number)/name identification restraeti(CLIR)/(CNIR) (see limitation)
Toll avoidance/Toll-bypass
Call transfer (Blind , Local transfer)(see limitat)
Call transfer by join (Blind/Early-Attended/Consatibn , Network/External) (see limitation)
Call forward unconditional by join (Local/(NetwoEktternal)) (see Limitations)
Call forward busy by join (Local) (see Limitations)
Call forward no reply by join (Local/(Network/Exteal)) (see Limitations)
Call forward unconditional/busy/no reply using $tBved temporarily (Network/External) (see Limitais)
Call hold/resume from originating side
Three-way conference (see SIP phone conferenciritation)
Features Not Supported
Connected line (humber)/name identification preson (COLP)/(CONP)
Connected line (humber)/name identification retitric(COLR)/(CONR)
Alerting name
Call transfer network/external using SIP REFER
DTMF using G711 in-band and RFC2833

Centralized voice mail

This section contains configuration menus and conat®and describes configuration sequences and tasks

Configuring the Nortel CS1000E IP PBX
Supplement service for SIP trunk

>|d 97

SCSYSO000

MEM AVAIL: (U/P): 99166898 USED U P: 5049015 53908 TOT: 104269821
DISK SPACE NEEDED: 46 KBYTES

REQ prt

TYPE supl

SUPL

SUPL SUPT SLOT XPECO XPEC1 SHLF ZONEO/1 IPRO/1

000 IPMG -------- ---- 0 000 172.30.13.105
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020 ---- - LV/1=3 -

Terminal number block for SIP trunk

>|d 20

REQ: prt

TYPE: tnb

TN

CDEN

CUST

DATE

PAGE

DES

DES SIP_TRUNK

TN 02000300 VIRTUAL

TYPE IPTI

CDEN 8D

CUSTO

XTRK VTRK

ZONE 001

LDOP BOP

TIMP 600

BIMP 600

AUTO_BIMP NO

NMUS NO

TRK ANLG

NCOS 0

RTMB 30 1

CHID 1

TGAR 1

STRI/STRO IMM IMM

SUPN YES

AST NO

IAPG 0

CLS CTD DTN CND ECD WTA LPR APN THFD SPCD MSBT
P10 NTC MID

TKID

AACR NO

DES SIP_TRUNK
TN 020003 01 VIRTUAL
TYPE IPTI

CDEN 8D
CUSTO

XTRK VTRK
ZONE 001

LDOP BOP

TIMP 600

BIMP 600
AUTO_BIMP NO
NMUS NO

TRK ANLG
NCOS 0
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RTMB 30 2

CHID 2

TGAR 1

STRI/STRO IMM IMM

SUPN YES

AST NO

IAPG 0

CLS CTD DTN CND ECD WTA LPR APN THFD SPCD MSBT
P10 NTC MID

TKID

AACR NO

DES SIP_TRUNK

TN 020003 02 VIRTUAL

TYPE IPTI

CDEN 8D

CUST 0

XTRK VTRK

ZONE 001

LDOP BOP

TIMP 600

BIMP 600

AUTO_BIMP NO

NMUS NO

TRK ANLG

NCOS 0

RTMB 30 3

CHID 3

TGAR 1

STRI/STRO IMM IMM

SUPN YES

AST NO

IAPG 0

CLS CTD DTN CND ECD WTA LPR APN THFD SPCD MSBT
P10 NTC MID

TKID

AACR NO

DES SIP_TRUNK
TN 020003 03 VIRTUAL
TYPE IPTI

CDEN 8D

CUST 0

XTRK VTRK
ZONE 001

LDOP BOP

TIMP 600

BIMP 600
AUTO_BIMP NO
NMUS NO

TRK ANLG
NCOS 0

RTMB 30 4

© 2007 Cisco Systems, Inc. All rights reserved.
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CHID 4

TGAR 1

STRI/STRO IMM IMM

SUPN YES

AST NO

IAPG 0

CLS CTD DTN CND ECD WTA LPR APN THFD SPCD MSBT
P10 NTC MID

TKID

AACR NO

DES SIP_TRUNK

TN 020003 04 VIRTUAL

TYPE IPTI

CDEN 8D

CUSTO

XTRK VTRK

ZONE 001

LDOP BOP

TIMP 600

BIMP 600

AUTO_BIMP NO

NMUS NO

TRK ANLG

NCOS 0

RTMB 30 5

CHID 5

TGAR 1

STRI/STRO IMM IMM

SUPN YES

AST NO

IAPG 0

CLS CTD DTN CND ECD WTA LPR APN THFD SPCD MSBT
P10 NTC MID

TKID

AACR NO

DES SIP_TRUNK
TN 020003 05 VIRTUAL
TYPE IPTI

CDEN 8D
CUSTO

XTRK VTRK
ZONE 001

LDOP BOP

TIMP 600

BIMP 600
AUTO_BIMP NO
NMUS NO

TRK ANLG
NCOS 0

RTMB 30 6

CHID 6
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TGAR 1

STRI/STRO IMM IMM

SUPN YES

AST NO

IAPG 0

CLS CTD DTN CND ECD WTA LPR APN THFD SPCD MSBT
P10 NTC MID

TKID

AACR NO

DES SIP_TRUNK

TN 020003 06 VIRTUAL

TYPE IPTI

CDEN 8D

CUST 0

XTRK VTRK

ZONE 001

LDOP BOP

TIMP 600

BIMP 600

AUTO_BIMP NO

NMUS NO

TRK ANLG

NCOS 0

RTMB 30 7

CHID 7

TGAR 1

STRI/STRO IMM IMM

SUPN YES

AST NO

IAPG 0

CLS CTD DTN CND ECD WTA LPR APN THFD SPCD MSBT
P10 NTC MID

TKID

AACR NO

DES SIP_TRUNK
TN 020003 07 VIRTUAL
TYPE IPTI

CDEN 8D

CUST 0

XTRK VTRK
ZONE 001

LDOP BOP

TIMP 600

BIMP 600
AUTO_BIMP NO
NMUS NO

TRK ANLG
NCOS 0

RTMB 30 8

CHID 8

TGAR 1
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STRI/STRO IMM IMM

SUPN YES

AST NO

IAPG 0

CLS CTD DTN CND ECD WTA LPR APN THFD SPCD MSBT
P10 NTC MID

TKID

AACR NO

Routing numbers
>LD 87
ESNO00

MEM AVAIL: (U/P): 99166898 USED U P: 5049015 53908 TOT: 104269821
DISK SPACE NEEDED: 46 KBYTES
REQ PRT

CUST 0

FEAT CDP

TYPE DSC

DSC 350

DSC 350

FLEN O

DSP LSC

RLI 3

NPA

NXX

MEM AVAIL: (U/P): 99166898 USED U P: 5049015 53908 TOT: 104269821
DISK SPACE NEEDED: 46 KBYTES
REQ PRT

CUST 0

FEAT D*

FEAT CDP

TYPE DSC

DSC 680

DSC 680

FLEN 0

DSP LSC

RLI 3

NPA

NXX

MEM AVAIL: (U/P): 99166898 USED U P: 5049015 53908 TOT: 104269821
DISK SPACE NEEDED: 46 KBYTES
REQ *kkk

SIP route
>LD 86
ESNO0O

MEM AVAIL: (U/P): 99166898 USED U P: 5049015 53908 TOT: 104269821

© 2007 Cisco Systems, Inc. All rights reserved.
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DISK SPACE NEEDED: 46 KBYTES
REQ PRT

CUST 0

FEAT RLB

RLI 3

RLI 3
ENTR O
LTER NO
ROUT 30
TOD 0ON 1ON 20N 3 ON
40N 50N 60N 7 ON
VNS NO
SCNV NO
CNV NO
EXP NO
FRL 0
DMI 0
ISDM 0
FCI 0
FSNI 0
DORG NO
SBOC NRR
IDBB DBD
IOHQ NO
OHQ NO
CBQ NO

ISET O

NALT 5
MFRL O
OVLL O

MEM AVAIL: (U/P): 99166898 USED U P: 5049015 53908 TOT: 104269821
DISK SPACE NEEDED: 46 KBYTES
REQ

OVL000

Sip trunk
>LD 21
PT1000

REQ: PRT
TYPE: RDB
CUSTO
ROUT
ACOD

TYPE RDB
CUST 00
ROUT 30

© 2007 Cisco Systems, Inc. All rights reserved.
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DES SIP_TRUNK
TKTP TIE
M911P NO
ESN NO
CNVT NO
SAT NO
RCLS EXT
VTRK YES
ZONE 001
PCID SIP
CRID YES
NODE 104
DTRK NO
ISDN YES
MODE ISLD
DCH 30
IFC SL1
PNI 00001
NCNA YES
NCRD YES
TRO NO
FALT NO
CTYP UKWN
INAC NO
ISAR NO
DAPC NO
PTYP ATT
AUTO NO
DNIS NO
DCDR NO
ICOG IAO
SRCH LIN
TRMB YES
STEP
ACOD 430
TCPP NO
TARG 01
CLEN1
BILN NO
OABS
INST
ANTK
SIGO STD
STYP SDAT
ICIS YES
TIMR ICF 512
OGF 512
EOD 13952
DSI 34944
NRD 10112
DDL 70
ODT 4096
RGV 640

© 2007 Cisco Systems, Inc. All rights reserved.
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GRD 896
SFB 3

NBS 2048
NBL 4096

IENB 5
TFD O

PAGE 002

VSS 0
VGD 6
SST 50
NEDC ORG
FEDC ORG
CPDC NO
DLTN NO
HOLD 02 02 40
SEIZ 02 02
SVFL 02 02
DRNG NO
CDR NO
VRAT NO
MUS NO
MANO NO
OHQ NO
OHQT 00
CBQ NO
AUTH NO
TDET NO
TTBLO
ATAN NO
OHTD NO
PLEV 2
ALRM NO
ART 0
SGRP 0
ARDN NO
AACR NO

IP line

>|d 11

SL1000

MEM AVAIL: (U/P): 99139189 USED U P: 5047132 66092 TOT: 104252413
DISK SPACE NEEDED: 52 KBYTES

DIGITAL TELEPHONES AVAIL: 3 USED: 5 TOT: 8

IP USERS AVAIL: 17 USED: 7 TOT: 24

BASIC IP USERS AVAIL: 7 USED: 1 TOT: 8
TEMPORARY IP USERS AVAIL: 0 USED: 0 TOT: O

ACD AGENTS AVAIL: 10 USED: 0 TOT: 10
PCA AVAIL: 4 USED: 1 TOT: 5
AST AVAIL: 5 USED: 0 TOT: 5

© 2007 Cisco Systems, Inc. All rights reserved.
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SIP CONVERGED DESKTOPS AVAIL: 0 USED: 0 TOT: O
SIP CTI TR87 AVAIL: 5 USED: 0 TOT: 5

TNS AVAIL: 32530 USED: 230 TOT: 32760

DATA PORTS AVAIL: 32760 USED: 0 TOT: 32760

REQ: prt
TYPE: 2616

TN 000070
DATE

PAGE

DES

DES T2325

TN 000007 00 VIRTUAL

TYPE 2616

CDEN 8D

CTYP XDLC

CUSTO

AOM 0

ERL O

FDN 3504

TGAR 1

LDN NO

NCOS 0

SGRP 0

RNPG 0

SCI 0

SSuU

XLST

CLS CTD FBAWTA LPR MTD FNA HTA ADD HFD
MWA LMPN RMMD SMWD AAD IMD XHD IRD NID OLD VCE DRG1
POD DSX VMD SLKD CCSD SWD LND CNDA
CFTA SFD MRD DDV CNID CDCA MSID DAPA BFED RCBD
ICDD CDMD LLCN MCTD CLBD AUTU
GPUD DPUD DNDA CFXA ARHD CLTD ASCD
CPFA CPTA ABDD CFHD FICD NAID BUZZ AGRD MOAD
AHD DDGA NAMA
DRDD EXRO
USMD USRD ULAD RTDD RBDD RBHD PGND FLXD FTTC DNDY DNO3 MCBN
CDMR MCDD T87D PKCH

CPND_LANG ENG

RCO 0

EFD 3504

HUNT 3504

EHT 3504

LHK 0O

PLEV 02

DANI NO

AST

IAPG 0

AACS NO

© 2007 Cisco Systems, Inc. All rights reserved.
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ITNA NO
DGRP
MLWU_LANG 0
DNDR 0
KEY 00 SCR 23250 MARP
CPND
NAME ri2325
XPLN 13
DISPLAY_FMT FIRST,LAST
01 MIK
02
03 CFW 4 3501
04 AOG6
05 TRN
06 RGA
07
08 PRK
09
10
11
12
13
14
15
DATE 8 JUL 2009

NACT

REQ: prt
TYPE: 2004p2
TN 020003
DATE

PAGE

DES
MODEL_NAME
EMULATED
KEM_RANGE

DES CS2320
TN 02000003 VIRTUAL
TYPE 2004P2
CDEN 8D
CTYP XDLC
CUST 0

NUID

NHTN
CFG_ZONE 000
CUR_ZONE 000
ERL 0

ECL 0

FDN 6800
TGARO

LDN NO

© 2007 Cisco Systems, Inc. All rights reserved.
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NCOS 0
SGRP O
RNPG 0
SCI 0
SSU
XLST
CLS UNR FBAWTA LPR MTD FNA HTA TDD HFA CRPD
MWA LMPN RMMD SMWD AAD IMD XHD IRD NID OLD VCE DRG1
POD DSX VMD SLKD CCSD SWD LND CNDA
CFTD SFD MRD DDV CNIA CDCA MSID DAPA BFED RCBD
ICDD CDMD LLCN MCTD CLBD AUTU
GPUD DPUD DNDA CFXA ARHD CLTD ASCD
CPFA CPTA ABDD CFHD FICD NAID BUZZ AGRD MOAD
AHD DDGA NAMA
DRDD EXRO
USMD USRD ULAD RTDD RBDD RBHD PGND FLXD FTTC DNDY DNO3 MCBN
VOLA VOUD CDMR ICRD MCDD T87D KEM2 MSNV FRA PKCH
CPND_LANG ENG
RCO 0
HUNT 6800
LHK O
PLEV 02
DANI NO
AST
IAPG 0
AACS NO
ITNA NO
DGRP
MLWU_LANG 0
MLNG ENG
DNDR O
KEY 00 SCR 23260 MARP
CPND
NAME ri2326
XPLN 13
DISPLAY_FMT FIRST,LAST
01 MIK
02
03
04
05
06
07
08
09
10
11
12
13
14
15
16
17 TRN
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18 AO6

19 CFW 16 6800
20 RGA

21 PRK

22 RNP

23

24 PRS

25 CHG

26 CPN

27

28

29

30

31

DATE 10 JUL 2009

NACT

Signaling Server set up

IP Telephony node Summary

- Home *  Managing: 172.30.13.101
— Links System » IP Network » Node Configuration

-Virtual Terminals

- Bookmarks Node Configuration
- System

+Alarms

- Maintenance _

+ Core Equipment Mew Mode Add...

- Peripheral Equipment

- IP Metwork .

- Modes: Servers, Media Cards Import Node Files... I

- Maintenance and Reports E
_hzd;:éasGateways + Hode: 104 Mode IP: 172.30.11.100 lEdit... “ Transfer / Status ” Delete I
- Host and Route Tables
- Metwork Address Translation
- QoS Thresholds
- Personal Directories

+Interfaces

- Engineered Values

+ Emergency Senvices

+ Geographic Redundancy

+ Software

- Customers

- Routes and Trunks
- Routes and Trunks
-D-Channels
- Digital Trunk Interface

- Dialing and Numbering Plans
- Electronic Switched Metwark

Blmkismele Mlmsdiemn Damian
4 TII [ 3
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IP Telephony node configurations

_Home - - IP Telephony Node -

- Links Node ID 104
- Virtual Terminals
~ Bookmarks Telephony LAN (TLAN) Node IP address 172.30.11.100 .
- System
+ Alarms Embedded LAN (ELAN) gateway IP address 172.30.13.1
- Maintenance
+ Core Equipment Embedded LAN {(ELAN) subnet mask 255255 2550
- Peripheral Equipment
- IP Network Voice LAN (TLAN) subnet mask 255 2552550
- Nodes: Servers. Media Cards
- Maintenance and Reports | = +VGW and IP phone codec profile
- Media Gateways + Q0%
-Zones =
- Host and Route Tables + LAN configuration
- Metwork Address Translation + SHNTP
_E,:ig:;?%?fe'gz e +Virtual Trunk Network Health Monitor configuration
+Interfaces +H323 GW Settings
- Engineered Values

11

+Emergency Serices I
+ Geographic Redundancy + SIP GW Settings
SELIEE + SIP URI Map
- Customers =
- Routes and Trunks +SIP CD Services
- Routes and Trunks + SIP CTI Services
- D-Channels S
- Digital Trunk Interface +Cards Add
- Dialing and Numbering Plans z : —
- Electronic Switched Metwork - i SN SHERS e
il - I r [ saveandTransfer | [ Cancel | -

Voice Gateway and IP phone Codec profile

© 2007 Cisco Systems, Inc. All rights reserved.
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- Home - -VGW and IP phone codec profile
- Links
Enable Echo canceller [V
- Virtual Terminals
- Bookmarks Echo canceller tail delay 128 ¥ | milliszconds )
- System
+Alarms Voice activity detection threshold -17 (-20 - +10 DBM )
- Maintenance
+ Core Equipment - -65 (227 - 2227
- Peripheral Equipment R DEM ) )
- IP Netwark ) )
- MNodes: Servers, Media Cards DTMF Tone detection

- Maintenance and Reports 3

_Wedia Gateways Enable Modem/Fax pass through mode

:ﬁ%’;‘fsand Route Tables Enable V.21 FAX tone detection
- gsg"'lqr?:ssdhdorfdsss Translation FAX maximum rate 14400 » (pps)
- Personal Directories
+Interfaces FAX playout nominal delay -I_D_D (0-200
- Engineered Values milliseconds )
+ Emergency Senices -
+Geogrgaprﬁ{: Redundancy FAX no activity timeout 20 (10 - 32000
+ Software milliseconds )
- Customers FAX packet size 30 -
- Routes and Trunks
- Routes and Trunks ¢ HIIEE (BT Select
- D-Channels
Codec G729A v
- Digital Trunk Interface * St
- Dialing and Numbering Plans +Codec G723.1 Select [
- Electronic Switched Network
P e — . +Codec T38 FAX Select
Voice gateway and IP Phone Codec profile Cont'd
- Home - FAX packet size 30 - -
- Links
- Virtual Terminals GEILEE (ENDT Select
;i‘;::”a’ks +Codec G729A Select
+Alarms +Codec G723.1 select [
- Maintenance
+ Core Equipment +Codec T38 FAX Select
- Peripheral Equipment
- IP Network s
-MNodes: Servers, Media Cards| + LAN configuration
- Maintenance and Reports =
- Media Gateways S
-Zones + Virtual Trunk Network Health Monitor configuration
-Hostand Route Tables :
H323 GW Settings
- Metwork Address Translation : ; -
- QoS Thresholds +Firmware
. l;g&:frﬁs;:;l Directories + SIP GW Settings
- Engineered Values + SIP URI Map
+ Emergency Serices +SIP CD Services
+ Geographic Redundancy =
+ Software + SIP CTI Services
- Customers +Cards Add o
- Routes and Trunks r
- Routes and Trunks + Signaling Servers Add
- D-Channels
- Digital Trunk Interface Save and Transfer ] [ Cancel ]
- Dialing and Numbering Plans
- Electronic Switched Network -
1 m ¢ * Mandatory fields of current configuration =

Codec G711 profile

© 2007 Cisco Systems, Inc. All rights reserved.
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- Maintenance
+Core Equipment
- Peripheral Equipment

- Network Address Translation

+ Emergency Services
+Geographic Redundancy
+ Software

delay

Voice playout (jitter buffer) maximum

- oS Thresholds +Qos

- Personal Directories .
+Interfaces + LAN configuration
-Engineered Values + SNTP

+ Virtual Trunk Network Health Monitor
configuration

—_Home - -Codec G711 Select -
- Links Codec Name G711

- Virtual Terminals

- Bookmarks Voice payload size 20 ~ [ maframe)
- System - " -

-+ Alarms Voice playout (jitter buffer) nominal 40 -

Modifications may csuse changes to maximal delay settings

- IP Network delay 0 7
- Modes: Servers, Media Cards
- Maintenance and Reports +Codec GT29A Select
- Media Gateways
_Zones 1 +Codec G72341 Select [
- Host and Route Tables +Codec T38 FAX celect

_Customers +H323 GW Settings
- Routes and Trunks + Firmware £
- Routes and Trunks
_D-Channels + SIP GW Settings
- Digital Trunk Interface + 5IP URI Map
- Dialing and Numbering Plans SIP CD Services
- Electronic Switched Network = .
- Metwork Routing Semvice + SIP CTI Services
- Flexible Code Restriction Y
- Incoming Digit Translation +Cards Add
; Tools — \ + Signaling Servers Add -
Codec G729 profile
Jr— A -Codec GT729A Select ]
- Links Codec Hame G729A
- Virtual Terminals
- Bookmarks Voice payload size 20 + | msframe)
- fﬁ;?r:ls Voice playout (jitter buffer) nominal 40 -

- Maintenance
+ Core Equipment
- Peripheral Equipment

- Network Address Translation

+Emergency Semvices
+ Geographic Redundancy
+ Software

4 111 b

delay

Voice playout (jitter buffer) maximum

- 1P Network delay °° 7
- Modes: Servers, Media Cards
- Maintenance and Reports VAD []
- Media Gateways
e J +Codec G723 select []
-Host and Route Tables +Codec T38 FAX Select

- QoS Thresholds + QoS

- Personal Directories -
+Interfaces +LAN configuration
- Engineered Yalues + SNTP

+Virtual Trunk Network Health Monitor
configuration

Meadifications may cause changes to maximal delay settings

— Customers +H323 GW Settings
- Routes and Trunks + Firmware
- Routes and Trunks - =
_D-Channels + SIP GW Settings b |
- Digital Trunk Interface + SIP URI Map
- Dialing and Numbering Plans :
- Electronic Switched Network * SIP CD Services
- Metwork Routing Service + SIP CTI Services
- Flexible Code Restriction ——
- Incoming Digit Translation +Cards Add
=1 [T + Signaling Servers (Add. i

© 2007 Cisco Systems, Inc. All rights reserved.
Important notices, privacy statements, and trademarks of Cisco Systems, Inc. can be found on cisco.com
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e - SIP CD Services

-Links
- Virtual Terminals Service Enabled
-Bookmarks

Service DN used for

fﬁ;?::s making VTRK call from

- Maintenance Agent
+ Core Equipment Converged Telephone Call
- Peripheral Equipment Forward DN
- IP Metwork

User Info. field for Invite
message on the Converged sip:convergeddesktop@pbxlab.org;nortelconverged=continueforce
Desktop MO Set

- MNodes: Servers. Media Cards
- Maintenance and Reports
- Media Gateways

-Zaones User Info. field for Invite
- Host and Route Tables E message on the Converged sip:convergeddesktop@pbxlab.org;nortelconverged=conditionalfork
- Network Address Translation Desktop MV Set

- Qo3 Thresholds

User Info. field in the noti
- Personal Directories ser Info. field in the notify

message for Converged sip:convergeddesktop@pbxlab.org

+Interfaces

- Engineered Values Desktop

+Emergency Senvices RAN route for Announce (0-511)

+ Geographic Redundancy )

+ Software Wait time before a caller is 1 . )

-Customers sent to RAN Queue (SR E ]

-Routes and Trunks Timeout for Ringing 10

- Routes and Trunks indication of the CD set (500

- D-Channels

- Digital Trunk Interface Timeout for CD Server 5 (1-230)
j[Raling and Mumbering Plans Timeout for call answered

- Electronic Switched Metwark by other than CD phone set 2 (2-80)

- MNetwork Routing Service o P =
- Flexible Code Restriction + SIP CTI Services

- Incoming Digit Translation —
Tools - +Cards Add

i r + Signaling Servers [Add] -

CLID Parameters

© 2007 Cisco Systems, Inc. All rights reserved.
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- Home -
- Links
- Virtual Terminals
- Bookmarks
- System
+Alarms
- Maintenance
+ Core Equipment
- Peripheral Equipment
- IP Network
- Modes: Servers, Media Cards
- Maintenance and Reports
- Media Gateways
- Zones
- Hostand Route Tables
- Metwork Address Translation
- QoS Thresholds
- Personal Directories
+Interfaces
- Engineered Values
+ Emergency Semices
+ Geographic Redundancy
+ Software
- Customers
- Routes and Trunks
- Routes and Trunks
- D-Channels

11,

- Diigital Trunk Interface
- Dialing and Numbering Plans
- Electronic Switched Network
- Network Routing Service
- Flexible Code Restriction
- Incoming Digit Translation
-Tools -

Location Code Call Prefix

Special Number Prefix

Subscriber Prefix
CLID Parameters

Dialing Plan CDP -

Calling Device URI Format phone-context=dialstring

Home Location Code

Country Code (CCC)

Area Code (AreaCode}

#Digits to Strip Prefix to Insert

Subscriber Number (SN}
1]

National Number (NN}

International number

+Cards

| saveandTransfer |

+ Signaling Servers

[ cancal |

* Mandatory fields of current configuration

Mote:The NPA in North America
Format of CLID

+2CCC><AreaCode><SN>

+2CCC><NN>

+<International number>

LAN configuration

© 2007 Cisco Systems, Inc. All rights reserved.
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- Home - -

- LAN configuration
- Links -
— Virtual Terminals Embedded LAN (ELAN) configuration
- Bookmarks
- System

+ Alarms Unistem Signaling port 15000
- Maintenance

+ Core Equipment Broadcast port
- Peripheral Equipment [ 1024 - 65535

Call server IP address 172.30.13.101

- IF Metwark -
-MNodes: Servers, Media Cards Telephony LAN (TLAN) configuration
- Maintenance and Reports |~ Unistem Signaling port 5000
- Media Gateways r
- Zones RTP/RTCP Starting port 2200
-Host and Route Tables { 1024 - 65535 )
- Metwork Address Translation
. Embedded LAN (ELAN) Routes
- Personal Directories
+Interfaces s
- Engineered Values DNS Servers E
+ Emergency Services
+ Geographic Redundancy Primary DNS Server IP address 172202181
+ Software
- Customers Alternate DNS Server1 IP address 0.0.00
- Routes and Trunks
- Rnutes and Trunks Alternate DNS Server? IP address D‘D‘D‘D‘
- D-Channels
- Digital Trunk Interface + SNTP
- Dialing and Numbering Plans + Virtual Trunk Network Health Monitor configuration
- Electronic Switched Metwork =
H323 GV Settings
- Metwork Routing Service = ¥ 9
P P—r— N + Firmware -

SIP Gateway setting

© 2007 Cisco Systems, Inc. All rights reserved.
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- Home
- Links
- Virtual Terminals
- Bookmarks
- System
+Alarms
- Maintenance
+ Core Equipment
- Peripheral Equipment
- IP Network
- Modes: Servers, Media Cards
- Maintenance and Reports
- Media Gateways
-Zones
-Host and Route Tables
- Metwork Address Translation
- QoS Thresholds
- Personal Directories
+Interfaces
- Engineered Values
+ Emergency Semices
+ Geographic Redundancy
+ Software
- Customers
- Routes and Trunks
- Routes and Trunks
- D-Channels
- Digital Trunk Interface
- Dialing and Numbering Plans
- Electronic Switched Metwork
- Metwork Routing Service
- Flexible Code Restriction
- Incoming Digit Translation
- Tonls

==

»

1,

- SIP GV Settings
TLS Security

Security Policy

TLS Security Port

Client Authentication
Re-negotiation

X.509 Certificate Authentication

Primary Proxy or Re-direct Server

Primary Proxy or Redirect (TLAN) IP
address

Port

Supports Reqgistration

Primary CD'S Proxy or Re-direct
server flag

Transport Protocol

Secondary Proxy or Re-direct Server

Secondary Proxy or Redirect {TLAN)
IP address

Port

Supports Registration

Secondary CD'S Proxy or Re-direct
server flag

Transport Protocol

Security Disabled

-

172.30.11.103

5060

TCP -

0.0.0.0

5060

TCP =

(1-85835)

m

SIP URL Map

Important notices, privacy statements, and trademarks of Cisco Systems, Inc. can be found on cisco.com
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- Home -
- Links
- Virtual Terminals
- Bookmarks
- System
+Alarms
- Maintenance
+Core Equipment
- Peripheral Equipment
- 1P Metwork
- Nodes: Servers. Media Cards
- Maintenance and Reporis
- Media Gateways
-Zones L
- Host and Route Tables
- Metwork Address Translation
- QoS Thresholds
- Personal Directories
+Interfaces
- Engineered Values

Signaling Server Configurations

+Interfaces
- Engineered Values
+Emergency Services
+Geographic Redundancy
+ Software

- Customers

INternatonal numoper

- SIP URI Map
Public E.164/National domain name

Public E.164/Subscriber domain
name

Public E164/Unknown domain name

Public E.164/Special Number domain
name

Private/UDP domain name

Private/CDP domain name

Private/Special Number domain
name

Private/lUnknown (vacant number

+<International number=

+1 *
+1408 *
PublicUnknown
PublicSpecial

tp

interop.rp

PrivateSpecial

Enable Line TPS

Enable IP Peer Gateway
(Virtual Trunk TPS)

+Emergency Services routing) domain name ©v2teUnknown
+Geographic Redundancy
+ Software Unknown/Unknown domain name nknownUnknown
- Customers -
- Routes and Trunks el e 5
- Routes and Trunks + SIP CTI Services
- D-Channels —
- Digital Trunk Interface +Cards Add
- Dialing and Numbering Plans . . e
- Electronic Switched Netwark o ¢ Aad |
- Network Routing Service Save and Transfer ] [ Cancel ] r
- Flexible Code Restriction
- Incoming Digit Translation
- Toals N
1 m ¢ * Mandatorv fields of current configuration =

|

- Home * - Signaling Server T *
_ Links 172.30.13.103 Properties | REMve |
- Virtual Terminals Role Leader
- Bookmarks
- System Type 15P1100
+Alarms Embedded LAN (ELAN) IP
[T e address 172.30.13.103 -
+ Core Equipment
- Peripheral Equipment Embedded LAN (ELAN) ' 50 0218615 -
_IP Netwark MAC address
- Modes: Servers, Media Cards Telephony LAN (TLAN) IP
- Maintenance and Reports address [N ’
o Telephony LAN (TLAN) 42, 35 41 1
- Host and Route Tables E galemayliladiress
- Network Address Translation Hostname SS Model04 LDR *
- QoS Thresholds - -
- Personal Directories H3231D SS ModelD4 LDR

H323and SIP -

- Routes and Trunks
- Routes and Trunks
- D-Channels
- Digital Trunk Interface
- Dialing and Numbering Plans
- Electronic Switched Network
- Metwork Routing Service
- Flexible Code Restriction
- Incoming Digit Translation
-Tools

. Dnrln and Dacknren

4 111 3

Important notices, privacy statements, and trademarks of Cisco Systems, Inc. can be found on cisco.com

If Telephony LAM{TLAN) IP address and Telephony LAN{TLAN) gateway [P
address sre not in the same subnet as Telephony LAN[TLAN) Node IF address
when Line TPS or IF Peer Gateway is enabled, then the TPS andior VTRK
applications will not run.

Enable SIP Proxy / Redirect
Y

Server

Local SIP TCP/UDP Port to
Listen to 5060
SIP Domain name pbxlab.org

SIP Gateway Endpoint

Name S5S_Node104
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Network Routing Services

NRS System Wide Settings

E(‘mnﬁgumﬁun Tools | Reports | Administration Help| Logout

Location: Home = System Wide Settings = -

e System Wide Settings T

=» System Wide Settings

HRS Server Settings DB sync interval for alternate [Hours] 24

SIP registration time to live timer [Seconds] 30

H.323 gatekeeper reqgistration time to live timer [Seconds] 30

m

i H.323 alias name H323MNRS104 &

Alternate NRS serveris permanent [

il Auto backup time [HH:MM]  23:59

Auto backup to FTP site enabled [ L

Auto backup FTP site IP address

Auto backup FTP site path

NRS Server Setting

© 2007 Cisco Systems, Inc. All rights reserved.
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M Configuration

Tools | Reports | Administration Help| Logout

HRS Overview
System Wide Settings

=» HRS Server Settings

Location: Home = NRS Server Settings =

Hostname S5 Node104 LDR C
Primary IP (TLAN)  172.30.11.103 #
Alternate IP (TLAN) 0.0.0.0 *

Caontrol priority 40

H.323 Gatekeeper Settings

Location request (LRQ) response timeout [Seconds] 3 -

SIP Server Seitings

Mode Redirect -

UDP transport enabled

UDFP port 5060

UDP maximum transmission unit (MTU) 1500

TCP transpor enabled

m

NRS Server Setting

© 2007 Cisco Systems, Inc. All rights reserved.
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Em}nﬁgumﬁon Tools | Reports | Administration Help| Logout

HRS Overview

=> NRS Server Sett

SIP Server Settings

System Wide Settings Mode Redirect -

L UDP transport enabled

UDFP port 5060

UDP maximum transmission unit (MTU) 1500

TCP transpor enabled

TCP port 5060

TCP maximum transmission unit (MTU) 1500

Network Connection Server (NCS) Settings

Primary NCS port 16500

Alternate NCS port 16500

Primary NCS timeout [Seconds] 10 «

* Mandatory feld indicator

1

Service Domains

=> Service Domains
L1 Domains (UDP)
L0 Domains (CDP)
Gateway Endpoints
User Endpoints
Routing Entries
Default Routes

Collaborative Servers

m Configuration REME ‘ Reporis | Adminisiration ‘ ®Active DB view (set Standby DB view ) Help| Logout

Location: Configuration = Service Domains = View Service Domain Property = -

View Service Domain Properiy

Domainname pbxlab.org *

FBX Lab &
Domain description

* Mandatory field indicator

© 2007 Cisco Systems, Inc. All rights reserved.
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L1 Domains (UDP)

Home E#ililb el Tools
|

Reporis

Administration ®Active DB view ( set Standby DB view ) Help | Logout

Service Domains

=> L1 Domains (UDP)
L0 Domains (CDP)
Gateway Endpoints
User Endpoints
Routing Entries
Default Routes

Collaborative Servers

Domain name

Domain description

Endpoint authentication enabled

Authentication password

E.164 country code

E.164 area code

E.164 international dialing access code

E.164 national dialing access code

E.164 local (subscriber) dialing access code

Private L1 domain (UDP location) dialing access code

Special number

View L1 Domain Properly (pbxiab_org) -

itp *

RIF Site -

Authentication off v|

111

408 .

011

4

Il

LO Domains (CDP)

© 2007 Cisco Systems, Inc. All rights reserved.
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Home EGITENTLE Tools
j—

Reporis

Administration ®Active DB view ( set Standby DB view )

Help| Logout

Service Domains

L1 Domains (UDP)
== L0 Domains (COP)
Gateway Endpoints
User Endpoints
Routing Entries
Default Routes

Collaborative Servers

Domain name

Domain description

Endpoint authentication enabled

Authentication password

E.164 country code

E.164 area code

Private unqualified number label

E.164 international dialing access code

E.164 national dialing access code

E.164 local (subscriber) dialing access code

Private L1 domain (UDP location) dialing access code

Special number

interop

CDF

|Nut configured v|

408

PrivateUnknown

o

View L0 Domain Property {pbxlab.org / rip) -

L

11

111

SIP Gateway Endpoints

Important notices, privacy statements, and trademarks of Cisco Systems, Inc. can be found on cisco.com
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Service Domains

L1 Domains (UDP}

L0 Domains (CDP)

== Gateway Endpoints
User Endpoints
Routing Entries
Default Routes

Collaborative Servers

SIP Gateway End points

Home il Vel Tools
|

Reports | Adminisiration ®Active DB view ({ set Standby DE view ) Help| Logout
Location: Configuration = Gateway Endpoints = -
Gateway Endpoinis r

Show Gateway Endpoints for (Service Domain / L1 Domain §/ L0 Domain ):

pbxlab.org - ;rip ~ ; interop ~ | Show

Showing1-7of7 <Previous | Hext :-|

iy

# of
Support Protocol{s) Call Signaling IP Description routing
entries
Cht- NotRAS H.323/StaticSIP | 172.20.215.254 SLTTISEL B £
Mercury
CME192 Not RAS H.323/StaicSIP | 172.20.192103 CME192SIP 2
CM Aries | NotRAS H323/StaticSIP | 172.20.66.254 SLTTEE e | ¢
CM SPURS | NotRASH.323/StaticSIP | 172.20.192.254 CUCM 192254 | 7
CM Titanic | MNotRASH.323/StaticSIP | 172.20.140.254 CUCM 140.254 | 0
CUCH- MotRAS H.323 /Stalic SIP | 172.20.175.254 EELE SLEET |
ﬂ]lsen .
S5 Mode104  NotRAS H323/StaticSIP | 172.30.11.100 ﬁf’;m“ LT 2

4

© 2007 Cisco Systems, Inc. All rights reserved.
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Home E&0it0e 008 Tools | Reports | Administration ®Active DB view ( set Standby DB view ) Help| Logout

Location: Configuration = Gateway Endpoints > View Gateway Endpoint Property > -

Service Domains View Gateway Endpoint Properly (pbxiab.org / rip / interop) r

L1 Domains (UDP)

_ Endpointname CME192 =
L0 Domains (CDP)

=» Gateway Endpoints CME1525IP e

_ Endpoint description
User Endpoints

111

Routing Entries

Tandem gateway endpoint name
Default Routes g J P Look up

Collaborative Servers Endpoint authentication enabled | Mot configured v|

Authentication password | |

E.164 country code 1

E.164 area code 408

E.164 international dialing access code 011

E.164 national dialing access code 9

E.164 local (subscriber) dialing access code §

Private L1 domain (UDF location) dialing access code 9

SIP Gateway Endpoints

© 2007 Cisco Systems, Inc. All rights reserved.
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Routing Entry
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Configuring the Cisco Unified Call Manager Express

Ri_103#sh ver

Cisco I0S Software, 3800 Software (C3845-IPVOICEK9-M), Version 12.4(22)YB1, RELE
ASE SOFTWARE (fcl)

Technical Support: http://www.cisco.com/techsupport

Copyright (c) 1986-2009 by Cisco Systems, Inc.

Compiled Wed 18-Mar-09 22:45 by prod_rel_team

ROM: System Bootstrap, Version 12.3(11r)T1, RELEASE SOFTWARE (fc1)

Ri_103 uptime is 2 days, 16 hours, 57 minutes

System returned to ROM by reload at 00:59:49 UTC Sat Jul 11 2009
System restarted at 01:01:49 UTC Sat Jul 11 2009

System image file is "flash:c3845-ipvoicek9-mz.124-22.YB1.bin"

This product contains cryptographic features and is subject to United
States and local country laws governing import, export, transfer and
use. Delivery of Cisco cryptographic products does not imply
third-party authority to import, export, distribute or use encryption.
Importers, exporters, distributors and users are responsible for
compliance with U.S. and local country laws. By using this product you
agree to comply with applicable laws and regulations. If you are unable
to comply with U.S. and local laws, return this product immediately.

A summary of U.S. laws governing Cisco cryptographic products may be found at:
http://www.cisco.com/wwl/export/crypto/tool/stqrg.html
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If you require further assistance please contact us by sending email to
export@cisco.com.

Cisco 3845 (revision 1.0) with 216064K/46080K bytes of memory.
Processor board ID FHK0847FOW7
2 Gigabit Ethernet interfaces
48 Serial interfaces
1 terminal line
2 Channelized/Clear T1/PRI ports
2 Voice FXS interfaces
1 cisco Integrated Service Engine(s)
Cisco Unity Express 3.2.1 in slot 4
DRAM configuration is 64 bits wide with parity enabled.
479K bytes of NVRAM.
125440K bytes of ATA System CompactFlash (Read/Write)

Configuration register is 0x2102

Ri_103# sh run
Building configuration...

Current configuration : 8635 bytes
I

I'No configuration change since last restart
!

version 12.4

service timestamps debug datetime msec
service timestamps log datetime msec

no service password-encryption

I

hostname Ri_103

I

boot-start-marker
boot-end-marker

!

card typet1 00

logging message-counter syslog
logging buffered 10000000

no logging console

enable password cisco

!

no aaa new-model

no network-clock-participate slot 3
network-clock-participate wic 0
network-clock-select 1 T1 0/0/0
!

dotl1 syslog

ip source-route

ip cef

I

I
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!

!

no ip domain lookup
no ipvé6 cef

multilink bundle-name authenticated
!

!
!
!
isdn switch-type primary-gsig
I

voice-card O
dspfarm
dsp services dspfarm
I
voice-card 3
dspfarm
I
I
!
voice service pots
supplementary-service gsig call-forward
I
voice service voip
gsig decode
allow-connections h323 to h323
allow-connections h323 to sip
allow-connections sip to h323
allow-connections sip to sip
supplementary-service h450.12
h323
sip
registrar server
I
I
!
voice class codec 1
codec preference 1 g729r8
codec preference 2 g71lulaw

voice register global

© 2007 Cisco Systems, Inc. All rights reserved.
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mode cme

source-address 172.20.192.103 port 5060
max-dn 100

max-pool 185

load 7971 SIP70.8-4-2S

load 7970 SIP70.8-4-2S

tftp-path flash:

create profile sync 0001932330615433
I
voice register dn 1

number 3501

call-forward b2bua busy 2500
call-forward b2bua noan 2326 timeout 7
name SIP1 3501

refer target dial-peer

huntstop

mwi

I

voice register dn 2

number 3502

call-forward b2bua busy 2327
call-forward b2bua noan 3504 timeout 7
name SIP2 3502

huntstop

mwi

I

voice register pool 1

id mac 001F.9EAC.0D60

type 7971

number 1 dn 1

dtmf-relay rtp-nte

username ri3501 password cisco

no call-waiting

description SIPC2X

I

voice register pool 2

id mac O00E.84F6.00D6
type 7970

number 1 dn 2

dtmf-relay rtp-nte

username ri3502 password cisco
no call-waiting

description SIPD2

I

I

voice translation-rule 1

rule 1 /~400/ /+1408555400/
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archive
log config

hidekeys
I

!
controller T1 0/0/0

cablelength long 0db
pri-group timeslots 1-24
I

controller T1 0/0/1

clock source internal

cablelength long 0db

pri-group timeslots 1-24 service mgcp

interface GigabitEthernet0/0
ip address 172.20.192.103 255.255.255.0
duplex auto

speed auto

media-type rj45

no keepalive

I

interface GigabitEthernet0/1
no ip address

shutdown

duplex auto

speed auto

media-type rj45

I

interface Serial0/0/0:23

no ip address

encapsulation hdlc

isdn switch-type primary-dms100
isdn incoming-voice voice
isdn send-alerting

isdn bchan-number-order ascending
no cdp enable

I

interface Serial0/0/1:23

no ip address

encapsulation hdlc

shutdown

isdn switch-type primary-gsig
isdn timer T310 120000

isdn overlap-receiving

isdn protocol-emulate network
isdn incoming-voice voice
isdn bind-I3 ccm-manager
isdn send-alerting

no cdp enable
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interface Integrated-Service-Engine4/0

ip unnumbered GigabitEthernet0/0

service-module ip address 172.20.192.199 255.255.255.0
Application: CUE Running on NME

service-module ip default-gateway 172.20.192.103

no keepalive

I

ip default-gateway 172.20.192.1

no ip forward-protocol nd

ip route 0.0.0.0 0.0.0.0 172.20.192.1

ip route 172.20.192.199 255.255.255.255 Integrated-Service-Engine4/0
I

ip http server
no ip http secure-server

tftp-server flash:jar70sip.8-4-1-23.sbn
tftp-server flash:dsp70.8-4-1-23.sbn
tftp-server flash:cvm70sip.8-4-1-23.sbn
tftp-server flash:cnu70.8-4-1-23.sbn
tftp-server flash:apps70.8-4-1-23.sbn
tftp-server flash:term61.default
tftp-server flash:term41.default
tftp-server flash:jar41sccp.8-4-1-23.sbn
tftp-server flash:dsp41.8-4-1-23.sbn
tftp-server flash:cvm4lsccp.8-4-1-23.shn
tftp-server flash:cnu41.8-4-1-23.sbn
tftp-server flash:apps41.8-4-1-23.sbn
tftp-server flash:term71.default.loads
tftp-server flash:term70.default.loads
tftp-server flash:SIP70.8-4-2S.loads
tftp-server flash:SCCP41.8-4-2S.loads
tftp-server flash:term61.default.loads
tftp-server flash:term41.default.loads

I

control-plane

I

I

I
voice-port 0/0/0:23

mwi

I

;/oice—port 0/0/1:23
!

voice-port 3/0/0

|

voice-port 3/0/1
station-id name RI-NGUYEN
station-id number 6901
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caller-id enable

I

ccm-manager fax protocol cisco

I

no mgcp timer receive-rtcp

mgcp fax t38 ecm

I

sccp local GigabitEthernet0/0

sccp ccm 172.20.192.103 identifier 1 version 7.0
scep

I

sccp ccm group 1

associate ccm 1 priority 1
associate profile 1 register mtp0015f90d0990
I

dspfarm profile 1 transcode

codec g711lulaw

codec g71lalaw

codec g729ar8

codec g729abr8

codec g729r8

codec g729br8

maximum sessions 5

associate application SCCP

I

dial-peer voice 6900 pots
destination-pattern 690.

incoming called-number ....

no digit-strip

direct-inward-dial

port 3/0/1

forward-digits all

I

dial-peer voice 6888 voip
description dial peer digital toward CUE
destination-pattern 680[09]
voice-class sip g729 annexb-all
session protocol sipv2

session target ipv4:172.20.192.199
incoming called-number ....
dtmf-relay sip-notify

codec g711lulaw

I

dial-peer voice 2300 voip
description dial peer digital toward Nortel SIP
translation-profile incoming voip
destination-pattern 232.

rtp payload-type cisco-codec-fax-ind 98
rtp payload-type nte 96

voice-class codec 1

voice-class sip g729 annexb-all
session protocol sipv2

session target ipv4:172.30.11.100
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session transport tcp
incoming called-number ....
dtmf-relay sip-notify
fax-relay ecm disable
no vad
I
dial-peer voice 2000 voip
description dial peer digital toward Nortel callpilot
translation-profile incoming voip
destination-pattern 250.
rtp payload-type cisco-codec-fax-ind 98
rtp payload-type nte 96
voice-class codec 1
voice-class sip g729 annexb-all
session protocol sipv2
session target ipv4:172.30.11.100
session transport tcp
incoming called-number ....
dtmf-relay sip-notify
fax-relay ecm disable
no vad
I
I
sip-ua
mwi-server ipv4:172.20.192.199 expires 3600 port 5060 transport udp unsolicited
I
I
telephony-service
sdspfarm units 3
sdspfarm transcode sessions 10
sdspfarm tag 1 mtp0015f90d0990
em logout 0:0 0:0 0:0
max-ephones 10
max-dn 20
ip source-address 172.20.192.103 port 2000
load 7961 SCCP41.8-4-2S.loads
time-zone 5
mwi relay
max-conferences 8 gain -6
call-forward pattern .T
moh music-on-hold.au
transfer-system full-consult
transfer-pattern ....
create cnf-files version-stamp 7960 Jul 10 2009 19:48:45
I
I
ephone-dn 3 dual-line
call-waiting ring
number 3503
label SCCP3503
name SCCP3503
call-forward busy 2500
call-forward noan 2326 timeout 10
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mwi-type both
I
!
ephone-dn 4 dual-line
number 3504
label SCCP3504
description SCCP 3504
name SCCP 3504
call-forward all 2500
call-forward busy 2327
call-forward noan 3504 timeout 10
huntstop channel
I
!
ephone 3
conference drop-mode creator
mac-address 0016.C71B.F3F6
type 7961
keep-conference endcall
button 1:3
I
I
!
ephone 4
mac-address 0007.0E36.5339
type 7961
keep-conference endcall
button 1:4
I
I
!
line con O
exec-timeout 0 0
password cisco
login
line aux O
line 258
no activation-character
no exec
transport preferred none
transport input all
transport output pad telnet rlogin lapb-ta mop udptn v120 ssh
line vty 0 4
exec-timeout 0 0
password cisco
login
line vty 5 10
exec-timeout 0 0
password cisco
login
I
scheduler allocate 20000 1000
ntp server 172.20.2.181
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end

Ri_103#

Acronym Definitions

SIP Session Initiation Protocol

MWI Message Waiting Indication

CUCME Cisco Unified Communications Manager Express
CLIR Calling Line (Number) Identification Restriction
CNIR Calling Name Identification Restriction

CLIP Basic Calling Line (Number) Identification Presdita
CNIP Basic Calling Name Identification Presentation

© 2007 Cisco Systems, Inc. All rights reserved.
Important notices, privacy statements, and trademarks of Cisco Systems, Inc. can be found on cisco.com
Page 42 of 44




THE SPECIFICATIONS AND INFORMATION REGARDING THE PRODUCTS IN THIS MANUAL ARE SUBJECT TO CHANGE
WITHOUT NOTICE. ALL STATEMENTS, INFORMATION, AND RECOMMENDATIONS IN THIS MANUAL ARE BELIEVED TO
BE ACCURATE BUT ARE PRESENTED WITHOUT WARRANTY OF ANY KIND, EXPRESS OR IMPLIED. USERS MUST TAKE
FULL RESPONSIBILITY FOR THEIR APPLICATION OF ANY PRODUCTS.

IN NO EVENT SHALL CISCO OR ITS SUPPLIERS BE LIABLE FOR ANY INDIRECT, SPECIAL, CONSEQUENTIAL, OR
INCIDENTAL DAMAGES, INCLUDING, WITHOUT LIMITATION, LOST PROFITS OR LOSS OR DAMAGE TO DATA

ARISING OUT OF THE USE OR INABILITY TO USE THIS MANUAL, EVEN IF CISCO OR ITS SUPPLIERS HAVE BEEN
ADVISED OF THE POSSIBILITY OF SUCH DAMAGES.
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