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·  This application note provides interoperability information and documented configurations for a toll bypass solution using Cisco IAD880 

BRI Voice Gateways tunneling NET3 over SIP between two Alcatel 4400 PBXs.   The integration consists of two Cisco IAD880 BRI 
Voice Gateways connecting to the Alcatel 4400 PBXs using BRI NET3 trunks. The IOS gateways establish the NET3 connection between 
the two PBXs via SIP.  An end-to-end connection is thus established between Alcatel 4400 PBXs.   This BRI NET3 connection uses 
Alcatel proprietary network-to-network information elements (NNIEs). The SIP protocol used between Cisco IOS Voice Gateways 
“tunnels” the NET3 resulting in a connection similar to connecting the PBXs directly.  Figure 1 shows the integration topology.   

·  The following basic call and supplementary services features were verified: proper establishing and disconnecting of calls (see limitations 
section); calling number presentation and restriction; call transfer (consultation and early-attended); call forwarding (all, busy, and no 
reply). Please note that this document does not address performance and scalability, which are part of a broader criteria for a deployment-
ready solution. 

·  This application note uses the Cisco IAD881 BRI Voice Gateways.   However, the implementation is not platform-dependent, so you may 
also choose other Cisco IOS Voice Gateways. Be careful when selecting a voice gateway platform and consider the capacity and capability 
required for the intended deployment. 

Cisco IAD880 Series Integrated Access Devices 
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Figure 1.   Basic Call Setup 
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These are the known limitations, caveats, or integration issues. 

Network/External Call Forward by Join 

·  The Alcatel PBX does not support call forward by reroute, call forward by join over network/external, call back (busy and no reply) and 
path replacement for Trombone connections when using NET3. 

·  Alcatel PBX do not support called name being displayed on Orig. phone during Basic calls and Call transfers. 
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Hardware Requirements 

·  2 Cisco IAD880 BRI 

·  2 Alcatel 4400 Release 8.0  

·  4 Alcatel digital phones 

·  1 Cisco Catalyst Switch (CAT6500) 

 

Software Requirements 

·  Cisco IOS Release: c880voice-universalk9-mz.124-20.T.bin 

·  Alcatel 4400 Release 8.0 
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This section lists supported and unsupported features. 

Features Supported 

·  Basic call, ENBLOC 

·  Basic calls with proper disconnect method 

·  CLIP-Calling line (Number) identification presentation 

·  CLIR-Calling line (Number) identification restriction 

·  CNIP-Calling name identification presentation 

·  CNIR-Calling name identification restriction 

·  COLP-Connected line (Number) identification presentation 

·  COLR- Connected line (Number) identification restriction 

·  CONP-Connected name identification presentation 

·  CONR- Connected name identification restriction 

·  Consultation transfer – Local and Network/External 

·  Blind transfer – Local and Network/External 

·  Call forward unconditional by join – Local and Network/External (See Limitations section for details.) 

·  Call forward busy by join – Local  

·  Call forward no reply by join – Local  

Features Not Supported 

·  Call forward busy by join – Network/External  

·  Call forward no reply by join – Network/External 

·  Call forward unconditional by reroute – Local and Network/External 

·  Call forward busy by reroute –  Local and Network/External 

·  Call forward no reply by reroute – Local and Network/External 

·  Call completion to busy subscriber (Call Back when Free) 

·  Call completion on no reply (Call Back Next Used) 

·  Path replacement for Trombone connection (accomplished by consultation transfer) 

 



 

 
© 2009 Cisco Systems, Inc. All rights reserved.  

Important notices, privacy statements, and trademarks of Cisco Systems, Inc. can be found on cisco.com 
Page 6 of 44 

 

 

��	���������	��	���������	��	���������	��	���������	
 




Configuring the Alcatel 4400 PBX  

1. System Software Release 
2. Configure “ISO Function” System Parameter. 
3. Configure Board. 
4. Configure Board – Digital Access 
5. Configure BRI-ABC_F Trunk Group 
6. Configure Remote Network 
7. Configure Network Routing  
8. Configure Network Routing “Own Node”. 
9. Configure Digital Station 
10. Configure Digital Station Phone Facilities  
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System Software Version 
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Configure ISO function system parameter 
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Configure Board (Board 9)- PBX A 
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Configure Board (Board 9) Digital Access 
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Configure BRI-ABCF Trunk Group (Trunk Group 9 for B oard 9) 1 of 5 
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Configure BRI-ABCF Trunk Group (Trunk Group 9 for B oard 9) 2 of 5 
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Configure BRI-ABCF Trunk Group (Trunk Group 9 for B oard 9) 3 of 5 
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Configure BRI-ABCF Trunk Group (Trunk Group 9 for B oard 9) 4 of 5 
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Configure BRI-ABCF Trunk Group (Trunk Group 9 for B oard 9) 5 of 5 
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Configure remote network (Remote network #3 for Trunk group 9) 

 



 

 
© 2009 Cisco Systems, Inc. All rights reserved.  

Important notices, privacy statements, and trademarks of Cisco Systems, Inc. can be found on cisco.com 
Page 17 of 44 

 

 
Configure network routing 62XX (Trunk group 9) 
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Configure network routing “Own Node” (Required to enable “Path replacement”) 
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Configure digital station (1 of 5) 
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Configure digital station (2 of 5) 
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Configure digital station (3 of 5) 
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Configure digital station (4 of 5) 

 



 

 
© 2009 Cisco Systems, Inc. All rights reserved.  

Important notices, privacy statements, and trademarks of Cisco Systems, Inc. can be found on cisco.com 
Page 23 of 44 

 

 
Configure digital station (5 of 5) 
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Configure digital station phone facilities (1 of 8) 

 



 

 
© 2009 Cisco Systems, Inc. All rights reserved.  

Important notices, privacy statements, and trademarks of Cisco Systems, Inc. can be found on cisco.com 
Page 25 of 44 

 

 
Configure digital station phone facilities (2 of 8) 
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Configure digital station phone facilities (3 of 8) 
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Configure digital station phone facilities (4 of 8) 
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Configure digital station phone facilities (5 of 8) 
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Configure digital station phone facilities (6 of 8) 
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Configure digital station phone facilities (7 of 8) 
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Configure digital station phone facilities (8 of 8) 
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Configuring the Cisco IAD880 BRI Voice Gateways 

For IOS Voice Gateway 1                

IAD881BRI_2#show version 

Cisco IOS Software, C880 Software (C880VOICE-UNIVERSALK9-M), Version 12.4(2 

0)T, RELEASE SOFTWARE (fc3) 

Technical Support: http://www.cisco.com/techsupport 

Copyright (c) 1986-2008 by Cisco Systems, Inc. 

Compiled Fri 11-Jul-08 06:46 by prod_rel_team 

 

ROM: System Bootstrap, Version 12.4(15r)XZ2, RELEASE SOFTWARE (fc1) 

 

IAD881BRI_2 uptime is 2 weeks, 20 hours, 32 minutes 

System returned to ROM by reload at 23:40:40 UTC Tue Dec 9 2008 

System image file is "flash:c880voice-universalk9-mz.124-20.T.bin" 

Last reload reason: Reload Command 

 

This product contains cryptographic features and is subject to United 

States and local country laws governing import, export, transfer and 
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use. Delivery of Cisco cryptographic products does not imply 

third-party authority to import, export, distribute or use encryption. 

Importers, exporters, distributors and users are responsible for 

compliance with U.S. and local country laws. By using this product you 

agree to comply with applicable laws and regulations. If you are unable 

to comply with U.S. and local laws, return this product immediately. 

 

A summary of U.S. laws governing Cisco cryptographic products may be found  

at: 

http://www.cisco.com/wwl/export/crypto/tool/stqrg.html 

 

If you require further assistance please contact us by sending email to 

export@cisco.com. 

 

Cisco IAD881B (MPC8300) processor (revision 0x100) with 249856K/12288K byte 

s of memory. 

Processor board ID FHK123429DN 

 

5 FastEthernet interfaces 

2 ISDN Basic Rate interfaces 

1 DSP, 16 Voice resources 

256K bytes of non-volatile configuration memory. 

253008K bytes of ATA CompactFlash (Read/Write) 

 

License Information for 'c880-iad' 

    License Level: advsecurity   Type: Permanent 

    Next reboot license Level: advsecurity 

 

 

Configuration register is 0x2102 

 

IAD881BRI_2# 

IAD881BRI_2#show run 

Building configuration... 

Current configuration : 2669 bytes 

! 

version 12.4 

no service pad 

service timestamps debug datetime msec 
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service timestamps log datetime msec 

no service password-encryption 

! 

hostname IAD881BRI_2 

! 

boot-start-marker 

boot system flash c880voice-universalk9-mz.124-20.T.bin 

boot-end-marker 

! 

logging message-counter syslog 

logging buffered 10000000 

no logging console 

! 

no aaa new-model 

network-clock-participate wic 0  

! 

ip source-route 

! 

ip cef 

no ip domain lookup 

! 

isdn switch-type basic-net3 

isdn gateway-max-interworking 

! 

voice service voip  

 sip 

! 

voice-card 0 

! 

archive 

 log config 

  hidekeys 

! 

interface BRI1 

 no ip address 

! 

interface BRI2 

 no ip address 

 isdn switch-type basic-net3 
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 isdn timer T310 120000 

 isdn overlap-receiving 

 isdn tei-negotiation preserve 

 isdn point-to-point-setup 

 isdn incoming-voice voice 

 isdn global-disconnect 

 isdn static-tei 0 

! 

interface FastEthernet0 

! 

interface FastEthernet1 

! 

interface FastEthernet2 

! 

interface FastEthernet3 

! 

interface FastEthernet4 

 ip address 172.20.8.40 255.255.255.0 

 duplex auto 

 speed auto 

! 

interface Vlan1 

 no ip address 

! 

ip forward-protocol nd 

ip route 0.0.0.0 0.0.0.0 172.20.8.1 

no ip http server 

no ip http secure-server 

! 

control-plane 

! 

voice-port 1 

! 

voice-port 2 

 compand-type a-law 

! 

dial-peer voice 6200 voip 

 description to Alcatel 62xx 

 destination-pattern 62.. 
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 signaling forward unconditional 

 session protocol sipv2 

 session target ipv4:172.20.110.80 

 incoming called-number 32.. 

 dtmf-relay rtp-nte 

! 

dial-peer voice 3200 pots 

 destination-pattern 32.. 

 incoming called-number 62.. 

 direct-inward-dial 

 port 2 

 forward-digits all 

! 

sip-ua  

! 

line con 0 

 password cisco 

 login 

 no modem enable 

line aux 0 

line vty 0 4 

 exec-timeout 0 0 

 password cisco 

 login 

! 

exception data-corruption buffer truncate 

scheduler max-task-time 5000 

end 

 

IAD881BRI_2# 

For IOS Voice Gateway 1                

IAD881BRI_2#show version 

Cisco IOS Software, C880 Software (C880VOICE-UNIVERSALK9-M), Version 12.4(2 

0)T, RELEASE SOFTWARE (fc3) 

Technical Support: http://www.cisco.com/techsupport 

Copyright (c) 1986-2008 by Cisco Systems, Inc. 

Compiled Fri 11-Jul-08 06:46 by prod_rel_team 

 

ROM: System Bootstrap, Version 12.4(20071105:170421) [jerryc-STEELERS_20071 
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105 102], DEVELOPMENT SOFTWARE 

 

IAD881BRI_1 uptime is 2 weeks, 20 hours, 32 minutes 

System returned to ROM by reload at 00:00:27 UTC Thu Dec 10 1908 

System image file is "flash:c880voice-universalk9-mz.124-20.T.bin" 

Last reload reason: Reload Command 

 

This product contains cryptographic features and is subject to United 

States and local country laws governing import, export, transfer and 

use. Delivery of Cisco cryptographic products does not imply 

third-party authority to import, export, distribute or use encryption. 

Importers, exporters, distributors and users are responsible for 

compliance with U.S. and local country laws. By using this product you 

agree to comply with applicable laws and regulations. If you are unable 

to comply with U.S. and local laws, return this product immediately. 

 

A summary of U.S. laws governing Cisco cryptographic products may be found  

at: 

http://www.cisco.com/wwl/export/crypto/tool/stqrg.html 

 

If you require further assistance please contact us by sending email to 

export@cisco.com. 

 

Cisco IAD881B (MPC8300) processor (revision 0x100) with 498688K/25600K byte 

s of memory. 

Processor board ID FHH1146002D 

 

5 FastEthernet interfaces 

2 ISDN Basic Rate interfaces 

1 DSP, 16 Voice resources 

256K bytes of non-volatile configuration memory. 

253008K bytes of ATA CompactFlash (Read/Write) 

 

License Information for 'c880-iad' 

    License Level: advsecurity   Type: Default. No valid license found. 

    Next reboot license Level: advsecurity 

 

Configuration register is 0x2102 
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IAD881BRI_1# 

IAD881BRI_1#show run 

Building configuration... 

Current configuration : 2769 bytes 

! 

version 12.4 

no service pad 

service timestamps debug datetime msec 

service timestamps log datetime msec 

no service password-encryption 

! 

hostname IAD881BRI_1 

! 

boot-start-marker 

boot system flash c880voice-universalk9-mz.124-20.T.bin 

boot-end-marker 

! 

logging message-counter syslog 

logging buffered 10000000 

no logging console 

enable password cisco 

! 

no aaa new-model 

network-clock-participate wic 0  

! 

ip source-route 

! 

ip cef 

no ip domain lookup 

ip name-server 171.69.2.133 

! 

isdn switch-type basic-net3 

isdn gateway-max-interworking 

! 

voice service pots  

! 

voice service voip  

 sip 

! 
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voice-card 0 

! 

archive 

 log config 

  hidekeys 

! 

interface BRI1 

 no ip address 

! 

interface BRI2 

 no ip address 

 isdn switch-type basic-net3 

 isdn timer T310 120000 

 isdn overlap-receiving 

 isdn tei-negotiation preserve 

 isdn point-to-point-setup 

 isdn incoming-voice voice 

 isdn global-disconnect 

 isdn static-tei 0 

! 

interface FastEthernet0 

! 

interface FastEthernet1 

! 

interface FastEthernet2 

! 

interface FastEthernet3 

! 

interface FastEthernet4 

 ip address 172.20.110.80 255.255.255.0 

 duplex auto 

 speed auto 

! 

interface Vlan1 

 no ip address 

! 

ip forward-protocol nd 

ip route 0.0.0.0 0.0.0.0 172.20.110.1 

no ip http server 
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no ip http secure-server 

! 

tftp-server flash:c880voice-universalk9-mz.124-20.T.bin 

! 

control-plane 

! 

voice-port 1 

! 

voice-port 2 

 compand-type a-law 

! 

dial-peer voice 3200 voip 

 description to Alcatel 32xx 

 destination-pattern 32.. 

 signaling forward unconditional 

 session protocol sipv2 

 session target ipv4:172.20.8.40 

 incoming called-number 62.. 

 dtmf-relay rtp-nte 

! 

dial-peer voice 6200 pots 

 destination-pattern 62.. 

 incoming called-number 32.. 

 direct-inward-dial 

 port 2 

 forward-digits all 

! 

sip-ua  

! 

line con 0 

 no modem enable 

line aux 0 

line vty 0 4 

 exec-timeout 0 0 

 password cisco 

 login 

! 

exception data-corruption buffer truncate  

scheduler max-task-time 5000 
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end 

 

IAD881BRI_1#
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Acronym  Definitions 

Cisco IOS Cisco Internetwork Operating System 

CCBS  Call Completion to Busy Subscriber 

CCNR  Call Completion on No Reply 

CFB  Call Forwarding on Busy 

CFNR  Call Forwarding No Reply 

CFU  Call Forwarding Unconditional 

CLIP Calling Line (Number) Identification Presentation 

CLIR  Calling Line (Number) Identification Restriction 

CNIP  Calling Name Identification Presentation 

CNIR Calling Name Identification Restriction 

COLP  Connected Line (Number) Identification Presentation 

CUBE Cisco Unified Border Element (formerly Multi-Service IP-to-IP gateway, or Session 
Border Controller) 

PBX Private Branch Exchange 

RTP Real-Time Protocol 

SIP Session Initiation Protocol 

UUIE User-to-user information element 
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THE SPECIFICATIONS AND INFORMATION REGARDING THE PRODUCTS IN THIS MANUAL ARE SUBJECT TO CHANGE 

WITHOUT NOTICE. ALL STATEMENTS, INFORMATION, AND RECOMMENDATIONS IN THIS MANUAL ARE BELIEVED TO 

BE ACCURATE BUT ARE PRESENTED WITHOUT WARRANTY OF ANY KIND, EXPRESS OR IMPLIED. USERS MUST TAKE 

FULL RESPONSIBILITY FOR THEIR APPLICATION OF ANY PRODUCTS. 

IN NO EVENT SHALL CISCO OR ITS SUPPLIERS BE LIABLE FOR ANY INDIRECT, SPECIAL, CONSEQUENTIAL, OR 

INCIDENTAL DAMAGES, INCLUDING, WITHOUT LIMITATION, LOST PROFITS OR LOSS OR DAMAGE TO DATA 

ARISING OUT OF THE USE OR INABILITY TO USE THIS MANUAL, EVEN IF CISCO OR ITS SUPPLIERS HAVE BEEN 

ADVISED OF THE POSSIBILITY OF SUCH DAMAGES. 
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