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·  This application note provides interoperability information and documented configurations for a toll bypass solution using Cisco IOS Voice 
Gateways tunneling QSIG over SIP between two Alcatel 4400 Release 6.0.   The integration consists of two Cisco IOS Voice Gateways 
connecting to the Alcatel PBXs using E1 QSIG trunks. The IOS gateways establish the QSIG connection between the two PBXs via SIP.  
An end-to-end connection is thus established between Alcatel PBXs.   The SIP protocol used between Cisco IOS Voice Gateways 
“tunnels” the E1 QSIG with Alcatel, resulting in a connection similar to connecting the PBXs directly.  This integration also demonstrates 
use of the Cisco Unified Border Element (CUBE) in the SIP connection between the two Cisco IOS Voice Gateways.     Figure 1 shows the 
integration topology.   

·  For the purposes of this application note, Cisco Unified Border Element (CUBE) is not used.  It is assumed that the WAN between the Cisco 
IOS Voice Gateways is privately managed.  The topology in Figure 1 reflects this deployment.  CUBE is deployed in scenarios where a 
connection to a Service Provider exists; as opposed to a privately managed WAN between the Cisco IOS Voice Gateways.  For that kind of 
deployment, please see the application note titled “Alcatel 4400 Release 6.0 with Cisco IOS Voice Gateways to Tunnel E1 QSIG over SIP 
(with CUBE)”.  The feature verifications in this note were performed using a single CUBE.  However, the outcome of limitations and 
features will not change by removing CUBE from the topology.  Inserting CUBE requires simple modifications to CUBE and/or IOS Voice 
Gateway configurations to point VoIP dial-peers to the proper session target IP addresses, based upon the implemented dial plan.   

·  The following basic call and supplementary services features were verified: proper establishing and disconnecting of calls; calling name and 
number presentation and restriction; alerting name; call transfer (consultation and early-attended); call forwarding (all, busy, and no reply); 
callback; path replacement on trombone call; and voicemail access with MWI activation and deactivation. All of the above features are 
tested with join or reroute schema in both internal (local) and external networks. Please note that this document does not address 
performance and scalability, which are part of a broader criterion for a deployment-ready solution. 

·  This application note uses the Cisco 3825 IOS Voice Gateways.   However, the implementation is not platform-dependent, so you may also 
choose other Cisco IOS Voice Gateways. Below is a list of Cisco platforms capable of voice gateway and CUBE functions.  Be careful 
when selecting a voice gateway platform and consider the capacity and capability required for the intended deployment. 

- Cisco 1861 Integrated Services Router 
- Cisco IAD2400 Series Integrated Access Device 
- Cisco 2800 Series Integrated Services Routers 
- Cisco 3700 Series Multi-service Access Routers 
- Cisco 3800 Series Integrated Services Routers  
- Cisco AS5350XM Universal Gateway  
- Cisco AS5400XM Universal Gateway 
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Figure 1.   Basic Call Setup 
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These are the known limitations, caveats, or integration issues. 

·  The Alcatel PBX does not support call forward by join; instead, it performs a reroute. 

·  MWI across QSIG is not supported by the Alcatel PBX. 
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Hardware Requirements 

The following hardware is required: 

Cisco equipment 

·  Cisco 3825 (Cisco IOS Voice Gateway and CUBE) 

·  Cisco 3560 powered Ethernet switch 

 

Alcatel Equipments 
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·  (2) Alcatel 4400 PBXs 

·  (4) PRA2 trunk cards 

·  (4) 4035 Advances Reflexes digital phones 

Software Requirements 

The following software is required: 

·  IOS Gateway: Cisco IOS Release – flash:  c3825-ipvoice_ivs-mz.124-15.XZ.bin 

·  Alcatel 4400 software release 6.0 
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This section lists supported and unsupported features. 

Features Supported 

·  Basic Call – Local and Network/External 

·  Calling Number and Calling Name Restrictions on Basic Calls 

·  Connected Name and Connected Number Restrictions on Basic Calls, Alerting Name display on Basic Calls 

·  Consultative and Blind Transfer – Local and Network/External 

·  Callback feature on No Reply and Busy 

·  Call Forward Unconditional, Busy, and No Reply on Local and Network/External - Reroute 

·  Path Replacement 

Features Not Supported 

·  Any Call Forward (CFU, CFB, CFNR) by join from PBX.  PBX will always perform a reroute. 

·  MWI (see Limitations section for details.) 
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This section contains configuration menus and commands and describes configuration sequences and tasks. 

Configuring the Alcatel 4400 PBX  

1. System Software Release 
2. Configure “ISO Function” System Parameter. 
3. Configure Board. 
4. Configure Digital Access 
5. Configure PRI-ABC_F Trunk Group 
6. Configure Remote Network 
7. Configure Network Routing  
8. Configure Network routing for “Overlap” 
9. Configure Network Routing “Own Node”. 
10. Configure Digital Station 
11. Configure Digital Station Phone Facilities  
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Configuration Menus for Alcatel 4400 PBX 

System Software Version  
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Configure “ISO Function” System Parameter  
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Configure Board (Board 9) 
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Configure Board (Board 9) Digital Access 
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Configure Board (Board 4) 
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Configure Board (Board 4) Digital Access 
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Configure PRI-ABC_F Trunk Group (Trunk Group 0 for Board 9) 1 of 5 
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Configure PRI-ABC_F Trunk Group (Trunk Group 0 for Board 9) 2 of 5 
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Configure PRI-ABC_F Trunk Group (Trunk Group 0 for Board 9) 3 of 5 
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Configure PRI-ABC_F Trunk Group (Trunk Group 0 for Board 9) 4 of 5 
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Configure PRI-ABC_F Trunk Group (Trunk Group 0 for Board 9) 5 of 5 
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Configure PRI-ABC_F Trunk Group (Trunk Group 1 for Board 4) 1 of 5 
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Configure PRI-ABC_F Trunk Group (Trunk Group 1 for Board 4) 2 of 5 

 



 

 
© 2008 Cisco Systems, Inc. All rights reserved.  

Important notices, privacy statements, and trademarks of Cisco Systems, Inc. can be found on cisco.com 
Page 18 of 50 

 

Configure PRI-ABC_F Trunk Group (Trunk Group 1 for Board 4) 3 of 5 
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Configure PRI-ABC_F Trunk Group (Trunk Group 1 for Board 4) 4 of 5 

 



 

 
© 2008 Cisco Systems, Inc. All rights reserved.  

Important notices, privacy statements, and trademarks of Cisco Systems, Inc. can be found on cisco.com 
Page 20 of 50 

 

Configure PRI-ABC_F Trunk Group (Trunk Group 1 for Board 4) 5 of 5 
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Configure Remote Network (Remote Network #3 for Trunk Group 0) 

 

 



 

 
© 2008 Cisco Systems, Inc. All rights reserved.  

Important notices, privacy statements, and trademarks of Cisco Systems, Inc. can be found on cisco.com 
Page 22 of 50 

 

Configure Remote Network (Remote Network #0 for Trunk Group 1) 
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Configure Remote Network (Remote Network #15 for Trunk Group 16) 
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Configure Network Routing 6XXX (Trunk Group 1) 
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Configure Network routing for “Overlap” (Trunk Group 0) 
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Configure Network routing for “Overlap” (Trunk Group 1) 
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Configure Network Routing “Own Node”. (Required to enable ‘Path Replacement’) 
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Configure Digital Station 1 of 5 
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Configure Digital Station 2 of 5 
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Configure Digital Station 3 of 5 
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Configure Digital Station 4 of 5 
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Configure Digital Station 5 of 5 
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Configure Digital Station Phone Facilities 1 of 7 
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Configure Digital Station Phone Facilities 2 of 7 
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Configure Digital Station Phone Facilities 3 of 7 
 

 



 

 
© 2008 Cisco Systems, Inc. All rights reserved.  

Important notices, privacy statements, and trademarks of Cisco Systems, Inc. can be found on cisco.com 
Page 36 of 50 

 

Configure Digital Station Phone Facilities 4 of 7 
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Configure Digital Station Phone Facilities 5 of 7 
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Configure Digital Station Phone Facilities 6 of 7 
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Configure Digital Station Phone Facilities 7 of 7 
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Configuring Cisco IOS Gateway  

 
Banaras-Gateway1#sh ver 
Cisco IOS Software, 3800 Software (C3825-IPVOICE_IVS-M), Version 12.4(15)XZ, REL 
EASE SOFTWARE (fc2) 
Technical Support: http://www.cisco.com/techsupport 
Copyright (c) 1986-2008 by Cisco Systems, Inc. 
Compiled Fri 11-Apr-08 21:10 by prod_rel_team 
 
ROM: System Bootstrap, Version 12.4(13r)T, RELEASE SOFTWARE (fc1) 
 
Banaras-Gateway1 uptime is 8 weeks, 3 days, 20 hours, 21 minutes 
System returned to ROM by power-on 
System image file is "flash:c3825-ipvoice_ivs-mz.124-15.XZ.bin" 
 
Cisco 3825 (revision 1.1) with 226304K/35840K bytes of memory. 
Processor board ID FTX1112A3WH 
2 Gigabit Ethernet interfaces 
11 Serial interfaces 
4 Channelized E1/PRI ports 
DRAM configuration is 64 bits wide with parity enabled. 
479K bytes of NVRAM. 
62720K bytes of ATA System CompactFlash (Read/Write) 
 
Configuration register is 0x2102 
==================================================== 
 
Banaras-Gateway1#s run 
Building configuration... 
 
Current configuration : 1901 bytes 
! 
version 12.4 
service timestamps debug datetime msec 
service timestamps log datetime msec 
no service password-encryption 
! 
hostname Banaras-Gateway1 
! 
boot-start-marker 
boot-end-marker 
! 
logging message-counter syslog 
logging buffered 1000000 
! 
no aaa new-model 
no network-clock-participate slot 2 
no network-clock-participate wic 1 
! 
voice-card 0 
 no dspfarm 
! 
voice-card 2 
 dspfarm 
! 
ip cef 



 

 
© 2008 Cisco Systems, Inc. All rights reserved.  

Important notices, privacy statements, and trademarks of Cisco Systems, Inc. can be found on cisco.com 
Page 41 of 50 

 

! 
! 
no ip domain lookup 
multilink bundle-name authenticated 
! 
isdn switch-type primary-qsig1 
! 
! 
! 
voice service voip 
 allow-connections sip to sip 
 signaling forward rawmsg2 
! 
! 
archive 
 log config 
  hidekeys 
! 
! 
! 
controller E1 0/1/0 
! 
controller E1 0/1/1 
! 
controller E1 2/0/0 
 pri-group timeslots 1-10,16 
! 
controller E1 2/0/1 
! 
! 
! 
interface GigabitEthernet0/0 
 ip address 172.20.172.60 255.255.255.0 
 duplex auto 
 speed auto 
 media-type rj45 
! 
interface GigabitEthernet0/1 
 no ip address 
 shutdown 
 duplex auto 
 speed auto 
 media-type rj45 
! 
interface Serial2/0/0:15 
 no ip address 
 encapsulation hdlc 
 isdn switch-type primary-qsig 
 isdn timer T310 120000 
 isdn protocol-emulate network 
 isdn incoming-voice voice 
 isdn send-alerting 
 no cdp enable 
! 

                                                                 
1 Global switch type command to support QSIG (PRI). 
2 Raw message except GTD forwarding of the signaling payload. 
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ip forward-protocol nd 
ip route 0.0.0.0 0.0.0.0 172.20.172.1 
! 
! 
no ip http server 
! 
! 
! 
! 
control-plane 
! 
! 
! 
voice-port 2/0/0:15 
! 
! 
! 
! 
! 
dial-peer voice 6000 pots 
 description pots dial peer to Comidia PBX 
 destination-pattern 60.. 
 direct-inward-dial 
 port 2/0/0:15 
 forward-digits all 
! 
dial-peer voice 3000 voip 
 description voip dial-peer to NextiraOne PBX 
 destination-pattern 30.. 
 signaling forward rawmsg 
 session protocol sipv2 
 session target ipv4:172.20.174.30 
 codec g711ulaw 
! 
! 
! 
gatekeeper 
 shutdown 
! 
! 
line con 0 
 exec-timeout 0 0 
 password cisco 
 logging synchronous 
 login 
line aux 0 
line vty 0 4 
 exec-timeout 0 0 
 password cisco 
 logging synchronous 
 login 
! 
scheduler allocate 20000 1000 
end 
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Configuring the CUBE 

 
Banaras-CUBE#sh ver 
Cisco IOS Software, 3800 Software (C3825-IPVOICE_IVS-M), Version 12.4(15)XZ, REL 
EASE SOFTWARE (fc2) 
Technical Support: http://www.cisco.com/techsupport 
Copyright (c) 1986-2008 by Cisco Systems, Inc. 
Compiled Fri 11-Apr-08 21:10 by prod_rel_team 
 
ROM: System Bootstrap, Version 12.4(13r)T, RELEASE SOFTWARE (fc1) 
 
Banaras-CUBE uptime is 10 weeks, 2 days, 20 hours, 48 minutes 
System returned to ROM by reload at 23:27:37 UTC Fri Apr 18 2008 
System image file is "flash:c3825-ipvoice_ivs-mz.124-15.XZ.bin" 
 
Cisco 3825 (revision 1.2) with 489472K/34816K bytes of memory. 
Processor board ID FTX1213A1LX 
2 Gigabit Ethernet interfaces 
DRAM configuration is 64 bits wide with parity enabled. 
479K bytes of NVRAM. 
126976K bytes of ATA System CompactFlash (Read/Write) 
 
Configuration register is 0x2102 
 
========================================================== 
 
Banaras-CUBE#s run 
Building configuration... 
 
Current configuration : 1414 bytes 
! 
version 12.4 
service timestamps debug datetime msec 
service timestamps log datetime msec 
no service password-encryption 
! 
hostname Banaras-CUBE 
! 
boot-start-marker 
boot-end-marker 
! 
logging message-counter syslog 
! 
no aaa new-model 
! 
ip cef 
! 
! 
! 
! 
no ip domain lookup 
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multilink bundle-name authenticated 
! 
! 
voice-card 0 
 no dspfarm 
! 
! 
! 
voice service voip 
 allow-connections sip to sip 
 signaling forward rawmsg3 
 sip 
  midcall-signaling passthru4 
! 
! 
! 
archive 
 log config 
  hidekeys 
! 
! 
interface GigabitEthernet0/0 
 ip address 172.20.174.30 255.255.255.0 
 duplex auto 
 speed auto 
 media-type rj45 
! 
interface GigabitEthernet0/1 
 no ip address 
 shutdown 
 duplex auto 
 speed auto 
 media-type rj45 
! 
ip forward-protocol nd 
ip route 0.0.0.0 0.0.0.0 172.20.174.1 
! 
! 
no ip http server 
! 
! 
! 
! 
control-plane 
! 
! 
! 
dial-peer voice 3000 voip 
 description dial-peer to NextiraOne PBX 
 destination-pattern 30.. 
 session protocol sipv2 
 session target ipv4:172.20.174.20 
 codec g711ulaw 
 supplementary-service pass-through 

                                                                 
3 Raw message except GTD forwarding of the signaling payload. 
4 SIP messages are passed from one IP leg to another IP leg. 
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! 
dial-peer voice 6000 voip 
 description dial-peer to Comidia PBX 
 destination-pattern 60.. 
 session protocol sipv2 
 session target ipv4:172.20.172.60 
 codec g711ulaw 
 supplementary-service pass-through 
! 
! 
! 
gatekeeper 
 shutdown 
! 
! 
line con 0 
 exec-timeout 0 0 
 password cisco 
 logging synchronous 
 login 
line aux 0 
line vty 0 4 
 exec-timeout 0 0 
 password cisco 
 logging synchronous 
 login 
! 
scheduler allocate 20000 1000 
end 
 
Configuring the Cisco IOS Gateway#2 

 
Banaras-Gateway2#sh ver 
Cisco IOS Software, 3800 Software (C3825-IPVOICE_IVS-M), Version 12.4(15)XZ, REL 
EASE SOFTWARE (fc2) 
Technical Support: http://www.cisco.com/techsupport 
Copyright (c) 1986-2008 by Cisco Systems, Inc. 
Compiled Fri 11-Apr-08 21:10 by prod_rel_team 
 
ROM: System Bootstrap, Version 12.4(13r)T, RELEASE SOFTWARE (fc1) 
 
Banaras-Gateway2 uptime is 8 weeks, 3 days, 20 hours, 18 minutes 
System returned to ROM by power-on 
System image file is "flash:c3825-ipvoice_ivs-mz.124-15.XZ.bin" 
 
Cisco 3825 (revision 1.1) with 226304K/35840K bytes of memory. 
Processor board ID FTX1112A3WR 
2 Gigabit Ethernet interfaces 
31 Serial interfaces 
2 Channelized E1/PRI ports 
DRAM configuration is 64 bits wide with parity enabled. 
479K bytes of NVRAM. 
 
Configuration register is 0x2102 
 
============================================================ 
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Banaras-Gateway2#sh run 
Building configuration... 
 
Current configuration : 2180 bytes 
! 
version 12.4 
service timestamps debug datetime msec 
service timestamps log datetime msec 
no service password-encryption 
! 
hostname Banaras-Gateway2 
! 
boot-start-marker 
boot-end-marker 
! 
logging message-counter syslog 
logging buffered 100000000 
no logging console 
! 
no aaa new-model 
no network-clock-participate slot 1 
! 
voice-card 0 
 no dspfarm 
! 
voice-card 1 
 dspfarm 
! 
ip cef 
! 
! 
! 
! 
no ip domain lookup 
ip domain name yourdomain.com 
multilink bundle-name authenticated 
! 
isdn switch-type primary-qsig 
! 
! 
! 
voice service voip 
 allow-connections sip to sip 
 signaling forward rawmsg 
! 
! 
! 
username cisco privilege 15 secret 5 $1$md8B$JERd1swBwUoEKE4aeV4dJ. 
archive 
 log config 
  hidekeys 
! 
! 
controller E1 1/0/0 
 pri-group timeslots 1-31 
! 
controller E1 1/0/1 
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! 
! 
! 
! 
! 
interface GigabitEthernet0/0 
 ip address 172.20.174.20 255.255.255.0 
 duplex auto 
 speed auto 
 media-type rj45 
! 
interface GigabitEthernet0/1 
 no ip address 
 shutdown 
 duplex auto 
 speed auto 
 media-type rj45 
! 
interface Serial1/0/0:15 
 no ip address 
 encapsulation hdlc 
 isdn switch-type primary-qsig 
 isdn overlap-receiving 
 isdn incoming-voice voice 
 isdn send-alerting 
 no cdp enable 
! 
ip default-gateway 172.20.174.1 
no ip forward-protocol nd 
ip route 0.0.0.0 0.0.0.0 172.20.174.1 
! 
! 
ip http server 
ip http access-class 23 
ip http authentication local 
ip http timeout-policy idle 60 life 86400 requests 10000 
! 
! 
! 
! 
control-plane 
! 
! 
! 
voice-port 1/0/0:23 
! 
! 
! 
! 
! 
dial-peer voice 3000 pots 
 description pots dial-peer to NextiraOne PBX 
 destination-pattern 30.. 
 progress_ind alert strip 2 
 direct-inward-dial 
 port 1/0/0:15 
 forward-digits all 
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! 
dial-peer voice 6000 voip 
 description voip dial-peer to Comidia PBX 
 destination-pattern 60.. 
 signaling forward rawmsg 
 session protocol sipv2 
 session target ipv4:172.20.174.30 
 codec g711ulaw 
! 
! 
! 
gatekeeper 
 shutdown 
! 
! 
line con 0 
 password cisco 
 logging synchronous 
 login 
line aux 0 
line vty 0 4 
 exec-timeout 0 0 
 password cisco 
 logging synchronous 
 login 
 transport input all 
 transport output all 
! 
exception data-corruption buffer truncate 
scheduler allocate 20000 1000 
end 
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Acronym  Definition 

codec Coder/Decoder 

PBX Private Branch Exchange 

PSTN Public Switched Telephone Network 

IOS Internetworking Operating System 
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THE SPECIFICATIONS AND INFORMATION REGARDING THE PRODUCTS IN THIS MANUAL ARE SUBJECT TO CHANGE 

WITHOUT NOTICE. ALL STATEMENTS, INFORMATION, AND RECOMMENDATIONS IN THIS MANUAL ARE BELIEVED TO 

BE ACCURATE BUT ARE PRESENTED WITHOUT WARRANTY OF ANY KIND, EXPRESS OR IMPLIED. USERS MUST TAKE 

FULL RESPONSIBILITY FOR THEIR APPLICATION OF ANY PRODUCTS. 

IN NO EVENT SHALL CISCO OR ITS SUPPLIERS BE LIABLE FOR ANY INDIRECT, SPECIAL, CONSEQUENTIAL, OR 

INCIDENTAL DAMAGES, INCLUDING, WITHOUT LIMITATION, LOST PROFITS OR LOSS OR DAMAGE TO DATA 

ARISING OUT OF THE USE OR INABILITY TO USE THIS MANUAL, EVEN IF CISCO OR ITS SUPPLIERS HAVE BEEN 

ADVISED OF THE POSSIBILITY OF SUCH DAMAGES. 
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Cisco Systems, Inc. 
170 West Tasman Drive 
San Jose, CA 95134-1706 
USA 
www.cisco.com 
Tel: 408 526-4000 
 800 553-NETS (6387) 
Fax: 408 526-4100 
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Cisco Systems International 
BV 
Haarlerbergpark 
Haarlerbergweg 13-19 
1101 CH Amsterdam 
The Netherlands 
www-europe.cisco.com 
Tel: 31 0 20 357 1000 
Fax: 31 0 20 357 1100 
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Cisco Systems, Inc. 
170 West Tasman Drive 
San Jose, CA 95134-1706 
USA 
www.cisco.com 
Tel: 408 526-7660 
Fax: 408 527-0883 
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Cisco Systems, Inc. 
Capital Tower 
168 Robinson Road 
#22-01 to #29-01 
Singapore 068912 
www.cisco.com 
Tel: +65 317 7777 
Fax: +65 317 7799 

Cisco Systems has more than 200 offices in the following countries and regions. Addresses, phone numbers, and fax numbers are listed on  
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