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Preface

This preface includes the following sections:

• Audience, on page lxvii
• Documentation Conventions, on page lxvii
• Documentation Feedback, on page lxviii
• Communications, Services, and Additional Information, on page lxviii

Audience
This publication is for network administrators who install, configure, and maintain Cisco Nexus switches.

Documentation Conventions
Command descriptions use the following conventions:

DescriptionConvention
Bold text indicates the commands and keywords that you enter literally
as shown.

bold

Italic text indicates arguments for which the user supplies the values.Italic

Square brackets enclose an optional element (keyword or argument).[x]

Square brackets enclosing keywords or arguments separated by a vertical
bar indicate an optional choice.

[x | y]

Braces enclosing keywords or arguments separated by a vertical bar
indicate a required choice.

{x | y}

Nested set of square brackets or braces indicate optional or required
choices within optional or required elements. Braces and a vertical bar
within square brackets indicate a required choice within an optional
element.

[x {y | z}]

Indicates a variable for which you supply values, in context where italics
cannot be used.

variable
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DescriptionConvention

A nonquoted set of characters. Do not use quotation marks around the
string or the string will include the quotation marks.

string

Examples use the following conventions:

DescriptionConvention
Terminal sessions and information the switch displays are in screen font.screen font

Information you must enter is in boldface screen font.boldface screen font

Arguments for which you supply values are in italic screen font.italic screen font

Nonprinting characters, such as passwords, are in angle brackets.< >

Default responses to system prompts are in square brackets.[ ]

An exclamation point (!) or a pound sign (#) at the beginning of a line
of code indicates a comment line.

!, #

Documentation Feedback
To provide technical feedback on this document, or to report an error or omission, please send your comments
to . We appreciate your feedback.

Communications, Services, and Additional Information
• To receive timely, relevant information from Cisco, sign up at Cisco Profile Manager.

• To get the business impact you’re looking for with the technologies that matter, visit Cisco Services.

• To submit a service request, visit Cisco Support.

• To discover and browse secure, validated enterprise-class apps, products, solutions and services, visit
Cisco Marketplace.

• To obtain general networking, training, and certification titles, visit Cisco Press.

• To find warranty information for a specific product or product family, access Cisco Warranty Finder.

Cisco Bug Search Tool

Cisco Bug Search Tool (BST) is a web-based tool that acts as a gateway to the Cisco bug tracking system
that maintains a comprehensive list of defects and vulnerabilities in Cisco products and software. BST provides
you with detailed defect information about your products and software.
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Notice

This document should be used only as a glossary reference for possible commands. The listing of a command
in this document does not guarantee that the command is available or supported for your platform or application.

The command information in this reference document is auto-generated from the NX-OS source code. While
we attempt to manually remove unsupported, deprecated, or internal-use commands, such commands may
occasionally appear in this document. Also, with the large variety of hardware platform combinations using
NX-OS software, some listed commands may not be applicable or recommended for a specific platform.
Platform-based dependency information is not provided in this command reference.

We strongly encourage you to refer to the configuration guides for appropriate commands to configure and
operate a feature. Command limitations, restrictions, and recommendations are documented only in the
configuration guides. When in doubt, please consult your Cisco representative.

Warning

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2

Notice
Notice



P A R T I
All Show Commands

• A Show Commands, on page 5
• B Show Commands, on page 41
• C Show Commands, on page 205
• D Show Commands, on page 317
• E Show Commands, on page 333
• F Show Commands, on page 363
• G Show Commands, on page 577
• H Show Commands, on page 585
• I Show Commands, on page 653
• K Show Commands, on page 1463
• L Show Commands, on page 1469
• M Show Commands, on page 1751
• N Show Commands, on page 1835
• O Show Commands, on page 1887
• P Show Commands, on page 1961
• Q Show Commands, on page 2053
• R Show Commands, on page 2069
• S Show Commands, on page 2279
• T Show Commands, on page 2549
• U Show Commands, on page 2789
• V Show Commands, on page 2799
• W Show Commands, on page 2897
• X Show Commands, on page 2901





A Show Commands

• show aaa accounting, on page 6
• show aaa authentication, on page 7
• show aaa authentication login, on page 8
• show aaa authentication login ascii-authentication, on page 9
• show aaa authentication login error-enable, on page 10
• show aaa authentication login invalid-username-log, on page 11
• show aaa authentication login password-aging, on page 12
• show aaa authorization, on page 13
• show aaa groups, on page 14
• show aaa local user blocked, on page 15
• show aaa user default-role, on page 16
• show access-list, on page 17
• show access-list database, on page 19
• show access-list resource, on page 20
• show access-lists, on page 22
• show accounting log, on page 27
• show accounting log all, on page 28
• show accounting log last-index, on page 29
• show accounting log nvram, on page 30
• show accounting log nvram last-index, on page 31
• show accounting log nvram start-seqnum, on page 32
• show accounting log start-seqnum, on page 33
• show acl status, on page 34
• show amt process, on page 35
• show amt vrf all, on page 37
• show archive log config all, on page 38
• show arp access-lists, on page 39
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show aaa accounting
show aaa accounting [ __readonly__ [ TABLE_acctMethods <service> <methods> ] ]

Syntax Description

Show running system informationshow

Show aaa informationaaa

Show accounting configurationaccounting

(Optional)__readonly__

(Optional)TABLE_acctMethods

(Optional) service typeservice

(Optional) Accounting methods configured for the applicationmethods

Command Mode

• /exec
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show aaa authentication
show aaa authentication [ __readonly__ [ TABLE_AuthenMethods <service> <method> ] ]

Syntax Description

Show running system informationshow

Show aaa informationaaa

Show authentication configurationauthentication

(Optional)__readonly__

(Optional)TABLE_AuthenMethods

(Optional) Service for which authentication is neededservice

(Optional) Authentication method used for the servicemethod

Command Mode

• /exec
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show aaa authentication login
show aaa authentication login { mschap | mschapv2 | chap } [ __readonly__ [ <mschap_status>
<mschapv2_status> <chap_status> ] ]

Syntax Description

Show running system informationshow

Show aaa informationaaa

Show authentication configurationauthentication

Show authentication login error message configurationlogin

Show authentication login MSCHAP enable configurationmschap

Show authentication login MSCHAP V2 enable configurationmschapv2

Show authentication login CHAP enable configurationchap

(Optional)__readonly__

(Optional) mschap enabled or disabledmschap_status

(Optional) mschapv2 enabled or disabledmschapv2_status

(Optional) chap enabled or disabledchap_status

Command Mode

• /exec
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show aaa authentication login ascii-authentication
show aaa authentication login ascii-authentication [ __readonly__ { <ascii_authen_status> } ]

Syntax Description

Show running system informationshow

Show aaa informationaaa

Show authentication configurationauthentication

Show authentication login message configurationlogin

Show ascii-authentication configurationascii-authentication

(Optional)__readonly__

(Optional) ascii authentication statusascii_authen_status

Command Mode

• /exec
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show aaa authentication login error-enable
show aaa authentication login error-enable [ __readonly__ [ <status> ] ]

Syntax Description

Show running system informationshow

Show aaa informationaaa

Show authentication configurationauthentication

Show authentication login error message configurationlogin

Show authentication login error message enable configurationerror-enable

(Optional)__readonly__

(Optional) login error-enable enabled or disabledstatus

Command Mode

• /exec
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show aaa authentication login invalid-username-log
show aaa authentication login invalid-username-log [ __readonly__ [ <status> ] ]

Syntax Description

Show running system informationshow

Show aaa informationaaa

Show authentication configurationauthentication

Show authentication login message configurationlogin

Show invalid username log configurationinvalid-username-log

(Optional)__readonly__

(Optional) login invalid-username-log enabled or disabledstatus

Command Mode

• /exec
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show aaa authentication login password-aging
show aaa authentication login password-aging [ __readonly__ { <passwordAging_status> } ]

Syntax Description

Show running system informationshow

Show aaa informationaaa

Show authentication configurationauthentication

Show authentication login error message configurationlogin

Show password-aging enable configurationpassword-aging

(Optional)__readonly__

(Optional) login password-agingpasswordAging_status

Command Mode

• /exec
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show aaa authorization
show aaa authorization [ all ] [ __readonly__ [ <pki_ssh_cert_author> <pki_ssh_pubkey_author> ] [
TABLE_cmd_methods <appl_subtype> <cmd_type> <methods> ] [ TABLE_app_methods <appl> <methods>
] ]

Syntax Description

Show running system informationshow

Show aaa informationaaa

Show authorization configurationauthorization

(Optional) Show all(include defaults configurations) authorization infoall

(Optional)__readonly__

(Optional)pki_ssh_cert_author

(Optional)pki_ssh_pubkey_author

(Optional) table containing command authorization methodsTABLE_cmd_methods

(Optional)appl_subtype

(Optional)cmd_type

(Optional)methods

(Optional) table containing application authorization methodsTABLE_app_methods

(Optional)appl

(Optional)methods

Command Mode

• /exec
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show aaa groups
show aaa groups [ __readonly__ { TABLE_groups <group> } ]

Syntax Description

Show running system informationshow

Show aaa informationaaa

Show configured groupsgroups

(Optional)__readonly__

(Optional) Table showing aaa groupsTABLE_groups

(Optional) Name of the groupgroup

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
14

All Show Commands
show aaa groups



show aaa local user blocked
show aaa local user blocked [ __readonly__ { TABLE_sessions <u_name> <u_state> } ]

Syntax Description

Show running system informationshow

Configure aaa functionsaaa

Local usernamelocal

Local system useruser

Display Blocked usersblocked

(Optional)__readonly__

(Optional) aaa local users blocked tableTABLE_sessions

(Optional) Name of the useru_name

(Optional) State of the useru_state

Command Mode

• /exec
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show aaa user default-role
show aaa user default-role [ __readonly__ { default_role_status <udr_status> } ]

Syntax Description

Show running system informationshow

Show aaa informationaaa

Remotely authenticated useruser

Default role assigned by aaa-admin for remote authenticationdefault-role

(Optional)__readonly__

(Optional) user default role statusdefault_role_status

(Optional) Status of user default roleudr_status

Command Mode

• /exec
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show access-list
show { system internal | hardware } access-list { summary | [ vdc <vdc_id> ] { [ interface <if_name> | vlan
<vlan_id> | inband table <table> ] [ { input | output } { config | { { entries | merge } [ detail ] } | statistics |
l4ops | redirect | sampler } ] } } [ module <module> ] [ __readonly__ <type> <feature> <plcy_id> <src_ip>
<src_mask> <dst_ip> <dst_mask> <proto> <l4ops> <action> <mac> <cos> <vlan> <l2_proto> <ethertype>
]

Syntax Description

Show running system informationshow

System-related show commandssystem

Commands for internal useinternal

Show hardware informationhardware

Access Control Listaccess-list

summarysummary

(Optional) vdc idvdc

(Optional) vdc_idvdc_id

(Optional) interface nameinterface

(Optional) display access list for the interfaceif_name

(Optional) vlan_idvlan

(Optional) vlan_idvlan_id

(Optional) inband interfaceinband

(Optional) vrf table numbertable

(Optional) vrf table numbertable

(Optional) input/ingress policiesinput

(Optional) output/egress policiesoutput

(Optional) parsed policy software databaseconfig

(Optional) tcam entriesentries

(Optional) aggregate statisticsstatistics

(Optional) l4 operations informationl4ops

(Optional) redirect resource informationredirect

(Optional) with sampler detailssampler
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(Optional) tcam entries merge informationmerge

(Optional) detailed informationdetail

(Optional) Slot/modulemodule

(Optional) Slot/module numbermodule

(Optional)__readonly__

(Optional) policy type eg: ACL, QOStype

(Optional) feature type eg: RACL, VACLfeature

(Optional) policy idplcy_id

(Optional) src ipv4 addresssrc_ip

(Optional) src masksrc_mask

(Optional) dst ipv4 addressdst_ip

(Optional) dst maskdst_mask

(Optional) protocol eg: TCP, UDP ...proto

(Optional) layer 4 operationsl4ops

(Optional) actionaction

(Optional) mac addressmac

(Optional) acos valuecos

(Optional) vlan idvlan

(Optional) L2 protocoll2_proto

(Optional) ethertypeethertype

Command Mode

• /exec
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show access-list database
show { system internal | hardware } access-list [ vdc <vdc_id> ] database { interface | vlan | policy | process
} [ module <module> ] [ __readonly__ <if_idx> <vlan> <plcy_id> <process_info> ]

Syntax Description

Show running system informationshow

System-related show commandssystem

Commands for internal useinternal

Show hardware informationhardware

Access Control Listaccess-list

(Optional) vdc idvdc

(Optional) vdc_idvdc_id

Show memory databasedatabase

display interfaces/vlans in a vdc with policiesinterface

display policies in a vdcpolicy

display vlans in a vdcvlan

display process database in a vdcprocess

(Optional) Slot/modulemodule

(Optional) Slot/module numbermodule

(Optional)__readonly__

(Optional) interfaceif_idx

(Optional) vlanvlan

(Optional) policy idplcy_id

(Optional) process informationprocess_info

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
19

All Show Commands
show access-list database



show access-list resource
show { system internal | hardware } access-list resource { { { entries | l4ops | redirect | ipv6-compression |
mac-compression | aqm-d | aqm-q | oq | opool } [ detail ] } | utilization | { entry tcam <tcam_id> bank <bank_id>
index <index> } | { default-tcam-allocation } } [ no-header ] [ module <module> ] [ __readonly__
TABLE_resource_util_info <resource_hdr> <ents_use> <ents_free> <ents_pctage> ]

Syntax Description

Show running system informationshow

System-related show commandssystem

Commands for internal useinternal

Show hardware informationhardware

Access Control Listaccess-list

hardware resourceresource

tcam entriesentries

l4 operations informationl4ops

redirect resource informationredirect

display hardware information of a tcam entryentry

tcam idtcam

tcam_idtcam_id

bank idbank

bank_idbank_id

index within bankindex

index withing bankindex

utilization matrixutilization

ipv6 compressionipv6-compression

mac compression table infomac-compression

aqm d paramsaqm-d

aqm q paramsaqm-q

oq profilesoq

opool profilesopool
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(Optional) detailed informationdetail

default tcam allocationdefault-tcam-allocation

(Optional) Do not print headerno-header

(Optional) Slot/modulemodule

(Optional) Slot/module numbermodule

(Optional)__readonly__

(Optional) resource utilization informationTABLE_resource_util_info

(Optional) resource headerresource_hdr

(Optional) entries in useents_use

(Optional) free tcam entriesents_free

(Optional) tcam entries usage percentageents_pctage

Command Mode

• /exec
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show access-lists
show [ <ip_ipv6_mac> ] access-lists [ <name> ] [ capture session <capture_session> ] [ <expanded> |
<summary> | <private> | <brief> ] [ __readonly__ TABLE_ip_ipv6_mac <op_ip_ipv6_mac> <acl_name> [
<statistics> ] [ <frag_opt_permit_deny> ] [ <global_capture_session> ] [ TABLE_seqno <seqno> {
<permitdeny> [ <proto_str> | <proto> | <ip> | <ipv6> ] { <src_any> | <src_ip_prefix> | <src_ip_addr>
<src_ip_mask> | <src_ipv6_prefix> | <src_ipv6_addr> <src_ipv6_mask> | <mac_src> <mac_src_wild> |
<src_addrgrp> } [ <src_port_op> [ <src_port1_str> ] { <src_port1_num> } [ <src_port2_str> | <src_port2_num>
] | <src_portgrp> ] { <dest_any> | <dest_ip_prefix> | <dest_ip_addr> <dest_ip_mask> | <dest_ipv6_prefix>
| <dest_ipv6_addr> <dest_ipv6_mask> | <mac_dest> <mac_dest_wild> | <dest_addrgrp> } [ <dest_port_op>
[ <dest_port1_str> ] { <dest_port1_num> } [ <dest_port2_str> | <dest_port2_num> ] | <dest_portgrp> ] [ {
<icmp_type> [ <icmp_code> ] | <icmp_str> } | { <icmpv6_type> [ <icmpv6_code> ] | <icmpv6_str> } ] [
<igmp_type> | <igmp_type_str> ] [ [ <precedence> | <precedence_str> ] [ <tos> | <tos_str> ] | [ <dscp> |
<dscp_str> ] | [ <ttl> ] ] [ <log> ] [ <udfs> ] [ <capture_session> ] [ <fragments> ] [ <plen_op> <plen1> [
<plen2> ] ] [ <urg> ] [ <ack> ] [ <psh> ] [ <rst> ] [ <syn> ] [ <fin> ] [ <established> ] [ <http-method> |
<http_opt_str> ] [ <tcp-option-length> ] [ <tcp-flags-mask> ] [ <flow_label> ] [ <timerange> ] [ <eth_proto>
| <eth_proto_str> ] [ <vlan> ] [ <cos> ] [ <match_count> ] | [ <nve_vni> ] | <remark> [ <action> <actionid>
] } ] [ ethertype <ethertypeid> | vlan <vlanid> | ingress_intf { <intfid> | <intfname> } | vlan_priority
<vlanpriorityid> ] + [ <action> <actionid> ] ]

Syntax Description

Show running system informationshow

(Optional) List namename

(Optional) IP/IPv6/MACip_ipv6_mac

(Optional) capturecapture

(Optional) sessionsession

(Optional) session idcapture_session

(Optional) IP/IPv6/MACop_ip_ipv6_mac

List access listsaccess-lists

(Optional) List nameacl_name

(Optional)__readonly__

(Optional)TABLE_ip_ipv6_mac

(Optional) frag_op_typefrag_opt_permit_deny

(Optional) Configure match based on ethertypeethertype

(Optional) Configure match based on vlanvlan

(Optional) Configure match based on ingress interfaceingress_intf

(Optional) Configure match based on priorityvlan_priority
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(Optional) Configure the ethertype valueethertypeid

(Optional) VLAN numbervlanid

(Optional) Interface indexintfid

(Optional) Interface nameintfname

(Optional) Vlan Priorityvlanpriorityid

(Optional) Sequence numberseqno

(Optional) Permit/denypermitdeny

(Optional) A protocol numberproto

(Optional)TABLE_seqno

(Optional) Protocol nameproto_str

(Optional) IPip

(Optional) IPV6ipv6

(Optional) SRCAnysrc_any

(Optional) DESTAnydest_any

(Optional) Source IP prefixsrc_ip_prefix

(Optional) Source IP addresssrc_ip_addr

(Optional) Source IP masksrc_ip_mask

(Optional) Source MAC addressmac_src

(Optional) Source MAC maskmac_src_wild

(Optional) Destination IP prefixdest_ip_prefix

(Optional) Destination IP addressdest_ip_addr

(Optional) Destination IP maskdest_ip_mask

(Optional) Destination MAC addressmac_dest

(Optional) Destination MAC maskmac_dest_wild

(Optional) Source Port operatorsrc_port_op

(Optional) Destination Port operatordest_port_op

(Optional) Source port namesrc_port1_str

(Optional) Source port numbersrc_port1_num

(Optional) Source port namesrc_port2_str
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(Optional) Source port numbersrc_port2_num

(Optional) Destination port namedest_port1_str

(Optional) Destination port numberdest_port1_num

(Optional) Destination port namedest_port2_str

(Optional) Destination port numberdest_port2_num

(Optional) ICMP typeicmp_type

(Optional) ICMP codeicmp_code

(Optional) ICMP messageicmp_str

(Optional) ICMP typeicmpv6_type

(Optional) ICMP codeicmpv6_code

(Optional) ICMP messageicmpv6_str

(Optional) IGMP typeigmp_type

(Optional) IGMP type Stringigmp_type_str

(Optional) precedenceprecedence

(Optional) precedence stringprecedence_str

(Optional) tostos

(Optional) tos stringtos_str

(Optional) dscpdscp

(Optional) dscp stringdscp_str

(Optional) udfs stringudfs

(Optional) ttlttl

(Optional) capture sessioncapture_session

(Optional) capture sessionglobal_capture_session

(Optional) Loglog

(Optional) Fragmentsfragments

(Optional) URGurg

(Optional) ACKack

(Optional) PSHpsh

(Optional) RSTrst
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(Optional) SYNsyn

(Optional) FINfin

(Optional) ESTABLISHEDestablished

(Optional) http-methodhttp-method

(Optional) http_option stringhttp_opt_str

(Optional) TCP Option sizetcp-option-length

(Optional) TCP Flags masktcp-flags-mask

(Optional) IPv6 flow labelflow_label

(Optional) Time-rangetimerange

(Optional) MAC protocol numbereth_proto

(Optional) MAC protocol nameeth_proto_str

(Optional) VLAN numbervlan

(Optional) CoS valuecos

(Optional) Number of packets matching the ACLmatch_count

(Optional) nve vninve_vni

(Optional) Remark Stringremark

(Optional) STATISTICSstatistics

(Optional) Source address groupsrc_addrgrp

(Optional) Destination address groupdest_addrgrp

(Optional) Source port groupsrc_portgrp

(Optional) Destination port groupdest_portgrp

(Optional) Source Port operatorplen_op

(Optional) Packet length minimumplen1

(Optional) packet length maximumplen2

(Optional) Actionaction

(Optional) redirect: Ethernet1/1,port-channel1 set-erspan-dscp: <1-63>
set-erspan-gre-proto: <1-65535>

actionid

(Optional) EXPANDEDexpanded

(Optional) SUMMARYsummary
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(Optional) PRIVATEprivate

(Optional) BRIEFbrief

Command Mode

• /exec
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show accounting log
show accounting log [ { <i0> | start-time <SYYYY> <SMonth> <SDate> <STime> [ end-time <EYYYY>
<EMonth> <EDate> <ETime> ] } ] [ __readonly__ [ TABLE_acctlog_time <accountlog_starttime> ] ]

Syntax Description

Show running system informationshow

Show Accounting Informationaccounting

Show Accounting Loglog

(Optional) Log Size(in bytes)i0

(Optional) Show messages from a given start-timestart-time

(Optional) Enter year in YYYY formatSYYYY

(Optional) Enter Month as Jan, Feb, Mar, ..., Oct, Nov, or DecSMonth

(Optional) Enter day of month in dd formatSDate

(Optional) Enter hour, minutes, seconds as HH:MM:SSSTime

(Optional) Show messages from a given end-timeend-time

(Optional) Enter year in YYYY formatEYYYY

(Optional) Enter Month as Jan, Feb, Mar, ..., Oct, Nov, or DecEMonth

(Optional) Enter day of month in dd formatEDate

(Optional) Enter hour, minutes, seconds as HH:MM:SSETime

(Optional)__readonly__

(Optional)TABLE_acctlog_time

(Optional) accounting log starttimeaccountlog_starttime

Command Mode

• /exec
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show accounting log all
show accounting log all [ __readonly__ [ TABLE_acctlog <accountlog_all> ] ]

Syntax Description

Show running system informationshow

Show accounting configurationaccounting

Show Accounting Loglog

Display accounting log including show commands (Use <terminal
log-all> to enable show command accounting)

all

(Optional)__readonly__

(Optional)TABLE_acctlog

(Optional) accounting log allaccountlog_all

Command Mode

• /exec
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show accounting log last-index
show accounting log last-index [ __readonly__ { <last_index> } ]

Syntax Description

Show running system informationshow

Show accounting configurationaccounting

Show Accounting Loglog

Show accounting log last index informationlast-index

(Optional)__readonly__

(Optional) accounting log last indexlast_index

Command Mode

• /exec
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show accounting log nvram
show accounting log nvram [ { <i0> | start-time <SYYYY> <SMonth> <SDate> <STime> [ end-time
<EYYYY> <EMonth> <EDate> <ETime> ] } ] [ __readonly__ [ TABLE_acctnvramlog_time
<accountnvramlog_starttime> ] ]

Syntax Description

Show running system informationshow

Show Accounting Informationaccounting

Show Accounting Loglog

present in nvramnvram

(Optional) Log Size(in bytes)i0

(Optional) Show messages from a given start-timestart-time

(Optional) Enter year in YYYY formatSYYYY

(Optional) Enter Month as Jan, Feb, Mar, ..., Oct, Nov, or DecSMonth

(Optional) Enter day of month in dd formatSDate

(Optional) Enter hour, minutes, seconds as HH:MM:SSSTime

(Optional) Show messages from a given end-timeend-time

(Optional) Enter year in YYYY formatEYYYY

(Optional) Enter Month as Jan, Feb, Mar, ..., Oct, Nov, or DecEMonth

(Optional) Enter day of month in dd formatEDate

(Optional) Enter hour, minutes, seconds as HH:MM:SSETime

(Optional)__readonly__

(Optional)TABLE_acctnvramlog_time

(Optional) accounting log nvram starttimeaccountnvramlog_starttime

Command Mode

• /exec
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show accounting log nvram last-index
show accounting log nvram last-index [ __readonly__ { <last_index> } ]

Syntax Description

Show running system informationshow

Show accounting configurationaccounting

Show Accounting Loglog

present in nvramnvram

Show accounting log last index informationlast-index

(Optional)__readonly__

(Optional) accounting log last indexlast_index

Command Mode

• /exec
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show accounting log nvram start-seqnum
show accounting log nvram start-seqnum <SSEQNUM> [ end-seqnum <ESEQNUM> ] [ __readonly__ [
TABLE_acctnvramlog_seq <accountnvramlog_seq> ] ]

Syntax Description

Show running system informationshow

Show Accounting Informationaccounting

Show Accounting Loglog

present in nvramnvram

Show messages starting from a given sequence numberstart-seqnum

(Optional) Show messages ending with a given sequence numberend-seqnum

Enter Starting Sequence NumberSSEQNUM

(Optional) Enter Starting Sequence NumberESEQNUM

(Optional)__readonly__

(Optional)TABLE_acctnvramlog_seq

(Optional) accounting log nvram seqnumaccountnvramlog_seq

Command Mode

• /exec
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show accounting log start-seqnum
show accounting log start-seqnum <SSEQNUM> [ end-seqnum <ESEQNUM> ] [ __readonly__ [
TABLE_acctlog_seq <accountlog_seq> ] ]

Syntax Description

Show running system informationshow

Show Accounting Informationaccounting

Show Accounting Loglog

Show messages starting from a given sequence numberstart-seqnum

(Optional) Show messages ending with a given sequence numberend-seqnum

Enter Starting Sequence NumberSSEQNUM

(Optional) Enter Starting Sequence NumberESEQNUM

(Optional)__readonly__

(Optional)TABLE_acctlog_seq

(Optional) accounting log seqnumaccountlog_seq

Command Mode

• /exec
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show acl status
show acl status [ __readonly__ [ <status_log_string> ] ]

Syntax Description

Show running system informationshow

Show information about aclacl

Shows the status of last acl operationstatus

(Optional)__readonly__

(Optional) ppf entry stringstatus_log_string

Command Mode

• /exec
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show amt process
show amt process [ vrf { <vrf-name> | <vrf-known-name> } ] [ __readonly__ TABLE_vrf <vrf> <pid> <uuid>
<q> <re4> <ge4> <re6> <ge6> <pi4> <ar4> <ag4> <ra4> <ga4> <dra4> <pi6> <ar6> <ag6> <ra6> <ga6>
<dra6> <qqic4> <tc4> <tl4> <rc4> <rl4> <jp4> <qqic6> <tc6> <tl6> <rc6> <rl6> <jp6> <grm4> <gjp4>
<gslp4> <gsl4> <grm6> <gjp6> <gslp6> <gsl6> ]

Syntax Description

Show running system informationshow

AMT show commandsamt

(Optional) Display information for VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display AMT process informationprocess

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf

(Optional)pid

(Optional)uuid

(Optional)q

(Optional)re4

(Optional)ge4

(Optional)re6

(Optional)ge6

(Optional)pi4

(Optional)ar4

(Optional)ag4

(Optional)ra4

(Optional)ga4

(Optional)dra4

(Optional)pi6
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(Optional)qqic4

(Optional)tc4

(Optional)tl4

(Optional)rc4

(Optional)rl4

(Optional)jp4

(Optional)qqic6

(Optional)tc6

(Optional)tl6

(Optional)rc6

(Optional)rl6

(Optional)jp6

(Optional)grm4

(Optional)gjp4

(Optional)gslp4

(Optional)gsl4

(Optional)grm6

(Optional)gjp6

(Optional)gslp6

(Optional)gsl6

Command Mode

• /exec
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show amt vrf all
show amt vrf all [ __readonly__ TABLE_vrf <vrf> <cid> <ip_tid> <ipv6_tid> ]

Syntax Description

Show running system informationshow

AMT show commandsamt

Display all VRFs AMT is configured invrf

Display all VRFs AMT is configured inall

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf

(Optional)cid

(Optional)ip_tid

(Optional)ipv6_tid

Command Mode

• /exec
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show archive log config all
show archive log config { all | user <username> [ first-index <first_index> [ last-index <last_index> ] ] }

Syntax Description

Show running system informationshow

Show archive configurationarchive

Show Archive Loglog

Show Config Logger informationconfig

List all the records in the config logall

List records for specific user in the config loguser

Usernameusername

(Optional) The first record number to displayfirst-index

(Optional) The last record number to displaylast-index

(Optional) config log first indexfirst_index

(Optional) config log last indexlast_index

Command Mode

• /exec
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show arp access-lists
show arp access-lists [ <name> ] [ __readonly__ TABLE_arp <arp_name> [ TABLE_seqno <seqno> {
<permitdeny> <reqresp> ip { { <sender_ip_any> | { { <sender_host> <sender_ip> | { <sender_net_ip>
<sender_ip_mask> } } } } [ { <target_ip_any> | { { <target_host> <target_ip> | { <target_net_ip>
<target_ip_mask> } } } } ] } mac { { <sender_mac_any> | { { <sender_mac_host> <sender_mac> | {
<sender_net_mac> <sender_mac_mask> } } } } [ { <target_mac_any> | { { <target_mac_host> <target_mac>
| { <target_net_mac> <target_mac_mask> } } } } ] } [ <arp_log> ] } | <remark> ] ] [ capture session
<session-id> ]

Syntax Description

Show running system informationshow

ARP access-listsarp

List access listsaccess-lists

(Optional) List namename

(Optional)__readonly__

(Optional) Name of the ARP ACLarp_name

(Optional) Sequence numberseqno

(Optional) Permit/denypermitdeny

(Optional) Any IP protocolip

(Optional)TABLE_arp

(Optional)TABLE_seqno

(Optional) ARP_Requestreqresp

(Optional) Anysender_ip_any

(Optional) Hostsender_host

(Optional) IP address <a.b.c.d>sender_ip

(Optional) IP address <a.b.c.d>sender_net_ip

(Optional) IP mask <a.b.c.d>sender_ip_mask

(Optional) Anytarget_ip_any

(Optional) Hosttarget_host

(Optional) IP address <a.b.c.d>target_ip

(Optional) IP address <a.b.c.d>target_net_ip

(Optional) IP mask <a.b.c.d>target_ip_mask
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(Optional) MAC configuration commandsmac

(Optional) Anysender_mac_any

(Optional) Hostsender_mac_host

(Optional) MAC address EEEE.EEEE.EEEEsender_mac

(Optional) MAC address EEEE.EEEE.EEEEsender_net_mac

(Optional) MAC mask EEEE.EEEE.EEEEsender_mac_mask

(Optional) Anytarget_mac_any

(Optional) Hosttarget_mac_host

(Optional) MAC address EEEE.EEEE.EEEEtarget_mac

(Optional) MAC address EEEE.EEEE.EEEEtarget_net_mac

(Optional) MAC mask EEEE.EEEE.EEEEtarget_mac_mask

(Optional) Remark Stringremark

(Optional) Logarp_log

(Optional) Enable packet capture on this filter for sessioncapture

(Optional) Session ID <1-48> for this sessionsession

(Optional) Session ID <1-48> for this sessionsession-id

Command Mode

• /exec
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B Show Commands

• show background, on page 43
• show banner exec, on page 44
• show banner motd, on page 45
• show bash-shell, on page 46
• show bfd-app session status, on page 47
• show bfd addrmap, on page 48
• show bfd clients, on page 49
• show bfd discrmap, on page 50
• show bfd intfipmap, on page 51
• show bfd neighbors, on page 52
• show bfd scalar, on page 56
• show bfd session, on page 57
• show bgp, on page 60
• show bgp, on page 68
• show bgp, on page 71
• show bgp, on page 77
• show bgp, on page 78
• show bgp, on page 84
• show bgp, on page 87
• show bgp bmp server, on page 89
• show bgp community, on page 92
• show bgp convergence, on page 98
• show bgp convergence private, on page 100
• show bgp dampening dampened, on page 101
• show bgp dampening flap-statistics, on page 107
• show bgp dampening parameters, on page 110
• show bgp default-info, on page 113
• show bgp event-history, on page 114
• show bgp extcommunity, on page 115
• show bgp l3vpn, on page 121
• show bgp neighbors, on page 123
• show bgp neighbors, on page 129
• show bgp neighbors commands, on page 138
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• show bgp neighbors flap-statistics, on page 140
• show bgp neighbors paths, on page 142
• show bgp paths, on page 144
• show bgp peer-template, on page 145
• show bgp peer, on page 149
• show bgp prefix-list, on page 151
• show bgp private, on page 156
• show bgp private attr, on page 157
• show bgp private damp, on page 158
• show bgp private debug history, on page 159
• show bgp process, on page 160
• show bgp received-paths, on page 165
• show bgp regexp, on page 171
• show bgp self-originated, on page 176
• show bgp sessions, on page 181
• show bgp statistics, on page 183
• show bgp summary, on page 184
• show bgp summary, on page 188
• show boot, on page 192
• show boot auto-copy, on page 193
• show boot auto-copy list, on page 194
• show boot current, on page 195
• show boot mode, on page 196
• show boot module, on page 197
• show boot order, on page 198
• show boot sup-1, on page 199
• show boot sup-2, on page 200
• show boot timings, on page 201
• show boot variables, on page 202
• show bootmode, on page 203
• show buffers ip, on page 204
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show background
show background

Syntax Description

Show running system informationshow

show background processes (started with 'source background <file>'
command)

background

Command Mode

• /exec
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show banner exec
show banner exec

Syntax Description

Show running system informationshow

Show current banner messagebanner

Show current exec banner messageexec

Command Mode

• /exec
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show banner motd
show banner motd [ __readonly__ { banner_msg <b_msg> } ]

Syntax Description

Show running system informationshow

Show current banner messagebanner

Show current motd banner messagemotd

(Optional)__readonly__

(Optional) The banner messagebanner_msg

(Optional) The banner messageb_msg

Command Mode

• /exec
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show bash-shell
show bash-shell [ __readonly__ { operation_status <o_status> } ]

Syntax Description

Show running system informationshow

Show bash shell statusbash-shell

(Optional)__readonly__

(Optional) Bash shell statusoperation_status

(Optional) operational status of bash shello_status

Command Mode

• /exec
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show bfd-app session status
show bfd-app session status { src-ip { <src_ip> dest-ip <dest_ip> | <src_ipv6> dest-ip <dest_ipv6> } { iod
<iod_id> | intf <intf_id> } | <all> }

Syntax Description

Show running system informationshow

BFD application commandsbfd-app

session operationsession

Source ipsrc-ip

Source ip valuesrc_ip

Destination ipdest-ip

Destination ip valuedest_ip

interface iodiod

Interface iod in hexiod_id

interfaceintf

Interface Idintf_id

status of sessionsstatus

All sessionsall

Command Mode

• /exec
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show bfd addrmap
show bfd addrmap [ application <appid> discriminator <discr> address-type <addrtype> address <addr> ] [
__readonly__ TABLE_bfdSessMapTable <ciscoBfdSessApplicationId> <ciscoBfdSessDiscriminator>
<ciscoBfdSessAddrType> <ciscoBfdSessAddr> <ciscoBfdSessMapBfdIndex> ]

Syntax Description

Show running system informationshow

BFD commandsbfd

Sessionaddrmap

(Optional)application

(Optional)discriminator

(Optional)address-type

(Optional)address

(Optional)appid

(Optional)discr

(Optional)addrtype

(Optional)addr

(Optional)__readonly__

(Optional) Address Map tableTABLE_bfdSessMapTable

(Optional)ciscoBfdSessApplicationId

(Optional)ciscoBfdSessDiscriminator

(Optional)ciscoBfdSessAddrType

(Optional)ciscoBfdSessAddr

(Optional)ciscoBfdSessMapBfdIndex

Command Mode

• /exec
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show bfd clients
show bfd clients [ __readonly__ <header> TABLE-bfdClients <client_name> <num_sess> ]

Syntax Description

Show running system informationshow

BFD commandsbfd

bfd client listclients

(Optional)__readonly__

(Optional) print headerheader

(Optional) BFD Client tableTABLE-bfdClients

(Optional) client nameclient_name

(Optional) Number of sessionsnum_sess

Command Mode

• /exec
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show bfd discrmap
show bfd discrmap [ <discr> ] [ __readonly__ TABLE_bfdDiscMapTable <ciscoBfdSessDiscMapIndex> ]

Syntax Description

Show running system informationshow

BFD commandsbfd

Sessiondiscrmap

(Optional)discr

(Optional)__readonly__

(Optional) Discriminator map tableTABLE_bfdDiscMapTable

(Optional)ciscoBfdSessDiscMapIndex

Command Mode

• /exec
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show bfd intfipmap
show bfd intfipmap [ interface <intf> address-type <addrtype> address <addr> ] [ __readonly__
TABLE_ipMapTable <ciscoBfdSessInterface> <ciscoBfdSessAddrType> <ciscoBfdSessAddr>
<ciscoBfdSessIpMapIndex> ]

Syntax Description

Show running system informationshow

BFD commandsbfd

Sessionintfipmap

(Optional)interface

(Optional)address-type

(Optional)address

(Optional)intf

(Optional)addrtype

(Optional)addr

(Optional)__readonly__

(Optional) ip map tableTABLE_ipMapTable

(Optional)ciscoBfdSessInterface

(Optional)ciscoBfdSessAddrType

(Optional)ciscoBfdSessAddr

(Optional)ciscoBfdSessIpMapIndex

Command Mode

• /exec
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show bfd neighbors
show bfd { [ vrf { <vrf-name> | <vrf-known-name> | all } ] } { [ <ip_type> ] } neighbors { [ module
<module_no> ] | [ interface <intf_id> ] | [ application <bfd_cli_client_names> ] | [ { src-ip <src_ip> | src-ipv6
<src_ipv6> } ] | [ { dest-ip <dest_ip> | dest-ipv6 <dest_ipv6> } ] | [ vrf { <vrf-name> | <vrf-known-name> |
all } ] } + [ details ] [ __readonly__ TABLE_bfdNeighbor <local_disc> [ <header> ] [ <vrf_name> ] [
<src_ip_addr> ] [ <src_ipv6_addr> ] [ <dest_ip_addr> ] [ <dest_ipv6_addr> ] [ <remote_disc> ] [ <local_state>
] [ <remote_state> ] [ <holddown> ] [ <cur_detect_mult> ] [ <intf> ] [ <echo> ] [ <echo_tx> ] [ <local_diag>
] [ <demand> ] [ <poll> ] [ <min_tx> ] [ <min_rx> ] [ <local_multi> ] [ <dectect_timer> ] [ <down_count>
] [ <tx_interval> ] [ <rx_count> ] [ <rx_avg> ] [ <rx_min> ] [ <rx_max> ] [ <last_rx> ] [ <tx_count> ] [
<tx_avg> ] [ <tx_min> ] [ <tx_max> ] [ <last_tx> ] [ <app> ] [ <up_time> ] [ <version> ] [ <diag> ] [
<state_bit> ] [ <demand_bit> ] [ <poll_bit> ] [ <final_bit> ] [ <multiplier> ] [ <length> ] [ <my_disc> ] [
<your_disc> ] [ <min_tx_interval> ] [ <req_min_rx> ] [ <min_echo_interval> ] [ <out_str> ] [ <host_lc> ] [
<down_reason> ] [ <no_host_reason> ] [ <parent> ] [ <per_link_str> ] [ <auth> ] [ <auth_bit> ] [ <print_details>
] ]

Syntax Description

Show running system informationshow

BFD commandsbfd

(Optional) ipv4 or ipv6ip_type

neighborsneighbors

(Optional) modulemodule

(Optional) module numbermodule_no

(Optional) interfaceinterface

(Optional) show bfd sessions based on interface idintf_id

(Optional) applicationapplication

(Optional) __nil__ Clients need to register with bfd for this listbfd_cli_client_names

(Optional) Source ipsrc-ip

(Optional) Source ipsrc-ipv6

(Optional) Source ip valuesrc_ip

(Optional) Destination ipdest-ip

(Optional) Destination ipdest-ipv6

(Optional) Destination ip valuedest_ip

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name
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(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) detailsdetails

(Optional)__readonly__

(Optional) BFD Neighbor tableTABLE_bfdNeighbor

(Optional) Headerheader

(Optional) vrf namevrf_name

(Optional) Source IPV4 addresssrc_ip_addr

(Optional) Destination IPV4 addressdest_ip_addr

(Optional) Local Discriminatorlocal_disc

(Optional) Remote Discriminatorremote_disc

(Optional) Local Statelocal_state

(Optional) Remote Stateremote_state

(Optional) Hold Down Timeholddown

(Optional) Current Detection Multipliercur_detect_mult

(Optional) Interfaceintf

(Optional) Echo enabledecho

(Optional) Echo Tx Intervalecho_tx

(Optional) Local Diaglocal_diag

(Optional) Demand Modedemand

(Optional) Poll Bitpoll

(Optional) Local Min Tx Intervalmin_tx

(Optional) Local Min Rx Intervalmin_rx

(Optional) Local Detection Multiplierlocal_multi

(Optional) Current Detection Timerdectect_timer

(Optional) Session Down Countdown_count

(Optional) Tx Intervaltx_interval

(Optional) Tx Countrx_count

(Optional) Rx Interval Avgrx_avg
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(Optional) Rx Interval Minrx_min

(Optional) Rx Interval Maxrx_max

(Optional) Last Rx timelast_rx

(Optional) Tx Counttx_count

(Optional) Tx Interval Avgtx_avg

(Optional) Tx Interval Mintx_min

(Optional) Tx Interval Maxtx_max

(Optional) Last Tx timelast_tx

(Optional) App nameapp

(Optional) Up timeup_time

(Optional) Version in Last Packetversion

(Optional) diag in Last Packetdiag

(Optional) State Bit in Last Packetstate_bit

(Optional) Demand Bit in Last Packetdemand_bit

(Optional) Poll Bit in Last Packetpoll_bit

(Optional) Final Bit in Last Packetfinal_bit

(Optional) Detection Multiplier in Last Packetmultiplier

(Optional) Length in Last Packetlength

(Optional) My Discriminator in Last Packetmy_disc

(Optional) Your Discriminator in Last Packetyour_disc

(Optional) Min Tx Interval in Last Packetmin_tx_interval

(Optional) Required Rx Interval in Last Packetreq_min_rx

(Optional) Min Echo Interval in Last Packetmin_echo_interval

(Optional) No Host LC stringout_str

(Optional) Parent Sessionparent

(Optional) Per Link stringper_link_str

(Optional) Host LChost_lc

(Optional) Session Down Reasondown_reason

(Optional) Not Hosted Reasonno_host_reason
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(Optional) Authentication Modeauth

(Optional) Auth Bit in Last Packetauth_bit

(Optional) print detailsprint_details

Command Mode

• /exec
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show bfd scalar
show bfd scalar [ __readonly__ <adminStatus> <version> <notifEnable> ]

Syntax Description

Show running system informationshow

BFD commandsbfd

bfd mib scalarsscalar

(Optional)__readonly__

(Optional) bfd admin statusadminStatus

(Optional) bfd version numberversion

(Optional) Enable bfd trapsnotifEnable

Command Mode

• /exec
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show bfd session
show bfd session { [ discriminator <sessionIndex> ] | [ interface <intf_id> ] | [ application <app_name> ] | [
src-ip <src_ip> ] | [ dest-ip <dest_ip> ] | [ vrf { <vrf-name> | <vrf-known-name> | all } ] } + [ __readonly__
<vrf_name_header> TABLE_bfdSessTable <ciscoBfdSessIndex> <isMember> <ciscoBfdSessApplicationId>
<ciscoBfdSessDiscriminator> <ciscoBfdSessRemoteDiscr> <ciscoBfdSessUdpPort> <ciscoBfdSessState>
<remoteBfdSessState> <ciscoBfdSessRemoteHeardFlag> <ciscoBfdSessDiag> <remoteBfdSessDiag>
<ciscoBfdSessOperMode> <ciscoBfdSessDemandModeDesiredFlag>
<ciscoBfdSessEchoFuncModeDesiredFlag> <ciscoBfdSessControlPlanIndepFlag> <ciscoBfdSessAddrType>
<ciscoBfdSessAddr> <localBfdSessAddr> <ciscoBfdSessDesiredMinTxInterval>
<ciscoBfdSessReqMinRxInterval> <ciscoBfdSessReqMinEchoRxInterval> <ciscoBfdSessDetectMult>
<remoteBfdSessDesiredMinTxInterval> <remoteBfdSessReqMinRxInterval>
<remoteBfdSessReqMinEchoRxInterval> <remoteBfdSessDetectMult> <ciscoBfdSessStorType>
<ciscoBfdSessRowStatus> <ciscoBfdSessAuthPresFlag> <ciscoBfdSessAuthenticationType>
<ciscoBfdSessVersionNumber> <ciscoBfdSessType> <ciscoBfdSessInterface> <ciscoBfdSessPerfPktIn>
<ciscoBfdSessPerfPktOut> <ciscoBfdSessUpTime> <ciscoBfdSessPerfLastSessDownTime>
<ciscoBfdSessPerfLastCommLostDiag> <ciscoBfdSessPerfSessUpCount> <ciscoBfdSessPerfDiscTime>
<ciscoBfdSessPerfPktInHC> <ciscoBfdSessPerfPktOutHC> <effasyncdt> <effechodt> ]

Syntax Description

Show running system informationshow

BFD commandsbfd

Sessionsession

(Optional) Session local discriminatordiscriminator

(Optional)sessionIndex

(Optional) interfaceinterface

(Optional) show bfd sessions based on interface idintf_id

(Optional) applicationapplication

(Optional) show bfd session based on application nameapp_name

(Optional) Source ipsrc-ip

(Optional) Source ip valuesrc_ip

(Optional) Destination ipdest-ip

(Optional) Destination ip valuedest_ip

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall
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(Optional)__readonly__

(Optional)vrf_name_header

(Optional) BFD Session tableTABLE_bfdSessTable

(Optional)ciscoBfdSessIndex

(Optional)isMember

(Optional)ciscoBfdSessApplicationId

(Optional)ciscoBfdSessDiscriminator

(Optional)ciscoBfdSessRemoteDiscr

(Optional)ciscoBfdSessUdpPort

(Optional) Session stateciscoBfdSessState

(Optional) Session stateremoteBfdSessState

(Optional)ciscoBfdSessRemoteHeardFlag

(Optional) Session diagnostic codeciscoBfdSessDiag

(Optional) Session diagnostic coderemoteBfdSessDiag

(Optional) ciscoBfdSessOperModeciscoBfdSessOperMode

(Optional)ciscoBfdSessDemandModeDesiredFlag

(Optional)ciscoBfdSessEchoFuncModeDesiredFlag

(Optional)ciscoBfdSessControlPlanIndepFlag

(Optional) ciscoBfdSessAddrTypeciscoBfdSessAddrType

(Optional)localBfdSessAddr

(Optional)ciscoBfdSessAddr

(Optional)ciscoBfdSessDesiredMinTxInterval

(Optional)ciscoBfdSessReqMinRxInterval

(Optional)ciscoBfdSessReqMinEchoRxInterval

(Optional)ciscoBfdSessDetectMult

(Optional)remoteBfdSessDesiredMinTxInterval

(Optional)remoteBfdSessReqMinRxInterval

(Optional)remoteBfdSessReqMinEchoRxInterval

(Optional)remoteBfdSessDetectMult
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(Optional) ciscoBfdSessStorTypeciscoBfdSessStorType

(Optional)ciscoBfdSessRowStatus

(Optional)ciscoBfdSessAuthPresFlag

(Optional) ciscoBfdSessAuthenticationTypeciscoBfdSessAuthenticationType

(Optional)ciscoBfdSessVersionNumber

(Optional) ciscoBfdSessTypeciscoBfdSessType

(Optional)ciscoBfdSessInterface

(Optional)ciscoBfdSessPerfPktIn

(Optional)ciscoBfdSessPerfPktOut

(Optional)ciscoBfdSessUpTime

(Optional)ciscoBfdSessPerfLastSessDownTime

(Optional)ciscoBfdSessPerfLastCommLostDiag

(Optional)ciscoBfdSessPerfSessUpCount

(Optional)ciscoBfdSessPerfDiscTime

(Optional)ciscoBfdSessPerfPktInHC

(Optional)ciscoBfdSessPerfPktOutHC

(Optional)effasyncdt

(Optional)effechodt

Command Mode

• /exec
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show bgp
show bgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] { { ipv4 { unicast |
multicast } | vpnv4 unicast [ rd { <ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | ipv4 labeled-unicast
} [ <ip-addr> [ <ip-mask> [ longer-prefixes ] ] [ detail ] | <ip-prefix> [ longer-prefixes ] [ detail ] | labels |
exported | imported | detail ] | { ipv6 { unicast | multicast } | vpnv6 unicast [ rd { <ext-comm-rd-aa2nn4> |
<ext-comm-rd-aa4nn2> } ] | ipv6 labeled-unicast } [ <ipv6-prefix> [ longer-prefixes ] [ detail ] | labels |
exported | imported | detail ] | { ipv4 mdt [ rd { <ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] } [
<ip-addr> [ <ip-mask> ] | <ip-prefix> | labels | mdt-group <mdt-group> ] | { ipv4 | ipv6 } unicast [
injected-routes ] | link-state [ route-type <rt-type> | <ipv4-ls-rt> | <ipv6-ls-rt> ] | l2vpn vpls [ rd {
<ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } [ { <ip-addr> [ <ip-mask> ] | <ip-prefix> } | { ve-id
<ve-id> block-offset <ve-bs> } ] ] | ipv4 mvpn [ rd { <ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } [
join <v4src-addr> <v4grp-addr> <src-asn> | rp <v4src-addr> <grp-v4prefix> <pe-addr> <rp-flags> <rp-priority>
<hashlen> | sa <grp-v4prefix> | sa-ad <v4src-addr> <v4grp-addr> | route-type { 1 | 2 | 3 | 4 | 5 | 6 | 7 } [ detail
] ] | route-type { 1 | 2 | 3 | 4 | 5 | 6 | 7 } [ detail ] | join [ detail ] | sa-ad [ detail ] | i-pmsi [ detail ] ] | ipv6 mvpn
[ rd { <ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } [ join <v6src-addr> <v6grp-addr> <src-asn> | rp
<v6src-addr> <grp-v6prefix> <pe-addr> <rp-flags> <rp-priority> <hashlen> | sa <grp-v6prefix> | sa-ad
<v6src-addr> <v6grp-addr> | route-type { 1 | 2 | 3 | 4 | 5 | 6 | 7 } [ detail ] ] | route-type { 1 | 2 | 3 | 4 | 5 | 6 | 7
} [ detail ] | join [ detail ] | sa-ad [ detail ] | i-pmsi [ detail ] ] | l2vpn evpn [ route-type <rtype> [ etid <et> ] |
rd { <ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } [ route-type <rtype> [ etid <et> ] | <ipv4-evpn-rt> |
<ipv6-evpn-rt> | <mac-address> ] | vni-id <vni_id> [ route-type <rtype> ] | es <es-id> [ route-type <rtype> [
etid <et> ] ] | <ipv4-evpn-rt> | <ipv6-evpn-rt> | <mac-address> ] | all [ detail ] } [ vrf { <vrf-name> |
<vrf-known-name> | ALL_VRFS_012345678901234 } ] [ __readonly__ TABLE_vrf <vrf-name-out>
TABLE_afi <afi> TABLE_safi <safi> <af-name> [ <table-version> <router-id> ] [ TABLE_rd [ <rd_val> [
<rd_vrf> ] [ <rd_vniid> ] ] [ TABLE_prefix { <ipprefix> | <ipv6prefix> | <nonipprefix> } [ <prefixversion>
<totalpaths> <bestpathnr> [ <on-newlist> <on-xmitlist> <suppressed> <needsresync> <locked> ] [
<export-on-newlist> <export-on-xmitlist> ] [ <locallabel> ] [ <labelhldwstr> ] [ <mpath> ] ] { TABLE_path
<pathnr> { { <status> <best> <type> <statuscode> <bestcode> <typecode> { <ipnexthop> | <ipv6nexthop>
} { { <inlabel> <outlabel> <vpn> <hold_down> } | { <localpref> <weight> <aspath> <origin> [ <metric> ]
} } } | { [ <policyincomplete> <pathvalid> <pathbest> <pathdeleted> <pathstaled> <pathhistory>
<pathovermaxaslimit> <pathmultipath> <pathnolabeledrnh> ] [ <existpath> ] [ <aspath> <source> ] {
<ipnexthop> | <ipv6nexthop> } <nexthopmetric> { <neighbor> | <ipv6neighbor> } <neighborid> <origin>
[ <metric> ] <localpref> <weight> [ <aggregator> <aggregatoras> ] [ <inlabel> ] [ <originflag> ] [ {
TABLE_community <community> } ] [ { TABLE_extcommunity <extcommunity> } ] [ <originatorid> {
TABLE_clusterlist <clusterlist> } ] [ <flappenalty> <dampenedtime> <flaps> <flaptime> <flapflags>
<flapindex> <flaphalflife> <flapreuse> <flapsuppress> <flapmax> ] [ <con_type> <con_len> <con_rd>
<con_ip> ] [ <psid_len> [ <psid_lindx_len> <psid_lindx_flag> <psid_lindx> ] [ <psid_v6sid_len> <psid_v6sid>
] [ <psid_origsrgb_len> <psid_origsrgb_flag> <psid_origsrgb_base> <psid_origsrgb_end> ] ] [ <remotenh>
<remotenh_encap> <remotenh_vnid> <remotenh_mac> ] [ <pmsi> ] [ <evpn-esi> ] [ <link-state-attr>
<link-state-attr-len> ] [ <mdt_grp_addr> ] } } } [ TABLE_advertisedto <advertisedto> ] [ TABLE_scheduledto
<scheduledto> ] ] ] ]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
60

All Show Commands
show bgp



(Optional) Known VRF namevrf-known-name

(Optional) Display one particular network from the BRIB in detailip-addr

(Optional) Mask for one particular prefix in the BRIBip-mask

(Optional) Display one particular prefix from the BRIB in detailip-prefix

(Optional) Display route and more specific routeslonger-prefixes

(Optional) Display BGP labels for prefixeslabels

(Optional) Display only exported prefixesexported

(Optional) Display only imported prefixesimported

(Optional) Display only injected prefixesinjected-routes

(Optional) Display prefixes with MDT group addressmdt-group

(Optional) MDT group addressmdt-group

(Optional) Display information for a route distinguisherrd

(Optional) VPLS VE IDve-id

(Optional) VPLS VE IDve-id

(Optional) EVPN Route Type numberroute-type

(Optional) EVPN route type numberrtype

(Optional) Inter-AS PMSI AD1

(Optional) Intra-AS PMSI AD2

(Optional) SPMSI AD3

(Optional) LEAF AD4

(Optional) Source-Active AD5

(Optional) Shared C-Multicast6

(Optional) Source C-Multicast7

(Optional) EVPN VNI ID numbervni-id

(Optional) EVPN VNI ID numbervni_id

(Optional) Link-State route-typert-type

(Optional) Ethernet Segmentes

(Optional) ESIDes-id

(Optional) Ethernet Tag-ID for L2VPN EVPN routeetid
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(Optional) Ethernet Tag-IDet

(Optional) EVPN IPv4 addressipv4-evpn-rt

(Optional) Link-State NLRI with descriptor including IPv4 addressipv4-ls-rt

(Optional) MAC addressmac-address

(Optional) VPLS VE Block offsetblock-offset

(Optional) VPLS VE Block offsetve-bs

(Optional) VPN route distinguisher in aa4:nn or ip:nn formatext-comm-rd-aa4nn2

(Optional) VPN route distinguisher in aa:nn formatext-comm-rd-aa2nn4

Display BGP information for IPv4 address familyipv4

Display BGP information for VPNv4 address familyvpnv4

Display BGP information for VPNv6 address familyvpnv6

Display BGP information for IPv6 address familyipv6

Display BGP information for unicast address familyunicast

Display BGP information for multicast address familymulticast

Display BGP information for multicast distribution treemdt

Display BGP information for link-state address familylink-state

Display BGP information for L2VPN address familyl2vpn

Display BGP information for L2VPN VPLS address familyvpls

Display BGP information for labeled-unicast address familylabeled-unicast

Display BGP information for MVPN address familymvpn

Display BGP information for L2VPN EVPN address familyevpn

Display BGP information for all address familiesall

(Optional) Display Multicast Join routejoin

(Optional) Display detailed path info for routesdetail

(Optional) Display Multicast Source Active AD routesa

(Optional) Display Multicast Source Active AD routesa-ad

(Optional) Display Multicast Intra-AS I-PMSI routei-pmsi

(Optional) Display Multicast Group to RP routerp

(Optional) Source IP Addressv4src-addr
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(Optional) Source ASNsrc-asn

(Optional) Group IP Addressv4grp-addr

(Optional) Group IP prefixgrp-v4prefix

(Optional) PE IP Addresspe-addr

(Optional) Flagsrp-flags

(Optional) RP Priorityrp-priority

(Optional) Hash mask lengthhashlen

(Optional) vrf1

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)TABLE_afi

(Optional)afi

(Optional)TABLE_safi

(Optional)safi

(Optional)af-name

(Optional)table-version

(Optional)router-id

(Optional)TABLE_rd

(Optional)rd_val

(Optional)rd_vrf

(Optional)rd_vniid

(Optional)TABLE_prefix

(Optional)ipprefix

(Optional)nonipprefix

(Optional)totalpaths

(Optional)bestpathnr

(Optional)mpath

(Optional)TABLE_advertisedto
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(Optional)advertisedto

(Optional)TABLE_scheduledto

(Optional)scheduledto

(Optional)prefixversion

(Optional)on-newlist

(Optional)on-xmitlist

(Optional)suppressed

(Optional)needsresync

(Optional)locked

(Optional)export-on-newlist

(Optional)export-on-xmitlist

(Optional)locallabel

(Optional)labelhldwstr

(Optional)TABLE_path

(Optional)pathnr

(Optional)best

(Optional)status

(Optional)type

(Optional)statuscode

(Optional)bestcode

(Optional)typecode

(Optional)ipnexthop

(Optional)neighbor

(Optional)neighborid

(Optional)metric

(Optional)localpref

(Optional)weight

(Optional)existpath

(Optional)aspath
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(Optional)origin

(Optional)source

(Optional)policyincomplete

(Optional)pathvalid

(Optional)pathbest

(Optional)pathdeleted

(Optional)pathstaled

(Optional)pathhistory

(Optional)pathmultipath

(Optional)pathovermaxaslimit

(Optional)pathnolabeledrnh

(Optional)nexthopmetric

(Optional)aggregator

(Optional)aggregatoras

(Optional)inlabel

(Optional)originflag

(Optional)vpn

(Optional)hold_down

(Optional)outlabel

(Optional)flappenalty

(Optional)dampenedtime

(Optional)flaps

(Optional)flaptime

(Optional)flapflags

(Optional)flapindex

(Optional)flaphalflife

(Optional)flapreuse

(Optional)flapsuppress

(Optional)flapmax
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(Optional)con_type

(Optional)con_len

(Optional)con_rd

(Optional)con_ip

(Optional)mdt_grp_addr

(Optional)evpn-esi

(Optional)link-state-attr

(Optional)link-state-attr-len

(Optional)TABLE_community

(Optional)community

(Optional)TABLE_extcommunity

(Optional)extcommunity

(Optional)originatorid

(Optional)TABLE_clusterlist

(Optional)clusterlist

(Optional)remotenh

(Optional)remotenh_encap

(Optional)remotenh_vnid

(Optional)remotenh_mac

(Optional)pmsi

(Optional)psid_len

(Optional)psid_lindx_len

(Optional)psid_lindx_flag

(Optional)psid_lindx

(Optional)psid_v6sid_len

(Optional)psid_origsrgb_len

(Optional)psid_origsrgb_flag

(Optional)psid_origsrgb_base

(Optional)psid_origsrgb_end
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Command Mode

• /exec
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show bgp
show bgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] { ipv4 { unicast |
multicast } policy statistics { { redistribute [ { { eigrp | isis | ospf | rip } <tag> } | static | direct | amt | lisp |
hmm | am ] } | { neighbor <neighbor-id> [ default-originate | { route-map | filter-list | prefix-list } { in | out }
] } | { dampening } | { network { <ip-addr>mask <ip-mask> | <ip-prefix> } } | { aggregate-address { <ip-addr>
<ip-mask> | <ip-prefix> } { suppress-map | advertise-map } } } | vpnv4 unicast policy statistics { neighbor
<neighbor-id> [ { route-map | filter-list | prefix-list } { in | out } ] } | ipv6 { unicast | multicast } policy statistics
{ { redistribute [ { { eigrp | isis | ospfv3 | rip } <tag> } | static | direct | amt | lisp | hmm | am ] } | { neighbor
{ <neighbor-id> | <ipv6-neighbor-id> } [ default-originate | { route-map | filter-list | prefix-list } { in | out }
] } | { dampening } | { network <ipv6-prefix> } | { aggregate-address <ipv6-prefix> { suppress-map |
advertise-map } } } } [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] [
__readonly__ TABLE_vrf <vrf-name-polstats> [ <rpm-handle-count> ] [ { TABLE_rmap <name> <action>
<seqnum> [ { TABLE_cmd <command> <comparecount> <matchcount> } ] [ <totalacceptcount> ] [
<totalrejectcount> ] } ] ]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display BGP information for IPv4 address familyipv4

Display BGP information for IPv6 address familyipv6

Display BGP information for VPNv4 address familyvpnv4

Display BGP information for unicast address familyunicast

Display BGP information for multicast address familymulticast

Display policy related informationpolicy

Display Route Filter statisticsstatistics

Statistics for redistributionredistribute

(Optional) ISO IS-ISisis

(Optional) Open Shortest Path Firstospf

(Optional) Open Shortest Path First v3ospfv3

(Optional) Routing Information Protocolrip

(Optional) Enhanced Interior Gateway Protocoleigrp
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(Optional) Static routesstatic

(Optional) Directly connecteddirect

(Optional) AMT anycast prefixamt

(Optional) LISP EID-prefixes in the non-default VRFlisp

(Optional) HMM prefixhmm

(Optional) AM routes (learned via ARP)am

(Optional) Source protocol tagtag

Show neighbor specific countersneighbor

Neighbor IPv4 addressneighbor-id

(Optional) Neighbor route-maproute-map

(Optional) Neighbor prefix-listprefix-list

(Optional) Neighbor filter-listfilter-list

(Optional) Outbound policyout

(Optional) Inbound policyin

(Optional) Default-originate policydefault-originate

Show dampening infodampening

Configured IP prefix to advertisenetwork

Configured mask of the IP prefix advertisedmask

Configured BGP aggregate prefixesaggregate-address

Statistics of suppress policysuppress-map

Statistics of advertise policyadvertise-map

IP network advertisedip-addr

Dotted 4-octet maskip-mask

IP prefix in CIDR formatip-prefix

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name-polstats

(Optional)rpm-handle-count

(Optional)TABLE_rmap
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(Optional)name

(Optional)action

(Optional)seqnum

(Optional)TABLE_cmd

(Optional)command

(Optional)comparecount

(Optional)matchcount

(Optional)totalacceptcount

(Optional)totalrejectcount

Command Mode

• /exec
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show bgp
show bgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] { ipv4 { unicast |
multicast } | ipv6 { unicast | multicast } | ipv4 mdt [ rd { <ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> }
] | vpnv4 unicast [ rd { <ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | vpnv6 unicast [ rd {
<ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | ipv6 labeled-unicast | link-state | l2vpn vpls [ rd {
<ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | ipv4 mvpn [ rd { <ext-comm-rd-aa2nn4> |
<ext-comm-rd-aa4nn2> } ] | ipv6 mvpn [ rd { <ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | l2vpn
evpn [ rd { <ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | ipv4 labeled-unicast | all } { route-map {
<rmap-name> | <rmap-name> } | filter-list { <fltrlist-name> | <test_pol_name> } | { community-list {
<commlist-name> | <test_pol_name> } | extcommunity-list { <extcommlist-name> | <test_pol_name> } } [
exact-match ] } [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] [ __readonly__
TABLE_vrf <vrf-name-out> TABLE_afi <afi> TABLE_safi <safi> <af-name> [ <table-version> <router-id>
] [ TABLE_rd [ <rd_val> [ <rd_vrf> ] [ <rd_vniid> ] ] [ TABLE_prefix { <ipprefix> | <ipv6prefix> |
<nonipprefix> } [ <prefixversion> <totalpaths> <bestpathnr> [ <on-newlist> <on-xmitlist> <suppressed>
<needsresync> <locked> ] [ <export-on-newlist> <export-on-xmitlist> ] [ <locallabel> ] [ <labelhldwstr> ]
[ <mpath> ] ] { TABLE_path <pathnr> { { <status> <best> <type> <statuscode> <bestcode> <typecode> {
<ipnexthop> | <ipv6nexthop> } { { <inlabel> <outlabel> <vpn> <hold_down> } | { <localpref> <weight>
<aspath> <origin> [ <metric> ] } } } | { [ <policyincomplete> <pathvalid> <pathbest> <pathdeleted>
<pathstaled> <pathhistory> <pathovermaxaslimit> <pathmultipath> <pathnolabeledrnh> ] [ <existpath> ] [
<aspath> <source> ] { <ipnexthop> | <ipv6nexthop> } <nexthopmetric> { <neighbor> | <ipv6neighbor> }
<neighborid> <origin> [ <metric> ] <localpref> <weight> [ <aggregator> <aggregatoras> ] [ <inlabel> ] [
<originflag> ] [ { TABLE_community <community> } ] [ { TABLE_extcommunity <extcommunity> } ] [
<originatorid> { TABLE_clusterlist <clusterlist> } ] [ <flappenalty> <dampenedtime> <flaps> <flaptime>
<flapflags> <flapindex> <flaphalflife> <flapreuse> <flapsuppress> <flapmax> ] [ <con_type> <con_len>
<con_rd> <con_ip> ] [ <psid_len> [ <psid_lindx_len> <psid_lindx_flag> <psid_lindx> ] [ <psid_v6sid_len>
<psid_v6sid> ] [ <psid_origsrgb_len> <psid_origsrgb_flag> <psid_origsrgb_base> <psid_origsrgb_end> ] ]
[ <remotenh> <remotenh_encap> <remotenh_vnid> <remotenh_mac> ] [ <pmsi> ] [ <evpn-esi> ] [
<link-state-attr> <link-state-attr-len> ] [ <mdt_grp_addr> ] } } } [ TABLE_advertisedto <advertisedto> ] [
TABLE_scheduledto <scheduledto> ] ] ] ]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display routes matching the route-maproute-map

Route-map namermap-name

Known route-map namermap-name

Display routes matching the filter-listfilter-list

Name of filter-listfltrlist-name
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Display routes matching the community-listcommunity-list

Name of community-listcommlist-name

Display routes matching the extcommunity-listextcommunity-list

Name of extcommunity-listextcommlist-name

An existing test-list policytest_pol_name

(Optional) Display information for a route distinguisherrd

(Optional) VPN route distinguisher in aa4:nn or ip:nn formatext-comm-rd-aa4nn2

(Optional) VPN route distinguisher in aa:nn formatext-comm-rd-aa2nn4

Display BGP information for IPv4 address familyipv4

Display BGP information for VPNv4 address familyvpnv4

Display BGP information for VPNv6 address familyvpnv6

Display BGP information for IPv6 address familyipv6

Display BGP information for unicast address familyunicast

Display BGP information for multicast address familymulticast

Display BGP information for multicast distribution treemdt

Display BGP information for labeled-unicast address familylabeled-unicast

Display BGP information for link-state address familylink-state

Display BGP information for L2VPN address familyl2vpn

Display BGP information for L2VPN VPLS address familyvpls

Display BGP information for MVPN address familymvpn

Display BGP information for L2VPN EVPN address familyevpn

Display BGP information for all address familiesall

(Optional) Exact match of the communitiesexact-match

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)TABLE_afi

(Optional)afi

(Optional)TABLE_safi

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
72

All Show Commands
show bgp



(Optional)safi

(Optional)af-name

(Optional)table-version

(Optional)router-id

(Optional)TABLE_rd

(Optional)rd_val

(Optional)rd_vrf

(Optional)rd_vniid

(Optional)TABLE_prefix

(Optional)ipprefix

(Optional)nonipprefix

(Optional)totalpaths

(Optional)bestpathnr

(Optional)mpath

(Optional)TABLE_advertisedto

(Optional)advertisedto

(Optional)TABLE_scheduledto

(Optional)scheduledto

(Optional)prefixversion

(Optional)on-newlist

(Optional)on-xmitlist

(Optional)suppressed

(Optional)needsresync

(Optional)locked

(Optional)export-on-newlist

(Optional)export-on-xmitlist

(Optional)locallabel

(Optional)labelhldwstr

(Optional)TABLE_path
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(Optional)pathnr

(Optional)best

(Optional)status

(Optional)type

(Optional)statuscode

(Optional)bestcode

(Optional)typecode

(Optional)ipnexthop

(Optional)neighbor

(Optional)neighborid

(Optional)metric

(Optional)localpref

(Optional)weight

(Optional)existpath

(Optional)aspath

(Optional)origin

(Optional)source

(Optional)policyincomplete

(Optional)pathvalid

(Optional)pathbest

(Optional)pathdeleted

(Optional)pathstaled

(Optional)pathhistory

(Optional)pathmultipath

(Optional)pathovermaxaslimit

(Optional)pathnolabeledrnh

(Optional)nexthopmetric

(Optional)aggregator

(Optional)aggregatoras
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(Optional)inlabel

(Optional)originflag

(Optional)vpn

(Optional)hold_down

(Optional)outlabel

(Optional)flappenalty

(Optional)dampenedtime

(Optional)flaps

(Optional)flaptime

(Optional)flapflags

(Optional)flapindex

(Optional)flaphalflife

(Optional)flapreuse

(Optional)flapsuppress

(Optional)flapmax

(Optional)con_type

(Optional)con_len

(Optional)con_rd

(Optional)con_ip

(Optional)mdt_grp_addr

(Optional)evpn-esi

(Optional)link-state-attr

(Optional)link-state-attr-len

(Optional)TABLE_community

(Optional)community

(Optional)TABLE_extcommunity

(Optional)extcommunity

(Optional)originatorid

(Optional)TABLE_clusterlist
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(Optional)clusterlist

(Optional)remotenh

(Optional)remotenh_encap

(Optional)remotenh_vnid

(Optional)remotenh_mac

(Optional)pmsi

(Optional)psid_len

(Optional)psid_lindx_len

(Optional)psid_lindx_flag

(Optional)psid_lindx

(Optional)psid_v6sid_len

(Optional)psid_origsrgb_len

(Optional)psid_origsrgb_flag

(Optional)psid_origsrgb_base

(Optional)psid_origsrgb_end

Command Mode

• /exec
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show bgp
show bgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] { ipv4 { unicast |
multicast } | ipv6 { unicast | multicast } | all } { rib-install | rib-uninstall | rib-pending } [ vrf { <vrf-name> |
<vrf-known-name> | ALL_VRFS_012345678901234 } ]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display BGP information for IPv4 address familyipv4

Display BGP information for IPv6 address familyipv6

Display BGP information for unicast address familyunicast

Display BGP information for multicast address familymulticast

Display BGP information for all address familiesall

Routes installed in RIBrib-install

Routes not installed in RIBrib-uninstall

Routes not acknowledged by RIBrib-pending

Command Mode

• /exec
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show bgp
show bgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] { { ipv4 { unicast |
multicast } | ipv4 mdt [ rd { <ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | vpnv4 unicast [ rd {
<ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | link-state | l2vpn vpls [ rd { <ext-comm-rd-aa2nn4> |
<ext-comm-rd-aa4nn2> } ] | l2vpn evpn [ rd { <ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | ipv4
mvpn [ rd { <ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | ipv4 labeled-unicast } nexthop <ipnexthop>
| { ipv6 { unicast | multicast } | vpnv6 unicast [ rd { <ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] |
ipv6 labeled-unicast | ipv6 mvpn [ rd { <ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] } nexthop
<ipv6nexthop> } [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] [ __readonly__
TABLE_vrf <vrf-name-out> TABLE_afi <afi> TABLE_safi <safi> <af-name> [ <table-version> <router-id>
] [ TABLE_rd [ <rd_val> [ <rd_vrf> ] [ <rd_vniid> ] ] [ TABLE_prefix { <ipprefix> | <ipv6prefix> |
<nonipprefix> } [ <prefixversion> <totalpaths> <bestpathnr> [ <on-newlist> <on-xmitlist> <suppressed>
<needsresync> <locked> ] [ <export-on-newlist> <export-on-xmitlist> ] [ <locallabel> ] [ <labelhldwstr> ]
[ <mpath> ] ] { TABLE_path <pathnr> { { <status> <best> <type> <statuscode> <bestcode> <typecode> {
<ipnexthop> | <ipv6nexthop> } { { <inlabel> <outlabel> <vpn> <hold_down> } | { <localpref> <weight>
<aspath> <origin> [ <metric> ] } } } | { [ <policyincomplete> <pathvalid> <pathbest> <pathdeleted>
<pathstaled> <pathhistory> <pathovermaxaslimit> <pathmultipath> <pathnolabeledrnh> ] [ <existpath> ] [
<aspath> <source> ] { <ipnexthop> | <ipv6nexthop> } <nexthopmetric> { <neighbor> | <ipv6neighbor> }
<neighborid> <origin> [ <metric> ] <localpref> <weight> [ <aggregator> <aggregatoras> ] [ <inlabel> ] [
<originflag> ] [ { TABLE_community <community> } ] [ { TABLE_extcommunity <extcommunity> } ] [
<originatorid> { TABLE_clusterlist <clusterlist> } ] [ <flappenalty> <dampenedtime> <flaps> <flaptime>
<flapflags> <flapindex> <flaphalflife> <flapreuse> <flapsuppress> <flapmax> ] [ <con_type> <con_len>
<con_rd> <con_ip> ] [ <psid_len> [ <psid_lindx_len> <psid_lindx_flag> <psid_lindx> ] [ <psid_v6sid_len>
<psid_v6sid> ] [ <psid_origsrgb_len> <psid_origsrgb_flag> <psid_origsrgb_base> <psid_origsrgb_end> ] ]
[ <remotenh> <remotenh_encap> <remotenh_vnid> <remotenh_mac> ] [ <pmsi> ] [ <evpn-esi> ] [
<link-state-attr> <link-state-attr-len> ] [ <mdt_grp_addr> ] } } } [ TABLE_advertisedto <advertisedto> ] [
TABLE_scheduledto <scheduledto> ] ] ] ]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

(Optional) Display information for a route distinguisherrd

(Optional) VPN route distinguisher in aa4:nn or ip:nn formatext-comm-rd-aa4nn2

(Optional) VPN route distinguisher in aa:nn formatext-comm-rd-aa2nn4

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display routes matching the nexthopnexthop

Nexthop addressipnexthop

Display BGP information for IPv4 address familyipv4
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Display BGP information for IPv6 address familyipv6

Display BGP information for VPNv4 address familyvpnv4

Display BGP information for VPNv6 address familyvpnv6

Display BGP information for unicast address familyunicast

Display BGP information for multicast address familymulticast

Display BGP information for multicast distribution treemdt

Display BGP information for link-state address familylink-state

Display BGP information for L2VPN address familyl2vpn

Display BGP information for L2VPN VPLS address familyvpls

Display BGP information for L2VPN EVPN address familyevpn

Display BGP information for MVPN address familymvpn

Display BGP information for labeled-unicast address familylabeled-unicast

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)TABLE_afi

(Optional)afi

(Optional)TABLE_safi

(Optional)safi

(Optional)af-name

(Optional)table-version

(Optional)router-id

(Optional)TABLE_rd

(Optional)rd_val

(Optional)rd_vrf

(Optional)rd_vniid

(Optional)TABLE_prefix

(Optional)ipprefix

(Optional)nonipprefix

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
79

All Show Commands
show bgp



(Optional)totalpaths

(Optional)bestpathnr

(Optional)mpath

(Optional)TABLE_advertisedto

(Optional)advertisedto

(Optional)TABLE_scheduledto

(Optional)scheduledto

(Optional)prefixversion

(Optional)on-newlist

(Optional)on-xmitlist

(Optional)suppressed

(Optional)needsresync

(Optional)locked

(Optional)export-on-newlist

(Optional)export-on-xmitlist

(Optional)locallabel

(Optional)labelhldwstr

(Optional)TABLE_path

(Optional)pathnr

(Optional)best

(Optional)status

(Optional)type

(Optional)statuscode

(Optional)bestcode

(Optional)typecode

(Optional)ipnexthop

(Optional)neighbor

(Optional)neighborid

(Optional)metric
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(Optional)localpref

(Optional)weight

(Optional)existpath

(Optional)aspath

(Optional)origin

(Optional)source

(Optional)policyincomplete

(Optional)pathvalid

(Optional)pathbest

(Optional)pathdeleted

(Optional)pathstaled

(Optional)pathhistory

(Optional)pathmultipath

(Optional)pathovermaxaslimit

(Optional)pathnolabeledrnh

(Optional)nexthopmetric

(Optional)aggregator

(Optional)aggregatoras

(Optional)inlabel

(Optional)originflag

(Optional)vpn

(Optional)hold_down

(Optional)outlabel

(Optional)flappenalty

(Optional)dampenedtime

(Optional)flaps

(Optional)flaptime

(Optional)flapflags

(Optional)flapindex
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(Optional)flaphalflife

(Optional)flapreuse

(Optional)flapsuppress

(Optional)flapmax

(Optional)con_type

(Optional)con_len

(Optional)con_rd

(Optional)con_ip

(Optional)mdt_grp_addr

(Optional)evpn-esi

(Optional)link-state-attr

(Optional)link-state-attr-len

(Optional)TABLE_community

(Optional)community

(Optional)TABLE_extcommunity

(Optional)extcommunity

(Optional)originatorid

(Optional)TABLE_clusterlist

(Optional)clusterlist

(Optional)remotenh

(Optional)remotenh_encap

(Optional)remotenh_vnid

(Optional)remotenh_mac

(Optional)pmsi

(Optional)psid_len

(Optional)psid_lindx_len

(Optional)psid_lindx_flag

(Optional)psid_lindx

(Optional)psid_v6sid_len
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(Optional)psid_origsrgb_len

(Optional)psid_origsrgb_flag

(Optional)psid_origsrgb_base

(Optional)psid_origsrgb_end

Command Mode

• /exec
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show bgp
show bgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] { { { ipv4 { unicast
| multicast } | vpnv4 unicast | ipv4 mdt | link-state | l2vpn vpls | l2vpn evpn | ipv4 mvpn } nexthop-database
[ <ipnexthop> ] } | { { ipv6 { unicast | multicast } | vpnv6 unicast | ipv6 mvpn } nexthop-database [
<ipv6nexthop> ] } | { all nexthop-database } } [ vrf { <vrf-name> | <vrf-known-name> |
ALL_VRFS_012345678901234 } ] [ __readonly__ TABLE_nhvrf <nhvrf-name-out> TABLE_nhafi <nhafi>
TABLE_nhsafi <nhsafi> <af-name> <nhcriticaldelay> <nhnoncriticaldelay> [ { TABLE_nexthop {
<ipnexthop-out> | <ipv6nexthop-out> } <refcount> <igpmetric> <igptype> <igppref> [ { TABLE_attachedhops
{ <attachedhop> | <ipv6attachedhop> } <interface> [ { TABLE_labels <index> <label> } ] } ] <attached>
<local> <reachable> <labeled> <filtered> <resolvetime> { <ribroute> | <ipv6ribroute> } { <pendingupdate>
| <pendingtime> } <nextadvertise> <rnhepoch> [ <pendingrnhepoch> ] } ] ]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display BGP information for link-state address familylink-state

Display BGP information for L2VPN address familyl2vpn

Display BGP information for L2VPN VPLS address familyvpls

Display nexthop databasenexthop-database

Display BGP information for IPv4 address familyipv4

Display BGP information for IPv6 address familyipv6

Display BGP information for VPNv4 address familyvpnv4

Display BGP information for VPNv6 address familyvpnv6

Display BGP information for multicast distribution treemdt

Display BGP information for MVPN address familymvpn

Display BGP information for L2VPN EVPN address familyevpn

Display BGP information for unicast address familyunicast

Display BGP information for multicast address familymulticast

Display BGP information for all address familiesall

(Optional) Nexthop addressipnexthop
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(Optional)__readonly__

(Optional)TABLE_nhvrf

(Optional)nhvrf-name-out

(Optional)TABLE_nhafi

(Optional)nhafi

(Optional)TABLE_nhsafi

(Optional)nhsafi

(Optional)af-name

(Optional)nhcriticaldelay

(Optional)nhnoncriticaldelay

(Optional)TABLE_nexthop

(Optional)ipnexthop-out

(Optional)refcount

(Optional)igpmetric

(Optional)igptype

(Optional)igppref

(Optional)TABLE_attachedhops

(Optional)attachedhop

(Optional)interface

(Optional)TABLE_labels

(Optional)index

(Optional)label

(Optional)attached

(Optional)local

(Optional)reachable

(Optional)labeled

(Optional)filtered

(Optional)resolvetime

(Optional)pendingupdate
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(Optional)pendingtime

(Optional)ribroute

(Optional)nextadvertise

(Optional)rnhepoch

(Optional)pendingrnhepoch

Command Mode

• /exec
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show bgp
show bgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] { ipv4 { unicast |
multicast } flap-statistics [ <ip-prefix> | <ip-addr> [ <ip-mask> ] ] | ipv6 { unicast | multicast } flap-statistics
[ <ipv6-prefix> ] | all flap-statistics } [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234
} ] [ __readonly__ TABLE_vrf <vrf-name-out> TABLE_afi <afi> TABLE_safi <safi> <af-name> [ TABLE_rd
[ <rd_val> [ <rd_vrf> ] [ <rd_vniid> ] ] [ <dampeningenabled> <historypaths> <dampenedpaths> ] [
TABLE_prefix { <ipprefix> | <ipv6prefix> | <nonipprefix> } [ <status> ] [ <pathtype> ] [ <peer> | <ipv6peer>
] [ <flapcount> ] [ <duration> ] [ <reuse> ] [ <penalty> ] [ <suppresslimit> ] [ <reuselimit> ] [ <best> ] ] ] ]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display route flap statisticsflap-statistics

(Optional) Display flap statistics for one prefixip-prefix

(Optional) Display flap statistics for one networkip-addr

(Optional) Network maskip-mask

Display BGP information for IPv4 address familyipv4

Display BGP information for IPv6 address familyipv6

Display BGP information for unicast address familyunicast

Display BGP information for multicast address familymulticast

Display BGP information for all address familiesall

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)TABLE_afi

(Optional)afi

(Optional)TABLE_safi

(Optional)safi

(Optional)af-name
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(Optional)TABLE_rd

(Optional)rd_val

(Optional)rd_vrf

(Optional)rd_vniid

(Optional)dampeningenabled

(Optional)historypaths

(Optional)dampenedpaths

(Optional)TABLE_prefix

(Optional)ipprefix

(Optional)nonipprefix

(Optional)status

(Optional)best

(Optional)pathtype

(Optional)peer

(Optional)flapcount

(Optional)duration

(Optional)reuse

(Optional)penalty

(Optional)suppresslimit

(Optional)reuselimit

Command Mode

• /exec
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show bgp bmp server
show bgp bmp server [ <server-id> ] [ detail ] [ __readonly__ { system_name <sys_name> } {
system_description <sys_description> } [ { TABLE_servers <server_id> <server_addr> <port> <admin_state>
<oper_state> [ <description> ] <vrf> [ <update_src> ] <initial_delay> <refresh_interval> <stats_interval> [
{ <initiation> <termination> <peer_up> <peer_down> <route_monitor> <route_mirror> <stats>
<messages_dropped> } ] [ <monitored_peers> ] [ { TABLE_peer <peer_addr> [ { <refresh_interval> <peer_up>
<peer_down> <route_monitor> <route_mirror> <stats> <messages_dropped> } ] [ <prefixes_denied>
<dup_pfx_advmnt> <pfx_dup_wdr_count> <cluster_list_loops> <as_path_loops> <as_confed_loops>
<invalid_originator> <adj_rib_in> <loc-rib> ] } ] } ] ]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

Display BMP statebmp

Display BMP server informationserver

(Optional) Display server specific informationserver-id

(Optional) Display detailed informationdetail

(Optional)__readonly__

(Optional) bmp-server global informationsystem_name

(Optional) system namesys_name

(Optional) bmp-server global informationsystem_description

(Optional) system descriptionsys_description

(Optional) all bmp serversTABLE_servers

(Optional) server id number of bmp serverserver_id

(Optional) ip address of the bmp serverserver_addr

(Optional) port number of the bmp serverport

(Optional) administrative status of bmp serveradmin_state

(Optional) operational status of bmp serveroper_state

(Optional) description for bmp serverdescription

(Optional) vrf context for bmp servervrf

(Optional) updated source for bmp serverupdate_src

(Optional) initial delay for bmp serverinitial_delay
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(Optional) refresh delay for bmp serverrefresh_interval

(Optional) frequency of stat updatesstats_interval

(Optional) number of initiation messagesinitiation

(Optional) number of termination messagestermination

(Optional) number of peer up messagespeer_up

(Optional) number of peer down messagespeer_down

(Optional) number of route monitor messagesroute_monitor

(Optional) number of route mirror messagesroute_mirror

(Optional) number of stats messagesstats

(Optional) number of dropped messagesmessages_dropped

(Optional) number of monitored peers for the bmp servermonitored_peers

(Optional) monitored peer for the bmp serverTABLE_peer

(Optional) ip address of the peerpeer_addr

(Optional) refresh delay for the peerrefresh_interval

(Optional) number of peer up messages for the peerpeer_up

(Optional) number of peer down messages for the peerpeer_down

(Optional) number of route monitor messages for the peerroute_monitor

(Optional) number of route mirror messages for the peerroute_mirror

(Optional) number of stats messages for the peerstats

(Optional) number of dropped messages for the peermessages_dropped

(Optional) prefixes denied for the peerprefixes_denied

(Optional) dup pfx advmnt for the peerdup_pfx_advmnt

(Optional) pfx dup wdr count for the peerpfx_dup_wdr_count

(Optional) cluster list loops for the peercluster_list_loops

(Optional) as path loops for the peeras_path_loops

(Optional) as confed loops for the peeras_confed_loops

(Optional) invalid originator for the peerinvalid_originator

(Optional) adj-rib-in for the peeradj_rib_in

(Optional) loc-rib for the peerloc-rib
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Command Mode

• /exec
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show bgp community
show bgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] { ipv4 { unicast |
multicast } | ipv6 { unicast | multicast } | ipv4 mdt [ rd { <ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> }
] | vpnv4 unicast [ rd { <ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | vpnv6 unicast [ rd {
<ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | ipv6 labeled-unicast | link-state | l2vpn vpls [ rd {
<ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | ipv4 mvpn [ rd { <ext-comm-rd-aa2nn4> |
<ext-comm-rd-aa4nn2> } ] | ipv6 mvpn [ rd { <ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | l2vpn
evpn [ rd { <ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | ipv4 labeled-unicast | all } community {
<regexp-str> | { { <comm-id> | <wellknown-id> } + [ exact-match ] } } [ vrf { <vrf-name> | <vrf-known-name>
| ALL_VRFS_012345678901234 } ] [ __readonly__ TABLE_vrf <vrf-name-out> TABLE_afi <afi>
TABLE_safi <safi> <af-name> [ <table-version> <router-id> ] [ TABLE_rd [ <rd_val> [ <rd_vrf> ] [
<rd_vniid> ] ] [ TABLE_prefix { <ipprefix> | <ipv6prefix> | <nonipprefix> } [ <prefixversion> <totalpaths>
<bestpathnr> [ <on-newlist> <on-xmitlist> <suppressed> <needsresync> <locked> ] [ <export-on-newlist>
<export-on-xmitlist> ] [ <locallabel> ] [ <labelhldwstr> ] [ <mpath> ] ] { TABLE_path <pathnr> { { <status>
<best> <type> <statuscode> <bestcode> <typecode> { <ipnexthop> | <ipv6nexthop> } { { <inlabel> <outlabel>
<vpn> <hold_down> } | { <localpref> <weight> <aspath> <origin> [ <metric> ] } } } | { [ <policyincomplete>
<pathvalid> <pathbest> <pathdeleted> <pathstaled> <pathhistory> <pathovermaxaslimit> <pathmultipath>
<pathnolabeledrnh> ] [ <existpath> ] [ <aspath> <source> ] { <ipnexthop> | <ipv6nexthop> } <nexthopmetric>
{ <neighbor> | <ipv6neighbor> } <neighborid> <origin> [ <metric> ] <localpref> <weight> [ <aggregator>
<aggregatoras> ] [ <inlabel> ] [ <originflag> ] [ { TABLE_community <community> } ] [ {
TABLE_extcommunity <extcommunity> } ] [ <originatorid> { TABLE_clusterlist <clusterlist> } ] [
<flappenalty> <dampenedtime> <flaps> <flaptime> <flapflags> <flapindex> <flaphalflife> <flapreuse>
<flapsuppress> <flapmax> ] [ <con_type> <con_len> <con_rd> <con_ip> ] [ <psid_len> [ <psid_lindx_len>
<psid_lindx_flag> <psid_lindx> ] [ <psid_v6sid_len> <psid_v6sid> ] [ <psid_origsrgb_len>
<psid_origsrgb_flag> <psid_origsrgb_base> <psid_origsrgb_end> ] ] [ <remotenh> <remotenh_encap>
<remotenh_vnid> <remotenh_mac> ] [ <pmsi> ] [ <evpn-esi> ] [ <link-state-attr> <link-state-attr-len> ] [
<mdt_grp_addr> ] } } } [ TABLE_advertisedto <advertisedto> ] [ TABLE_scheduledto <scheduledto> ] ] ]
]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for a route distinguisherrd

(Optional) VPN route distinguisher in aa4:nn or ip:nn formatext-comm-rd-aa4nn2

(Optional) VPN route distinguisher in aa:nn formatext-comm-rd-aa2nn4

Display BGP information for IPv4 address familyipv4

Display BGP information for IPv6 address familyipv6
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Display BGP information for VPNv4 address familyvpnv4

Display BGP information for VPNv6 address familyvpnv6

Display BGP information for unicast address familyunicast

Display BGP information for multicast address familymulticast

Display BGP information for multicast distribution treemdt

Display BGP information for link-state address familylink-state

Display BGP information for L2VPN address familyl2vpn

Display BGP information for L2VPN VPLS address familyvpls

Display BGP information for labeled-unicast address familylabeled-unicast

Display BGP information for MVPN address familymvpn

Display BGP information for L2VPN EVPN address familyevpn

Display BGP information for all address familiesall

Display routes matching the BGP communitiescommunity

Regular expression to match the communitiesregexp-str

BGP community valuecomm-id

BGP wellknown communitywellknown-id

(Optional) Exact match of the communitiesexact-match

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)TABLE_afi

(Optional)afi

(Optional)TABLE_safi

(Optional)safi

(Optional)af-name

(Optional)table-version

(Optional)router-id

(Optional)TABLE_rd

(Optional)rd_val
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(Optional)rd_vrf

(Optional)rd_vniid

(Optional)TABLE_prefix

(Optional)ipprefix

(Optional)nonipprefix

(Optional)totalpaths

(Optional)bestpathnr

(Optional)mpath

(Optional)TABLE_advertisedto

(Optional)advertisedto

(Optional)TABLE_scheduledto

(Optional)scheduledto

(Optional)prefixversion

(Optional)on-newlist

(Optional)on-xmitlist

(Optional)suppressed

(Optional)needsresync

(Optional)locked

(Optional)export-on-newlist

(Optional)export-on-xmitlist

(Optional)locallabel

(Optional)labelhldwstr

(Optional)TABLE_path

(Optional)pathnr

(Optional)best

(Optional)status

(Optional)type

(Optional)statuscode

(Optional)bestcode
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(Optional)typecode

(Optional)ipnexthop

(Optional)neighbor

(Optional)neighborid

(Optional)metric

(Optional)localpref

(Optional)weight

(Optional)existpath

(Optional)aspath

(Optional)origin

(Optional)source

(Optional)policyincomplete

(Optional)pathvalid

(Optional)pathbest

(Optional)pathdeleted

(Optional)pathstaled

(Optional)pathhistory

(Optional)pathmultipath

(Optional)pathovermaxaslimit

(Optional)pathnolabeledrnh

(Optional)nexthopmetric

(Optional)aggregator

(Optional)aggregatoras

(Optional)inlabel

(Optional)originflag

(Optional)vpn

(Optional)hold_down

(Optional)outlabel

(Optional)flappenalty
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(Optional)dampenedtime

(Optional)flaps

(Optional)flaptime

(Optional)flapflags

(Optional)flapindex

(Optional)flaphalflife

(Optional)flapreuse

(Optional)flapsuppress

(Optional)flapmax

(Optional)con_type

(Optional)con_len

(Optional)con_rd

(Optional)con_ip

(Optional)mdt_grp_addr

(Optional)evpn-esi

(Optional)link-state-attr

(Optional)link-state-attr-len

(Optional)TABLE_community

(Optional)community

(Optional)TABLE_extcommunity

(Optional)extcommunity

(Optional)originatorid

(Optional)TABLE_clusterlist

(Optional)clusterlist

(Optional)remotenh

(Optional)remotenh_encap

(Optional)remotenh_vnid

(Optional)remotenh_mac

(Optional)pmsi
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(Optional)psid_len

(Optional)psid_lindx_len

(Optional)psid_lindx_flag

(Optional)psid_lindx

(Optional)psid_v6sid_len

(Optional)psid_origsrgb_len

(Optional)psid_origsrgb_flag

(Optional)psid_origsrgb_base

(Optional)psid_origsrgb_end

Command Mode

• /exec
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show bgp convergence
show bgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] convergence [ detail
] [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] [ __readonly__ <starttime>
<configdonetime> <juststarted> [ <initwaittime> ] [ <ldpconverged> ] [ <ulibconvergencesent> ] TABLE_vrf
<vrf-name-out> <bestpathtimeout> <configuredtimeout> <updatedelay> [ <firstpeerup> ] <timerrunning> [
<timerexpires> ] TABLE_afi <afi> TABLE_safi <safi> <af-name> <total_configured_peers>
<total_capable_peers> <firstbestpathsignalled> [ <firstbestpathsignalledtime> ] <firstbestpathdone> [
<firstbestpathdonetime> [ <lastbestpathsignalledtime> <lastbestpathdonetime> ] ] [ <riblibconvergencesent>
] [ <importtimerrunning> ] [ <importtimerexpires> ] [ { TABLE_rcvdpeers [ <peer> ] [ <ipv6peer> ] [
<signalledtimepeer> ] } ] [ { TABLE_notrcvdpeers [ <notpeer> ] [ <notipv6peer> ] [ <nokeepalive> ] [
<notsignalledtime> ] } ] ]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display information about convergenceconvergence

(Optional) Display detailed information about convergencedetail

(Optional)__readonly__

(Optional)starttime

(Optional)configdonetime

(Optional)juststarted

(Optional)initwaittime

(Optional)ldpconverged

(Optional)ulibconvergencesent

(Optional)TABLE_vrf

(Optional)total_configured_peers

(Optional)total_capable_peers

(Optional)vrf-name-out

(Optional)bestpathtimeout

(Optional)configuredtimeout
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(Optional)updatedelay

(Optional)firstpeerup

(Optional)timerrunning

(Optional)timerexpires

(Optional)TABLE_afi

(Optional)afi

(Optional)TABLE_safi

(Optional)safi

(Optional)af-name

(Optional)firstbestpathsignalled

(Optional)firstbestpathsignalledtime

(Optional)firstbestpathdone

(Optional)firstbestpathdonetime

(Optional)lastbestpathsignalledtime

(Optional)lastbestpathdonetime

(Optional)riblibconvergencesent

(Optional)importtimerrunning

(Optional)importtimerexpires

(Optional)TABLE_rcvdpeers

(Optional)peer

(Optional)signalledtimepeer

(Optional)TABLE_notrcvdpeers

(Optional)notpeer

(Optional)nokeepalive

(Optional)notsignalledtime

Command Mode

• /exec
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show bgp convergence private
show bgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] convergence private
[ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display information about convergenceconvergence

Display private information about convergenceprivate

Command Mode

• /exec
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show bgp dampening dampened
show bgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] { ipv4 { unicast |
multicast } | ipv6 { unicast | multicast } | ipv4 mdt [ rd { <ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> }
] | vpnv4 unicast [ rd { <ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | vpnv6 unicast [ rd {
<ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | ipv6 labeled-unicast | link-state | l2vpn vpls [ rd {
<ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | ipv4 mvpn [ rd { <ext-comm-rd-aa2nn4> |
<ext-comm-rd-aa4nn2> } ] | ipv6 mvpn [ rd { <ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | l2vpn
evpn [ rd { <ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | ipv4 labeled-unicast | all } dampening {
dampened-paths [ regexp <regexp-str> ] | history-paths [ regexp <regexp-str> ] } [ vrf { <vrf-name> |
<vrf-known-name> | ALL_VRFS_012345678901234 } ] [ __readonly__ TABLE_vrf <vrf-name-out>
TABLE_afi <afi> TABLE_safi <safi> <af-name> [ <table-version> <router-id> ] [ TABLE_rd [ <rd_val> [
<rd_vrf> ] [ <rd_vniid> ] ] [ TABLE_prefix { <ipprefix> | <ipv6prefix> | <nonipprefix> } [ <prefixversion>
<totalpaths> <bestpathnr> [ <on-newlist> <on-xmitlist> <suppressed> <needsresync> <locked> ] [
<export-on-newlist> <export-on-xmitlist> ] [ <locallabel> ] [ <labelhldwstr> ] [ <mpath> ] ] { TABLE_path
<pathnr> { { <status> <best> <type> <statuscode> <bestcode> <typecode> { <ipnexthop> | <ipv6nexthop>
} { { <inlabel> <outlabel> <vpn> <hold_down> } | { <localpref> <weight> <aspath> <origin> [ <metric> ]
} } } | { [ <policyincomplete> <pathvalid> <pathbest> <pathdeleted> <pathstaled> <pathhistory>
<pathovermaxaslimit> <pathmultipath> <pathnolabeledrnh> ] [ <existpath> ] [ <aspath> <source> ] {
<ipnexthop> | <ipv6nexthop> } <nexthopmetric> { <neighbor> | <ipv6neighbor> } <neighborid> <origin>
[ <metric> ] <localpref> <weight> [ <aggregator> <aggregatoras> ] [ <inlabel> ] [ <originflag> ] [ {
TABLE_community <community> } ] [ { TABLE_extcommunity <extcommunity> } ] [ <originatorid> {
TABLE_clusterlist <clusterlist> } ] [ <flappenalty> <dampenedtime> <flaps> <flaptime> <flapflags>
<flapindex> <flaphalflife> <flapreuse> <flapsuppress> <flapmax> ] [ <con_type> <con_len> <con_rd>
<con_ip> ] [ <psid_len> [ <psid_lindx_len> <psid_lindx_flag> <psid_lindx> ] [ <psid_v6sid_len> <psid_v6sid>
] [ <psid_origsrgb_len> <psid_origsrgb_flag> <psid_origsrgb_base> <psid_origsrgb_end> ] ] [ <remotenh>
<remotenh_encap> <remotenh_vnid> <remotenh_mac> ] [ <pmsi> ] [ <evpn-esi> ] [ <link-state-attr>
<link-state-attr-len> ] [ <mdt_grp_addr> ] } } } [ TABLE_advertisedto <advertisedto> ] [ TABLE_scheduledto
<scheduledto> ] ] ] ]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display all dampened pathsdampened-paths

Display all history pathshistory-paths

Display dampening infodampening

(Optional) Display information for a route distinguisherrd

(Optional) VPN route distinguisher in aa4:nn or ip:nn formatext-comm-rd-aa4nn2
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(Optional) VPN route distinguisher in aa:nn formatext-comm-rd-aa2nn4

Display BGP information for IPv4 address familyipv4

Display BGP information for IPv6 address familyipv6

Display BGP information for VPNv4 address familyvpnv4

Display BGP information for VPNv6 address familyvpnv6

Display BGP information for unicast address familyunicast

Display BGP information for multicast address familymulticast

Display BGP information for multicast distribution treemdt

Display BGP information for labeled-unicast address familylabeled-unicast

Display BGP information for link-state address familylink-state

Display BGP information for L2VPN address familyl2vpn

Display BGP information for L2VPN VPLS address familyvpls

Display BGP information for MVPN address familymvpn

Display BGP information for L2VPN EVPN address familyevpn

Display BGP information for all address familiesall

(Optional) Display routes matching the AS path regular expressionregexp

(Optional) Regular expression to match the AS pathsregexp-str

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)TABLE_afi

(Optional)afi

(Optional)TABLE_safi

(Optional)safi

(Optional)af-name

(Optional)table-version

(Optional)router-id

(Optional)TABLE_rd

(Optional)rd_val
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(Optional)rd_vrf

(Optional)rd_vniid

(Optional)TABLE_prefix

(Optional)ipprefix

(Optional)nonipprefix

(Optional)totalpaths

(Optional)bestpathnr

(Optional)mpath

(Optional)TABLE_advertisedto

(Optional)advertisedto

(Optional)TABLE_scheduledto

(Optional)scheduledto

(Optional)prefixversion

(Optional)on-newlist

(Optional)on-xmitlist

(Optional)suppressed

(Optional)needsresync

(Optional)locked

(Optional)export-on-newlist

(Optional)export-on-xmitlist

(Optional)locallabel

(Optional)labelhldwstr

(Optional)TABLE_path

(Optional)pathnr

(Optional)best

(Optional)status

(Optional)type

(Optional)statuscode

(Optional)bestcode
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(Optional)typecode

(Optional)ipnexthop

(Optional)neighbor

(Optional)neighborid

(Optional)metric

(Optional)localpref

(Optional)weight

(Optional)existpath

(Optional)aspath

(Optional)origin

(Optional)source

(Optional)policyincomplete

(Optional)pathvalid

(Optional)pathbest

(Optional)pathdeleted

(Optional)pathstaled

(Optional)pathhistory

(Optional)pathmultipath

(Optional)pathovermaxaslimit

(Optional)pathnolabeledrnh

(Optional)nexthopmetric

(Optional)aggregator

(Optional)aggregatoras

(Optional)inlabel

(Optional)originflag

(Optional)vpn

(Optional)hold_down

(Optional)outlabel

(Optional)flappenalty
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(Optional)dampenedtime

(Optional)flaps

(Optional)flaptime

(Optional)flapflags

(Optional)flapindex

(Optional)flaphalflife

(Optional)flapreuse

(Optional)flapsuppress

(Optional)flapmax

(Optional)con_type

(Optional)con_len

(Optional)con_rd

(Optional)con_ip

(Optional)mdt_grp_addr

(Optional)evpn-esi

(Optional)link-state-attr

(Optional)link-state-attr-len

(Optional)TABLE_community

(Optional)community

(Optional)TABLE_extcommunity

(Optional)extcommunity

(Optional)originatorid

(Optional)TABLE_clusterlist

(Optional)clusterlist

(Optional)remotenh

(Optional)remotenh_encap

(Optional)remotenh_vnid

(Optional)remotenh_mac

(Optional)pmsi
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(Optional)psid_len

(Optional)psid_lindx_len

(Optional)psid_lindx_flag

(Optional)psid_lindx

(Optional)psid_v6sid_len

(Optional)psid_origsrgb_len

(Optional)psid_origsrgb_flag

(Optional)psid_origsrgb_base

(Optional)psid_origsrgb_end

Command Mode

• /exec
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show bgp dampening flap-statistics
show bgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] { ipv4 { unicast |
multicast } | ipv6 { unicast | multicast } | ipv4 mdt [ rd { <ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> }
] | vpnv4 unicast [ rd { <ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | vpnv6 unicast [ rd {
<ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | ipv6 labeled-unicast | link-state | l2vpn vpls [ rd {
<ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | ipv4 mvpn [ rd { <ext-comm-rd-aa2nn4> |
<ext-comm-rd-aa4nn2> } ] | ipv6 mvpn [ rd { <ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | l2vpn
evpn [ rd { <ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | ipv4 labeled-unicast | all } dampening
flap-statistics [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] [ __readonly__
TABLE_vrf <vrf-name-out> TABLE_afi <afi> TABLE_safi <safi> <af-name> [ TABLE_rd [ <rd_val> [
<rd_vrf> ] [ <rd_vniid> ] ] [ <dampeningenabled> <historypaths> <dampenedpaths> ] [ TABLE_prefix {
<ipprefix> | <ipv6prefix> | <nonipprefix> } [ <status> ] [ <pathtype> ] [ <peer> | <ipv6peer> ] [ <flapcount>
] [ <duration> ] [ <reuse> ] [ <penalty> ] [ <suppresslimit> ] [ <reuselimit> ] [ <best> ] ] ] ]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display dampening infodampening

Display flap statistics for routesflap-statistics

(Optional) Display information for a route distinguisherrd

(Optional) VPN route distinguisher in aa4:nn or ip:nn formatext-comm-rd-aa4nn2

(Optional) VPN route distinguisher in aa:nn formatext-comm-rd-aa2nn4

Display BGP information for IPv4 address familyipv4

Display BGP information for IPv6 address familyipv6

Display BGP information for VPNv4 address familyvpnv4

Display BGP information for VPNv6 address familyvpnv6

Display BGP information for unicast address familyunicast

Display BGP information for multicast address familymulticast

Display BGP information for multicast distribution treemdt

Display BGP information for labeled-unicast address familylabeled-unicast

Display BGP information for link-state address familylink-state
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Display BGP information for L2VPN address familyl2vpn

Display BGP information for L2VPN VPLS address familyvpls

Display BGP information for MVPN address familymvpn

Display BGP information for L2VPN EVPN address familyevpn

Display BGP information for all address familiesall

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)TABLE_afi

(Optional)afi

(Optional)TABLE_safi

(Optional)safi

(Optional)af-name

(Optional)TABLE_rd

(Optional)rd_val

(Optional)rd_vrf

(Optional)rd_vniid

(Optional)dampeningenabled

(Optional)historypaths

(Optional)dampenedpaths

(Optional)TABLE_prefix

(Optional)ipprefix

(Optional)nonipprefix

(Optional)status

(Optional)best

(Optional)pathtype

(Optional)peer

(Optional)flapcount

(Optional)duration
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(Optional)reuse

(Optional)penalty

(Optional)suppresslimit

(Optional)reuselimit

Command Mode

• /exec
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show bgp dampening parameters
show bgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] { ipv4 { unicast |
multicast } | ipv6 { unicast | multicast } | ipv4 mdt [ rd { <ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> }
] | vpnv4 unicast [ rd { <ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | vpnv6 unicast [ rd {
<ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | ipv6 labeled-unicast | link-state | l2vpn vpls [ rd {
<ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | ipv4 mvpn [ rd { <ext-comm-rd-aa2nn4> |
<ext-comm-rd-aa4nn2> } ] | ipv6 mvpn [ rd { <ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | l2vpn
evpn [ rd { <ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | ipv4 labeled-unicast | all } dampening
parameters [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] [ __readonly__
TABLE_vrf <vrf-name-out> TABLE_afi <afi> TABLE_safi <safi> <af-name> [ TABLE_rd [ <rd_val> ] [
<rd_vrf> ] [ <rd_vniid> ] [ <rpmname> ] [ TABLE_rpm<rpmindex> <rpmdamphalflife> <rpmdampsuppress>
<rpmdampreuse> <rpmdampsuppresstime> <rpmdampmaxpenalty> ] [ <dampconfigured> <damphalflife>
<dampsuppress> <dampreuse> <dampsuppresstime> <dampmaxpenalty> ] ] ]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display dampening infodampening

Display dampening parametersparameters

(Optional) Display information for a route distinguisherrd

(Optional) VPN route distinguisher in aa4:nn or ip:nn formatext-comm-rd-aa4nn2

(Optional) VPN route distinguisher in aa:nn formatext-comm-rd-aa2nn4

Display BGP information for IPv4 address familyipv4

Display BGP information for IPv6 address familyipv6

Display BGP information for VPNv4 address familyvpnv4

Display BGP information for VPNv6 address familyvpnv6

Display BGP information for unicast address familyunicast

Display BGP information for multicast address familymulticast

Display BGP information for multicast distribution treemdt

Display BGP information for labeled-unicast address familylabeled-unicast

Display BGP information for link-state address familylink-state
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Display BGP information for L2VPN address familyl2vpn

Display BGP information for L2VPN VPLS address familyvpls

Display BGP information for MVPN address familymvpn

Display BGP information for L2VPN EVPN address familyevpn

Display BGP information for all address familiesall

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)TABLE_afi

(Optional)afi

(Optional)TABLE_safi

(Optional)safi

(Optional)af-name

(Optional)TABLE_rd

(Optional)rd_val

(Optional) VRF RDrd_vrf

(Optional)rd_vniid

(Optional)TABLE_rpm

(Optional)rpmname

(Optional)rpmindex

(Optional)rpmdamphalflife

(Optional)rpmdampsuppress

(Optional)rpmdampreuse

(Optional)rpmdampsuppresstime

(Optional)rpmdampmaxpenalty

(Optional)dampconfigured

(Optional)damphalflife

(Optional)dampsuppress

(Optional)dampreuse
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(Optional)dampsuppresstime

(Optional)dampmaxpenalty

Command Mode

• /exec
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show bgp default-info
show bgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] { ipv4 { unicast |
multicast } | ipv6 { unicast | multicast } | all } default-info [ vrf { <vrf-name> | <vrf-known-name> |
ALL_VRFS_012345678901234 } ]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display information about default routesdefault-info

Display BGP information for IPv4 address familyipv4

Display BGP information for IPv6 address familyipv6

Display BGP information for unicast address familyunicast

Display BGP information for multicast address familymulticast

Display BGP information for all address familiesall

Command Mode

• /exec
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show bgp event-history
show bgp [ internal ] event-history { <bgp-event-hist> | events | errors | msgs | detail | periodic | objstore }

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

(Optional) Commands for internal useinternal

Show various event logs of BGPevent-history

Show BGP event logbgp-event-hist

Show detailed event logsdetail

Show event logs of BGPevents

Show error logs of BGPerrors

Show various message logs of BGPmsgs

Show objstore logs of BGPobjstore

Show periodic logs of BGPperiodic

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
114

All Show Commands
show bgp event-history



show bgp extcommunity
show bgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] { ipv4 { unicast |
multicast } | ipv6 { unicast | multicast } | ipv4 mdt [ rd { <ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> }
] | vpnv4 unicast [ rd { <ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | vpnv6 unicast [ rd {
<ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | ipv6 labeled-unicast | link-state | l2vpn vpls [ rd {
<ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | ipv4 mvpn [ rd { <ext-comm-rd-aa2nn4> |
<ext-comm-rd-aa4nn2> } ] | ipv6 mvpn [ rd { <ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | l2vpn
evpn [ rd { <ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | ipv4 labeled-unicast | all } extcommunity
{ <regexp-str> | { { 4byteas-generic { transitive <ext-comm-gen-trans> | non-transitive
<ext-comm-gen-nontrans> } } + [ exact-match ] } } [ vrf { <vrf-name> | <vrf-known-name> |
ALL_VRFS_012345678901234 } ] [ __readonly__TABLE_vrf <vrf-name-out>TABLE_afi <afi> TABLE_safi
<safi> <af-name> [ <table-version> <router-id> ] [ TABLE_rd [ <rd_val> [ <rd_vrf> ] [ <rd_vniid> ] ] [
TABLE_prefix { <ipprefix> | <ipv6prefix> | <nonipprefix> } [ <prefixversion> <totalpaths> <bestpathnr> [
<on-newlist> <on-xmitlist> <suppressed> <needsresync> <locked> ] [ <export-on-newlist>
<export-on-xmitlist> ] [ <locallabel> ] [ <labelhldwstr> ] [ <mpath> ] ] { TABLE_path <pathnr> { { <status>
<best> <type> <statuscode> <bestcode> <typecode> { <ipnexthop> | <ipv6nexthop> } { { <inlabel> <outlabel>
<vpn> <hold_down> } | { <localpref> <weight> <aspath> <origin> [ <metric> ] } } } | { [ <policyincomplete>
<pathvalid> <pathbest> <pathdeleted> <pathstaled> <pathhistory> <pathovermaxaslimit> <pathmultipath>
<pathnolabeledrnh> ] [ <existpath> ] [ <aspath> <source> ] { <ipnexthop> | <ipv6nexthop> } <nexthopmetric>
{ <neighbor> | <ipv6neighbor> } <neighborid> <origin> [ <metric> ] <localpref> <weight> [ <aggregator>
<aggregatoras> ] [ <inlabel> ] [ <originflag> ] [ { TABLE_community <community> } ] [ {
TABLE_extcommunity <extcommunity> } ] [ <originatorid> { TABLE_clusterlist <clusterlist> } ] [
<flappenalty> <dampenedtime> <flaps> <flaptime> <flapflags> <flapindex> <flaphalflife> <flapreuse>
<flapsuppress> <flapmax> ] [ <con_type> <con_len> <con_rd> <con_ip> ] [ <psid_len> [ <psid_lindx_len>
<psid_lindx_flag> <psid_lindx> ] [ <psid_v6sid_len> <psid_v6sid> ] [ <psid_origsrgb_len>
<psid_origsrgb_flag> <psid_origsrgb_base> <psid_origsrgb_end> ] ] [ <remotenh> <remotenh_encap>
<remotenh_vnid> <remotenh_mac> ] [ <pmsi> ] [ <evpn-esi> ] [ <link-state-attr> <link-state-attr-len> ] [
<mdt_grp_addr> ] } } } [ TABLE_advertisedto <advertisedto> ] [ TABLE_scheduledto <scheduledto> ] ] ]
]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for a route distinguisherrd

(Optional) VPN route distinguisher in aa4:nn or ip:nn formatext-comm-rd-aa4nn2

(Optional) VPN route distinguisher in aa:nn formatext-comm-rd-aa2nn4

Display BGP information for IPv4 address familyipv4

Display BGP information for IPv6 address familyipv6
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Display BGP information for VPNv4 address familyvpnv4

Display BGP information for VPNv6 address familyvpnv6

Display BGP information for unicast address familyunicast

Display BGP information for multicast address familymulticast

Display BGP information for multicast distribution treemdt

Display BGP information for link-state address familylink-state

Display BGP information for labeled-unicast address familylabeled-unicast

Display BGP information for L2VPN address familyl2vpn

Display BGP information for L2VPN VPLS address familyvpls

Display BGP information for MVPN address familymvpn

Display BGP information for L2VPN EVPN address familyevpn

Display BGP information for all address familiesall

Display routes matching the BGP extcommunitiesextcommunity

Generic extended community4byteas-generic

Regular expression to match the extcommunitiesregexp-str

Transitive extcommunitytransitive

Non-Transitive extcommunitynon-transitive

Extcommunity number aa4:nn formatext-comm-gen-trans

Extcommunity number aa4:nn formatext-comm-gen-nontrans

(Optional) Exact match of the extcommunitiesexact-match

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)TABLE_afi

(Optional)afi

(Optional)TABLE_safi

(Optional)safi

(Optional)af-name

(Optional)table-version
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(Optional)router-id

(Optional)TABLE_rd

(Optional)rd_val

(Optional)rd_vrf

(Optional)rd_vniid

(Optional)TABLE_prefix

(Optional)ipprefix

(Optional)nonipprefix

(Optional)totalpaths

(Optional)bestpathnr

(Optional)mpath

(Optional)TABLE_advertisedto

(Optional)advertisedto

(Optional)TABLE_scheduledto

(Optional)scheduledto

(Optional)prefixversion

(Optional)on-newlist

(Optional)on-xmitlist

(Optional)suppressed

(Optional)needsresync

(Optional)locked

(Optional)export-on-newlist

(Optional)export-on-xmitlist

(Optional)locallabel

(Optional)labelhldwstr

(Optional)TABLE_path

(Optional)pathnr

(Optional)best

(Optional)status
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(Optional)type

(Optional)statuscode

(Optional)bestcode

(Optional)typecode

(Optional)ipnexthop

(Optional)neighbor

(Optional)neighborid

(Optional)metric

(Optional)localpref

(Optional)weight

(Optional)existpath

(Optional)aspath

(Optional)origin

(Optional)source

(Optional)policyincomplete

(Optional)pathvalid

(Optional)pathbest

(Optional)pathdeleted

(Optional)pathstaled

(Optional)pathhistory

(Optional)pathmultipath

(Optional)pathovermaxaslimit

(Optional)pathnolabeledrnh

(Optional)nexthopmetric

(Optional)aggregator

(Optional)aggregatoras

(Optional)inlabel

(Optional)originflag

(Optional)vpn
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(Optional)hold_down

(Optional)outlabel

(Optional)flappenalty

(Optional)dampenedtime

(Optional)flaps

(Optional)flaptime

(Optional)flapflags

(Optional)flapindex

(Optional)flaphalflife

(Optional)flapreuse

(Optional)flapsuppress

(Optional)flapmax

(Optional)con_type

(Optional)con_len

(Optional)con_rd

(Optional)con_ip

(Optional)mdt_grp_addr

(Optional)evpn-esi

(Optional)link-state-attr

(Optional)link-state-attr-len

(Optional)TABLE_community

(Optional)community

(Optional)TABLE_extcommunity

(Optional)extcommunity

(Optional)originatorid

(Optional)TABLE_clusterlist

(Optional)clusterlist

(Optional)remotenh

(Optional)remotenh_encap
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(Optional)remotenh_vnid

(Optional)remotenh_mac

(Optional)pmsi

(Optional)psid_len

(Optional)psid_lindx_len

(Optional)psid_lindx_flag

(Optional)psid_lindx

(Optional)psid_v6sid_len

(Optional)psid_origsrgb_len

(Optional)psid_origsrgb_flag

(Optional)psid_origsrgb_base

(Optional)psid_origsrgb_end

Command Mode

• /exec
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show bgp l3vpn
show bgp l3vpn [ detail ] [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] [
__readonly__ TABLE_vrf <vrf-name-out> [ <vrf-id> ] [ <vrf-rd> ] [ <vrf-state> ] [ <vrf-state-rsn> ] [
<vrf-pending-rd> ] [ { TABLE_af <af-id> [ <af-name> ] [ <af-table-id> ] [ <af-state> ] [ <af-state-rsn> ] [
<af-num-peers> ] [ <af-num-active-peers> ] [ <af-peer-routes> ] [ <af-peer-paths> ] [ <af-peer-networks> ]
[ <af-peer-aggregates> ] [ <af-export-rmap> ] [ <af-import-rmap> ] [ <af-retain-rt> ] [ TABLE_export_rt
<export-rt> ] [ TABLE_import_rt <import-rt> ] [ TABLE_evpn_export_rt <evpn-export-rt> ] [
TABLE_evpn_import_rt <evpn-import-rt> ] [ <af-label-mode> ] [ <af-aggregate-label> ] } ] ]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

BGP l3vpn informationl3vpn

(Optional) Virtual Router Contextvrf

(Optional) Detailed informationdetail

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Read Only__readonly__

(Optional)TABLE_vrf

(Optional) VRF namevrf-name-out

(Optional) VRF IDvrf-id

(Optional) VRF Statevrf-state

(Optional) VRF State Reasonvrf-state-rsn

(Optional) VRF RDvrf-rd

(Optional) VRF pending RDvrf-pending-rd

(Optional)TABLE_af

(Optional) AF IDaf-id

(Optional) AF tableaf-table-id

(Optional) AF table nameaf-name

(Optional) AF table stateaf-state

(Optional) AF table state reasonaf-state-rsn

(Optional) No. of peersaf-num-peers
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(Optional) No. of active peersaf-num-active-peers

(Optional) No. of peer routesaf-peer-routes

(Optional) No. of peer pathsaf-peer-paths

(Optional) No. of peer networksaf-peer-networks

(Optional) No. of aggregatesaf-peer-aggregates

(Optional) Export route-mapaf-export-rmap

(Optional) Import route-mapaf-import-rmap

(Optional) Retain RTaf-retain-rt

(Optional)TABLE_export_rt

(Optional) Export route targetexport-rt

(Optional)TABLE_import_rt

(Optional) Import route targetimport-rt

(Optional)TABLE_evpn_export_rt

(Optional) Export EVPN route targetevpn-export-rt

(Optional)TABLE_evpn_import_rt

(Optional) Import EVPN route targetevpn-import-rt

(Optional) Label allocation modeaf-label-mode

(Optional) Aggregate Labelaf-aggregate-label

Command Mode

• /exec
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show bgp neighbors
show bgp { { [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] { ipv4 { unicast
| multicast } | ipv6 { unicast | multicast } | all } } | vpnv4 unicast | vpnv6 unicast | ipv6 labeled-unicast | ipv4
labeled-unicast | l2vpn evpn } neighbors { <neighbor-id> | <ipv6-neighbor-id> } { routes [ advertised | received
| dampened ] | advertised-routes | received-routes } [ vrf { <vrf-name> | <vrf-known-name> |
ALL_VRFS_012345678901234 } ] [ __readonly__TABLE_vrf <vrf-name-out>TABLE_afi <afi> TABLE_safi
<safi> <af-name> [ <table-version> <router-id> ] [ TABLE_rd [ <rd_val> [ <rd_vrf> ] [ <rd_vniid> ] ] [
TABLE_prefix { <ipprefix> | <ipv6prefix> | <nonipprefix> } [ <prefixversion> <totalpaths> <bestpathnr> [
<on-newlist> <on-xmitlist> <suppressed> <needsresync> <locked> ] [ <export-on-newlist>
<export-on-xmitlist> ] [ <locallabel> ] [ <labelhldwstr> ] [ <mpath> ] ] { TABLE_path <pathnr> { { <status>
<best> <type> <statuscode> <bestcode> <typecode> { <ipnexthop> | <ipv6nexthop> } { { <inlabel> <outlabel>
<vpn> <hold_down> } | { <localpref> <weight> <aspath> <origin> [ <metric> ] } } } | { [ <policyincomplete>
<pathvalid> <pathbest> <pathdeleted> <pathstaled> <pathhistory> <pathovermaxaslimit> <pathmultipath>
<pathnolabeledrnh> ] [ <existpath> ] [ <aspath> <source> ] { <ipnexthop> | <ipv6nexthop> } <nexthopmetric>
{ <neighbor> | <ipv6neighbor> } <neighborid> <origin> [ <metric> ] <localpref> <weight> [ <aggregator>
<aggregatoras> ] [ <inlabel> ] [ <originflag> ] [ { TABLE_community <community> } ] [ {
TABLE_extcommunity <extcommunity> } ] [ <originatorid> { TABLE_clusterlist <clusterlist> } ] [
<flappenalty> <dampenedtime> <flaps> <flaptime> <flapflags> <flapindex> <flaphalflife> <flapreuse>
<flapsuppress> <flapmax> ] [ <con_type> <con_len> <con_rd> <con_ip> ] [ <psid_len> [ <psid_lindx_len>
<psid_lindx_flag> <psid_lindx> ] [ <psid_v6sid_len> <psid_v6sid> ] [ <psid_origsrgb_len>
<psid_origsrgb_flag> <psid_origsrgb_base> <psid_origsrgb_end> ] ] [ <remotenh> <remotenh_encap>
<remotenh_vnid> <remotenh_mac> ] [ <pmsi> ] [ <evpn-esi> ] [ <link-state-attr> <link-state-attr-len> ] [
<mdt_grp_addr> ] } } } [ TABLE_advertisedto <advertisedto> ] [ TABLE_scheduledto <scheduledto> ] ] ]
]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display all configured BGP neighborsneighbors

Display one particular BGP neighborneighbor-id

Display BGP information for IPv4 address familyipv4

Display BGP information for VPNv4 address familyvpnv4

Display BGP information for VPNv6 address familyvpnv6

Display BGP information for labeled-unicast address familylabeled-unicast

Display BGP information for IPv6 address familyipv6

Display BGP information for unicast address familyunicast
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Display BGP information for multicast address familymulticast

Display BGP information for all address familiesall

Display BGP information for L2VPN address familyl2vpn

Display BGP information for L2VPN EVPN address familyevpn

Display all routes advertised/received to/from peerroutes

(Optional) Display all routes advertised to this peeradvertised

(Optional) Display all routes received from this peerreceived

Display all the routes advertised to this peeradvertised-routes

Display all the routes received from this peerreceived-routes

(Optional) Display all dampened routes received from this peerdampened

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)TABLE_afi

(Optional)afi

(Optional)TABLE_safi

(Optional)safi

(Optional)af-name

(Optional)table-version

(Optional)router-id

(Optional)TABLE_rd

(Optional)rd_val

(Optional)rd_vrf

(Optional)rd_vniid

(Optional)TABLE_prefix

(Optional)ipprefix

(Optional)nonipprefix

(Optional)totalpaths

(Optional)bestpathnr
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(Optional)mpath

(Optional)TABLE_advertisedto

(Optional)advertisedto

(Optional)TABLE_scheduledto

(Optional)scheduledto

(Optional)prefixversion

(Optional)on-newlist

(Optional)on-xmitlist

(Optional)suppressed

(Optional)needsresync

(Optional)locked

(Optional)export-on-newlist

(Optional)export-on-xmitlist

(Optional)locallabel

(Optional)labelhldwstr

(Optional)TABLE_path

(Optional)pathnr

(Optional)best

(Optional)status

(Optional)type

(Optional)statuscode

(Optional)bestcode

(Optional)typecode

(Optional)ipnexthop

(Optional)neighbor

(Optional)neighborid

(Optional)metric

(Optional)localpref

(Optional)weight
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(Optional)existpath

(Optional)aspath

(Optional)origin

(Optional)source

(Optional)policyincomplete

(Optional)pathvalid

(Optional)pathbest

(Optional)pathdeleted

(Optional)pathstaled

(Optional)pathhistory

(Optional)pathmultipath

(Optional)pathovermaxaslimit

(Optional)pathnolabeledrnh

(Optional)nexthopmetric

(Optional)aggregator

(Optional)aggregatoras

(Optional)inlabel

(Optional)originflag

(Optional)vpn

(Optional)hold_down

(Optional)outlabel

(Optional)flappenalty

(Optional)dampenedtime

(Optional)flaps

(Optional)flaptime

(Optional)flapflags

(Optional)flapindex

(Optional)flaphalflife

(Optional)flapreuse
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(Optional)flapsuppress

(Optional)flapmax

(Optional)con_type

(Optional)con_len

(Optional)con_rd

(Optional)con_ip

(Optional)mdt_grp_addr

(Optional)evpn-esi

(Optional)link-state-attr

(Optional)link-state-attr-len

(Optional)TABLE_community

(Optional)community

(Optional)TABLE_extcommunity

(Optional)extcommunity

(Optional)originatorid

(Optional)TABLE_clusterlist

(Optional)clusterlist

(Optional)remotenh

(Optional)remotenh_encap

(Optional)remotenh_vnid

(Optional)remotenh_mac

(Optional)pmsi

(Optional)psid_len

(Optional)psid_lindx_len

(Optional)psid_lindx_flag

(Optional)psid_lindx

(Optional)psid_v6sid_len

(Optional)psid_origsrgb_len

(Optional)psid_origsrgb_flag
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(Optional)psid_origsrgb_base

(Optional)psid_origsrgb_end

Command Mode

• /exec
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show bgp neighbors
show bgp { { [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] { ipv4 { unicast
| multicast } | ipv6 { unicast | multicast } | all } } | vpnv4 unicast | vpnv6 unicast | ipv6 labeled-unicast |
link-state | l2vpn vpls | l2vpn evpn | ipv4 mvpn | ipv6 mvpn | ipv4 labeled-unicast } neighbors [ { <neighbor-id>
| <ipv6-neighbor-id> | <neighbor-prefix-id> | <ipv6-neighbor-prefix-id> } ] [ vrf { <vrf-name> |
<vrf-known-name> | ALL_VRFS_012345678901234 } ] [ __readonly__ [ TABLE_neighbor { <neighbor>
| <ipv6neighbor> | <templatepeer> | <ipv4prefixneighbor> | <ipv6prefixneighbor> } [ <remoteas> ] [ <localas>
] <link> [ <peertype> ] [ <index> ] [ TABLE_peer <peer> ] [ <maxprefixpeers> ] [ <configpeer> ] [
<inherit-template> ] [ <inherit-session-template> ] [ { <prefix-parent> | <ipv6prefix-parent> } ] [ <description>
] [ <version> <remote-id> <state> <up> <elapsedtime> [ <restarttime> ] ] [ <sourceif> ] [ <connectedif> ] [
<connectedcheck> ] [ <lowmemexempt> ] [ <bfd> ] [ <ttlsecurity> ] [ <ttllimit> ] [ <password> ] [
<passiveonly> ] [ <activepeers> <closingpeers> <maxconcurrentpeers> ] [ <allocatedpeers> ] [
<totalpeersaccepted> ] [ <localas-inactive> ] <remove-privateas> { { <lastread> <holdtime> <keepalivetime>
<lastwrite> [ <keepalive> ] <msgrecvd> <notificationsrcvd> <recvbufbytes> <msgsent> <notificationssent>
<sentbytesoutstanding> <connsestablished> <connsdropped> [ <connattempts> ] { { <peerresettime>
<peerresetreason> <resettime> <resetreason> } | { <resettime> <resetreason> <peerresettime>
<peerresetreason> } } [ <capsnegotiated> <capmpadvertised> [ <caprefreshadvertised>
<capgrdynamicadvertised> ] [ <capmprecvd> <caprefreshrecvd> <capgrdynamicrecvd> ] [
<capolddynamicadvertised> <capolddynamicrecvd> <caprradvertised> <caprrrecvd> <capoldrradvertised>
<capoldrrrecvd> <capas4advertised> <capas4recvd> ] [ { TABLE_af <af-afi> TABLE_saf <af-safi>
<af-advertised> <af-recvd> <af-name> } ] [ <capgradvertised> <capgrrecvd> ] [ { TABLE_graf <gr-afi>
TABLE_grsaf <gr-safi> <gr-af-name> <gr-adv> <gr-recv> <gr-fwd> } ] [ <grrestarttime> <grstaletime> ] [
<grrecvdrestarttime> ] [ [ { TABLE_addpathscapaf <addpathscap-afi> TABLE_addpathscapsaf
<addpathscap-safi> <addpathscap-af-name> <addpathssendcap-adv> <addpathsrecvcap-adv>
<addpathssendcap-recv> <addpathsrecvcap-recv> } ] [ <capaddpathsadvertised> <capaddpathsrecvd> ] ] [
<capextendednhadvertised> <capextendednhrecvd> ] [ { TABLE_capextendednhaf <capextendednh-afi>
TABLE_capextendednhsaf <capextendednh-safi> <capextendednh-af-name> } ] ] } | { [ <configholdtime>
<configkeepalivetime> ] } } [ <epe> ] [ <epe-adj-sids> ] [ <epe-peer-rpc-set> ] [ <epe-peer-sid> ] [
<epe-peer-set-name> ] [ <epe-peer-set-rpc-set> ] [ <epe-peer-set-sid> ] [ { TABLE_epe-adj { {
<epe-adj-ip-local> <epe-adj-ip-remote> } | { <epe-adj-ipv6-local> <epe-adj-ipv6-remote> } } [
<epe-adj-ifindex> <epe-adj-rpc-set> <epe-adj-sid> ] } ] [ <grstate> <grexpiry> ] [ <firstkeepalive> ] [
<openssent> <opensrecvd> <updatessent> <updatesrecvd> <keepalivesent> <keepaliverecvd> <rtrefreshsent>
<rtrefreshrecvd> <capabilitiessent> <capabilitiesrecvd> <bytessent> <bytesrecvd> ] [ TABLE_peraf <per-afi>
TABLE_persaf <per-safi> <per-af-name> [ <tableversion> ] [ <neighbortableversion> ] [ <pfxrecvd> ] [
<pfxbytes> ] [ <pfxsent> ] [ <conditionmap> <advertisemap> <advertisemapstatus> ] <insoftreconfigallowed>
[ <insoftreconfigallowedalways> ] [ <sendcommunity> ] [ <sendextcommunity> ] [ { <localnexthop> |
<ipv6localnexthop> } ] [ <thirdpartynexthop> ] [ <maxpfx> ] [ <maxpfx_threshold> ] [ <soo> ] [ <weight>
] [ <allowasin> ] <asoverride> <peerascheckdisabled> [ <vplssignalingprotocol> ] [ { TABLE_inpolicy
<inpolicynr> <inpolicytype> <inpolicyname> [ <inpolicyhandle> ] } ] [ { TABLE_outpolicy <outpolicynr>
<outpolicytype> <outpolicyname> [ <outpolicyhandle> ] } ] [ <rrconfigured> ] [ <defaultoriginate> ] [
<defaultoriginatermap> ] [ <defaultsent> ] [ <grpathssaved> ] [ <grEoRrecvd> ] [ <grEoRtime> ] [
<unsuppress-map> ] [ { TABLE_policy_template <preference> <inherit-policy-template> } ] ] [ [ <threadid>
] [ <passivethreadid> <passivefd> ] [ { <localaddr> | <ipv6localaddr> } <localport> { <remoteaddr> |
<ipv6remoteaddr> } <remoteport> <fd> ] ] ] ]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp
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(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display all configured BGP neighborsneighbors

(Optional) Display one particular BGP neighborneighbor-id

(Optional) Display details for a prefix peeringneighbor-prefix-id

Display BGP information for IPv4 address familyipv4

Display BGP information for VPNv4 address familyvpnv4

Display BGP information for VPNv6 address familyvpnv6

Display BGP information for IPv6 address familyipv6

Display BGP information for unicast address familyunicast

Display BGP information for multicast address familymulticast

Display BGP information for labeled-unicast address familylabeled-unicast

Display BGP information for link-state address familylink-state

Display BGP information for L2VPN address familyl2vpn

Display BGP information for L2VPN VPLS address familyvpls

Display BGP information for MVPN address familymvpn

Display BGP information for L2VPN EVPN address familyevpn

Display BGP information for all address familiesall

(Optional)__readonly__

(Optional)TABLE_neighbor

(Optional)neighbor

(Optional)templatepeer

(Optional)ipv4prefixneighbor

(Optional)remoteas

(Optional)localas

(Optional)link

(Optional)index

(Optional)TABLE_peer

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
130

All Show Commands
show bgp neighbors



(Optional)peer

(Optional)maxprefixpeers

(Optional)configpeer

(Optional)inherit-template

(Optional)inherit-session-template

(Optional)prefix-parent

(Optional)description

(Optional)version

(Optional)remote-id

(Optional)state

(Optional)up

(Optional)elapsedtime

(Optional)restarttime

(Optional)peertype

(Optional)sourceif

(Optional)connectedif

(Optional)connectedcheck

(Optional)lowmemexempt

(Optional)bfd

(Optional)ttlsecurity

(Optional)ttllimit

(Optional)localas-inactive

(Optional)passiveonly

(Optional)activepeers

(Optional)closingpeers

(Optional)maxconcurrentpeers

(Optional)allocatedpeers

(Optional)totalpeersaccepted

(Optional)password
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(Optional)remove-privateas

(Optional)lastread

(Optional)holdtime

(Optional)keepalivetime

(Optional)lastwrite

(Optional)keepalive

(Optional)msgrecvd

(Optional)notificationsrcvd

(Optional)recvbufbytes

(Optional)msgsent

(Optional)notificationssent

(Optional)sentbytesoutstanding

(Optional)connsestablished

(Optional)connsdropped

(Optional)connattempts

(Optional)peerresettime

(Optional)peerresetreason

(Optional)resettime

(Optional)resetreason

(Optional)configholdtime

(Optional)configkeepalivetime

(Optional)grstate

(Optional)grexpiry

(Optional)firstkeepalive

(Optional)epe

(Optional)epe-adj-sids

(Optional)epe-peer-rpc-set

(Optional)epe-peer-sid

(Optional)epe-peer-set-name
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(Optional)epe-peer-set-rpc-set

(Optional)epe-peer-set-sid

(Optional)TABLE_epe-adj

(Optional)epe-adj-ip-local

(Optional)epe-adj-ip-remote

(Optional)epe-adj-ifindex

(Optional)epe-adj-rpc-set

(Optional)epe-adj-sid

(Optional)openssent

(Optional)opensrecvd

(Optional)updatessent

(Optional)updatesrecvd

(Optional)keepalivesent

(Optional)keepaliverecvd

(Optional)rtrefreshsent

(Optional)rtrefreshrecvd

(Optional)capabilitiessent

(Optional)capabilitiesrecvd

(Optional)bytessent

(Optional)bytesrecvd

(Optional)threadid

(Optional)fd

(Optional)passivethreadid

(Optional)passivefd

(Optional)localaddr

(Optional)localport

(Optional)remoteaddr

(Optional)remoteport

(Optional)capsnegotiated
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(Optional)capmpadvertised

(Optional)capgrdynamicadvertised

(Optional)capaddpathsadvertised

(Optional)caprefreshadvertised

(Optional)capmprecvd

(Optional)capgrdynamicrecvd

(Optional)capaddpathsrecvd

(Optional)caprefreshrecvd

(Optional)capolddynamicadvertised

(Optional)capolddynamicrecvd

(Optional)caprradvertised

(Optional)caprrrecvd

(Optional)capoldrradvertised

(Optional)capoldrrrecvd

(Optional)capas4advertised

(Optional)capas4recvd

(Optional)TABLE_af

(Optional)af-afi

(Optional)TABLE_saf

(Optional)af-safi

(Optional)af-advertised

(Optional)af-recvd

(Optional)af-name

(Optional)capgradvertised

(Optional)capgrrecvd

(Optional)TABLE_graf

(Optional)gr-afi

(Optional)TABLE_grsaf

(Optional)gr-safi
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(Optional)gr-af-name

(Optional)gr-adv

(Optional)gr-recv

(Optional)gr-fwd

(Optional)grrestarttime

(Optional)grstaletime

(Optional)grrecvdrestarttime

(Optional)TABLE_addpathscapaf

(Optional)addpathscap-afi

(Optional)TABLE_addpathscapsaf

(Optional)addpathscap-safi

(Optional)addpathscap-af-name

(Optional)addpathssendcap-adv

(Optional)addpathsrecvcap-adv

(Optional)addpathssendcap-recv

(Optional)addpathsrecvcap-recv

(Optional)capextendednhadvertised

(Optional)capextendednhrecvd

(Optional)TABLE_capextendednhaf

(Optional)capextendednh-afi

(Optional)TABLE_capextendednhsaf

(Optional)capextendednh-safi

(Optional)capextendednh-af-name

(Optional)TABLE_peraf

(Optional)per-afi

(Optional)TABLE_persaf

(Optional)per-safi

(Optional)per-af-name

(Optional)tableversion
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(Optional)neighbortableversion

(Optional)pfxrecvd

(Optional)pfxbytes

(Optional)pfxsent

(Optional)conditionmap

(Optional)advertisemap

(Optional)advertisemapstatus

(Optional)insoftreconfigallowed

(Optional)insoftreconfigallowedalways

(Optional)sendcommunity

(Optional)sendextcommunity

(Optional)maxpfx

(Optional)maxpfx_threshold

(Optional)localnexthop

(Optional)TABLE_inpolicy

(Optional)inpolicynr

(Optional)inpolicytype

(Optional)inpolicyname

(Optional)inpolicyhandle

(Optional)TABLE_outpolicy

(Optional)outpolicynr

(Optional)outpolicytype

(Optional)outpolicyname

(Optional)outpolicyhandle

(Optional)rrconfigured

(Optional)defaultoriginate

(Optional)defaultoriginatermap

(Optional)defaultsent

(Optional)grpathssaved
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(Optional)grEoRrecvd

(Optional)grEoRtime

(Optional)unsuppress-map

(Optional)thirdpartynexthop

(Optional)soo

(Optional)weight

(Optional)allowasin

(Optional)asoverride

(Optional)peerascheckdisabled

(Optional)vplssignalingprotocol

(Optional)TABLE_policy_template

(Optional)preference

(Optional)inherit-policy-template

Command Mode

• /exec
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show bgp neighbors commands
show bgp { { [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] { ipv4 { unicast
| multicast } | ipv6 { unicast | multicast } | all } } | vpnv4 unicast | vpnv6 unicast | l2vpn evpn } neighbors {
<neighbor-id> | <ipv6-neighbor-id> } commands [ vrf { <vrf-name> | <vrf-known-name> |
ALL_VRFS_012345678901234 } ] [ __readonly__ [ { TABLE_sesscmd <sessioncmd> <sessioncmdstatus>
[ <sessioncmdtemplate> ] } ] [ TABLE_af <af-afi> TABLE_saf <af-safi> <af-name> [ { TABLE_polcmd
<policycmd> <policycmdstatus> [ <policycmdtemplate> ] } ] ] ]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display one particular BGP neighborneighbor-id

Display BGP information for IPv4 address familyipv4

Display BGP information for IPv6 address familyipv6

Display BGP information for VPNv4 address familyvpnv4

Display BGP information for VPNv6 address familyvpnv6

Display BGP information for unicast address familyunicast

Display BGP information for multicast address familymulticast

Display BGP information for all address familiesall

Display BGP information for L2VPN address familyl2vpn

Display BGP information for L2VPN EVPN address familyevpn

Display all configured BGP neighborsneighbors

Display details on commandscommands

(Optional)__readonly__

(Optional)TABLE_sesscmd

(Optional)sessioncmd

(Optional)sessioncmdstatus

(Optional)sessioncmdtemplate
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(Optional)TABLE_af

(Optional)af-afi

(Optional)TABLE_saf

(Optional)af-safi

(Optional)af-name

(Optional)TABLE_polcmd

(Optional)policycmd

(Optional)policycmdstatus

(Optional)policycmdtemplate

Command Mode

• /exec
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show bgp neighbors flap-statistics
show bgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] { ipv4 { unicast |
multicast } | ipv6 { unicast | multicast } | all } neighbors { <neighbor-id> | <ipv6-neighbor-id> } flap-statistics
[ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] [ __readonly__ TABLE_vrf
<vrf-name-out> TABLE_afi <afi> TABLE_safi <safi> <af-name> [ TABLE_rd [ <rd_val> [ <rd_vrf> ] [
<rd_vniid> ] ] [ <dampeningenabled> <historypaths> <dampenedpaths> ] [ TABLE_prefix { <ipprefix> |
<ipv6prefix> | <nonipprefix> } [ <status> ] [ <pathtype> ] [ <peer> | <ipv6peer> ] [ <flapcount> ] [ <duration>
] [ <reuse> ] [ <penalty> ] [ <suppresslimit> ] [ <reuselimit> ] [ <best> ] ] ] ]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display all configured BGP neighborsneighbors

Display one particular BGP neighborneighbor-id

Display BGP information for IPv4 address familyipv4

Display BGP information for IPv6 address familyipv6

Display BGP information for unicast address familyunicast

Display BGP information for multicast address familymulticast

Display BGP information for all address familiesall

Display flap statistics for routes received from this peerflap-statistics

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)TABLE_afi

(Optional)afi

(Optional)TABLE_safi

(Optional)safi

(Optional)af-name

(Optional)TABLE_rd
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(Optional)rd_val

(Optional)rd_vrf

(Optional)rd_vniid

(Optional)dampeningenabled

(Optional)historypaths

(Optional)dampenedpaths

(Optional)TABLE_prefix

(Optional)ipprefix

(Optional)nonipprefix

(Optional)status

(Optional)best

(Optional)pathtype

(Optional)peer

(Optional)flapcount

(Optional)duration

(Optional)reuse

(Optional)penalty

(Optional)suppresslimit

(Optional)reuselimit

Command Mode

• /exec
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show bgp neighbors paths
show bgp { { [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] { ipv4 { unicast
| multicast } | ipv6 { unicast | multicast } | all } } | vpnv4 unicast | vpnv6 unicast | ipv6 labeled-unicast | ipv4
labeled-unicast | link-state | l2vpn evpn } neighbors { <neighbor-id> | <ipv6-neighbor-id> } paths [ vrf {
<vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] [ __readonly__ TABLE_vrf
<vrf-name-out> TABLE_afi <afi> TABLE_safi <safi> <af-name> [ TABLE_id <id> <hashvalue> <refcount>
<metric> <aspath> ] ]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display all configured BGP neighborsneighbors

Display one particular BGP neighborneighbor-id

Display BGP information for IPv4 address familyipv4

Display BGP information for VPNv4 address familyvpnv4

Display BGP information for VPNv6 address familyvpnv6

Display BGP information for IPv6 address familyipv6

Display BGP information for unicast address familyunicast

Display BGP information for multicast address familymulticast

Display BGP information for labeled-unicast address familylabeled-unicast

Display BGP information for link-state address familylink-state

Display BGP information for all address familiesall

Display BGP information for L2VPN address familyl2vpn

Display BGP information for L2VPN EVPN address familyevpn

Display AS paths learned from this peerpaths

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name-out
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(Optional)TABLE_afi

(Optional)afi

(Optional)TABLE_safi

(Optional)safi

(Optional)af-name

(Optional)TABLE_id

(Optional)id

(Optional)hashvalue

(Optional)refcount

(Optional)metric

(Optional)aspath

Command Mode

• /exec
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show bgp paths
show [ ip ] bgp paths [ __readonly__ TABLE_id <id> <hashvalue> <refcount> <metric> <aspath> <origin>
]

Syntax Description

Show running system informationshow

(Optional) Display IP informationip

Display BGP status and configurationbgp

Display Path informationpaths

(Optional)__readonly__

(Optional)TABLE_id

(Optional)id

(Optional)hashvalue

(Optional)refcount

(Optional)metric

(Optional)aspath

(Optional)origin

Command Mode

• /exec
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show bgp peer-template
show [ ip ] bgp peer-template [ <peer-template-name> ] [ __readonly__ { TABLE_neighbor <templatepeer>
[ <remoteas> ] [ <inherit-template> ] [ <inherit-session-template> ] [ { <prefix-parent> | <ipv6prefix-parent>
} ] [ <description> ] [ <sourceif> ] [ <connectedcheck> ] [ <lowmemexempt> ] [ <bfd> ] [ <ttlsecurity> ] [
<ttllimit> ] [ <password> ] [ <passiveonly> ] <localas-inactive> [ <remove-privateas> ] [ <configholdtime>
<configkeepalivetime> ] [ TABLE_peraf <per-afi> TABLE_persaf <per-safi> <per-af-name> [ <tableversion>
] [ <neighbortableversion> ] [ <pfxrecvd> ] [ <pfxbytes> ] [ <pfxsent> ] [ <conditionmap> <advertisemap>
<advertisemapstatus> ] <insoftreconfigallowed> [ <insoftreconfigallowedalways> ] [ <sendcommunity> ] [
<sendextcommunity> ] [ { <localnexthop> | <ipv6localnexthop> } ] [ <thirdpartynexthop> ] [ <maxpfx> ] [
<maxpfx_threshold> ] [ <soo> ] [ <weight> ] [ <allowasin> ] <asoverride> <peerascheckdisabled> [
<vplssignalingprotocol> ] [ { TABLE_inpolicy <inpolicynr> <inpolicytype> <inpolicyname> [
<inpolicyhandle> ] } ] [ { TABLE_outpolicy <outpolicynr> <outpolicytype> <outpolicyname> [
<outpolicyhandle> ] } ] [ <rrconfigured> ] [ <defaultoriginate> ] [ <defaultoriginatermap> ] [ <defaultsent>
] [ <grpathssaved> ] [ <grEoRrecvd> ] [ <grEoRtime> ] [ <unsuppress-map> ] [ { TABLE_policy_template
<preference> <inherit-policy-template> } ] ] [ TABLE_vrf <vrf-name> [ TABLE_inheritingpeer
<inheritingpeer> ] ] } ]

Syntax Description

Show running system informationshow

(Optional) Display IP informationip

Display BGP status and configurationbgp

Display information about a peer-templatepeer-template

(Optional) Peer-template namepeer-template-name

(Optional)__readonly__

(Optional)TABLE_neighbor

(Optional)templatepeer

(Optional)remoteas

(Optional)inherit-template

(Optional)inherit-session-template

(Optional)prefix-parent

(Optional)description

(Optional)sourceif

(Optional)connectedcheck

(Optional)lowmemexempt

(Optional)bfd
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(Optional)ttlsecurity

(Optional)ttllimit

(Optional)passiveonly

(Optional)password

(Optional)localas-inactive

(Optional)remove-privateas

(Optional)configholdtime

(Optional)configkeepalivetime

(Optional)TABLE_vrf

(Optional)vrf-name

(Optional)TABLE_inheritingpeer

(Optional)inheritingpeer

(Optional)TABLE_peraf

(Optional)per-afi

(Optional)TABLE_persaf

(Optional)per-safi

(Optional)per-af-name

(Optional)tableversion

(Optional)neighbortableversion

(Optional)pfxrecvd

(Optional)pfxbytes

(Optional)pfxsent

(Optional)conditionmap

(Optional)advertisemap

(Optional)advertisemapstatus

(Optional)insoftreconfigallowed

(Optional)insoftreconfigallowedalways

(Optional)sendcommunity

(Optional)sendextcommunity
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(Optional)maxpfx

(Optional)maxpfx_threshold

(Optional)localnexthop

(Optional)TABLE_inpolicy

(Optional)inpolicynr

(Optional)inpolicytype

(Optional)inpolicyname

(Optional)inpolicyhandle

(Optional)TABLE_outpolicy

(Optional)outpolicynr

(Optional)outpolicytype

(Optional)outpolicyname

(Optional)outpolicyhandle

(Optional)rrconfigured

(Optional)defaultoriginate

(Optional)defaultoriginatermap

(Optional)defaultsent

(Optional)grpathssaved

(Optional)grEoRrecvd

(Optional)grEoRtime

(Optional)unsuppress-map

(Optional)thirdpartynexthop

(Optional)soo

(Optional)weight

(Optional)allowasin

(Optional)asoverride

(Optional)peerascheckdisabled

(Optional)vplssignalingprotocol

(Optional)TABLE_policy_template
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(Optional)preference

(Optional)inherit-policy-template

Command Mode

• /exec
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show bgp peer
show [ ip ] bgp { peer-session [ <session-template-name> ] | peer-policy [ <policy-template-name> ] } [
__readonly__ TABLE_template <template> <present> [ { TABLE_command <command> [ <polarity> ] [
<updatesource> ] [ <description> ] [ <multihop> ] [ <holdtime> ] [ <keepalive> ] [ <routemapin> ] [
<routemapout> ] [ <filterlistin> ] [ <filterlistout> ] [ <prefixlistin> ] [ <prefixlistout> ] [ <maxprefixlimit> ]
[ <defaultorigin> ] } ] [ { TABLE_vrf <vrf-name> { TABLE_peer <inheritingpeer> } } ] ]

Syntax Description

Show running system informationshow

(Optional) Display IP informationip

Display BGP status and configurationbgp

Display information about a peer-sessionpeer-session

Display information about a peer-policypeer-policy

(Optional) Peer-session namesession-template-name

(Optional) Peer-policy namepolicy-template-name

(Optional)__readonly__

(Optional)TABLE_template

(Optional)template

(Optional)present

(Optional)TABLE_command

(Optional)command

(Optional)polarity

(Optional)updatesource

(Optional)description

(Optional)multihop

(Optional)holdtime

(Optional)keepalive

(Optional)routemapin

(Optional)routemapout

(Optional)filterlistin

(Optional)filterlistout
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(Optional)prefixlistin

(Optional)prefixlistout

(Optional)maxprefixlimit

(Optional)defaultorigin

(Optional)TABLE_vrf

(Optional)vrf-name

(Optional)TABLE_peer

(Optional)inheritingpeer

Command Mode

• /exec
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show bgp prefix-list
show bgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] { ipv4 { unicast |
multicast } | ipv6 { unicast | multicast } } prefix-list { <prfxlist-name> | <test_pol_name> } [ vrf { <vrf-name>
| <vrf-known-name> | ALL_VRFS_012345678901234 } ] [ __readonly__ TABLE_vrf <vrf-name-out>
TABLE_afi <afi> TABLE_safi <safi> <af-name> [ <table-version> <router-id> ] [ TABLE_rd [ <rd_val> [
<rd_vrf> ] [ <rd_vniid> ] ] [ TABLE_prefix { <ipprefix> | <ipv6prefix> | <nonipprefix> } [ <prefixversion>
<totalpaths> <bestpathnr> [ <on-newlist> <on-xmitlist> <suppressed> <needsresync> <locked> ] [
<export-on-newlist> <export-on-xmitlist> ] [ <locallabel> ] [ <labelhldwstr> ] [ <mpath> ] ] { TABLE_path
<pathnr> { { <status> <best> <type> <statuscode> <bestcode> <typecode> { <ipnexthop> | <ipv6nexthop>
} { { <inlabel> <outlabel> <vpn> <hold_down> } | { <localpref> <weight> <aspath> <origin> [ <metric> ]
} } } | { [ <policyincomplete> <pathvalid> <pathbest> <pathdeleted> <pathstaled> <pathhistory>
<pathovermaxaslimit> <pathmultipath> <pathnolabeledrnh> ] [ <existpath> ] [ <aspath> <source> ] {
<ipnexthop> | <ipv6nexthop> } <nexthopmetric> { <neighbor> | <ipv6neighbor> } <neighborid> <origin>
[ <metric> ] <localpref> <weight> [ <aggregator> <aggregatoras> ] [ <inlabel> ] [ <originflag> ] [ {
TABLE_community <community> } ] [ { TABLE_extcommunity <extcommunity> } ] [ <originatorid> {
TABLE_clusterlist <clusterlist> } ] [ <flappenalty> <dampenedtime> <flaps> <flaptime> <flapflags>
<flapindex> <flaphalflife> <flapreuse> <flapsuppress> <flapmax> ] [ <con_type> <con_len> <con_rd>
<con_ip> ] [ <psid_len> [ <psid_lindx_len> <psid_lindx_flag> <psid_lindx> ] [ <psid_v6sid_len> <psid_v6sid>
] [ <psid_origsrgb_len> <psid_origsrgb_flag> <psid_origsrgb_base> <psid_origsrgb_end> ] ] [ <remotenh>
<remotenh_encap> <remotenh_vnid> <remotenh_mac> ] [ <pmsi> ] [ <evpn-esi> ] [ <link-state-attr>
<link-state-attr-len> ] [ <mdt_grp_addr> ] } } } [ TABLE_advertisedto <advertisedto> ] [ TABLE_scheduledto
<scheduledto> ] ] ] ]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display routes matching the prefix-listprefix-list

Name of prefix-listprfxlist-name

An existing test-list policytest_pol_name

Display BGP information for IPv4 address familyipv4

Display BGP information for IPv6 address familyipv6

Display BGP information for unicast address familyunicast

Display BGP information for multicast address familymulticast

(Optional)__readonly__

(Optional)TABLE_vrf

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
151

All Show Commands
show bgp prefix-list



(Optional)vrf-name-out

(Optional)TABLE_afi

(Optional)afi

(Optional)TABLE_safi

(Optional)safi

(Optional)af-name

(Optional)table-version

(Optional)router-id

(Optional)TABLE_rd

(Optional)rd_val

(Optional)rd_vrf

(Optional)rd_vniid

(Optional)TABLE_prefix

(Optional)ipprefix

(Optional)nonipprefix

(Optional)totalpaths

(Optional)bestpathnr

(Optional)mpath

(Optional)TABLE_advertisedto

(Optional)advertisedto

(Optional)TABLE_scheduledto

(Optional)scheduledto

(Optional)prefixversion

(Optional)on-newlist

(Optional)on-xmitlist

(Optional)suppressed

(Optional)needsresync

(Optional)locked

(Optional)export-on-newlist
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(Optional)export-on-xmitlist

(Optional)locallabel

(Optional)labelhldwstr

(Optional)TABLE_path

(Optional)pathnr

(Optional)best

(Optional)status

(Optional)type

(Optional)statuscode

(Optional)bestcode

(Optional)typecode

(Optional)ipnexthop

(Optional)neighbor

(Optional)neighborid

(Optional)metric

(Optional)localpref

(Optional)weight

(Optional)existpath

(Optional)aspath

(Optional)origin

(Optional)source

(Optional)policyincomplete

(Optional)pathvalid

(Optional)pathbest

(Optional)pathdeleted

(Optional)pathstaled

(Optional)pathhistory

(Optional)pathmultipath

(Optional)pathovermaxaslimit
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(Optional)pathnolabeledrnh

(Optional)nexthopmetric

(Optional)aggregator

(Optional)aggregatoras

(Optional)inlabel

(Optional)originflag

(Optional)vpn

(Optional)hold_down

(Optional)outlabel

(Optional)flappenalty

(Optional)dampenedtime

(Optional)flaps

(Optional)flaptime

(Optional)flapflags

(Optional)flapindex

(Optional)flaphalflife

(Optional)flapreuse

(Optional)flapsuppress

(Optional)flapmax

(Optional)con_type

(Optional)con_len

(Optional)con_rd

(Optional)con_ip

(Optional)mdt_grp_addr

(Optional)evpn-esi

(Optional)link-state-attr

(Optional)link-state-attr-len

(Optional)TABLE_community

(Optional)community
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(Optional)TABLE_extcommunity

(Optional)extcommunity

(Optional)originatorid

(Optional)TABLE_clusterlist

(Optional)clusterlist

(Optional)remotenh

(Optional)remotenh_encap

(Optional)remotenh_vnid

(Optional)remotenh_mac

(Optional)pmsi

(Optional)psid_len

(Optional)psid_lindx_len

(Optional)psid_lindx_flag

(Optional)psid_lindx

(Optional)psid_v6sid_len

(Optional)psid_origsrgb_len

(Optional)psid_origsrgb_flag

(Optional)psid_origsrgb_base

(Optional)psid_origsrgb_end

Command Mode

• /exec
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show bgp private
show bgp private [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] { all_private
| session | ipc | rnh | lists | rpm-info [ route-map <rpm-name> { <ip-prefix> | <ipv6-prefix> } ] | attr [ {
<ip-prefix> } ] | rpm-attribute-cache | rpm-comm-attr-cache | virtual [ summary ] } [ vrf { <vrf-name> |
<vrf-known-name> | ALL_VRFS_012345678901234 } ]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

Show BGP information intended for developer eyes onlyprivate

Show all infoall_private

Show session infosession

Show BGP internal listslists

(Optional) Show information for route-maproute-map

Show BGP policy outbound inforpm-info

(Optional) Show attribute for a prefixip-prefix

(Optional) Route-map namerpm-name

Show attribute informationattr

Show ipc informationipc

Show recursive next hopsrnh

Show rpm attribute cache statisticsrpm-attribute-cache

Show rpm community attribute cache statisticsrpm-comm-attr-cache

(Optional) Summary onlysummary

Virtualization relatedvirtual

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Command Mode

• /exec
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show bgp private attr
show bgp private attr [ remote-nh ] [ [ [ ipv4 { unicast | multicast } <ip-prefix> ] | [ ipv6 { unicast | multicast
} <ipv6-prefix> ] ] [ detail ] ]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

Show BGP information intended for developer eyes onlyprivate

Show BGP attributesattr

(Optional) Show Remote NH Attrremote-nh

(Optional) Display BGP information for IPv4 address familyipv4

(Optional) Display BGP information for IPv6 address familyipv6

(Optional) Display BGP information for unicast address familyunicast

(Optional) Display BGP information for multicast address familymulticast

(Optional) Show detailed infodetail

(Optional) Show attribute for a prefixip-prefix

Command Mode

• /exec
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show bgp private damp
show bgp private [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] { ipv4 {
unicast | multicast } | ipv6 { unicast | multicast } | all } damp [ vrf { <vrf-name> | <vrf-known-name> |
ALL_VRFS_012345678901234 } ]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

Show BGP information intended for developer eyes onlyprivate

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display BGP information for IPv4 address familyipv4

Display BGP information for IPv6 address familyipv6

Display BGP information for unicast address familyunicast

Display BGP information for multicast address familymulticast

Display BGP information for all address familiesall

Show dampening infodamp

Command Mode

• /exec
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show bgp private debug history
show bgp private debug history { all | ead-es | es | mac }

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

Show BGP information intended for developer eyes onlyprivate

Debugdebug

historyhistory

allall

ead-esead-es

eses

macmac

Command Mode

• /exec
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show bgp process
show bgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] process [ detail ] [
vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] [ __readonly__ [ <processid>
<protocolstartedreason> <protocoltag> <protocolstate> [ <isolatemode> ] <mmode> <memorystate> [
<mallocmemorystate> ] [ <platformmemorystate> ] [ <lowmemorytimer> ] [ <issu> ] <forwardingstatesaved>
<asformat> [ <fabricsoo> ] [ <srgbmin> <srgbmax> ] [ <epeconfiguredpeers> <epeactivepeers> ]
<attributeentries> <hwmattributeentries> <bytesused> <entriespendingdelete> <hwmentriespendingdelete>
<pathsperattribute> <aspathentries> <aspathbytes> ] TABLE_vrf <vrf-name-out> [ <vrf-id> ] [ <vrf-state>
] [ <vrf-state-rsn> ] [ <vrf-delete-pending> ] [ <vrf-vni-id> ] [ <vrf-vni-id-valid> ] [ <vrf-encap-type> ] [
<vrf-vtep-ip> ] [ <vrf-vtep-virtual-ip> ] [ <vrf-vtep-vipr> ] [ <vrf-router-mac> ] [ <vrf-vip-router-mac> ] [
<vrf-router-id> ] [ <vrf-cfgd-id> ] [ <vrf-local-as> ] [ <vrf-confed-id> ] [ <vrf-cluster-id> ] [
<vrf-reconnect-interval> ] [ <vrf-peers> ] [ <vrf-pending-peers> ] [ <vrf-est-peers> ] [ <vrf-cfgd-max-as-limit>
] [ <vrf-max-as-limit> ] [ <vrf-rd> ] [ <vrf-pending-rd> ] { TABLE_af <af-id> [ <af-name> ] [ <af-table-id>
] [ <af-state> ] [ <af-state-rsn> ] [ <af-num-peers> ] [ <af-num-active-peers> ] [ <af-peer-routes> ] [
<af-peer-paths> ] [ <af-peer-networks> ] [ <af-peer-aggregates> ] [ <af-export-rmap> ] [ <af-import-rmap>
] [ <af-retain-rt> ] [ { TABLE_redist <protocol> <route-map> } ] [ { TABLE_add_paths_selection <route-map>
} ] [ TABLE_export_rt <export-rt> ] [ TABLE_import_rt <import-rt> ] [ TABLE_evpn_export_rt
<evpn-export-rt> ] [ TABLE_evpn_import_rt <evpn-import-rt> ] [ <af-label-mode> ] [ <af-aggregate-label>
] [ <importdefault_prefixlimit> <importdefault_prefixcount> <importdefault_map> ] [
<exportdefault_prefixlimit> <exportdefault_prefixcount> <exportdefault_map> ] <af-rr>
<default-information-enabled> [ <default-information-rd> <default-information-rt> ]
<nexthop-trigger-delay-critical> <nexthop-trigger-delay-non-critical> [ <nexthop-route-map> ] } ]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

BGP global informationprocess

(Optional) Detailed informationdetail

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Read Only__readonly__

(Optional)processid

(Optional)protocolstartedreason

(Optional)protocoltag

(Optional)protocolstate

(Optional)isolatemode

(Optional)mmode
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(Optional)memorystate

(Optional)mallocmemorystate

(Optional)platformmemorystate

(Optional)lowmemorytimer

(Optional)issu

(Optional)forwardingstatesaved

(Optional)asformat

(Optional)attributeentries

(Optional)fabricsoo

(Optional)srgbmin

(Optional)srgbmax

(Optional)epeconfiguredpeers

(Optional)epeactivepeers

(Optional)hwmattributeentries

(Optional)bytesused

(Optional)entriespendingdelete

(Optional)hwmentriespendingdelete

(Optional)pathsperattribute

(Optional)aspathentries

(Optional)aspathbytes

(Optional)TABLE_vrf

(Optional) VRF namevrf-name-out

(Optional) VRF IDvrf-id

(Optional) VRF Statevrf-state

(Optional) VRF State Reasonvrf-state-rsn

(Optional) VRF delete pendingvrf-delete-pending

(Optional) VRF VNI IDvrf-vni-id

(Optional) VRF VNI ID validityvrf-vni-id-valid

(Optional) VRF encapsulation typevrf-encap-type
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(Optional) VRF VTEP IPvrf-vtep-ip

(Optional) VRF VTEP Virtual IPvrf-vtep-virtual-ip

(Optional) VRF VTEP Virtual IP for Re-originationvrf-vtep-vipr

(Optional) VRF Router MACvrf-router-mac

(Optional) VRF VIP Router MACvrf-vip-router-mac

(Optional) Router IDvrf-router-id

(Optional) Configured Router-IDvrf-cfgd-id

(Optional) Local ASvrf-local-as

(Optional) Cluster-IDvrf-confed-id

(Optional) Cluster-IDvrf-cluster-id

(Optional) VRF reconnect intervalvrf-reconnect-interval

(Optional) No. of configured peersvrf-peers

(Optional) No. of pending peersvrf-pending-peers

(Optional) No. of established peersvrf-est-peers

(Optional) Configured maxas-limitvrf-cfgd-max-as-limit

(Optional) Active maxas-limitvrf-max-as-limit

(Optional) VRF RDvrf-rd

(Optional) VRF pending RDvrf-pending-rd

(Optional)TABLE_af

(Optional) AF IDaf-id

(Optional) AF tableaf-table-id

(Optional) AF table nameaf-name

(Optional) AF table stateaf-state

(Optional) AF table state reasonaf-state-rsn

(Optional) No. of peersaf-num-peers

(Optional) No. of active peersaf-num-active-peers

(Optional) No. of peer routesaf-peer-routes

(Optional) No. of peer pathsaf-peer-paths

(Optional) No. of peer networksaf-peer-networks
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(Optional) No. of aggregatesaf-peer-aggregates

(Optional) Export route-mapaf-export-rmap

(Optional) Import route-mapaf-import-rmap

(Optional) Retain RTaf-retain-rt

(Optional)TABLE_redist

(Optional) Protocolprotocol

(Optional) Route Maproute-map

(Optional)TABLE_add_paths_selection

(Optional) Route Maproute-map

(Optional)TABLE_export_rt

(Optional) Export route targetexport-rt

(Optional)TABLE_import_rt

(Optional) Import route targetimport-rt

(Optional)TABLE_evpn_export_rt

(Optional) Export EVPN route targetevpn-export-rt

(Optional)TABLE_evpn_import_rt

(Optional) Import EVPN route targetevpn-import-rt

(Optional) Label allocation modeaf-label-mode

(Optional) Aggregate Labelaf-aggregate-label

(Optional) Maximum number of prefixes allowedimportdefault_prefixlimit

(Optional) Current number of prefixesimportdefault_prefixcount

(Optional) Configured route-mapimportdefault_map

(Optional) Maximum number of prefixes allowedexportdefault_prefixlimit

(Optional) Current number of prefixesexportdefault_prefixcount

(Optional) Configured route-mapexportdefault_map

(Optional) Is a Route-reflectoraf-rr

(Optional) Default-information originate is enableddefault-information-enabled

(Optional) Default-information originate RDdefault-information-rd

(Optional) Default-information originate RTdefault-information-rt
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(Optional)nexthop-trigger-delay-critical

(Optional)nexthop-trigger-delay-non-critical

(Optional)nexthop-route-map

Command Mode

• /exec
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show bgp received-paths
show bgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] { ipv4 { unicast |
multicast } | ipv6 { unicast | multicast } | ipv4 mdt [ rd { <ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> }
] | vpnv4 unicast [ rd { <ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | vpnv6 unicast [ rd {
<ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | ipv6 labeled-unicast | link-state | l2vpn vpls [ rd {
<ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | ipv4 mvpn [ rd { <ext-comm-rd-aa2nn4> |
<ext-comm-rd-aa4nn2> } ] | ipv6 mvpn [ rd { <ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | l2vpn
evpn [ rd { <ext-comm-rd-aa2nn4> | <ext-comm-rd-aa4nn2> } ] | ipv4 labeled-unicast | all } received-paths
[ private ] [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] [ __readonly__
TABLE_vrf <vrf-name-out> TABLE_afi <afi> TABLE_safi <safi> <af-name> [ <table-version> <router-id>
] [ TABLE_rd [ <rd_val> [ <rd_vrf> ] [ <rd_vniid> ] ] [ TABLE_prefix { <ipprefix> | <ipv6prefix> |
<nonipprefix> } [ <prefixversion> <totalpaths> <bestpathnr> [ <on-newlist> <on-xmitlist> <suppressed>
<needsresync> <locked> ] [ <export-on-newlist> <export-on-xmitlist> ] [ <locallabel> ] [ <labelhldwstr> ]
[ <mpath> ] ] { TABLE_path <pathnr> { { <status> <best> <type> <statuscode> <bestcode> <typecode> {
<ipnexthop> | <ipv6nexthop> } { { <inlabel> <outlabel> <vpn> <hold_down> } | { <localpref> <weight>
<aspath> <origin> [ <metric> ] } } } | { [ <policyincomplete> <pathvalid> <pathbest> <pathdeleted>
<pathstaled> <pathhistory> <pathovermaxaslimit> <pathmultipath> <pathnolabeledrnh> ] [ <existpath> ] [
<aspath> <source> ] { <ipnexthop> | <ipv6nexthop> } <nexthopmetric> { <neighbor> | <ipv6neighbor> }
<neighborid> <origin> [ <metric> ] <localpref> <weight> [ <aggregator> <aggregatoras> ] [ <inlabel> ] [
<originflag> ] [ { TABLE_community <community> } ] [ { TABLE_extcommunity <extcommunity> } ] [
<originatorid> { TABLE_clusterlist <clusterlist> } ] [ <flappenalty> <dampenedtime> <flaps> <flaptime>
<flapflags> <flapindex> <flaphalflife> <flapreuse> <flapsuppress> <flapmax> ] [ <con_type> <con_len>
<con_rd> <con_ip> ] [ <psid_len> [ <psid_lindx_len> <psid_lindx_flag> <psid_lindx> ] [ <psid_v6sid_len>
<psid_v6sid> ] [ <psid_origsrgb_len> <psid_origsrgb_flag> <psid_origsrgb_base> <psid_origsrgb_end> ] ]
[ <remotenh> <remotenh_encap> <remotenh_vnid> <remotenh_mac> ] [ <pmsi> ] [ <evpn-esi> ] [
<link-state-attr> <link-state-attr-len> ] [ <mdt_grp_addr> ] } } } [ TABLE_advertisedto <advertisedto> ] [
TABLE_scheduledto <scheduledto> ] ] ] ]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display paths stored for soft-reconfigreceived-paths

(Optional) Display information for a route distinguisherrd

(Optional) VPN route distinguisher in aa4:nn or ip:nn formatext-comm-rd-aa4nn2

(Optional) VPN route distinguisher in aa:nn formatext-comm-rd-aa2nn4

Display BGP information for IPv4 address familyipv4

Display BGP information for IPv6 address familyipv6
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Display BGP information for VPNv4 address familyvpnv4

Display BGP information for VPNv6 address familyvpnv6

Display BGP information for unicast address familyunicast

Display BGP information for multicast address familymulticast

Display BGP information for multicast distribution treemdt

Display BGP information for labeled-unicast address familylabeled-unicast

Display BGP information for link-state address familylink-state

Display BGP information for L2VPN address familyl2vpn

Display BGP information for L2VPN VPLS address familyvpls

Display BGP information for MVPN address familymvpn

Display BGP information for L2VPN EVPN address familyevpn

Display BGP information for all address familiesall

(Optional) privateprivate

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)TABLE_afi

(Optional)afi

(Optional)TABLE_safi

(Optional)safi

(Optional)af-name

(Optional)table-version

(Optional)router-id

(Optional)TABLE_rd

(Optional)rd_val

(Optional)rd_vrf

(Optional)rd_vniid

(Optional)TABLE_prefix

(Optional)ipprefix
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(Optional)nonipprefix

(Optional)totalpaths

(Optional)bestpathnr

(Optional)mpath

(Optional)TABLE_advertisedto

(Optional)advertisedto

(Optional)TABLE_scheduledto

(Optional)scheduledto

(Optional)prefixversion

(Optional)on-newlist

(Optional)on-xmitlist

(Optional)suppressed

(Optional)needsresync

(Optional)locked

(Optional)export-on-newlist

(Optional)export-on-xmitlist

(Optional)locallabel

(Optional)labelhldwstr

(Optional)TABLE_path

(Optional)pathnr

(Optional)best

(Optional)status

(Optional)type

(Optional)statuscode

(Optional)bestcode

(Optional)typecode

(Optional)ipnexthop

(Optional)neighbor

(Optional)neighborid
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(Optional)metric

(Optional)localpref

(Optional)weight

(Optional)existpath

(Optional)aspath

(Optional)origin

(Optional)source

(Optional)policyincomplete

(Optional)pathvalid

(Optional)pathbest

(Optional)pathdeleted

(Optional)pathstaled

(Optional)pathhistory

(Optional)pathmultipath

(Optional)pathovermaxaslimit

(Optional)pathnolabeledrnh

(Optional)nexthopmetric

(Optional)aggregator

(Optional)aggregatoras

(Optional)inlabel

(Optional)originflag

(Optional)vpn

(Optional)hold_down

(Optional)outlabel

(Optional)flappenalty

(Optional)dampenedtime

(Optional)flaps

(Optional)flaptime

(Optional)flapflags
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(Optional)flapindex

(Optional)flaphalflife

(Optional)flapreuse

(Optional)flapsuppress

(Optional)flapmax

(Optional)con_type

(Optional)con_len

(Optional)con_rd

(Optional)con_ip

(Optional)mdt_grp_addr

(Optional)evpn-esi

(Optional)link-state-attr

(Optional)link-state-attr-len

(Optional)TABLE_community

(Optional)community

(Optional)TABLE_extcommunity

(Optional)extcommunity

(Optional)originatorid

(Optional)TABLE_clusterlist

(Optional)clusterlist

(Optional)remotenh

(Optional)remotenh_encap

(Optional)remotenh_vnid

(Optional)remotenh_mac

(Optional)pmsi

(Optional)psid_len

(Optional)psid_lindx_len

(Optional)psid_lindx_flag

(Optional)psid_lindx
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(Optional)psid_v6sid_len

(Optional)psid_origsrgb_len

(Optional)psid_origsrgb_flag

(Optional)psid_origsrgb_base

(Optional)psid_origsrgb_end

Command Mode

• /exec
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show bgp regexp
show bgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] { ipv4 { unicast |
multicast } | ipv6 { unicast | multicast } | all } regexp <regexp-str> [ vrf { <vrf-name> | <vrf-known-name>
| ALL_VRFS_012345678901234 } ] [ __readonly__ TABLE_vrf <vrf-name-out> TABLE_afi <afi>
TABLE_safi <safi> <af-name> [ <table-version> <router-id> ] [ TABLE_rd [ <rd_val> [ <rd_vrf> ] [
<rd_vniid> ] ] [ TABLE_prefix { <ipprefix> | <ipv6prefix> | <nonipprefix> } [ <prefixversion> <totalpaths>
<bestpathnr> [ <on-newlist> <on-xmitlist> <suppressed> <needsresync> <locked> ] [ <export-on-newlist>
<export-on-xmitlist> ] [ <locallabel> ] [ <labelhldwstr> ] [ <mpath> ] ] { TABLE_path <pathnr> { { <status>
<best> <type> <statuscode> <bestcode> <typecode> { <ipnexthop> | <ipv6nexthop> } { { <inlabel> <outlabel>
<vpn> <hold_down> } | { <localpref> <weight> <aspath> <origin> [ <metric> ] } } } | { [ <policyincomplete>
<pathvalid> <pathbest> <pathdeleted> <pathstaled> <pathhistory> <pathovermaxaslimit> <pathmultipath>
<pathnolabeledrnh> ] [ <existpath> ] [ <aspath> <source> ] { <ipnexthop> | <ipv6nexthop> } <nexthopmetric>
{ <neighbor> | <ipv6neighbor> } <neighborid> <origin> [ <metric> ] <localpref> <weight> [ <aggregator>
<aggregatoras> ] [ <inlabel> ] [ <originflag> ] [ { TABLE_community <community> } ] [ {
TABLE_extcommunity <extcommunity> } ] [ <originatorid> { TABLE_clusterlist <clusterlist> } ] [
<flappenalty> <dampenedtime> <flaps> <flaptime> <flapflags> <flapindex> <flaphalflife> <flapreuse>
<flapsuppress> <flapmax> ] [ <con_type> <con_len> <con_rd> <con_ip> ] [ <psid_len> [ <psid_lindx_len>
<psid_lindx_flag> <psid_lindx> ] [ <psid_v6sid_len> <psid_v6sid> ] [ <psid_origsrgb_len>
<psid_origsrgb_flag> <psid_origsrgb_base> <psid_origsrgb_end> ] ] [ <remotenh> <remotenh_encap>
<remotenh_vnid> <remotenh_mac> ] [ <pmsi> ] [ <evpn-esi> ] [ <link-state-attr> <link-state-attr-len> ] [
<mdt_grp_addr> ] } } } [ TABLE_advertisedto <advertisedto> ] [ TABLE_scheduledto <scheduledto> ] ] ]
]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display BGP information for IPv4 address familyipv4

Display BGP information for IPv6 address familyipv6

Display BGP information for unicast address familyunicast

Display BGP information for multicast address familymulticast

Display BGP information for all address familiesall

Display routes matching the AS path regular expressionregexp

Regular expression to match the AS pathsregexp-str

(Optional)__readonly__

(Optional)TABLE_vrf
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(Optional)vrf-name-out

(Optional)TABLE_afi

(Optional)afi

(Optional)TABLE_safi

(Optional)safi

(Optional)af-name

(Optional)table-version

(Optional)router-id

(Optional)TABLE_rd

(Optional)rd_val

(Optional)rd_vrf

(Optional)rd_vniid

(Optional)TABLE_prefix

(Optional)ipprefix

(Optional)nonipprefix

(Optional)totalpaths

(Optional)bestpathnr

(Optional)mpath

(Optional)TABLE_advertisedto

(Optional)advertisedto

(Optional)TABLE_scheduledto

(Optional)scheduledto

(Optional)prefixversion

(Optional)on-newlist

(Optional)on-xmitlist

(Optional)suppressed

(Optional)needsresync

(Optional)locked

(Optional)export-on-newlist
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(Optional)export-on-xmitlist

(Optional)locallabel

(Optional)labelhldwstr

(Optional)TABLE_path

(Optional)pathnr

(Optional)best

(Optional)status

(Optional)type

(Optional)statuscode

(Optional)bestcode

(Optional)typecode

(Optional)ipnexthop

(Optional)neighbor

(Optional)neighborid

(Optional)metric

(Optional)localpref

(Optional)weight

(Optional)existpath

(Optional)aspath

(Optional)origin

(Optional)source

(Optional)policyincomplete

(Optional)pathvalid

(Optional)pathbest

(Optional)pathdeleted

(Optional)pathstaled

(Optional)pathhistory

(Optional)pathmultipath

(Optional)pathovermaxaslimit
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(Optional)pathnolabeledrnh

(Optional)nexthopmetric

(Optional)aggregator

(Optional)aggregatoras

(Optional)inlabel

(Optional)originflag

(Optional)vpn

(Optional)hold_down

(Optional)outlabel

(Optional)flappenalty

(Optional)dampenedtime

(Optional)flaps

(Optional)flaptime

(Optional)flapflags

(Optional)flapindex

(Optional)flaphalflife

(Optional)flapreuse

(Optional)flapsuppress

(Optional)flapmax

(Optional)con_type

(Optional)con_len

(Optional)con_rd

(Optional)con_ip

(Optional)mdt_grp_addr

(Optional)evpn-esi

(Optional)link-state-attr

(Optional)link-state-attr-len

(Optional)TABLE_community

(Optional)community
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(Optional)TABLE_extcommunity

(Optional)extcommunity

(Optional)originatorid

(Optional)TABLE_clusterlist

(Optional)clusterlist

(Optional)remotenh

(Optional)remotenh_encap

(Optional)remotenh_vnid

(Optional)remotenh_mac

(Optional)pmsi

(Optional)psid_len

(Optional)psid_lindx_len

(Optional)psid_lindx_flag

(Optional)psid_lindx

(Optional)psid_v6sid_len

(Optional)psid_origsrgb_len

(Optional)psid_origsrgb_flag

(Optional)psid_origsrgb_base

(Optional)psid_origsrgb_end

Command Mode

• /exec
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show bgp self-originated
show bgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] { ipv4 { unicast |
multicast } | ipv6 { unicast | multicast } | all } self-originated [ vrf { <vrf-name> | <vrf-known-name> |
ALL_VRFS_012345678901234 } ] [ __readonly__TABLE_vrf <vrf-name-out>TABLE_afi <afi> TABLE_safi
<safi> <af-name> [ <table-version> <router-id> ] [ TABLE_rd [ <rd_val> [ <rd_vrf> ] [ <rd_vniid> ] ] [
TABLE_prefix { <ipprefix> | <ipv6prefix> | <nonipprefix> } [ <prefixversion> <totalpaths> <bestpathnr> [
<on-newlist> <on-xmitlist> <suppressed> <needsresync> <locked> ] [ <export-on-newlist>
<export-on-xmitlist> ] [ <locallabel> ] [ <labelhldwstr> ] [ <mpath> ] ] { TABLE_path <pathnr> { { <status>
<best> <type> <statuscode> <bestcode> <typecode> { <ipnexthop> | <ipv6nexthop> } { { <inlabel> <outlabel>
<vpn> <hold_down> } | { <localpref> <weight> <aspath> <origin> [ <metric> ] } } } | { [ <policyincomplete>
<pathvalid> <pathbest> <pathdeleted> <pathstaled> <pathhistory> <pathovermaxaslimit> <pathmultipath>
<pathnolabeledrnh> ] [ <existpath> ] [ <aspath> <source> ] { <ipnexthop> | <ipv6nexthop> } <nexthopmetric>
{ <neighbor> | <ipv6neighbor> } <neighborid> <origin> [ <metric> ] <localpref> <weight> [ <aggregator>
<aggregatoras> ] [ <inlabel> ] [ <originflag> ] [ { TABLE_community <community> } ] [ {
TABLE_extcommunity <extcommunity> } ] [ <originatorid> { TABLE_clusterlist <clusterlist> } ] [
<flappenalty> <dampenedtime> <flaps> <flaptime> <flapflags> <flapindex> <flaphalflife> <flapreuse>
<flapsuppress> <flapmax> ] [ <con_type> <con_len> <con_rd> <con_ip> ] [ <psid_len> [ <psid_lindx_len>
<psid_lindx_flag> <psid_lindx> ] [ <psid_v6sid_len> <psid_v6sid> ] [ <psid_origsrgb_len>
<psid_origsrgb_flag> <psid_origsrgb_base> <psid_origsrgb_end> ] ] [ <remotenh> <remotenh_encap>
<remotenh_vnid> <remotenh_mac> ] [ <pmsi> ] [ <evpn-esi> ] [ <link-state-attr> <link-state-attr-len> ] [
<mdt_grp_addr> ] } } } [ TABLE_advertisedto <advertisedto> ] [ TABLE_scheduledto <scheduledto> ] ] ]
]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display BGP information for IPv4 address familyipv4

Display BGP information for IPv6 address familyipv6

Display BGP information for unicast address familyunicast

Display BGP information for multicast address familymulticast

Display BGP information for all address familiesall

Self originated routesself-originated

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name-out

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
176

All Show Commands
show bgp self-originated



(Optional)TABLE_afi

(Optional)afi

(Optional)TABLE_safi

(Optional)safi

(Optional)af-name

(Optional)table-version

(Optional)router-id

(Optional)TABLE_rd

(Optional)rd_val

(Optional)rd_vrf

(Optional)rd_vniid

(Optional)TABLE_prefix

(Optional)ipprefix

(Optional)nonipprefix

(Optional)totalpaths

(Optional)bestpathnr

(Optional)mpath

(Optional)TABLE_advertisedto

(Optional)advertisedto

(Optional)TABLE_scheduledto

(Optional)scheduledto

(Optional)prefixversion

(Optional)on-newlist

(Optional)on-xmitlist

(Optional)suppressed

(Optional)needsresync

(Optional)locked

(Optional)export-on-newlist

(Optional)export-on-xmitlist
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(Optional)locallabel

(Optional)labelhldwstr

(Optional)TABLE_path

(Optional)pathnr

(Optional)best

(Optional)status

(Optional)type

(Optional)statuscode

(Optional)bestcode

(Optional)typecode

(Optional)ipnexthop

(Optional)neighbor

(Optional)neighborid

(Optional)metric

(Optional)localpref

(Optional)weight

(Optional)existpath

(Optional)aspath

(Optional)origin

(Optional)source

(Optional)policyincomplete

(Optional)pathvalid

(Optional)pathbest

(Optional)pathdeleted

(Optional)pathstaled

(Optional)pathhistory

(Optional)pathmultipath

(Optional)pathovermaxaslimit

(Optional)pathnolabeledrnh
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(Optional)nexthopmetric

(Optional)aggregator

(Optional)aggregatoras

(Optional)inlabel

(Optional)originflag

(Optional)vpn

(Optional)hold_down

(Optional)outlabel

(Optional)flappenalty

(Optional)dampenedtime

(Optional)flaps

(Optional)flaptime

(Optional)flapflags

(Optional)flapindex

(Optional)flaphalflife

(Optional)flapreuse

(Optional)flapsuppress

(Optional)flapmax

(Optional)con_type

(Optional)con_len

(Optional)con_rd

(Optional)con_ip

(Optional)mdt_grp_addr

(Optional)evpn-esi

(Optional)link-state-attr

(Optional)link-state-attr-len

(Optional)TABLE_community

(Optional)community

(Optional)TABLE_extcommunity
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(Optional)extcommunity

(Optional)originatorid

(Optional)TABLE_clusterlist

(Optional)clusterlist

(Optional)remotenh

(Optional)remotenh_encap

(Optional)remotenh_vnid

(Optional)remotenh_mac

(Optional)pmsi

(Optional)psid_len

(Optional)psid_lindx_len

(Optional)psid_lindx_flag

(Optional)psid_lindx

(Optional)psid_v6sid_len

(Optional)psid_origsrgb_len

(Optional)psid_origsrgb_flag

(Optional)psid_origsrgb_base

(Optional)psid_origsrgb_end

Command Mode

• /exec
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show bgp sessions
show bgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] sessions [ vrf {
<vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] [ __readonly__ <totalpeers>
<totalestablishedpeers> <localas> TABLE_vrf <vrf-name-out> <local-as> <vrfpeers> <vrfestablishedpeers>
<router-id> [ TABLE_neighbor <neighbor-id> <connectionsdropped> <remoteas> <lastflap> <lastread>
<lastwrite> <state> <localport> <remoteport> <notificationssent> <notificationsreceived> ] ]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display session information for all peerssessions

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)local-as

(Optional)totalpeers

(Optional)totalestablishedpeers

(Optional)router-id

(Optional)localas

(Optional)vrfpeers

(Optional)vrfestablishedpeers

(Optional)TABLE_neighbor

(Optional)neighbor-id

(Optional)connectionsdropped

(Optional)remoteas

(Optional)lastflap

(Optional)lastread

(Optional)lastwrite
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(Optional)state

(Optional)localport

(Optional)remoteport

(Optional)notificationssent

(Optional)notificationsreceived

Command Mode

• /exec
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show bgp statistics
show bgp statistics [ __readonly__ <msgsent> <msgrecvd> <bytesent> <byterecvd> <opensent> <openrecvd>
<updatesent> <updaterecvd> <kasent> <karecvd> <notifsent> <notifrecvd> <rrefreshsent> <rrefreshrecvd>
<capsent> <caprecvd> ]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

BGP global statisticsstatistics

(Optional)__readonly__

(Optional)msgsent

(Optional)msgrecvd

(Optional)bytesent

(Optional)byterecvd

(Optional)opensent

(Optional)openrecvd

(Optional)updatesent

(Optional)updaterecvd

(Optional)kasent

(Optional)karecvd

(Optional)notifsent

(Optional)notifrecvd

(Optional)rrefreshsent

(Optional)rrefreshrecvd

(Optional)capsent

(Optional)caprecvd

Command Mode

• /exec
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show bgp summary
show bgp { ipv4 { unicast | multicast } | ipv6 { unicast | multicast } | ipv4 mdt | vpnv4 unicast | vpnv6 unicast
| ipv6 labeled-unicast | link-state | l2vpn vpls | ipv4 mvpn | ipv6 mvpn | l2vpn evpn | ipv4 labeled-unicast | all
} summary [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] [ __readonly__
TABLE_vrf <vrf-name-out> [ <vrf-id> ] [ <vrf-state> ] [ <vrf-state-rsn> ] [ <vrf-delete-pending> ] [
<vrf-vni-id> ] [ <vrf-vni-id-valid> ] [ <vrf-encap-type> ] [ <vrf-vtep-ip> ] [ <vrf-vtep-virtual-ip> ] [
<vrf-vtep-vipr> ] [ <vrf-router-mac> ] [ <vrf-vip-router-mac> ] [ <vrf-router-id> ] [ <vrf-cfgd-id> ] [
<vrf-local-as> ] [ <vrf-confed-id> ] [ <vrf-cluster-id> ] [ <vrf-reconnect-interval> ] [ <vrf-peers> ] [
<vrf-pending-peers> ] [ <vrf-est-peers> ] [ <vrf-cfgd-max-as-limit> ] [ <vrf-max-as-limit> ] [ <vrf-rd> ] [
<vrf-pending-rd> ] [ TABLE_af <af-id> [ <af-name> ] [ <af-table-id> ] [ <af-state> ] [ <af-state-rsn> ] [
<af-num-peers> ] [ <af-num-active-peers> ] [ <af-peer-routes> ] [ <af-peer-paths> ] [ <af-peer-networks> ]
[ <af-peer-aggregates> ] [ <af-export-rmap> ] [ <af-import-rmap> ] [ <af-retain-rt> ] TABLE_saf <safi> [
<af-name> ] [ <tableversion> ] [ <configuredpeers> ] [ <capablepeers> ] [ <totalnetworks> ] [ <totalpaths>
] [ <memoryused> ] [ <numberattrs> ] [ <bytesattrs> ] [ <numberpaths> ] [ <bytespaths> ] [
<numbercommunities> ] [ <bytescommunities> ] [ <numberclusterlist> ] [ <bytesclusterlist> ] [ <dampening>
] [ <historypaths> ] [ <dampenedpaths> ] [ <softreconfigrecvdpaths> ] [ <softreconfigidenticalpaths> ] [
<softreconfigcombopaths> ] [ <softreconfigfilteredrecvd> ] [ <softreconfigbytes> ] [ TABLE_neighbor
<neighborid> [ <neighborversion> ] [ <msgrecvd> ] [ <msgsent> ] [ <neighbortableversion> ] [ <inq> ] [
<outq> ] [ <neighboras> ] [ <time> ] [ <state> ] [ <prefixreceived> ] ] ] ]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display summarized information of BGP statesummary

Display BGP information for IPv4 address familyipv4

Display BGP information for VPNv4 address familyvpnv4

Display BGP information for VPNv6 address familyvpnv6

Display BGP information for IPv6 address familyipv6

Display BGP information for unicast address familyunicast

Display BGP information for multicast address familymulticast

Display BGP information for labeled-unicast address familylabeled-unicast

Display BGP information for multicast distribution treemdt

Display BGP information for link-state address familylink-state
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Display BGP information for L2VPN address familyl2vpn

Display BGP information for L2VPN VPLS address familyvpls

Display BGP information for MVPN address familymvpn

Display BGP information for L2VPN EVPN address familyevpn

Display BGP information for all address familiesall

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional) VRF namevrf-name-out

(Optional) VRF IDvrf-id

(Optional) VRF Statevrf-state

(Optional) VRF State Reasonvrf-state-rsn

(Optional) VRF delete pendingvrf-delete-pending

(Optional) VRF VNI IDvrf-vni-id

(Optional) VRF VNI ID validityvrf-vni-id-valid

(Optional) VRF encapsulation typevrf-encap-type

(Optional) VRF VTEP IPvrf-vtep-ip

(Optional) VRF VTEP Virtual IPvrf-vtep-virtual-ip

(Optional) VRF VTEP Virtual IP for Re-originationvrf-vtep-vipr

(Optional) VRF Router MACvrf-router-mac

(Optional) VRF VIP Router MACvrf-vip-router-mac

(Optional) Router IDvrf-router-id

(Optional) Configured Router-IDvrf-cfgd-id

(Optional) Local ASvrf-local-as

(Optional) Cluster-IDvrf-confed-id

(Optional) Cluster-IDvrf-cluster-id

(Optional) VRF reconnect intervalvrf-reconnect-interval

(Optional) No. of configured peersvrf-peers

(Optional) No. of pending peersvrf-pending-peers

(Optional) No. of established peersvrf-est-peers
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(Optional) Configured maxas-limitvrf-cfgd-max-as-limit

(Optional) Active maxas-limitvrf-max-as-limit

(Optional) VRF RDvrf-rd

(Optional) VRF pending RDvrf-pending-rd

(Optional)TABLE_af

(Optional) AF IDaf-id

(Optional) AF tableaf-table-id

(Optional) AF table nameaf-name

(Optional) AF table stateaf-state

(Optional) AF table state reasonaf-state-rsn

(Optional) No. of peersaf-num-peers

(Optional) No. of active peersaf-num-active-peers

(Optional) No. of peer routesaf-peer-routes

(Optional) No. of peer pathsaf-peer-paths

(Optional) No. of peer networksaf-peer-networks

(Optional) No. of aggregatesaf-peer-aggregates

(Optional) Export route-mapaf-export-rmap

(Optional) Import route-mapaf-import-rmap

(Optional) Retain RTaf-retain-rt

(Optional)TABLE_saf

(Optional)safi

(Optional)af-name

(Optional)tableversion

(Optional)configuredpeers

(Optional)capablepeers

(Optional)totalnetworks

(Optional)totalpaths

(Optional)memoryused

(Optional)numberattrs
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(Optional)bytesattrs

(Optional)numberpaths

(Optional)bytespaths

(Optional)numbercommunities

(Optional)bytescommunities

(Optional)numberclusterlist

(Optional)bytesclusterlist

(Optional)dampening

(Optional)historypaths

(Optional)dampenedpaths

(Optional)softreconfigrecvdpaths

(Optional)softreconfigidenticalpaths

(Optional)softreconfigcombopaths

(Optional)softreconfigfilteredrecvd

(Optional)softreconfigbytes

(Optional)TABLE_neighbor

(Optional)neighborid

(Optional)neighborversion

(Optional)neighboras

(Optional)msgrecvd

(Optional)msgsent

(Optional)neighbortableversion

(Optional)inq

(Optional)outq

(Optional)time

(Optional)state

(Optional)prefixreceived

Command Mode

• /exec
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show bgp summary
show bgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] { ipv4 { unicast |
multicast } | ipv6 { unicast | multicast } | all } summary [ __readonly__ TABLE_vrf <vrf-name-out> [ <vrf-id>
] [ <vrf-state> ] [ <vrf-state-rsn> ] [ <vrf-delete-pending> ] [ <vrf-vni-id> ] [ <vrf-vni-id-valid> ] [
<vrf-encap-type> ] [ <vrf-vtep-ip> ] [ <vrf-vtep-virtual-ip> ] [ <vrf-vtep-vipr> ] [ <vrf-router-mac> ] [
<vrf-vip-router-mac> ] [ <vrf-router-id> ] [ <vrf-cfgd-id> ] [ <vrf-local-as> ] [ <vrf-confed-id> ] [
<vrf-cluster-id> ] [ <vrf-reconnect-interval> ] [ <vrf-peers> ] [ <vrf-pending-peers> ] [ <vrf-est-peers> ] [
<vrf-cfgd-max-as-limit> ] [ <vrf-max-as-limit> ] [ <vrf-rd> ] [ <vrf-pending-rd> ] [ TABLE_af <af-id> [
<af-name> ] [ <af-table-id> ] [ <af-state> ] [ <af-state-rsn> ] [ <af-num-peers> ] [ <af-num-active-peers> ] [
<af-peer-routes> ] [ <af-peer-paths> ] [ <af-peer-networks> ] [ <af-peer-aggregates> ] [ <af-export-rmap> ]
[ <af-import-rmap> ] [ <af-retain-rt> ] TABLE_saf <safi> [ <af-name> ] [ <tableversion> ] [ <configuredpeers>
] [ <capablepeers> ] [ <totalnetworks> ] [ <totalpaths> ] [ <memoryused> ] [ <numberattrs> ] [ <bytesattrs>
] [ <numberpaths> ] [ <bytespaths> ] [ <numbercommunities> ] [ <bytescommunities> ] [ <numberclusterlist>
] [ <bytesclusterlist> ] [ <dampening> ] [ <historypaths> ] [ <dampenedpaths> ] [ <softreconfigrecvdpaths>
] [ <softreconfigidenticalpaths> ] [ <softreconfigcombopaths> ] [ <softreconfigfilteredrecvd> ] [
<softreconfigbytes> ] [ TABLE_neighbor <neighborid> [ <neighborversion> ] [ <msgrecvd> ] [ <msgsent>
] [ <neighbortableversion> ] [ <inq> ] [ <outq> ] [ <neighboras> ] [ <time> ] [ <state> ] [ <prefixreceived>
] ] ] ]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display summarized information of BGP statesummary

Display BGP information for IPv4 address familyipv4

Display BGP information for IPv6 address familyipv6

Display BGP information for unicast address familyunicast

Display BGP information for multicast address familymulticast

Display BGP information for all address familiesall

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional) VRF namevrf-name-out

(Optional) VRF IDvrf-id

(Optional) VRF Statevrf-state
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(Optional) VRF State Reasonvrf-state-rsn

(Optional) VRF delete pendingvrf-delete-pending

(Optional) VRF VNI IDvrf-vni-id

(Optional) VRF VNI ID validityvrf-vni-id-valid

(Optional) VRF encapsulation typevrf-encap-type

(Optional) VRF VTEP IPvrf-vtep-ip

(Optional) VRF VTEP Virtual IPvrf-vtep-virtual-ip

(Optional) VRF VTEP Virtual IP for Re-originationvrf-vtep-vipr

(Optional) VRF Router MACvrf-router-mac

(Optional) VRF VIP Router MACvrf-vip-router-mac

(Optional) Router IDvrf-router-id

(Optional) Configured Router-IDvrf-cfgd-id

(Optional) Local ASvrf-local-as

(Optional) Cluster-IDvrf-confed-id

(Optional) Cluster-IDvrf-cluster-id

(Optional) VRF reconnect intervalvrf-reconnect-interval

(Optional) No. of configured peersvrf-peers

(Optional) No. of pending peersvrf-pending-peers

(Optional) No. of established peersvrf-est-peers

(Optional) Configured maxas-limitvrf-cfgd-max-as-limit

(Optional) Active maxas-limitvrf-max-as-limit

(Optional) VRF RDvrf-rd

(Optional) VRF pending RDvrf-pending-rd

(Optional)TABLE_af

(Optional) AF IDaf-id

(Optional) AF tableaf-table-id

(Optional) AF table nameaf-name

(Optional) AF table stateaf-state

(Optional) AF table state reasonaf-state-rsn
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(Optional) No. of peersaf-num-peers

(Optional) No. of active peersaf-num-active-peers

(Optional) No. of peer routesaf-peer-routes

(Optional) No. of peer pathsaf-peer-paths

(Optional) No. of peer networksaf-peer-networks

(Optional) No. of aggregatesaf-peer-aggregates

(Optional) Export route-mapaf-export-rmap

(Optional) Import route-mapaf-import-rmap

(Optional) Retain RTaf-retain-rt

(Optional)TABLE_saf

(Optional)safi

(Optional)af-name

(Optional)tableversion

(Optional)configuredpeers

(Optional)capablepeers

(Optional)totalnetworks

(Optional)totalpaths

(Optional)memoryused

(Optional)numberattrs

(Optional)bytesattrs

(Optional)numberpaths

(Optional)bytespaths

(Optional)numbercommunities

(Optional)bytescommunities

(Optional)numberclusterlist

(Optional)bytesclusterlist

(Optional)dampening

(Optional)historypaths

(Optional)dampenedpaths
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(Optional)softreconfigrecvdpaths

(Optional)softreconfigidenticalpaths

(Optional)softreconfigcombopaths

(Optional)softreconfigfilteredrecvd

(Optional)softreconfigbytes

(Optional)TABLE_neighbor

(Optional)neighborid

(Optional)neighborversion

(Optional)neighboras

(Optional)msgrecvd

(Optional)msgsent

(Optional)neighbortableversion

(Optional)inq

(Optional)outq

(Optional)time

(Optional)state

(Optional)prefixreceived

Command Mode

• /exec
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show boot
show boot [ __readonly__ { [ TABLE_bootvar_show <Str1> ] } ]

Syntax Description

Show running system informationshow

Show Bootvar Variablesboot

(Optional)__readonly__

(Optional) Bootvar tableTABLE_bootvar_show

(Optional)Str1

Command Mode

• /exec
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show boot auto-copy
show boot auto-copy [ __readonly__ { [ TABLE_auto_copy <Str1> ] } ]

Syntax Description

Show running system informationshow

Show Bootvar Variablesboot

See if autocopy is turned onauto-copy

(Optional)__readonly__

(Optional) Auto copy tableTABLE_auto_copy

(Optional)Str1

Command Mode

• /exec
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show boot auto-copy list
show boot auto-copy list [ __readonly__ { [ TABLE_auto_copy_list <Str1> ] } ]

Syntax Description

Show running system informationshow

Show Bootvar Variablesboot

See if autocopy is turned onauto-copy

Show the list of files to be auto-copiedlist

(Optional)__readonly__

(Optional) Auto copy tableTABLE_auto_copy_list

(Optional)Str1

Command Mode

• /exec
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show boot current
show boot current [ __readonly__ { [ TABLE_bootvar_current <Str1> ] } ]

Syntax Description

Show running system informationshow

Show Bootvar Variablesboot

Show Current Bootvar Variablescurrent

(Optional)__readonly__

(Optional) Bootvar current tableTABLE_bootvar_current

(Optional)Str1

Command Mode

• /exec
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show boot mode
show boot mode [ __readonly__ { [ TABLE_mode <Str1> ] } ]

Syntax Description

Show boot mode informationshow

Show boot modeboot

See if lxc boot is turned onmode

(Optional)__readonly__

(Optional) boot mode tableTABLE_mode

(Optional)Str1

Command Mode

• /exec
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show boot module
show boot module [ [ <module> ] [ <s0> ] [ __readonly__ { [ TABLE_show_mod <Str1> ] } ] ]

Syntax Description

Show running system informationshow

Show Bootvar Variablesboot

Enter module to show config of all modulesmodule

(Optional) Enter module number to show configmodule

(Optional) Enter module keyword to show configs0

(Optional)__readonly__

(Optional) Show Module tableTABLE_show_mod

(Optional)Str1

Command Mode

• /exec
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show boot order
show boot order [ __readonly__ { [ TABLE_bootvar_order <Str1> ] } ]

Syntax Description

Show running system informationshow

Show Bootvar Variablesboot

Show Boot Orderorder

(Optional)__readonly__

(Optional) Boot order tableTABLE_bootvar_order

(Optional)Str1

Command Mode

• /exec
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show boot sup-1
show boot sup-1 [ __readonly__ { [ TABLE_show_sup1 <Str1> ] } ]

Syntax Description

Show running system informationshow

Show Bootvar Variablesboot

Enter sup-1 to show the 1st sup configsup-1

(Optional)__readonly__

(Optional) Show Sup-1 bootvar tableTABLE_show_sup1

(Optional)Str1

Command Mode

• /exec
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show boot sup-2
show boot sup-2 [ __readonly__ { [ TABLE_show_sup2 <Str1> ] } ]

Syntax Description

Show running system informationshow

Show Bootvar Variablesboot

Enter sup-2 to show the 2nd sup configsup-2

(Optional)__readonly__

(Optional) Show Sup-22 bootvar tableTABLE_show_sup2

(Optional)Str1

Command Mode

• /exec
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show boot timings
show boot timings

Syntax Description

Show running system informationshow

show boot informationboot

show boot timingstimings

Command Mode

• /exec
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show boot variables
show boot variables [ __readonly__ { [ TABLE_boot_vars <Str1> ] } ]

Syntax Description

Show running system informationshow

Show Bootvar Variablesboot

Display the list of boot variablesvariables

(Optional)__readonly__

(Optional) Show boot variables tableTABLE_boot_vars

(Optional)Str1

Command Mode

• /exec
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show bootmode
show bootmode [ module <module> ] [ __readonly__ { TABLE_bootmode_info <mod_num> <bootmode>
} ]

Syntax Description

Show running system informationshow

show bootmode of the all linecard modulesbootmode

(Optional) show bootmode of a specific linecard modulemodule

(Optional) please enter module numbermodule

(Optional)__readonly__

(Optional)TABLE_bootmode_info

(Optional)mod_num

(Optional)bootmode

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
203

All Show Commands
show bootmode



show buffers ip
show buffers ip [ { [ all <count> ] [ free <count> ] } ]

Syntax Description

Show running system informationshow

Display detailed buffer statisticsbuffers

Display IP buffer informationip

(Optional) Dump buffers from ALL listall

(Optional) Dump buffers from FREE listfree

(Optional) Number of buffers to dumpcount

Command Mode

• /exec
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C Show Commands

• show callhome, on page 208
• show callhome destination-profile, on page 210
• show callhome destination-profile profile, on page 211
• show callhome destination-profile profile CiscoTAC-1, on page 212
• show callhome destination-profile profile full-txt-destination, on page 213
• show callhome destination-profile profile short-txt-destination, on page 214
• show callhome transport-email, on page 215
• show callhome transport, on page 216
• show callhome user-def-cmds, on page 218
• show cdp, on page 219
• show cdp all, on page 221
• show cdp global, on page 222
• show cdp neighbors, on page 223
• show cdp neighbors detail, on page 224
• show cdp traffic interface2, on page 226
• show cfs application, on page 227
• show cfs lock, on page 228
• show cfs merge status, on page 229
• show cfs peers, on page 231
• show cfs regions, on page 232
• show cfs remote-app vsan domain, on page 234
• show cfs remote-switches vsan, on page 235
• show cfs static peers, on page 236
• show cfs status, on page 237
• show checkpoint, on page 238
• show checkpoint, on page 239
• show checkpoint summary, on page 240
• show class-map, on page 241
• show class-map type control-plane, on page 243
• show class-map type network-qos, on page 244
• show class-map type psp, on page 245
• show cli alias, on page 247
• show cli dynamic integers, on page 248
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• show cli dynamic strings, on page 249
• show cli history, on page 250
• show cli interface table, on page 251
• show cli list, on page 252
• show cli registry, on page 253
• show cli syntax, on page 254
• show cli variables, on page 255
• show clock, on page 256
• show clock utc, on page 257
• show config-profile, on page 258
• show config-profile applied, on page 259
• show configuration session, on page 260
• show configuration session, on page 261
• show configuration session global-info, on page 262
• show configuration session status, on page 263
• show configuration session summary, on page 264
• show consistency-checker copp, on page 265
• show consistency-checker fex-interfaces fex, on page 266
• show consistency-checker forwarding ipv6 show forwarding ipv6 inconsistency, on page 267
• show consistency-checker forwarding recover, on page 268
• show consistency-checker forwarding show forwarding inconsistency, on page 269
• show consistency-checker l2-tahoe module, on page 271
• show consistency-checker l2-tahoe switchport interface, on page 272
• show consistency-checker l2 module, on page 273
• show consistency-checker l3-interface module, on page 274
• show consistency-checker link-state module, on page 275
• show consistency-checker membership port-channels, on page 276
• show consistency-checker membership vlan, on page 277
• show consistency-checker nxapi interface, on page 278
• show consistency-checker pacl module, on page 279
• show consistency-checker pacl port-channels, on page 280
• show consistency-checker port-security, on page 281
• show consistency-checker qinvni, on page 282
• show consistency-checker racl module, on page 283
• show consistency-checker racl port-channels, on page 284
• show consistency-checker stp-state vlan, on page 285
• show consistency-checker vacl, on page 286
• show consistency-checker vxlan bgp, on page 287
• show consistency-checker vxlan interface, on page 288
• show consistency-checker vxlan mh mac-addresses, on page 289
• show consistency-checker vxlan mh pathlist, on page 290
• show consistency-checker vxlan peers, on page 291
• show consistency-checker vxlan routes, on page 292
• show consistency-checker vxlan selective-qinvni, on page 293
• show consistency-checker vxlan selective-qinvni interface, on page 294
• show consistency-checker vxlan vlan, on page 295
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• show controller accounting log, on page 296
• show copp diff profile profile2, on page 297
• show copp profile, on page 298
• show copp status, on page 302
• show copyright, on page 303
• show cores, on page 304
• show crypto ca certificates, on page 305
• show crypto ca certificates, on page 306
• show crypto ca certstore, on page 307
• show crypto ca crl, on page 308
• show crypto ca remote-certstore, on page 309
• show crypto ca trustpoints, on page 310
• show crypto certificatemap, on page 311
• show crypto key mypubkey rsa, on page 312
• show crypto ssh-auth-map, on page 313
• show cts, on page 314
• show current, on page 315
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show callhome
show callhome [ __readonly__ <output_state> <info> <per_name> [ <name> ] <email_info> [ <email_conf>
] <ph_info> [ <ph_conf> ] <str_addr> [ <str_conf> ] <site_id> [ <site_id_conf> ] <cust_id> [ <cus_id_conf>
] <contr_id> [ <contr_id_conf> ] <swi_pri> [ <swi_pri_value> ] <dup_mess> <per_inv> <per_time>
<per_timeofday> <dist> ]

Syntax Description

Show running system informationshow

Show callhome informationcallhome

(Optional)__readonly__

(Optional)output_state

(Optional)info

(Optional)per_name

(Optional)name

(Optional)email_info

(Optional)email_conf

(Optional)ph_info

(Optional)ph_conf

(Optional)str_addr

(Optional)str_conf

(Optional)site_id

(Optional)site_id_conf

(Optional)cust_id

(Optional)cus_id_conf

(Optional)contr_id

(Optional)contr_id_conf

(Optional)swi_pri

(Optional)swi_pri_value

(Optional)dup_mess

(Optional)per_inv
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(Optional)per_time

(Optional)per_timeofday

(Optional)dist

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
209

All Show Commands
show callhome



show callhome destination-profile
show callhome destination-profile [ __readonly__ { TABLE_call_info [ <dest_full_info> ] [ <dest_short_info>
] [ <dest_xml_info> ] [ <dest_def_info> ] <max_mess_size> <mess_format> <mess_level> <trans_method>
<email_info> [ <email_conf> ] <url_info> [ <url_conf> ] <alert_groups> [ <alert_conf> ] } ]

Syntax Description

Show running system informationshow

Show callhome informationcallhome

Show callhome destination profile informationdestination-profile

(Optional)__readonly__

(Optional)TABLE_call_info

(Optional)dest_full_info

(Optional)dest_short_info

(Optional)dest_xml_info

(Optional)dest_def_info

(Optional)max_mess_size

(Optional)mess_format

(Optional)mess_level

(Optional)trans_method

(Optional)email_info

(Optional)email_conf

(Optional)url_info

(Optional)url_conf

(Optional)alert_groups

(Optional)alert_conf

Command Mode

• /exec
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show callhome destination-profile profile
show callhome destination-profile profile <s0> [ __readonly__ <user_txt_info> <max_mess_size>
<mess_format> <mess_level> <trans_method> <email_info> [ TABLE_email [ <email_conf> ] ] <url_info>
[ TABLE_url [ <url_conf> ] ] <alert_groups> [ TABLE_alert [ <alert_conf> ] ] ]

Syntax Description

Show running system informationshow

Show callhome informationcallhome

Show callhome destination profile informationdestination-profile

Specify the destination profileprofile

Show information for user defined destination profiles0

(Optional)__readonly__

(Optional)user_txt_info

(Optional)max_mess_size

(Optional)mess_format

(Optional)mess_level

(Optional)trans_method

(Optional)email_info

(Optional)TABLE_email

(Optional)email_conf

(Optional)url_info

(Optional)TABLE_url

(Optional)url_conf

(Optional)alert_groups

(Optional)TABLE_alert

(Optional)alert_conf

Command Mode

• /exec
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show callhome destination-profile profile CiscoTAC-1
show callhome destination-profile profile CiscoTAC-1 [ __readonly__ <tac_xml_info> <max_mess_size>
<mess_level> <trans_method> <email_info> [ <email_conf> ] <url_info> [ <url_conf> ] <alert_groups> [
<alert_conf> ] ]

Syntax Description

Show running system informationshow

Show callhome informationcallhome

Show callhome destination profile informationdestination-profile

Specify the destination profileprofile

Show information for CiscoTAC-1 destination profileCiscoTAC-1

(Optional)__readonly__

(Optional)tac_xml_info

(Optional)max_mess_size

(Optional)mess_level

(Optional)trans_method

(Optional)email_info

(Optional)email_conf

(Optional)url_info

(Optional)url_conf

(Optional)alert_groups

(Optional)alert_conf

Command Mode

• /exec
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show callhome destination-profile profile full-txt-destination
show callhome destination-profile profile full-txt-destination [ __readonly__ <full_txt_info> <max_mess_size>
<mess_level> <trans_method> <email_info> [ <email_conf> ] <url_info> [ <url_conf> ] <alert_groups> [
<alert_conf> ] ]

Syntax Description

Show running system informationshow

Show callhome informationcallhome

Show callhome destination profile informationdestination-profile

Specify the destination profileprofile

Show information for full-txt-destination destination profilefull-txt-destination

(Optional)__readonly__

(Optional)full_txt_info

(Optional)max_mess_size

(Optional)mess_level

(Optional)trans_method

(Optional)email_info

(Optional)email_conf

(Optional)url_info

(Optional)url_conf

(Optional)alert_groups

(Optional)alert_conf

Command Mode

• /exec
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show callhome destination-profile profile short-txt-destination
show callhome destination-profile profile short-txt-destination [ __readonly__ <shrt_txt_info>
<max_mess_size> <mess_level> <trans_method> <email_info> [ <email_conf> ] <url_info> [ <url_conf> ]
<alert_groups> [ <alert_conf> ] ]

Syntax Description

Show running system informationshow

Show callhome informationcallhome

Show callhome destination profile informationdestination-profile

Specify the destination profileprofile

Show information for short-txt-destination destination profileshort-txt-destination

(Optional)__readonly__

(Optional)shrt_txt_info

(Optional)max_mess_size

(Optional)mess_level

(Optional)trans_method

(Optional)email_info

(Optional)email_conf

(Optional)url_info

(Optional)url_conf

(Optional)alert_groups

(Optional)alert_conf

Command Mode

• /exec
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show callhome transport-email
show callhome transport-email [ __readonly__ { <from_email> } [ <reply_to_email> ] [ <return_receipt_addr>
] { <smtp_server> } [ <smtp_server_port> ] ]

Syntax Description

(Optional)__readonly__

Show running system informationshow

Show callhome informationcallhome

Show callhome email transport configurationtransport-email

(Optional)from_email

(Optional)reply_to_email

(Optional)return_receipt_addr

(Optional)smtp_server

(Optional)smtp_server_port

Command Mode

• /exec
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show callhome transport
show callhome transport [ __readonly__ <vrf> <from_email> [ <rep_email> ] [ <ret_email> ] [ <smtp_ser>
] [ <smtp_ser_port> ] [ <smtp_ser_vrf> ] [ <smtp_ser_prior> ] [ <smtp_ser_do> ] [ <smtp_ser_port_do> ] [
<smtp_ser_vrf_do> ] [ <smtp_ser_prior_do> ] [ <smtp_ser_got> ] [ <smtp_ser_port_got> ] [
<smtp_ser_vrf_got> ] [ <smtp_ser_prior_got> ] <http_prox> <http_port> <http_state> ]

Syntax Description

Show running system informationshow

Show callhome informationcallhome

Show callhome transport configuration (email and http)transport

(Optional)__readonly__

(Optional)vrf

(Optional)from_email

(Optional)rep_email

(Optional)ret_email

(Optional)smtp_ser

(Optional)smtp_ser_port

(Optional)smtp_ser_vrf

(Optional)smtp_ser_prior

(Optional)smtp_ser_do

(Optional)smtp_ser_port_do

(Optional)smtp_ser_vrf_do

(Optional)smtp_ser_prior_do

(Optional)smtp_ser_got

(Optional)smtp_ser_port_got

(Optional)smtp_ser_vrf_got

(Optional)smtp_ser_prior_got

(Optional)http_prox

(Optional)http_port

(Optional)http_state
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Command Mode

• /exec
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show callhome user-def-cmds
show callhome user-def-cmds

Syntax Description

Show running system informationshow

Show callhome informationcallhome

Show the cli commands configured for each alert groupuser-def-cmds

Command Mode

• /exec
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show cdp
show cdp { entry { all1 | name <s0> } } [ __readonly__ TABLE_cdp_entry_all <device_id> [ <sysname> ]
[ { <v4addr> | <v6addr> } + ] <platform_id> <capability> + <intf_id> <port_id> <ttl> <version> <version_no>
[ <nativevlan> ] [ <vtpname> ] [ <duplexmode> ] [ <syslocation> ] [ { <v4mgmtaddr> | <v6mgmtaddr> } +
] ]

Syntax Description

Show running system informationshow

Show Cisco Discovery Protocol informationcdp

Show CDP entries in databaseentry

Show all CDP entries in databaseall1

Show a specific CDP entry matching a namename

s0

(Optional) Read only__readonly__

(Optional) output of show cdp entry allTABLE_cdp_entry_all

(Optional) Device Identifierdevice_id

(Optional) System Namesysname

(Optional) Interface IP V4 Addressv4addr

(Optional) Interface IP V6 Addressv6addr

(Optional) Platform Idplatform_id

(Optional) Capabilitycapability

(Optional) Interface Idintf_id

(Optional) Port Identifierport_id

(Optional) Hold Timettl

(Optional) Software Versionversion

(Optional) CDP version numberversion_no

(Optional) NativeVLANnativevlan

(Optional) Vtp Management Domain Namevtpname

(Optional) Duplex Modeduplexmode

(Optional) System Locationsyslocation
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(Optional) IP V4 Mgmt Addressv4mgmtaddr

(Optional) IP V6 Mgmt Addressv6mgmtaddr

Command Mode

• /exec
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show cdp all
show cdp { all | interface <if0> } [ __readonly__ TABLE_cdp_all <intf_id> <port_up> [ <cdp_global_enabled>
] <cdp_intf_enabled> [ <oper_mode> ] <refresh_time> <ttl> ]

Syntax Description

Show running system informationshow

Show Cisco Discovery Protocol informationcdp

Show all interfaces in CDP databaseall

Show CDP parameters for an interfaceinterface

if0

(Optional) Read only__readonly__

(Optional) output of show cdp allTABLE_cdp_all

(Optional) Interface Idintf_id

(Optional) Port statusport_up

(Optional) CDP global statuscdp_global_enabled

(Optional) CDP interface statuscdp_intf_enabled

(Optional) CDP operation modeoper_mode

(Optional) Refresh Timerefresh_time

(Optional) Hold Timettl

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
221

All Show Commands
show cdp all



show cdp global
show cdp global [ __readonly__ <cdp_global_enabled> <refresh_time> <ttl> <v2_advertisement>
<deviceid_format> ]

Syntax Description

Show running system informationshow

Show Cisco Discovery Protocol informationcdp

Show CDP global parametersglobal

(Optional) Read only__readonly__

(Optional) CDP global statuscdp_global_enabled

(Optional) Refresh Timerefresh_time

(Optional) Hold Timettl

(Optional) Show v2 advertisementv2_advertisement

(Optional) Show deviceId Formatdeviceid_format

Command Mode

• /exec
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show cdp neighbors
show cdp neighbors [ interface <if> ] [ __readonly__ { TABLE_cdp_neighbor_brief_info <ifindex>
<device_id> <intf_id> <ttl> <capability> + <platform_id> <port_id> } { <neigh_count> } ]

Syntax Description

Show running system informationshow

Show Cisco Discovery Protocol informationcdp

Show CDP neighborsneighbors

(Optional) Show CDP neighbors on an interfaceinterface

(Optional) Specify Interfaceif

(Optional) Read only__readonly__

(Optional) output of show cdp neighbor - in breifTABLE_cdp_neighbor_brief_info

(Optional) Interface indexifindex

(Optional) System Name (or) Device Identifierdevice_id

(Optional) Interface Idintf_id

(Optional) Port Identifierport_id

(Optional) Platform Idplatform_id

(Optional) Hold Timettl

(Optional) Capabilitycapability

(Optional) Neighbor Countneigh_count

Command Mode

• /exec
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show cdp neighbors detail
show cdp neighbors [ interface <if> ] detail [ __readonly__ TABLE_cdp_neighbor_detail_info <ifindex>
<device_id> [ <sysname> ] [ <vtpname> ] <numaddr> { <v4addr> | <v6addr> } + <platform_id> <capability>
+ <intf_id> <port_id> <ttl> <version> <version_no> [ <nativevlan> ] [ <duplexmode> ] [ <mtu> ] [
<syslocation> ] [ <num_mgmtaddr> { <v4mgmtaddr> | <v6mgmtaddr> } + ] ]

Syntax Description

Show running system informationshow

Show Cisco Discovery Protocol informationcdp

Show CDP neighborsneighbors

Show CDP neighbors detaileddetail

(Optional) Show CDP neighbors on an interfaceinterface

(Optional) Specify Interfaceif

(Optional) Read only__readonly__

(Optional) output of show cdp neighbor detailTABLE_cdp_neighbor_detail_info

(Optional) Interface indexifindex

(Optional) Device Identifierdevice_id

(Optional) System Namesysname

(Optional) Vtp Management Domain Namevtpname

(Optional) No of IP Address configurednumaddr

(Optional) Interface IP V4 Addressv4addr

(Optional) Interface IP V6 Addressv6addr

(Optional) Platform Idplatform_id

(Optional) Capabilitycapability

(Optional) Interface Idintf_id

(Optional) Port Identifierport_id

(Optional) Hold Timettl

(Optional) Software Versionversion

(Optional) CDP version numberversion_no

(Optional) NativeVLANnativevlan
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(Optional) Duplex Modeduplexmode

(Optional) MTUmtu

(Optional) System Locationsyslocation

(Optional) No of Mgmt Address configurednum_mgmtaddr

(Optional) IP V4 Mgmt Addressv4mgmtaddr

(Optional) IP V6 Mgmt Addressv6mgmtaddr

Command Mode

• /exec
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show cdp traffic interface2
show cdp traffic interface2 <if2> [ __readonly__ <intf_id> <total_input_packets> <valid_cdp_packets>
<input_v1_packets> <input_v2_packets> <invalid_cdp_packets> <unsupported_version> <checksum_errors>
<malformed_packets> <total_output_packets> <output_v1_packets> <output_v2_packets> <send_errors> ]

Syntax Description

Show running system informationshow

Show Cisco Discovery Protocol informationcdp

Show CDP traffic statisticstraffic

Show CDP traffic statistics on an interfaceinterface2

if2

(Optional) Read only__readonly__

(Optional) Interface Idintf_id

(Optional) Total input cdp packetstotal_input_packets

(Optional) Total valid cdp packetsvalid_cdp_packets

(Optional) Input vesrion1 packetsinput_v1_packets

(Optional) Input vesrion2 packetsinput_v2_packets

(Optional) Invalid cdp packetsinvalid_cdp_packets

(Optional) Packets having unsupported versionunsupported_version

(Optional) Packets having checksum errorschecksum_errors

(Optional) Total malformed packetsmalformed_packets

(Optional) Total output packetstotal_output_packets

(Optional) Output vesrion1 packetsoutput_v1_packets

(Optional) Output vesrion2 packetsoutput_v2_packets

(Optional) Number of send errorssend_errors

Command Mode

• /exec
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show cfs application
show cfs application [ { name <cfs-dyn-app-name> | sap <i0> } ] [ __readonly__ [ { enabled <enabled> } {
timeout <timeout> } { merge_capable <merge_capable> } { scope <scope> } { region <region> } ] [ {
TABLE_apps <app_name> <app_enabled> <app_scope> } ] ]

Syntax Description

Show running system informationshow

CFS Show Command handlercfs

Show locally registered applicationsapplication

(Optional) Show local application information by namename

(Optional) Registered name of the local applicationcfs-dyn-app-name

(Optional) Show local application information by sapsap

(Optional) Registered sap of the local applicationi0

(Optional)__readonly__

(Optional) whether application is CFS enabledenabled

(Optional) whether application is CFS enabledenabled

(Optional) timeouttimeout

(Optional) timeouttimeout

(Optional) merge_capablemerge_capable

(Optional) merge_capablemerge_capable

(Optional) scopescope

(Optional) scopescope

(Optional) regionregion

(Optional) regionregion

(Optional) all cfs applicationsTABLE_apps

(Optional) name of cfs applicationapp_name

(Optional) whether application is cfs enabledapp_enabled

(Optional) distribution scope of cfs applicationapp_scope

Command Mode

• /exec
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show cfs lock
show cfs lock [ { name <cfs-dyn-app-name> | sap <i1> } ] [ __readonly__ [ { TABLE_locks [ <app_name>
] <app_scope> [ <vsan> ] [ <domain> ] [ <wwn> ] <ip_addr> <u_name> <u_type> [ <hostname> ] } ] ]

Syntax Description

Show running system informationshow

CFS Show Command handlercfs

Show state of application's logical/physical lockslock

(Optional) Application name for which the lock status is requiredname

(Optional) Registered name of the local applicationcfs-dyn-app-name

(Optional) Application sap for which the lock status is requiredsap

(Optional) Application SAPi1

(Optional)__readonly__

(Optional) table of all CFS locksTABLE_locks

(Optional) name of CFS applicationapp_name

(Optional) scope of CFS applicationapp_scope

(Optional) vsanvsan

(Optional) domaindomain

(Optional) wwn of switch holding CFS lockwwn

(Optional) ip address of switch holding CFS lockip_addr

(Optional) user nameu_name

(Optional) user typeu_type

(Optional) hostnamehostname

Command Mode

• /exec
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show cfs merge status
show cfs merge status [ { name <cfs-dyn-app-name> [ detail ] | sap <i1> [ detail2 ] } ] [ __readonly__ [ {
scope <scope> } ] [ { merge_status <status> } ] [ { failure_reason <reason> } ] [ { TABLE_all_merge
<app_name> <scope> <vsan> <status> } ] [ { TABLE_local_fabric [ <domain> ] <wwn> <ip_addr>
<app_scope> [ <master> ] [ <hostname> ] } ] [ { TABLE_remote_fabric [ <domain> ] <wwn> <ip_addr>
<app_scope> [ <master> ] [ <hostname> ] } ] [ { TABLE_remaining_fabric [ <domain> ] <wwn> <ip_addr>
[ <hostname> ] } ] ]

Syntax Description

Show running system informationshow

CFS Show Command handlercfs

Show cfs merge informationmerge

Show status of mergestatus

(Optional) Show merge status by namename

(Optional) Registered name of the local applicationcfs-dyn-app-name

(Optional) Show merge status by name in detaildetail

(Optional) Show merge status by sapsap

(Optional) Application sapi1

(Optional) Show merge status by sap in detaildetail2

(Optional)__readonly__

(Optional) distribution scope of applicationscope

(Optional) scopescope

(Optional) statusmerge_status

(Optional) statusstatus

(Optional) reasonfailure_reason

(Optional) reasonreason

(Optional) allTABLE_all_merge

(Optional) nameapp_name

(Optional) scopescope

(Optional) vsanvsan

(Optional) statusstatus
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(Optional) local fabricTABLE_local_fabric

(Optional) domaindomain

(Optional) wwnwwn

(Optional) ip_addrip_addr

(Optional) scopeapp_scope

(Optional) mastermaster

(Optional) hnamehostname

(Optional) remote fabricTABLE_remote_fabric

(Optional) domaindomain

(Optional) wwnwwn

(Optional) ip_addrip_addr

(Optional) scopeapp_scope

(Optional) mastermaster

(Optional) hnamehostname

(Optional) remote fabricTABLE_remaining_fabric

(Optional) domaindomain

(Optional) wwnwwn

(Optional) ip_addrip_addr

(Optional) hnamehostname

Command Mode

• /exec
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show cfs peers
show cfs peers [ { name <cfs-dyn-app-name> | sap <i1> } ] [ __readonly__ [ { scope <scope> } ] [ {
TABLE_peers <wwn> <ip_addr> <local> [ <hostname> ] [ <domain> ] } ] ]

Syntax Description

Show running system informationshow

CFS Show Command handlercfs

Show all the peers in the physical fabricpeers

(Optional) Show peers for given application namename

(Optional) Registered name of the local applicationcfs-dyn-app-name

(Optional) Show peers for given application sapsap

(Optional) Application sapi1

(Optional)__readonly__

(Optional) scopescope

(Optional) scopescope

(Optional) all peersTABLE_peers

(Optional) wwnwwn

(Optional) ip_addrip_addr

(Optional) locallocal

(Optional) hnamehostname

(Optional) domaindomain

Command Mode

• /exec
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show cfs regions
show cfs regions [ { brief [ region <i0> ] | name <cfs-dyn-app-name> | region1 <i1> } ] [ __readonly__ [ {
region <id> } ] [ { application <name> } ] [ { scope <scope> } ] [ { TABLE_PEERS <wwn> <ip_addr>
<local> [ <hostname> ] [ <domain> ] } ] [ { TABLE_switches [ <wwn> ] [ <ip_addr> ] <region> <app_name>
<enabled> [ <scope> ] } ] ]

Syntax Description

Show running system informationshow

CFS Show Command handlercfs

Show all the applications with peers and region informationregions

(Optional) Show all configured regions and applications(no peers)brief

(Optional) Show all configured applications(no peers)region

(Optional) Region Idi0

(Optional) Show peers and region information for a given applicationname

(Optional) Registered name of the local applicationcfs-dyn-app-name

(Optional) Show all configured applications with peersregion1

(Optional) Region Idi1

(Optional)__readonly__

(Optional) regionregion

(Optional) idid

(Optional) appapplication

(Optional) namename

(Optional) scopescope

(Optional) scopescope

(Optional) all region peersTABLE_PEERS

(Optional) wwnwwn

(Optional) ip_addressip_addr

(Optional) locallocal

(Optional) hnamehostname

(Optional) domaindomain
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(Optional) all switches in regionTABLE_switches

(Optional) wwnwwn

(Optional) ip_addrip_addr

(Optional) regionregion

(Optional) nameapp_name

(Optional) enabledenabled

(Optional) scopescope

Command Mode

• /exec
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show cfs remote-app vsan domain
show cfs remote-app vsan <i0> domain <i1>

Syntax Description

Show running system informationshow

CFS Show Command handlercfs

Show remote cfs registered applicationsremote-app

Show remote applications given a vsanvsan

VSAN idi0

Show remote applicationsdomain

Enter the domain idi1

Command Mode

• /exec
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show cfs remote-switches vsan
show cfs remote-switches vsan <i0> [ __readonly__ { local <domain> } [ { TABLE_switches <remote_domain>
<wwn> } ] ]

Syntax Description

Show running system informationshow

CFS Show Command handlercfs

Show remote switches on a given vsanremote-switches

Show remote switches on a given vsanvsan

VSAN idi0

(Optional)__readonly__

(Optional) locallocal

(Optional) domaindomain

(Optional) all remote switchesTABLE_switches

(Optional) rdomainremote_domain

(Optional) wwnwwn

Command Mode

• /exec
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show cfs static peers
show cfs static peers

Syntax Description

Show running system informationshow

CFS Show Command handlercfs

Show all static peers with statusstatic

Show all configured static peers with statuspeers

Command Mode

• /exec
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show cfs status
show cfs status [ __readonly__ { distribution <distribution> } { distribution_over_ip <dist_over_ip> } {
ipv4_multicast_address <ipv4_mcast_addr> } { ipv6_multicast_address <ipv6_mcast_addr> } {
distribution_over_ethernet <dist_over_eth> } ]

Syntax Description

Show running system informationshow

CFS Show Command handlercfs

Show current status of CFSstatus

(Optional)__readonly__

(Optional) runtime status of CFS distributiondistribution

(Optional) operational status of CFS distributiondistribution

(Optional) runtime information of CFSoIPdistribution_over_ip

(Optional) operational status of CFS overIPdist_over_ip

(Optional) ipv4 multicast addressipv4_multicast_address

(Optional) ipv4 multicast addressipv4_mcast_addr

(Optional) ipv6 multicast addressipv6_multicast_address

(Optional) ipv6 multicast addressipv6_mcast_addr

(Optional) runtime status if CFSoEdistribution_over_ethernet

(Optional) operations status of CFSoEdist_over_eth

Command Mode

• /exec
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show checkpoint
show checkpoint [ all ] [ user | system ] [ __readonly__ TABLE_checkpoint_details <name>
<checkpoint_config> + ]

Syntax Description

Show running system informationshow

Show configuration rollback checkpointscheckpoint

(Optional) Show default configall

(Optional) Show only user configuration rollback checkpointsuser

(Optional) Show only system configuration rollback checkpointssystem

(Optional) Read only__readonly__

(Optional) checkpoint detailsTABLE_checkpoint_details

(Optional) Checkpoint namename

(Optional) Configuration entry from checkpointcheckpoint_config

Command Mode

• /exec
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show checkpoint
show checkpoint <chkpoint_name> [ all ] [ __readonly__ TABLE_checkpoint_details <name1>
<checkpoint_config> + ]

Syntax Description

Show running system informationshow

Show configuration rollback checkpoint contentscheckpoint

Checkpoint namechkpoint_name

(Optional) Show default configall

(Optional) Read only__readonly__

(Optional) Checkpoint detailsTABLE_checkpoint_details

(Optional) Checkpoint namename1

(Optional) Configuration entry from checkpointcheckpoint_config

Command Mode

• /exec
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show checkpoint summary
show checkpoint summary [ user | system ] [ __readonly__ TABLE_checkpoint_header_info <name>
<user_name> <timestamp> <file_path> <chkpt_type> <description> ]

Syntax Description

Show running system informationshow

Show configuration rollback checkpointscheckpoint

Show configuration rollback checkpoints summarysummary

(Optional) Show only user configuration rollback checkpoints summaryuser

(Optional) Show only system configuration rollback checkpoints
summary

system

(Optional) Read only__readonly__

(Optional) Checkpoint header infoTABLE_checkpoint_header_info

(Optional) Usernameuser_name

(Optional) Checkpoint namename

(Optional) Checkpoint namefile_path

(Optional) Timestamp of checkpoint creationtimestamp

(Optional) Type of checkpoint either user or systemchkpt_type

(Optional) Checkpoint descriptiondescription

Command Mode

• /exec
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show class-map
show class-map [ { [ type qos ] [ <cmap-name> | xxx <color-map-enum-name> ] } | { type queuing [ yyy
<cmap-enum-name> | zzz <default-cmap-enum-name> | <cmap-dce-name> | <cmap-name-hque> ] } ] [
__readonly__ { [ <display-all> ] [ TABLE_cmap <cmap-key> [ <id> ] <xqos-or-q> [ <any_or_all> ]
<cmap-name-out> [ <desc> ] [ TABLE_match <match-key> [ <not> ] [ <dscp-list> ] [ <precedence-list> ] [
<cos-list> ] [ <qos-group-list> ] [ <discard-class-list> ] [ <vlan-list> ] [ <match-cmap-name> ] [
<match-acl-name> ] [ <note-string> ] [ <pkt-len-list> ] [ <rtp-port-list> ] [ <prot> ] [ <input-iface-list> ] [
<exp-list> ] [ <cl-def> ] ] ] } ]

Syntax Description

(Optional) xxxxxx

(Optional) yyyyyy

(Optional) zzzzzz

Show running system informationshow

Show class mapsclass-map

(Optional) Type of the class-maptype

(Optional) type qosqos

(Optional) type queuingqueuing

(Optional) class map namecmap-name

(Optional)cmap-enum-name

(Optional)default-cmap-enum-name

(Optional) Queuing class-map namecmap-dce-name

(Optional) Hierarchical class-map namecmap-name-hque

(Optional)color-map-enum-name

(Optional)__readonly__

(Optional) Display all kinds of class-mapsdisplay-all

(Optional) all cmap xml sessionsTABLE_cmap

(Optional) Class-map name: xml keycmap-key

(Optional) all match xml sessionsTABLE_match

(Optional) match count: xml keymatch-key

(Optional) Class-map namecmap-name-out

(Optional)xqos-or-q
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(Optional) Enter match-any or match-allany_or_all

(Optional) Class-map IDid

(Optional) Description stringdesc

(Optional) Negate this match resultnot

(Optional) List of DSCP valuesdscp-list

(Optional) List of precedence valuesprecedence-list

(Optional) List of class-of-service valuescos-list

(Optional) List of qos-group valuesqos-group-list

(Optional) List of discard-class valuesdiscard-class-list

(Optional) List of vlan-idsvlan-list

(Optional) class-map namematch-cmap-name

(Optional) Match class-map namematch-acl-name

(Optional) Placeholder string param to display any info in string formatnote-string

(Optional) Packet length multi-rangepkt-len-list

(Optional) IP RTP UDP port multi-rangertp-port-list

(Optional) Protocolprot

(Optional) Input Interface multi-rangeinput-iface-list

(Optional) List of MPLS exp valuesexp-list

(Optional) Match any criteria for class-default onlycl-def

Command Mode

• /exec
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show class-map type control-plane
show class-map type control-plane [ <cmap-name> ] [ __readonly__ [ { TABLE_cmap <cmap-key>
<cmap-name-out> <opt_any_or_all> [ TABLE_match <match-key> [ access_grp <acc_grp_name> ] [ redirect
<opt_match_redirect> ] [ exception <opt_match_excpt> ] [ protocol <opt_match_protocol> ] ] } ] ]

Syntax Description

Show running system informationshow

Show class mapsclass-map

Type of the class-maptype

This is for copp policycontrol-plane

(Optional) Name of the class-mapcmap-name

(Optional)__readonly__

(Optional) all cmap xml sessionsTABLE_cmap

(Optional) Name of the class-mapcmap-name-out

(Optional) Class-map name: xml keycmap-key

(Optional) Enter match-any or match-allopt_any_or_all

(Optional) all match xml sessionsTABLE_match

(Optional) match count: xml keymatch-key

(Optional)access_grp

(Optional)acc_grp_name

(Optional)redirect

(Optional) Match criteria for redirected packetsopt_match_redirect

(Optional)exception

(Optional) Match criteria for exception packetsopt_match_excpt

(Optional)protocol

(Optional) Match criteria for protocol packetsopt_match_protocol

Command Mode

• /exec
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show class-map type network-qos
show class-map type network-qos [ <cmap-name-nq> ] [ __readonly__ { <display-all> <desc> <xcmap-name>
<cos-list> <qos-group-list> <protocol> } ]

Syntax Description

Show running system informationshow

Show class mapsclass-map

Type of the class-maptype

(Optional) Class-map namecmap-name-nq

type network-qosnetwork-qos

(Optional)__readonly__

(Optional) Display all network-qos class-mapsdisplay-all

(Optional) Description stringdesc

(Optional) Class-map namexcmap-name

(Optional) protocolprotocol

(Optional) List of class-of-service valuescos-list

(Optional) List of qos-group valuesqos-group-list

Command Mode

• /exec
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show class-map type psp
show class-map type psp { [ <cmap-name-plc> [ client <clienttype> <clientID> ] [ cfg-mode <cfgmode> ] ]
| [ handle <ppf_id> ] } [ __readonly__ { [ <display-all> ] [ TABLE_cmap <cmap-key> [ <id> ] [ <any_or_all>
] [ <__inline__> ] [ class-default ] <cmap-name-out> [ <desc> ] [ TABLE_match <match-key> [ <not> ] [
<any> ] [ <cos-list> ] [ <mac_src> <mac_src_wild> ] [ <mac_dest> <mac_dest_wild> ] [ <eth-value> ] [
<vlan-number> ] [ <tos-value> ] [ <ip-protocol-value> ] [ <ip-s-addr> <ip-s-mask> ] [ <ip-d-addr> <ip-d-mask>
] [ <tcp-src-port-addr> ] [ <tcp-dest-port-addr> ] [ <udp-src-port-addr> ] [ <udp-dest-port-addr> ] [
<interface-name> ] [ <ipv6-s-addr> <ipv6-s-mask> ] [ <ipv6-d-addr> <ipv6-d-mask> ] [ <dscp-list> ] ] ] } ]

Syntax Description

Show running system informationshow

Show class mapsclass-map

Type of the class-maptype

type psppsp

(Optional) Class-map namecmap-name-plc

(Optional) set client typeclient

(Optional) cli/onepclienttype

(Optional) client appIDclientID

(Optional) cfg-modecfg-mode

(Optional) persistent/transientcfgmode

(Optional) Handlehandle

(Optional) PPF IDppf_id

(Optional)__readonly__

(Optional) Display all kinds of class-mapsdisplay-all

(Optional) all cmap xml sessionsTABLE_cmap

(Optional) Class-map name: xml keycmap-key

(Optional) all match xml sessionsTABLE_match

(Optional) match count: xml keymatch-key

(Optional)class-default

(Optional) Class-map namecmap-name-out

(Optional) Enter match-any or match-allany_or_all

(Optional) Inline class__inline__
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(Optional) Class-map IDid

(Optional) Description stringdesc

(Optional) Negate this match resultnot

(Optional) Wildcard matchany

(Optional) List of class-of-service valuescos-list

(Optional) Source MAC addressmac_src

(Optional) Source MAC maskmac_src_wild

(Optional) Destination MAC addressmac_dest

(Optional) Destination MAC maskmac_dest_wild

(Optional) Ethernet typeeth-value

(Optional) Vlan numbervlan-number

(Optional) IPv4 TOStos-value

(Optional) IPV4 protocolip-protocol-value

(Optional) IP address in format a.b.c.dip-s-addr

(Optional) IP address in format a.b.c.dip-d-addr

(Optional) IP address Mask in format a.b.c.dip-s-mask

(Optional) IP address Mask in format a.b.c.dip-d-mask

(Optional) Transport layer port numbertcp-src-port-addr

(Optional) Transport layer port numbertcp-dest-port-addr

(Optional) Transport layer port numberudp-src-port-addr

(Optional) Transport layer port numberudp-dest-port-addr

(Optional) Physical interface Name and Numberinterface-name

(Optional) List of DSCP valuesdscp-list

Command Mode

• /exec
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show cli alias
show cli alias [ name <s0> ]

Syntax Description

Show running system informationshow

Show CLI informationcli

Display the alias configurationalias

(Optional) Display a specific aliasname

(Optional) Specify the aliass0

Command Mode

• /exec
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show cli dynamic integers
show cli dynamic integers [ <name> ] [ __readonly__ TABLE_dynamic_integers <name-o> <min> <max>
]

Syntax Description

Show running system informationshow

CLI commandscli

Display current range of dynamic parametersdynamic

Display current range of dynamic integer parametersintegers

(Optional) name of the dynamic parametername

(Optional)__readonly__

(Optional)TABLE_dynamic_integers

(Optional)name-o

(Optional)min

(Optional)max

Command Mode

• /exec
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show cli dynamic strings
show cli dynamic strings [ <name> ] [ __readonly__ TABLE_dynamic_strings <name-o> <value> + ]

Syntax Description

Show running system informationshow

CLI commandscli

Display current range of dynamic parametersdynamic

Display current range of dynamic string parametersstrings

(Optional) name of the dynamic parametername

(Optional)__readonly__

(Optional)TABLE_dynamic_strings

(Optional)name-o

(Optional)value

Command Mode

• /exec
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show cli history
show cli history [ this-mode-only | exec-mode | config-mode ] [ <count> | unformatted ] +

Syntax Description

Show running system informationshow

debug clicli

history of cli commandshistory

(Optional) number of lines to display (from end)count

(Optional) display just the commandsunformatted

(Optional) display history from current mode onlythis-mode-only

(Optional) display history of exec commands onlyexec-mode

(Optional) display history of config commands onlyconfig-mode

Command Mode

• /exec
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show cli interface table
show cli interface table

Syntax Description

showshow

clicli

interfaceinterface

tabletable

Command Mode

• /exec
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show cli list
show cli list [ detail | recurse | <component> | <max-per-cmd> ] +

Syntax Description

Show running system informationshow

Show CLI informationcli

showlist

(Optional) componentcomponent

(Optional) maxmax-per-cmd

(Optional) gorecurse

(Optional) formatsdetail

Command Mode

• /exec
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show cli registry
show cli registry [ ctags | tags | modes | session | inherit ]

Syntax Description

Show running system informationshow

cli

registry

(Optional)ctags

(Optional)tags

(Optional)modes

(Optional)session

(Optional)inherit

Command Mode

• /exec
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show cli syntax
show cli syntax [ long | recurse ] + [ has-xml-out | has-no-xml-out | is-data-modeled ] [ roles [ network-admin
| network-operator | <roles-mask> ] ]

Syntax Description

Show running system informationshow

Show CLI informationcli

showsyntax

(Optional) uselong

(Optional) alsorecurse

(Optional) showhas-xml-out

(Optional) showhas-no-xml-out

(Optional) showis-data-modeled

(Optional) showroles

(Optional) shownetwork-admin

(Optional) shownetwork-operator

(Optional) showroles-mask

Command Mode

• /exec
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show cli variables
show cli variables

Syntax Description

Show running system informationshow

Show CLI informationcli

Show CLI variablesvariables

Command Mode

• /exec
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show clock
show clock [ detail ] [ __readonly__ { <simple_time> [ <daylight_zone> <daylight_start_week>
<daylight_start_weekday> <daylight_start_month> <daylight_start_time> <daylight_end_week>
<daylight_end_weekday> <daylight_end_month> <daylight_end_time> <daylight_utc_min_offset> ] } ]

Syntax Description

Show running system informationshow

Display current Dateclock

(Optional) Display current date and summertime configurationdetail

(Optional)__readonly__

(Optional) simple clock formatsimple_time

(Optional) summer-time daylight zonedaylight_zone

(Optional) daylight start weekdaylight_start_week

(Optional) daylight start weekdaydaylight_start_weekday

(Optional) daylight start monthdaylight_start_month

(Optional) daylight start timedaylight_start_time

(Optional) daylight end weekdaylight_end_week

(Optional) daylight end weekdaydaylight_end_weekday

(Optional) daylight end monthdaylight_end_month

(Optional) daylight end timedaylight_end_time

(Optional) daylight utc offsetdaylight_utc_min_offset

Command Mode

• /exec
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show clock utc
show clock utc

Syntax Description

Show running system informationshow

Display current Dateclock

Display current time in UTCutc

Command Mode

• /exec
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show config-profile
show config-profile [ name <all_conf_profile_name> ] [ __readonly__ TABLE_conf_profile_all
<conf_profile_name> { <conf_profile_desc> <conf_profile_cfg> + <conf_profile_applied> +
<conf_profile_include> + } ]

Syntax Description

Show running system informationshow

Show config-profilesconfig-profile

(Optional) config-profile namename

(Optional) Enter the name of configuration profileall_conf_profile_name

(Optional)__readonly__

(Optional)TABLE_conf_profile_all

(Optional)conf_profile_name

(Optional)conf_profile_desc

(Optional)conf_profile_cfg

(Optional)conf_profile_applied

(Optional)conf_profile_include

Command Mode

• /exec
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show config-profile applied
show config-profile { applied [ auto | manually ] | non-applied } [ match-name <profile_substring> ] [
__readonly__ <profiles> ]

Syntax Description

Show running system informationshow

Show config-profilesconfig-profile

List of config-profiles that are appliedapplied

(Optional) List of config-profiles that are applied via auto-configauto

(Optional) List of all config-profiles which were applied directly from
cli

manually

List of config-profiles that are not appliednon-applied

(Optional) List of all config-profiles that have matching sub-stringmatch-name

(Optional)__readonly__

(Optional)profiles

(Optional) Enter a substring to match with config-profile nameprofile_substring

Command Mode

• /exec
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show configuration session
show configuration session [ __readonly__ { <ssn-name> <ssn-cmd-num> <command> } + <trlr> ]

Syntax Description

Show running system informationshow

Show information about configuration sessionsconfiguration

Show active configuration sessionssession

(Optional) Read only__readonly__

(Optional)ssn-name

(Optional)ssn-cmd-num

(Optional)command

(Optional)trlr

Command Mode

• /exec
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show configuration session
show configuration session <s3> [ __readonly__ <ssn-name> { <ssn-cmd-num> <command> } + ]

Syntax Description

Show running system informationshow

Show information about configuration sessionsconfiguration

Show active configuration sessionssession

Shows configuration session given a names3

(Optional) Read only__readonly__

(Optional)ssn-name

(Optional)ssn-cmd-num

(Optional)command

Command Mode

• /exec
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show configuration session global-info
show configuration session global-info [ __readonly__ <max-ssns> <max-cmds> <curr-num-ssns>
<curr-num-cmds> ]

Syntax Description

Show running system informationshow

Show information about configuration sessionsconfiguration

Show active configuration sessionssession

Show configuration sessions global-infoglobal-info

(Optional) Read only__readonly__

(Optional)max-ssns

(Optional)max-cmds

(Optional)curr-num-ssns

(Optional)curr-num-cmds

Command Mode

• /exec
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show configuration session status
show configuration session status [ <s3> ] [ __readonly__ <ssn-name> { <last-action> <ac-tstamp> <ac-status>
<ac-reason> } { <failed-cmd-num> + <failed-cmd> } + { <last-vfy-cmd-num> <last-vfy-cmd>
<last-vfy-tstamp> } + <rollback-status> + <trlr> ]

Syntax Description

Show running system informationshow

Show information about configuration sessionsconfiguration

Show active configuration sessionssession

Show configuration session-mgr statusstatus

(Optional) Shows configuration session status given a names3

(Optional) Read only__readonly__

(Optional)ssn-name

(Optional)last-action

(Optional)ac-tstamp

(Optional)ac-status

(Optional)ac-reason

(Optional)failed-cmd-num

(Optional)failed-cmd

(Optional)last-vfy-cmd-num

(Optional)last-vfy-cmd

(Optional)last-vfy-tstamp

(Optional)rollback-status

(Optional)trlr

Command Mode

• /exec
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show configuration session summary
show configuration session summary [ __readonly__ <hdr> { <ssn-name> <username> <tstamp> } + <trlr>
]

Syntax Description

Show running system informationshow

Show information about configuration sessionsconfiguration

Show active configuration sessionssession

Show summary of the active configuration sessionssummary

(Optional) Read only__readonly__

(Optional)hdr

(Optional)ssn-name

(Optional)username

(Optional)tstamp

(Optional)trlr

Command Mode

• /exec
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show consistency-checker copp
show consistency-checker copp

Syntax Description

Show running system informationshow

Consistency Checkerconsistency-checker

Verify copp programming from software contextcopp

Command Mode

• /exec
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show consistency-checker fex-interfaces fex
show consistency-checker fex-interfaces fex <id>

Syntax Description

Show running system informationshow

Limit display to interfaces on this fexfex

Enter module numberid

Consistency Checkerconsistency-checker

Compares software and hardware state of fex interfacesfex-interfaces

Command Mode

• /exec
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show consistency-checker forwarding ipv6 show forwarding
ipv6 inconsistency

show consistency-checker forwarding ipv6 [ unicast ] [ vrf { <vrf-name> | all_vrfs } ] [ module { <module>
| all_modules } ] | show forwarding ipv6 [ unicast ] inconsistency [ vrf { <vrf-name> | all_vrfs } ] [ module
{ <module> | all_modules } ] [ __readonly__ TABLE_inconsistency <idipv6> <slotipv6> [ <unitipv6> ]
<vrfipv6> [ <ipv6addr> ] [ <ipv6prefix> ] [ <interfaceipv6> ] <reasonipv6> ]

Syntax Description

showshow

Consistency Checkerconsistency-checker

Display Forwarding Informationforwarding

route inconsistency checkinconsistency

ipv6ipv6

(Optional) unicastunicast

(Optional) check routes for a specific VRFvrf

(Optional) VRF namevrf-name

(Optional) check routes for a specific modulemodule

(Optional) module numbermodule

(Optional) all module'sall_modules

(Optional) all vrf'sall_vrfs

(Optional)__readonly__

(Optional)TABLE_inconsistency

(Optional)idipv6

(Optional)slotipv6

(Optional)unitipv6

(Optional)vrfipv6

(Optional)interfaceipv6

(Optional)reasonipv6

Command Mode

• /exec
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show consistency-checker forwarding recover
show consistency-checker forwarding recover

Syntax Description

Show running system informationshow

Consistency Checkerconsistency-checker

Display Forwarding Informationforwarding

Recover inconsistent routesrecover

Command Mode

• /exec
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show consistency-checker forwarding show forwarding
inconsistency

show consistency-checker forwarding [ ip | ipv4 ] [ unicast ] [ vrf { <vrf-name> | all_vrfs } ] [ module {
<module> | all_modules } ] | show forwarding [ ip | ipv4 ] [ unicast ] inconsistency [ vrf { <vrf-name> | all_vrfs
} ] [ module { <module> | all_modules } ] [ __readonly__ TABLE_inconsistency <id> <slot> [ <unit> ] <vrf>
[ <ipaddr> ] [ <ipprefix> ] [ <interface> ] <reason> ]

Syntax Description

showshow

Consistency Checkerconsistency-checker

Display Forwarding Informationforwarding

route inconsistency checkinconsistency

(Optional) ipv4ip

(Optional) ipv4ipv4

(Optional) unicastunicast

(Optional) check routes for a specific VRFvrf

(Optional) VRF namevrf-name

(Optional) check routes for a specific modulemodule

(Optional) module numbermodule

(Optional) all module'sall_modules

(Optional) all vrf'sall_vrfs

(Optional)__readonly__

(Optional)TABLE_inconsistency

(Optional)id

(Optional)slot

(Optional)unit

(Optional)vrf

(Optional)ipaddr

(Optional)ipprefix

(Optional)interface
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(Optional)reason

Command Mode

• /exec
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show consistency-checker l2-tahoe module
show consistency-checker l2-tahoe module <module> [ unit <unit> ]

Syntax Description

Show running system informationshow

Consistency Checkerconsistency-checker

Verify l2 mac programming in the hardwarel2-tahoe

Module to run the consistency-checker onmodule

Enter module numbermodule

(Optional) Unit to run the consistency checker onunit

(Optional) Enter unit numberunit

Command Mode

• /exec
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show consistency-checker l2-tahoe switchport interface
show consistency-checker l2-tahoe switchport interface <if_name>

Syntax Description

Show running system informationshow

Consistency Checkerconsistency-checker

Verify l2 switchport parametersl2-tahoe

Switchport Interfaceswitchport

interfaceinterface

Physical or Logical interfaceif_name

Command Mode

• /exec
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show consistency-checker l2 module
show consistency-checker l2 module <modnum> [ __readonly__ <l2entry> <header> TABLE_mac_address
<disp_mac_addr><disp_type><disp_vlan><disp_is_static><disp_age><disp_is_secure><disp_is_ntfy><disp_port>
]

Syntax Description

showshow

Consistency Checkerconsistency-checker

l2l2

Module numbermodule

Module Numbermodnum

(Optional)__readonly__

(Optional) Headerheader

(Optional) L2 Entry Stringl2entry

(Optional) Mac address tableTABLE_mac_address

Command Mode

• /exec
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show consistency-checker l3-interface module
show consistency-checker l3-interface module <moduleid>

Syntax Description

Show running system informationshow

Limit display to interfaces on modulemodule

Enter module numbermoduleid

Consistency Checkerconsistency-checker

Compares software and hardware properties of L3 interfacesl3-interface

Command Mode

• /exec
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show consistency-checker link-state module
show consistency-checker link-state module <module>

Syntax Description

Show running system informationshow

Limit display to interfaces on modulemodule

Enter module numbermodule

Consistency Checkerconsistency-checker

Compares software and hardware link state of interfaceslink-state

Command Mode

• /exec
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show consistency-checker membership port-channels
show consistency-checker membership port-channels [ interface <ch-id> ]

Syntax Description

Show running system informationshow

Consistency Checkerconsistency-checker

Check various membershipsmembership

Verifies port channel membership in the hardwareport-channels

(Optional) Port-channel numberinterface

(Optional) Port-Channel namech-id

Command Mode

• /exec
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show consistency-checker membership vlan
show consistency-checker membership vlan <vlanid> [ private-vlan [ interface [ <int-id> | <ch-id> ] ] ]

Syntax Description

Show running system informationshow

Verifies vlan membership in the hardwarevlan

Enter vlan idvlanid

Consistency Checkerconsistency-checker

Check various membershipsmembership

(Optional) Check private-vlan primary vlanprivate-vlan

(Optional) Interfaceinterface

(Optional) Interface nameint-id

(Optional) Port-Channel namech-id

Command Mode

• /exec
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show consistency-checker nxapi interface
show consistency-checker nxapi interface

Syntax Description

Show running system informationshow

Consistency Checkerconsistency-checker

Nxapinxapi

Compares interface configs between dme and pssinterface

Command Mode

• /exec
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show consistency-checker pacl module
show consistency-checker pacl module <module>

Syntax Description

Show running system informationshow

Consistency Checkerconsistency-checker

Verify pacl programming in the hardwarepacl

Limit display to L2 interfaces on this modulemodule

Enter module numbermodule

Command Mode

• /exec
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show consistency-checker pacl port-channels
show consistency-checker pacl port-channels [ interface <ch-id> ]

Syntax Description

Show running system informationshow

Consistency Checkerconsistency-checker

Verify pacl programming in the hardwarepacl

Verifies port channel pacl programming in the hardwareport-channels

(Optional) Port-channel numberinterface

(Optional) Port-Channel namech-id

Command Mode

• /exec
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show consistency-checker port-security
show consistency-checker port-security [ module <mod> [ interface <intf-id> ] ]

Syntax Description

Show running system informationshow

Consistency Checkerconsistency-checker

Port-Security informationport-security

(Optional) Modulemodule

(Optional) Port-security interfaceinterface

(Optional) Port-security interaceintf-id

(Optional) Module Numbermod

Command Mode

• /exec
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show consistency-checker qinvni
show consistency-checker qinvni

Syntax Description

Show running system informationshow

Consistency Checkerconsistency-checker

QinVNI consistency checkerqinvni

Command Mode

• /exec
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show consistency-checker racl module
show consistency-checker racl module <module>

Syntax Description

Show running system informationshow

Consistency Checkerconsistency-checker

Verify racl programming in the hardwareracl

Limit display to L3 interfaces on this modulemodule

Enter module numbermodule

Command Mode

• /exec
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show consistency-checker racl port-channels
show consistency-checker racl port-channels [ interface <ch-id> ]

Syntax Description

Show running system informationshow

Consistency Checkerconsistency-checker

Verify racl programming in the hardwareracl

Verifies port channel racl programming in the hardwareport-channels

(Optional) Port-channel numberinterface

(Optional) Port-Channel namech-id

Command Mode

• /exec
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show consistency-checker stp-state vlan
show consistency-checker stp-state vlan <vlan>

Syntax Description

Show running system informationshow

Verifies spanning tree state in the hardware for all interfaces in the vlanvlan

Enter vlan idvlan

Consistency Checkerconsistency-checker

Verify spanning tree state in the hardwarestp-state

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
285

All Show Commands
show consistency-checker stp-state vlan



show consistency-checker vacl
show consistency-checker vacl

Syntax Description

Show running system informationshow

Consistency Checkerconsistency-checker

Verify vacl programming in the hardwarevacl

Command Mode

• /exec
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show consistency-checker vxlan bgp
show consistency-checker vxlan bgp

Syntax Description

Show running system informationshow

Consistency Checkerconsistency-checker

VxLAN consistency checkervxlan

Display VxLAN BGP EVPN consistency informationbgp

Command Mode

• /exec
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show consistency-checker vxlan interface
show consistency-checker vxlan interface { <int-id> | <ch-id> }

Syntax Description

Show running system informationshow

Consistency Checkerconsistency-checker

VxLAN VLANsvxlan

Interfaceinterface

Interfaceint-id

Port-Channel namech-id

Command Mode

• /exec
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show consistency-checker vxlan mh mac-addresses
show consistency-checker vxlan mh mac-addresses

Syntax Description

Show running system informationshow

Consistency Checkerconsistency-checker

VxLAN VLANsvxlan

VxLAN BGP EVPN Multi Homing CC commandsmh

Check mac address consistency between L2RIB and L2FMmac-addresses

Command Mode

• /exec
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show consistency-checker vxlan mh pathlist
show consistency-checker vxlan mh pathlist

Syntax Description

Show running system informationshow

Consistency Checkerconsistency-checker

VxLAN VLANsvxlan

VxLAN BGP EVPN Multi Homing CC commandsmh

Check Vxlan BGP EVPN MH Control plane and resultant pathlists
consistency

pathlist

Command Mode

• /exec
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show consistency-checker vxlan peers
show consistency-checker vxlan peers

Syntax Description

Show running system informationshow

Consistency Checkerconsistency-checker

VxLAN consistency checkervxlan

Display VxLAN peers consistency informationpeers

Command Mode

• /exec
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show consistency-checker vxlan routes
show consistency-checker vxlan routes

Syntax Description

Show running system informationshow

Consistency Checkerconsistency-checker

VxLAN consistency checkervxlan

Display VxLAN L3 routes consistency informationroutes

Command Mode

• /exec
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show consistency-checker vxlan selective-qinvni
show consistency-checker vxlan selective-qinvni

Syntax Description

Show running system informationshow

Consistency Checkerconsistency-checker

VxLAN VLANsvxlan

Selective QinVNI consistency checkerselective-qinvni

Command Mode

• /exec
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show consistency-checker vxlan selective-qinvni interface
show consistency-checker vxlan selective-qinvni interface { <int-id> | <ch-id> }

Syntax Description

Show running system informationshow

Consistency Checkerconsistency-checker

VxLAN VLANsvxlan

Selective QinVNI consistency checkerselective-qinvni

Interfaceinterface

Interfaceint-id

Port-Channel namech-id

Command Mode

• /exec
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show consistency-checker vxlan vlan
show consistency-checker vxlan vlan <vlanid>

Syntax Description

Show running system informationshow

VxLAN VLANsvxlan

Verifies flood list programming for vxlan vlansvlan

Consistency Checkerconsistency-checker

Enter vlan idvlanid

Command Mode

• /exec
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show controller accounting log
show controller <ctrl-id> accounting log

Syntax Description

Show running system informationshow

Controller commandcontroller

Controller id valuectrl-id

Accountingaccounting

Show log informationlog

Command Mode

• /exec
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show copp diff profile profile2
show copp diff profile <profile_type> [ prior-ver ] profile2 <profile_type2>

Syntax Description

Show running system informationshow

Control-Plane Policingcopp

Difference between CoPP Profilesdiff

CoPP Profileprofile

CoPP Profile Typesprofile_type

(Optional) Previous Configured Versionprior-ver

CoPP Profileprofile2

CoPP Profile Typesprofile_type2

Command Mode

• /exec
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show copp profile
show copp profile { strict | moderate | lenient | dense } [ __readonly__ <acl-type> <acl-grp-name> {
<permitdeny> { <proto_str> | <proto> | <ip> | <ipv6> } { <src_any> | <src_ip_prefix> | <src_ip_addr>
<src_ip_mask> | <src_ipv6_prefix> | <src_addrgrp> | <src_mac_any> | <src_mac_addr> <src_mac_mask>
} [ <src_port_op> { <src_port1_str> | <src_port1_num> } [ <src_port2_str> | <src_port2_num> ] | <src_portgrp>
] { <dest_any> | <dest_ip_prefix> | <dest_ip_addr> <dest_ip_mask> | <dest_ipv6_prefix> | <dest_addrgrp>
| <dest_mac_any> | <dest_mac_addr> <dest_mac_mask> } [ <dest_port_op> { <dest_port1_str> |
<dest_port1_num> } [ <dest_port2_str> | <dest_port2_num> ] | <dest_portgrp> ] [ { <icmp_type> [
<icmp_code> ] | <icmp_str> } | { <icmpv6_type> [ <icmpv6_code> ] | <icmpv6_str> } ] <eth_proto> }
<newline> <cmap_name> <opt_any_or_all> { { access_grp <acc_grp_name> } | { redirect
<opt_match_redirect> } | { exception <opt_match_excpt> } { protocol <opt_match_protocol> } } +
<pmap_name> <class-name> <cir> <opt_kbps_mbps_gbps_pps_cir> { percent <cir-perc> } <pir>
<opt_kbps_mbps_gbps_pps_pir> { percent1 <pir-perc> } <bc> <opt_kbytes_mbytes_gbytes_bc> <be>
<opt_kbytes_mbytes_gbytes_be> { { <opt_drop_transmit_conform> } | { set-cos-transmit <set-cos-val> } |
{ set-dscp-transmit <set-dscp-val> } | { set-prec-transmit <set-prec-val> } } { { <opt_drop_transmit_exceed>
} | { set dscp1 dscp2 table cir-markdown-map } } { { <opt_drop_transmit_violate> } | { set1 dscp3 dscp4
table1 pir-markdown-map } } { { cos [ inner ] <cos-val> } | { dscp [ tunnel ] <dscp-val> } | { precedence [
tunnel1 ] <prec-val> } <policer_show_flags> <set_vld_flg> } + ]

Syntax Description

Show running system informationshow

Control-Plane Policingcopp

CoPP Profileprofile

display strict profilestrict

display moderate profilemoderate

display lenient profilelenient

display dense profiledense

(Optional) Read Only__readonly__

(Optional) access-list typeacl-type

(Optional) name of the access-listacl-grp-name

(Optional) permit/denypermitdeny

(Optional) A protocol numberproto

(Optional) Protocol nameproto_str

(Optional) IPip

(Optional) IPV6ipv6

(Optional) SRCAnysrc_any
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(Optional) DESTAnydest_any

(Optional) Source IP prefixsrc_ip_prefix

(Optional) Source IP addresssrc_ip_addr

(Optional) Source IP masksrc_ip_mask

(Optional) Source MAC addresssrc_mac_addr

(Optional) Source MAC masksrc_mac_mask

(Optional) SRCMACAnysrc_mac_any

(Optional) Destination IP prefixdest_ip_prefix

(Optional) Destination IP addressdest_ip_addr

(Optional) Destination IP maskdest_ip_mask

(Optional) Destination MAC addressdest_mac_addr

(Optional) Destination MAC maskdest_mac_mask

(Optional) DESTMACAnydest_mac_any

(Optional) Source Port operatorsrc_port_op

(Optional) Destination Port operatordest_port_op

(Optional) Source port namesrc_port1_str

(Optional) Source port numbersrc_port1_num

(Optional) Source port namesrc_port2_str

(Optional) Source port numbersrc_port2_num

(Optional) Destination port namedest_port1_str

(Optional) Destination port numberdest_port1_num

(Optional) Destination port namedest_port2_str

(Optional) Destination port numberdest_port2_num

(Optional) ICMP typeicmp_type

(Optional) ICMP codeicmp_code

(Optional) ICMP messageicmp_str

(Optional) ICMP typeicmpv6_type

(Optional) ICMP codeicmpv6_code

(Optional) ICMP messageicmpv6_str
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(Optional) Source address groupsrc_addrgrp

(Optional) Destination address groupdest_addrgrp

(Optional) Source port groupsrc_portgrp

(Optional) Destination port groupdest_portgrp

(Optional) MAC protocol numbereth_proto

(Optional) newline between access-list and cmapsnewline

(Optional) Name of the class-mapcmap_name

(Optional) Enter match-any or match-allopt_any_or_all

(Optional)access_grp

(Optional)acc_grp_name

(Optional)redirect

(Optional) Match criteria for redirected packetsopt_match_redirect

(Optional)exception

(Optional) Match criteria for exception packetsopt_match_excpt

(Optional)protocol

(Optional) Match criteria for protocol packetsopt_match_protocol

(Optional) Name of the Policy-mappmap_name

(Optional) Name if the policy memberclass-name

(Optional) Unitsopt_kbps_mbps_gbps_pps_cir

(Optional)percent

(Optional) Unitsopt_kbps_mbps_gbps_pps_pir

(Optional)percent1

(Optional) Unitsopt_kbytes_mbytes_gbytes_bc

(Optional) Unitsopt_kbytes_mbytes_gbytes_be

(Optional) Set the actionopt_drop_transmit_conform

(Optional)set-cos-transmit

(Optional) Conform action cos valset-cos-val

(Optional)set-dscp-transmit

(Optional) Conform action dscp valset-dscp-val
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(Optional)set-prec-transmit

(Optional) Conform action prec valset-prec-val

(Optional) Set the actionopt_drop_transmit_exceed

(Optional)set

(Optional)dscp1

(Optional)dscp2

(Optional)table

(Optional)cir-markdown-map

(Optional) Set the actionopt_drop_transmit_violate

(Optional)set1

(Optional)dscp3

(Optional)dscp4

(Optional)table1

(Optional)pir-markdown-map

(Optional)cos

(Optional)inner

(Optional) Set cos valcos-val

(Optional)dscp

(Optional)tunnel

(Optional) Set dscp valdscp-val

(Optional)precedence

(Optional)tunnel1

(Optional) Set prec valprec-val

(Optional) Policer show flagspolicer_show_flags

(Optional) Set valid flagset_vld_flg

Command Mode

• /exec
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show copp status
show copp status [ __readonly__ { last_config_operation <last_cfg_oper> } { last_config_operation_time
<last_cfg_oper_time> } { last_config_operation_status <last_cfg_oper_status> } [
last_config_operation_error_time <last_cfg_oper_error_time> ] [ last_config_operation_error
<last_cfg_oper_error> ] { service_policy <srv_policy> } ]

Syntax Description

Show running system informationshow

Control-Plane Policingcopp

Show the internal status of CoPPstatus

(Optional)__readonly__

(Optional) last config operationlast_config_operation

(Optional) last config operationlast_cfg_oper

(Optional) timestamp of last config operationlast_config_operation_time

(Optional) timestamp of last config operationlast_cfg_oper_time

(Optional) status of last config operationlast_config_operation_status

(Optional) status of last config operationlast_cfg_oper_status

(Optional) timestamp of last config operation's errorlast_config_operation_error_time

(Optional) timestamp of last config operation's errorlast_cfg_oper_error_time

(Optional) last config operation's errorlast_config_operation_error

(Optional) last config operation's errorlast_cfg_oper_error

(Optional) policy-map attached to control-planeservice_policy

(Optional) policy-map attached to control-planesrv_policy

Command Mode

• /exec
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show copyright
show copyright [ __readonly__ { <content> } ]

Syntax Description

Show running system informationshow

Copyright informationcopyright

(Optional)__readonly__

(Optional) Copyrigh informationcontent

Command Mode

• /exec
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show cores
show cores [ vdc-all | { vdc [ <e-vdc2> | <vdc-id> ] } ] [ __readonly__ { [ TABLE_cores <vdc_id>
<module_id> <instance> <process_name> <pid> <sys_time> ] } ]

Syntax Description

Show running system informationshow

show all core dumps for the current vdccores

(Optional) show core dumps from all vdcsvdc-all

(Optional) show all core dumps for the vdcvdc

(Optional)__readonly__

(Optional)TABLE_cores

(Optional) vdc idvdc_id

(Optional) module idmodule_id

(Optional) instance numberinstance

(Optional) name of the processprocess_name

(Optional) process idpid

(Optional) core generate timesys_time

(Optional) Enter VDC <vdc-id>e-vdc2

(Optional) vdc numbervdc-id

Command Mode

• /exec
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show crypto ca certificates
show crypto ca certificates <s0> [ __readonly__ { Trustpoint <trustpoint> } [ { Certificate <certificate> } ]
[ { TABLE_ca_cert_chains <index> <ca_certificate> } ] ]

Syntax Description

Show running system informationshow

show crypto configurationcrypto

show trustpoint configurationca

show various certificatescertificates

trustpoint labels0

(Optional)__readonly__

(Optional) TrustpointTrustpoint

(Optional) Trustpointtrustpoint

(Optional) CertificateCertificate

(Optional) Certificatecertificate

(Optional) Table of CA certificates in chainTABLE_ca_cert_chains

(Optional) CA Certificate Indexindex

(Optional) CA certificateca_certificate

Command Mode

• /exec
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show crypto ca certificates
show crypto ca certificates [ __readonly__ [ { TABLE_ca_certificates <trustpoint> [ <certificate> ] [ {
TABLE_ca_cert_chains <index> <ca_certificate> } ] } ] ]

Syntax Description

Show running system informationshow

show crypto configurationcrypto

show trustpoint configurationca

show various certificatescertificates

(Optional)__readonly__

(Optional) Table of CA certificatesTABLE_ca_certificates

(Optional) Trustpoint nametrustpoint

(Optional) Certificatecertificate

(Optional) Table of CA certificates in chainTABLE_ca_cert_chains

(Optional) CA Certificate Indexindex

(Optional) CA certificateca_certificate

Command Mode

• /exec
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show crypto ca certstore
show crypto ca certstore [ __readonly__ { certstore_lookup <lookup_type> } ]

Syntax Description

Show running system informationshow

Show crypto configurationcrypto

show crypto ca configurationca

Show the configured certstorecertstore

(Optional)__readonly__

(Optional) Certificate strore lookupcertstore_lookup

(Optional) Lookup typelookup_type

Command Mode

• /exec
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show crypto ca crl
show crypto ca crl <s0> [ __readonly__ { Trustpoint <trustpoint> } [ { CRL <crl> } ] ]

Syntax Description

Show running system informationshow

show crypto configurationcrypto

show trustpoint configurationca

show CRLcrl

trustpoint labels0

(Optional)__readonly__

(Optional) TrustpointTrustpoint

(Optional) Trustpointtrustpoint

(Optional) Certificate Revocation ListCRL

(Optional) Certificate Revocation Listcrl

Command Mode

• /exec
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show crypto ca remote-certstore
show crypto ca remote-certstore [ __readonly__ { remote_cert_store <rem_cert_store> } [ { crl_timer <crltimer>
} { ldap_server_group <ldap_server_grp> } ] ]

Syntax Description

Show running system informationshow

Show crypto configurationcrypto

show crypto ca configurationca

Show remote certstore configurationremote-certstore

(Optional)__readonly__

(Optional) Remote cert storeremote_cert_store

(Optional) Remote certificate storerem_cert_store

(Optional) CRL timercrl_timer

(Optional) CRL timercrltimer

(Optional) LDAP Server Groupldap_server_group

(Optional) LDAP Server Groupldap_server_grp

Command Mode

• /exec
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show crypto ca trustpoints
show crypto ca trustpoints [ __readonly__ [ { TABLE_ca_truspoints <trustpoint> <key-pair> [ {
TABLE_revocation_methods <revocation-method> } ] [ <ocsp-url> ] } ] ]

Syntax Description

Show running system informationshow

show crypto configurationcrypto

show trustpoint configurationca

show trustpoint configurationtrustpoints

(Optional)__readonly__

(Optional) Trustpointtrustpoint

(Optional) Key pairkey-pair

(Optional) Table of revocation methodsTABLE_revocation_methods

(Optional) Revocation mehtodrevocation-method

(Optional) OCSP URLocsp-url

(Optional) Table of CA trustpointsTABLE_ca_truspoints

Command Mode

• /exec
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show crypto certificatemap
show crypto certificatemap [ __readonly__ [ { TABLE_certmap <map_name> <subject_name>
<alternate_email> <alternate_upn> } ] ]

Syntax Description

Show running system informationshow

show crypto configurationcrypto

show certificatemap filterscertificatemap

(Optional)__readonly__

(Optional) Table of Certificate MapTABLE_certmap

(Optional) Map namemap_name

(Optional) Subject namesubject_name

(Optional) Alternate Emailalternate_email

(Optional) Alternate UPNalternate_upn

Command Mode

• /exec
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show crypto key mypubkey rsa
show crypto key mypubkey rsa [ __readonly__ [ { TABLE_rsa_keys <key_label> <key_size> <exportable>
<err_string> } ] ]

Syntax Description

Show running system informationshow

show crypto configurationcrypto

show key configurationkey

show my public keys configurationmypubkey

show my rsa public keys configurationrsa

(Optional)__readonly__

(Optional) Table of RSA keysTABLE_rsa_keys

(Optional) Key Lablekey_label

(Optional) Key sizekey_size

(Optional) Exportableexportable

(Optional) Error Stringerr_string

Command Mode

• /exec
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show crypto ssh-auth-map
show crypto ssh-auth-map [ __readonly__ [ { TABLE_ssh_auth_map <issuer_name> <map1> [ <map2> ] }
] ]

Syntax Description

Show running system informationshow

show crypto configurationcrypto

show mapping filters applied for ssh authenticationssh-auth-map

(Optional)__readonly__

(Optional) Table of SSH Auth MAPTABLE_ssh_auth_map

(Optional) Issuer Nameissuer_name

(Optional) Map 1map1

(Optional) Map 2map2

Command Mode

• /exec
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show cts
show cts [ __readonly__ <device-id> <cache_en> <num-dot1x> <num-man> <sgt> ]

Syntax Description

Show CTS global configurationcts

(Optional)__readonly__

(Optional) namedevice-id

(Optional) enable/disablecache_en

(Optional) number of interfaces in dot1x modenum-dot1x

(Optional) number of interfaces in manual modenum-man

(Optional)sgt

Command Mode

• /exec
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show current
show current

Syntax Description

Display region configurationsshow

Display mst configuration currently usedcurrent

Command Mode

• /exec/configure/spanning-tree/mst/configuration
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D Show Commands

• show diagnostic bootup level, on page 318
• show diagnostic content module, on page 319
• show diagnostic description module test all, on page 320
• show diagnostic events, on page 321
• show diagnostic ondemand setting, on page 322
• show diagnostic result module, on page 323
• show diagnostic result module all, on page 325
• show diagnostic simulation module, on page 327
• show diagnostic status module, on page 328
• show diff rollback-patch, on page 329
• show dot1q-tunnel, on page 330
• show dot1q-tunnel interface, on page 331
• show dot1x, on page 332
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show diagnostic bootup level
show diagnostic bootup level [ __readonly__ <bootup_level> ]

Syntax Description

Show running system informationshow

Diagnostic commandsdiagnostic

Show diagnostic bootup informationbootup

Show diagnostic bootup level informationlevel

(Optional)__readonly__

(Optional) Bootup levelbootup_level

Command Mode

• /exec
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show diagnostic content module
show diagnostic content module { all | <module> } [ __readonly__ <attr_descr> { TABLE_module
<module_id> <module_type> { TABLE_test <test_id> <testname> <test_attr> <test_interval> } } ]

Syntax Description

Show running system informationshow

Diagnostic commandsdiagnostic

Show diagnostic test contentcontent

Module Keywordmodule

Select all module IDall

Module numbermodule

(Optional)__readonly__

(Optional) Attribute descriptionattr_descr

(Optional) All modules tableTABLE_module

(Optional) Module Numbermodule_id

(Optional) module type descriptionmodule_type

(Optional) All tests tableTABLE_test

(Optional) Test idtest_id

(Optional) Test nametestname

(Optional) Test Attributetest_attr

(Optional) HM test intervaltest_interval

Command Mode

• /exec
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show diagnostic description module test all
show diagnostic description module <module> test { all | <name> | <test-id> } [ __readonly__ { TABLE_desc
<testname> <testdesc> } ]

Syntax Description

Show running system informationshow

Diagnostic commandsdiagnostic

Show diagnostic test descdescription

Module keywordmodule

Module Numbermodule

Diagnostic test selectiontest

Select all test IDall

Test namename

test-id

(Optional)__readonly__

(Optional) Table of test descriptionTABLE_desc

(Optional) Test nametestname

(Optional) Description of the testtestdesc

Command Mode

• /exec
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show diagnostic events
show diagnostic events [ error | info ]

Syntax Description

Show running system informationshow

Diagnostic commandsdiagnostic

Diagnostic eventsevents

(Optional) Error event-typeerror

(Optional) Information event-typeinfo

Command Mode

• /exec
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show diagnostic ondemand setting
show diagnostic ondemand setting [ __readonly__ <test_iteration_count> <action_on_failure> ]

Syntax Description

Show running system informationshow

Diagnostic commandsdiagnostic

Show diagnostic on demand informationondemand

Show diagnostic on demand settingssetting

(Optional)__readonly__

(Optional) Iteration Counttest_iteration_count

(Optional) Action on failureaction_on_failure

Command Mode

• /exec
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show diagnostic result module
show diagnostic result module <module> [ test { <name> | <test-id> } ] { [ detail ] | [ statistics ] } [
__readonly__ <module_id> <curr_diag_level> <module_name> [ <bootup_diag_level> ] [ { TABLE_TestStat
<stat_testid> <stat_testname> { TABLE_StatDetail <port_no> <packet_tx> <packet_rx> <packet_loss> } }
] [ { TABLE_Test <test_id> <testname> [ <testresult> ] [ { <passed_ports> <failed_ports> <incomplete_ports>
<untested_ports> <aborted_ports> <err_disabled_ports> } ] [ { <err_code> <total_run_count>
<last_execution_time> <first_failure_time> <last_failure_time> <last_pass_time> <total_fail_count>
<consequtive_fail_count> <last_fail_reason> <next_execution_time> } ] } ] ]

Syntax Description

Show running system informationshow

Diagnostic commandsdiagnostic

Show diagnostic test resultresult

Module keywordmodule

Module numbermodule

(Optional) Diagnostic test selectiontest

(Optional)test-id

(Optional) Test namename

(Optional) Detailed resultdetail

(Optional) Result statisticsstatistics

(Optional)__readonly__

(Optional) Module IDmodule_id

(Optional) Current diag levelcurr_diag_level

(Optional) Module namemodule_name

(Optional) Diagnostic level at bootupbootup_diag_level

(Optional) Statistics tableTABLE_TestStat

(Optional) Test idstat_testid

(Optional) Test namestat_testname

(Optional) Table stats detailTABLE_StatDetail

(Optional) Port Numberport_no

(Optional) Packet Txpacket_tx

(Optional) Packet Rxpacket_rx
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(Optional) Packet lostpacket_loss

(Optional) Table of tests in moduleTABLE_Test

(Optional) Test id of teststest_id

(Optional) Test nametestname

(Optional) Test Resultstestresult

(Optional) List passed portspassed_ports

(Optional) List failed portsfailed_ports

(Optional) List of Imcompletly tested portsincomplete_ports

(Optional) List of untested portsuntested_ports

(Optional) List of aborted portsaborted_ports

(Optional) List error disabled portserr_disabled_ports

(Optional) Error codeerr_code

(Optional) Total run counttotal_run_count

(Optional) Last execution timelast_execution_time

(Optional) First test failure timefirst_failure_time

(Optional) Last test failure timelast_failure_time

(Optional) Last test pass timelast_pass_time

(Optional) Total fail counttotal_fail_count

(Optional) Consequetive failure countconsequtive_fail_count

(Optional) Last failure reasonlast_fail_reason

(Optional) Next test execution timenext_execution_time

Command Mode

• /exec
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show diagnostic result module all
show diagnostic result module all [ detail ] [ __readonly__ { TABLE_Module <module_id> <curr_diag_level>
<module_name> [ <bootup_diag_level> ] { TABLE_Test <test_id> <testname> [ <testresult> ] [ {
<passed_ports> <failed_ports> <incomplete_ports> <untested_ports> <aborted_ports> <err_disabled_ports>
} ] [ { <err_code> <total_run_count> <last_execution_time> <first_failure_time> <last_failure_time>
<last_pass_time> <total_fail_count> <consequtive_fail_count> <last_fail_reason> <next_execution_time>
} ] } } ]

Syntax Description

Show running system informationshow

Diagnostic commandsdiagnostic

Show diagnostic test resultresult

Module keywordmodule

Select all test IDall

(Optional) Detailed resultdetail

(Optional)__readonly__

(Optional) Table of modulesTABLE_Module

(Optional) Module IDmodule_id

(Optional) Current diag levelcurr_diag_level

(Optional) Module namemodule_name

(Optional) Diagnostic level at bootupbootup_diag_level

(Optional) Table of tests in moduleTABLE_Test

(Optional) Test id of teststest_id

(Optional) Test nametestname

(Optional) Test Resultstestresult

(Optional) List passed portspassed_ports

(Optional) List failed portsfailed_ports

(Optional) List of Imcompletly tested portsincomplete_ports

(Optional) List of untested portsuntested_ports

(Optional) List of aborted portsaborted_ports

(Optional) List error disabled portserr_disabled_ports
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(Optional) Error codeerr_code

(Optional) Total run counttotal_run_count

(Optional) Last execution timelast_execution_time

(Optional) First test failure timefirst_failure_time

(Optional) Last test failure timelast_failure_time

(Optional) Last test pass timelast_pass_time

(Optional) Total fail counttotal_fail_count

(Optional) Consequetive failure countconsequtive_fail_count

(Optional) Last failure reasonlast_fail_reason

(Optional) Next test execution timenext_execution_time

Command Mode

• /exec
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show diagnostic simulation module
show diagnostic simulationmodule <module> [ __readonly__ <module_id> <module_name> [ { TABLE_detail
<serial_no> <testid> [ <portid> ] <mode> } ] ]

Syntax Description

Show running system informationshow

Diagnostic commandsdiagnostic

Simulating Diagnostic resultsimulation

Module keywordmodule

Module Numbermodule

(Optional)__readonly__

(Optional) Module IDmodule_id

(Optional) Module Namemodule_name

(Optional) Table of simulation detailsTABLE_detail

(Optional) serial noserial_no

(Optional) Test idtestid

(Optional) Port idportid

(Optional) Simulation modemode

Command Mode

• /exec
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show diagnostic status module
showdiagnostic statusmodule <module> [ __readonly__ <test_runby_mapping><module_id><module_name>
{ TABLE_current <cur_test_name> <cur_run_by> } { TABLE_enqued <enq_test_name> <enq_run_by> }
]

Syntax Description

Show running system informationshow

Diagnostic commandsdiagnostic

Show test status(running/enqueued)status

Module keywordmodule

Module numbermodule

(Optional)__readonly__

(Optional) Test type expansiontest_runby_mapping

(Optional) Module Idmodule_id

(Optional) Module namemodule_name

(Optional) Table of currently running testTABLE_current

(Optional) Currently running testcur_test_name

(Optional) Test Run Bycur_run_by

(Optional) Table of enqueued testsTABLE_enqued

(Optional) Enqueued test nameenq_test_name

(Optional) Test enqueued byenq_run_by

Command Mode

• /exec
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show diff rollback-patch
show diff rollback-patch { src-checkpoint <chkpoint_name> | src-running-cfg | src-startup-cfg | src-file
<srcfile_uri> } { dst-checkpoint <chkpoint_name> | dst-running-cfg | dst-startup-cfg | dst-file <dstfile_uri>
} [ __readonly__ [ <patch_entry> ] + ]

Syntax Description

Show running system informationshow

Show diff between configuration files or checkpointsdiff

Show rollback patch between configuration files or checkpointsrollback-patch

Use checkpoint as source configurationsrc-checkpoint

Checkpoint namechkpoint_name

Use running configuration as sourcesrc-running-cfg

Use startup configuration as sourcesrc-startup-cfg

Src Checkpoint filesrc-file

Src Checkpoint file pathsrcfile_uri

Use checkpoint as destination configurationdst-checkpoint

Checkpoint namechkpoint_name

Use running configuration as destinationdst-running-cfg

Use startup configuration as destinationdst-startup-cfg

Dst Checkpoint filedst-file

Src Checkpoint file pathdstfile_uri

(Optional) Read only__readonly__

(Optional) rollback patch entrypatch_entry

Command Mode

• /exec
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show dot1q-tunnel
show dot1q-tunnel [ __readonly__ TABLE_interface <interface> ]

Syntax Description

Show running system informationshow

Show if port mode is dot1q-tunneldot1q-tunnel

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

Command Mode

• /exec
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show dot1q-tunnel interface
show dot1q-tunnel interface <ifid_eth_dot1q_tunnel> [ __readonly__ TABLE_interface <interface> ]

Syntax Description

Show running system informationshow

Show if port mode is dot1q-tunneldot1q-tunnel

Show interface status and informationinterface

Enter interface type and number in module/slot formatifid_eth_dot1q_tunnel

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

Command Mode

• /exec
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show dot1x
show dot1x [ __readonly__ <sys_auth_ctrl> <proto_ver> ]

Syntax Description

dot1x configuration commandsdot1x

(Optional)__readonly__

(Optional) show system auth controlsys_auth_ctrl

(Optional) show protocol versionproto_ver

Command Mode

• /exec
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E Show Commands

• show email, on page 334
• show encryption service stat, on page 335
• show environment, on page 336
• show environment fex, on page 341
• show eol status, on page 344
• show errdisable detect, on page 345
• show errdisable flap, on page 346
• show evb, on page 347
• show evb hosts, on page 348
• show evb interface, on page 350
• show evb vsi, on page 351
• show event-history, on page 353
• show event-history xbar, on page 354
• show event manager environment, on page 355
• show event manager event-types, on page 356
• show event manager events action-log, on page 357
• show event manager history events, on page 358
• show event manager policy-state, on page 359
• show event manager script system, on page 360
• show event manager system-policy, on page 361
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show email
show email [ __readonly__ [ <ipv4> ] [ <ipv6> ] [ <host> ] [ <port> ] [ <reply> ] [ <from> ] [ <vrfname> ]
]

Syntax Description

Show running system informationshow

Pipe email configurationemail

(Optional)__readonly__

(Optional)ipv4

(Optional)host

(Optional)port

(Optional)reply

(Optional)from

(Optional)vrfname

Command Mode

• /exec
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show encryption service stat
show encryption service stat [ __readonly__ [ <encryptionService> <MasterKeyEncryption>
<Type6Encryption> ] ]

Syntax Description

Show running system informationshow

Encryption serviceencryption

Encryption serviceservice

Encrytpin service statusstat

(Optional)__readonly__

(Optional) Encryption service statusencryptionService

(Optional) Master key statusMasterKeyEncryption

(Optional) Is type 6 encryption used?Type6Encryption

Command Mode

• /exec
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show environment
show environment [ fan [ detail1 ] | power [ detail ] [ ampere ] [ input ] | temperature [ module <module> |
<s0> <santa-cruz-range> | psu ] ] [ __readonly__ { TABLE_clockinfo <clockname> <clkmodel> <clkhwver>
<clkstatus> <act_standby> } { fandetails <fan_filter_status> { TABLE_faninfo <fanname> <fanmodel>
<fanhwver> <fandir> <fanstatus> <failfanlet> } { TABLE_fan_zone_speed <zone> <speed> } {
TABLE_fantray <fanname> <fannum> <fandir> <fanperc> <fanrpm> } { TABLE_psufan <fanname>
<fan1rpm> <fan2rpm> } } { powersup <voltage_level> { TABLE_psinfo <psnum> <psmodel> <actual_out>
<actual_input> <tot_capa> <ps_status> } { TABLE_mod_pow_info <modnum><mod_model> <actual_draw>
<allocated> <modstatus> } { power_summary <ps_redun_mode> <ps_oper_mode> <tot_pow_capacity>
<tot_gridA_capacity> <tot_gridB_capacity> <cumulative_power> <tot_pow_out_actual_draw>
<tot_pow_input_actual_draw><tot_pow_alloc_budgeted><available_pow>} { powersup_detail <reserve_sup>
<reserve_xbar> <reserve_fan><reserve_supxbarfan><pow_used_by_mods> } {TABLE_psinfo_n3k <psnum>
<psmodel> <input_type> <watts> <amps> <ps_status> } { TABLE_mod_pow_info_n3k <modnum>
<mod_model> <watts_requested> <amps_requested> <watts_alloced> <amps_alloced> <modstatus> } {
TABLE_psinputinfo_n3k <ps_slot> <ps_input_voltage> <ps_input_current> <ps_in_power>
<ps_output_voltage> <ps_output_current> <ps_state> } { power_summary_n3k <ps_redun_mode>
<ps_redun_op_mode> <tot_pow_capacity> <reserve_sup> <pow_used_by_mods> <available_pow> } } {
TABLE_tempinfo <tempmod> <sensor> <majthres> <minthres> <curtemp> <alarmstatus> } {
TABLE_psutempinfo <psumod> <inlet_temp> <outlet_temp> <heatsink_temp> } ]

Syntax Description

Show running system informationshow

system environment informationenvironment

(Optional) Fan informationfan

(Optional) Power capacity and power distribution informationpower

(Optional) Detail Fan-tray informationwhen usedwith Fan. Detail Power
capacity and power distribution information when used with Power

detail

(Optional) Detail Fan-tray information when used with Fandetail1

(Optional) Ampere Power capacity and power distribution informationampere

(Optional) Power supply power inputinput

(Optional) temperature sensor informationtemperature

(Optional) enter a module numbermodule

(Optional) please enter the module numbermodule

(Optional) xbars0

(Optional) please enter the xbar numbersanta-cruz-range

(Optional) psu temperaturepsu

(Optional)__readonly__
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(Optional) Environment ClockTABLE_clockinfo

(Optional) Clock Instance (A or B)clockname

(Optional) Model number of clockclkmodel

(Optional) Hardware version of the clockclkhwver

(Optional) Present/Absent Status of the clockclkstatus

(Optional) Active/Standby Status of clockact_standby

(Optional) Environment Fanfandetails

(Optional) Present/Absent Status of fan filterfan_filter_status

(Optional) Fan InfoTABLE_faninfo

(Optional) Fan Instancefanname

(Optional) Model number of fanfanmodel

(Optional) Hardware version of the fanfanhwver

(Optional) Air-flow direction of the fan-trayfandir

(Optional) Present/Absent Status of the fanfanstatus

(Optional) Fan Zone SpeedsTABLE_fan_zone_speed

(Optional) Zone Numberzone

(Optional) Zone Speedspeed

(Optional) failed fanlet numberfailfanlet

(Optional) Fan Tray Details tableTABLE_fantray

(Optional) Fan Tray Instancefanname

(Optional) Fan number in the trayfannum

(Optional) Air-flow direction of the fan-trayfandir

(Optional) FAN Speed percentagefanperc

(Optional) FAN Speed RPMfanrpm

(Optional) PSU Fan Details tableTABLE_psufan

(Optional) PSU Fan Instancefanname

(Optional) FAN1 Speed RPMfan1rpm

(Optional) FAN2 Speed RPMfan2rpm

(Optional) Environment Powerpowersup
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(Optional) Voltage Levelvoltage_level

(Optional) Power Supply InfoTABLE_psinfo

(Optional) Power Supply Numberpsnum

(Optional) Power Supply Modelpsmodel

(Optional) Actual Outputactual_out

(Optional) Actual Inputactual_input

(Optional) Total Capacitytot_capa

(Optional) Power Supply Statusps_status

(Optional) Module Power InfoTABLE_mod_pow_info

(Optional) Module numbermodnum

(Optional) Model ProductID numbermod_model

(Optional) Actual Drawactual_draw

(Optional) Power allocatedallocated

(Optional) Module Statusmodstatus

(Optional) Power Usage Summarypower_summary

(Optional) Mode: Redundant or Non-redundantps_redun_mode

(Optional) Operational Modeps_oper_mode

(Optional) Total Power Capacitytot_pow_capacity

(Optional) Total Grid-A Capacitytot_gridA_capacity

(Optional) Total Grid-B Capacitytot_gridB_capacity

(Optional) Total Power of all Inputscumulative_power

(Optional) Total Power Output, Actualstot_pow_out_actual_draw

(Optional) Total Power Input, Actualstot_pow_input_actual_draw

(Optional) Total Power Allocated/budgetedtot_pow_alloc_budgeted

(Optional) Remaining Power Availableavailable_pow

(Optional) PowerSupply Detailspowersup_detail

(Optional) Power reserved for Supervisorsreserve_sup

(Optional) Power reserved for Xbarsreserve_xbar

(Optional) Power reserved for Fansreserve_fan
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(Optional) Total Power reserved for Sups,Xbars,Fansreserve_supxbarfan

(Optional) Power currently used by Modulespow_used_by_mods

(Optional) Environment TemperatureTABLE_tempinfo

(Optional) Moduletempmod

(Optional) Sensor namesensor

(Optional) Major Thresholdmajthres

(Optional) Minor Thresholdminthres

(Optional) Current temperaturecurtemp

(Optional) Alarm Statusalarmstatus

(Optional) PSU temperature info tableTABLE_psutempinfo

(Optional) PSU Modulepsumod

(Optional) Inlet Temperatureinlet_temp

(Optional) Outlet Temperatureoutlet_temp

(Optional) Heatsink Temperatureheatsink_temp

(Optional) Power Supply InfoTABLE_psinfo_n3k

(Optional) Power Supply Numberpsnum

(Optional) Power Supply Modelpsmodel

(Optional) Power Supply Input Typeinput_type

(Optional) Power in Wattswatts

(Optional) Power in Ampsamps

(Optional) Power Supply Statusps_status

(Optional) Module Power InfoTABLE_mod_pow_info_n3k

(Optional) Module numbermodnum

(Optional) Model ProductID numbermod_model

(Optional) Power requested in Wattswatts_requested

(Optional) Power requested in Ampsamps_requested

(Optional) Power allocated in Wattswatts_alloced

(Optional) Power allocated in Ampsamps_alloced

(Optional) Module Statusmodstatus
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(Optional) Power Supply power inputTABLE_psinputinfo_n3k

(Optional) Power Supply Numberps_slot

(Optional) Power Supply input volatageps_input_voltage

(Optional) Power Supply input currentps_input_current

(Optional) Power Supply input powerps_in_power

(Optional) Power Supply output volatageps_output_voltage

(Optional) Power Supply output currentps_output_current

(Optional) Power Supply statusps_state

(Optional) Power Usage Summarypower_summary_n3k

(Optional) Mode: Redundant or Non-redundantps_redun_mode

(Optional) Operational mode: Redundant or Non-redundantps_redun_op_mode

(Optional) Total Power Capacitytot_pow_capacity

(Optional) Power reserved for Supervisorsreserve_sup

(Optional) Power currently used by Modulespow_used_by_mods

(Optional) Total Power Availableavailable_pow

Command Mode

• /exec
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show environment fex
show environment fex { all | <i> } [ temperature | power | fan ] [ __readonly__ { fandetails <fan_filter_status>
{ TABLE_faninfo <fanfex> <fanname> <fanmodel> <fanhwver> <fanstatus> } } { powersup <voltage_level>
{ TABLE_psinfo <psfex> <psnum> <psmodel> <watts> <amps> <ps_status> } { TABLE_mod_pow_info
<modfex> <modnum><mod_model> <watts_requested> <amps_requested> <watts_alloced><amps_alloced>
<modstatus> } { power_summary <powfex> <ps_redun_mode> <tot_pow_capacity> <reserve_sup>
<pow_used_by_mods> <available_pow> } } { TABLE_tempinfo <tempfex> <tempmod><sensor> <majthres>
<minthres> <curtemp> <alarmstatus> } ]

Syntax Description

Show running system informationshow

system environment informationenvironment

Show fex environment informationfex

Show information for all FEXall

Enter FEX identifieri

(Optional) temperature sensor informationtemperature

(Optional) power capacity and power distribution informationpower

(Optional) Fan informationfan

(Optional)__readonly__

(Optional) Environment Fanfandetails

(Optional) Present/Absent Status of fan filterfan_filter_status

(Optional) Fan InfoTABLE_faninfo

(Optional) Fexfanfex

(Optional) Fan Instancefanname

(Optional) Model number of fanfanmodel

(Optional) Hardware version of the fanfanhwver

(Optional) Present/Absent Status of the fanfanstatus

(Optional) Environment Powerpowersup

(Optional) Voltage Levelvoltage_level

(Optional) Power Supply InfoTABLE_psinfo

(Optional) Fexpsfex

(Optional) Power Supply Numberpsnum
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(Optional) Power Supply Modelpsmodel

(Optional) Power in Wattswatts

(Optional) Power in Ampsamps

(Optional) Power Supply Statusps_status

(Optional) Module Power InfoTABLE_mod_pow_info

(Optional) Fexmodfex

(Optional) Module numbermodnum

(Optional) Model ProductID numbermod_model

(Optional) Power requested in Wattswatts_requested

(Optional) Power requested in Ampsamps_requested

(Optional) Power allocated in Wattswatts_alloced

(Optional) Power allocated in Ampsamps_alloced

(Optional) Module Statusmodstatus

(Optional) Power Usage Summarypower_summary

(Optional) Fexpowfex

(Optional) Mode: Redundant or Non-redundantps_redun_mode

(Optional) Total Power Capacitytot_pow_capacity

(Optional) Power reserved for Supervisorsreserve_sup

(Optional) Power currently used by Modulespow_used_by_mods

(Optional) Total Power Availableavailable_pow

(Optional) Environment TemperatureTABLE_tempinfo

(Optional) Fextempfex

(Optional) Moduletempmod

(Optional) Sensor namesensor

(Optional) Major Thresholdmajthres

(Optional) Minor Thresholdminthres

(Optional) Current temperaturecurtemp

(Optional) Alarm Statusalarmstatus

Command Mode

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
342

All Show Commands
show environment fex



• /exec
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show eol status
show eol status

Syntax Description

Show running system informationshow

lasteol

status

Command Mode

• /exec
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show errdisable detect
show errdisable { detect | recovery } [ __readonly__ TABLE_errdisable <cause> <state> [ <time_interval>
] ]

Syntax Description

Show running system informationshow

Error disableerrdisable

Show errdisable detectdetect

Show errdisable recoveryrecovery

(Optional) Read Only__readonly__

(Optional) show errdisableTABLE_errdisable

(Optional) errdisable causecause

(Optional) Interface statestate

(Optional) err revovery time intervaltime_interval

Command Mode

• /exec
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show errdisable flap
show errdisable flap

Syntax Description

Show running system informationshow

Error disableerrdisable

linkstate flappingflap

Command Mode

• /exec
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show evb
show evb [ __readonly__ <evb_role> <evb_vdp_mac> [ <evb_cisco_mac> ] [ <evb_user_mac> ] <evb_rwd>
<evb_rka> <evb_cnt_recv_vdpdu> <evb_cnt_drop_vdpdu> <evb_cnt_recv_tlv> <evb_cnt_recv_mgr_tlv>
<evb_cnt_recv_assoc_tlv> <evb_cnt_recv_cmd> ]

Syntax Description

Show running system informationshow

EVB (Edge Virtual Bridge)evb

(Optional)__readonly__

(Optional) EVB roleevb_role

(Optional) VDP Mac addressevb_vdp_mac

(Optional) Cisco Mac addressevb_cisco_mac

(Optional) User mac addressevb_user_mac

(Optional) Resource wait init exponentevb_rwd

(Optional) Keep-alive init exponentevb_rka

(Optional) No. received vdpduevb_cnt_recv_vdpdu

(Optional) No. dropped vdpduevb_cnt_drop_vdpdu

(Optional) No. received tlvevb_cnt_recv_tlv

(Optional) No. received mgr tlvevb_cnt_recv_mgr_tlv

(Optional) No. received assoc tlvevb_cnt_recv_assoc_tlv

(Optional) No. received commandsevb_cnt_recv_cmd

Command Mode

• /exec
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show evb hosts
show evb hosts [ { summary | detail | internal-info } ] [ { [ mac <mac-addr> | interface <intf-name> | vlan
<vlan-id> | vni <vni-id> | ip <ip-addr> | ipv6 <ipv6-addr> | name <host-name> ] + } ] [ __readonly__
<evb_cnt_host> <evb_cnt_assoc_vsi> [ { TABLE_evb_host <host_row_id> <host_name> [ <host_uuid> ] [
{ TABLE_evb_vsi <vsi_row_id> <mgr_id> <vsi_id> [ <vsi_host_name> ] <interface> [ <vpc> ] [ <s_channel>
] [ <station_mac> ] [ <m_state> ] [ <e_state> ] [ <reason> ] [ <timer> ] [ <profile_id> ] [ {
TABLE_evb_vsi_filter <filter_row_id> [ <filter_group> ] [ <filter_vid> ] [ <filter_bd> ] [ <filter_mac> ] [
<filter_ip> ] } ] } ] } ] ]

Syntax Description

Show running system informationshow

EVB (Edge Virtual Bridge)evb

Host informationhosts

(Optional) Display summary informationsummary

(Optional) Display detailed informationdetail

(Optional) Display detailed and internal informationinternal-info

(Optional) Display hosts by MAC addressmac

(Optional) MAC Addressmac-addr

(Optional) Display hosts by interfaceinterface

(Optional) Interface nameintf-name

(Optional) Display hosts by VLANvlan

(Optional) VLAN IDvlan-id

(Optional) Display hosts by Virtual Network Identifiervni

(Optional) VNIvni-id

(Optional) Display hosts by IP addressip

(Optional) Display hosts by IPv6 addressipv6

(Optional) IP addressip-addr

(Optional) Display hosts by host namename

(Optional) Host name substringhost-name

(Optional)__readonly__

(Optional) No. host entriesevb_cnt_host

(Optional) No. associated VSI entiresevb_cnt_assoc_vsi
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(Optional) EVB host tableTABLE_evb_host

(Optional) Host row idhost_row_id

(Optional) Host namehost_name

(Optional) Host uuidhost_uuid

(Optional) EVB vsi tableTABLE_evb_vsi

(Optional) VSI row idvsi_row_id

(Optional) Manager idmgr_id

(Optional) VSI idvsi_id

(Optional) Host namevsi_host_name

(Optional) Interfaceinterface

(Optional) VPCvpc

(Optional) S-Channels_channel

(Optional) Station mac addressstation_mac

(Optional) Profile idprofile_id

(Optional) Machine statem_state

(Optional) Entry statee_state

(Optional) State reaonreason

(Optional) Countdown timertimer

(Optional) EVB filter tableTABLE_evb_vsi_filter

(Optional) Filter row idfilter_row_id

(Optional) Group idfilter_group

(Optional) Vlan idfilter_vid

(Optional) Bridge-domain idfilter_bd

(Optional) Mac addressfilter_mac

(Optional) IP addressfilter_ip

Command Mode

• /exec
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show evb interface
show evb interface [ <intf-name> ]

Syntax Description

Show running system informationshow

EVB (Edge Virtual Bridge)evb

Display interface informationinterface

(Optional) Interface nameintf-name

Command Mode

• /exec
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show evb vsi
show evb vsi [ { summary | detail | internal-info } ] [ { [ mac <mac-addr> | interface <intf-name> | vlan
<vlan-id> | vni <vni-id> | ip <ip-addr> | ipv6 <ipv6-addr> ] + } ] [ __readonly__ <evb_cnt_vsi>
<evb_cnt_assoc_vsi> [ { TABLE_evb_vsi <vsi_row_id> <mgr_id> <vsi_id> [ <vsi_host_name> ] <interface>
[ <vpc> ] [ <s_channel> ] [ <station_mac> ] [ <m_state> ] [ <e_state> ] [ <reason> ] [ <timer> ] [ <profile_id>
] [ { TABLE_evb_vsi_filter <filter_row_id> [ <filter_group> ] [ <filter_vid> ] [ <filter_bd> ] [ <filter_mac>
] [ <filter_ip> ] } ] } ] ]

Syntax Description

Show running system informationshow

EVB (Edge Virtual Bridge)evb

Virtual Station Interface (VSI) informationvsi

(Optional) Display summary informationsummary

(Optional) Display detailed informationdetail

(Optional) Display detailed and internal informationinternal-info

(Optional) Display VSI by MAC addressmac

(Optional) MAC Addressmac-addr

(Optional) Display VSI by interfaceinterface

(Optional) Interface nameintf-name

(Optional) Display VSI by VLANvlan

(Optional) VLAN IDvlan-id

(Optional) Display VSI by Virtual Network Identifiervni

(Optional) VNIvni-id

(Optional) Display VSI by IP addressip

(Optional) Display VSI by IPv6 addressipv6

(Optional) IP addressip-addr

(Optional)__readonly__

(Optional) No. VSI entriesevb_cnt_vsi

(Optional) No. associated VSI entiresevb_cnt_assoc_vsi

(Optional) EVB vsi tableTABLE_evb_vsi

(Optional) VSI row idvsi_row_id
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(Optional) Manager idmgr_id

(Optional) VSI idvsi_id

(Optional) Host namevsi_host_name

(Optional) Interfaceinterface

(Optional) VPCvpc

(Optional) S-Channels_channel

(Optional) Station mac addressstation_mac

(Optional) Profile idprofile_id

(Optional) Machine statem_state

(Optional) Entry statee_state

(Optional) State reaonreason

(Optional) Countdown timertimer

(Optional) EVB filter tableTABLE_evb_vsi_filter

(Optional) Filter row idfilter_row_id

(Optional) Group idfilter_group

(Optional) Vlan idfilter_vid

(Optional) Bridge-domain idfilter_bd

(Optional) Mac addressfilter_mac

(Optional) IP addressfilter_ip

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
352

All Show Commands
show evb vsi



show event-history
show event-history

Syntax Description

Show running system informationshow

show switch wide event history configurationevent-history

Command Mode

• /exec
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show event-history xbar
show event-history xbar

Syntax Description

Show running system informationshow

show switch wide event history configurationevent-history

Show all event-history debugging flags of xbarxbar

Command Mode

• /exec
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show event manager environment
show event manager environment { all | <varname> } [ __readonly__ <environment-details> ]

Syntax Description

Show running system informationshow

Event Manager commandsevent

Event Manager commandsmanager

Show information about environment variablesenvironment

Show information about all the configured environment variablesall

The environment variable name on which information is requiredvarname

(Optional)__readonly__

(Optional)environment-details

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
355

All Show Commands
show event manager environment



show event manager event-types
show event manager event-types [ all | <event-type-name> ] [ module <module-id> ] [ __readonly__ {
<event-types> } ]

Syntax Description

Show running system informationshow

Event Manager commandsevent

Event Manager commandsmanager

Show information about registered event typesevent-types

(Optional) Show information about advanced event types as wellall

(Optional) Show information about the specified event typeevent-type-name

(Optional) Show information about event types on other modulesmodule

(Optional)module-id

(Optional)__readonly__

(Optional)event-types

Command Mode

• /exec
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show event manager events action-log
show event manager events action-log [ policy <policy-name> | event-type <event-type-name> ]

Syntax Description

Show running system informationshow

Event Manager commandsevent

Event Manager commandsmanager

Show information about the history of past eventsevents

Show policy action logsaction-log

(Optional) Name of policypolicy

(Optional) Enter policy namepolicy-name

(Optional) Name of eventevent-type

(Optional) Enter event typeevent-type-name

Command Mode

• /exec
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show event manager history events
show event manager history events [ detail ] [ maximum <n-events> ] [ severity <sev> ] [ __readonly__ {
<history-events> } ]

Syntax Description

Show running system informationshow

Event Manager commandsevent

Event Manager commandsmanager

Show information about the history of past activityhistory

Show information about the history of past eventsevents

(Optional) Show information about the event parameters as welldetail

(Optional) Specify an upper limit on the number of events to be shownmaximum

(Optional) Specify the maximum number of events to be shownn-events

(Optional) Show only those events whose severity is >= specified
severity

severity

(Optional) Enter the severity thresholdsev

(Optional)__readonly__

(Optional)history-events

Command Mode

• /exec
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show event manager policy-state
show event manager policy-state <name> [ module <module-id> ] [ __readonly__ { <policy-state> } ]

Syntax Description

Show running system informationshow

Event Manager commandsevent

Event Manager commandsmanager

Show information about the state of a policypolicy-state

Name of the policyname

(Optional) Get the information from a modulemodule

(Optional)module-id

(Optional)__readonly__

(Optional)policy-state

Command Mode

• /exec
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show event manager script system
show event manager script system { all | <script-name> } [ __readonly__ <script_system_details> ]

Syntax Description

Show running system informationshow

Event Manager commandsevent

Event Manager commandsmanager

Show information about a script policyscript

Show information about a system script policysystem

Show all the available system script policiesall

Name of the system script policyscript-name

(Optional)__readonly__

(Optional)script_system_details

Command Mode

• /exec
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show event manager system-policy
show event manager system-policy [ all | <policy-name> ] [ __readonly__ { <sys-pol-details> } ]

Syntax Description

Show running system informationshow

Event Manager commandsevent

Event Manager commandsmanager

Show information about default system policiessystem-policy

(Optional) Show all policies (including advanced and non-overridable
ones)

all

(Optional) Show detailed information about the specified policypolicy-name

(Optional)__readonly__

(Optional)sys-pol-details

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
361

All Show Commands
show event manager system-policy



Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
362

All Show Commands
show event manager system-policy



F Show Commands

• show fabric database dci, on page 367
• show fabric database dci, on page 368
• show fabric database host, on page 370
• show fabric database host, on page 374
• show fabric database host statistics, on page 378
• show fabric database host statistics, on page 381
• show fabric database host summary, on page 384
• show fabric database host summary, on page 385
• show fabric database profile-map, on page 386
• show fabric database profile-map, on page 387
• show fabric database statistics, on page 388
• show fabric forwarding host-db, on page 390
• show fabric forwarding ip, on page 392
• show fabric forwarding ipv6, on page 394
• show fabric forwarding statistics conversational-learning, on page 396
• show fabricpath conflict, on page 398
• show fabricpath counters dropped, on page 400
• show fabricpath isis, on page 401
• show fabricpath isis adjacency, on page 403
• show fabricpath isis database, on page 405
• show fabricpath isis ftag, on page 409
• show fabricpath isis hostname, on page 410
• show fabricpath isis interface, on page 411
• show fabricpath isis ip mroute, on page 415
• show fabricpath isis ip redistribute mroute, on page 417
• show fabricpath isis ip redistribute route show fabricpath isis ipv6 redistribute route, on page 419
• show fabricpath isis ip route show fabricpath isis ipv6 route, on page 420
• show fabricpath isis ipv6 mroute, on page 421
• show fabricpath isis ipv6 redistribute mroute, on page 422
• show fabricpath isis mac mroute, on page 423
• show fabricpath isis mac redistribute mroute, on page 424
• show fabricpath isis mesh-group, on page 425
• show fabricpath isis route, on page 426
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• show fabricpath isis rrm, on page 429
• show fabricpath isis spf-log, on page 431
• show fabricpath isis srm, on page 433
• show fabricpath isis ssn, on page 435
• show fabricpath isis statistics, on page 437
• show fabricpath isis switch-id, on page 438
• show fabricpath isis topology, on page 440
• show fabricpath isis traffic, on page 442
• show fabricpath isis trees, on page 444
• show fabricpath isis vlan-range, on page 447
• show fabricpath load-balance, on page 448
• show fabricpath load-balance multicast ftag-selected flow-type vlan module, on page 449
• show fabricpath load-balance unicast forwarding-path ftag switchid flow-type module, on page 451
• show fabricpath switch-id local, on page 453
• show fabricpath switch, on page 454
• show fabricpath system-id, on page 456
• show fabricpath timers, on page 457
• show fabricpath topology-id, on page 458
• show fabricpath topology, on page 459
• show fabricpath topology ftag, on page 460
• show fabricpath topology interface, on page 462
• show fabricpath topology interface vlan, on page 463
• show fabricpath topology vlan, on page 464
• show feature-set, on page 465
• show feature-set services, on page 466
• show feature, on page 467
• show fex, on page 468
• show fex, on page 470
• show fex detail, on page 471
• show fex transceiver, on page 473
• show fex version, on page 474
• show fhrp, on page 475
• show fhrp verbose, on page 476
• show file, on page 478
• show fips status, on page 479
• show flow cache, on page 480
• show flow exporter, on page 481
• show flow glbl-pkt-cnt, on page 483
• show flow interface, on page 484
• show flow monitor, on page 485
• show flow record, on page 486
• show flow sw-monitor, on page 487
• show flow timeout, on page 488
• show forwarding adjacency, on page 489
• show forwarding bypass-hardware, on page 491
• show forwarding capture, on page 492
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• show forwarding consistency l2, on page 493
• show forwarding distribution capture, on page 494
• show forwarding distribution clients, on page 495
• show forwarding distribution fib-state, on page 496
• show forwarding distribution ip igmp snooping, on page 497
• show forwarding distribution ipv6 multicast route, on page 498
• show forwarding distribution l2 multicast, on page 500
• show forwarding distribution lisp counters, on page 502
• show forwarding distribution lisp vrf enabled, on page 503
• show forwarding distribution logging, on page 504
• show forwarding distribution multicast, on page 505
• show forwarding distribution multicast client-ack-db, on page 506
• show forwarding distribution multicast client, on page 507
• show forwarding distribution multicast download, on page 508
• show forwarding distribution multicast mfib, on page 509
• show forwarding distribution multicast outgoing-interface-list, on page 510
• show forwarding distribution multicast resp-ack-timer-msgs, on page 511
• show forwarding distribution multicast route, on page 512
• show forwarding distribution nve overlay-vlan, on page 514
• show forwarding distribution pauz, on page 515
• show forwarding distribution peer-id, on page 516
• show forwarding distribution test on, on page 517
• show forwarding distribution trace, on page 518
• show forwarding dvif primary, on page 519
• show forwarding dvif secondary, on page 520
• show forwarding ecmp, on page 521
• show forwarding ecmp recursive, on page 523
• show forwarding file-log disable, on page 524
• show forwarding file-log enable, on page 525
• show forwarding interfaces, on page 526
• show forwarding ipv6 adjacency, on page 527
• show forwarding ipv6 multicast route, on page 529
• show forwarding ipv6 pss route, on page 531
• show forwarding ipv6 route, on page 532
• show forwarding kvfib cache on, on page 534
• show forwarding l2 multicast, on page 535
• show forwarding l2vpn ipv6 multicast route, on page 537
• show forwarding l2vpn label vpls, on page 538
• show forwarding l2vpn label xconnect, on page 539
• show forwarding l2vpn multicast outgoing-interface-list, on page 540
• show forwarding l2vpn multicast route, on page 541
• show forwarding l2vpn service vpls, on page 542
• show forwarding l2vpn service xconnect, on page 543
• show forwarding l2vpn vlan, on page 544
• show forwarding mpls, on page 545
• show forwarding mpls aggregate, on page 547
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• show forwarding mpls cbts, on page 548
• show forwarding mpls drop-stats, on page 549
• show forwarding mpls ecmp, on page 550
• show forwarding mpls option_b, on page 551
• show forwarding mpls summary, on page 552
• show forwarding mpls te, on page 553
• show forwarding multicast outgoing-interface-list L2, on page 555
• show forwarding multicast route, on page 556
• show forwarding nve l2 ingress-replication-peers, on page 559
• show forwarding nve l3 adjacency tunnel, on page 560
• show forwarding nve l3 ecmp, on page 562
• show forwarding nve l3 peers, on page 563
• show forwarding otv, on page 564
• show forwarding pss route, on page 565
• show forwarding restart, on page 566
• show forwarding route, on page 567
• show forwarding security group-tag, on page 568
• show forwarding security mac, on page 570
• show forwarding test on, on page 572
• show forwarding trace, on page 573
• show forwarding trace profile, on page 574
• show forwarding trace profile funcstats, on page 575
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show fabric database dci
show fabric database dci [ { vrf <vrf-name> [ peer-id <peer-ip-address> ] [ detail ] } ]

Syntax Description

Show running system informationshow

Fabricfabric

Fabric Databasedatabase

DCI Profile Databasedci

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) management ip address of peerpeer-id

(Optional) IP address in CIDR formatpeer-ip-address

(Optional) Show detailed informationdetail

Command Mode

• /exec
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show fabric database dci
show fabric database dci [ { vrf { <vrf-name> | <vrf-known-name> } [ peer-id <peer-ip-address> ] [ detail ]
} ] [ __readonly__ [ TABLE_database_dci <vrf_name> <state> <flags> <profile> <instance> ] [
TABLE_database_dci_detail <request_time> <request_profile> <got_profile> <sent_to_ppm><profile_apply>
<del_to_ppm> ] ]

Syntax Description

Show running system informationshow

Fabricfabric

Fabric Databasedatabase

DCI Profile Databasedci

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) management ip address of peerpeer-id

(Optional) IP address in CIDR formatpeer-ip-address

(Optional) Show detailed informationdetail

(Optional) Read Only__readonly__

(Optional) table show fabric database dciTABLE_database_dci

(Optional)vrf_name

(Optional)state

(Optional)flags

(Optional)profile

(Optional)instance

(Optional) detail for table show fabric database dciTABLE_database_dci_detail

(Optional)request_time

(Optional)request_profile

(Optional)got_profile

(Optional)sent_to_ppm

(Optional)profile_apply
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(Optional)del_to_ppm

Command Mode

• /exec
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show fabric database host
show fabric database host [ detail ] [ { vni <vni-id> } | { dot1q <vlan-id> } ] [ internal ] [ __readonly__ [
TABLE_database_host [ <trigger_source> ] [ <client_type> ] [ <got_trigger_at> ] [ <number_of_vdp_hosts>
] [ <number_of_associated_interfaces> ] [ <profile_be_un_applied_in_seconds> ] [
<new_vdp_requests_be_accepted_in_seconds> ] [ <recovered_profile_be_checked_for_validity_in_seconds>
] [ <sent_to_database_manager_at> ] [ <received_parameters_from_database_manager_at> ] [
<displaying_parameters_for_profile> ] [ <displaying_parameters_for_instance> ] [
<no_parameters_for_the_profile> ] [ <got_vlan_allocated_from_vlan_manager_at> ] [
<sent_apply_to_configuration_manager_at> ] [ <completed_executing_all_commands_at> ] [
<sent_to_vpc_peer_at> ] [ <completed_executing_all_commands_on_vpc_peer_at> ] [
<sent_un_apply_to_configuration_manager_at> ] [ <completed_unapplying_all_commands_at> ] [
<displaying_re_written_parameters_for_vpc_role> ] [ TABLE_parameter [ <parameter_index> ] [ <parameter>
] ] [ TABLE_static_profile <profile> <instance> <no_parameters_for_the_profile> ] [ TABLE_migrated_profile
<profile> <instance_index> <previous_profile> <previous_instance_index> ] [ TABLE_rollback_profile
<profile> <instance_index> ] ] [ TABLE_database_host_vni { [ <vni_id> ] [ <vlan_id> ] [ <state> <flag>
<profile_name> <instance_name> ] [ <packet_arrival_time> <request_profile_time> <got_profile_time>
<sent_to_PPM_time> <profile_apply_time> <del_to_PPM_time> ] [ { TABLE_database_host_detail
<interface> <encap> <flags> <state> [ <vsi_id> ] } ] } ] [ TABLE_database_host_vlan { [ <vlan_id> ] [
<vni_id> ] [ <state> <flag> <profile_name><instance_name> ] [ <packet_arrival_time><request_profile_time>
<got_profile_time> <sent_to_PPM_time> <profile_apply_time> <del_to_PPM_time> ] [ {
TABLE_database_host_detail <interface> <encap> <flags> <state> [ <vsi_id> ] } ] } ] [
TABLE_extranet_vrf_entries { <vrf> <l3_vni> <state> <profile> <instance> } ] ]

Syntax Description

Show running system informationshow

Fabricfabric

Fabric Databasedatabase

Host to profile mappinghost

(Optional) Show VDP hosts and interfacesdetail

(Optional) Virtual Network Identifiervni

(Optional)vni-id

(Optional) Dot1Q Encapsulationdot1q

(Optional)vlan-id

(Optional) Internal commandinternal

(Optional) Read Only__readonly__

(Optional) table show fabric database host {dot1q | vni}TABLE_database_host

(Optional) TODOtrigger_source

(Optional) TODOclient_type
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(Optional) TODOgot_trigger_at

(Optional) TODOnumber_of_vdp_hosts

(Optional) TODOnumber_of_associated_interfaces

(Optional) TODOprofile_be_un_applied_in_seconds

(Optional) TODOnew_vdp_requests_be_accepted_in_seconds

(Optional) TODOrecovered_profile_be_checked_for_validity_in_seconds

(Optional) TODOsent_to_database_manager_at

(Optional) TODOreceived_parameters_from_database_manager_at

(Optional) TODOdisplaying_parameters_for_profile

(Optional) TODOdisplaying_parameters_for_instance

(Optional) TODOno_parameters_for_the_profile

(Optional) TODOgot_vlan_allocated_from_vlan_manager_at

(Optional) TODOsent_apply_to_configuration_manager_at

(Optional) TODOcompleted_executing_all_commands_at

(Optional) TODOsent_to_vpc_peer_at

(Optional) TODOcompleted_executing_all_commands_on_vpc_peer_at

(Optional) TODOsent_un_apply_to_configuration_manager_at

(Optional) TODOcompleted_unapplying_all_commands_at

(Optional) TODOdisplaying_re_written_parameters_for_vpc_role

(Optional) table show the parametersTABLE_parameter

(Optional) TODOparameter_index

(Optional) TODOparameter

(Optional) show static profileTABLE_static_profile

(Optional) TODOprofile

(Optional) TODOinstance

(Optional) TODOno_parameters_for_the_profile

(Optional) show migrated profileTABLE_migrated_profile

(Optional) TODOprofile

(Optional) TODOinstance_index
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(Optional) TODOprevious_profile

(Optional) TODOprevious_instance_index

(Optional) show rollback profileTABLE_rollback_profile

(Optional) TODOprofile

(Optional) TODOinstance_index

(Optional) table show fabric database host vni basedTABLE_database_host_vni

(Optional) TODO Add commentvni_id

(Optional) TODO Add commentvlan_id

(Optional) TODO Add commentstate

(Optional) TODOflag

(Optional) TODOprofile_name

(Optional) TODOinstance_name

(Optional) TODOpacket_arrival_time

(Optional) TODOrequest_profile_time

(Optional) TODOgot_profile_time

(Optional) TODOsent_to_PPM_time

(Optional) TODOprofile_apply_time

(Optional) TODOdel_to_PPM_time

(Optional) table show fabric database host detailTABLE_database_host_detail

(Optional) TODOinterface

(Optional) TODOencap

(Optional) TODOflags

(Optional) TODOstate

(Optional) TODOvsi_id

(Optional) table show fabric database host vlan basedTABLE_database_host_vlan

(Optional) TODO Add commentvlan_id

(Optional) TODO Add commentvni_id

(Optional) TODO Add commentstate

(Optional) TODOflag
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(Optional) TODOprofile_name

(Optional) TODOinstance_name

(Optional) TODOpacket_arrival_time

(Optional) TODOrequest_profile_time

(Optional) TODOgot_profile_time

(Optional) TODOsent_to_PPM_time

(Optional) TODOprofile_apply_time

(Optional) TODOdel_to_PPM_time

(Optional) table show fabric database host detailTABLE_database_host_detail

(Optional) TODOinterface

(Optional) TODOencap

(Optional) TODOflags

(Optional) TODOstate

(Optional) TODOvsi_id

(Optional) table extranet VRF entriesTABLE_extranet_vrf_entries

(Optional) TODOvrf

(Optional) TODOl3_vni

(Optional) TODOstate

(Optional) TODOprofile

(Optional) TODOinstance

Command Mode

• /exec
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show fabric database host
show fabric database host [ detail ] [ { vni <vni-id> } | { dot1q <vlan-id> } ] [ __readonly__ [
TABLE_database_host [ <trigger_source> ] [ <client_type> ] [ <got_trigger_at> ] [ <number_of_vdp_hosts>
] [ <number_of_associated_interfaces> ] [ <profile_be_un_applied_in_seconds> ] [
<new_vdp_requests_be_accepted_in_seconds> ] [ <recovered_profile_be_checked_for_validity_in_seconds>
] [ <mac_aging_checked_in_seconds> ] [ <sent_to_database_manager_at> ] [
<received_parameters_from_database_manager_at> ] [ <displaying_parameters_for_profile> ] [
<displaying_parameters_for_instance> ] [ <no_parameters_for_the_profile> ] [
<displaying_re_written_parameters_for_vpc_role> ] [ TABLE_parameter [ <parameter_index> ] [ <parameter>
] ] [ TABLE_static_profile <profile> <instance> <no_parameters_for_the_profile> ] [ TABLE_migrated_profile
<profile> <instance_index> <previous_profile> <previous_instance_index> ] [ TABLE_rollback_profile
<profile> <instance_index> ] [ <got_vlan_allocated_from_vlan_manager_at> ] [
<sent_apply_to_configuration_manager_at> ] [ <completed_executing_all_commands_at> ] [
<sent_to_vpc_peer_at> ] [ <completed_executing_all_commands_on_vpc_peer_at> ] [
<sent_un_apply_to_configuration_manager_at> ] [ <completed_unapplying_all_commands_at> ] ] [
TABLE_database_host_vni { [ <vni_id> ] [ <vlan_id> ] [ <state> <flag> <profile_name> <instance_name>
] [ <packet_arrival_time> <request_profile_time> <got_profile_time> <sent_to_PPM_time>
<profile_apply_time> <del_to_PPM_time> ] [ { TABLE_database_host_detail <interface> <encap> <flags>
<state> [ <vsi_id> ] } ] } ] [ TABLE_database_host_vlan { [ <vlan_id> ] [ <vni_id> ] [ <state> <flag>
<profile_name> <instance_name> ] [ <packet_arrival_time> <request_profile_time> <got_profile_time>
<sent_to_PPM_time> <profile_apply_time> <del_to_PPM_time> ] [ { TABLE_database_host_detail
<interface> <encap> <flags> <state> [ <vsi_id> ] } ] } ] [ TABLE_extranet_vrf_entries { <vrf> <l3_vni>
<state> <profile> <instance> } ] ]

Syntax Description

Show running system informationshow

Fabricfabric

Fabric Databasedatabase

Host to profile mappinghost

(Optional) Show VDP hosts and interfacesdetail

(Optional) Virtual Network Identifiervni

(Optional)vni-id

(Optional) Dot1Q Encapsulationdot1q

(Optional)vlan-id

(Optional) Read Only__readonly__

(Optional) table show fabric database host {dot1q | vni}TABLE_database_host

(Optional) TODOtrigger_source

(Optional) TODOclient_type
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(Optional) TODOgot_trigger_at

(Optional) TODOnumber_of_vdp_hosts

(Optional) TODOnumber_of_associated_interfaces

(Optional) TODOprofile_be_un_applied_in_seconds

(Optional) TODOnew_vdp_requests_be_accepted_in_seconds

(Optional) TODOrecovered_profile_be_checked_for_validity_in_seconds

(Optional) TODOmac_aging_checked_in_seconds

(Optional) TODOsent_to_database_manager_at

(Optional) TODOreceived_parameters_from_database_manager_at

(Optional) TODOdisplaying_parameters_for_profile

(Optional) TODOdisplaying_parameters_for_instance

(Optional) TODOno_parameters_for_the_profile

(Optional) TODOdisplaying_re_written_parameters_for_vpc_role

(Optional) table show the parametersTABLE_parameter

(Optional) TODOparameter_index

(Optional) TODOparameter

(Optional) show static profileTABLE_static_profile

(Optional) TODOprofile

(Optional) TODOinstance

(Optional) TODOno_parameters_for_the_profile

(Optional) show migrated profileTABLE_migrated_profile

(Optional) TODOprofile

(Optional) TODOinstance_index

(Optional) TODOprevious_profile

(Optional) TODOprevious_instance_index

(Optional) show rollback profileTABLE_rollback_profile

(Optional) TODOprofile

(Optional) TODOinstance_index

(Optional) TODOgot_vlan_allocated_from_vlan_manager_at

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
375

All Show Commands
show fabric database host



(Optional) TODOsent_apply_to_configuration_manager_at

(Optional) TODOcompleted_executing_all_commands_at

(Optional) TODOsent_to_vpc_peer_at

(Optional) TODOcompleted_executing_all_commands_on_vpc_peer_at

(Optional) TODOsent_un_apply_to_configuration_manager_at

(Optional) TODOcompleted_unapplying_all_commands_at

(Optional) table show fabric database host vni basedTABLE_database_host_vni

(Optional) TODO Add commentvni_id

(Optional) TODO Add commentvlan_id

(Optional) TODO Add commentstate

(Optional) TODOflag

(Optional) TODOprofile_name

(Optional) TODOinstance_name

(Optional) TODOpacket_arrival_time

(Optional) TODOrequest_profile_time

(Optional) TODOgot_profile_time

(Optional) TODOsent_to_PPM_time

(Optional) TODOprofile_apply_time

(Optional) TODOdel_to_PPM_time

(Optional) table show fabric database host detailTABLE_database_host_detail

(Optional) TODOinterface

(Optional) TODOencap

(Optional) TODOflags

(Optional) TODOstate

(Optional) TODOvsi_id

(Optional) table show fabric database host vlan basedTABLE_database_host_vlan

(Optional) TODO Add commentvlan_id

(Optional) TODO Add commentvni_id

(Optional) TODO Add commentstate
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(Optional) TODOflag

(Optional) TODOprofile_name

(Optional) TODOinstance_name

(Optional) TODOpacket_arrival_time

(Optional) TODOrequest_profile_time

(Optional) TODOgot_profile_time

(Optional) TODOsent_to_PPM_time

(Optional) TODOprofile_apply_time

(Optional) TODOdel_to_PPM_time

(Optional) table show fabric database host detailTABLE_database_host_detail

(Optional) TODOinterface

(Optional) TODOencap

(Optional) TODOflags

(Optional) TODOstate

(Optional) TODOvsi_id

(Optional) table extranet VRF entriesTABLE_extranet_vrf_entries

(Optional) TODOvrf

(Optional) TODOl3_vni

(Optional) TODOstate

(Optional) TODOprofile

(Optional) TODOinstance

Command Mode

• /exec
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show fabric database host statistics
show fabric database host statistics [ __readonly__ [ TABLE_database_host_statistics { [ <data_snoop_triggers>
] [ <data_snoop_deletes> ] [ <vdp_association_requests> ] [ <vdp_deassociation_requests> ] [
<vdp_association_responses> ] [ <vdp_error_responses> ] [ <unsupported_interfaces> ] [
<no_profile_map_errors> ] [ <outstanding_delete_retry_add> ] [ <duplicate_add_existing_host> ] [
<hmm_api_error_cannot_add_host> ] [ <existing_profile_new_host> ] [ <profile_apply_from_vpc_peer> ]
[ <profile_un_apply_from_vpc_peer> ] [ <host_apply_from_vpc_peer> ] [ <host_un_apply_from_vpc_peer>
] [ <early_delete_cancel_add> ] [ <dhcp_requests> ] [ <dhcp_responses> ] [ <dhcp_error_responses> ] [
<adbm_requests> ] [ <adbm_responses> ] [ <adbm_error_responses> ] [ <adbm_error_requests> ] [
<vnseg_no_bridge_domain> ] [ <vnseg_encap_responses> ] [ <vnseg_vni_responses> ] [
<vnseg_unknown_responses> ] [ <vnseg_bd_down_notif> ] [ <no_mac_on_bd_notif> ] [ <refresh_failures>
] [ <profile_apply_received> ] [ <profile_vpc_queued> ] [ <profile_local_apply_queued> ] [
<profile_local_unapply_queued> ] [ <profile_apply_sent> ] [ <profile_apply_responses> ] [
<profile_apply_success> ] [ <profile_unapply_success> ] [ <profile_apply_failure> ] [ <profile_commands>
] [ <profile_error_incomplete_configs> ] [ <profile_api_error> ] [ <profile_unapply_sent> ] [
<profile_top_queue_adds> ] [ <profile_high_queue_adds> ] [ <profile_low_queue_adds> ] [
<profile_unapply_failure> ] [ <outstanding_vlan_requests> ] [ <outstanding_adbm_requests> ] [
<outstanding_profile_applies> ] [ <outstanding_vpc_profile_applies> ] } ] ]

Syntax Description

Show running system informationshow

Fabricfabric

Fabric Databasedatabase

Auto-configured Hostshost

Statistics - Mostly shows non-zero valuesstatistics

(Optional) Read Only__readonly__

(Optional) table show fabric database host statisticsTABLE_database_host_statistics

(Optional) TODOdata_snoop_triggers

(Optional) TODOdata_snoop_deletes

(Optional) TODOvdp_association_requests

(Optional) TODOvdp_deassociation_requests

(Optional) TODOvdp_association_responses

(Optional) TODOvdp_error_responses

(Optional) TODOunsupported_interfaces

(Optional) TODOno_profile_map_errors

(Optional) TODOoutstanding_delete_retry_add
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(Optional) TODOduplicate_add_existing_host

(Optional) TODOhmm_api_error_cannot_add_host

(Optional) TODOexisting_profile_new_host

(Optional) TODOprofile_apply_from_vpc_peer

(Optional) TODOprofile_un_apply_from_vpc_peer

(Optional) TODOhost_apply_from_vpc_peer

(Optional) TODOhost_un_apply_from_vpc_peer

(Optional) TODOearly_delete_cancel_add

(Optional) TODOdhcp_requests

(Optional) TODOdhcp_responses

(Optional) TODOdhcp_error_responses

(Optional) TODOadbm_requests

(Optional) TODOadbm_responses

(Optional) TODOadbm_error_responses

(Optional) TODOadbm_error_requests

(Optional) TODOvnseg_no_bridge_domain

(Optional) TODOvnseg_encap_responses

(Optional) TODOvnseg_vni_responses

(Optional) TODOvnseg_unknown_responses

(Optional) TODOvnseg_bd_down_notif

(Optional) TODOno_mac_on_bd_notif

(Optional) TODOrefresh_failures

(Optional) TODOprofile_apply_received

(Optional) TODOprofile_vpc_queued

(Optional) TODOprofile_local_apply_queued

(Optional) TODOprofile_local_unapply_queued

(Optional) TODOprofile_apply_sent

(Optional) TODOprofile_apply_responses

(Optional) TODOprofile_apply_success
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(Optional) TODOprofile_unapply_success

(Optional) TODOprofile_apply_failure

(Optional) TODOprofile_commands

(Optional) TODOprofile_error_incomplete_configs

(Optional) TODOprofile_api_error

(Optional) TODOprofile_unapply_sent

(Optional) TODOprofile_top_queue_adds

(Optional) TODOprofile_high_queue_adds

(Optional) TODOprofile_low_queue_adds

(Optional) TODOprofile_unapply_failure

(Optional) TODOoutstanding_vlan_requests

(Optional) TODOoutstanding_adbm_requests

(Optional) TODOoutstanding_profile_applies

(Optional) TODOoutstanding_vpc_profile_applies

Command Mode

• /exec
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show fabric database host statistics
show fabric database host statistics [ __readonly__ [ TABLE_database_host_statistics { [ <data_snoop_triggers>
] [ <data_snoop_deletes> ] [ <vdp_association_requests> ] [ <vdp_deassociation_requests> ] [
<vdp_association_responses> ] [ <vdp_error_responses> ] [ <unsupported_interfaces> ] [
<no_profile_map_errors> ] [ <outstanding_delete_retry_add> ] [ <duplicate_add_existing_host> ] [
<hmm_api_error_cannot_add_host> ] [ <existing_profile_new_host> ] [ <profile_apply_from_vpc_peer> ]
[ <profile_un_apply_from_vpc_peer> ] [ <host_apply_from_vpc_peer> ] [ <host_un_apply_from_vpc_peer>
] [ <early_delete_cancel_add> ] [ <dhcp_requests> ] [ <dhcp_responses> ] [ <dhcp_error_responses> ] [
<adbm_requests> ] [ <adbm_responses> ] [ <adbm_error_responses> ] [ <adbm_error_requests> ] [
<vnseg_no_bridge_domain> ] [ <vnseg_encap_responses> ] [ <vnseg_vni_responses> ] [
<vnseg_unknown_responses> ] [ <refresh_failures> ] [ <profile_apply_received> ] [ <profile_vpc_queued>
] [ <profile_local_apply_queued> ] [ <profile_local_unapply_queued> ] [ <profile_apply_sent> ] [
<profile_apply_responses> ] [ <profile_apply_success> ] [ <profile_unapply_success> ] [
<profile_apply_failure> ] [ <profile_commands> ] [ <profile_error_incomplete_configs> ] [ <profile_api_error>
] [ <profile_unapply_sent> ] [ <profile_top_queue_adds> ] [ <profile_high_queue_adds> ] [
<profile_low_queue_adds> ] [ <profile_unapply_failure> ] [ <outstanding_vlan_requests> ] [
<outstanding_adbm_requests> ] [ <outstanding_profile_applies> ] [ <outstanding_vpc_profile_applies> ] }
] ]

Syntax Description

Show running system informationshow

Fabricfabric

Fabric Databasedatabase

Auto-configured Hostshost

Statistics - Mostly shows non-zero valuesstatistics

(Optional) Read Only__readonly__

(Optional) table show fabric database host statisticsTABLE_database_host_statistics

(Optional) TODOdata_snoop_triggers

(Optional) TODOdata_snoop_deletes

(Optional) TODOvdp_association_requests

(Optional) TODOvdp_deassociation_requests

(Optional) TODOvdp_association_responses

(Optional) TODOvdp_error_responses

(Optional) TODOunsupported_interfaces

(Optional) TODOno_profile_map_errors

(Optional) TODOoutstanding_delete_retry_add
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(Optional) TODOduplicate_add_existing_host

(Optional) TODOhmm_api_error_cannot_add_host

(Optional) TODOexisting_profile_new_host

(Optional) TODOprofile_apply_from_vpc_peer

(Optional) TODOprofile_un_apply_from_vpc_peer

(Optional) TODOhost_apply_from_vpc_peer

(Optional) TODOhost_un_apply_from_vpc_peer

(Optional) TODOearly_delete_cancel_add

(Optional) TODOdhcp_requests

(Optional) TODOdhcp_responses

(Optional) TODOdhcp_error_responses

(Optional) TODOadbm_requests

(Optional) TODOadbm_responses

(Optional) TODOadbm_error_responses

(Optional) TODOadbm_error_requests

(Optional) TODOvnseg_no_bridge_domain

(Optional) TODOvnseg_encap_responses

(Optional) TODOvnseg_vni_responses

(Optional) TODOvnseg_unknown_responses

(Optional) TODOrefresh_failures

(Optional) TODOprofile_apply_received

(Optional) TODOprofile_vpc_queued

(Optional) TODOprofile_local_apply_queued

(Optional) TODOprofile_local_unapply_queued

(Optional) TODOprofile_apply_sent

(Optional) TODOprofile_apply_responses

(Optional) TODOprofile_apply_success

(Optional) TODOprofile_unapply_success

(Optional) TODOprofile_apply_failure

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
382

All Show Commands
show fabric database host statistics



(Optional) TODOprofile_commands

(Optional) TODOprofile_error_incomplete_configs

(Optional) TODOprofile_api_error

(Optional) TODOprofile_unapply_sent

(Optional) TODOprofile_top_queue_adds

(Optional) TODOprofile_high_queue_adds

(Optional) TODOprofile_low_queue_adds

(Optional) TODOprofile_unapply_failure

(Optional) TODOoutstanding_vlan_requests

(Optional) TODOoutstanding_adbm_requests

(Optional) TODOoutstanding_profile_applies

(Optional) TODOoutstanding_vpc_profile_applies

Command Mode

• /exec
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show fabric database host summary
show fabric database host summary [ __readonly__ [ TABLE_database_host_summary {
<number_of_instances_applied> <number_of_vdp_hosts> <recovery_timeout_minute>
<cleanup_timeout_minute> <vdp_add_suppression_timeout_minute> } ] ]

Syntax Description

Show running system informationshow

Fabricfabric

Fabric Databasedatabase

Auto-configured Hostshost

Summarysummary

(Optional) Read Only__readonly__

(Optional) table show fabric database host summaryTABLE_database_host_summary

(Optional) TODOnumber_of_instances_applied

(Optional) TODOnumber_of_vdp_hosts

(Optional) TODOrecovery_timeout_minute

(Optional) TODOcleanup_timeout_minute

(Optional) TODOvdp_add_suppression_timeout_minute

Command Mode

• /exec
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show fabric database host summary
show fabric database host summary [ __readonly__ [ TABLE_database_host_summary {
<number_of_instances_applied> <number_of_vdp_hosts> <recovery_timeout_minute>
<cleanup_timeout_minute> <vdp_add_suppression_timeout_minute> <mac_aging_timeout_minute> } ] ]

Syntax Description

Show running system informationshow

Fabricfabric

Fabric Databasedatabase

Auto-configured Hostshost

Summarysummary

(Optional) Read Only__readonly__

(Optional) table show fabric database host summaryTABLE_database_host_summary

(Optional) TODOnumber_of_instances_applied

(Optional) TODOnumber_of_vdp_hosts

(Optional) TODOrecovery_timeout_minute

(Optional) TODOcleanup_timeout_minute

(Optional) TODOvdp_add_suppression_timeout_minute

(Optional) TODOmac_aging_timeout_minute

Command Mode

• /exec
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show fabric database profile-map
show fabric database profile-map { global | [ <id> | interface <interface-id> ] } [ __readonly__ [
TABLE_database_profile_map { <map> <proto> <vni> <dot1q> <flags> <profile_name> } ] ]

Syntax Description

Show running system informationshow

Fabricfabric

Fabric Databasedatabase

Profile Mapprofile-map

Global profile (apply to all interfaces)global

(Optional) Profile Map IDid

(Optional) Specified interface to displayinterface

(Optional) Name of interfaceinterface-id

(Optional) Read Only__readonly__

(Optional) table show fabric database profile-mapTABLE_database_profile_map

(Optional) TODOmap

(Optional) TODOproto

(Optional) TODOvni

(Optional) TODOdot1q

(Optional) TODOflags

(Optional) TODOprofile_name

Command Mode

• /exec
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show fabric database profile-map
show fabric database profile-map { global | [ <id> | interface <interface-id> ] } [ __readonly__ [
TABLE_database_profile_map { <map> <proto> <vni> <dot1q> <flags> <profile_name> } ] ]

Syntax Description

Show running system informationshow

Fabricfabric

Fabric Databasedatabase

Profile Mapprofile-map

Global profile (apply to all interfaces)global

(Optional) Profile Map IDid

(Optional) Specified interface to displayinterface

(Optional) Name of interfaceinterface-id

(Optional) Read Only__readonly__

(Optional) table show fabric database profile-mapTABLE_database_profile_map

(Optional) TODOmap

(Optional) TODOproto

(Optional) TODOvni

(Optional) TODOdot1q

(Optional) TODOflags

(Optional) TODOprofile_name

Command Mode

• /exec
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show fabric database statistics
show fabric database statistics [ type { network | profile | cabling | partition | bl-dci } ] [ __readonly__ {
TABLE_types <dbtype> <requests> <dispatched> <not_dispatched> <re_dispatched> } [ { TABLE_dbs
<is_active> <type> <prot> <serverdb> [ <reqs> <ok> <nores> <err> <tmout> <pend> ] } ] ]

Syntax Description

Show running system informationshow

Fabricfabric

Show Fabric Databasedatabase

Show database statisticsstatistics

(Optional) Enter database typetype

(Optional) Network Databasenetwork

(Optional) Port or Switch Profile Databaseprofile

(Optional) Cable Management Databasecabling

(Optional) Partition Databasepartition

(Optional) Border Leaf - DCIbl-dci

(Optional)__readonly__

(Optional) totals by typeTABLE_types

(Optional) type of databasedbtype

(Optional) number of requestsrequests

(Optional) number dispatcheddispatched

(Optional) number not dispatchednot_dispatched

(Optional) number re-dispatchedre_dispatched

(Optional) per-database statsTABLE_dbs

(Optional) active/inactiveis_active

(Optional) database typetype

(Optional) database protocolprot

(Optional) server databaseserverdb

(Optional) requestsreqs

(Optional) OKok
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(Optional) noresnores

(Optional) errerr

(Optional) tmouttmout

(Optional) pendpend

Command Mode

• /exec
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show fabric forwarding host-db
show fabric forwarding host-db [ { vrf { <vrf-name> | <vrf-known-name> | all } } ] [ __readonly__ [
TABLE_forwarding_host_db_vrf { <vrf> <vrf_id> <vrf_state> <vrf_reason> <vni_id> <refcount>
<conversational_learning> [ TABLE_limit_type <limit_type> <enable> <threshold> <action> ] [ TABLE_ipv4
<address_family> <vrf> <table_id> <table_state> <refcount> <local_hosts> <remote_hosts> <aggregates>
[ TABLE_aggregate_list <aggregate_subnet_prefix_list> ] ] [ TABLE_ipv6 <address_family> <vrf> <table_id>
<table_state> <refcount> <local_hosts> <remote_hosts> <aggregates> [ TABLE_aggregate_list
<aggregate_subnet_prefix_list> ] ] } ] ]

Syntax Description

Show running system informationshow

Fabricfabric

Fabric Forwarding Protocol: Host Mobility Manager (HMM)forwarding

Host Database infohost-db

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) Read Only__readonly__

(Optional) table show fabric forwarding host-db vrfTABLE_forwarding_host_db_vrf

(Optional) TODOvrf

(Optional) TODOvrf_id

(Optional) TODOvrf_state

(Optional) TODOvrf_reason

(Optional) TODOvni_id

(Optional) TODOrefcount

(Optional) TODOconversational_learning

(Optional) table for limit typeTABLE_limit_type

(Optional) TODOlimit_type

(Optional) TODOenable

(Optional) TODOthreshold

(Optional) TODOaction
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(Optional) Information for address family IPv4TABLE_ipv4

(Optional) TODOaddress_family

(Optional) TODOvrf

(Optional) TODOtable_id

(Optional) TODOtable_state

(Optional) TODOrefcount

(Optional) TODOlocal_hosts

(Optional) TODOremote_hosts

(Optional) TODOaggregates

(Optional) table for aggregate subnet prefix listTABLE_aggregate_list

(Optional) TODOaggregate_subnet_prefix_list

(Optional) Information for address family IPv6TABLE_ipv6

(Optional) TODOaddress_family

(Optional) TODOvrf

(Optional) TODOtable_id

(Optional) TODOtable_state

(Optional) TODOrefcount

(Optional) TODOlocal_hosts

(Optional) TODOremote_hosts

(Optional) TODOaggregates

(Optional) table for aggregate subnet prefix listTABLE_aggregate_list

(Optional) TODOaggregate_subnet_prefix_list

Command Mode

• /exec
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show fabric forwarding ip
show fabric forwarding ip { { local-host-db | remote-host-db | aggregate-subnet-prefix } [ { vrf { <vrf-name>
| <vrf-known-name> | all } } ] [ <ip-prefix> ] } [ __readonly__ [ TABLE_forwarding_ip_local_host_db_vrf
{ <hmm_host> <vrf> <status_in> { TABLE_hosts <host> <mac_address> <svi> <flags_0x>
<physical_interface> <status> } } ] [ TABLE_forwarding_ip_remote_host_db_vrf { <hmm_host> <vrf>
<status_in> { TABLE_hosts <host> <source> <active> <flags_0x> <status> } } ] [
TABLE_forwarding_ip_aggregate_subnet_prefix_vrf { <hmm_host> <vrf> <status_in> { TABLE_hosts
<host> <type> <flags_0x> <status> } } ] ]

Syntax Description

Show running system informationshow

Fabricfabric

Fabric Forwarding Protocol: Host Mobility Manager (HMM)forwarding

Display IP informationip

HMM Local Host Databaselocal-host-db

HMM Remote Host Databaseremote-host-db

HMM Aggregate subnet prefixaggregate-subnet-prefix

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) IP prefix in CIDR formatip-prefix

(Optional) Read Only__readonly__

(Optional) table show fabric forwarding ip local-host-db vrfTABLE_forwarding_ip_local_host_db_vrf

(Optional) TODOhmm_host

(Optional) TODOvrf

(Optional) TODOstatus_in

(Optional) table show information for each hostsTABLE_hosts

(Optional) TODOhost

(Optional) TODOmac_address

(Optional) TODOsvi

(Optional) TODOflags_0x
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(Optional) TODOphysical_interface

(Optional) *-valid, x-deleted, a-aged out, c-cleanedstatus

(Optional) table show fabric forwarding ip remote-host-db vrfTABLE_forwarding_ip_remote_host_db_vrf

(Optional) TODOhmm_host

(Optional) TODOvrf

(Optional) TODOstatus_in

(Optional) table show information for each hostsTABLE_hosts

(Optional) TODOhost

(Optional) TODOsource

(Optional) TODOactive

(Optional) TODOflags_0x

(Optional) *-valid, x-deleted, a-aged out, c-cleanedstatus

(Optional) table show fabric forwarding ip aggregate-subnet-prefix vrfTABLE_forwarding_ip_aggregate_subnet_prefix_vrf

(Optional) TODOhmm_host

(Optional) TODOvrf

(Optional) TODOstatus_in

(Optional) table show information for each hostsTABLE_hosts

(Optional) TODOhost

(Optional) TODOtype

(Optional) TODOflags_0x

(Optional) *-valid, x-deleted, a-aged out, c-cleanedstatus

Command Mode

• /exec
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show fabric forwarding ipv6
show fabric forwarding ipv6 { { local-host-db | remote-host-db | aggregate-subnet-prefix } [ { vrf { <vrf-name>
| <vrf-known-name> | all } } ] [ <ipv6-prefix> ] } [ __readonly__ [ TABLE_forwarding_ipv6_local_host_db_vrf
{ <hmm_host> <vrf> <status_in> { TABLE_hosts <host> <mac_address> <svi> <flags_0x>
<physical_interface> <status> } } ] [ TABLE_forwarding_ipv6_remote_host_db_vrf { <hmm_host> <vrf>
<status_in> { TABLE_hosts <host> <source> <active> <flags_0x> <status> } } ] [
TABLE_forwarding_ipv6_aggregate_subnet_prefix_vrf { <hmm_host> <vrf> <status_in> { TABLE_hosts
<host> <type> <flags_0x> <status> } } ] ]

Syntax Description

Show running system informationshow

Fabricfabric

Fabric Forwarding Protocol: Host Mobility Manager (HMM)forwarding

Display IPv6 informationipv6

HMM Local Host Databaselocal-host-db

HMM Remote Host Databaseremote-host-db

HMM Aggregate subnet prefixaggregate-subnet-prefix

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) Read Only__readonly__

(Optional) table show fabric forwarding ipv6 local-host-db vrfTABLE_forwarding_ipv6_local_host_db_vrf

(Optional) TODOhmm_host

(Optional) TODOvrf

(Optional) TODOstatus_in

(Optional) table show information for each hostsTABLE_hosts

(Optional) TODOhost

(Optional) TODOmac_address

(Optional) TODOsvi

(Optional) TODOflags_0x

(Optional) TODOphysical_interface
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(Optional) *-valid, x-deleted, a-aged out, c-cleanedstatus

(Optional) table show fabric forwarding ipv6 remote-host-db vrfTABLE_forwarding_ipv6_remote_host_db_vrf

(Optional) TODOhmm_host

(Optional) TODOvrf

(Optional) TODOstatus_in

(Optional) table show information for each hostsTABLE_hosts

(Optional) TODOhost

(Optional) TODOsource

(Optional) TODOactive

(Optional) TODOflags_0x

(Optional) *-valid, x-deleted, a-aged out, c-cleanedstatus

(Optional) table show fabric forwarding ipv6 aggregate-subnet-prefix
vrf

TABLE_forwarding_ipv6_aggregate_subnet_prefix_vrf

(Optional) TODOhmm_host

(Optional) TODOvrf

(Optional) TODOstatus_in

(Optional) table show information for each hostsTABLE_hosts

(Optional) TODOhost

(Optional) TODOtype

(Optional) TODOflags_0x

(Optional) *-valid, x-deleted, a-aged out, c-cleanedstatus

Command Mode

• /exec
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show fabric forwarding statistics conversational-learning
show fabric forwarding statistics conversational-learning [ ip | ipv6 ] { source-limit [ <ip-prefix> | <ipv6-prefix>
] | max-conversation-limit | port-limit [ <port> ] } [ { vrf { <vrf-name> | <vrf-known-name> | all } } ] [
__readonly__ [ TABLE_forwarding_stat_conv_learning_limit_stats_for_vrf { <vrf> <limit_type> <enable>
[ <threshold> ] [ <action> ] [ { TABLE_limit_type_src <hmm_conv_learning_stats_for_address_family>
<source> <in_add_q> <in_rib> <hit_threshold> } ] [ { TABLE_limite_type_total <type> <ipv4_r/p> <ipv6_r/p>
<total> <hit_threshold> } ] [ { TABLE_limit_type_port <port> <ipv4_r/p> <ipv6_r/p> <total> <hit_threshold>
} ] } ] ]

Syntax Description

Show running system informationshow

Fabricfabric

Fabric Forwarding Protocol: Host Mobility Manager (HMM)forwarding

Statisticsstatistics

Conversational Learning statistics based FIB Route Downloadconversational-learning

(Optional) Display IP informationip

(Optional) Display IPv6 informationipv6

Number of active conversations from a source hostsource-limit

(Optional) IP prefix in CIDR formatip-prefix

Number of active conversationsmax-conversation-limit

Number of active conversations from a physical portport-limit

(Optional) Interface nameport

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) Read Only__readonly__

(Optional) table show fabric forwarding statistics conversational-learningTABLE_forwarding_stat_conv_learning_limit_stats_for_vrf

(Optional) TODOvrf

(Optional) TODOlimit_type

(Optional) TODOenable

(Optional) TODOthreshold
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(Optional) TODOaction

(Optional) source-limitTABLE_limit_type_src

(Optional) TODOhmm_conv_learning_stats_for_address_family

(Optional) TODOsource

(Optional) TODOin_add_q

(Optional) TODOin_rib

(Optional) TODOhit_threshold

(Optional) max-conversation-limitTABLE_limite_type_total

(Optional) TODOtype

(Optional) TODOipv4_r/p

(Optional) TODOipv6_r/p

(Optional) TODOtotal

(Optional) TODOhit_threshold

(Optional) port-limitTABLE_limit_type_port

(Optional) TODOport

(Optional) TODOipv4_r/p

(Optional) TODOipv6_r/p

(Optional) TODOtotal

(Optional) TODOhit_threshold

Command Mode

• /exec
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show fabricpath conflict
show fabricpath conflict { link | ftag | switch-id | transitions | all } [ detail ] [ __readonly__ <no_ports_up_str>
<no_swid_conflict_str> <no_ftag_conflict_str> <no_trans_str> <conflict_info_flag> <ports-hdr> {
TABLE_ports <if_index> <reason> } <swid-hdr> { TABLE_swid <switch-id> <system-id> <static> }
<ftag-hdr> { TABLE_ftag <ftag-id> <topology> <tree-id> } <trans-hdr> { TABLE_trans <old_swid>
<new_swid> <system-id> } ]

Syntax Description

fabricpath informationfabricpath

Conflicting resourcesconflict

show linkslink

show ftagsftag

show switch-idsswitch-id

show transitionstransitions

show allall

(Optional) show detaildetail

(Optional) Read Only__readonly__

(Optional) No ports coming upno_ports_up_str

(Optional) No switch-id conflictsno_swid_conflict_str

(Optional) No Ftag Conflictsno_ftag_conflict_str

(Optional) No Transitionsno_trans_str

(Optional) Conflict Informationconflict_info_flag

(Optional) Ports tableTABLE_ports

(Optional) Switch-id conflict TableTABLE_swid

(Optional) Ftag conflict TableTABLE_ftag

(Optional) Transition TableTABLE_trans

(Optional) Ports table startports-hdr

(Optional) Switch-id conflict table startswid-hdr

(Optional) Ftag conflict Table startftag-hdr

(Optional) Transitions table starttrans-hdr

(Optional) Interfaceif_index
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(Optional) port down reasonreason

(Optional) Switch-id Valueswitch-id

(Optional) System IDsystem-id

(Optional) Static or Dynamic switch-idstatic

(Optional) Ftag valueftag-id

(Optional) Topologytopology

(Optional) Tree or graph IDtree-id

(Optional) Old switch-idold_swid

(Optional) New switch-idnew_swid

(Optional) System IDsystem-id

Command Mode

• /exec
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show fabricpath counters dropped
show fabricpath counters dropped [ module <module> ] [ __readonly__ <mod_bmp> <vdc_id> <msg>
<is_brief> ]

Syntax Description

Show running system informationshow

fabricpath informationfabricpath

Show fabricpath counterscounters

Packets dropped due to various vlan errorsdropped

(Optional) Specify one modulemodule

(Optional) Module numbermodule

(Optional) Read Only__readonly__

(Optional) Bitmap of valid modulesmod_bmp

(Optional) Current VDC idvdc_id

(Optional) Message to give details about command executionmsg

(Optional) Show summary for all modules or show counter for each
module instance

is_brief

Command Mode

• /exec
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show fabricpath isis
show fabricpath isis [ <l2mp-isis-tag> ] [ protocol ] [ __readonly__ TABLE_process_tag <process-tag-out>
<system-id-out> <is-type-out> <fab-ctl-out> <sap-out> <qh-out> <mtu-out> <gr-status-out> <gr-state-out>
<last-gr-status-out> <gr-t3-timer-out> <metric-send-out> <metric-accept-out> <area-addr-out> <proc-state-out>
<vrf-id-out> [ <te-lvl-out> <te-ted-out> ] [ <mpls-te-out> ] [ TABLE_intf [ <intf-name-out> ] ] <auth-out>
[ <auth-chk-out> ] [ <auth-kchain-out> ] TABLE_afi_safi <afi-safi-out> <intf-num-out> <adj-check-out> [
<redist-pib-out> <redist-rpm-out> ] [ <dist-src-lvl-out> <dist-dest-lvl-out> <dist-leak-all-out> ] [ <dist-rpm-out>
] <admin-dist-out> ]

Syntax Description

Show running system informationshow

fabricpath informationfabricpath

Fabricpath IS-IS informationisis

(Optional) Fabricpath domain tagl2mp-isis-tag

(Optional) Display IS-IS process informationprotocol

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)TABLE_afi_safi

(Optional)afi-safi-out

(Optional)system-id-out

(Optional)is-type-out

(Optional)fab-ctl-out

(Optional)sap-out

(Optional)mtu-out

(Optional)qh-out

(Optional)gr-t3-timer-out

(Optional)gr-status-out

(Optional)gr-state-out

(Optional)last-gr-status-out

(Optional)metric-send-out

(Optional)metric-accept-out
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(Optional)area-addr-out

(Optional)proc-state-out

(Optional)vrf-id-out

(Optional)te-lvl-out

(Optional)te-ted-out

(Optional)mpls-te-out

(Optional)TABLE_intf

(Optional)intf-name-out

(Optional)intf-num-out

(Optional)auth-out

(Optional)auth-chk-out

(Optional)auth-kchain-out

(Optional)adj-check-out

(Optional)redist-pib-out

(Optional)redist-rpm-out

(Optional)dist-src-lvl-out

(Optional)dist-dest-lvl-out

(Optional)dist-leak-all-out

(Optional)dist-rpm-out

(Optional)admin-dist-out

Command Mode

• /exec
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show fabricpath isis adjacency
show fabricpath isis [ <l2mp-isis-tag> ] [ topology <topo-id> ] adjacency [ <interface> [ p2p-level-1-2 ] ] {
[ system-id <sid> ] | [ detail ] | [ summary ] } [ __readonly__ TABLE_process_tag <process-tag-out>
<adj-summary-out> <adj-interface-out> [ <adj-interface-name-out> ] [ TABLE_sys_name <adj-sys-name-out>
<adj-sys-id-out> [ <adj-usage-out> ] [ <adj-level-out> ] <adj-state-out> <adj-hold-time-out>
<adj-intf-name-out> <adj-detail-set-out> [ { <adj-transitions-out> <adj-flap-out> [ <adj-flap-time-out> ]
<adj-ckt-type-out> <adj-bcast-out> [ { <adj-ckt-id-out> <adj-lan-prio-out> } ] <adj-resurrect-out> [ {
<adj-resurrect-count-out> <adj-resurrect-hwm-out> } ] [ TABLE_mt_id <adj-topoid-out> [ <adj-mtver-out>
] <adj-dataup-out> ] } ] ] [ TABLE_adj_summ <adj-summ-p2p-level-out> <adj-summ-p2p-state-out>
<adj-summ-p2p-count-out> ] ]

Syntax Description

Show running system informationshow

fabricpath informationfabricpath

Fabricpath IS-IS informationisis

(Optional) Fabricpath domain tagl2mp-isis-tag

Display IS-IS adjacency informationadjacency

(Optional) Display IS-IS Topology informationtopology

(Optional) Specific topology informationtopo-id

(Optional) IS-IS interfaceinterface

(Optional) Hostname or System IDsystem-id

(Optional) Hostname or System ID (in the form of
XXXX.XXXX.XXXX)

sid

(Optional) Display IS-IS adjacency detail informationdetail

(Optional) Display IS-IS point-to-point information at level-1-2p2p-level-1-2

(Optional) Display IS-IS adjacency summary informationsummary

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)adj-summary-out

(Optional)adj-interface-out

(Optional)adj-interface-name-out

(Optional)TABLE_sys_name

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
403

All Show Commands
show fabricpath isis adjacency



(Optional)adj-sys-name-out

(Optional)adj-sys-id-out

(Optional)adj-usage-out

(Optional)adj-level-out

(Optional)adj-state-out

(Optional)adj-hold-time-out

(Optional)adj-intf-name-out

(Optional)adj-detail-set-out

(Optional)adj-transitions-out

(Optional)adj-flap-out

(Optional)adj-flap-time-out

(Optional)adj-ckt-type-out

(Optional)adj-bcast-out

(Optional)adj-ckt-id-out

(Optional)adj-lan-prio-out

(Optional)adj-resurrect-out

(Optional)adj-resurrect-count-out

(Optional)adj-resurrect-hwm-out

(Optional)TABLE_mt_id

(Optional)adj-topoid-out

(Optional)adj-dataup-out

(Optional)TABLE_adj_summ

(Optional)adj-summ-p2p-level-out

(Optional)adj-summ-p2p-state-out

(Optional)adj-summ-p2p-count-out

Command Mode

• /exec
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show fabricpath isis database
show fabricpath isis [ <l2mp-isis-tag> ] database [ <level> ] [ mgroup ] [ detail | advertise | summary ] [ <lid>
] { [ zero-sequence ] | [ router-id <rid> ] | [ adjacency <adj-id> ] } [ __readonly__ [ TABLE_process_tag
<process-tag-out> [ <dbase-hname-absent-out> ] [ TABLE_lsp_name <dbase-lsp-name-out>
<dbase-lsp-status-out> <dbase-lsp-absent-out> [ <dbase-lsp-seqnum-out> <dbase-lsp-cksum-out>
<dbase-lsp-lifetime-out> <dbase-att-out> <dbase-partition-out> <dbase-overload-out> <dbase-istype-out> ]
[ <dbase-lsp-instance-out> [ TABLE_lsp_tlv <dbase-lsp-tlv-name-out> [ <dbase-lsp-area-addr-out> ] [
<dbase-lsp-is-nbr-name-out> <dbase-lsp-is-nbr-metric-out> <dbase-lsp-is-nbr-ext-metric-out> ] [
<dbase-lsp-es-nbr-name-out> <dbase-lsp-es-nbr-metric-out> <dbase-lsp-es-nbr-ext-metric-out> ] [
<dbase-lsp-auth-type-out> <dbase-lsp-auth-len-out> ] [ <dbase-lsp-ext-is-name-out>
<dbase-lsp-ext-is-metric-out> ] [ <dbase-lsp-ip-ri-addr-out> <dbase-lsp-ip-ri-mask-out>
<dbase-lsp-ip-ri-metric-out> <dbase-lsp-ip-ri-ext-metric-out> <dbase-lsp-ip-ri-up-down-out> ] [
TABLE_lsp_nlpid <dbase-lsp-prot-support-out> ] [ <dbase-lsp-ip-addr-out> ] [ <dbase-lsp-ipv6-addr-out> ]
[ <dbase-lsp-hname-out> <dbase-lsp-hname-len-out> ] [ <dbase-lsp-tlv-unknown-out> <dbase-lsp-tlv-len-out>
] [ <dbase-lsp-extip-addr-out> <dbase-lsp-extip-prefix-len-out> <dbase-lsp-extip-metric-out>
<dbase-lsp-extip-up-down-out> ] [ <dbase-lsp-extipv6-addr-out> <dbase-lsp-extipv6-prefix-len-out>
<dbase-lsp-extipv6-metric-out> <dbase-lsp-extipv6-up-down-out> <dbase-lsp-extipv6-ext-origin-out> ] [
TABLE_lsp_subtlv <dbase-lsp-subtlv-name-out> [ <dbase-lsp-extis-admin-group-out> ] [
<dbase-lsp-subtlv-ip-addr-out> ] [ <dbase-lsp-extis-bw-out> ] [ <dbase-lsp-extis-te-metric-out> ] [
<dbase-lsp-extis-pri1-out> ] [ <dbase-lsp-extis-pri1-val-out> ] [ <dbase-lsp-extis-pri2-out> ] [
<dbase-lsp-extis-pri2-val-out> ] [ <dbase-lsp-subtlv-len-out> ] [ <dbase-lsp-subtlv-unknown-out> ] ] ]
<dbase-lsp-digest-out> ] ] [ <dbase-lsp-total-out> <dbase-lsp-empty-out> <dbase-lsp-zeroseq-out> ] ] ]

Syntax Description

Show running system informationshow

fabricpath informationfabricpath

Fabricpath IS-IS informationisis

(Optional) Fabricpath domain tagl2mp-isis-tag

Display IS-IS database informationdatabase

(Optional) IS-IS levellevel

(Optional) Display IS-IS GM database informationmgroup

(Optional) LSP ID in the form of XXXX.XXXX.XXXX.XX-XXlid

(Optional) Display detailed IS-IS informationdetail

(Optional) Display advertise tlv lsp-memory informationadvertise

(Optional) Display summary IS-IS informationsummary

(Optional) LSP with zero sequence numberzero-sequence

(Optional) Adjacency filteradjacency

(Optional) Single exact match adjacency filteradj-id
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(Optional) Router-id filterrouter-id

(Optional) single exact match router-id filterrid

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)dbase-hname-absent-out

(Optional)TABLE_lsp_name

(Optional)dbase-lsp-name-out

(Optional)dbase-lsp-status-out

(Optional)dbase-lsp-absent-out

(Optional)dbase-lsp-seqnum-out

(Optional)dbase-lsp-cksum-out

(Optional)dbase-lsp-lifetime-out

(Optional)dbase-att-out

(Optional)dbase-partition-out

(Optional)dbase-overload-out

(Optional)dbase-istype-out

(Optional)dbase-lsp-instance-out

(Optional)TABLE_lsp_tlv

(Optional)dbase-lsp-tlv-name-out

(Optional)dbase-lsp-digest-out

(Optional)dbase-lsp-area-addr-out

(Optional)dbase-lsp-is-nbr-name-out

(Optional)dbase-lsp-is-nbr-metric-out

(Optional)dbase-lsp-is-nbr-ext-metric-out

(Optional)dbase-lsp-es-nbr-name-out

(Optional)dbase-lsp-es-nbr-metric-out

(Optional)dbase-lsp-es-nbr-ext-metric-out

(Optional)dbase-lsp-auth-type-out
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(Optional)dbase-lsp-auth-len-out

(Optional)dbase-lsp-ext-is-name-out

(Optional)dbase-lsp-ext-is-metric-out

(Optional)TABLE_lsp_subtlv

(Optional)dbase-lsp-subtlv-name-out

(Optional)dbase-lsp-extis-admin-group-out

(Optional)dbase-lsp-subtlv-ip-addr-out

(Optional)dbase-lsp-extis-bw-out

(Optional)dbase-lsp-extis-te-metric-out

(Optional)dbase-lsp-extis-pri1-out

(Optional)dbase-lsp-extis-pri1-val-out

(Optional)dbase-lsp-extis-pri2-out

(Optional)dbase-lsp-extis-pri2-val-out

(Optional)dbase-lsp-subtlv-unknown-out

(Optional)dbase-lsp-subtlv-len-out

(Optional)dbase-lsp-tlv-unknown-out

(Optional)dbase-lsp-tlv-len-out

(Optional)dbase-lsp-extip-addr-out

(Optional)dbase-lsp-extip-prefix-len-out

(Optional)dbase-lsp-extip-metric-out

(Optional)dbase-lsp-extip-up-down-out

(Optional)dbase-lsp-extipv6-addr-out

(Optional)dbase-lsp-extipv6-prefix-len-out

(Optional)dbase-lsp-extipv6-metric-out

(Optional)dbase-lsp-extipv6-up-down-out

(Optional)dbase-lsp-extipv6-ext-origin-out

(Optional)dbase-lsp-ip-ri-addr-out

(Optional)dbase-lsp-ip-ri-mask-out

(Optional)dbase-lsp-ip-ri-metric-out
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(Optional)dbase-lsp-ip-ri-ext-metric-out

(Optional)dbase-lsp-ip-ri-up-down-out

(Optional)TABLE_lsp_nlpid

(Optional)dbase-lsp-prot-support-out

(Optional)dbase-lsp-ip-addr-out

(Optional)dbase-lsp-hname-out

(Optional)dbase-lsp-hname-len-out

(Optional)dbase-lsp-ipv6-addr-out

(Optional)dbase-lsp-total-out

(Optional)dbase-lsp-empty-out

(Optional)dbase-lsp-zeroseq-out

Command Mode

• /exec
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show fabricpath isis ftag
show fabricpath isis [ <l2mp-isis-tag> ] [ topology <topo-id> ] ftag [ multidestination <tree-id> ] [ __readonly__
TABLE_process_tag <process-tag-out> TABLE_topo_id <ftag-topo-id-out> TABLE_graph_type
<ftag-graph-type-out> <ftag-graph-id-out> <ftag-primary-out> <ftag-primary-tentative-out>
<ftag-secondary-out> <ftag-secondary-tentative-out> ]

Syntax Description

Show running system informationshow

fabricpath informationfabricpath

Fabricpath IS-IS informationisis

(Optional) Fabricpath domain tagl2mp-isis-tag

(Optional) Display IS-IS Topology informationtopology

(Optional) Specific topology informationtopo-id

Display forwarding tag informationftag

(Optional) Display multidestination informationmultidestination

(Optional) Specific tree identifiertree-id

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)TABLE_topo_id

(Optional)ftag-topo-id-out

(Optional)TABLE_graph_type

(Optional)ftag-graph-type-out

(Optional)ftag-graph-id-out

(Optional)ftag-primary-out

(Optional)ftag-primary-tentative-out

(Optional)ftag-secondary-out

(Optional)ftag-secondary-tentative-out

Command Mode

• /exec
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show fabricpath isis hostname
show fabricpath isis [ <l2mp-isis-tag> ] hostname [ detail | switch-id ] [ __readonly__ TABLE_process_tag
<process-tag-out> <hname-enabled-out> <hname-detail-out> TABLE_hname_id <hname-id-out>
<hname-level-out> <hname-id-mine-out> <hname-name-out> [ <hname-swid-id-out> ] ]

Syntax Description

Show running system informationshow

fabricpath informationfabricpath

Fabricpath IS-IS informationisis

(Optional) Fabricpath domain tagl2mp-isis-tag

Display IS-IS hostname table informationhostname

(Optional) Display detailed IS-IS informationdetail

(Optional) Display IS-IS hostname table with Switch ID informationswitch-id

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)hname-enabled-out

(Optional)hname-detail-out

(Optional)TABLE_hname_id

(Optional)hname-id-out

(Optional)hname-level-out

(Optional)hname-id-mine-out

(Optional)hname-name-out

(Optional)hname-swid-id-out

Command Mode

• /exec
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show fabricpath isis interface
show fabricpath isis [ <l2mp-isis-tag> ] interface [ brief | <interface> ] [ __readonly__ TABLE_process_tag
<process-tag-out> <intf-name-out> <intf-status-out> <intf-mtu-out> <intf-state-out> <intf-internal-state-out>
<intf-cib-disabled-out> <intf-cid-invalid-out> <intf-ix-out> <intf-cid-out> <intf-ckt-type-out>
<intf-auth-info-out> <intf-auth-chk-info-out> <intf-auth-kchain-out> <intf-passive-mask-out>
<intf-passive-mask-lvl-out> <intf-mgrp-set-out> <intf-mgrp-state-out> <intf-mgrp-id-out> <intf-p2p-type-out>
<intf-p2p-ext-local-cid-out> <intf-p2p-cid-out> <intf-retx-intv-out> <intf-retx-throttle-out>
<intf-loopback-type-out> <intf-lsp-intv-out> <intf-hpad-state-out> <intf-p2p-pad-ts-out>
<intf-p2p-adj-count-out> <intf-p2p-adj-up-count-out> <intf-p2p-prio-out> <intf-p2p-hello-intv-out>
<intf-p2p-hello-multi-out> <intf-p2p-hello-next-out> <intf-p2p-lvl-out> <intf-p2p-adj-lvl-out>
<intf-p2p-adj-up-lvl-out> <intf-p2p-metric-lvl-out> <intf-p2p-csnp-lvl-out> <intf-p2p-csnp-nxt-lvl-out>
<intf-p2p-lspid-last-lvl-out> <intf-bcast-type-out> <intf-bcast-lvl-out> <intf-bcast-pad-ts-out>
<intf-bcast-lvl-dis-out> <intf-bcast-dis-ts-out> <intf-bcast-lvl-info-out> <intf-bcast-lvl-metric-out>
<intf-bcast-lvl-csnp-intv-out> <intf-bcast-lvl-csnp-next-out> <intf-bcast-lvl-iih-intv-out>
<intf-bcast-lvl-iih-multi-out> <intf-bcast-lvl-iih-next-out> <intf-bcast-lvl-value-out> <intf-bcast-lvl-adj-out>
<intf-bcast-lvl-adj-up-out> <intf-bcast-lvl-prio-out> <intf-bcast-lvl-cktid-out> <intf-bcast-lvl-cktid-ts-out>
<intf-loopback-lvl-out> <intf-loopback-lvl-metric-out> <intf-loopback-lvl-prio-out> <intf-loopback-lvl-adj-out>
<intf-loopback-lvl-adj-up-out> <intf-unknown-out> <intf-type-out> <intf-ready-state-out> ]

Syntax Description

Show running system informationshow

fabricpath informationfabricpath

Fabricpath IS-IS informationisis

(Optional) Fabricpath domain tagl2mp-isis-tag

(Optional) Brief display of IS-IS interfacesbrief

Display IS-IS interface informationinterface

(Optional) IS-IS interfaceinterface

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)intf-name-out

(Optional)intf-status-out

(Optional)intf-mtu-out

(Optional)intf-state-out

(Optional)intf-auth-info-out

(Optional)intf-auth-chk-info-out
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(Optional)intf-auth-kchain-out

(Optional)intf-internal-state-out

(Optional)intf-cib-disabled-out

(Optional)intf-cid-invalid-out

(Optional)intf-ix-out

(Optional)intf-cid-out

(Optional)intf-ckt-type-out

(Optional)intf-passive-mask-out

(Optional)intf-passive-mask-lvl-out

(Optional)intf-mgrp-set-out

(Optional)intf-mgrp-state-out

(Optional)intf-mgrp-id-out

(Optional)intf-p2p-type-out

(Optional)intf-p2p-ext-local-cid-out

(Optional)intf-p2p-cid-out

(Optional)intf-retx-intv-out

(Optional)intf-retx-throttle-out

(Optional)intf-loopback-type-out

(Optional)intf-lsp-intv-out

(Optional)intf-hpad-state-out

(Optional)intf-p2p-pad-ts-out

(Optional)intf-p2p-adj-count-out

(Optional)intf-p2p-adj-up-count-out

(Optional)intf-p2p-prio-out

(Optional)intf-p2p-hello-intv-out

(Optional)intf-p2p-hello-multi-out

(Optional)intf-p2p-hello-next-out

(Optional)intf-p2p-lvl-out

(Optional)intf-p2p-adj-lvl-out
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(Optional)intf-p2p-adj-up-lvl-out

(Optional)intf-p2p-metric-lvl-out

(Optional)intf-p2p-csnp-lvl-out

(Optional)intf-p2p-csnp-nxt-lvl-out

(Optional)intf-p2p-lspid-last-lvl-out

(Optional)intf-bcast-type-out

(Optional)intf-bcast-lvl-out

(Optional)intf-bcast-pad-ts-out

(Optional)intf-bcast-lvl-dis-out

(Optional)intf-bcast-dis-ts-out

(Optional)intf-bcast-lvl-info-out

(Optional)intf-bcast-lvl-metric-out

(Optional)intf-bcast-lvl-csnp-intv-out

(Optional)intf-bcast-lvl-csnp-next-out

(Optional)intf-bcast-lvl-iih-intv-out

(Optional)intf-bcast-lvl-iih-multi-out

(Optional)intf-bcast-lvl-iih-next-out

(Optional)intf-bcast-lvl-value-out

(Optional)intf-bcast-lvl-adj-out

(Optional)intf-bcast-lvl-adj-up-out

(Optional)intf-bcast-lvl-prio-out

(Optional)intf-bcast-lvl-cktid-out

(Optional)intf-bcast-lvl-cktid-ts-out

(Optional)intf-loopback-lvl-out

(Optional)intf-loopback-lvl-metric-out

(Optional)intf-loopback-lvl-prio-out

(Optional)intf-loopback-lvl-adj-out

(Optional)intf-loopback-lvl-adj-up-out

(Optional)intf-unknown-out
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(Optional)intf-type-out

(Optional)intf-ready-state-out

Command Mode

• /exec
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show fabricpath isis ip mroute
show fabricpath isis [ <l2mp-isis-tag> ] ip mroute [ vlan <vlan-id> ] [ group <gip-addr> ] [ source <sip-addr>
] [ omf ] [ flood ] [ __readonly__ TABLE_process_tag <process-tag-out> <mroute-ipv4-vlanid-out>
<mroute-ipv4-source-addr-out> <mroute-ipv4-group-addr-out> <mroute-ipv4-type-out>
<mroute-ipv4-oif-count-out> <mroute-ipv4-swid-hex-out> <mroute-ipv4-swid-out> ]

Syntax Description

Show running system informationshow

fabricpath informationfabricpath

Fabricpath IS-IS informationisis

(Optional) Fabricpath domain tagl2mp-isis-tag

Display IS-IS IPv4 informationip

Display IS-IS multicast group informationmroute

(Optional) Display IS-IS VLAN informationvlan

(Optional) Display IS-IS VLAN informationvlan-id

(Optional) Display IS-IS Group informationgroup

(Optional) Display IS-IS Source informationsource

(Optional) Display IS-IS OMF informationomf

(Optional) Display IS-IS FLOOD informationflood

(Optional) Display single IP redistribute routegip-addr

(Optional) Display single IP redistribute routesip-addr

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)mroute-ipv4-vlanid-out

(Optional)mroute-ipv4-source-addr-out

(Optional)mroute-ipv4-group-addr-out

(Optional)mroute-ipv4-type-out

(Optional)mroute-ipv4-oif-count-out

(Optional)mroute-ipv4-swid-hex-out
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(Optional)mroute-ipv4-swid-out

Command Mode

• /exec
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show fabricpath isis ip redistribute mroute
show fabricpath isis [ <l2mp-isis-tag> ] ip redistribute mroute [ vlan <vlan-id> ] [ group <gip-addr> ] [ source
<sip-addr> ] [ omf ] [ flood ] [ __readonly__ TABLE_process_tag <process-tag-out>
<redist-ipv4-mrouter-vlanid-out> <redist-ipv4-vlanid-out> <redist-ipv4-source-addr-out>
<redist-ipv4-group-addr-out> ]

Syntax Description

Show running system informationshow

fabricpath informationfabricpath

Fabricpath IS-IS informationisis

(Optional) Fabricpath domain tagl2mp-isis-tag

Display IS-IS redistribute informationredistribute

Display IS-IS multicast group informationmroute

(Optional) Display IS-IS VLAN informationvlan

(Optional) Display IS-IS VLAN informationvlan-id

(Optional) Display IS-IS Group informationgroup

(Optional) Display IS-IS Source informationsource

(Optional) Display IS-IS OMF informationomf

(Optional) Display IS-IS FLOOD informationflood

Display IS-IS IPv4 informationip

(Optional) Display single IP redistribute routegip-addr

(Optional) Display single IP redistribute routesip-addr

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)redist-ipv4-mrouter-vlanid-out

(Optional)redist-ipv4-vlanid-out

(Optional)redist-ipv4-source-addr-out

(Optional)redist-ipv4-group-addr-out

Command Mode
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• /exec
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show fabricpath isis ip redistribute route show fabricpath isis
ipv6 redistribute route

show fabricpath isis [ <l2mp-isis-tag> ] ip redistribute route [ [ summary | <ip-addr> | <ip-prefix> [
longer-prefixes [ summary ] ] ] ] [ direct-mask ] | show fabricpath isis [ <l2mp-isis-tag> ] ipv6 redistribute
route [ summary | <ipv6-addr> | <ipv6-prefix> [ longer-prefixes [ summary ] ] ] [ direct-mask ]

Syntax Description

Show running system informationshow

fabricpath informationfabricpath

Fabricpath IS-IS informationisis

(Optional) Fabricpath domain tagl2mp-isis-tag

Display IS-IS redistribute informationredistribute

Display ISIS redistribute routeroute

Display IS-IS IPv4 informationip

Display IS-IS IPv6 informationipv6

(Optional) Display single IP redistribute routeip-addr

(Optional) Display single exact match IP redistribute routeip-prefix

(Optional) Display exact match and more specific routeslonger-prefixes

(Optional) Display route countssummary

(Optional) Display routes with direct-mask setdirect-mask

(Optional)l2mp-isis-tag

Command Mode

• /exec
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show fabricpath isis ip route show fabricpath isis ipv6 route
show fabricpath isis [ <l2mp-isis-tag> ] ip route [ [ summary | <ip-addr> | <ip-prefix> [ longer-prefixes [
summary ] ] ] ] | show fabricpath isis [ <l2mp-isis-tag> ] ipv6 route [ summary | <ipv6-addr> | <ipv6-prefix>
[ longer-prefixes [ summary ] ] ]

Syntax Description

Show running system informationshow

fabricpath informationfabricpath

Fabricpath IS-IS informationisis

(Optional) Fabricpath domain tagl2mp-isis-tag

Display ISIS redistribute routeroute

Display IS-IS IPv4 informationip

Display IS-IS IPv6 informationipv6

(Optional) Display single IP redistribute routeip-addr

(Optional) Display single exact match IP redistribute routeip-prefix

(Optional) Display exact match and more specific routeslonger-prefixes

(Optional) Display route countssummary

(Optional)l2mp-isis-tag

Command Mode

• /exec
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show fabricpath isis ipv6 mroute
show fabricpath isis [ <l2mp-isis-tag> ] ipv6mroute [ vlan <vlan-id> ] [ group <gip-addr> ] [ source <sip-addr>
] [ __readonly__ TABLE_process_tag <process-tag-out> <mroute-ipv6-vlanid-out>
<mroute-ipv6-source-addr-out> <mroute-ipv6-group-addr-out> <mroute-ipv6-oif-count-out>
<mroute-ipv6-swid-hex-out> <mroute-ipv6-swid-out> ]

Syntax Description

Show running system informationshow

fabricpath informationfabricpath

Fabricpath IS-IS informationisis

(Optional) Fabricpath domain tagl2mp-isis-tag

Display IS-IS IPv6 informationipv6

Display IS-IS multicast group informationmroute

(Optional) Display IS-IS VLAN informationvlan

(Optional) Display IS-IS VLAN informationvlan-id

(Optional) Display IS-IS Group informationgroup

(Optional) Display IS-IS Source informationsource

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)mroute-ipv6-vlanid-out

(Optional)mroute-ipv6-source-addr-out

(Optional)mroute-ipv6-group-addr-out

(Optional)mroute-ipv6-oif-count-out

(Optional)mroute-ipv6-swid-hex-out

(Optional)mroute-ipv6-swid-out

Command Mode

• /exec
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show fabricpath isis ipv6 redistribute mroute
show fabricpath isis [ <l2mp-isis-tag> ] ipv6 redistribute mroute [ vlan <vlan-id> ] [ group <gip-addr> ] [
source <sip-addr> ] [ __readonly__ TABLE_process_tag <process-tag-out> <redist-ipv6-mrouter-vlanid-out>
<redist-ipv6-vlanid-out> <redist-ipv6-source-addr-out> <redist-ipv6-group-addr-out> ]

Syntax Description

Show running system informationshow

fabricpath informationfabricpath

Fabricpath IS-IS informationisis

(Optional) Fabricpath domain tagl2mp-isis-tag

Display IS-IS redistribute informationredistribute

Display IS-IS multicast group informationmroute

(Optional) Display IS-IS VLAN informationvlan

(Optional) Display IS-IS VLAN informationvlan-id

(Optional) Display IS-IS Group informationgroup

(Optional) Display IS-IS Source informationsource

Display IS-IS IPv6 informationipv6

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)redist-ipv6-mrouter-vlanid-out

(Optional)redist-ipv6-vlanid-out

(Optional)redist-ipv6-source-addr-out

(Optional)redist-ipv6-group-addr-out

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
422

All Show Commands
show fabricpath isis ipv6 redistribute mroute



show fabricpath isis mac mroute
show fabricpath isis [ <l2mp-isis-tag> ] mac mroute [ vlan <vlan-id> ] [ group <gmac-addr> ] [ source
<smac-addr> ] [ __readonly__ TABLE_process_tag <process-tag-out> <mroute-mac-vlanid-out>
<mroute-mac-source-addr-out> <mroute-mac-group-addr-out> <mroute-mac-oif-count-out>
<mroute-mac-swid-hex-out> <mroute-mac-swid-out> ]

Syntax Description

Show running system informationshow

fabricpath informationfabricpath

Fabricpath IS-IS informationisis

(Optional) Fabricpath domain tagl2mp-isis-tag

Display IS-IS MAC informationmac

Display IS-IS multicast group informationmroute

(Optional) Display IS-IS VLAN informationvlan

(Optional) Display IS-IS VLAN informationvlan-id

(Optional) Display IS-IS Group informationgroup

(Optional) Display IS-IS Source informationsource

(Optional) Display single MAC redistribute routegmac-addr

(Optional) Display single MAC redistribute routesmac-addr

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)mroute-mac-vlanid-out

(Optional)mroute-mac-source-addr-out

(Optional)mroute-mac-group-addr-out

(Optional)mroute-mac-oif-count-out

(Optional)mroute-mac-swid-hex-out

(Optional)mroute-mac-swid-out

Command Mode

• /exec
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show fabricpath isis mac redistribute mroute
show fabricpath isis [ <l2mp-isis-tag> ] mac redistribute mroute [ vlan <vlan-id> ] [ group <gmac-addr> ] [
source <smac-addr> ] [ __readonly__ TABLE_process_tag <process-tag-out> <redist-mac-mrouter-vlanid-out>
<redist-mac-vlanid-out> <redist-mac-source-addr-out> <redist-mac-group-addr-out> ]

Syntax Description

Show running system informationshow

fabricpath informationfabricpath

Fabricpath IS-IS informationisis

(Optional) Fabricpath domain tagl2mp-isis-tag

Display IS-IS redistribute informationredistribute

Display IS-IS multicast group informationmroute

(Optional) Display IS-IS VLAN informationvlan

(Optional) Display IS-IS VLAN informationvlan-id

(Optional) Display IS-IS Group informationgroup

(Optional) Display IS-IS Source informationsource

Display IS-IS MAC informationmac

(Optional) Display single MAC redistribute routegmac-addr

(Optional) Display single MAC redistribute routesmac-addr

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)redist-mac-mrouter-vlanid-out

(Optional)redist-mac-vlanid-out

(Optional)redist-mac-source-addr-out

(Optional)redist-mac-group-addr-out

Command Mode

• /exec
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show fabricpath isis mesh-group
show fabricpath isis [ <l2mp-isis-tag> ] mesh-group [ <mesh-id> ] [ __readonly__ TABLE_process_tag
<process-tag-out> <mesh-id-set-out> <mesh-id-out> <mesh-set-id-out> <mesh-id-intf-name-out>
<mesh-id-none-out> ]

Syntax Description

Show running system informationshow

fabricpath informationfabricpath

Fabricpath IS-IS informationisis

(Optional) Fabricpath domain tagl2mp-isis-tag

Display IS-IS mesh-groupsmesh-group

(Optional) Display a single mesh-groupmesh-id

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)mesh-id-set-out

(Optional)mesh-id-out

(Optional)mesh-set-id-out

(Optional)mesh-id-intf-name-out

(Optional)mesh-id-none-out

Command Mode

• /exec
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show fabricpath isis route
show fabricpath isis [ <l2mp-isis-tag> ] [ topology <topo-id> ] route [ summary | detail | is | ip2mac ] [
__readonly__ TABLE_process_tag <process-tag-out> TABLE_mt_id <route-topoid-out> TABLE_graph_id
<route-graphid-out> <route-afi-safi-out> TABLE_route_entry <route-route-id-out> <route-absent-out>
<route-lvl-absent-out> <route-prefix-out> <route-level-out> <route-summ-discard-addr-out>
<route-discard-addr-out> <route-addr-print-out> <route-header-level-out> <route-direct-print-out>
<route-direct-out> <route-direct-via-out> <route-direct-if-name-out> <route-direct-metric-out>
<route-direct-level-out> <route-direct-instance-out> <route-marker-out> <route-addr-valid-out>
TABLE_if_entry <route-ifname-out> <route-metric-out> <route-pref-out> <route-no-def-prefix-out>
<route-instance-out> <route-discard-mask-out> <route-sum-prefix-out> <route-sum-prefix-len-out>
<route-total-out> <route-paths-total-out> <route-paths-best-out> <route-paths-backup-out> <route-sum-lvl-out>
<route-sum-total-out> <route-sum-direct-out> <route-sum-normal-out> <route-sum-missing-out>
<route-best-pend-num-out> <route-bestpaths-out> <route-backuppaths-out> <route-path-sum-lvl-out>
<route-path-sum-total-out> <route-path-sum-direct-out> <route-path-sum-normal-out>
<route-bestroutes-per-mask-out> <route-best-mask-val-out> <route-best-mask-count-out>
<route-pend-q-count-out> ]

Syntax Description

Show running system informationshow

fabricpath informationfabricpath

Fabricpath IS-IS informationisis

(Optional) Fabricpath domain tagl2mp-isis-tag

(Optional) Display IS-IS Topology informationtopology

(Optional) Specific topology informationtopo-id

(Optional) Display IS routeis

(Optional) Display reachable IP/MAC mapping informationip2mac

Display IS-IS route informationroute

(Optional) Display route countssummary

(Optional) Display detail route informationdetail

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)TABLE_mt_id

(Optional)route-topoid-out

(Optional)TABLE_graph_id
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(Optional)route-graphid-out

(Optional)route-afi-safi-out

(Optional)TABLE_route_entry

(Optional)route-route-id-out

(Optional)route-absent-out

(Optional)route-lvl-absent-out

(Optional)route-prefix-out

(Optional)route-level-out

(Optional)route-summ-discard-addr-out

(Optional)route-discard-addr-out

(Optional)route-addr-print-out

(Optional)route-header-level-out

(Optional)route-direct-print-out

(Optional)route-direct-out

(Optional)route-direct-via-out

(Optional)route-direct-if-name-out

(Optional)route-direct-metric-out

(Optional)route-direct-level-out

(Optional)route-direct-instance-out

(Optional)route-marker-out

(Optional)route-addr-valid-out

(Optional)TABLE_if_entry

(Optional)route-ifname-out

(Optional)route-metric-out

(Optional)route-pref-out

(Optional)route-instance-out

(Optional)route-no-def-prefix-out

(Optional)route-discard-mask-out

(Optional)route-sum-prefix-out
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(Optional)route-sum-prefix-len-out

(Optional)route-total-out

(Optional)route-paths-total-out

(Optional)route-paths-best-out

(Optional)route-paths-backup-out

(Optional)route-sum-lvl-out

(Optional)route-sum-total-out

(Optional)route-sum-direct-out

(Optional)route-sum-normal-out

(Optional)route-sum-missing-out

(Optional)route-best-pend-num-out

(Optional)route-bestpaths-out

(Optional)route-backuppaths-out

(Optional)route-path-sum-lvl-out

(Optional)route-path-sum-total-out

(Optional)route-path-sum-direct-out

(Optional)route-path-sum-normal-out

(Optional)route-bestroutes-per-mask-out

(Optional)route-best-mask-val-out

(Optional)route-best-mask-count-out

(Optional)route-pend-q-count-out

Command Mode

• /exec
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show fabricpath isis rrm
show fabricpath isis [ <l2mp-isis-tag> ] rrm [ gm ] <interface> [ __readonly__ TABLE_process_tag
<process-tag-out> <rrm-if-out> <rrm-if-p2p-out> <rrm-level-out> <rrm-retx-interval-out>
<rrm-retx-throttle-out> <rrm-retx-queue-len-out> <rrm-next-retx-out> <rrm-retx-queue-hwm-out>
<rrm-queue-exceed-out> <rrm-if-lsp-out> <rrm-lsp-name-out> <rrm-lsp-status-out> <rrm-lsp-absent-out>
<rrm-lsp-seqnum-out> <rrm-lsp-cksum-out> <rrm-lsp-lifetime-out> <rrm-lsp-attached-out>
<rrm-lsp-partition-out> <rrm-lsp-overload-out> <rrm-lsp-istype-out> <rrm-last-sent-time-out>
<rrm-invalid-retx-out> <rrm-invalid-db-out> <rrm-set-out> <rrm-srm-set-out> ]

Syntax Description

Show running system informationshow

fabricpath informationfabricpath

Fabricpath IS-IS informationisis

(Optional) Fabricpath domain tagl2mp-isis-tag

Display IS-IS Retransmit-Routing-Message informationrrm

(Optional) Display IS-IS GMRetransmit-Routing-Message informationgm

IS-IS interfaceinterface

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)rrm-if-out

(Optional)rrm-if-p2p-out

(Optional)rrm-level-out

(Optional)rrm-retx-interval-out

(Optional)rrm-retx-throttle-out

(Optional)rrm-retx-queue-len-out

(Optional)rrm-next-retx-out

(Optional)rrm-retx-queue-hwm-out

(Optional)rrm-queue-exceed-out

(Optional)rrm-if-lsp-out

(Optional)rrm-lsp-name-out

(Optional)rrm-lsp-status-out
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(Optional)rrm-lsp-absent-out

(Optional)rrm-lsp-seqnum-out

(Optional)rrm-lsp-cksum-out

(Optional)rrm-lsp-lifetime-out

(Optional)rrm-lsp-attached-out

(Optional)rrm-lsp-partition-out

(Optional)rrm-lsp-overload-out

(Optional)rrm-lsp-istype-out

(Optional)rrm-last-sent-time-out

(Optional)rrm-invalid-retx-out

(Optional)rrm-invalid-db-out

(Optional)rrm-set-out

(Optional)rrm-srm-set-out

Command Mode

• /exec
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show fabricpath isis spf-log
show fabricpath isis [ <l2mp-isis-tag> ] spf-log [ detail ] [ __readonly__ TABLE_process_tag [
<process-tag-out> ] [ <spflog-calc-out> <spflog-size-out> <spflog-maxsize-out> ] [ TABLE_spflog_entry
<spflog-entry-num-out> <spflog-ago-time-out> <spflog-lvl-out> <spflog-reason-out> <spflog-count-out>
<spflog-elapsed-ts-out> ] [ TABLE_spflog_detail <spflog-log-num-out> <spflog-ts-detail-out>
<spflog-date-detail-out> <spflog-lvl-detail-out> <spflog-instance-detail-out> <spflog-init-ts-detail-out>
<spflog-spf-ts-detail-out> <spflog-detail-ts-is-out> <spflog-detail-ts-urib-out> <spflog-detail-ts-elapsed-out>
<spflog-detail-lvl-out> <spflog-detail-node-out> <spflog-detail-spf-cnt-out> <spflog-detail-sync-cnt-out>
<spflog-detail-spf-reason-out> ] ]

Syntax Description

Show running system informationshow

fabricpath informationfabricpath

Fabricpath IS-IS informationisis

(Optional) Fabricpath domain tagl2mp-isis-tag

Display IS-IS SPF informationspf-log

(Optional) Display detail ISIS SPF informationdetail

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)spflog-calc-out

(Optional)spflog-size-out

(Optional)spflog-maxsize-out

(Optional)TABLE_spflog_entry

(Optional)spflog-entry-num-out

(Optional)spflog-ago-time-out

(Optional)spflog-lvl-out

(Optional)spflog-reason-out

(Optional)spflog-count-out

(Optional)spflog-elapsed-ts-out

(Optional)TABLE_spflog_detail

(Optional)spflog-log-num-out
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(Optional)spflog-ts-detail-out

(Optional)spflog-date-detail-out

(Optional)spflog-lvl-detail-out

(Optional)spflog-instance-detail-out

(Optional)spflog-init-ts-detail-out

(Optional)spflog-spf-ts-detail-out

(Optional)spflog-detail-ts-is-out

(Optional)spflog-detail-ts-urib-out

(Optional)spflog-detail-ts-elapsed-out

(Optional)spflog-detail-lvl-out

(Optional)spflog-detail-node-out

(Optional)spflog-detail-spf-cnt-out

(Optional)spflog-detail-sync-cnt-out

(Optional)spflog-detail-spf-reason-out

Command Mode

• /exec
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show fabricpath isis srm
show fabricpath isis [ <l2mp-isis-tag> ] srm [ gm ] <interface> [ __readonly__ TABLE_process_tag
<process-tag-out> <srm-if-out> <srm-level-out> <srm-if-flood-out> <srm-if-stopped-out>
<srm-lsp-interval-out> <srm-next-lsp-out> [ TABLE_srm_lsp <srm-lsp-name-out> <srm-lsp-status-out> [
<srm-lsp-absent-out> ] [ <srm-lsp-seqnum-out> <srm-lsp-cksum-out> ] [ <srm-lsp-lifetime-out> ] [
<srm-lsp-attached-out> <srm-lsp-partition-out> <srm-lsp-overload-out> <srm-lsp-istype-out> ] [
<srm-txlist-status> ] ] ]

Syntax Description

Show running system informationshow

fabricpath informationfabricpath

Fabricpath IS-IS informationisis

(Optional) Fabricpath domain tagl2mp-isis-tag

Display IS-IS Send-Routing-Message informationsrm

(Optional) Display IS-IS GM-Send-Routing-Message informationgm

IS-IS interfaceinterface

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)srm-if-out

(Optional)srm-level-out

(Optional)srm-if-flood-out

(Optional)srm-if-stopped-out

(Optional)srm-lsp-interval-out

(Optional)srm-next-lsp-out

(Optional)TABLE_srm_lsp

(Optional)srm-lsp-name-out

(Optional)srm-lsp-status-out

(Optional)srm-lsp-absent-out

(Optional)srm-lsp-seqnum-out

(Optional)srm-lsp-cksum-out
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(Optional)srm-lsp-lifetime-out

(Optional)srm-lsp-attached-out

(Optional)srm-lsp-partition-out

(Optional)srm-lsp-overload-out

(Optional)srm-lsp-istype-out

(Optional)srm-txlist-status

Command Mode

• /exec
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show fabricpath isis ssn
show fabricpath isis [ <l2mp-isis-tag> ] ssn [ gm ] <interface> [ __readonly__ TABLE_process_tag
<process-tag-out> <ssn-if-out> <ssn-level-out> <ssn-psnp-capable-out> <ssn-next-psnp-out>
<ssn-lsp-name-out> <ssn-lsp-status-out> <ssn-lsp-absent-out> <ssn-lsp-seqnum-out> <ssn-lsp-cksum-out>
<ssn-lsp-lifetime-out> <ssn-lsp-attached-out> <ssn-lsp-partition-out> <ssn-lsp-overload-out>
<ssn-lsp-istype-out> <ssn-txlist-status-out> ]

Syntax Description

Show running system informationshow

fabricpath informationfabricpath

Fabricpath IS-IS informationisis

(Optional) Fabricpath domain tagl2mp-isis-tag

Display IS-IS Send-Sequence-Number informationssn

(Optional) Display IS-IS GM-Send-Sequence-Number informationgm

IS-IS interfaceinterface

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)ssn-if-out

(Optional)ssn-level-out

(Optional)ssn-psnp-capable-out

(Optional)ssn-next-psnp-out

(Optional)ssn-lsp-name-out

(Optional)ssn-lsp-status-out

(Optional)ssn-lsp-absent-out

(Optional)ssn-lsp-seqnum-out

(Optional)ssn-lsp-cksum-out

(Optional)ssn-lsp-lifetime-out

(Optional)ssn-lsp-attached-out

(Optional)ssn-lsp-partition-out

(Optional)ssn-lsp-overload-out
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(Optional)ssn-lsp-istype-out

(Optional)ssn-txlist-status-out

Command Mode

• /exec
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show fabricpath isis statistics
show fabricpath isis [ <l2mp-isis-tag> ] statistics [ free ] [ __readonly__ TABLE_process_tag <process-tag-out>
<stat-spf-calc-out> <stat-lsp-sourced-out> <stat-lsp-refresh-out> <stat-lsp-purge-out> <stat-dis-elections-out>
]

Syntax Description

Show running system informationshow

fabricpath informationfabricpath

Fabricpath IS-IS informationisis

(Optional) Fabricpath domain tagl2mp-isis-tag

Display IS-IS protocol statisticsstatistics

(Optional) Show free buffersfree

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)stat-spf-calc-out

(Optional)stat-lsp-sourced-out

(Optional)stat-lsp-refresh-out

(Optional)stat-lsp-purge-out

(Optional)stat-dis-elections-out

Command Mode

• /exec
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show fabricpath isis switch-id
show fabricpath isis [ <l2mp-isis-tag> ] [ topology <topo-id> ] switch-id [ ip2mac ] [ detail ] [ __readonly__
TABLE_process_tag <process-tag-out> TABLE_mt_id <swid-topoid-out> [ TABLE_sys_id <swid-sysid-out>
<swid-sysid-own-out> <swid-primary-out> <swid-primary-tentative-out> <swid-secondary-out>
<swid-secondary-tentative-out> <swid-topo-reachable-out> <swid-priority-out> <swid-es-out>
<swid-sticky-out> [ <swid-hostname-out> ] ] ]

Syntax Description

Show running system informationshow

fabricpath informationfabricpath

Fabricpath IS-IS informationisis

(Optional) Fabricpath domain tagl2mp-isis-tag

(Optional) Display IS-IS Topology informationtopology

(Optional) Specific topology informationtopo-id

Display Switch-ID Databaseswitch-id

(Optional) Display IP to MAC entriesip2mac

(Optional) Display Hostname informationdetail

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)TABLE_mt_id

(Optional)swid-topoid-out

(Optional)TABLE_sys_id

(Optional)swid-sysid-out

(Optional)swid-sysid-own-out

(Optional)swid-primary-out

(Optional)swid-primary-tentative-out

(Optional)swid-secondary-out

(Optional)swid-secondary-tentative-out

(Optional)swid-topo-reachable-out

(Optional)swid-priority-out
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(Optional)swid-es-out

(Optional)swid-sticky-out

(Optional)swid-hostname-out

Command Mode

• /exec
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show fabricpath isis topology
show fabricpath isis [ <l2mp-isis-tag> ] topology [ <topo-id> ] [ summary | view ] [ __readonly__
TABLE_process_tag <process-tag-out> [ TABLE_topology [ <topo-id-out> ] [ <topo-block-absent-out> ] [
TABLE_if_name <topo-if-name-out> ] [ <topo-ce-gateway-out> ] [ <topo-fcoe-capable-out> ] [
<topo-graphs-count-out> ] [ <topo-supp-graphs-count-out> ] [ TABLE_graph_id <topo-graph-id-out>
<topo-ftag-out> <topo-ftag-out-inactive> <topo-root-sys-out> ] [ <topo-source-system-name-out> ] [
<topo-dest-system-name-out> ] [ <topo-neighbor-count-out> ] ] ]

Syntax Description

Show running system informationshow

fabricpath informationfabricpath

Fabricpath IS-IS informationisis

(Optional) Fabricpath domain tagl2mp-isis-tag

Display IS-IS Topology informationtopology

(Optional) Specific topology informationtopo-id

(Optional) Display summary topology informationsummary

(Optional) Display global connectivity informationview

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)TABLE_topology

(Optional)topo-id-out

(Optional)topo-block-absent-out

(Optional)TABLE_if_name

(Optional)topo-if-name-out

(Optional)topo-ce-gateway-out

(Optional)topo-fcoe-capable-out

(Optional)topo-graphs-count-out

(Optional)topo-supp-graphs-count-out

(Optional)TABLE_graph_id

(Optional)topo-graph-id-out
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(Optional)topo-ftag-out

(Optional)topo-root-sys-out

(Optional)topo-ftag-out-inactive

(Optional)topo-source-system-name-out

(Optional)topo-dest-system-name-out

(Optional)topo-neighbor-count-out

Command Mode

• /exec
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show fabricpath isis traffic
show fabricpath isis [ <l2mp-isis-tag> ] traffic [ <interface> ] [ mbuf-priority ] [ __readonly__
TABLE_process_tag <process-tag-out> <traffic-if-out> [ <traffic-if-name-out> ] <traffic-p2p-iih-out>
<traffic-p2p-iih-rcv-out> <traffic-p2p-iih-xmit-out> <traffic-p2p-iih-rcv-auth-err-out>
<traffic-p2p-iih-rcv-err-out> <traffic-p2p-iih-rexmit-out> <traffic-csnp-out> <traffic-csnp-rcv-out>
<traffic-csnp-xmit-out> <traffic-csnp-rcv-auth-err-out> <traffic-csnp-rcv-err-out> <traffic-csnp-rexmit-out>
<traffic-psnp-out> <traffic-psnp-rcv-out> <traffic-psnp-xmit-out> <traffic-psnp-rcv-auth-err-out>
<traffic-psnp-rcv-err-out> <traffic-psnp-rexmit-out> <traffic-lsp-out> <traffic-lsp-rcv-out>
<traffic-lsp-flood-out> <traffic-lsp-rcv-auth-err-out> <traffic-lsp-rcv-err-out> <traffic-lsp-rexmit-out>
<traffic-gmlsp-out> <traffic-gmlsp-rcv-out> <traffic-gmlsp-flood-out> <traffic-gmlsp-rcv-auth-err-out>
<traffic-gmlsp-rcv-err-out> <traffic-gmlsp-rexmit-out> [ <traffic-xmit-err-out> ] [
<traffic-unknown-pdu-rcv-out> ] ]

Syntax Description

Show running system informationshow

fabricpath informationfabricpath

Fabricpath IS-IS informationisis

(Optional) Fabricpath domain tagl2mp-isis-tag

Display IS-IS traffic informationtraffic

(Optional) IS-IS interfaceinterface

(Optional) Display mbuf priorities for received PDUsmbuf-priority

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)traffic-if-out

(Optional)traffic-if-name-out

(Optional)traffic-p2p-iih-out

(Optional)traffic-p2p-iih-rcv-out

(Optional)traffic-p2p-iih-xmit-out

(Optional)traffic-p2p-iih-rcv-auth-err-out

(Optional)traffic-p2p-iih-rcv-err-out

(Optional)traffic-p2p-iih-rexmit-out

(Optional)traffic-csnp-out
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(Optional)traffic-csnp-rcv-out

(Optional)traffic-csnp-xmit-out

(Optional)traffic-csnp-rcv-auth-err-out

(Optional)traffic-csnp-rcv-err-out

(Optional)traffic-csnp-rexmit-out

(Optional)traffic-psnp-out

(Optional)traffic-psnp-rcv-out

(Optional)traffic-psnp-xmit-out

(Optional)traffic-psnp-rcv-auth-err-out

(Optional)traffic-psnp-rcv-err-out

(Optional)traffic-psnp-rexmit-out

(Optional)traffic-lsp-out

(Optional)traffic-lsp-rcv-out

(Optional)traffic-lsp-flood-out

(Optional)traffic-lsp-rcv-auth-err-out

(Optional)traffic-lsp-rcv-err-out

(Optional)traffic-lsp-rexmit-out

(Optional)traffic-gmlsp-out

(Optional)traffic-gmlsp-rcv-out

(Optional)traffic-gmlsp-flood-out

(Optional)traffic-gmlsp-rcv-auth-err-out

(Optional)traffic-gmlsp-rcv-err-out

(Optional)traffic-gmlsp-rexmit-out

(Optional)traffic-xmit-err-out

(Optional)traffic-unknown-pdu-rcv-out

Command Mode

• /exec
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show fabricpath isis trees
show fabricpath isis [ <l2mp-isis-tag> ] [ topology <topo-id> ] trees [ [ multidestination <tree-id> ] [ is | detail
] ] [ __readonly__ TABLE_process_tag <process-tag-out> TABLE_mt_id <graph-topoid-out>
TABLE_graph_id <graph-id-out> <graph-afi-safi-out> TABLE_route_entry <graph-route-id-out>
<graph-lvl-absent-out> <graph-prefix-out> <graph-level-out> <graph-summ-discard-addr-out>
<graph-discard-addr-out> <graph-addr-print-out> <graph-header-level-out> <graph-direct-print-out>
<graph-direct-out> <graph-direct-via-out> <graph-direct-if-name-out> <graph-direct-metric-out>
<graph-direct-level-out> <graph-direct-instance-out> <graph-marker-out> <graph-addr-valid-out>
TABLE_if_entry <graph-ifname-out> <graph-metric-out> <graph-pref-out> <graph-no-def-prefix-out>
<graph-instance-out> <graph-discard-mask-out> <graph-sum-prefix-out> <graph-sum-prefix-len-out>
<graph-total-out> <graph-paths-total-out> <graph-paths-best-out> <graph-paths-backup-out>
<graph-sum-lvl-out> <graph-sum-total-out> <graph-sum-direct-out> <graph-sum-normal-out>
<graph-sum-missing-out> <graph-best-pend-num-out> <graph-bestpaths-out> <graph-backuppaths-out>
<graph-bestroutes-per-mask-out> <graph-best-mask-val-out> <graph-best-mask-count-out>
<graph-pend-q-count-out> ]

Syntax Description

Show running system informationshow

fabricpath informationfabricpath

Fabricpath IS-IS informationisis

(Optional) Fabricpath domain tagl2mp-isis-tag

(Optional) Display IS-IS Topology informationtopology

(Optional) Specific topology informationtopo-id

Display IS-IS tree informationtrees

(Optional) Display multidestination informationmultidestination

(Optional) Specific tree identifiertree-id

(Optional) Shows the ISesis

(Optional) Show annotated output with direct neighbor infodetail

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)TABLE_mt_id

(Optional)graph-topoid-out

(Optional)TABLE_graph_id

(Optional)graph-id-out
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(Optional)graph-afi-safi-out

(Optional)TABLE_route_entry

(Optional)graph-route-id-out

(Optional)graph-lvl-absent-out

(Optional)graph-prefix-out

(Optional)graph-level-out

(Optional)graph-summ-discard-addr-out

(Optional)graph-discard-addr-out

(Optional)graph-addr-print-out

(Optional)graph-header-level-out

(Optional)graph-direct-print-out

(Optional)graph-direct-out

(Optional)graph-direct-via-out

(Optional)graph-direct-if-name-out

(Optional)graph-direct-metric-out

(Optional)graph-direct-level-out

(Optional)graph-direct-instance-out

(Optional)graph-marker-out

(Optional)graph-addr-valid-out

(Optional)graph-no-def-prefix-out

(Optional)TABLE_if_entry

(Optional)graph-ifname-out

(Optional)graph-metric-out

(Optional)graph-pref-out

(Optional)graph-instance-out

(Optional)graph-discard-mask-out

(Optional)graph-sum-prefix-out

(Optional)graph-sum-prefix-len-out

(Optional)graph-total-out
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(Optional)graph-paths-total-out

(Optional)graph-paths-best-out

(Optional)graph-paths-backup-out

(Optional)graph-sum-lvl-out

(Optional)graph-sum-total-out

(Optional)graph-sum-direct-out

(Optional)graph-sum-normal-out

(Optional)graph-sum-missing-out

(Optional)graph-best-pend-num-out

(Optional)graph-bestpaths-out

(Optional)graph-backuppaths-out

(Optional)graph-bestroutes-per-mask-out

(Optional)graph-best-mask-val-out

(Optional)graph-best-mask-count-out

(Optional)graph-pend-q-count-out

Command Mode

• /exec
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show fabricpath isis vlan-range
show fabricpath isis [ <l2mp-isis-tag> ] [ topology <topo-id> ] vlan-range [ __readonly__ TABLE_process_tag
<process-tag> [ TABLE_topology <topo-id> [ <vlan-id> ] ] ]

Syntax Description

Show running system informationshow

fabricpath informationfabricpath

Fabricpath IS-IS informationisis

(Optional) Fabricpath domain tagl2mp-isis-tag

(Optional) Display IS-IS Topology informationtopology

(Optional) Specific topology informationtopo-id

Displays vlans in the topologyvlan-range

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag

(Optional)TABLE_topology

(Optional)topo-id

(Optional)vlan-id

Command Mode

• /exec
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show fabricpath load-balance
show fabricpath load-balance [ __readonly__ <is_mcast> <algo> [ <pref> ] <rotate_amount> <use_vlan>
<xor_warn> ]

Syntax Description

Show running system informationshow

fabricpath informationfabricpath

Show FabricPath load-balance informationload-balance

(Optional) Read Only__readonly__

(Optional) Is mcast configis_mcast

(Optional) Hash type usedalgo

(Optional) Layer preferencepref

(Optional) Rotate ammountrotate_amount

(Optional) Use VLAN in hashuse_vlan

(Optional) XOR Warningxor_warn

Command Mode

• /exec
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showfabricpathload-balancemulticastftag-selectedflow-type
vlan module

show fabricpath load-balancemulticast ftag-selected flow-type { l2 { { dst-mac <dst-mac> | src-mac <src-mac>
} + { ether-type <ether-type> } } | l3 { dst-ip <dst-ip> | src-ip <src-ip> | dst-ipv6 <dst-ipv6> | src-ipv6
<src-ipv6> } + | l4 { { l4-src-port <l4-src-port> | l4-dst-port <l4-dst-port> } + [ dst-ip <dst-ip> | src-ip <src-ip>
| dst-ipv6 <dst-ipv6> | src-ipv6 <src-ipv6> | l4-src-port <l4-src-port> | l4-dst-port <l4-dst-port> ] + } } { vlan
<vlan> } { module <mod-no> } [ __readonly__ <cmd_string> <is_dce_module> ]

Syntax Description

Show running system informationshow

fabricpath informationfabricpath

Show FabricPath load-balance informationload-balance

Show FabricPath multicast load-balance infomationmulticast

ftag informationftag-selected

Ingress module at Fabricpath edgemodule

module numbermod-no

indicate flow type as L2 or L3 or L4flow-type

indicate Layer 4 flowl4

indicate Layer 3 flowl3

indicate Layer 2 flowl2

Destination MAC Addressdst-mac

Mac Addressdst-mac

Source MAC Addresssrc-mac

Mac Addresssrc-mac

Virtual LANvlan

VLAN idvlan

Ether Typeether-type

Ether Type idether-type

Destination IPv4 addressdst-ip

Destination IP address in format i.i.i.idst-ip

Source IPv4 addresssrc-ip
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Source IP address in format i.i.i.isrc-ip

Destination IPv6 addressdst-ipv6

Source IPv6 addresssrc-ipv6

Source L4 portl4-src-port

L4 port numberl4-src-port

Destination l4 portl4-dst-port

L4 port numberl4-dst-port

(Optional) Read Only__readonly__

(Optional) Command Stringcmd_string

(Optional) Whether Module is DCEis_dce_module

Command Mode

• /exec
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show fabricpath load-balance unicast forwarding-path ftag
switchid flow-type module

show fabricpath load-balance unicast forwarding-path ftag <ftag> switchid <swid> flow-type { l2 { { dst-mac
<dst-mac> | src-mac <src-mac> } + { ether-type <ether-type> } } | l3 { dst-ip <dst-ip> | src-ip <src-ip> |
dst-ipv6 <dst-ipv6> | src-ipv6 <src-ipv6> } + | l4 { { l4-src-port <l4-src-port> | l4-dst-port <l4-dst-port> } +
[ dst-ip <dst-ip> | src-ip <src-ip> | dst-ipv6 <dst-ipv6> | src-ipv6 <src-ipv6> | l4-src-port <l4-src-port> |
l4-dst-port <l4-dst-port> ] + } } [ vlan <vlan> ] { module <mod-no> } [ __readonly__ <cmd_string>
<is_dce_module> ]

Syntax Description

Show running system informationshow

fabricpath informationfabricpath

Show FabricPath load-balance informationload-balance

Show FabricPath unicast load-balance informationunicast

forwarding-pathforwarding-path

Ingress modulemodule

module numbermod-no

ftagftag

ftagftag

switchidswitchid

switch idswid

indicate flow type as L2 or L3 or L4flow-type

indicate Layer 4 flowl4

indicate Layer 3 flowl3

indicate Layer 2 flowl2

Source MAC Addresssrc-mac

Mac Addresssrc-mac

Destination MAC Addressdst-mac

Mac Addressdst-mac

(Optional) Virtual LANvlan

(Optional) VLAN idvlan
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Ether Typeether-type

Ether Type idether-type

Source IPv4 addresssrc-ip

Source IP address in format i.i.i.isrc-ip

Destination IPv4 addressdst-ip

Destination IP address in format i.i.i.idst-ip

Source IPv6 addresssrc-ipv6

Destination IPv6 addressdst-ipv6

Source L4 portl4-src-port

L4 port numberl4-src-port

Destination l4 portl4-dst-port

L4 port numberl4-dst-port

(Optional) Read Only__readonly__

(Optional) Command Stringcmd_string

(Optional) Whether Module is DCEis_dce_module

Command Mode

• /exec
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show fabricpath switch-id local
show fabricpath switch-id local [ __readonly__ <swid_value> <system_id_value> <error_message> ]

Syntax Description

fabricpath informationfabricpath

Switch IDswitch-id

local swich-idlocal

(Optional) Read Only__readonly__

(Optional) Switch Idswid_value

(Optional) System Idsystem_id_value

(Optional) Error messageerror_message

Command Mode

• /exec
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show fabricpath switch
show fabricpath { switch-id | ftag } [ __readonly__ <no_value_str> <no_switch-ids> <local_swid_present>
<swid-hdr> { TABLE_swid <swid-value> <system-id> <swid-flags> <swid-state> <static> <emulated>
<localswid> } <ftag-hdr> { TABLE_ftag <ftag-value> <system-id-ftag> <tree-id> <topology-id> <ftag-flags>
<ftag-state> } ]

Syntax Description

fabricpath informationfabricpath

Switch IDswitch-id

Ftagftag

(Optional) Read Only__readonly__

(Optional) Switch-id TableTABLE_swid

(Optional) Ftag TableTABLE_ftag

(Optional) Mac Addresssystem-id

(Optional) MAC Addresssystem-id-ftag

(Optional) Switch IDswid-value

(Optional) FTAG IDftag-value

(Optional) switch-id flagsswid-flags

(Optional) switch-id flagsftag-flags

(Optional) tree-idtree-id

(Optional) topology-idtopology-id

(Optional) Switch-id stateswid-state

(Optional) Ftag stateftag-state

(Optional) Static Switch-idstatic

(Optional) Emulated Switch-idemulated

(Optional) Local Switch-idlocalswid

(Optional) Switch-id Headerswid-hdr

(Optional) Ftag Headerftag-hdr

(Optional) no value passedno_value_str

(Optional) Number of switch-idsno_switch-ids
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(Optional) Local swid is knownlocal_swid_present

Command Mode

• /exec
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show fabricpath system-id
show fabricpath system-id <system-id> [ __readonly__ <switch_id> <no_value_str> <state> ]

Syntax Description

fabricpath informationfabricpath

System-idsystem-id

MAC Addresssystem-id

(Optional) Read Only__readonly__

(Optional) Switch-IDswitch_id

(Optional) Status of Switch-idstate

(Optional) no value passedno_value_str

Command Mode

• /exec
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show fabricpath timers
show fabricpath timers [ __readonly__ <allocate_delay> <transition_delay> <linkup_delay> ]

Syntax Description

fabricpath informationfabricpath

fabricpath Timerstimers

(Optional) Read Only__readonly__

(Optional) Allocation delay timerallocate_delay

(Optional) Transition delay timertransition_delay

(Optional) Delay in link uplinkup_delay

Command Mode

• /exec
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show fabricpath topology-id
show fabricpath topology-id <topology-id> [ __readonly__ <ftag> <tree_id> <no_value_str> ]

Syntax Description

fabricpath informationfabricpath

Topology-idtopology-id

Topology-idtopology-id

(Optional) Read Only__readonly__

(Optional) ftagftag

(Optional) tree-idtree_id

(Optional) no value passedno_value_str

Command Mode

• /exec
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show fabricpath topology
show fabricpath topology [ detail ] [ passive ] [ __readonly__ TABLE_tpg <name> <id> <state> [ <reason>
<pend> ] ]

Syntax Description

Show running system informationshow

Configure fabricpath topologyfabricpath

Configure fabricpath topologytopology

(Optional) Detailed informationdetail

(Optional) Detailed passive topology informationpassive

(Optional)__readonly__

(Optional)TABLE_tpg

(Optional)name

(Optional)id

(Optional)state

(Optional)reason

(Optional)pend

Command Mode

• /exec
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show fabricpath topology ftag
show fabricpath topology [ <tpg-id> ] ftag [ unicast | multicast | active | internal snmp cfptTopologyTreeTable
topo-id <tpg_index-in> tree-id <tree_id-in> ] [ __readonly__ TABLE_tpg_ftag <tpg_name> <tpg_id>
<graph_id> <ftag_id> <unicast> <multicast> <active> <tpg_index-in> <tpg_index-out> <tree_id-in>
<tree_id-out> <cfptTopologyTreeFtag> <cfptTopologyTreeState> <cfptTopologyTreeType> ]

Syntax Description

Show running system informationshow

Configure fabricpath topologyfabricpath

Configure fabricpath topologytopology

(Optional) Fabricpath Topology ID 0-63tpg-id

Forwarding tag of a graphftag

(Optional) Show unicast ftagsunicast

(Optional) Show multicast ftagsmulticast

(Optional) Show active multicast ftagsactive

(Optional) Commands for internal useinternal

(Optional) Display snmp infosnmp

(Optional)cfptTopologyTreeTable

(Optional) Topology indextopo-id

(Optional) Tree indextree-id

(Optional)__readonly__

(Optional)TABLE_tpg_ftag

(Optional)tpg_name

(Optional)tpg_id

(Optional)graph_id

(Optional)ftag_id

(Optional)unicast

(Optional)multicast

(Optional)active

(Optional) topology indextpg_index-in

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
460

All Show Commands
show fabricpath topology ftag



(Optional) topology indextpg_index-out

(Optional) tree indextree_id-in

(Optional) tree indextree_id-out

(Optional) ftagcfptTopologyTreeFtag

(Optional) statecfptTopologyTreeState

(Optional) row statuscfptTopologyTreeType

(Optional) <tree_id-in>tpg_index-in

Command Mode

• /exec
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show fabricpath topology interface
show fabricpath topology [ <tpg-id> ] interface [ <interface> | all ] [ __readonly__ TABLE_tpg_if <if_name>
<tpg_name> <tpg_id> <tpg_if_state> ]

Syntax Description

Show running system informationshow

Configure fabricpath topologyfabricpath

Configure fabricpath topologytopology

(Optional) Fabricpath Topology ID 0-63tpg-id

Display interface topology informationinterface

(Optional) Display interface topology informationinterface

(Optional) Display all DCE and non-DCE interfacesall

(Optional)__readonly__

(Optional)TABLE_tpg_if

(Optional)if_name

(Optional)tpg_name

(Optional)tpg_id

(Optional)tpg_if_state

Command Mode

• /exec
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show fabricpath topology interface vlan
show fabricpath topology interface [ <interface> | all ] vlan [ active ] [ __readonly__ TABLE_if_vlan <if_name>
<tpg_name> <tpg_id> <vlan_range> ]

Syntax Description

Show running system informationshow

Configure fabricpath topologyfabricpath

Configure fabricpath topologytopology

Display interface topology informationinterface

(Optional) Display interface topology informationinterface

(Optional) Display all DCE and non-DCE interfacesall

Show vlans configured on the interfacevlan

(Optional) Show active vlansactive

(Optional)__readonly__

(Optional)TABLE_if_vlan

(Optional)if_name

(Optional)tpg_name

(Optional)tpg_id

(Optional)vlan_range

Command Mode

• /exec
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show fabricpath topology vlan
show fabricpath topology [ <tpg-id> ] vlan [ active ] [ __readonly__ TABLE_tpg_vlan <tpg_name> <tpg_id>
<vlan_range> ]

Syntax Description

Show running system informationshow

Configure fabricpath topologyfabricpath

Configure fabricpath topologytopology

(Optional) Fabricpath Topology ID 0-63tpg-id

VLANS in a L2 topologyvlan

(Optional) Shows all active VLANs of the L2 topologyactive

(Optional)__readonly__

(Optional)TABLE_tpg_vlan

(Optional)tpg_name

(Optional)tpg_id

(Optional)vlan_range

Command Mode

• /exec
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show feature-set
show feature-set [ <name> ] [ <id> ] [ __readonly__ TABLE_cfcFeatureSetTable <cfcFeatureSetIndex>
<cfcFeatureSetName> <cfcFeatureSetAction> <cfcFeatureSetLastAction> <cfcFeatureSetLastActionResult>
<cfcFeatureSetLastFailureReason> <cfcFeatureSetOpStatus> <cfcFeatureSetOpStatusReason> ]

Syntax Description

Show running system informationshow

Show feature set statusfeature-set

(Optional) feature-set namename

(Optional) feature-set idid

(Optional)__readonly__

(Optional) feature-set tableTABLE_cfcFeatureSetTable

(Optional) feature-set table indexcfcFeatureSetIndex

(Optional) feature-set namecfcFeatureSetName

(Optional) actioncfcFeatureSetAction

(Optional) last actioncfcFeatureSetLastAction

(Optional) last action resultcfcFeatureSetLastActionResult

(Optional) last failure reasoncfcFeatureSetLastFailureReason

(Optional) operation statuscfcFeatureSetOpStatus

(Optional) operation statuscfcFeatureSetOpStatusReason

Command Mode

• /exec
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show feature-set services
show feature-set services <s0> [ __readonly__ { TABLE_services <service_name> } { <count> <feature_set>
} ]

Syntax Description

Show running system informationshow

Show feature set statusfeature-set

Show services in feature setservices

(Optional)__readonly__

(Optional) all service names in feature setTABLE_services

(Optional) name of the serviceservice_name

(Optional) number of services in the feature setcount

(Optional) feature set namefeature_set

Name of feature sets0

Command Mode

• /exec
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show feature
show feature [ __readonly__ [ { TABLE_cfcFeatureCtrlTable <cfcFeatureCtrlIndex2>
<cfcFeatureCtrlInstanceNum2><cfcFeatureCtrlName2><cfcFeatureCtrlAction2><cfcFeatureCtrlLastAction2>
<cfcFeatureCtrlLastActionResult2> <cfcFeatureCtrlLastFailureReason2> <cfcFeatureCtrlOpStatus2>
<cfcFeatureCtrlOpStatusReason2> <cfcFeatureCtrlTag2> } ] ]

Syntax Description

Show running system informationshow

Show feature statusfeature

(Optional)__readonly__

(Optional) feature tableTABLE_cfcFeatureCtrlTable

(Optional) feature table indexcfcFeatureCtrlIndex2

(Optional) instance numbercfcFeatureCtrlInstanceNum2

(Optional) feature namecfcFeatureCtrlName2

(Optional) Action to be triggered for the featurecfcFeatureCtrlAction2

(Optional) Last action triggered for the featurecfcFeatureCtrlLastAction2

(Optional) The result of execution of the last actioncfcFeatureCtrlLastActionResult2

(Optional) Failure ReasoncfcFeatureCtrlLastFailureReason2

(Optional) operation statuscfcFeatureCtrlOpStatus2

(Optional) Reason for current operation statuscfcFeatureCtrlOpStatusReason2

(Optional) Name of the instance in string format in case of multinstance
feature

cfcFeatureCtrlTag2

Command Mode

• /exec
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show fex
show fex <chas_no> [ detail | ports | event-history ] [ __readonly__ { TABLE_fex_info <chas_id> <descr>
<fex_state> <fex_ver> <sw_ver> <fex_interim_ver> <sw_interim_ver> <model> <serial> <part_no> <card_id>
<mac> <num_macs> <bay> <rack> <enclosure> <enclosure_ser> <rack_id> <fex_sw_gen> <sw_sw_gen>
<pin_mode> <max_link> <post_level> <fbr_port_control> <fcoe_admin> <fcoe_oper> <fex_aa_configured>
} { TABLE_fbr_state <fbr_index> <fbr_oper_state> <fsm_state> } { TABLE_fex_port <fex_port>
<fex_port_oper_state> <fbr_port> <primary_fabric> } { TABLE_logs <log> } ]

Syntax Description

Show running system informationshow

Show FEX informationfex

FEX numberchas_no

(Optional) Detailed informationdetail

(Optional) all FEX port informationports

(Optional) FEX event historyevent-history

(Optional)__readonly__

(Optional) FEX informationTABLE_fex_info

(Optional) Configured FEX numberchas_id

(Optional) Descriptiondescr

(Optional) FEX Statefex_state

(Optional) FEX versionfex_ver

(Optional) Switch versionsw_ver

(Optional) FEX interim versionfex_interim_ver

(Optional) Switch interim versionsw_interim_ver

(Optional) FEX modelmodel

(Optional) FEX serialserial

(Optional) Part numberpart_no

(Optional) Card idcard_id

(Optional) Mac addressmac

(Optional) Number of macsnum_macs

(Optional) Bay Numberbay
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(Optional) Rack Namerack

(Optional) Enclosure Nameenclosure

(Optional) Enclosure serialenclosure_ser

(Optional) Rack idrack_id

(Optional) Fex software genfex_sw_gen

(Optional) Switch software gensw_sw_gen

(Optional) Pinning modepin_mode

(Optional) Maximum linksmax_link

(Optional) Post levelpost_level

(Optional) Fabric port for control trafficfbr_port_control

(Optional) FCoE Adminfcoe_admin

(Optional) FCoE Operfcoe_oper

(Optional) FCoE Operfex_aa_configured

(Optional) Fabric port stateTABLE_fbr_state

(Optional) Fabric port interfacefbr_index

(Optional) Fabric port operational statefbr_oper_state

(Optional) Fabric FSM statefsm_state

(Optional) FEX portTABLE_fex_port

(Optional) FEX portfex_port

(Optional) Operational statefex_port_oper_state

(Optional) Fabric portfbr_port

(Optional) Primary fabric portprimary_fabric

(Optional) FEX logsTABLE_logs

(Optional) FEX loglog

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
469

All Show Commands
show fex



show fex
show fex [ __readonly__ TABLE_fex <fex_number> <chas_vendor> <fex_model> <chas_ser> <mod_model>
<fex_ser> <module_no> <mod_partno> <fex_descr> <fex_state> ]

Syntax Description

Show running system informationshow

Show FEX informationfex

(Optional)__readonly__

(Optional) Fex tableTABLE_fex

(Optional) Configured FEX numberfex_number

(Optional) Chassis Vendorchas_vendor

(Optional) Fex Modelfex_model

(Optional) Chassis Serial numberchas_ser

(Optional) IO Module modelmod_model

(Optional) IO Module serialfex_ser

(Optional) Module numbermodule_no

(Optional) Module Part Numbermod_partno

(Optional) FEX descriptionfex_descr

(Optional) Module Statefex_state

Command Mode

• /exec
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show fex detail
show fex detail [ __readonly__ TABLE_fex_info <chas_id> <descr> <fex_state> <fex_ver> <sw_ver>
<fex_interim_ver> <sw_interim_ver> <model> <serial> <part_no> <card_id> <mac> <num_macs> <bay>
<rack> <enclosure> <enclosure_ser> <rack_id> <fex_sw_gen> <sw_sw_gen> <pin_mode> <max_link>
<post_level> <fbr_port_control> { TABLE_fbr_state <fbr_index> <fbr_oper_state> <fsm_state> } {
TABLE_fex_port <fex_port> <fex_port_oper_state> <fbr_port> <primary_fabric> } { TABLE_logs <log>
} ]

Syntax Description

Show running system informationshow

Show FEX informationfex

Detailed informationdetail

(Optional)__readonly__

(Optional) FEX informationTABLE_fex_info

(Optional) Configured FEX numberchas_id

(Optional) Descriptiondescr

(Optional) FEX Statefex_state

(Optional) FEX versionfex_ver

(Optional) Switch versionsw_ver

(Optional) FEX interim versionfex_interim_ver

(Optional) Switch interim versionsw_interim_ver

(Optional) FEX modelmodel

(Optional) FEX serialserial

(Optional) Part numberpart_no

(Optional) Card idcard_id

(Optional) Mac addressmac

(Optional) Number of macsnum_macs

(Optional) Bay Numberbay

(Optional) Rack Namerack

(Optional) Enclosure Nameenclosure

(Optional) Enclosure serialenclosure_ser
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(Optional) Rack idrack_id

(Optional) Fex software genfex_sw_gen

(Optional) Switch software gensw_sw_gen

(Optional) Pinning modepin_mode

(Optional) Maximum linksmax_link

(Optional) Post levelpost_level

(Optional) Fabric port for control trafficfbr_port_control

(Optional) Fabric port stateTABLE_fbr_state

(Optional) Fabric port interfacefbr_index

(Optional) Fabric port operational statefbr_oper_state

(Optional) Fabric FSM statefsm_state

(Optional) FEX portTABLE_fex_port

(Optional) FEX portfex_port

(Optional) Operational statefex_port_oper_state

(Optional) Fabric portfbr_port

(Optional) Primary fabric portprimary_fabric

(Optional) FEX logsTABLE_logs

(Optional) FEX loglog

Command Mode

• /exec
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show fex transceiver
show fex <chas_no> transceiver [ calibration | detail ]

Syntax Description

Show running system informationshow

Show FEX informationfex

FEX numberchas_no

Show FEXtransceiver

(Optional) Show FEX transceiver calibration informationcalibration

(Optional) show FEX transceiver detail informationdetail

Command Mode

• /exec
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show fex version
show fex <i> version

Syntax Description

Show running system informationshow

Show the software versionversion

Show fex software versionfex

FEX numberi

Command Mode

• /exec
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show fhrp
show fhrp [ <intf> ] [ __readonly__ { TABLE_brief <intf_name> <intf_state> <ipv4_state> <ipv6_state>
<hardware_status> <refcount> } ]

Syntax Description

FHRP Show commandsfhrp

Show running system informationshow

(Optional) Specify a single interfaceintf

(Optional)__readonly__

(Optional) Show brief FHRP interface informationTABLE_brief

(Optional) Interface nameintf_name

(Optional) Interface stateintf_state

(Optional) Interface IPv4 stateipv4_state

(Optional) Interface IPv6 stateipv6_state

(Optional) Interface hardware statushardware_status

(Optional) Interface refcountrefcount

Command Mode

• /exec
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show fhrp verbose
show fhrp [ <intf> ] verbose [ __readonly__ { TABLE_det <intf_name> <handle> <refcount> { TABLE_clients
<client_id> <client_name> } <running> <expired> <v_retries> <v_time> <r_delay> <min_delay>
<remaining_delay> <i_state> <ipv4_state> <ipv6_state> <h_state> <int_l2> } ]

Syntax Description

FHRP Show commandsfhrp

Show running system informationshow

(Optional) Specify a single interfaceintf

Display detailed informationverbose

(Optional)__readonly__

(Optional) Detailed FHRP interface informationTABLE_det

(Optional) Interface nameintf_name

(Optional) Interface handlehandle

(Optional) Reference countrefcount

(Optional) FHRP clients present on interfaceTABLE_clients

(Optional) FHRP client idclient_id

(Optional) FHRP client nameclient_name

(Optional) Time verify up timer runningrunning

(Optional) Verify up timer has expiredexpired

(Optional) Verify retriesv_retries

(Optional) Verify remaining timev_time

(Optional) Reload delayr_delay

(Optional) Min delaymin_delay

(Optional) Remaining delayremaining_delay

(Optional) Interface statei_state

(Optional) Interface IPv4 stateipv4_state

(Optional) Interface IPv6 stateipv6_state

(Optional) Interface hardware stateh_state

(Optional) Interface is L2-onlyint_l2
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Command Mode

• /exec
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show file
show file <uri0> [ cksum | md5sum | sha256sum | sha512sum ] [ __readonly__ { [ <file_content> ] + [
<file_content_cksum> ] [ <file_content_md5sum> ] [ <file_content_sha256sum> ] [ <file_content_sha512sum>
] } ]

Syntax Description

Show running system informationshow

Displays content of filesfile

Filename to be displayeduri0

(Optional) Displays CRC checksum for a filecksum

(Optional) Displays MD5 checksum for a filemd5sum

(Optional) Displays SHA256 checksum for a filesha256sum

(Optional) Displays SHA512 checksum for a filesha512sum

(Optional) Read only__readonly__

(Optional) uri file content buffer stringfile_content

(Optional) uri file content checksumfile_content_cksum

(Optional) uri file content md5sumfile_content_md5sum

(Optional) uri file content sha256sumfile_content_sha256sum

(Optional) uri file content sha512sumfile_content_sha512sum

Command Mode

• /exec
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show fips status
show fips status [ __readonly__ { operation_status <o_status> } { mode_state <m_state> } { TABLE_sessions
<lc_num> <lc_status> } ]

Syntax Description

Show running system informationshow

Show if FIPS mode is enabled or disabledfips

Whether FIPS mode is enabled or disabledstatus

(Optional)__readonly__

(Optional) run-time information about fipsoperation_status

(Optional) operational status of fipso_status

(Optional) mode statemode_state

(Optional) fips or non-fips statem_state

(Optional) all lc statusTABLE_sessions

(Optional) the lc numberlc_num

(Optional) the lc statuslc_status

Command Mode

• /exec
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show flow cache
show flow cache [ ipv4 | ipv6 | ce ]

Syntax Description

Show running system informationshow

Show NetFlow informationflow

Show NetFlow Exporter Cachecache

(Optional) Show ipv4 cache entriesipv4

(Optional) Show ipv6 cache entriesipv6

(Optional) Show ce cache entriesce

Command Mode

• /exec
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show flow exporter
show flow exporter [ name ] [ <exportername> ] [ __readonly__ <exporter> <description> <dest> <vrf>
<vrf_id> <vrf_resolved> <dest_udp> <source_intf> <source_ip> <dscp> <exp_vers> <seqnum>
<samp_table_to> <if_table_to> <stats_to> <temp_to> <rec_sent> <temp_sent> <pkts_sent> <bytes_sent>
<dest_unreach> <buff_events> <pkts_drop_no_route> <pkts_drop_other> <pkts_drop_lc_rp>
<pkts_drop_op_drops> <time_last_cleared> ]

Syntax Description

Show running system informationshow

Show NetFlow informationflow

Show NetFlow Exporter Configuration and Statisticsexporter

(Optional) Show a specific Flow Exportername

(Optional) Specify an exporterexportername

(Optional)__readonly__

(Optional)exporter

(Optional)description

(Optional)dest

(Optional)vrf

(Optional)vrf_id

(Optional)vrf_resolved

(Optional)dest_udp

(Optional)source_intf

(Optional)source_ip

(Optional)dscp

(Optional)seqnum

(Optional)exp_vers

(Optional)samp_table_to

(Optional)if_table_to

(Optional)stats_to

(Optional)temp_to

(Optional)rec_sent
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(Optional)temp_sent

(Optional)pkts_sent

(Optional)bytes_sent

(Optional)dest_unreach

(Optional)buff_events

(Optional)pkts_drop_no_route

(Optional)pkts_drop_other

(Optional)pkts_drop_lc_rp

(Optional)pkts_drop_op_drops

(Optional)time_last_cleared

Command Mode

• /exec
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show flow glbl-pkt-cnt
show flow glbl-pkt-cnt

Syntax Description

Show running system informationshow

Show NetFlow informationflow

Show global packet countglbl-pkt-cnt

Command Mode

• /exec
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show flow interface
show flow interface [ <intf> ] [ __readonly__ <intf_name> <vlan_id> <v4in_mon_name> <v4in_samp_name>
<v4out_mon_name> <v4out_samp_name> <v6in_mon_name> <v6in_samp_name> <v6out_mon_name>
<v6out_samp_name> <l2in_mon_name> <l2in_samp_name> <l2out_mon_name> <l2out_samp_name> ]

Syntax Description

Show running system informationshow

Show NetFlow informationflow

Flow interface informationinterface

(Optional) Interfaceintf

(Optional)__readonly__

(Optional) Interfaceintf_name

(Optional) VLAN IDvlan_id

(Optional) IPv4 Input monitor namev4in_mon_name

(Optional) IPv4 Input sampler namev4in_samp_name

(Optional) IPv4 Output monitor namev4out_mon_name

(Optional) IPv4 Output sampler namev4out_samp_name

(Optional) IPv6 Input monitor namev6in_mon_name

(Optional) IPv6 Input sampler namev6in_samp_name

(Optional) IPv6 Output monitor namev6out_mon_name

(Optional) IPv6 Output sampler namev6out_samp_name

(Optional) l2 Input monitor namel2in_mon_name

(Optional) l2 Input sampler namel2in_samp_name

(Optional) l2 Output monitor namel2out_mon_name

(Optional) l2 Output sampler namel2out_samp_name

Command Mode

• /exec
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show flow monitor
show flow monitor [ name ] [ <monitorname> [ cache [ detailed ] ] ] [ __readonly__ <monitor> <use_count>
<description> <record> <exporter1> <exporter2> <src_addr> <dest_addr> <direction> <pkt_count>
<byte_count> ]

Syntax Description

Show running system informationshow

Show NetFlow informationflow

Show Monitor Configurationmonitor

(Optional) Show a specific Flow Monitorname

(Optional) Specify a monitormonitorname

(Optional) Flow monitor cache contentscache

(Optional) Show the entire cache contentsdetailed

(Optional)__readonly__

(Optional)monitor

(Optional)use_count

(Optional)description

(Optional)record

(Optional)exporter1

(Optional)exporter2

(Optional)src_addr

(Optional)dest_addr

(Optional)direction

(Optional)pkt_count

(Optional)byte_count

Command Mode

• /exec
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show flow record
show flow record [ name ] [ { <recordname> } | { netflow-original } | { netflow { protocol-port | layer2-switched
{ input } | { ipv4 | ipv6 | l2 } { original-input | original-output } } } ] [ __readonly__ <record> <description>
<use_count> <template> ]

Syntax Description

Show running system informationshow

Show NetFlow informationflow

Show Record Configurationrecord

(Optional) Show the configuration for a specific Flow Recordname

(Optional) Specify a recordrecordname

(Optional) Traditional IPv4 input NetFlow with origin ASsnetflow-original

(Optional) Traditional NetFlow collection schemesnetflow

(Optional) IPv4 collection schemesipv4

(Optional) IPv6 collection schemesipv6

(Optional) L2 collection schemesl2

(Optional) Layer2-Switched collection schemeslayer2-switched

(Optional) Input NetFloworiginal-input

(Optional) Output NetFloworiginal-output

(Optional) Input NetFlowinput

(Optional) Protocol and Ports aggregation schemeprotocol-port

(Optional)__readonly__

(Optional)record

(Optional)description

(Optional)use_count

(Optional)template

Command Mode

• /exec
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show flow sw-monitor
show flow sw-monitor [ name ] [ <monitorname> [ cache [ detailed ] ] ]

Syntax Description

Show running system informationshow

Show NetFlow informationflow

Show Monitor Configurationsw-monitor

(Optional) Show a specific Flow Monitorname

(Optional) Specify a monitormonitorname

(Optional) Flow monitor cache contentscache

(Optional) Show the entire cache contentsdetailed

Command Mode

• /exec
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show flow timeout
show flow timeout [ __readonly__ <active_to> <inactive_to> <fast_to> <th_pkts> <agg_age_to>
<flush_cache_to> ]

Syntax Description

Show running system informationshow

Show NetFlow informationflow

Show NetFlow flow cache timeout valuestimeout

(Optional)__readonly__

(Optional)active_to

(Optional)inactive_to

(Optional)fast_to

(Optional)th_pkts

(Optional)agg_age_to

(Optional)flush_cache_to

Command Mode

• /exec
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show forwarding adjacency
show forwarding [ vrf { <vrf-name> | <vrf-known-name> | <vrf-all> } ] [ ip | ipv4 ] adjacency [ mpls ] [ lisp
] [ nve ] [ <aif> ] [ <anh> ] [ detail | stats | platform ] [ module <module> ] [ __readonly__ TABLE_adj
<adj-count> <fec> <nexthop> <rewinfo> <interface> <bgp_rnh> <bgp_orig_as> <bgp_peer_as> <pkts>
<bytes> <exp> <src_addr> <dest_addr> <lisp_flags> <lisp_inst_id> <pltfm_key> <hh> <refcount> ]

Syntax Description

show

display fib informationforwarding

(Optional) ipv4ip

(Optional) ipv4ipv4

display adjacency informationadjacency

(Optional) one command to show pi and pd info togetherplatform

(Optional) display info per VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsvrf-all

(Optional) mpls adjacency informationmpls

(Optional) LISP adjacency informationlisp

(Optional) VxLAN tunnel adjacency informationnve

(Optional) adjacency output interfaceaif

(Optional) adjacency next hopanh

(Optional) detaildetail

(Optional) adjacency statisticsstats

(Optional) slotmodule

(Optional) slot numbermodule

(Optional)__readonly__

(Optional) Table AdjacencyTABLE_adj

(Optional) total adj countadj-count

(Optional) FEC infofec
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(Optional) next hop addressnexthop

(Optional) rewrite informationrewinfo

(Optional) output interfaceinterface

(Optional) next hop addressbgp_rnh

(Optional) bgp orig asbgp_orig_as

(Optional) bgp peer asbgp_peer_as

(Optional) exp mappingexp

(Optional) packet statspkts

(Optional) bytes statsbytes

(Optional) src addresssrc_addr

(Optional) dest addressdest_addr

(Optional) lisp flagslisp_flags

(Optional) lisp instance idlisp_inst_id

(Optional) platform keypltfm_key

(Optional) Hardware Handlehh

(Optional) reference countrefcount

Command Mode

• /exec
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show forwarding bypass-hardware
show forwarding bypass-hardware [ module <module> ]

Syntax Description

show

fib informationforwarding

bypass hardwarebypass-hardware

(Optional) slotmodule

(Optional) slot numbermodule

Command Mode

• /exec
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show forwarding capture
show forwarding capture [ module <module> ] [ __readonly__ <type><len><data> ]

Syntax Description

show

display fib informationforwarding

display capture buffercapture

(Optional) slotmodule

(Optional) slot numbermodule

(Optional)__readonly__

Command Mode

• /exec
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show forwarding consistency l2
show forwarding consistency l2 <modnum> [ __readonly__ <l2entry> <header> TABLE_mac_address
<disp_mac_addr><disp_type><disp_vlan><disp_is_static><disp_age><disp_is_secure><disp_is_ntfy><disp_port>
]

Syntax Description

showshow

Forwarding informationforwarding

consistencyconsistency

l2l2

(Optional)__readonly__

(Optional) Headerheader

(Optional) L2 Entry Stringl2entry

(Optional) Mac address tableTABLE_mac_address

Command Mode

• /exec
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show forwarding distribution capture
show forwarding distribution capture [ __readonly__ <type><len><data> ]

Syntax Description

show

Display Forwarding Informationforwarding

fib distribution infodistribution

unicast capture buffercapture

(Optional)__readonly__

Command Mode

• /exec
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show forwarding distribution clients
show forwarding distribution clients [ __readonly__ <id><pid><name><shms><shme><shmn> ]

Syntax Description

show

Display Forwarding Informationforwarding

fib distribution infodistribution

unicast client informationclients

(Optional)__readonly__

Command Mode

• /exec
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show forwarding distribution fib-state
show forwarding distribution fib-state [ __readonly__ <slot> <state><ttc><tprc><tv4ac><tv6ac> {
TABLE_fib_state <tid><tafi><prc><pc><tname> } ]

Syntax Description

show

Display Forwarding Informationforwarding

fib distribution infodistribution

unicast fib state infofib-state

(Optional)__readonly__

(Optional) slot numberslot

(Optional) fib-state tableTABLE_fib_state

Command Mode

• /exec
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show forwarding distribution ip igmp snooping
show forwarding distribution ip igmp snooping [ vlan <vlan-id> [ group [ <grpaddr> | <mac-grpaddr> ] [
source <srcaddr> ] ] ] [ detail ] [ __readonly__ <refcount> <oiflist_id> <last_oiflist_id> <ftag-id> ]

Syntax Description

show

Display Forwarding Informationforwarding

FIB distribution informationdistribution

IPV4 informationip

MFDM IGMP informationigmp

L2 mcast snooping related informationsnooping

(Optional) Info specific to a vlanvlan

(Optional) Vlan id valuevlan-id

(Optional) Group specific informationgroup

(Optional) Group addressgrpaddr

(Optional) Group MAC addressmac-grpaddr

(Optional) (G,S) specific informationsource

(Optional) Source addresssrcaddr

(Optional) Detailed displaydetail

(Optional)__readonly__

(Optional) Reference Countrefcount

(Optional) OIF list Identifieroiflist_id

(Optional) Last OIF list Identifierlast_oiflist_id

(Optional) ftag Idftag-id

Command Mode

• /exec
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show forwarding distribution ipv6 multicast route
show forwarding distribution ipv6 multicast route [ table <table_id> | vrf <vrf-name> ] [ [ group { <group>
} ] [ source { <source> } ] | summary ] [ __readonly__ <table_type> <num_routes> <num_starg_routes>
<num_sg_routes> <num_gprefix_routes> <num_groups> <num_sources> <src_len> <grp_len> <df_ordinal>
<rpfif> <address> <flag> <route_pkts> <route_bytes> <mti_src_if> <mti_grp_ip> <mti_src_ip> ]

Syntax Description

show

Display Forwarding Informationforwarding

display fib distribution informationdistribution

IPV6 related informationipv6

display IPv6 multicast informationmulticast

display routing tableroute

(Optional) display routes for a specific VRFvrf

(Optional) VRF namevrf-name

(Optional) tabletable

(Optional) table numbertable_id

(Optional) Multicast IPv6 Group Addressgroup

(Optional) Multicast IPv6 Source Addresssource

(Optional) display route countssummary

(Optional)__readonly__

(Optional) Table Typetable_type

(Optional) Number of routesnum_routes

(Optional) Number of (*,G) routesnum_starg_routes

(Optional) Number of (S,G) routesnum_sg_routes

(Optional) Number of (*,G-prefix) routesnum_gprefix_routes

(Optional) Number of group entries in the tablenum_groups

(Optional) Number of (S, G) entries for the group addressnum_sources

(Optional) Ipv6 address stringaddress

(Optional) Source Address Masksrc_len
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(Optional) Group address Maskgrp_len

(Optional) DF ordinaldf_ordinal

(Optional) RPF interfacerpfif

(Optional) Route type flagflag

(Optional) Route packet countroute_pkts

(Optional) Route bytesroute_bytes

(Optional) MTI Source Ifindexmti_src_if

(Optional) MTI Group IP Addressmti_grp_ip

(Optional) MTI Source IP Addressmti_src_ip

Command Mode

• /exec
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show forwarding distribution l2 multicast
show forwarding distribution l2 multicast [ ip-based | mac-based ] [ vlan <vlan-id> [ { group <grpaddr> [
source <srcaddr> ] } | destination-mac <dmac> ] ] [ summary ] [ __readonly__ <refcount> <oiflist_id>
<last_oiflist_id> <ftag-id> <src_str> <grp_str> <vlan> <num_routes> <num_starg_routes> <num_sg_routes>
<num_gprefix_routes> ]

Syntax Description

show

Display Forwarding Informationforwarding

FIB distribution informationdistribution

L2 informationl2

L2 multicast informationmulticast

(Optional) IPv4 basedip-based

(Optional) MAC basedmac-based

(Optional) Info specific to a vlanvlan

(Optional) Vlan id valuevlan-id

(Optional) Group specific informationgroup

(Optional) Group addressgrpaddr

(Optional) (G,S) specific informationsource

(Optional) Source addresssrcaddr

(Optional) Destination MAC specific informationdestination-mac

(Optional) Destination MAC addressdmac

(Optional) display route countssummary

(Optional)__readonly__

(Optional) Reference Countrefcount

(Optional) OIF list Identifieroiflist_id

(Optional) Last OIF list Identifierlast_oiflist_id

(Optional) ftag Idftag-id

(Optional) Sourcesrc_str

(Optional) Groupgrp_str
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(Optional) vlan_idvlan

(Optional) Number of routesnum_routes

(Optional) Number of (*,G) routesnum_starg_routes

(Optional) Number of (S,G) routesnum_sg_routes

(Optional) Number of (*,G-prefix) routesnum_gprefix_routes

Command Mode

• /exec
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show forwarding distribution lisp counters
show forwarding distribution lisp counters [ __readonly__ <count> ]

Syntax Description

show

Display Forwarding Informationforwarding

fib distribution informationdistribution

for lisp applicationlisp

counterscounters

(Optional)__readonly__

(Optional) countcount

Command Mode

• /exec
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show forwarding distribution lisp vrf enabled
show forwarding distribution lisp vrf enabled [ __readonly__ { TABLE_lisp_vrf_enabled <vrf> <lisp_enabled>
<req_id> <operation> } ]

Syntax Description

show

Display Forwarding Informationforwarding

fib distribution informationdistribution

for lisp applicationlisp

vrfvrf

enabledenabled

(Optional)__readonly__

(Optional)TABLE_lisp_vrf_enabled

(Optional) vrf keyvrf

(Optional) lisp enabled statuslisp_enabled

(Optional) req idreq_id

(Optional) operationoperation

Command Mode

• /exec
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show forwarding distribution logging
show forwarding distribution logging [ enable | disable ]

Syntax Description

show

Display Forwarding Informationforwarding

fib distribution informationdistribution

enable/disable file logginglogging

(Optional) start file loggingenable

(Optional) stop file loggingdisable

Command Mode

• /exec
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show forwarding distribution multicast
show forwarding distribution multicast [ messages ] [ __readonly__ <fibstate> <slot> <accepting_routes>
<num_accepting_routes> ]

Syntax Description

show

Display Forwarding Informationforwarding

FIB distribution informationdistribution

Multicast FIB distribution informationmulticast

(Optional) Outstanding Message Informationmessages

(Optional)__readonly__

(Optional) IP Multicast FIB process statefibstate

(Optional) Slotslot

(Optional) Indicates whether FIB is accepting routesaccepting_routes

(Optional) Number of fibs accepting routesnum_accepting_routes

Command Mode

• /exec
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show forwarding distribution multicast client-ack-db
show forwarding distributionmulticast client-ack-db [ __readonly__ <xid> <num_recepients> <num_responses>
]

Syntax Description

showshow

Display Forwarding Informationforwarding

FIB distribution informationdistribution

Multicastmulticast

Displays the client ack dbclient-ack-db

(Optional)__readonly__

(Optional) XIDxid

(Optional) Number of recepientsnum_recepients

(Optional) Number of responsesnum_responses

Command Mode

• /exec
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show forwarding distribution multicast client
show forwarding distribution multicast client [ __readonly__ <num-clients> <client-name> <client-id>
<shmem-name> ]

Syntax Description

show

Display Forwarding Informationforwarding

FIB distribution informationdistribution

Multicast informationmulticast

Show multicast distribution client informationclient

(Optional)__readonly__

(Optional) Number of Clients registerednum-clients

(Optional) Client Nameclient-name

(Optional) Client-idclient-id

(Optional) Shared Memory Segment Nameshmem-name

Command Mode

• /exec
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show forwarding distribution multicast download
show forwarding distribution multicast download

Syntax Description

show

forwarding informationforwarding

FIB distribution informationdistribution

Multicast FIB distribution informationmulticast

show download queuesdownload

Command Mode

• /exec
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show forwarding distribution multicast mfib
show forwarding distribution multicast { mfib-txlist [ vrf <vrf-name> ] | mfib-buffers }

Syntax Description

show

Display Forwarding Informationforwarding

FIB distribution informationdistribution

Multicast informationmulticast

Show MFIB transmission-list informationmfib-txlist

(Optional) Specify VRFvrf

(Optional) Specify VRF namevrf-name

Show MFIB route buffer informationmfib-buffers

Command Mode

• /exec
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show forwarding distribution multicast outgoing-interface-list
show forwarding distribution multicast outgoing-interface-list { L2 | L3 | OTV } [ <index> ] [ __readonly__
<platform_index> <ref_count> <num_oif> <oif> ]

Syntax Description

show

Display Forwarding Informationforwarding

FIB distribution informationdistribution

Multicast FIB distribution informationmulticast

Outgoing interface listoutgoing-interface-list

Layer 2 oiflistL2

Layer 3 oiflistL3

OTV oiflistOTV

(Optional) Outgoing Interface List indexindex

(Optional)__readonly__

(Optional) Platform indexplatform_index

(Optional) Reference countref_count

(Optional) Number of outgoing interfacesnum_oif

(Optional) OIF nameoif

Command Mode

• /exec
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show forwarding distribution multicast resp-ack-timer-msgs
show forwarding distribution multicast resp-ack-timer-msgs

Syntax Description

show

Display Forwarding Informationforwarding

FIB distribution informationdistribution

Multicast informationmulticast

show response ack timers for MFDMresp-ack-timer-msgs

Command Mode

• /exec
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show forwarding distribution multicast route
show forwarding distribution [ ip ] multicast route [ table <id> | vrf { <vrf_name> | all } ] [ [ group { <gaddr>
[ <mask> ] | <gprefix> } ] [ source { <saddr> [ <smask> ] | <sprefix> } ] | summary ] [ __readonly__
<table_name> <num_routes> <num_starg_routes> <num_sg_routes> <num_gprefix_routes> <src_len>
<grp_len> <df_ordinal> <rpfif> <rpf_ifname><flag> <flag_value> <num_groups> <num_sources> <refcount>
<oiflist_id> <oif_count> <oif_name> <oif_ifindex> <bytecnt> <pktcnt> <mti_src_if> <mti_grp_ip>
<mti_src_ip> ]

Syntax Description

show

Display Forwarding Informationforwarding

FIB distribution informationdistribution

(Optional) IPV4 informationip

Multicast informationmulticast

Multicast route related informationroute

(Optional) Specify VRFvrf

(Optional) Specify VRF namevrf_name

(Optional) Display information for all VRFsall

(Optional) Specify Multicast Routing Tabletable

(Optional) Multicast Routing Table Identifierid

(Optional) IPv4 Multicast Group specificgroup

(Optional) IPv4 Multicast Group Addressgaddr

(Optional) mask for group ip addressmask

(Optional) IPv4 Multicast Group Prefixgprefix

(Optional) IPv4 Multicast Source specificsource

(Optional) IPv4 Source Addresssaddr

(Optional) mask for group ip addresssmask

(Optional) IPv4 Multicast Source Prefixsprefix

(Optional) display route countssummary

(Optional)__readonly__

(Optional) Table nametable_name
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(Optional) Number of routesnum_routes

(Optional) Number of (*,G) routesnum_starg_routes

(Optional) Number of (S,G) routesnum_sg_routes

(Optional) Number of (*,G-prefix) routesnum_gprefix_routes

(Optional) Source Address Masksrc_len

(Optional) Group address Maskgrp_len

(Optional) DF ordinaldf_ordinal

(Optional) RPF interfacerpfif

(Optional) RPF Interface ifNamerpf_ifname

(Optional) Route type flagflag

(Optional) hex value of route flagflag_value

(Optional) Number of group entries in the tablenum_groups

(Optional) Number of (S, G) entries for the group addressnum_sources

(Optional) Reference Countrefcount

(Optional) OIF list Identifieroiflist_id

(Optional) Number of OIFsoif_count

(Optional) OIF Nameoif_name

(Optional) OIF ifIndexoif_ifindex

(Optional) Current Byte counterbytecnt

(Optional) Current Packet counterpktcnt

(Optional) MTI Source Ifindexmti_src_if

(Optional) MTI Group IP Addressmti_grp_ip

(Optional) MTI Source IP Addressmti_src_ip

Command Mode

• /exec
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show forwarding distribution nve overlay-vlan
show forwarding distribution nve overlay-vlan [ __readonly__ <str> ]

Syntax Description

Show running system informationshow

forwarding informationforwarding

fib distribution infodistribution

nve distribution infonve

overlay-vlan adjacency infooverlay-vlan

(Optional)__readonly__

(Optional)str

Command Mode

• /exec
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show forwarding distribution pauz
show forwarding distribution { pauz | rezum }

Syntax Description

show

Display Forwarding Informationforwarding

fib distribution informationdistribution

start black-holing routespauz

stop black-holing routesrezum

Command Mode

• /exec
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show forwarding distribution peer-id
show forwarding distribution peer-id [ vpls | otv ] [ __readonly__ <header> TABLE_peer_id <app> <vlan>
<id> <peer_id> ]

Syntax Description

Show running system informationshow

forwarding informationforwarding

fib distribution infodistribution

HW Peer-id allocation infopeer-id

(Optional) VPLSvpls

(Optional) OTVotv

(Optional)__readonly__

(Optional) Headerheader

(Optional) Peer ID tableTABLE_peer_id

(Optional) OTV/VPLSapp

(Optional) VLANvlan

(Optional) IDid

(Optional) Peer-IDpeer_id

Command Mode

• /exec
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show forwarding distribution test on
show forwarding distribution test { on | off }

Syntax Description

show

Display Forwarding Informationforwarding

fib distribution informationdistribution

show test variabletest

set variableon

reset variableoff

Command Mode

• /exec
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show forwarding distribution trace
show forwarding distribution trace

Syntax Description

show

Display Forwarding Informationforwarding

fib distribution infodistribution

unicast trace informationtrace

Command Mode

• /exec
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show forwarding dvif primary
show forwarding dvif primary

Syntax Description

showshow

forwardingforwarding

simulate dvif region role changedvif

role has become primaryprimary

Command Mode

• /exec
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show forwarding dvif secondary
show forwarding dvif secondary

Syntax Description

showshow

forwardingforwarding

simulate dvif region role changedvif

role has become secondarysecondary

Command Mode

• /exec
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show forwarding ecmp
show forwarding ecmp [ { [ vrf { <vrf-name> | <vrf-known-name> } ] lisp } ] [ platform ] [ module <module>
] [ partial ] [ redir ] [ __readonly__ <header> <ecmp_hash> <intf> <nh> <v6nh> <hw_index> <num_mpls>
<holder> <refcount> <num_paths> <sw_ptr> <ecmp_partial> ]

Syntax Description

show

Display fib informationforwarding

Show information about ECMPsecmp

(Optional) display info per VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Show information about LISP ECMPslisp

(Optional) one command to show pi and pd info togetherplatform

(Optional) slotmodule

(Optional) Show partially installed ECMPspartial

(Optional) Show ecmp behind vobj onlyredir

(Optional) slot numbermodule

(Optional)__readonly__

(Optional) o/p headerheader

(Optional) ecmp hashecmp_hash

(Optional) interfaceintf

(Optional) next hopnh

(Optional) V6 next hopv6nh

(Optional) Hw indexhw_index

(Optional) No of MPLS ecmpnum_mpls

(Optional) holder bitmapholder

(Optional) refcountrefcount

(Optional) Software pointersw_ptr

(Optional) No of pathsnum_paths
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(Optional) partial ecmpecmp_partial

Command Mode

• /exec
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show forwarding ecmp recursive
show forwarding ecmp recursive [ platform ] [ max-display-count <display_count> ] [ module <module> ] [
partial ] [ __readonly__ <header> <num_pfxs> <rnh_table_id> <nh> <rnh_len> <v6nh> <hw_instance>
<nh_vpn_label> <nh_weight> <cnh_intf> <ecmp_partial> ]

Syntax Description

show

Display fib informationforwarding

Show information about ECMPsecmp

Show information about recursive ECMPsrecursive

(Optional) one command to show pi and pd info togetherplatform

(Optional) slotmodule

(Optional) Show partially installed ECMPspartial

(Optional) slot numbermodule

(Optional) displays max # of routesmax-display-count

(Optional) countdisplay_count

(Optional)__readonly__

(Optional) o/p headerheader

(Optional) Number of prefixes using this virtual objectnum_pfxs

(Optional) The table id where the RNHs are presentrnh_table_id

(Optional) Next hop infonh

(Optional) Next hop mask lengthrnh_len

(Optional) V6 Next hop infov6nh

(Optional) Hardware instance infohw_instance

(Optional) NH VPN labelnh_vpn_label

(Optional) weighted ecmp infonh_weight

(Optional) cnh output interfacecnh_intf

(Optional) partial ecmpecmp_partial

Command Mode

• /exec
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show forwarding file-log disable
show forwarding file-log disable

Syntax Description

showshow

forwardingforwarding

logging to tmp filefile-log

disabledisable

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
524

All Show Commands
show forwarding file-log disable



show forwarding file-log enable
show forwarding file-log enable

Syntax Description

showshow

forwardingforwarding

logging to tmp filefile-log

enableenable

Command Mode

• /exec
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show forwarding interfaces
show forwarding interfaces [ module <module> ] [ __readonly__ <intf> <v4adjcnt> <v6adjcnt> <rpfmode>
<mac> ]

Syntax Description

show

fib informationforwarding

show fib interface infointerfaces

(Optional)__readonly__

(Optional) interface nameintf

(Optional) slotmodule

(Optional) slot numbermodule

(Optional) count of v4 adjacenciesv4adjcnt

(Optional) count of v6 adjacenciesv6adjcnt

(Optional) mac addressmac

(Optional) uRPF moderpfmode

Command Mode

• /exec
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show forwarding ipv6 adjacency
show forwarding [ vrf { <vrf-name> | <vrf-known-name> | <vrf-all> } ] ipv6 adjacency [ mpls ] [ <aif> ] [
<anh> ] [ detail | stats | platform ] [ module <module> ] [ __readonly__ TABLE_adj <adj-count> <fec>
<nexthop> <rewinfo> <interface> <pkts> <bytes> <bgp_rnh> <bgp_orig_as> <bgp_peer_as> <hh> <refcount>
]

Syntax Description

show

display fib informationforwarding

ipv6ipv6

display adjacency informationadjacency

(Optional) one command to show pi and pd info togetherplatform

(Optional) display info per VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsvrf-all

(Optional) mpls adjacency informationmpls

(Optional) adjacency output interfaceaif

(Optional) detaildetail

(Optional) adjacency statisticsstats

(Optional) slotmodule

(Optional) slot numbermodule

(Optional)__readonly__

(Optional) Table AdjacencyTABLE_adj

(Optional) total adj countadj-count

(Optional) FEC infofec

(Optional) next hop addressnexthop

(Optional) rewrite informationrewinfo

(Optional) output interfaceinterface

(Optional) packet statspkts
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(Optional) bytes statsbytes

(Optional) next hop addressbgp_rnh

(Optional) bgp orig asbgp_orig_as

(Optional) bgp peer asbgp_peer_as

(Optional) Hardware Handlehh

(Optional) reference countrefcount

Command Mode

• /exec
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show forwarding ipv6 multicast route
show forwarding [ vrf { <vrf-name> | <vrf-known-name> | all } | table <tab_id> ] ipv6 multicast route { [
group { <group> | <group_addr> } | source { <source> | <source_addr> } | module <module> | vrf { <vrf-name>
| all } ] + | summary [ module <module> | vrf { <vrf-name> | <vrf-known-name> | all } ] + } [ __readonly__
<table_type> <num_routes> <num_starg_routes> <num_sg_routes> <num_gprefix_routes>
<num_prefix_insert_fail> <num_groups> <num_sources> <src_len> <grp_len> <df_ordinal> <rpfif> <address>
<flag> <route_pkts> <route_bytes> ]

Syntax Description

show

display fib informationforwarding

ipv6ipv6

IPV6 related Multicast informationmulticast

Multicast route informationroute

(Optional) display info per VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) display info per vpn-idtable

(Optional) table numbertab_id

(Optional) Multicast IPv6 Group Addressgroup

(Optional) Multicast IPv6 Source Addresssource

display route countssummary

(Optional) slotmodule

(Optional) slot numbermodule

(Optional)__readonly__

(Optional) Table Typetable_type

(Optional) Number of routesnum_routes

(Optional) Number of (*,G) routesnum_starg_routes

(Optional) Number of (S,G) routesnum_sg_routes

(Optional) Number of (*,G-prefix) routesnum_gprefix_routes
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(Optional) Prefix insert fail countnum_prefix_insert_fail

(Optional) Number of group entries in the tablenum_groups

(Optional) Number of (S, G) entries for the group addressnum_sources

(Optional) Ipv6 address stringaddress

(Optional) Source Address Masksrc_len

(Optional) Group address Maskgrp_len

(Optional) DF ordinaldf_ordinal

(Optional) RPF interfacerpfif

(Optional) Route type flagflag

(Optional) Route packet countroute_pkts

(Optional) Route bytesroute_bytes

Command Mode

• /exec
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show forwarding ipv6 pss route
show forwarding [ vrf { <vrf-name> | <vrf-known-name> } | table <table_id> ] ipv6 pss route [ module
<module> ]

Syntax Description

showshow

forwardingforwarding

(Optional) display info per VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) display info per vpn-idtable

(Optional) table numbertable_id

ipv6ipv6

display info from psspss

routeroute

(Optional) slotmodule

(Optional) slot numbermodule

Command Mode

• /exec
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show forwarding ipv6 route
show forwarding [ vrf { <vrf-name> | <vrf-known-name> | <vrf-all> } | table <table_id> ] ipv6 { route | rnhdb
} [ recursive ] [ detail | summary | platform | partial | <prefix> [ longer-prefixes ] [ detail | platform ] | <address>
[ detail | platform ] | interface <interface> | next-hop <nh> | attached | unresolved | adjacency { <aif> <anh>
| drop | glean | punt } ] [ max-display-count <display_count> ] [ module <module> | vrf { <vrf-name> |
<vrf-known-name> | <vrf-all> } ] + [ __readonly__ TABLE_vrf <vrfname> <tblname> <prefix_count>
TABLE_prefix <pfx> TABLE_path [ <nexthop> | <special> ] <intf> <route_count> <path_count>
<mask_length> <routes_per_mask> ]

Syntax Description

show

display fib informationforwarding

(Optional) display info per VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsvrf-all

(Optional) display info per vpn-idtable

(Optional) table id in hextable_id

ipv6ipv6

display IP routing tableroute

(Optional) one command to show pi and pd info togetherplatform

rnhdbrnhdb

(Optional) display routes with recursive next hopsrecursive

(Optional) show detailed information about the routesdetail

(Optional) display route countssummary

(Optional) display routes with partial ECMPspartial

(Optional) display longer prefixeslonger-prefixes

(Optional) display routes with this output i/f onlyinterface

(Optional) output interfaceinterface

(Optional) display routes with this next-hop onlynext-hop

(Optional) display directly connected routesattached

(Optional) display unresolved routesunresolved

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
532

All Show Commands
show forwarding ipv6 route



(Optional) display routes via specified adjacencyadjacency

(Optional) adjacency output interfaceaif

(Optional) display routes via drop adjacencydrop

(Optional) display routes via glean adjacencyglean

(Optional) display routes via punt adjacencypunt

(Optional) slotmodule

(Optional) slot numbermodule

(Optional) displays max # of routesmax-display-count

(Optional) countdisplay_count

(Optional)__readonly__

(Optional) vrf tableTABLE_vrf

(Optional) VRF namevrfname

(Optional) table nametblname

(Optional) total number of prefix in VRFprefix_count

(Optional) all xml prefix entriesTABLE_prefix

(Optional) ipv6 prefixpfx

(Optional) path tableTABLE_path

(Optional) next hop addressnexthop

(Optional) special adjacenciesspecial

(Optional) output interfaceintf

(Optional) total number of routes in VRFroute_count

(Optional) total number of paths in VRFpath_count

(Optional) length of maskmask_length

(Optional)routes_per_mask

Command Mode

• /exec
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show forwarding kvfib cache on
show forwarding kvfib cache { on | off }

Syntax Description

show

fib informationforwarding

kvfibkvfib

cachecache

set variableon

reset variableoff

Command Mode

• /exec
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show forwarding l2 multicast
show forwarding l2 multicast { [ { vlan <vlan-id> [ { group <grpaddr> source <srcaddr> } | destination-mac
<dstmac> ] } ] } [ vdc <vdc-id> ] [ module <num> ] [ __readonly__ <epoch> <resource_id> <dest_index>
<hw_handle> <dmac> <text> <value> ]

Syntax Description

Show running system informationshow

Forwarding informationforwarding

L2 related informationl2

Multicast related informationmulticast

(Optional) Information Specific to a Vlanvlan

(Optional) Vlan id valuevlan-id

(Optional) (S,G) specific informationgroup

(Optional) Group addressgrpaddr

(Optional) source specific informationsource

(Optional) Source addresssrcaddr

(Optional) Destination MAC addressdestination-mac

(Optional) Ethernet MAC addressdstmac

(Optional) VDCvdc

(Optional) VDC idvdc-id

(Optional) Slotmodule

(Optional) Slot numbernum

(Optional)__readonly__

(Optional) Resource Identifierresource_id

(Optional) Destination Index Identifierdest_index

(Optional) Epoch numberepoch

(Optional) Hardware Handlehw_handle

(Optional) Destination MAC addressdmac

(Optional) Stringtext

(Optional) Valuevalue
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Command Mode

• /exec
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show forwarding l2vpn ipv6 multicast route
show forwarding l2vpn ipv6 multicast route [ [ vlan <vlan-id> ] | [ softwarebd <software-bd> ] ] [ module
<module> ]

Syntax Description

showshow

forwardingforwarding

Layer 2 VPNl2vpn

ipv6ipv6

Multicast IPv6 informationmulticast

Mcast route informationroute

(Optional) vlanvlan

(Optional) Software Bridge Domainsoftwarebd

(Optional) vlan idvlan-id

(Optional) Software bdsoftware-bd

(Optional) slotmodule

(Optional) slot numbermodule

Command Mode

• /exec
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show forwarding l2vpn label vpls
show forwarding l2vpn label [ <label_id> ] vpls [ module module ] [ __readonly__ <label_id> ]

Syntax Description

showshow

forwardingforwarding

l2vpn forwardingl2vpn

VC labellabel

(Optional) VC labellabel_id

VPLSvpls

(Optional) slotmodule

(Optional) slot numbermodule

(Optional)__readonly__

(Optional) Label IDlabel_id

Command Mode

• /exec
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show forwarding l2vpn label xconnect
show forwarding l2vpn label [ <label_id> ] xconnect [ module module ] [ __readonly__ <label_id> ]

Syntax Description

showshow

forwardingforwarding

l2vpn forwardingl2vpn

VC labellabel

(Optional) VC labellabel_id

xconnect or VPWSxconnect

(Optional) slotmodule

(Optional) slot numbermodule

(Optional)__readonly__

(Optional) Label IDlabel_id

Command Mode

• /exec
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show forwarding l2vpn multicast outgoing-interface-list
show forwarding l2vpn multicast outgoing-interface-list [ index <oiflist-index> ]

Syntax Description

show

Forwarding informationforwarding

Layer 2 VPNl2vpn

Multicast IPv4 informationmulticast

show outgoing interface list infooutgoing-interface-list

(Optional) oiflist indexindex

(Optional) oiflist-indexoiflist-index

Command Mode

• /exec
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show forwarding l2vpn multicast route
show forwarding l2vpnmulticast route [ [ vlan <vlan-id> ] | [ softwarebd <software-bd> ] ] [ module <module>
]

Syntax Description

showshow

forwardingforwarding

Layer 2 VPNl2vpn

Multicast IPv4 informationmulticast

Mcast route informationroute

(Optional) vlanvlan

(Optional) Software Bridge Domainsoftwarebd

(Optional) vlan idvlan-id

(Optional) Software bdsoftware-bd

(Optional) slotmodule

(Optional) slot numbermodule

Command Mode

• /exec
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show forwarding l2vpn service vpls
show forwarding l2vpn service vpls { { service_id { <service_id> | all } } | { vlan { <vlan_id> | vlan_all } }
| { peer { { interface <intf-name> | next-hop <addr> | peer_all } } } } [ module <module> ] [ detail ]

Syntax Description

showshow

display fib informationforwarding

l2vpn forwardingl2vpn

Servicesservice

Vplsvpls

Specifies a service_idservice_id

service IDservice_id

all VPLS servicesall

VLAN infovlan

VLAN numbervlan_id

all VPLS servicesvlan_all

define the peerpeer

all peerspeer_all

PW interface for peerinterface

interface nameintf-name

Next hop to reach the peernext-hop

IP addressaddr

(Optional) slotmodule

(Optional) slot numbermodule

(Optional) Display detailed informationdetail

Command Mode

• /exec
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show forwarding l2vpn service xconnect
show forwarding l2vpn service xconnect { service_id { <service_id> | all } } [ module <module> ] [ detail ]

Syntax Description

showshow

display fib informationforwarding

l2vpn forwardingl2vpn

Servicesservice

xconnect or VPWSxconnect

Specify a service_id in hexservice_id

service IDservice_id

All service-id will be displayedall

(Optional) slotmodule

(Optional) slot numbermodule

(Optional) Display detailed informationdetail

Command Mode

• /exec
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show forwarding l2vpn vlan
show forwarding l2vpn vlan [ <vlan_id> ] [ module <module> ] [ __readonly__ <vlan> ]

Syntax Description

showshow

forwardingforwarding

l2vpn forwardingl2vpn

vlanvlan

(Optional) vlan idvlan_id

(Optional) slotmodule

(Optional) slot numbermodule

(Optional)__readonly__

(Optional) vlanvlan

Command Mode

• /exec
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show forwarding mpls
show forwarding mpls [ vrf { <vrf-name> | <vrf-known-name> | <vrf-all> } [ label <label-id> | <prefix> |
<v6prefix> ] | table <table_id> [ label <label-id> | <prefix> | <v6prefix> ] | label-space <label-space-id> |
label <label-id> | <prefix> | <v6prefix> ] [ stats ] [ module <module> ] [ implicit ] [ platform ] [ __readonly__
{ TABLE_mpls <label> <in-pkts> <in-bytes> <out-pkts> <out-bytes> TABLE_label_nh [ <out-table-id>
<fec> <out-ip> <out-intf> <out-op> <out-label> <hh> <ref-count> ] } ]

Syntax Description

showshow

forwardingforwarding

mpls forwardingmpls

(Optional) display info per VRFvrf

(Optional) VRF namevrf-name

(Optional) Known vrf namevrf-known-name

(Optional) Display information for all VRFsvrf-all

(Optional) display info per vpn-idtable

(Optional) table numbertable_id

(Optional) label spacelabel-space

(Optional) label space idlabel-space-id

(Optional) mpls labelslabel

(Optional) mpls label valuelabel-id

(Optional) Labels for single exact match routeprefix

(Optional) slotmodule

(Optional) slot numbermodule

(Optional) Label Statisticsstats

(Optional) Display implicit labelimplicit

(Optional) Display platform informationplatform

(Optional)__readonly__

(Optional)TABLE_mpls

(Optional) mpls label valuelabel

(Optional)TABLE_label_nh
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(Optional) Output table-idout-table-id

(Optional) Prefix/Tunnel IDfec

(Optional) Output Next Hopout-ip

(Optional) Output Interfaceout-intf

(Optional) Output Label opout-op

(Optional) Output Labelout-label

(Optional) Hardware Handlehh

(Optional) Ref Countref-count

(Optional) Label Input Packet Statsin-pkts

(Optional) Label Input Bytes Statsin-bytes

(Optional) Label Output Packet Statsout-pkts

(Optional) Label Output Bytes Statsout-bytes

Command Mode

• /exec
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show forwarding mpls aggregate
show forwarding mpls aggregate [ label { <label-id> | all } ] [ detail ] [ module <module> ] [ __readonly__
[ { TABLE_label_info <label> <id> [ <sw_index> ] } ] ]

Syntax Description

show

display fib informationforwarding

mpls forwaringmpls

aggregate labelaggregate

(Optional) labellabel

(Optional) label-idlabel-id

(Optional) allall

(Optional) detaildetail

(Optional) slotmodule

(Optional) slot numbermodule

(Optional)__readonly__

(Optional)TABLE_label_info

(Optional)label

(Optional)id

(Optional)sw_index

Command Mode

• /exec
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show forwarding mpls cbts
show forwarding mpls cbts [ module <module> ] [ __readonly__ [ { TABLE_cbts <label> [ <out-intf> ] [
<out-table-id> ] [ <out-ip> ] [ <out-op> ] } ] ]

Syntax Description

showshow

forwardingforwarding

mpls forwaringmpls

cbts labelscbts

(Optional) slotmodule

(Optional) slot numbermodule

(Optional)__readonly__

(Optional)TABLE_cbts

(Optional) mpls label valuelabel

(Optional) Output Interfaceout-intf

(Optional) Output table-idout-table-id

(Optional) Output Next Hopout-ip

(Optional) Output Label opout-op

Command Mode

• /exec
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show forwarding mpls drop-stats
show forwarding mpls drop-stats [ platform | label0-fwd-stats ] [ __readonly__ <pkts> <bytes> ]

Syntax Description

showshow

forwardingforwarding

mpls forwardingmpls

MPLS dropped packetsdrop-stats

(Optional) command to display stats per chipplatform

(Optional) command to display stats for label0label0-fwd-stats

(Optional)__readonly__

(Optional) Label Packet Statspkts

(Optional) Label Bytes Statsbytes

Command Mode

• /exec
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show forwarding mpls ecmp
show forwarding mpls ecmp [ module <module> ] [ platform ] [ __readonly__ [ { TABLE_ecmp <type>
<num_paths> <ip_paths> <mpls_paths> <ecmp_hash> <holder> <refcount> <hw_index> [ {
TABLE_ecmp_paths <out-intf> <out-ip> <label_info> } ] } ] ]

Syntax Description

showshow

display fib informationforwarding

mpls forwardingmpls

mpls ecmpsecmp

(Optional) slotmodule

(Optional) slot numbermodule

(Optional) show pd infoplatform

(Optional)__readonly__

(Optional)TABLE_ecmp

(Optional) ecmp typetype

(Optional) No of pathsnum_paths

(Optional) No of ip pathsip_paths

(Optional) No of mpls pathsmpls_paths

(Optional) ecmp hashecmp_hash

(Optional) holder bitmapholder

(Optional) refcountrefcount

(Optional) Hw indexhw_index

(Optional)TABLE_ecmp_paths

(Optional) rew infolabel_info

(Optional) Output Interfaceout-intf

(Optional) Output Next Hopout-ip

Command Mode

• /exec
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show forwarding mpls option_b
show forwarding mpls option_b [ label <label> ] [ module <module> ] [ platform ] [ __readonly__ [ {
TABLE_mpls_opt_b <label> [ <prefix> ] [ <v6prefix> ] [ <nxhop> ] [ <out-interface> ] [ <out-op> ] } ] ]

Syntax Description

showshow

forwardingforwarding

mpls forwardingmpls

Option Boption_b

(Optional) mpls labelslabel

(Optional) mpls label valuelabel

(Optional) slotmodule

(Optional) slot numbermodule

(Optional) show pd infoplatform

(Optional)__readonly__

(Optional)TABLE_mpls_opt_b

(Optional) mpls label valuelabel

(Optional) Output Interfaceprefix

(Optional) Output Next Hopnxhop

(Optional) Output Label opout-interface

(Optional) Output Label opout-op

Command Mode

• /exec
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show forwarding mpls summary
show forwarding mpls summary [ module <module> ] [ __readonly__ [ { TABLE_labels <space> <count>
} <total_deagg_labels> ] ]

Syntax Description

showshow

display fib informationforwarding

mpls forwardingmpls

summarysummary

(Optional) slotmodule

(Optional) slot numbermodule

(Optional)__readonly__

(Optional)TABLE_labels

(Optional) label spacespace

(Optional) number of labelscount

(Optional) total deagg labelstotal_deagg_labels

Command Mode

• /exec
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show forwarding mpls te
show forwarding mpls te [ <te_if> ] [ detail ] [ module <module> ] [ __readonly__ { TABLE_te <id> [
<midpoint_source> ] [ <dest> ] [ <tunnel_id> ] [ <ext_tunnel_id> ] [ <lisp_id> ] [ <adjacency> ] [ <hh> ] [
<lfib_adj> ] [ <adj_refcount> ] [ <obj_refcount> ] [ <te_state> ] [ <next_hop> ] [ <next_if_index> ] [
<op_label> ] [ <backup_tunnel> ] [ <adj_key_id> ] [ <frr_label> ] [ <local_label> ] [ <adj_count> ] [ <type>
] [ <out_if> ] [ <out_lbl> ] [ <backup_if> ] [ <backup_lbl> ] } ]

Syntax Description

show

display fib informationforwarding

mpls forwardingmpls

Traffic Engineeringte

(Optional) detaildetail

(Optional) slotmodule

(Optional) tunnel-te numberte_if

(Optional) slot numbermodule

(Optional)__readonly__

(Optional)TABLE_te

(Optional) headend if indexid

(Optional)midpoint_source

(Optional)dest

(Optional)tunnel_id

(Optional)ext_tunnel_id

(Optional)lisp_id

(Optional)adjacency

(Optional) HHhh

(Optional) lfib adjavency is droplfib_adj

(Optional)adj_refcount

(Optional)obj_refcount

(Optional)te_state

(Optional)next_hop
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(Optional)next_if_index

(Optional)op_label

(Optional)backup_tunnel

(Optional)adj_key_id

(Optional)frr_label

(Optional)local_label

(Optional) te related adj countadj_count

(Optional)type

(Optional)out_if

(Optional)out_lbl

(Optional)backup_if

(Optional)backup_lbl

Command Mode

• /exec
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show forwarding multicast outgoing-interface-list L2
show forwarding multicast outgoing-interface-list { L2 | L3 } [ platform ] [ module <module> ] [ <index> ]
[ __readonly__ <refcount> <num_oif> <intf> <encap_id> ]

Syntax Description

show

Forwarding informationforwarding

Multicast IPv4 informationmulticast

show outgoing interface list infooutgoing-interface-list

Layer 2 oiflistL2

Layer 3 oiflistL3

(Optional) Display PI/PDplatform

(Optional) slotmodule

(Optional) slot numbermodule

(Optional) Outgoing Interface List Indexindex

(Optional)__readonly__

(Optional) Reference countrefcount

(Optional) Number of outgoing interfacesnum_oif

(Optional) OIF nameintf

(Optional) encap_idencap_id

Command Mode

• /exec
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show forwarding multicast route
show forwarding [ vrf { <vrf-name> | <vrf-known-name> | all } | table <table_id> ] [ ip | ipv4 ] multicast
route [ platform ] { [ group { <gaddr> [ <mask> ] | <gprefix> } | source { <saddr> [ <smask> ] | <sprefix> }
| module <module> | vrf { <vrf-name> | <vrf-known-name> | all } ] + | summary [ module <module> | vrf {
<vrf-name> | <vrf-known-name> | all } ] + } [ __readonly__ <table_type> <vrfname> <num_routes>
<num_starg_routes> <num_sg_routes> <num_gprefix_routes> <num_prefix_insert_fail> <num_groups>
<num_sources> <src_len> <grp_len> <df_ordinal> <rpfif> <rpf_ifindex> <flag> <flag_value> <route_pkts>
<route_bytes> <oiflist_id> <platform_id> <oif_count> <refcount> <oifname> <oifindex> <oif_pkts>
<oif_bytes> ]

Syntax Description

show

Forwarding informationforwarding

(Optional) ipv4ip

(Optional) ipv4ipv4

Multicast IPv4 informationmulticast

Mcast route informationroute

(Optional) Platform Detailsplatform

(Optional) display info per vpn-idtable

(Optional) table numbertable_id

(Optional) display info per VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) Multicast IPv4 Group specific infogroup

(Optional) Multicast IPv4 Group Addressgaddr

(Optional) Multicast IPv4 Group Address maskmask

(Optional) Multicast IPv4 Group Prefixgprefix

(Optional) Multicast IPv4 Source specific infosource

(Optional) Multicast IPv4 Source Addresssaddr

(Optional) Multicast IPv4 Source Address masksmask

(Optional) Multicast IPv4 Source Prefixsprefix
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display route countssummary

(Optional) slotmodule

(Optional) slot numbermodule

(Optional)__readonly__

(Optional) Table Typetable_type

(Optional) VRF namevrfname

(Optional) Number of routesnum_routes

(Optional) Number of (*,G) routesnum_starg_routes

(Optional) Number of (S,G) routesnum_sg_routes

(Optional) Number of (*,G-prefix) routesnum_gprefix_routes

(Optional) Prefix insert fail countnum_prefix_insert_fail

(Optional) Number of group entries in the tablenum_groups

(Optional) Number of (S, G) entries for the group addressnum_sources

(Optional) Source Address Masksrc_len

(Optional) Group address Maskgrp_len

(Optional) DF ordinaldf_ordinal

(Optional) RPF interfacerpfif

(Optional) RPF Interface ifIndexrpf_ifindex

(Optional) Route type flagflag

(Optional) hex value of route flagflag_value

(Optional) Route packet countroute_pkts

(Optional) Route bytesroute_bytes

(Optional) OIF list Identifieroiflist_id

(Optional) Platform-indexplatform_id

(Optional) Number of OIFsoif_count

(Optional) OIF list Reference Countrefcount

(Optional) OIF Interface nameoifname

(Optional) OIF Interface ifIndexoifindex

(Optional) OIF packetsoif_pkts
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(Optional) OIF bytesoif_bytes

Command Mode

• /exec
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show forwarding nve l2 ingress-replication-peers
show forwarding nve l2 ingress-replication-peers [ <peer_ip> ]

Syntax Description

showshow

display fib informationforwarding

nve related infonve

L2 infol2

ingress replication peer infoingress-replication-peers

(Optional) show detailed info of a peerpeer_ip

Command Mode

• /exec
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show forwarding nve l3 adjacency tunnel
show forwarding nve l3 adjacency tunnel <tunnel_id> [ bd <bd_id> | detail | module <num> | table <table_id>
] [ __readonly__ <tunnel_id> <bd_id> <table_id> <VNI> <Drop> <Refcount> <Origin> <State> <Del> ]

Syntax Description

show

display fib informationforwarding

nve related infonve

Layer 3l3

Adjacency infoadjacency

VXLAN tunneltunnel

tunnel_idtunnel_id

(Optional) BD infobd

(Optional) bd idbd_id

(Optional) Show detailed informationdetail

(Optional) Slot/modulemodule

(Optional) Slot/module numbernum

(Optional) Tenant table-idtable

(Optional) tenant table-idtable_id

(Optional)__readonly__

(Optional) tunnel_idtunnel_id

(Optional) bd idbd_id

(Optional) tenant table-idtable_id

(Optional) vniVNI

(Optional) DropDrop

(Optional) RefcountRefcount

(Optional) originOrigin

(Optional) stateState

(Optional) delDel
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Command Mode

• /exec
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show forwarding nve l3 ecmp
show forwarding nve l3 ecmp

Syntax Description

show

display fib informationforwarding

nve related infonve

Layer 3l3

nve ecmp infoecmp

Command Mode

• /exec
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show forwarding nve l3 peers
show forwarding nve l3 peers [ peers <peer_id> | tunnel <tunnel_id> | detail | module <num> ] + [ __readonly__
<tunnel_id> <peer_id> <peer_address> <interface> <rmac> <origin> <state> <del> <count> ]

Syntax Description

showshow

display fib informationforwarding

nve related infonve

Layer 3l3

nve peerspeers

(Optional) nve peer-idpeer_id

(Optional) VXLAN tunneltunnel

(Optional) Unique identifier for the tunneltunnel_id

(Optional) Show detailed informationdetail

(Optional) Slot/modulemodule

(Optional) Slot/module numbernum

(Optional)__readonly__

(Optional) tunnel_idtunnel_id

(Optional) peer_idpeer_id

(Optional) peer_addresspeer_address

(Optional) interfaceinterface

(Optional) rmacrmac

(Optional) originorigin

(Optional) statestate

(Optional) deldel

(Optional) countcount

Command Mode

• /exec
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show forwarding otv
show forwarding otv <intf> [ peer <peer-id> ] [ module <module> ] [ __readonly__ <vlan> <peer-id>
<peer_vlan_count><tunnel_ifindex><tunnel_ifname> ]

Syntax Description

show

fib informationforwarding

overlay-transport-virtualizationotv

overlay interfaceintf

(Optional) overlay peerpeer

(Optional) overlay peer-idpeer-id

(Optional) slotmodule

(Optional) slot numbermodule

(Optional)__readonly__

(Optional) Vlan informationvlan

(Optional) peer-idpeer-id

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
564

All Show Commands
show forwarding otv



show forwarding pss route
show forwarding [ vrf { <vrf-name> | <vrf-known-name> } | table <table_id> ] [ ip | ipv4 ] pss route [ module
<module> ]

Syntax Description

showshow

forwardingforwarding

(Optional) display info per VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) display info per vpn-idtable

(Optional) table numbertable_id

(Optional) ipv4ip

(Optional) ipv4ipv4

display info from psspss

routeroute

(Optional) slotmodule

(Optional) slot numbermodule

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
565

All Show Commands
show forwarding pss route



show forwarding restart
show forwarding restart [ module <module> ]

Syntax Description

show

fib informationforwarding

restart fibrestart

(Optional) slotmodule

(Optional) slot numbermodule

Command Mode

• /exec
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show forwarding route
show forwarding [ vrf { <vrf-name> | <vrf-known-name> | <vrf-all> } | table <table_id> ] [ ip | ipv4 ] { route
| rnhdb } [ recursive ] [ summary | detail | platform | partial | <prefix> [ longer-prefixes ] [ detail | platform ]
| <address> [ detail | platform ] |

Syntax Description

show

display fib informationforwarding

(Optional) display info per VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsvrf-all

(Optional) display info per vpn-idtable

(Optional) table id in hextable_id

(Optional) ipv4ip

(Optional) ipv4ipv4

display IP routing tableroute

rnh-dbrnhdb

(Optional) display routes with recursive next hopsrecursive

(Optional) display routes with partial ECMPspartial

(Optional) display route countssummary

(Optional) display single exact match routeprefix

(Optional) display longer prefixeslonger-prefixes

(Optional) display single longest match routeaddress

(Optional) show detailed information about the routesdetail

(Optional) one command to show pi and pd info togetherplatform

Command Mode

• /exec
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show forwarding security group-tag
show forwarding [ vrf { <vrf-name> | <vrf-known-name> | <vrf-all> } | table <table_id> | vlan <vlan_id> ] [
ip | ipv4 ] security group-tag [ <addr> ] [ module <num> | vrf { <vrf-name> | <vrf-known-name> | <vrf-all>
} ] + [ __readonly__ <header> <vrfname> <tid> <pfx-count> <ipa> <tag> <tv> <vid> ]

Syntax Description

show

display fib informationforwarding

(Optional) display info per VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsvrf-all

(Optional) display info per vpn-idtable

(Optional) table numbertable_id

(Optional) vlanvlan

(Optional) vlan numbervlan_id

(Optional) ipv4ip

(Optional) ipv4ipv4

display IP security informationsecurity

ip_address->security_group_taggroup-tag

(Optional) specific ip addressaddr

(Optional) slotmodule

(Optional)__readonly__

(Optional) header stringheader

(Optional) VRF namevrfname

(Optional) table identifiertid

(Optional) module numbernum

(Optional) total prefix count in VRFpfx-count

(Optional) ip addressipa

(Optional) security group tagtag
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(Optional) sgt validtv

(Optional) vlan indentifiervid

Command Mode

• /exec
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show forwarding security mac
show forwarding [ vrf { <vrf-name> | <vrf-known-name> | <vrf-all> } | table <table_id> ] [ ip | ipv4 ] security
mac [ <addr> ] [ module <module> | vrf { <vrf-name> | <vrf-known-name> | <vrf-all> } ] + [ __readonly__
<header> <vrfname> <tid> <pfx-count> <ipa> <mac> <p> <m> <v> <intf> ]

Syntax Description

show

display fib informationforwarding

(Optional) display info per VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsvrf-all

(Optional) display info per vpn-idtable

(Optional) table numbertable_id

(Optional) ipv4ip

(Optional) ipv4ipv4

display IP security informationsecurity

ip_address->mac_addressmac

(Optional) specific ip addressaddr

(Optional) slotmodule

(Optional) slot numbermodule

(Optional)__readonly__

(Optional) header stringheader

(Optional) VRF namevrfname

(Optional) table identifiertid

(Optional) total prefix count in VRFpfx-count

(Optional) ip addressipa

(Optional) mac addressmac

(Optional) 1 => ip->port bindingp

(Optional) 1 => ip->mac bindingm
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(Optional) 1 => ip->vlan bindingv

(Optional) ip->port interfaceintf

Command Mode

• /exec
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show forwarding test on
show forwarding test { on | off } [ module <module> ]

Syntax Description

show

fib informationforwarding

show test variabletest

set variableon

reset variableoff

(Optional) slotmodule

(Optional) slot numbermodule

Command Mode

• /exec
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show forwarding trace
show forwarding trace [ clear ] [ module <module> ] [ __readonly__ <op> ]

Syntax Description

show

display fib informationforwarding

display trace buffertrace

(Optional) clear the trace bufferclear

(Optional) slotmodule

(Optional) slot numbermodule

(Optional)__readonly__

(Optional) outputop

Command Mode

• /exec
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show forwarding trace profile
show forwarding trace profile

Syntax Description

show

display fib informationforwarding

display trace buffertrace

show the collection profiling informationprofile

Command Mode

• /exec
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show forwarding trace profile funcstats
show forwarding trace profile funcstats [ enable | disable ] [ module <module> ] [ __readonly__ <op> ]

Syntax Description

show

display fib informationforwarding

display trace buffertrace

show the collection profiling informationprofile

function statisticsfuncstats

(Optional) enable function statisticsenable

(Optional) disable function statisticsdisable

(Optional) slotmodule

(Optional) slot numbermodule

(Optional)__readonly__

(Optional) outputop

Command Mode

• /exec
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G Show Commands

• show glbp, on page 578
• show guestshell, on page 583
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show glbp
show glbp [ vrf <vrf-name> ] [ interface <int-num> ] [ group <group-num> ] [ active | standby | disabled | init
| listen ] + [ __readonly__ <show_glbp_start> { TABLE_grp_detail <sg_nsf_state> <sg_print_nsf_state>
<sg_nsf_end> <sg_if_index> <sg_group_num> <sg_state> <sg_state_reason> <sg_state_count>
<sg_state_last_change> <sg_vip> <sg_vip_attr> <sg_num_vip_sec> { TABLE_grp_vip_sec <sg_vip_sec>
<sg_vip_sec_attr> } <sg_vip_sec_end> <sg_active_addr> <sg_cur_hello> <sg_cfg_hello> <sg_active_hello>
<sg_cur_hold> <sg_cfg_hold> <sg_active_hold> <sg_is_hello_timer_running> <sg_next_hello>
<sg_cur_redirect_time> <sg_cfg_redirect_time> <sg_active_redirect_time> <sg_cur_sec_holdtime>
<sg_cfg_sec_holdtime> <sg_active_sec_holdtime> <sg_cfg_ext_holdtime> <sg_timer_end>
<sg_auth_data_type> <sg_auth_data> <sg_preempt> <sg_preempt_min_delay>
<sg_is_preempt_timer_running> <sg_preempt_ts> <sg_delay_end> <sg_active_priority> <sg_active_timer>
<sg_standby_addr> <sg_standby_priority> <sg_standby_timer> <sg_router_end> <sg_grp_priority>
<sg_grp_priority_attr> <sg_weighting> <sg_weighting_attr> <sg_weighting_satisfied> <sg_weighting_max>
<sg_weighting_lower> <sg_weighting_upper> <sg_track_object> <sg_track_state> <sg_track_decrement>
<sg_weighting_end> <sg_load_bal> <sg_red_name> <sg_mem_count> <sg_mem_start> {
TABLE_grp_members <sg_mem_local_mac> <sg_mem_local_ip> <sg_mem_mac> <sg_mem_ip>
<sg_is_mem_local> <sg_is_mem_authenticated> } <sg_mem_end> <sg_all_mem_end> <sg_fwd_count>
<sg_active_fwd_count> { <sg_fwd_start> { TABLE_fwd_detail <sg_fwd_num> <sg_fwd_state>
<sg_fwd_state_change_count> <sg_fwd_last_state_change> <sg_fwd_mac> <sg_fwd_mac_type>
<sg_fwd_cfg_mac><sg_fwd_owner> <sg_fwd_redirect> <sg_fwd_redirect_timer> <sg_fwd_is_sec_tmr_run>
<sg_fwd_sec_timer> <sg_fwd_ttl> <sg_fwd_ttr> <sg_fwd_pre> <sg_fwd_pre_min_delay>
<sg_fwd_is_pre_min_run> <sg_fwd_pre_min_val> <sg_fwd_active_router> <sg_fwd_active_router_attr>
<sg_fwd_weighting> <sg_fwd_active_addr> <sg_fwd_active_prio> <sg_fwd_active_prio_attr>
<sg_fwd_active_prio_weight_attr> <sg_fwd_active_timer_val> <sg_fwd_arp_replies> <sg_fwd_redirection>
<sg_fwd_preempt> } <sg_fwd_end> <sg_all_fwd_end> } } <show_glbp_end> ]

Syntax Description

Show running system informationshow

Show GLBPglbp

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Interfaceinterface

(Optional) Interface type and numberint-num

(Optional) Group numbergroup

(Optional) Group numbergroup-num

(Optional) Groups in active stateactive

(Optional) Groups in standby statestandby

(Optional) Groups in disabled statedisabled

(Optional) Groups in init stateinit
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(Optional) Groups in listen statelisten

(Optional) Read only__readonly__

(Optional) show glbp startshow_glbp_start

(Optional) Group table detailTABLE_grp_detail

(Optional) show nsf statesg_nsf_state

(Optional) Print NSF statesg_print_nsf_state

(Optional) End of NSF detailssg_nsf_end

(Optional) Interface type and numbersg_if_index

(Optional) Group numbersg_group_num

(Optional) glbp statesg_state

(Optional) Reasonsg_state_reason

(Optional) Number of state changessg_state_count

(Optional) Time of last state changesg_state_last_change

(Optional) Virtual IP addresssg_vip

(Optional) Virtual IP address attributesg_vip_attr

(Optional) Number of Secondary virtual IP addresssg_num_vip_sec

(Optional) Group secondary ip addressTABLE_grp_vip_sec

(Optional) Secondary virtual IP addresssg_vip_sec

(Optional) Secondary Virtual IP address attributesg_vip_sec_attr

(Optional) End of Secondary Virtual IP addressessg_vip_sec_end

(Optional) Active IP addresssg_active_addr

(Optional) Current Hello Timesg_cur_hello

(Optional) Configured Hello Timesg_cfg_hello

(Optional) Active Hello Timesg_active_hello

(Optional) Current Hold Timesg_cur_hold

(Optional) Configured Hold Timesg_cfg_hold

(Optional) Active Hold Timesg_active_hold

(Optional) Hello Timersg_is_hello_timer_running

(Optional) Time for next hellosg_next_hello
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(Optional) Current redirect timesg_cur_redirect_time

(Optional) Configured redirect timesg_cfg_redirect_time

(Optional) Active redirect timesg_active_redirect_time

(Optional) Current secondary hold timesg_cur_sec_holdtime

(Optional) Configured secondary hold timesg_cfg_sec_holdtime

(Optional) Active secondary hold timesg_active_sec_holdtime

(Optional) Configured Extended hold timesg_cfg_ext_holdtime

(Optional) End of GLBP Timer valuessg_timer_end

(Optional) Authentication data typesg_auth_data_type

(Optional) Authentication datasg_auth_data

(Optional) Preemption enabledsg_preempt

(Optional) Preemption min delaysg_preempt_min_delay

(Optional) Preemption timer runningsg_is_preempt_timer_running

(Optional) Preemption timestampsg_preempt_ts

(Optional) End of delay valuessg_delay_end

(Optional) Active router prioritysg_active_priority

(Optional) Active timer valuesg_active_timer

(Optional) Standby addresssg_standby_addr

(Optional) Standby prioritysg_standby_priority

(Optional) Standby timer valuesg_standby_timer

(Optional) End of Routerssg_router_end

(Optional) Group prioritysg_grp_priority

(Optional) Group priority attributesg_grp_priority_attr

(Optional) Weightingsg_weighting

(Optional) Weighting attributesg_weighting_attr

(Optional) Weighting satisfiedsg_weighting_satisfied

(Optional) Weighting maxsg_weighting_max

(Optional) Weighting lowersg_weighting_lower

(Optional) Weighting uppersg_weighting_upper
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(Optional) Tracksg_track_object

(Optional) Track statesg_track_state

(Optional) Track decrementsg_track_decrement

(Optional) End of weightingsg_weighting_end

(Optional) Load balancingsg_load_bal

(Optional) IP redundancy namesg_red_name

(Optional) Membership countsg_mem_count

(Optional) Start of membership attributessg_mem_start

(Optional) Group membersTABLE_grp_members

(Optional) Member's local mac addresssg_mem_local_mac

(Optional) Member's local ip addresssg_mem_local_ip

(Optional) Member's mac addresssg_mem_mac

(Optional) Member's ip addresssg_mem_ip

(Optional) Localsg_is_mem_local

(Optional) Is Member authenticatedsg_is_mem_authenticated

(Optional) End of membership attributessg_mem_end

(Optional) End of all memberssg_all_mem_end

(Optional) Number of forwarders in the groupsg_fwd_count

(Optional) Number of active forwarders in groupsg_active_fwd_count

(Optional) Forwarder Start attributesg_fwd_start

(Optional) Forwarder table detailTABLE_fwd_detail

(Optional) Forwarder Numbersg_fwd_num

(Optional) Forwarder Statesg_fwd_state

(Optional) Forwarder State Change countsg_fwd_state_change_count

(Optional) Time of last State Changesg_fwd_last_state_change

(Optional) Forwarder MAC addresssg_fwd_mac

(Optional) Forwarder MAC address typesg_fwd_mac_type

(Optional) Configured Forwarder MAC addresssg_fwd_cfg_mac

(Optional) Forwarder ownersg_fwd_owner
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(Optional) Forwarder redirection enabledsg_fwd_redirect

(Optional) Forwarder redirection timersg_fwd_redirect_timer

(Optional) Is Forwarder secondary timer runningsg_fwd_is_sec_tmr_run

(Optional) Forwarder secondary timersg_fwd_sec_timer

(Optional) Forwarder ttlsg_fwd_ttl

(Optional) Forwarder ttrsg_fwd_ttr

(Optional) Forwarder preemption enabledsg_fwd_pre

(Optional) Forwarder preempt min delaysg_fwd_pre_min_delay

(Optional) Is Forwarder preempt min runningsg_fwd_is_pre_min_run

(Optional) Forwarder preempt min valuesg_fwd_pre_min_val

(Optional) Forwarder active router addresssg_fwd_active_router

(Optional) Forwarder active router attributesg_fwd_active_router_attr

(Optional) Forwarder weightingsg_fwd_weighting

(Optional) Forwarder active addresssg_fwd_active_addr

(Optional) Forwarder active prioritysg_fwd_active_prio

(Optional) Forwarder priority attributesg_fwd_active_prio_attr

(Optional) Forwarder priority weight attributesg_fwd_active_prio_weight_attr

(Optional) Forwarder active timer valsg_fwd_active_timer_val

(Optional) Forwarder arp repliessg_fwd_arp_replies

(Optional) Forwarder redirection stringsg_fwd_redirection

(Optional) Forwarder preemption stringsg_fwd_preempt

(Optional) Forwarder End attributesg_fwd_end

(Optional) All Forwarders End attributesg_all_fwd_end

(Optional) End of Groupshow_glbp_end

Command Mode

• /exec
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show guestshell
show guestshell [ { detail } ] [ __readonly__ [ TABLE_detail <name> <package_name> <application_name>
<application_version> <application_description> <key_type> <signing_method> <licensing_name>
<licensing_version> <ova_path> <state> <disk_reservation> <memory_reservation> <cpu_reservation>
TABLE_attached_devices <type> <name> <alias> ] ]

Syntax Description

Show running system informationshow

Display guest shell service informationguestshell

(Optional) Detailed guest shell service informationdetail

(Optional) Read Only__readonly__

(Optional) Virtual service detail tableTABLE_detail

(Optional) Virtual service namename

(Optional) Virtual service package namepackage_name

(Optional) Name of the applicationapplication_name

(Optional) Version of the applicationapplication_version

(Optional) Description of the applicationapplication_description

(Optional) Virtual service key typekey_type

(Optional) Method used to sign the packagesigning_method

(Optional) Name of the licenselicensing_name

(Optional) Version of the licenselicensing_version

(Optional) Virtual service OVA pathova_path

(Optional) Virtual service statestate

(Optional) Virtual service disk reservationdisk_reservation

(Optional) Virtual service memory reservationmemory_reservation

(Optional) Virtual service CPU reservationcpu_reservation

(Optional) Attached devices tableTABLE_attached_devices

(Optional) Type of the attached devicetype

(Optional) Name of the attached devicename

(Optional) Alias for the attached devicealias
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Command Mode

• /exec
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H Show Commands

• show hardware, on page 587
• show hardware access-list lou resource threshold, on page 589
• show hardware access-list resource pooling, on page 590
• show hardware access-list tcam, on page 591
• show hardware capacity, on page 592
• show hardware capacity eobc, on page 593
• show hardware capacity fabric-utilization, on page 594
• show hardware capacity forwarding, on page 595
• show hardware capacity interface, on page 596
• show hardware capacity module, on page 597
• show hardware capacity power, on page 599
• show hardware fabricpath mac-learning module, on page 600
• show hardware feature-capability, on page 601
• show hardware flow aging, on page 602
• show hardware flow entry address type, on page 603
• show hardware flow ip, on page 604
• show hardware flow ipmac, on page 605
• show hardware flow ipv6, on page 606
• show hardware flow l2, on page 607
• show hardware flow mpls, on page 608
• show hardware flow sampler, on page 609
• show hardware flow utilization, on page 610
• show hardware forwarding interface statistics mode, on page 611
• show hardware forwarding memory health detail, on page 612
• show hardware forwarding memory health summary, on page 613
• show hardware ip verify, on page 614
• show hardware profile module, on page 615
• show hardware profile tcam region, on page 616
• show hardware qos afd profile, on page 617
• show hardware qos burst-detect max-records, on page 618
• show hardware qos eoq stats-class, on page 619
• show hardware qos include ipg, on page 620
• show hardware qos ing-pg-hdrm-reserve, on page 621
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• show hardware qos ing-pg-no-min, on page 622
• show hardware qos ing-pg-share, on page 623
• show hardware qos min-buffer, on page 624
• show hardware qos ns-buffer-profile, on page 625
• show hardware qos ns-mcq3-alias, on page 626
• show hardware rate-limiter, on page 627
• show hardware rate-limiter span-egress, on page 629
• show hardware rl snmp class-id, on page 630
• show hardware rl snmp global class-id, on page 631
• show hardware rl snmp local snmp-index class-id, on page 632
• show hostname, on page 633
• show hosts, on page 634
• show hsrp, on page 636
• show hsrp anycast, on page 640
• show hsrp anycast interface vlan, on page 641
• show hsrp anycast remote-db, on page 642
• show hsrp anycast summary, on page 643
• show hsrp bfd-sessions, on page 644
• show hsrp bfd-sessions, on page 646
• show hsrp delay, on page 647
• show hsrp ext-mib sec-addr, on page 648
• show hsrp ext-mib use-bia, on page 649
• show hsrp mgo, on page 650
• show hsrp summary, on page 651
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show hardware
show hardware [ __readonly__ <header_str> <bios_ver_str> [ <loader_ver_str> ] <kickstart_ver_str> [
<sys_ver_str> ] <bios_cmpl_time> <kick_file_name> <kick_cmpl_time> <kick_tmstmp> [ <isan_file_name>
] [ <isan_cmpl_time> ] [ <isan_tmstmp> ] <chassis_id> <module_id> <cpu_name> <memory> <mem_type>
<proc_board_id> [ <host_name> ] <bootflash_size> [ <slot0_size> ] <kern_uptm_days> <kern_uptm_hrs>
<kern_uptm_mins> <kern_uptm_secs> <rr_usecs> <rr_ctime> <rr_reason> [ <rr_sys_ver> ] [ <rr_service>
] [ <manufacturer> ] { TABLE_slot [ TABLE_slot_info [ [ <num_slot_str> ] [ <status_ok_empty> ] [ [ <type>
[ <num_submods> ] ] <model_num> <hw_ver> <part_num> <part_revision> <manuf_date> <serial_num>
<CLEI_code> ] ] ] } ]

Syntax Description

Show running system informationshow

Show hardware informationhardware

(Optional)__readonly__

(Optional)header_str

(Optional)bios_ver_str

(Optional)loader_ver_str

(Optional)kickstart_ver_str

(Optional)sys_ver_str

(Optional)bios_cmpl_time

(Optional)kick_file_name

(Optional)kick_cmpl_time

(Optional)kick_tmstmp

(Optional)isan_file_name

(Optional)isan_cmpl_time

(Optional)isan_tmstmp

(Optional)chassis_id

(Optional)module_id

(Optional)cpu_name

(Optional)memory

(Optional)mem_type

(Optional)proc_board_id
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(Optional)bootflash_size

(Optional)slot0_size

(Optional)host_name

(Optional)kern_uptm_days

(Optional)kern_uptm_hrs

(Optional)kern_uptm_mins

(Optional)kern_uptm_secs

(Optional)rr_usecs

(Optional)rr_ctime

(Optional)rr_reason

(Optional)rr_sys_ver

(Optional)rr_service

(Optional)manufacturer

(Optional) SlotTABLE_slot

(Optional) Number of elementsnum_slot_str

(Optional) Slot InfoTABLE_slot_info

(Optional) Status (Present or Absent)status_ok_empty

(Optional) Description of the elementtype

(Optional) Number of Submodulesnum_submods

(Optional) Model Numbermodel_num

(Optional) Hardware versionhw_ver

(Optional) Part Numberpart_num

(Optional) Part revisionpart_revision

(Optional) Manufacturing datemanuf_date

(Optional) Serial Numberserial_num

(Optional) CLEI codeCLEI_code

Command Mode

• /exec
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show hardware access-list lou resource threshold
show hardware access-list lou resource threshold [ __readonly__ { current [ { lou [ { resource [ { threshold [
{ <threshold_value> } ] } ] } ] } ] } ]

Syntax Description

Show running system informationshow

Show hardware informationhardware

Access Control Listaccess-list

LOUlou

hardware resourceresource

port expansion thresholdthreshold

(Optional)__readonly__

(Optional)current

(Optional)lou

(Optional)resource

(Optional)threshold

(Optional)threshold_value

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
589

All Show Commands
show hardware access-list lou resource threshold



show hardware access-list resource pooling
show hardware access-list resource pooling [ __readonly__ <mod-num> <status> ]

Syntax Description

Show running system informationshow

Show hardware informationhardware

Access Control Listaccess-list

Hardware resourceresource

ACL programming across TCAM bankspooling

(Optional)__readonly__

(Optional) module numbermod-num

(Optional) Banchaining statusstatus

Command Mode

• /exec
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show hardware access-list tcam
show hardware access-list tcam { { template { nfe | nfe2 | l2-l3 | l3 | <name> | all } } | { region } } [
__readonly__ { TCAM_Region [ { TABLE_Sizes <type> <tcam_size> <tcam_width> } ] } ]

Syntax Description

Show running system informationshow

Show hardware informationhardware

Access Control Listaccess-list

Show tcam parameterstcam

Show tcam region sizesregion

(Optional)__readonly__

(Optional)TCAM_Region

(Optional)TABLE_Sizes

(Optional)type

(Optional)tcam_size

(Optional)tcam_width

Specify template nametemplate

NFE (Trident2) TCAM templatenfe

NFE2 (Tomahawk) tcam templatenfe2

L2-L3 default tcam templatel2-l3

L3 default tcam templatel3

Name of custom template to be displayedname

Display all custom templatesall

Command Mode

• /exec
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show hardware capacity
show hardware capacity

Syntax Description

Show running system informationshow

Hardware relatedhardware

Hardware usage levels for Power, Switching Fabric, Flash, etccapacity

Command Mode

• /exec
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show hardware capacity eobc
show hardware capacity eobc [ __readonly__ { eobc_usage <eobc_rx_packets> <eobc_rx_dropped>
<eobc_rx_pps> <eobc_tx_packets> <eobc_tx_dropped> <eobc_tx_pps> } ]

Syntax Description

Show running system informationshow

Hardware relatedhardware

resource inventory and/or usage levelcapacity

EOBC resourceseobc

(Optional)__readonly__

(Optional)eobc_usage

(Optional)eobc_rx_packets

(Optional)eobc_rx_dropped

(Optional)eobc_rx_pps

(Optional)eobc_tx_packets

(Optional)eobc_tx_dropped

(Optional)eobc_tx_pps

Command Mode

• /exec
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show hardware capacity fabric-utilization
show hardware capacity fabric-utilization

Syntax Description

Show running system informationshow

Show hardware informationhardware

resource inventory and/or usage levelcapacity

Show per module Fabric utilizationfabric-utilization

Command Mode

• /exec
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show hardware capacity forwarding
show hardware capacity forwarding

Syntax Description

Show running system informationshow

Hardware relatedhardware

Hardware usage levels for Power, Switching Fabric, Flash, etccapacity

L2/L3 Forwarding resourcesforwarding

Command Mode

• /exec
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show hardware capacity interface
show hardware capacity interface [ __readonly__ { TABLE_module_drops <module_drops> <tx_drops>
<rx_drops> <max_tx_port> <max_rx_port> } { TABLE_module_buffers <module_buffers> <tx_buffers>
<rx_buffers> } ]

Syntax Description

Show running system informationshow

Hardware relatedhardware

Usage levelscapacity

Interface Resources - Tx/Rx drops and Tx/Rx buffersinterface

(Optional) Read Only__readonly__

(Optional) Module number for Tx/Rx dropsmodule_drops

(Optional) show moduleTABLE_module_drops

(Optional) Tx dropstx_drops

(Optional) Rx dropsrx_drops

(Optional) Port with max Tx dropsmax_tx_port

(Optional) Port with max Rx dropsmax_rx_port

(Optional) Module number for Tx/Rx buffersmodule_buffers

(Optional) show moduleTABLE_module_buffers

(Optional) Tx bufferstx_buffers

(Optional) Rx buffersrx_buffers

Command Mode

• /exec
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show hardware capacity module
show hardware capacitymodule [ __readonly__ { sup_ha_status <sup_ha_admin_status> <sup_ha_oper_status>
<dual_sup_hw_state> <redundancy_state> } { switch_resouces { TABLE_lcinfo <mod_num> <model_num>
<part_num> <serial_num> } { TABLE_xbarinfo <mod_num1> <model_num1> <part_num1> <serial_num1>
} } { TABLE_flash_nvram_info <mod_num2> <dev_name> <total_bytes> <free_bytes> <percent_used> }
]

Syntax Description

Show running system informationshow

Hardware relatedhardware

resource inventory and/or usage levelcapacity

SUP, LC, XBARmodule

(Optional)__readonly__

(Optional)sup_ha_status

(Optional)sup_ha_admin_status

(Optional)sup_ha_oper_status

(Optional)dual_sup_hw_state

(Optional)redundancy_state

(Optional)switch_resouces

(Optional)TABLE_lcinfo

(Optional)mod_num

(Optional)model_num

(Optional)part_num

(Optional)serial_num

(Optional)TABLE_xbarinfo

(Optional)mod_num1

(Optional)model_num1

(Optional)part_num1

(Optional)serial_num1

(Optional)TABLE_flash_nvram_info

(Optional)mod_num2
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(Optional)dev_name

(Optional)total_bytes

(Optional)free_bytes

(Optional)percent_used

Command Mode

• /exec
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show hardware capacity power
show hardware capacity power [ __readonly__ { power_summary <ps_redun_mode_admin>
<ps_redun_mode_oper> <power_total> <power_rsvd> <power_rsvd_percent> <power_given_mod>
<power_given_mod_percent> <power_avail> <power_avail_percent> <power_out_actual_draw>
<power_input_actual_draw> } ]

Syntax Description

Show running system informationshow

Hardware relatedhardware

resource inventory and/or usage levelcapacity

power summarypower

(Optional)__readonly__

(Optional)power_summary

(Optional) Mode: Redundant or Non-redundantps_redun_mode_admin

(Optional) Mode: Redundant or Non-redundantps_redun_mode_oper

(Optional)power_total

(Optional)power_rsvd

(Optional)power_rsvd_percent

(Optional)power_given_mod

(Optional)power_given_mod_percent

(Optional)power_avail

(Optional)power_avail_percent

(Optional) Total Power Output, Actualspower_out_actual_draw

(Optional) Total Power Input, Actualspower_input_actual_draw

Command Mode

• /exec
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show hardware fabricpath mac-learning module
show hardware fabricpath mac-learning module <module> [ __readonly__ { [ { TABLE_module
<module_num> <port_group> <mac_learning> } ] } ]

Syntax Description

Show running system informationshow

Show hardware informationhardware

Fabric Pathfabricpath

MAC Learningmac-learning

Specify a module numbermodule

Specify a module numbermodule

(Optional)__readonly__

(Optional)TABLE_module

(Optional) Specify a module numbermodule_num

(Optional)port_group

(Optional)mac_learning

Command Mode

• /exec
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show hardware feature-capability
show hardware feature-capability [ detailed ] [ __readonly__ [ TABLE_feature_support <feature_name> [
TABLE_module_support <mod_inst> <support> ] ] ]

Syntax Description

Show running system informationshow

Show hardware informationhardware

show registered features supportedfeature-capability

(Optional) detaileddetailed

(Optional)__readonly__

(Optional) show features supportedTABLE_feature_support

(Optional) feature namefeature_name

(Optional) show registered features supportedTABLE_module_support

(Optional) module instancemod_inst

(Optional) support detailssupport

Command Mode

• /exec
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show hardware flow aging
show hardware flow aging [ instance <inst> ] [ module <num> ]

Syntax Description

Show running system informationshow

Show hardware informationhardware

Netflow Moduleflow

Aging Infoaging

(Optional) Instanceinstance

(Optional) Earl Instanceinst

(Optional) Line card modulemodule

(Optional) slot numbernum

Command Mode

• /exec
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show hardware flow entry address type
show hardware flow entry address <addr> type { ip | ipv6 | l2 | mpls } [ instance <inst> ] [ module <num> ]

Syntax Description

Show running system informationshow

Show hardware informationhardware

Netflow Moduleflow

Netflow Table Entryentry

Netflow Table Addressaddress

Netflow Table Addressaddr

Flow Typetype

Internet Protocol Version 4ip

Internet Protocol Version 6ipv6

Layer 2 Protocoll2

MPLS Protocolmpls

(Optional) Instanceinstance

(Optional) Earl Instanceinst

(Optional) Line card modulemodule

(Optional) slot numbernum

Command Mode

• /exec
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show hardware flow ip
show hardware flow ip [ { { monitor <mname> } | { profile <prof_id> } | { vlan <vlan_id> } | { interface
<interface> } } ] [ instance <inst> ] [ detail ] [ module <num> ]

Syntax Description

Show running system informationshow

Show hardware informationhardware

Netflow Moduleflow

Internet Protocol Version 4ip

(Optional) Netflow Flow Monitormonitor

(Optional) Netflow Flow Monitor Namemname

(Optional) Flow Profileprofile

(Optional) Netflow Profile IDprof_id

(Optional) Vlan commandsvlan

(Optional) VLAN ID 1-4094vlan_id

(Optional) Interfaceinterface

(Optional) Interface Nameinterface

(Optional) Instanceinstance

(Optional) Earl Instanceinst

(Optional) Detailed Output Displaydetail

(Optional) Line card modulemodule

(Optional) slot numbernum

Command Mode

• /exec
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show hardware flow ipmac
show hardware flow ipmac [ { { profile <prof_id> } | { vlan <vlan_id> } | { interface <interface> } } ] [
instance <inst> ] [ detail ] [ module <num> ]

Syntax Description

Show running system informationshow

Show hardware informationhardware

Netflow Moduleflow

IPv4+MACipmac

(Optional) Flow Profileprofile

(Optional) Netflow Profile IDprof_id

(Optional) Vlan commandsvlan

(Optional) VLAN ID 1-4094vlan_id

(Optional) Interfaceinterface

(Optional) Interface Nameinterface

(Optional) Instanceinstance

(Optional) Earl Instanceinst

(Optional) Detailed Output Displaydetail

(Optional) Line card modulemodule

(Optional) slot numbernum

Command Mode

• /exec
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show hardware flow ipv6
show hardware flow ipv6 [ { { monitor <mname> } | { profile <prof_id> } | { vlan <vlan_id> } | { interface
<interface> } } ] [ instance <inst> ] [ detail ] [ module <num> ]

Syntax Description

Show running system informationshow

Show hardware informationhardware

Netflow Moduleflow

Internet Protocol Version 6ipv6

(Optional) Netflow Flow Monitormonitor

(Optional) Netflow Flow Monitor Namemname

(Optional) Flow Profileprofile

(Optional) Netflow Profile IDprof_id

(Optional) Vlan commandsvlan

(Optional) VLAN ID 1-4094vlan_id

(Optional) Interfaceinterface

(Optional) Interface Nameinterface

(Optional) Instanceinstance

(Optional) Earl Instanceinst

(Optional) Detailed Output Displaydetail

(Optional) Line card modulemodule

(Optional) slot numbernum

Command Mode

• /exec
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show hardware flow l2
show hardware flow l2 [ { { monitor <mname> } | { profile <prof_id> } | { vlan <vlan_id> } } ] [ instance
<inst> ] [ detail ] [ module <num> ]

Syntax Description

Show running system informationshow

Show hardware informationhardware

Netflow Moduleflow

Layer 2 Protocoll2

(Optional) Netflow Flow Monitormonitor

(Optional) Netflow Flow Monitor Namemname

(Optional) Flow Profileprofile

(Optional) Netflow Profile IDprof_id

(Optional) Vlan commandsvlan

(Optional) VLAN ID 1-4094vlan_id

(Optional) Instanceinstance

(Optional) Earl Instanceinst

(Optional) Detailed Output Displaydetail

(Optional) Line card modulemodule

(Optional) slot numbernum

Command Mode

• /exec
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show hardware flow mpls
show hardware flow mpls [ { { monitor <mname> } | { profile <prof_id> } | { vlan <vlan_id> } | { interface
<interface> } } ] [ instance <inst> ] [ detail ] [ module <num> ]

Syntax Description

Show running system informationshow

Show hardware informationhardware

Netflow Moduleflow

MPLS Protocolmpls

(Optional) Netflow Flow Monitormonitor

(Optional) Netflow Flow Monitor Namemname

(Optional) Flow Profileprofile

(Optional) Netflow Profile IDprof_id

(Optional) Vlan commandsvlan

(Optional) VLAN ID 1-4094vlan_id

(Optional) Interfaceinterface

(Optional) Interface Nameinterface

(Optional) Instanceinstance

(Optional) Earl Instanceinst

(Optional) Detailed Output Displaydetail

(Optional) Line card modulemodule

(Optional) slot numbernum

Command Mode

• /exec
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show hardware flow sampler
show hardware flow sampler { all | count | index <index> | name <sname> } [ detail ] [ instance <inst> ] [
module <num> ]

Syntax Description

Show running system informationshow

Show hardware informationhardware

Netflow Moduleflow

Flow Samplersampler

Netflow Sampler Usageall

Netflow Sampler Utilizationcount

Netflow Sampler Indexindex

Netflow Sampler Indexindex

Netflow Sampler Namename

Netflow Sampler Namesname

(Optional) Detailed Output Displaydetail

(Optional) Instanceinstance

(Optional) Clipper Instanceinst

(Optional) Line card modulemodule

(Optional) slot numbernum

Command Mode

• /exec
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show hardware flow utilization
show hardware flow utilization [ instance <inst> ] [ module <num> ]

Syntax Description

Show running system informationshow

Show hardware informationhardware

Netflow Moduleflow

NT Table Utilizationutilization

(Optional) Instanceinstance

(Optional) Earl Instanceinst

(Optional) Line card modulemodule

(Optional) slot numbernum

Command Mode

• /exec
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show hardware forwarding interface statistics mode
show hardware forwarding interface statistics mode [ __readonly__ { system [ { <sysmode> } ] [ {
TABLE_module <module> <modmode> } ] } ]

Syntax Description

Show running system informationshow

Show hardware informationhardware

Show hardware information for forwarding pathforwarding

Interfaceinterface

Statisticsstatistics

Statistics modemode

(Optional)__readonly__

(Optional)system

(Optional)sysmode

(Optional)TABLE_module

(Optional) Specify a module numbermodule

(Optional)modmode

Command Mode

• /exec
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show hardware forwarding memory health detail
show hardware forwarding memory health detail

Syntax Description

Show running system informationshow

Show hardware informationhardware

forwarding informationforwarding

memory informationmemory

memory health informationhealth

show the detaildetail

Command Mode

• /exec
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show hardware forwarding memory health summary
show hardware forwarding memory health summary

Syntax Description

Show running system informationshow

Show hardware informationhardware

forwarding informationforwarding

memory informationmemory

memory health informationhealth

show the summarysummary

Command Mode

• /exec
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show hardware ip verify
show hardware [ forwarding ] ip verify [ module <module> ] [ __readonly__ <info_str> ]

Syntax Description

Show running system informationshow

Show hardware informationhardware

(Optional) Show hardware information for forwarding pathforwarding

IPip

Show IP packet verification checks enabled in hardwareverify

(Optional) Specify a module numbermodule

(Optional) Specify a module numbermodule

(Optional)__readonly__

(Optional) IDS Check Statsinfo_str

Command Mode

• /exec
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show hardware profile module
show hardware profile module <module>

Syntax Description

Show running system informationshow

Show hardware profilehardware

Profile settingsprofile

Enter module numbermodule

module

Command Mode

• /exec
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show hardware profile tcam region
show hardware profile tcam region [ __readonly__ { TCAM_Region [ { TABLE_Sizes <tcam_compat_type>
<tcam_compat_size> <tcam_compat_width> } ] } ]

Syntax Description

Show running system informationshow

Show hardware informationhardware

profileprofile

Show tcam parameterstcam

Show tcam region sizesregion

(Optional)__readonly__

(Optional)TCAM_Region

(Optional)TABLE_Sizes

(Optional)tcam_compat_type

(Optional)tcam_compat_size

(Optional)tcam_compat_width

Command Mode

• /exec
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show hardware qos afd profile
show hardware qos afd profile [ module <module> ] [ __readonly__ TABLE_qos_afd_profile <module>
<prof-desc> ]

Syntax Description

Show running system informationshow

Show hardware informationhardware

Show qos related informationqos

Show Approximate Fair Dropping configafd

Show AFD profile configprofile

(Optional) Specify a module numbermodule

(Optional) Specify a module numbermodule

(Optional)__readonly__

(Optional) the xml qos_afd_profile configurationTABLE_qos_afd_profile

(Optional) profile descriptionprof-desc

Command Mode

• /exec
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show hardware qos burst-detect max-records
show hardware qos burst-detect max-records [ __readonly__ TABLE_qos_burstdetect_maxrecords ]

Syntax Description

Show running system informationshow

Show hardware informationhardware

Show qos related informationqos

Show oobst burst-detect infoburst-detect

Show oobst burst-detect max-recordsmax-records

(Optional)__readonly__

(Optional) the xml qos_burst-detect max-records configurationTABLE_qos_burstdetect_maxrecords

Command Mode

• /exec
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show hardware qos eoq stats-class
show hardware qos eoq stats-class [ module <module> ] [ __readonly__ TABLE_qos_eoq_stats_class <module>
<eoq-stats-class-desc> ]

Syntax Description

Show running system informationshow

Show hardware informationhardware

Show QoS related informationqos

Show Extended Output Queue(EOQ) related informationeoq

Show EOQ Statistics class selection configstats-class

(Optional) Specify a module numbermodule

(Optional) Specify a module numbermodule

(Optional)__readonly__

(Optional) the xml qos_eoq_stats_class configurationTABLE_qos_eoq_stats_class

(Optional) selected class descriptioneoq-stats-class-desc

Command Mode

• /exec
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show hardware qos include ipg
show hardware qos include ipg [ module <module> ] [ __readonly__ TABLE_qos_include_ipg <module> ]

Syntax Description

Show running system informationshow

Show hardware informationhardware

Show qos related informationqos

Show inlcude configinclude

Show whether to include IPG in Shaping/Policing configipg

(Optional) Specify a module numbermodule

(Optional) Specify a module numbermodule

(Optional)__readonly__

(Optional) the xml qos_include_ipg configurationTABLE_qos_include_ipg

Command Mode

• /exec
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show hardware qos ing-pg-hdrm-reserve
show hardware qos ing-pg-hdrm-reserve [ module <module> ] [ __readonly__
TABLE_qos_ing_pg_hdrm_reserve <module> ]

Syntax Description

Show running system informationshow

Show hardware informationhardware

Show qos related informationqos

Show ing-pg-hdrm-reserve configing-pg-hdrm-reserve

(Optional) Specify a module numbermodule

(Optional) Specify a module numbermodule

(Optional)__readonly__

(Optional) the xml qos_ing_pg_hdrm_reserve configurationTABLE_qos_ing_pg_hdrm_reserve

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
621

All Show Commands
show hardware qos ing-pg-hdrm-reserve



show hardware qos ing-pg-no-min
show hardware qos ing-pg-no-min [ module <module> ] [ __readonly__ TABLE_qos_ing_pg_no_min
<module> ]

Syntax Description

Show running system informationshow

Show hardware informationhardware

Show qos related informationqos

Show ing-pg-no-min configing-pg-no-min

(Optional) Specify a module numbermodule

(Optional) Specify a module numbermodule

(Optional)__readonly__

(Optional) the xml qos_ing_pg_no_min configurationTABLE_qos_ing_pg_no_min

Command Mode

• /exec
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show hardware qos ing-pg-share
show hardware qos ing-pg-share [ module <module> ] [ __readonly__ TABLE_qos_ing_pg_share <module>
]

Syntax Description

Show running system informationshow

Show hardware informationhardware

Show qos related informationqos

Show ing-pg-share configing-pg-share

(Optional) Specify a module numbermodule

(Optional) Specify a module numbermodule

(Optional)__readonly__

(Optional) the xml qos_ing_pg_share configurationTABLE_qos_ing_pg_share

Command Mode

• /exec
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show hardware qos min-buffer
show hardware qos min-buffer [ module <module> ] [ __readonly__ TABLE_qos_min_buffer_profile
<module> <buff-prof-desc> ]

Syntax Description

Show running system informationshow

Show hardware informationhardware

Show qos related informationqos

Show min-buffer configmin-buffer

(Optional) Specify a module numbermodule

(Optional) Specify a module numbermodule

(Optional)__readonly__

(Optional) the xml qos_min_buffer_profile configurationTABLE_qos_min_buffer_profile

(Optional) buffer profile descriptionbuff-prof-desc

Command Mode

• /exec
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show hardware qos ns-buffer-profile
show hardware qos ns-buffer-profile [ module <module> ] [ __readonly__ TABLE_qos_ns_buffer_profile
<module> <buff-prof-desc> ]

Syntax Description

Show running system informationshow

Show hardware informationhardware

Show qos related informationqos

Show ns-buffer-profile configns-buffer-profile

(Optional) Specify a module numbermodule

(Optional) Specify a module numbermodule

(Optional)__readonly__

(Optional) the xml qos_ns_buffer_profile configurationTABLE_qos_ns_buffer_profile

(Optional) buffer profile descriptionbuff-prof-desc

Command Mode

• /exec
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show hardware qos ns-mcq3-alias
show hardware qos ns-mcq3-alias [ module <module> ] [ __readonly__ TABLE_qos_ns_mcq3_alias <module>
<ns-mcq3-alias-desc> ]

Syntax Description

Show running system informationshow

Show hardware informationhardware

Show QoS related informationqos

Show NS mc-queue-3 alias class selection configns-mcq3-alias

(Optional) Specify a module numbermodule

(Optional) Specify a module numbermodule

(Optional)__readonly__

(Optional) the xml qos_ns_mcq3_alias configurationTABLE_qos_ns_mcq3_alias

(Optional) selected class descriptionns-mcq3-alias-desc

Command Mode

• /exec
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show hardware rate-limiter
show hardware rate-limiter [ module <module> ] [ layer-3 { <l3-opts> | multicast <mcast-opts> } | layer-2
<l2-opts> | <opts> | f1 <f1-opts> | span-egress ] [ __readonly__ TABLE_hardware_rate_limiter
<rate-limit-class> <class-descr> <module> <rate-limit-configured> <rate-limit-allowed> <rate-limit-dropped>
<rate-limit-total> ]

Syntax Description

Show running system informationshow

Show hardware informationhardware

Show Rate-Limiter configs and statisticsrate-limiter

(Optional) Layer-3 control and Routed packetslayer-3

(Optional)l3-opts

(Optional) Multicast data packetsmulticast

(Optional)mcast-opts

(Optional) Layer-2 control and Bridged packetslayer-2

(Optional)l2-opts

(Optional)opts

(Optional) Control packets from F1 modules to supervisorf1

(Optional)f1-opts

(Optional) SPAN/ERSPAN egress packetsspan-egress

(Optional) Specify a module numbermodule

(Optional) Specify a module numbermodule

(Optional)__readonly__

(Optional) the xml Rate-Limiter configuration and statisticsTABLE_hardware_rate_limiter

(Optional) the xml rate limiter classrate-limit-class

(Optional) class descriptionclass-descr

(Optional) the xml module numbermodule

(Optional) the xml rate-limit-configuredrate-limit-configured

(Optional) the xml rate-limit-allowedrate-limit-allowed

(Optional) the xml rate-limit-droppedrate-limit-dropped
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(Optional) the xml rate-limit-totalrate-limit-total

Command Mode

• /exec
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show hardware rate-limiter span-egress
show hardware rate-limiter span-egress

Syntax Description

Show running system informationshow

Show hardware informationhardware

Show Rate-Limiter configs and statisticsrate-limiter

SPAN/ERSPAN egress packetsspan-egress

Command Mode

• /exec
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show hardware rl snmp class-id
show hardware rl snmp class-id <class-id> [ __readonly__ TABLE-classRateLimiterTable <class-id-out>
<class-descr> ]

Syntax Description

Show running system informationshow

Show hardware informationhardware

Show Rate-Limiter configs and statisticsrl

Show Rate-Limiter snmp informationsnmp

rate-limiter class-idclass-id

rate-limiter classclass-id

(Optional)__readonly__

(Optional) Class Rate Limiter TableTABLE-classRateLimiterTable

(Optional) class if outclass-id-out

(Optional) class descriptionclass-descr

Command Mode

• /exec
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show hardware rl snmp global class-id
show hardware rl snmp global class-id <class-id> [ __readonly__ TABLE-globalRateLimiterTable
<class-id-out> <rate-limit-configured> <rate-limit-allowed> <rate-limit-dropped> <rate-limit-total> ]

Syntax Description

Show running system informationshow

Show hardware informationhardware

Show Rate-Limiter configs and statisticsrl

Show Rate-Limiter snmp informationsnmp

Show Global informationglobal

rate-limiter class-idclass-id

rate-limiter classclass-id

(Optional)__readonly__

(Optional) Global Rate Limiter TableTABLE-globalRateLimiterTable

(Optional) class if outclass-id-out

(Optional) rate-limit-configuredrate-limit-configured

(Optional) rate-limit-allowedrate-limit-allowed

(Optional) rate-limit-droppedrate-limit-dropped

(Optional) rate-limit-totalrate-limit-total

Command Mode

• /exec
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show hardware rl snmp local snmp-index class-id
show hardware rl snmp local snmp-index <snmp-index> class-id <class-id> [ __readonly__
TABLE-localRateLimiterTable <snmp-index-out> <class-id-out> <rate-limit-configured>
<rate-limit-configured-source> <rate-limit-allowed> <rate-limit-dropped> <rate-limit-total> ]

Syntax Description

Show running system informationshow

Show hardware informationhardware

Show Rate-Limiter configs and statisticsrl

Show Rate-Limiter snmp informationsnmp

Show Local informationlocal

snmp physical indexsnmp-index

physical indexsnmp-index

rate-limiter class-idclass-id

rate-limiter classclass-id

(Optional)__readonly__

(Optional) Local Rate Limiter TableTABLE-localRateLimiterTable

(Optional) snmp index outsnmp-index-out

(Optional) class if outclass-id-out

(Optional) rate-limit-configuredrate-limit-configured

(Optional) rate-limit-configured-sourcerate-limit-configured-source

(Optional) rate-limit-allowedrate-limit-allowed

(Optional) rate-limit-droppedrate-limit-dropped

(Optional) rate-limit-totalrate-limit-total

Command Mode

• /exec
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show hostname
show { hostname | switchname } [ __readonly__ { <hostname> } ]

Syntax Description

Show running system informationshow

show the system's hostnamehostname

show the system's hostnameswitchname

(Optional) Read Only__readonly__

(Optional)hostname

Command Mode

• /exec
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show hosts
show hosts [ __readonly__ [ <dnslookup> ] [ <dnsnameservice> ] [ { TABLE_vrf <vrfname> [
<defaultdomains> ] [ <additionaldomainserver> ] [ <domainservers> ] [ <nameservice> ] [ <dhcpdomains>
] [ <dhcpdomainservers> ] } ] [ { TABLE_dnsconfigvrf <dnsvrfname> [ <usevrf> ] [ <token> ] [ {
TABLE_dnsconfigvrfconfig <config> } ] } ] [ { TABLE_hosts <host> [ <address> ] } ] ]

Syntax Description

Show running system informationshow

Show information about DNShosts

(Optional)__readonly__

(Optional) dns lookup enable statusdnslookup

(Optional) name servicednsnameservice

(Optional) vrf domain serversTABLE_vrf

(Optional) vrf namevrfname

(Optional) default domaindefaultdomains

(Optional) additionaldomainadditionaldomainserver

(Optional) domain serverdomainservers

(Optional) name servicenameservice

(Optional) dhcp domainsdhcpdomains

(Optional) dhcpserversdhcpdomainservers

(Optional) dns config vrfTABLE_dnsconfigvrf

(Optional) vrfnamednsvrfname

(Optional) usevrfusevrf

(Optional) tokentoken

(Optional) dns config vrf configTABLE_dnsconfigvrfconfig

(Optional) tokenconfig

(Optional) all configured dns hostsTABLE_hosts

(Optional) xml host informationhost

(Optional) xml address informationaddress

Command Mode
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• /exec
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show hsrp
show hsrp [ interface <interface-id> ] [ group <group-number> ] [ active | init | learn | listen | speak | standby
] + [ all ] [ brief [ all ] | detail ] [ ipv4 | ipv6 ] [ __readonly__ <show_hsrp_start> { TABLE_grp_detail
<sh_if_index> <sh_group_num> <sh_group_type> <sh_group_version> <sh_group_state> <sh_state_reason>
<sh_prio> <sh_cfg_prio> <sh_fwd_lower_threshold> <sh_fwd_upper_threshold> <sh_can_forward>
<sh_preempt> <sh_preempt_min_delay> <sh_preempt_min_delay_active> <sh_preempt_reload_delay>
<sh_preempt_reload_delay_active> <sh_preempt_sync_delay> <sh_preempt_sync_delay_active>
<sh_cur_hello> <sh_cur_hello_attr> <sh_cfg_hello> <sh_cfg_hello_attr> <sh_active_hello> <sh_cur_hold>
<sh_cur_hold_attr> <sh_cfg_hold> <sh_cfg_hold_attr> <sh_vip> <sh_vip_v6> <sh_vip_attr>
<sh_num_vip_sec> { TABLE_grp_vip_sec <sh_vip_sec> <sh_vip_sec_v6> } <sh_active_router_addr>
<sh_active_router_addr_v6> <sh_active_router_prio> <sh_active_router_timer> <sh_standby_router_addr>
<sh_standby_router_addr_v6> <sh_standby_router_prio> <sh_authentication_type> <sh_authentication_data>
<sh_keystring_attr> <sh_keystring_timeout> <sh_keystring_cur_valid> <sh_vmac> <sh_vmac_attr>
<sh_num_of_state_changes> <sh_last_state_change> <sh_num_of_total_state_changes>
<sh_last_total_state_change> <sh_num_track_obj> { TABLE_grp_track_obj <sh_track_obj>
<sh_track_obj_state> <sh_track_obj_prio> } <sh_ip_redund_name> <sh_ip_redund_name_attr> }
<show_hsrp_end> ]

Syntax Description

Show running system informationshow

Hot Standby Router Protocol (HSRP) informationhsrp

(Optional) Groups on this interfaceinterface

(Optional) Interfaceinterface-id

(Optional) Groups in active stateactive

(Optional) Groups in init stateinit

(Optional) Groups in listen statelisten

(Optional) Groups in standby statestandby

(Optional) Groups in learn statelearn

(Optional) Groups in speak statespeak

(Optional) Group numbergroup

(Optional) Group Numbergroup-number

(Optional) Include groups in disabled stateall

(Optional) Brief outputbrief

(Optional) Detailed outputdetail

(Optional) HSRP V4 Groupsipv4

(Optional) HSRP V6 Groupsipv6
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(Optional) Display all VIPsall

(Optional) Read only__readonly__

(Optional) Show hsrp startshow_hsrp_start

(Optional) Group table detailTABLE_grp_detail

(Optional) Interface type and numbersh_if_index

(Optional) Group numbersh_group_num

(Optional) HSRP statesh_group_state

(Optional) Reasonsh_state_reason

(Optional) Group typesh_group_type

(Optional) Group versionsh_group_version

(Optional) Prioritysh_prio

(Optional) Configured prioritysh_cfg_prio

(Optional) Lower threshold valuesh_fwd_lower_threshold

(Optional) Upper threhsold valuesh_fwd_upper_threshold

(Optional) Current forwarding statussh_can_forward

(Optional) Preemption enabled/notsh_preempt

(Optional) Preemption min delaysh_preempt_min_delay

(Optional) Active preemption min delaysh_preempt_min_delay_active

(Optional) Preemption reload delaysh_preempt_reload_delay

(Optional) Active preemption reload delaysh_preempt_reload_delay_active

(Optional) Preemption sync delaysh_preempt_sync_delay

(Optional) Active preemption sync delaysh_preempt_sync_delay_active

(Optional) Current hello timesh_cur_hello

(Optional) Hello time in ms/notsh_cur_hello_attr

(Optional) Configured hello timesh_cfg_hello

(Optional) Hello time in ms/notsh_cfg_hello_attr

(Optional) Active hello timesh_active_hello

(Optional) Current hold timesh_cur_hold

(Optional) Hello time in ms/notsh_cur_hold_attr

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
637

All Show Commands
show hsrp



(Optional) Configured hold timesh_cfg_hold

(Optional) Hello time in ms/notsh_cfg_hold_attr

(Optional) Virtual IP addresssh_vip

(Optional) Virtual IP address attributesh_vip_attr

(Optional) Number of Secondary virtual IP addresssh_num_vip_sec

(Optional) Group secondary ip addressTABLE_grp_vip_sec

(Optional) Secondary virtual IP addresssh_vip_sec

(Optional) Active router addresssh_active_router_addr

(Optional) Active router prioritysh_active_router_prio

(Optional) Active router expiry timersh_active_router_timer

(Optional) Standby router addresssh_standby_router_addr

(Optional) Standby router prioritysh_standby_router_prio

(Optional) Authentication typesh_authentication_type

(Optional) Authentication datash_authentication_data

(Optional) Keystring attributesh_keystring_attr

(Optional) Keystring timeoutsh_keystring_timeout

(Optional) Keystring current valid timesh_keystring_cur_valid

(Optional) Virtual MACsh_vmac

(Optional) Virtual MAC attributesh_vmac_attr

(Optional) Number of state changessh_num_of_state_changes

(Optional) Last state change timesh_last_state_change

(Optional) Number of total state changessh_num_of_total_state_changes

(Optional) Last total state change timesh_last_total_state_change

(Optional) Number of tracked objectssh_num_track_obj

(Optional) Group tracked objectsTABLE_grp_track_obj

(Optional) Tracked objectsh_track_obj

(Optional) State of tracked objectsh_track_obj_state

(Optional) Tracked object priority decrementsh_track_obj_prio

(Optional) IP redundancy namesh_ip_redund_name
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(Optional) IP redundancy name attributesh_ip_redund_name_attr

(Optional) End of Groupshow_hsrp_end

Command Mode

• /exec
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show hsrp anycast
show hsrp anycast [ <id> { ipv4 | ipv6 | both } ] [ brief ]

Syntax Description

Show running system informationshow

Hot Standby Router Protocol (HSRP) informationhsrp

Anycast related commandsanycast

(Optional) Bundle numberid

(Optional) Associate IP Version 4 for the bundleipv4

(Optional) Associate IP Version 6 for the bundleipv6

(Optional) Associate IP Version 4 and 6 for the bundleboth

(Optional) Brief outputbrief

Command Mode

• /exec
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show hsrp anycast interface vlan
show hsrp anycast interface { vlan | bdi } <id>

Syntax Description

Show running system informationshow

Hot Standby Router Protocol (HSRP) informationhsrp

Anycast related commandsanycast

Bundle on this interface Interfaceinterface

VLAN interfacevlan

Bridge-Domain interfacebdi

VLAN numberid

Command Mode

• /exec
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show hsrp anycast remote-db
show hsrp anycast remote-db [ <id> { ipv4 | ipv6 | both } ]

Syntax Description

Show running system informationshow

Hot Standby Router Protocol (HSRP) informationhsrp

Anycast related commandsanycast

Remote data base for the bundleremote-db

(Optional) Bundle numberid

(Optional) Associate IP Version 4 for the bundleipv4

(Optional) Associate IP Version 6 for the bundleipv6

(Optional) Associate IP Version 4 and 6 for the bundleboth

Command Mode

• /exec
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show hsrp anycast summary
show hsrp anycast summary

Syntax Description

Show running system informationshow

Hot Standby Router Protocol (HSRP) informationhsrp

Anycast related commandsanycast

Show HSRP summarysummary

Command Mode

• /exec
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show hsrp bfd-sessions
show hsrp bfd-sessions [ interface <interface-id> [ to <ipaddress> ] ] [ __readonly__ TABLE_bfd_sess
<interface> <list_size> { <src_addr> | <src_addr_v6> } { <dst_addr> | <dst_addr_v6> } <ref_count> {
TABLE_ref_groups <ref_group_id> } { TABLE_hist_groups <hist_group_id> <hist_operation>
<hist_rel_time> <hist_abs_time> <hist_ref_count> <hist_group_state> <hist_status> <hist_op_reason> } ]

Syntax Description

Show running system informationshow

Hot Standby Router Protocol (HSRP) informationhsrp

BFD sessionsbfd-sessions

(Optional) Groups on this interfaceinterface

(Optional) Interfaceinterface-id

(Optional) To IP addressto

(Optional) Sessions to IP addressipaddress

(Optional)__readonly__

(Optional)TABLE_bfd_sess

(Optional) Interfaceinterface

(Optional) List sizelist_size

(Optional) IPv4 Source addresssrc_addr

(Optional) IPv4 Destination addressdst_addr

(Optional) Ref countref_count

(Optional)TABLE_ref_groups

(Optional) Group idref_group_id

(Optional)TABLE_hist_groups

(Optional) Group idhist_group_id

(Optional) Operationhist_operation

(Optional) Relative timehist_rel_time

(Optional) Absolute timehist_abs_time

(Optional) Ref counthist_ref_count

(Optional) Group statehist_group_state
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(Optional) Statushist_status

(Optional) Op reasonhist_op_reason

Command Mode

• /exec
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show hsrp bfd-sessions
show hsrp bfd-sessions [ interface <interface-id> [ to <ipaddress> ] ]

Syntax Description

Show running system informationshow

Hot Standby Router Protocol (HSRP) informationhsrp

BFD sessionsbfd-sessions

(Optional) Groups on this interfaceinterface

(Optional) Interfaceinterface-id

(Optional) To IP addressto

(Optional) Sessions to IP addressipaddress

Command Mode

• /exec
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show hsrp delay
show hsrp delay [ interface <interface-id> ] [ __readonly__ TABLE_delay <interface> <min_delay>
<reload_delay> ]

Syntax Description

Show running system informationshow

Hot Standby Router Protocol (HSRP) informationhsrp

Group initialisation delaydelay

(Optional) Groups on this interfaceinterface

(Optional) Interfaceinterface-id

(Optional)__readonly__

(Optional)TABLE_delay

(Optional) Interfaceinterface

(Optional) Min delaymin_delay

(Optional) Reload delayreload_delay

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
647

All Show Commands
show hsrp delay



show hsrp ext-mib sec-addr
show hsrp ext-mib sec-addr [ <ifindex-in> <group-id-in> <ip1-in> <ip2-in> <ip3-in> <ip4-in> ] [ __readonly__
TABLE_cHsrpExtSecAddrTable <ifindex-out> <group-id-out> <ip1-out> <ip2-out> <ip3-out> <ip4-out> {
<cHsrpExtSecAddrTable> <cHsrpExtSecAddrAddress> <cHsrpExtSecAddrRowStatus> } ]

Syntax Description

(Optional) Read Only__readonly__

Show running system informationshow

Hot Standby Router Protocol (HSRP) informationhsrp

Show hsrp extended mib specific configurationext-mib

Secondary virtual addresssec-addr

(Optional) hsrp group ifindexifindex-in

(Optional) hsrp group idgroup-id-in

(Optional) hsrp group numgroup-id-out

(Optional) hsrp group interface indexifindex-out

(Optional) first part of vipip1-in

(Optional) second part of vipip2-in

(Optional) third part of vipip3-in

(Optional) fourth part of vipip4-in

(Optional) first part of vip outip1-out

(Optional) second part of vip outip2-out

(Optional) third part of vip outip3-out

(Optional) fourth part of vip outip4-out

(Optional) Hsrp extended mib secondary address tableTABLE_cHsrpExtSecAddrTable

(Optional) Hsrp extended mib Secondary address tablecHsrpExtSecAddrTable

(Optional) Hsrp extended mib Secondary AddresscHsrpExtSecAddrAddress

(Optional) Hsrp extended mib secondary address row statuscHsrpExtSecAddrRowStatus

Command Mode

• /exec
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show hsrp ext-mib use-bia
show hsrp ext-mib use-bia [ <ifindex-in> ] [ __readonly__ TABLE_cHsrpExtIfEntry <ifindex-out> {
<cHsrpExtIfUseBIA> <cHsrpExtIfRowStatus> } ]

Syntax Description

(Optional) Read Only__readonly__

Show running system informationshow

Hot Standby Router Protocol (HSRP) informationhsrp

Show hsrp extended mib specific configurationext-mib

Use BIAuse-bia

(Optional) hsrp group ifindexifindex-in

(Optional) hsrp group ifindexifindex-out

(Optional) Use BIA info tableTABLE_cHsrpExtIfEntry

(Optional) Use BIA enabledcHsrpExtIfUseBIA

(Optional) Use BIA row statuscHsrpExtIfRowStatus

Command Mode

• /exec
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show hsrp mgo
show hsrpmgo [ name <name> | brief ] [ __readonly__ TABLE_hsrp_mgo <master_name> <master_interface>
<master_address_family> <master_group_id> [ <master_version> ] <master_state> [ <master_down_reason>
] [ { TABLE_slave <slave_interface> <slave_group_id> <slave_state> [ <slave_down_reason> ] } ] [
<num_slave_group> ] ]

Syntax Description

Show running system informationshow

Hot Standby Router Protocol (HSRP) informationhsrp

Show HSRP mgo detailsmgo

(Optional) Redundancy name stringname

(Optional) name stringname

(Optional) show HSPR mgo briefbrief

(Optional)__readonly__

(Optional)TABLE_hsrp_mgo

(Optional) HSRP master namemaster_name

(Optional) HSRP master interfacemaster_interface

(Optional) HSRP master AFmaster_address_family

(Optional) HSRP master group IDmaster_group_id

(Optional) HSRP master versionmaster_version

(Optional) HSRP master statemaster_state

(Optional) HSRP master down reasonmaster_down_reason

(Optional) Slave tableTABLE_slave

(Optional) HSRP slave interfaceslave_interface

(Optional) HSRP slave group idslave_group_id

(Optional) HSRP slave stateslave_state

(Optional) HSRP slave down reasonslave_down_reason

(Optional) HSRP number of slave groupsnum_slave_group

Command Mode

• /exec
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show hsrp summary
show hsrp summary [ __readonly__ <switchover_notify_rxed> <bfd_enabled> <num_of_groups>
<num_of_v4_v1_groups> <num_of_v4_v2_groups> <num_of_v6_v2_groups> <num_of_active_groups>
<num_of_standby_groups> <num_of_listen_groups> <num_of_v6_active_groups>
<num_of_v6_standby_groups> <num_of_v6_listen_groups> <num_of_hsrp_enabled_ifs> <counter_pkts_tx>
<counter_pkts_tx_failure> <counter_pkts_in> <counter_pkts_bad_vr> <counter_mts_rx> ]

Syntax Description

Show running system informationshow

Hot Standby Router Protocol (HSRP) informationhsrp

Show HSRP summarysummary

(Optional)__readonly__

(Optional) Switchover notification received (1 => active)switchover_notify_rxed

(Optional) BFD statusbfd_enabled

(Optional) Total number of groupsnum_of_groups

(Optional) Number of IPv4 V1 groupsnum_of_v4_v1_groups

(Optional) Number of IPv4 V2 groupsnum_of_v4_v2_groups

(Optional) Number of IPv6 V2 groupsnum_of_v6_v2_groups

(Optional) Number of active groupsnum_of_active_groups

(Optional) Number of standby groupsnum_of_standby_groups

(Optional) Number of listen groupsnum_of_listen_groups

(Optional) Number of IPv6 active groupsnum_of_v6_active_groups

(Optional) Number of IPv6 standby groupsnum_of_v6_standby_groups

(Optional) Number of IPv6 listen groupsnum_of_v6_listen_groups

(Optional) Number of HSRP enabled interfacesnum_of_hsrp_enabled_ifs

(Optional) Number of packet transmission successescounter_pkts_tx

(Optional) Number of packet transmission failurecounter_pkts_tx_failure

(Optional) Number of packets received successfullycounter_pkts_in

(Optional) Number of packets for unknown groupscounter_pkts_bad_vr

(Optional) Number of MTS messages receivedcounter_mts_rx

Command Mode
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• /exec
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I Show Commands

• show ieth-header-decode, on page 664
• show imp client, on page 665
• show imp client sa, on page 666
• show incompatibility-all system, on page 667
• show incompatibility system, on page 668
• show install, on page 669
• show install all failed-standby, on page 670
• show install all failure-reason, on page 671
• show install all impact, on page 672
• show install all impact epld, on page 673
• show install all status, on page 674
• show install epld status, on page 675
• show install impact, on page 676
• show install impact, on page 677
• show install impact detail, on page 678
• show install log, on page 679
• show install packages, on page 680
• show install patches, on page 681
• show interface, on page 682
• show interface, on page 688
• show interface, on page 696
• show interface, on page 700
• show interface, on page 712
• show interface, on page 716
• show interface, on page 718
• show interface, on page 720
• show interface brief, on page 724
• show interface brief, on page 725
• show interface brief, on page 726
• show interface brief, on page 728
• show interface brief, on page 729
• show interface brief, on page 731
• show interface brief, on page 732
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• show interface brief, on page 733
• show interface cable-diagnostics-tdr, on page 734
• show interface capabilities, on page 735
• show interface capabilities, on page 737
• show interface counters, on page 739
• show interface counters, on page 741
• show interface counters, on page 742
• show interface counters, on page 744
• show interface counters, on page 746
• show interface counters, on page 748
• show interface counters brief, on page 749
• show interface counters brief, on page 751
• show interface counters detailed, on page 753
• show interface counters detailed, on page 763
• show interface counters detailed, on page 766
• show interface counters detailed, on page 768
• show interface counters detailed all, on page 774
• show interface counters detailed all, on page 782
• show interface counters detailed all, on page 783
• show interface counters detailed all, on page 786
• show interface counters detailed all, on page 788
• show interface counters detailed cached, on page 789
• show interface counters errors, on page 797
• show interface counters errors, on page 799
• show interface counters errors, on page 801
• show interface counters errors fex, on page 802
• show interface counters fex, on page 804
• show interface counters snmp, on page 805
• show interface counters snmp fex, on page 807
• show interface counters storm-control, on page 808
• show interface counters storm-control, on page 809
• show interface counters table, on page 810
• show interface counters trunk, on page 811
• show interface debounce, on page 812
• show interface debounce, on page 813
• show interface description, on page 814
• show interface description, on page 815
• show interface description, on page 816
• show interface description, on page 817
• show interface description, on page 818
• show interface description, on page 819
• show interface description, on page 820
• show interface fcoe, on page 821
• show interface fex-conf, on page 822
• show interface fex-fabric, on page 823
• show interface fex-intf, on page 824
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• show interface flowcontrol, on page 825
• show interface flowcontrol, on page 826
• show interface flowcontrol fex, on page 827
• show interface hardware-mappings, on page 828
• show interface mac-address, on page 829
• show interface mac-address, on page 830
• show interface priority-flow-control, on page 831
• show interface private-vlan mapping, on page 832
• show interface pruning, on page 833
• show interface snmp-ifindex, on page 834
• show interface status, on page 835
• show interface status, on page 836
• show interface status, on page 837
• show interface status, on page 838
• show interface status, on page 839
• show interface status, on page 840
• show interface status, on page 841
• show interface status err-disabled, on page 842
• show interface status err-disabled, on page 843
• show interface status err-vlans, on page 844
• show interface status err-vlans, on page 845
• show interface status fex, on page 846
• show interface switchport, on page 847
• show interface switchport, on page 849
• show interface transceiver, on page 851
• show interface transceiver, on page 859
• show interface transceiver fex-fabric, on page 866
• show interface transceiver fex-fabric, on page 868
• show interface trunk, on page 875
• show interface trunk, on page 876
• show interface untagged-cos, on page 878
• show interface vlan mapping, on page 879
• show inventory, on page 880
• show inventory fex, on page 881
• show ip adjacency, on page 882
• show ip amt relay, on page 885
• show ip amt route, on page 886
• show ip amt tunnel, on page 887
• show ip arp, on page 889
• show ip arp anycast topo-info, on page 891
• show ip arp cache, on page 892
• show ip arp client, on page 893
• show ip arp controller-statistics, on page 894
• show ip arp esi, on page 895
• show ip arp inspection, on page 896
• show ip arp inspection interfaces, on page 897
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• show ip arp inspection log, on page 898
• show ip arp inspection statistics, on page 899
• show ip arp inspection vlan, on page 900
• show ip arp multihoming-statistics, on page 901
• show ip arp off-list, on page 903
• show ip arp open-flow error-statistics, on page 904
• show ip arp snmp pttree, on page 906
• show ip arp statistics, on page 907
• show ip arp suppression-cache, on page 911
• show ip arp suppression topo-info, on page 914
• show ip arp tunnel-statistics, on page 915
• show ip arp vaddr, on page 917
• show ip arp vpc-statistics, on page 918
• show ip as-path-access-list, on page 921
• show ip bgp, on page 922
• show ip cache, on page 923
• show ip client, on page 924
• show ip community-list, on page 925
• show ip debug, on page 926
• show ip dhcp global statistics, on page 927
• show ip dhcp relay, on page 929
• show ip dhcp relay address, on page 931
• show ip dhcp relay information trusted-sources, on page 932
• show ip dhcp relay statistics, on page 933
• show ip dhcp snooping, on page 936
• show ip dhcp snooping binding, on page 937
• show ip dhcp snooping statistics, on page 938
• show ip dhcp status, on page 939
• show ip dns source-interface, on page 940
• show ip dns source-interface vrf all, on page 941
• show ip eigrp, on page 942
• show ip eigrp accounting, on page 944
• show ip eigrp event-history, on page 946
• show ip eigrp event-history bfd, on page 947
• show ip eigrp event, on page 948
• show ip eigrp interfaces, on page 949
• show ip eigrp metric, on page 951
• show ip eigrp neighbors, on page 952
• show ip eigrp route-map statistics, on page 956
• show ip eigrp sia-event, on page 958
• show ip eigrp sia-statistics, on page 959
• show ip eigrp timers, on page 960
• show ip eigrp topology route, on page 961
• show ip eigrp traffic, on page 965
• show ip extcommunity-list, on page 967
• show ip fib adjacency, on page 968
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• show ip fib distribution, on page 969
• show ip fib distribution capture, on page 970
• show ip fib distribution clients, on page 971
• show ip fib distribution mroute, on page 972
• show ip fib distribution multicast, on page 974
• show ip fib distribution multicast outgoing-interface-list, on page 975
• show ip fib distribution state, on page 976
• show ip fib interfaces, on page 977
• show ip fib mroute, on page 978
• show ip fib mroute, on page 980
• show ip fib mroute txlist, on page 982
• show ip fib route, on page 983
• show ip fib route, on page 985
• show ip fib route recovered, on page 987
• show ip ftm statistics, on page 988
• show ip ftp source-interface, on page 989
• show ip ftp source-interface vrf all, on page 990
• show ip http source-interface, on page 991
• show ip http source-interface vrf all, on page 992
• show ip igmp event-history, on page 993
• show ip igmp groups, on page 994
• show ip igmp interface, on page 996
• show ip igmp local-groups, on page 1000
• show ip igmp policy statistics reports, on page 1002
• show ip igmp snooping, on page 1003
• show ip igmp snooping event-history, on page 1005
• show ip igmp snooping explicit-tracking, on page 1006
• show ip igmp snooping filter details, on page 1008
• show ip igmp snooping groups, on page 1009
• show ip igmp snooping lookup-mode, on page 1012
• show ip igmp snooping mac-oif, on page 1013
• show ip igmp snooping mrouter, on page 1014
• show ip igmp snooping pw vlan brief, on page 1016
• show ip igmp snooping querier, on page 1017
• show ip igmp snooping report statistics, on page 1019
• show ip igmp snooping snmp mib adminMode, on page 1020
• show ip igmp snooping snmp mib aliasingMode, on page 1021
• show ip igmp snooping snmp mib cisV3ProcessEnableOperStatus, on page 1022
• show ip igmp snooping snmp mib explicitTrackingTable, on page 1023
• show ip igmp snooping snmp mib fallBackTime, on page 1024
• show ip igmp snooping snmp mib fastBlockEnabled, on page 1025
• show ip igmp snooping snmp mib fastleaveenabled, on page 1026
• show ip igmp snooping snmp mib filterStatsTable, on page 1027
• show ip igmp snooping snmp mib ifAccessGroupTable, on page 1028
• show ip igmp snooping snmp mib ifConfigTable, on page 1029
• show ip igmp snooping snmp mib ifLimitTable, on page 1030
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• show ip igmp snooping snmp mib ifLimitTotalTable, on page 1031
• show ip igmp snooping snmp mib igmpsnoopingenabled, on page 1032
• show ip igmp snooping snmp mib iterfaceStatsTable, on page 1033
• show ip igmp snooping snmp mib lastMemeberQueryCount, on page 1035
• show ip igmp snooping snmp mib lastMemeberQueryInterval, on page 1036
• show ip igmp snooping snmp mib leaveQueryType, on page 1037
• show ip igmp snooping snmp mib mcastGroupTable, on page 1038
• show ip igmp snooping snmp mib mcastRouterCfgTable, on page 1039
• show ip igmp snooping snmp mib mcastRouterConfigTable, on page 1040
• show ip igmp snooping snmp mib multicastGroupConfigTable, on page 1041
• show ip igmp snooping snmp mib multicastGroupPortListTable, on page 1043
• show ip igmp snooping snmp mib multicastGroupTable, on page 1045
• show ip igmp snooping snmp mib operMode, on page 1047
• show ip igmp snooping snmp mib querierTable, on page 1048
• show ip igmp snooping snmp mib reportsuppressionenabled, on page 1050
• show ip igmp snooping snmp mib robustnessVariable, on page 1051
• show ip igmp snooping snmp mib routerAlertCheckEnabled, on page 1052
• show ip igmp snooping snmp mib sourceOnlyEntryAgingTime, on page 1053
• show ip igmp snooping snmp mib sourceOnlyLearningEnabled, on page 1054
• show ip igmp snooping snmp mib tcnFloodQueryCount, on page 1055
• show ip igmp snooping snmp mib timeToLiveCheckEnabled, on page 1056
• show ip igmp snooping snmp mib topoChanageQuerySolicitEnabled, on page 1057
• show ip igmp snooping snmp mib v3ProcessEnabledAdminStatus, on page 1058
• show ip igmp snooping snmp mib v3SnoopingSupport, on page 1059
• show ip igmp snooping snmp mib vlanFilterConfigTable, on page 1060
• show ip igmp snooping snmp mib vlanconfigtable, on page 1061
• show ip igmp snooping statistics, on page 1063
• show ip igmp vrf all, on page 1066
• show ip interface, on page 1067
• show ip lisp, on page 1071
• show ip lisp data-cache, on page 1072
• show ip lisp locator-hash, on page 1073
• show ip lisp map-cache, on page 1074
• show ip lisp statistics, on page 1075
• show ip lisp translate-cache, on page 1076
• show ip lisp version-hash, on page 1077
• show ip load-sharing, on page 1078
• show ip local-pt, on page 1079
• show ip local policy, on page 1080
• show ip logging, on page 1081
• show ip mbgp, on page 1082
• show ip mbgp, on page 1084
• show ip mbgp community, on page 1085
• show ip mbgp dampening, on page 1086
• show ip mbgp extcommunity, on page 1087
• show ip mbgp flap-statistics, on page 1088
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• show ip mbgp neighbors, on page 1089
• show ip mbgp nexthop-database, on page 1091
• show ip mbgp nexthop, on page 1092
• show ip mbgp prefix-list, on page 1093
• show ip mbgp received-paths, on page 1094
• show ip mroute, on page 1095
• show ip msdp count, on page 1099
• show ip msdp event-history, on page 1100
• show ip msdp mesh-group, on page 1101
• show ip msdp peer, on page 1102
• show ip msdp policy statistics sa-policy in, on page 1104
• show ip msdp rpf, on page 1106
• show ip msdp sa, on page 1107
• show ip msdp sources, on page 1109
• show ip msdp statistics, on page 1110
• show ip msdp summary, on page 1112
• show ip multicast vrf, on page 1114
• show ip nat max, on page 1115
• show ip nat statistics, on page 1116
• show ip nat timeout, on page 1117
• show ip nat translations, on page 1118
• show ip ospf, on page 1119
• show ip ospf border-routers, on page 1124
• show ip ospf database, on page 1126
• show ip ospf database database-summary, on page 1128
• show ip ospf database detail, on page 1130
• show ip ospf event-history, on page 1135
• show ip ospf event-history detail, on page 1137
• show ip ospf ha, on page 1138
• show ip ospf interface, on page 1139
• show ip ospf interface brief, on page 1142
• show ip ospf lsa-content-changed-list, on page 1144
• show ip ospf memory, on page 1146
• show ip ospf neighbors, on page 1148
• show ip ospf neighbors detail, on page 1150
• show ip ospf neighbors summary, on page 1153
• show ip ospf policy statistics, on page 1155
• show ip ospf request-list, on page 1157
• show ip ospf retransmission-list, on page 1159
• show ip ospf route, on page 1161
• show ip ospf route summary, on page 1163
• show ip ospf sham-links, on page 1165
• show ip ospf statistics, on page 1169
• show ip ospf summary-address, on page 1173
• show ip ospf traffic, on page 1174
• show ip ospf traps-queue, on page 1178
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• show ip ospf virtual-links, on page 1179
• show ip ospf virtual-links brief, on page 1183
• show ip overlay-traffic, on page 1184
• show ip pim bitfield, on page 1185
• show ip pim config-sanity, on page 1186
• show ip pim df, on page 1188
• show ip pim event-history, on page 1190
• show ip pim fabric info, on page 1191
• show ip pim fabric legacy-vlans, on page 1192
• show ip pim group-range, on page 1193
• show ip pim interface, on page 1194
• show ip pim mdt, on page 1198
• show ip pim mdt bgp, on page 1200
• show ip pim mdt history interval, on page 1201
• show ip pim mdt receive, on page 1202
• show ip pim mdt send, on page 1203
• show ip pim neighbor, on page 1204
• show ip pim oif-list, on page 1205
• show ip pim policy statistics, on page 1207
• show ip pim policy statistics jp, on page 1209
• show ip pim route, on page 1210
• show ip pim rp-hash, on page 1214
• show ip pim rp, on page 1215
• show ip pim statistics, on page 1218
• show ip pim vrf, on page 1220
• show ip ping source-interface, on page 1221
• show ip ping source-interface vrf all, on page 1222
• show ip policy, on page 1223
• show ip prefix-list, on page 1224
• show ip process, on page 1225
• show ip rip, on page 1227
• show ip rip interface, on page 1229
• show ip rip memory, on page 1231
• show ip rip neighbor, on page 1232
• show ip rip policy statistics redistribute, on page 1234
• show ip rip route, on page 1235
• show ip rip statistics, on page 1237
• show ip route, on page 1239
• show ip router-id, on page 1242
• show ip rsvp, on page 1243
• show ip sla application, on page 1245
• show ip sla configuration, on page 1246
• show ip sla enhanced-history collection-statistics, on page 1250
• show ip sla enhanced-history distribution-statistics, on page 1251
• show ip sla group schedule, on page 1252
• show ip sla history, on page 1253
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• show ip sla reaction-configuration, on page 1254
• show ip sla reaction-trigger, on page 1255
• show ip sla responder, on page 1256
• show ip sla statistics, on page 1257
• show ip ssh source-interface, on page 1262
• show ip ssh source-interface vrf all, on page 1263
• show ip static-route, on page 1264
• show ip stats, on page 1266
• show ip telnet source-interface, on page 1267
• show ip telnet source-interface vrf all, on page 1268
• show ip tftp source-interface, on page 1269
• show ip tftp source-interface vrf all, on page 1270
• show ip traceroute source-interface, on page 1271
• show ip traceroute source-interface vrf all, on page 1272
• show ip traffic, on page 1273
• show ip txlist list, on page 1278
• show ip verify source, on page 1279
• show ipv6 adjacency, on page 1280
• show ipv6 amt tunnel, on page 1283
• show ipv6 bgp, on page 1285
• show ipv6 bgp, on page 1286
• show ipv6 bgp, on page 1287
• show ipv6 bgp community, on page 1288
• show ipv6 bgp dampening, on page 1289
• show ipv6 bgp extcommunity, on page 1290
• show ipv6 bgp flap-statistics, on page 1291
• show ipv6 bgp neighbors, on page 1292
• show ipv6 bgp nexthop-database, on page 1293
• show ipv6 bgp nexthop, on page 1294
• show ipv6 bgp received-paths, on page 1295
• show ipv6 bgp regexp, on page 1296
• show ipv6 bgp summary, on page 1297
• show ipv6 cache, on page 1298
• show ipv6 client, on page 1299
• show ipv6 dhcp relay, on page 1301
• show ipv6 dhcp relay statistics, on page 1302
• show ipv6 eigrp route-map statistics, on page 1304
• show ipv6 fragments, on page 1306
• show ipv6 icmp, on page 1307
• show ipv6 icmp global traffic, on page 1309
• show ipv6 icmp interface, on page 1312
• show ipv6 icmp ndp, on page 1317
• show ipv6 icmp off-list, on page 1318
• show ipv6 icmp process sdb, on page 1319
• show ipv6 icmp vaddr, on page 1320
• show ipv6 icmp vpc-statistics, on page 1324
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• show ipv6 interface, on page 1327
• show ipv6 interface global, on page 1331
• show ipv6 lisp data-cache, on page 1332
• show ipv6 local-pt, on page 1333
• show ipv6 local policy, on page 1334
• show ipv6 mld groups, on page 1335
• show ipv6 mld local-groups, on page 1337
• show ipv6 mld vrf all, on page 1338
• show ipv6 mroute, on page 1339
• show ipv6 mtu, on page 1342
• show ipv6 multicast vrf, on page 1344
• show ipv6 nd ra dns search-list, on page 1345
• show ipv6 nd ra dns server, on page 1346
• show ipv6 nd rt-pref global pt, on page 1347
• show ipv6 ndp, on page 1348
• show ipv6 neighbor static, on page 1349
• show ipv6 pim bitfield, on page 1350
• show ipv6 pim df, on page 1351
• show ipv6 pim embed-rp, on page 1353
• show ipv6 pim event-history, on page 1354
• show ipv6 pim fabric info, on page 1355
• show ipv6 pim fabric legacy-vlans, on page 1356
• show ipv6 pim group-range, on page 1357
• show ipv6 pim interface show ipv6 pim interface, on page 1358
• show ipv6 pim neighbor, on page 1361
• show ipv6 pim oif-list, on page 1362
• show ipv6 pim policy statistics jp, on page 1364
• show ipv6 pim route, on page 1365
• show ipv6 pim rp-hash, on page 1367
• show ipv6 pim rp, on page 1368
• show ipv6 pim statistics, on page 1371
• show ipv6 pim vrf, on page 1373
• show ipv6 policy, on page 1374
• show ipv6 prefix-list, on page 1375
• show ipv6 process, on page 1376
• show ipv6 process sdb, on page 1378
• show ipv6 raguard statistics, on page 1379
• show ipv6 rip policy statistics redistribute, on page 1380
• show ipv6 routers, on page 1381
• show ipv6 static-route, on page 1383
• show ipv6 statistics, on page 1384
• show ipv6 traffic, on page 1385
• show isis, on page 1387
• show isis adjacency, on page 1391
• show isis csnp, on page 1394
• show isis database, on page 1396
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• show isis event-history, on page 1400
• show isis hostname, on page 1401
• show isis interface, on page 1402
• show isis ipv6 redistribute route, on page 1407
• show isis ipv6 route-map statistics, on page 1409
• show isis ipv6 route, on page 1411
• show isis lsp free-list, on page 1415
• show isis mesh-group, on page 1416
• show isis non tlv overflow-list, on page 1417
• show isis redistribute route, on page 1418
• show isis route-map statistics, on page 1420
• show isis route, on page 1422
• show isis route is, on page 1426
• show isis rrm, on page 1427
• show isis spf-adjacency, on page 1429
• show isis spf-log, on page 1431
• show isis srm, on page 1433
• show isis ssn, on page 1434
• show isis statistics, on page 1435
• show isis summary-address show isis ipv6 summary-address, on page 1436
• show isis topology, on page 1438
• show isis traffic, on page 1440
• show itd, on page 1442
• show itd, on page 1446
• show itd, on page 1449
• show itd, on page 1452
• show itd session device-group, on page 1456
• show itd statistics, on page 1457
• show itd statistics, on page 1459
• show itd vrf, on page 1461
• show itd vrf, on page 1462
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show ieth-header-decode
show ieth-header-decode <ieth>

Syntax Description

Show running system informationshow

Show decode of ieth headerieth-header-decode

ieth header in hex (0xFF...) or string (FF..) formieth

Command Mode

• /exec
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show imp client
show imp client

Syntax Description

Show running system informationshow

ipsec management processimp

Show ipsec clients nameclient

Command Mode

• /exec
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show imp client sa
show imp client sa

Syntax Description

Show running system informationshow

IPSec management processimp

IMP clinetclient

Display all SAssa

Command Mode

• /exec
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show incompatibility-all system
show incompatibility-all { system <uri0> | nxos <uri1> } [ __readonly__ { [ TABLE_incompat_all <Str1> [
<Serv> ] [ <Cap> ] [ <Desc> ] [ <Req> ] [ <Enable> ] ] [ <Dynamic> ] } ]

Syntax Description

Show running system informationshow

Show incompatible configurations for the entire systemincompatibility-all

show incompatibilities with an imagesystem

Enter image uriuri0

show incompatibilities with an imagenxos

Enter image uriuri1

(Optional)__readonly__

(Optional) Show incompatibility system tableTABLE_incompat_all

(Optional)Str1

(Optional)Serv

(Optional)Cap

(Optional)Desc

(Optional)Req

(Optional)Enable

(Optional)Dynamic

Command Mode

• /exec
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show incompatibility system
show incompatibility { system <uri0> | nxos <uri1> } [ __readonly__ { [ TABLE_incompat <Str1> [ <Serv>
] [ <Cap> ] [ <Desc> ] [ <Req> ] [ <Enable> ] ] [ <Dynamic> ] } ]

Syntax Description

Show running system informationshow

Show incompatible configurationsincompatibility

show incompatibilities with an imagesystem

Enter image uriuri0

show incompatibilities with an imagenxos

Enter image uriuri1

(Optional)__readonly__

(Optional) Show incompatibility system tableTABLE_incompat

(Optional)Str1

(Optional)Serv

(Optional)Cap

(Optional)Desc

(Optional)Req

(Optional)Enable

(Optional)Dynamic

Command Mode

• /exec
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show install
show install { inactive | active [ brief ] | committed } [ __readonly__ { <curr_nxos_image> [ TABLE_smu_list
<install_smu_id> + ] [ TABLE_package_list <package_id> ] } ]

Syntax Description

Show running system informationshow

Install related show commandsinstall

Inactive packagesinactive

Active packagesactive

(Optional) Briefbrief

Committed packagescommitted

(Optional)__readonly__

(Optional) NXOS imagecurr_nxos_image

(Optional)TABLE_smu_list

(Optional) install operation smu identifierinstall_smu_id

(Optional)TABLE_package_list

(Optional) Package namepackage_id

Command Mode

• /exec
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show install all failed-standby
show install all failed-standby [ __readonly__ { [ TABLE_installFailStandby <Str1> ] } ]

Syntax Description

Show running system informationshow

Show the software install impact between two imagesinstall

Show install all informationall

show log from failed standbyfailed-standby

(Optional)__readonly__

(Optional) Install failed-standby tableTABLE_installFailStandby

(Optional)Str1

Command Mode

• /exec
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show install all failure-reason
show install all failure-reason [ __readonly__ { [ TABLE_installFailReason <installFailReasonStr> ] } ]

Syntax Description

Show running system informationshow

Show the software install impact between two imagesinstall

show install all informationall

Show failure reason for the last install allfailure-reason

(Optional)__readonly__

(Optional) Install failure-reason tableTABLE_installFailReason

(Optional)installFailReasonStr

Command Mode

• /exec
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show install all impact
show install all impact [ nxos <uri> ] + [ non-disruptive ]

Syntax Description

Show running system informationshow

Show the software install impact between two imagesinstall

show install all informationall

show impact of the install all commandimpact

(Optional) boot-variable namenxos

(Optional) Enter image uriuri

(Optional) non-disruptive show installnon-disruptive

Command Mode

• /exec
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show install all impact epld
show install all impact epld <uri1>

Syntax Description

Show running system informationshow

Show the software install statusinstall

show install all informationall

show impact of the install all epld commandimpact

Show EPLD install informationepld

Local URI containing EPLD Imageuri1

Command Mode

• /exec
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show install all status
show install all status

Syntax Description

Show running system informationshow

Show the software install impact between two imagesinstall

show install all informationall

show status of the current or last install allstatus

Command Mode

• /exec
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show install epld status
show install epld status

Syntax Description

Show running system informationshow

Show the software install statusinstall

Show EPLD install informationepld

Show status of previous EPLD upgradesstatus

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
675

All Show Commands
show install epld status



show install impact
show install impact <uri0> <uri1>

Syntax Description

Show running system informationshow

Show the software install impact between two imagesinstall

impact system_uri {active_system_uri/active_kickstart_uri}impact

Enter system URIuri0

Enter active URIuri1

Command Mode

• /exec
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show install impact
show install impact <uri0>

Syntax Description

Show running system informationshow

Show the software install impact between two imagesinstall

impact system_uri {active_system_uri/active_kickstart_uri}impact

Enter system URIuri0

Command Mode

• /exec
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show install impact detail
show install impact <uri0> detail

Syntax Description

Show running system informationshow

Show the software install impact between two imagesinstall

impact system_uri {active_system_uri/active_kickstart_uri}impact

Enter system URIuri0

Show detailed install impact of given system imagedetail

Command Mode

• /exec
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show install log
show install log { [ <id> | from <id1> ] [ detail ] [ reverse ] | [ last ] } [ __readonly__ { current_time <curr_time>
[ TABLE_show_log_output <install_id> <install_log_entry> + ] } ]

Syntax Description

Show running system informationshow

Install related show commandsinstall

loglog

(Optional) Install Identifiesid

(Optional) Starting at this install identifierfrom

(Optional) Install Identifierid1

(Optional) Detailed information including impacted processesdetail

(Optional) Displays the logs in reverse orderreverse

(Optional) Display the logs for last install operationlast

(Optional)__readonly__

(Optional) current timecurrent_time

(Optional) current timecurr_time

(Optional)TABLE_show_log_output

(Optional) install operation idinstall_id

(Optional) install log entryinstall_log_entry

Command Mode

• /exec
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show install packages
show install packages [ __readonly__ { <curr_nxos_image> [ TABLE_package_list <package_name>
<version> <state> ] } ]

Syntax Description

Show running system informationshow

Install related show commandsinstall

All packagespackages

(Optional)__readonly__

(Optional) NXOS imagecurr_nxos_image

(Optional)TABLE_package_list

(Optional) Package namepackage_name

(Optional) Package versionversion

(Optional) package statestate

Command Mode

• /exec
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show install patches
show install patches [ __readonly__ { <curr_nxos_image> [ TABLE_smu_list <install_smu_id>
<install_smu_state> [ TABLE_module_list <install_modno> <install_mod_smu_state> ] ] } ]

Syntax Description

Show running system informationshow

Install related show commandsinstall

All Patchespatches

(Optional)__readonly__

(Optional)TABLE_smu_list

(Optional) NXOS imagecurr_nxos_image

(Optional) install operation smu identifierinstall_smu_id

(Optional) install operation smu stateinstall_smu_state

(Optional)TABLE_module_list

(Optional) install operation module numberinstall_modno

(Optional) install operation module stateinstall_mod_smu_state

Command Mode

• /exec
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show interface
show interface <ifeth> [ quick ] [ __readonly__ TABLE_interface <interface> <state> [ <state_rsn_desc> ]
[ <state_rsn> ] [ <eth_rsn_fac> ] [ <eth_rsn_code> ] [ <admin_state> ] [ <share_state> ] [ <parent_interface>
] [ <vpc_status> ] [ <eth_bundle> ] [ <eth_hw_desc> ] [ <eth_hw_addr> ] [ <eth_bia_addr> ] [ <desc> ] [
<eth_ip_addr> ] [ <eth_ip_mask> ] [ <eth_ip_prefix> ] [ <eth_mtu> ] [ <eth_bw> ] [ <eth_dly> ] [
<eth_reliability> ] [ <eth_txload> ] [ <eth_rxload> ] [ <eth_encap_vlan> ] [ <medium> ] [ <eth_mode> ] [
<eth_duplex> ] [ <eth_speed> ] [ <eth_media> ] [ <eth_beacon> ] [ <eth_autoneg> ] [ <eth_in_flowctrl> ] [
<eth_out_flowctrl> ] [ <eth_mdix> ] [ <eth_ratemode> ] [ <eth_swt_monitor> ] [ <eth_ethertype> ] [
<eth_eee_state> ] [ <eth_admin_fec_state> ] [ <eth_oper_fec_state> ] [ <eth_members> ] [ <eth_link_flapped>
] [ <eth_clear_counters> ] [ <eth_reset_cntr> ] [ <eth_load_interval1_rx> ] [ <eth_inrate1_bits> ] [
<eth_inrate1_pkts> ] [ <eth_load_interval1_tx> ] [ <eth_outrate1_bits> ] [ <eth_outrate1_pkts> ] [
<eth_inrate1_summary_bits> ] [ <eth_inrate1_summary_pkts> ] [ <eth_outrate1_summary_bits> ] [
<eth_outrate1_summary_pkts> ] [ <eth_load_interval2_rx> ] [ <eth_inrate2_bits> ] [ <eth_inrate2_pkts> ] [
<eth_load_interval2_tx> ] [ <eth_outrate2_bits> ] [ <eth_outrate2_pkts> ] [ <eth_inrate2_summary_bits> ]
[ <eth_inrate2_summary_pkts> ] [ <eth_outrate2_summary_bits> ] [ <eth_outrate2_summary_pkts> ] [
<eth_load_interval3_rx> ] [ <eth_inrate3_bits> ] [ <eth_inrate3_pkts> ] [ <eth_load_interval3_tx> ] [
<eth_outrate3_bits> ] [ <eth_outrate3_pkts> ] [ <eth_inrate3_summary_bits> ] [ <eth_inrate3_summary_pkts>
] [ <eth_outrate3_summary_bits> ] [ <eth_outrate3_summary_pkts> ] [ <eth_l2_ucastpkts> ] [
<eth_l2_ucastbytes> ] [ <eth_l2_mcastpkts> ] [ <eth_l2_mcastbytes> ] [ <eth_l2_bcastpkts> ] [
<eth_l2_bcastbytes> ] [ <eth_l3in_routed_pkts> ] [ <eth_l3in_routed_bytes> ] [ <eth_l3out_routed_pkts> ]
[ <eth_l3out_routed_bytes> ] [ <eth_l3in_ucastpkts> ] [ <eth_l3in_ucastbytes> ] [ <eth_l3in_mcastpkts> ] [
<eth_l3in_mcastbytes> ] [ <eth_l3in_bcastpkts> ] [ <eth_l3in_bcastbytes> ] [ <eth_l3out_ucastpkts> ] [
<eth_l3out_ucastbytes> ] [ <eth_l3out_mcastpkts> ] [ <eth_l3out_mcastbytes> ] [ <eth_l3out_bcastpkts> ] [
<eth_l3out_bcastbytes> ] [ <eth_l3avg1_inbytes> ] [ <eth_l3avg1_inpkts> ] [ <eth_l3avg1_outbytes> ] [
<eth_l3avg1_outpkts> ] [ <eth_inucast> ] [ <eth_inmcast> ] [ <eth_inbcast> ] [ <eth_inpkts> ] [ <eth_inbytes>
] [ <eth_jumbo_inpkts> ] [ <eth_storm_supp> ] [ <eth_runts> ] [ <eth_giants> ] [ <eth_crc> ] [ <eth_nobuf>
] [ <eth_inerr> ] [ <eth_frame> ] [ <eth_overrun> ] [ <eth_underrun> ] [ <eth_ignored> ] [ <eth_watchdog>
] [ <eth_bad_eth> ] [ <eth_bad_proto> ] [ <eth_in_ifdown_drops> ] [ <eth_dribble> ] [ <eth_indiscard> ] [
<eth_inpause> ] [ <eth_outucast> ] [ <eth_outmcast> ] [ <eth_outbcast> ] [ <eth_outpkts> ] [ <eth_outbytes>
] [ <eth_jumbo_outpkts> ] [ <eth_outerr> ] [ <eth_coll> ] [ <eth_deferred> ] [ <eth_latecoll> ] [
<eth_lostcarrier> ] [ <eth_nocarrier> ] [ <eth_babbles> ] [ <eth_outdiscard> ] [ <eth_outpause> ] <switchport>
]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatifeth

(Optional) Show info of interface skipping statsquick

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Interface statestate
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(Optional) Interface state reason detailedstate_rsn_desc

(Optional) Interface state reasonstate_rsn

(Optional) State reason facilityeth_rsn_fac

(Optional) State reason codeeth_rsn_code

(Optional) admin stateadmin_state

(Optional) Interface ownershipshare_state

(Optional) parent interfaceparent_interface

(Optional) VPC statusvpc_status

(Optional) Belongs to bundleeth_bundle

(Optional) HW descriptioneth_hw_desc

(Optional) HW addresseth_hw_addr

(Optional) bia addresseth_bia_addr

(Optional) Interface descriptiondesc

(Optional) IP Addresseth_ip_addr

(Optional) IP address masketh_ip_mask

(Optional) IP address prefixeth_ip_prefix

(Optional) MTUeth_mtu

(Optional) Bandwidtheth_bw

(Optional) Delayeth_dly

(Optional) Reliabilityeth_reliability

(Optional) Tx loadeth_txload

(Optional) Rx loadeth_rxload

(Optional) Encapsulation Vlaneth_encap_vlan

(Optional) medium typemedium

(Optional) Port modeeth_mode

(Optional) Duplexeth_duplex

(Optional) Speedeth_speed

(Optional) Media typeeth_media

(Optional) Beaconeth_beacon

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
683

All Show Commands
show interface



(Optional) Autonegotiationeth_autoneg

(Optional) Input flowcontroleth_in_flowctrl

(Optional) Output flowcontroleth_out_flowctrl

(Optional) Mdixeth_mdix

(Optional) Rate modeeth_ratemode

(Optional) Switchport Monitoreth_swt_monitor

(Optional) EtherTypeeth_ethertype

(Optional) EEE stateeth_eee_state

(Optional) Admin FEC stateeth_admin_fec_state

(Optional) Oper FEC stateeth_oper_fec_state

(Optional) Members in this channeleth_members

(Optional) Last link flappedeth_link_flapped

(Optional) Last clearing of show interface counterseth_clear_counters

(Optional) Interface resetseth_reset_cntr

(Optional) interval 1 timer value in seceth_load_interval1_rx

(Optional) interval 1 input rate bits/seceth_inrate1_bits

(Optional) interval 1 input rate pkts/seceth_inrate1_pkts

(Optional) interval 1 timer value in seceth_load_interval1_tx

(Optional) interval 1 output rate bits/seceth_outrate1_bits

(Optional) interval 1 output rate pkts/seceth_outrate1_pkts

(Optional) interval 1 input rate bit summaryeth_inrate1_summary_bits

(Optional) interval 1 input rate pkt summaryeth_inrate1_summary_pkts

(Optional) interval 1 output rate bit summaryeth_outrate1_summary_bits

(Optional) interval 1 output rate pkt summaryeth_outrate1_summary_pkts

(Optional) interval 2 timer value in seceth_load_interval2_rx

(Optional) interval 2 input rate bits/seceth_inrate2_bits

(Optional) interval 2 input rate pkts/seceth_inrate2_pkts

(Optional) interval 2 timer value in seceth_load_interval2_tx

(Optional) interval 2 output rate bits/seceth_outrate2_bits
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(Optional) interval 2 output rate pkts/seceth_outrate2_pkts

(Optional) interval 2 input rate bit summaryeth_inrate2_summary_bits

(Optional) interval 2 input rate pkt summaryeth_inrate2_summary_pkts

(Optional) interval 2 output rate bit summaryeth_outrate2_summary_bits

(Optional) interval 2 output rate pkt summaryeth_outrate2_summary_pkts

(Optional) interval 3 timer value in seceth_load_interval3_rx

(Optional) interval 3 input rate bits/seceth_inrate3_bits

(Optional) interval 3 input rate pkts/seceth_inrate3_pkts

(Optional) interval 3 timer value in seceth_load_interval3_tx

(Optional) interval 3 output rate bits/seceth_outrate3_bits

(Optional) interval 3 output rate pkts/seceth_outrate3_pkts

(Optional) interval 3 input rate bit summaryeth_inrate3_summary_bits

(Optional) interval 3 input rate pkt summaryeth_inrate3_summary_pkts

(Optional) interval 3 output rate bit summaryeth_outrate3_summary_bits

(Optional) interval 3 output rate pkt summaryeth_outrate3_summary_pkts

(Optional) L2 switched ucast pktseth_l2_ucastpkts

(Optional) L2 switched ucast byteseth_l2_ucastbytes

(Optional) L2 switched mcast pktseth_l2_mcastpkts

(Optional) L2 switched mcast byteseth_l2_mcastbytes

(Optional) L2 switched bcast pktseth_l2_bcastpkts

(Optional) L2 switched bcast byteseth_l2_bcastbytes

(Optional) L3 in switched ucast pktseth_l3in_ucastpkts

(Optional) L3 in switched ucast byteseth_l3in_ucastbytes

(Optional) L3 in switched mcast pktseth_l3in_mcastpkts

(Optional) L3 in switched mcast byteseth_l3in_mcastbytes

(Optional) L3 in switched bcast pktseth_l3in_bcastpkts

(Optional) L3 in switched bcast byteseth_l3in_bcastbytes

(Optional) L3 out switched ucast pktseth_l3out_ucastpkts

(Optional) L3 out switched ucast byteseth_l3out_ucastbytes
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(Optional) L3 out switched mcast pktseth_l3out_mcastpkts

(Optional) L3 out switched mcast byteseth_l3out_mcastbytes

(Optional) L3 out switched bcast pktseth_l3out_bcastpkts

(Optional) L3 out switched bcast byteseth_l3out_bcastbytes

(Optional) L3 in routed pktseth_l3in_routed_pkts

(Optional) L3 in routed byteseth_l3in_routed_bytes

(Optional) L3 out routed pktseth_l3out_routed_pkts

(Optional) L3 out routed byteseth_l3out_routed_bytes

(Optional) Load interval 1 L3 average in switched byteseth_l3avg1_inbytes

(Optional) Load interval 1 L3 average in switched pktseth_l3avg1_inpkts

(Optional) Load interval 1 L3 average out switched byteseth_l3avg1_outbytes

(Optional) Load interval 1 L3 average out switched pktseth_l3avg1_outpkts

(Optional) Unicastseth_inucast

(Optional) Multicastseth_inmcast

(Optional) Broadcastseth_inbcast

(Optional) Packets inputeth_inpkts

(Optional) Bytes inputeth_inbytes

(Optional) Incoming jumbo pktseth_jumbo_inpkts

(Optional) storm suppressioneth_storm_supp

(Optional) runtseth_runts

(Optional) giantseth_giants

(Optional) CRCeth_crc

(Optional) No buffer receivedeth_nobuf

(Optional) input errorseth_inerr

(Optional) frameeth_frame

(Optional) overruneth_overrun

(Optional) underrunseth_underrun

(Optional) ignoredeth_ignored

(Optional) watchdogeth_watchdog
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(Optional) bad ether type dropeth_bad_eth

(Optional) bad protocol dropseth_bad_proto

(Optional) Input if-down dropseth_in_ifdown_drops

(Optional) input packets with dribble conditioneth_dribble

(Optional) discardseth_indiscard

(Optional) pause inputeth_inpause

(Optional) Unicastseth_outucast

(Optional) Multicastseth_outmcast

(Optional) Broadcastseth_outbcast

(Optional) packets outputeth_outpkts

(Optional) bytes outputeth_outbytes

(Optional) Outgoing jumbo pktseth_jumbo_outpkts

(Optional) output errorseth_outerr

(Optional) collisionseth_coll

(Optional) deferredeth_deferred

(Optional) late collisioneth_latecoll

(Optional) lost carriereth_lostcarrier

(Optional) no carriereth_nocarrier

(Optional) babbleseth_babbles

(Optional) output discardeth_outdiscard

(Optional) PAUSE outputeth_outpause

(Optional) Switchport enabledswitchport

Command Mode

• /exec
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show interface
show interface <ifid> [ brief | quick ] [ __readonly__ TABLE_interface <interface> [ <desc> ] [ <svi_if_index>
] [ <svi_admin_state> ] [ <oper_state> ] [ <svi_rsn_desc> ] [ <svi_line_proto> ] [ <svi_hw> ] [ <svi_mac> ]
[ <svi_desc> ] [ <svi_ip_addr> ] [ <svi_ip_mask> ] [ <svi_mtu> ] [ <svi_bw> ] [ <svi_delay> ] [ <vlan_id>
] [ <type> ] [ <svi_tx_load> ] [ <svi_rx_load> ] [ <svi_carrier_delay_sec> ] [ <svi_carrier_delay_msec> ] [
<svi_arp_type> ] [ <svi_arp_timeout> ] [ <svi_time_last_cleared> ] { [ TABLE_sec_vlan ] [ <sec_vlan> ] [
<sec_vlan_type> ] } [ <eth_load_interval1_rx> ] [ <eth_inrate1_bits> ] [ <eth_inrate1_pkts> ] [
<eth_load_interval1_tx> ] [ <eth_outrate1_bits> ] [ <eth_outrate1_pkts> ] [ <eth_inrate1_summary_bits> ]
[ <eth_inrate1_summary_pkts> ] [ <eth_outrate1_summary_bits> ] [ <eth_outrate1_summary_pkts> ] [
<eth_load_interval2_rx> ] [ <eth_inrate2_bits> ] [ <eth_inrate2_pkts> ] [ <eth_load_interval2_tx> ] [
<eth_outrate2_bits> ] [ <eth_outrate2_pkts> ] [ <eth_inrate2_summary_bits> ] [ <eth_inrate2_summary_pkts>
] [ <eth_outrate2_summary_bits> ] [ <eth_outrate2_summary_pkts> ] [ <eth_load_interval3_rx> ] [
<eth_inrate3_bits> ] [ <eth_inrate3_pkts> ] [ <eth_load_interval3_tx> ] [ <eth_outrate3_bits> ] [
<eth_outrate3_pkts> ] [ <eth_inrate3_summary_bits> ] [ <eth_inrate3_summary_pkts> ] [
<eth_outrate3_summary_bits> ] [ <eth_outrate3_summary_pkts> ] [ <eth_l2_ucastpkts> ] [ <eth_l2_ucastbytes>
] [ <eth_l2_mcastpkts> ] [ <eth_l2_mcastbytes> ] [ <eth_l2_bcastpkts> ] [ <eth_l2_bcastbytes> ] [
<eth_l3in_ucastpkts> ] [ <eth_l3in_ucastbytes> ] [ <eth_l3in_mcastpkts> ] [ <eth_l3in_mcastbytes> ] [
<eth_l3in_bcastpkts> ] [ <eth_l3in_bcastbytes> ] [ <eth_l3out_ucastpkts> ] [ <eth_l3out_ucastbytes> ] [
<eth_l3out_mcastpkts> ] [ <eth_l3out_mcastbytes> ] [ <eth_l3out_bcastpkts> ] [ <eth_l3out_bcastbytes> ] [
<eth_l3in_routed_pkts> ] [ <eth_l3in_routed_bytes> ] [ <eth_l3out_routed_pkts> ] [ <eth_l3out_routed_bytes>
] [ <eth_l3avg1_inbytes> ] [ <eth_l3avg1_inpkts> ] [ <eth_l3avg1_outbytes> ] [ <eth_l3avg1_outpkts> ] [
<eth_l3avg2_inbytes> ] [ <eth_l3avg2_inpkts> ] [ <eth_l3avg2_outbytes> ] [ <eth_l3avg2_outpkts> ] [
<eth_l3avg3_inbytes> ] [ <eth_l3avg3_inpkts> ] [ <eth_l3avg3_outbytes> ] [ <eth_l3avg3_outpkts> ] [
<eth_inpkts> ] [ <eth_inbytes> ] [ <eth_nobuf> ] [ <eth_inbcast> ] [ <eth_inmcast> ] [ <eth_inucast> ] [
<eth_ingiants> ] [ <eth_ipmcast> ] [ <eth_inhw_switched> ] [ <eth_insw_switched> ] [ <eth_runts> ] [
<eth_storm_supp> ] [ <eth_throtles> ] [ <eth_inerr> ] [ <eth_crc> ] [ <eth_ecc> ] [ <eth_frame> ] [
<eth_overrun> ] [ <eth_ignored> ] [ <eth_watchdog> ] [ <eth_outbcast> ] [ <eth_outmcast> ] [ <eth_outucast>
] [ <eth_outgiants> ] [ <eth_inpause> ] [ <eth_dribble> ] [ <eth_in_ifdown_drops> ] [ <eth_bad_eth> ] [
<eth_bad_proto> ] [ <eth_outpkts> ] [ <eth_outbytes> ] [ <eth_underrun> ] [ <eth_outhw_switched> ] [
<eth_outsw_switched> ] [ <eth_outerr> ] [ <eth_coll> ] [ <eth_resets> ] [ <eth_babbles> ] [ <eth_latecoll> ]
[ <eth_deferred> ] [ <eth_lostcarrier> ] [ <eth_nocarrier> ] [ <eth_outpause> ] [ <eth_buffail> ] [
<eth_bufswapped> ] [ <eth_arpdrops> ] [ <eth_out_ifdown_drops> ] [ <eth_single_coll> ] [ <eth_multi_coll>
] [ <eth_excess_coll> ] [ <eth_jabbers> ] [ <eth_shortframe> ] [ <eth_indiscard> ] [ <eth_bad_encap> ] [
<eth_outcrc> ] [ <eth_symbol> ] [ <eth_out_drops> ] [ <eth_sqetest> ] [ <eth_inb64> ] [ <eth_inb65_127>
] [ <eth_inb128_255> ] [ <eth_inb256_511> ] [ <eth_inb512_1023> ] [ <eth_inb1024_1518> ] [
<eth_inb1519_1548> ] [ <eth_intrunk> ] [ <eth_outb64> ] [ <eth_outb65_127> ] [ <eth_outb128_255> ] [
<eth_outb256_511> ] [ <eth_outb512_1023> ] [ <eth_outb1024_1518> ] [ <eth_outb1519_1548> ] [
<eth_outtrunk> ] [ <eth_bpdu_outlost> ] [ <eth_cos0_outlost> ] [ <eth_cos1_outlost> ] [ <eth_cos2_outlost>
] [ <eth_cos3_outlost> ] [ <eth_cos4_outlost> ] [ <eth_cos5_outlost> ] [ <eth_cos6_outlost> ] [
<eth_cos7_outlost> ] [ <eth_fcoe_in_pkts> ] [ <eth_fcoe_in_octets> ] [ <eth_fcoe_out_pkts> ] [
<eth_fcoe_out_octets> ] [ <eth_nfcoe_in_pkts> ] [ <eth_nfcoe_in_octets> ] [ <eth_nfcoe_out_pkts> ] [
<eth_nfcoe_out_octets> ] [ <eth_eee_atx_lpi_msec> ] [ <eth_eee_arcv_lpi_msec> ] [
<eth_eee_atx_lpi_transitions> ] [ <eth_eee_arcv_lpi_transitions> ] [ <eth_phy_ber_count> ] [
<eth_phy_errblks_count> ] [ <svi_routed_pkts_in> ] [ <svi_routed_bytes_in> ] [ <svi_routed_pkts_out> ] [
<svi_routed_bytes_out> ] [ <svi_ucast_pkts_in> ] [ <svi_ucast_bytes_in> ] [ <svi_mcast_pkts_in> ] [
<svi_mcast_bytes_in> ] [ <svi_ucast_pkts_out> ] [ <svi_ucast_bytes_out> ] [ <svi_mcast_pkts_out> ] [
<svi_mcast_bytes_out> ] [ <svi_ipv4_ucast_pkts_in> ] [ <svi_ipv4_ucast_bytes_in> ] [
<svi_ipv4_ucast_pkts_out> ] [ <svi_ipv4_ucast_bytes_out> ] [ <svi_ipv4_mcast_pkts_in> ] [
<svi_ipv4_mcast_bytes_in> ] [ <svi_ipv4_mcast_pkts_out> ] [ <svi_ipv4_mcast_bytes_out> ] [
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<svi_ipv6_ucast_pkts_in> ] [ <svi_ipv6_ucast_bytes_in> ] [ <svi_ipv6_ucast_pkts_out> ] [
<svi_ipv6_ucast_bytes_out> ] [ <svi_ipv6_mcast_pkts_in> ] [ <svi_ipv6_mcast_bytes_in> ] [
<svi_ipv6_mcast_pkts_out> ] [ <svi_ipv6_mcast_bytes_out> ] [ <svi_average_input_bits> ] [
<svi_average_input_packets> ] [ <svi_average_output_bits> ] [ <svi_average_output_packets> ] [
<svi_rate_in_mins> ] [ <svi_reliability> ] <switchport> ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatifid

(Optional) Show brief info of interfacebrief

(Optional) Show info of interface skipping statsquick

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Interface descriptiondesc

(Optional) Switchport enabledswitchport

(Optional) Interfacesvi_if_index

(Optional)svi_admin_state

(Optional)oper_state

(Optional) Interface state reason detailedsvi_rsn_desc

(Optional)svi_line_proto

(Optional) Hardwaresvi_hw

(Optional) Addresssvi_mac

(Optional) Interface Descriptionsvi_desc

(Optional) IP Addresssvi_ip_addr

(Optional) IP address masksvi_ip_mask

(Optional) MTU size in bytessvi_mtu

(Optional) Bandwidth in kilobitssvi_bw

(Optional) Throughput delay (tens of microseconds)svi_delay

(Optional) Vlanvlan_id

(Optional) typetype
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(Optional) Tx Loadsvi_tx_load

(Optional) Rx Loadsvi_rx_load

(Optional) carrier delay value in secondssvi_carrier_delay_sec

(Optional) carrier delay value in milli-secondssvi_carrier_delay_msec

(Optional) ARP typesvi_arp_type

(Optional) ARP timeout valuesvi_arp_timeout

(Optional) Time last clearedsvi_time_last_cleared

(Optional) secondary vlansTABLE_sec_vlan

(Optional) vlan idsec_vlan

(Optional) secondary vlan typesec_vlan_type

(Optional) interval 1 timer value in seceth_load_interval1_rx

(Optional) interval 1 input rate bits/seceth_inrate1_bits

(Optional) interval 1 input rate pkts/seceth_inrate1_pkts

(Optional) interval 1 timer value in seceth_load_interval1_tx

(Optional) interval 1 output rate bits/seceth_outrate1_bits

(Optional) interval 1 output rate pkts/seceth_outrate1_pkts

(Optional) interval 1 input rate bit summaryeth_inrate1_summary_bits

(Optional) interval 1 input rate pkt summaryeth_inrate1_summary_pkts

(Optional) interval 1 output rate bit summaryeth_outrate1_summary_bits

(Optional) interval 1 output rate pkt summaryeth_outrate1_summary_pkts

(Optional) interval 2 timer value in seceth_load_interval2_rx

(Optional) interval 2 input rate bits/seceth_inrate2_bits

(Optional) interval 2 input rate pkts/seceth_inrate2_pkts

(Optional) interval 2 timer value in seceth_load_interval2_tx

(Optional) interval 2 output rate bits/seceth_outrate2_bits

(Optional) interval 2 output rate pkts/seceth_outrate2_pkts

(Optional) interval 2 input rate bit summaryeth_inrate2_summary_bits

(Optional) interval 2 input rate pkt summaryeth_inrate2_summary_pkts

(Optional) interval 2 output rate bit summaryeth_outrate2_summary_bits
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(Optional) interval 2 output rate pkt summaryeth_outrate2_summary_pkts

(Optional) interval 3 timer value in seceth_load_interval3_rx

(Optional) interval 3 input rate bits/seceth_inrate3_bits

(Optional) interval 3 input rate pkts/seceth_inrate3_pkts

(Optional) interval 3 timer value in seceth_load_interval3_tx

(Optional) interval 3 output rate bits/seceth_outrate3_bits

(Optional) interval 3 output rate pkts/seceth_outrate3_pkts

(Optional) interval 3 input rate bit summaryeth_inrate3_summary_bits

(Optional) interval 3 input rate pkt summaryeth_inrate3_summary_pkts

(Optional) interval 3 output rate bit summaryeth_outrate3_summary_bits

(Optional) interval 3 output rate pkt summaryeth_outrate3_summary_pkts

(Optional) L2 switched ucast pktseth_l2_ucastpkts

(Optional) L2 switched ucast byteseth_l2_ucastbytes

(Optional) L2 switched mcast pktseth_l2_mcastpkts

(Optional) L2 switched mcast byteseth_l2_mcastbytes

(Optional) L2 switched bcast pktseth_l2_bcastpkts

(Optional) L2 switched bcast byteseth_l2_bcastbytes

(Optional) IPv4 L3 in switched ucast pktseth_l3in_ucastpkts

(Optional) IPv4 L3 in switched ucast byteseth_l3in_ucastbytes

(Optional) IPv4 L3 in switched mcast pktseth_l3in_mcastpkts

(Optional) IPv4 L3 in switched mcast byteseth_l3in_mcastbytes

(Optional) L3 in switched bcast pktseth_l3in_bcastpkts

(Optional) L3 in switched bcast byteseth_l3in_bcastbytes

(Optional) IPv4 L3 out switched ucast pktseth_l3out_ucastpkts

(Optional) IPv4 L3 out switched ucast byteseth_l3out_ucastbytes

(Optional) IPv4 L3 out switched mcast pktseth_l3out_mcastpkts

(Optional) IPv4 L3 out switched mcast byteseth_l3out_mcastbytes

(Optional) L3 out switched bcast pktseth_l3out_bcastpkts

(Optional) L3 out switched bcast byteseth_l3out_bcastbytes
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(Optional) L3 in routed pktseth_l3in_routed_pkts

(Optional) L3 in routed byteseth_l3in_routed_bytes

(Optional) L3 out routed pktseth_l3out_routed_pkts

(Optional) L3 out routed byteseth_l3out_routed_bytes

(Optional) Load interval 1 L3 average in switched byteseth_l3avg1_inbytes

(Optional) Load interval 1 L3 average in switched pktseth_l3avg1_inpkts

(Optional) Load interval 1 L3 average out switched byteseth_l3avg1_outbytes

(Optional) Load interval 1 L3 average out switched pktseth_l3avg1_outpkts

(Optional) Load interval 2 L3 average in switched byteseth_l3avg2_inbytes

(Optional) Load interval 2 L3 average in switched pktseth_l3avg2_inpkts

(Optional) Load interval 2 L3 average out switched byteseth_l3avg2_outbytes

(Optional) Load interval 2 L3 average out switched pktseth_l3avg2_outpkts

(Optional) Load interval 3 L3 average in switched byteseth_l3avg3_inbytes

(Optional) Load interval 3 L3 average in switched pktseth_l3avg3_inpkts

(Optional) Load interval 3 L3 average out switched byteseth_l3avg3_outbytes

(Optional) Load interval 3 L3 average out switched pktseth_l3avg3_outpkts

(Optional) Packets inputeth_inpkts

(Optional) Bytes inputeth_inbytes

(Optional) No buffer receivedeth_nobuf

(Optional) Broadcastseth_inbcast

(Optional) Multicastseth_inmcast

(Optional) Unicastseth_inucast

(Optional) giantseth_ingiants

(Optional) IP multicasteth_ipmcast

(Optional) Input H/W Switchedeth_inhw_switched

(Optional) Input S/W Switchedeth_insw_switched

(Optional) runtseth_runts

(Optional) storm suppressioneth_storm_supp

(Optional) throttleseth_throtles
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(Optional) input errorseth_inerr

(Optional) CRCeth_crc

(Optional) ECCeth_ecc

(Optional) frameeth_frame

(Optional) overruneth_overrun

(Optional) ignoredeth_ignored

(Optional) watchdogeth_watchdog

(Optional) Broadcastseth_outbcast

(Optional) Multicastseth_outmcast

(Optional) Unicastseth_outucast

(Optional) giantseth_outgiants

(Optional) pause inputeth_inpause

(Optional) input packets with dribble conditioneth_dribble

(Optional) Input if-down dropseth_in_ifdown_drops

(Optional) bad ether type dropeth_bad_eth

(Optional) bad protocol dropseth_bad_proto

(Optional) packets outputeth_outpkts

(Optional) bytes outputeth_outbytes

(Optional) underrunseth_underrun

(Optional) Out H/W Switchedeth_outhw_switched

(Optional) Out S/W Switchedeth_outsw_switched

(Optional) output errorseth_outerr

(Optional) collisionseth_coll

(Optional) interface resetseth_resets

(Optional) babbleseth_babbles

(Optional) late collisioneth_latecoll

(Optional) deferredeth_deferred

(Optional) lost carriereth_lostcarrier

(Optional) no carriereth_nocarrier
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(Optional) PAUSE outputeth_outpause

(Optional) output buffer failureseth_buffail

(Optional) output buffers swapped outeth_bufswapped

(Optional) arp dropseth_arpdrops

(Optional) Output if-down dropseth_out_ifdown_drops

(Optional) single collisionseth_single_coll

(Optional) multi collisionseth_multi_coll

(Optional) excessive collisionseth_excess_coll

(Optional) jabberseth_jabbers

(Optional) short frameseth_shortframe

(Optional) discardseth_indiscard

(Optional) bad encapsulationeth_bad_encap

(Optional) Output CRCeth_outcrc

(Optional) symbol errorseth_symbol

(Optional) output dropseth_out_drops

(Optional) SQE testeth_sqetest

(Optional) input pkts between 0 and 64 byteseth_inb64

(Optional) input pkts between 65 and 127 byteseth_inb65_127

(Optional) input pkts between 128 and 255 byteseth_inb128_255

(Optional) input pkts between 256 and 511 byteseth_inb256_511

(Optional) input pkts between 512 and 1023 byteseth_inb512_1023

(Optional) input pkts between 1024 and 1518 byteseth_inb1024_1518

(Optional) input pkts between 1519 and 1548 byteseth_inb1519_1548

(Optional) input trunk pktseth_intrunk

(Optional) output pkts between 0 and 64 byteseth_outb64

(Optional) output pkts between 65 and 127 byteseth_outb65_127

(Optional) output pkts between 128 and 255 byteseth_outb128_255

(Optional) output pkts between 256 and 511 byteseth_outb256_511

(Optional) output pkts between 512 and 1023 byteseth_outb512_1023
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(Optional) output pkts between 1024 and 1518 byteseth_outb1024_1518

(Optional) output pkts between 1519 and 1548 byteseth_outb1519_1548

(Optional) output trunk pktseth_outtrunk

(Optional) BPDU output losteth_bpdu_outlost

(Optional) output pktseth_cos0_outlost

(Optional) output pktseth_cos1_outlost

(Optional) output pktseth_cos2_outlost

(Optional) output pktseth_cos3_outlost

(Optional) output pktseth_cos4_outlost

(Optional) output pktseth_cos5_outlost

(Optional) output pktseth_cos6_outlost

(Optional) output pktseth_cos7_outlost

(Optional) fcoe in pktseth_fcoe_in_pkts

(Optional) fcoe in octetseth_fcoe_in_octets

(Optional) fcoe out pktseth_fcoe_out_pkts

(Optional) fcoe out octetseth_fcoe_out_octets

(Optional) nfcoe in pktseth_nfcoe_in_pkts

(Optional) nfcoe in octetseth_nfcoe_in_octets

(Optional) nfcoe out pktseth_nfcoe_out_pkts

(Optional) nfcoe out octetseth_nfcoe_out_octets

(Optional) Tx Lpi useceth_eee_atx_lpi_msec

(Optional) Rx Lpi useceth_eee_arcv_lpi_msec

(Optional) Tx Lpi requestseth_eee_atx_lpi_transitions

(Optional) Rx Lpi indicationseth_eee_arcv_lpi_transitions

(Optional) Bit error rate countereth_phy_ber_count

(Optional) Errored blocks countereth_phy_errblks_count

(Optional) Reliabilitysvi_reliability

Command Mode

• /exec
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show interface
show interface <ifmgmt> [ __readonly__ TABLE_interface <interface> <state> [ <state_rsn_desc> ] [
<state_rsn> ] [ <eth_rsn_fac> ] [ <eth_rsn_code> ] [ <share_state> ] [ <eth_bundle> ] [ <eth_dce_mode> ] [
<vpc_status> ] [ <eth_hw_desc> ] [ <eth_hw_addr> ] [ <eth_bia_addr> ] [ <desc> ] [ <eth_ip_addr> ] [
<eth_ip_mask> ] [ <eth_ip_prefix> ] [ <eth_mtu> ] [ <eth_bw> ] [ <eth_encap_vlan> ] [ <eth_dly> ] [
<eth_reliability> ] [ <eth_txload> ] [ <eth_rxload> ] [ <eth_loopback> ] [ <eth_keepalive> ] [ <eth_duplex>
] [ <eth_speed> ] [ <eth_mode> ] [ <eth_ratemode> ] [ <eth_autoneg> ] [ <eth_beacon> ] [ <eth_media> ] [
<eth_in_flowctrl> ] [ <eth_out_flowctrl> ] [ <eth_mdix> ] [ <eth_swt_monitor> ] [ <eth_ethertype> ] [
<eth_members> ] [ <eth_clk_mode> ] [ <eth_arp_type> ] [ <eth_arp_timeout> ] [ <eth_last_in> ] [
<eth_last_out> ] [ <eth_out_hang> ] [ <eth_clear_counters> ] [ <eth_link_flapped> ] [ <eth_inq_size> ] [
<eth_inq_max> ] [ <eth_inq_drops> ] [ <eth_inq_flush> ] [ <eth_out_drop> ] [ <eth_q_strategy> ] [
<eth_outq_size> ] [ <eth_outq_max> ] [ <eth_reset_cntr> ] [ <mgmt_hw_desc> ] [ <mgmt_hw_addr> ] [
<mgmt_ip_addr> ] [ <mgmt_ip_mask> ] [ <mgmt_mtu> ] [ <mgmt_speed> ] [ <mgmt_duplex> ] [
<vdc_lvl_in_avg_bits> ] [ <vdc_lvl_in_avg_pkts> ] [ <vdc_lvl_out_avg_bits> ] [ <vdc_lvl_out_avg_pkts>
] [ <vdc_lvl_in_pkts> ] [ <vdc_lvl_in_ucast> ] [ <vdc_lvl_in_mcast> ] [ <vdc_lvl_in_bcast> ] [
<vdc_lvl_in_bytes> ] [ <vdc_lvl_in_bps> ] [ <vdc_lvl_in_pps> ] [ <vdc_lvl_out_pkts> ] [ <vdc_lvl_out_ucast>
] [ <vdc_lvl_out_mcast> ] [ <vdc_lvl_out_bcast> ] [ <vdc_lvl_out_bytes> ] [ <vdc_lvl_out_bps> ] [
<vdc_lvl_out_pps> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatifmgmt

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Interface statestate

(Optional) Interface state reason detailedstate_rsn_desc

(Optional) Interface state reasonstate_rsn

(Optional) State reason facilityeth_rsn_fac

(Optional) State reason codeeth_rsn_code

(Optional) Interface ownershipshare_state

(Optional) Belongs to bundleeth_bundle

(Optional) DCE mode descriptioneth_dce_mode

(Optional) VPC statusvpc_status

(Optional) HW descriptioneth_hw_desc

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
696

All Show Commands
show interface



(Optional) HW addresseth_hw_addr

(Optional) bia addresseth_bia_addr

(Optional) Interface descriptiondesc

(Optional) IP Addresseth_ip_addr

(Optional) IP address masketh_ip_mask

(Optional) IP address prefixeth_ip_prefix

(Optional) MTUeth_mtu

(Optional) Bandwidtheth_bw

(Optional) Encapsulation Vlaneth_encap_vlan

(Optional) Delayeth_dly

(Optional) Reliabilityeth_reliability

(Optional) Tx loadeth_txload

(Optional) Rx loadeth_rxload

(Optional) Loopbacketh_loopback

(Optional) Keepaliveeth_keepalive

(Optional) Duplexeth_duplex

(Optional) Speedeth_speed

(Optional) Port modeeth_mode

(Optional) Rate modeeth_ratemode

(Optional) Autonegotiationeth_autoneg

(Optional) Beaconeth_beacon

(Optional) Media typeeth_media

(Optional) Input flowcontroleth_in_flowctrl

(Optional) Output flowcontroleth_out_flowctrl

(Optional) Mdixeth_mdix

(Optional) Switchport Monitoreth_swt_monitor

(Optional) EtherTypeeth_ethertype

(Optional) Members in this channeleth_members

(Optional) Clock modeeth_clk_mode
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(Optional) ARP typeeth_arp_type

(Optional) ARP timeouteth_arp_timeout

(Optional) Last inputeth_last_in

(Optional) Last outputeth_last_out

(Optional) Last output hangeth_out_hang

(Optional) Last clearing of show interface counterseth_clear_counters

(Optional) Last link flappedeth_link_flapped

(Optional) Input queue sizeeth_inq_size

(Optional) Input queue maxeth_inq_max

(Optional) Input queue dropseth_inq_drops

(Optional) Input queue flusheseth_inq_flush

(Optional) Output dropseth_out_drop

(Optional) Queueing strategyeth_q_strategy

(Optional) Output queue sizeeth_outq_size

(Optional) Output queue maxeth_outq_max

(Optional) Interface resetseth_reset_cntr

(Optional) HW descriptionmgmt_hw_desc

(Optional) HW addressmgmt_hw_addr

(Optional) IP addressmgmt_ip_addr

(Optional) IP address maskmgmt_ip_mask

(Optional) MTUmgmt_mtu

(Optional) Speedmgmt_speed

(Optional) Duplexmgmt_duplex

(Optional) VDC level average input bitsvdc_lvl_in_avg_bits

(Optional) VDC level average input packetsvdc_lvl_in_avg_pkts

(Optional) VDC level average output bitsvdc_lvl_out_avg_bits

(Optional) VDC level average output packetsvdc_lvl_out_avg_pkts

(Optional) VDC level input packetsvdc_lvl_in_pkts

(Optional) VDC level input unicast packetsvdc_lvl_in_ucast
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(Optional) VDC level input multicast packetsvdc_lvl_in_mcast

(Optional) VDC level input broadcast packetsvdc_lvl_in_bcast

(Optional) VDC level input bytesvdc_lvl_in_bytes

(Optional) VDC level input bytes per secondvdc_lvl_in_bps

(Optional) VDC level input packets per secondvdc_lvl_in_pps

(Optional) VDC level output packetsvdc_lvl_out_pkts

(Optional) VDC level output unicast packetsvdc_lvl_out_ucast

(Optional) VDC level output multicast packetsvdc_lvl_out_mcast

(Optional) VDC level output broadcast packetsvdc_lvl_out_bcast

(Optional) VDC level output bytesvdc_lvl_out_bytes

(Optional) VDC level output bytes per secondvdc_lvl_out_bps

(Optional) VDC level output packets per secondvdc_lvl_out_pps

Command Mode

• /exec
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show interface
show interface [ controller | quick ] [ __readonly__ TABLE_interface <interface> [ <state> ] [ <state_rsn_desc>
] [ <state_rsn> ] [ <eth_rsn_fac> ] [ <eth_rsn_code> ] [ <admin_state> ] [ <share_state> ] [ <parent_interface>
] [ <vpc_status> ] [ <eth_bundle> ] [ <eth_hw_desc> ] [ <eth_hw_addr> ] [ <eth_bia_addr> ] [ <desc> ] [
<eth_ip_addr> ] [ <eth_ip_mask> ] [ <eth_ip_prefix> ] [ <eth_mtu> ] [ <eth_bw> ] [ <eth_dly> ] [
<eth_reliability> ] [ <eth_txload> ] [ <eth_rxload> ] [ <eth_encap_vlan> ] [ <medium> ] [ <eth_mode> ] [
<eth_duplex> ] [ <eth_speed> ] [ <eth_media> ] [ <eth_beacon> ] [ <eth_autoneg> ] [ <eth_in_flowctrl> ] [
<eth_out_flowctrl> ] [ <eth_mdix> ] [ <eth_ratemode> ] [ <eth_swt_monitor> ] [ <eth_ethertype> ] [
<eth_eee_state> ] [ <eth_admin_fec_state> ] [ <eth_oper_fec_state> ] [ <eth_members> ] [ <eth_link_flapped>
] [ <eth_clear_counters> ] [ <eth_reset_cntr> ] [ <eth_load_interval1_rx> ] [ <eth_inrate1_bits> ] [
<eth_inrate1_pkts> ] [ <eth_load_interval1_tx> ] [ <eth_outrate1_bits> ] [ <eth_outrate1_pkts> ] [
<eth_inrate1_summary_bits> ] [ <eth_inrate1_summary_pkts> ] [ <eth_outrate1_summary_bits> ] [
<eth_outrate1_summary_pkts> ] [ <eth_load_interval2_rx> ] [ <eth_inrate2_bits> ] [ <eth_inrate2_pkts> ] [
<eth_load_interval2_tx> ] [ <eth_outrate2_bits> ] [ <eth_outrate2_pkts> ] [ <eth_inrate2_summary_bits> ]
[ <eth_inrate2_summary_pkts> ] [ <eth_outrate2_summary_bits> ] [ <eth_outrate2_summary_pkts> ] [
<eth_load_interval3_rx> ] [ <eth_inrate3_bits> ] [ <eth_inrate3_pkts> ] [ <eth_load_interval3_tx> ] [
<eth_outrate3_bits> ] [ <eth_outrate3_pkts> ] [ <eth_inrate3_summary_bits> ] [ <eth_inrate3_summary_pkts>
] [ <eth_outrate3_summary_bits> ] [ <eth_outrate3_summary_pkts> ] [ <eth_l2_ucastpkts> ] [
<eth_l2_ucastbytes> ] [ <eth_l2_mcastpkts> ] [ <eth_l2_mcastbytes> ] [ <eth_l2_bcastpkts> ] [
<eth_l2_bcastbytes> ] [ <eth_l3in_routed_pkts> ] [ <eth_l3in_routed_bytes> ] [ <eth_l3out_routed_pkts> ]
[ <eth_l3out_routed_bytes> ] [ <eth_l3in_ucastpkts> ] [ <eth_l3in_ucastbytes> ] [ <eth_l3in_mcastpkts> ] [
<eth_l3in_mcastbytes> ] [ <eth_l3in_bcastpkts> ] [ <eth_l3in_bcastbytes> ] [ <eth_l3out_ucastpkts> ] [
<eth_l3out_ucastbytes> ] [ <eth_l3out_mcastpkts> ] [ <eth_l3out_mcastbytes> ] [ <eth_l3out_bcastpkts> ] [
<eth_l3out_bcastbytes> ] [ <eth_l3avg1_inbytes> ] [ <eth_l3avg1_inpkts> ] [ <eth_l3avg1_outbytes> ] [
<eth_l3avg1_outpkts> ] [ <eth_inucast> ] [ <eth_inmcast> ] [ <eth_inbcast> ] [ <eth_inpkts> ] [ <eth_inbytes>
] [ <eth_jumbo_inpkts> ] [ <eth_storm_supp> ] [ <eth_runts> ] [ <eth_giants> ] [ <eth_crc> ] [ <eth_nobuf>
] [ <eth_inerr> ] [ <eth_frame> ] [ <eth_overrun> ] [ <eth_underrun> ] [ <eth_ignored> ] [ <eth_watchdog>
] [ <eth_bad_eth> ] [ <eth_bad_proto> ] [ <eth_in_ifdown_drops> ] [ <eth_dribble> ] [ <eth_indiscard> ] [
<eth_inpause> ] [ <eth_outucast> ] [ <eth_outmcast> ] [ <eth_outbcast> ] [ <eth_outpkts> ] [ <eth_outbytes>
] [ <eth_jumbo_outpkts> ] [ <eth_outerr> ] [ <eth_coll> ] [ <eth_deferred> ] [ <eth_latecoll> ] [
<eth_lostcarrier> ] [ <eth_nocarrier> ] [ <eth_babbles> ] [ <eth_outdiscard> ] [ <eth_outpause> ] [
<mgmt_hw_desc> ] [ <mgmt_hw_addr> ] [ <mgmt_ip_addr> ] [ <mgmt_ip_mask> ] [ <mgmt_mtu> ] [
<mgmt_speed> ] [ <mgmt_duplex> ] [ <vdc_lvl_in_avg_bits> ] [ <vdc_lvl_in_avg_pkts> ] [
<vdc_lvl_out_avg_bits> ] [ <vdc_lvl_out_avg_pkts> ] [ <vdc_lvl_in_pkts> ] [ <vdc_lvl_in_ucast> ] [
<vdc_lvl_in_mcast> ] [ <vdc_lvl_in_bcast> ] [ <vdc_lvl_in_bytes> ] [ <vdc_lvl_in_bps> ] [ <vdc_lvl_in_pps>
] [ <vdc_lvl_out_pkts> ] [ <vdc_lvl_out_ucast> ] [ <vdc_lvl_out_mcast> ] [ <vdc_lvl_out_bcast> ] [
<vdc_lvl_out_bytes> ] [ <vdc_lvl_out_bps> ] [ <vdc_lvl_out_pps> ] [ <mgmt_in_pkts> ] [ <mgmt_in_bytes>
] [ <mgmt_in_mcast> ] [ <mgmt_in_compressed> ] [ <mgmt_in_errors> ] [ <mgmt_in_frame> ] [
<mgmt_in_overrun> ] [ <mgmt_in_fifo> ] [ <mgmt_out_pkts> ] [ <mgmt_out_bytes> ] [
<mgmt_out_underruns> ] [ <mgmt_out_errors> ] [ <mgmt_out_collisions> ] [ <mgmt_out_fifo> ] [
<mgmt_out_carrier> ] [ <mgmt_align_err> ] [ <mgmt_fcs_err> ] [ <mgmt_xmit_err> ] [ <mgmt_rcv_err> ]
[ <mgmt_undersize> ] [ <mgmt_outdisc> ] [ <mgmt_single_col> ] [ <mgmt_multi_col> ] [ <mgmt_late_col>
] [ <mgmt_excess_col> ] [ <mgmt_carri_sen> ] [ <mgmt_runts> ] [ <mgmt_giants> ] [ <mgmt_sqetest_err>
] [ <mgmt_deferred_tx> ] [ <mgmt_inmactx_err> ] [ <mgmt_inmacrx_err> ] [ <mgmt_symbol_err> ] [
<loop_in_pkts> ] [ <loop_in_bytes> ] [ <loop_in_mcast> ] [ <loop_in_compressed> ] [ <loop_in_errors> ]
[ <loop_in_frame> ] [ <loop_in_overrun> ] [ <loop_in_fifo> ] [ <loop_out_pkts> ] [ <loop_out_bytes> ] [
<loop_out_underruns> ] [ <loop_out_errors> ] [ <loop_out_collisions> ] [ <loop_out_fifo> ] [
<loop_out_carriers> ] <admin-state> { <tunnel-ipv4> | <tunnel-ipv6> } <mtu> <bandwidth> <encap-type>
<keepalive-period> <keepalive-retries> { <src-ipv4> | <src-ipv6> } <src-intf> { <dest-ipv4> | <dest-ipv6> }
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<dest-hostname><vrf_name><wccp_header> <ttl_val> <tunnel_pmtud_age_time><tunnel_pmtud_min_mtu>
<tunnel_pmtud> <tunnel_pgm_mtu> <tunnel_rx_pkt_count> <tunnel_rx_byte_count> <tunnel_rx_rate>
<tunnel_tx_pkt_count> <tunnel_tx_byte_count> <tunnel_tx_rate> <tunnel_clear_counter> [ <svi_if_index>
] [ <svi_admin_state> ] [ <oper_state> ] [ <svi_rsn_desc> ] [ <svi_line_proto> ] [ <svi_hw> ] [ <svi_mac> ]
[ <svi_desc> ] [ <svi_ip_addr> ] [ <svi_ip_mask> ] [ <svi_mtu> ] [ <svi_bw> ] [ <svi_delay> ] [ <vlan_id>
] [ <type> ] [ <svi_tx_load> ] [ <svi_rx_load> ] [ <svi_carrier_delay_sec> ] [ <svi_carrier_delay_msec> ] [
<svi_arp_type> ] [ <svi_arp_timeout> ] [ <svi_time_last_cleared> ] { [ TABLE_sec_vlan ] [ <sec_vlan> ] [
<sec_vlan_type> ] } [ <svi_routed_pkts_in> ] [ <svi_routed_bytes_in> ] [ <svi_routed_pkts_out> ] [
<svi_routed_bytes_out> ] [ <svi_ucast_pkts_in> ] [ <svi_ucast_bytes_in> ] [ <svi_mcast_pkts_in> ] [
<svi_mcast_bytes_in> ] [ <svi_ucast_pkts_out> ] [ <svi_ucast_bytes_out> ] [ <svi_mcast_pkts_out> ] [
<svi_mcast_bytes_out> ] [ <svi_ipv4_ucast_pkts_in> ] [ <svi_ipv4_ucast_bytes_in> ] [
<svi_ipv4_ucast_pkts_out> ] [ <svi_ipv4_ucast_bytes_out> ] [ <svi_ipv4_mcast_pkts_in> ] [
<svi_ipv4_mcast_bytes_in> ] [ <svi_ipv4_mcast_pkts_out> ] [ <svi_ipv4_mcast_bytes_out> ] [
<svi_ipv6_ucast_pkts_in> ] [ <svi_ipv6_ucast_bytes_in> ] [ <svi_ipv6_ucast_pkts_out> ] [
<svi_ipv6_ucast_bytes_out> ] [ <svi_ipv6_mcast_pkts_in> ] [ <svi_ipv6_mcast_bytes_in> ] [
<svi_ipv6_mcast_pkts_out> ] [ <svi_ipv6_mcast_bytes_out> ] [ <svi_average_input_bits> ] [
<svi_average_input_packets> ] [ <svi_average_output_bits> ] [ <svi_average_output_packets> ] [
<svi_rate_in_mins> ] [ <svi_reliability> ] [ <overlay_addr> ] [ <overlay_addr_mask> ] [ <overlay_mtu> ] [
<overlay_bandwidth> ] [ <overlay_encap_str> ] [ <overlay_vrf> ] [ <overlay_src_addr> ] [ <overlay_dst_addr>
] [ <overlay_last_link_flap> ] [ <overlay_clear_counters> ] [ <overlay_load_interval> ] [
<overlay_rx_ucastpkts> ] [ <overlay_rx_ucastbytes> ] [ <overlay_rx_mcastpkts> ] [ <overlay_rx_mcastbytes>
] [ <overlay_rx_pkts> ] [ <overlay_rx_bytes> ] [ <overlay_rx_bcastpkts> ] [ <overlay_rx_bcastbytes> ] [
<overlay_rx_bitrate> ] [ <overlay_rx_pktrate> ] [ <overlay_tx_ucastpkts> ] [ <overlay_tx_ucastbytes> ] [
<overlay_tx_mcastpkts> ] [ <overlay_tx_mcastbytes> ] [ <overlay_tx_bcastpkts> ] [ <overlay_tx_bcastbytes>
] [ <overlay_tx_pkts> ] [ <overlay_tx_bytes> ] [ <overlay_tx_bitrate> ] [ <overlay_tx_pktrate> ] <switchport>
]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

(Optional) Show controller configured interfacescontroller

(Optional) Show info of interface skipping statsquick

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Interface statestate

(Optional) Interface state reason detailedstate_rsn_desc

(Optional) Interface state reasonstate_rsn

(Optional) State reason facilityeth_rsn_fac

(Optional) State reason codeeth_rsn_code

(Optional) admin stateadmin_state
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(Optional) Interface ownershipshare_state

(Optional) parent interfaceparent_interface

(Optional) VPC statusvpc_status

(Optional) Belongs to bundleeth_bundle

(Optional) HW descriptioneth_hw_desc

(Optional) HW addresseth_hw_addr

(Optional) bia addresseth_bia_addr

(Optional) Interface descriptiondesc

(Optional) IP Addresseth_ip_addr

(Optional) IP address masketh_ip_mask

(Optional) IP address prefixeth_ip_prefix

(Optional) MTUeth_mtu

(Optional) Bandwidtheth_bw

(Optional) Delayeth_dly

(Optional) Reliabilityeth_reliability

(Optional) Tx loadeth_txload

(Optional) Rx loadeth_rxload

(Optional) Encapsulation Vlaneth_encap_vlan

(Optional) medium typemedium

(Optional) Port modeeth_mode

(Optional) Duplexeth_duplex

(Optional) Speedeth_speed

(Optional) Media typeeth_media

(Optional) Beaconeth_beacon

(Optional) Autonegotiationeth_autoneg

(Optional) Input flowcontroleth_in_flowctrl

(Optional) Output flowcontroleth_out_flowctrl

(Optional) Mdixeth_mdix

(Optional) Rate modeeth_ratemode
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(Optional) Switchport Monitoreth_swt_monitor

(Optional) EtherTypeeth_ethertype

(Optional) EEE stateeth_eee_state

(Optional) Admin FEC stateeth_admin_fec_state

(Optional) Oper FEC stateeth_oper_fec_state

(Optional) Members in this channeleth_members

(Optional) Last link flappedeth_link_flapped

(Optional) Last clearing of show interface counterseth_clear_counters

(Optional) Interface resetseth_reset_cntr

(Optional) interval 1 timer value in seceth_load_interval1_rx

(Optional) interval 1 input rate bits/seceth_inrate1_bits

(Optional) interval 1 input rate pkts/seceth_inrate1_pkts

(Optional) interval 1 timer value in seceth_load_interval1_tx

(Optional) interval 1 output rate bits/seceth_outrate1_bits

(Optional) interval 1 output rate pkts/seceth_outrate1_pkts

(Optional) interval 1 input rate bit summaryeth_inrate1_summary_bits

(Optional) interval 1 input rate pkt summaryeth_inrate1_summary_pkts

(Optional) interval 1 output rate bit summaryeth_outrate1_summary_bits

(Optional) interval 1 output rate pkt summaryeth_outrate1_summary_pkts

(Optional) interval 2 timer value in seceth_load_interval2_rx

(Optional) interval 2 input rate bits/seceth_inrate2_bits

(Optional) interval 2 input rate pkts/seceth_inrate2_pkts

(Optional) interval 2 timer value in seceth_load_interval2_tx

(Optional) interval 2 output rate bits/seceth_outrate2_bits

(Optional) interval 2 output rate pkts/seceth_outrate2_pkts

(Optional) interval 2 input rate bit summaryeth_inrate2_summary_bits

(Optional) interval 2 input rate pkt summaryeth_inrate2_summary_pkts

(Optional) interval 2 output rate bit summaryeth_outrate2_summary_bits

(Optional) interval 2 output rate pkt summaryeth_outrate2_summary_pkts
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(Optional) interval 3 timer value in seceth_load_interval3_rx

(Optional) interval 3 input rate bits/seceth_inrate3_bits

(Optional) interval 3 input rate pkts/seceth_inrate3_pkts

(Optional) interval 3 timer value in seceth_load_interval3_tx

(Optional) interval 3 output rate bits/seceth_outrate3_bits

(Optional) interval 3 output rate pkts/seceth_outrate3_pkts

(Optional) interval 3 input rate bit summaryeth_inrate3_summary_bits

(Optional) interval 3 input rate pkt summaryeth_inrate3_summary_pkts

(Optional) interval 3 output rate bit summaryeth_outrate3_summary_bits

(Optional) interval 3 output rate pkt summaryeth_outrate3_summary_pkts

(Optional) L2 switched ucast pktseth_l2_ucastpkts

(Optional) L2 switched ucast byteseth_l2_ucastbytes

(Optional) L2 switched mcast pktseth_l2_mcastpkts

(Optional) L2 switched mcast byteseth_l2_mcastbytes

(Optional) L2 switched bcast pktseth_l2_bcastpkts

(Optional) L2 switched bcast byteseth_l2_bcastbytes

(Optional) L3 in switched ucast pktseth_l3in_ucastpkts

(Optional) L3 in switched ucast byteseth_l3in_ucastbytes

(Optional) L3 in switched mcast pktseth_l3in_mcastpkts

(Optional) L3 in switched mcast byteseth_l3in_mcastbytes

(Optional) L3 in switched bcast pktseth_l3in_bcastpkts

(Optional) L3 in switched bcast byteseth_l3in_bcastbytes

(Optional) L3 out switched ucast pktseth_l3out_ucastpkts

(Optional) L3 out switched ucast byteseth_l3out_ucastbytes

(Optional) L3 out switched mcast pktseth_l3out_mcastpkts

(Optional) L3 out switched mcast byteseth_l3out_mcastbytes

(Optional) L3 out switched bcast pktseth_l3out_bcastpkts

(Optional) L3 out switched bcast byteseth_l3out_bcastbytes

(Optional) L3 in routed pktseth_l3in_routed_pkts
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(Optional) L3 in routed byteseth_l3in_routed_bytes

(Optional) L3 out routed pktseth_l3out_routed_pkts

(Optional) L3 out routed byteseth_l3out_routed_bytes

(Optional) Load interval 1 L3 average in switched byteseth_l3avg1_inbytes

(Optional) Load interval 1 L3 average in switched pktseth_l3avg1_inpkts

(Optional) Load interval 1 L3 average out switched byteseth_l3avg1_outbytes

(Optional) Load interval 1 L3 average out switched pktseth_l3avg1_outpkts

(Optional) Unicastseth_inucast

(Optional) Multicastseth_inmcast

(Optional) Broadcastseth_inbcast

(Optional) Packets inputeth_inpkts

(Optional) Bytes inputeth_inbytes

(Optional) Incoming jumbo pktseth_jumbo_inpkts

(Optional) storm suppressioneth_storm_supp

(Optional) runtseth_runts

(Optional) giantseth_giants

(Optional) CRCeth_crc

(Optional) No buffer receivedeth_nobuf

(Optional) input errorseth_inerr

(Optional) frameeth_frame

(Optional) overruneth_overrun

(Optional) underrunseth_underrun

(Optional) ignoredeth_ignored

(Optional) watchdogeth_watchdog

(Optional) bad ether type dropeth_bad_eth

(Optional) bad protocol dropseth_bad_proto

(Optional) Input if-down dropseth_in_ifdown_drops

(Optional) input packets with dribble conditioneth_dribble

(Optional) discardseth_indiscard
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(Optional) pause inputeth_inpause

(Optional) Unicastseth_outucast

(Optional) Multicastseth_outmcast

(Optional) Broadcastseth_outbcast

(Optional) packets outputeth_outpkts

(Optional) bytes outputeth_outbytes

(Optional) Outgoing jumbo pktseth_jumbo_outpkts

(Optional) output errorseth_outerr

(Optional) collisionseth_coll

(Optional) deferredeth_deferred

(Optional) late collisioneth_latecoll

(Optional) lost carriereth_lostcarrier

(Optional) no carriereth_nocarrier

(Optional) babbleseth_babbles

(Optional) output discardeth_outdiscard

(Optional) PAUSE outputeth_outpause

(Optional) HW descriptionmgmt_hw_desc

(Optional) HW addressmgmt_hw_addr

(Optional) IP addressmgmt_ip_addr

(Optional) IP address maskmgmt_ip_mask

(Optional) MTUmgmt_mtu

(Optional) Speedmgmt_speed

(Optional) Duplexmgmt_duplex

(Optional) VDC level average input bitsvdc_lvl_in_avg_bits

(Optional) VDC level average input packetsvdc_lvl_in_avg_pkts

(Optional) VDC level average output bitsvdc_lvl_out_avg_bits

(Optional) VDC level average output packetsvdc_lvl_out_avg_pkts

(Optional) VDC level input packetsvdc_lvl_in_pkts

(Optional) VDC level input unicast packetsvdc_lvl_in_ucast
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(Optional) VDC level input multicast packetsvdc_lvl_in_mcast

(Optional) VDC level input broadcast packetsvdc_lvl_in_bcast

(Optional) VDC level input bytesvdc_lvl_in_bytes

(Optional) VDC level input bytes per secondvdc_lvl_in_bps

(Optional) VDC level input packets per secondvdc_lvl_in_pps

(Optional) VDC level output packetsvdc_lvl_out_pkts

(Optional) VDC level output unicast packetsvdc_lvl_out_ucast

(Optional) VDC level output multicast packetsvdc_lvl_out_mcast

(Optional) VDC level output broadcast packetsvdc_lvl_out_bcast

(Optional) VDC level output bytesvdc_lvl_out_bytes

(Optional) VDC level output bytes per secondvdc_lvl_out_bps

(Optional) VDC level output packets per secondvdc_lvl_out_pps

(Optional) Input packetsmgmt_in_pkts

(Optional) Input bytesmgmt_in_bytes

(Optional) Input multicast framesmgmt_in_mcast

(Optional) Input compressedmgmt_in_compressed

(Optional) Input errorsmgmt_in_errors

(Optional) Input frame errorsmgmt_in_frame

(Optional) Input overrunmgmt_in_overrun

(Optional) Input fifomgmt_in_fifo

(Optional) Output packetsmgmt_out_pkts

(Optional) Output bytesmgmt_out_bytes

(Optional) Output overrunsmgmt_out_underruns

(Optional) Output errorsmgmt_out_errors

(Optional) Output collisionsmgmt_out_collisions

(Optional) Output fifomgmt_out_fifo

(Optional) Output carrier errorsmgmt_out_carrier

(Optional) Align errormgmt_align_err

(Optional) FCS errormgmt_fcs_err
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(Optional) Transmit errormgmt_xmit_err

(Optional) Receive errormgmt_rcv_err

(Optional) Undersizemgmt_undersize

(Optional) Out discardmgmt_outdisc

(Optional) Single collisionmgmt_single_col

(Optional) Multiple collisionmgmt_multi_col

(Optional) Late collisionmgmt_late_col

(Optional) Excess collisionmgmt_excess_col

(Optional) Carrier sensemgmt_carri_sen

(Optional) Runtsmgmt_runts

(Optional) Giantsmgmt_giants

(Optional) SQETest errormgmt_sqetest_err

(Optional) Deferred txmgmt_deferred_tx

(Optional) In MAC txmgmt_inmactx_err

(Optional) In MAC rxmgmt_inmacrx_err

(Optional) Symbol errormgmt_symbol_err

(Optional) Input packetsloop_in_pkts

(Optional) Input bytesloop_in_bytes

(Optional) Input multicastloop_in_mcast

(Optional) Input compressedloop_in_compressed

(Optional) Input errorsloop_in_errors

(Optional) Input frame errorsloop_in_frame

(Optional) Input overrunloop_in_overrun

(Optional) Input fifoloop_in_fifo

(Optional) Output packetsloop_out_pkts

(Optional) Output bytesloop_out_bytes

(Optional) Output underrunsloop_out_underruns

(Optional) Output errorsloop_out_errors

(Optional) Output collisionsloop_out_collisions
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(Optional) Output fifoloop_out_fifo

(Optional) Output carrier errorsloop_out_carriers

(Optional)admin-state

(Optional) interface IPv4 addresstunnel-ipv4

(Optional) interface Maximum Transmission Unitmtu

(Optional) interface Bandwidth in kilobitsbandwidth

(Optional)encap-type

(Optional) keealive periodkeepalive-period

(Optional) number of retrieskeepalive-retries

(Optional) tunnel source IPv4 addresssrc-ipv4

(Optional) tunnel source interfacesrc-intf

(Optional) tunnel destination IPv4 addressdest-ipv4

(Optional) tunnel destination hostnamedest-hostname

(Optional) transport VRF namevrf_name

(Optional) wccp headerwccp_header

(Optional) tunnel time to live valuettl_val

(Optional) tunnel path MTU discovery age timetunnel_pmtud_age_time

(Optional) tunnel path MTU discovery min mtutunnel_pmtud_min_mtu

(Optional) tunnel path MTU discoveredtunnel_pmtud

(Optional) tunnel actual programmed MTUtunnel_pgm_mtu

(Optional) total number of packets receivedtunnel_rx_pkt_count

(Optional) total number of bytes receivedtunnel_rx_byte_count

(Optional) packets input rate per 5 minutestunnel_rx_rate

(Optional) total number of packets transmittedtunnel_tx_pkt_count

(Optional) total number of bytes transmittedtunnel_tx_byte_count

(Optional) packets transmitted per 5 minutestunnel_tx_rate

(Optional) Last clearing of show interface counterstunnel_clear_counter

(Optional) Interfacesvi_if_index

(Optional)svi_admin_state
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(Optional)oper_state

(Optional) Interface state reason detailedsvi_rsn_desc

(Optional)svi_line_proto

(Optional) Hardwaresvi_hw

(Optional) Addresssvi_mac

(Optional) Interface Descriptionsvi_desc

(Optional) IP Addresssvi_ip_addr

(Optional) IP address masksvi_ip_mask

(Optional) MTU size in bytessvi_mtu

(Optional) Bandwidth in kilobitssvi_bw

(Optional) Throughput delay (tens of microseconds)svi_delay

(Optional) Vlanvlan_id

(Optional) typetype

(Optional) Tx Loadsvi_tx_load

(Optional) Rx Loadsvi_rx_load

(Optional) carrier delay value in secondssvi_carrier_delay_sec

(Optional) carrier delay value in milli-secondssvi_carrier_delay_msec

(Optional) ARP typesvi_arp_type

(Optional) ARP timeout valuesvi_arp_timeout

(Optional) Time last clearedsvi_time_last_cleared

(Optional) secondary vlansTABLE_sec_vlan

(Optional) vlan idsec_vlan

(Optional) secondary vlan typesec_vlan_type

(Optional) Reliabilitysvi_reliability

(Optional) Overlay addressoverlay_addr

(Optional) Overlay address maskoverlay_addr_mask

(Optional) MTUoverlay_mtu

(Optional) Bandwidthoverlay_bandwidth

(Optional) Encap typeoverlay_encap_str
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(Optional) VRFoverlay_vrf

(Optional) Source addressoverlay_src_addr

(Optional) Destination addressoverlay_dst_addr

(Optional) Last link flapoverlay_last_link_flap

(Optional) Last clearing of show interface countersoverlay_clear_counters

(Optional) Load intervaloverlay_load_interval

(Optional) Received ucast pktsoverlay_rx_ucastpkts

(Optional) Received ucast bytesoverlay_rx_ucastbytes

(Optional) Received mcast pktsoverlay_rx_mcastpkts

(Optional) Received mcast bytesoverlay_rx_mcastbytes

(Optional) Received bcast pktsoverlay_rx_bcastpkts

(Optional) Received bcast bytesoverlay_rx_bcastbytes

(Optional) Total received pktsoverlay_rx_pkts

(Optional) Total received bytesoverlay_rx_bytes

(Optional) Receive bit rateoverlay_rx_bitrate

(Optional) Receive pkt rateoverlay_rx_pktrate

(Optional) Trasnmitted ucast pktsoverlay_tx_ucastpkts

(Optional) Trasnmitted ucast bytesoverlay_tx_ucastbytes

(Optional) Trasnmitted mcast pktsoverlay_tx_mcastpkts

(Optional) Trasnmitted mcast bytesoverlay_tx_mcastbytes

(Optional) Trasnmitted bcast pktsoverlay_tx_bcastpkts

(Optional) Trasnmitted bcast bytesoverlay_tx_bcastbytes

(Optional) Total transmitted pktsoverlay_tx_pkts

(Optional) Total transmitted bytesoverlay_tx_bytes

(Optional) Transmit bit rateoverlay_tx_bitrate

(Optional) Transmit pkt rateoverlay_tx_pktrate

(Optional) Switchport enabledswitchport

Command Mode

• /exec
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show interface
show interface <ifloop> [ __readonly__ TABLE_interface <interface> [ <state> ] [ <admin_state> ] [
<share_state> ] [ <state_rsn> ] [ <state_rsn_desc> ] [ <desc> ] [ <eth_bundle> ] [ <mgmt_sfp> ] [ <mgmt_type>
] [ <eth_eee_state> ] [ <eth_dce_mode> ] [ <vpc_status> ] [ <eth_rsn_fac> ] [ <eth_rsn_code> ] [
<eth_hw_desc> ] [ <eth_hw_addr> ] [ <eth_bia_addr> ] [ <eth_ip_addr> ] [ <eth_ip_mask> ] [ <eth_ip_prefix>
] [ <eth_mtu> ] [ <eth_bw> ] [ <eth_encap_vlan> ] [ <eth_dly> ] [ <eth_reliability> ] [ <eth_txload> ] [
<eth_rxload> ] [ <eth_loopback> ] [ <eth_keepalive> ] [ <eth_duplex> ] [ <eth_speed> ] [ <eth_mode> ] [
<eth_ratemode> ] [ <eth_autoneg> ] [ <eth_beacon> ] [ <eth_media> ] [ <eth_in_flowctrl> ] [
<eth_out_flowctrl> ] [ <eth_mdix> ] [ <eth_swt_monitor> ] [ <eth_ethertype> ] [ <eth_members> ] [
<eth_clk_mode> ] [ <eth_arp_type> ] [ <eth_arp_timeout> ] [ <eth_last_in> ] [ <eth_last_out> ] [
<eth_out_hang> ] [ <eth_clear_counters> ] [ <eth_link_flapped> ] [ <eth_inq_size> ] [ <eth_inq_max> ] [
<eth_inq_drops> ] [ <eth_inq_flush> ] [ <eth_out_drop> ] [ <eth_q_strategy> ] [ <eth_outq_size> ] [
<eth_outq_max> ] [ <eth_reset_cntr> ] [ <loop_in_pkts> ] [ <loop_in_bytes> ] [ <loop_in_mcast> ] [
<loop_in_compressed> ] [ <loop_in_errors> ] [ <loop_in_frame> ] [ <loop_in_overrun> ] [ <loop_in_fifo>
] [ <loop_out_pkts> ] [ <loop_out_bytes> ] [ <loop_out_underruns> ] [ <loop_out_errors> ] [
<loop_out_collisions> ] [ <loop_out_fifo> ] [ <loop_out_carriers> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatifloop

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Interface statestate

(Optional) Interface admin stateadmin_state

(Optional) Interface ownershipshare_state

(Optional) Interface state reasonstate_rsn

(Optional) Interface state reason detailedstate_rsn_desc

(Optional) Interface descriptiondesc

(Optional) mgmt sfpmgmt_sfp

(Optional) mgmt typemgmt_type

(Optional) Belongs to bundleeth_bundle

(Optional) EEE stateeth_eee_state

(Optional) DCE mode descriptioneth_dce_mode
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(Optional) VPC statusvpc_status

(Optional) State reason facilityeth_rsn_fac

(Optional) State reason codeeth_rsn_code

(Optional) HW descriptioneth_hw_desc

(Optional) HW addresseth_hw_addr

(Optional) bia addresseth_bia_addr

(Optional) IP Addresseth_ip_addr

(Optional) IP address masketh_ip_mask

(Optional) IP Prefixeth_ip_prefix

(Optional) MTUeth_mtu

(Optional) Bandwidtheth_bw

(Optional) Encapsulation Vlaneth_encap_vlan

(Optional) Delayeth_dly

(Optional) Reliabilityeth_reliability

(Optional) Tx loadeth_txload

(Optional) Rx loadeth_rxload

(Optional) Loopbacketh_loopback

(Optional) Keepaliveeth_keepalive

(Optional) Duplexeth_duplex

(Optional) Speedeth_speed

(Optional) Port modeeth_mode

(Optional) Rate modeeth_ratemode

(Optional) Autonegotiationeth_autoneg

(Optional) Beaconeth_beacon

(Optional) Media typeeth_media

(Optional) Input flowcontroleth_in_flowctrl

(Optional) Output flowcontroleth_out_flowctrl

(Optional) Mdixeth_mdix

(Optional) Switchport Monitoreth_swt_monitor
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(Optional) EtherTypeeth_ethertype

(Optional) Members in this channeleth_members

(Optional) Clock modeeth_clk_mode

(Optional) ARP typeeth_arp_type

(Optional) ARP timeouteth_arp_timeout

(Optional) Last inputeth_last_in

(Optional) Last outputeth_last_out

(Optional) Last output hangeth_out_hang

(Optional) Last clearing of show interface counterseth_clear_counters

(Optional) Last link flappedeth_link_flapped

(Optional) Input queue sizeeth_inq_size

(Optional) Input queue maxeth_inq_max

(Optional) Input queue dropseth_inq_drops

(Optional) Input queue flusheseth_inq_flush

(Optional) Output dropseth_out_drop

(Optional) Queueing strategyeth_q_strategy

(Optional) Output queue sizeeth_outq_size

(Optional) Output queue maxeth_outq_max

(Optional) Interface resetseth_reset_cntr

(Optional) Input packetsloop_in_pkts

(Optional) Input bytesloop_in_bytes

(Optional) Input multicastloop_in_mcast

(Optional) Input compressedloop_in_compressed

(Optional) Input errorsloop_in_errors

(Optional) Input frame errorsloop_in_frame

(Optional) Input overrunloop_in_overrun

(Optional) Input fifoloop_in_fifo

(Optional) Output packetsloop_out_pkts

(Optional) Output bytesloop_out_bytes
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(Optional) Output underrunsloop_out_underruns

(Optional) Output errorsloop_out_errors

(Optional) Output collisionsloop_out_collisions

(Optional) Output fifoloop_out_fifo

(Optional) Output carrier errorsloop_out_carriers

Command Mode

• /exec
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show interface
show interface <iftun_desc> [ __readonly__ TABLE_interface <interface> <state> [ <state_rsn_desc> ] [
<desc> ] <admin-state> { <tunnel-ipv4> | <tunnel-ipv6> } <mtu> <bandwidth> <encap-type>
<keepalive-period> <keepalive-retries> { <src-ipv4> | <src-ipv6> } <src-intf> { <dest-ipv4> | <dest-ipv6> }
<dest-hostname><vrf_name><wccp_header> <ttl_val> <tunnel_pmtud_age_time><tunnel_pmtud_min_mtu>
<tunnel_pmtud> <tunnel_pgm_mtu> <tunnel_rx_pkt_count> <tunnel_rx_byte_count> <tunnel_rx_rate>
<tunnel_tx_pkt_count> <tunnel_tx_byte_count> <tunnel_tx_rate> <tunnel_clear_counter> ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter tunnel interface numberiftun_desc

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Interface statestate

(Optional) Interface state reason detailedstate_rsn_desc

(Optional) Interface descriptiondesc

(Optional)admin-state

(Optional) interface IPv4 addresstunnel-ipv4

(Optional) interface Maximum Transmission Unitmtu

(Optional) interface Bandwidth in kilobitsbandwidth

(Optional)encap-type

(Optional) keealive periodkeepalive-period

(Optional) number of retrieskeepalive-retries

(Optional) tunnel source IPv4 addresssrc-ipv4

(Optional) tunnel source interfacesrc-intf

(Optional) tunnel destination IPv4 addressdest-ipv4

(Optional) tunnel destination hostnamedest-hostname

(Optional) transport VRF namevrf_name

(Optional) wccp headerwccp_header
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(Optional) tunnel time to live valuettl_val

(Optional) tunnel path MTU discovery age timetunnel_pmtud_age_time

(Optional) tunnel path MTU discovery min mtutunnel_pmtud_min_mtu

(Optional) tunnel path MTU discoveredtunnel_pmtud

(Optional) tunnel actual programmed MTUtunnel_pgm_mtu

(Optional) total number of packets receivedtunnel_rx_pkt_count

(Optional) total number of bytes receivedtunnel_rx_byte_count

(Optional) packets input rate per 5 minutestunnel_rx_rate

(Optional) total number of packets transmittedtunnel_tx_pkt_count

(Optional) total number of bytes transmittedtunnel_tx_byte_count

(Optional) packets transmitted per 5 minutestunnel_tx_rate

(Optional) Last clearing of show interface counterstunnel_clear_counter

Command Mode

• /exec
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show interface
show interface <ifrange> [ __readonly__ TABLE_interface <interface> <state> <state_rsn> <state_rsn_desc>
<desc> [ <overlay_addr> ] [ <overlay_addr_mask> ] [ <overlay_mtu> ] [ <overlay_bandwidth> ] [
<overlay_encap_str> ] [ <overlay_vrf> ] [ <overlay_src_addr> ] [ <overlay_dst_addr> ] [
<overlay_last_link_flap> ] [ <overlay_clear_counters> ] [ <overlay_load_interval> ] [ <overlay_rx_ucastpkts>
] [ <overlay_rx_ucastbytes> ] [ <overlay_rx_mcastpkts> ] [ <overlay_rx_mcastbytes> ] [ <overlay_rx_pkts>
] [ <overlay_rx_bytes> ] [ <overlay_rx_bcastpkts> ] [ <overlay_rx_bcastbytes> ] [ <overlay_rx_bitrate> ] [
<overlay_rx_pktrate> ] [ <overlay_tx_ucastpkts> ] [ <overlay_tx_ucastbytes> ] [ <overlay_tx_mcastpkts> ]
[ <overlay_tx_mcastbytes> ] [ <overlay_tx_bcastpkts> ] [ <overlay_tx_bcastbytes> ] [ <overlay_tx_pkts> ]
[ <overlay_tx_bytes> ] [ <overlay_tx_bitrate> ] [ <overlay_tx_pktrate> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and numberifrange

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Interface statestate

(Optional) Interface state reasonstate_rsn

(Optional) Interface state reason detailedstate_rsn_desc

(Optional) Interface descriptiondesc

(Optional) Overlay addressoverlay_addr

(Optional) Overlay address maskoverlay_addr_mask

(Optional) MTUoverlay_mtu

(Optional) Bandwidthoverlay_bandwidth

(Optional) Encap typeoverlay_encap_str

(Optional) VRFoverlay_vrf

(Optional) Source addressoverlay_src_addr

(Optional) Destination addressoverlay_dst_addr

(Optional) Last link flapoverlay_last_link_flap

(Optional) Last clearing of show interface countersoverlay_clear_counters
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(Optional) Load intervaloverlay_load_interval

(Optional) Received ucast pktsoverlay_rx_ucastpkts

(Optional) Received ucast bytesoverlay_rx_ucastbytes

(Optional) Received mcast pktsoverlay_rx_mcastpkts

(Optional) Received mcast bytesoverlay_rx_mcastbytes

(Optional) Received bcast pktsoverlay_rx_bcastpkts

(Optional) Received bcast bytesoverlay_rx_bcastbytes

(Optional) Total received pktsoverlay_rx_pkts

(Optional) Total received bytesoverlay_rx_bytes

(Optional) Receive bit rateoverlay_rx_bitrate

(Optional) Receive pkt rateoverlay_rx_pktrate

(Optional) Trasnmitted ucast pktsoverlay_tx_ucastpkts

(Optional) Trasnmitted ucast bytesoverlay_tx_ucastbytes

(Optional) Trasnmitted mcast pktsoverlay_tx_mcastpkts

(Optional) Trasnmitted mcast bytesoverlay_tx_mcastbytes

(Optional) Trasnmitted bcast pktsoverlay_tx_bcastpkts

(Optional) Trasnmitted bcast bytesoverlay_tx_bcastbytes

(Optional) Total transmitted pktsoverlay_tx_pkts

(Optional) Total transmitted bytesoverlay_tx_bytes

(Optional) Transmit bit rateoverlay_tx_bitrate

(Optional) Transmit pkt rateoverlay_tx_pktrate

Command Mode

• /exec
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show interface
show interface <ifrange> [ __readonly__ TABLE_interface <interface> <state> [ <state_rsn_desc> ] [
<state_rsn> ] [ <admin_state> ] [ <eth_rsn_fac> ] [ <eth_rsn_code> ] [ <share_state> ] [ <vpc_status> ] [
<eth_bundle> ] [ <eth_hw_desc> ] [ <eth_hw_addr> ] [ <eth_bia_addr> ] [ <desc> ] [ <eth_ip_addr> ] [
<eth_ip_mask> ] [ <eth_mtu> ] [ <eth_bw> ] [ <eth_dly> ] [ <eth_reliability> ] [ <eth_txload> ] [ <eth_rxload>
] [ <eth_encap_vlan> ] [ <eth_mode> ] [ <eth_duplex> ] [ <eth_speed> ] [ <eth_media> ] [ <eth_beacon> ]
[ <eth_autoneg> ] [ <eth_in_flowctrl> ] [ <eth_out_flowctrl> ] [ <eth_mdix> ] [ <eth_ratemode> ] [
<eth_swt_monitor> ] [ <eth_ethertype> ] [ <eth_members> ] [ <eth_link_flapped> ] [ <eth_clear_counters>
] [ <eth_reset_cntr> ] [ <nve_addr> ] [ <nve_addr_mask> ] [ <nve_vcid> ] [ <nve_mtu> ] [ <nve_bandwidth>
] [ <nve_encap_str> ] [ <nve_vrf> ] [ <nve_src_addr> ] [ <nve_dst_addr> ] [ <nve_last_link_flap> ] [
<nve_clear_counters> ] [ <nve_load_interval> ] [ <nve_rx_ucastpkts> ] [ <nve_rx_ucastbytes> ] [
<nve_rx_mcastpkts> ] [ <nve_rx_mcastbytes> ] [ <nve_rx_pkts> ] [ <nve_rx_bytes> ] [ <nve_rx_bcastpkts>
] [ <nve_rx_bcastbytes> ] [ <nve_rx_bitrate> ] [ <nve_rx_pktrate> ] [ <nve_tx_ucastpkts> ] [
<nve_tx_ucastbytes> ] [ <nve_tx_mcastpkts> ] [ <nve_tx_mcastbytes> ] [ <nve_tx_bcastpkts> ] [
<nve_tx_bcastbytes> ] [ <nve_tx_pkts> ] [ <nve_tx_bytes> ] [ <nve_tx_bitrate> ] [ <nve_tx_pktrate> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and numberifrange

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Interface statestate

(Optional) Interface state reason detailedstate_rsn_desc

(Optional) Interface state reasonstate_rsn

(Optional) admin stateadmin_state

(Optional) State reason facilityeth_rsn_fac

(Optional) State reason codeeth_rsn_code

(Optional) Interface ownershipshare_state

(Optional) VPC statusvpc_status

(Optional) Belongs to bundleeth_bundle

(Optional) HW descriptioneth_hw_desc

(Optional) HW addresseth_hw_addr

(Optional) bia addresseth_bia_addr
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(Optional) Interface descriptiondesc

(Optional) IP Addresseth_ip_addr

(Optional) IP address masketh_ip_mask

(Optional) MTUeth_mtu

(Optional) Bandwidtheth_bw

(Optional) Delayeth_dly

(Optional) Reliabilityeth_reliability

(Optional) Tx loadeth_txload

(Optional) Rx loadeth_rxload

(Optional) Encapsulation Vlaneth_encap_vlan

(Optional) Port modeeth_mode

(Optional) Duplexeth_duplex

(Optional) Speedeth_speed

(Optional) Media typeeth_media

(Optional) Beaconeth_beacon

(Optional) Autonegotiationeth_autoneg

(Optional) Input flowcontroleth_in_flowctrl

(Optional) Output flowcontroleth_out_flowctrl

(Optional) Mdixeth_mdix

(Optional) Rate modeeth_ratemode

(Optional) Switchport Monitoreth_swt_monitor

(Optional) EtherTypeeth_ethertype

(Optional) Members in this channeleth_members

(Optional) Last link flappedeth_link_flapped

(Optional) Last clearing of show interface counterseth_clear_counters

(Optional) Interface resetseth_reset_cntr

(Optional) Peer addressnve_addr

(Optional) Peer address masknve_addr_mask

(Optional) VCIDnve_vcid
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(Optional) MTUnve_mtu

(Optional) Bandwidthnve_bandwidth

(Optional) Encap typenve_encap_str

(Optional) VRFnve_vrf

(Optional) Source addressnve_src_addr

(Optional) Destination addressnve_dst_addr

(Optional) Last link flapnve_last_link_flap

(Optional) Last clearing of show interface countersnve_clear_counters

(Optional) Load intervalnve_load_interval

(Optional) Received ucast pktsnve_rx_ucastpkts

(Optional) Received ucast bytesnve_rx_ucastbytes

(Optional) Received mcast pktsnve_rx_mcastpkts

(Optional) Received mcast bytesnve_rx_mcastbytes

(Optional) Received bcast pktsnve_rx_bcastpkts

(Optional) Received bcast bytesnve_rx_bcastbytes

(Optional) Total received pktsnve_rx_pkts

(Optional) Total received bytesnve_rx_bytes

(Optional) Receive bit ratenve_rx_bitrate

(Optional) Receive pkt ratenve_rx_pktrate

(Optional) Trasnmitted ucast pktsnve_tx_ucastpkts

(Optional) Trasnmitted ucast bytesnve_tx_ucastbytes

(Optional) Trasnmitted mcast pktsnve_tx_mcastpkts

(Optional) Trasnmitted mcast bytesnve_tx_mcastbytes

(Optional) Trasnmitted bcast pktsnve_tx_bcastpkts

(Optional) Trasnmitted bcast bytesnve_tx_bcastbytes

(Optional) Total transmitted pktsnve_tx_pkts

(Optional) Total transmitted bytesnve_tx_bytes

(Optional) Transmit bit ratenve_tx_bitrate

(Optional) Transmit pkt ratenve_tx_pktrate
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• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
723

All Show Commands
show interface



show interface brief
show interface <ifrange> brief [ __readonly__ TABLE_interface <interface> <state> [ <state_rsn> ] [
<state_rsn_desc> ] [ <overlay_mtu> ] [ <overlay_bandwidth> ] [ <overlay_vrf> ] [ <overlay_src_addr> ] [
<overlay_dst_addr> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and numberifrange

Show brief info of interfacebrief

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Interface statestate

(Optional) Interface state reasonstate_rsn

(Optional) Interface state reason detailedstate_rsn_desc

(Optional) MTUoverlay_mtu

(Optional) Bandwidthoverlay_bandwidth

(Optional) VRFoverlay_vrf

(Optional) Source addressoverlay_src_addr

(Optional) Destination addressoverlay_dst_addr

Command Mode

• /exec
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show interface brief
show interface <ifpch_brf> brief [ __readonly__ TABLE_interface <interface> [ <vlan> ] <type> <portmode>
<state> <state_rsn_desc> <speed> <ratemode> [ <proto> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatifpch_brf

Show brief info of interfacebrief

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Vlanvlan

(Optional) Typetype

(Optional) Port modeportmode

(Optional) Interface statestate

(Optional) Interface state reason detailedstate_rsn_desc

(Optional) Speedspeed

(Optional) Interface port speedratemode

(Optional) Port Channel Protocolproto

Command Mode

• /exec
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show interface brief
show interface brief [ controller | cli ] [ __readonly__ TABLE_interface [ <interface> ] [ <vlan> ] [ <type> ]
[ <portmode> ] [ <state> ] [ <state_rsn> ] [ <state_rsn_desc> ] [ <desc> ] [ <vrf> ] [ <ipv6_addr> ] [ <ip_addr>
] [ <speed> ] [ <mtu> ] [ <ratemode> ] [ <portchan> ] [ <proto> ] [ <interface_vfc> ] [ <vsan_brief> ] [
<admin_mode> ] [ <admin_trunk_mode> ] [ <status> ] [ <fcot_info> ] [ <bind_info> ] [ <bind_type> ] [
<port_rate_mode> ] [ <oper_speed> ] [ <port_channel> ] [ <ip_addr1> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Show brief info of interfacebrief

(Optional) Show controller configured interfacescontroller

(Optional) Show CLI configured interfacescli

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Interface statestate

(Optional) Interface state reasonstate_rsn

(Optional) Interface state reason detailedstate_rsn_desc

(Optional) Interface descriptiondesc

(Optional) Vrf membershipvrf

(Optional) IP addressip_addr

(Optional) MTUmtu

(Optional) Speedspeed

(Optional) Vlanvlan

(Optional) Typetype

(Optional) Port modeportmode

(Optional) Interface port speedratemode

(Optional) Port Channel Membershipportchan

(Optional) Port Channel Protocolproto

(Optional) Interface indexinterface_vfc
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(Optional) vsan briefvsan_brief

(Optional) admin modeadmin_mode

(Optional) admin trunk modeadmin_trunk_mode

(Optional) statusstatus

(Optional) fcot infofcot_info

(Optional) bind interfacebind_info

(Optional) bind typebind_type

(Optional) rate modeport_rate_mode

(Optional) speedoper_speed

(Optional) port channel numberport_channel

(Optional) IP addressip_addr1

Command Mode

• /exec
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show interface brief
show interface <ifloop_brf> brief [ __readonly__ TABLE_interface <interface> <state> [ <desc> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatifloop_brf

Show brief info of interfacebrief

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Interface statestate

(Optional) Interface descriptiondesc

Command Mode

• /exec
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show interface brief
show interface <iftunnel_brf> brief [ __readonly__ TABLE_interface <interface> <state> <admin-state> {
<tunnel-ipv4> | <tunnel-ipv6> } <mtu> <bandwidth> <encap-type> <keepalive-period> <keepalive-retries>
{ <src-ipv4> | <src-ipv6> } <src-intf> { <dest-ipv4> | <dest-ipv6> } <dest-hostname> <vrf_name>
<wccp_header> <ttl_val> <tunnel_pmtud_age_time> <tunnel_pmtud_min_mtu> <tunnel_pmtud>
<tunnel_pgm_mtu> <tunnel_rx_pkt_count> <tunnel_rx_byte_count> <tunnel_rx_rate> <tunnel_tx_pkt_count>
<tunnel_tx_byte_count> <tunnel_tx_rate> <tunnel_clear_counter> ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatiftunnel_brf

Show brief info of interfacebrief

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Interface statestate

(Optional)admin-state

(Optional) interface IPv4 addresstunnel-ipv4

(Optional) interface Maximum Transmission Unitmtu

(Optional) interface Bandwidth in kilobitsbandwidth

(Optional)encap-type

(Optional) keealive periodkeepalive-period

(Optional) number of retrieskeepalive-retries

(Optional) tunnel source IPv4 addresssrc-ipv4

(Optional) tunnel source interfacesrc-intf

(Optional) tunnel destination IPv4 addressdest-ipv4

(Optional) tunnel destination hostnamedest-hostname

(Optional) transport VRF namevrf_name

(Optional) wccp headerwccp_header

(Optional) tunnel time to live valuettl_val
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(Optional) tunnel path MTU discovery age timetunnel_pmtud_age_time

(Optional) tunnel path MTU discovery min mtutunnel_pmtud_min_mtu

(Optional) tunnel path MTU discoveredtunnel_pmtud

(Optional) tunnel actual programmed MTUtunnel_pgm_mtu

(Optional) total number of packets receivedtunnel_rx_pkt_count

(Optional) total number of bytes receivedtunnel_rx_byte_count

(Optional) packets input rate per 5 minutestunnel_rx_rate

(Optional) total number of packets transmittedtunnel_tx_pkt_count

(Optional) total number of bytes transmittedtunnel_tx_byte_count

(Optional) packets transmitted per 5 minutestunnel_tx_rate

(Optional) Last clearing of show interface counterstunnel_clear_counter

Command Mode

• /exec
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show interface brief
show interface <ifmgmt_brf> brief [ __readonly__ TABLE_interface <interface> [ <vrf> ] <state> [
<ipv6_addr> ] [ <ip_addr> ] <mtu> <speed> [ <duplex> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatifmgmt_brf

Show brief info of interfacebrief

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Vrf membershipvrf

(Optional) Interface statestate

(Optional) IP addressip_addr

(Optional) MTUmtu

(Optional) Speedspeed

(Optional) Duplexduplex

Command Mode

• /exec
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show interface brief
show interface <ifeth_brf> brief [ __readonly__ TABLE_interface <interface> [ <vlan> ] <type> <portmode>
<state> <state_rsn_desc> <speed> <ratemode> [ <portchan> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatifeth_brf

Show brief info of interfacebrief

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Vlanvlan

(Optional) Typetype

(Optional) Port modeportmode

(Optional) Interface statestate

(Optional) Interface state reason detailedstate_rsn_desc

(Optional) Speedspeed

(Optional) Interface port speedratemode

(Optional) Port Channel Membershipportchan

Command Mode

• /exec
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show interface brief
show interface <ifrange> brief [ __readonly__ TABLE_interface <interface> <state> [ <state_rsn> ] [
<state_rsn_desc> ] [ <admin_state> ] [ <nve_addr> ] [ <nve_vcid> ] [ <nve_mtu> ] [ <nve_bandwidth> ] [
<nve_vrf> ] [ <nve_src_addr> ] [ <nve_dst_addr> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and numberifrange

Show brief info of interfacebrief

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Interface statestate

(Optional) Interface state reasonstate_rsn

(Optional) Interface state reason detailedstate_rsn_desc

(Optional) admin stateadmin_state

(Optional) Peer addressnve_addr

(Optional) VCIDnve_vcid

(Optional) MTUnve_mtu

(Optional) Bandwidthnve_bandwidth

(Optional) VRFnve_vrf

(Optional) Source addressnve_src_addr

(Optional) Destination addressnve_dst_addr
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show interface cable-diagnostics-tdr
show interface <ifid_tdr> cable-diagnostics-tdr [ __readonly__ TABLE_interface <interface> <speed>
<distance1> <pair1_status> <distance2> <pair2_status> <distance3> <pair3_status> <distance4> <pair4_status>
]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatifid_tdr

Show interface tdr test informationcable-diagnostics-tdr

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Speedspeed

(Optional) Distance to fault for pair 1distance1

(Optional) Distance to fault for pair 2distance2

(Optional) Distance to fault for pair 3distance3

(Optional) Distance to fault for pair 4distance4

(Optional) Pair1 statuspair1_status

(Optional) Pair2 statuspair2_status

(Optional) Pair3 statuspair3_status

(Optional) Pair4 statuspair4_status

Command Mode
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show interface capabilities
show interface <ifid_eth_cap> capabilities [ __readonly__ TABLE_interface <interface> <model> <type>
<speed> <duplex> <trunk_encap> <dce_capable> <channel> <bcast_supp> <flo_ctrl> <rate_mode>
<port_mode> [ <fast_start> ] <qos_scheduling> <cos_rewrite> <tos_rewrite> [ <inline_power> ] <span>
<udld> [ <mdix> ] [ <tdr> ] <lnk_debounce> <lnk_debounce_time> <fex_fabric> <dot1q_tunnel> [
<pvlan_trunk_mode> ] [ <port_group> ] [ <port_group_members> ] <eee_capable> <pfc_capable>
<speed_group_capable> <buffer_boost_capable> [ <bkout_capable> ] [ <macsec_capable> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatifid_eth_cap

Show interface capabilities informationcapabilities

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Modelmodel

(Optional) Typetype

(Optional) Speedspeed

(Optional) Duplexduplex

(Optional) Trunk encap. typetrunk_encap

(Optional) DCE mode capabledce_capable

(Optional) Channelchannel

(Optional) Broadcast suppressionbcast_supp

(Optional) Flowcontrolflo_ctrl

(Optional) Rate moderate_mode

(Optional) Port modeport_mode

(Optional) Fast startfast_start

(Optional) QOS schedulingqos_scheduling

(Optional) CoS rewritecos_rewrite

(Optional) ToS rewritetos_rewrite
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(Optional) Inline powerinline_power

(Optional) SPANspan

(Optional) UDLDudld

(Optional) MDIXmdix

(Optional) TDRtdr

(Optional) Link debouncelnk_debounce

(Optional) Link debounce timelnk_debounce_time

(Optional) FEX Fabricfex_fabric

(Optional) dot1q-tunneldot1q_tunnel

(Optional) Private-vlan trunk modepvlan_trunk_mode

(Optional) Port Groupport_group

(Optional) Port Group Membersport_group_members

(Optional) EEE (efficient-eth)eee_capable

(Optional) PFC Capable:pfc_capable

(Optional) Breakout Capable:bkout_capable

(Optional) Buffer Boost Capable:buffer_boost_capable

(Optional) Speed group capablespeed_group_capable

(Optional) MACSEC capablemacsec_capable

Command Mode

• /exec
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show interface capabilities
show interface capabilities [ __readonly__ TABLE_interface <interface> <model> <type> <speed> <duplex>
<trunk_encap> <dce_capable> <channel> <bcast_supp> <flo_ctrl> <rate_mode> <port_mode> [ <fast_start>
] <qos_scheduling> <cos_rewrite> <tos_rewrite> [ <inline_power> ] <span> <udld> [ <mdix> ] [ <tdr> ]
<lnk_debounce> <lnk_debounce_time> <fex_fabric> <dot1q_tunnel> [ <pvlan_trunk_mode> ] [ <port_group>
] [ <port_group_members> ] <eee_capable> <pfc_capable> <speed_group_capable> <buffer_boost_capable>
[ <bkout_capable> ] [ <macsec_capable> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Show interface capabilities informationcapabilities

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Modelmodel

(Optional) Typetype

(Optional) Speedspeed

(Optional) Duplexduplex

(Optional) Trunk encap. typetrunk_encap

(Optional) DCE mode capabledce_capable

(Optional) Channelchannel

(Optional) Broadcast suppressionbcast_supp

(Optional) Flowcontrolflo_ctrl

(Optional) Rate moderate_mode

(Optional) Port modeport_mode

(Optional) Fast startfast_start

(Optional) QOS schedulingqos_scheduling

(Optional) CoS rewritecos_rewrite

(Optional) ToS rewritetos_rewrite

(Optional) Inline powerinline_power
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(Optional) SPANspan

(Optional) UDLDudld

(Optional) MDIXmdix

(Optional) TDRtdr

(Optional) Link debouncelnk_debounce

(Optional) Link debounce timelnk_debounce_time

(Optional) FEX Fabricfex_fabric

(Optional) dot1q-tunneldot1q_tunnel

(Optional) Private-vlan trunk modepvlan_trunk_mode

(Optional) Port Groupport_group

(Optional) Port Group Membersport_group_members

(Optional) EEE (efficient-eth)eee_capable

(Optional) PFC Capable:pfc_capable

(Optional) Breakout Capable:bkout_capable

(Optional) Buffer Boost Capable:buffer_boost_capable

(Optional) Speed group capablespeed_group_capable

(Optional) MACSEC capablemacsec_capable

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
738

All Show Commands
show interface capabilities



show interface counters
show interface <ifeth_ctr> counters [ snmp ] [ __readonly__ { TABLE_rx_counters <interface_rx> [
<eth_inbytes> ] [ <eth_inucast> ] [ <eth_inmcast> ] [ <eth_inbcast> ] [ <eth_l3in_bytes> ] [
<eth_l3in_ucastpkts> ] [ <eth_l3in_mcastpkts> ] [ <eth_l3in_bcastpkts> ] } { TABLE_tx_counters
<interface_tx> [ <eth_outbytes> ] [ <eth_outucast> ] [ <eth_outmcast> ] [ <eth_outbcast> ] [ <eth_l3out_bytes>
] [ <eth_l3out_ucastpkts> ] [ <eth_l3out_mcastpkts> ] [ <eth_l3out_bcastpkts> ] } ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatifeth_ctr

Show interface counterscounters

(Optional) Show SNMP MIB valuessnmp

(Optional) Read Only__readonly__

(Optional) Interface index rxinterface_rx

(Optional) Interface index txinterface_tx

(Optional) show Rx countersTABLE_rx_counters

(Optional) show Tx countersTABLE_tx_counters

(Optional) Bytes inputeth_inbytes

(Optional) Unicasts inputeth_inucast

(Optional) Multicasts inputeth_inmcast

(Optional) Broadcasts inputeth_inbcast

(Optional) Bytes outputeth_outbytes

(Optional) Unicasts outputeth_outucast

(Optional) Multicasts outputeth_outmcast

(Optional) Broadcasts outputeth_outbcast

(Optional) L3 Rx byteseth_l3in_bytes

(Optional) L3 Rx Unicast pktseth_l3in_ucastpkts

(Optional) L3 Rx Multicast pktseth_l3in_mcastpkts

(Optional) L3 Rx Broadcast pktseth_l3in_bcastpkts

(Optional) L3 Tx byteseth_l3out_bytes
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(Optional) L3 Tx Unicast pktseth_l3out_ucastpkts

(Optional) L3 Tx Multicast pktseth_l3out_mcastpkts

(Optional) L3 Tx Broadcast pktseth_l3out_bcastpkts

Command Mode

• /exec
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show interface counters
show interface <ifid_ctr> counters [ snmp ] [ __readonly__ { TABLE_rx_counters <interface_rx> [
<eth_inpkts> ] [ <eth_inbytes> ] [ <eth_inucast> ] [ <eth_inmcast> ] [ <eth_inbcast> ] } { TABLE_tx_counters
<interface_tx> [ <eth_outpkts> ] [ <eth_outbytes> ] [ <eth_outucast> ] [ <eth_outmcast> ] [ <eth_outbcast>
] } ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatifid_ctr

Show interface counterscounters

(Optional) Show SNMP MIB valuessnmp

(Optional) Read Only__readonly__

(Optional) Interface index rxinterface_rx

(Optional) Interface index txinterface_tx

(Optional) show Rx countersTABLE_rx_counters

(Optional) show Tx countersTABLE_tx_counters

(Optional) Packets inputeth_inpkts

(Optional) Bytes inputeth_inbytes

(Optional) Unicastseth_inucast

(Optional) Multicastseth_inmcast

(Optional) Broadcastseth_inbcast

(Optional) Packets outputeth_outpkts

(Optional) Bytes outputeth_outbytes

(Optional) Unicastseth_outucast

(Optional) Multicastseth_outmcast

(Optional) Broadcastseth_outbcast

Command Mode

• /exec
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show interface counters
show interface counters [ module <module> ] [ __readonly__ { TABLE_rx_counters <interface_rx> [
<eth_inpkts> ] [ <eth_inbytes> ] [ <eth_inucast> ] [ <eth_inmcast> ] [ <eth_inbcast> ] [ <eth_l3in_bytes> ]
[ <eth_l3in_ucastpkts> ] [ <eth_l3in_mcastpkts> ] [ <eth_l3in_bcastpkts> ] } { TABLE_tx_counters
<interface_tx> [ <eth_outpkts> ] [ <eth_outbytes> ] [ <eth_outucast> ] [ <eth_outmcast> ] [ <eth_outbcast>
] [ <eth_l3out_bytes> ] [ <eth_l3out_ucastpkts> ] [ <eth_l3out_mcastpkts> ] [ <eth_l3out_bcastpkts> ] } ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Show interface counterscounters

(Optional) Limit display to interfaces on modulemodule

(Optional) Enter module numbermodule

(Optional) Read Only__readonly__

(Optional) Interface index rxinterface_rx

(Optional) Interface index txinterface_tx

(Optional) show Rx countersTABLE_rx_counters

(Optional) show Tx countersTABLE_tx_counters

(Optional) Packets inputeth_inpkts

(Optional) Bytes inputeth_inbytes

(Optional) Unicastseth_inucast

(Optional) Multicastseth_inmcast

(Optional) Broadcastseth_inbcast

(Optional) Packets outputeth_outpkts

(Optional) Bytes outputeth_outbytes

(Optional) Unicastseth_outucast

(Optional) Multicastseth_outmcast

(Optional) Broadcastseth_outbcast

(Optional) L3 Rx byteseth_l3in_bytes

(Optional) L3 Rx Unicast pktseth_l3in_ucastpkts

(Optional) L3 Rx Multicast pktseth_l3in_mcastpkts
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(Optional) L3 Rx Broadcast pktseth_l3in_bcastpkts

(Optional) L3 Tx byteseth_l3out_bytes

(Optional) L3 Tx Unicast pktseth_l3out_ucastpkts

(Optional) L3 Tx Multicast pktseth_l3out_mcastpkts

(Optional) L3 Tx Broadcast pktseth_l3out_bcastpkts

Command Mode

• /exec
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show interface counters
show interface counters [ non-zero ] [ __readonly__ { TABLE_rx_counters <interface_rx> [ <eth_inpkts> ]
[ <eth_inbytes> ] [ <eth_inucast> ] [ <eth_inmcast> ] [ <eth_inbcast> ] [ <eth_l3in_bytes> ] [
<eth_l3in_ucastpkts> ] [ <eth_l3in_mcastpkts> ] [ <eth_l3in_bcastpkts> ] } { TABLE_tx_counters
<interface_tx> [ <eth_outpkts> ] [ <eth_outbytes> ] [ <eth_outucast> ] [ <eth_outmcast> ] [ <eth_outbcast>
] [ <eth_l3out_bytes> ] [ <eth_l3out_ucastpkts> ] [ <eth_l3out_mcastpkts> ] [ <eth_l3out_bcastpkts> ] } ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Show interface counterscounters

(Optional) To display only the non-zero counter valuesnon-zero

(Optional) Read Only__readonly__

(Optional) Interface index rxinterface_rx

(Optional) Interface index txinterface_tx

(Optional) show Rx countersTABLE_rx_counters

(Optional) show Tx countersTABLE_tx_counters

(Optional) Packets inputeth_inpkts

(Optional) Bytes inputeth_inbytes

(Optional) Unicastseth_inucast

(Optional) Multicastseth_inmcast

(Optional) Broadcastseth_inbcast

(Optional) Packets outputeth_outpkts

(Optional) Bytes outputeth_outbytes

(Optional) Unicastseth_outucast

(Optional) Multicastseth_outmcast

(Optional) Broadcastseth_outbcast

(Optional) L3 Rx byteseth_l3in_bytes

(Optional) L3 Rx Unicast pktseth_l3in_ucastpkts

(Optional) L3 Rx Multicast pktseth_l3in_mcastpkts

(Optional) L3 Rx Broadcast pktseth_l3in_bcastpkts
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(Optional) L3 Tx byteseth_l3out_bytes

(Optional) L3 Tx Unicast pktseth_l3out_ucastpkts

(Optional) L3 Tx Multicast pktseth_l3out_mcastpkts

(Optional) L3 Tx Broadcast pktseth_l3out_bcastpkts

Command Mode

• /exec
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show interface counters
show interface <ifrange> counters [ __readonly__ TABLE_interface <interface> [ <overlay_load_interval>
] [ <overlay_rx_ucastpkts> ] [ <overlay_rx_ucastbytes> ] [ <overlay_rx_mcastpkts> ] [
<overlay_rx_mcastbytes> ] [ <overlay_rx_pkts> ] [ <overlay_rx_bytes> ] [ <overlay_rx_bcastpkts> ] [
<overlay_rx_bcastbytes> ] [ <overlay_rx_bitrate> ] [ <overlay_rx_pktrate> ] [ <overlay_tx_ucastpkts> ] [
<overlay_tx_ucastbytes> ] [ <overlay_tx_mcastpkts> ] [ <overlay_tx_mcastbytes> ] [ <overlay_tx_bcastpkts>
] [ <overlay_tx_bcastbytes> ] [ <overlay_tx_pkts> ] [ <overlay_tx_bytes> ] [ <overlay_tx_bitrate> ] [
<overlay_tx_pktrate> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and numberifrange

Show interface counterscounters

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Load intervaloverlay_load_interval

(Optional) Received ucast pktsoverlay_rx_ucastpkts

(Optional) Received ucast bytesoverlay_rx_ucastbytes

(Optional) Received mcast pktsoverlay_rx_mcastpkts

(Optional) Received mcast bytesoverlay_rx_mcastbytes

(Optional) Received bcast pktsoverlay_rx_bcastpkts

(Optional) Received bcast bytesoverlay_rx_bcastbytes

(Optional) Total received pktsoverlay_rx_pkts

(Optional) Total received bytesoverlay_rx_bytes

(Optional) Receive bit rateoverlay_rx_bitrate

(Optional) Receive pkt rateoverlay_rx_pktrate

(Optional) Trasnmitted ucast pktsoverlay_tx_ucastpkts

(Optional) Trasnmitted ucast bytesoverlay_tx_ucastbytes

(Optional) Trasnmitted mcast pktsoverlay_tx_mcastpkts

(Optional) Trasnmitted mcast bytesoverlay_tx_mcastbytes
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(Optional) Trasnmitted bcast pktsoverlay_tx_bcastpkts

(Optional) Trasnmitted bcast bytesoverlay_tx_bcastbytes

(Optional) Total transmitted pktsoverlay_tx_pkts

(Optional) Total transmitted bytesoverlay_tx_bytes

(Optional) Transmit bit rateoverlay_tx_bitrate

(Optional) Transmit pkt rateoverlay_tx_pktrate

Command Mode

• /exec
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show interface counters
show interface <ifrange> counters [ __readonly__ { TABLE_nve_counters <interface> [ <ucast_inbytes> ]
[ <ucast_inpkts> ] [ <ucast_outbytes> ] [ <ucast_outpkts> ] [ <mcast_inbytes> ] [ <mcast_inpkts> ] [
<mcast_outbytes> ] [ <mcast_outpkts> ] } ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and numberifrange

Show interface counterscounters

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_nve_counters

(Optional) ucast bytes inputucast_inbytes

(Optional) ucast packets inputucast_inpkts

(Optional) ucast bytes outputucast_outbytes

(Optional) ucast packets outputucast_outpkts

(Optional) mcast bytes inputmcast_inbytes

(Optional) mcast packets inputmcast_inpkts

(Optional) mcast bytes outputmcast_outbytes

(Optional) mcast packets outputmcast_outpkts

Command Mode

• /exec
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show interface counters brief
show interface counters brief [ <counter_val> ] [ __readonly__ TABLE_interface <interface> <eth_inrate1>
<eth_inframes1> <eth_outrate1> <eth_outframes1> <eth_load_intv1> <eth_inrate2> <eth_inframes2>
<eth_outrate2> <eth_outframes2> <eth_load_intv2> <eth_inrate3> <eth_inframes3> <eth_outrate3>
<eth_outframes3> <eth_load_intv3> ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Show interface counterscounters

Show interface counters in briefbrief

(Optional) Specify a single load interval id to show the ratescounter_val

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) interval 1 timer value in seceth_load_intv1

(Optional) interval 1 input rate in mbpseth_inrate1

(Optional) interval 1 input rate in frames (pkts)eth_inframes1

(Optional) interval 1 output rate in mbpseth_outrate1

(Optional) interval 1 output rate in output frames (pkts)eth_outframes1

(Optional) interval 2 timer value in seceth_load_intv2

(Optional) interval 2 input rate in mbpseth_inrate2

(Optional) interval 2 input rate in frames (pkts)eth_inframes2

(Optional) interval 2 output rate in mbpseth_outrate2

(Optional) interval 2 output rate in output frames (pkts)eth_outframes2

(Optional) interval 3 timer value in seceth_load_intv3

(Optional) interval 3 input rate in mbpseth_inrate3

(Optional) interval 3 input rate in frames (pkts)eth_inframes3

(Optional) interval 3 output rate in mbpseth_outrate3

(Optional) interval 3 output rate in output frames (pkts)eth_outframes3
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Command Mode

• /exec
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show interface counters brief
show interface <ifeth_ctr_brf> counters brief [ <counter_val> ] [ __readonly__ TABLE_interface <interface>
<eth_load_intv1> <eth_inrate1> <eth_inframes1> <eth_outrate1> <eth_outframes1> <eth_load_intv2>
<eth_inrate2> <eth_inframes2> <eth_outrate2> <eth_outframes2> <eth_load_intv3> <eth_inrate3>
<eth_inframes3> <eth_outrate3> <eth_outframes3> ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatifeth_ctr_brf

Show interface counterscounters

Show interface counters in briefbrief

(Optional) Specify a single load interval id to show the ratescounter_val

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) interval 1 timer value in seceth_load_intv1

(Optional) interval 1 input rate in mbpseth_inrate1

(Optional) interval 1 input rate in frames (pkts)eth_inframes1

(Optional) interval 1 output rate in mbpseth_outrate1

(Optional) interval 1 output rate in output frames (pkts)eth_outframes1

(Optional) interval 2 timer value in seceth_load_intv2

(Optional) interval 2 input rate in mbpseth_inrate2

(Optional) interval 2 input rate in frames (pkts)eth_inframes2

(Optional) interval 2 output rate in mbpseth_outrate2

(Optional) interval 2 output rate in output frames (pkts)eth_outframes2

(Optional) interval 3 timer value in seceth_load_intv3

(Optional) interval 3 input rate in mbpseth_inrate3

(Optional) interval 3 input rate in frames (pkts)eth_inframes3

(Optional) interval 3 output rate in mbpseth_outrate3
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(Optional) interval 3 output rate in output frames (pkts)eth_outframes3

Command Mode

• /exec
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show interface counters detailed
show interface counters detailed [ snmp ] [ __readonly__ TABLE_interface <interface> [ <vdc_lvl_in_pkts>
] [ <vdc_lvl_in_bytes> ] [ <vdc_lvl_in_ucast> ] [ <vdc_lvl_in_mcast> ] [ <vdc_lvl_in_bcast> ] [
<vdc_lvl_in_bps> ] [ <vdc_lvl_in_pps> ] [ <vdc_lvl_in_avg_pkts> ] [ <vdc_lvl_in_avg_bytes> ] [
<vdc_lvl_out_pkts> ] [ <vdc_lvl_out_bytes> ] [ <vdc_lvl_out_ucast> ] [ <vdc_lvl_out_mcast> ] [
<vdc_lvl_out_bcast> ] [ <vdc_lvl_out_bps> ] [ <vdc_lvl_out_pps> ] [ <vdc_lvl_out_avg_pkts> ] [
<vdc_lvl_out_avg_bytes> ] [ <mgmt_in_pkts> ] [ <mgmt_in_bytes> ] [ <mgmt_in_mcast> ] [
<mgmt_in_compressed> ] [ <mgmt_in_errors> ] [ <mgmt_in_frame> ] [ <mgmt_in_overrun> ] [
<mgmt_in_fifo> ] [ <mgmt_out_pkts> ] [ <mgmt_out_bytes> ] [ <mgmt_out_underruns> ] [
<mgmt_out_errors> ] [ <mgmt_out_collisions> ] [ <mgmt_out_fifo> ] [ <mgmt_out_carrier> ] [
<mgmt_align_err> ] [ <mgmt_fcs_err> ] [ <mgmt_xmit_err> ] [ <mgmt_rcv_err> ] [ <mgmt_undersize> ] [
<mgmt_outdisc> ] [ <mgmt_single_col> ] [ <mgmt_multi_col> ] [ <mgmt_late_col> ] [ <mgmt_excess_col>
] [ <mgmt_carri_sen> ] [ <mgmt_runts> ] [ <mgmt_giants> ] [ <mgmt_sqetest_err> ] [ <mgmt_deferred_tx>
] [ <mgmt_inmactx_err> ] [ <mgmt_inmacrx_err> ] [ <mgmt_symbol_err> ] [ <loop_in_pkts> ] [
<loop_in_bytes> ] [ <loop_in_mcast> ] [ <loop_in_compressed> ] [ <loop_in_errors> ] [ <loop_in_frame>
] [ <loop_in_overrun> ] [ <loop_in_fifo> ] [ <loop_out_pkts> ] [ <loop_out_bytes> ] [ <loop_out_underruns>
] [ <loop_out_errors> ] [ <loop_out_collisions> ] [ <loop_out_fifo> ] [ <loop_out_carriers> ] [
<eth_load_interval1_rx> ] [ <eth_inrate1_bits> ] [ <eth_inrate1_pkts> ] [ <eth_load_interval1_tx> ] [
<eth_outrate1_bits> ] [ <eth_outrate1_pkts> ] [ <eth_inrate1_summary_bits> ] [ <eth_inrate1_summary_pkts>
] [ <eth_outrate1_summary_bits> ] [ <eth_outrate1_summary_pkts> ] [ <eth_load_interval2_rx> ] [
<eth_inrate2_bits> ] [ <eth_inrate2_pkts> ] [ <eth_load_interval2_tx> ] [ <eth_outrate2_bits> ] [
<eth_outrate2_pkts> ] [ <eth_inrate2_summary_bits> ] [ <eth_inrate2_summary_pkts> ] [
<eth_outrate2_summary_bits> ] [ <eth_outrate2_summary_pkts> ] [ <eth_load_interval3_rx> ] [
<eth_inrate3_bits> ] [ <eth_inrate3_pkts> ] [ <eth_load_interval3_tx> ] [ <eth_outrate3_bits> ] [
<eth_outrate3_pkts> ] [ <eth_inrate3_summary_bits> ] [ <eth_inrate3_summary_pkts> ] [
<eth_outrate3_summary_bits> ] [ <eth_outrate3_summary_pkts> ] [ <eth_inpkts> ] [ <eth_inucast> ] [
<eth_inmcast> ] [ <eth_inbcast> ] [ <eth_ingiants> ] [ <eth_inbytes> ] [ <eth_storm_supp> ] [ <eth_inb64>
] [ <eth_inb65_127> ] [ <eth_inb128_255> ] [ <eth_inb256_511> ] [ <eth_inb512_1023> ] [
<eth_inb1024_1518> ] [ <eth_inb1519_1548> ] [ <eth_intrunk> ] [ <eth_outpkts> ] [ <eth_outucast> ] [
<eth_outmcast> ] [ <eth_outbcast> ] [ <eth_outgiants> ] [ <eth_outbytes> ] [ <eth_outb64> ] [
<eth_outb65_127> ] [ <eth_outb128_255> ] [ <eth_outb256_511> ] [ <eth_outb512_1023> ] [
<eth_outb1024_1518> ] [ <eth_outb1519_1548> ] [ <eth_outtrunk> ] [ <eth_nobuf> ] [ <eth_runts> ] [
<eth_crc> ] [ <eth_ecc> ] [ <eth_overrun> ] [ <eth_underrun> ] [ <eth_ignored> ] [ <eth_bad_eth> ] [
<eth_bad_proto> ] [ <eth_in_ifdown_drops> ] [ <eth_coll> ] [ <eth_latecoll> ] [ <eth_lostcarrier> ] [
<eth_nocarrier> ] [ <eth_babbles> ] [ <eth_watchdog> ] [ <eth_dribble> ] [ <eth_inerr> ] [ <eth_outerr> ] [
<eth_deferred> ] [ <eth_jabbers> ] [ <eth_shortframe> ] [ <eth_single_coll> ] [ <eth_multi_coll> ] [
<eth_excess_coll> ] [ <eth_indiscard> ] [ <eth_bad_encap> ] [ <eth_outcrc> ] [ <eth_symbol> ] [
<eth_out_drops> ] [ <eth_bpdu_outlost> ] [ <eth_cos0_outlost> ] [ <eth_cos1_outlost> ] [ <eth_cos2_outlost>
] [ <eth_cos3_outlost> ] [ <eth_cos4_outlost> ] [ <eth_cos5_outlost> ] [ <eth_cos6_outlost> ] [
<eth_cos7_outlost> ] [ <eth_inpause> ] [ <eth_outpause> ] [ <eth_resets> ] [ <eth_sqetest> ] [
<eth_l2_ucastpkts> ] [ <eth_l2_ucastbytes> ] [ <eth_l2_mcastpkts> ] [ <eth_l2_mcastbytes> ] [
<eth_l2_bcastpkts> ] [ <eth_l2_bcastbytes> ] [ <eth_l3in_routed_pkts> ] [ <eth_l3in_routed_bytes> ] [
<eth_l3out_routed_pkts> ] [ <eth_l3out_routed_bytes> ] [ <eth_l3in_ucastpkts> ] [ <eth_l3in_ucastbytes> ]
[ <eth_l3in_mcastpkts> ] [ <eth_l3in_mcastbytes> ] [ <eth_l3in_bcastpkts> ] [ <eth_l3in_bcastbytes> ] [
<eth_l3out_ucastpkts> ] [ <eth_l3out_ucastbytes> ] [ <eth_l3out_mcastpkts> ] [ <eth_l3out_mcastbytes> ] [
<eth_l3out_bcastpkts> ] [ <eth_l3out_bcastbytes> ] [ <eth_l3avg1_inbytes> ] [ <eth_l3avg1_inpkts> ] [
<eth_l3avg1_outbytes> ] [ <eth_l3avg1_outpkts> ] [ <eth_ipmcast> ] [ <eth_inhw_switched> ] [
<eth_insw_switched> ] [ <eth_throtles> ] [ <eth_frame> ] [ <eth_outhw_switched> ] [ <eth_outsw_switched>
] [ <eth_buffail> ] [ <eth_bufswapped> ] [ <eth_arpdrops> ] [ <eth_out_ifdown_drops> ] [ <eth_fcoe_in_pkts>
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] [ <eth_fcoe_in_octets> ] [ <eth_fcoe_out_pkts> ] [ <eth_fcoe_out_octets> ] [ <eth_nfcoe_in_pkts> ] [
<eth_nfcoe_in_octets> ] [ <eth_nfcoe_out_pkts> ] [ <eth_nfcoe_out_octets> ] [ <svi_routed_pkts_in> ] [
<svi_routed_bytes_in> ] [ <svi_routed_pkts_out> ] [ <svi_routed_bytes_out> ] [ <svi_ucast_pkts_in> ] [
<svi_ucast_bytes_in> ] [ <svi_mcast_pkts_in> ] [ <svi_mcast_bytes_in> ] [ <svi_ucast_pkts_out> ] [
<svi_ucast_bytes_out> ] [ <svi_mcast_pkts_out> ] [ <svi_mcast_bytes_out> ] [ <svi_ipv4_ucast_pkts_in> ]
[ <svi_ipv4_ucast_bytes_in> ] [ <svi_ipv4_ucast_pkts_out> ] [ <svi_ipv4_ucast_bytes_out> ] [
<svi_ipv4_mcast_pkts_in> ] [ <svi_ipv4_mcast_bytes_in> ] [ <svi_ipv4_mcast_pkts_out> ] [
<svi_ipv4_mcast_bytes_out> ] [ <svi_ipv6_ucast_pkts_in> ] [ <svi_ipv6_ucast_bytes_in> ] [
<svi_ipv6_ucast_pkts_out> ] [ <svi_ipv6_ucast_bytes_out> ] [ <svi_ipv6_mcast_pkts_in> ] [
<svi_ipv6_mcast_bytes_in> ] [ <svi_ipv6_mcast_pkts_out> ] [ <svi_ipv6_mcast_bytes_out> ] [
<svi_average_input_bits> ] [ <svi_average_input_packets> ] [ <svi_average_output_bits> ] [
<svi_average_output_packets> ] [ <svi_rate_in_mins> ] [ <svi_time_last_cleared> ] [ <svi_tx_load> ] [
<svi_rx_load> ] [ <svi_reliability> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Show interface counterscounters

Show only non-zero countersdetailed

(Optional) Show SNMP MIB valuessnmp

(Optional) Read Only__readonly__

(Optional) show interfaceTABLE_interface

(Optional) Interface indexinterface

(Optional) VDC level input packetsvdc_lvl_in_pkts

(Optional) VDC level input bytesvdc_lvl_in_bytes

(Optional) VDC level input unicast packetsvdc_lvl_in_ucast

(Optional) VDC level input multicast packetsvdc_lvl_in_mcast

(Optional) VDC level input broadcast packetsvdc_lvl_in_bcast

(Optional) VDC level input bytes per secondvdc_lvl_in_bps

(Optional) VDC level input packets per secondvdc_lvl_in_pps

(Optional) VDC level average input packetsvdc_lvl_in_avg_pkts

(Optional) VDC level average input bytesvdc_lvl_in_avg_bytes

(Optional) VDC level output packetsvdc_lvl_out_pkts

(Optional) VDC level output bytesvdc_lvl_out_bytes

(Optional) VDC level output unicast packetsvdc_lvl_out_ucast
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(Optional) VDC level output multicast packetsvdc_lvl_out_mcast

(Optional) VDC level output broadcast packetsvdc_lvl_out_bcast

(Optional) VDC level output bytes per secondvdc_lvl_out_bps

(Optional) VDC level output packets per secondvdc_lvl_out_pps

(Optional) VDC level average output packetsvdc_lvl_out_avg_pkts

(Optional) VDC level average output bytesvdc_lvl_out_avg_bytes

(Optional) Input packetsmgmt_in_pkts

(Optional) Input bytesmgmt_in_bytes

(Optional) Input multicast framesmgmt_in_mcast

(Optional) Input compressedmgmt_in_compressed

(Optional) Input errorsmgmt_in_errors

(Optional) Input frame errorsmgmt_in_frame

(Optional) Input overrunmgmt_in_overrun

(Optional) Input fifomgmt_in_fifo

(Optional) Output packetsmgmt_out_pkts

(Optional) Output bytesmgmt_out_bytes

(Optional) Output overrunsmgmt_out_underruns

(Optional) Output errorsmgmt_out_errors

(Optional) Output collisionsmgmt_out_collisions

(Optional) Output fifomgmt_out_fifo

(Optional) Output carrier errorsmgmt_out_carrier

(Optional) Align errormgmt_align_err

(Optional) FCS errormgmt_fcs_err

(Optional) Transmit errormgmt_xmit_err

(Optional) Receive errormgmt_rcv_err

(Optional) Undersizemgmt_undersize

(Optional) Out discardmgmt_outdisc

(Optional) Single collisionmgmt_single_col

(Optional) Multiple collisionmgmt_multi_col
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(Optional) Late collisionmgmt_late_col

(Optional) Excess collisionmgmt_excess_col

(Optional) Carrier sensemgmt_carri_sen

(Optional) Runtsmgmt_runts

(Optional) Giantsmgmt_giants

(Optional) SQETest errormgmt_sqetest_err

(Optional) Deferred txmgmt_deferred_tx

(Optional) In MAC txmgmt_inmactx_err

(Optional) In MAC rxmgmt_inmacrx_err

(Optional) Symbol errormgmt_symbol_err

(Optional) Input packetsloop_in_pkts

(Optional) Input bytesloop_in_bytes

(Optional) Input multicastloop_in_mcast

(Optional) Input compressedloop_in_compressed

(Optional) Input errorsloop_in_errors

(Optional) Input frame errorsloop_in_frame

(Optional) Input overrunloop_in_overrun

(Optional) Input fifoloop_in_fifo

(Optional) Output packetsloop_out_pkts

(Optional) Output bytesloop_out_bytes

(Optional) Output underrunsloop_out_underruns

(Optional) Output errorsloop_out_errors

(Optional) Output collisionsloop_out_collisions

(Optional) Output fifoloop_out_fifo

(Optional) Output carrier errorsloop_out_carriers

(Optional) interval 1 timer value in seceth_load_interval1_rx

(Optional) interval 1 input rate bits/seceth_inrate1_bits

(Optional) interval 1 input rate pkts/seceth_inrate1_pkts

(Optional) interval 1 timer value in seceth_load_interval1_tx

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
756

All Show Commands
show interface counters detailed



(Optional) interval 1 output rate bits/seceth_outrate1_bits

(Optional) interval 1 output rate pkts/seceth_outrate1_pkts

(Optional) interval 1 input rate bit summaryeth_inrate1_summary_bits

(Optional) interval 1 input rate pkt summaryeth_inrate1_summary_pkts

(Optional) interval 1 output rate bit summaryeth_outrate1_summary_bits

(Optional) interval 1 output rate pkt summaryeth_outrate1_summary_pkts

(Optional) interval 2 timer value in seceth_load_interval2_rx

(Optional) interval 2 input rate bits/seceth_inrate2_bits

(Optional) interval 2 input rate pkts/seceth_inrate2_pkts

(Optional) interval 2 timer value in seceth_load_interval2_tx

(Optional) interval 2 output rate bits/seceth_outrate2_bits

(Optional) interval 2 output rate pkts/seceth_outrate2_pkts

(Optional) interval 2 input rate bit summaryeth_inrate2_summary_bits

(Optional) interval 2 input rate pkt summaryeth_inrate2_summary_pkts

(Optional) interval 2 output rate bit summaryeth_outrate2_summary_bits

(Optional) interval 2 output rate pkt summaryeth_outrate2_summary_pkts

(Optional) interval 3 timer value in seceth_load_interval3_rx

(Optional) interval 3 input rate bits/seceth_inrate3_bits

(Optional) interval 3 input rate pkts/seceth_inrate3_pkts

(Optional) interval 3 timer value in seceth_load_interval3_tx

(Optional) interval 3 output rate bits/seceth_outrate3_bits

(Optional) interval 3 output rate pkts/seceth_outrate3_pkts

(Optional) interval 3 input rate bit summaryeth_inrate3_summary_bits

(Optional) interval 3 input rate pkt summaryeth_inrate3_summary_pkts

(Optional) interval 3 output rate bit summaryeth_outrate3_summary_bits

(Optional) interval 3 output rate pkt summaryeth_outrate3_summary_pkts

(Optional) Packets inputeth_inpkts

(Optional) Unicastseth_inucast

(Optional) Multicastseth_inmcast
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(Optional) Broadcastseth_inbcast

(Optional) giantseth_ingiants

(Optional) Bytes inputeth_inbytes

(Optional) storm suppressioneth_storm_supp

(Optional) input pkts between 0 and 64 byteseth_inb64

(Optional) input pkts between 65 and 127 byteseth_inb65_127

(Optional) input pkts between 128 and 255 byteseth_inb128_255

(Optional) input pkts between 256 and 511 byteseth_inb256_511

(Optional) input pkts between 512 and 1023 byteseth_inb512_1023

(Optional) input pkts between 1024 and 1518 byteseth_inb1024_1518

(Optional) input pkts between 1519 and 1548 byteseth_inb1519_1548

(Optional) input trunk pktseth_intrunk

(Optional) packets outputeth_outpkts

(Optional) Unicastseth_outucast

(Optional) Multicastseth_outmcast

(Optional) Broadcastseth_outbcast

(Optional) giantseth_outgiants

(Optional) bytes outputeth_outbytes

(Optional) output pkts between 0 and 64 byteseth_outb64

(Optional) output pkts between 65 and 127 byteseth_outb65_127

(Optional) output pkts between 128 and 255 byteseth_outb128_255

(Optional) output pkts between 256 and 511 byteseth_outb256_511

(Optional) output pkts between 512 and 1023 byteseth_outb512_1023

(Optional) output pkts between 1024 and 1518 byteseth_outb1024_1518

(Optional) output pkts between 1519 and 1548 byteseth_outb1519_1548

(Optional) output trunk pktseth_outtrunk

(Optional) No buffer receivedeth_nobuf

(Optional) runtseth_runts

(Optional) CRCeth_crc
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(Optional) ECCeth_ecc

(Optional) overruneth_overrun

(Optional) underrunseth_underrun

(Optional) ignoredeth_ignored

(Optional) bad ether type dropeth_bad_eth

(Optional) bad protocol dropseth_bad_proto

(Optional) Input if-down dropseth_in_ifdown_drops

(Optional) collisionseth_coll

(Optional) late collisioneth_latecoll

(Optional) lost carriereth_lostcarrier

(Optional) no carriereth_nocarrier

(Optional) babbleseth_babbles

(Optional) watchdogeth_watchdog

(Optional) input packets with dribble conditioneth_dribble

(Optional) input errorseth_inerr

(Optional) output errorseth_outerr

(Optional) deferredeth_deferred

(Optional) jabberseth_jabbers

(Optional) short frameseth_shortframe

(Optional) single collisionseth_single_coll

(Optional) multi collisionseth_multi_coll

(Optional) excessive collisionseth_excess_coll

(Optional) discardseth_indiscard

(Optional) bad encapsulationeth_bad_encap

(Optional) Output CRCeth_outcrc

(Optional) symbol errorseth_symbol

(Optional) output dropseth_out_drops

(Optional) BPDU output losteth_bpdu_outlost

(Optional) output pktseth_cos0_outlost
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(Optional) output pktseth_cos1_outlost

(Optional) output pktseth_cos2_outlost

(Optional) output pktseth_cos3_outlost

(Optional) output pktseth_cos4_outlost

(Optional) output pktseth_cos5_outlost

(Optional) output pktseth_cos6_outlost

(Optional) output pktseth_cos7_outlost

(Optional) pause inputeth_inpause

(Optional) PAUSE outputeth_outpause

(Optional) interface resetseth_resets

(Optional) SQE testeth_sqetest

(Optional) L2 switched ucast pktseth_l2_ucastpkts

(Optional) L2 switched ucast byteseth_l2_ucastbytes

(Optional) L2 switched mcast pktseth_l2_mcastpkts

(Optional) L2 switched mcast byteseth_l2_mcastbytes

(Optional) L2 switched bcast pktseth_l2_bcastpkts

(Optional) L2 switched bcast byteseth_l2_bcastbytes

(Optional) L3 in switched ucast pktseth_l3in_ucastpkts

(Optional) L3 in switched ucast byteseth_l3in_ucastbytes

(Optional) L3 in switched mcast pktseth_l3in_mcastpkts

(Optional) L3 in switched mcast byteseth_l3in_mcastbytes

(Optional) L3 in switched bcast pktseth_l3in_bcastpkts

(Optional) L3 in switched bcast byteseth_l3in_bcastbytes

(Optional) L3 out switched ucast pktseth_l3out_ucastpkts

(Optional) L3 out switched ucast byteseth_l3out_ucastbytes

(Optional) L3 out switched mcast pktseth_l3out_mcastpkts

(Optional) L3 out switched mcast byteseth_l3out_mcastbytes

(Optional) L3 out switched bcast pktseth_l3out_bcastpkts

(Optional) L3 out switched bcast byteseth_l3out_bcastbytes
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(Optional) L3 in routed pktseth_l3in_routed_pkts

(Optional) L3 in routed byteseth_l3in_routed_bytes

(Optional) L3 out routed pktseth_l3out_routed_pkts

(Optional) L3 out routed byteseth_l3out_routed_bytes

(Optional) Load interval 1 L3 average in switched byteseth_l3avg1_inbytes

(Optional) Load interval 1 L3 average in switched pktseth_l3avg1_inpkts

(Optional) Load interval 1 L3 average out switched byteseth_l3avg1_outbytes

(Optional) Load interval 1 L3 average out switched pktseth_l3avg1_outpkts

(Optional) IP multicasteth_ipmcast

(Optional) Input H/W Switchedeth_inhw_switched

(Optional) Input S/W Switchedeth_insw_switched

(Optional) throttleseth_throtles

(Optional) frameeth_frame

(Optional) Out H/W Switchedeth_outhw_switched

(Optional) Out S/W Switchedeth_outsw_switched

(Optional) output buffer failureseth_buffail

(Optional) output buffers swapped outeth_bufswapped

(Optional) arp dropseth_arpdrops

(Optional) Output if-down dropseth_out_ifdown_drops

(Optional) fcoe in pktseth_fcoe_in_pkts

(Optional) fcoe in octetseth_fcoe_in_octets

(Optional) fcoe out pktseth_fcoe_out_pkts

(Optional) fcoe out octetseth_fcoe_out_octets

(Optional) nfcoe in pktseth_nfcoe_in_pkts

(Optional) nfcoe in octetseth_nfcoe_in_octets

(Optional) nfcoe out pktseth_nfcoe_out_pkts

(Optional) nfcoe out octetseth_nfcoe_out_octets

(Optional) Time last clearedsvi_time_last_cleared

(Optional) Tx Loadsvi_tx_load
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(Optional) Rx Loadsvi_rx_load

(Optional) Reliabilitysvi_reliability

Command Mode

• /exec
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show interface counters detailed
show interface <ifmgmt_ctr_dtl> counters detailed [ __readonly__ TABLE_interface <interface> [
<vdc_lvl_in_pkts> ] [ <vdc_lvl_in_bytes> ] [ <vdc_lvl_in_ucast> ] [ <vdc_lvl_in_mcast> ] [
<vdc_lvl_in_bcast> ] [ <vdc_lvl_in_bps> ] [ <vdc_lvl_in_pps> ] [ <vdc_lvl_in_avg_pkts> ] [
<vdc_lvl_in_avg_bytes> ] [ <vdc_lvl_out_pkts> ] [ <vdc_lvl_out_bytes> ] [ <vdc_lvl_out_ucast> ] [
<vdc_lvl_out_mcast> ] [ <vdc_lvl_out_bcast> ] [ <vdc_lvl_out_bps> ] [ <vdc_lvl_out_pps> ] [
<vdc_lvl_out_avg_pkts> ] [ <vdc_lvl_out_avg_bytes> ] [ <mgmt_in_pkts> ] [ <mgmt_in_bytes> ] [
<mgmt_in_mcast> ] [ <mgmt_in_compressed> ] [ <mgmt_in_errors> ] [ <mgmt_in_frame> ] [
<mgmt_in_overrun> ] [ <mgmt_in_fifo> ] [ <mgmt_out_pkts> ] [ <mgmt_out_bytes> ] [
<mgmt_out_underruns> ] [ <mgmt_out_errors> ] [ <mgmt_out_collisions> ] [ <mgmt_out_fifo> ] [
<mgmt_out_carrier> ] [ <mgmt_align_err> ] [ <mgmt_fcs_err> ] [ <mgmt_xmit_err> ] [ <mgmt_rcv_err> ]
[ <mgmt_undersize> ] [ <mgmt_outdisc> ] [ <mgmt_single_col> ] [ <mgmt_multi_col> ] [ <mgmt_late_col>
] [ <mgmt_excess_col> ] [ <mgmt_carri_sen> ] [ <mgmt_runts> ] [ <mgmt_giants> ] [ <mgmt_sqetest_err>
] [ <mgmt_deferred_tx> ] [ <mgmt_inmactx_err> ] [ <mgmt_inmacrx_err> ] [ <mgmt_symbol_err> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatifmgmt_ctr_dtl

Show interface counterscounters

Show only non-zero countersdetailed

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) VDC level input packetsvdc_lvl_in_pkts

(Optional) VDC level input bytesvdc_lvl_in_bytes

(Optional) VDC level input unicast packetsvdc_lvl_in_ucast

(Optional) VDC level input multicast packetsvdc_lvl_in_mcast

(Optional) VDC level input broadcast packetsvdc_lvl_in_bcast

(Optional) VDC level input bytes per secondvdc_lvl_in_bps

(Optional) VDC level input packets per secondvdc_lvl_in_pps

(Optional) VDC level average input packetsvdc_lvl_in_avg_pkts

(Optional) VDC level average input bytesvdc_lvl_in_avg_bytes

(Optional) VDC level output packetsvdc_lvl_out_pkts
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(Optional) VDC level output bytesvdc_lvl_out_bytes

(Optional) VDC level output unicast packetsvdc_lvl_out_ucast

(Optional) VDC level output multicast packetsvdc_lvl_out_mcast

(Optional) VDC level output broadcast packetsvdc_lvl_out_bcast

(Optional) VDC level output bytes per secondvdc_lvl_out_bps

(Optional) VDC level output packets per secondvdc_lvl_out_pps

(Optional) VDC level average output packetsvdc_lvl_out_avg_pkts

(Optional) VDC level average output bytesvdc_lvl_out_avg_bytes

(Optional) Input packetsmgmt_in_pkts

(Optional) Input bytesmgmt_in_bytes

(Optional) Input multicast framesmgmt_in_mcast

(Optional) Input compressedmgmt_in_compressed

(Optional) Input errorsmgmt_in_errors

(Optional) Input frame errorsmgmt_in_frame

(Optional) Input overrunmgmt_in_overrun

(Optional) Input fifomgmt_in_fifo

(Optional) Output packetsmgmt_out_pkts

(Optional) Output bytesmgmt_out_bytes

(Optional) Output overrunsmgmt_out_underruns

(Optional) Output errorsmgmt_out_errors

(Optional) Output collisionsmgmt_out_collisions

(Optional) Output fifomgmt_out_fifo

(Optional) Output carrier errorsmgmt_out_carrier

(Optional) Align errormgmt_align_err

(Optional) FCS errormgmt_fcs_err

(Optional) Transmit errormgmt_xmit_err

(Optional) Receive errormgmt_rcv_err

(Optional) Undersizemgmt_undersize

(Optional) Out discardmgmt_outdisc
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(Optional) Single collisionmgmt_single_col

(Optional) Multiple collisionmgmt_multi_col

(Optional) Late collisionmgmt_late_col

(Optional) Excess collisionmgmt_excess_col

(Optional) Carrier sensemgmt_carri_sen

(Optional) Runtsmgmt_runts

(Optional) Giantsmgmt_giants

(Optional) SQETest errormgmt_sqetest_err

(Optional) Deferred txmgmt_deferred_tx

(Optional) In MAC txmgmt_inmactx_err

(Optional) In MAC rxmgmt_inmacrx_err

(Optional) Symbol errormgmt_symbol_err

Command Mode

• /exec
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show interface counters detailed
show interface <ifloop_ctr_dtl> counters detailed [ __readonly__ TABLE_interface <interface> [
<loop_in_pkts> ] [ <loop_in_bytes> ] [ <loop_in_mcast> ] [ <loop_in_compressed> ] [ <loop_in_errors> ]
[ <loop_in_frame> ] [ <loop_in_overrun> ] [ <loop_in_fifo> ] [ <loop_out_pkts> ] [ <loop_out_bytes> ] [
<loop_out_underruns> ] [ <loop_out_errors> ] [ <loop_out_collisions> ] [ <loop_out_fifo> ] [
<loop_out_carriers> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatifloop_ctr_dtl

Show interface counterscounters

Show only non-zero countersdetailed

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Input packetsloop_in_pkts

(Optional) Input bytesloop_in_bytes

(Optional) Input multicastloop_in_mcast

(Optional) Input compressedloop_in_compressed

(Optional) Input errorsloop_in_errors

(Optional) Input frame errorsloop_in_frame

(Optional) Input overrunloop_in_overrun

(Optional) Input fifoloop_in_fifo

(Optional) Output packetsloop_out_pkts

(Optional) Output bytesloop_out_bytes

(Optional) Output underrunsloop_out_underruns

(Optional) Output errorsloop_out_errors

(Optional) Output collisionsloop_out_collisions

(Optional) Output fifoloop_out_fifo

(Optional) Output carrier errorsloop_out_carriers
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Command Mode

• /exec
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show interface counters detailed
show interface <ifeth_ctr_dtl> counters detailed [ snmp ] [ __readonly__ TABLE_interface <interface> [
<eth_load_interval1_rx> ] [ <eth_inrate1_bits> ] [ <eth_inrate1_pkts> ] [ <eth_load_interval1_tx> ] [
<eth_outrate1_bits> ] [ <eth_outrate1_pkts> ] [ <eth_inrate1_summary_bits> ] [ <eth_inrate1_summary_pkts>
] [ <eth_outrate1_summary_bits> ] [ <eth_outrate1_summary_pkts> ] [ <eth_load_interval2_rx> ] [
<eth_inrate2_bits> ] [ <eth_inrate2_pkts> ] [ <eth_load_interval2_tx> ] [ <eth_outrate2_bits> ] [
<eth_outrate2_pkts> ] [ <eth_inrate2_summary_bits> ] [ <eth_inrate2_summary_pkts> ] [
<eth_outrate2_summary_bits> ] [ <eth_outrate2_summary_pkts> ] [ <eth_load_interval3_rx> ] [
<eth_inrate3_bits> ] [ <eth_inrate3_pkts> ] [ <eth_load_interval3_tx> ] [ <eth_outrate3_bits> ] [
<eth_outrate3_pkts> ] [ <eth_inrate3_summary_bits> ] [ <eth_inrate3_summary_pkts> ] [
<eth_outrate3_summary_bits> ] [ <eth_outrate3_summary_pkts> ] [ <eth_inpkts> ] [ <eth_inucast> ] [
<eth_inmcast> ] [ <eth_inbcast> ] [ <eth_ingiants> ] [ <eth_inbytes> ] [ <eth_storm_supp> ] [ <eth_inb64>
] [ <eth_inb65_127> ] [ <eth_inb128_255> ] [ <eth_inb256_511> ] [ <eth_inb512_1023> ] [
<eth_inb1024_1518> ] [ <eth_inb1519_1548> ] [ <eth_intrunk> ] [ <eth_outpkts> ] [ <eth_outucast> ] [
<eth_outmcast> ] [ <eth_outbcast> ] [ <eth_outgiants> ] [ <eth_outbytes> ] [ <eth_outb64> ] [
<eth_outb65_127> ] [ <eth_outb128_255> ] [ <eth_outb256_511> ] [ <eth_outb512_1023> ] [
<eth_outb1024_1518> ] [ <eth_outb1519_1548> ] [ <eth_outtrunk> ] [ <eth_nobuf> ] [ <eth_runts> ] [
<eth_crc> ] [ <eth_ecc> ] [ <eth_overrun> ] [ <eth_underrun> ] [ <eth_ignored> ] [ <eth_bad_eth> ] [
<eth_bad_proto> ] [ <eth_in_ifdown_drops> ] [ <eth_coll> ] [ <eth_latecoll> ] [ <eth_lostcarrier> ] [
<eth_nocarrier> ] [ <eth_babbles> ] [ <eth_watchdog> ] [ <eth_dribble> ] [ <eth_inerr> ] [ <eth_outerr> ] [
<eth_deferred> ] [ <eth_jabbers> ] [ <eth_shortframe> ] [ <eth_single_coll> ] [ <eth_multi_coll> ] [
<eth_excess_coll> ] [ <eth_indiscard> ] [ <eth_bad_encap> ] [ <eth_outcrc> ] [ <eth_symbol> ] [
<eth_out_drops> ] [ <eth_bpdu_outlost> ] [ <eth_cos0_outlost> ] [ <eth_cos1_outlost> ] [ <eth_cos2_outlost>
] [ <eth_cos3_outlost> ] [ <eth_cos4_outlost> ] [ <eth_cos5_outlost> ] [ <eth_cos6_outlost> ] [
<eth_cos7_outlost> ] [ <eth_inpause> ] [ <eth_outpause> ] [ <eth_resets> ] [ <eth_sqetest> ] [
<eth_l2_ucastpkts> ] [ <eth_l2_ucastbytes> ] [ <eth_l2_mcastpkts> ] [ <eth_l2_mcastbytes> ] [
<eth_l2_bcastpkts> ] [ <eth_l2_bcastbytes> ] [ <eth_l3in_routed_pkts> ] [ <eth_l3in_routed_bytes> ] [
<eth_l3out_routed_pkts> ] [ <eth_l3out_routed_bytes> ] [ <eth_l3in_ucastpkts> ] [ <eth_l3in_ucastbytes> ]
[ <eth_l3in_mcastpkts> ] [ <eth_l3in_mcastbytes> ] [ <eth_l3in_bcastpkts> ] [ <eth_l3in_bcastbytes> ] [
<eth_l3out_ucastpkts> ] [ <eth_l3out_ucastbytes> ] [ <eth_l3out_mcastpkts> ] [ <eth_l3out_mcastbytes> ] [
<eth_l3out_bcastpkts> ] [ <eth_l3out_bcastbytes> ] [ <eth_l3avg1_inbytes> ] [ <eth_l3avg1_inpkts> ] [
<eth_l3avg1_outbytes> ] [ <eth_l3avg1_outpkts> ] [ <eth_ipmcast> ] [ <eth_inhw_switched> ] [
<eth_insw_switched> ] [ <eth_throtles> ] [ <eth_frame> ] [ <eth_outhw_switched> ] [ <eth_outsw_switched>
] [ <eth_buffail> ] [ <eth_bufswapped> ] [ <eth_arpdrops> ] [ <eth_out_ifdown_drops> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatifeth_ctr_dtl

Show interface counterscounters

Show only non-zero countersdetailed

(Optional) Show SNMP MIB valuessnmp

(Optional) Read Only__readonly__
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(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) interval 1 timer value in seceth_load_interval1_rx

(Optional) interval 1 input rate bits/seceth_inrate1_bits

(Optional) interval 1 input rate pkts/seceth_inrate1_pkts

(Optional) interval 1 timer value in seceth_load_interval1_tx

(Optional) interval 1 output rate bits/seceth_outrate1_bits

(Optional) interval 1 output rate pkts/seceth_outrate1_pkts

(Optional) interval 1 input rate bit summaryeth_inrate1_summary_bits

(Optional) interval 1 input rate pkt summaryeth_inrate1_summary_pkts

(Optional) interval 1 output rate bit summaryeth_outrate1_summary_bits

(Optional) interval 1 output rate pkt summaryeth_outrate1_summary_pkts

(Optional) interval 2 timer value in seceth_load_interval2_rx

(Optional) interval 2 input rate bits/seceth_inrate2_bits

(Optional) interval 2 input rate pkts/seceth_inrate2_pkts

(Optional) interval 2 timer value in seceth_load_interval2_tx

(Optional) interval 2 output rate bits/seceth_outrate2_bits

(Optional) interval 2 output rate pkts/seceth_outrate2_pkts

(Optional) interval 2 input rate bit summaryeth_inrate2_summary_bits

(Optional) interval 2 input rate pkt summaryeth_inrate2_summary_pkts

(Optional) interval 2 output rate bit summaryeth_outrate2_summary_bits

(Optional) interval 2 output rate pkt summaryeth_outrate2_summary_pkts

(Optional) interval 3 timer value in seceth_load_interval3_rx

(Optional) interval 3 input rate bits/seceth_inrate3_bits

(Optional) interval 3 input rate pkts/seceth_inrate3_pkts

(Optional) interval 3 timer value in seceth_load_interval3_tx

(Optional) interval 3 output rate bits/seceth_outrate3_bits

(Optional) interval 3 output rate pkts/seceth_outrate3_pkts

(Optional) interval 3 input rate bit summaryeth_inrate3_summary_bits
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(Optional) interval 3 input rate pkt summaryeth_inrate3_summary_pkts

(Optional) interval 3 output rate bit summaryeth_outrate3_summary_bits

(Optional) interval 3 output rate pkt summaryeth_outrate3_summary_pkts

(Optional) Packets inputeth_inpkts

(Optional) Unicastseth_inucast

(Optional) Multicastseth_inmcast

(Optional) Broadcastseth_inbcast

(Optional) giantseth_ingiants

(Optional) Bytes inputeth_inbytes

(Optional) storm suppressioneth_storm_supp

(Optional) input pkts between 0 and 64 byteseth_inb64

(Optional) input pkts between 65 and 127 byteseth_inb65_127

(Optional) input pkts between 128 and 255 byteseth_inb128_255

(Optional) input pkts between 256 and 511 byteseth_inb256_511

(Optional) input pkts between 512 and 1023 byteseth_inb512_1023

(Optional) input pkts between 1024 and 1518 byteseth_inb1024_1518

(Optional) input pkts between 1519 and 1548 byteseth_inb1519_1548

(Optional) input trunk pktseth_intrunk

(Optional) packets outputeth_outpkts

(Optional) Unicastseth_outucast

(Optional) Multicastseth_outmcast

(Optional) Broadcastseth_outbcast

(Optional) giantseth_outgiants

(Optional) bytes outputeth_outbytes

(Optional) output pkts between 0 and 64 byteseth_outb64

(Optional) output pkts between 65 and 127 byteseth_outb65_127

(Optional) output pkts between 128 and 255 byteseth_outb128_255

(Optional) output pkts between 256 and 511 byteseth_outb256_511

(Optional) output pkts between 512 and 1023 byteseth_outb512_1023
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(Optional) output pkts between 1024 and 1518 byteseth_outb1024_1518

(Optional) output pkts between 1519 and 1548 byteseth_outb1519_1548

(Optional) output trunk pktseth_outtrunk

(Optional) No buffer receivedeth_nobuf

(Optional) runtseth_runts

(Optional) CRCeth_crc

(Optional) ECCeth_ecc

(Optional) overruneth_overrun

(Optional) underrunseth_underrun

(Optional) ignoredeth_ignored

(Optional) bad ether type dropeth_bad_eth

(Optional) bad protocol dropseth_bad_proto

(Optional) Input if-down dropseth_in_ifdown_drops

(Optional) collisionseth_coll

(Optional) late collisioneth_latecoll

(Optional) lost carriereth_lostcarrier

(Optional) no carriereth_nocarrier

(Optional) babbleseth_babbles

(Optional) watchdogeth_watchdog

(Optional) input packets with dribble conditioneth_dribble

(Optional) input errorseth_inerr

(Optional) output errorseth_outerr

(Optional) deferredeth_deferred

(Optional) jabberseth_jabbers

(Optional) short frameseth_shortframe

(Optional) single collisionseth_single_coll

(Optional) multi collisionseth_multi_coll

(Optional) excessive collisionseth_excess_coll

(Optional) discardseth_indiscard
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(Optional) bad encapsulationeth_bad_encap

(Optional) Output CRCeth_outcrc

(Optional) symbol errorseth_symbol

(Optional) output dropseth_out_drops

(Optional) BPDU output losteth_bpdu_outlost

(Optional) output pktseth_cos0_outlost

(Optional) output pktseth_cos1_outlost

(Optional) output pktseth_cos2_outlost

(Optional) output pktseth_cos3_outlost

(Optional) output pktseth_cos4_outlost

(Optional) output pktseth_cos5_outlost

(Optional) output pktseth_cos6_outlost

(Optional) output pktseth_cos7_outlost

(Optional) pause inputeth_inpause

(Optional) PAUSE outputeth_outpause

(Optional) interface resetseth_resets

(Optional) SQE testeth_sqetest

(Optional) L2 switched ucast pktseth_l2_ucastpkts

(Optional) L2 switched ucast byteseth_l2_ucastbytes

(Optional) L2 switched mcast pktseth_l2_mcastpkts

(Optional) L2 switched mcast byteseth_l2_mcastbytes

(Optional) L2 switched bcast pktseth_l2_bcastpkts

(Optional) L2 switched bcast byteseth_l2_bcastbytes

(Optional) L3 in switched ucast pktseth_l3in_ucastpkts

(Optional) L3 in switched ucast byteseth_l3in_ucastbytes

(Optional) L3 in switched mcast pktseth_l3in_mcastpkts

(Optional) L3 in switched mcast byteseth_l3in_mcastbytes

(Optional) L3 in switched bcast pktseth_l3in_bcastpkts

(Optional) L3 in switched bcast byteseth_l3in_bcastbytes
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(Optional) L3 out switched ucast pktseth_l3out_ucastpkts

(Optional) L3 out switched ucast byteseth_l3out_ucastbytes

(Optional) L3 out switched mcast pktseth_l3out_mcastpkts

(Optional) L3 out switched mcast byteseth_l3out_mcastbytes

(Optional) L3 out switched bcast pktseth_l3out_bcastpkts

(Optional) L3 out switched bcast byteseth_l3out_bcastbytes

(Optional) L3 in routed pktseth_l3in_routed_pkts

(Optional) L3 in routed byteseth_l3in_routed_bytes

(Optional) L3 out routed pktseth_l3out_routed_pkts

(Optional) L3 out routed byteseth_l3out_routed_bytes

(Optional) Load interval 1 L3 average in switched byteseth_l3avg1_inbytes

(Optional) Load interval 1 L3 average in switched pktseth_l3avg1_inpkts

(Optional) Load interval 1 L3 average out switched byteseth_l3avg1_outbytes

(Optional) Load interval 1 L3 average out switched pktseth_l3avg1_outpkts

(Optional) IP multicasteth_ipmcast

(Optional) Input H/W Switchedeth_inhw_switched

(Optional) Input S/W Switchedeth_insw_switched

(Optional) throttleseth_throtles

(Optional) frameeth_frame

(Optional) Out H/W Switchedeth_outhw_switched

(Optional) Out S/W Switchedeth_outsw_switched

(Optional) output buffer failureseth_buffail

(Optional) output buffers swapped outeth_bufswapped

(Optional) arp dropseth_arpdrops

(Optional) Output if-down dropseth_out_ifdown_drops

Command Mode

• /exec
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show interface counters detailed all
show interface <ifeth_ctr_dtl_all> counters detailed all [ snmp ] [ __readonly__ TABLE_interface <interface>
[ <rx_total_pkts> ] [ <tx_total_pkts> ] [ <rx_ucast_pkts> ] [ <rx_mcast_pkts> ] [ <rx_bcast_pkts> ] [
<rx_octets> ] [ <tx_ucast_pkts> ] [ <tx_mcast_pkts> ] [ <tx_bcast_pkts> ] [ <tx_octets> ] [
<rxtx_pkts_64octets> ] [ <rxtx_pkts_65_127octets> ] [ <rxtx_pkts_128_255octets> ] [
<rxtx_pkts_256_511octets> ] [ <rxtx_pkts_512_1023octets> ] [ <rxtx_pkts_1024_1518octets> ] [
<rxtx_pkts_1519_1548octets> ] [ <rx_trunk_frames> ] [ <tx_trunk_frames> ] [ <rx_drop_events> ] [
<rxtx_giants> ] [ <eth_load_interval1_rx> ] [ <eth_inrate1_bits> ] [ <eth_inrate1_pkts> ] [
<eth_load_interval1_tx> ] [ <eth_outrate1_bits> ] [ <eth_outrate1_pkts> ] [ <eth_inrate1_summary_bits> ]
[ <eth_inrate1_summary_pkts> ] [ <eth_outrate1_summary_bits> ] [ <eth_outrate1_summary_pkts> ] [
<eth_load_interval2_rx> ] [ <eth_inrate2_bits> ] [ <eth_inrate2_pkts> ] [ <eth_load_interval2_tx> ] [
<eth_outrate2_bits> ] [ <eth_outrate2_pkts> ] [ <eth_inrate2_summary_bits> ] [ <eth_inrate2_summary_pkts>
] [ <eth_outrate2_summary_bits> ] [ <eth_outrate2_summary_pkts> ] [ <eth_load_interval3_rx> ] [
<eth_inrate3_bits> ] [ <eth_inrate3_pkts> ] [ <eth_load_interval3_tx> ] [ <eth_outrate3_bits> ] [
<eth_outrate3_pkts> ] [ <eth_inrate3_summary_bits> ] [ <eth_inrate3_summary_pkts> ] [
<eth_outrate3_summary_bits> ] [ <eth_outrate3_summary_pkts> ] [ <eth_l2_ucastpkts> ] [ <eth_l2_ucastbytes>
] [ <eth_l2_mcastpkts> ] [ <eth_l2_mcastbytes> ] [ <eth_l2_bcastpkts> ] [ <eth_l2_bcastbytes> ] [
<eth_l3in_ucastpkts> ] [ <eth_l3in_ucastbytes> ] [ <eth_l3in_mcastpkts> ] [ <eth_l3in_mcastbytes> ] [
<eth_l3in_bcastpkts> ] [ <eth_l3in_bcastbytes> ] [ <eth_l3out_ucastpkts> ] [ <eth_l3out_ucastbytes> ] [
<eth_l3out_mcastpkts> ] [ <eth_l3out_mcastbytes> ] [ <eth_l3out_bcastpkts> ] [ <eth_l3out_bcastbytes> ] [
<eth_l3in_routed_pkts> ] [ <eth_l3in_routed_bytes> ] [ <eth_l3out_routed_pkts> ] [ <eth_l3out_routed_bytes>
] [ <eth_l3avg1_inbytes> ] [ <eth_l3avg1_inpkts> ] [ <eth_l3avg1_outbytes> ] [ <eth_l3avg1_outpkts> ] [
<eth_l3avg2_inbytes> ] [ <eth_l3avg2_inpkts> ] [ <eth_l3avg2_outbytes> ] [ <eth_l3avg2_outpkts> ] [
<eth_l3avg3_inbytes> ] [ <eth_l3avg3_inpkts> ] [ <eth_l3avg3_outbytes> ] [ <eth_l3avg3_outpkts> ] [
<eth_inpkts> ] [ <eth_inbytes> ] [ <eth_nobuf> ] [ <eth_inbcast> ] [ <eth_inmcast> ] [ <eth_inucast> ] [
<eth_ingiants> ] [ <eth_ipmcast> ] [ <eth_inhw_switched> ] [ <eth_insw_switched> ] [ <eth_runts> ] [
<eth_storm_supp> ] [ <eth_throtles> ] [ <eth_inerr> ] [ <eth_crc> ] [ <eth_ecc> ] [ <eth_frame> ] [
<eth_overrun> ] [ <eth_ignored> ] [ <eth_watchdog> ] [ <eth_outbcast> ] [ <eth_outmcast> ] [ <eth_outucast>
] [ <eth_outgiants> ] [ <eth_inpause> ] [ <eth_dribble> ] [ <eth_in_ifdown_drops> ] [ <eth_bad_eth> ] [
<eth_bad_proto> ] [ <eth_outpkts> ] [ <eth_outbytes> ] [ <eth_underrun> ] [ <eth_outhw_switched> ] [
<eth_outsw_switched> ] [ <eth_outerr> ] [ <eth_coll> ] [ <eth_resets> ] [ <eth_babbles> ] [ <eth_latecoll> ]
[ <eth_deferred> ] [ <eth_lostcarrier> ] [ <eth_nocarrier> ] [ <eth_outpause> ] [ <eth_buffail> ] [
<eth_bufswapped> ] [ <eth_arpdrops> ] [ <eth_out_ifdown_drops> ] [ <eth_single_coll> ] [ <eth_multi_coll>
] [ <eth_excess_coll> ] [ <eth_jabbers> ] [ <eth_shortframe> ] [ <eth_indiscard> ] [ <eth_bad_encap> ] [
<eth_outcrc> ] [ <eth_symbol> ] [ <eth_out_drops> ] [ <eth_sqetest> ] [ <eth_inb64> ] [ <eth_inb65_127>
] [ <eth_inb128_255> ] [ <eth_inb256_511> ] [ <eth_inb512_1023> ] [ <eth_inb1024_1518> ] [
<eth_inb1519_1548> ] [ <eth_intrunk> ] [ <eth_outb64> ] [ <eth_outb65_127> ] [ <eth_outb128_255> ] [
<eth_outb256_511> ] [ <eth_outb512_1023> ] [ <eth_outb1024_1518> ] [ <eth_outb1519_1548> ] [
<eth_outtrunk> ] [ <eth_bpdu_outlost> ] [ <eth_cos0_outlost> ] [ <eth_cos1_outlost> ] [ <eth_cos2_outlost>
] [ <eth_cos3_outlost> ] [ <eth_cos4_outlost> ] [ <eth_cos5_outlost> ] [ <eth_cos6_outlost> ] [
<eth_cos7_outlost> ] [ <eth_fcoe_in_pkts> ] [ <eth_fcoe_in_octets> ] [ <eth_fcoe_out_pkts> ] [
<eth_fcoe_out_octets> ] [ <eth_nfcoe_in_pkts> ] [ <eth_nfcoe_in_octets> ] [ <eth_nfcoe_out_pkts> ] [
<eth_nfcoe_out_octets> ] [ <eth_eee_atx_lpi_msec> ] [ <eth_eee_arcv_lpi_msec> ] [
<eth_eee_atx_lpi_transitions> ] [ <eth_eee_arcv_lpi_transitions> ] [ <eth_phy_ber_count> ] [
<eth_phy_errblks_count> ] ]

Syntax Description

Show running system informationshow
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Show interface status and informationinterface

Enter interface type and number in module/slot formatifeth_ctr_dtl_all

Show interface counterscounters

Show only non-zero countersdetailed

everythingall

(Optional) Show SNMP MIB valuessnmp

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) total input packetsrx_total_pkts

(Optional) total output packetstx_total_pkts

(Optional) input unicastsrx_ucast_pkts

(Optional) input multicastsrx_mcast_pkts

(Optional) input broadcastsrx_bcast_pkts

(Optional) input bytesrx_octets

(Optional) output unicaststx_ucast_pkts

(Optional) output multicaststx_mcast_pkts

(Optional) output broadcaststx_bcast_pkts

(Optional) output bytestx_octets

(Optional) all pkts between 0 and 64 bytesrxtx_pkts_64octets

(Optional) all pkts between 65 and 127 bytesrxtx_pkts_65_127octets

(Optional) all pkts between 128 and 255 bytesrxtx_pkts_128_255octets

(Optional) all pkts between 256 and 511 bytesrxtx_pkts_256_511octets

(Optional) all pkts between 512 and 1023 bytesrxtx_pkts_512_1023octets

(Optional) all pkts between 1024 and 1518 bytesrxtx_pkts_1024_1518octets

(Optional) all pkts between 1519 and 1548 bytesrxtx_pkts_1519_1548octets

(Optional) input trunk pktsrx_trunk_frames

(Optional) output trunk pktstx_trunk_frames

(Optional) dropped pktsrx_drop_events
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(Optional) giantsrxtx_giants

(Optional) interval 1 timer value in seceth_load_interval1_rx

(Optional) interval 1 input rate bits/seceth_inrate1_bits

(Optional) interval 1 input rate pkts/seceth_inrate1_pkts

(Optional) interval 1 timer value in seceth_load_interval1_tx

(Optional) interval 1 output rate bits/seceth_outrate1_bits

(Optional) interval 1 output rate pkts/seceth_outrate1_pkts

(Optional) interval 1 input rate bit summaryeth_inrate1_summary_bits

(Optional) interval 1 input rate pkt summaryeth_inrate1_summary_pkts

(Optional) interval 1 output rate bit summaryeth_outrate1_summary_bits

(Optional) interval 1 output rate pkt summaryeth_outrate1_summary_pkts

(Optional) interval 2 timer value in seceth_load_interval2_rx

(Optional) interval 2 input rate bits/seceth_inrate2_bits

(Optional) interval 2 input rate pkts/seceth_inrate2_pkts

(Optional) interval 2 timer value in seceth_load_interval2_tx

(Optional) interval 2 output rate bits/seceth_outrate2_bits

(Optional) interval 2 output rate pkts/seceth_outrate2_pkts

(Optional) interval 2 input rate bit summaryeth_inrate2_summary_bits

(Optional) interval 2 input rate pkt summaryeth_inrate2_summary_pkts

(Optional) interval 2 output rate bit summaryeth_outrate2_summary_bits

(Optional) interval 2 output rate pkt summaryeth_outrate2_summary_pkts

(Optional) interval 3 timer value in seceth_load_interval3_rx

(Optional) interval 3 input rate bits/seceth_inrate3_bits

(Optional) interval 3 input rate pkts/seceth_inrate3_pkts

(Optional) interval 3 timer value in seceth_load_interval3_tx

(Optional) interval 3 output rate bits/seceth_outrate3_bits

(Optional) interval 3 output rate pkts/seceth_outrate3_pkts

(Optional) interval 3 input rate bit summaryeth_inrate3_summary_bits

(Optional) interval 3 input rate pkt summaryeth_inrate3_summary_pkts
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(Optional) interval 3 output rate bit summaryeth_outrate3_summary_bits

(Optional) interval 3 output rate pkt summaryeth_outrate3_summary_pkts

(Optional) L2 switched ucast pktseth_l2_ucastpkts

(Optional) L2 switched ucast byteseth_l2_ucastbytes

(Optional) L2 switched mcast pktseth_l2_mcastpkts

(Optional) L2 switched mcast byteseth_l2_mcastbytes

(Optional) L2 switched bcast pktseth_l2_bcastpkts

(Optional) L2 switched bcast byteseth_l2_bcastbytes

(Optional) IPv4 L3 in switched ucast pktseth_l3in_ucastpkts

(Optional) IPv4 L3 in switched ucast byteseth_l3in_ucastbytes

(Optional) IPv4 L3 in switched mcast pktseth_l3in_mcastpkts

(Optional) IPv4 L3 in switched mcast byteseth_l3in_mcastbytes

(Optional) L3 in switched bcast pktseth_l3in_bcastpkts

(Optional) L3 in switched bcast byteseth_l3in_bcastbytes

(Optional) IPv4 L3 out switched ucast pktseth_l3out_ucastpkts

(Optional) IPv4 L3 out switched ucast byteseth_l3out_ucastbytes

(Optional) IPv4 L3 out switched mcast pktseth_l3out_mcastpkts

(Optional) IPv4 L3 out switched mcast byteseth_l3out_mcastbytes

(Optional) L3 out switched bcast pktseth_l3out_bcastpkts

(Optional) L3 out switched bcast byteseth_l3out_bcastbytes

(Optional) L3 in routed pktseth_l3in_routed_pkts

(Optional) L3 in routed byteseth_l3in_routed_bytes

(Optional) L3 out routed pktseth_l3out_routed_pkts

(Optional) L3 out routed byteseth_l3out_routed_bytes

(Optional) Load interval 1 L3 average in switched byteseth_l3avg1_inbytes

(Optional) Load interval 1 L3 average in switched pktseth_l3avg1_inpkts

(Optional) Load interval 1 L3 average out switched byteseth_l3avg1_outbytes

(Optional) Load interval 1 L3 average out switched pktseth_l3avg1_outpkts

(Optional) Load interval 2 L3 average in switched byteseth_l3avg2_inbytes
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(Optional) Load interval 2 L3 average in switched pktseth_l3avg2_inpkts

(Optional) Load interval 2 L3 average out switched byteseth_l3avg2_outbytes

(Optional) Load interval 2 L3 average out switched pktseth_l3avg2_outpkts

(Optional) Load interval 3 L3 average in switched byteseth_l3avg3_inbytes

(Optional) Load interval 3 L3 average in switched pktseth_l3avg3_inpkts

(Optional) Load interval 3 L3 average out switched byteseth_l3avg3_outbytes

(Optional) Load interval 3 L3 average out switched pktseth_l3avg3_outpkts

(Optional) Packets inputeth_inpkts

(Optional) Bytes inputeth_inbytes

(Optional) No buffer receivedeth_nobuf

(Optional) Broadcastseth_inbcast

(Optional) Multicastseth_inmcast

(Optional) Unicastseth_inucast

(Optional) giantseth_ingiants

(Optional) IP multicasteth_ipmcast

(Optional) Input H/W Switchedeth_inhw_switched

(Optional) Input S/W Switchedeth_insw_switched

(Optional) runtseth_runts

(Optional) storm suppressioneth_storm_supp

(Optional) throttleseth_throtles

(Optional) input errorseth_inerr

(Optional) CRCeth_crc

(Optional) ECCeth_ecc

(Optional) frameeth_frame

(Optional) overruneth_overrun

(Optional) ignoredeth_ignored

(Optional) watchdogeth_watchdog

(Optional) Broadcastseth_outbcast

(Optional) Multicastseth_outmcast
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(Optional) Unicastseth_outucast

(Optional) giantseth_outgiants

(Optional) pause inputeth_inpause

(Optional) input packets with dribble conditioneth_dribble

(Optional) Input if-down dropseth_in_ifdown_drops

(Optional) bad ether type dropeth_bad_eth

(Optional) bad protocol dropseth_bad_proto

(Optional) packets outputeth_outpkts

(Optional) bytes outputeth_outbytes

(Optional) underrunseth_underrun

(Optional) Out H/W Switchedeth_outhw_switched

(Optional) Out S/W Switchedeth_outsw_switched

(Optional) output errorseth_outerr

(Optional) collisionseth_coll

(Optional) interface resetseth_resets

(Optional) babbleseth_babbles

(Optional) late collisioneth_latecoll

(Optional) deferredeth_deferred

(Optional) lost carriereth_lostcarrier

(Optional) no carriereth_nocarrier

(Optional) PAUSE outputeth_outpause

(Optional) output buffer failureseth_buffail

(Optional) output buffers swapped outeth_bufswapped

(Optional) arp dropseth_arpdrops

(Optional) Output if-down dropseth_out_ifdown_drops

(Optional) single collisionseth_single_coll

(Optional) multi collisionseth_multi_coll

(Optional) excessive collisionseth_excess_coll

(Optional) jabberseth_jabbers
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(Optional) short frameseth_shortframe

(Optional) discardseth_indiscard

(Optional) bad encapsulationeth_bad_encap

(Optional) Output CRCeth_outcrc

(Optional) symbol errorseth_symbol

(Optional) output dropseth_out_drops

(Optional) SQE testeth_sqetest

(Optional) input pkts between 0 and 64 byteseth_inb64

(Optional) input pkts between 65 and 127 byteseth_inb65_127

(Optional) input pkts between 128 and 255 byteseth_inb128_255

(Optional) input pkts between 256 and 511 byteseth_inb256_511

(Optional) input pkts between 512 and 1023 byteseth_inb512_1023

(Optional) input pkts between 1024 and 1518 byteseth_inb1024_1518

(Optional) input pkts between 1519 and 1548 byteseth_inb1519_1548

(Optional) input trunk pktseth_intrunk

(Optional) output pkts between 0 and 64 byteseth_outb64

(Optional) output pkts between 65 and 127 byteseth_outb65_127

(Optional) output pkts between 128 and 255 byteseth_outb128_255

(Optional) output pkts between 256 and 511 byteseth_outb256_511

(Optional) output pkts between 512 and 1023 byteseth_outb512_1023

(Optional) output pkts between 1024 and 1518 byteseth_outb1024_1518

(Optional) output pkts between 1519 and 1548 byteseth_outb1519_1548

(Optional) output trunk pktseth_outtrunk

(Optional) BPDU output losteth_bpdu_outlost

(Optional) output pktseth_cos0_outlost

(Optional) output pktseth_cos1_outlost

(Optional) output pktseth_cos2_outlost

(Optional) output pktseth_cos3_outlost

(Optional) output pktseth_cos4_outlost
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(Optional) output pktseth_cos5_outlost

(Optional) output pktseth_cos6_outlost

(Optional) output pktseth_cos7_outlost

(Optional) fcoe in pktseth_fcoe_in_pkts

(Optional) fcoe in octetseth_fcoe_in_octets

(Optional) fcoe out pktseth_fcoe_out_pkts

(Optional) fcoe out octetseth_fcoe_out_octets

(Optional) nfcoe in pktseth_nfcoe_in_pkts

(Optional) nfcoe in octetseth_nfcoe_in_octets

(Optional) nfcoe out pktseth_nfcoe_out_pkts

(Optional) nfcoe out octetseth_nfcoe_out_octets

(Optional) Tx Lpi useceth_eee_atx_lpi_msec

(Optional) Rx Lpi useceth_eee_arcv_lpi_msec

(Optional) Tx Lpi requestseth_eee_atx_lpi_transitions

(Optional) Rx Lpi indicationseth_eee_arcv_lpi_transitions

(Optional) Bit error rate countereth_phy_ber_count

(Optional) Errored blocks countereth_phy_errblks_count

Command Mode

• /exec
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show interface counters detailed all
show interface <ifid_ctr_dtl_all> counters detailed all [ snmp ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatifid_ctr_dtl_all

Show interface counterscounters

Show only non-zero countersdetailed

Show every interface counterall

(Optional) Show SNMP MIB valuessnmp

Command Mode

• /exec
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show interface counters detailed all
show interface <ifmgmt_ctr_dtl_all> counters detailed all [ __readonly__ TABLE_interface <interface> [
<vdc_lvl_in_pkts> ] [ <vdc_lvl_in_bytes> ] [ <vdc_lvl_in_ucast> ] [ <vdc_lvl_in_mcast> ] [
<vdc_lvl_in_bcast> ] [ <vdc_lvl_in_bps> ] [ <vdc_lvl_in_pps> ] [ <vdc_lvl_in_avg_pkts> ] [
<vdc_lvl_in_avg_bytes> ] [ <vdc_lvl_out_pkts> ] [ <vdc_lvl_out_bytes> ] [ <vdc_lvl_out_ucast> ] [
<vdc_lvl_out_mcast> ] [ <vdc_lvl_out_bcast> ] [ <vdc_lvl_out_bps> ] [ <vdc_lvl_out_pps> ] [
<vdc_lvl_out_avg_pkts> ] [ <vdc_lvl_out_avg_bytes> ] [ <mgmt_in_pkts> ] [ <mgmt_in_bytes> ] [
<mgmt_in_mcast> ] [ <mgmt_out_pkts> ] [ <mgmt_out_bytes> ] [ <mgmt_in_errors> ] [ <mgmt_out_errors>
] [ <mgmt_in_fifo> ] [ <mgmt_out_fifo> ] [ <mgmt_in_compressed> ] [ <mgmt_in_frame> ] [
<mgmt_in_overrun> ] [ <mgmt_out_underruns> ] [ <mgmt_out_collisions> ] [ <mgmt_out_carrier> ] [
<mgmt_align_err> ] [ <mgmt_fcs_err> ] [ <mgmt_xmit_err> ] [ <mgmt_rcv_err> ] [ <mgmt_undersize> ] [
<mgmt_outdisc> ] [ <mgmt_single_col> ] [ <mgmt_multi_col> ] [ <mgmt_late_col> ] [ <mgmt_excess_col>
] [ <mgmt_carri_sen> ] [ <mgmt_runts> ] [ <mgmt_giants> ] [ <mgmt_sqetest_err> ] [ <mgmt_deferred_tx>
] [ <mgmt_inmactx_err> ] [ <mgmt_inmacrx_err> ] [ <mgmt_symbol_err> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatifmgmt_ctr_dtl_all

Show interface counterscounters

Show only non-zero countersdetailed

Show every interface counterall

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) VDC level input packetsvdc_lvl_in_pkts

(Optional) VDC level input bytesvdc_lvl_in_bytes

(Optional) VDC level input unicast packetsvdc_lvl_in_ucast

(Optional) VDC level input multicast packetsvdc_lvl_in_mcast

(Optional) VDC level input broadcast packetsvdc_lvl_in_bcast

(Optional) VDC level input bytes per secondvdc_lvl_in_bps

(Optional) VDC level input packets per secondvdc_lvl_in_pps

(Optional) VDC level average input packetsvdc_lvl_in_avg_pkts

(Optional) VDC level average input bytesvdc_lvl_in_avg_bytes
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(Optional) VDC level output packetsvdc_lvl_out_pkts

(Optional) VDC level output bytesvdc_lvl_out_bytes

(Optional) VDC level output unicast packetsvdc_lvl_out_ucast

(Optional) VDC level output multicast packetsvdc_lvl_out_mcast

(Optional) VDC level output broadcast packetsvdc_lvl_out_bcast

(Optional) VDC level output bytes per secondvdc_lvl_out_bps

(Optional) VDC level output packets per secondvdc_lvl_out_pps

(Optional) VDC level average output packetsvdc_lvl_out_avg_pkts

(Optional) VDC level average output bytesvdc_lvl_out_avg_bytes

(Optional) Input packetsmgmt_in_pkts

(Optional) Input bytesmgmt_in_bytes

(Optional) Input multicast framesmgmt_in_mcast

(Optional) Output packetsmgmt_out_pkts

(Optional) Output bytesmgmt_out_bytes

(Optional) Input errorsmgmt_in_errors

(Optional) Output errorsmgmt_out_errors

(Optional) Input fifomgmt_in_fifo

(Optional) Output fifomgmt_out_fifo

(Optional) Input compressedmgmt_in_compressed

(Optional) Input frame errorsmgmt_in_frame

(Optional) Input overrunmgmt_in_overrun

(Optional) Output overrunsmgmt_out_underruns

(Optional) Output collisionsmgmt_out_collisions

(Optional) Output carrier errorsmgmt_out_carrier

(Optional) Align errormgmt_align_err

(Optional) FCS errormgmt_fcs_err

(Optional) Transmit errormgmt_xmit_err

(Optional) Receive errormgmt_rcv_err

(Optional) Undersizemgmt_undersize
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(Optional) Out discardmgmt_outdisc

(Optional) Single collisionmgmt_single_col

(Optional) Multiple collisionmgmt_multi_col

(Optional) Late collisionmgmt_late_col

(Optional) Excess collisionmgmt_excess_col

(Optional) Carrier sensemgmt_carri_sen

(Optional) Runtsmgmt_runts

(Optional) Giantsmgmt_giants

(Optional) SQETest errormgmt_sqetest_err

(Optional) Deferred txmgmt_deferred_tx

(Optional) In MAC txmgmt_inmactx_err

(Optional) In MAC rxmgmt_inmacrx_err

(Optional) Symbol errormgmt_symbol_err

Command Mode

• /exec
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show interface counters detailed all
show interface <ifloop_ctr_dtl_all> counters detailed all [ __readonly__ TABLE_interface <interface> [
<rx_total_pkts> ] [ <tx_total_pkts> ] [ <rx_mcast_pkts> ] [ <rx_octets> ] [ <tx_octets> ] [ <loop_in_pkts> ]
[ <loop_in_bytes> ] [ <loop_in_mcast> ] [ <loop_in_compressed> ] [ <loop_in_errors> ] [ <loop_in_frame>
] [ <loop_in_overrun> ] [ <loop_in_fifo> ] [ <loop_out_pkts> ] [ <loop_out_bytes> ] [ <loop_out_underruns>
] [ <loop_out_errors> ] [ <loop_out_collisions> ] [ <loop_out_fifo> ] [ <loop_out_carriers> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatifloop_ctr_dtl_all

Show interface counterscounters

Show only non-zero countersdetailed

Show every interface counterall

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) total input packetsrx_total_pkts

(Optional) total output packetstx_total_pkts

(Optional) input multicastsrx_mcast_pkts

(Optional) input bytesrx_octets

(Optional) output bytestx_octets

(Optional) Input packetsloop_in_pkts

(Optional) Input bytesloop_in_bytes

(Optional) Input multicastloop_in_mcast

(Optional) Input compressedloop_in_compressed

(Optional) Input errorsloop_in_errors

(Optional) Input frame errorsloop_in_frame

(Optional) Input overrunloop_in_overrun

(Optional) Input fifoloop_in_fifo

(Optional) Output packetsloop_out_pkts
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(Optional) Output bytesloop_out_bytes

(Optional) Output underrunsloop_out_underruns

(Optional) Output errorsloop_out_errors

(Optional) Output collisionsloop_out_collisions

(Optional) Output fifoloop_out_fifo

(Optional) Output carrier errorsloop_out_carriers

Command Mode

• /exec
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show interface counters detailed all
show interface <ifrange> counters detailed all [ snmp ] [ __readonly__ TABLE_interface <interface> [
<svi_routed_pkts_in> ] [ <svi_routed_bytes_in> ] [ <svi_routed_pkts_out> ] [ <svi_routed_bytes_out> ] [
<svi_ucast_pkts_in> ] [ <svi_ucast_bytes_in> ] [ <svi_mcast_pkts_in> ] [ <svi_mcast_bytes_in> ] [
<svi_ucast_pkts_out> ] [ <svi_ucast_bytes_out> ] [ <svi_mcast_pkts_out> ] [ <svi_mcast_bytes_out> ] [
<svi_ipv4_ucast_pkts_in> ] [ <svi_ipv4_ucast_bytes_in> ] [ <svi_ipv4_ucast_pkts_out> ] [
<svi_ipv4_ucast_bytes_out> ] [ <svi_ipv4_mcast_pkts_in> ] [ <svi_ipv4_mcast_bytes_in> ] [
<svi_ipv4_mcast_pkts_out> ] [ <svi_ipv4_mcast_bytes_out> ] [ <svi_ipv6_ucast_pkts_in> ] [
<svi_ipv6_ucast_bytes_in> ] [ <svi_ipv6_ucast_pkts_out> ] [ <svi_ipv6_ucast_bytes_out> ] [
<svi_ipv6_mcast_pkts_in> ] [ <svi_ipv6_mcast_bytes_in> ] [ <svi_ipv6_mcast_pkts_out> ] [
<svi_ipv6_mcast_bytes_out> ] [ <svi_average_input_bits> ] [ <svi_average_input_packets> ] [
<svi_average_output_bits> ] [ <svi_average_output_packets> ] [ <svi_rate_in_mins> ] [
<svi_time_last_cleared> ] [ <svi_tx_load> ] [ <svi_rx_load> ] [ <svi_reliability> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatifrange

Show interface counterscounters

Show only non-zero countersdetailed

everythingall

(Optional) Show SNMP MIB valuessnmp

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Time last clearedsvi_time_last_cleared

(Optional) Tx Loadsvi_tx_load

(Optional) Rx Loadsvi_rx_load

(Optional) Reliabilitysvi_reliability

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
788

All Show Commands
show interface counters detailed all



show interface counters detailed cached
show interface <ifeth_ctr_dtl_all> counters detailed cached [ __readonly__ TABLE_interface <interface> [
<rx_total_pkts> ] [ <tx_total_pkts> ] [ <rx_ucast_pkts> ] [ <rx_mcast_pkts> ] [ <rx_bcast_pkts> ] [ <rx_octets>
] [ <tx_ucast_pkts> ] [ <tx_mcast_pkts> ] [ <tx_bcast_pkts> ] [ <tx_octets> ] [ <rxtx_pkts_64octets> ] [
<rxtx_pkts_65_127octets> ] [ <rxtx_pkts_128_255octets> ] [ <rxtx_pkts_256_511octets> ] [
<rxtx_pkts_512_1023octets> ] [ <rxtx_pkts_1024_1518octets> ] [ <rxtx_pkts_1519_1548octets> ] [
<rx_trunk_frames> ] [ <tx_trunk_frames> ] [ <rx_drop_events> ] [ <rxtx_giants> ] [ <eth_load_interval1_rx>
] [ <eth_inrate1_bits> ] [ <eth_inrate1_pkts> ] [ <eth_load_interval1_tx> ] [ <eth_outrate1_bits> ] [
<eth_outrate1_pkts> ] [ <eth_inrate1_summary_bits> ] [ <eth_inrate1_summary_pkts> ] [
<eth_outrate1_summary_bits> ] [ <eth_outrate1_summary_pkts> ] [ <eth_load_interval2_rx> ] [
<eth_inrate2_bits> ] [ <eth_inrate2_pkts> ] [ <eth_load_interval2_tx> ] [ <eth_outrate2_bits> ] [
<eth_outrate2_pkts> ] [ <eth_inrate2_summary_bits> ] [ <eth_inrate2_summary_pkts> ] [
<eth_outrate2_summary_bits> ] [ <eth_outrate2_summary_pkts> ] [ <eth_load_interval3_rx> ] [
<eth_inrate3_bits> ] [ <eth_inrate3_pkts> ] [ <eth_load_interval3_tx> ] [ <eth_outrate3_bits> ] [
<eth_outrate3_pkts> ] [ <eth_inrate3_summary_bits> ] [ <eth_inrate3_summary_pkts> ] [
<eth_outrate3_summary_bits> ] [ <eth_outrate3_summary_pkts> ] [ <eth_l2_ucastpkts> ] [ <eth_l2_ucastbytes>
] [ <eth_l2_mcastpkts> ] [ <eth_l2_mcastbytes> ] [ <eth_l2_bcastpkts> ] [ <eth_l2_bcastbytes> ] [
<eth_l3in_ucastpkts> ] [ <eth_l3in_ucastbytes> ] [ <eth_l3in_mcastpkts> ] [ <eth_l3in_mcastbytes> ] [
<eth_l3in_bcastpkts> ] [ <eth_l3in_bcastbytes> ] [ <eth_l3out_ucastpkts> ] [ <eth_l3out_ucastbytes> ] [
<eth_l3out_mcastpkts> ] [ <eth_l3out_mcastbytes> ] [ <eth_l3out_bcastpkts> ] [ <eth_l3out_bcastbytes> ] [
<eth_l3in_routed_pkts> ] [ <eth_l3in_routed_bytes> ] [ <eth_l3out_routed_pkts> ] [ <eth_l3out_routed_bytes>
] [ <eth_l3avg1_inbytes> ] [ <eth_l3avg1_inpkts> ] [ <eth_l3avg1_outbytes> ] [ <eth_l3avg1_outpkts> ] [
<eth_l3avg2_inbytes> ] [ <eth_l3avg2_inpkts> ] [ <eth_l3avg2_outbytes> ] [ <eth_l3avg2_outpkts> ] [
<eth_l3avg3_inbytes> ] [ <eth_l3avg3_inpkts> ] [ <eth_l3avg3_outbytes> ] [ <eth_l3avg3_outpkts> ] [
<eth_inpkts> ] [ <eth_inbytes> ] [ <eth_nobuf> ] [ <eth_inbcast> ] [ <eth_inmcast> ] [ <eth_inucast> ] [
<eth_ingiants> ] [ <eth_ipmcast> ] [ <eth_inhw_switched> ] [ <eth_insw_switched> ] [ <eth_runts> ] [
<eth_storm_supp> ] [ <eth_throtles> ] [ <eth_inerr> ] [ <eth_crc> ] [ <eth_ecc> ] [ <eth_frame> ] [
<eth_overrun> ] [ <eth_ignored> ] [ <eth_watchdog> ] [ <eth_outbcast> ] [ <eth_outmcast> ] [ <eth_outucast>
] [ <eth_outgiants> ] [ <eth_inpause> ] [ <eth_dribble> ] [ <eth_in_ifdown_drops> ] [ <eth_bad_eth> ] [
<eth_bad_proto> ] [ <eth_outpkts> ] [ <eth_outbytes> ] [ <eth_underrun> ] [ <eth_outhw_switched> ] [
<eth_outsw_switched> ] [ <eth_outerr> ] [ <eth_coll> ] [ <eth_resets> ] [ <eth_babbles> ] [ <eth_latecoll> ]
[ <eth_deferred> ] [ <eth_lostcarrier> ] [ <eth_nocarrier> ] [ <eth_outpause> ] [ <eth_buffail> ] [
<eth_bufswapped> ] [ <eth_arpdrops> ] [ <eth_out_ifdown_drops> ] [ <eth_single_coll> ] [ <eth_multi_coll>
] [ <eth_excess_coll> ] [ <eth_jabbers> ] [ <eth_shortframe> ] [ <eth_indiscard> ] [ <eth_bad_encap> ] [
<eth_outcrc> ] [ <eth_symbol> ] [ <eth_out_drops> ] [ <eth_sqetest> ] [ <eth_inb64> ] [ <eth_inb65_127>
] [ <eth_inb128_255> ] [ <eth_inb256_511> ] [ <eth_inb512_1023> ] [ <eth_inb1024_1518> ] [
<eth_inb1519_1548> ] [ <eth_intrunk> ] [ <eth_outb64> ] [ <eth_outb65_127> ] [ <eth_outb128_255> ] [
<eth_outb256_511> ] [ <eth_outb512_1023> ] [ <eth_outb1024_1518> ] [ <eth_outb1519_1548> ] [
<eth_outtrunk> ] [ <eth_bpdu_outlost> ] [ <eth_cos0_outlost> ] [ <eth_cos1_outlost> ] [ <eth_cos2_outlost>
] [ <eth_cos3_outlost> ] [ <eth_cos4_outlost> ] [ <eth_cos5_outlost> ] [ <eth_cos6_outlost> ] [
<eth_cos7_outlost> ] [ <eth_fcoe_in_pkts> ] [ <eth_fcoe_in_octets> ] [ <eth_fcoe_out_pkts> ] [
<eth_fcoe_out_octets> ] [ <eth_nfcoe_in_pkts> ] [ <eth_nfcoe_in_octets> ] [ <eth_nfcoe_out_pkts> ] [
<eth_nfcoe_out_octets> ] [ <eth_eee_atx_lpi_msec> ] [ <eth_eee_arcv_lpi_msec> ] [
<eth_eee_atx_lpi_transitions> ] [ <eth_eee_arcv_lpi_transitions> ] [ <eth_phy_ber_count> ] [
<eth_phy_errblks_count> ] ]

Syntax Description

Show running system informationshow
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Show interface status and informationinterface

Enter interface type and number in module/slot formatifeth_ctr_dtl_all

Show interface counterscounters

Show only non-zero countersdetailed

everything cachedcached

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) total input packetsrx_total_pkts

(Optional) total output packetstx_total_pkts

(Optional) input unicastsrx_ucast_pkts

(Optional) input multicastsrx_mcast_pkts

(Optional) input broadcastsrx_bcast_pkts

(Optional) input bytesrx_octets

(Optional) output unicaststx_ucast_pkts

(Optional) output multicaststx_mcast_pkts

(Optional) output broadcaststx_bcast_pkts

(Optional) output bytestx_octets

(Optional) all pkts between 0 and 64 bytesrxtx_pkts_64octets

(Optional) all pkts between 65 and 127 bytesrxtx_pkts_65_127octets

(Optional) all pkts between 128 and 255 bytesrxtx_pkts_128_255octets

(Optional) all pkts between 256 and 511 bytesrxtx_pkts_256_511octets

(Optional) all pkts between 512 and 1023 bytesrxtx_pkts_512_1023octets

(Optional) all pkts between 1024 and 1518 bytesrxtx_pkts_1024_1518octets

(Optional) all pkts between 1519 and 1548 bytesrxtx_pkts_1519_1548octets

(Optional) input trunk pktsrx_trunk_frames

(Optional) output trunk pktstx_trunk_frames

(Optional) dropped pktsrx_drop_events

(Optional) giantsrxtx_giants
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(Optional) interval 1 timer value in seceth_load_interval1_rx

(Optional) interval 1 input rate bits/seceth_inrate1_bits

(Optional) interval 1 input rate pkts/seceth_inrate1_pkts

(Optional) interval 1 timer value in seceth_load_interval1_tx

(Optional) interval 1 output rate bits/seceth_outrate1_bits

(Optional) interval 1 output rate pkts/seceth_outrate1_pkts

(Optional) interval 1 input rate bit summaryeth_inrate1_summary_bits

(Optional) interval 1 input rate pkt summaryeth_inrate1_summary_pkts

(Optional) interval 1 output rate bit summaryeth_outrate1_summary_bits

(Optional) interval 1 output rate pkt summaryeth_outrate1_summary_pkts

(Optional) interval 2 timer value in seceth_load_interval2_rx

(Optional) interval 2 input rate bits/seceth_inrate2_bits

(Optional) interval 2 input rate pkts/seceth_inrate2_pkts

(Optional) interval 2 timer value in seceth_load_interval2_tx

(Optional) interval 2 output rate bits/seceth_outrate2_bits

(Optional) interval 2 output rate pkts/seceth_outrate2_pkts

(Optional) interval 2 input rate bit summaryeth_inrate2_summary_bits

(Optional) interval 2 input rate pkt summaryeth_inrate2_summary_pkts

(Optional) interval 2 output rate bit summaryeth_outrate2_summary_bits

(Optional) interval 2 output rate pkt summaryeth_outrate2_summary_pkts

(Optional) interval 3 timer value in seceth_load_interval3_rx

(Optional) interval 3 input rate bits/seceth_inrate3_bits

(Optional) interval 3 input rate pkts/seceth_inrate3_pkts

(Optional) interval 3 timer value in seceth_load_interval3_tx

(Optional) interval 3 output rate bits/seceth_outrate3_bits

(Optional) interval 3 output rate pkts/seceth_outrate3_pkts

(Optional) interval 3 input rate bit summaryeth_inrate3_summary_bits

(Optional) interval 3 input rate pkt summaryeth_inrate3_summary_pkts

(Optional) interval 3 output rate bit summaryeth_outrate3_summary_bits
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(Optional) interval 3 output rate pkt summaryeth_outrate3_summary_pkts

(Optional) L2 switched ucast pktseth_l2_ucastpkts

(Optional) L2 switched ucast byteseth_l2_ucastbytes

(Optional) L2 switched mcast pktseth_l2_mcastpkts

(Optional) L2 switched mcast byteseth_l2_mcastbytes

(Optional) L2 switched bcast pktseth_l2_bcastpkts

(Optional) L2 switched bcast byteseth_l2_bcastbytes

(Optional) IPv4 L3 in switched ucast pktseth_l3in_ucastpkts

(Optional) IPv4 L3 in switched ucast byteseth_l3in_ucastbytes

(Optional) IPv4 L3 in switched mcast pktseth_l3in_mcastpkts

(Optional) IPv4 L3 in switched mcast byteseth_l3in_mcastbytes

(Optional) L3 in switched bcast pktseth_l3in_bcastpkts

(Optional) L3 in switched bcast byteseth_l3in_bcastbytes

(Optional) IPv4 L3 out switched ucast pktseth_l3out_ucastpkts

(Optional) IPv4 L3 out switched ucast byteseth_l3out_ucastbytes

(Optional) IPv4 L3 out switched mcast pktseth_l3out_mcastpkts

(Optional) IPv4 L3 out switched mcast byteseth_l3out_mcastbytes

(Optional) L3 out switched bcast pktseth_l3out_bcastpkts

(Optional) L3 out switched bcast byteseth_l3out_bcastbytes

(Optional) L3 in routed pktseth_l3in_routed_pkts

(Optional) L3 in routed byteseth_l3in_routed_bytes

(Optional) L3 out routed pktseth_l3out_routed_pkts

(Optional) L3 out routed byteseth_l3out_routed_bytes

(Optional) Load interval 1 L3 average in switched byteseth_l3avg1_inbytes

(Optional) Load interval 1 L3 average in switched pktseth_l3avg1_inpkts

(Optional) Load interval 1 L3 average out switched byteseth_l3avg1_outbytes

(Optional) Load interval 1 L3 average out switched pktseth_l3avg1_outpkts

(Optional) Load interval 2 L3 average in switched byteseth_l3avg2_inbytes

(Optional) Load interval 2 L3 average in switched pktseth_l3avg2_inpkts
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(Optional) Load interval 2 L3 average out switched byteseth_l3avg2_outbytes

(Optional) Load interval 2 L3 average out switched pktseth_l3avg2_outpkts

(Optional) Load interval 3 L3 average in switched byteseth_l3avg3_inbytes

(Optional) Load interval 3 L3 average in switched pktseth_l3avg3_inpkts

(Optional) Load interval 3 L3 average out switched byteseth_l3avg3_outbytes

(Optional) Load interval 3 L3 average out switched pktseth_l3avg3_outpkts

(Optional) Packets inputeth_inpkts

(Optional) Bytes inputeth_inbytes

(Optional) No buffer receivedeth_nobuf

(Optional) Broadcastseth_inbcast

(Optional) Multicastseth_inmcast

(Optional) Unicastseth_inucast

(Optional) giantseth_ingiants

(Optional) IP multicasteth_ipmcast

(Optional) Input H/W Switchedeth_inhw_switched

(Optional) Input S/W Switchedeth_insw_switched

(Optional) runtseth_runts

(Optional) storm suppressioneth_storm_supp

(Optional) throttleseth_throtles

(Optional) input errorseth_inerr

(Optional) CRCeth_crc

(Optional) ECCeth_ecc

(Optional) frameeth_frame

(Optional) overruneth_overrun

(Optional) ignoredeth_ignored

(Optional) watchdogeth_watchdog

(Optional) Broadcastseth_outbcast

(Optional) Multicastseth_outmcast

(Optional) Unicastseth_outucast
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(Optional) giantseth_outgiants

(Optional) pause inputeth_inpause

(Optional) input packets with dribble conditioneth_dribble

(Optional) Input if-down dropseth_in_ifdown_drops

(Optional) bad ether type dropeth_bad_eth

(Optional) bad protocol dropseth_bad_proto

(Optional) packets outputeth_outpkts

(Optional) bytes outputeth_outbytes

(Optional) underrunseth_underrun

(Optional) Out H/W Switchedeth_outhw_switched

(Optional) Out S/W Switchedeth_outsw_switched

(Optional) output errorseth_outerr

(Optional) collisionseth_coll

(Optional) interface resetseth_resets

(Optional) babbleseth_babbles

(Optional) late collisioneth_latecoll

(Optional) deferredeth_deferred

(Optional) lost carriereth_lostcarrier

(Optional) no carriereth_nocarrier

(Optional) PAUSE outputeth_outpause

(Optional) output buffer failureseth_buffail

(Optional) output buffers swapped outeth_bufswapped

(Optional) arp dropseth_arpdrops

(Optional) Output if-down dropseth_out_ifdown_drops

(Optional) single collisionseth_single_coll

(Optional) multi collisionseth_multi_coll

(Optional) excessive collisionseth_excess_coll

(Optional) jabberseth_jabbers

(Optional) short frameseth_shortframe
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(Optional) discardseth_indiscard

(Optional) bad encapsulationeth_bad_encap

(Optional) Output CRCeth_outcrc

(Optional) symbol errorseth_symbol

(Optional) output dropseth_out_drops

(Optional) SQE testeth_sqetest

(Optional) input pkts between 0 and 64 byteseth_inb64

(Optional) input pkts between 65 and 127 byteseth_inb65_127

(Optional) input pkts between 128 and 255 byteseth_inb128_255

(Optional) input pkts between 256 and 511 byteseth_inb256_511

(Optional) input pkts between 512 and 1023 byteseth_inb512_1023

(Optional) input pkts between 1024 and 1518 byteseth_inb1024_1518

(Optional) input pkts between 1519 and 1548 byteseth_inb1519_1548

(Optional) input trunk pktseth_intrunk

(Optional) output pkts between 0 and 64 byteseth_outb64

(Optional) output pkts between 65 and 127 byteseth_outb65_127

(Optional) output pkts between 128 and 255 byteseth_outb128_255

(Optional) output pkts between 256 and 511 byteseth_outb256_511

(Optional) output pkts between 512 and 1023 byteseth_outb512_1023

(Optional) output pkts between 1024 and 1518 byteseth_outb1024_1518

(Optional) output pkts between 1519 and 1548 byteseth_outb1519_1548

(Optional) output trunk pktseth_outtrunk

(Optional) BPDU output losteth_bpdu_outlost

(Optional) output pktseth_cos0_outlost

(Optional) output pktseth_cos1_outlost

(Optional) output pktseth_cos2_outlost

(Optional) output pktseth_cos3_outlost

(Optional) output pktseth_cos4_outlost

(Optional) output pktseth_cos5_outlost
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(Optional) output pktseth_cos6_outlost

(Optional) output pktseth_cos7_outlost

(Optional) fcoe in pktseth_fcoe_in_pkts

(Optional) fcoe in octetseth_fcoe_in_octets

(Optional) fcoe out pktseth_fcoe_out_pkts

(Optional) fcoe out octetseth_fcoe_out_octets

(Optional) nfcoe in pktseth_nfcoe_in_pkts

(Optional) nfcoe in octetseth_nfcoe_in_octets

(Optional) nfcoe out pktseth_nfcoe_out_pkts

(Optional) nfcoe out octetseth_nfcoe_out_octets

(Optional) Tx Lpi useceth_eee_atx_lpi_msec

(Optional) Rx Lpi useceth_eee_arcv_lpi_msec

(Optional) Tx Lpi requestseth_eee_atx_lpi_transitions

(Optional) Rx Lpi indicationseth_eee_arcv_lpi_transitions

(Optional) Bit error rate countereth_phy_ber_count

(Optional) Errored blocks countereth_phy_errblks_count

Command Mode

• /exec
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show interface counters errors
show interface <ifeth_ctr_errs> counters errors [ snmp ] [ __readonly__ TABLE_interface <interface> [
<eth_align_err> ] [ <eth_fcs_err> ] [ <eth_xmit_err> ] [ <eth_rcv_err> ] [ <eth_undersize> ] [ <eth_outdisc>
] [ <eth_single_col> ] [ <eth_multi_col> ] [ <eth_late_col> ] [ <eth_excess_col> ] [ <eth_carri_sen> ] [
<eth_runts> ] [ <eth_giants> ] [ <eth_sqetest_err> ] [ <eth_deferred_tx> ] [ <eth_inmactx_err> ] [
<eth_inmacrx_err> ] [ <eth_symbol_err> ] [ <eth_indisc> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatifeth_ctr_errs

Show interface counterscounters

Show interface error counterserrors

(Optional) Show SNMP MIB valuessnmp

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Align erroreth_align_err

(Optional) FCS erroreth_fcs_err

(Optional) Transmit erroreth_xmit_err

(Optional) Receive erroreth_rcv_err

(Optional) Undersizeeth_undersize

(Optional) Out discardeth_outdisc

(Optional) Single collisioneth_single_col

(Optional) Multiple collisioneth_multi_col

(Optional) Late collisioneth_late_col

(Optional) Excess collisioneth_excess_col

(Optional) Carrier senseeth_carri_sen

(Optional) Runtseth_runts

(Optional) Giantseth_giants

(Optional) SQETest erroreth_sqetest_err
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(Optional) Deferred txeth_deferred_tx

(Optional) In MAC txeth_inmactx_err

(Optional) In MAC rxeth_inmacrx_err

(Optional) Symbol erroreth_symbol_err

(Optional) In discardseth_indisc

Command Mode

• /exec
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show interface counters errors
show interface counters errors [ module <module> ] [ non-zero ] [ __readonly__ TABLE_interface <interface>
[ <eth_align_err> ] [ <eth_fcs_err> ] [ <eth_xmit_err> ] [ <eth_rcv_err> ] [ <eth_undersize> ] [ <eth_outdisc>
] [ <eth_single_col> ] [ <eth_multi_col> ] [ <eth_late_col> ] [ <eth_excess_col> ] [ <eth_carri_sen> ] [
<eth_runts> ] [ <eth_giants> ] [ <eth_sqetest_err> ] [ <eth_deferred_tx> ] [ <eth_inmacrx_err> ] [
<eth_inmactx_err> ] [ <eth_symbol_err> ] [ <eth_indisc> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Show interface counterscounters

Show interface error counterserrors

(Optional) Limit display to interfaces on modulemodule

(Optional) Enter module numbermodule

(Optional) Display only the non-zero error valuesnon-zero

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Align erroreth_align_err

(Optional) FCS erroreth_fcs_err

(Optional) Transmit erroreth_xmit_err

(Optional) Receive erroreth_rcv_err

(Optional) Undersizeeth_undersize

(Optional) Out discardeth_outdisc

(Optional) Single collisioneth_single_col

(Optional) Multiple collisioneth_multi_col

(Optional) Late collisioneth_late_col

(Optional) Excess collisioneth_excess_col

(Optional) Carrier senseeth_carri_sen

(Optional) Runtseth_runts

(Optional) Giantseth_giants
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(Optional) SQETest erroreth_sqetest_err

(Optional) Deferred txeth_deferred_tx

(Optional) In MAC rxeth_inmacrx_err

(Optional) In MAC txeth_inmactx_err

(Optional) Symbol erroreth_symbol_err

(Optional) In discardseth_indisc

Command Mode

• /exec
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show interface counters errors
show interface <loop_ctr_errs> counters errors

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatloop_ctr_errs

Show interface counterscounters

Show interface error counterserrors

Command Mode

• /exec
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show interface counters errors fex
show interface counters errors fex <fex_num> [ __readonly__ TABLE_interface <interface> [ <eth_align_err>
] [ <eth_fcs_err> ] [ <eth_xmit_err> ] [ <eth_rcv_err> ] [ <eth_undersize> ] [ <eth_outdisc> ] [ <eth_single_col>
] [ <eth_multi_col> ] [ <eth_late_col> ] [ <eth_excess_col> ] [ <eth_carri_sen> ] [ <eth_runts> ] [ <eth_giants>
] [ <eth_sqetest_err> ] [ <eth_deferred_tx> ] [ <eth_inmactx_err> ] [ <eth_inmacrx_err> ] [ <eth_symbol_err>
] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Show interface counterscounters

Show interface error counterserrors

Limit display to interfaces on a FEXfex

Enter FEX numberfex_num

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Align erroreth_align_err

(Optional) FCS erroreth_fcs_err

(Optional) Transmit erroreth_xmit_err

(Optional) Receive erroreth_rcv_err

(Optional) Undersizeeth_undersize

(Optional) Out discardeth_outdisc

(Optional) Single collisioneth_single_col

(Optional) Multiple collisioneth_multi_col

(Optional) Late collisioneth_late_col

(Optional) Excess collisioneth_excess_col

(Optional) Carrier senseeth_carri_sen

(Optional) Runtseth_runts

(Optional) Giantseth_giants

(Optional) SQETest erroreth_sqetest_err
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(Optional) Deferred txeth_deferred_tx

(Optional) In MAC txeth_inmactx_err

(Optional) In MAC rxeth_inmacrx_err

(Optional) Symbol erroreth_symbol_err

Command Mode

• /exec
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show interface counters fex
show interface counters fex <mod_num> [ __readonly__ { TABLE_rx_counters <interface> <eth_inpkts> [
<eth_inucast> ] [ <eth_inmcast> ] [ <eth_inbcast> ] } { TABLE_tx_counters <interface> <eth_outpkts> [
<eth_outucast> ] [ <eth_outmcast> ] [ <eth_outbcast> ] } ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Show interface counterscounters

Enter fex IDfex

Enter fex IDmod_num

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show Rx countersTABLE_rx_counters

(Optional) show Tx countersTABLE_tx_counters

(Optional) Packets inputeth_inpkts

(Optional) Unicastseth_inucast

(Optional) Multicastseth_inmcast

(Optional) Broadcastseth_inbcast

(Optional) Packets outputeth_outpkts

(Optional) Unicastseth_outucast

(Optional) Multicastseth_outmcast

(Optional) Broadcastseth_outbcast

Command Mode

• /exec
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show interface counters snmp
show interface counters snmp [ module <module> ] [ __readonly__ { TABLE_rx_counters <interface>
<eth_inpkts> [ <eth_inucast> ] [ <eth_inmcast> ] [ <eth_inbcast> ] [ <eth_l3in_bytes> ] [ <eth_l3in_ucastpkts>
] [ <eth_l3in_mcastpkts> ] [ <eth_l3in_bcastpkts> ] } { TABLE_tx_counters <interface> <eth_outpkts> [
<eth_outucast> ] [ <eth_outmcast> ] [ <eth_outbcast> ] [ <eth_l3out_bytes> ] [ <eth_l3out_ucastpkts> ] [
<eth_l3out_mcastpkts> ] [ <eth_l3out_bcastpkts> ] } ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Show interface counterscounters

Show SNMP MIB valuessnmp

(Optional) Limit display to interfaces on modulemodule

(Optional) Enter module numbermodule

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show Rx countersTABLE_rx_counters

(Optional) show Tx countersTABLE_tx_counters

(Optional) Packets inputeth_inpkts

(Optional) Unicastseth_inucast

(Optional) Multicastseth_inmcast

(Optional) Broadcastseth_inbcast

(Optional) Packets outputeth_outpkts

(Optional) Unicastseth_outucast

(Optional) Multicastseth_outmcast

(Optional) Broadcastseth_outbcast

(Optional) L3 Rx byteseth_l3in_bytes

(Optional) L3 Rx Unicast pktseth_l3in_ucastpkts

(Optional) L3 Rx Multicast pktseth_l3in_mcastpkts

(Optional) L3 Rx Broadcast pktseth_l3in_bcastpkts

(Optional) L3 Tx byteseth_l3out_bytes
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(Optional) L3 Tx Unicast pktseth_l3out_ucastpkts

(Optional) L3 Tx Multicast pktseth_l3out_mcastpkts

(Optional) L3 Tx Broadcast pktseth_l3out_bcastpkts

Command Mode

• /exec
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show interface counters snmp fex
show interface counters snmp fex <fex_num> [ __readonly__ { TABLE_rx_counters <interface> <eth_inpkts>
[ <eth_inucast> ] [ <eth_inmcast> ] [ <eth_inbcast> ] } { TABLE_tx_counters <interface> <eth_outpkts> [
<eth_outucast> ] [ <eth_outmcast> ] [ <eth_outbcast> ] } ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Show interface counterscounters

Show SNMP MIB valuessnmp

Limit display to interfaces on a FEXfex

Enter FEX numberfex_num

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show Rx countersTABLE_rx_counters

(Optional) show Tx countersTABLE_tx_counters

(Optional) Packets inputeth_inpkts

(Optional) Unicastseth_inucast

(Optional) Multicastseth_inmcast

(Optional) Broadcastseth_inbcast

(Optional) Packets outputeth_outpkts

(Optional) Unicastseth_outucast

(Optional) Multicastseth_outmcast

(Optional) Broadcastseth_outbcast

Command Mode

• /exec
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show interface counters storm-control
show interface counters storm-control [ module <module> ] [ __readonly__ TABLE_interface <interface>
<eth_ucast_supp> <eth_mcast_supp> <eth_bcast_supp> <eth_total_supp> <supp_action> ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Show interface counterscounters

Show interface storm-control countersstorm-control

(Optional) Limit display to interfaces on modulemodule

(Optional) Enter module numbermodule

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Unicast suppression percentageeth_ucast_supp

(Optional) Multicast suppression percentageeth_mcast_supp

(Optional) Broadcast suppression percentageeth_bcast_supp

(Optional) Total discarded due to suppressioneth_total_supp

(Optional) Action to be taken on suppressionsupp_action

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
808

All Show Commands
show interface counters storm-control



show interface counters storm-control
show interface <ifeth_ctr_stm_ctrl> counters storm-control [ __readonly__ TABLE_interface <interface>
<eth_ucast_supp> <eth_mcast_supp> <eth_bcast_supp> <eth_total_supp> <supp_action> ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatifeth_ctr_stm_ctrl

Show interface counterscounters

Show interface storm-control countersstorm-control

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Unicast suppression percentageeth_ucast_supp

(Optional) Multicast suppression percentageeth_mcast_supp

(Optional) Broadcast suppression percentageeth_bcast_supp

(Optional) Total discarded due to suppressioneth_total_supp

(Optional) Action to be taken on suppressionsupp_action

Command Mode

• /exec
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show interface counters table
show interface counters table [ verbose ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Show interface counterscounters

format counters in a tabletable

(Optional) show errors counts after countersverbose

Command Mode

• /exec
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show interface counters trunk
show interface <ifeth_ctr_trnk> counters trunk [ __readonly__ TABLE_interface <interface> [
<eth_trunk_frames_tx> ] [ <eth_trunk_frames_rx> ] [ <eth_wrong_encap> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatifeth_ctr_trnk

Show interface counterscounters

Show interface trunk counterstrunk

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Trunk frame transmittedeth_trunk_frames_tx

(Optional) Trunk frames receivedeth_trunk_frames_rx

(Optional) Wrong encapsulationeth_wrong_encap

Command Mode

• /exec
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show interface debounce
show interface debounce [ __readonly__ TABLE_interface <interface> <debounce> <debounce_val> ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Show interface debounce time informationdebounce

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Debounce timedebounce

(Optional) Value(ms)debounce_val

Command Mode

• /exec
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show interface debounce
show interface <ifeth_dbnc> debounce [ __readonly__ TABLE_interface <interface> <debounce>
<debounce_val> ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatifeth_dbnc

Show interface debounce time informationdebounce

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Debounce timedebounce

(Optional) Value(ms)debounce_val

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
813

All Show Commands
show interface debounce



show interface description
show interface <iftun_desc> description [ __readonly__ TABLE_interface <interface> <state> <protocol>
<desc> ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter tunnel interface numberiftun_desc

Show interface descriptiondescription

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Interface statestate

(Optional) Protocolprotocol

(Optional) Descriptiondesc

Command Mode

• /exec
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show interface description
show interface description [ __readonly__ TABLE_interface <interface> [ <state> ] [ <type> ] [ <speed> ] [
<protocol> ] [ <desc> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Show interface descriptiondescription

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Interface statestate

(Optional) Typetype

(Optional) Speedspeed

(Optional) Protocolprotocol

(Optional) Descriptiondesc

Command Mode

• /exec
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show interface description
show interface <ifid_mgmt_loop> description [ __readonly__ TABLE_interface <interface> [ <state> ] [
<protocol> ] [ <desc> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatifid_mgmt_loop

Show interface descriptiondescription

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Interface statestate

(Optional) Protocolprotocol

(Optional) Descriptiondesc

Command Mode

• /exec
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show interface description
show interface <ifid_eth> description [ __readonly__ TABLE_interface <interface> [ <state> ] [ <type> ] [
<speed> ] [ <protocol> ] [ <desc> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatifid_eth

Show interface descriptiondescription

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Interface statestate

(Optional) Typetype

(Optional) Speedspeed

(Optional) Protocolprotocol

(Optional) Descriptiondesc

Command Mode

• /exec
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show interface description
show interface <ifrange> description [ __readonly__ TABLE_interface <interface> <state> <protocol> <desc>
]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter tunnel interface numberifrange

Show interface descriptiondescription

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Interface statestate

(Optional) Protocolprotocol

(Optional) Descriptiondesc

Command Mode

• /exec
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show interface description
show interface <ifrange> description [ __readonly__ TABLE_interface <interface> <state> <protocol> <desc>
]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter tunnel interface numberifrange

Show interface descriptiondescription

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Interface statestate

(Optional) Protocolprotocol

(Optional) Descriptiondesc

Command Mode

• /exec
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show interface description
show interface <ifid> description [ __readonly__ <start> <if_index> <LINE> ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

VLAN ID 1-4094 or range(s): 1-5, 10 or 2-5,7-19ifid

Interface specific descriptiondescription

(Optional) Read Only__readonly__

(Optional) Startstart

(Optional) Interfaceif_index

(Optional) DescriptionLINE

Command Mode

• /exec
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show interface fcoe
show interface <ifeth_fcoe> fcoe [ __readonly__ TABLE_interface <interface> [ <state> ] [ <vfc> ] [
<vfc_bound> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatifeth_fcoe

Show interface fcoe informationfcoe

(Optional) Read Only__readonly__

(Optional) show interfaceTABLE_interface

(Optional) Interface indexinterface

(Optional) State of interfacestate

(Optional) VFCvfc

(Optional) Binding informationvfc_bound

Command Mode

• /exec
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show interface fex-conf
show interface <if_id> fex-conf [ __readonly__ <fbr_if> <rchas_id> <rmod_no> ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatif_id

Show interface fex informationfex-conf

(Optional) Read Only__readonly__

(Optional) Interface namefbr_if

(Optional) Configured fex numberrchas_id

(Optional) Configured fex module numberrmod_no

Command Mode

• /exec
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show interface fex-fabric
show interface fex-fabric [ __readonly__ TABLE_fex_fabric <fex_no> <fbr_port> <fex_uplink>
<chas_vendor> <fex_model> <chas_ser> <mod_vendor> <mod_model> <fex_ser> <mod_no> <mgmt_inst>
<fbr_state> ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Show all FEX fabric portsfex-fabric

(Optional) Read Only__readonly__

(Optional) Discovered fex fabric portsTABLE_fex_fabric

(Optional) Configured chassis numberfex_no

(Optional) Interface namefbr_port

(Optional) Remote Link idfex_uplink

(Optional) Chassis Vendorchas_vendor

(Optional) Chassis Modelfex_model

(Optional) Chassis serial Numberchas_ser

(Optional) Module Vendormod_vendor

(Optional) Module Modelmod_model

(Optional) Module serial Numberfex_ser

(Optional) Module Number(Left/Right module)mod_no

(Optional) Management instancemgmt_inst

(Optional) Fabric port statefbr_state

Command Mode

• /exec
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show interface fex-intf
show interface <if_id> fex-intf [ __readonly__ TABLE_fabric_if <fbr_if> TABLE_sat_if <sat_if> ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatif_id

Show FEX ports pinned to fabric portfex-intf

(Optional) Read Only__readonly__

(Optional) Fabric interface satellite portsTABLE_fabric_if

(Optional) Fabric Interface namefbr_if

(Optional) Satellite portsTABLE_sat_if

(Optional) FEX Interface namesat_if

Command Mode

• /exec
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show interface flowcontrol
show interface <ifeth_fl_ctrl> flowcontrol [ __readonly__ TABLE_interface <interface> <send_admin>
<send_oper> <recv_admin> <recv_oper> <rxpause> <txpause> ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatifeth_fl_ctrl

Show interface flowcontrol informationflowcontrol

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Send flowcontrol adminsend_admin

(Optional) Send flowcontrol opersend_oper

(Optional) Receive flowcontrol adminrecv_admin

(Optional) Receive flowcontrol operrecv_oper

(Optional) RxPauserxpause

(Optional) TxPausetxpause

Command Mode

• /exec
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show interface flowcontrol
show interface flowcontrol [ module <module> ] [ __readonly__ TABLE_interface <interface> <send_admin>
<send_oper> <recv_admin> <recv_oper> <rxpause> <txpause> ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Show interface flowcontrol informationflowcontrol

(Optional) Limit display to interfaces on modulemodule

(Optional) Enter module numbermodule

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Send flowcontrol adminsend_admin

(Optional) Send flowcontrol opersend_oper

(Optional) Receive flowcontrol adminrecv_admin

(Optional) Receive flowcontrol operrecv_oper

(Optional) RxPauserxpause

(Optional) TxPausetxpause

Command Mode

• /exec
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show interface flowcontrol fex
show interface flowcontrol fex <fex_num> [ __readonly__ TABLE_interface <interface> <send_admin>
<send_oper> <recv_admin> <recv_oper> <rxpause> <txpause> ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Show interface flowcontrol informationflowcontrol

Limit display to interfaces on a FEXfex

Enter FEX numberfex_num

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Send flowcontrol adminsend_admin

(Optional) Send flowcontrol opersend_oper

(Optional) Receive flowcontrol adminrecv_admin

(Optional) Receive flowcontrol operrecv_oper

(Optional) RxPauserxpause

(Optional) TxPausetxpause

Command Mode

• /exec
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show interface hardware-mappings
show interface hardware-mappings

Syntax Description

Show running system informationshow

Interfaceinterface

Show hardware port number and unit information for interfaceshardware-mappings

Command Mode

• /exec
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show interface mac-address
show interface <ifid_macaddr> mac-address [ __readonly__ TABLE_interface <interface> <address> ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatifid_macaddr

Show interface MAC addressmac-address

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) MAC Addressaddress

Command Mode

• /exec
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show interface mac-address
show interface mac-address [ __readonly__ TABLE_interface <interface> <address> <bia_address> ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Show interface MAC addressmac-address

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) MAC Addressaddress

(Optional) Burn-In MAC Addressbia_address

Command Mode

• /exec
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show interface priority-flow-control
show interface [ <if_list> ] priority-flow-control [ detail ] [ module <module> ] [ __readonly__ [
TABLE_pfc_interface <if_name_str> <admin> <oper> <cos-list> <rx-stats> <tx-stats> <rx_ppp_cos_0>
<tx_ppp_cos_0> <ppp_cos_1> <ppp_cos_2> <ppp_cos_3> <ppp_cos_4> <ppp_cos_5> <ppp_cos_6>
<ppp_cos_7> ] ]

Syntax Description

commands to displayshow

Interface for displaying pfc informationinterface

(Optional) List of interfacesif_list

(Optional) Slot/modulemodule

(Optional) Slot/module numbermodule

Show interface PFC informationpriority-flow-control

(Optional) Show detailed per priority Tx/Rx PFC statisticsdetail

(Optional)__readonly__

(Optional) interface nameif_name_str

(Optional) PFC information of an interfaceTABLE_pfc_interface

(Optional) PFC adminadmin

(Optional) PFC operoper

(Optional) List of class-of-service valuescos-list

Command Mode

• /exec
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show interface private-vlan mapping
show interface [ <if> ] private-vlan mapping [ __readonly__ [ <output-filtered> ] [ { TABLE_interf_mapp
<interface-id> [ <secondary-vlan> + ] [ <pvlan-type> ] } ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

(Optional) Vlan Interface numberif

Show interface private vlan informationprivate-vlan

Show interface private vlan informationmapping

(Optional) Read Only__readonly__

(Optional) the output is filtered for specified ifsoutput-filtered

(Optional) Pvlan interface mapping tableTABLE_interf_mapp

(Optional) Interfaceinterface-id

(Optional) Secondary Vlansecondary-vlan

(Optional) PVLAN Typepvlan-type

Command Mode

• /exec
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show interface pruning
show interface pruning [ __readonly__ <start> { TABLE_interface_pruning1 <if_index1> <rx_join> } {
TABLE_interface_pruning2 <if_index2> <cur_join> } ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Show interface trunk VTP pruning informationpruning

(Optional) Read Only__readonly__

(Optional) Startstart

(Optional) Interface pruning information in table formatTABLE_interface_pruning1

(Optional) Trunkif_index1

(Optional) Vlans pruned for lack of request by neighborrx_join

(Optional) Interface pruning information in table formatTABLE_interface_pruning2

(Optional) Trunkif_index2

(Optional) Vlan traffic requested of neighborcur_join

Command Mode

• /exec
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show interface snmp-ifindex
show interface snmp-ifindex [ __readonly__ TABLE_interface <interface> [ <ifindex-dec> ] <snmp-ifindex>
]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Show snmp ifindex listsnmp-ifindex

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) If Index in Hexsnmp-ifindex

(Optional) If Index in Decimalifindex-dec

Command Mode

• /exec
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show interface status
show interface status [ down | inactive | module <module> | up | auto-column ] [ __readonly__ TABLE_interface
<interface> [ <name> ] <state> <vlan> <duplex> <speed> [ <type> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Show interface line statusstatus

(Optional) Show interface down statedown

(Optional) Show interface inactive stateinactive

(Optional) Show interface status auto-column adjustedauto-column

(Optional) Limit display to interfaces on modulemodule

(Optional) Enter module numbermodule

(Optional) Show interface up stateup

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Namename

(Optional) Interface statestate

(Optional) Vlanvlan

(Optional) Duplexduplex

(Optional) Speedspeed

(Optional) Typetype

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
835

All Show Commands
show interface status



show interface status
show interface <ifid_status> status [ __readonly__ TABLE_interface <interface> [ <name> ] [ <state> ] [
<vlan> ] [ <duplex> ] [ <speed> ] [ <type> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatifid_status

Show interface line statusstatus

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Namename

(Optional) Interface statestate

(Optional) Vlanvlan

(Optional) Duplexduplex

(Optional) Speedspeed

(Optional) Typetype

Command Mode

• /exec
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show interface status
show interface <ifeth_status> status [ __readonly__ TABLE_interface <interface> [ <name> ] [ <state> ] [
<vlan> ] <duplex> <speed> [ <type> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatifeth_status

Show interface line statusstatus

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Namename

(Optional) Interface statestate

(Optional) Vlanvlan

(Optional) Duplexduplex

(Optional) Speedspeed

(Optional) Typetype

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
837

All Show Commands
show interface status



show interface status
show interface <iftun_status> status [ err-disabled ] [ __readonly__ TABLE_interface <interface> <name>
<state> <state_rsn> <state_rsn_desc> ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter tunnel interface numberiftun_status

Show interface line statusstatus

(Optional) Show interface error disabled stateerr-disabled

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Namename

(Optional) Interface statestate

(Optional) Interface state reasonstate_rsn

(Optional) Interface state reason detailedstate_rsn_desc

Command Mode

• /exec
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show interface status
show interface <ifrange> status [ err-disabled ] [ __readonly__ TABLE_interface <interface> <name> <state>
<state_rsn> <state_rsn_desc> ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter tunnel interface numberifrange

Show interface line statusstatus

(Optional) Show interface error disabled stateerr-disabled

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Namename

(Optional) Interface statestate

(Optional) Interface state reasonstate_rsn

(Optional) Interface state reason detailedstate_rsn_desc

Command Mode

• /exec
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show interface status
show interface <ifrange> status [ err-disabled ] [ __readonly__ TABLE_interface <interface> <name> <state>
<state_rsn> <state_rsn_desc> <admin_state> ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter tunnel interface numberifrange

Show interface line statusstatus

(Optional) Show interface error disabled stateerr-disabled

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Namename

(Optional) Interface statestate

(Optional) Interface state reasonstate_rsn

(Optional) Interface state reason detailedstate_rsn_desc

(Optional) admin stateadmin_state

Command Mode

• /exec
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show interface status
show interface <ifid> status [ __readonly__ <start> <if_index> <admin-state> <line-proto> ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

VLAN ID 1-4094 or range(s): 1-5, 10 or 2-5,7-19ifid

Interface statusstatus

(Optional) Read Only__readonly__

(Optional) Startstart

(Optional) Interfaceif_index

(Optional) Administrative Stateadmin-state

(Optional) Line Protocolline-proto

Command Mode

• /exec
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show interface status err-disabled
show interface status err-disabled [ __readonly__ TABLE_interface <interface> [ <name> ] <state> [
<state_rsn> ] [ <state_rsn_desc> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Show interface line statusstatus

Show interface error disabled stateerr-disabled

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Namename

(Optional) Interface statestate

(Optional) Interface state reasonstate_rsn

(Optional) Interface state reason detailedstate_rsn_desc

Command Mode

• /exec
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show interface status err-disabled
show interface <ifeth_errdis> status err-disabled [ __readonly__ TABLE_interface <interface> [ <name> ]
<state> [ <state_rsn> ] [ <state_rsn_desc> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Show interface line statusstatus

Enter interface type and number in module/slot formatifeth_errdis

Show interface error disabled stateerr-disabled

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Namename

(Optional) Interface statestate

(Optional) Interface state reasonstate_rsn

(Optional) Interface state reason detailedstate_rsn_desc

Command Mode

• /exec
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show interface status err-vlans
show interface status err-vlans [ __readonly__ TABLE_interface <interface> [ <name> ] { TABLE_vlan
<err_vlan> <err_vlan_status> <err_vlan_syserr> } ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Show interface line statusstatus

Show errored vlanserr-vlans

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Namename

(Optional) show vlanTABLE_vlan

(Optional) Errored vlanerr_vlan

(Optional) Errored vlan statuserr_vlan_status

(Optional) Errored vlan syserr nameerr_vlan_syserr

Command Mode

• /exec
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show interface status err-vlans
show interface <ifeth_errvlans> status err-vlans [ __readonly__ TABLE_interface <interface> [ <name> ] [
{ TABLE_vlan [ <err_vlan> ] [ <err_vlan_status> ] [ <err_vlan_syserr> ] } ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatifeth_errvlans

Show interface line statusstatus

Show errored vlanserr-vlans

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Namename

(Optional) show vlanTABLE_vlan

(Optional) Errored vlanerr_vlan

(Optional) Errored vlan statuserr_vlan_status

(Optional) Errored vlan syserr nameerr_vlan_syserr

Command Mode
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show interface status fex
show interface status fex <fex_num> [ __readonly__ TABLE_interface <interface> [ <name> ] <state> <vlan>
<duplex> <speed> [ <type> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Show interface line statusstatus

Limit display to interfaces on a FEXfex

Enter FEX numberfex_num

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Namename

(Optional) Interface statestate

(Optional) Vlanvlan

(Optional) Duplexduplex

(Optional) Speedspeed

(Optional) Typetype

Command Mode
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show interface switchport
show interface switchport [ __readonly__ TABLE_interface <interface> <switchport> [ <switchport_monitor>
] [ <switchport_isolated> ] [ <switchport_block_unicast> ] [ <switchport_block_multicast> ] [ <oper_mode>
] [ <access_vlan> ] [ <access_vlan_name> ] [ <native_vlan> ] [ <native_vlan_name> ] [ <trunk_vlans> ] [
<fabricpath_topologies> ] [ <pruning_vlans> ] [ <admin_pvlan_pri_assoc> ] [ <admin_pvlan_sec_assoc> ]
[ <admin_pvlan_pri_mapping> ] [ <admin_pvlan_sec_mapping> ] [ <admin_pvlan_trunk_native> ] [
<admin_pvlan_trunk_encap> ] [ <admin_pvlan_trunk_normal> ] [ <admin_pvlan_trunk_private> ] [
<oper_pvlan> ] [ <autostate_mode> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Show interface switchport informationswitchport

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Switchport enabledswitchport

(Optional) Switchport monitor enabledswitchport_monitor

(Optional) Switchport isolated enabledswitchport_isolated

(Optional) Switchport monitor enabledswitchport_block_unicast

(Optional) Switchport monitor enabledswitchport_block_multicast

(Optional) Operational modeoper_mode

(Optional) Access mode VLANaccess_vlan

(Optional) Access mode VLAN nameaccess_vlan_name

(Optional) Trunking native mode VLANnative_vlan

(Optional) Trunking native mode VLAN namenative_vlan_name

(Optional) Trunking VLANs Allowedtrunk_vlans

(Optional) FabricPath Topologies Allowedfabricpath_topologies

(Optional) Pruning eligible VLANspruning_vlans

(Optional) Administrative private-vlan primary host-associationadmin_pvlan_pri_assoc

(Optional) Administrative private-vlan secondary host-associationadmin_pvlan_sec_assoc

(Optional) Administrative private-vlan primary mappingadmin_pvlan_pri_mapping
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(Optional) Administrative private-vlan secondary mappingadmin_pvlan_sec_mapping

(Optional) Administrative private-vlan trunk native VLANadmin_pvlan_trunk_native

(Optional) Administrative private-vlan trunk encapsulationadmin_pvlan_trunk_encap

(Optional) Administrative private-vlan trunk normal VLANsadmin_pvlan_trunk_normal

(Optional) Administrative private-vlan trunk private VLANsadmin_pvlan_trunk_private

(Optional) Operational private-vlanoper_pvlan

(Optional) SVI Autostate Exclude Infoautostate_mode

Command Mode

• /exec
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show interface switchport
show interface <ifeth_swtch> switchport [ __readonly__ TABLE_interface <interface> <switchport> [
<switchport_monitor> ] [ <switchport_isolated> ] [ <switchport_block_unicast> ] [
<switchport_block_multicast> ] [ <oper_mode> ] [ <access_vlan> ] [ <access_vlan_name> ] [ <native_vlan>
] [ <native_vlan_name> ] [ <trunk_vlans> ] [ <fabricpath_topologies> ] [ <pruning_vlans> ] [
<admin_pvlan_pri_assoc> ] [ <admin_pvlan_sec_assoc> ] [ <admin_pvlan_pri_mapping> ] [
<admin_pvlan_sec_mapping> ] [ <admin_pvlan_trunk_native> ] [ <admin_pvlan_trunk_encap> ] [
<admin_pvlan_trunk_normal> ] [ <admin_pvlan_trunk_private> ] [ <oper_pvlan> ] [ <autostate_mode> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatifeth_swtch

Show interface switchport informationswitchport

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) Switchport enabledswitchport

(Optional) Switchport monitor enabledswitchport_monitor

(Optional) Switchport isolated enabledswitchport_isolated

(Optional) Switchport monitor enabledswitchport_block_unicast

(Optional) Switchport monitor enabledswitchport_block_multicast

(Optional) Operational modeoper_mode

(Optional) Access mode VLANaccess_vlan

(Optional) Access mode VLAN nameaccess_vlan_name

(Optional) Trunking native mode VLANnative_vlan

(Optional) Trunking native mode VLAN namenative_vlan_name

(Optional) Trunking VLANs Allowedtrunk_vlans

(Optional) FabricPath Topologies Allowedfabricpath_topologies

(Optional) Pruning eligible VLANspruning_vlans

(Optional) Administrative private-vlan primary host-associationadmin_pvlan_pri_assoc

(Optional) Administrative private-vlan secondary host-associationadmin_pvlan_sec_assoc
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(Optional) Administrative private-vlan primary mappingadmin_pvlan_pri_mapping

(Optional) Administrative private-vlan secondary mappingadmin_pvlan_sec_mapping

(Optional) Administrative private-vlan trunk native VLANadmin_pvlan_trunk_native

(Optional) Administrative private-vlan trunk encapsulationadmin_pvlan_trunk_encap

(Optional) Administrative private-vlan trunk normal VLANsadmin_pvlan_trunk_normal

(Optional) Administrative private-vlan trunk private VLANsadmin_pvlan_trunk_private

(Optional) Operational private-vlanoper_pvlan

(Optional) SVI Autostate Exclude Infoautostate_mode

Command Mode

• /exec
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show interface transceiver
show interface <ifid_transceiver> transceiver [ calibrations | details | sprom ] [ __readonly__ TABLE_interface
<interface> [ <sfp> ] [ <type> ] [ <name> ] [ <partnum> ] [ <rev> ] [ <serialnum> ] [ <nom_bitrate> ] [
<len_9> ] [ <len_9_2> ] [ <len_50> ] [ <len_625> ] [ <len_cu> ] [ <len_50_OM3> ] [ <txcvr_type> ] [
<connector_type> ] [ <bit_encoding> ] [ <protocol_type> ] [ <10gbe_code> ] [ <fiber_type_byte0> ] [
<fiber_type_byte1> ] [ <tx_range> ] [ <ciscoid> ] [ <ciscoid_1> ] [ <cisco_part_number> ] [ <cisco_product_id>
] [ <cisco_vendor_id> ] [ <temp_slope> ] [ <temp_offset> ] [ <volt_slope> ] [ <volt_offset> ] [ <curr_slope>
] [ <curr_offset> ] [ <tx_pwr_slope> ] [ <tx_pwr_offset> ] [ <rx_pwr_4> ] [ <rx_pwr_3> ] [ <rx_pwr_2> ] [
<rx_pwr_1> ] [ <rx_pwr_0> ] [ TABLE_lane [ <lane_number> ] [ <temperature> ] [ <temp_flag> ] [
<temp_alrm_hi> ] [ <temp_alrm_lo> ] [ <temp_warn_hi> ] [ <temp_warn_lo> ] [ <voltage> ] [ <volt_flag>
] [ <volt_alrm_hi> ] [ <volt_alrm_lo> ] [ <volt_warn_hi> ] [ <volt_warn_lo> ] [ <current> ] [ <current_flag>
] [ <current_alrm_hi> ] [ <current_alrm_lo> ] [ <current_warn_hi> ] [ <current_warn_lo> ] [ <tx_pwr> ] [
<tx_pwr_flag> ] [ <tx_pwr_alrm_hi> ] [ <tx_pwr_alrm_lo> ] [ <tx_pwr_warn_hi> ] [ <tx_pwr_warn_lo> ]
[ <rx_pwr> ] [ <rx_pwr_flag> ] [ <rx_pwr_alrm_hi> ] [ <rx_pwr_alrm_lo> ] [ <rx_pwr_warn_hi> ] [
<rx_pwr_warn_lo> ] [ <xmit_faults> ] [ <snr> ] [ <snr_flag> ] [ <snr_alrm_hi> ] [ <snr_alrm_lo> ] [
<snr_warn_hi> ] [ <snr_warn_lo> ] [ <isi> ] [ <isi_flag> ] [ <isi_alrm_hi> ] [ <isi_alrm_lo> ] [ <isi_warn_hi>
] [ <isi_warn_lo> ] [ <pam> ] [ <pam_flag> ] [ <pam_alrm_hi> ] [ <pam_alrm_lo> ] [ <pam_warn_hi> ] [
<pam_warn_lo> ] [ <pre_fec_ber> ] [ <pre_fec_ber_flag> ] [ <pre_fec_ber_alrm_hi> ] [ <pre_fec_ber_alrm_lo>
] [ <pre_fec_ber_warn_hi> ] [ <pre_fec_ber_warn_lo> ] [ <uncorrect_ber> ] [ <uncorrect_ber_flag> ] [
<uncorrect_ber_alrm_hi> ] [ <uncorrect_ber_alrm_lo> ] [ <uncorrect_ber_warn_hi> ] [
<uncorrect_ber_warn_lo> ] [ <tec_current> ] [ <tec_current_flag> ] [ <tec_current_alrm_hi> ] [
<tec_current_alrm_lo> ] [ <tec_current_warn_hi> ] [ <tec_current_warn_lo> ] [ <laser_freq> ] [
<laser_freq_flag> ] [ <laser_freq_alrm_hi> ] [ <laser_freq_alrm_lo> ] [ <laser_freq_warn_hi> ] [
<laser_freq_warn_lo> ] [ <laser_temp> ] [ <laser_temp_flag> ] [ <laser_temp_alrm_hi> ] [
<laser_temp_alrm_lo> ] [ <laser_temp_warn_hi> ] [ <laser_temp_warn_lo> ] [ <pre_fec_ber_acc> ] [
<pre_fec_ber_acc_flag> ] [ <pre_fec_ber_acc_alrm_hi> ] [ <pre_fec_ber_acc_alrm_lo> ] [
<pre_fec_ber_acc_warn_hi> ] [ <pre_fec_ber_acc_warn_lo> ] [ <pre_fec_ber_min> ] [ <pre_fec_ber_min_flag>
] [ <pre_fec_ber_min_alrm_hi> ] [ <pre_fec_ber_min_alrm_lo> ] [ <pre_fec_ber_min_warn_hi> ] [
<pre_fec_ber_min_warn_lo> ] [ <pre_fec_ber_max> ] [ <pre_fec_ber_max_flag> ] [
<pre_fec_ber_max_alrm_hi> ] [ <pre_fec_ber_max_alrm_lo> ] [ <pre_fec_ber_max_warn_hi> ] [
<pre_fec_ber_max_warn_lo> ] [ <pre_fec_ber_cur> ] [ <pre_fec_ber_cur_flag> ] [ <pre_fec_ber_cur_alrm_hi>
] [ <pre_fec_ber_cur_alrm_lo> ] [ <pre_fec_ber_cur_warn_hi> ] [ <pre_fec_ber_cur_warn_lo> ] [
<uncorrect_ber_acc> ] [ <uncorrect_ber_acc_flag> ] [ <uncorrect_ber_acc_alrm_hi> ] [
<uncorrect_ber_acc_alrm_lo> ] [ <uncorrect_ber_acc_warn_hi> ] [ <uncorrect_ber_acc_warn_lo> ] [
<uncorrect_ber_min> ] [ <uncorrect_ber_min_flag> ] [ <uncorrect_ber_min_alrm_hi> ] [
<uncorrect_ber_min_alrm_lo> ] [ <uncorrect_ber_min_warn_hi> ] [ <uncorrect_ber_min_warn_lo> ] [
<uncorrect_ber_max> ] [ <uncorrect_ber_max_flag> ] [ <uncorrect_ber_max_alrm_hi> ] [
<uncorrect_ber_max_alrm_lo> ] [ <uncorrect_ber_max_warn_hi> ] [ <uncorrect_ber_max_warn_lo> ] [
<uncorrect_ber_cur> ] [ <uncorrect_ber_cur_flag> ] [ <uncorrect_ber_cur_alrm_hi> ] [
<uncorrect_ber_cur_alrm_lo> ] [ <uncorrect_ber_cur_warn_hi> ] [ <uncorrect_ber_cur_warn_lo> ] ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatifid_transceiver

Show interface transceiver informationtransceiver
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(Optional) Show interface transceiver calibration informationcalibrations

(Optional) Show interface transceiver detail informationdetails

(Optional) Show interface transceiver sprom informationsprom

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) sfpsfp

(Optional) typetype

(Optional) Namename

(Optional) part numberpartnum

(Optional) revisionrev

(Optional) serial numberserialnum

(Optional) Nominal bit rate in MBits/secnom_bitrate

(Optional) Link length supported for 9/125um fiber in Kmlen_9

(Optional) Link length supported for 9/125um fiber in mlen_9_2

(Optional) Link length supported for 50/125um fiber in mlen_50

(Optional) Link length supported for 62.5/125um fiber in mlen_625

(Optional) Link length supported for copper sfp in mlen_cu

(Optional) Link length supported for 50/125um fiber in mlen_50_OM3

(Optional)txcvr_type

(Optional)connector_type

(Optional)bit_encoding

(Optional)protocol_type

(Optional)10gbe_code

(Optional)fiber_type_byte0

(Optional)fiber_type_byte1

(Optional)tx_range

(Optional) Cisco extended idciscoid

(Optional) Cisco extended id numberciscoid_1
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(Optional) Cisco part numbercisco_part_number

(Optional) Cisco product identifiercisco_product_id

(Optional) Cisco vendor identifiercisco_vendor_id

(Optional) Temperature slopetemp_slope

(Optional) Temperature offsettemp_offset

(Optional) Voltage slopevolt_slope

(Optional) Voltage offsetvolt_offset

(Optional) Current slopecurr_slope

(Optional) Current offsetcurr_offset

(Optional) Tx power slopetx_pwr_slope

(Optional) Tx power offsettx_pwr_offset

(Optional) Rx power 4rx_pwr_4

(Optional) Rx power 3rx_pwr_3

(Optional) Rx power 2rx_pwr_2

(Optional) Rx power 1rx_pwr_1

(Optional) Rx power 0rx_pwr_0

(Optional) show laneTABLE_lane

(Optional) Lane numberlane_number

(Optional) Temperaturetemperature

(Optional) Temperature Flagtemp_flag

(Optional) Temperature Alarm Hightemp_alrm_hi

(Optional) Temperature Alarm Lowtemp_alrm_lo

(Optional) Temperature Warning Hightemp_warn_hi

(Optional) Temperature Warning Lowtemp_warn_lo

(Optional) Voltagevoltage

(Optional) Voltage Flagvolt_flag

(Optional) Voltage Alarm Highvolt_alrm_hi

(Optional) Voltage Alarm Lowvolt_alrm_lo

(Optional) Voltage Warning Highvolt_warn_hi
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(Optional) Voltage Warning Lowvolt_warn_lo

(Optional) Currentcurrent

(Optional) Current Flagcurrent_flag

(Optional) Current Alarm Highcurrent_alrm_hi

(Optional) Current Alarm Lowcurrent_alrm_lo

(Optional) Current Warning Highcurrent_warn_hi

(Optional) Current Warning Lowcurrent_warn_lo

(Optional) Tx Powertx_pwr

(Optional) Tx Power Flagtx_pwr_flag

(Optional) Tx Power Alarm Hightx_pwr_alrm_hi

(Optional) Tx Power Alarm Lowtx_pwr_alrm_lo

(Optional) Tx Power Warning Hightx_pwr_warn_hi

(Optional) Tx Power Warning Lowtx_pwr_warn_lo

(Optional) Rx Powerrx_pwr

(Optional) Rx Power Flagrx_pwr_flag

(Optional) Rx Power Alarm Highrx_pwr_alrm_hi

(Optional) Rx Power Alarm Lowrx_pwr_alrm_lo

(Optional) Rx Power Warning Highrx_pwr_warn_hi

(Optional) Rx Power Warning Lowrx_pwr_warn_lo

(Optional) Transmit Fault Countxmit_faults

(Optional) RX Signal-to-Noise Ratio (SNR)snr

(Optional) SNR Flagsnr_flag

(Optional) SNR Alarm Highsnr_alrm_hi

(Optional) SNR Alarm Lowsnr_alrm_lo

(Optional) SNR Warning Highsnr_warn_hi

(Optional) SNR Warning Lowsnr_warn_lo

(Optional) Residual-Dispersion(ISI)isi

(Optional) ISI Flagisi_flag

(Optional) ISI alarm highisi_alrm_hi
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(Optional) ISI alarm lowisi_alrm_lo

(Optional) ISI warning highisi_warn_hi

(Optional) ISI warning lowisi_warn_lo

(Optional) PAM Transitionpam

(Optional) PAM Flagpam_flag

(Optional) PAM alarm highpam_alrm_hi

(Optional) PAM alarm lowpam_alrm_lo

(Optional) PAM warning highpam_warn_hi

(Optional) PAM warning lowpam_warn_lo

(Optional) Pre-FEC BERpre_fec_ber

(Optional) Pre-FEC BER flagpre_fec_ber_flag

(Optional) Pre-FEC BER alarm highpre_fec_ber_alrm_hi

(Optional) Pre-FEC BER alarm lowpre_fec_ber_alrm_lo

(Optional) Pre-FEC BER warning highpre_fec_ber_warn_hi

(Optional) Pre-FEC BER warning lowpre_fec_ber_warn_lo

(Optional) Uncorrected BERuncorrect_ber

(Optional) Uncorrected BER flaguncorrect_ber_flag

(Optional) Uncorrected BER alarm highuncorrect_ber_alrm_hi

(Optional) Uncorrected BER alarm lowuncorrect_ber_alrm_lo

(Optional) Uncorrected BER warning highuncorrect_ber_warn_hi

(Optional) Uncorrected BER warning lowuncorrect_ber_warn_lo

(Optional) TEC Currenttec_current

(Optional) TEC Current flagtec_current_flag

(Optional) TEC Current Alarm Hightec_current_alrm_hi

(Optional) TEC Current Alarm Lowtec_current_alrm_lo

(Optional) TEC Current Warning Hightec_current_warn_hi

(Optional) TEC Current Warning Lowtec_current_warn_lo

(Optional) Laser Frequencylaser_freq

(Optional) Laser Frequency flaglaser_freq_flag
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(Optional) Laser Frequency Alarm Highlaser_freq_alrm_hi

(Optional) Laser Frequency Alarm Lowlaser_freq_alrm_lo

(Optional) Laser Frequency Warning Highlaser_freq_warn_hi

(Optional) Laser Frequency Warning Lowlaser_freq_warn_lo

(Optional) Laser Temperaturelaser_temp

(Optional) Laser Temperature flaglaser_temp_flag

(Optional) Laser Temperature Alarm Highlaser_temp_alrm_hi

(Optional) Laser Temperature Alarm Lowlaser_temp_alrm_lo

(Optional) Laser Temperature Warning Highlaser_temp_warn_hi

(Optional) Laser Temperature Warning Lowlaser_temp_warn_lo

(Optional) Pre-FEC BER Accpre_fec_ber_acc

(Optional) Pre-FEC BER Acc flagpre_fec_ber_acc_flag

(Optional) Pre-FEC BER Acc alarm highpre_fec_ber_acc_alrm_hi

(Optional) Pre-FEC BER Acc alarm lowpre_fec_ber_acc_alrm_lo

(Optional) Pre-FEC BER Acc warning highpre_fec_ber_acc_warn_hi

(Optional) Pre-FEC BER Acc warning lowpre_fec_ber_acc_warn_lo

(Optional) Pre-FEC BER Minpre_fec_ber_min

(Optional) Pre-FEC BER Min flagpre_fec_ber_min_flag

(Optional) Pre-FEC BER Min alarm highpre_fec_ber_min_alrm_hi

(Optional) Pre-FEC BER Min alarm lowpre_fec_ber_min_alrm_lo

(Optional) Pre-FEC BER Min warning highpre_fec_ber_min_warn_hi

(Optional) Pre-FEC BER Min warning lowpre_fec_ber_min_warn_lo

(Optional) Pre-FEC BER Maxpre_fec_ber_max

(Optional) Pre-FEC BER Max flagpre_fec_ber_max_flag

(Optional) Pre-FEC BER Max alarm highpre_fec_ber_max_alrm_hi

(Optional) Pre-FEC BER Max alarm lowpre_fec_ber_max_alrm_lo

(Optional) Pre-FEC BER Max warning highpre_fec_ber_max_warn_hi

(Optional) Pre-FEC BER Max warning lowpre_fec_ber_max_warn_lo

(Optional) Pre-FEC BER Curpre_fec_ber_cur
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(Optional) Pre-FEC BER Cur flagpre_fec_ber_cur_flag

(Optional) Pre-FEC BER Cur alarm highpre_fec_ber_cur_alrm_hi

(Optional) Pre-FEC BER Cur alarm lowpre_fec_ber_cur_alrm_lo

(Optional) Pre-FEC BER Cur warning highpre_fec_ber_cur_warn_hi

(Optional) Pre-FEC BER Cur warning lowpre_fec_ber_cur_warn_lo

(Optional) Uncorrected BER Accuncorrect_ber_acc

(Optional) Uncorrected BER Acc flaguncorrect_ber_acc_flag

(Optional) Uncorrected BER Acc alarm highuncorrect_ber_acc_alrm_hi

(Optional) Uncorrected BER Acc alarm lowuncorrect_ber_acc_alrm_lo

(Optional) Uncorrected BER Acc warning highuncorrect_ber_acc_warn_hi

(Optional) Uncorrected BER Acc warning lowuncorrect_ber_acc_warn_lo

(Optional) Uncorrected BER Minuncorrect_ber_min

(Optional) Uncorrected BER Min flaguncorrect_ber_min_flag

(Optional) Uncorrected BER Min alarm highuncorrect_ber_min_alrm_hi

(Optional) Uncorrected BER Min alarm lowuncorrect_ber_min_alrm_lo

(Optional) Uncorrected BER Min warning highuncorrect_ber_min_warn_hi

(Optional) Uncorrected BER Min warning lowuncorrect_ber_min_warn_lo

(Optional) Uncorrected BER Maxuncorrect_ber_max

(Optional) Uncorrected BER Max flaguncorrect_ber_max_flag

(Optional) Uncorrected BER Max alarm highuncorrect_ber_max_alrm_hi

(Optional) Uncorrected BER Max alarm lowuncorrect_ber_max_alrm_lo

(Optional) Uncorrected BER Max warning highuncorrect_ber_max_warn_hi

(Optional) Uncorrected BER Max warning lowuncorrect_ber_max_warn_lo

(Optional) Uncorrected BER Curuncorrect_ber_cur

(Optional) Uncorrected BER Cur flaguncorrect_ber_cur_flag

(Optional) Uncorrected BER Cur alarm highuncorrect_ber_cur_alrm_hi

(Optional) Uncorrected BER Cur alarm lowuncorrect_ber_cur_alrm_lo

(Optional) Uncorrected BER Cur warning highuncorrect_ber_cur_warn_hi

(Optional) Uncorrected BER Cur warning lowuncorrect_ber_cur_warn_lo
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Command Mode

• /exec
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show interface transceiver
show interface transceiver [ calibrations | details | inventory ] [ __readonly__ TABLE_interface <interface>
[ <sfp> ] [ <type> ] [ <name> ] [ <partnum> ] [ <rev> ] [ <serialnum> ] [ <nom_bitrate> ] [ <len_9> ] [
<len_50> ] [ <len_625> ] [ <len_cu> ] [ <len_50_OM3> ] [ <txcvr_type> ] [ <connector_type> ] [
<bit_encoding> ] [ <protocol_type> ] [ <10gbe_code> ] [ <fiber_type_byte0> ] [ <fiber_type_byte1> ] [
<tx_range> ] [ <ciscoid> ] [ <ciscoid_1> ] [ <cisco_part_number> ] [ <cisco_product_id> ] [ <cisco_vendor_id>
] [ <temp_slope> ] [ <temp_offset> ] [ <volt_slope> ] [ <volt_offset> ] [ <curr_slope> ] [ <curr_offset> ] [
<tx_pwr_slope> ] [ <tx_pwr_offset> ] [ <rx_pwr_4> ] [ <rx_pwr_3> ] [ <rx_pwr_2> ] [ <rx_pwr_1> ] [
<rx_pwr_0> ] [ TABLE_lane [ <lane_number> ] [ <temperature> ] [ <temp_flag> ] [ <temp_alrm_hi> ] [
<temp_alrm_lo> ] [ <temp_warn_hi> ] [ <temp_warn_lo> ] [ <voltage> ] [ <volt_flag> ] [ <volt_alrm_hi> ]
[ <volt_alrm_lo> ] [ <volt_warn_hi> ] [ <volt_warn_lo> ] [ <current> ] [ <current_flag> ] [ <current_alrm_hi>
] [ <current_alrm_lo> ] [ <current_warn_hi> ] [ <current_warn_lo> ] [ <tx_pwr> ] [ <tx_pwr_flag> ] [
<tx_pwr_alrm_hi> ] [ <tx_pwr_alrm_lo> ] [ <tx_pwr_warn_hi> ] [ <tx_pwr_warn_lo> ] [ <rx_pwr> ] [
<rx_pwr_flag> ] [ <rx_pwr_alrm_hi> ] [ <rx_pwr_alrm_lo> ] [ <rx_pwr_warn_hi> ] [ <rx_pwr_warn_lo> ]
[ <xmit_faults> ] [ <snr> ] [ <snr_flag> ] [ <snr_alrm_hi> ] [ <snr_alrm_lo> ] [ <snr_warn_hi> ] [
<snr_warn_lo> ] [ <isi> ] [ <isi_flag> ] [ <isi_alrm_hi> ] [ <isi_alrm_lo> ] [ <isi_warn_hi> ] [ <isi_warn_lo>
] [ <pam> ] [ <pam_flag> ] [ <pam_alrm_hi> ] [ <pam_alrm_lo> ] [ <pam_warn_hi> ] [ <pam_warn_lo> ] [
<pre_fec_ber> ] [ <pre_fec_ber_flag> ] [ <pre_fec_ber_alrm_hi> ] [ <pre_fec_ber_alrm_lo> ] [
<pre_fec_ber_warn_hi> ] [ <pre_fec_ber_warn_lo> ] [ <uncorrect_ber> ] [ <uncorrect_ber_flag> ] [
<uncorrect_ber_alrm_hi> ] [ <uncorrect_ber_alrm_lo> ] [ <uncorrect_ber_warn_hi> ] [
<uncorrect_ber_warn_lo> ] [ <tec_current> ] [ <tec_current_flag> ] [ <tec_current_alrm_hi> ] [
<tec_current_alrm_lo> ] [ <tec_current_warn_hi> ] [ <tec_current_warn_lo> ] [ <laser_freq> ] [
<laser_freq_flag> ] [ <laser_freq_alrm_hi> ] [ <laser_freq_alrm_lo> ] [ <laser_freq_warn_hi> ] [
<laser_freq_warn_lo> ] [ <laser_temp> ] [ <laser_temp_flag> ] [ <laser_temp_alrm_hi> ] [
<laser_temp_alrm_lo> ] [ <laser_temp_warn_hi> ] [ <laser_temp_warn_lo> ] [ <pre_fec_ber_acc> ] [
<pre_fec_ber_acc_flag> ] [ <pre_fec_ber_acc_alrm_hi> ] [ <pre_fec_ber_acc_alrm_lo> ] [
<pre_fec_ber_acc_warn_hi> ] [ <pre_fec_ber_acc_warn_lo> ] [ <pre_fec_ber_min> ] [ <pre_fec_ber_min_flag>
] [ <pre_fec_ber_min_alrm_hi> ] [ <pre_fec_ber_min_alrm_lo> ] [ <pre_fec_ber_min_warn_hi> ] [
<pre_fec_ber_min_warn_lo> ] [ <pre_fec_ber_max> ] [ <pre_fec_ber_max_flag> ] [
<pre_fec_ber_max_alrm_hi> ] [ <pre_fec_ber_max_alrm_lo> ] [ <pre_fec_ber_max_warn_hi> ] [
<pre_fec_ber_max_warn_lo> ] [ <pre_fec_ber_cur> ] [ <pre_fec_ber_cur_flag> ] [ <pre_fec_ber_cur_alrm_hi>
] [ <pre_fec_ber_cur_alrm_lo> ] [ <pre_fec_ber_cur_warn_hi> ] [ <pre_fec_ber_cur_warn_lo> ] [
<uncorrect_ber_acc> ] [ <uncorrect_ber_acc_flag> ] [ <uncorrect_ber_acc_alrm_hi> ] [
<uncorrect_ber_acc_alrm_lo> ] [ <uncorrect_ber_acc_warn_hi> ] [ <uncorrect_ber_acc_warn_lo> ] [
<uncorrect_ber_min> ] [ <uncorrect_ber_min_flag> ] [ <uncorrect_ber_min_alrm_hi> ] [
<uncorrect_ber_min_alrm_lo> ] [ <uncorrect_ber_min_warn_hi> ] [ <uncorrect_ber_min_warn_lo> ] [
<uncorrect_ber_max> ] [ <uncorrect_ber_max_flag> ] [ <uncorrect_ber_max_alrm_hi> ] [
<uncorrect_ber_max_alrm_lo> ] [ <uncorrect_ber_max_warn_hi> ] [ <uncorrect_ber_max_warn_lo> ] [
<uncorrect_ber_cur> ] [ <uncorrect_ber_cur_flag> ] [ <uncorrect_ber_cur_alrm_hi> ] [
<uncorrect_ber_cur_alrm_lo> ] [ <uncorrect_ber_cur_warn_hi> ] [ <uncorrect_ber_cur_warn_lo> ] ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Show interface transceiver informationtransceiver

(Optional) Show interface transceiver calibration informationcalibrations
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(Optional) Show interface transceiver detail informationdetails

(Optional) Show interface transceiver inventoryinventory

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) sfpsfp

(Optional) typetype

(Optional) Namename

(Optional) part numberpartnum

(Optional) revisionrev

(Optional) serial numberserialnum

(Optional) Nominal bit rate in MBits/secnom_bitrate

(Optional) Link length supported for 9/125um fiberlen_9

(Optional) Link length supported for 50/125um fiberlen_50

(Optional) Link length supported for 62.5/125um fiberlen_625

(Optional) Link length supported for copperlen_cu

(Optional) Link length supported for 50/125um fiber in mlen_50_OM3

(Optional)txcvr_type

(Optional)connector_type

(Optional)bit_encoding

(Optional)protocol_type

(Optional)10gbe_code

(Optional)fiber_type_byte0

(Optional)fiber_type_byte1

(Optional)tx_range

(Optional) Cisco extended idciscoid

(Optional) Cisco extended id numberciscoid_1

(Optional) Cisco part numbercisco_part_number

(Optional) Cisco product identifiercisco_product_id
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(Optional) Cisco vendor identifiercisco_vendor_id

(Optional) Temperature slopetemp_slope

(Optional) Temperature offsettemp_offset

(Optional) Voltage slopevolt_slope

(Optional) Voltage offsetvolt_offset

(Optional) Current slopecurr_slope

(Optional) Current offsetcurr_offset

(Optional) Tx power slopetx_pwr_slope

(Optional) Tx power offsettx_pwr_offset

(Optional) Rx power 4rx_pwr_4

(Optional) Rx power 3rx_pwr_3

(Optional) Rx power 2rx_pwr_2

(Optional) Rx power 1rx_pwr_1

(Optional) Rx power 0rx_pwr_0

(Optional) show laneTABLE_lane

(Optional) Lane numberlane_number

(Optional) Temperaturetemperature

(Optional) Temperature Flagtemp_flag

(Optional) Temperature Alarm Hightemp_alrm_hi

(Optional) Temperature Alarm Lowtemp_alrm_lo

(Optional) Temperature Warning Hightemp_warn_hi

(Optional) Temperature Warning Lowtemp_warn_lo

(Optional) Voltagevoltage

(Optional) Voltage Flagvolt_flag

(Optional) Voltage Alarm Highvolt_alrm_hi

(Optional) Voltage Alarm Lowvolt_alrm_lo

(Optional) Voltage Warning Highvolt_warn_hi

(Optional) Voltage Warning Lowvolt_warn_lo

(Optional) Currentcurrent
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(Optional) Current Flagcurrent_flag

(Optional) Current Alarm Highcurrent_alrm_hi

(Optional) Current Alarm Lowcurrent_alrm_lo

(Optional) Current Warning Highcurrent_warn_hi

(Optional) Current Warning Lowcurrent_warn_lo

(Optional) Tx Powertx_pwr

(Optional) Tx Power Flagtx_pwr_flag

(Optional) Tx Power Alarm Hightx_pwr_alrm_hi

(Optional) Tx Power Alarm Lowtx_pwr_alrm_lo

(Optional) Tx Power Warning Hightx_pwr_warn_hi

(Optional) Tx Power Warning Lowtx_pwr_warn_lo

(Optional) Rx Powerrx_pwr

(Optional) Rx Power Flagrx_pwr_flag

(Optional) Rx Power Alarm Highrx_pwr_alrm_hi

(Optional) Rx Power Alarm Lowrx_pwr_alrm_lo

(Optional) Rx Power Warning Highrx_pwr_warn_hi

(Optional) Rx Power Warning Lowrx_pwr_warn_lo

(Optional) Transmit Fault Countxmit_faults

(Optional) RX Signal-to-Noise Ratio (SNR)snr

(Optional) SNR Flagsnr_flag

(Optional) SNR Alarm Highsnr_alrm_hi

(Optional) SNR Alarm Lowsnr_alrm_lo

(Optional) SNR Warning Highsnr_warn_hi

(Optional) SNR Warning Lowsnr_warn_lo

(Optional) Residual-Dispersion(ISI)isi

(Optional) ISI Flagisi_flag

(Optional) ISI alarm highisi_alrm_hi

(Optional) ISI alarm lowisi_alrm_lo

(Optional) ISI warning highisi_warn_hi
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(Optional) ISI warning lowisi_warn_lo

(Optional) PAM Transitionpam

(Optional) PAM Flagpam_flag

(Optional) PAM alarm highpam_alrm_hi

(Optional) PAM alarm lowpam_alrm_lo

(Optional) PAM warning highpam_warn_hi

(Optional) PAM warning lowpam_warn_lo

(Optional) Pre-FEC BERpre_fec_ber

(Optional) Pre-FEC BER flagpre_fec_ber_flag

(Optional) Pre-FEC BER alarm highpre_fec_ber_alrm_hi

(Optional) Pre-FEC BER alarm lowpre_fec_ber_alrm_lo

(Optional) Pre-FEC BER warning highpre_fec_ber_warn_hi

(Optional) Pre-FEC BER warning lowpre_fec_ber_warn_lo

(Optional) Uncorrected BERuncorrect_ber

(Optional) Uncorrected BER flaguncorrect_ber_flag

(Optional) Uncorrected BER alarm highuncorrect_ber_alrm_hi

(Optional) Uncorrected BER alarm lowuncorrect_ber_alrm_lo

(Optional) Uncorrected BER warning highuncorrect_ber_warn_hi

(Optional) Uncorrected BER warning lowuncorrect_ber_warn_lo

(Optional) TEC Currenttec_current

(Optional) TEC Current flagtec_current_flag

(Optional) TEC Current Alarm Hightec_current_alrm_hi

(Optional) TEC Current Alarm Lowtec_current_alrm_lo

(Optional) TEC Current Warning Hightec_current_warn_hi

(Optional) TEC Current Warning Lowtec_current_warn_lo

(Optional) Laser Frequencylaser_freq

(Optional) Laser Frequency flaglaser_freq_flag

(Optional) Laser Frequency Alarm Highlaser_freq_alrm_hi

(Optional) Laser Frequency Alarm Lowlaser_freq_alrm_lo
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(Optional) Laser Frequency Warning Highlaser_freq_warn_hi

(Optional) Laser Frequency Warning Lowlaser_freq_warn_lo

(Optional) Laser Temperaturelaser_temp

(Optional) Laser Temperature flaglaser_temp_flag

(Optional) Laser Temperature Alarm Highlaser_temp_alrm_hi

(Optional) Laser Temperature Alarm Lowlaser_temp_alrm_lo

(Optional) Laser Temperature Warning Highlaser_temp_warn_hi

(Optional) Laser Temperature Warning Lowlaser_temp_warn_lo

(Optional) Pre-FEC BER Accpre_fec_ber_acc

(Optional) Pre-FEC BER Acc flagpre_fec_ber_acc_flag

(Optional) Pre-FEC BER Acc alarm highpre_fec_ber_acc_alrm_hi

(Optional) Pre-FEC BER Acc alarm lowpre_fec_ber_acc_alrm_lo

(Optional) Pre-FEC BER Acc warning highpre_fec_ber_acc_warn_hi

(Optional) Pre-FEC BER Acc warning lowpre_fec_ber_acc_warn_lo

(Optional) Pre-FEC BER Minpre_fec_ber_min

(Optional) Pre-FEC BER Min flagpre_fec_ber_min_flag

(Optional) Pre-FEC BER Min alarm highpre_fec_ber_min_alrm_hi

(Optional) Pre-FEC BER Min alarm lowpre_fec_ber_min_alrm_lo

(Optional) Pre-FEC BER Min warning highpre_fec_ber_min_warn_hi

(Optional) Pre-FEC BER Min warning lowpre_fec_ber_min_warn_lo

(Optional) Pre-FEC BER Maxpre_fec_ber_max

(Optional) Pre-FEC BER Max flagpre_fec_ber_max_flag

(Optional) Pre-FEC BER Max alarm highpre_fec_ber_max_alrm_hi

(Optional) Pre-FEC BER Max alarm lowpre_fec_ber_max_alrm_lo

(Optional) Pre-FEC BER Max warning highpre_fec_ber_max_warn_hi

(Optional) Pre-FEC BER Max warning lowpre_fec_ber_max_warn_lo

(Optional) Pre-FEC BER Curpre_fec_ber_cur

(Optional) Pre-FEC BER Cur flagpre_fec_ber_cur_flag

(Optional) Pre-FEC BER Cur alarm highpre_fec_ber_cur_alrm_hi
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(Optional) Pre-FEC BER Cur alarm lowpre_fec_ber_cur_alrm_lo

(Optional) Pre-FEC BER Cur warning highpre_fec_ber_cur_warn_hi

(Optional) Pre-FEC BER Cur warning lowpre_fec_ber_cur_warn_lo

(Optional) Uncorrected BER Accuncorrect_ber_acc

(Optional) Uncorrected BER Acc flaguncorrect_ber_acc_flag

(Optional) Uncorrected BER Acc alarm highuncorrect_ber_acc_alrm_hi

(Optional) Uncorrected BER Acc alarm lowuncorrect_ber_acc_alrm_lo

(Optional) Uncorrected BER Acc warning highuncorrect_ber_acc_warn_hi

(Optional) Uncorrected BER Acc warning lowuncorrect_ber_acc_warn_lo

(Optional) Uncorrected BER Minuncorrect_ber_min

(Optional) Uncorrected BER Min flaguncorrect_ber_min_flag

(Optional) Uncorrected BER Min alarm highuncorrect_ber_min_alrm_hi

(Optional) Uncorrected BER Min alarm lowuncorrect_ber_min_alrm_lo

(Optional) Uncorrected BER Min warning highuncorrect_ber_min_warn_hi

(Optional) Uncorrected BER Min warning lowuncorrect_ber_min_warn_lo

(Optional) Uncorrected BER Maxuncorrect_ber_max

(Optional) Uncorrected BER Max flaguncorrect_ber_max_flag

(Optional) Uncorrected BER Max alarm highuncorrect_ber_max_alrm_hi

(Optional) Uncorrected BER Max alarm lowuncorrect_ber_max_alrm_lo

(Optional) Uncorrected BER Max warning highuncorrect_ber_max_warn_hi

(Optional) Uncorrected BER Max warning lowuncorrect_ber_max_warn_lo

(Optional) Uncorrected BER Curuncorrect_ber_cur

(Optional) Uncorrected BER Cur flaguncorrect_ber_cur_flag

(Optional) Uncorrected BER Cur alarm highuncorrect_ber_cur_alrm_hi

(Optional) Uncorrected BER Cur alarm lowuncorrect_ber_cur_alrm_lo

(Optional) Uncorrected BER Cur warning highuncorrect_ber_cur_warn_hi

(Optional) Uncorrected BER Cur warning lowuncorrect_ber_cur_warn_lo

Command Mode

• /exec
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show interface transceiver fex-fabric
show interface <ifeth_trans> transceiver fex-fabric [ calibrations | details ] [ __readonly__ TABLE_interface
<interface> <sfp> <name> <partnum> <rev> <serialnum> <nom_bitrate> <len_50> <len_625> <ciscoid>
<ciscoid_1> [ <temp_slope> ] [ <temp_offset> ] [ <volt_slope> ] [ <volt_offset> ] [ <curr_slope> ] [
<curr_offset> ] [ <tx_pwr_slope> ] [ <tx_pwr_offset> ] [ <rx_pwr_4> ] [ <rx_pwr_3> ] [ <rx_pwr_2> ] [
<rx_pwr_1> ] [ <rx_pwr_0> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatifeth_trans

Show interface transceiver informationtransceiver

Show FEX interface transceiver informationfex-fabric

(Optional) Show interface transceiver calibration informationcalibrations

(Optional) Show interface transceiver detail informationdetails

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) sfpsfp

(Optional) Namename

(Optional) part numberpartnum

(Optional) revisionrev

(Optional) serial numberserialnum

(Optional) Nominal bit rate in MBits/secnom_bitrate

(Optional) Link length supported for 50/125mm fiberlen_50

(Optional) Link length supported for 62.5/125mm fiberlen_625

(Optional) Cisco extended idciscoid

(Optional) Cisco extended id numberciscoid_1

(Optional) Temperature slopetemp_slope

(Optional) Temperature offsettemp_offset

(Optional) Voltage slopevolt_slope
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(Optional) Voltage offsetvolt_offset

(Optional) Current slopecurr_slope

(Optional) Current offsetcurr_offset

(Optional) Tx power slopetx_pwr_slope

(Optional) Tx power offsettx_pwr_offset

(Optional) Rx power 4rx_pwr_4

(Optional) Rx power 3rx_pwr_3

(Optional) Rx power 2rx_pwr_2

(Optional) Rx power 1rx_pwr_1

(Optional) Rx power 0rx_pwr_0

Command Mode

• /exec
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show interface transceiver fex-fabric
show interface transceiver fex-fabric [ calibrations | details ] [ __readonly__ TABLE_interface <interface> [
<sfp> ] [ <type> ] [ <name> ] [ <partnum> ] [ <rev> ] [ <serialnum> ] [ <nom_bitrate> ] [ <len_50> ] [
<len_625> ] [ <ciscoid> ] [ <ciscoid_1> ] [ <temp_slope> ] [ <temp_offset> ] [ <volt_slope> ] [ <volt_offset>
] [ <curr_slope> ] [ <curr_offset> ] [ <tx_pwr_slope> ] [ <tx_pwr_offset> ] [ <rx_pwr_4> ] [ <rx_pwr_3> ]
[ <rx_pwr_2> ] [ <rx_pwr_1> ] [ <rx_pwr_0> ] [ <lane_number> ] [ <temperature> ] [ <temp_flag> ] [
<temp_alrm_hi> ] [ <temp_alrm_lo> ] [ <temp_warn_hi> ] [ <temp_warn_lo> ] [ <voltage> ] [ <volt_flag>
] [ <volt_alrm_hi> ] [ <volt_alrm_lo> ] [ <volt_warn_hi> ] [ <volt_warn_lo> ] [ <current> ] [ <current_flag>
] [ <current_alrm_hi> ] [ <current_alrm_lo> ] [ <current_warn_hi> ] [ <current_warn_lo> ] [ <tx_pwr> ] [
<tx_pwr_flag> ] [ <tx_pwr_alrm_hi> ] [ <tx_pwr_alrm_lo> ] [ <tx_pwr_warn_hi> ] [ <tx_pwr_warn_lo> ]
[ <rx_pwr> ] [ <rx_pwr_flag> ] [ <rx_pwr_alrm_hi> ] [ <rx_pwr_alrm_lo> ] [ <rx_pwr_warn_hi> ] [
<rx_pwr_warn_lo> ] [ <xmit_faults> ] [ <snr> ] [ <snr_flag> ] [ <snr_alrm_hi> ] [ <snr_alrm_lo> ] [
<snr_warn_hi> ] [ <snr_warn_lo> ] [ <isi> ] [ <isi_flag> ] [ <isi_alrm_hi> ] [ <isi_alrm_lo> ] [ <isi_warn_hi>
] [ <isi_warn_lo> ] [ <pam> ] [ <pam_flag> ] [ <pam_alrm_hi> ] [ <pam_alrm_lo> ] [ <pam_warn_hi> ] [
<pam_warn_lo> ] [ <pre_fec_ber> ] [ <pre_fec_ber_flag> ] [ <pre_fec_ber_alrm_hi> ] [ <pre_fec_ber_alrm_lo>
] [ <pre_fec_ber_warn_hi> ] [ <pre_fec_ber_warn_lo> ] [ <uncorrect_ber> ] [ <uncorrect_ber_flag> ] [
<uncorrect_ber_alrm_hi> ] [ <uncorrect_ber_alrm_lo> ] [ <uncorrect_ber_warn_hi> ] [
<uncorrect_ber_warn_lo> ] [ <tec_current> ] [ <tec_current_flag> ] [ <tec_current_alrm_hi> ] [
<tec_current_alrm_lo> ] [ <tec_current_warn_hi> ] [ <tec_current_warn_lo> ] [ <laser_freq> ] [
<laser_freq_flag> ] [ <laser_freq_alrm_hi> ] [ <laser_freq_alrm_lo> ] [ <laser_freq_warn_hi> ] [
<laser_freq_warn_lo> ] [ <laser_temp> ] [ <laser_temp_flag> ] [ <laser_temp_alrm_hi> ] [
<laser_temp_alrm_lo> ] [ <laser_temp_warn_hi> ] [ <laser_temp_warn_lo> ] [ <pre_fec_ber_acc> ] [
<pre_fec_ber_acc_flag> ] [ <pre_fec_ber_acc_alrm_hi> ] [ <pre_fec_ber_acc_alrm_lo> ] [
<pre_fec_ber_acc_warn_hi> ] [ <pre_fec_ber_acc_warn_lo> ] [ <pre_fec_ber_min> ] [ <pre_fec_ber_min_flag>
] [ <pre_fec_ber_min_alrm_hi> ] [ <pre_fec_ber_min_alrm_lo> ] [ <pre_fec_ber_min_warn_hi> ] [
<pre_fec_ber_min_warn_lo> ] [ <pre_fec_ber_max> ] [ <pre_fec_ber_max_flag> ] [
<pre_fec_ber_max_alrm_hi> ] [ <pre_fec_ber_max_alrm_lo> ] [ <pre_fec_ber_max_warn_hi> ] [
<pre_fec_ber_max_warn_lo> ] [ <pre_fec_ber_cur> ] [ <pre_fec_ber_cur_flag> ] [ <pre_fec_ber_cur_alrm_hi>
] [ <pre_fec_ber_cur_alrm_lo> ] [ <pre_fec_ber_cur_warn_hi> ] [ <pre_fec_ber_cur_warn_lo> ] [
<uncorrect_ber_acc> ] [ <uncorrect_ber_acc_flag> ] [ <uncorrect_ber_acc_alrm_hi> ] [
<uncorrect_ber_acc_alrm_lo> ] [ <uncorrect_ber_acc_warn_hi> ] [ <uncorrect_ber_acc_warn_lo> ] [
<uncorrect_ber_min> ] [ <uncorrect_ber_min_flag> ] [ <uncorrect_ber_min_alrm_hi> ] [
<uncorrect_ber_min_alrm_lo> ] [ <uncorrect_ber_min_warn_hi> ] [ <uncorrect_ber_min_warn_lo> ] [
<uncorrect_ber_max> ] [ <uncorrect_ber_max_flag> ] [ <uncorrect_ber_max_alrm_hi> ] [
<uncorrect_ber_max_alrm_lo> ] [ <uncorrect_ber_max_warn_hi> ] [ <uncorrect_ber_max_warn_lo> ] [
<uncorrect_ber_cur> ] [ <uncorrect_ber_cur_flag> ] [ <uncorrect_ber_cur_alrm_hi> ] [
<uncorrect_ber_cur_alrm_lo> ] [ <uncorrect_ber_cur_warn_hi> ] [ <uncorrect_ber_cur_warn_lo> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Show interface transceiver informationtransceiver

Show FEX interface transceiver informationfex-fabric

(Optional) Show interface transceiver calibration informationcalibrations
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(Optional) Show interface transceiver detail informationdetails

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) sfpsfp

(Optional) typetype

(Optional) Namename

(Optional) part numberpartnum

(Optional) revisionrev

(Optional) serial numberserialnum

(Optional) Nominal bit rate in MBits/secnom_bitrate

(Optional) Link length supported for 50/125mm fiberlen_50

(Optional) Link length supported for 62.5/125mm fiberlen_625

(Optional) Cisco extended idciscoid

(Optional) Cisco extended id numberciscoid_1

(Optional) Temperature slopetemp_slope

(Optional) Temperature offsettemp_offset

(Optional) Voltage slopevolt_slope

(Optional) Voltage offsetvolt_offset

(Optional) Current slopecurr_slope

(Optional) Current offsetcurr_offset

(Optional) Tx power slopetx_pwr_slope

(Optional) Tx power offsettx_pwr_offset

(Optional) Rx power 4rx_pwr_4

(Optional) Rx power 3rx_pwr_3

(Optional) Rx power 2rx_pwr_2

(Optional) Rx power 1rx_pwr_1

(Optional) Rx power 0rx_pwr_0

(Optional) Lane numberlane_number
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(Optional) Temperaturetemperature

(Optional) Temperature Flagtemp_flag

(Optional) Temperature Alarm Hightemp_alrm_hi

(Optional) Temperature Alarm Lowtemp_alrm_lo

(Optional) Temperature Warning Hightemp_warn_hi

(Optional) Temperature Warning Lowtemp_warn_lo

(Optional) Voltagevoltage

(Optional) Voltage Flagvolt_flag

(Optional) Voltage Alarm Highvolt_alrm_hi

(Optional) Voltage Alarm Lowvolt_alrm_lo

(Optional) Voltage Warning Highvolt_warn_hi

(Optional) Voltage Warning Lowvolt_warn_lo

(Optional) Currentcurrent

(Optional) Current Flagcurrent_flag

(Optional) Current Alarm Highcurrent_alrm_hi

(Optional) Current Alarm Lowcurrent_alrm_lo

(Optional) Current Warning Highcurrent_warn_hi

(Optional) Current Warning Lowcurrent_warn_lo

(Optional) Tx Powertx_pwr

(Optional) Tx Power Flagtx_pwr_flag

(Optional) Tx Power Alarm Hightx_pwr_alrm_hi

(Optional) Tx Power Alarm Lowtx_pwr_alrm_lo

(Optional) Tx Power Warning Hightx_pwr_warn_hi

(Optional) Tx Power Warning Lowtx_pwr_warn_lo

(Optional) Rx Powerrx_pwr

(Optional) Rx Power Flagrx_pwr_flag

(Optional) Rx Power Alarm Highrx_pwr_alrm_hi

(Optional) Rx Power Alarm Lowrx_pwr_alrm_lo

(Optional) Rx Power Warning Highrx_pwr_warn_hi
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(Optional) Rx Power Warning Lowrx_pwr_warn_lo

(Optional) Transmit Fault Countxmit_faults

(Optional) RX Signal-to-Noise Ratio (SNR)snr

(Optional) SNR Flagsnr_flag

(Optional) SNR Alarm Highsnr_alrm_hi

(Optional) SNR Alarm Lowsnr_alrm_lo

(Optional) SNR Warning Highsnr_warn_hi

(Optional) SNR Warning Lowsnr_warn_lo

(Optional) Residual-Dispersion(ISI)isi

(Optional) ISI Flagisi_flag

(Optional) ISI alarm highisi_alrm_hi

(Optional) ISI alarm lowisi_alrm_lo

(Optional) ISI warning highisi_warn_hi

(Optional) ISI warning lowisi_warn_lo

(Optional) PAM Transitionpam

(Optional) PAM Flagpam_flag

(Optional) PAM alarm highpam_alrm_hi

(Optional) PAM alarm lowpam_alrm_lo

(Optional) PAM warning highpam_warn_hi

(Optional) PAM warning lowpam_warn_lo

(Optional) Pre-FEC BERpre_fec_ber

(Optional) Pre-FEC BER flagpre_fec_ber_flag

(Optional) Pre-FEC BER alarm highpre_fec_ber_alrm_hi

(Optional) Pre-FEC BER alarm lowpre_fec_ber_alrm_lo

(Optional) Pre-FEC BER warning highpre_fec_ber_warn_hi

(Optional) Pre-FEC BER warning lowpre_fec_ber_warn_lo

(Optional) Uncorrected BERuncorrect_ber

(Optional) Uncorrected BER flaguncorrect_ber_flag

(Optional) Uncorrected BER alarm highuncorrect_ber_alrm_hi
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(Optional) Uncorrected BER alarm lowuncorrect_ber_alrm_lo

(Optional) Uncorrected BER warning highuncorrect_ber_warn_hi

(Optional) Uncorrected BER warning lowuncorrect_ber_warn_lo

(Optional) TEC Currenttec_current

(Optional) TEC Current flagtec_current_flag

(Optional) TEC Current Alarm Hightec_current_alrm_hi

(Optional) TEC Current Alarm Lowtec_current_alrm_lo

(Optional) TEC Current Warning Hightec_current_warn_hi

(Optional) TEC Current Warning Lowtec_current_warn_lo

(Optional) Laser Frequencylaser_freq

(Optional) Laser Frequency flaglaser_freq_flag

(Optional) Laser Frequency Alarm Highlaser_freq_alrm_hi

(Optional) Laser Frequency Alarm Lowlaser_freq_alrm_lo

(Optional) Laser Frequency Warning Highlaser_freq_warn_hi

(Optional) Laser Frequency Warning Lowlaser_freq_warn_lo

(Optional) Laser Temperaturelaser_temp

(Optional) Laser Temperature flaglaser_temp_flag

(Optional) Laser Temperature Alarm Highlaser_temp_alrm_hi

(Optional) Laser Temperature Alarm Lowlaser_temp_alrm_lo

(Optional) Laser Temperature Warning Highlaser_temp_warn_hi

(Optional) Laser Temperature Warning Lowlaser_temp_warn_lo

(Optional) Pre-FEC BER Accpre_fec_ber_acc

(Optional) Pre-FEC BER Acc flagpre_fec_ber_acc_flag

(Optional) Pre-FEC BER Acc alarm highpre_fec_ber_acc_alrm_hi

(Optional) Pre-FEC BER Acc alarm lowpre_fec_ber_acc_alrm_lo

(Optional) Pre-FEC BER Acc warning highpre_fec_ber_acc_warn_hi

(Optional) Pre-FEC BER Acc warning lowpre_fec_ber_acc_warn_lo

(Optional) Pre-FEC BER Minpre_fec_ber_min

(Optional) Pre-FEC BER Min flagpre_fec_ber_min_flag
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(Optional) Pre-FEC BER Min alarm highpre_fec_ber_min_alrm_hi

(Optional) Pre-FEC BER Min alarm lowpre_fec_ber_min_alrm_lo

(Optional) Pre-FEC BER Min warning highpre_fec_ber_min_warn_hi

(Optional) Pre-FEC BER Min warning lowpre_fec_ber_min_warn_lo

(Optional) Pre-FEC BER Maxpre_fec_ber_max

(Optional) Pre-FEC BER Max flagpre_fec_ber_max_flag

(Optional) Pre-FEC BER Max alarm highpre_fec_ber_max_alrm_hi

(Optional) Pre-FEC BER Max alarm lowpre_fec_ber_max_alrm_lo

(Optional) Pre-FEC BER Max warning highpre_fec_ber_max_warn_hi

(Optional) Pre-FEC BER Max warning lowpre_fec_ber_max_warn_lo

(Optional) Pre-FEC BER Curpre_fec_ber_cur

(Optional) Pre-FEC BER Cur flagpre_fec_ber_cur_flag

(Optional) Pre-FEC BER Cur alarm highpre_fec_ber_cur_alrm_hi

(Optional) Pre-FEC BER Cur alarm lowpre_fec_ber_cur_alrm_lo

(Optional) Pre-FEC BER Cur warning highpre_fec_ber_cur_warn_hi

(Optional) Pre-FEC BER Cur warning lowpre_fec_ber_cur_warn_lo

(Optional) Uncorrected BER Accuncorrect_ber_acc

(Optional) Uncorrected BER Acc flaguncorrect_ber_acc_flag

(Optional) Uncorrected BER Acc alarm highuncorrect_ber_acc_alrm_hi

(Optional) Uncorrected BER Acc alarm lowuncorrect_ber_acc_alrm_lo

(Optional) Uncorrected BER Acc warning highuncorrect_ber_acc_warn_hi

(Optional) Uncorrected BER Acc warning lowuncorrect_ber_acc_warn_lo

(Optional) Uncorrected BER Minuncorrect_ber_min

(Optional) Uncorrected BER Min flaguncorrect_ber_min_flag

(Optional) Uncorrected BER Min alarm highuncorrect_ber_min_alrm_hi

(Optional) Uncorrected BER Min alarm lowuncorrect_ber_min_alrm_lo

(Optional) Uncorrected BER Min warning highuncorrect_ber_min_warn_hi

(Optional) Uncorrected BER Min warning lowuncorrect_ber_min_warn_lo

(Optional) Uncorrected BER Maxuncorrect_ber_max
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(Optional) Uncorrected BER Max flaguncorrect_ber_max_flag

(Optional) Uncorrected BER Max alarm highuncorrect_ber_max_alrm_hi

(Optional) Uncorrected BER Max alarm lowuncorrect_ber_max_alrm_lo

(Optional) Uncorrected BER Max warning highuncorrect_ber_max_warn_hi

(Optional) Uncorrected BER Max warning lowuncorrect_ber_max_warn_lo

(Optional) Uncorrected BER Curuncorrect_ber_cur

(Optional) Uncorrected BER Cur flaguncorrect_ber_cur_flag

(Optional) Uncorrected BER Cur alarm highuncorrect_ber_cur_alrm_hi

(Optional) Uncorrected BER Cur alarm lowuncorrect_ber_cur_alrm_lo

(Optional) Uncorrected BER Cur warning highuncorrect_ber_cur_warn_hi

(Optional) Uncorrected BER Cur warning lowuncorrect_ber_cur_warn_lo

Command Mode

• /exec
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show interface trunk
show interface <ifeth_trnk> trunk [ __readonly__ { TABLE_interface <interface> <native> <status>
<portchannel> } { TABLE_allowed_vlans <interface> <allowedvlans> } { TABLE_errored_vlans <interface>
<erroredvlans> } { TABLE_stp_forward <interface> <stpfwd_vlans> } { TABLE_fabricpath_vlans <interface>
<fabricpath_vlans> } { TABLE_vtp_pruning <interface> <vtppruning_vlans> } ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatifeth_trnk

Show interface trunk informationtrunk

(Optional) Read Only__readonly__

(Optional) Interface indexinterface

(Optional) show interfaceTABLE_interface

(Optional) show allowed vlansTABLE_allowed_vlans

(Optional) show errored vlansTABLE_errored_vlans

(Optional) show STP forwarding VLANsTABLE_stp_forward

(Optional) show fabricpath VLANsTABLE_fabricpath_vlans

(Optional) show VTP pruning VLANsTABLE_vtp_pruning

(Optional) Statusstatus

(Optional) Native VLANnative

(Optional) Port Channelportchannel

(Optional) VLANs allowed and active in management domainallowedvlans

(Optional) Errored VLANserroredvlans

(Optional) STP Forwarding VLANsstpfwd_vlans

(Optional) FabricPath VLANsfabricpath_vlans

(Optional) VTP Pruning VLANsvtppruning_vlans

Command Mode

• /exec
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show interface trunk
show interface trunk [module <module> | vlan <vlan_id> | fex <fex_num> ] [ __readonly__ { TABLE_interface
<interface> <native> <status> <portchannel> } { TABLE_allowed_vlans <interface> <allowedvlans> } {
TABLE_errored_vlans <interface> <erroredvlans> } { TABLE_stp_forward <interface> <stpfwd_vlans> }
{ TABLE_fabricpath_vlans <interface> <fabricpath_vlans> } { TABLE_vtp_pruning <interface>
<vtppruning_vlans> } ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Show interface trunk informationtrunk

(Optional) Limit display to interfaces on modulemodule

(Optional) Enter module numbermodule

(Optional) Limit display to interfaces on a FEXfex

(Optional) Enter FEX numberfex_num

(Optional) Show per vlan information for trunkvlan

(Optional) Enter vlan rangevlan_id

(Optional) Interface indexinterface

(Optional) Read Only__readonly__

(Optional) show interfaceTABLE_interface

(Optional) show allowed vlansTABLE_allowed_vlans

(Optional) show errored vlansTABLE_errored_vlans

(Optional) show STP forwarding VLANsTABLE_stp_forward

(Optional) show fabricpath VLANsTABLE_fabricpath_vlans

(Optional) show VTP pruning VLANsTABLE_vtp_pruning

(Optional) Statusstatus

(Optional) Native VLANnative

(Optional) Port Channelportchannel

(Optional) VLANs allowed and active in management domainallowedvlans

(Optional) Errored VLANserroredvlans

(Optional) STP Forwarding VLANsstpfwd_vlans
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(Optional) FabricPath VLANsfabricpath_vlans

(Optional) VTP Pruning VLANsvtppruning_vlans

Command Mode

• /exec
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show interface untagged-cos
show interface untagged-cos [ module <mod_num> ] [ __readonly__ <interface> <ucos-value> ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Show interface untagged CoS informationuntagged-cos

(Optional) Limit display to interfaces on modulemodule

(Optional) Enter module numbermod_num

(Optional)__readonly__

(Optional) Interface indexinterface

(Optional) COS valueucos-value

Command Mode

• /exec
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show interface vlan mapping
show interface <ifindex> vlan mapping [ __readonly__ <if-index-id> { TABLE_vlan_xlt <orig-vlan-id>
<inner-vlan-id> <xlt-vlan-id> } <show-end> [ <true-end> ] ]

Syntax Description

Show running system informationshow

Show interface status and informationinterface

Enter interface type and number in module/slot formatifindex

Show VLAN informationvlan

VLAN translation mappingmapping

(Optional) Read Only__readonly__

(Optional) Vlan translation tableTABLE_vlan_xlt

(Optional) Interface index idif-index-id

(Optional) Original Vlan Idorig-vlan-id

(Optional) Inner Vlan Idinner-vlan-id

(Optional) Translated Vlan Idxlt-vlan-id

(Optional) Show vlan end markershow-end

(Optional) Show vlan end markertrue-end

Command Mode

• /exec
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show inventory
show inventory [ chassis | fans | power_supply | module [ <module> ] | <s0> [ <santa-cruz-range> ] | all ] [
__readonly__ TABLE_inv <name> <desc> <productid> <vendorid> <serialnum> ]

Syntax Description

Show running system informationshow

system inventory informationinventory

(Optional) system inventory chassis informationchassis

(Optional) system inventory fan informationfans

(Optional) system inventory power supply informationpower_supply

(Optional) system inventory module informationmodule

(Optional) please enter the module numbermodule

(Optional) please enter the module numbers0

(Optional) please enter the xbar numbersanta-cruz-range

(Optional) system and transceiver inventory informationall

(Optional)__readonly__

(Optional) Inventory tableTABLE_inv

(Optional) Name of inventoryname

(Optional) Description of inventorydesc

(Optional) Product IDproductid

(Optional) Vendor IDvendorid

(Optional) Serial Numberserialnum

Command Mode

• /exec
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show inventory fex
show inventory fex <i> [ __readonly__ TABLE_inv <name> <desc> <productid> <vendorid> <serialnum>
]

Syntax Description

Show running system informationshow

system inventory informationinventory

Show fex physical inventoryfex

Enter FEX identifieri

(Optional)__readonly__

(Optional) Inventory tableTABLE_inv

(Optional) Name of inventoryname

(Optional) Description of inventorydesc

(Optional) Product IDproductid

(Optional) Vendor IDvendorid

(Optional) Serial Numberserialnum

Command Mode

• /exec
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show ip adjacency
show ip adjacency [ <interface> [ summary ] | <ip-addr> [ non-best | detail ] | detail | summary | non-best | [
throttle ] statistics ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ [ <invalid_pkt_cnt> ] [
<invalid_byte_cnt> ] [ <global_drop_pkt_cnt> ] [ <global_drop_byte_cnt> ] [ <global_punt_pkt_cnt> ] [
<global_punt_byte_cnt> ] [ <global_glean_pkt_cnt> ] [ <global_glean_byte_cnt> ] [ <glean_pkt_cnt> ] [
<glean_byte_cnt> ] [ <normal_pkt_cnt> ] [ <normal_byte_cnt> ] [ <last_updated> ] [ <count-static> ] [
<count-dynamic> ] [ <count-others> ] [ <count-throttle> ] [ <count-total> ] [ TABLE_vrf <vrf-name-out> [
TABLE_afi <afi> <count> [ TABLE_adj <intf-out> <ip-addr-out> [ <phy-intf> ] <mac> <pref> <owner> [
<pkt-count> ] [ <byte-count> ] [ <is-best> ] [ <is-thrtld> ] ] ] ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display adjacency tableadjacency

(Optional) Display specific interface adjacencies onlyinterface

(Optional) IPV4 source addressip-addr

(Optional) Show detail information of adjacency entriesdetail

(Optional) Show adjacency summarysummary

(Optional) Show both best/non-best entriesnon-best

(Optional) Throttlethrottle

(Optional) Show adjacency statisticsstatistics

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Show adjacency entries for all vrfsall

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)invalid_pkt_cnt

(Optional)invalid_byte_cnt

(Optional)global_drop_pkt_cnt

(Optional)global_drop_byte_cnt
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(Optional)global_punt_pkt_cnt

(Optional)global_punt_byte_cnt

(Optional)global_glean_pkt_cnt

(Optional)global_glean_byte_cnt

(Optional)glean_pkt_cnt

(Optional)glean_byte_cnt

(Optional)normal_pkt_cnt

(Optional)normal_byte_cnt

(Optional)last_updated

(Optional)count-static

(Optional)count-dynamic

(Optional)count-others

(Optional)count-throttle

(Optional)count-total

(Optional)TABLE_afi

(Optional)afi

(Optional)count

(Optional)TABLE_adj

(Optional)intf-out

(Optional)phy-intf

(Optional)ip-addr-out

(Optional)mac

(Optional)pref

(Optional)owner

(Optional)pkt-count

(Optional)byte-count

(Optional)is-best

(Optional)is-thrtld

Command Mode
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• /exec
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show ip amt relay
show { ip | ipv6 } amt relay [ vrf { <vrf-name> | <vrf-known-name> } ] [ __readonly__ TABLE_vrf <vrf>
<tut> <ra> <nds> <ldn> <nts> <lrn> <lra> <lq> <uc> <rc4> <rc6> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IPv6 informationipv6

(Optional) Display information for VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

AMT show commandsamt

Display status information about the AMT Relayrelay

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)tut

(Optional)ra

(Optional)vrf

(Optional)nds

(Optional)ldn

(Optional)nts

(Optional)lrn

(Optional)lra

(Optional)lq

(Optional)uc

(Optional)rc4

(Optional)rc6

Command Mode

• /exec
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show ip amt route
show { ip | ipv6 } amt route [ vrf { <vrf-name> | <vrf-known-name> } ] [ __readonly__ TABLE_vrf <vrf>
<rc4> <rc6> { TABLE_route <addrs> <if> <nbr> <gwa> <gw_exp> } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IPv6 informationipv6

(Optional) Display information for VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

AMT show commandsamt

Display multicast routes learned via AMTroute

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf

(Optional)rc4

(Optional)rc6

(Optional)TABLE_route

(Optional)addrs

(Optional)if

(Optional)nbr

(Optional)gwa

(Optional)gw_exp

Command Mode

• /exec
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show ip amt tunnel
show ip amt tunnel [ <address4> <port> ] [ detail ] [ vrf { <vrf-name> | <vrf-known-name> } ] [ __readonly__
TABLE_vrf <vrf> <tc4> { TABLE_tunnel <gwa> <gwp> <ut> <ld> <lr> <rc> <exp> { TABLE_route
<source> <group> <rexp> } } ]

Syntax Description

Show running system informationshow

AMT show commandsamt

Display IP informationip

Display tunnel informationtunnel

(Optional) Display information for VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) IP address of tunnel endpointaddress4

(Optional) UDP port number of gatewayport

(Optional) Display routes joined by tunnel endpointdetail

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf

(Optional)tc4

(Optional)TABLE_tunnel

(Optional)gwa

(Optional)gwp

(Optional)ut

(Optional)ld

(Optional)lr

(Optional)rc

(Optional)exp

(Optional)TABLE_route

(Optional)source
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(Optional)group

(Optional)rexp

Command Mode

• /exec
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show ip arp
show ip arp [ [ [ <ip-address> | [ sync-entries | fhrp-non-active-learn ] [ detail ] | static | summary | [ summary
] <interface> ] ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] ] [ __readonly__ TABLE_vrf <vrf-name-out>
[ <cnt-resolved> ] [ <cnt-incomplete> ] [ <cnt-thrtld-incomplete> ] [ <cnt-unknown> ] [ <cnt-total> ] [
TABLE_adj <intf-out> <ip-addr-out> [ <time-stamp> ] <mac> [ <phy-intf> ] [ <unknown> ] [ <incomplete>
] [ <flags> ] ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display ARP table and statisticsarp

(Optional) Display ARP adjacency summarysummary

(Optional) Display detailed informationdetail

(Optional) Display ARP table learnt only due to arp table syncsync-entries

(Optional) Display ARP table learnt only due to request for non-active
FHRP address

fhrp-non-active-learn

(Optional) ARP interfaceinterface

(Optional) IP addressip-address

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display ARP entries for all vrfsall

(Optional) Display Static ARP entriesstatic

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)cnt-resolved

(Optional)cnt-incomplete

(Optional)cnt-thrtld-incomplete

(Optional)cnt-unknown

(Optional)cnt-total
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(Optional)TABLE_adj

(Optional)intf-out

(Optional)ip-addr-out

(Optional)time-stamp

(Optional)mac

(Optional)phy-intf

(Optional)unknown

(Optional)incomplete

(Optional)flags

Command Mode

• /exec
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show ip arp anycast topo-info
show ip arp anycast topo-info [ <topo-id> ] [ __readonly__ { TABLE_ip_arp_anycast_topo_info [
<ip_arp_anycat_topo_id> ] [ <ip_arp_anycast_feature> ] [ <ip_arp_anycast_mode> ] } ]

Syntax Description

Show running system informationshow

Configure IP featuresip

Configure ARP parametersarp

anycast feature infoanycast

Per topology specific informationtopo-info

(Optional) Topology ID (VLAN-ID or BD-ID)topo-id

(Optional)__readonly__

(Optional) Show ip arp anycast topo-infoTABLE_ip_arp_anycast_topo_info

(Optional)ip_arp_anycat_topo_id

(Optional)ip_arp_anycast_feature

(Optional)ip_arp_anycast_mode

Command Mode

• /exec
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show ip arp cache
show ip arp cache { { brief | detail } | { interface [ <intf> ] } } [ operational ]

Syntax Description

Show running system informationshow

Display IP informationip

arparp

Display ip arp cachecache

Display ip arp related interface informationinterface

Display summary of arp interface status and configurationbrief

Display detailed information of arp interface status and configurationdetail

(Optional) Display only interfaces that are administratively enabledoperational

(Optional) Interface name to displayintf

Command Mode

• /exec
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show ip arp client
show ip arp client [ __readonly__ { <arp-clients> } [ TABLE_arp_client_list { <arp-cli-uuid> <l2-client-type>
<client-flg> <mts-addr-sap> <cli-msg-cnt> [ <l2-cli-func-name> ] [ <l2-cli-dbg-func> ] [
<l2-cli-dbg-un-init-func> ] } ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display ARP table and statisticsarp

Display ARP Client tableclient

(Optional)__readonly__

(Optional)arp-clients

(Optional)TABLE_arp_client_list

(Optional)arp-cli-uuid

(Optional)l2-client-type

(Optional)client-flg

(Optional)mts-addr-sap

(Optional)cli-msg-cnt

(Optional)l2-cli-func-name

(Optional)l2-cli-dbg-func

(Optional)l2-cli-dbg-un-init-func

Command Mode

• /exec
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show ip arp controller-statistics
show ip arp controller-statistics [ __readonly__ { TABLE_ip_arp_controller_statistics [
<arp_adj_controller_add_count> ] [ <arp_adj_controller_del_count> ] [ <arp_adj_controller_add_err_count>
] [ <arp_adj_controller_del_err> ] } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display ARP table and statisticsarp

Controller statisticscontroller-statistics

(Optional)__readonly__

(Optional) Show controller-statisticsTABLE_ip_arp_controller_statistics

(Optional)arp_adj_controller_add_count

(Optional)arp_adj_controller_del_count

(Optional)arp_adj_controller_add_err_count

(Optional)arp_adj_controller_del_err

Command Mode

• /exec
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show ip arp esi
show ip arp esi [ __readonly__ { TABLE_ip_arp_esi [ <ip_arp_esi_interface> ] [ <ip_arp_esi_value> ] } ]

Syntax Description

Show running system informationshow

Configure IP featuresip

Configure ARP parametersarp

ESI informationesi

(Optional)__readonly__

(Optional) Show ip arp esiTABLE_ip_arp_esi

(Optional)ip_arp_esi_interface

(Optional)ip_arp_esi_value

Command Mode

• /exec
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show ip arp inspection
show ip arp inspection [ __readonly__ <src_mac_valid> <dest_mac_valid> <ip_addr_valid> TABLE_entry
<active_vlan_id> <is_insp_enabled> <oper_state> <acl_name><is_static_acl> <acl_logging> <dhcp_logging>
<req_fwded> <res_fwded> <req_dropped> <res_dropped> <dhcp_drops> <acl_drops> <dhcp_permits>
<acl_permits> <req_smac_fails> <res_smac_fails> <res_dmac_fails> <req_ip_fails> <res_ip_fails> ]

Syntax Description

Show running system informationshow

Show the IP features of the systemip

IP ARP tablearp

Status of ARP Inspectioninspection

(Optional)__readonly__

(Optional)src_mac_valid

(Optional)dest_mac_valid

(Optional)ip_addr_valid

(Optional)TABLE_entry

(Optional)active_vlan_id

(Optional)is_insp_enabled

(Optional)oper_state

(Optional)acl_name

(Optional)is_static_acl

(Optional)acl_logging

(Optional)dhcp_logging

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
896

All Show Commands
show ip arp inspection



show ip arp inspection interfaces
show ip arp inspection interfaces [ <intf1> ] [ __readonly__ TABLE_intf <intf_header> <intf2> <trust_state>
]

Syntax Description

Show running system informationshow

Show the IP features of the systemip

IP ARP tablearp

Status of ARP Inspectioninspection

Trust status of all interfacesinterfaces

(Optional) interfaceintf1

(Optional)__readonly__

(Optional)TABLE_intf

(Optional)intf_header

(Optional)intf2

(Optional)trust_state

Command Mode

• /exec
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show ip arp inspection log
show ip arp inspection log [ __readonly__ <log_buff_size> <log_rate_entries> <log_rate_interval> <log_frame>
]

Syntax Description

Show running system informationshow

Show the IP features of the systemip

IP ARP tablearp

Status of ARP Inspectioninspection

Log Bufferlog

(Optional)__readonly__

(Optional)log_buff_size

(Optional)log_rate_entries

(Optional)log_rate_interval

(Optional)log_frame

Command Mode

• /exec
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show ip arp inspection statistics
show ip arp inspection statistics [ vlan <vlan-range> ] [ __readonly__ TABLE_stats <vlanid> <req_fwded>
<res_fwded> <req_dropped> <res_dropped> <dhcp_drops> [ <acl_drops> ] <dhcp_permits> [ <acl_permits>
] <req_smac_fails> <res_smac_fails> <res_dmac_fails> <req_ip_fails> <res_ip_fails> ]

Syntax Description

Show running system informationshow

Show the IP features of the systemip

IP ARP tablearp

Status of ARP Inspectioninspection

Status of ARP Inspectionstatistics

(Optional) Selected vlan rangevlan

(Optional) VLAN ID 1-4094 or range(s): 1-5, 10 or 2-5,7-19vlan-range

(Optional)__readonly__

(Optional)TABLE_stats

(Optional)vlanid

Command Mode

• /exec
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show ip arp inspection vlan
show ip arp inspection vlan <vlan-range> [ __readonly__ <src_mac_valid> <dest_mac_valid> <ip_addr_valid>
TABLE_vlan <active_vlan_id> <is_insp_enabled> <oper_state> <acl_name> <is_static_acl> <acl_logging>
<dhcp_logging> ]

Syntax Description

Show running system informationshow

Show the IP features of the systemip

IP ARP tablearp

Status of ARP Inspectioninspection

Selected vlan rangevlan

VLAN ID 1-4094 or range(s): 1-5, 10 or 2-5,7-19vlan-range

(Optional)__readonly__

(Optional)src_mac_valid

(Optional)dest_mac_valid

(Optional)ip_addr_valid

(Optional)TABLE_vlan

(Optional)active_vlan_id

(Optional)is_insp_enabled

(Optional)oper_state

(Optional)acl_name

(Optional)is_static_acl

(Optional)acl_logging

(Optional)dhcp_logging

Command Mode

• /exec
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show ip arp multihoming-statistics
show ip arp multihoming-statistics [ <interface> ] [ interface-all ] [ vrf { <vrf-name> | <vrf-known-name> |
all } ] [ __readonly__ TABLE_vrf <vrf-name-out2> TABLE_stat <ps-recv-add-l2rib> <ps-recv-del-l2rib>
<ps-recv-remote-upd-l2rib> <ps-recv-pc-shut-l2rib> <ps-proc-add-l2rib> <ps-proc-del-l2rib>
<ps-proc-remote-upd-l2rib> <ps-proc-pc-shut-l2rib> <ps-add-err-invalid-flags> <ps-del-err-invalid-flags>
<ps-add-err-invalid-curr-state> <ps-del-err-invalid-curr-state> <ps-del-err-mac-mismatch><ps-del-err-tl-route>
<tl-del-err-psro-route> <ps-del-err-sec-del> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display ARP table and statisticsarp

Display ARP Multihoming statsmultihoming-statistics

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display ARP Multihoming statistics for all vrfsall

(Optional) Display ARP Multihoming statistics for all interfaceinterface-all

(Optional) ARP interfaceinterface

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name-out2

(Optional)TABLE_stat

(Optional)ps-recv-add-l2rib

(Optional)ps-recv-del-l2rib

(Optional)ps-recv-remote-upd-l2rib

(Optional)ps-recv-pc-shut-l2rib

(Optional)ps-proc-add-l2rib

(Optional)ps-proc-del-l2rib

(Optional)ps-proc-remote-upd-l2rib

(Optional)ps-proc-pc-shut-l2rib
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(Optional)ps-add-err-invalid-flags

(Optional)ps-del-err-invalid-flags

(Optional)ps-add-err-invalid-curr-state

(Optional)ps-del-err-invalid-curr-state

(Optional)ps-del-err-mac-mismatch

(Optional)ps-del-err-tl-route

(Optional)tl-del-err-psro-route

(Optional)ps-del-err-sec-del

Command Mode

• /exec
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show ip arp off-list
show ip arp off-list [ { vlan | bdi } <vlan-id> ] [ __readonly__ [ <offlist-vlan-id> <vlan-adj-cnt> ] [
<arp-sync-adj-cnt> ] { TABLE_arp_vlan_list <adj-vlan-id> <off-adj-ip-addr> <time-stamp> <arp-mac-addr>
<off-adj-flags> } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display ARP table and statisticsarp

Show adjacencies in off-list arp databaseoff-list

(Optional) Vlan idvlan

(Optional) Bridge Domain Name/Idbdi

(Optional) Show information for specified vlanvlan-id

(Optional)__readonly__

(Optional)offlist-vlan-id

(Optional)vlan-adj-cnt

(Optional)arp-sync-adj-cnt

(Optional)TABLE_arp_vlan_list

(Optional)adj-vlan-id

(Optional)off-adj-ip-addr

(Optional)time-stamp

(Optional)arp-mac-addr

(Optional)off-adj-flags

Command Mode

• /exec
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show ip arp open-flow error-statistics
show ip arp open-flow error-statistics [ __readonly__ { TABLE_ip_arp_open_flow_error_statistics [
<arp_ofa_total_err_cnt> ] [ <arp_ofa_dp_adj_err_on_del> ] [ <arp_ofa_cp_mac_mismatch_err_on_del> ] [
<arp_ofa_cp_null_mac_err_on_del> ] [ <arp_ofa_cp_no_adj_err_on_del_flag> ] [
<arp_ofa_cp_cp_nh_mismatch_err_on_del> ] [ <arp_ofa_cp_adj_del_failure_err> ] [
<arp_ofa_cp_null_mac_err_on_add> ] [ <arp_ofa_cp_dp_mac_mismatch_err_on_add> ] [
<arp_ofa_cp_cp_mac_mismatch_err_on_add> ] [ <arp_ofa_cp_added_first_err> ] [
<arp_ofa_dp_overwrite_cp_err> ] [ <arp_ofa_dp_cp_nh_mismatch_err_on_add> ] [
<arp_ofa_cp_cp_nh_mismatch_err_on_add> ] [ <arp_ofa_cp_dp_nh_mismatch_err_on_add> ] [
<arp_ofa_cp_adj_add_failure_err> ] [ <arp_ofa_barrier_response_err> ] } ]

Syntax Description

Show running system informationshow

Configure IP featuresip

Configure ARP parametersarp

open flowopen-flow

IR mode specific adjacency statisticserror-statistics

(Optional)__readonly__

(Optional) Arp OFA statsTABLE_ip_arp_open_flow_error_statistics

(Optional)arp_ofa_total_err_cnt

(Optional)arp_ofa_dp_adj_err_on_del

(Optional)arp_ofa_cp_mac_mismatch_err_on_del

(Optional)arp_ofa_cp_null_mac_err_on_del

(Optional)arp_ofa_cp_no_adj_err_on_del_flag

(Optional)arp_ofa_cp_cp_nh_mismatch_err_on_del

(Optional)arp_ofa_cp_adj_del_failure_err

(Optional)arp_ofa_cp_null_mac_err_on_add

(Optional)arp_ofa_cp_dp_mac_mismatch_err_on_add

(Optional)arp_ofa_cp_cp_mac_mismatch_err_on_add

(Optional)arp_ofa_cp_added_first_err

(Optional)arp_ofa_dp_overwrite_cp_err

(Optional)arp_ofa_dp_cp_nh_mismatch_err_on_add

(Optional)arp_ofa_cp_cp_nh_mismatch_err_on_add
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(Optional)arp_ofa_cp_dp_nh_mismatch_err_on_add

(Optional)arp_ofa_cp_adj_add_failure_err

(Optional)arp_ofa_barrier_response_err

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
905

All Show Commands
show ip arp open-flow error-statistics



show ip arp snmp pttree
show ip arp snmp pttree { static | dynamic | virtual | typeall } [ vrf { <vrf-name> | <vrf-known-name> | all }
]

Syntax Description

Show running system informationshow

Display IP informationip

Display ARP table and statisticsarp

Show only snmp pttreesnmp

Patricia treepttree

show only static adjacencies in pt treestatic

show only dynamic adjacencies in pt treedynamic

show only virtual adjacencies in pt treevirtual

show all adjacencies in pt treetypeall

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display ARP statistics for all vrfsall

Command Mode

• /exec
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show ip arp statistics
show ip arp statistics [ <interface> ] [ interface-all ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [
__readonly__ TABLE_vrf <vrf-name-out1> TABLE_stat <tx-total> <tx-req> <tx-reply> <tx-req-l2>
<tx-reply-l2> <tx-grat> <tx-tunnel> <tx-drop> <tx-srvrport> <tx-fbrcport> <tx-fixup-core> <tx-fixup-server>
<tx-fixup-rarp> <tx-anycast-glean> <tx-mbuf-fail> <tx-ctxt-not-crtd> <tx-bad-ctxt-id> <tx-invalid-ifindex>
<tx-invalid-sip> <tx-invalid-dip> <tx-own-ip> <tx-unattached-ip> <tx-adj-create-fail> <tx-null-sip>
<tx-null-smac> <tx-client-enq-fail> <tx-dest-unreachable-proxy-arp> <tx-dest-unreachable-enhanced-proxy>
<tx-dest-l2port-track> <tx-invalid-local-proxy> <tx-invalid-proxy> <tx-vip-not-active>
<tx-multiple-vip-for-proxy> <rx-total> <rx-req> <rx-reply> <rx-req-l2> <rx-reply-l2> <rx-proxy>
<rx-local-proxy> <rx-enhanced-proxy> <rx-enhanced-proxy-anycast> <rx-enhanced-proxy-l2port-track>
<rx-tunnel> <rx-fastpath> <rx-snoop> <rx-drop> <rx-srvrport> <bad-if> <bad-len> <invalid-prot>
<invalid-hrd-type> <invalid-ctxt> <ctxt-not-crtd> <invalid-l2> <invalid-l3> <invalid-sip> <our-sip>
<arp-if-no-mem> <subnet-mismatch> <dir-bcast> <invalid-dip> <non-local-dst> <non-active-fhrp>
<invalid-smac> <our-smac> <not-init> <l2-prxy-en> <l2-port-untrusted> <stdby-fhrp-vip> <grat-prxy-en>
<arp-req-ignore> <l2-intf> <l2fm-query-fail> <tunnel_fail> <hsrp-active-vmac> <rx-intf-down> <adds>
<dels> <timeouts> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display ARP table and statisticsarp

Display ARP statisticsstatistics

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display ARP statistics for all vrfsall

(Optional) Display ARP statistics for all interfaceinterface-all

(Optional) ARP interfaceinterface

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name-out1

(Optional)TABLE_stat

(Optional)tx-total

(Optional)tx-req

(Optional)tx-reply
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(Optional)tx-req-l2

(Optional)tx-reply-l2

(Optional)tx-grat

(Optional)tx-tunnel

(Optional)tx-drop

(Optional)tx-srvrport

(Optional)tx-fbrcport

(Optional)tx-fixup-core

(Optional)tx-fixup-server

(Optional)tx-fixup-rarp

(Optional)tx-anycast-glean

(Optional)tx-mbuf-fail

(Optional)tx-ctxt-not-crtd

(Optional)tx-bad-ctxt-id

(Optional)tx-invalid-ifindex

(Optional)tx-invalid-sip

(Optional)tx-invalid-dip

(Optional)tx-own-ip

(Optional)tx-unattached-ip

(Optional)tx-adj-create-fail

(Optional)tx-null-sip

(Optional)tx-null-smac

(Optional)tx-client-enq-fail

(Optional)tx-dest-unreachable-proxy-arp

(Optional)tx-dest-unreachable-enhanced-proxy

(Optional)tx-dest-l2port-track

(Optional)tx-invalid-local-proxy

(Optional)tx-invalid-proxy

(Optional)tx-vip-not-active
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(Optional)tx-multiple-vip-for-proxy

(Optional)rx-total

(Optional)rx-req

(Optional)rx-reply

(Optional)rx-req-l2

(Optional)rx-reply-l2

(Optional)rx-proxy

(Optional)rx-local-proxy

(Optional)rx-enhanced-proxy

(Optional)rx-enhanced-proxy-anycast

(Optional)rx-enhanced-proxy-l2port-track

(Optional)rx-tunnel

(Optional)rx-fastpath

(Optional)rx-snoop

(Optional)rx-drop

(Optional)rx-srvrport

(Optional)bad-if

(Optional)bad-len

(Optional)invalid-prot

(Optional)invalid-hrd-type

(Optional)invalid-ctxt

(Optional)ctxt-not-crtd

(Optional)invalid-l2

(Optional)invalid-l3

(Optional)invalid-sip

(Optional)our-sip

(Optional)arp-if-no-mem

(Optional)subnet-mismatch

(Optional)dir-bcast
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(Optional)invalid-dip

(Optional)non-local-dst

(Optional)non-active-fhrp

(Optional)invalid-smac

(Optional)our-smac

(Optional)not-init

(Optional)l2-prxy-en

(Optional)l2-port-untrusted

(Optional)stdby-fhrp-vip

(Optional)grat-prxy-en

(Optional)arp-req-ignore

(Optional)l2-intf

(Optional)l2fm-query-fail

(Optional)tunnel_fail

(Optional)hsrp-active-vmac

(Optional)rx-intf-down

(Optional)adds

(Optional)dels

(Optional)timeouts

Command Mode

• /exec
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show ip arp suppression-cache
show ip arp suppression-cache { detail [ vlan <vlan_id> ] | summary | statistics | vlan <vlan_id> | local [ vlan
<vlan_id> ] | remote [ vlan <vlan_id> ] } [ __readonly__ TABLE_arp-suppression [ TABLE_entries <ip-addr>
<age> <mac> <vlan> <physical-iod> <flag> ] [ TABLE_summary <remote-count> <synced-count>
<local-count> <total-count> ] [ TABLE_stats TABLE_suppressed <total> <requests> <gratuitous>
<requests-on-l2> <gratuitous-on-l2> TABLE_sent <total-sent> <requests-sent> <replies-sent>
<requests-on-core-sent> <replies-on-core-sent> <dropped-sent> <requests-on-l2-sent> <replies-on-l2-sent>
<requests-on-core-l2-sent> <replies-on-core-l2-sent> <dropped-l2-sent> TABLE_received <total-recv>
<requests-recv> <replies-recv> <requests-on-l2-recv> <replies-on-l2-recv> <gratuitous-recv> <dropped-recv>
<gratuitous-l2-recv> <dropped-l2-recv> <local-requests-recv> <local-replies-recv> TABLE_entrystats <adds>
<dels> ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display ARP table and statisticsarp

arp-suppression-cachesuppression-cache

show detailsdetail

show summarysummary

show statisticsstatistics

show local entrieslocal

show remote entriesremote

(Optional) L2vlanvlan

(Optional) Vlanvlan_id

(Optional)__readonly__

(Optional)TABLE_arp-suppression

(Optional)TABLE_entries

(Optional)ip-addr

(Optional)age

(Optional)mac

(Optional)vlan

(Optional)physical-iod

(Optional)flag
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(Optional)TABLE_summary

(Optional)remote-count

(Optional)synced-count

(Optional)local-count

(Optional)total-count

(Optional)TABLE_stats

(Optional)TABLE_suppressed

(Optional)total

(Optional)requests

(Optional)requests-on-l2

(Optional)gratuitous

(Optional)gratuitous-on-l2

(Optional)TABLE_sent

(Optional)total-sent

(Optional)requests-sent

(Optional)replies-sent

(Optional)requests-on-core-sent

(Optional)replies-on-core-sent

(Optional)dropped-sent

(Optional)requests-on-l2-sent

(Optional)replies-on-l2-sent

(Optional)requests-on-core-l2-sent

(Optional)replies-on-core-l2-sent

(Optional)dropped-l2-sent

(Optional)TABLE_received

(Optional)total-recv

(Optional)requests-recv

(Optional)local-requests-recv

(Optional)replies-recv
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(Optional)local-replies-recv

(Optional)gratuitous-recv

(Optional)dropped-recv

(Optional)requests-on-l2-recv

(Optional)replies-on-l2-recv

(Optional)gratuitous-l2-recv

(Optional)dropped-l2-recv

(Optional)TABLE_entrystats

(Optional)adds

(Optional)dels

Command Mode

• /exec
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show ip arp suppression topo-info
show ip arp suppression topo-info [ <topo-id> ] [ __readonly__ { TABLE_ip_arp_suppression_topo_info [
<ip_arp_suppression_topo_id> ] [ <ip_arp_suppression_mode> ] } ]

Syntax Description

Show running system informationshow

Configure IP featuresip

Configure ARP parametersarp

ARP-suppression based eventsuppression

E-VPN identifiertopo-info

(Optional) E-VPN identifier (VLAN-ID or BD-ID)topo-id

(Optional)__readonly__

(Optional) Show suppression topo-infoTABLE_ip_arp_suppression_topo_info

(Optional)ip_arp_suppression_topo_id

(Optional)ip_arp_suppression_mode

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
914

All Show Commands
show ip arp suppression topo-info



show ip arp tunnel-statistics
show ip arp tunnel-statistics [ __readonly__ { TABLE_ip_arp_tunnel_stat [ <arp-tun-pkt-rcv-cnt> ] [
<arp-tun-pkt-rcv-ing-vpc> ] [ <arp-tun-pkt-rcv-ing-gpc> ] [ <arp-tun-pkt-rcv-ing-orp-vpc> ] [
<arp-tun-pkt-rcv-ing-orp-vpc-pl> ] [ <arp-tun-pkt-snd-cnt> ] [ <arp-tun-pkt-snd-snoop-cnt> ] [
<arp-tun-pkt-snd-non-local-vip-cnt> ] [ <arp-tun-pkt-snd-peer-gate-cnt> ] [ <arp-tun-pkt-snd-ing-vpc> ] [
<arp-tun-pkt-snd-ing-gpc> ] [ <arp-tun-pkt-snd-ing-orp-vpc> ] [ <arp-tun-pkt-snd-ing-orp-vpc-pl> ] [
<arp-tun-pkt-rcv-drp-cnt> ] [ <arp-tun-pkt-snd-drp-cnt> ] [ <arp-tun-pkt-snd-drp-snd-fail-cnt> ] [
<arp-tun-pkt-rcv-drp-ver-cnt> ] [ <arp-tun-pkt-rcv-drp-pl-cnt> ] [ <arp-tun-pkt-rcv-drp-ing-non-mct> ] [
<arp-tun-pkt-rcv-drp-inv-ing-intf> ] [ <arp-tun-pkt-snd-drp-inv-ing-intf> ] [
<arp-tun-pkt-rcvdrp-inv-gpc-core-sw> ] [ <arp-tun-pkt-rcvdrp-inv-gpc-peer-sw> ] [ <arp-tun-pkt-drp-inv-mcec>
] [ <arp-tun-pkt-im-api-fail> ] [ <arp-tun-pkt-drp-ctxt-inv> ] [ <arp-tun-pkt-drp-mct-dwn> ] [
<arp-tun-pkt-rcv-drp-mbuf-op-fail> ] [ <arp-tun-pkt-snd-drp-mbuf-op-fail> ] [ <arp-tun-pkt-snd-drp-tunnel>
] [ <arp-tun-pkt-snd-drp-ce> ] [ <arp-tun-pkt-snd-drp-inv-gpc> ] [ <arp-tun-pkt-rcv-drp-inv-gpc> ] [
<arp-tun-pkt-sys-mcecm-key-not-found> ] } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display ARP table and statisticsarp

Display ARP statistics for tunneled packetstunnel-statistics

(Optional)__readonly__

(Optional) ARP Tunnel statsTABLE_ip_arp_tunnel_stat

(Optional)arp-tun-pkt-rcv-cnt

(Optional)arp-tun-pkt-rcv-ing-vpc

(Optional)arp-tun-pkt-rcv-ing-gpc

(Optional)arp-tun-pkt-rcv-ing-orp-vpc

(Optional)arp-tun-pkt-rcv-ing-orp-vpc-pl

(Optional)arp-tun-pkt-snd-cnt

(Optional)arp-tun-pkt-snd-snoop-cnt

(Optional)arp-tun-pkt-snd-non-local-vip-cnt

(Optional)arp-tun-pkt-snd-peer-gate-cnt

(Optional)arp-tun-pkt-snd-ing-vpc

(Optional)arp-tun-pkt-snd-ing-gpc

(Optional)arp-tun-pkt-snd-ing-orp-vpc

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
915

All Show Commands
show ip arp tunnel-statistics



(Optional)arp-tun-pkt-snd-ing-orp-vpc-pl

(Optional)arp-tun-pkt-rcv-drp-cnt

(Optional)arp-tun-pkt-snd-drp-cnt

(Optional)arp-tun-pkt-snd-drp-snd-fail-cnt

(Optional)arp-tun-pkt-rcv-drp-ver-cnt

(Optional)arp-tun-pkt-rcv-drp-pl-cnt

(Optional)arp-tun-pkt-rcv-drp-ing-non-mct

(Optional)arp-tun-pkt-rcv-drp-inv-ing-intf

(Optional)arp-tun-pkt-snd-drp-inv-ing-intf

(Optional)arp-tun-pkt-rcvdrp-inv-gpc-core-sw

(Optional)arp-tun-pkt-rcvdrp-inv-gpc-peer-sw

(Optional)arp-tun-pkt-drp-inv-mcec

(Optional)arp-tun-pkt-im-api-fail

(Optional)arp-tun-pkt-drp-ctxt-inv

(Optional)arp-tun-pkt-drp-mct-dwn

(Optional)arp-tun-pkt-rcv-drp-mbuf-op-fail

(Optional)arp-tun-pkt-snd-drp-mbuf-op-fail

(Optional)arp-tun-pkt-snd-drp-tunnel

(Optional)arp-tun-pkt-snd-drp-ce

(Optional)arp-tun-pkt-snd-drp-inv-gpc

(Optional)arp-tun-pkt-rcv-drp-inv-gpc

(Optional)arp-tun-pkt-sys-mcecm-key-not-found

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
916

All Show Commands
show ip arp tunnel-statistics



show ip arp vaddr
show ip arp vaddr

Syntax Description

Show running system informationshow

Display IP informationip

Display ARP table and statisticsarp

Display VADDR ARP tablevaddr

Command Mode

• /exec
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show ip arp vpc-statistics
show ip arp vpc-statistics [ __readonly__ { TABLE_arp_vpc_stats [ <arp-pro-drp-pull-disable> ] [
<arp-pro-drp-push-msg-disable> ] [ <arp-pro-ign-snd-pull-disabe> ] [ <arp-ign-snd-push-disable> ] [
<arp-drp-im-fail> ] [ <arp-drp-mcecm-fail> ] [ <arp-drp-invalid-pc-iod> ] [ <arp-drp-pt-lookup-fail> ] [
<arp-drp-resp-fail-no-mct> ] [ <arp-drp-resp-fail> ] [ <arp-resp-sent> ] [ <arp-resp-recvd> ] [
<arp-resp-recv-err> ] [ <arp-rcvd-msg> ] [ <arp-send-fail> ] [ <arp-cfs-rel-dlvry-fail> ] [ <arp-cfs-rel-dnvry-suc>
] [ <arp-drp-pt-add-fail> ] [ <arp-drp-no-mem> ] [ <arp-drp-tmr-cre-fail> ] [ <arp-drp-add-adj-fail> ] [
<arp-off-drp-pt-lookup-fail> ] [ <arp-dont-drp-vlan-mismat> ] [ <arp-drp-svi-invalid> ] [
<arp-dont-drop-sv-down> ] [ <arp-drp-mct-down> ] [ <arp-drp-ctxt-invalid> ] [ <arp-drp-vrf-invalid> ] [
<arp-drp-l3addr-invalid> ] [ <arp-drp-l3addr-sanity-fail> ] [ <arp-drp-mac-sanity-fail> ] [ <arp-own-rtr-mac>
] [ <arp-drp-own-ipaddr> ] [ <arp-drp-own-vipadd> ] [ <arp-drp-adj-fail> ] [ <arp-drp-subnet-mismatch> ] [
<arp-drp-adj-exist> ] [ <arp-dont-drp-ip-not-enable> ] [ <arp-drp-inval-phy-iod> ] [ <arp-drp-total-cnt> ] [
<arp-dont-drop-total-cnt> ] [ <arp-add-adj> ] [ <arp-del-adj> ] [ <arp-adj-already-exist> ] } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display ARP table and statisticsarp

Show vPC global statisticsvpc-statistics

(Optional)__readonly__

(Optional) Arp Vpc statisticsTABLE_arp_vpc_stats

(Optional)arp-pro-drp-pull-disable

(Optional)arp-pro-drp-push-msg-disable

(Optional)arp-pro-ign-snd-pull-disabe

(Optional)arp-ign-snd-push-disable

(Optional)arp-drp-im-fail

(Optional)arp-drp-mcecm-fail

(Optional)arp-drp-invalid-pc-iod

(Optional)arp-drp-pt-lookup-fail

(Optional)arp-drp-resp-fail-no-mct

(Optional)arp-drp-resp-fail

(Optional)arp-resp-sent

(Optional)arp-resp-recvd

(Optional)arp-resp-recv-err

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
918

All Show Commands
show ip arp vpc-statistics



(Optional)arp-rcvd-msg

(Optional)arp-send-fail

(Optional)arp-cfs-rel-dlvry-fail

(Optional)arp-cfs-rel-dnvry-suc

(Optional)arp-drp-pt-add-fail

(Optional)arp-drp-no-mem

(Optional)arp-drp-tmr-cre-fail

(Optional)arp-drp-add-adj-fail

(Optional)arp-off-drp-pt-lookup-fail

(Optional)arp-dont-drp-vlan-mismat

(Optional)arp-drp-svi-invalid

(Optional)arp-dont-drop-sv-down

(Optional)arp-drp-mct-down

(Optional)arp-drp-ctxt-invalid

(Optional)arp-drp-vrf-invalid

(Optional)arp-drp-l3addr-invalid

(Optional)arp-drp-l3addr-sanity-fail

(Optional)arp-drp-mac-sanity-fail

(Optional)arp-own-rtr-mac

(Optional)arp-drp-own-ipaddr

(Optional)arp-drp-own-vipadd

(Optional)arp-drp-adj-fail

(Optional)arp-drp-subnet-mismatch

(Optional)arp-drp-adj-exist

(Optional)arp-dont-drp-ip-not-enable

(Optional)arp-drp-inval-phy-iod

(Optional)arp-drp-total-cnt

(Optional)arp-dont-drop-total-cnt

(Optional)arp-add-adj
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(Optional)arp-del-adj

(Optional)arp-adj-already-exist

Command Mode

• /exec
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show ip as-path-access-list
show ip as-path-access-list [ <aspl-name> | <aspl-cfg-name> ] [ __readonly__ TABLE_aspl <name> <action>
<rule> ]

Syntax Description

Show running system informationshow

Display IP informationip

List AS path access listsas-path-access-list

(Optional) AS path access list nameaspl-name

(Optional) Known as-path access-list nameaspl-cfg-name

(Optional)__readonly__

(Optional)TABLE_aspl

(Optional)name

(Optional)action

(Optional)rule

Command Mode

• /exec
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show ip bgp
show { ip mbgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] | ip bgp [ vrf
{ <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] all | ip bgp [ vrf { <vrf-name> |
<vrf-known-name> | ALL_VRFS_012345678901234 } ] [ ipv4 { unicast | multicast } ] } { rib-install |
rib-uninstall | rib-pending } [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display BGP status and configurationbgp

Display MBGP status and configurationmbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display BGP information for IPv4 address familyipv4

(Optional) Display BGP information for unicast address familyunicast

(Optional) Display BGP information for multicast address familymulticast

Display BGP information for all address familiesall

Routes installed in RIBrib-install

Routes not installed in RIBrib-uninstall

Routes not acknowledged by RIBrib-pending

Command Mode

• /exec
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show ip cache
show ip cache { { brief | detail } | { interface [ <intf> ] } } [ operational ]

Syntax Description

Show running system informationshow

Display IP informationip

Display ip cachecache

Display summary of ip interface status and configurationbrief

Display detailed information of ip interface status and configurationdetail

(Optional) Display only interfaces that are administratively enabledoperational

Display ip related interface informationinterface

(Optional) Interface name to displayintf

Command Mode

• /exec
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show ip client
show ip client [ <client-name> ] [ __readonly__ [ TABLE_ip_clnt [ TABLE_clnt { <clnt-name> <clnt-uuid>
<clnt-pid> <clnt-ext-pid> [ <clnt-proto> ] <clnt-ind> <clnt-cntxt-id> <clnt-mts-sap> <clnt-flg>
<clnt-msg-succ-cnt> <clnt-msg-fail-cnt> [ <clnt-recv-fn-name> <clnt-recv-fn> ] } ] ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display clients registered with the IP processclient

(Optional) Display information for a single IP clientclient-name

(Optional)__readonly__

(Optional)TABLE_ip_clnt

(Optional)TABLE_clnt

(Optional)clnt-name

(Optional)clnt-uuid

(Optional)clnt-pid

(Optional)clnt-ext-pid

(Optional)clnt-proto

(Optional)clnt-ind

(Optional)clnt-cntxt-id

(Optional)clnt-mts-sap

(Optional)clnt-flg

(Optional)clnt-msg-succ-cnt

(Optional)clnt-msg-fail-cnt

(Optional)clnt-recv-fn-name

(Optional)clnt-recv-fn

Command Mode

• /exec
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show ip community-list
show ip community-list [ <cl_name> ] [ __readonly__ TABLE_cl <name> <action> <rule> ]

Syntax Description

Show running system informationshow

Display IP informationip

List community-listcommunity-list

(Optional) Standard or expanded community-list namecl_name

(Optional)__readonly__

(Optional)TABLE_cl

(Optional)name

(Optional)action

(Optional)rule

Command Mode

• /exec
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show ip debug
show ip debug

Syntax Description

Show running system informationshow

Display IP informationip

Display IP debug-filter configurationdebug

Command Mode

• /exec
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show ip dhcp global statistics
show ip dhcp global statistics [ __readonly__ <pkts_processed> <pkts_recvd_through_cfsoe> <pkts_fwded>
<pkts_cfsoe_fwded> <pkts_dropped> <pkts_dropped_from_untrusted_ports>
<pkts_dropped_src_mac_chk_fail> <pkts_dropped_opt82_ins_fail> <pkts_dropped_unknown_op_intf>
<pkts_dropped_unknown_pkt> <pkts_dropped_no_trust_inf> <pkts_dropped_unknown_pkt>
<pkts_dropped_relay_disable> <pkts_dropped_no_binding_entry> <pkts_dropped_interface_error>
<pkts_dropped_max_hops_exceeded> ]

Syntax Description

Show running system informationshow

Show the IP features of the systemip

Show information about DHCPdhcp

DHCP global statsglobal

Statistics related to DHCPstatistics

(Optional) Read only__readonly__

(Optional)pkts_processed

(Optional)pkts_recvd_through_cfsoe

(Optional)pkts_fwded

(Optional)pkts_cfsoe_fwded

(Optional)pkts_dropped

(Optional)pkts_dropped_from_untrusted_ports

(Optional)pkts_dropped_src_mac_chk_fail

(Optional)pkts_dropped_opt82_ins_fail

(Optional)pkts_dropped_unknown_op_intf

(Optional)pkts_dropped_unknown_pkt

(Optional)pkts_dropped_no_trust_inf

(Optional)pkts_dropped_relay_disable

(Optional)pkts_dropped_no_binding_entry

(Optional)pkts_dropped_interface_error

(Optional)pkts_dropped_max_hops_exceeded

Command Mode
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• /exec
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show ip dhcp relay
show ip dhcp relay [ __readonly__ <relay_service_enable> <relay_opt82_enable> <relay_opt82_customize>
<relay_subopt_VPN_enable> <relay_subopt_type_cisco_enable> <global_smart-relay_enable>
<global_relay_trusted_enable> <relay_trusted_port_enable> <global_src_addr_hsrp_enable>
<smart_relay_intfs_hdr> <subnet_bcast_intfs_hdr> <trusted_port_intfs_hdr> <relay_address_hdr>
<relay_src_addr_hsrp_hdr> TABLE_intf <intf> <relay_address> <vrf_name> <smart_relay_enabled_intfs>
<subnet_bcast_enabled_intfs> <trusted_port_enabled_intfs> <src_addr_hsrp_enabled_intfs> ]

Syntax Description

Show running system informationshow

Show the IP features of the systemip

Show items in DHCPdhcp

DHCP relayrelay

(Optional) Read only__readonly__

(Optional)relay_service_enable

(Optional)relay_opt82_enable

(Optional)relay_opt82_customize

(Optional)relay_subopt_VPN_enable

(Optional)relay_subopt_type_cisco_enable

(Optional)global_smart-relay_enable

(Optional)global_relay_trusted_enable

(Optional)relay_trusted_port_enable

(Optional) V4 Relay src-addr hsrp is globally enabled or notglobal_src_addr_hsrp_enable

(Optional)relay_address_hdr

(Optional)smart_relay_intfs_hdr

(Optional)subnet_bcast_intfs_hdr

(Optional)trusted_port_intfs_hdr

(Optional) Header for V4 Relay src-addr enabled interfacesrelay_src_addr_hsrp_hdr

(Optional)TABLE_intf

(Optional) source-address hsrp enabled interfacessrc_addr_hsrp_enabled_intfs

(Optional) interface nameintf
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(Optional) helper addressrelay_address

(Optional) vrf namevrf_name

(Optional) smart-relay enabled interfacessmart_relay_enabled_intfs

(Optional) subnet_bcast enabled interfacessubnet_bcast_enabled_intfs

(Optional) trusted_port enabled interfacestrusted_port_enabled_intfs

Command Mode

• /exec
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show ip dhcp relay address
show ip dhcp relay address [ interface <intf-range> ] [ __readonly__ TABLE_intf <intf_header> <intf2>
<relay_address> <vrf_name> ]

Syntax Description

Show running system informationshow

Show the IP features of the systemip

Show DHCPdhcp

relay address of the interfacerelay

DHCP relay addressaddress

(Optional) DHCP relay address of the interfaceinterface

(Optional) interfaceintf-range

(Optional) Read only__readonly__

(Optional)TABLE_intf

(Optional)intf_header

(Optional) interface nameintf2

(Optional) helper addressrelay_address

(Optional) VRF namevrf_name

Command Mode

• /exec
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show ip dhcp relay information trusted-sources
show ip dhcp relay information trusted-sources [ __readonly__ <header> TABLE_intf <intf> ]

Syntax Description

Show running system informationshow

Show the IP features of the systemip

Show DHCPdhcp

DHCP Relayrelay

Relay informationinformation

Relay Trusted Sourcestrusted-sources

(Optional) Read only__readonly__

(Optional)TABLE_intf

(Optional)header

(Optional) interface nameintf

Command Mode

• /exec
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show ip dhcp relay statistics
show ip dhcp relay statistics [ interface <intf> | { interface <intf> serverip <ip-addr-val> [ use-vrf <vrf-name>
] } ] [ __readonly__ <msg_stats_hdr> <msg_type_str> <tx_pkts> <rx_pkts> <drops> <msg_type_str_total>
<total_tx_pkts> <total_rx_pkts> <total_drops> <line> <l3_fwd_hdr> <l3_fwd_tx_pkts> <l3_fwd_rx_pkts>
<l3_fwd_drops> <server_consolidated_hdr> <server_total_request> <server_total_response> <server_req_hdr>
<server_resp_hdr> <server_helper_addr> <server_vrf> <server_discover> <server_request> <server_decline>
<server_release> <server_inform> <server_offer> <server_ack> <server_nack> <drop_hdr>
<drop_opt82_insert_fail> <drop_unknown_op_intf> <drop_unknown> <drop_malformed>
<drop_relay_disable> <drop_intf_err> <drop_tx_sock_err> <drop_tx_fail_client_intf>
<drop_l3_unknown_op_intf> <drop_max_hops> <drop_invalid_msg_type> <drop_validation_fail>
<drop_untrusted_relay_intf> <drop_mct_drop> <non_dhcp_hdr> <non_dhcp_tx_pkts> <non_dhcp_rx_pkts>
<non_dhcp_drops> <footer> ]

Syntax Description

Show running system informationshow

Show the IP features of the systemip

Show information about DHCPdhcp

DHCP Relayrelay

Statistics related to DHCPstatistics

(Optional) input interfaceinterface

(Optional) interfaceintf

(Optional) Helper addressserverip

(Optional) IP addressip-addr-val

(Optional) helper address VRF membershipuse-vrf

(Optional) VRF namevrf-name

(Optional) Read only__readonly__

(Optional)msg_stats_hdr

(Optional)msg_type_str

(Optional)tx_pkts

(Optional)rx_pkts

(Optional)drops

(Optional)msg_type_str_total

(Optional)total_tx_pkts
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(Optional)total_rx_pkts

(Optional)total_drops

(Optional)line

(Optional)l3_fwd_hdr

(Optional)l3_fwd_tx_pkts

(Optional)l3_fwd_rx_pkts

(Optional)l3_fwd_drops

(Optional)server_consolidated_hdr

(Optional)server_total_request

(Optional)server_total_response

(Optional)server_req_hdr

(Optional)server_resp_hdr

(Optional)server_helper_addr

(Optional)server_vrf

(Optional)server_discover

(Optional)server_request

(Optional)server_decline

(Optional)server_release

(Optional)server_inform

(Optional)server_offer

(Optional)server_ack

(Optional)server_nack

(Optional)drop_hdr

(Optional)drop_opt82_insert_fail

(Optional)drop_unknown_op_intf

(Optional)drop_unknown

(Optional)drop_malformed

(Optional)drop_relay_disable

(Optional)drop_intf_err
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(Optional)drop_max_hops

(Optional)drop_tx_sock_err

(Optional)drop_tx_fail_client_intf

(Optional)drop_l3_unknown_op_intf

(Optional)drop_invalid_msg_type

(Optional)drop_validation_fail

(Optional)drop_untrusted_relay_intf

(Optional)drop_mct_drop

(Optional)non_dhcp_hdr

(Optional)non_dhcp_tx_pkts

(Optional)non_dhcp_rx_pkts

(Optional)non_dhcp_drops

(Optional)footer

Command Mode

• /exec
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show ip dhcp snooping
show ip dhcp snooping [ __readonly__ <snoop_service_enable> <snoop_gbl_enable> <snoop_vlan_enable>
<snoop_oper_vlan_enable> <snoop_opt82_enable> <snoop_hwaddr_verify_enable> <snoop_hdr>
TABLE_intf_entry <intf_entry_if_index> <intf_entry_trust_dhcp> <intf_entry_pkt_limit> ]

Syntax Description

Show running system informationshow

Show the IP features of the systemip

Show items in DHCPdhcp

DHCP snoopingsnooping

(Optional) Read only__readonly__

(Optional)snoop_service_enable

(Optional)snoop_gbl_enable

(Optional)snoop_vlan_enable

(Optional)snoop_oper_vlan_enable

(Optional)snoop_opt82_enable

(Optional)snoop_hwaddr_verify_enable

(Optional)snoop_hdr

(Optional)TABLE_intf_entry

(Optional)intf_entry_if_index

(Optional)intf_entry_trust_dhcp

(Optional)intf_entry_pkt_limit

Command Mode

• /exec
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show ip dhcp snooping binding
show ip dhcp snooping binding [ <ip> | <mac> | vlan <vlan-range> |

Syntax Description

Show running system informationshow

Show the IP features of the systemip

Show items in DHCPdhcp

DHCP snoopingsnooping

DHCP snooping bindingsbinding

(Optional) Binding entry IP addressip

(Optional) Binding entry MAC addressmac

(Optional) Binding entry VLANvlan

(Optional) VLAN ID 1-4094 or range(s): 1-5, 10 or 2-5,7-19vlan-range

Command Mode

• /exec
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show ip dhcp snooping statistics
show ip dhcp snooping statistics [ { vlan <vlan-id> interface <intf> } |

Syntax Description

(Optional) ]vlan-id

Show running system informationshow

Show the IP features of the systemip

Show information about DHCPdhcp

DHCP snoopingsnooping

Statistics related to DHCPstatistics

(Optional) VLANvlan

(Optional) input interfaceinterface

(Optional) interfaceintf

Command Mode

• /exec
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show ip dhcp status
show ip dhcp status [ __readonly__ <current_cli_op> <last_cli_op> <last_cli_stat> ]

Syntax Description

Show running system informationshow

Show the IP features of the systemip

Show information about DHCPdhcp

Current CLI command and execution status of the last commandstatus

(Optional) Read only__readonly__

(Optional)current_cli_op

(Optional)last_cli_op

(Optional)last_cli_stat

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
939

All Show Commands
show ip dhcp status



show ip dns source-interface
show ip dns source-interface [ vrf { <vrf-name> | <vrf-known-name> } ] [ __readonly__ [ { TABLE_ipdnsvrf
<vrfname> <ifname> } ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display domain-lookup informationdns

Display source interface informationsource-interface

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional)__readonly__

(Optional) source interface of dns given vrfTABLE_ipdnsvrf

(Optional) vrfnamevrfname

(Optional) ifnameifname

Command Mode

• /exec
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show ip dns source-interface vrf all
show ip dns source-interface vrf all [ __readonly__ [ { TABLE_ipdns <vrfname> <ifname> } ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display domain-lookup informationdns

Display source interface informationsource-interface

Display per-VRF informationvrf

Display entries for all vrfsall

(Optional)__readonly__

(Optional) source interface of dnsTABLE_ipdns

(Optional) vrfnamevrfname

(Optional) ifnameifname

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
941

All Show Commands
show ip dns source-interface vrf all



show ip eigrp
show { ip | ipv6 } eigrp [ <eigrp-ptag> ] [ detail ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__
TABLE_asn <asn> <router_id> TABLE_vrf <vrf> <state> <authen_md5> <authen_keychain>
<metric_weight_k1> <metric_weight_k2> <metric_weight_k3> <metric_weight_k4> <metric_weight_k5>
[ <metric_weight_k6> <metric_ribscale> ] <metric_version> <eigrp_proto> { <multicast_group> |
<multicast_groupv6> } <int_distance> <ext_distance> <max_paths> <num_interfaces> <num_lo_interfaces>
<num_pass_interfaces> <num_peers> [ { TABLE_redist <redist_srcproto> <redist_routemap> } ]
<graceful_restart> <stub_configured> [ <stub_option_connected> <stub_option_summary>
<stub_option_redist> <stub_option_leak_map> <stub_option_receive_only> ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IPv6 informationipv6

Display EIGRP status and configurationeigrp

(Optional) Show detailed EIGRP process statsdetail

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) Process tageigrp-ptag

(Optional)__readonly__

(Optional) AS Number tableTABLE_asn

(Optional) AS numberasn

(Optional) Router-IDrouter_id

(Optional) VRF tableTABLE_vrf

(Optional) VRF namevrf

(Optional) EIGRP Process Statusstate

(Optional) Authentication Modeauthen_md5

(Optional) Authentication Key-Chainauthen_keychain

(Optional) DUAL metric k1metric_weight_k1

(Optional) DUAL metric k2metric_weight_k2
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(Optional) DUAL metric k3metric_weight_k3

(Optional) DUAL metric k4metric_weight_k4

(Optional) DUAL metric k5metric_weight_k5

(Optional) DUAL metric k6metric_weight_k6

(Optional) RIB Scalemetric_ribscale

(Optional) Metric versionmetric_version

(Optional) IP Protocol numbereigrp_proto

(Optional) Multicast Group Addressmulticast_group

(Optional) Internal Administrative Distanceint_distance

(Optional) External Administrative Distanceext_distance

(Optional) Maximum paths allowed for a dndbmax_paths

(Optional) Number of EIGRP interfaces configured under this ASnum_interfaces

(Optional) Number of EIGRP loopback interfaces configured under this
AS

num_lo_interfaces

(Optional) Number of EIGRP Passive interfaces configured under this
AS

num_pass_interfaces

(Optional) Number of EIGRP peersnum_peers

(Optional) Redistribution TableTABLE_redist

(Optional) Source protocol of the redistributed routeredist_srcproto

(Optional) Route-map used in this redistributionredist_routemap

(Optional) Graceful restart configured?graceful_restart

(Optional) Stub-Routing configured?stub_configured

(Optional) Advertise connected routes?stub_option_connected

(Optional) Advertise summary routes?stub_option_summary

(Optional) Advertise redistributed routes?stub_option_redist

(Optional) Allow routes permitted by leak-map?stub_option_leak_map

(Optional) Configured as receive only?stub_option_receive_only

Command Mode

• /exec
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show ip eigrp accounting
show { ip | ipv6 } eigrp [ <eigrp-ptag> ] accounting [ vrf { <vrf-name> | <vrf-known-name> | all } ] [
__readonly__ TABLE_asn <asn> <router_id> TABLE_vrf <vrf> <total_prefix> <redist_state> <redist_count>
<restart_count> <acct_timer> [ TABLE_peer { <p_ipaddr> | <p_ipv6addr> } <p_state> <p_ifname>
<p_prefix_count> <p_restart_count> <p_acct_timer> ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IPv6 informationipv6

Display EIGRP status and configurationeigrp

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) Process tageigrp-ptag

IP-EIGRP Accountingaccounting

(Optional)__readonly__

(Optional) AS number tableTABLE_asn

(Optional) AS numberasn

(Optional) Router-IDrouter_id

(Optional) VRF tableTABLE_vrf

(Optional) VRF namevrf

(Optional) Total prefix count (Aggregate)total_prefix

(Optional) State of redistributed prefixesredist_state

(Optional) Number of redistributed prefixesredist_count

(Optional) Number of times the prefix was suspendedrestart_count

(Optional) Accounting timeracct_timer

(Optional) Peer (Prefix) tableTABLE_peer

(Optional) Peer IP addrp_ipaddr
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(Optional) Peer statep_state

(Optional) Peering interfacep_ifname

(Optional) Number of Prefixes learnt from the peerp_prefix_count

(Optional) Number of times the prefix was suspendedp_restart_count

(Optional) Peer accounting timerp_acct_timer

Command Mode

• /exec
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show ip eigrp event-history
show { ip | ipv6 } eigrp [ <eigrp-ptag> ] [ internal ] event-history { fsm | packet | rib }

Syntax Description

Show running system informationshow

Display IP informationip

Display IPv6 informationipv6

Display EIGRP status and configurationeigrp

(Optional) Process tageigrp-ptag

(Optional) Commands for internal useinternal

Event History of EIGRPevent-history

FSM log of EIGRPfsm

Packet log of EIGRPpacket

RIB log of EIGRPrib

Command Mode

• /exec
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show ip eigrp event-history bfd
show { ip | ipv6 } eigrp [ <eigrp-ptag> ] [ internal ] event-history bfd

Syntax Description

Show running system informationshow

Display IP informationip

Display IPv6 informationipv6

Display EIGRP status and configurationeigrp

(Optional) Process tageigrp-ptag

(Optional) Commands for internal useinternal

Event History of EIGRPevent-history

Show bfd log of EIGRPbfd

Command Mode

• /exec
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show ip eigrp event
show { ip | ipv6 } eigrp [ <eigrp-ptag> ] event [ <start-num> <end-num> ] [ type ] [ vrf { <vrf-name> |
<vrf-known-name> | all } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IPv6 informationipv6

Display EIGRP status and configurationeigrp

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) Process tageigrp-ptag

IP-EIGRP Eventsevent

(Optional) Starting event numberstart-num

(Optional) Ending event numberend-num

(Optional) Show Events being loggedtype

Command Mode

• /exec
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show ip eigrp interfaces
show { ip | ipv6 } eigrp [ <eigrp-ptag> ] interfaces [ detail ] [ <interface> ] [ brief ] [ vrf { <vrf-name> |
<vrf-known-name> | all } ] [ __readonly__ TABLE_asn <asn> TABLE_vrf <vrf> [ TABLE_if <ifname>
<peer_count> <xmitq_unrel> <xmitq_rel> <mean_srtt> <send_intvl_unrel> <send_intvl_rel>
<mcast_flow_delay> <pending_routes> [ <hello_intvl> <holdtime_intvl> <next_xmit_serno>
<packetize_pending> <mcasts_sent_unrel> <mcasts_sent_rel> <ucasts_sent_unrel> <ucasts_sent_rel>
<mcast_exceptions> <cr_packets> <acks_suppressed> <retrans_sent> <out_of_seq_rcvd> <stub_interface>
<nexthop_self> <auth_mode_md5> <auth_key_chain> ] ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IPv6 informationipv6

Display EIGRP status and configurationeigrp

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) Process tageigrp-ptag

IP-EIGRP interfacesinterfaces

(Optional) Show detailed interface informationdetail

(Optional) Interfaceinterface

(Optional) Show summary information onlybrief

(Optional)__readonly__

(Optional) AS number tableTABLE_asn

(Optional) AS numberasn

(Optional) VRF tableTABLE_vrf

(Optional) VRF namevrf

(Optional) Interface tableTABLE_if

(Optional) Interface nameifname

(Optional) Number of Peer on this interfacepeer_count

(Optional) Xmit Q (unreliable) countxmitq_unrel
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(Optional) Xmit Q (reliable) countxmitq_rel

(Optional) Mean of all peer SRTTsmean_srtt

(Optional) Base packet gap, per queue (unreliable)send_intvl_unrel

(Optional) Base packet gap, per queue (reliable)send_intvl_rel

(Optional) Last delay for Multicast flow control timermcast_flow_delay

(Optional) Pending routes on the interfacepending_routes

(Optional) Configured hello interval for interfacehello_intvl

(Optional) Configured holdtime interval for interfaceholdtime_intvl

(Optional) Next xmit serial numbernext_xmit_serno

(Optional) Packetization pending?packetize_pending

(Optional) Number of Multicasts sent (unreliable)mcasts_sent_unrel

(Optional) Number of Multicasts sent (reliable)mcasts_sent_rel

(Optional) Number of Unicasts sent (unreliable)ucasts_sent_unrel

(Optional) Number of Unicasts sent (reliable)ucasts_sent_rel

(Optional) Multicast exceptions (Count of multicasts sent as unicasts)mcast_exceptions

(Optional) Count of Multicasts sent with CRcr_packets

(Optional) Count of suppressed ACK packetsacks_suppressed

(Optional) Count of Retransmissions sentretrans_sent

(Optional) Count of packets received Out-of-Sequenceout_of_seq_rcvd

(Optional) All Peers are stubbed?stub_interface

(Optional) should retain next-hop?nexthop_self

(Optional) MD5 Authentication enabled?auth_mode_md5

(Optional) Authentication key-chainauth_key_chain

Command Mode

• /exec
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show ip eigrp metric
show { ip | ipv6 } eigrp [ <eigrp-ptag> ] metric <bw> <delay> [ <rel> ] [ <load> ] [ vrf { <vrf-name> |
<vrf-known-name> | all } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IPv6 informationipv6

Display EIGRP status and configurationeigrp

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) Process tageigrp-ptag

Compute composite metric from vector metricmetric

Bandwidth in Kbits per secondbw

Delay metricdelay

(Optional) Reliability metric where 255 is 100% reliablerel

(Optional) Effective bandwidth metric (Loading) where 255 is 100%
loaded

load

Command Mode

• /exec
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show ip eigrp neighbors
show { { ip eigrp [ <eigrp-ptag> ] neighbors [ detail | state ] { [ <interface> ] | { [ <address> ] [ vrf { <vrf-name>
| <vrf-known-name> | all } ] } } } | { ipv6 eigrp [ <eigrp-ptag> ] neighbors [ detail | state ] { [ <interface> ] |
{ [ <ipv6-addr> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] } } } } [ __readonly__ TABLE_asn <asn>
TABLE_vrf <vrf> [ { TABLE_peer <peer_handle> { <peer_ipaddr> | <peer_ipv6addr> } <peer_ifname>
<peer_holdtime> <peer_srtt> <peer_rto> <peer_xmitq_count> <peer_last_seqno> <peer_uptime> [
<peer_static> <peer_nsf_restart_time><peer_last_startup_serno><peer_ios_major_ver><peer_ios_minor_ver>
<peer_eigrp_major_rev> <peer_eigrp_minor_rev> <peer_retrans_count> <peer_retry_count>
<peer_wait_for_init> <peer_wait_for_init_ack> <peer_reinit_start_time> <peer_prefix_count>
<peer_info_stubbed> <peer_info_receive_only> [ <peer_info_allow_connected> <peer_info_allow_statics>
<peer_info_allow_summaries><peer_info_allow_redist> <peer_info_allow_leaking> ] [ <peer_state_cr_mode>
<peer_state_need_init> <peer_state_need_init_ack> <peer_state_going_down> <peer_state_coming_up>
<peer_state_peer_deleted> <peer_state_nsf_in_progress> <peer_state_need_eot>
<peer_state_use_nsf_startup_mode> <peer_state_await_nsf_convergence> <peer_state_initiated_gr>
<peer_state_cr_sequence> <peer_state_rcv_probe_sequence> <peer_state_send_probe_sequence> ]
<peer_suppress_queries> ] [ TABLE_xmitq_pkts <pkt_qtype> <pkt_counter> <pkt_opcode> <pkt_ack_seqno>
<pkt_start_seqno> <pkt_end_seqno> <pkt_len> <pkt_time_sent> <pkt_init_flag> <pkt_sequenced> ] } ] [ {
TABLE_suspended_peer { <susp_peer_ipaddr> | <susp_peer_ipv6addr> } <susp_peer_ifname>
<susp_peer_restart_reqd> <susp_peer_restart_time> } ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IPv6 informationipv6

Display EIGRP status and configurationeigrp

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) Process tageigrp-ptag

IP-EIGRP neighborsneighbors

(Optional) Show detailed peer informationdetail

(Optional) Show detailed peer and state informationstate

(Optional) Interfaceinterface

(Optional) IP-EIGRP neighbor addressaddress

(Optional)__readonly__
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(Optional) AS number tableTABLE_asn

(Optional) AS numberasn

(Optional) VRF tableTABLE_vrf

(Optional) VRF namevrf

(Optional) Peer tableTABLE_peer

(Optional) Peer handlepeer_handle

(Optional) Peer's IP addrpeer_ipaddr

(Optional) Peering Interface namepeer_ifname

(Optional) Hold-time for the peerpeer_holdtime

(Optional) Peer Up-timepeer_uptime

(Optional) SRTTpeer_srtt

(Optional) RTOpeer_rto

(Optional) Xmit Q countpeer_xmitq_count

(Optional) Last received Sequence numberpeer_last_seqno

(Optional) Static peer?peer_static

(Optional) Timestamp of last nsf restartpeer_nsf_restart_time

(Optional) Target serial number for unicast startuppeer_last_startup_serno

(Optional) IOS major versionpeer_ios_major_ver

(Optional) IOS minor versionpeer_ios_minor_ver

(Optional) EIGRP major revisionpeer_eigrp_major_rev

(Optional) EIGRP minor revisionpeer_eigrp_minor_rev

(Optional) Number of retransmissions to this peerpeer_retrans_count

(Optional) Retries for packets on xmit Qpeer_retry_count

(Optional) Waiting for INITpeer_wait_for_init

(Optional) Waiting for INIT-ACKpeer_wait_for_init_ack

(Optional) Re-Init start timepeer_reinit_start_time

(Optional) Number of Prefixes received from the peerpeer_prefix_count

(Optional) Peer is a Stub?peer_info_stubbed

(Optional) Peer is receive-only?peer_info_receive_only
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(Optional) Peer advertises connected routes?peer_info_allow_connected

(Optional) Peer advertises static routes?peer_info_allow_statics

(Optional) Peer advertises summary routes?peer_info_allow_summaries

(Optional) Peer advertises redistributed routes?peer_info_allow_redist

(Optional) Peer advertises routes permitted by leak-map?peer_info_allow_leaking

(Optional) Conditional Received mode set?peer_state_cr_mode

(Optional) Waiting for Init from peer?peer_state_need_init

(Optional) Waiting for InitAck from peer?peer_state_need_init_ack

(Optional) Peer-Going-down?peer_state_going_down

(Optional) Peer-Coming-up?peer_state_coming_up

(Optional) Peer-Deleted?peer_state_peer_deleted

(Optional) Peer is nsf restarting?peer_state_nsf_in_progress

(Optional) Expect end-of-table from this peer?peer_state_need_eot

(Optional) Use nsf startup method?peer_state_use_nsf_startup_mode

(Optional) The peer is waiting eot from us?peer_state_await_nsf_convergence

(Optional) Initiated graceful restart?peer_state_initiated_gr

(Optional) Expected sequence number of CR packetpeer_state_cr_sequence

(Optional) Sequence number of last probe packet receivedpeer_state_rcv_probe_sequence

(Optional) Sequence number of next probe to sendpeer_state_send_probe_sequence

(Optional) Supress queries to this peer?peer_suppress_queries

(Optional) Xmit Q packtes tableTABLE_xmitq_pkts

(Optional) XMIT Qtypepkt_qtype

(Optional) Packet counter for the packets present in the transmit queuepkt_counter

(Optional) Packet opcodepkt_opcode

(Optional) Ack/Sequence number of this packetpkt_ack_seqno

(Optional) Starting serial numberpkt_start_seqno

(Optional) Ending serial numberpkt_end_seqno

(Optional) Packet lengthpkt_len

(Optional) Time at which the packet is transmittedpkt_time_sent
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(Optional) Init-flag should be sent in the packet?pkt_init_flag

(Optional) Packet is sequenced?pkt_sequenced

(Optional) Suspended peer tableTABLE_suspended_peer

(Optional) IP address of suspended peersusp_peer_ipaddr

(Optional) Inteface through which we are connected to the suspended
peer

susp_peer_ifname

(Optional) Suspended peer restart required?susp_peer_restart_reqd

(Optional) Suspended peer restart timesusp_peer_restart_time

(Optional)eigrp-ptag

Command Mode

• /exec
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show ip eigrp route-map statistics
show ip eigrp [ <eigrp-ptag> ] route-map statistics { { redistribute { bgp <as> | { eigrp | isis | ospf | rip } <tag>
| static | direct | amt | lisp } } | table-map } [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__
TABLE_asn <asn> TABLE_vrf <vrf> { TABLE_rmap <name> <action> <seq_num> [ { TABLE_cmd
<command> <compare_count> <match_count> } ] } <total_accept_count> <total_reject_count> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display EIGRP status and configurationeigrp

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) Process tageigrp-ptag

Route-map related informationroute-map

Route-map statisticsstatistics

Redistribute information from another routing protocolredistribute

Tablemap informationtable-map

Border Gateway Protocol (BGP)bgp

Autonomous system numberas

IS-IS Routing for IPv4isis

Open Shortest Path First (OSPF)ospf

Routing Information Protocol (RIP)rip

Enhanced Interior Gateway Routing Protocol (EIGRP)eigrp

Process tagtag

Static routesstatic

Directly connecteddirect

AMT Anycast prefixamt

LISP EID-prefixeslisp
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(Optional)__readonly__

(Optional) AS number tableTABLE_asn

(Optional) AS numberasn

(Optional) VRF tableTABLE_vrf

(Optional) VRF namevrf

(Optional) Routemap tableTABLE_rmap

(Optional) Route-map Namename

(Optional) Route-map actionaction

(Optional) Sequence number of the rule in route-mapseq_num

(Optional) Route-map command tableTABLE_cmd

(Optional) Route-map commandcommand

(Optional) Number of comparisonscompare_count

(Optional) Number of matchesmatch_count

(Optional) Total number of packets accepted by the policytotal_accept_count

(Optional) Total number of pakcets rejected by the policytotal_reject_count

Command Mode

• /exec
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show ip eigrp sia-event
show { ip | ipv6 } eigrp [ <eigrp-ptag> ] sia-event [ <start-num> <end-num> ] [ vrf { <vrf-name> |
<vrf-known-name> | all } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IPv6 informationipv6

Display EIGRP status and configurationeigrp

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) Process tageigrp-ptag

IP-EIGRP SIA eventsia-event

(Optional) Starting event numberstart-num

(Optional) Ending event numberend-num

Command Mode

• /exec
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show ip eigrp sia-statistics
show { ip | ipv6 } eigrp [ <eigrp-ptag> ] sia-statistics [ <peer> ] [ vrf { <vrf-name> | <vrf-known-name> | all
} ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IPv6 informationipv6

Display EIGRP status and configurationeigrp

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) Process tageigrp-ptag

IP-EIGRP SIA Statisticssia-statistics

(Optional) Peer ID to display information aboutpeer

Command Mode

• /exec
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show ip eigrp timers
show { ip | ipv6 } eigrp [ <eigrp-ptag> ] timers [ vrf { <vrf-name> | <vrf-known-name> | all } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IPv6 informationipv6

Display EIGRP status and configurationeigrp

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) Process tageigrp-ptag

IP-EIGRP Timerstimers

Command Mode

• /exec
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show ip eigrp topology route
show { { ipv6 eigrp [ <eigrp-ptag> ] { topology | route } [ <ipv6-prefix> | active | summary | pending |
zero-successors | detail-links | all-links ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] } | { ip eigrp [
<eigrp-ptag> ] { topology | route } [ { <address> <mask> } | <prefix> | active | summary | pending |
zero-successors | detail-links | all-links ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] } } [ __readonly__
TABLE_asn <asn> <router_id> TABLE_vrf <vrf> [ <head_serial> <next_serial> <route_count>
<replies_pending> <dummies> <eigrp_name> <num_if> <num_neighbors> <num_active_if> [ {
TABLE_quiescent_if <ifname> } ] ] [ { TABLE_ent { <ip_prefix> | <ipv6_prefix> } <active>
<num_successors> <feasible_distance> <tag> <send_flag> [ <xmit_serno> <xmit_refcount> <xmit_anchored>
] <outstd_replies> <query_origin> <retry_count> <act_min_time> <act_max_time> <act_avg_time>
<act_count> [ <peers_sia_stuck> ] [ { TABLE_succ { <s_nexthop> | <s_v6nexthop> } { <s_origin> |
<s_v6origin> } [ <s_metric> ] [ <s_bandwidth> <s_delay> <s_reliability> <s_load> <s_min_mtu>
<s_hop_count> <s_int_tag> ] [ <s_succ_metric> ] <s_reply_status> <s_sia_status> [ <s_external> ] [
<s_ext_routerid> <s_ext_asn> <s_ext_proto> <s_ext_metric> <s_ext_admin_tag> ] [ <s_exterior_flag> ]
<s_send_flag> [ <s_send_flag_hex> ] <s_ifname> <s_xmit_serno> <s_xmit_anchored> } [ {
TABLE_reply_status { <rs_ipaddr> | <rs_ipv6addr> } <rs_ifname> } ] [ { TABLE_sia_status { <ss_ipaddr>
| <ss_ipv6addr> } <ss_ifname> } ] ] } ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IPv6 informationipv6

Display EIGRP status and configurationeigrp

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) Process tageigrp-ptag

IP-EIGRP Topology Tabletopology

IP-EIGRP internal routesroute

(Optional) Network to display information aboutaddress

(Optional) Network maskmask

(Optional) IP prefix <network>/<length>, e.g., 192.168.0.0/16prefix

(Optional) Show only active entriesactive

(Optional) Show a summary of the topology tablesummary

(Optional) Show only entries pending transmissionpending
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(Optional) Show only zero successor entrieszero-successors

(Optional) Show all links in topology table with detailsdetail-links

(Optional) Show all links in topology tableall-links

(Optional)__readonly__

(Optional) AS number tableTABLE_asn

(Optional) AS numberasn

(Optional) Router-IDrouter_id

(Optional) VRF tableTABLE_vrf

(Optional) VRF namevrf

(Optional) Head of transmit DNDB threadhead_serial

(Optional) Next serial number to usenext_serial

(Optional) Number of Routes in the topology tableroute_count

(Optional) Number of replies pendingreplies_pending

(Optional) Dummiesdummies

(Optional) EIGRP ddb nameeigrp_name

(Optional) Number of interfaces in this ASnum_if

(Optional) Number of EIGRP neighbors in this ASnum_neighbors

(Optional) Number of active interfacesnum_active_if

(Optional) Quiescent Interfaces tableTABLE_quiescent_if

(Optional) Interface nameifname

(Optional) Table entryTABLE_ent

(Optional) IP prefixip_prefix

(Optional) IPv6 prefixipv6_prefix

(Optional) Route Active?active

(Optional) Number of successors for the dndbnum_successors

(Optional) Feasible Distancefeasible_distance

(Optional) Administrator tag valuetag

(Optional) Send Flagsend_flag

(Optional) Xmit serial numberxmit_serno
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(Optional) xmit ref count (Number of active senders)xmit_refcount

(Optional) Xmit anchored?xmit_anchored

(Optional) Number of Outstanding repliesoutstd_replies

(Optional) Query originquery_origin

(Optional) Number of retries done on the active DNDBretry_count

(Optional) Shortest time the destination was activeact_min_time

(Optional) Longest time the destination was activeact_max_time

(Optional) Average time the destination was activeact_avg_time

(Optional) Active countact_count

(Optional) Number of peers stuck in SIApeers_sia_stuck

(Optional) Successor tableTABLE_succ

(Optional) Next hop IPv4 addresss_nexthop

(Optional) IPv6 next hop addresss_v6nexthop

(Optional) Origin(IPv4) of this DRDBs_origin

(Optional) Origin(IPv6) of this DRDBs_v6origin

(Optional) Composite metric value for the routes_metric

(Optional) Composite metric (successor's view) for the routes_succ_metric

(Optional) Minimum bandwidth of the paths_bandwidth

(Optional) Total delay of the paths_delay

(Optional) Reliabilitys_reliability

(Optional) Loads_load

(Optional) Minimum mtu of the paths_min_mtu

(Optional) Number of hops to reach the destination networks_hop_count

(Optional) Internal tags_int_tag

(Optional) Reply status flags_reply_status

(Optional) SIA status flags_sia_status

(Optional) Route is external?s_external

(Optional) Originating Router-IDs_ext_routerid

(Optional) AS number where the route info originateds_ext_asn
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(Optional) Protocol which originated this routes_ext_proto

(Optional) External protocol metrics_ext_metric

(Optional) External admin flags_ext_admin_tag

(Optional) Exterior flags_exterior_flag

(Optional) DRDB send flags_send_flag

(Optional) DRDB Send flag in hexs_send_flag_hex

(Optional) Interface this route info came in ons_ifname

(Optional) Xmit Serial number of this entrys_xmit_serno

(Optional) Xmit anchored flags_xmit_anchored

(Optional) Reply-status tableTABLE_reply_status

(Optional) IP addr of peer from which replies are pendingrs_ipaddr

(Optional) Interface on which replies are pendingrs_ifname

(Optional) SIA-status tableTABLE_sia_status

(Optional) IP addr of peer from which SIA replies are pendingss_ipaddr

(Optional) Interface on which SIA replies are pendingss_ifname

(Optional)eigrp-ptag

Command Mode

• /exec
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show ip eigrp traffic
show { ip | ipv6 } eigrp [ <eigrp-ptag> ] traffic [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__
TABLE_asn <asn> TABLE_vrf <vrf> <hellos_sent> <hellos_rcvd> <updates_sent> <updates_rcvd>
<queries_sent> <queries_rcvd><replies_sent> <replies_rcvd><acks_sent> <acks_rcvd><max_inqueue_depth>
<inqueue_drops> <sia_queries_sent> <sia_queries_rcvd> <sia_replies_sent> <sia_replies_rcvd> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IPv6 informationipv6

Display EIGRP status and configurationeigrp

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) Process tageigrp-ptag

IP-EIGRP Traffic Statisticstraffic

(Optional)__readonly__

(Optional) AS number tableTABLE_asn

(Optional) AS numberasn

(Optional) VRF tableTABLE_vrf

(Optional) VRF namevrf

(Optional) Number of Hellos senthellos_sent

(Optional) Number of Hellos receivedhellos_rcvd

(Optional) Number of Updates sentupdates_sent

(Optional) Number of Updates receivedupdates_rcvd

(Optional) Number of Queries sentqueries_sent

(Optional) Number of Queries receivedqueries_rcvd

(Optional) Number of Replies sentreplies_sent

(Optional) Number of Replies receivedreplies_rcvd
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(Optional) Number of ACKs sentacks_sent

(Optional) Number of ACKs receivedacks_rcvd

(Optional) Input queue high water markmax_inqueue_depth

(Optional) Input queue dropsinqueue_drops

(Optional) Number of SIA queries sentsia_queries_sent

(Optional) Number of SIA queries receivedsia_queries_rcvd

(Optional) Number of SIA replies sentsia_replies_sent

(Optional) Number of SIA replies receivedsia_replies_rcvd

Command Mode

• /exec
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show ip extcommunity-list
show ip extcommunity-list [ <extcl_name> ] [ __readonly__ TABLE_extcl <name> <action> <rule> ]

Syntax Description

Show running system informationshow

Display IP informationip

List extcommunity-listextcommunity-list

(Optional) Standard or expanded community-list nameextcl_name

(Optional)__readonly__

(Optional)TABLE_extcl

(Optional)name

(Optional)action

(Optional)rule

Command Mode

• /exec
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show ip fib adjacency
show ip fib adjacency [ <aif> ] [ <anh> ] [ module <module> ] [ __readonly__ <adj-count> <nexthop>
<rewinfo> <interface> ]

Syntax Description

show

Display IP informationip

Forwarding informationfib

display adjacency informationadjacency

(Optional) adjacency output interfaceaif

(Optional) adjacency next hopanh

(Optional) slotmodule

(Optional) slot numbermodule

(Optional)__readonly__

(Optional) total adj countadj-count

(Optional) next hop addressnexthop

(Optional) rewrite informationrewinfo

(Optional) output interfaceinterface

Command Mode

• /exec
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show ip fib distribution
show ip fib distribution [ pauz | rezum ]

Syntax Description

show

ipv4ip

forwarding informationfib

fib distribution informationdistribution

(Optional) start black-holing routespauz

(Optional) stop black-holing routesrezum

Command Mode

• /exec
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show ip fib distribution capture
show ip fib distribution capture [ __readonly__ <type><len><data> ]

Syntax Description

show

ipv4ip

forwarding informationfib

fib distribution infodistribution

unicast capture buffercapture

(Optional)__readonly__

Command Mode

• /exec
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show ip fib distribution clients
show ip fib distribution clients [ __readonly__ <id><pid><name><shms><shme><shmn> ]

Syntax Description

show

ipv4ip

forwarding informationfib

fib distribution infodistribution

unicast client informationclients

(Optional)__readonly__

Command Mode

• /exec
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show ip fib distribution mroute
show ip fib distribution mroute [ { <group> | <gprefix> } [ <source> ] ] [ table <id> ] [ __readonly__
<table_name> <src_len> <grp_len> <df_ordinal> <rpfif> <rpf_ifname> <flag> <flag_value> <num_groups>
<num_sources> <refcount> <oiflist_id> <oif_count> <oif_name> <oif_ifindex> <bytecnt> <pktcnt> ]

Syntax Description

show

IP informationip

Forwarding Informationfib

FIB distribution informationdistribution

MFDM IP multicast routing tablemroute

(Optional) IPv4 Multicast Group Addressgroup

(Optional) IPv4 Multicast Group Prefixgprefix

(Optional) IPv4 Source Addresssource

(Optional) Specify Multicast Routing Tabletable

(Optional) Multicast Routing Table Identifierid

(Optional)__readonly__

(Optional) Table nametable_name

(Optional) Source Address Masksrc_len

(Optional) Group address Maskgrp_len

(Optional) DF ordinaldf_ordinal

(Optional) RPF interfacerpfif

(Optional) RPF Interface ifNamerpf_ifname

(Optional) Route type flagflag

(Optional) hex value of route flagflag_value

(Optional) Number of group entries in the tablenum_groups

(Optional) Number of (S, G) entries for the group addressnum_sources

(Optional) Reference Countrefcount

(Optional) OIF list Identifieroiflist_id

(Optional) Number of OIFsoif_count
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(Optional) OIF Nameoif_name

(Optional) OIF ifIndexoif_ifindex

(Optional) Current Byte counterbytecnt

(Optional) Current Packet counterpktcnt

Command Mode

• /exec
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show ip fib distribution multicast
show ip fib distribution multicast [ messages ] [ __readonly__ <fibstate> <slot> <accepting_routes>
<num_accepting_routes> ]

Syntax Description

show

IP informationip

Forwarding Informationfib

FIB distribution informationdistribution

Multicast FIB distribution informationmulticast

(Optional) Outstanding Message Informationmessages

(Optional)__readonly__

(Optional) IP Multicast FIB process statefibstate

(Optional) Slotslot

(Optional) Indicates whether FIB is accepting routesaccepting_routes

(Optional) Number of fibs accepting routesnum_accepting_routes

Command Mode

• /exec
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show ip fib distribution multicast outgoing-interface-list
show ip fib distribution multicast outgoing-interface-list { L2 | L3 | OTV } [ <index> ] [ __readonly__
<platform_index> <ref_count> <num_oif> <oif> ]

Syntax Description

show

IP informationip

Forwarding Informationfib

FIB distribution informationdistribution

Multicast FIB distribution informationmulticast

Outgoing interface listoutgoing-interface-list

Layer 2 oiflistL2

Layer 3 oiflistL3

OTV oiflistOTV

(Optional) Outgoing Interface List indexindex

(Optional)__readonly__

(Optional) Platform indexplatform_index

(Optional) Reference countref_count

(Optional) Number of outgoing interfacesnum_oif

(Optional) OIF nameoif

Command Mode

• /exec
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show ip fib distribution state
show ip fib distribution state [ __readonly__ <slot><known><ar><rcnt><state> ]

Syntax Description

show

ipv4ip

forwarding informationfib

fib distribution infodistribution

unicast fib state infostate

(Optional)__readonly__

Command Mode

• /exec
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show ip fib interfaces
show ip fib interfaces [ module <module> ] [ __readonly__ <intf> <v4adjcnt> <v6adjcnt> <rpfmode> ]

Syntax Description

show

Display IP informationip

Forwarding informationfib

show fib interface infointerfaces

(Optional)__readonly__

(Optional) interface nameintf

(Optional) slotmodule

(Optional) slot numbermodule

(Optional) count of v4 adjacenciesv4adjcnt

(Optional) count of v6 adjacenciesv6adjcnt

(Optional) uRPF moderpfmode

Command Mode

• /exec
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show ip fib mroute
show ip fib mroute [ { <group> | <gprefix> } [ <source> ] ] [ table <table-id> ] [ module <module> ] [
__readonly__ <table_type> <num_groups> <num_sources> <src_len> <grp_len> <df_ordinal> <rpfif>
<rpf_ifindex> <flag> <flag_value> <route_pkts> <route_bytes> <oiflist_id> <platform_id> <oif_count>
<refcount> <oifname> <oifindex> <oif_pkts> <oif_bytes> ]

Syntax Description

show

Display IP informationip

Forwarding informationfib

Multicast IPv4 routesmroute

(Optional) Multicast IPv4 Group Addressgroup

(Optional) Multicast IPv4 Group Prefixgprefix

(Optional) Multicast IPv4 Source Addresssource

(Optional) display info per vpn-idtable

(Optional) table-idtable-id

(Optional) slotmodule

(Optional) slot numbermodule

(Optional)__readonly__

(Optional) Table Typetable_type

(Optional) Number of group entries in the tablenum_groups

(Optional) Number of (S, G) entries for the group addressnum_sources

(Optional) Source Address Masksrc_len

(Optional) Group address Maskgrp_len

(Optional) DF ordinaldf_ordinal

(Optional) RPF interfacerpfif

(Optional) RPF Interface ifIndexrpf_ifindex

(Optional) Route type flagflag

(Optional) hex value of route flagflag_value

(Optional) Route packet countroute_pkts
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(Optional) Route bytesroute_bytes

(Optional) OIF list Identifieroiflist_id

(Optional) Platform-indexplatform_id

(Optional) Number of OIFsoif_count

(Optional) OIF list Reference Countrefcount

(Optional) OIF Interface nameoifname

(Optional) OIF Interface ifIndexoifindex

(Optional) OIF packetsoif_pkts

(Optional) OIF bytesoif_bytes

Command Mode

• /exec
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show ip fib mroute
show ip fib mroute [ { <group> | <gprefix> } [ <source> ] ] [ table <table-id> ] [ module <module> ] [
__readonly__ <table_type> <num_groups> <num_sources> <src_len> <grp_len> <df_ordinal> <rpfif>
<rpf_ifindex> <flag> <flag_value> <route_pkts> <route_bytes> <oiflist_id> <platform_id> <oif_count>
<refcount> <oifname> <oifindex> <oif_pkts> <oif_bytes> ]

Syntax Description

show

Display IP informationip

Forwarding informationfib

Multicast IPv4 routesmroute

(Optional) Multicast IPv4 Group Addressgroup

(Optional) Multicast IPv4 Group Prefixgprefix

(Optional) Multicast IPv4 Source Addresssource

(Optional) display info per vpn-idtable

(Optional) table-idtable-id

(Optional) slotmodule

(Optional) slot numbermodule

(Optional)__readonly__

(Optional) Table Typetable_type

(Optional) Number of group entries in the tablenum_groups

(Optional) Number of (S, G) entries for the group addressnum_sources

(Optional) Source Address Masksrc_len

(Optional) Group address Maskgrp_len

(Optional) DF ordinaldf_ordinal

(Optional) RPF interfacerpfif

(Optional) RPF Interface ifIndexrpf_ifindex

(Optional) Route type flagflag

(Optional) hex value of route flagflag_value

(Optional) Route packet countroute_pkts
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(Optional) Route bytesroute_bytes

(Optional) OIF list Identifieroiflist_id

(Optional) Platform-indexplatform_id

(Optional) Number of OIFsoif_count

(Optional) OIF list Reference Countrefcount

(Optional) OIF Interface nameoifname

(Optional) OIF Interface ifIndexoifindex

(Optional) OIF packetsoif_pkts

(Optional) OIF bytesoif_bytes

Command Mode

• /exec
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show ip fib mroute txlist
show ip fib mroute txlist [ module <module> ]

Syntax Description

show

Display IP informationip

Forwarding informationfib

display IP mcast routing tablemroute

display routes in the txlisttxlist

(Optional) slotmodule

(Optional) slot numbermodule

Command Mode

• /exec
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show ip fib route
show ip fib route [ vrf { <vrf-name> | <vrf-known-name> | <vrf-all> } | table <table_id> ] [ summary | <prefix>
[ longer-prefixes ] | <address> | interface <interface> | next-hop <nh> | attached | unresolved | adjacency {
<aif> <anh> | drop | glean | punt } ] [ module <module> | vrf { <vrf-name> | <vrf-known-name> | <vrf-all>
} ] + [ __readonly__ <header> <vrfname> <tableid> <prefix-count> <pfx> { <nexthop> | <special> } <intf>
<route-count> <path-count> <mask-length> <routes-per-mask> ]

Syntax Description

show

Display IP informationip

Forwarding informationfib

display IP routing tableroute

(Optional) display info per VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsvrf-all

(Optional) display info per vpn-idtable

(Optional) table numbertable_id

(Optional) display route countssummary

(Optional) display single exact match routeprefix

(Optional) display longer prefixeslonger-prefixes

(Optional) display single longest match routeaddress

(Optional) display routes with this output i/f onlyinterface

(Optional) output interfaceinterface

(Optional) display routes with this next-hop onlynext-hop

(Optional) next hop addressnh

(Optional) display directly connected routesattached

(Optional) display unresolved routesunresolved

(Optional) display routes via specified adjacencyadjacency

(Optional) adjacency output interfaceaif

(Optional) adjacency next-hop addressanh
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(Optional) display routes via drop adjacencydrop

(Optional) display routes via glean adjacencyglean

(Optional) display routes via punt adjacencypunt

(Optional) slotmodule

(Optional) slot numbermodule

(Optional)__readonly__

(Optional) header stringheader

(Optional) VRF namevrfname

(Optional) table identifiertableid

(Optional) total number of prefix in VRFprefix-count

(Optional) ipv4 prefixpfx

(Optional) next hop addressnexthop

(Optional) special adjacenciesspecial

(Optional) output interfaceintf

(Optional) total number of routes in VRFroute-count

(Optional) total number of paths in VRFpath-count

(Optional) length of maskmask-length

(Optional)routes-per-mask

Command Mode

• /exec
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show ip fib route
show ip fib route [ vrf { <vrf-name> | <vrf-known-name> | <vrf-all> } | table <table_id> ] [ summary | <prefix>
[ longer-prefixes ] | <address> | interface <interface> | next-hop <nh> | attached | unresolved | adjacency {
<aif> <anh> | drop | glean | punt } ] [ module <module> | vrf { <vrf-name> | <vrf-known-name> | <vrf-all>
} ] + [ __readonly__ <header> <vrfname> <tableid> <prefix-count> <pfx> { <nexthop> | <special> } <intf>
<route-count> <path-count> <mask-length> <routes-per-mask> ]

Syntax Description

show

Display IP informationip

Forwarding informationfib

display IP routing tableroute

(Optional) display info per VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsvrf-all

(Optional) display info per vpn-idtable

(Optional) table numbertable_id

(Optional) display route countssummary

(Optional) display single exact match routeprefix

(Optional) display longer prefixeslonger-prefixes

(Optional) display single longest match routeaddress

(Optional) display routes with this output i/f onlyinterface

(Optional) output interfaceinterface

(Optional) display routes with this next-hop onlynext-hop

(Optional) next hop addressnh

(Optional) display directly connected routesattached

(Optional) display unresolved routesunresolved

(Optional) display routes via specified adjacencyadjacency

(Optional) adjacency output interfaceaif

(Optional) adjacency next-hop addressanh
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(Optional) display routes via drop adjacencydrop

(Optional) display routes via glean adjacencyglean

(Optional) display routes via punt adjacencypunt

(Optional) slotmodule

(Optional) slot numbermodule

(Optional)__readonly__

(Optional) header stringheader

(Optional) VRF namevrfname

(Optional) table identifiertableid

(Optional) total number of prefix in VRFprefix-count

(Optional) ipv4 prefixpfx

(Optional) next hop addressnexthop

(Optional) special adjacenciesspecial

(Optional) output interfaceintf

(Optional) total number of routes in VRFroute-count

(Optional) total number of paths in VRFpath-count

(Optional) length of maskmask-length

(Optional)routes-per-mask

Command Mode

• /exec
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show ip fib route recovered
show ip fib route recovered

Syntax Description

show

ipv4ip

display fib informationfib

display IP routing tableroute

log of routes recovered after TCAM free conditionrecovered

Command Mode

• /exec
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show ip ftm statistics
show ip ftm statistics

Syntax Description

Show running system informationshow

Display IP informationip

FTM APIftm

Statisticsstatistics

Command Mode

• /exec
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show ip ftp source-interface
show ip ftp source-interface [ vrf { <vrf-name> | <vrf-known-name> } ] [ __readonly__ [ { TABLE_ipftpvrf
<vrfname> <ifname> } ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display FTP client informationftp

Display source interface informationsource-interface

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional)__readonly__

(Optional) source interface of ftp given vrfTABLE_ipftpvrf

(Optional) vrfnamevrfname

(Optional) ifnameifname

Command Mode

• /exec
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show ip ftp source-interface vrf all
show ip ftp source-interface vrf all [ __readonly__ [ { TABLE_ipftp <vrfname> <ifname> } ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display FTP client informationftp

Display source interface informationsource-interface

Display per-VRF informationvrf

Display entries for all vrfsall

(Optional)__readonly__

(Optional) source interface of ftpTABLE_ipftp

(Optional) vrfnamevrfname

(Optional) ifnameifname

Command Mode

• /exec
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show ip http source-interface
show ip http source-interface [ vrf { <vrf-name> | <vrf-known-name> } ] [ __readonly__ [ { TABLE_iphttpvrf
<vrfname> <ifname> } ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display HTTP client informationhttp

Display source interface informationsource-interface

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional)__readonly__

(Optional) source interface of http given vrfTABLE_iphttpvrf

(Optional) vrfnamevrfname

(Optional) ifnameifname

Command Mode

• /exec
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show ip http source-interface vrf all
show ip http source-interface vrf all [ __readonly__ [ { TABLE_iphttp <vrfname> <ifname> } ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display HTTP client informationhttp

Display source interface informationsource-interface

Display per-VRF informationvrf

Display entries for all vrfsall

(Optional)__readonly__

(Optional) source interface of httpTABLE_iphttp

(Optional) vrfnamevrfname

(Optional) ifnameifname

Command Mode

• /exec
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show ip igmp event-history
show ip igmp [ internal ] event-history { errors | msgs | <igmp-event-hist-buf-name> | statistics }

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

(Optional) Commands for internal useinternal

Show various event logs of IGMPevent-history

Show error logs of IGMPerrors

Show various message logs of IGMPmsgs

Show various logs of IGMPigmp-event-hist-buf-name

Show state and size of bufferstatistics

Command Mode

• /exec
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show ip igmp groups
show ip igmp { groups | route } [ <source> [ <group> ] | <group> [ <source> ] ] [ <interface> ] [ summary ]
[ vrf { <vrf-name> | <vrf-known-name> | all } ] [ summary-old ] [ __readonly__ [ TABLE_vrf [ <if-name>
] [ <vrfname> ] [ <entry-count> ] [ <group-addr> ] [ <sourceaddress> ] [ TABLE_group [ <group-addr> ] [
<group-type> ] [ <if-name> ] [ <uptime> ] [ <expires> ] [ <reporter> ] ] [ TABLE_source [ <source-addr> ]
[ <group-type> ] [ <translate> ] [ <if-name> ] [ <uptime> ] [ <expires> ] [ <reporter> ] ] [ <vrf-cntxt> ] [
<g-count> ] [ <sg-count> ] ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

Display IGMP attached group membership informationgroups

Display IGMP attached group membership informationroute

(Optional) Multicast IP address of single group to displaygroup

(Optional) Source IP addresssource

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) Display group membership on single interface nameinterface

(Optional) Display group summarysummary

(Optional) Display group summarysummary-old

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrfname

(Optional)if-name

(Optional)group-addr

(Optional)entry-count

(Optional)sourceaddress

(Optional)TABLE_group
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(Optional)group-addr

(Optional)group-type

(Optional)if-name

(Optional)uptime

(Optional)expires

(Optional)reporter

(Optional)TABLE_source

(Optional)source-addr

(Optional)group-type

(Optional)translate

(Optional)if-name

(Optional)uptime

(Optional)expires

(Optional)reporter

(Optional)vrf-cntxt

(Optional)g-count

(Optional)sg-count

Command Mode

• /exec
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show ip igmp interface
show ip igmp interface [ <interface> ] [ brief ] [ detail ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [
__readonly__ TABLE_vrf <vrf> [ <entry-count> ] [ [ TABLE_brief [ <if-name> ] [ <addr> ] [ <querier> ] [
<mc> ] [ <ver> ] ] [ TABLE_if <if-name> [ <if-status> ] [ <ip-sum> ] [ <addr> ] [ <querier> ] [ <q-ver> ] [
<next-query> ] [ <expires> ] [ <mc> ] [ <ver> ] [ <host-ver> ] [ <qi> ] [ <cqi> ] [ <mrt> ] [ <cmrt> ] [ <sqi>
] [ <csqi> ] [ <sqc> ] [ <lmmrt> ] [ <lmqc> ] [ <gt> ] [ <cgt> ] [ <qt> ] [ <cqt> ] [ <uri> ] [ <rv> ] [ <crv> ]
[ <rll> ] [ <rc> ] [ <il> ] [ <join-group-map> ] [ <static-group-map> ] [ <host-proxy> ] [
<host-proxy-group-map> ] [ <un-solicited> ] [ <unsoint> ] [ <v1rr> ] [ <v2qs> ] [ <v2qr> ] [ <v2rs> ] [ <v2rr>
] [ <v2ls> ] [ <v2lr> ] [ <v3qs> ] [ <v3qr> ] [ <v3rs> ] [ <v3rr> ] [ <v2gqdest> ] [ <v3gqdest> ] [ <cse> ] [
<ple> ] [ <lsip> ] [ <scf> ] [ <qnq> ] [ <rvm> ] [ <qvm> ] [ <uit> ] [ <v1gdam> ] [ <v2gdam> ] [ <v3dai> ]
[ <ra> ] ] ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

Display IGMP interface related informationinterface

(Optional) Interface name of single interface to displayinterface

(Optional) Display one line status per interfacebrief

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) Display detailed informationdetail

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf

(Optional)entry-count

(Optional)TABLE_brief

(Optional)if-name

(Optional)addr

(Optional)querier

(Optional)mc
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(Optional)ver

(Optional)TABLE_if

(Optional)if-name

(Optional)if-status

(Optional)ip-sum

(Optional)addr

(Optional)querier

(Optional)q-ver

(Optional)next-query

(Optional)expires

(Optional)mc

(Optional)ver

(Optional)host-ver

(Optional)qi

(Optional)cqi

(Optional)mrt

(Optional)cmrt

(Optional)sqi

(Optional)csqi

(Optional)sqc

(Optional)lmmrt

(Optional)lmqc

(Optional)gt

(Optional)cgt

(Optional)qt

(Optional)cqt

(Optional)uri

(Optional)rv

(Optional)crv
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(Optional)rll

(Optional)rc

(Optional)v1rr

(Optional)v2qs

(Optional)v2qr

(Optional)v2rs

(Optional)v2rr

(Optional)v2ls

(Optional)v2lr

(Optional)v3qs

(Optional)v3qr

(Optional)v3rs

(Optional)v3rr

(Optional)v2gqdest

(Optional)v3gqdest

(Optional)cse

(Optional)ple

(Optional)lsip

(Optional)scf

(Optional)qnq

(Optional)rvm

(Optional)qvm

(Optional)uit

(Optional)v1gdam

(Optional)v2gdam

(Optional)v3dai

(Optional)ra

(Optional)static-group-map

(Optional)join-group-map
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(Optional)host-proxy-group-map

(Optional)il

(Optional)host-proxy

(Optional)un-solicited

(Optional)unsoint

Command Mode

• /exec
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show ip igmp local-groups
show ip igmp local-groups [ <interface> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ [
TABLE_vrf [ <vrf-name> ] [ TABLE_if [ <if-name> ] [ TABLE_grp [ <group-addr> ] [ TABLE_src [
<source-addr> ] [ <last-reported> ] [ <local-group> ] [ <static-oif> ] [ <report-only> ] [ <host-proxy> ] ] ] ]
] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

Display IGMP local group membership informationlocal-groups

(Optional) Display group membership on single interface nameinterface

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name

(Optional)TABLE_if

(Optional)if-name

(Optional)TABLE_grp

(Optional)group-addr

(Optional)TABLE_src

(Optional)source-addr

(Optional)last-reported

(Optional)local-group

(Optional)static-oif

(Optional)report-only

(Optional)host-proxy
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Command Mode

• /exec
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show ip igmp policy statistics reports
show ip igmp policy statistics reports [ <interface> ] [ __readonly__ [ TABLE_interface [ <if> ] [
TABLE_routemap [ <name> ] [ <action> ] [ <seq_num> ] [ TABLE_cmd [ <command> ] [ <match_count>
] [ <compare_count> ] ] ] [ <total_accept_count> ] [ <total_reject_count> ] ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Show IGMP related informationigmp

Policy related informationpolicy

Policy statisticsstatistics

IGMP reportsreports

(Optional) Interface to display statistics forinterface

(Optional)__readonly__

(Optional)TABLE_interface

(Optional)if

(Optional)TABLE_routemap

(Optional)name

(Optional)action

(Optional)seq_num

(Optional)TABLE_cmd

(Optional)command

(Optional)compare_count

(Optional)match_count

(Optional)total_accept_count

(Optional)total_reject_count

Command Mode

• /exec
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show ip igmp snooping
show ip igmp snooping [ { vlan <vlan> | bridge-domain <bdid> } ] [ __readonly__ [ <vdc> ] [ <enabled> ] [
<omf> ] [ <grepsup> ] [ <gv3repsup> ] [ <glinklocalgrpsup> ] { TABLE_vlan <vlan-id> [ <description> ] [
<snoop-on> ] [ <qa> ] [ <qv> ] [ <qi> ] [ <qlmqi> ] [ <rv> ] [ <sq> ] [ <sqr> ] [ <eht> ] [ <fl> ] [ <repsup> ]
[ <v3repsup> ] [ <vlinklocalgrpsup> ] [ <rpc> ] [ <gc> ] [ TABLE_active_ports [ <actvports> ] ] [ <lkupmode>
] [ <omf_enabled> ] [ <reportfloodenable> ] [ <reportfloodall> ] [ TABLE_intf <if-name> ] [
<leavegroupaddress> ] } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

(Optional) Display VLAN IGMP snooping membership informationvlan

(Optional) Specify VLANvlan

(Optional) Display BD IGMP snooping membership informationbridge-domain

(Optional) Specify BDbdid

(Optional)__readonly__

(Optional)vdc

(Optional)enabled

(Optional)omf

(Optional)grepsup

(Optional)gv3repsup

(Optional)glinklocalgrpsup

(Optional)TABLE_vlan

(Optional)vlan-id

(Optional) description, if anydescription

(Optional)snoop-on

(Optional)qa

(Optional)qv

(Optional)qi

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1003

All Show Commands
show ip igmp snooping



(Optional)qlmqi

(Optional)rv

(Optional)sq

(Optional)sqr

(Optional)eht

(Optional)fl

(Optional)repsup

(Optional)v3repsup

(Optional)vlinklocalgrpsup

(Optional)rpc

(Optional)gc

(Optional)TABLE_active_ports

(Optional)actvports

(Optional)lkupmode

(Optional)omf_enabled

(Optional)reportfloodenable

(Optional)reportfloodall

(Optional)TABLE_intf

(Optional)if-name

(Optional)leavegroupaddress

Command Mode

• /exec
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show ip igmp snooping event-history
show ip igmp snooping [ internal ] event-history { statistics | <igmp-snoop-event-hist-buf-name> }

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

(Optional) Display IGMP snooping internal informationinternal

Show various event logs of IGMP Snoopingevent-history

Show state and size of the buffersstatistics

Show contents of event-history bufferigmp-snoop-event-hist-buf-name

Command Mode

• /exec
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show ip igmp snooping explicit-tracking
show ip igmp snooping explicit-tracking [ vlan <vlan> | bridge-domain <bdid> ] [ detail ] [ __readonly__ [
TABLE_vlan [ <vlan-id> ] [ TABLE_gaddr [ <grp-addr> ] [ TABLE_if [ <if-name> ] [ TABLE_haddr [
<host-addr> ] [ TABLE_srcaddr [ <src-addr> ] [ <uptime> ] [ <last-join> ] [ <expires> ] [ <cfs-flag> ] [
<native-flag> ] [ <delete-pending> ] [ <cfs-update-pending> ] ] ] ] ] ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Display explicit-tracking database for IGMPv3explicit-tracking

(Optional) Display Vlan explicit-tracking databasevlan

(Optional) Specify VLANvlan

(Optional) Display BD explicit-tracking databasebridge-domain

(Optional) Specify BDbdid

(Optional) Display detail info regarding host and vPCdetail

(Optional)__readonly__

(Optional)TABLE_vlan

(Optional)vlan-id

(Optional)TABLE_gaddr

(Optional)grp-addr

(Optional)TABLE_if

(Optional)if-name

(Optional)TABLE_haddr

(Optional)host-addr

(Optional)TABLE_srcaddr

(Optional)src-addr

(Optional)uptime

(Optional)last-join
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(Optional)expires

(Optional)cfs-flag

(Optional)native-flag

(Optional)delete-pending

(Optional)cfs-update-pending

Command Mode

• /exec
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show ip igmp snooping filter details
show ip igmp snooping filter [ vlan <vlan_id> ] details [ __readonly__ { TABLE_vlanid <vlan-id>
<access-group> <group-channels-limit> <igmp-min-ver> } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Shows filter policy configurationfilter

(Optional) Only for the specified VLANvlan

(Optional) VLAN IDvlan_id

Shows different Filter configurationsdetails

(Optional)__readonly__

(Optional)TABLE_vlanid

(Optional)vlan-id

(Optional)access-group

(Optional)group-channels-limit

(Optional)igmp-min-ver

Command Mode

• /exec
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show ip igmp snooping groups
show ip igmp snooping [ otv | remote ] groups [ { <source> [ <group> ] } | { <group> [ <source> ] } ] [ vlan
<vlan> | bridge-domain <bdid> ] [ detail ] [ summary ] [ __readonly__ { TABLE_vlan <vlan-id> [ <rports>
] [ <rtrPortFlag> ] [ TABLE_port <if-name> ] [ TABLE_rtrports <rport-if-name> ] [ <raddr> ] [ TABLE_source
<source> ] [ TABLE_group <addr> [ <g-mfdm> ] [ <ver> ] [ <old-host> ] [ <raddr> ] [ <static> ] [ <dynamic>
] [ TABLE_static_ports <static-if-name> ] [ TABLE_v2_ports <v2-if-name> [ <uptime> ] [ <expires> ] [
<gq-missed> ] ] [ TABLE_star_g_ports <star-g-if-name> [ <uptime> ] [ <expires> ] ] [ <g-vpc> ] [ <rsf> ] [
<js> ] [ TABLE_source <source> [ <srsf> ] [ <s-mfdm> ] [ <src-static> ] [ <src-dynamic> ] [
TABLE_src_static_ports <src-static-if-name> ] [ TABLE_src_dynamic [ <oifs> ] <dyn-if-name> [ <src-uptime>
] [ <src-expires> ] ] [ <s-vpc> ] ] ] [ <snoop-enabled> ] [ <omf-enabled> ] [ <group-count> ] [ <s-g-count>
] [ <total_star_g_count> ] [ <total_sg_count> ] } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

(Optional) IGMP Snooping OTV informationotv

(Optional) IGMP Snooping remote informationremote

Display snooping information for group addressgroups

(Optional) Display snooping group summarysummary

(Optional) Multicast IP address of single group to displaygroup

(Optional) Source IP addresssource

(Optional) Display VLAN IGMP snooping membership informationvlan

(Optional) Specify VLANvlan

(Optional) Display BD IGMP snooping membership informationbridge-domain

(Optional) Specify BDbdid

(Optional) Display detailed information for the groupdetail

(Optional)__readonly__

(Optional)TABLE_vlan

(Optional)vlan-id

(Optional)rports

(Optional)rtrPortFlag
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(Optional)snoop-enabled

(Optional)omf-enabled

(Optional)group-count

(Optional)s-g-count

(Optional)total_star_g_count

(Optional)total_sg_count

(Optional)TABLE_port

(Optional)if-name

(Optional)TABLE_rtrports

(Optional)rport-if-name

(Optional)raddr

(Optional)TABLE_group

(Optional)addr

(Optional)ver

(Optional)raddr

(Optional)TABLE_source

(Optional)source

(Optional)rsf

(Optional)js

(Optional)g-mfdm

(Optional)old-host

(Optional)g-vpc

(Optional)static

(Optional)dynamic

(Optional)TABLE_static_ports

(Optional)static-if-name

(Optional)TABLE_v2_ports

(Optional)v2-if-name

(Optional)uptime
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(Optional)expires

(Optional)gq-missed

(Optional)TABLE_star_g_ports

(Optional)star-g-if-name

(Optional)uptime

(Optional)expires

(Optional)TABLE_source

(Optional)source

(Optional)srsf

(Optional)s-mfdm

(Optional)s-vpc

(Optional)src-static

(Optional)src-dynamic

(Optional)TABLE_src_static_ports

(Optional)src-static-if-name

(Optional)TABLE_src_dynamic

(Optional)oifs

(Optional)dyn-if-name

(Optional)src-uptime

(Optional)src-expires

Command Mode

• /exec
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show ip igmp snooping lookup-mode
show ip igmp snooping lookup-mode [ vlan <vlan> | bridge-domain <bdid> ] [ __readonly__ { TABLE_global
<configured> <operational> } { TABLE_vlan <vlan-id> <lookup> } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

IGMP Snooping lkup mode informationlookup-mode

(Optional) Display VLAN informationvlan

(Optional) Specify VLANvlan

(Optional) Display BD informationbridge-domain

(Optional) Specify BDbdid

(Optional)__readonly__

(Optional)TABLE_global

(Optional)configured

(Optional)operational

(Optional)TABLE_vlan

(Optional)vlan-id

(Optional)lookup

Command Mode

• /exec
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show ip igmp snooping mac-oif
show ip igmp snooping mac-oif [ vlan <vlan> | bridge-domain <bdid> ] [ detail ] [ __readonly__ [ <totaloif>
] [ TABLE_vlan <vlan-id> <count> [ TABLE_mac <mac-addr> [ TABLE_oif <oifs> ] ] ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

IGMP Snooping static mac oif informationmac-oif

(Optional) Display VLAN informationvlan

(Optional) Specify VLANvlan

(Optional) Display BD informationbridge-domain

(Optional) Specify BDbdid

(Optional) static mac oif detail, M2RIB oif infodetail

(Optional)__readonly__

(Optional)totaloif

(Optional)TABLE_vlan

(Optional)vlan-id

(Optional)count

(Optional)TABLE_mac

(Optional)mac-addr

(Optional)TABLE_oif

(Optional)oifs

Command Mode

• /exec
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show ip igmp snooping mrouter
show ip igmp snooping mrouter [ otv ] [ vlan <vlan> | bridge-domain <bdid> ] [ detail ] [ __readonly__
TABLE_vlan <vlan-id> TABLE_intf <if-name> <static> <dynamic> <vpc> <fabricpath-core-port>
<co-learned> <user-configured> <learnt-by-peer> <uptime> <expires> <internal> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Display multicast routers detectedmrouter

(Optional) IGMP Snooping OTV informationotv

(Optional) Display VLAN multicast router informationvlan

(Optional) Specify VLANvlan

(Optional) Display BD multicast router informationbridge-domain

(Optional) Specify BDbdid

(Optional) Display detailed mrouter informationdetail

(Optional)__readonly__

(Optional)TABLE_vlan

(Optional)vlan-id

(Optional)TABLE_intf

(Optional)if-name

(Optional)uptime

(Optional)expires

(Optional)static

(Optional)dynamic

(Optional)internal

(Optional)vpc

(Optional)fabricpath-core-port

(Optional)co-learned
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(Optional)user-configured

(Optional)learnt-by-peer

Command Mode

• /exec
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show ip igmp snooping pw vlan brief
show ip igmp snooping pw vlan brief [ __readonly__ <vlan-id> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

IGMP Snooping PW informationpw

Display VLAN/BD informationvlan

Brief outputbrief

(Optional)__readonly__

(Optional)vlan-id

Command Mode

• /exec
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show ip igmp snooping querier
show ip igmp snooping querier [ vlan <vlan> | bridge-domain <bdid> ] [ detail ] [ __readonly__ [ TABLE_vlan
<vlan-id> <qa> <qv> [ <expires> ] <qiod> <qname> <int> [ <last_member_query_count> ] [
<config_last_member_query_count> ] [ <snooping_version> ] [ <config_qv> ] [ <robust> ] [ <config_robust>
] [ <startup_query_count> ] [ <config_startup_query_count> ] [ <startup_query_interval> ] [
<config_startup_query_interval> ] [ <mbr_query_interval> ] [ <config_mbr_query_interval> ] [
<snooping_query_intvl> ] [ <config_snooping_query_intvl> ] [ <gquery_response_time> ] [
<config_gquery_response_time> ] [ <querier_timeout> ] [ <querier_timeout_flag> ] ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Display snooping querier informationquerier

(Optional) Display VLAN IGMP snooping querier informationvlan

(Optional) Specify VLANvlan

(Optional) Display BD IGMP snooping querier informationbridge-domain

(Optional) Specify BDbdid

(Optional) Display detailed informationdetail

(Optional)__readonly__

(Optional)TABLE_vlan

(Optional)vlan-id

(Optional)qa

(Optional)expires

(Optional)qv

(Optional)qiod

(Optional)qname

(Optional)int

(Optional)last_member_query_count

(Optional)config_last_member_query_count

(Optional)snooping_version
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(Optional)config_qv

(Optional)robust

(Optional)config_robust

(Optional)startup_query_count

(Optional)config_startup_query_count

(Optional)startup_query_interval

(Optional)config_startup_query_interval

(Optional)mbr_query_interval

(Optional)config_mbr_query_interval

(Optional)snooping_query_intvl

(Optional)config_snooping_query_intvl

(Optional)gquery_response_time

(Optional)config_gquery_response_time

(Optional)querier_timeout

(Optional)querier_timeout_flag

Command Mode

• /exec
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show ip igmp snooping report statistics
show ip igmp snooping { report-policy | access-group } statistics [ vlan <vlan> ] [ __readonly__ [
TABLE_vlanid { <vlan-id> <rpm-type> <policy-name> } ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

IGMP Report Policyreport-policy

IGMP access-groupaccess-group

Policy statisticsstatistics

(Optional) Display VLAN IGMP snooping policy statistics informationvlan

(Optional) Specify VLANvlan

(Optional)__readonly__

(Optional)TABLE_vlanid

(Optional)vlan-id

(Optional)rpm-type

(Optional)policy-name

Command Mode

• /exec
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show ip igmp snooping snmp mib adminMode
show ip igmp snooping snmp mib adminMode [ __readonly__ <cisAdminMode> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Show SNMPsnmp

Show MIB tablemib

Indicates the administrative snooping mode of IGMP Snooping featureadminMode

(Optional) Read Only__readonly__

(Optional) mib object cisAdminModecisAdminMode

Command Mode

• /exec
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show ip igmp snooping snmp mib aliasingMode
show ip igmp snooping snmp mib aliasingMode [ __readonly__ <cisAddressAliasingMode> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Show SNMPsnmp

Show MIB tablemib

Indicates the current IGMP Address Aliasing Mode of the devicealiasingMode

(Optional) Read Only__readonly__

(Optional) mib object cisAddressAliasingModecisAddressAliasingMode

Command Mode

• /exec
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show ip igmp snooping snmp mib
cisV3ProcessEnableOperStatus

show ip igmp snooping snmp mib cisV3ProcessEnableOperStatus [ __readonly__
<cisV3ProcessEnabledOperStatus> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Show SNMPsnmp

Show MIB tablemib

Indicates the current operational status of IGMP v3 processing in the
system

cisV3ProcessEnableOperStatus

(Optional) Read Only__readonly__

(Optional) mib object cisV3ProcessEnabledOperStatuscisV3ProcessEnabledOperStatus

Command Mode

• /exec
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show ip igmp snooping snmp mib explicitTrackingTable
show ip igmp snooping snmp mib explicitTrackingTable [ vlan <cisVlanIndex-in> ] [ __readonly__
TABLE_cisVlanExplicitTrackingTable <cisVlanIndex-out> <cisVlanExplicitTrackingEnabled>
<cisVlanExplicitTrackingLimit> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Show SNMPsnmp

Show MIB tablemib

Show mib table cisVlanExplicitTrackingTableexplicitTrackingTable

(Optional) DisplayVLAN/BD IGMP snoopingmembership informationvlan

(Optional) Specify VLAN/BDcisVlanIndex-in

(Optional)__readonly__

(Optional)TABLE_cisVlanExplicitTrackingTable

(Optional) mib table index cisVlanIndexcisVlanIndex-out

(Optional) mib object cisVlanExplicitTrackingEnabledcisVlanExplicitTrackingEnabled

(Optional) mib object cisVlanExplicitTrackingLimitcisVlanExplicitTrackingLimit

Command Mode

• /exec
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show ip igmp snooping snmp mib fallBackTime
show ip igmp snooping snmp mib fallBackTime [ __readonly__ <cisFallbackTime> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Show SNMPsnmp

Show MIB tablemib

Indicates the time the IGMP address aliasing mode is fallbackfallBackTime

(Optional) Read Only__readonly__

(Optional) mib object cisFallbackTimecisFallbackTime

Command Mode

• /exec
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show ip igmp snooping snmp mib fastBlockEnabled
show ip igmp snooping snmp mib fastBlockEnabled [ __readonly__ <cisFastBlockEnabled> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Show SNMPsnmp

Show MIB tablemib

Indicates whether Fast-Blockmechanism has been enabled for the systemfastBlockEnabled

(Optional) Read Only__readonly__

(Optional) mib object cisFastBlockEnabledcisFastBlockEnabled

Command Mode

• /exec
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show ip igmp snooping snmp mib fastleaveenabled
show ip igmp snooping snmp mib fastleaveenabled [ __readonly__ <cisFastLeaveEnabled> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Show SNMPsnmp

Show MIB tablemib

Check if fastleave is enabledfastleaveenabled

(Optional) Read Only__readonly__

(Optional) mib object cisFastLeaveEnabledcisFastLeaveEnabled

Command Mode

• /exec
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show ip igmp snooping snmp mib filterStatsTable
show ip igmp snooping snmpmib filterStatsTable [ interface <ifIndex-in> vlan <cisFilterStatsVlanNumber-in>
] [ __readonly__ TABLE_cisFilterStatsTable <ifIndex-out> <cisFilterStatsVlanNumber-out>
<cisFilterAccessGroupDenied> <cisFilterLimitDenied> <cisFilterTotalLimitDenied>
<cisFilterMinVersionDenied> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Show SNMPsnmp

Show MIB tablemib

Display VLAN/BD Filter GroupfilterStatsTable

(Optional) Display interfaceinterface

(Optional) Interface IndexifIndex-in

(Optional) Display Interface access group VLAN/BD informationvlan

(Optional) Specify VLAN/BDcisFilterStatsVlanNumber-in

(Optional)__readonly__

(Optional)TABLE_cisFilterStatsTable

(Optional) mib table index ifIndexifIndex-out

(Optional) mib table index cisFilterStatsVlanNumbercisFilterStatsVlanNumber-out

(Optional) mib object cisFilterAccessGroupDeniedcisFilterAccessGroupDenied

(Optional) mib object cisFilterLimitDeniedcisFilterLimitDenied

(Optional) mib object cisFilterTotalLimitDeniedcisFilterTotalLimitDenied

(Optional) mib object cisFilterMinVersionDeniedcisFilterMinVersionDenied

Command Mode

• /exec
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show ip igmp snooping snmp mib ifAccessGroupTable
show ip igmp snooping snmpmib ifAccessGroupTable [ interface <ifIndex-in> vlan <cisIfAccessGroupVlan-in>
] [ __readonly__ TABLE_cisIfAccessGroupTable <ifIndex-out> <cisIfAccessGroupVlan-out>
<cisIfAccessGroupsChannelsAllowed> <cisIfAccessGroupStorageType> <cisIfAccessGroupRowStatus> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Show SNMPsnmp

Show MIB tablemib

Display interface access groupifAccessGroupTable

(Optional) Display interfaceinterface

(Optional) Interface IndexifIndex-in

(Optional) Display Interface access group VLAN/BD informationvlan

(Optional) Specify VLAN/BDcisIfAccessGroupVlan-in

(Optional)__readonly__

(Optional)TABLE_cisIfAccessGroupTable

(Optional) mib table index ifIndexifIndex-out

(Optional) mib table index cisIfAccessGroupVlancisIfAccessGroupVlan-out

(Optional) mib object cisIfAccessGroupsChannelsAllowedcisIfAccessGroupsChannelsAllowed

(Optional) mib object cisIfAccessGroupStorageTypecisIfAccessGroupStorageType

(Optional) mib object cisIfAccessGroupRowStatuscisIfAccessGroupRowStatus

Command Mode

• /exec
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show ip igmp snooping snmp mib ifConfigTable
show ip igmp snooping snmp mib ifConfigTable [ interface <ifIndex-in> ] [ __readonly__
TABLE_cisIfConfigTable <ifIndex-out> <cisIfTopoChangeFloodEnabled> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Show SNMPsnmp

Show MIB tablemib

Display interface configurationifConfigTable

(Optional) Display interfaceinterface

(Optional) Interface IndexifIndex-in

(Optional)__readonly__

(Optional)TABLE_cisIfConfigTable

(Optional) mib table index ifIndexifIndex-out

(Optional) mib object cisIfTopoChangeFloodEnabledcisIfTopoChangeFloodEnabled

Command Mode

• /exec
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show ip igmp snooping snmp mib ifLimitTable
show ip igmp snooping snmp mib ifLimitTable [ interface <ifIndex-in> vlan <cisIfLimitVlanNumber-in> ]
[ __readonly__ TABLE_cisIfLimitTable <ifIndex-out> <cisIfLimitVlanNumber-out> <cisIfLimitMax>
<cisIfLimitExcludeAccessGrp> <cisIfLimitStorageType> <cisIfLimitRowStatus> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Show SNMPsnmp

Show MIB tablemib

Display interface configurationifLimitTable

(Optional) Display interfaceinterface

(Optional) Interface IndexifIndex-in

(Optional) Display Interface Limit VLAN/BD informaitionvlan

(Optional) Specify VLAN/BDcisIfLimitVlanNumber-in

(Optional)__readonly__

(Optional)TABLE_cisIfLimitTable

(Optional) mib table index ifIndexifIndex-out

(Optional) mib table index cisIfLimitVlanNumbercisIfLimitVlanNumber-out

(Optional) mib object cisIfLimitMaxcisIfLimitMax

(Optional) mib object cisIfLimitExcludeAccessGrpcisIfLimitExcludeAccessGrp

(Optional) mib object cisIfLimitStorageTypecisIfLimitStorageType

(Optional) mib object cisIfLimitRowStatuscisIfLimitRowStatus

Command Mode

• /exec
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show ip igmp snooping snmp mib ifLimitTotalTable
show ip igmp snooping snmp mib ifLimitTotalTable [ interface <ifIndex-in> ] [ __readonly__
TABLE_cisIfLimitTotalTable <ifIndex-out> <cisIfLimitTotalLimitMax> <cisIfLimitTotalExcludeAccessGrp>
<cisIfLimitTotalStorageType> <cisIfLimitTotalRowStatus> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Show SNMPsnmp

Show MIB tablemib

Display interface configurationifLimitTotalTable

(Optional) Display interfaceinterface

(Optional) Interface IndexifIndex-in

(Optional)__readonly__

(Optional)TABLE_cisIfLimitTotalTable

(Optional) mib table index ifIndexifIndex-out

(Optional) mib object cisIfLimitTotalLimitMaxcisIfLimitTotalLimitMax

(Optional) mib object cisIfLimitTotalExcludeAccessGrpcisIfLimitTotalExcludeAccessGrp

(Optional) mib object cisIfLimitTotalStorageTypecisIfLimitTotalStorageType

(Optional) mib object cisIfLimitTotalRowStatuscisIfLimitTotalRowStatus

Command Mode

• /exec
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show ip igmp snooping snmp mib igmpsnoopingenabled
show ip igmp snooping snmp mib igmpsnoopingenabled [ __readonly__ <cisIgmpSnoopingEnabled> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Show SNMPsnmp

Show MIB tablemib

Check if IGMP snooping is enabledigmpsnoopingenabled

(Optional) Read Only__readonly__

(Optional) mib object cisIgmpSnoopingEnabledcisIgmpSnoopingEnabled

Command Mode

• /exec
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show ip igmp snooping snmp mib iterfaceStatsTable
show ip igmp snooping snmp mib iterfaceStatsTable [ interface <ifIndex-in> ] [ __readonly__
TABLE_cisInterfaceStatsTable <ifIndex-out> <cisTxGeneralQueries> <cisTxGroupSpecificQueries>
<cisTxReports> <cisTxLeaves> <cisRxGeneralQueries> <cisRxGroupSpecificQueries> <cisRxReports>
<cisRxLeaves> <cisRxValidPackets> <cisRxInvalidPackets> <cisRxOtherPackets>
<cisRxMACGeneralQueries> <cisRxTopoNotifications> <cisV3Allows> <cisV3Blocks> <cisV3IsIncluded>
<cisV3IsExcluded> <cisV3ToIncluded> <cisV3ToExcluded> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Show SNMPsnmp

Show MIB tablemib

Display interface statsiterfaceStatsTable

(Optional) Display interface informationinterface

(Optional) Interface IndexifIndex-in

(Optional)__readonly__

(Optional)TABLE_cisInterfaceStatsTable

(Optional) mib table index ifIndexifIndex-out

(Optional) mib object cisTxGeneralQueriescisTxGeneralQueries

(Optional) mib object cisTxGroupSpecificQueriescisTxGroupSpecificQueries

(Optional) mib object cisTxReportscisTxReports

(Optional) mib object cisTxLeavescisTxLeaves

(Optional) mib object cisRxGeneralQueriescisRxGeneralQueries

(Optional) mib object cisRxGroupSpecificQueriescisRxGroupSpecificQueries

(Optional) mib object cisRxReportscisRxReports

(Optional) mib object cisRxLeavescisRxLeaves

(Optional) mib object cisRxValidPacketscisRxValidPackets

(Optional) mib object cisRxInvalidPacketscisRxInvalidPackets
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(Optional) mib object cisRxOtherPacketscisRxOtherPackets

(Optional) mib object cisRxMACGeneralQueriescisRxMACGeneralQueries

(Optional) mib object cisRxTopoNotificationscisRxTopoNotifications

(Optional) mib object cisV3AllowscisV3Allows

(Optional) mib object cisV3BlockscisV3Blocks

(Optional) mib object cisV3IsIncludedcisV3IsIncluded

(Optional) mib object cisV3IsExcludedcisV3IsExcluded

(Optional) mib object cisV3ToIncludedcisV3ToIncluded

(Optional) mib object cisV3ToExcludedcisV3ToExcluded

Command Mode

• /exec
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show ip igmp snooping snmp mib lastMemeberQueryCount
show ip igmp snooping snmp mib lastMemeberQueryCount [ __readonly__ <cisLastMemberQueryCount>
]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Show SNMPsnmp

Show MIB tablemib

Specifies the Last Member Query Count value of this devicelastMemeberQueryCount

(Optional) Read Only__readonly__

(Optional) mib object cisLastMemberQueryCountcisLastMemberQueryCount

Command Mode

• /exec
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show ip igmp snooping snmp mib lastMemeberQueryInterval
show ip igmp snooping snmpmib lastMemeberQueryInterval [ __readonly__ <cisLastMemberQueryInterval>
]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Show SNMPsnmp

Show MIB tablemib

Specifies the IGMP Last Member Query Interval of this devicelastMemeberQueryInterval

(Optional) Read Only__readonly__

(Optional) mib object cisLastMemberQueryIntervalcisLastMemberQueryInterval

Command Mode

• /exec
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show ip igmp snooping snmp mib leaveQueryType
show ip igmp snooping snmp mib leaveQueryType [ __readonly__ <cisLeaveQueryType> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Show SNMPsnmp

Show MIB tablemib

Indicates type of leave queryleaveQueryType

(Optional) Read Only__readonly__

(Optional) mib object cisLeaveQueryTypecisLeaveQueryType

Command Mode

• /exec
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show ip igmp snooping snmp mib mcastGroupTable
show ip igmp snooping snmp mib mcastGroupTable [ vlan <cisMcastGroupVlanIndex-in>
<cisMcastGroupAddressType-in> <cisMcastGroupAddress-in> ] [ __readonly__ TABLE_cisMcastGroupTable
<cisMcastGroupVlanIndex-out> <cisMcastGroupAddressType-out> <cisMcastGroupAddress-out>
<cisMcastGroupFilterMode> <cisMcastGroupIgmpVersion> <cisMcastGroupIncludeHostCount>
<cisMcastGroupExcludeHostCount> <cisMcastGroupPortList> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Show SNMPsnmp

Show MIB tablemib

Show mib table cisMcastGroupTablemcastGroupTable

(Optional) DisplayVLAN/BD IGMP snoopingmembership informationvlan

(Optional) Specify VLAN/BDcisMcastGroupVlanIndex-in

(Optional) Address typecisMcastGroupAddressType-in

(Optional) Group addresscisMcastGroupAddress-in

(Optional)__readonly__

(Optional)TABLE_cisMcastGroupTable

(Optional) mib table index cisMcastGroupVlanIndexcisMcastGroupVlanIndex-out

(Optional) mib table index cisMcastGroupAddressTypecisMcastGroupAddressType-out

(Optional) mib table index cisMcastGroupAddresscisMcastGroupAddress-out

(Optional) mib object cisMcastGroupFilterModecisMcastGroupFilterMode

(Optional) mib object cisMcastGroupIgmpVersioncisMcastGroupIgmpVersion

(Optional) mib object cisMcastGroupIncludeHostCountcisMcastGroupIncludeHostCount

(Optional) mib object cisMcastGroupExcludeHostCountcisMcastGroupExcludeHostCount

(Optional) mib object cisMcastGroupPortListcisMcastGroupPortList

Command Mode

• /exec
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show ip igmp snooping snmp mib mcastRouterCfgTable
show ip igmp snooping snmp mib mcastRouterCfgTable [ interface <ifIndex-in> vlan
<cisMcastRouterVlanIndex-in> ] [ __readonly__ TABLE_cisMcastRouterCfgTable <ifIndex-out>
<cisMcastRouterVlanIndex-out> <cisMcastRouterType> <cisMcastRouterRowStatus> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Show SNMPsnmp

Show MIB tablemib

show mib table cisMcastRouterCfgTablemcastRouterCfgTable

(Optional) Display Mcast Router Interface Informationinterface

(Optional) Specify the Mcast router interfaceifIndex-in

(Optional) DisplayVLAN/BD IGMP snoopingmembership informationvlan

(Optional) Specify VLAN/BDcisMcastRouterVlanIndex-in

(Optional)__readonly__

(Optional)TABLE_cisMcastRouterCfgTable

(Optional) mib table index ifIndexifIndex-out

(Optional) mib table index cisMcastRouterVlanIndexcisMcastRouterVlanIndex-out

(Optional) mib object cisMcastRouterTypecisMcastRouterType

(Optional) mib object cisMcastRouterRowStatuscisMcastRouterRowStatus

Command Mode

• /exec
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show ip igmp snooping snmp mib mcastRouterConfigTable
show ip igmp snooping snmp mib mcastRouterConfigTable [ vlan <cisMcastRouterConfigVlanIndex-in>
interface <ifIndex-in> ] [ __readonly__ TABLE_cisMcastRouterConfigTable <ifIndex-out>
<cisMcastRouterConfigVlanIndex-out> <cisMcastRouterConfigRouterType>
<cisMcastRouterConfigStorageType> <cisMcastRouterConfigRowStatus> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Show SNMPsnmp

Show MIB tablemib

show mib table cisMcastRouterConfigTablemcastRouterConfigTable

(Optional) DisplayVLAN/BD IGMP snoopingmembership informationvlan

(Optional) Specify VLAN/BDcisMcastRouterConfigVlanIndex-in

(Optional) Display Mcast Router Interface Informationinterface

(Optional) Specify the Mcast router interface indexifIndex-in

(Optional)__readonly__

(Optional)TABLE_cisMcastRouterConfigTable

(Optional) mib table index cisMcastRouterConfigVlanIndexcisMcastRouterConfigVlanIndex-out

(Optional) mib table index ifIndexifIndex-out

(Optional) mib object cisMcastRouterConfigRouterTypecisMcastRouterConfigRouterType

(Optional) mib object cisMcastRouterConfigStorageTypecisMcastRouterConfigStorageType

(Optional) mib object cisMcastRouterConfigRowStatuscisMcastRouterConfigRowStatus

Command Mode

• /exec
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show ip igmp snooping snmp mib multicastGroupConfigTable
show ip igmp snooping snmpmib multicastGroupConfigTable [ vlan <cisMulticastGroupConfVlanIndex-in>
<cisMulticastGroupConfCeVlanIndex-in> <cisMulticastGroupConfAddressType-in>
<cisMulticastGroupConfAddress-in> <cisMulticastGroupConfSourceAddress-in>
<cisMulticastGroupConfPortRange-in> ] [ __readonly__ TABLE_cisMulticastGroupConfigTable
<cisMulticastGroupConfVlanIndex-out> <cisMulticastGroupConfCeVlanIndex-out>
<cisMulticastGroupConfAddressType-out> <cisMulticastGroupConfAddress-out>
<cisMulticastGroupConfSourceAddress-out> <cisMulticastGroupConfPortRange-out>
<cisMulticastGroupConfPortList><cisMulticastGroupConfStorageType> <cisMulticastGroupConfRowStatus>
]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Show SNMPsnmp

Show MIB tablemib

show mib table cisMulticastGroupConfigTablemulticastGroupConfigTable

(Optional) DisplayVLAN/BD IGMP snoopingmembership informationvlan

(Optional) Specify VLAN/BDcisMulticastGroupConfVlanIndex-in

(Optional) Specify consumer edge VLAN/BDcisMulticastGroupConfCeVlanIndex-in

(Optional) Group Address TypecisMulticastGroupConfAddressType-in

(Optional) Group addresscisMulticastGroupConfAddress-in

(Optional) source addresscisMulticastGroupConfSourceAddress-in

(Optional) port RangecisMulticastGroupConfPortRange-in

(Optional)__readonly__

(Optional)TABLE_cisMulticastGroupConfigTable

(Optional) mib table index cisMulticastGroupConfVlanIndexcisMulticastGroupConfVlanIndex-out

(Optional) mib table index cisMulticastGroupConfCeVlanIndexcisMulticastGroupConfCeVlanIndex-out

(Optional) mib table index cisMulticastGroupConfAddressTypecisMulticastGroupConfAddressType-out

(Optional) mib table index cisMulticastGroupConfAddresscisMulticastGroupConfAddress-out

(Optional) mib table index cisMulticastGroupConfSourceAddresscisMulticastGroupConfSourceAddress-out
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(Optional) mib table index cisMulticastGroupConfPortRangecisMulticastGroupConfPortRange-out

(Optional) mib object cisMulticastGroupConfPortListcisMulticastGroupConfPortList

(Optional) mib object cisMulticastGroupConfStorageTypecisMulticastGroupConfStorageType

(Optional) mib object index cisMulticastGroupConfRowStatuscisMulticastGroupConfRowStatus

Command Mode

• /exec
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show ip igmp snooping snmp mib multicastGroupPortListTable
show ip igmp snooping snmp mib multicastGroupPortListTable [ vlan <cisMulticastGroupVlanIndex-in>
<cisMulticastGroupCeVlanIndex-in> <cisMulticastGroupAddressType-in> <cisMulticastGroupAddress-in>
<cisMulticastGroupSourceAddress-in> <cisMulticastGroupPortRangeIndex-in> ] [ __readonly__
TABLE_cisMulticastGroupPortListTable <cisMulticastGroupVlanIndex-out>
<cisMulticastGroupCeVlanIndex-out><cisMulticastGroupAddressType-out> <cisMulticastGroupAddress-out>
<cisMulticastGroupSourceAddress-out><cisMulticastGroupPortRangeIndex-out><cisMulticastGroupPortList>
]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Show SNMPsnmp

Show MIB tablemib

show mib table multicastGroupPortListTablemulticastGroupPortListTable

(Optional) DisplayVLAN/BD IGMP snoopingmembership informationvlan

(Optional) Specify VLAN/BDcisMulticastGroupVlanIndex-in

(Optional) Specify consumer edge VLAN/BDcisMulticastGroupCeVlanIndex-in

(Optional) Group Address TypecisMulticastGroupAddressType-in

(Optional) Group addresscisMulticastGroupAddress-in

(Optional) source addresscisMulticastGroupSourceAddress-in

(Optional) port Range IndexcisMulticastGroupPortRangeIndex-in

(Optional)__readonly__

(Optional)TABLE_cisMulticastGroupPortListTable

(Optional) mib table index cisMulticastGroupVlanIndexcisMulticastGroupVlanIndex-out

(Optional) mib table index cisMulticastGroupCeVlanIndexcisMulticastGroupCeVlanIndex-out

(Optional) mib table index cisMulticastGroupAddressTypecisMulticastGroupAddressType-out

(Optional) mib table index cisMulticastGroupAddresscisMulticastGroupAddress-out

(Optional) mib table index cisMulticastGroupSourceAddresscisMulticastGroupSourceAddress-out

(Optional) mib table index cisMulticastGroupPortRangeIndexcisMulticastGroupPortRangeIndex-out
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(Optional) mib object cisMulticastGroupPortListcisMulticastGroupPortList

Command Mode

• /exec
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show ip igmp snooping snmp mib multicastGroupTable
show ip igmp snooping snmp mib multicastGroupTable [ vlan <cisMulticastGroupVlanIndex-in>
<cisMulticastGroupCeVlanIndex-in> <cisMulticastGroupAddressType-in> <cisMulticastGroupAddress-in>
<cisMulticastGroupSourceAddress-in> ] [ __readonly__ TABLE_cisMulticastGroupTable
<cisMulticastGroupVlanIndex-out> <cisMulticastGroupCeVlanIndex-out>
<cisMulticastGroupAddressType-out> <cisMulticastGroupAddress-out>
<cisMulticastGroupSourceAddress-out> <cisMulticastGroupGroupType> <cisMulticastGroupIgmpVersion>
<cisMulticastGroupSourceUpTime> <cisMulticastGroupSourceExpires> <cisMulticastGroupInclHostCount>
<cisMulticastGroupExclHostCount> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Show SNMPsnmp

Show MIB tablemib

show mib table multicastGroupTablemulticastGroupTable

(Optional) DisplayVLAN/BD IGMP snoopingmembership informationvlan

(Optional) Specify VLAN/BDcisMulticastGroupVlanIndex-in

(Optional) Specify consumer edge VLAN/BDcisMulticastGroupCeVlanIndex-in

(Optional) Group Address TypecisMulticastGroupAddressType-in

(Optional) Group addresscisMulticastGroupAddress-in

(Optional) Source addresscisMulticastGroupSourceAddress-in

(Optional)__readonly__

(Optional)TABLE_cisMulticastGroupTable

(Optional) mib table index cisMulticastGroupVlanIndexcisMulticastGroupVlanIndex-out

(Optional) mib table index cisMulticastGroupCeVlanIndexcisMulticastGroupCeVlanIndex-out

(Optional) mib table index cisMulticastGroupAddressTypecisMulticastGroupAddressType-out

(Optional) mib table index cisMulticastGroupAddresscisMulticastGroupAddress-out

(Optional) mib table index cisMulticastGroupSourceAddresscisMulticastGroupSourceAddress-out

(Optional) mib object cisMulticastGroupGroupTypecisMulticastGroupGroupType
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(Optional) mib object cisMulticastGroupIgmpVersioncisMulticastGroupIgmpVersion

(Optional) mib object cisMulticastGroupSourceUpTimecisMulticastGroupSourceUpTime

(Optional) mib object cisMulticastGroupSourceExpirescisMulticastGroupSourceExpires

(Optional) mib object cisMulticastGroupInclHostCountcisMulticastGroupInclHostCount

(Optional) mib object cisMulticastGroupExclHostCountcisMulticastGroupExclHostCount

Command Mode

• /exec
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show ip igmp snooping snmp mib operMode
show ip igmp snooping snmp mib operMode [ __readonly__ <cisOperMode> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Show SNMPsnmp

Show MIB tablemib

Indicates the operational snooping mode of the deviceoperMode

(Optional) Read Only__readonly__

(Optional) mib object cisOperModecisOperMode

Command Mode

• /exec
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show ip igmp snooping snmp mib querierTable
show ip igmp snooping snmp mib querierTable [ vlan <cisIgmpQuerierVlanIndex-in> ] [ __readonly__
TABLE_cisIgmpQuerierTable <cisIgmpQuerierVlanIndex-out> <cisIgmpQuerierEnabled>
<cisIgmpQuerierState> <cisIgmpQuerierVersion> <cisIgmpQuerierAddressType> <cisIgmpQuerierAddress>
<cisIgmpQuerierInterface> <cisIgmpQuerierTcnQueryCount> <cisIgmpQuerierTcnQueryInterval>
<cisIgmpQuerierTimerExpiry> <cisIgmpQuerierMaxResponseTime> <cisIgmpQuerierQueryInterval>
<cisIgmpQuerierAdminAddressType> <cisIgmpQuerierAdminAddress> <cisIgmpQuerierAdminVersion>
<cisIgmpQuerierTcnQueryPending> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Show SNMPsnmp

Show MIB tablemib

Show mib table cisIgmpQuerierTablequerierTable

(Optional) DisplayVLAN/BD IGMP snoopingmembership informationvlan

(Optional) Specify VLAN/BDcisIgmpQuerierVlanIndex-in

(Optional)__readonly__

(Optional)TABLE_cisIgmpQuerierTable

(Optional) mib table index cisIgmpQuerierVlanIndexcisIgmpQuerierVlanIndex-out

(Optional) mib object cisIgmpQuerierEnabledcisIgmpQuerierEnabled

(Optional) mib object cisIgmpQuerierStatecisIgmpQuerierState

(Optional) mib object cisIgmpQuerierVersioncisIgmpQuerierVersion

(Optional) mib object cisIgmpQuerierAddressTypecisIgmpQuerierAddressType

(Optional) mib object cisIgmpQuerierAddresscisIgmpQuerierAddress

(Optional) mib object cisIgmpQuerierInterfacecisIgmpQuerierInterface

(Optional) mib object cisIgmpQuerierTcnQueryCountcisIgmpQuerierTcnQueryCount

(Optional) mib object cisIgmpQuerierTcnQueryIntervalcisIgmpQuerierTcnQueryInterval

(Optional) mib object cisIgmpQuerierTimerExpirycisIgmpQuerierTimerExpiry

(Optional) mib object cisIgmpQuerierMaxResponseTimecisIgmpQuerierMaxResponseTime
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(Optional) mib object cisIgmpQuerierQueryIntervalcisIgmpQuerierQueryInterval

(Optional) mib object cisIgmpQuerierAdminAddressTypecisIgmpQuerierAdminAddressType

(Optional) mib object cisIgmpQuerierAdminAddresscisIgmpQuerierAdminAddress

(Optional) mib object cisIgmpQuerierAdminVersioncisIgmpQuerierAdminVersion

(Optional) mib object cisIgmpQuerierTcnQueryPendingcisIgmpQuerierTcnQueryPending

Command Mode

• /exec
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show ip igmp snooping snmp mib reportsuppressionenabled
show ip igmp snooping snmpmib reportsuppressionenabled [ __readonly__ <cisReportSuppressionEnabled>
]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Show SNMPsnmp

Show MIB tablemib

Check if reportsuppression is enabledreportsuppressionenabled

(Optional) Read Only__readonly__

(Optional) mib object cisReportSuppressionEnabledcisReportSuppressionEnabled

Command Mode

• /exec
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show ip igmp snooping snmp mib robustnessVariable
show ip igmp snooping snmp mib robustnessVariable [ __readonly__ <cisRobustnessVariable> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Show SNMPsnmp

Show MIB tablemib

Specifies the Robustness Variable of this devicerobustnessVariable

(Optional) Read Only__readonly__

(Optional) mib object cisRobustnessVariablecisRobustnessVariable

Command Mode

• /exec
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show ip igmp snooping snmp mib routerAlertCheckEnabled
show ip igmp snooping snmp mib routerAlertCheckEnabled [ __readonly__ <cisLastMemberQueryCount>
]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Show SNMPsnmp

Show MIB tablemib

Specifies whether checking of Router-Alert option is enabled for IGMP
traffic in the system

routerAlertCheckEnabled

(Optional) Read Only__readonly__

(Optional) mib object cisLastMemberQueryCountcisLastMemberQueryCount

Command Mode

• /exec
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show ip igmp snooping snmp mib sourceOnlyEntryAgingTime
show ip igmp snooping snmp mib sourceOnlyEntryAgingTime [ __readonly__
<cisSourceOnlyEntryAgingTime> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Show SNMPsnmp

Show MIB tablemib

Specifies the aging time in seconds for Source Only multicast entriessourceOnlyEntryAgingTime

(Optional) Read Only__readonly__

(Optional) mib object cisSourceOnlyEntryAgingTimecisSourceOnlyEntryAgingTime

Command Mode

• /exec
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show ip igmp snooping snmp mib sourceOnlyLearningEnabled
show ip igmp snooping snmp mib sourceOnlyLearningEnabled [ __readonly__
<cisSourceOnlyLearningEnabled> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Show SNMPsnmp

Show MIB tablemib

Specifies whether Source Only multicast entries are learned by IGMP
Snooping or not

sourceOnlyLearningEnabled

(Optional) Read Only__readonly__

(Optional) mib object cisSourceOnlyLearningEnabledcisSourceOnlyLearningEnabled

Command Mode

• /exec
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show ip igmp snooping snmp mib tcnFloodQueryCount
show ip igmp snooping snmp mib tcnFloodQueryCount [ __readonly__ <cisTopoChangeFloodQueryCount>
]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Show SNMPsnmp

Show MIB tablemib

Specifies the flooding period for multicast traffic upon receiving
Topology Change Notifications

tcnFloodQueryCount

(Optional) Read Only__readonly__

(Optional) mib object cisTopoChangeFloodQueryCountcisTopoChangeFloodQueryCount

Command Mode

• /exec
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show ip igmp snooping snmp mib timeToLiveCheckEnabled
show ip igmp snooping snmpmib timeToLiveCheckEnabled [ __readonly__ <cisTimeToLiveCheckEnabled>
]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Show SNMPsnmp

Show MIB tablemib

Specifies whether Time-To-Live (TTL) check is enabled when
processing IGMP packets in the system

timeToLiveCheckEnabled

(Optional) Read Only__readonly__

(Optional) mib object cisTimeToLiveCheckEnabledcisTimeToLiveCheckEnabled

Command Mode

• /exec
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show ip igmp snooping snmp mib
topoChanageQuerySolicitEnabled

show ip igmp snooping snmp mib topoChanageQuerySolicitEnabled [ __readonly__
<cisTopoChangeQuerySolicitEnabled> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Show SNMPsnmp

Show MIB tablemib

Specifies whether the device running IGMP Snooping will solicit IGMP
General Queries from the Querier upon receiving a TCN

topoChanageQuerySolicitEnabled

(Optional) Read Only__readonly__

(Optional) mib object cisTopoChangeQuerySolicitEnabledcisTopoChangeQuerySolicitEnabled

Command Mode

• /exec
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show ip igmp snooping snmp mib
v3ProcessEnabledAdminStatus

show ip igmp snooping snmp mib v3ProcessEnabledAdminStatus [ __readonly__
<cisV3ProcessEnabledAdminStatus> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Show SNMPsnmp

Show MIB tablemib

Indicates the administrative status of IGMP v3 processing in the systemv3ProcessEnabledAdminStatus

(Optional) Read Only__readonly__

(Optional) mib object cisV3ProcessEnabledAdminStatuscisV3ProcessEnabledAdminStatus

Command Mode

• /exec
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show ip igmp snooping snmp mib v3SnoopingSupport
show ip igmp snooping snmp mib v3SnoopingSupport [ __readonly__ <cisV3SnoopingSupport> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Show SNMPsnmp

Show MIB tablemib

Indicates IGMP Snooping support for IGMPv3v3SnoopingSupport

(Optional) Read Only__readonly__

(Optional) mib object cisV3SnoopingSupportcisV3SnoopingSupport

Command Mode

• /exec
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show ip igmp snooping snmp mib vlanFilterConfigTable
show ip igmp snooping snmp mib vlanFilterConfigTable [ vlan <cisVlanIndex-in> ] [ __readonly__
TABLE_cisVlanFilterConfigTable <cisVlanIndex-out> <cisVlanFilterAccessGroup><cisVlanFilterLimitMax>
<cisVlanFilterLimitExclAccessGrp> <cisVlanFilterMinVersionAllowed> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Show SNMPsnmp

Show MIB tablemib

Display VLAN/BD Filter GroupvlanFilterConfigTable

(Optional) Display Interface access group VLAN/BD informationvlan

(Optional) Specify VLAN/BDcisVlanIndex-in

(Optional)__readonly__

(Optional)TABLE_cisVlanFilterConfigTable

(Optional) mib talbe index cisVlanIndex>cisVlanIndex-out

(Optional) mib table index cisVlanFilterAccessGroupcisVlanFilterAccessGroup

(Optional) mib object cisVlanFilterLimitMaxcisVlanFilterLimitMax

(Optional) mib object cisVlanFilterLimitExclAccessGrpcisVlanFilterLimitExclAccessGrp

(Optional) mib object cisVlanFilterMinVersionAllowedcisVlanFilterMinVersionAllowed

Command Mode

• /exec
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show ip igmp snooping snmp mib vlanconfigtable
show ip igmp snooping snmp mib vlanconfigtable [ vlan <cisVlanIndex-in> ] [ __readonly__
TABLE_cisVlanConfigTable <cisVlanIndex-out> <cisVlanIgmpSnoopingEnabled>
<cisVlanFastLeaveEnabled> <cisVlanIgmpSnoopingOperMode> <cisVlanIgmpSnoopingLearningMode>
<cisVlanReportSuppressionEnabled> <cisVlanLeaveQueryInterval> <cisVlanLastMemberQueryCount>
<cisVlanRobustnessVariable> <cisVlanTimeToLiveCheckEnabled> <cisVlanRouterAlertCheckEnabled> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Show SNMPsnmp

Show MIB tablemib

Show mib table cisVlanConfigTablevlanconfigtable

(Optional) DisplayVLAN/BD IGMP snoopingmembership informationvlan

(Optional) Specify VLAN/BDcisVlanIndex-in

(Optional)__readonly__

(Optional)TABLE_cisVlanConfigTable

(Optional) mib table index cisVlanIndexcisVlanIndex-out

(Optional) mib object cisVlanIgmpSnoopingEnabledcisVlanIgmpSnoopingEnabled

(Optional) mib object cisVlanFastLeaveEnabledcisVlanFastLeaveEnabled

(Optional) mib object cisVlanIgmpSnoopingOperModecisVlanIgmpSnoopingOperMode

(Optional) mib object cisVlanIgmpSnoopingLearningModecisVlanIgmpSnoopingLearningMode

(Optional) mib object cisVlanReportSuppressionEnabledcisVlanReportSuppressionEnabled

(Optional) mib object cisVlanLeaveQueryIntervalcisVlanLeaveQueryInterval

(Optional) mib object cisVlanLastMemberQueryCountcisVlanLastMemberQueryCount

(Optional) mib object cisVlanRobustnessVariablecisVlanRobustnessVariable

(Optional) mib object cisVlanTimeToLiveCheckEnabledcisVlanTimeToLiveCheckEnabled

(Optional) mib object cisVlanRouterAlertCheckEnabledcisVlanRouterAlertCheckEnabled

Command Mode
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• /exec
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show ip igmp snooping statistics
show ip igmp snooping statistics [ global | vlan <vlan> | bridge-domain <bdid> ] [ __readonly__ [ <pr> ] [
<inv_pkt> ] [ <pnv> ] [ <loopbkpkt> ] [ <mrdloopbk> ] [ <pf> ] [ <vpcdrqs> ] [ <vpcdrqr> ] [ <vpcdrqf> ] [
<vpcdrus> ] [ <vpcdrur> ] [ <vpcdruf> ] [ <vpccfssf> ] [ <vpccfsrs> ] [ <vpccfsrr> ] [ <vpccfsrf> ] [ <vpccfsrfp>
] [ <vpccfsurls> ] [ <vpccfsurlr> ] [ <vpccfsurlf> ] [ <vpccfsrls> ] [ <vpccfsrlr> ] [ <vpccfsrlf> ] [ <inv_iod>
] [ <stptcnr> ] [ <imapif> ] [ <mfreqr> ] [ <mfcmps> ] [ <mfdgcmps> ] [ <bufsnt> ] [ <bufackr> ] [
<vpcmismatch> ] [ { TABLE_vlan [ <vlan-id> ] [ <ut> ] [ <vpr> ] [ <v1rr> ] [ <v2rr> ] [ <v3rr> ] [ <v1qr>
] [ <v2qr> ] [ <v3qr> ] [ <v2lr> ] [ <phr> ] [ <irr> ] [ <iqr> ] [ <v1rs> ] [ <v2rs> ] [ <v2ls> ] [ <v3gs> ] [
<vmr> ] [ <upr> ] [ <qo> ] [ <v2ro> ] [ <v2lo> ] [ <v3ro> ] [ <vpsr> ] [ <str> ] [ <mps> ] [ <mpr> ] [ <mpe>
] [ <cps> ] [ <cpr> ] [ <cpe> ] [ <repflooded> ] [ <repfwded> ] } ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

Display packet/error counter statisticsstatistics

(Optional) Display global statisticsglobal

(Optional) Display VLAN statisticsvlan

(Optional) Specify VLANvlan

(Optional) Display BD statisticsbridge-domain

(Optional) Specify BDbdid

(Optional)__readonly__

(Optional)pr

(Optional)inv_pkt

(Optional)pnv

(Optional)loopbkpkt

(Optional)mrdloopbk

(Optional)pf

(Optional)vpcdrqs

(Optional)vpcdrqr

(Optional)vpcdrqf

(Optional)vpcdrus
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(Optional)vpcdrur

(Optional)vpcdruf

(Optional)vpccfssf

(Optional)vpccfsrs

(Optional)vpccfsrr

(Optional)vpccfsrf

(Optional)vpccfsrfp

(Optional)vpccfsurls

(Optional)vpccfsurlr

(Optional)vpccfsurlf

(Optional)vpccfsrls

(Optional)vpccfsrlr

(Optional)vpccfsrlf

(Optional)inv_iod

(Optional)stptcnr

(Optional)imapif

(Optional)mfreqr

(Optional)mfcmps

(Optional)mfdgcmps

(Optional)bufsnt

(Optional)bufackr

(Optional)vpcmismatch

(Optional)TABLE_vlan

(Optional)vlan-id

(Optional)ut

(Optional)vpr

(Optional)v1rr

(Optional)v2rr

(Optional)v3rr
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(Optional)v1qr

(Optional)v2qr

(Optional)v3qr

(Optional)v2lr

(Optional)phr

(Optional)irr

(Optional)iqr

(Optional)v1rs

(Optional)v2rs

(Optional)v2ls

(Optional)v3gs

(Optional)vmr

(Optional)upr

(Optional)qo

(Optional)v2ro

(Optional)v2lo

(Optional)v3ro

(Optional)vpsr

(Optional)str

(Optional)cps

(Optional)cpr

(Optional)cpe

(Optional)mps

(Optional)mpr

(Optional)mpe

(Optional)repflooded

(Optional)repfwded

Command Mode

• /exec
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show ip igmp vrf all
show ip igmp vrf all [ __readonly__ { TABLE_vrfname <vrf-name> <vrf-id> <instance> <work-in-txlist> }
{ TABLE_vrfid <vrf-name-i> <vrf-id-i> <instance-i> <work-in-txlist-i> } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IGMP status and configurationigmp

Display per-VRF informationvrf

Display information for all VRFsall

(Optional)__readonly__

(Optional)TABLE_vrfname

(Optional)vrf-name

(Optional)vrf-id

(Optional)instance

(Optional)work-in-txlist

(Optional)TABLE_vrfid

(Optional)vrf-name-i

(Optional)vrf-id-i

(Optional)instance-i

(Optional)work-in-txlist-i

Command Mode

• /exec
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show ip interface
show ip interface { { { brief [ include-secondary ] } | [ <interface> ] | [ <ip-addr> ] } [ operational ] [ vaddr ]
[ vrf { <vrf-name> | <vrf-known-name> | all } ] } [ __readonly__ [ TABLE_vrf <vrf-name-out> ] [ TABLE_intf
<intf-name> <proto-state> <link-state> <admin-state> <iod> <prefix> <subnet> <masklen> [
TABLE_secondary_address <prefix1> <subnet1> <masklen1> ] [ <num-addr> ] [ <vaddr-client> ] [
<vaddr-prefix> ] [ <vaddr-subnet> ] [ <vaddr-masklen> ] [ <num-vaddr> ] [ <unnum-intf> ] [ <ip-disabled>
] [ <bcast-addr> ] [ <maddr> ] [ <num-maddr> ] [ <mtu> ] [ <pref> ] [ <tag> ] [ <proxy-arp> ] [ <lcl-proxy-arp>
] [ <mrouting> ] [ <icmp-redirect> ] [ <dir-bcast> ] [ <ip-unreach> ] [ <port-unreach> ] [ <urpf-mode> ] [
<ip-ls-type> ] [ <urpf-acl> ] [ <pbr-in> ] [ <pbr-out> ] [ <acl-in> ] [ <acl-out> ] [ <stats-last-reset> ] [
<upkt-sent> ] [ <upkt-recv> ] [ <upkt-fwd> ] [ <upkt-orig> ] [ <upkt-consumed> ] [ <ubyte-sent> ] [
<ubyte-recv> ] [ <ubyte-fwd> ] [ <ubyte-orig> ] [ <ubyte-consumed> ] [ <mpkt-sent> ] [ <mpkt-recv> ] [
<mpkt-fwd> ] [ <mpkt-orig> ] [ <mpkt-consumed> ] [ <mbyte-sent> ] [ <mbyte-recv> ] [ <mbyte-fwd> ] [
<mbyte-orig> ] [ <mbyte-consumed> ] [ <bpkt-sent> ] [ <bpkt-recv> ] [ <bpkt-fwd> ] [ <bpkt-orig> ] [
<bpkt-consumed> ] [ <bbyte-sent> ] [ <bbyte-recv> ] [ <bbyte-fwd> ] [ <bbyte-orig> ] [ <bbyte-consumed>
] [ <lpkt-sent> ] [ <lpkt-recv> ] [ <lpkt-fwd> ] [ <lpkt-orig> ] [ <lpkt-consumed> ] [ <lbyte-sent> ] [
<lbyte-recv> ] [ <lbyte-fwd> ] [ <lbyte-orig> ] [ <lbyte-consumed> ] ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IP related interface informationinterface

Display summary of IP interface status and configurationbrief

(Optional) Display summary of all IP addressesinclude-secondary

(Optional) Display only interfaces that are administratively enabledoperational

(Optional) Interface name to displayinterface

(Optional) Display interface for local IP addressip-addr

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display all VRFsall

(Optional) Display virtual IP addresses as wellvaddr

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)TABLE_intf
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(Optional)intf-name

(Optional)iod

(Optional)prefix

(Optional)proto-state

(Optional)link-state

(Optional)admin-state

(Optional)subnet

(Optional)masklen

(Optional)TABLE_secondary_address

(Optional)prefix1

(Optional)subnet1

(Optional)masklen1

(Optional)num-addr

(Optional)vaddr-client

(Optional)vaddr-prefix

(Optional)vaddr-subnet

(Optional)vaddr-masklen

(Optional)num-vaddr

(Optional)unnum-intf

(Optional)ip-disabled

(Optional)bcast-addr

(Optional)maddr

(Optional)num-maddr

(Optional)mtu

(Optional)pref

(Optional)tag

(Optional)proxy-arp

(Optional)lcl-proxy-arp

(Optional)mrouting

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1068

All Show Commands
show ip interface



(Optional)icmp-redirect

(Optional)dir-bcast

(Optional)ip-unreach

(Optional)port-unreach

(Optional)urpf-mode

(Optional)ip-ls-type

(Optional)urpf-acl

(Optional)pbr-in

(Optional)pbr-out

(Optional)acl-in

(Optional)acl-out

(Optional)stats-last-reset

(Optional)upkt-sent

(Optional)upkt-recv

(Optional)upkt-fwd

(Optional)upkt-orig

(Optional)upkt-consumed

(Optional)ubyte-sent

(Optional)ubyte-recv

(Optional)ubyte-fwd

(Optional)ubyte-orig

(Optional)ubyte-consumed

(Optional)mpkt-sent

(Optional)mpkt-recv

(Optional)mpkt-fwd

(Optional)mpkt-orig

(Optional)mpkt-consumed

(Optional)mbyte-sent

(Optional)mbyte-recv

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1069

All Show Commands
show ip interface



(Optional)mbyte-fwd

(Optional)mbyte-orig

(Optional)mbyte-consumed

(Optional)bpkt-sent

(Optional)bpkt-recv

(Optional)bpkt-fwd

(Optional)bpkt-orig

(Optional)bpkt-consumed

(Optional)bbyte-sent

(Optional)bbyte-recv

(Optional)bbyte-fwd

(Optional)bbyte-orig

(Optional)bbyte-consumed

(Optional)lpkt-sent

(Optional)lpkt-recv

(Optional)lpkt-fwd

(Optional)lpkt-orig

(Optional)lpkt-consumed

(Optional)lbyte-sent

(Optional)lbyte-recv

(Optional)lbyte-fwd

(Optional)lbyte-orig

(Optional)lbyte-consumed

Command Mode

• /exec
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show ip lisp
show { ip | ipv6 } lisp [ database ] [ vrf { <vrf-name> | <vrf-known-name> } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IPv6 informationipv6

LISP show commandslisp

(Optional) Show EID-prefixes configured for sitedatabase

(Optional) Display information for vrfvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Command Mode

• /exec
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show ip lisp data-cache
show ip lisp data-cache [ <eid> ] [ vrf { <vrf-name> | <vrf-known-name> } ]

Syntax Description

Show running system informationshow

Display IP informationip

LISP show commandslisp

Display EID-to-RLOC data cache mapping in this ITRdata-cache

(Optional) Display mapping for IP destination EIDeid

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Command Mode

• /exec
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show ip lisp locator-hash
{ { show ip lisp locator-hash { <eid-prefix> | { <source-eid> <dest-eid> } } [ vrf { <vrf-name> |
<vrf-known-name> } ] } | { show ipv6 lisp locator-hash { <eid-prefix6> | { <source-eid6> <dest-eid6> } } [
vrf { <vrf-name> | <vrf-known-name> } ] } }

Syntax Description

Show running system informationshow

Display IP informationip

Display IPv6 informationipv6

LISP show commandslisp

Display source and dest locators for EID pairlocator-hash

Source IPv4 endpoint identifier (EID)source-eid

Destination IPv4 endpoint identifier (EID)dest-eid

Display exact match for IP EID-prefix entryeid-prefix

(Optional) Display information for vrfvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Command Mode

• /exec
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show ip lisp map-cache
{ { show ip lisp map-cache [ <eid> | <eid-prefix> | detail ] [ vrf { <vrf-name> | <vrf-known-name> } ] } | {
show ipv6 lisp map-cache [ <eid6> | <eid-prefix6> | detail ] [ vrf { <vrf-name> | <vrf-known-name> } ] } }

Syntax Description

Show running system informationshow

Display IP informationip

Display IPv6 informationipv6

LISP show commandslisp

Display EID-to-RLOC cache mapping in this ITRmap-cache

(Optional) Display information for vrfvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display mapping for IP destination EIDeid

(Optional) Display exact match for IP EID-prefix entryeid-prefix

(Optional) Display entire map-cache in long formatdetail

Command Mode

• /exec
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show ip lisp statistics
show { ip | ipv6 } lisp statistics [ vrf { <vrf-name> | <vrf-known-name> } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IPv6 informationipv6

LISP show commandslisp

Display global LISP statisticsstatistics

(Optional) Display statistics information for vrfvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Command Mode

• /exec
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show ip lisp translate-cache
{ show ip lisp translate-cache [ <nrEID> ] } | { show ipv6 lisp translate-cache [ <nrEID6> ] }

Syntax Description

Show running system informationshow

Display IP informationip

Display IPv6 informationipv6

LISP show commandslisp

Display configured translation cachetranslate-cache

(Optional) IPv4 address of inside non-routable EIDnrEID

(Optional) IPv6 address of inside non-routable EIDnrEID6

Command Mode

• /exec
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show ip lisp version-hash
show { ip | ipv6 } lisp version-hash { <eid-prefix> | <eid-prefix6> }

Syntax Description

Show running system informationshow

Display IP informationip

Display IPv6 informationipv6

LISP show commandslisp

Display version-hash for EID-recordversion-hash

Local IP EID-prefix from database-mapping commandeid-prefix

Command Mode

• /exec
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show ip load-sharing
show ip load-sharing [ __readonly__ { <univer-id-ran-seed> [ <l3-msg-load> ] [ <l34-msg-load> ] [
<dest-addr-load> ] [ <src-dst-ip-gre> ] [ <bad-load> ] } ]

Syntax Description

Show running system informationshow

Configure IP featuresip

Display global loadbalance infoload-sharing

(Optional)__readonly__

(Optional)univer-id-ran-seed

(Optional)l3-msg-load

(Optional)l34-msg-load

(Optional)dest-addr-load

(Optional)src-dst-ip-gre

(Optional)bad-load

Command Mode

• /exec
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show ip local-pt
show ip local-pt [ vrf { <vrf-name> | <vrf-known-name> | all } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display local ip address ptreelocal-pt

(Optional) Clear information for particular VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1079

All Show Commands
show ip local-pt



show ip local policy
show ip local policy [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ TABLE_pbr <interface>
<rmap> <status> <vrf_name> ]

Syntax Description

Show running system informationshow

Display IP informationip

IP local optionslocal

Policy routingpolicy

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)TABLE_pbr

(Optional)interface

(Optional)rmap

(Optional)status

(Optional)vrf_name

Command Mode

• /exec
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show ip logging
show ip logging [ hash ] [ __readonly__ ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IP policy logging tablelogging

(Optional) logging hash datahash

(Optional)__readonly__

Command Mode

• /exec
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show ip mbgp
show ip { mbgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] | { bgp [ vrf {
<vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] [ { ipv4 { unicast | multicast } | all }
] } } { route-map { <rmap-name> | <rmap-name> } | filter-list { <fltrlist-name> | <test_pol_name> } | {
community-list { <commlist-name> | <test_pol_name> } | extcommunity-list { <extcommlist-name> |
<test_pol_name> } } [ exact-match ] } [ vrf { <vrf-name> | <vrf-known-name> |
ALL_VRFS_012345678901234 } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display BGP status and configurationbgp

Display MBGP status and configurationmbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display routes matching the route-maproute-map

Route-map namermap-name

Known route-map namermap-name

Display routes matching the filter-listfilter-list

Name of filter-listfltrlist-name

Display routes matching the community-listcommunity-list

Display routes matching the extcommunity-listextcommunity-list

Name of community-listcommlist-name

Name of extcommunity-listextcommlist-name

An existing test-list policytest_pol_name

(Optional) Display BGP information for IPv4 address familyipv4

(Optional) Display BGP information for unicast address familyunicast

(Optional) Display BGP information for multicast address familymulticast

(Optional) Display BGP information for all address familiesall

(Optional) Exact match of the communitiesexact-match
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Command Mode

• /exec
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show ip mbgp
show ip { mbgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] | { bgp [ vrf {
<vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] [ { ipv4 { unicast | multicast | mdt } |
all } ] } } [ <ip-addr> [ <ip-mask> [ longer-prefixes ] ] | <ip-prefix> [ longer-prefixes ] ] [ vrf { <vrf-name>
| <vrf-known-name> | ALL_VRFS_012345678901234 } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display BGP status and configurationbgp

Display MBGP status and configurationmbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display one particular network from the BRIB in detailip-addr

(Optional) Mask for one particular prefix in the BRIBip-mask

(Optional) Display one particular prefix from the BRIB in detailip-prefix

(Optional) Display route and more specific routeslonger-prefixes

(Optional) Display BGP information for IPv4 address familyipv4

(Optional) Display BGP information for unicast address familyunicast

(Optional) Display BGP information for multicast address familymulticast

(Optional) Display BGP information for multicast distribution treemdt

(Optional) Display BGP information for all address familiesall

Command Mode

• /exec
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show ip mbgp community
show ip { mbgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] | { bgp [ vrf {
<vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] [ { ipv4 { unicast | multicast } | all }
] } } community { <regexp-str> | { { <comm-id> | <wellknown-id> } + [ exact-match ] } } [ vrf { <vrf-name>
| <vrf-known-name> | ALL_VRFS_012345678901234 } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display BGP status and configurationbgp

Display MBGP status and configurationmbgp

(Optional) Display BGP information for IPv4 address familyipv4

(Optional) Display BGP information for unicast address familyunicast

(Optional) Display BGP information for multicast address familymulticast

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display BGP information for all address familiesall

Display routes matching the BGP communitiescommunity

Regular expression to match the communitiesregexp-str

BGP community valuecomm-id

BGP wellknown communitywellknown-id

(Optional) Exact match of the communitiesexact-match

Command Mode

• /exec
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show ip mbgp dampening
show ip { mbgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] | { bgp [ vrf {
<vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] [ { ipv4 { unicast | multicast } | all }
] } } dampening { dampened-paths [ regexp <regexp-str> ] | flap-statistics | parameters | history-paths [ regexp
<regexp-str> ] } [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display BGP status and configurationbgp

Display MBGP status and configurationmbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display dampening infodampening

Display all dampened pathsdampened-paths

Display flap statistics for routesflap-statistics

Display dampening parametersparameters

Display all history pathshistory-paths

(Optional) Display BGP information for IPv4 address familyipv4

(Optional) Display BGP information for unicast address familyunicast

(Optional) Display BGP information for multicast address familymulticast

(Optional) Display BGP information for all address familiesall

(Optional) Display routes matching the AS path regular expressionregexp

(Optional) Regular expression to match the AS pathsregexp-str

Command Mode

• /exec
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show ip mbgp extcommunity
show ip { mbgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] | { bgp [ vrf {
<vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] [ { ipv4 { unicast | multicast } | all }
] } } extcommunity { <regexp-str> | { { 4byteas-generic { transitive <ext-comm-gen-trans> | non-transitive
<ext-comm-gen-nontrans> } } + [ exact-match ] } } [ vrf { <vrf-name> | <vrf-known-name> |
ALL_VRFS_012345678901234 } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display BGP status and configurationbgp

Display MBGP status and configurationmbgp

(Optional) Display BGP information for IPv4 address familyipv4

(Optional) Display BGP information for unicast address familyunicast

(Optional) Display BGP information for multicast address familymulticast

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display BGP information for all address familiesall

Display routes matching the BGP extcommunitiesextcommunity

Generic extended community4byteas-generic

Transitive extcommunitytransitive

Non-Transitive extcommunitynon-transitive

Regular expression to match the extcommunitiesregexp-str

Extcommunity number aa4:nn formatext-comm-gen-trans

Extcommunity number aa4:nn formatext-comm-gen-nontrans

(Optional) Exact match of the extcommunitiesexact-match

Command Mode

• /exec
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show ip mbgp flap-statistics
show ip { mbgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] | { bgp [ vrf {
<vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] [ { ipv4 { unicast | multicast } | all }
] } } flap-statistics [ <ip-prefix> | <ip-addr> [ <ip-mask> ] ] [ vrf { <vrf-name> | <vrf-known-name> |
ALL_VRFS_012345678901234 } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display BGP status and configurationbgp

Display MBGP status and configurationmbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display route flap statisticsflap-statistics

(Optional) Display flap statistics for one prefixip-prefix

(Optional) Display flap statistics for one networkip-addr

(Optional) Network maskip-mask

(Optional) Display BGP information for IPv4 address familyipv4

(Optional) Display BGP information for unicast address familyunicast

(Optional) Display BGP information for multicast address familymulticast

(Optional) Display BGP information for all address familiesall

Command Mode

• /exec
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show ip mbgp neighbors
show ip { mbgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] | { bgp [ vrf {
<vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] [ { ipv4 { unicast | multicast } | all }
] } } neighbors { [ { <neighbor-id> | <ipv6-neighbor-id> } [ routes [ advertised | received | dampened ] |
advertised-routes | received-routes | paths | flap-statistics ] ] | <neighbor-prefix-id> | <ipv6-neighbor-prefix-id>
} [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display BGP status and configurationbgp

Display MBGP status and configurationmbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display all configured BGP neighborsneighbors

(Optional) Display one particular BGP neighborneighbor-id

Display details for a prefix peeringneighbor-prefix-id

(Optional) Display BGP information for IPv4 address familyipv4

(Optional) Display BGP information for unicast address familyunicast

(Optional) Display BGP information for multicast address familymulticast

(Optional) Display BGP information for all address familiesall

(Optional) Display all routes advertised/received to/from peerroutes

(Optional) Display all routes advertised to this peeradvertised

(Optional) Display all routes received from this peerreceived

(Optional) Display all dampened routes received from this peerdampened

(Optional) Display all the routes advertised to this peeradvertised-routes

(Optional) Display all the routes received from this peerreceived-routes

(Optional) Display flap statistics for routes received from this peerflap-statistics

(Optional) Display AS paths learned from this peerpaths

Command Mode
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• /exec
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show ip mbgp nexthop-database
show ip { mbgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] | { bgp [ vrf {
<vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] [ { ipv4 { unicast | multicast } | all }
] } } nexthop-database [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display BGP status and configurationbgp

Display MBGP status and configurationmbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display nexthop databasenexthop-database

(Optional) Display BGP information for IPv4 address familyipv4

(Optional) Display BGP information for unicast address familyunicast

(Optional) Display BGP information for multicast address familymulticast

(Optional) Display BGP information for all address familiesall

Command Mode

• /exec
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show ip mbgp nexthop
show ip { mbgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] | bgp [ vrf {
<vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] [ ipv4 { unicast | multicast } ] } nexthop
<ipnexthop> [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display BGP status and configurationbgp

Display MBGP status and configurationmbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display routes matching the nexthopnexthop

Nexthop addressipnexthop

(Optional) Display BGP information for IPv4 address familyipv4

(Optional) Display BGP information for unicast address familyunicast

(Optional) Display BGP information for multicast address familymulticast

Command Mode

• /exec
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show ip mbgp prefix-list
show ip { mbgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] | { bgp [ vrf {
<vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] [ ipv4 { unicast | multicast } ] } }
prefix-list { <prfxlist-name> | <test_pol_name> } [ vrf { <vrf-name> | <vrf-known-name> |
ALL_VRFS_012345678901234 } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display BGP status and configurationbgp

Display MBGP status and configurationmbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display routes matching the prefix-listprefix-list

Name of prefix-listprfxlist-name

An existing test-list policytest_pol_name

(Optional) Display BGP information for IPv4 address familyipv4

(Optional) Display BGP information for unicast address familyunicast

(Optional) Display BGP information for multicast address familymulticast

Command Mode

• /exec
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show ip mbgp received-paths
show ip { mbgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] | { bgp [ vrf {
<vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] [ { ipv4 { unicast | multicast } | all }
] } } received-paths [ private ] [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display BGP status and configurationbgp

Display MBGP status and configurationmbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display paths stored for soft-reconfigreceived-paths

(Optional) Display BGP information for IPv4 address familyipv4

(Optional) Display BGP information for unicast address familyunicast

(Optional) Display BGP information for multicast address familymulticast

(Optional) Display BGP information for all address familiesall

(Optional) privateprivate

Command Mode

• /exec
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show ip mroute
show ip mroute [ [ [ bitfield ] [ detail ] ] | sr | rp | [ summary [ count | software-forwarded | rpf-failed ] ] | { [
[ <source> [ <group> ] ] | [ <group> [ <source> ] ] ] [ shared-tree | source-tree | mofrr ] [ [ flags ] | [ detail ] |
[ bitfield ] | [ summary [ software-forwarded | rpf-failed ] ] ] } ] [ vrf { <vrf-name> | <vrf-known-name> | all
} ] [ __readonly__ TABLE_vrf <vrf-name> [ <expry_timer> ] [ <route_count> ] [ <star_g_cnt> ] [ <sg_cnt>
] [ <star_g_prfx_cnt> ] [ TABLE_route_summary [ <total-num-routes> ] [ <star-g-route> ] [ <sg-route> ] [
<star-g-prfx> ] [ <group-count> ] [ <avg> ] [ <rem> ] [ <stats-pndg> ] ] [ TABLE_summary_source [
<group_addr> ] [ <group_mask_len> ] [ <source_count> ] [ TABLE_one_sg [ <source_addr> ] [ <packets>
] [ <bytes> ] [ <aps> ] [ <pps> ] [ <rate_buf> ] [ <oifs> ] [ <software_fwd> ] [ <rpf-failed-pkts> ] [
<rpf-failed-bytes> ] ] ] [ TABLE_one_route <mcast-addrs> <pending> <bidir> <uptime> <mofrr> [
TABLE_mpib [ <mpib-name> ] [ <oif-count> ] [ <stale-route> ] ] [ <mdt-encap-index> ] [ <stats-pkts> ] [
<stats-bytes> ] [ <stats-rate-buf> ] [ <lisp-src-rloc> ] [ <route-iif> ] [ <rpf-nbr> ] [ <mofrr-iif> ] [ <mofrr-nbr>
] <internal> [ <oif-count> ] <fabric-oif> <fabric-loser> [ <num-vpc-svi-oifs> ] [ TABLE_oif [ <oif-name> ]
[ <oif-uptime> ] [ TABLE_oif_mpib [ <oif-mpib-name> ] [ <stale-oif> ] [ <omd-vpc-svi> ] ] <rpf> ] [
<route-mdt-iod> ] [ <oif-list-bitfield> ] ] ]

Syntax Description

Show running system informationshow

Display IP informationip

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Display IP multicast routing tablemroute

(Optional) Display route counts and packet ratessummary

(Optional) Display route for *,G entriesshared-tree

(Optional) Display route for S,G entriessource-tree

(Optional) Display software switched route counts onlysoftware-forwarded

(Optional) Display RPF failure statisticsrpf-failed

(Optional) Display RP routes (RP, 0.0.0.0/32)rp

(Optional) Display Service Reflect Routes onlysr

(Optional) Display mofrr routesmofrr

(Optional) Display multicast group/source address for routegroup

(Optional) Display multicast group/source address for routesource

(Optional) Display route counts onlycount
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(Optional) Display bitfield detailsbitfield

(Optional) Display detailed route attributesdetail

(Optional) Display detailed route attributesflags

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name

(Optional)expry_timer

(Optional)route_count

(Optional)star_g_cnt

(Optional)sg_cnt

(Optional)star_g_prfx_cnt

(Optional)TABLE_summary_source

(Optional)group_addr

(Optional)group_mask_len

(Optional)source_count

(Optional)TABLE_one_sg

(Optional)source_addr

(Optional)packets

(Optional)bytes

(Optional)aps

(Optional)pps

(Optional)rate_buf

(Optional)oifs

(Optional)software_fwd

(Optional)rpf-failed-pkts

(Optional)rpf-failed-bytes

(Optional)TABLE_one_route

(Optional)mcast-addrs

(Optional)bidir
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(Optional)pending

(Optional)mofrr

(Optional)uptime

(Optional)TABLE_mpib

(Optional)mpib-name

(Optional)oif-count

(Optional)stale-route

(Optional)mdt-encap-index

(Optional)stats-pkts

(Optional)stats-bytes

(Optional)stats-rate-buf

(Optional)lisp-src-rloc

(Optional)route-iif

(Optional)rpf-nbr

(Optional)mofrr-iif

(Optional)mofrr-nbr

(Optional)internal

(Optional)oif-count

(Optional)fabric-oif

(Optional)fabric-loser

(Optional)num-vpc-svi-oifs

(Optional)TABLE_oif

(Optional)oif-name

(Optional)oif-uptime

(Optional)TABLE_oif_mpib

(Optional)oif-mpib-name

(Optional)stale-oif

(Optional)omd-vpc-svi

(Optional)rpf
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(Optional)route-mdt-iod

(Optional)oif-list-bitfield

(Optional)TABLE_route_summary

(Optional)total-num-routes

(Optional)star-g-route

(Optional)sg-route

(Optional)star-g-prfx

(Optional)group-count

(Optional)avg

(Optional)rem

(Optional)stats-pndg

Command Mode

• /exec
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show ip msdp count
show ip msdp count [ <asn> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ <out-vrf>
<total-cnt> { TABLE_asn <out-asn> <src-cnt> <grp-cnt> } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display MSDP status and configurationmsdp

Display SA cache counterscount

(Optional) AS numberasn

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)out-vrf

(Optional)total-cnt

(Optional)TABLE_asn

(Optional)out-asn

(Optional)src-cnt

(Optional)grp-cnt

Command Mode

• /exec
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show ip msdp event-history
show ip msdp [ <asn> ] [ internal ] event-history { errors | msgs | <msdp-event-hist-buf-name> | statistics }

Syntax Description

Show running system informationshow

Display IP informationip

Display MSDP status and configurationmsdp

(Optional) AS numberasn

(Optional) Commands for internal useinternal

Show various event logs of MSDPevent-history

Error logs of MSDPerrors

Message logs of MSDPmsgs

Buffermsdp-event-hist-buf-name

Buffer statestatistics

Command Mode

• /exec
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show ip msdp mesh-group
show ip msdp mesh-group [ <mesh-group> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__
<out-vrf> { TABLE_meshgroup <meshgroup-name> { TABLE_peer <peer-ipaddr> <peer-asn>
<peer-description> } } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display MSDP status and configurationmsdp

Display members of mesh-groupmesh-group

(Optional) Display single mesh-groupmesh-group

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)out-vrf

(Optional)TABLE_meshgroup

(Optional)meshgroup-name

(Optional)TABLE_peer

(Optional)peer-ipaddr

(Optional)peer-asn

(Optional)peer-description

Command Mode

• /exec
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show ip msdp peer
show ip msdp peer [ <peer-address> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ {
TABLE_peer <peer-ipaddr> <out-vrf> <peer-asn> <local-ipaddr> <local-iface> <fully-configured>
<peer-description> <connection-status> <state-duration> <peer-listening> <peer-uptime> <peer-password>
<peer-ki> <peer-kt> <peer-ri> <peer-rr> <sa-in-policy> <sa-out-policy> <sa-limit> <mesh-name> <last-rcvd>
<sa-rcvd> <sa-sent> <sa-req-rcvd> <sa-req-sent> <sa-resp-rcvd> <sa-resp-sent> <out-ctrl-msgs> <in-ctrl-msgs>
<out-data-msgs> <in-data-msgs> <sa-ka-rcvd> <sa-ka-sent> <sa-notif-rcvd> <sa-notif-sent> <rem-port>
<local-port> } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display MSDP status and configurationmsdp

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Display MSDP peer informationpeer

(Optional) IP address of MSDP peerpeer-address

(Optional)__readonly__

(Optional)TABLE_peer

(Optional)peer-ipaddr

(Optional)out-vrf

(Optional)peer-asn

(Optional)local-ipaddr

(Optional)local-iface

(Optional)fully-configured

(Optional)peer-description

(Optional)connection-status

(Optional)state-duration

(Optional)peer-listening

(Optional)peer-uptime
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(Optional)peer-password

(Optional)peer-ki

(Optional)peer-kt

(Optional)peer-ri

(Optional)peer-rr

(Optional)sa-in-policy

(Optional)sa-out-policy

(Optional)sa-limit

(Optional)mesh-name

(Optional)last-rcvd

(Optional)sa-rcvd

(Optional)sa-sent

(Optional)sa-req-rcvd

(Optional)sa-req-sent

(Optional)sa-resp-rcvd

(Optional)sa-resp-sent

(Optional)out-ctrl-msgs

(Optional)in-ctrl-msgs

(Optional)out-data-msgs

(Optional)in-data-msgs

(Optional)sa-ka-rcvd

(Optional)sa-ka-sent

(Optional)sa-notif-rcvd

(Optional)sa-notif-sent

(Optional)rem-port

(Optional)local-port

Command Mode

• /exec
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show ip msdp policy statistics sa-policy in
show ip msdp policy statistics sa-policy <peer-address> { in | out } [ vrf { <vrf-name> | <vrf-known-name>
} ] [ __readonly__ { TABLE_routemap <name> <action> <seq_num> [ { TABLE_cmd <command>
<match_count> <compare_count> } ] } <total_accept_count> <total_reject_count> ]

Syntax Description

Show running system informationshow

Display IP informationip

MSDP global configuration commandsmsdp

Policy informationpolicy

Policy statisticsstatistics

Configureed SA policy for MSDP peersa-policy

IP address of MSDP peer for SA policypeer-address

Input policyin

Output policyout

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional)__readonly__

(Optional)TABLE_routemap

(Optional)name

(Optional)action

(Optional)seq_num

(Optional)TABLE_cmd

(Optional)command

(Optional)compare_count

(Optional)match_count

(Optional)total_accept_count

(Optional)total_reject_count

Command Mode
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• /exec
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show ip msdp rpf
show ipmsdp rpf <rp-address> [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ <out-rp-address>
<out-vrf> [ TABLE_mesh [ <peer-addr> ] [ <mesh-name> ] ] [ <is-peer-cnt-one> ] [ <is-rp-peer> ] [
<is-bgp-alive> ] [ <bgp-peer-addr> ] [ <peer-asn> ] [ <origin-asn> ] [ <is-mbgp> ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display MSDP status and configurationmsdp

Display RPF-peer for RP addressrpf

IP address of RPrp-address

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)out-rp-address

(Optional)out-vrf

(Optional)TABLE_mesh

(Optional)peer-addr

(Optional)mesh-name

(Optional)is-peer-cnt-one

(Optional)is-rp-peer

(Optional)is-bgp-alive

(Optional)bgp-peer-addr

(Optional)peer-asn

(Optional)origin-asn

(Optional)is-mbgp

Command Mode

• /exec
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show ip msdp sa
show ip msdp { sa-cache | route } [ { <source> [ <group> ] } | { <group> [ <source> ] } ] [ <asn> ] [ peer
<peer> ] [ detail ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ <out-vrf> <total-sa-count>
{ TABLE_sa <src-addr> <grp-addr> <rp-addr> <out-asn> <peer-addr> <uptime> <expire> } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display MSDP status and configurationmsdp

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Display MSDP SA route cacheroute

Display MSDP SA route cachesa-cache

(Optional) Display group/source address for SAsource

(Optional) Display group/source address for SAgroup

(Optional) AS numberasn

(Optional) Display detailed informationdetail

(Optional) Display MSDP SA received from single peerpeer

(Optional) IP address of peer for SApeer

(Optional)__readonly__

(Optional)out-vrf

(Optional)total-sa-count

(Optional)TABLE_sa

(Optional)src-addr

(Optional)grp-addr

(Optional)rp-addr

(Optional)peer-addr

(Optional)out-asn
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(Optional)uptime

(Optional)expire

Command Mode

• /exec
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show ip msdp sources
show ip msdp sources [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ <out-vrf> {
TABLE_source <source-addr> <is-count-ge-limit> <count> <is-limit-valid> <limit> <source-prefix> <violates>
} ]

Syntax Description

Show running system informationshow

Display IP informationip

Display MSDP status and configurationmsdp

Display learned sources with their group counts and limitssources

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)out-vrf

(Optional)TABLE_source

(Optional)source-addr

(Optional)is-count-ge-limit

(Optional)count

(Optional)is-limit-valid

(Optional)limit

(Optional)source-prefix

(Optional)violates

Command Mode

• /exec
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show ip msdp statistics
show ip msdp statistics [ <peer-address> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__
<out-vrf> <select-err> <recv-sel-err> { TABLE_peer <peer-address> <buffer-full> <recv-buf-full> <fatal-err>
<recv-fat-err> <would-block> <recv-would-block> <sock-exp> <invalid-type> <invalid-len> } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display MSDP status and configurationmsdp

Display internal statisticsstatistics

(Optional) IP address of MSDP peerpeer-address

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)out-vrf

(Optional)select-err

(Optional)recv-sel-err

(Optional)TABLE_peer

(Optional)peer-address

(Optional)buffer-full

(Optional)recv-buf-full

(Optional)fatal-err

(Optional)recv-fat-err

(Optional)would-block

(Optional)recv-would-block

(Optional)sock-exp

(Optional)invalid-type

(Optional)invalid-len
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Command Mode

• /exec
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show ip msdp summary
show ipmsdp summary [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ <out-vrf> <local-asn>
<originator-id> <config-peer-count> <estb-peer-count> <shut-peer-count> { TABLE_peer <peer-address>
<peer-asn> <peer-state> <peer-uptime> <peer-last-msg> <peer-sa-rcvd> <peer-sa-limit> } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display MSDP status and configurationmsdp

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Display MSDP peer summarysummary

(Optional)__readonly__

(Optional)out-vrf

(Optional)local-asn

(Optional)originator-id

(Optional)config-peer-count

(Optional)estb-peer-count

(Optional)shut-peer-count

(Optional)TABLE_peer

(Optional)peer-address

(Optional)peer-asn

(Optional)peer-state

(Optional)peer-uptime

(Optional)peer-last-msg

(Optional)peer-sa-rcvd

(Optional)peer-sa-limit

Command Mode
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• /exec
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show ip multicast vrf
show ip multicast vrf [ <vrf-name> | <vrf-known-name> | all ] [ detail ] [ __readonly__ <vrf-count> {
TABLE_vrf <vrf-name> <cid> <tid> <rc> <gc> <sc> <star_gc> <state> } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display multicast routing infomulticast

Display information for particular VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) Display detailed informationdetail

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-count

(Optional)cid

(Optional)tid

(Optional)rc

(Optional)gc

(Optional)sc

(Optional)star_gc

(Optional)state

Command Mode

• /exec
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show ip nat max
show ip nat max [ __readonly__ <max_translations> <max_dyn_translations> <max_all_host>
<static_translations> <dynamic_translations> <icmp_translations> ]

Syntax Description

Show running system informationshow

Show the IP features of the systemip

IP NAT informationnat

IP NAT max valuesmax

(Optional)__readonly__

(Optional) Max Translationsmax_translations

(Optional) Max Dynamic Translationsmax_dyn_translations

(Optional) Max All Hostsmax_all_host

(Optional) No. Static Translationsstatic_translations

(Optional) No. Dynamic Translationsdynamic_translations

(Optional) No. ICMP Translationsicmp_translations

Command Mode

• /exec
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show ip nat statistics
show ip nat statistics

Syntax Description

Show running system informationshow

Show the IP features of the systemip

IP NAT informationnat

Translation statisticsstatistics

Command Mode

• /exec
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show ip nat timeout
show ip nat timeout [ __readonly__ <tcp_timeout> <udp_timeout> <dynamic_timeout> <sampling_timeout>
]

Syntax Description

Show running system informationshow

Show the IP features of the systemip

IP NAT informationnat

IP NAT timeout valuestimeout

(Optional)__readonly__

(Optional) TCP Timeouttcp_timeout

(Optional) UDP Timeoutudp_timeout

(Optional) Dynamic Timeoutdynamic_timeout

(Optional) Sampling Timeoutsampling_timeout

Command Mode
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show ip nat translations
show ip nat translations [ vrf { <vrf-name> | <vrf-known-name> } ] [ verbose ] [ __readonly__ {
TABLE_nat_translation [ <Protocol> ] [ <Inside_global_IP_V4_Address> ] [ <Inside_global_port> ] [
<Inside_local_IP_V4_Address> ] [ <Inside_local_port> ] [ <Outside_local_IP_V4_Address> ] [
<Outside_local_port> ] [ <Outside_global_IP_V4_Address> ] [ <Outside_global_port> ] } ]

Syntax Description

Show running system informationshow

Show the IP features of the systemip

IP NAT informationnat

Translation entriestranslations

(Optional) Show extra informationverbose

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Readonly__readonly__

(Optional) NAT Translation TableTABLE_nat_translation

(Optional) ProtocolProtocol

(Optional) Inside global addressInside_global_IP_V4_Address

(Optional) Inside global portInside_global_port

(Optional) Inside local addressInside_local_IP_V4_Address

(Optional) Inside local portInside_local_port

(Optional) Outside local addressOutside_local_IP_V4_Address

(Optional) Outside local portOutside_local_port

(Optional) Outside global addressOutside_global_IP_V4_Address

(Optional) Outside global portOutside_global_port

Command Mode

• /exec
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show ip ospf
show ip ospf [ <tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ TABLE_ctx <ptag>
<instance_number> <cname> <rid> [ <domain_tag> ] [ <dn_bit_ignore> ] <stateful_ha> <gr_ha> [
<gr_planned_only> ] [ <gr_notify_period> ] [ <gr_grace_period> ] [ <gr_state> ] [ <gr_last_status> ] [
<gr_helper_mode> ] <support_tos0_only> <support_opaque_lsa> [ <low_mem_cond> ] <is_abr> <is_asbr>
[ <max_lsa_non_self_number> ] [ <max_lsa_state> ] [ <max_lsa_warning_only> ] [
<max_lsa_current_non_self_lsa_number> ] [ <max_lsa_threshold_pct> ] [ <max_lsa_ignore_time> ] [
<max_lsa_reset_time> ] [ <max_lsa_ignore_count> ] [ <max_lsa_current_ignore_count> ] [
<max_lsa_ignore_time_left> ] [ <max_lsa_reset_time_left> ] [ <max_lsa_permanent_ignore> ] [ {
TABLE_redist <proto> [ <max_lsas> ] [ <warning> ] [ <threshold> ] [ <current_count> ] } ] <admin_dist>
<ref_bw> <spf_start_time> <spf_hold_time> <spf_max_time> <lsa_start_time> <lsa_hold_time>
<lsa_max_time> <min_lsa_arr_time> <lsa_aging_pace> <spf_max_paths> <max_metric_adver> [ [
<max_metric_time_left> ] [ <max_metric_wait_bgp> ] [ <max_metric_timeout> ] [ <max_metric_always>
] [ <max_metric_sum_lsa> ] [ <max_metric_ext_lsa> ] ] <asext_lsa_cnt> <asext_lsa_crc> <asopaque_lsa_cnt>
<asopaque_lsa_crc><area_total> <area_normal><area_stub><area_nssa><act_area_total><act_area_normal>
<act_area_stub> <act_area_nssa> <no_discard_rt_ext> <no_discard_rt_int> [ <bfd_enabled> ] [ <passive_dflt>
] [ <name_lookup> ] [ { TABLE_area <aname> [ <backbone_active> ] [ <active> ] <age> <total_intf>
<act_intf> <passive_intf> <loopback_intf> [ <gr_nbr_cnt> ] <stub> [ <stub_def_cost> ] <nssa> [ <no_redist>
] [ <nssa_trans> ] <no_summary> <auth_type> <spf_runs> <last_spf_run_time> [ <rtr_lsa_throt> ] [
TABLE_range <addr> <masklen> <state> <nets> <advertise> [ <cost> ] ] [ <filter_in> ] [ <filter_out> ]
<lsa_cnt> <lsa_crc> } ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display OSPF status and configurationospf

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)ptag

(Optional)instance_number

(Optional)cname

(Optional)rid

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1119

All Show Commands
show ip ospf



(Optional)domain_tag

(Optional)dn_bit_ignore

(Optional)stateful_ha

(Optional)gr_ha

(Optional)gr_planned_only

(Optional)gr_notify_period

(Optional)gr_grace_period

(Optional)gr_state

(Optional)gr_last_status

(Optional)gr_helper_mode

(Optional)support_tos0_only

(Optional)support_opaque_lsa

(Optional)low_mem_cond

(Optional)is_abr

(Optional)is_asbr

(Optional)max_lsa_non_self_number

(Optional)max_lsa_state

(Optional)max_lsa_warning_only

(Optional)max_lsa_current_non_self_lsa_number

(Optional)max_lsa_threshold_pct

(Optional)max_lsa_ignore_time

(Optional)max_lsa_reset_time

(Optional)max_lsa_ignore_count

(Optional)max_lsa_current_ignore_count

(Optional)max_lsa_ignore_time_left

(Optional)max_lsa_reset_time_left

(Optional)max_lsa_permanent_ignore

(Optional)TABLE_redist

(Optional)proto
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(Optional)max_lsas

(Optional)warning

(Optional)threshold

(Optional)current_count

(Optional)admin_dist

(Optional)ref_bw

(Optional)spf_start_time

(Optional)spf_hold_time

(Optional)spf_max_time

(Optional)lsa_start_time

(Optional)lsa_hold_time

(Optional)lsa_max_time

(Optional)min_lsa_arr_time

(Optional)lsa_aging_pace

(Optional)spf_max_paths

(Optional)max_metric_adver

(Optional)max_metric_time_left

(Optional)max_metric_wait_bgp

(Optional)max_metric_timeout

(Optional)max_metric_always

(Optional)max_metric_sum_lsa

(Optional)max_metric_ext_lsa

(Optional)asext_lsa_cnt

(Optional)asext_lsa_crc

(Optional)asopaque_lsa_cnt

(Optional)asopaque_lsa_crc

(Optional)area_total

(Optional)area_normal

(Optional)area_stub

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1121

All Show Commands
show ip ospf



(Optional)area_nssa

(Optional)act_area_total

(Optional)act_area_normal

(Optional)act_area_stub

(Optional)act_area_nssa

(Optional)bfd_enabled

(Optional)name_lookup

(Optional)passive_dflt

(Optional)no_discard_rt_ext

(Optional)no_discard_rt_int

(Optional)TABLE_area

(Optional)aname

(Optional)backbone_active

(Optional)active

(Optional)age

(Optional)total_intf

(Optional)act_intf

(Optional)passive_intf

(Optional)loopback_intf

(Optional)gr_nbr_cnt

(Optional)stub

(Optional)stub_def_cost

(Optional)nssa

(Optional)no_redist

(Optional)nssa_trans

(Optional)no_summary

(Optional)auth_type

(Optional)spf_runs

(Optional)last_spf_run_time
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(Optional)rtr_lsa_throt

(Optional)TABLE_range

(Optional)addr

(Optional)masklen

(Optional)state

(Optional)nets

(Optional)advertise

(Optional)cost

(Optional)filter_in

(Optional)filter_out

(Optional)lsa_cnt

(Optional)lsa_crc

Command Mode

• /exec
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show ip ospf border-routers
show ip ospf [ <tag> ] border-routers [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__
TABLE_ctx <ptag> <cname> [ TABLE_br <type> <addr> <cost> <asbr> <abr> <area> <spf_inst> [
<vlink_unresolved> ] [ TABLE_br_ubest_nh [ <ubest_nh_addr> ] [ <ubest_nh_intf> ] ] [ TABLE_br_mbest_nh
[ <mbest_nh_addr> ] [ <mbest_nh_intf> ] ] ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display OSPF status and configurationospf

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Border routersborder-routers

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)ptag

(Optional)cname

(Optional)TABLE_br

(Optional)type

(Optional)addr

(Optional)cost

(Optional)asbr

(Optional)abr

(Optional)area

(Optional)spf_inst

(Optional)vlink_unresolved

(Optional)TABLE_br_ubest_nh
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(Optional)ubest_nh_addr

(Optional)ubest_nh_intf

(Optional)TABLE_br_mbest_nh

(Optional)mbest_nh_addr

(Optional)mbest_nh_intf

Command Mode

• /exec
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show ip ospf database
show ip ospf [ <tag> ] database [ [ [ [ network | asbr-summary | summary | router | opaque-link | opaque-area
| nssa-external ] [ area <area-id-ip> ] ] | external [ ext_tag <tag_val> ] | opaque-as ] [ <lsid> ] [ self-originated
| adv-router <advid> | adv-router-name <adv-name> ] ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [
__readonly__ TABLE_ctx <rid> <ptag> <cname> [ TABLE_db2_lsa <name> [ <area> ] <id> <advrtr> <age>
<seqno> <cksum> [ <opaque_id> ] [ <corrupt> ] [ <rtr_num_links> ] [ <tag> ] ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display OSPF status and configurationospf

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Link-state Database Summarydatabase

(Optional) Display network LSAsnetwork

(Optional) Display type 4 (asbr-summary) LSAsasbr-summary

(Optional) Display type 5 (external) LSAsexternal

(Optional) Display router LSAsrouter

(Optional) Display type 7 (NSSA external) LSAsnssa-external

(Optional) Display Opaque Link-Local LSAsopaque-link

(Optional) Display Opaque Area LSAsopaque-area

(Optional) Display Opaque AS LSAsopaque-as

(Optional) Display type 3 (network-summary) LSAssummary

(Optional) Display only self-originated LSAsself-originated

(Optional) Restrict display by link state IDlsid

(Optional) Restrict display by Advertising routeradv-router

(Optional) Advertising router IDadvid

(Optional) Restrict display by Advertising router nameadv-router-name
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(Optional) DNS Name of the Advertising routeradv-name

(Optional) Display only LSA's in this areaarea

(Optional) Area Id as an integer or ip addressarea-id-ip

(Optional) Restrict display by tagext_tag

(Optional) 32-bit tag valuetag_val

(Optional)tag

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)rid

(Optional)ptag

(Optional)cname

(Optional)TABLE_db2_lsa

(Optional)name

(Optional)area

(Optional)id

(Optional)advrtr

(Optional)age

(Optional)seqno

(Optional)cksum

(Optional)opaque_id

(Optional)corrupt

(Optional)rtr_num_links

Command Mode

• /exec
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show ip ospf database database-summary
show ip ospf [ <tag> ] database database-summary [ vrf { <vrf-name> | <vrf-known-name> | all } ] [
__readonly__ TABLE_ctx <rid> <ptag> <cname> [ TABLE_dbsum [ TABLE_dbsum_area <area> [
TABLE_dbsum_area_lsa <area_lsa_name> <area_lsa_count> ] <area_lsa_total> ] [ TABLE_dbsum_all [
TABLE_dbsum_lsa_all <lsa_name> <lsa_count> ] <non_self_lsa_total> <lsa_total> ] ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display OSPF status and configurationospf

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Link-state Database Summarydatabase

Summary of databasedatabase-summary

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)rid

(Optional)ptag

(Optional)cname

(Optional)TABLE_dbsum

(Optional)TABLE_dbsum_area

(Optional)area

(Optional)TABLE_dbsum_area_lsa

(Optional)area_lsa_name

(Optional)area_lsa_count

(Optional)area_lsa_total

(Optional)TABLE_dbsum_all

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1128

All Show Commands
show ip ospf database database-summary



(Optional)TABLE_dbsum_lsa_all

(Optional)lsa_name

(Optional)lsa_count

(Optional)non_self_lsa_total

(Optional)lsa_total

Command Mode

• /exec
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show ip ospf database detail
show ip ospf [ <tag> ] database [ [ [ network | asbr-summary | summary | router | opaque-link | opaque-area |
nssa-external ] [ area <area-id-ip> ] ] | external [ ext_tag <tag_val> ] | opaque-as ] [ <lsid> ] [ self-originated
| adv-router <advid> | adv-router-name <adv-name> ] detail [ vrf { <vrf-name> | <vrf-known-name> | all } ]
[ __readonly__ TABLE_ctx <rid> <ptag> <cname> [ TABLE_db2_lsa <name> [ <area> ] [ <rtr_max_metric>
] [ TABLE_lsdb <age> <maxage> <options> <options_str> <wrapping> <dummy> <flush_pending> <type>
<id> <id_str> [ <opaque_type> ] [ <opaque_id> ] <advrtr> <seqno> <cksum> <len> [ <corrupt> ] [ <rtr_abr>
] [ <rtr_asbr> ] [ <rtr_translate> ] [ <rtr_vlink_end> ] [ <rtr_num_links> ] [ <rtr_links_mismatch> ] [
TABLE_rlsa [ <rtr_link_type> ] [ <rtr_link_id_str> ] [ <rtr_link_id> ] [ <rtr_link_data_str> ] [ <rtr_link_data>
] [ <rtr_link_num_tos> ] [ <rtr_link_metric> ] [ TABLE_rlinktos [ <rtr_link_tos_id> ] [ <rtr_link_tos_metric>
] ] ] [ <net_mask> ] [ TABLE_netlsa [ <net_rtr> ] ] [ <sum_mask> ] [ <sum_metric> ] [ TABLE_sumlsa [
<sum_tos_id> ] [ <sum_tos_metric> ] ] [ <nssa_mask> ] [ <nssa_metric_type2> ] [ <nssa_metric> ] [
<nssa_fwd_addr> ] [ <nssa_tag> ] [ TABLE_nssa [ <nssa_tos_metric_type2> ] [ <nssa_tos_id> ] [
<nssa_tos_metric> ] [ <nssa_tos_fwd_addr> ] [ <nssa_tos_tag> ] ] [ <asext_mask> ] [ <asext_metric_type2>
] [ <asext_metric> ] [ <asext_fwd_addr> ] [ <asext_tag> ] [ TABLE_asext [ <asext_tos_metric_type2> ] [
<asext_tos_id> <asext_tos_metric> ] [ <asext_tos_fwd_addr> ] [ <asext_tos_tag> ] ] [ <opaque_link_intf>
] [ <opaque_unknown> ] [ <opaque_data_len> ] [ <opaque_data> ] [ <opaque_corrupt> ] [ <tlv_type> ] [
<tlv_len> ] [ <tlv_data> ] [ <tlv_unknown> ] [ <gr_interval> ] [ <gr_reason> ] [ <gr_addr> ] [ <te_frag_id>
] [ <te_rtr_id> ] [ <te_link_type> ] [ <te_link_id> ] [ <te_link_metric> ] [ <te_link_max_bw> ] [
<te_link_rsv_bw> ] [ <te_link_unrsv_bw> ] [ <te_link_admin> ] [ <te_num_links> ] ] ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display OSPF status and configurationospf

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Link-state Database Summarydatabase

(Optional) Display network LSAsnetwork

(Optional) Display type 4 (asbr-summary) LSAsasbr-summary

(Optional) Display type 5 (external) LSAsexternal

(Optional) Display router LSAsrouter

(Optional) Display type 7 (NSSA external) LSAsnssa-external

(Optional) Display Opaque Link-Local LSAsopaque-link

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1130

All Show Commands
show ip ospf database detail



(Optional) Display Opaque Area LSAsopaque-area

(Optional) Display Opaque AS LSAsopaque-as

(Optional) Display type 3 (network-summary) LSAssummary

(Optional) Display only self-originated LSAsself-originated

(Optional) Restrict display by link state IDlsid

(Optional) Restrict display by Advertising routeradv-router

(Optional) Advertising router IDadvid

(Optional) Restrict display by Advertising router nameadv-router-name

(Optional) DNS Name of the Advertising routeradv-name

(Optional) Display only LSA's in this areaarea

(Optional) Area Id as an integer or ip addressarea-id-ip

(Optional) Restrict display by tagext_tag

(Optional) 32-bit tag valuetag_val

Display LSA in detaildetail

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)rid

(Optional)ptag

(Optional)cname

(Optional)TABLE_db2_lsa

(Optional)name

(Optional)area

(Optional)rtr_max_metric

(Optional)TABLE_lsdb

(Optional)age

(Optional)maxage

(Optional)options

(Optional)options_str

(Optional)wrapping
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(Optional)dummy

(Optional)flush_pending

(Optional)type

(Optional)id

(Optional)id_str

(Optional)opaque_type

(Optional)opaque_id

(Optional)advrtr

(Optional)seqno

(Optional)cksum

(Optional)len

(Optional)corrupt

(Optional)rtr_abr

(Optional)rtr_asbr

(Optional)rtr_translate

(Optional)rtr_vlink_end

(Optional)rtr_num_links

(Optional)rtr_links_mismatch

(Optional)TABLE_rlsa

(Optional)rtr_link_type

(Optional)rtr_link_id_str

(Optional)rtr_link_id

(Optional)rtr_link_data_str

(Optional)rtr_link_data

(Optional)rtr_link_num_tos

(Optional)rtr_link_metric

(Optional)TABLE_rlinktos

(Optional)rtr_link_tos_id

(Optional)rtr_link_tos_metric
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(Optional)net_mask

(Optional)TABLE_netlsa

(Optional)net_rtr

(Optional)sum_mask

(Optional)sum_metric

(Optional)TABLE_sumlsa

(Optional)sum_tos_id

(Optional)sum_tos_metric

(Optional)nssa_mask

(Optional)nssa_metric_type2

(Optional)nssa_metric

(Optional)nssa_fwd_addr

(Optional)nssa_tag

(Optional)TABLE_nssa

(Optional)nssa_tos_metric_type2

(Optional)nssa_tos_id

(Optional)nssa_tos_metric

(Optional)nssa_tos_fwd_addr

(Optional)nssa_tos_tag

(Optional)asext_mask

(Optional)asext_metric_type2

(Optional)asext_metric

(Optional)asext_fwd_addr

(Optional)asext_tag

(Optional)TABLE_asext

(Optional)asext_tos_metric_type2

(Optional)asext_tos_id

(Optional)asext_tos_metric

(Optional)asext_tos_fwd_addr
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(Optional)asext_tos_tag

(Optional)opaque_link_intf

(Optional)opaque_unknown

(Optional)opaque_data_len

(Optional)opaque_data

(Optional)opaque_corrupt

(Optional)tlv_type

(Optional)tlv_len

(Optional)tlv_data

(Optional)tlv_unknown

(Optional)gr_interval

(Optional)gr_reason

(Optional)gr_addr

(Optional)te_frag_id

(Optional)te_rtr_id

(Optional)te_link_type

(Optional)te_link_id

(Optional)te_link_metric

(Optional)te_link_max_bw

(Optional)te_link_rsv_bw

(Optional)te_link_unrsv_bw

(Optional)te_link_admin

(Optional)te_num_links

Command Mode

• /exec
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show ip ospf event-history
show ip ospf [ <tag> ] [ internal ] event-history { errors | msgs | statistics | adjacency | event | ha | flooding |
lsa | spf | redistribution | ldp | te | rib | hello | spf-trigger | cli | objstore }

Syntax Description

Show running system informationshow

Display IP informationip

Display OSPF status and configurationospf

(Optional) Process tagtag

(Optional) Commands for internal useinternal

Show various event logs of OSPFevent-history

Error logserrors

IPC logsmsgs

Show the state and size of the buffersstatistics

Adjacency formation logsadjacency

Internal event logsevent

HA and GR logsha

LSA flooding logsflooding

LSA generation and databse logslsa

SPF calculation logsspf

Redistribution logsredistribution

LDP related logsldp

MPLS TE related logste

RIB related logsrib

Hello related logshello

Cli logscli

SPF TRIGGER related logsspf-trigger

DME OBJSTORE related logsobjstore

Command Mode
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• /exec
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show ip ospf event-history detail
show ip ospf [ <tag> ] [ internal ] event-history detail [ statistics ]

Syntax Description

Show running system informationshow

Display IP informationip

Display OSPF status and configurationospf

(Optional) Process tagtag

(Optional) Commands for internal useinternal

Show event history of OSPFevent-history

Show detailed event history informationdetail

(Optional) Show the state and size of the verbose history bufferstatistics

Command Mode

• /exec
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show ip ospf ha
show ip ospf [ <tag> ] ha [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ TABLE_ctx <ptag>
<cname> <stateful> <pss_restored> <pss_state> <gr_enabled> <gr_grace_period> <gr_state> <gr_last_status>
<gr_helper_mode> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display OSPF status and configurationospf

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

High Availability statusha

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)ptag

(Optional)cname

(Optional)stateful

(Optional)pss_restored

(Optional)pss_state

(Optional)gr_enabled

(Optional)gr_grace_period

(Optional)gr_state

(Optional)gr_last_status

(Optional)gr_helper_mode

Command Mode

• /exec
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show ip ospf interface
show ip ospf [ <tag> ] interface [ <interface> | vrf { <vrf-name> | <vrf-known-name> | all } ] [ private ] [
__readonly__ TABLE_ctx <ptag> <cname> [ TABLE_intf <ifname> <admin_status> <proto_status> [
<unnumbered> ] <addr> [ <masklen> ] [ <parent_intf> ] <area> [ <if_cfg> ] <state_str> <type_str> <cost>
[ <bfd_enabled> ] [ <ldp_sync> ] <index> [ <passive> ] [ <mpls> ] [ <transmit_delay> ] [ <if_priority> ] [
<dr_rid> ] [ <dr_addr> ] [ <bdr_rid> ] [ <bdr_addr> ] [ <nbr_total> ] [ <nbr_flood> ] [ <nbr_adjs> ] [ <gr_nbr>
] [ <hello_interval> ] [ <dead_interval> ] [ <wait_interval> ] [ <rxmt_interval> ] [ <hello_timer> ] [
<wait_timer> ] [ <pacing_timer> ] [ <lsu_timer> ] [ <lsack_timer> ] [ <netlsa_throt_timer> ] [ <auth_type>
] [ <keychain_name> ] [ <keychain_ready> ] [ <auth_md5_keyid> ] [ <auth_keyid> ] [ <auth_algo> ] [
<link_lsa_cnt> ] [ <link_lsa_crc> ] ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display OSPF status and configurationospf

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

OSPF enabled interfaceinterface

(Optional) OSPF enabled interfaceinterface

(Optional) Developer-only statisticsprivate

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)ptag

(Optional)cname

(Optional)TABLE_intf

(Optional)ifname

(Optional)admin_status

(Optional)proto_status

(Optional)unnumbered

(Optional)addr
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(Optional)masklen

(Optional)parent_intf

(Optional)area

(Optional)if_cfg

(Optional)state_str

(Optional)type_str

(Optional)cost

(Optional)bfd_enabled

(Optional)ldp_sync

(Optional)index

(Optional)passive

(Optional)mpls

(Optional)transmit_delay

(Optional)if_priority

(Optional)dr_rid

(Optional)dr_addr

(Optional)bdr_rid

(Optional)bdr_addr

(Optional)nbr_total

(Optional)nbr_flood

(Optional)nbr_adjs

(Optional)gr_nbr

(Optional)hello_interval

(Optional)dead_interval

(Optional)wait_interval

(Optional)rxmt_interval

(Optional)hello_timer

(Optional)wait_timer

(Optional)pacing_timer
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(Optional)lsu_timer

(Optional)lsack_timer

(Optional)netlsa_throt_timer

(Optional)auth_type

(Optional)keychain_name

(Optional)keychain_ready

(Optional)auth_md5_keyid

(Optional)auth_keyid

(Optional)auth_algo

(Optional)link_lsa_cnt

(Optional)link_lsa_crc

Command Mode

• /exec
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show ip ospf interface brief
show ip ospf [ <tag> ] interface brief [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__
TABLE_ctx <ptag> <cname> <intf_count> TABLE_intf <ifname> <index> <area> <cost> <state_str>
<nbr_total> <admin_status> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display OSPF status and configurationospf

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

OSPF enabled interfaceinterface

Display summary of OSPF interfacesbrief

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)ptag

(Optional)cname

(Optional)intf_count

(Optional)TABLE_intf

(Optional)ifname

(Optional)index

(Optional)area

(Optional)cost

(Optional)state_str

(Optional)nbr_total

(Optional)admin_status

Command Mode
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• /exec
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show ip ospf lsa-content-changed-list
show ip ospf [ <tag> ] lsa-content-changed-list { <ip-addr> | <neighbor-name> } <interface> [ __readonly__
[ TABLE_ctx <ptag> <cname> [ TABLE_lschg <nbr_rid> <intf> <nbr_addr> [ TABLE_lsa [ <type> ] [
<lsid> ] [ <advrtr> ] [ <seqno> ] [ <cksum> ] [ <age> ] ] ] ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display OSPF status and configurationospf

(Optional) Process tagtag

LSAs that changed contentslsa-content-changed-list

OSPF enabled interfaceinterface

Neighbor router IDip-addr

DNS Name of the neighborneighbor-name

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)ptag

(Optional)cname

(Optional)TABLE_lschg

(Optional)nbr_rid

(Optional)intf

(Optional)nbr_addr

(Optional)TABLE_lsa

(Optional)type

(Optional)lsid

(Optional)advrtr

(Optional)seqno

(Optional)cksum

(Optional)age

Command Mode
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• /exec
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show ip ospf memory
show ip ospf [ <tag> ] memory [ __readonly__ TABLE_mem <ptag> <byte_total> <byte_consumed>
<byte_overhead> <byte_allocated> <alloc_current> <alloc_created> <alloc_failed> <alloc_free> <bf_current>
<bf_created> <bf_failed> <bf_free> <bf_byte_consumed> <bf_32_current> <bf_32_created> <bf_32_failed>
<bf_32_free> <bf_32_byte_consumed> <slab_current> <slab_created> <slab_failed> <slab_free>
<slab_byte_consumed> <if_index_alloc_failed> <nbr_index_alloc_failed> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display OSPF status and configurationospf

(Optional) Process tagtag

Memory usage statisticsmemory

(Optional)__readonly__

(Optional)TABLE_mem

(Optional)ptag

(Optional)byte_total

(Optional)byte_consumed

(Optional)byte_overhead

(Optional)byte_allocated

(Optional)alloc_current

(Optional)alloc_created

(Optional)alloc_failed

(Optional)alloc_free

(Optional)bf_current

(Optional)bf_created

(Optional)bf_failed

(Optional)bf_free

(Optional)bf_byte_consumed

(Optional)bf_32_current

(Optional)bf_32_created
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(Optional)bf_32_failed

(Optional)bf_32_free

(Optional)bf_32_byte_consumed

(Optional)slab_current

(Optional)slab_created

(Optional)slab_failed

(Optional)slab_free

(Optional)slab_byte_consumed

(Optional)if_index_alloc_failed

(Optional)nbr_index_alloc_failed

Command Mode

• /exec
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show ip ospf neighbors
show ip ospf [ <tag> ] neighbors [ { { <interface> [ <neighbor> | <neighbor-name> ] } | { [ <neighbor> |
<neighbor-name> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] } } ] [ __readonly__ TABLE_ctx <ptag>
<cname> <nbrcount> [ TABLE_nbr <rid> <priority> <state> <drstate> <uptime> <addr> <intf> [ <multiarea>
] ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display OSPF status and configurationospf

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Neighbor listneighbors

(Optional) OSPF enabled interfaceinterface

(Optional) Router ID of neighborneighbor

(Optional) DNS Name of the neighborneighbor-name

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)ptag

(Optional)cname

(Optional)nbrcount

(Optional)TABLE_nbr

(Optional)rid

(Optional)priority

(Optional)state

(Optional)drstate

(Optional)uptime
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(Optional)addr

(Optional)intf

(Optional)multiarea

Command Mode

• /exec
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show ip ospf neighbors detail
show ip ospf [ <tag> ] neighbors [ <interface> ] [ <neighbor> | <neighbor-name> ] detail [ vrf { <vrf-name>
| <vrf-known-name> | all } ] [ private ] [ __readonly__ TABLE_ctx <ptag> <cname> [ TABLE_nbr <rid>
<addr> <area> <intf> <state> <transition> <lastchange> [ <bfd_state> ] [ <priority> ] [ <ifid> ] [ <dr> ] [
<dc> ] [ <bdr> ] [ <master> ] [ <seqno> ] [ <dbdallsentacked> ] [ <dbdallsent> ] [ <dbdallacked> ] [
<lsaonreqlist> ] [ <lsafromlastreq> ] [ <lsreqrxmts> ] <helloptions> <dbdoptions> <lastnonhello> [ <deadtimer>
] [ <pacingtimer> ] [ <dbdrxmtimer> ] [ <reqrxmtimer> ] [ <lsutimer> ] [ <rerxmtimer> ] [ <fastrerxmtimer>
] [ <lsacktimer> ] [ <grtimer> ] [ <helpermode> ] [ <helpercand> ] [ <helperterm> ] [ <senddbd> ] [ <sendlsreq>
] [ <sendlsu> ] [ <sendlsurxmt> ] [ <sendlsack> ] [ <sendlsreqreply> ] ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display OSPF status and configurationospf

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Neighbor listneighbors

(Optional) OSPF enabled interfaceinterface

(Optional) Router ID of neighborneighbor

(Optional) DNS Name of the neighborneighbor-name

Show detailed neighbor displaydetail

(Optional) Developer-only statisticsprivate

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)ptag

(Optional)cname

(Optional)TABLE_nbr

(Optional)rid

(Optional)addr
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(Optional)area

(Optional)intf

(Optional)state

(Optional)transition

(Optional)lastchange

(Optional)bfd_state

(Optional)priority

(Optional)ifid

(Optional)dr

(Optional)bdr

(Optional)master

(Optional)seqno

(Optional)dbdallsentacked

(Optional)dbdallsent

(Optional)dbdallacked

(Optional)lsaonreqlist

(Optional)lsafromlastreq

(Optional)lsreqrxmts

(Optional)helloptions

(Optional)dbdoptions

(Optional)lastnonhello

(Optional)deadtimer

(Optional)pacingtimer

(Optional)dbdrxmtimer

(Optional)reqrxmtimer

(Optional)lsutimer

(Optional)rerxmtimer

(Optional)fastrerxmtimer

(Optional)lsacktimer
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(Optional)grtimer

(Optional)helpermode

(Optional)helpercand

(Optional)helperterm

(Optional)senddbd

(Optional)sendlsreq

(Optional)sendlsu

(Optional)sendlsurxmt

(Optional)sendlsack

(Optional)sendlsreqreply

(Optional)dc

Command Mode

• /exec
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show ip ospf neighbors summary
show ip ospf [ <tag> ] neighbors [ <interface> ] summary [ vrf { <vrf-name> | <vrf-known-name> | all } ] [
__readonly__ TABLE_ctx <ptag> <cname> TABLE_intf { <ifname> | <total> } <down> <attempt> <init>
<twoway> <exstart> <exchange> <loading> <full> <if_total> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display OSPF status and configurationospf

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Neighbor listneighbors

(Optional) OSPF enabled interfaceinterface

Summary of neighborssummary

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)ptag

(Optional)cname

(Optional)TABLE_intf

(Optional)ifname

(Optional)total

(Optional)down

(Optional)attempt

(Optional)init

(Optional)twoway

(Optional)exstart

(Optional)exchange
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(Optional)loading

(Optional)full

(Optional)if_total

Command Mode

• /exec
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show ip ospf policy statistics
show ip ospf [ <inst> ] policy statistics { { redistribute { { bgp | eigrp } <as> | { isis | ospf | rip } <tag> | static
| direct | amt } } | { area <area-id-ip> filter-list { in | out } } } [ vrf { <vrf-name> | <vrf-known-name> | all }
] [ __readonly__ <ptag> TABLE_ctx <cname> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display OSPF status and configurationospf

(Optional) Process taginst

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Display Policy related informationpolicy

Display Route Filter statisticsstatistics

Statistics for redistributionredistribute

ISO Intermediate-to-Intermediate (IS-IS)isis

Border Gateway Protocol (BGP)bgp

Autonomous system numberas

Open Shortest Path First (OSPFv2)ospf

Enhanced Interior Gateway Protocol (EIGRP)eigrp

Routing Information Protocol (RIP)rip

Staticstatic

Directly connecteddirect

AMT anycast prefixamt

Source protocol tagtag

Configure area propertiesarea

Area Id as an integer or ip addressarea-id-ip

Filter prefixes between OSPF areasfilter-list
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Filter networks sent to this areain

Filter networks sent from this areaout

(Optional)__readonly__

(Optional)ptag

(Optional)TABLE_ctx

(Optional)cname

Command Mode

• /exec
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show ip ospf request-list
show ip ospf [ <tag> ] request-list { <ip-addr> | <neighbor-name> } <interface> [ __readonly__ [ TABLE_ctx
<ptag> <cname> [ TABLE_lsreq <nbr_rid> <intf> <nbr_addr> <total> [ TABLE_lsa [ <type> ] [ <lsid> ] [
<advrtr> ] [ <seqno> ] [ <cksum> ] [ <age> ] ] ] ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display OSPF status and configurationospf

(Optional) Process tagtag

Link state request listrequest-list

OSPF enabled interfaceinterface

Neighbor router IDip-addr

DNS Name of the neighborneighbor-name

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)ptag

(Optional)cname

(Optional)TABLE_lsreq

(Optional)nbr_rid

(Optional)intf

(Optional)nbr_addr

(Optional)total

(Optional)TABLE_lsa

(Optional)type

(Optional)lsid

(Optional)advrtr

(Optional)seqno

(Optional)cksum

(Optional)age
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Command Mode

• /exec
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show ip ospf retransmission-list
show ip ospf [ <tag> ] retransmission-list { <routerid> | <router-name> } <interface> [ __readonly__ [
TABLE_ctx <ptag> <cname> [ TABLE_rxmit <nbr_rid> <intf> <nbr_addr> [ <timer_running> ] [ <timer_due>
] [ TABLE_lsa [ <type> ] [ <lsid> ] [ <advrtr> ] [ <seqno> ] [ <cksum> ] [ <age> ] ] ] ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display OSPF status and configurationospf

(Optional) Process tagtag

Link state retransmission listretransmission-list

Neighbor router IDrouterid

DNS Name of the routerrouter-name

OSPF enabled interfaceinterface

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)ptag

(Optional)cname

(Optional)TABLE_rxmit

(Optional)nbr_rid

(Optional)intf

(Optional)nbr_addr

(Optional)timer_running

(Optional)timer_due

(Optional)TABLE_lsa

(Optional)type

(Optional)lsid

(Optional)advrtr

(Optional)seqno

(Optional)cksum
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(Optional)age

Command Mode

• /exec
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show ip ospf route
show ip ospf [ <tag> ] route [ <ip-addr> | <ip-prefix> [ longer-prefixes ] ] [ all_routes ] [ vrf { <vrf-name> |
<vrf-known-name> | all } ] [ __readonly__ TABLE_ctx <ptag> <cname> [ <hdr_addr> ] [ <hdr_masklen> ]
[ TABLE_route <addr> <masklen> <type> <in_rib> <direct> [ <area> ] [ <tag> ] [ <vlink_unresolved> ] [
TABLE_route_ubest_nh [ <ubest_nh_addr> ] [ <ubest_nh_intf> ] [ <ubest_cost> ] [ <distance> ] [
<ubest_nh_direct> ] [ <ubest_nh_in_rib> ] ] [ TABLE_route_mbest_nh [ <mbest_nh_addr> ] [ <mbest_nh_intf>
] [ <mbest_cost> ] [ <mbest_nh_direct> ] [ <mbest_nh_in_rib> ] ] ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display OSPF status and configurationospf

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Internal OSPF routesroute

(Optional) Show single OSPF routeip-addr

(Optional) Show single exact match OSPF routeip-prefix

(Optional) Show exact match and more specific routeslonger-prefixes

(Optional) Display all OSPF routesall_routes

(Optional)tag

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)ptag

(Optional)cname

(Optional)hdr_addr

(Optional)hdr_masklen

(Optional)TABLE_route

(Optional)addr
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(Optional)masklen

(Optional)type

(Optional)in_rib

(Optional)direct

(Optional)area

(Optional)vlink_unresolved

(Optional)TABLE_route_ubest_nh

(Optional)ubest_nh_addr

(Optional)ubest_nh_intf

(Optional)ubest_cost

(Optional)distance

(Optional)ubest_nh_direct

(Optional)ubest_nh_in_rib

(Optional)TABLE_route_mbest_nh

(Optional)mbest_nh_addr

(Optional)mbest_nh_intf

(Optional)mbest_cost

(Optional)mbest_nh_direct

(Optional)mbest_nh_in_rib

Command Mode

• /exec
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show ip ospf route summary
show ip ospf [ <tag> ] route [ <ip-prefix> [ longer-prefixes ] ] summary [ vrf { <vrf-name> | <vrf-known-name>
| all } ] [ __readonly__ TABLE_ctx <ptag> <cname> [ TABLE_route <total_routes> <total_paths> [
TABLE_route_type <path_type> <path_routes> <path_paths> ] [ TABLE_route_masklen <masklen>
<masklen_routes> <masklen_paths> ] ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display OSPF status and configurationospf

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Internal OSPF routesroute

(Optional) Show single exact match OSPF routeip-prefix

(Optional) Show exact match and more specific routeslonger-prefixes

Show route countssummary

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)ptag

(Optional)cname

(Optional)TABLE_route

(Optional)total_routes

(Optional)total_paths

(Optional)TABLE_route_type

(Optional)path_type

(Optional)path_routes

(Optional)path_paths
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(Optional)TABLE_route_masklen

(Optional)masklen

(Optional)masklen_routes

(Optional)masklen_paths

Command Mode

• /exec
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show ip ospf sham-links
show ip ospf [ <tag> ] sham-links [ brief ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__
TABLE_ctx <ptag> <cname> [ TABLE_slink <name> [ <nbr_rid> ] <if_state> <transit_area> <nh_intf>
<nbr_addr> [ <transit_area_stub> ] [ <transit_area_nssa> ] <addr> [ <masklen> ] <area> [ <if_cfg> ] <state_str>
<type_str> <cost> [ <bfd_enabled> ] <index> [ <passive> ] [ <mpls> ] [ <transmit_delay> ] [ <if_priority>
] [ <dr_rid> ] [ <dr_addr> ] [ <bdr_rid> ] [ <bdr_addr> ] [ <nbr_total> ] [ <nbr_flood> ] [ <nbr_adjs> ] [
<gr_nbr> ] [ <hello_interval> ] [ <dead_interval> ] [ <wait_interval> ] [ <rxmt_interval> ] [ <sum_total> ] [
<hello_timer> ] [ <wait_timer> ] [ <pacing_timer> ] [ <lsu_timer> ] [ <lsack_timer> ] [ <netlsa_throt_timer>
] [ <auth_type> ] [ <keychain_name> ] [ <keychain_ready> ] [ <auth_md5_keyid> ] [ <link_lsa_cnt> ] [
<link_lsa_crc> ] [ <dc_enabled> ] [ <dest_ip> ] [ <src_ip> ] [ <ifnum> ] [ <state> ] [ <transition> ] [
<lastchange> ] [ <priority> ] [ <ifid> ] [ <dr> ] [ <bdr> ] [ <master> ] [ <seqno> ] [ <dbdallsentacked> ] [
<dbdallsent> ] [ <dbdallacked> ] [ <lsaonreqlist> ] [ <lsafromlastreq> ] [ <lsreqrxmts> ] [ <helloptions> ] [
<dbdoptions> ] [ <lastnonhello> ] [ <deadtimer> ] [ <pacingtimer> ] [ <dbdrxmtimer> ] [ <reqrxmtimer> ] [
<lsutimer> ] [ <rerxmtimer> ] [ <fastrerxmtimer> ] [ <lsacktimer> ] [ <grtimer> ] [ <helpermode> ] [
<helpercand> ] [ <helperterm> ] [ <senddbd> ] [ <sendlsreq> ] [ <sendlsu> ] [ <sendlsurxmt> ] [ <sendlsack>
] [ <sendlsreqreply> ] ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display OSPF status and configurationospf

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Sham link informationsham-links

(Optional) Display summary of OSPF sham linksbrief

(Optional)__readonly__

(Optional)ptag

(Optional)TABLE_ctx

(Optional)cname

(Optional)TABLE_slink

(Optional)name

(Optional)nbr_rid
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(Optional)if_state

(Optional)transit_area

(Optional)nh_intf

(Optional)dc_enabled

(Optional)nbr_addr

(Optional)sum_total

(Optional)transit_area_stub

(Optional)transit_area_nssa

(Optional)addr

(Optional)masklen

(Optional)area

(Optional)if_cfg

(Optional)state_str

(Optional)type_str

(Optional)cost

(Optional)bfd_enabled

(Optional)index

(Optional)passive

(Optional)mpls

(Optional)transmit_delay

(Optional)if_priority

(Optional)dr_rid

(Optional)dr_addr

(Optional)bdr_rid

(Optional)bdr_addr

(Optional)nbr_total

(Optional)nbr_flood

(Optional)nbr_adjs

(Optional)gr_nbr
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(Optional)hello_interval

(Optional)dead_interval

(Optional)wait_interval

(Optional)rxmt_interval

(Optional)hello_timer

(Optional)wait_timer

(Optional)pacing_timer

(Optional)lsu_timer

(Optional)lsack_timer

(Optional)netlsa_throt_timer

(Optional)auth_type

(Optional)keychain_name

(Optional)keychain_ready

(Optional)auth_md5_keyid

(Optional)link_lsa_cnt

(Optional)link_lsa_crc

(Optional)state

(Optional)transition

(Optional)lastchange

(Optional)priority

(Optional)ifid

(Optional)dr

(Optional)bdr

(Optional)master

(Optional)seqno

(Optional)dbdallsentacked

(Optional)dbdallsent

(Optional)dbdallacked

(Optional)lsaonreqlist
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(Optional)lsafromlastreq

(Optional)lsreqrxmts

(Optional)helloptions

(Optional)dbdoptions

(Optional)lastnonhello

(Optional)deadtimer

(Optional)pacingtimer

(Optional)dbdrxmtimer

(Optional)reqrxmtimer

(Optional)lsutimer

(Optional)rerxmtimer

(Optional)fastrerxmtimer

(Optional)lsacktimer

(Optional)grtimer

(Optional)helpermode

(Optional)helpercand

(Optional)helperterm

(Optional)senddbd

(Optional)sendlsreq

(Optional)sendlsu

(Optional)sendlsurxmt

(Optional)sendlsack

(Optional)sendlsreqreply

(Optional)dest_ip

(Optional)src_ip

(Optional)ifnum

Command Mode

• /exec
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show ip ospf statistics
show ip ospf [ <tag> ] statistics [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ TABLE_stats
<ptag> <cname> <last_clear> <rid_change> <dr_elections> <older_lsa_recv> <nbr_state_change>
<nbr_dead_postpone> <nbr_dead_expire> <nbr_bad_lsreq> <nbr_seqno_mismatch> <spf_full>
<spf_summary> <spf_external> <spf_extsummary> <rtr_generate> <rtr_refresh> <rtr_flush> <rtr_other_flush>
<net_generate> <net_refresh> <net_flush> <net_other_flush> <sum_generate> <sum_refresh> <sum_flush>
<sum_other_flush> <asbr_generate> <asbr_refresh> <asbr_flush> <asbr_other_flush> <asext_generate>
<asext_refresh> <asext_flush> <asext_other_flush> <opaque_link_generate> <opaque_link_refresh>
<opaque_link_flush> <opaque_link_other_flush> <opaque_area_generate> <opaque_area_refresh>
<opaque_area_flush> <opaque_area_other_flush> <opaque_as_generate> <opaque_as_refresh>
<opaque_as_flush> <opaque_as_other_flush> <limbo_lsa_count> <limbo_lsa_hwm> <limbo_lsa_deleted>
<limbo_lsa_revived> <limbo_runs> <limbo_lsa_last_time_hwm> [ <limbo_timer> ] <helloq_size>
<helloq_max_size> <helloq_hwm> <helloq_drops> <helloq_last_hwm_time> <floodq_size>
<floodq_max_size> <floodq_hwm> <floodq_drops> <floodq_last_hwm_time> <lsdb_add_fail> [
TABLE_buffer_detail [ <buf_size> ] [ <buf_size_huge> ] <buf_in_use> <buf_hwm><buf_perm> <buf_alloc>
<buf_free> ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display OSPF status and configurationospf

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Event countersstatistics

(Optional)__readonly__

(Optional)TABLE_stats

(Optional)ptag

(Optional)cname

(Optional)last_clear

(Optional)rid_change

(Optional)dr_elections

(Optional)older_lsa_recv
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(Optional)nbr_state_change

(Optional)nbr_dead_postpone

(Optional)nbr_dead_expire

(Optional)nbr_bad_lsreq

(Optional)nbr_seqno_mismatch

(Optional)spf_full

(Optional)spf_summary

(Optional)spf_external

(Optional)spf_extsummary

(Optional)rtr_generate

(Optional)rtr_refresh

(Optional)rtr_flush

(Optional)rtr_other_flush

(Optional)net_generate

(Optional)net_refresh

(Optional)net_flush

(Optional)net_other_flush

(Optional)sum_generate

(Optional)sum_refresh

(Optional)sum_flush

(Optional)sum_other_flush

(Optional)asbr_generate

(Optional)asbr_refresh

(Optional)asbr_flush

(Optional)asbr_other_flush

(Optional)asext_generate

(Optional)asext_refresh

(Optional)asext_flush

(Optional)asext_other_flush
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(Optional)opaque_link_generate

(Optional)opaque_link_refresh

(Optional)opaque_link_flush

(Optional)opaque_link_other_flush

(Optional)opaque_area_generate

(Optional)opaque_area_refresh

(Optional)opaque_area_flush

(Optional)opaque_area_other_flush

(Optional)opaque_as_generate

(Optional)opaque_as_refresh

(Optional)opaque_as_flush

(Optional)opaque_as_other_flush

(Optional)limbo_lsa_count

(Optional)limbo_lsa_hwm

(Optional)limbo_lsa_deleted

(Optional)limbo_lsa_revived

(Optional)limbo_runs

(Optional)limbo_lsa_last_time_hwm

(Optional)limbo_timer

(Optional)helloq_size

(Optional)helloq_max_size

(Optional)helloq_hwm

(Optional)helloq_drops

(Optional)helloq_last_hwm_time

(Optional)floodq_size

(Optional)floodq_max_size

(Optional)floodq_hwm

(Optional)floodq_drops

(Optional)floodq_last_hwm_time
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(Optional)lsdb_add_fail

(Optional)TABLE_buffer_detail

(Optional)buf_size

(Optional)buf_size_huge

(Optional)buf_in_use

(Optional)buf_hwm

(Optional)buf_perm

(Optional)buf_alloc

(Optional)buf_free

Command Mode

• /exec
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show ip ospf summary-address
show ip ospf [ <tag> ] summary-address [ private ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [
__readonly__ [ TABLE_ctx <ptag> <cname> <rid> [ TABLE_sum <addr> <masklen> [ <metric> ] [ <tag>
] [ <pending> ] ] ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display OSPF status and configurationospf

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Summary-address redistribution informationsummary-address

(Optional) Developer-only statisticsprivate

(Optional)tag

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)ptag

(Optional)cname

(Optional)rid

(Optional)TABLE_sum

(Optional)addr

(Optional)masklen

(Optional)metric

(Optional)pending

Command Mode

• /exec
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show ip ospf traffic
show ip ospf [ <tag> ] traffic [ <interface> [ detail ] | [ detail ] | [ detail ] vrf { <vrf-name> | <vrf-known-name>
| all } ] [ __readonly__ TABLE_traf <ptag> <cname> <last_clear> [ <ifname> ] <pkt_in> <pkt_out>
<lsu_first_trans> <lsu_retrans> <lsu_for_lsreq> <lsu_nbr_trans> <throttle_out> <throttle_out_token>
<throttle_out_ip> <lsa_ignored> <lsa_dropped_spf> <lsa_dropped_gr> <pkt_drops_in> <pkt_drops_out>
<pkt_errors_in> <pkt_errors_out> <hello_errors_in> <dbds_errors_in> <lsreqs_errors_in> <lsus_errors_in>
<lsacks_errors_in> <pkt_unknown_in> <pkt_unknown_out> <pkt_no_ospf_intf> <bad_version> <bad_crc>
<dup_rtr_id> <dup_src_addr> <invalid_src_addr> <invalid_dst_addr> <non_existing_nbr> <pkt_passive_intf>
<wrong_area> <invalid_pkt_len> <nbr_changed_routerid_ipaddr> <nbr_changed_interfaceid> [ <bad_auth>
] [ <bad_reserved> ] [ <pkt_no_vrf> ] <hellos_in> <dbds_in> <lsreqs_in> <lsus_in> <lsacks_in> <hellos_out>
<dbds_out> <lsreqs_out> <lsus_out> <lsacks_out> [ <hellos_in_hq> <dbds_in_hq> <lsreqs_in_flq>
<lsus_in_flq> <lsacks_in_flq> <lsas_in_dbds_in> <lsas_in_lsreqs_in> <lsas_in_lsus_in> <lsas_in_lsacks_in>
<lsas_in_dbds_out> <lsas_in_lsreqs_out> <lsas_in_lsus_out> <lsas_in_lsacks_out> <lsas_in_rxmt_lsus_out>
] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display OSPF status and configurationospf

(Optional) Process tagtag

(Optional) OSPF enabled interfaceinterface

(Optional) Display detailed informationdetail

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Packet counterstraffic

(Optional)__readonly__

(Optional)TABLE_traf

(Optional)ptag

(Optional)cname

(Optional)last_clear

(Optional)ifname

(Optional)pkt_in
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(Optional)pkt_out

(Optional)lsu_first_trans

(Optional)lsu_retrans

(Optional)lsu_for_lsreq

(Optional)lsu_nbr_trans

(Optional)throttle_out

(Optional)throttle_out_token

(Optional)throttle_out_ip

(Optional)lsa_ignored

(Optional)lsa_dropped_spf

(Optional)lsa_dropped_gr

(Optional)pkt_drops_in

(Optional)pkt_drops_out

(Optional)pkt_errors_in

(Optional)pkt_errors_out

(Optional)hello_errors_in

(Optional)dbds_errors_in

(Optional)lsreqs_errors_in

(Optional)lsus_errors_in

(Optional)lsacks_errors_in

(Optional)pkt_unknown_in

(Optional)pkt_unknown_out

(Optional)pkt_no_ospf_intf

(Optional)bad_version

(Optional)bad_crc

(Optional)dup_rtr_id

(Optional)dup_src_addr

(Optional)invalid_src_addr

(Optional)invalid_dst_addr
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(Optional)non_existing_nbr

(Optional)pkt_passive_intf

(Optional)wrong_area

(Optional)invalid_pkt_len

(Optional)nbr_changed_routerid_ipaddr

(Optional)nbr_changed_interfaceid

(Optional)bad_auth

(Optional)bad_reserved

(Optional)pkt_no_vrf

(Optional)hellos_in

(Optional)dbds_in

(Optional)lsreqs_in

(Optional)lsus_in

(Optional)lsacks_in

(Optional)hellos_out

(Optional)dbds_out

(Optional)lsreqs_out

(Optional)lsus_out

(Optional)lsacks_out

(Optional)hellos_in_hq

(Optional)dbds_in_hq

(Optional)lsreqs_in_flq

(Optional)lsus_in_flq

(Optional)lsacks_in_flq

(Optional)lsas_in_dbds_in

(Optional)lsas_in_lsreqs_in

(Optional)lsas_in_lsus_in

(Optional)lsas_in_lsacks_in

(Optional)lsas_in_dbds_out
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(Optional)lsas_in_lsreqs_out

(Optional)lsas_in_lsus_out

(Optional)lsas_in_lsacks_out

(Optional)lsas_in_rxmt_lsus_out

Command Mode

• /exec
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show ip ospf traps-queue
show ip ospf [ <tag> ] traps-queue

Syntax Description

Show running system informationshow

Display IP informationip

Display OSPF status and configurationospf

(Optional) Process tagtag

Show all the priority traps queue parameterstraps-queue

Command Mode

• /exec
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show ip ospf virtual-links
show ip ospf [ <tag> ] virtual-links [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ TABLE_ctx
<ptag> <cname> [ TABLE_vlink <name> <nbr_rid> <if_state> <transit_area> <nh_intf> <nbr_addr> [
<transit_area_stub> ] [ <transit_area_nssa> ] <addr> [ <masklen> ] <area> [ <if_cfg> ] <state_str> <type_str>
<cost> <index> [ <passive> ] [ <mpls> ] [ <transmit_delay> ] [ <if_priority> ] [ <dr_rid> ] [ <dr_addr> ] [
<bdr_rid> ] [ <bdr_addr> ] [ <nbr_total> ] [ <nbr_flood> ] [ <nbr_adjs> ] [ <gr_nbr> ] [ <hello_interval> ] [
<dead_interval> ] [ <wait_interval> ] [ <rxmt_interval> ] [ <hello_timer> ] [ <wait_timer> ] [ <pacing_timer>
] [ <lsu_timer> ] [ <lsack_timer> ] [ <netlsa_throt_timer> ] [ <auth_type> ] [ <keychain_name> ] [
<keychain_ready> ] [ <auth_md5_keyid> ] [ <link_lsa_cnt> ] [ <link_lsa_crc> ] [ <dc_enabled> ] [ <state>
] [ <transition> ] [ <lastchange> ] [ <priority> ] [ <ifid> ] [ <dr> ] [ <bdr> ] [ <master> ] [ <seqno> ] [
<dbdallsentacked> ] [ <dbdallsent> ] [ <dbdallacked> ] [ <lsaonreqlist> ] [ <lsafromlastreq> ] [ <lsreqrxmts>
] [ <helloptions> ] [ <dbdoptions> ] [ <lastnonhello> ] [ <deadtimer> ] [ <pacingtimer> ] [ <dbdrxmtimer> ]
[ <reqrxmtimer> ] [ <lsutimer> ] [ <rerxmtimer> ] [ <fastrerxmtimer> ] [ <lsacktimer> ] [ <grtimer> ] [
<helpermode> ] [ <helpercand> ] [ <helperterm> ] [ <senddbd> ] [ <sendlsreq> ] [ <sendlsu> ] [ <sendlsurxmt>
] [ <sendlsack> ] [ <sendlsreqreply> ] ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display OSPF status and configurationospf

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Virtual link informationvirtual-links

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)ptag

(Optional)cname

(Optional)TABLE_vlink

(Optional)name

(Optional)nbr_rid

(Optional)if_state

(Optional)transit_area
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(Optional)nh_intf

(Optional)dc_enabled

(Optional)nbr_addr

(Optional)transit_area_stub

(Optional)transit_area_nssa

(Optional)addr

(Optional)masklen

(Optional)area

(Optional)if_cfg

(Optional)state_str

(Optional)type_str

(Optional)cost

(Optional)index

(Optional)passive

(Optional)mpls

(Optional)transmit_delay

(Optional)if_priority

(Optional)dr_rid

(Optional)dr_addr

(Optional)bdr_rid

(Optional)bdr_addr

(Optional)nbr_total

(Optional)nbr_flood

(Optional)nbr_adjs

(Optional)gr_nbr

(Optional)hello_interval

(Optional)dead_interval

(Optional)wait_interval

(Optional)rxmt_interval
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(Optional)hello_timer

(Optional)wait_timer

(Optional)pacing_timer

(Optional)lsu_timer

(Optional)lsack_timer

(Optional)netlsa_throt_timer

(Optional)auth_type

(Optional)keychain_name

(Optional)keychain_ready

(Optional)auth_md5_keyid

(Optional)link_lsa_cnt

(Optional)link_lsa_crc

(Optional)state

(Optional)transition

(Optional)lastchange

(Optional)priority

(Optional)ifid

(Optional)dr

(Optional)bdr

(Optional)master

(Optional)seqno

(Optional)dbdallsentacked

(Optional)dbdallsent

(Optional)dbdallacked

(Optional)lsaonreqlist

(Optional)lsafromlastreq

(Optional)lsreqrxmts

(Optional)helloptions

(Optional)dbdoptions
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(Optional)lastnonhello

(Optional)deadtimer

(Optional)pacingtimer

(Optional)dbdrxmtimer

(Optional)reqrxmtimer

(Optional)lsutimer

(Optional)rerxmtimer

(Optional)fastrerxmtimer

(Optional)lsacktimer

(Optional)grtimer

(Optional)helpermode

(Optional)helpercand

(Optional)helperterm

(Optional)senddbd

(Optional)sendlsreq

(Optional)sendlsu

(Optional)sendlsurxmt

(Optional)sendlsack

(Optional)sendlsreqreply

Command Mode

• /exec
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show ip ospf virtual-links brief
show ip ospf [ <tag> ] virtual-links brief [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__
TABLE_ctx <ptag> <cname> <vlink_count> [ TABLE_vlink <nbr_rid> <vlink_num> <transit_area> <cost>
<if_state> ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display OSPF status and configurationospf

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Virtual link informationvirtual-links

Display summary of OSPF virtual linksbrief

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)ptag

(Optional)cname

(Optional)vlink_count

(Optional)TABLE_vlink

(Optional)nbr_rid

(Optional)vlink_num

(Optional)transit_area

(Optional)cost

(Optional)if_state

Command Mode

• /exec
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show ip overlay-traffic
show ip overlay-traffic

Syntax Description

Show running system informationshow

Display IP informationip

Display IP overlay software processed traffic statisticsoverlay-traffic

Command Mode

• /exec
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show ip pim bitfield
show ip pim bitfield

Syntax Description

Show running system informationshow

Display IP informationip

Display PIM status and configurationpim

Display compressed bitfield detailsbitfield

Command Mode

• /exec
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show ip pim config-sanity
show ip pim config-sanity [ __readonly__ [ TABLE_vrf <out-context> [ TABLE_RP <rp-addr> [ {
<rperr-count><rp-interface><rp-error> } ] ] [ TABLE_ANYCAST [ { <arperr-count> <anycastrp-addr> [
<arp-interface> ] <arp-error> [ <configure-as-RP> ] } ] [ TABLE_MEMBER [ { <memerr-count> [
<mem-interface> ] <mem-error> } ] ] <found> ] [ TABLE_BSR [ { <rp-cand-count> [ <rp-cand-interface>
] <rp-cand-error> } ] [ { <bsr-cand-count> [ <bsr-cand-interface> ] <bsr-cand-error> } ] ] [ TABLE_AUTORP
[ { <rp-cand-count> [ <rp-cand-interface> ] <rp-cand-error> } ] [ { <auto-cand-count> [ <auto-cand-interface>
] <auto-cand-error> } ] ] ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display PIM status and configurationpim

Configuration Sanity checkconfig-sanity

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)out-context

(Optional)TABLE_RP

(Optional)rp-addr

(Optional)TABLE_ANYCAST

(Optional)arperr-count

(Optional)anycastrp-addr

(Optional)arp-interface

(Optional)arp-error

(Optional)configure-as-RP

(Optional)TABLE_MEMBER

(Optional)memerr-count

(Optional)mem-interface

(Optional)mem-error

(Optional)found

(Optional)TABLE_BSR

(Optional)rp-cand-count
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(Optional)rp-cand-interface

(Optional)rp-cand-error

(Optional)bsr-cand-count

(Optional)bsr-cand-interface

(Optional)bsr-cand-error

(Optional)TABLE_AUTORP

(Optional)rp-cand-count

(Optional)rp-cand-interface

(Optional)rp-cand-error

(Optional)auto-cand-count

(Optional)auto-cand-interface

(Optional)auto-cand-error

Command Mode

• /exec
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show ip pim df
show ip pim df [ <rp-or-group> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ internal ] [ __readonly__
[ TABLE_ctx [ <out-context> ] [ TABLE_rp [ <rp-addr> ] [ <df-ordinal> ] [ <df-bits> ] [ <df-bits-count> ]
[ <metric-pref> ] [ <metric> ] [ TABLE_grange [ <grange-grp> ] [ <grange-masklen> ] ] [ TABLE_iod [
<if-name> ] [ <df-winner> ] [ <df-state> ] [ <winner-metric-pref> ] [ <winner-metric> ] [ <uptime> ] [ <is-rpf>
] ] ] ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display PIM status and configurationpim

Display Bidir Designated Forwardersdf

(Optional) Display for a single RP or group addressrp-or-group

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) Commands for internal useinternal

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)out-context

(Optional)TABLE_rp

(Optional)rp-addr

(Optional)df-ordinal

(Optional)df-bits

(Optional)df-bits-count

(Optional)metric-pref

(Optional)metric

(Optional)TABLE_grange

(Optional)grange-grp

(Optional)grange-masklen
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(Optional)TABLE_iod

(Optional)if-name

(Optional)df-winner

(Optional)df-state

(Optional)winner-metric-pref

(Optional)winner-metric

(Optional)uptime

(Optional)is-rpf

Command Mode

• /exec
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show ip pim event-history
show ip pim [ internal ] event-history { errors | msgs | <pim-event-hist-buf-name> | statistics }

Syntax Description

Show running system informationshow

Display IP informationip

PIM global configuration commandspim

(Optional) Commands for internal useinternal

Show various event logs of PIMevent-history

Show error logs of PIMerrors

Show various message logs of PIMmsgs

Show event hist buffer namepim-event-hist-buf-name

Show the state and size of the bufferstatistics

Command Mode

• /exec
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show ip pim fabric info
show ip pim fabric info [ __readonly__ <switch_role> <fabric_ctrl_addr> <peer_fabric_ctrl_infra>
<vpc_domain_id> <peer_fabric_ctrl_addr> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display PIM status and configurationpim

Fabric functionalityfabric

show the fabric infoinfo

(Optional)__readonly__

(Optional)switch_role

(Optional)fabric_ctrl_addr

(Optional)peer_fabric_ctrl_infra

(Optional)vpc_domain_id

(Optional)peer_fabric_ctrl_addr

Command Mode

• /exec
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show ip pim fabric legacy-vlans
show ip pim fabric legacy-vlans [ __readonly__ TABLE_legacy_vlan <vlan_id> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display PIM status and configurationpim

Fabric functionalityfabric

Show legacy VLANs on this switchlegacy-vlans

(Optional)__readonly__

(Optional)TABLE_legacy_vlan

(Optional)vlan_id

Command Mode

• /exec
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show ip pim group-range
show ip pim group-range [ <group> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ [
TABLE_vrf <out-context> [ { TABLE_group <grp-addr> [ <invalid-grp> ] [ <action> ] [ <mode> ] [ <rp-addr>
] [ <sh-tree-only-range> ] [ <origin> ] } ] ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display PIM status and configurationpim

Display the various group-rangesgroup-range

(Optional) IP address of group to displaygroup

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)out-context

(Optional)TABLE_group

(Optional)invalid-grp

(Optional)grp-addr

(Optional)mode

(Optional)rp-addr

(Optional)sh-tree-only-range

(Optional)action

(Optional)origin

Command Mode

• /exec
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show ip pim interface
show ip pim interface [ <interface> ] [ brief ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ internal ] [
__readonly__ [ <is-pim-enabled> ] [ TABLE_vrf [ <out-context> ] [ TABLE_brief [ <if-name> ] [ <if-addr>
] [ <if-dr> ] [ <if-nbr-count> ] [ <if-is-border> ] ] [ TABLE_iod [ <if-name> ] [ <if-status> ] [
<cached_if_status> ] [ <if-addr-summary> ] [ <pim-dr-address> ] [ <dr-priority> ] [ <no-dr-priority> ] [
<nbr-cnt> ] [ <hello-interval-sec> ] [ <hello-interval-msec> ] [ <hello-timer> ] [ <holdtime-msec> ] [
<holdtime-sec> ] [ <if-conf-dr-priority> ] [ <if-conf-delay> ] [ <is-border> ] [ <genid> ] [ <isauth-config> ]
[ <nbr-policy-name> ] [ <jp-in-policy-name> ] [ <jp-out-policy-name> ] [ <jp-interval> ] [ <jp-next-send> ]
[ <pim-bfd-enabled> ] [ <is-passive> ] [ <is-pim-vpc-svi> ] [ <is-auto-enabled> ] [ <vpc-peer-nbr> ] [
<last-cleared> ] [ <hello-sent> ] [ <hello-rcvd> ] [ <hello-early-sent> ] [ <jp-sent> ] [ <jp-rcvd> ] [ <assert-sent>
] [ <assert-rcvd> ] [ <graft-sent> ] [ <graft-rcvd> ] [ <graft-ack-sent> ] [ <graft-ack-rcvd> ] [ <df-offer-sent>
] [ <df-offer-rcvd> ] [ <df-winner-sent> ] [ <df-winner-rcvd> ] [ <df-backoff-sent> ] [ <df-backoff-rcvd> ] [
<pass-sent> ] [ <pass-rcvd> ] [ <cksum-errors> ] [ <invalid-errors> ] [ <invalid-df-errors> ] [ <auth-failed>
] [ <pak-len-errors> ] [ <ver-errors> ] [ <pkts-self> ] [ <pkts-non-nbr> ] [ <pkts-on-passive> ] [ <jp-rcvd-on-rpf>
] [ <jp-rcvd-no-rp> ] [ <jp-rcvd-wrong-rp> ] [ <jp-rcvd-for-ssm> ] [ <jp-rcvd-for-bidir> ] [ <jp-in-policy-filter>
] [ <jp-out-policy-filter> ] ] ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display PIM status and configurationpim

Display PIM interface related informationinterface

(Optional) Interface name of single interface to displayinterface

(Optional) Display one line status per interfacebrief

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) Commands for internal useinternal

(Optional)__readonly__

(Optional)is-pim-enabled

(Optional)TABLE_vrf

(Optional)out-context

(Optional)TABLE_brief

(Optional)if-name
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(Optional)if-addr

(Optional)if-dr

(Optional)if-nbr-count

(Optional)if-is-border

(Optional)TABLE_iod

(Optional)if-name

(Optional)if-status

(Optional)cached_if_status

(Optional)if-addr-summary

(Optional)pim-dr-address

(Optional)dr-priority

(Optional)no-dr-priority

(Optional)nbr-cnt

(Optional)hello-interval-sec

(Optional)hello-interval-msec

(Optional)hello-timer

(Optional)holdtime-msec

(Optional)holdtime-sec

(Optional)if-conf-dr-priority

(Optional)if-conf-delay

(Optional)is-border

(Optional)genid

(Optional)isauth-config

(Optional)nbr-policy-name

(Optional)jp-in-policy-name

(Optional)jp-out-policy-name

(Optional)jp-interval

(Optional)jp-next-send

(Optional)pim-bfd-enabled
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(Optional)is-passive

(Optional)is-pim-vpc-svi

(Optional)is-auto-enabled

(Optional)vpc-peer-nbr

(Optional)last-cleared

(Optional)hello-sent

(Optional)hello-rcvd

(Optional)hello-early-sent

(Optional)jp-sent

(Optional)jp-rcvd

(Optional)assert-sent

(Optional)assert-rcvd

(Optional)graft-sent

(Optional)graft-rcvd

(Optional)graft-ack-sent

(Optional)graft-ack-rcvd

(Optional)df-offer-sent

(Optional)df-offer-rcvd

(Optional)df-winner-sent

(Optional)df-winner-rcvd

(Optional)df-backoff-sent

(Optional)df-backoff-rcvd

(Optional)pass-sent

(Optional)pass-rcvd

(Optional)cksum-errors

(Optional)invalid-errors

(Optional)invalid-df-errors

(Optional)auth-failed

(Optional)pak-len-errors
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(Optional)ver-errors

(Optional)pkts-self

(Optional)pkts-non-nbr

(Optional)pkts-on-passive

(Optional)jp-rcvd-on-rpf

(Optional)jp-rcvd-no-rp

(Optional)jp-rcvd-wrong-rp

(Optional)jp-rcvd-for-ssm

(Optional)jp-rcvd-for-bidir

(Optional)jp-in-policy-filter

(Optional)jp-out-policy-filter

Command Mode

• /exec
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show ip pim mdt
show ip pim mdt [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ TABLE_vrf <out_context>
<mti> <mti_status> <default_mdt_grp><grp_mode><asm_shared_tree><mti_config_mtu><mti_active_mtu>
<cfg_tunnel_src_if> <bgp_update_src_if> <hello_interval> <jp_interval> <data_mdt_join_interval>
<data_switchover_interval> <data_holddown_interval> <data_timeout_interval> <mdt_src> <mdt_src_if>
<bgp_rd> <bgp_rd_set> <send_join_count> <rcvd_join_count> { TABLE_data_mdt <grange_prefix>
<grange_mask_len> <threshold> [ <policy_name> ] } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display PIM status and configurationpim

Display MDT informationmdt

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)out_context

(Optional)mti

(Optional)mti_status

(Optional)default_mdt_grp

(Optional)grp_mode

(Optional)asm_shared_tree

(Optional)mti_config_mtu

(Optional)mti_active_mtu

(Optional)cfg_tunnel_src_if

(Optional)bgp_update_src_if

(Optional)hello_interval

(Optional)jp_interval
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(Optional)data_mdt_join_interval

(Optional)data_switchover_interval

(Optional)data_holddown_interval

(Optional)data_timeout_interval

(Optional)mdt_src

(Optional)mdt_src_if

(Optional)bgp_rd

(Optional)bgp_rd_set

(Optional)send_join_count

(Optional)rcvd_join_count

(Optional)TABLE_data_mdt

(Optional)grange_prefix

(Optional)grange_mask_len

(Optional)threshold

(Optional)policy_name

Command Mode

• /exec
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show ip pim mdt bgp
show ip pim mdt bgp [ mdt-source <src-addr> ] [ __readonly__ { TABLE_entry <bgp_rd> <mdt_src>
<mdt_grp> <local> } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display PIM status and configurationpim

Display MDT informationmdt

Display BGP related informationbgp

(Optional) Source address of MVPN neighbormdt-source

(Optional) Source Addresssrc-addr

(Optional)__readonly__

(Optional)TABLE_entry

(Optional)bgp_rd

(Optional)mdt_src

(Optional)mdt_grp

(Optional)local

Command Mode

• /exec
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show ip pim mdt history interval
show ip pim mdt history interval <min> [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__
TABLE_vrf <out_context> [ { TABLE_entry <csrc> <cgrp> <psrc> <pgrp> <uptime> <send_count> } ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display PIM status and configurationpim

Display MDT informationmdt

Display MDT Data Join Send Histoyhistory

Display in specified intervalinterval

Minutesmin

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)out_context

(Optional)TABLE_entry

(Optional)csrc

(Optional)cgrp

(Optional)psrc

(Optional)pgrp

(Optional)uptime

(Optional)send_count

Command Mode

• /exec
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show ip pim mdt receive
show ip pimmdt receive [ detail ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ TABLE_vrf
<out_context> [ { TABLE_entry <csrc> <cgrp> <psrc> <pgrp> <uptime> <expires> <recv_count> } ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display PIM status and configurationpim

Display MDT informationmdt

Display Received Data Joins Informationreceive

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) Display detailed informationdetail

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)out_context

(Optional)TABLE_entry

(Optional)csrc

(Optional)cgrp

(Optional)psrc

(Optional)pgrp

(Optional)uptime

(Optional)expires

(Optional)recv_count

Command Mode

• /exec
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show ip pim mdt send
show ip pim mdt send [ detail ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ TABLE_vrf
<out_context> [ { TABLE_entry <csrc> <cgrp> <psrc> <pgrp> <uptime> <send_count> } ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display PIM status and configurationpim

Display MDT informationmdt

Display MDT Data Join Send Informationsend

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) Display detailed informationdetail

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)out_context

(Optional)TABLE_entry

(Optional)csrc

(Optional)cgrp

(Optional)psrc

(Optional)pgrp

(Optional)uptime

(Optional)send_count

Command Mode

• /exec
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show ip pim neighbor
show ip pim neighbor { [ <interface> ] | [ <ipaddr> ] } [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ detail
| internal ] [ __readonly__ [ TABLE_vrf <out-context> [ TABLE_neighbor
<nbr-addr><if-name><uptime><expires> [ <dr-priority> ] <bidir-capable><bfd-state> [
<longest-hello-intvl><non-hello-pkts> ] ] ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display PIM status and configurationpim

Display PIM neighbor related informationneighbor

(Optional) Display neighbors on single interface nameinterface

(Optional) IP address of single neighbor to displayipaddr

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) Display detailed informationdetail

(Optional) Commands for internal useinternal

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)out-context

(Optional)TABLE_neighbor

(Optional)dr-priority

Command Mode

• /exec
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show ip pim oif-list
show ip pim oif-list <group> [ <source> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__
TABLE_vrf <vrf-name> { TABLE_grp <mcast-addrs> <incoming-intf> <rpf-nbr> <timeout-interval>
<oif-list-count> [ { TABLE_oiflist <oif-name> } ] <timeout-list-count> [ { TABLE_timeoutlist
<timeoutoif-name> } ] <immediate-list-count> [ { TABLE_immediatelist <immediateoif-name> } ]
<immediate-timeout-list-count> [ { TABLE_immediatetimeoutlist <immediatetimeoutoif-name> } ]
<sgr-prune-list-count> [ { TABLE_sgrprunelist <sgrprunelistoif-name> } ] } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display PIM status and configurationpim

Display interfaces for oif-list of PIM routeoif-list

(Optional) Source address to displaysource

Group address to displaygroup

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name

(Optional)TABLE_grp

(Optional)mcast-addrs

(Optional)incoming-intf

(Optional)rpf-nbr

(Optional)timeout-interval

(Optional)oif-list-count

(Optional)TABLE_oiflist

(Optional)oif-name

(Optional)timeout-list-count
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(Optional)TABLE_timeoutlist

(Optional)timeoutoif-name

(Optional)immediate-list-count

(Optional)TABLE_immediatelist

(Optional)immediateoif-name

(Optional)immediate-timeout-list-count

(Optional)TABLE_immediatetimeoutlist

(Optional)immediatetimeoutoif-name

(Optional)sgr-prune-list-count

(Optional)TABLE_sgrprunelist

(Optional)sgrprunelistoif-name

Command Mode

• /exec
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show ip pim policy statistics
show ip pim policy statistics { register-policy | bsr { bsr-policy | rp-candidate-policy } | auto-rp {
rp-candidate-policy | mapping-agent-policy } } [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__
{ TABLE_routemap <name> <action> <seq_num> [ { TABLE_cmd <command> <match_count>
<compare_count> } ] } <total_accept_count> <total_reject_count> ]

Syntax Description

Show running system informationshow

Display IP informationip

PIM global configuration commandspim

Policy related informationpolicy

Policy statisticsstatistics

Show statistics for register-policyregister-policy

Bootstrap protocol RP-distribution policybsr

Statistics for filtered BSR messagesbsr-policy

Statistics for filtered RP candidate messagesrp-candidate-policy

Statistics for auto-rp messagesauto-rp

Statistics for filtered RP candidate messagesrp-candidate-policy

Statistics for filtered mapping agent messagesmapping-agent-policy

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)TABLE_routemap

(Optional)name

(Optional)action

(Optional)seq_num

(Optional)TABLE_cmd

(Optional)command
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(Optional)compare_count

(Optional)match_count

(Optional)total_accept_count

(Optional)total_reject_count

Command Mode

• /exec
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show ip pim policy statistics jp
show ip pim policy statistics { jp-policy | neighbor-policy } <interface> [ __readonly__ { TABLE_routemap
<name> <action> <seq_num> [ { TABLE_cmd <command> <match_count> <compare_count> } ] }
<total_accept_count> <total_reject_count> ]

Syntax Description

Show running system informationshow

Display IP informationip

PIM global configuration commandspim

Policy related informationpolicy

Policy statisticsstatistics

Statistics for jp-policyjp-policy

Statistics for neighbor-policyneighbor-policy

Interface to display policy statistics forinterface

(Optional)__readonly__

(Optional)TABLE_routemap

(Optional)name

(Optional)action

(Optional)seq_num

(Optional)TABLE_cmd

(Optional)command

(Optional)compare_count

(Optional)match_count

(Optional)total_accept_count

(Optional)total_reject_count

Command Mode

• /exec
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show ip pim route
show ip pim route [ [ <source> [ <group> ] ] | [ <group> [ <source> ] ] ] [ bitfield ] [ vrf { <vrf-name> |
<vrf-known-name> | all } ] [ __readonly__ [ TABLE_vrf [ <context-name> ] [ <route-count> ] [
TABLE_one_route [ <mcast-addrs> ] [ <rp-addr> ] [ <rp-local> ] [ <bidir> ] [ <sgexpire> ] [ <sgrexpire> ]
[ <timeleft> ] [ <rp-bit> ] [ <register> ] [ <intf-name> ] [ <rpf-nbr-1> ] [ <rpf-nbr-addr> ] [ <intf-name-2> ]
[ <rpf-nbr-2> ] [ <uptime> ] [ <is-attached> ] [ <is-static> ] [ <zero-nonpim-oifs> ] [ <is-external> ] [
<otv-decap> ] [ <otv-router-mode> ] [ <data-created> ] [ <mdt-encap> ] [ <mdt-decap> ] [ <vxlan-decap> ]
[ <vxlan-encap> ] [ <sw-pkts> ] [ <sw-bytes> ] [ <hw-pkts> ] [ <hw-bytes> ] [ <rpf-src> ] [ <mrib-rpf-notify>
] [ <add-pending> ] [ <aged-route> ] [ <sg-expiry-cfg> ] [ <jp-holdtime> ] [ <route-metric-internal> ] [
<metric-pref-internal> ] [ <delay-register-stop> ] [ <register-stop-rcvd> ] [ <lisp-src-rloc> ] [
TABLE_lisp_encap [ <encap-src-rloc> ] [ <encap-dst-rloc> ] [ <timeout-count> ] [ <add-pending> ] [
<del-pending> ] ] [ <oif-count> ] [ <oif-bf-str> ] [ <timeout-count> ] [ <timeout-bf-str> ] [ <immediate-count>
] [ <immediate-bf-str> ] [ <immediate-timeout-count> ] [ <immediate-timeout-bf-str> ] [ <sgr-prune-list-count>
] [ <sgr-prune-list-bf-str> ] [ <timeout-interval> ] [ <jp-holdtime-rndup> ] [ <mdt-encap-index> ] ] ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display PIM status and configurationpim

Display PIM specific route informationroute

(Optional) Group address to displaygroup

(Optional) Source address to displaysource

(Optional) Display details of each bitfield for PIM routebitfield

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)context-name

(Optional)route-count

(Optional)TABLE_one_route

(Optional)mcast-addrs

(Optional)rp-addr
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(Optional)rp-local

(Optional)bidir

(Optional)sgexpire

(Optional)sgrexpire

(Optional)timeleft

(Optional)rp-bit

(Optional)register

(Optional)intf-name

(Optional)rpf-nbr-1

(Optional)rpf-nbr-addr

(Optional)intf-name-2

(Optional)rpf-nbr-2

(Optional)uptime

(Optional)is-attached

(Optional)is-static

(Optional)zero-nonpim-oifs

(Optional)is-external

(Optional)otv-decap

(Optional)otv-router-mode

(Optional)data-created

(Optional)mdt-encap

(Optional)mdt-decap

(Optional)vxlan-decap

(Optional)vxlan-encap

(Optional)sw-pkts

(Optional)sw-bytes

(Optional)hw-pkts

(Optional)hw-bytes

(Optional)rpf-src
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(Optional)mrib-rpf-notify

(Optional)add-pending

(Optional)aged-route

(Optional)sg-expiry-cfg

(Optional)jp-holdtime

(Optional)route-metric-internal

(Optional)metric-pref-internal

(Optional)delay-register-stop

(Optional)register-stop-rcvd

(Optional)lisp-src-rloc

(Optional)TABLE_lisp_encap

(Optional)encap-src-rloc

(Optional)encap-dst-rloc

(Optional)timeout-count

(Optional)add-pending

(Optional)del-pending

(Optional)oif-count

(Optional)oif-bf-str

(Optional)timeout-count

(Optional)timeout-bf-str

(Optional)immediate-count

(Optional)immediate-bf-str

(Optional)immediate-timeout-count

(Optional)immediate-timeout-bf-str

(Optional)sgr-prune-list-count

(Optional)sgr-prune-list-bf-str

(Optional)timeout-interval

(Optional)jp-holdtime-rndup

(Optional)mdt-encap-index
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Command Mode

• /exec
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show ip pim rp-hash
show ip pim rp-hash <group> [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ <out-context>
[ <rp-found> ] [ <is-rp-bsr-learnt> ] [ <out-group1> <rp-addr1> ] [ <out-group> <hash-length> <out-bsr> ]
[ { TABLE_rp <rp-addr> <hash> <isbest_hash> } ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display PIM status and configurationpim

Display RP hash value for grouprp-hash

Group address for RP lookupgroup

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)out-context

(Optional)rp-found

(Optional)is-rp-bsr-learnt

(Optional)out-group1

(Optional)rp-addr1

(Optional)out-group

(Optional)hash-length

(Optional)out-bsr

(Optional)TABLE_rp

(Optional)rp-addr

(Optional)hash

(Optional)isbest_hash

Command Mode

• /exec
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show ip pim rp
show ip pim rp [ <group> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ internal ] [ __readonly__ [
TABLE_vrf <out-context> [ <is-bsr-enabled> ] [ <is-bsr-listen-only> ] [ <is-bsr-forward-only> ] [ <bsr-address>
] [ <is-bsr-local> ] [ <bs-timer> ] [ <bsr-uptime> ] [ <bsr-expires> ] [ <bsr-priority> ] [ <bsr-hash-masklen>
] [ <is-autorp-enabled> ] [ <is-autorp-listen-only> ] [ <is-autorp-forward-only> ] [ <auto-rp-addr> ] [
<is-autorp-local> ] [ <autorp-dis-timer> ] [ <autorp-cand-address> ] [ <autorp-up-time> ] [ <autorp-expire-time>
] [ <rp-cand-policy-name> ] [ <bsr-policy-name> ] [ <rp-announce-policy-name> ] [
<rp-discovery-policy-name> ] [ TABLE_anycast_rp <anycast-rp-addr> [ TABLE_arp_rp <arp-rp-addr>
<is-rpaddr-local> ] ] [ TABLE_rp [ <rp-addr> ] [ <is-rp-local> ] [ <df-ordinal> ] [ <rp-uptime> ] [ <rp-priority>
] [ <rp-source> ] [ <static-rp-group-map> ] [ TABLE_grange [ <grange-grp> ] [ <grange-masklen> ] [
<grange-is-deny> ] [ <is-bidir-grp> ] [ <autorp-expires> ] [ <bsr-rp-expires> ] [ <rp-owner-flags> ] ] [ [
<bidir-ordinal> ] [ <df-bits-recovered> ] [ <rpf-nbr-address> ] [ <metric> ] [ <metric-preference> ] ] ] ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display PIM status and configurationpim

Display PIM RP, Auto-RP, and BSR related informationrp

(Optional) Display RP for group addressgroup

(Optional) Commands for internal useinternal

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)out-context

(Optional)is-bsr-enabled

(Optional)is-bsr-listen-only

(Optional)is-bsr-forward-only

(Optional)bsr-address

(Optional)is-bsr-local

(Optional)bsr-priority
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(Optional)bsr-hash-masklen

(Optional)bs-timer

(Optional)bsr-uptime

(Optional)bsr-expires

(Optional)is-autorp-enabled

(Optional)is-autorp-listen-only

(Optional)is-autorp-forward-only

(Optional)auto-rp-addr

(Optional)autorp-cand-address

(Optional)is-autorp-local

(Optional)autorp-dis-timer

(Optional)autorp-up-time

(Optional)autorp-expire-time

(Optional)rp-cand-policy-name

(Optional)bsr-policy-name

(Optional)rp-announce-policy-name

(Optional)rp-discovery-policy-name

(Optional)TABLE_anycast_rp

(Optional)anycast-rp-addr

(Optional)TABLE_arp_rp

(Optional)arp-rp-addr

(Optional)is-rpaddr-local

(Optional)TABLE_rp

(Optional)rp-addr

(Optional)is-rp-local

(Optional)df-ordinal

(Optional)rp-uptime

(Optional)rp-priority

(Optional)rp-source
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(Optional)static-rp-group-map

(Optional)TABLE_grange

(Optional)grange-grp

(Optional)grange-masklen

(Optional)grange-is-deny

(Optional)is-bidir-grp

(Optional)autorp-expires

(Optional)bsr-rp-expires

(Optional)rp-owner-flags

(Optional)bidir-ordinal

(Optional)df-bits-recovered

(Optional)rpf-nbr-address

(Optional)metric

(Optional)metric-preference

Command Mode

• /exec
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show ip pim statistics
show ip pim statistics [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ TABLE_vrf <vrf-name>
[ <uptime> <reg-sent> <reg-rcvd> <null-reg-sent> <null-reg-rcvd> <reg-stop-sent> <reg-stop-rcvd>
<reg-rcvd-not-rp> <reg-rcvd-for-ssm> <reg-rcvd-for-bidir> <bootstrap-sent> <bootstrap-rcvd> <cand-rp-sent>
<cand-rp-rcvd> <bs-no-nbr> <bs-border-deny> <bs-len-errors> <bs-rpf-failed> <bs-no-listen>
<candrp-border-deny> <candrp-no-listen> <autorp-announce-sent> <autorp-announce-rcvd>
<autorp-discovery-sent> <autorp-discovery-rcvd> <autorp-rpf-failed> <autorp-border-deny>
<autorp-invalid-type> <autorp-ttl-expired> <autorp-no-listen> <ctrl-no-route> <data-no-route> <no-state>
<create-state> ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display PIM status and configurationpim

Packet counter statisticsstatistics

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name

(Optional)uptime

(Optional)reg-sent

(Optional)reg-rcvd

(Optional)null-reg-sent

(Optional)null-reg-rcvd

(Optional)reg-stop-sent

(Optional)reg-stop-rcvd

(Optional)reg-rcvd-not-rp

(Optional)reg-rcvd-for-ssm

(Optional)reg-rcvd-for-bidir

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1218

All Show Commands
show ip pim statistics



(Optional)bootstrap-sent

(Optional)bootstrap-rcvd

(Optional)cand-rp-sent

(Optional)cand-rp-rcvd

(Optional)bs-no-nbr

(Optional)bs-border-deny

(Optional)bs-len-errors

(Optional)bs-rpf-failed

(Optional)bs-no-listen

(Optional)candrp-border-deny

(Optional)candrp-no-listen

(Optional)autorp-announce-sent

(Optional)autorp-announce-rcvd

(Optional)autorp-discovery-sent

(Optional)autorp-discovery-rcvd

(Optional)autorp-rpf-failed

(Optional)autorp-border-deny

(Optional)autorp-invalid-type

(Optional)autorp-ttl-expired

(Optional)autorp-no-listen

(Optional)ctrl-no-route

(Optional)data-no-route

(Optional)no-state

(Optional)create-state

Command Mode

• /exec
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show ip pim vrf
show ip pim vrf [ { <vrf-name> | <vrf-known-name> | all } ] [ detail | internal ] [ __readonly__ {
TABLE_context <out-context> <context-id> <table-id> <count> <bfd> <mvpn> } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display PIM status and configurationpim

Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display all VRFs PIM is configured forall

(Optional) Display detailed informationdetail

(Optional) VRF related internal informationinternal

(Optional)__readonly__

(Optional)TABLE_context

(Optional)out-context

(Optional)context-id

(Optional)table-id

(Optional)count

(Optional)bfd

(Optional)mvpn

Command Mode

• /exec
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show ip ping source-interface
show ip ping source-interface [ vrf { <vrf-name> | <vrf-known-name> } ] [ __readonly__ [ { TABLE_ippingvrf
<vrfname> <ifname> } ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display ping client informationping

Display source interface informationsource-interface

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional)__readonly__

(Optional) source interface of pingTABLE_ippingvrf

(Optional) vrfnamevrfname

(Optional) ifnameifname

Command Mode

• /exec
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show ip ping source-interface vrf all
show ip ping source-interface vrf all [ __readonly__ [ { TABLE_ipping <vrfname> <ifname> } ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display ping client informationping

Display source interface informationsource-interface

Display per-VRF informationvrf

Display entries for all vrfsall

(Optional)__readonly__

(Optional) source interface of pingTABLE_ipping

(Optional) vrfnamevrfname

(Optional) ifnameifname

Command Mode

• /exec
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show ip policy
show ip policy [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ detail ] [ __readonly__ TABLE_pbr <interface>
<rmap> <status> <vrf_name> ]

Syntax Description

Show running system informationshow

Display IP informationip

Policy routingpolicy

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) Detailed informationdetail

(Optional)__readonly__

(Optional)TABLE_pbr

(Optional)interface

(Optional)rmap

(Optional)status

(Optional)vrf_name

Command Mode

• /exec
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show ip prefix-list
show ip prefix-list { { [ detail | summary ] [ <ipv4-pfl-name> | <ipv4-pfl-cfg-name> ] } | { { <ipv4-pfl-name>
| <ipv4-pfl-cfg-name> } seq <seq-no> } | { { <ipv4-pfl-name> | <ipv4-pfl-cfg-name> } <prefix> [ first-match
| longer ] } } [ __readonly__ TABLE_ip_pfl <name> <seq> <action> <rule> ]

Syntax Description

Show running system informationshow

Display IP informationip

(Optional) Show detailed informationdetail

(Optional) Show summarized informationsummary

List IP prefix listsprefix-list

(Optional) Name of prefix-listipv4-pfl-name

(Optional) Known prefix-list nameipv4-pfl-cfg-name

Sequence numberseq

Sequence numberseq-no

IP prefix network/length, e.g., 35.0.0.0/8prefix

(Optional) Find the first matchfirst-match

(Optional) Find the more specific entrieslonger

(Optional)__readonly__

(Optional)TABLE_ip_pfl

(Optional)name

(Optional)seq

(Optional)action

(Optional)rule

Command Mode

• /exec
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show ip process
show ip process [ api ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ [ TABLE_ip_pro_vrf
[ { <pro-cntxt-name> <pro-cntxt-id> <pro-base-tid> <pro-auto-disc> <pro-atuo-add> <pro-null-bcast>
<auto-punt-bcast> <static-disc> <static-def-route> <ip-unreach> } ] [ TABLE_pro_api [ <api-vrf>
<api-cntxt-id> <api-base-tid> <api-ip-addr> <api-rtr-id-iod> ] ] [ TABLE_iod [ { <entry-iod> } ] ] [
TABLE_local_addr [ { <local-addr> } ] ] ] [ TABLE_ip_pro_all { <all-pro-cntxt-name> <all-pro-cntxt-id>
} ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IP global informationprocess

(Optional) Show api valuesapi

(Optional) Display per-VRF informationvrf

(Optional) Display all VRFsall

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional)__readonly__

(Optional)TABLE_ip_pro_vrf

(Optional)pro-cntxt-name

(Optional)pro-cntxt-id

(Optional)pro-base-tid

(Optional)pro-auto-disc

(Optional)pro-atuo-add

(Optional)pro-null-bcast

(Optional)auto-punt-bcast

(Optional)static-disc

(Optional)static-def-route

(Optional)ip-unreach

(Optional)TABLE_pro_api

(Optional)api-vrf
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(Optional)api-cntxt-id

(Optional)api-base-tid

(Optional)api-ip-addr

(Optional)api-rtr-id-iod

(Optional)TABLE_iod

(Optional)entry-iod

(Optional)TABLE_local_addr

(Optional)local-addr

(Optional)TABLE_ip_pro_all

(Optional)all-pro-cntxt-name

(Optional)all-pro-cntxt-id

Command Mode

• /exec
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show ip rip
show { ipv6 | ip } rip [ instance <inst> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__
TABLE_inst <inst-name> TABLE_vrf <vrf> <port> <mcast-grp> <admin-dist> <update-tmr> <expire-tmr>
<garbage-tmr> <def-metric> <max-paths> <def-rt-distrib> <def-distrib-always> <process-disabled>
<out-of-mem> [ TABLE_afi <af> { TABLE_interface <if-name> } TABLE_redistrib <redistributing> {
TABLE_clients <pibname> <policy> } ] ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display IP informationip

Display RIP routing protocol statusrip

(Optional) Process IDinstance

(Optional) Process IDinst

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)TABLE_inst

(Optional)inst-name

(Optional)TABLE_vrf

(Optional)vrf

(Optional)port

(Optional)mcast-grp

(Optional)admin-dist

(Optional)update-tmr

(Optional)expire-tmr

(Optional)garbage-tmr

(Optional)def-metric

(Optional)max-paths
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(Optional)def-rt-distrib

(Optional)def-distrib-always

(Optional)process-disabled

(Optional)out-of-mem

(Optional)TABLE_afi

(Optional)af

(Optional)TABLE_interface

(Optional)if-name

(Optional)TABLE_redistrib

(Optional)redistributing

(Optional)TABLE_clients

(Optional)pibname

(Optional)policy

Command Mode

• /exec
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show ip rip interface
show { ipv6 | ip } rip [ instance <inst> ] interface [ <interface> ] [ detail ] [ vrf { <vrf-name> |
<vrf-known-name> | all } ] [ __readonly__ TABLE_inst <inst-name> TABLE_vrf <vrf> [ TABLE_inter
<if-name> <if-status> <protocol-up> <local-only> <no-addr-conf> <if-addr> <if-mask> <if-metric>
<poison-reverse> <if-passive> <route-dist-filter> <in-policy> <out-policy> [ { TABLE_auth <auth-ena>
<auth-type> <auth-keychain> } ] [ TABLE_detail <import-routes> <periodic-updates> <trigger-updates>
<out-mcast-request> <out-ucast-update> <out-ucast-request> <in-mcast-update> <in-mcast-request>
<in-ucast-update> <in-ucast-request> <bad-pkt> <bad-route> ] ] ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display IP informationip

Display RIP routing protocol statusrip

(Optional) Process IDinstance

(Optional) Process IDinst

RIP interfaceinterface

(Optional) RIP interfaceinterface

(Optional) Detailed informationdetail

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)TABLE_inst

(Optional)inst-name

(Optional)TABLE_vrf

(Optional)vrf

(Optional)TABLE_inter

(Optional)if-name

(Optional)if-status

(Optional)protocol-up
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(Optional)local-only

(Optional)no-addr-conf

(Optional)if-addr

(Optional)if-mask

(Optional)if-metric

(Optional)poison-reverse

(Optional)if-passive

(Optional)route-dist-filter

(Optional)in-policy

(Optional)out-policy

(Optional)TABLE_auth

(Optional)auth-ena

(Optional)auth-type

(Optional)auth-keychain

(Optional)TABLE_detail

(Optional)import-routes

(Optional)periodic-updates

(Optional)trigger-updates

(Optional)out-mcast-request

(Optional)out-ucast-update

(Optional)out-ucast-request

(Optional)in-mcast-update

(Optional)in-mcast-request

(Optional)in-ucast-update

(Optional)in-ucast-request

(Optional)bad-pkt

(Optional)bad-route

Command Mode

• /exec
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show ip rip memory
show { ipv6 | ip } rip [ instance <inst> ] memory [ __readonly__ TABLE_inst <inst-name> <type> <size>
<count> <hwm> <slab> <overhead> <total> TABLE_total <total-overhead> <total-total> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IPv6 informationipv6

Display RIP status and configurationrip

(Optional) Process IDinstance

(Optional) Process IDinst

Display RIP memory usage informationmemory

(Optional)__readonly__

(Optional)TABLE_inst

(Optional)inst-name

(Optional)type

(Optional)size

(Optional)count

(Optional)hwm

(Optional)slab

(Optional)overhead

(Optional)total

(Optional)TABLE_total

(Optional)total-overhead

(Optional)total-total

Command Mode

• /exec
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show ip rip neighbor
show { ipv6 | ip } rip [ instance <inst> ] neighbor [ <interface> ] [ vrf { <vrf-name> | <vrf-known-name> |
all } ] [ __readonly__ TABLE_inst <inst-name> TABLE_vrf <vrf> <numberof-adj> <dead-timer-seconds>
{ TABLE_adj <adj-addr> <if-name> <last-response-sent> <last-response-rcvd> <last-request-sent>
<last-request-rcvd> <last-response-sent-state> <last-response-rcvd-state> <last-request-sent-state>
<last-request-rcvd-state> <in-bad-packets> <in-bad-routes> } ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display IP informationip

Display RIP status and configurationrip

(Optional) Process IDinstance

(Optional) Process IDinst

RIP neighborneighbor

(Optional) RIP interfaceinterface

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)TABLE_inst

(Optional)inst-name

(Optional)TABLE_vrf

(Optional)vrf

(Optional)numberof-adj

(Optional)dead-timer-seconds

(Optional)TABLE_adj

(Optional)adj-addr

(Optional)if-name

(Optional)last-response-sent-state
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(Optional)last-response-sent

(Optional)last-response-rcvd-state

(Optional)last-response-rcvd

(Optional)last-request-sent-state

(Optional)last-request-sent

(Optional)last-request-rcvd-state

(Optional)last-request-rcvd

(Optional)in-bad-packets

(Optional)in-bad-routes

Command Mode

• /exec
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show ip rip policy statistics redistribute
show ip rip [ instance <inst> ] policy statistics redistribute { bgp <as> | { eigrp | isis | <src-rip> | ospf } <tag>
| direct | static } [ vrf { <vrf-name> | <vrf-known-name> | all } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display RIP routing protocol statusrip

(Optional) Process IDinstance

(Optional) Process IDinst

Policy related informationpolicy

Policy statisticsstatistics

RIP redistribute routes from other routing protocolredistribute

Border Gateway Protocol (BGP)bgp

Enhanced Interior Gateway Routing Protocol (EIGRP)eigrp

Autonomous system numberas

Intermediate-to-intermediate (ISIS)isis

Routing Information Protocol (RIP)src-rip

Open Shortest Path First (OSPFv2)ospf

Process tagtag

Directly connected routesdirect

Static routesstatic

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Command Mode

• /exec
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show ip rip route
show { ipv6 | ip } rip [ instance <inst> ] route [ { <ipv6-prefix> | <ip-prefix> } [ { longer-prefixes |
shorter-prefixes } ] ] [ summary ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ TABLE_inst
<inst-name> TABLE_vrf <vrf> [ { TABLE_route <best-route> <rt-prefix> <rt-mask> <rt-numnh> {
TABLE_nexthop <nh-direct> <nh-redistrib> <nh-addr> <nh-interface> <nh-metric> <nh-tag> <nh-state>
<nh-state-timer> } } ] [ { TABLE_summary <is-summary> <total-num-rts> <total-best-rts> <total-paths> {
TABLE_rtspermask <mask-length> <rts-per-mask> } } ] ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display IP informationip

Display RIP routing protocol statusrip

(Optional) Process IDinstance

(Optional) Process IDinst

RIP routesroute

(Optional) route countssummary

(Optional) Exact prefixip-prefix

(Optional) exact match and more specific routeslonger-prefixes

(Optional) exact match and less specific routesshorter-prefixes

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)TABLE_inst

(Optional)inst-name

(Optional)TABLE_vrf

(Optional)vrf

(Optional)TABLE_route

(Optional)best-route
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(Optional)rt-prefix

(Optional)rt-mask

(Optional)rt-numnh

(Optional)TABLE_nexthop

(Optional)nh-direct

(Optional)nh-redistrib

(Optional)nh-addr

(Optional)nh-interface

(Optional)nh-metric

(Optional)nh-tag

(Optional)nh-state

(Optional)nh-state-timer

(Optional)TABLE_summary

(Optional)is-summary

(Optional)total-num-rts

(Optional)total-best-rts

(Optional)total-paths

(Optional)TABLE_rtspermask

(Optional)mask-length

(Optional)rts-per-mask

Command Mode

• /exec
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show ip rip statistics
show { ipv6 | ip } rip [ instance <inst> ] statistics [ * | <interface> ] [ __readonly__ TABLE_inst <inst-name>
TABLE_interface <if-name> <periodic-updates> <trigger-updates> <out-mcast-request> <out-ucast-update>
<out-ucast-request> <in-mcast-update> <in-mcast-request> <in-ucast-update> <in-ucast-request> <bad-pkt>
<bad-route> ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display IP informationip

Display RIP status and configurationrip

(Optional) Process IDinstance

(Optional) Process IDinst

RIP statisticsstatistics

(Optional) RIP interfaceinterface

(Optional) RIP statistics for all interfaces*

(Optional)__readonly__

(Optional)TABLE_inst

(Optional)inst-name

(Optional)TABLE_interface

(Optional)if-name

(Optional)periodic-updates

(Optional)trigger-updates

(Optional)out-mcast-request

(Optional)out-ucast-update

(Optional)out-ucast-request

(Optional)in-mcast-update

(Optional)in-mcast-request

(Optional)in-ucast-update

(Optional)in-ucast-request
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(Optional)bad-pkt

(Optional)bad-route

Command Mode

• /exec
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show ip route
show { routing | ip route } [ vrf { <vrf-name> | <vrf-known-name> | <vrf-all> } ] [ ip | ipv4 ] [ unicast ] [
topology <topology-name> ] [ l3vm-info ] [ rpf ] [ <ip-addr> | { <ip-prefix> [ { longer-prefixes | shorter-prefixes
} ] } ] [ { <protocol> [ all ] } | { next-hop <next-hop> | next-hop-v6 <next-hop-v6> } | { interface <interface>
} | { updated { [ since <stime> ] [ until <utime> ] } } ] + [ summary | detail ] [ vrf { <vrf-name> |
<vrf-known-name> | <vrf-all> } ] [ __readonly__ TABLE_vrf <vrf-name-out> TABLE_addrf <addrf> [
TABLE_prefix <ipprefix> <ucast-nhops> <mcast-nhops> <attached>TABLE_path [ <ipnexthop> ] [ <ifname>
] <uptime> <pref> <metric> <clientname> [ <type> ] [ <tag> ] [ <stale> ] [ <unres> ] [ <hidden> ] [
<stale-label> ] [ <ubest> ] [ <mbest> ] ] [ TABLE_summary <routes> <paths> [ <multicast_paths> ] [
TABLE_unicast [ <clientname> ] [ <best-paths> ] [ <backup-paths> ] ] [ TABLE_multicast [ <clientname>
] [ <best-paths> ] [ <backup-paths> ] ] [ TABLE_route_count [ <mask_len> ] [ <count> ] ] ] ]

Syntax Description

Show running system informationshow

Display routing informationrouting

Display IP informationip

Display routing informationroute

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsvrf-all

(Optional) Display IP informationipv4

(Optional) Display unicast informationunicast

(Optional) Display per-topology informationtopology

(Optional) topology nametopology-name

(Optional) Display corresponding L3VM informationl3vm-info

(Optional) Display RPF information for multicast sourcerpf

(Optional) Display single route longest match lookupip-addr

(Optional) Display single exact match routeip-prefix

(Optional) Display matching routes with mask-lengths >= prefixlonger-prefixes

(Optional) Display matching routes with mask-lengths <= prefixshorter-prefixes

(Optional) Display routes for protocol (or route type)protocol

(Optional) Display routes for protocol for backup next-hops tooall

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1239

All Show Commands
show ip route



(Optional) Display routes with this next-hop onlynext-hop

(Optional) Next hop addressnext-hop

(Optional) Display routes with this V6 next-hop onlynext-hop-v6

(Optional) Display routes with this output interface onlyinterface

(Optional) Interface Nameinterface

(Optional) Display routes filtered by last updated timeupdated

(Optional) Display those routes updated since this timesince

(Optional) Since this date/time [[CC]YY-][MM-DD-]HH:MM[:SS]stime

(Optional) Display those routes updated until this timeuntil

(Optional) Until this date/time [[CC]YY-][MM-DD-]HH:MM[:SS]utime

(Optional) Display route countssummary

(Optional) Display routes in full detaildetail

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)TABLE_addrf

(Optional)addrf

(Optional)TABLE_prefix

(Optional)ipprefix

(Optional)ucast-nhops

(Optional)mcast-nhops

(Optional)attached

(Optional)TABLE_path

(Optional)ipnexthop

(Optional)ifname

(Optional)uptime

(Optional)pref

(Optional)metric

(Optional)clientname
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(Optional)type

(Optional)tag

(Optional)stale

(Optional)unres

(Optional)hidden

(Optional)stale-label

(Optional)ubest

(Optional)mbest

(Optional)TABLE_summary

(Optional)routes

(Optional)paths

(Optional)multicast_paths

(Optional)TABLE_unicast

(Optional)clientname

(Optional)best-paths

(Optional)backup-paths

(Optional)TABLE_multicast

(Optional)clientname

(Optional)best-paths

(Optional)backup-paths

(Optional)TABLE_route_count

(Optional)mask_len

(Optional)count

Command Mode

• /exec
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show ip router-id
show ip router-id [ vrf { <vrf-name> | <vrf-known-name> | all } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IP router identificationrouter-id

(Optional) Display per-VRF informationvrf

(Optional) Display all VRFsall

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Command Mode

• /exec
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show ip rsvp
show ip rsvp [ __readonly__ [ <sup-state> <start-type> <restart-type> <ha-ena> <gr-ena> <hst-ena>
<glb-router-id> <psr-ena> <local-epoch> ] [ TABLE_clients <clnt-name> <clnt-sap> <clnt-type>
<clnt-batch-time> [ <clnt-lxsb> ] ] [ <bundle-ena> <bundle-time> <bundle-maxsz> ] [ <refresh-intvl>
<refresh-miss> ] [ <refred-ena> <rr-init-rexmit-delay> <rr-rapid-rexmit-ena> <rr-ack-delay> ] [ <rate-limit-ena>
<rate-limit-cap> <rate-limit-pace-intvl> ] [ <gr-tmr> [ <gr-tmr-expiry> ] ] [ <auth-ena> [ <key-src> ] [ <digest>
] [ <seq-winsize> ] [ <challenge> ] [ <lifetime> ] ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display RSVP statusrsvp

(Optional)__readonly__

(Optional)sup-state

(Optional)start-type

(Optional)restart-type

(Optional)ha-ena

(Optional)gr-ena

(Optional)hst-ena

(Optional)glb-router-id

(Optional)psr-ena

(Optional)local-epoch

(Optional)bundle-ena

(Optional)bundle-time

(Optional)bundle-maxsz

(Optional)refresh-intvl

(Optional)refresh-miss

(Optional)refred-ena

(Optional)rr-rapid-rexmit-ena

(Optional)rr-init-rexmit-delay

(Optional)rr-ack-delay
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(Optional)rate-limit-ena

(Optional)rate-limit-cap

(Optional)rate-limit-pace-intvl

(Optional)gr-tmr

(Optional)gr-tmr-expiry

(Optional)auth-ena

(Optional)key-src

(Optional)digest

(Optional)seq-winsize

(Optional)challenge

(Optional)lifetime

(Optional)TABLE_clients

(Optional)clnt-name

(Optional)clnt-sap

(Optional)clnt-type

(Optional)clnt-batch-time

(Optional)clnt-lxsb

Command Mode

• /exec
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show ip sla application
show ip sla application [ __readonly__ <version> <line-length> <type-name> <feature-name>
<lowmemorymark> <max-entries> <probe-cap> <entries-config> <entries-active> <entries-pending>
<entries-inactive> <last-change-time> <rttMonApplTimeOfLastSet> <rttMonApplReset> ]

Syntax Description

show

ip

Service Level Agreement (SLA)sla

IP SLAs Applicationapplication

(Optional)__readonly__

(Optional)version

(Optional)line-length

(Optional)type-name

(Optional)entries-config

(Optional)entries-active

(Optional)entries-pending

(Optional)entries-inactive

(Optional)last-change-time

(Optional)rttMonApplTimeOfLastSet

(Optional) Appl ResetrttMonApplReset

(Optional)feature-name

(Optional)lowmemorymark

(Optional)max-entries

(Optional)probe-cap

Command Mode

• /exec
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show ip sla configuration
show ip sla configuration [ <entry-num> ] [ __readonly__ { TABLE_oper <index> <oper-type> <owner>
<tag> <threshold> <timeout> <dest-ip> <source-ip> <dest-port> <source-port> <dns-source-port>
<dns-name-server> <traffic-class> <flow-label> <tos> <vrf-name> <source-int> } { TABLE_control
<control-enabled> } { TABLE_udpecho <packet-size> <verify-data> <data-pattern> } { TABLE_icmpecho
<packet-size> <verify-data> } { TABLE_dns } { TABLE_fabricpath <profile-id> <switch-id> <interface>
} { TABLE_udpjitter <packet-size> <packet-interval> <num-packets> <codec-type> <codec-num-packets>
<codec-packet-size> <codec-packet-interval> <codec-adv-factor> <verify-data> <packet-priority>
<ntp-sync-tolerance> <ntp-sync-toltype> } { TABLE_http <http-oper> <http-version> <url> <proxy>
<raw-strings> <cache-control> } { TABLE_schedule <frequency> <secondary-freq-timeout>
<secondary-freq-loss> <next-start-time> <group-scheduled> <randomly-scheduled> <low-frequency>
<high-frequency> <life> <ageout> <recurring> <status-of-entry> } { TABLE_diststats <hours> <buckets>
<precision> <interval> } { TABLE_enhhistory <einterval> <ebuckets> } { TABLE_history-stats <lives>
<hsbuckets> <filter> } ]

Syntax Description

(Optional)__readonly__

(Optional)index

(Optional) Show operation informationTABLE_oper

(Optional)owner

(Optional)tag

(Optional)threshold

(Optional)timeout

(Optional)oper-type

(Optional)dest-ip

(Optional)source-ip

(Optional)dest-port

(Optional)source-port

(Optional)dns-source-port

(Optional)traffic-class

(Optional)flow-label

(Optional)tos

(Optional)vrf-name

(Optional)source-int
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(Optional)dns-name-server

(Optional) Show control informationTABLE_control

(Optional)control-enabled

(Optional) Show UDP echo informationTABLE_udpecho

(Optional)data-pattern

(Optional) Show ICMP echo informationTABLE_icmpecho

(Optional) Show DNS informationTABLE_dns

(Optional) Show FABRIC PATH echo informationTABLE_fabricpath

(Optional)profile-id

(Optional)switch-id

(Optional)interface

(Optional) Show UDP jitter informationTABLE_udpjitter

(Optional)packet-size

(Optional)packet-interval

(Optional)num-packets

(Optional)codec-type

(Optional)codec-num-packets

(Optional)codec-packet-size

(Optional)codec-packet-interval

(Optional)codec-adv-factor

(Optional)verify-data

(Optional)packet-priority

(Optional)ntp-sync-tolerance

(Optional)ntp-sync-toltype

(Optional) Show HTTP informationTABLE_http

(Optional)http-oper

(Optional)http-version

(Optional)url

(Optional)proxy
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(Optional)raw-strings

(Optional)cache-control

(Optional) Show schedule informationTABLE_schedule

(Optional)frequency

(Optional)secondary-freq-timeout

(Optional)secondary-freq-loss

(Optional)next-start-time

(Optional)group-scheduled

(Optional)randomly-scheduled

(Optional)low-frequency

(Optional)high-frequency

(Optional)life

(Optional)ageout

(Optional)recurring

(Optional)status-of-entry

(Optional) Show distribution of statistics informationTABLE_diststats

(Optional)hours

(Optional)buckets

(Optional)precision

(Optional)interval

(Optional) Show enhanced history informationTABLE_enhhistory

(Optional)einterval

(Optional)ebuckets

(Optional) Show history statistics informationTABLE_history-stats

(Optional)lives

(Optional)hsbuckets

(Optional)filter

show

ip
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Service Level Agreement (SLA)sla

IP SLAs Configurationconfiguration

(Optional) Entry Numberentry-num

Command Mode

• /exec
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show ip sla enhanced-history collection-statistics
show ip sla enhanced-history collection-statistics [ <operation-number> [ interval <interval-in-secs> ] ] [
__readonly__ <index> { TABLE_generic <outstring> } ]

Syntax Description

show

ip

Service Level Agreement (SLA)sla

IP SLAs Enhanced Historyenhanced-history

IP SLAs Collection Statisticscollection-statistics

(Optional) Entry Numberoperation-number

(Optional) Aggregation Intervalinterval

(Optional) Interval in secondsinterval-in-secs

(Optional)__readonly__

(Optional)index

(Optional) Show History InformationTABLE_generic

(Optional)outstring

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1250

All Show Commands
show ip sla enhanced-history collection-statistics



show ip sla enhanced-history distribution-statistics
show ip sla enhanced-history distribution-statistics [ <operation-number> [ interval <interval-in-secs> ] ] [
__readonly__ <index> { TABLE_generic <outstring> } ]

Syntax Description

show

ip

Service Level Agreement (SLA)sla

IP SLAs Enhanced Historyenhanced-history

IP SLAs Distribution Statisticsdistribution-statistics

(Optional) Entry Numberoperation-number

(Optional) Aggregation Intervalinterval

(Optional) Interval in secondsinterval-in-secs

(Optional)__readonly__

(Optional)index

(Optional) Show History InformationTABLE_generic

(Optional)outstring

Command Mode

• /exec
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show ip sla group schedule
show ip sla group schedule [ <group-operation-number> ] [ __readonly__ <entry-number> <probe-list>
<num-probes> <sched-period> <mode> <low-freq> <high-freq> <freq> <snmp-status> <next-start-time>
<life> <ageout> ]

Syntax Description

show

ip

Service Level Agreement (SLA)sla

IP SLAs Group Scheduling/Configurationgroup

Group Schedulingschedule

(Optional) Group Schedule Entry Numbergroup-operation-number

(Optional)__readonly__

(Optional)entry-number

(Optional)probe-list

(Optional)num-probes

(Optional)sched-period

(Optional)mode

(Optional)low-freq

(Optional)high-freq

(Optional)freq

(Optional)snmp-status

(Optional)next-start-time

(Optional)life

(Optional)ageout

Command Mode

• /exec
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show ip sla history
show ip sla history [ <operation-number> ] [ tabular | full | interval-statistics ] [ __readonly__ <index> {
TABLE_generic <outstring> } ]

Syntax Description

show

ip

Service Level Agreement (SLA)sla

IP SLAs Historyhistory

(Optional) Entry Numberoperation-number

(Optional) Compact Outputtabular

(Optional) Listed Outputfull

(Optional) Interval statistics outputinterval-statistics

(Optional)__readonly__

(Optional)index

(Optional) Show History InformationTABLE_generic

(Optional)outstring

Command Mode

• /exec
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show ip sla reaction-configuration
show ip sla reaction-configuration [ <entry-num> ] [ __readonly__ <entry-number> <index> <reaction>
<threshold-type> <rising-value> <falling-value> <threshold-countX> <threshold-countY> <action-type>
<unconfigured> ]

Syntax Description

show

ip

Service Level Agreement (SLA)sla

IP SLAs Reaction Configurationreaction-configuration

(Optional) Entry Numberentry-num

(Optional)__readonly__

(Optional)entry-number

(Optional)index

(Optional)reaction

(Optional)threshold-type

(Optional)rising-value

(Optional)falling-value

(Optional)threshold-countX

(Optional)threshold-countY

(Optional)action-type

(Optional)unconfigured

Command Mode

• /exec
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show ip sla reaction-trigger
show ip sla reaction-trigger [ <entry-num> ] [ __readonly__ <entry-number> <target-entry> <snmp-status>
<operational-state> <unconfigured> ]

Syntax Description

show

ip

Service Level Agreement (SLA)sla

IP SLAs Reaction Triggerreaction-trigger

(Optional) Entry Numberentry-num

(Optional)__readonly__

(Optional)entry-number

(Optional)target-entry

(Optional)snmp-status

(Optional)operational-state

(Optional)unconfigured

Command Mode

• /exec
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show ip sla responder
show ip sla responder [ __readonly__ <gen-enabled> <rttMonApplResponder> <perm-enabled>
<ctrl-msg-count> <errors> { TABLE_recent <print-recent-hdr> <print-recent-err-hdr> <recent-addr>
<recent-time> <recent-error> } { TABLE_permanent <print-tcp-hdr> <print-udp-hdr> <address> <port> } ]

Syntax Description

show

ip

Service Level Agreement (SLA)sla

IP SLAs Responder Informationresponder

(Optional)__readonly__

(Optional)gen-enabled

(Optional) rttMonApplResponderrttMonApplResponder

(Optional)perm-enabled

(Optional)ctrl-msg-count

(Optional)errors

(Optional) Show recent control message informationTABLE_recent

(Optional)print-recent-hdr

(Optional)print-recent-err-hdr

(Optional)recent-addr

(Optional)recent-time

(Optional)recent-error

(Optional) Show permanent port/address informationTABLE_permanent

(Optional)print-tcp-hdr

(Optional)print-udp-hdr

(Optional)address

(Optional)port

Command Mode

• /exec
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show ip sla statistics
show ip sla statistics [ aggregated ] [ <entry-num> ] [ details ] [ __readonly__ <index> { TABLE_common
<update-count> <latest-RTT> <latest-start-time> <latest-return-code> <micro-accuracy> <nano-accuracy>
<http-dns-rtt> <http-tcp-rtt> <http-ttfb> <http-rtt> <http-status> <http-recvlen> <http-bodysize>
<http-dns-timeout> <http-tcp-timeout> <http-t-timeout> <http-dns-error> <http-tcp-error> <http-t-error> }
{ TABLE_schedule <life-left> <oper-state> <reset-time> } { TABLE_jitter <operation-type> <ntp-sync-state>
<rtt-count> <rtt-min> <rtt-avg> <rtt-max> <lat-ow-samples> <sd-lat-sum> <sd-lat-sum2> <sd-lat-ow-min>
<sd-lat-ow-avg> <sd-lat-ow-max> <ds-lat-sum> <ds-lat-sum2> <ds-lat-ow-min> <ds-lat-ow-avg>
<ds-lat-ow-max> <sd-jitter-count> <ds-jitter-count> <sd-jitter-min> <sd-jitter-avg> <sd-jitter-max>
<sd-pos-jitter-min> <sd-pos-jitter-avg> <sd-pos-jitter-max> <sd-pos-jitter-num> <sd-pos-jitter-sum>
<sd-pos-jitter-sum2> <sd-neg-jitter-min> <sd-neg-jitter-avg> <sd-neg-jitter-max> <sd-neg-jitter-num>
<sd-neg-jitter-sum> <sd-neg-jitter-sum2> <ds-jitter-min> <ds-jitter-avg> <ds-jitter-max> <ds-pos-jitter-min>
<ds-pos-jitter-avg> <ds-pos-jitter-max> <ds-pos-jitter-num> <ds-pos-jitter-sum> <ds-pos-jitter-sum2>
<ds-neg-jitter-min> <ds-neg-jitter-avg> <ds-neg-jitter-max> <ds-neg-jitter-num> <ds-neg-jitter-sum>
<ds-neg-jitter-sum2> <pkt-unprocessed> <pkt-loss> <pkt-loss-per> <pkt-loss-min> <pkt-loss-max>
<pkt-loss-inter-min> <pkt-loss-inter-max> <pkt-loss-sd> <pkt-loss-sd-per> <pkt-loss-sd-min>
<pkt-loss-sd-max> <pkt-loss-sd-inter-min> <pkt-loss-sd-inter-max> <pkt-loss-ds> <pkt-loss-ds-per>
<pkt-loss-ds-min> <pkt-loss-ds-max><pkt-loss-ds-inter-min><pkt-loss-ds-inter-max><pkt-oos> <pkt-oos-sd>
<pkt-oos-ds> <pkt-oos-both> <pkt-mia> <pkt-late> <pkt-skipped> <voice-icpif> <voice-mos> <inter-jitter-out>
<inter-jitter-in> <jitter-avg> } { TABLE_aggdetails <outstring> } <print_type> ]

Syntax Description

show

ip

Service Level Agreement (SLA)sla

IP SLAs Statisticsstatistics

(Optional) Entry Numberentry-num

(Optional) Detailed Outputdetails

(Optional) IP SLAs Statistics Aggregatedaggregated

(Optional)__readonly__

(Optional)index

(Optional) Show common statistics informationTABLE_common

(Optional)update-count

(Optional)latest-RTT

(Optional)latest-start-time

(Optional)latest-return-code

(Optional)micro-accuracy
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(Optional)nano-accuracy

(Optional)http-dns-rtt

(Optional)http-tcp-rtt

(Optional)http-ttfb

(Optional)http-rtt

(Optional)http-status

(Optional)http-recvlen

(Optional)http-bodysize

(Optional)http-dns-timeout

(Optional)http-tcp-timeout

(Optional)http-t-timeout

(Optional)http-dns-error

(Optional)http-tcp-error

(Optional)http-t-error

(Optional) Show schedule statistics informationTABLE_schedule

(Optional)life-left

(Optional)oper-state

(Optional)reset-time

(Optional) Show jitter statistics informationTABLE_jitter

(Optional)operation-type

(Optional)ntp-sync-state

(Optional)rtt-count

(Optional)rtt-min

(Optional)rtt-avg

(Optional)rtt-max

(Optional)lat-ow-samples

(Optional)sd-lat-sum

(Optional)sd-lat-sum2

(Optional)sd-lat-ow-min
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(Optional)sd-lat-ow-avg

(Optional)sd-lat-ow-max

(Optional)ds-lat-sum

(Optional)ds-lat-sum2

(Optional)ds-lat-ow-min

(Optional)ds-lat-ow-avg

(Optional)ds-lat-ow-max

(Optional)sd-jitter-count

(Optional)ds-jitter-count

(Optional)sd-jitter-min

(Optional)sd-jitter-avg

(Optional)sd-jitter-max

(Optional)sd-pos-jitter-min

(Optional)sd-pos-jitter-avg

(Optional)sd-pos-jitter-max

(Optional)sd-pos-jitter-num

(Optional)sd-pos-jitter-sum

(Optional)sd-pos-jitter-sum2

(Optional)sd-neg-jitter-min

(Optional)sd-neg-jitter-avg

(Optional)sd-neg-jitter-max

(Optional)sd-neg-jitter-num

(Optional)sd-neg-jitter-sum

(Optional)sd-neg-jitter-sum2

(Optional)ds-jitter-min

(Optional)ds-jitter-avg

(Optional)ds-jitter-max

(Optional)ds-pos-jitter-min

(Optional)ds-pos-jitter-avg
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(Optional)ds-pos-jitter-max

(Optional)ds-pos-jitter-num

(Optional)ds-pos-jitter-sum

(Optional)ds-pos-jitter-sum2

(Optional)ds-neg-jitter-min

(Optional)ds-neg-jitter-avg

(Optional)ds-neg-jitter-max

(Optional)ds-neg-jitter-num

(Optional)ds-neg-jitter-sum

(Optional)ds-neg-jitter-sum2

(Optional)pkt-unprocessed

(Optional)pkt-loss

(Optional)pkt-loss-per

(Optional)pkt-loss-min

(Optional)pkt-loss-max

(Optional)pkt-loss-inter-min

(Optional)pkt-loss-inter-max

(Optional)pkt-loss-sd

(Optional)pkt-loss-sd-per

(Optional)pkt-loss-sd-min

(Optional)pkt-loss-sd-max

(Optional)pkt-loss-sd-inter-min

(Optional)pkt-loss-sd-inter-max

(Optional)pkt-loss-ds

(Optional)pkt-loss-ds-per

(Optional)pkt-loss-ds-min

(Optional)pkt-loss-ds-max

(Optional)pkt-loss-ds-inter-min

(Optional)pkt-loss-ds-inter-max

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1260

All Show Commands
show ip sla statistics



(Optional)pkt-oos

(Optional)pkt-oos-sd

(Optional)pkt-oos-ds

(Optional)pkt-oos-both

(Optional)pkt-mia

(Optional)pkt-late

(Optional)pkt-skipped

(Optional)voice-icpif

(Optional)voice-mos

(Optional)inter-jitter-out

(Optional)inter-jitter-in

(Optional)jitter-avg

(Optional) Show aggregated statistics informationTABLE_aggdetails

(Optional)outstring

(Optional)print_type

Command Mode

• /exec
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show ip ssh source-interface
show ip ssh source-interface [ vrf { <vrf-name> | <vrf-known-name> } ] [ __readonly__ [ { TABLE_ipsshvrf
<vrfname> <ifname> } ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display SSH client informationssh

Display source interface informationsource-interface

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional)__readonly__

(Optional) source interface of ssh given vrfTABLE_ipsshvrf

(Optional) vrfnamevrfname

(Optional) ifnameifname

Command Mode

• /exec
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show ip ssh source-interface vrf all
show ip ssh source-interface vrf all [ __readonly__ [ { TABLE_ipssh <vrfname> <ifname> } ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display SSH client informationssh

Display source interface informationsource-interface

Display per-VRF informationvrf

Display entries for all vrfsall

(Optional)__readonly__

(Optional) source interface of sshTABLE_ipssh

(Optional) vrfnamevrfname

(Optional) ifnameifname

Command Mode

• /exec
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show ip static-route
show ip static-route [ multicast ] [ internal ] [ track-table ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [
__readonly__ [ <count> <unres-count> ] [ TABLE_vrf_all { <cntxt_name> <cntxt_id> [ TABLE_each_vrf
{ <prefix_addr_msk> <nhop_addr_msk> <nhop_vrf_info> <nhop_intr_info> <urib_stat> [ <seg_id> ] [
<tunnel_id> <urib_encap_type> ] <nhop_urib_stat> [ <track_obj_num> <track_obj_state> ] } ] } ] [
TABLE_multicast <multicast> ] [ TABLE_track-table ] [ TABLE_route <prefix> <masklen> <nhop>
<nhop-masklen> <intf> <real-nhop> <iod> <pref> <tag> <unres> ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display configured static routesstatic-route

(Optional) Display only multicast routesmulticast

(Optional) Display internal data structure infointernal

(Optional) Display track object details associated with static routestrack-table

(Optional) Display per-VRF informationvrf

(Optional) Display all VRFsall

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional)__readonly__

(Optional)TABLE_vrf_all

(Optional)cntxt_name

(Optional)cntxt_id

(Optional)TABLE_each_vrf

(Optional)prefix_addr_msk

(Optional)nhop_addr_msk

(Optional)nhop_vrf_info

(Optional)nhop_intr_info

(Optional)urib_stat

(Optional)seg_id

(Optional)tunnel_id

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1264

All Show Commands
show ip static-route



(Optional)urib_encap_type

(Optional)nhop_urib_stat

(Optional)track_obj_num

(Optional)track_obj_state

(Optional)TABLE_multicast

(Optional)multicast

(Optional)TABLE_track-table

(Optional)TABLE_route

(Optional)prefix

(Optional)masklen

(Optional)nhop

(Optional)nhop-masklen

(Optional)intf

(Optional)real-nhop

(Optional)iod

(Optional)pref

(Optional)tag

(Optional)unres

(Optional)count

(Optional)unres-count

Command Mode

• /exec
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show ip stats
show ip stats

Syntax Description

Show running system informationshow

Display IP informationip

Display IP internal statsstats

Command Mode

• /exec
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show ip telnet source-interface
show ip telnet source-interface [ vrf { <vrf-name> | <vrf-known-name> } ] [ __readonly__ [ {
TABLE_iptelnetvrf <vrfname> <ifname> } ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display telnet informationtelnet

Display source interface informationsource-interface

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional)__readonly__

(Optional) source interface of telnet given vrfTABLE_iptelnetvrf

(Optional) vrfnamevrfname

(Optional) ifnameifname

Command Mode

• /exec
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show ip telnet source-interface vrf all
show ip telnet source-interface vrf all [ __readonly__ [ { TABLE_iptelnet <vrfname> <ifname> } ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display telnet informationtelnet

Display source interface informationsource-interface

Display per-VRF informationvrf

Display entries for all vrfsall

(Optional)__readonly__

(Optional) source interface of telnetTABLE_iptelnet

(Optional) vrfnamevrfname

(Optional) ifnameifname

Command Mode

• /exec
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show ip tftp source-interface
show ip tftp source-interface [ vrf { <vrf-name> | <vrf-known-name> } ] [ __readonly__ [ { TABLE_iptftpvrf
<vrfname> <ifname> } ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display TFTP client informationtftp

Display source interface informationsource-interface

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional)__readonly__

(Optional) source interface of tftp given vrfTABLE_iptftpvrf

(Optional) vrfnamevrfname

(Optional) ifnameifname

Command Mode

• /exec
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show ip tftp source-interface vrf all
show ip tftp source-interface vrf all [ __readonly__ [ { TABLE_iptftp <vrfname> <ifname> } ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display TFTP client informationtftp

Display source interface informationsource-interface

Display per-VRF informationvrf

Display entries for all vrfsall

(Optional)__readonly__

(Optional) source interface of tftpTABLE_iptftp

(Optional) vrfnamevrfname

(Optional) ifnameifname

Command Mode

• /exec
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show ip traceroute source-interface
show ip traceroute source-interface [ vrf { <vrf-name> | <vrf-known-name> } ] [ __readonly__ [ {
TABLE_iptraceroutevrf <vrfname> <ifname> } ] ]

Syntax Description

Show running system informationshow

Display IP informationip

Display traceroute client informationtraceroute

Display source interface informationsource-interface

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional)__readonly__

(Optional) source interface of tracerouteTABLE_iptraceroutevrf

(Optional) vrfnamevrfname

(Optional) ifnameifname

Command Mode

• /exec
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show ip traceroute source-interface vrf all
show ip traceroute source-interface vrf all [ __readonly__ [ { TABLE_iptraceroute <vrfname> <ifname> } ]
]

Syntax Description

Show running system informationshow

Display IP informationip

Display traceroute client informationtraceroute

Display source interface informationsource-interface

Display per-VRF informationvrf

Display entries for all vrfsall

(Optional)__readonly__

(Optional) source interface of tracerouteTABLE_iptraceroute

(Optional) vrfnamevrfname

(Optional) ifnameifname

Command Mode

• /exec
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show ip traffic
show ip traffic [ vrf { <vrf-name> | <vrf-known-name> } ] [ __readonly__ TABLE_vrf <vrf-name-out>
TABLE_ip_traffic <rcvd> <sent> <consumed> <fwd-ucast> <fwd-mcast> <fwd-label> <opts-end> <opts-nop>
<opts-bsec> <opts-loosesrc-route> <opts-timestamp><opts-esec> <opts-record-route> <opts-ump> <opts-stid>
<opts-strsrc-route> <opts-alert> <opts-cipso> <opts-other> <bad-csum> <too-small> <bad-ver> <bad-hlen>
<bad-len> <bad-dest> <bad-ttl> <cant-fwd> <out-drop> <bad-encap> <no-route> <no-proto> <bad-options>
<frag> <fragmented> <out-frag> <frag-drop> <cant-frag> <reasm> <frag-to> <tx-redir> <tx-unreach>
<tx-echo-req> <tx-echo-reply> <tx-mask-req> <tx-mask-rep> <tx-info-req> <tx-info-reply> <tx-param-prob>
<tx-source-quench> <tx-tstamp-req> <tx-tstamp-reply> <tx-time-exceeded> <tx-router-solicit>
<tx-router-advert> <rx-redir> <rx-unreach> <rx-echo-req> <rx-echo-reply> <rx-mask-req> <rx-mask-rep>
<rx-info-req> <rx-info-reply> <rx-param-prob> <rx-source-quench> <rx-tstamp-req> <rx-tstamp-reply>
<rx-time-exceeded> <rx-router-solicit> <rx-router-advert> <rx-format-errors> <rx-csum-errors> <inrcv>
<inoctet> <inhdrerr> <innoroutes> <inaddrerr> <innoproto> <intruncated> <inforw> <reasmoks> <reasmfails>
<reasmreqds> <indiscards> <indelivers> <outnoroutes> <outrqsts> <outforw> <outdiscards> <outfragreqds>
<outfragoks> <outfragfails> <outfragcreates> <outtxmts> <outoctet> <inmcastpkts> <inmcastoctets>
<outmcastpkts> <outmcastoctets> <inbdcastpkts> <outbdcastpkts> ]

Syntax Description

Show running system informationshow

Display IP informationip

Display IP software processed traffic statisticstraffic

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)TABLE_ip_traffic

(Optional)rcvd

(Optional)sent

(Optional)consumed

(Optional)fwd-ucast

(Optional)fwd-mcast

(Optional)fwd-label

(Optional)opts-end
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(Optional)opts-nop

(Optional)opts-bsec

(Optional)opts-loosesrc-route

(Optional)opts-timestamp

(Optional)opts-esec

(Optional)opts-record-route

(Optional)opts-ump

(Optional)opts-stid

(Optional)opts-strsrc-route

(Optional)opts-alert

(Optional)opts-cipso

(Optional)opts-other

(Optional)bad-csum

(Optional)too-small

(Optional)bad-ver

(Optional)bad-hlen

(Optional)bad-len

(Optional)bad-dest

(Optional)bad-ttl

(Optional)cant-fwd

(Optional)out-drop

(Optional)bad-encap

(Optional)no-route

(Optional)no-proto

(Optional)bad-options

(Optional)frag

(Optional)fragmented

(Optional)out-frag

(Optional)frag-drop
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(Optional)cant-frag

(Optional)reasm

(Optional)frag-to

(Optional)tx-redir

(Optional)tx-unreach

(Optional)tx-echo-req

(Optional)tx-echo-reply

(Optional)tx-mask-req

(Optional)tx-mask-rep

(Optional)tx-info-req

(Optional)tx-info-reply

(Optional)tx-param-prob

(Optional)tx-source-quench

(Optional)tx-tstamp-req

(Optional)tx-tstamp-reply

(Optional)tx-time-exceeded

(Optional)tx-router-solicit

(Optional)tx-router-advert

(Optional)rx-redir

(Optional)rx-unreach

(Optional)rx-echo-req

(Optional)rx-echo-reply

(Optional)rx-mask-req

(Optional)rx-mask-rep

(Optional)rx-info-req

(Optional)rx-info-reply

(Optional)rx-param-prob

(Optional)rx-source-quench

(Optional)rx-tstamp-req
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(Optional)rx-tstamp-reply

(Optional)rx-time-exceeded

(Optional)rx-router-solicit

(Optional)rx-router-advert

(Optional)rx-format-errors

(Optional)rx-csum-errors

(Optional)inrcv

(Optional)inoctet

(Optional)inhdrerr

(Optional)innoroutes

(Optional)inaddrerr

(Optional)innoproto

(Optional)intruncated

(Optional)inforw

(Optional)reasmoks

(Optional)reasmfails

(Optional)reasmreqds

(Optional)indiscards

(Optional)indelivers

(Optional)outnoroutes

(Optional)outrqsts

(Optional)outforw

(Optional)outdiscards

(Optional)outfragreqds

(Optional)outfragoks

(Optional)outfragfails

(Optional)outfragcreates

(Optional)outtxmts

(Optional)outoctet
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(Optional)inmcastpkts

(Optional)inmcastoctets

(Optional)outmcastpkts

(Optional)outmcastoctets

(Optional)inbdcastpkts

(Optional)outbdcastpkts

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1277

All Show Commands
show ip traffic



show ip txlist list
show ip txlist { list | member }

Syntax Description

Show running system informationshow

Display IP informationip

Display IP txlist informationtxlist

Display IP txlist main linkagelist

Display IP txlist active member linkagemember

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1278

All Show Commands
show ip txlist list



show ip verify source
show ip verify source [ interface <intf6> ] [ __readonly__ TABLE_verify_entry <verify_intf>
<verify_intf_ipsg_val> <verify_ipsg_enable_intfs> <verify_hdr> <verify_filter_mode> <verify_ip_addr>
<verify_mac_addr> <verify_vlan> <verify_ipsg_exclude_vlans> ]

Syntax Description

Show running system informationshow

Show the IP features of the systemip

Verify IPSG informationverify

IPSG sourcesource

(Optional) Interfaceinterface

(Optional) IP source guard value (enabled or disable)verify_intf_ipsg_val

(Optional) IP source guard enabled interfaces namesverify_ipsg_enable_intfs

(Optional)intf6

(Optional) Read only__readonly__

(Optional)TABLE_verify_entry

(Optional)verify_filter_mode

(Optional)verify_intf

(Optional)verify_hdr

(Optional)verify_ip_addr

(Optional)verify_mac_addr

(Optional)verify_vlan

(Optional)verify_ipsg_exclude_vlans

Command Mode

• /exec
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show ipv6 adjacency
show ipv6 { adjacency | neighbor } [ <interface> [ summary ] | <ipv6-addr> [ detail ] | detail | summary |
non-best | [ throttle ] statistics ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ [
<invalid_pkt_cnt> ] [ <invalid_byte_cnt> ] [ <global_drop_pkt_cnt> ] [ <global_drop_byte_cnt> ] [
<global_punt_pkt_cnt> ] [ <global_punt_byte_cnt> ] [ <global_glean_pkt_cnt> ] [ <global_glean_byte_cnt>
] [ <glean_pkt_cnt> ] [ <glean_byte_cnt> ] [ <normal_pkt_cnt> ] [ <normal_byte_cnt> ] [ <last_updated> ]
[ <count-static> ] [ <count-dynamic> ] [ <count-others> ] [ <count-throttle> ] [ <count-total> ] [ TABLE_vrf
<vrf-name-out> [ TABLE_afi <afi> <count> [ TABLE_adj <intf-out> <ipv6-addr> [ <phy-intf> ] <time-stamp>
<mac> <pref> <owner> [ <pkt-count> ] [ <byte-count> ] [ <is-best> ] [ <is-thrtld> ] ] ] ] ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display adjacency tableadjacency

Show IPv6 neighbor entryneighbor

(Optional) Display specific interface adjacencies onlyinterface

(Optional) Show detail information of adjacency entriesdetail

(Optional) Show adjacency summarysummary

(Optional) Show both best/non-best entriesnon-best

(Optional) Throttlethrottle

(Optional) Show adjacency statisticsstatistics

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Show adjacency entries for all vrfsall

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)invalid_pkt_cnt

(Optional)invalid_byte_cnt

(Optional)global_drop_pkt_cnt

(Optional)global_drop_byte_cnt
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(Optional)global_punt_pkt_cnt

(Optional)global_punt_byte_cnt

(Optional)global_glean_pkt_cnt

(Optional)global_glean_byte_cnt

(Optional)glean_pkt_cnt

(Optional)glean_byte_cnt

(Optional)normal_pkt_cnt

(Optional)normal_byte_cnt

(Optional)last_updated

(Optional)count-static

(Optional)count-dynamic

(Optional)count-others

(Optional)count-throttle

(Optional)count-total

(Optional)TABLE_afi

(Optional)afi

(Optional)count

(Optional)TABLE_adj

(Optional)intf-out

(Optional)phy-intf

(Optional)time-stamp

(Optional)mac

(Optional)pref

(Optional)owner

(Optional)pkt-count

(Optional)byte-count

(Optional)is-best

(Optional)is-thrtld

Command Mode
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• /exec
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show ipv6 amt tunnel
show ipv6 amt tunnel [ <address6> <port> ] [ detail ] [ vrf { <vrf-name> | <vrf-known-name> } ] [ __readonly__
TABLE_vrf <vrf> <tc6> { TABLE_tunnel <gwa> <gwp> <ut> <ld> <lr> <rc> <exp> { TABLE_route
<source> <group> <rexp> } } ]

Syntax Description

Show running system informationshow

AMT show commandsamt

Display IPv6 informationipv6

Display tunnel informationtunnel

(Optional) Display information for VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) UDP port number of gatewayport

(Optional) Display routes joined by tunnel endpointdetail

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf

(Optional)tc6

(Optional)TABLE_tunnel

(Optional)gwa

(Optional)gwp

(Optional)ut

(Optional)ld

(Optional)lr

(Optional)rc

(Optional)exp

(Optional)TABLE_route

(Optional)source

(Optional)group

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1283

All Show Commands
show ipv6 amt tunnel



(Optional)rexp

Command Mode

• /exec
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show ipv6 bgp
show ipv6 { bgp | mbgp } [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] [
<ipv6-prefix> [ longer-prefixes ] ] [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234
} ]

Syntax Description

Show running system informationshow

Display BGP information for IPv6 address familyipv6

Display BGP status and configurationbgp

Display MBGP status and configurationmbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display route and more specific routeslonger-prefixes

Command Mode

• /exec
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show ipv6 bgp
show ipv6 { bgp | mbgp } { route-map { <rmap-name> | <rmap-name> } | prefix-list { <prfxlist-name> |
<test_pol_name> } | filter-list { <fltrlist-name> | <test_pol_name> } | community-list { <commlist-name> |
<test_pol_name> } | extcommunity-list { <extcommlist-name> | <test_pol_name> } [ exact-match ] }

Syntax Description

Show running system informationshow

Display BGP information for IPv6 address familyipv6

Display BGP status and configurationbgp

Display MBGP status and configurationmbgp

Display routes matching the route-maproute-map

Route-map namermap-name

Known route-map namermap-name

Display routes matching the prefix-listprefix-list

Name of prefix-listprfxlist-name

Display routes matching the filter-listfilter-list

Name of filter-listfltrlist-name

Display routes matching the community-listcommunity-list

Name of community-listcommlist-name

Display routes matching the extcommunity-listextcommunity-list

Name of extcommunity-listextcommlist-name

An existing test-list policytest_pol_name

(Optional) Exact match of the communitiesexact-match

Command Mode

• /exec
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show ipv6 bgp
show ipv6 { bgp | mbgp } [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] {
rib-install | rib-uninstall | rib-pending } [ vrf { <vrf-name> | <vrf-known-name> |
ALL_VRFS_012345678901234 } ]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

Display MBGP status and configurationmbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display BGP information for IPv6 address familyipv6

Routes installed in RIBrib-install

Routes not installed in RIBrib-uninstall

Routes not acknowledged by RIBrib-pending

Command Mode

• /exec
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show ipv6 bgp community
show ipv6 { bgp | mbgp } [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ]
community { <regexp-str> | { { <comm-id> | <wellknown-id> } + [ exact-match ] } } [ vrf { <vrf-name> |
<vrf-known-name> | ALL_VRFS_012345678901234 } ]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

Display MBGP status and configurationmbgp

Display BGP information for IPv6 address familyipv6

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display routes matching the BGP communitiescommunity

Regular expression to match the communitiesregexp-str

BGP community valuecomm-id

BGP wellknown communitywellknown-id

(Optional) Exact match of the communitiesexact-match

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1288

All Show Commands
show ipv6 bgp community



show ipv6 bgp dampening
show ipv6 { bgp | mbgp } [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ]
dampening { dampened-paths [ regexp <regexp-str> ] | history-paths [ regexp <regexp-str> ] | parameters |
flap-statistics } [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

Display MBGP status and configurationmbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display dampening infodampening

Display dampening parametersparameters

Display all dampened pathsdampened-paths

Display all history pathshistory-paths

Display flap statistics for routesflap-statistics

Display BGP information for IPv6 address familyipv6

(Optional) Display routes matching the AS path regular expressionregexp

(Optional) Regular expression to match the AS pathsregexp-str

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1289

All Show Commands
show ipv6 bgp dampening



show ipv6 bgp extcommunity
show ipv6 { bgp | mbgp } [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ]
extcommunity { <regexp-str> | { { 4byteas-generic { transitive <ext-comm-gen-trans> | non-transitive
<ext-comm-gen-nontrans> } } + [ exact-match ] } } [ vrf { <vrf-name> | <vrf-known-name> |
ALL_VRFS_012345678901234 } ]

Syntax Description

Show running system informationshow

Display BGP information for IPv6 address familyipv6

Display BGP status and configurationbgp

Display MBGP status and configurationmbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display routes matching the BGP extcommunitiesextcommunity

Generic extended community4byteas-generic

Transitive extcommunitytransitive

Non-Transitive extcommunitynon-transitive

Regular expression to match the extcommunitiesregexp-str

Extcommunity number aa4:nn formatext-comm-gen-trans

Extcommunity number aa4:nn formatext-comm-gen-nontrans

(Optional) Exact match of the extcommunitiesexact-match

Command Mode

• /exec
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show ipv6 bgp flap-statistics
show ipv6 { bgp | mbgp } [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ]
flap-statistics [ <ipv6-prefix> ] [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 }
]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

Display MBGP status and configurationmbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display route flap statisticsflap-statistics

Display BGP information for IPv6 address familyipv6

Command Mode

• /exec
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show ipv6 bgp neighbors
show ipv6 { bgp | mbgp } [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ]
neighbors { [ { <neighbor-id> | <ipv6-neighbor-id> } [ routes [ advertised | received | dampened ] |
advertised-routes | paths | received-routes | flap-statistics ] ] | <neighbor-prefix-id> | <ipv6-neighbor-prefix-id>
} [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

Display MBGP status and configurationmbgp

Display all configured BGP neighborsneighbors

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display one particular BGP neighborneighbor-id

Display details for a prefix peeringneighbor-prefix-id

Display BGP information for IPv6 address familyipv6

(Optional) Display all routes advertised/received to/from peerroutes

(Optional) Display all routes advertised to this peeradvertised

(Optional) Display all routes received from this peerreceived

(Optional) Display all dampened routes received from this peerdampened

(Optional) Display all the routes advertised to this peeradvertised-routes

(Optional) Display all the routes received from this peerreceived-routes

(Optional) Display flap statistics for routes received from this peerflap-statistics

(Optional) Display AS paths learned from this peerpaths

Command Mode

• /exec
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show ipv6 bgp nexthop-database
show ipv6 { bgp | mbgp } [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ]
nexthop-database [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

Display MBGP status and configurationmbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display nexthop databasenexthop-database

Display BGP information for IPv6 address familyipv6

Command Mode

• /exec
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show ipv6 bgp nexthop
show ipv6 { bgp | mbgp } nexthop <ipv6nexthop>

Syntax Description

Show running system informationshow

Display BGP information for IPv6 address familyipv6

Display BGP status and configurationbgp

Display MBGP status and configurationmbgp

Display routes matching the nexthopnexthop

Command Mode

• /exec
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show ipv6 bgp received-paths
show ipv6 { bgp | mbgp } [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ]
received-paths [ private ] [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ]

Syntax Description

Show running system informationshow

Display BGP information for IPv6 address familyipv6

Display BGP status and configurationbgp

Display MBGP status and configurationmbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display paths stored for soft-reconfigreceived-paths

(Optional) privateprivate

Command Mode

• /exec
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show ipv6 bgp regexp
show ipv6 { bgp | mbgp } [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] regexp
<regexp-str> [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

Display MBGP status and configurationmbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display BGP information for IPv6 address familyipv6

Display routes matching the AS path regular expressionregexp

Regular expression to match the AS pathsregexp-str

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1296

All Show Commands
show ipv6 bgp regexp



show ipv6 bgp summary
show ipv6 { bgp | mbgp } [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ]
summary [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ]

Syntax Description

Show running system informationshow

Display BGP status and configurationbgp

Display MBGP status and configurationmbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display summarized information of BGP statesummary

Display BGP information for IPv6 address familyipv6

Command Mode

• /exec
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show ipv6 cache
show ipv6 cache { { brief | detail } | { interface [ <intf> ] } } [ operational ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display ipv6 cachecache

Display ipv6 related interface informationinterface

Display summary of ipv6 interface status and configurationbrief

Display detailed information of ipv6 interface status and configurationdetail

(Optional) Display only interfaces that are administratively enabledoperational

(Optional) Interface name to displayintf

Command Mode

• /exec
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show ipv6 client
show ipv6 client [ <client-name> ] [ __readonly__ { TABLE_ipv6_client { <cli-name> <cli-stat> <cli-pid>
<cli-ext-pid> [ <protocol> ] <pib-index> <cli-uuid> <rou-vrf> <rou-flg> <ctrl-sap> <data-sap> <ipc-ctrl-mq>
<ipc-ctrl-fail> <ipc-data-mq> <ipc-data-fail> [ <if-ext-ind> ] [ <recv-fn> <recv-hex> ] } } ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display clients registered with the IPv6 processclient

(Optional) Display information for a single IPv6 clientclient-name

(Optional)__readonly__

(Optional)TABLE_ipv6_client

(Optional)cli-name

(Optional)cli-stat

(Optional)cli-pid

(Optional)cli-ext-pid

(Optional)protocol

(Optional)pib-index

(Optional)cli-uuid

(Optional)rou-vrf

(Optional)rou-flg

(Optional)ctrl-sap

(Optional)data-sap

(Optional)ipc-ctrl-mq

(Optional)ipc-ctrl-fail

(Optional)ipc-data-mq

(Optional)ipc-data-fail

(Optional)if-ext-ind

(Optional)recv-fn

(Optional)recv-hex
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Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1300

All Show Commands
show ipv6 client



show ipv6 dhcp relay
show ipv6 dhcp relay [ interface <intf-range> ] [ __readonly__ <relay_service_enable> <relay_vpn_enable>
<relay_cisco_option_enable> <gbl_src_intf> <interface-name> <intf_src_intf> <intf_header> <relay_address>
<vrf_name> <dst_intf> ]

Syntax Description

Show running system informationshow

Show the IPv6 features of the systemipv6

Show DHCPv6dhcp

DHCPv6 relay address of the interfacerelay

(Optional) DHCPv6 relay address of the interfaceinterface

(Optional) interfaceintf-range

(Optional) Read only__readonly__

(Optional)relay_service_enable

(Optional)relay_vpn_enable

(Optional)relay_cisco_option_enable

(Optional) interface namegbl_src_intf

(Optional) interface nameinterface-name

(Optional) interface nameintf_src_intf

(Optional)intf_header

(Optional) VRF namevrf_name

(Optional) interface namedst_intf

Command Mode

• /exec
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show ipv6 dhcp relay statistics
show ipv6 dhcp relay statistics [ interface <intf> [ [ server-ip <ip-addr-val> [ use-vrf <vrf-name> ] [ interface
<dest-interface> ] ] | [ server-ip <ip-addr-val> [ interface <dest-interface> ] [ use-vrf <vrf-name> ] ] ] ] [
__readonly__ <msg_stats_hdr> <msg_type_str> <tx_pkts> <rx_pkts> <drops> <msg_type_str_total>
<server_stats_hdr> <server_helper_addr> <server_vrf> <server_intf> <server_requests> <server_responses>
<drop_hdr> <drop_relay_disable> <drop_max_hops> <drop_validation_fails> <drop_unknown_op_intf>
<drop_bad_context> <drop_opt_insert_fail> <drop_server_direct_reply> <drop_no_ipv6_addr>
<drop_intf_error> <drop_vpn_disabled> <drop_ipv6_extn_hdrs_presence> <drop_mct_drop> ]

Syntax Description

Show running system informationshow

Show the IPv6 features of the systemipv6

Show information about DHCPv6dhcp

DHCPv6 Relayrelay

Statistics related to DHCPv6statistics

(Optional) input interfaceinterface

(Optional) interfaceintf

(Optional) Server addressserver-ip

(Optional) server address VRF membershipuse-vrf

(Optional) VRF namevrf-name

(Optional) Destination interface for the server addressinterface

(Optional) Destination interfacedest-interface

(Optional) Read only__readonly__

(Optional)msg_stats_hdr

(Optional)msg_type_str

(Optional)tx_pkts

(Optional)rx_pkts

(Optional)drops

(Optional)msg_type_str_total

(Optional)server_stats_hdr

(Optional)server_helper_addr

(Optional)server_vrf
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(Optional) interface nameserver_intf

(Optional)server_requests

(Optional)server_responses

(Optional)drop_hdr

(Optional)drop_relay_disable

(Optional)drop_max_hops

(Optional)drop_validation_fails

(Optional)drop_unknown_op_intf

(Optional)drop_bad_context

(Optional)drop_opt_insert_fail

(Optional)drop_server_direct_reply

(Optional)drop_no_ipv6_addr

(Optional)drop_intf_error

(Optional)drop_vpn_disabled

(Optional)drop_ipv6_extn_hdrs_presence

(Optional)drop_mct_drop

Command Mode

• /exec
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show ipv6 eigrp route-map statistics
show ipv6 eigrp [ <eigrp-ptag> ] route-map statistics { { redistribute { bgp <as> | { eigrp | isis | ospfv3 | rip
} <tag> | static | direct | amt } } | table-map } [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__
TABLE_asn <asn> TABLE_vrf <vrf> { TABLE_rmap <name> <action> <seq_num> [ { TABLE_cmd
<command> <compare_count> <match_count> } ] } <total_accept_count> <total_reject_count> ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display EIGRP status and configurationeigrp

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) Process tageigrp-ptag

Route-map related informationroute-map

Route-map statisticsstatistics

Redistribute information from another routing protocolredistribute

Tablemap informationtable-map

Border Gateway Protocol (BGP)bgp

Autonomous system numberas

IS-IS Routing for IPv4isis

Open Shortest Path First (OSPF) V3ospfv3

Routing Information Protocol (RIP)rip

Enhanced Interior Gateway Routing Protocol (EIGRP)eigrp

Process tagtag

Static routesstatic

Directly connecteddirect

AMT Anycast prefixamt

(Optional)__readonly__
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(Optional) AS number tableTABLE_asn

(Optional) AS numberasn

(Optional) VRF tableTABLE_vrf

(Optional) VRF namevrf

(Optional) Route-map tableTABLE_rmap

(Optional) Route-map namename

(Optional) Route-map actionaction

(Optional) Sequence number of the clauseseq_num

(Optional) Route-map command tableTABLE_cmd

(Optional) Route-map commandcommand

(Optional) Number of comparisonscompare_count

(Optional) Number of matchesmatch_count

(Optional) Total number of packets accepted by this policytotal_accept_count

(Optional) Total number of packets rejected by this policytotal_reject_count

Command Mode

• /exec
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show ipv6 fragments
show ipv6 fragments [ <source-addr> ] [ __readonly__ [ TABLE_ipv6_frag [ TABLE_ipv6_each_q {
<ipv6-src> <ipv6-dest> <frag-id> <frag-off> <m-flag> <nxt-header> <pay-load> <expires> } ] ] ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display queued fragmentsfragments

(Optional)__readonly__

(Optional)TABLE_ipv6_frag

(Optional)TABLE_ipv6_each_q

(Optional)frag-id

(Optional)frag-off

(Optional)m-flag

(Optional)nxt-header

(Optional)pay-load

(Optional)expires

Command Mode

• /exec
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show ipv6 icmp
show ipv6 icmp { adjacency | neighbor | sync-entries } [ <interface> ] [ detail ] [ vrf { <vrf-name> |
<vrf-known-name> | all } ] [ __readonly__ { <icmpv6-vrftype> <icmpv6-cxt-name> } [ TABLE_icmpv6_all_int
{ TABLE_icmpv6_one_int { <icmpv6-ipv6-addr> <time-stamp-icmpv6> <icmpv6-mac> <icmpv6-state>
<icmpv6-short-name> [ <phy-int-short-name> ] } } ] ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display ICMPv6 informationicmp

Show IPv6 dynamic learnt adjacency entryadjacency

Show IPv6 dynamic learnt neighbor entryneighbor

Show IPv6 table learnt only due to table syncsync-entries

(Optional) Interface name to displayinterface

(Optional) Display detailed informationdetail

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)icmpv6-vrftype

(Optional)icmpv6-cxt-name

(Optional)TABLE_icmpv6_all_int

(Optional)TABLE_icmpv6_one_int

(Optional)time-stamp-icmpv6

(Optional)icmpv6-mac

(Optional)icmpv6-state

(Optional)icmpv6-short-name

(Optional)phy-int-short-name

Command Mode
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• /exec
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show ipv6 icmp global traffic
show ipv6 { icmp | nd } global traffic [ __readonly__ { TABLE_icmpv6_global_stat <st-total> <rv-total>
<st-err> <rv-err> <st-int-drp-cnt> <rv-int-drp-cnt> <st-adj-nt-recov-am-ha> <rv-adj-nt-recov-am-ha>
<st-pkt-allow-inv-ttl-vpc> <rv-pkt-allow-inv-ttl-vpc> <st-drp-src-mac-own> <rv-drp-src-mac-own>
<st-drp-tgt-ip-not-own> <rv-drp-tgt-ip-not-own> <st-drp-src-ip-not-own> <rv-drp-src-ip-not-own>
<st-dest-unreach><rv-dest-unreach><st-admin-prohib><rv-admin-prohib><st-time-exceed><rv-time-exceed>
<st-para-pbms> <rv-para-pbms> <st-echo-req> <rv-echo-req> <st-echo-reply> <rv-echo-reply> <st-redirect>
<rv-redirect> <st-pkt-too-big> <rv-pkt-too-big> <st-rtr-adver> <rv-rtr-adver> <st-rtr-solicit> <rv-rtr-solicit>
<st-nei-adver> <rv-nei-adver> <st-nei-solicit> <rv-nei-solicit> <fast-path-pkts> <fastpath-disable> <other-path>
<dup-rtr-ra-recvd> <rv-dup-rtr-ra-recvd> } { TABLE_icmpv6_mld_stat <st-v1-queries> <rv-v1-queries>
<st-v2-queries> <rv-v2-queries> <st-v1-reports> <rv-v1-reports> <st-v2-reports> <rv-v2-reports>
<st-v1-leaves> <rv-v1-leaves> } ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display ICMPv6 informationicmp

ICMPv6 Neighbor Discovery commandsnd

Show ICMPv6/ND global variablesglobal

Display ICMPv6 software processed traffic statisticstraffic

(Optional)__readonly__

(Optional)TABLE_icmpv6_global_stat

(Optional)st-total

(Optional)rv-total

(Optional)st-err

(Optional)rv-err

(Optional)st-int-drp-cnt

(Optional)rv-int-drp-cnt

(Optional)st-adj-nt-recov-am-ha

(Optional)rv-adj-nt-recov-am-ha

(Optional)st-pkt-allow-inv-ttl-vpc

(Optional)rv-pkt-allow-inv-ttl-vpc

(Optional)st-drp-src-mac-own
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(Optional)rv-drp-src-mac-own

(Optional)st-drp-tgt-ip-not-own

(Optional)rv-drp-tgt-ip-not-own

(Optional)st-drp-src-ip-not-own

(Optional)rv-drp-src-ip-not-own

(Optional)st-dest-unreach

(Optional)rv-dest-unreach

(Optional)st-admin-prohib

(Optional)rv-admin-prohib

(Optional)st-time-exceed

(Optional)rv-time-exceed

(Optional)st-para-pbms

(Optional)rv-para-pbms

(Optional)st-echo-req

(Optional)rv-echo-req

(Optional)st-echo-reply

(Optional)rv-echo-reply

(Optional)st-redirect

(Optional)rv-redirect

(Optional)st-pkt-too-big

(Optional)rv-pkt-too-big

(Optional)st-rtr-adver

(Optional)rv-rtr-adver

(Optional)st-rtr-solicit

(Optional)rv-rtr-solicit

(Optional)st-nei-adver

(Optional)rv-nei-adver

(Optional)st-nei-solicit

(Optional)rv-nei-solicit
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(Optional)fast-path-pkts

(Optional)fastpath-disable

(Optional)other-path

(Optional)dup-rtr-ra-recvd

(Optional)rv-dup-rtr-ra-recvd

(Optional)TABLE_icmpv6_mld_stat

(Optional)st-v1-queries

(Optional)rv-v1-queries

(Optional)st-v2-queries

(Optional)rv-v2-queries

(Optional)st-v1-reports

(Optional)rv-v1-reports

(Optional)st-v2-reports

(Optional)rv-v2-reports

(Optional)st-v1-leaves

(Optional)rv-v1-leaves

Command Mode

• /exec
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show ipv6 icmp interface
{ show ipv6 { icmp | nd } interface [ <interface> ] { [ prefix [ full ] ] | [ route ] | [ detail ] } [ vrf { <vrf-name>
| <vrf-known-name> | all } ] } | { show ipv6 [ icmp ] mld interface [ brief ] [ detail ] [ vrf { <vrf-name> |
<vrf-known-name> | all } ] } | { show ipv6 [ icmp ] mld interface <interface> } [ __readonly__ TABLE_vrf
<vrf-name-out> TABLE_intf <intf-name> <proto-state> <link-state> <admin-state> <addr> <subnet>
<link-local-addr> <icmpv6-disabled> <last-ns-sent> <last-na-sent> <last-ra-sent> <next-na-sent>
<ra-min-interval> <ra-interval> <set-m-flag> <set-o-flag> <current-hop-limit> <mtu> <router-lifetime>
<reachable-time> <retrans-timer> <ns-interval> <send-redirect> <send-unreachables> <mld-disabled>
<mld-querier> <mld-entry-count> <mld-config-version> <mld-querier-version> <mld-host-version>
<mld-query-timer><mld-querier-expiry><mld-qi> <mld-config-qi> <mld-query-mrt> <mld-config-query-mrt>
<mld-startup-qi> <mld-config-startup-qi> <mld-startup-qc> <mld-config-last-member-mrt>
<mld-last-member-qc> <mld-group-timeout> <mld-config-group-timeout> <mld-querier-timeout>
<mld-config-querier-timeout> <mld-config-unsol-rpt-interval> <mld-qrv> <mld-config-robustness-variable>
<mld-config-rpt-link-local> <mld-refcount> <static-group-map> <join-group-map> <ra-sent> <ra-rec>
<rs-sent> <rs-rec> <na-sent> <na-rec> <ns-sent> <ns-rec> <redirect-sent> <redirect-rec> <msg-sent>
<msg-rec> <errors-sent> <erros-rec> <ifdown-sent> <ifdown-rec> <am-ha-not-ready> <allow-mct-ttl>
<our-own-mac> <tgt-not-us> <dest-unreachs-sent> <dest-unreachs-rec> <admin-prohibs-sent>
<admin-prohibs-rec> <time-excds-sent> <time-excds-rec> <parm-problems-sent> <parm-problems-rec>
<echos-sent> <echos-rec> <echo-replies-sent> <echo-replies-rec> <pkt-toobigs-sent> <pkt-toobigs-rec>
<fastpath-pkt-recv><fastpath-disable-pkt-recv><fastpath-ignore-pkt-recv><v1-queries-sent> <v1-queries-rec>
<v2-queries-sent> <v2-queries-rec> <v1-reports-sent> <v1-reports-rec> <v2-reports-sent> <v2-reports-rec>
<v1-leaves-sent> <v1-leaves-rec> <v2-leaves-sent> <v2-leaves-rec> <uptime> <mld-config-il> ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display ICMPv6 informationicmp

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

ICMPv6 Neighbor Discovery commandsnd

Display Multicast Listener Discovery informationmld

Display ICMPv6 related interface informationinterface

(Optional) Display List of ICMPv6 RA prefixprefix

(Optional) Display List of ICMPv6 RA routesroute

(Optional) Display Complete prefix informationfull

(Optional) Display ICMPv6 related interface information in detaildetail
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(Optional) Display ICMPv6 related interface information in briefbrief

(Optional) Interface name to showinterface

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)TABLE_intf

(Optional)intf-name

(Optional)proto-state

(Optional)link-state

(Optional)admin-state

(Optional)icmpv6-disabled

(Optional)last-ns-sent

(Optional)last-na-sent

(Optional)last-ra-sent

(Optional)next-na-sent

(Optional)ra-min-interval

(Optional)ra-interval

(Optional)set-m-flag

(Optional)set-o-flag

(Optional)current-hop-limit

(Optional)mtu

(Optional)router-lifetime

(Optional)reachable-time

(Optional)retrans-timer

(Optional)ns-interval

(Optional)send-redirect

(Optional)send-unreachables

(Optional)mld-disabled

(Optional)mld-entry-count
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(Optional)mld-config-version

(Optional)mld-querier-version

(Optional)mld-host-version

(Optional)mld-query-timer

(Optional)mld-querier-expiry

(Optional)mld-qi

(Optional)mld-config-qi

(Optional)mld-query-mrt

(Optional)mld-config-query-mrt

(Optional)mld-startup-qi

(Optional)mld-config-startup-qi

(Optional)mld-startup-qc

(Optional)mld-config-last-member-mrt

(Optional)mld-last-member-qc

(Optional)mld-group-timeout

(Optional)mld-config-group-timeout

(Optional)mld-querier-timeout

(Optional)mld-config-querier-timeout

(Optional)mld-config-unsol-rpt-interval

(Optional)mld-qrv

(Optional)mld-config-robustness-variable

(Optional)mld-config-rpt-link-local

(Optional)mld-refcount

(Optional)static-group-map

(Optional)join-group-map

(Optional)ra-sent

(Optional)ra-rec

(Optional)rs-sent

(Optional)rs-rec
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(Optional)na-sent

(Optional)na-rec

(Optional)ns-sent

(Optional)ns-rec

(Optional)redirect-sent

(Optional)redirect-rec

(Optional)msg-sent

(Optional)msg-rec

(Optional)errors-sent

(Optional)erros-rec

(Optional)ifdown-sent

(Optional)ifdown-rec

(Optional)am-ha-not-ready

(Optional)allow-mct-ttl

(Optional)our-own-mac

(Optional)tgt-not-us

(Optional)dest-unreachs-sent

(Optional)dest-unreachs-rec

(Optional)admin-prohibs-sent

(Optional)admin-prohibs-rec

(Optional)time-excds-sent

(Optional)time-excds-rec

(Optional)parm-problems-sent

(Optional)parm-problems-rec

(Optional)echos-sent

(Optional)echos-rec

(Optional)echo-replies-sent

(Optional)echo-replies-rec

(Optional)pkt-toobigs-sent
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(Optional)pkt-toobigs-rec

(Optional)fastpath-pkt-recv

(Optional)fastpath-disable-pkt-recv

(Optional)fastpath-ignore-pkt-recv

(Optional)v1-queries-sent

(Optional)v1-queries-rec

(Optional)v2-queries-sent

(Optional)v2-queries-rec

(Optional)v1-reports-sent

(Optional)v1-reports-rec

(Optional)v2-reports-sent

(Optional)v2-reports-rec

(Optional)v1-leaves-sent

(Optional)v1-leaves-rec

(Optional)v2-leaves-sent

(Optional)v2-leaves-rec

(Optional)uptime

(Optional)mld-config-il

Command Mode

• /exec
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show ipv6 icmp ndp
show ipv6 icmp ndp

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display ICMPv6 informationicmp

Displaysipv6 neighbor by looking at the top level ptndp

Command Mode

• /exec
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show ipv6 icmp off-list
show ipv6 icmp off-list [ vlan <vlan-id> ] [ __readonly__ [ <vlan-adj-cnt> ] [ <icmpv6-sync-adj-cnt> ] {
TABLE_icmpv6_vlan_list <adj-vlan-id> <off-adj-ip-addr> <icmpv6-time-stamp> <icmpv6-mac-addr>
<off-adj-flags> } ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display ICMPv6 informationicmp

Show adjacencies in off-list icmpv6 databaseoff-list

(Optional) Vlan idvlan

(Optional) Show information for specified vlanvlan-id

(Optional)__readonly__

(Optional)vlan-adj-cnt

(Optional)icmpv6-sync-adj-cnt

(Optional)TABLE_icmpv6_vlan_list

(Optional)adj-vlan-id

(Optional)icmpv6-time-stamp

(Optional)icmpv6-mac-addr

(Optional)off-adj-flags

Command Mode

• /exec
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show ipv6 icmp process sdb
show ipv6 icmp process sdb

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display ICMPv6 informationicmp

Display process informationprocess

Dump IPv6 sdb in a filesdb

Command Mode

• /exec
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show ipv6 icmp vaddr
show ipv6 icmp vaddr { link-local [ detail ] | global | pt-tree } [ vrf { <vrf-name> | <vrf-known-name> | all }
] [ __readonly__ [ TABLE_pt_tree { <v-ipv6-addr> <v-mac-addr> <v-interface> <v-client-state> } ] [
TABLE_vrf_all [ TABLE_glo_vrf { <group-id> <protocol-vrf> <cli-uuid> <vaddr-action> <vrf-interface>
<v-ipv6-addr-one> <vaddr-mac> <cxt-name> <cxt-id> } ] [ TABLE_one_int { [ <lcache-inter> <cxt-name-int>
<cxt_id-int> ] <grp-id> <protocol-one-int> <client-uuid> <client-state-act> <client-in-use> <client-state> }
{ TABLE_vip_list { <virt-ipv6> <virt-mac> <cxt_name> <cxt_id> } [ <last-solocit-st> <last-nei-ad-st>
<last-rtr-adv-st> <nxt-rtr-ad-st> <icmpv6-addr> <vmac-addr> <st-total> <rv-total> <st-err> <rv-err>
<st-int-dwn-drp> <rv-int-dwn-drp> <st-adj-nt-recov-am> <rv-adj-nt-recov-am> <st-pkt-allow-inv-ttl>
<rv-pkt-allow-inv-ttl> <st-pkt-drp-src-mac-own> <rv-pkt-drp-src-mac-own> <st-pkt-drp-tgt-not-own>
<rv-pkt-drp-tgt-not-own> <st-pkt-drp-src-not-own> <rv-pkt-drp-src-not-own> <st-dest-unreach>
<rv-dest-unreach> <st-admin-prohi> <rv-admin-prohi> <st-time-exceed> <rv-time-exceed> <st-patr-pbm>
<rv-patr-pbm> <st-echo-req> <rv-echo-req> <st-echo-reply> <rv-echo-reply> <st-dup-ra> <rv-dup-ra>
<st-redirect> <rv-redirect> <st-pkt-too-big> <rv-pkt-too-big> <st-rtr-adver> <rv-rtr-adver> <st-rtr-solicit>
<rv-rtr-solicit> <st-nei-adver> <rv-nei-adver> <st-nei-solicit> <rv-nei-solicit> ] } ] ] ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display ICMPv6 informationicmp

Show all virtual addresses configuredvaddr

Display link-local virtual ipv6 addresseslink-local

(Optional) Display detailed informationdetail

Display global virtual ipv6 addressesglobal

Display link-local virtual ipv6 addresses pt-tree informationpt-tree

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)TABLE_pt_tree

(Optional)v-mac-addr

(Optional)v-interface

(Optional)v-client-state

(Optional)TABLE_vrf_all
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(Optional)TABLE_glo_vrf

(Optional)group-id

(Optional)protocol-vrf

(Optional)cli-uuid

(Optional)vaddr-action

(Optional)vrf-interface

(Optional)vaddr-mac

(Optional)cxt-name

(Optional)cxt-id

(Optional)TABLE_one_int

(Optional)lcache-inter

(Optional)cxt-name-int

(Optional)cxt_id-int

(Optional)grp-id

(Optional)protocol-one-int

(Optional)client-uuid

(Optional)client-state-act

(Optional)client-in-use

(Optional)client-state

(Optional)TABLE_vip_list

(Optional)virt-mac

(Optional)cxt_name

(Optional)cxt_id

(Optional)last-solocit-st

(Optional)last-nei-ad-st

(Optional)last-rtr-adv-st

(Optional)nxt-rtr-ad-st

(Optional)vmac-addr

(Optional)st-total
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(Optional)rv-total

(Optional)st-err

(Optional)rv-err

(Optional)st-int-dwn-drp

(Optional)rv-int-dwn-drp

(Optional)st-adj-nt-recov-am

(Optional)rv-adj-nt-recov-am

(Optional)st-pkt-allow-inv-ttl

(Optional)rv-pkt-allow-inv-ttl

(Optional)st-pkt-drp-src-mac-own

(Optional)rv-pkt-drp-src-mac-own

(Optional)st-pkt-drp-tgt-not-own

(Optional)rv-pkt-drp-tgt-not-own

(Optional)st-pkt-drp-src-not-own

(Optional)rv-pkt-drp-src-not-own

(Optional)st-dest-unreach

(Optional)rv-dest-unreach

(Optional)st-admin-prohi

(Optional)rv-admin-prohi

(Optional)st-time-exceed

(Optional)rv-time-exceed

(Optional)st-patr-pbm

(Optional)rv-patr-pbm

(Optional)st-echo-req

(Optional)rv-echo-req

(Optional)st-echo-reply

(Optional)rv-echo-reply

(Optional)st-dup-ra

(Optional)rv-dup-ra
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(Optional)st-redirect

(Optional)rv-redirect

(Optional)st-pkt-too-big

(Optional)rv-pkt-too-big

(Optional)st-rtr-adver

(Optional)rv-rtr-adver

(Optional)st-rtr-solicit

(Optional)rv-rtr-solicit

(Optional)st-nei-adver

(Optional)rv-nei-adver

(Optional)st-nei-solicit

(Optional)rv-nei-solicit

Command Mode

• /exec
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show ipv6 icmp vpc-statistics
show ipv6 icmp vpc-statistics [ __readonly__ { TABLE_icmpv6_vpc_stats [ <icmpv6-pro-drp-pull-disable>
] [ <icmpv6-pro-drp-push-msg-disable> ] [ <icmpv6-pro-ign-snd-pull-disabe> ] [
<icmpv6-ign-snd-push-disable> ] [ <icmpv6-drp-im-fail> ] [ <icmpv6-drp-mcecm-fail> ] [
<icmpv6-drp-invalid-pc-iod> ] [ <icmpv6-drp-pt-lookup-fail> ] [ <icmpv6-drp-resp-fail-no-mct> ] [
<icmpv6-drp-resp-fail> ] [ <icmpv6-resp-sent> ] [ <icmpv6-resp-recvd> ] [ <icmpv6-resp-recv-err> ] [
<icmpv6-rcvd-msg> ] [ <icmpv6-send-fail> ] [ <icmpv6-cfs-rel-dlvry-fail> ] [ <icmpv6-cfs-rel-dnvry-suc>
] [ <icmpv6-drp-pt-add-fail> ] [ <icmpv6-drp-no-mem> ] [ <icmpv6-drp-tmr-cre-fail> ] [
<icmpv6-drp-add-adj-fail> ] [ <icmpv6-off-drp-pt-lookup-fail> ] [ <icmpv6-dont-drp-vlan-mismat> ] [
<icmpv6-drp-svi-invalid> ] [ <icmpv6-dont-drop-sv-down> ] [ <icmpv6-drp-mct-down> ] [
<icmpv6-drp-ctxt-invalid> ] [ <icmpv6-drp-vrf-invalid> ] [ <icmpv6-drp-l3addr-invalid> ] [
<icmpv6-drp-l3addr-sanity-fail> ] [ <icmpv6-drp-mac-sanity-fail> ] [ <icmpv6-own-rtr-mac> ] [
<icmpv6-drp-own-ipv6addr> ] [ <icmpv6-drp-own-vipv6add> ] [ <icmpv6-drp-adj-fail> ] [
<icmpv6-drp-subnet-mismatch> ] [ <icmpv6-drp-adj-exist> ] [ <icmpv6-dont-drp-ip-not-enable> ] [
<icmpv6-drp-total-cnt> ] [ <icmpv6-dont-drop-total-cnt> ] [ <icmpv6-add-adj> ] [ <icmpv6-del-adj> ] [
<icmpv6-adj-already-exist> ] } ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display ICMPv6 informationicmp

Show vPC global statisticsvpc-statistics

(Optional)__readonly__

(Optional) icmpv6 Vpc statisticsTABLE_icmpv6_vpc_stats

(Optional)icmpv6-pro-drp-pull-disable

(Optional)icmpv6-pro-drp-push-msg-disable

(Optional)icmpv6-pro-ign-snd-pull-disabe

(Optional)icmpv6-ign-snd-push-disable

(Optional)icmpv6-drp-im-fail

(Optional)icmpv6-drp-mcecm-fail

(Optional)icmpv6-drp-invalid-pc-iod

(Optional)icmpv6-drp-pt-lookup-fail

(Optional)icmpv6-drp-resp-fail-no-mct

(Optional)icmpv6-drp-resp-fail

(Optional)icmpv6-resp-sent
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(Optional)icmpv6-resp-recvd

(Optional)icmpv6-resp-recv-err

(Optional)icmpv6-rcvd-msg

(Optional)icmpv6-send-fail

(Optional)icmpv6-cfs-rel-dlvry-fail

(Optional)icmpv6-cfs-rel-dnvry-suc

(Optional)icmpv6-drp-pt-add-fail

(Optional)icmpv6-drp-no-mem

(Optional)icmpv6-drp-tmr-cre-fail

(Optional)icmpv6-drp-add-adj-fail

(Optional)icmpv6-off-drp-pt-lookup-fail

(Optional)icmpv6-dont-drp-vlan-mismat

(Optional)icmpv6-drp-svi-invalid

(Optional)icmpv6-dont-drop-sv-down

(Optional)icmpv6-drp-mct-down

(Optional)icmpv6-drp-ctxt-invalid

(Optional)icmpv6-drp-vrf-invalid

(Optional)icmpv6-drp-l3addr-invalid

(Optional)icmpv6-drp-l3addr-sanity-fail

(Optional)icmpv6-drp-mac-sanity-fail

(Optional)icmpv6-own-rtr-mac

(Optional)icmpv6-drp-own-ipv6addr

(Optional)icmpv6-drp-own-vipv6add

(Optional)icmpv6-drp-adj-fail

(Optional)icmpv6-drp-subnet-mismatch

(Optional)icmpv6-drp-adj-exist

(Optional)icmpv6-dont-drp-ip-not-enable

(Optional)icmpv6-drp-total-cnt

(Optional)icmpv6-dont-drop-total-cnt
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(Optional)icmpv6-add-adj

(Optional)icmpv6-del-adj

(Optional)icmpv6-adj-already-exist

Command Mode

• /exec
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show ipv6 interface
show ipv6 interface { [ brief [ include-secondary ] | [ <interface> | <ipv6-addr> ] [ detail ] ] } [ vrf { <vrf-name>
| <vrf-known-name> | all } ] [ __readonly__ [ TABLE_vrf <vrf-name-out> ] [ TABLE_intf <intf-name> [
<proto-state> ] [ <link-state> ] [ <admin-state> ] [ <iod> ] [ <addr> ] [ <prefix> ] [ { TABLE_sec_addr [
<sec-prefix> ] } ] [ <linklocal-addr> ] [ <linklocal-configured> ] [ <ipv6-disabled> ] [ <mrouting-enabled>
] [ <mgroup-locally-joined> ] [ { TABLE_maddr <m-addr> [ <m-addr-refcnt> ] } ] [ { TABLE_sg [ <sg-saddr>
] [ <sg-maddr> ] [ <sg-refcnt> ] } ] [ <mtu> ] [ <global-in-pcl-configured> ] [ <global-in-pcl-name> ] [
<global-in-pcl-pending> ] [ <global-out-pcl-configured> ] [ <global-out-pcl-name> ] [ <global-out-pcl-pending>
] [ <in-pcl-configured> ] [ <in-pcl-name> ] [ <in-pcl-pending> ] [ <out-pcl-configured> ] [ <out-pcl-name>
] [ <out-pcl-pending> ] [ <urpf-mode> ] [ <ipv6-lstype> ] [ <stats-last-reset> ] [ <acl-in> ] [ <acl-out> ] [
<upkt-fwd> ] [ <upkt-orig> ] [ <upkt-consumed> ] [ <ubyte-fwd> ] [ <ubyte-orig> ] [ <ubyte-consumed> ]
[ <mpkt-fwd> ] [ <mpkt-orig> ] [ <mpkt-consumed> ] [ <mbyte-fwd> ] [ <mbyte-orig> ] [ <mbyte-consumed>
] [ <upkt-in-acc> ] [ <upkt-in-rej> ] [ <ubyte-in-acc> ] [ <ubyte-in-rej> ] [ <mpkt-in-acc> ] [ <mpkt-in-rej>
] [ <mbyte-in-acc> ] [ <mbyte-in-rej> ] [ <upkt-out-acc> ] [ <upkt-out-rej> ] [ <ubyte-out-acc> ] [
<ubyte-out-rej> ] [ <mpkt-out-acc> ] [ <mpkt-out-rej> ] [ <mbyte-out-acc> ] [ <mbyte-out-rej> ] [
<hw-upkt-sent> ] [ <hw-upkt-recv> ] [ <hw-ubyte-sent> ] [ <hw-ubyte-recv> ] [ <hw-mpkt-sent> ] [
<hw-mpkt-recv> ] [ <hw-mbyte-sent> ] [ <hw-mbyte-recv> ] [ <hw-upkt-drop> ] [ <hw-ubyte-drop> ] [
<hw-mpkt-drop> ] [ <hw-mbyte-drop> ] [ <hw-mpkt-rpdrop> ] [ <hw-mbyte-rpdrop> ] [ <hw-mpkt-dfdrop>
] [ <hw-mbyte-dfdrop> ] ] ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display IPv6 related interface informationinterface

(Optional) Display summary of IPv6 status and configurationbrief

(Optional) Display summary of all IPv6 addressesinclude-secondary

(Optional) Interface name to displayinterface

(Optional) Display detailed IPv6 interface informationdetail

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display all VRFsall

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)TABLE_intf
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(Optional)intf-name

(Optional)proto-state

(Optional)link-state

(Optional)admin-state

(Optional)iod

(Optional)prefix

(Optional)TABLE_sec_addr

(Optional)sec-prefix

(Optional)linklocal-configured

(Optional)ipv6-disabled

(Optional)mrouting-enabled

(Optional)mgroup-locally-joined

(Optional)TABLE_maddr

(Optional)m-addr-refcnt

(Optional)TABLE_sg

(Optional)sg-refcnt

(Optional)mtu

(Optional)global-in-pcl-configured

(Optional)global-in-pcl-name

(Optional)global-in-pcl-pending

(Optional)global-out-pcl-configured

(Optional)global-out-pcl-name

(Optional)global-out-pcl-pending

(Optional)in-pcl-configured

(Optional)in-pcl-name

(Optional)in-pcl-pending

(Optional)out-pcl-configured

(Optional)out-pcl-name

(Optional)out-pcl-pending
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(Optional)urpf-mode

(Optional)ipv6-lstype

(Optional)stats-last-reset

(Optional)acl-in

(Optional)acl-out

(Optional)upkt-fwd

(Optional)upkt-orig

(Optional)upkt-consumed

(Optional)ubyte-fwd

(Optional)ubyte-orig

(Optional)ubyte-consumed

(Optional)mpkt-fwd

(Optional)mpkt-orig

(Optional)mpkt-consumed

(Optional)mbyte-fwd

(Optional)mbyte-orig

(Optional)mbyte-consumed

(Optional)upkt-in-acc

(Optional)upkt-in-rej

(Optional)ubyte-in-acc

(Optional)ubyte-in-rej

(Optional)mpkt-in-acc

(Optional)mpkt-in-rej

(Optional)mbyte-in-acc

(Optional)mbyte-in-rej

(Optional)upkt-out-acc

(Optional)upkt-out-rej

(Optional)ubyte-out-acc

(Optional)ubyte-out-rej
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(Optional)mpkt-out-acc

(Optional)mpkt-out-rej

(Optional)mbyte-out-acc

(Optional)mbyte-out-rej

(Optional)hw-upkt-sent

(Optional)hw-upkt-recv

(Optional)hw-ubyte-sent

(Optional)hw-ubyte-recv

(Optional)hw-mpkt-sent

(Optional)hw-mpkt-recv

(Optional)hw-mbyte-sent

(Optional)hw-mbyte-recv

(Optional)hw-upkt-drop

(Optional)hw-ubyte-drop

(Optional)hw-mpkt-drop

(Optional)hw-mbyte-drop

(Optional)hw-mpkt-rpdrop

(Optional)hw-mbyte-rpdrop

(Optional)hw-mpkt-dfdrop

(Optional)hw-mbyte-dfdrop

Command Mode

• /exec
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show ipv6 interface global
show ipv6 interface global

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display IPv6 related interface informationinterface

Show IPv6 global parametersglobal

Command Mode

• /exec
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show ipv6 lisp data-cache
show ipv6 lisp data-cache [ <eid> ] [ vrf { <vrf-name> | <vrf-known-name> } ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

LISP show commandslisp

Display EID-to-RLOC data cache mapping in this ITRdata-cache

(Optional) Display mapping for IPv6 destination EIDeid

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Command Mode

• /exec
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show ipv6 local-pt
show ipv6 local-pt [ vrf { <vrf-name> | <vrf-known-name> | all } ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display IPv6 local address pt data structurelocal-pt

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display all VRFsall

Command Mode

• /exec
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show ipv6 local policy
show ipv6 local policy [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ TABLE_pbr <interface>
<rmap> <status> <vrf_name> ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

IPv6 local optionslocal

Policy routingpolicy

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)TABLE_pbr

(Optional)interface

(Optional)rmap

(Optional)status

(Optional)vrf_name

Command Mode

• /exec
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show ipv6 mld groups
show ipv6 [ icmp ] mld groups [ { <source> [ <group> ] } | { <group> [ <source> ] } ] [ <interface> ] [ vrf {
<vrf-name> | <vrf-known-name> | all } ] [ __readonly__ TABLE_vrf <vrf-name-out> <entry-count>
TABLE_group <group-out> TABLE_intf <intf-name> <icmpv6-disabled> <mld-source> <mld-group>
<mld-source-unspec> <mld-static> <mld-local-group> <mld-translated> <mld-uptime> <mld-expire> ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

(Optional) Display ICMPv6 informationicmp

Display Multicast Listener Discovery informationmld

Display MLD attached group membership informationgroups

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) Display group membership on interface nameinterface

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)entry-count

(Optional)TABLE_group

(Optional)TABLE_intf

(Optional)intf-name

(Optional)icmpv6-disabled

(Optional)mld-source-unspec

(Optional)mld-static

(Optional)mld-local-group

(Optional)mld-translated

(Optional)mld-uptime
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(Optional)mld-expire

Command Mode

• /exec
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show ipv6 mld local-groups
show ipv6 [ icmp ] mld local-groups [ <interface> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [
__readonly__ TABLE_vrf <vrf> { TABLE_entry <group-addr> <source-addr> <static-oif> <local-group>
<if-name> <last-reported> } ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

(Optional) Display ICMPv6 informationicmp

Display Multicast Listener Discovery informationmld

Display MLD local group membership informationlocal-groups

(Optional) Display group membership on interface nameinterface

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf

(Optional)TABLE_entry

(Optional)static-oif

(Optional)local-group

(Optional)if-name

(Optional)last-reported

Command Mode

• /exec
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show ipv6 mld vrf all
show ipv6 [ icmp ] mld vrf all

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

(Optional) Display ICMPv6 informationicmp

Display Multicast Listener Discovery informationmld

Display per-VRF informationvrf

Display MLD VRFsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1338

All Show Commands
show ipv6 mld vrf all



show ipv6 mroute
show ipv6 mroute [ [ bitfield ] | rp | { [ <group> ] summary [ software-forwarded ] } | { summary [ count |
software-forwarded ] } | { { <source> <group> } | { <group> [ <source> ] } } [ summary [ software-forwarded
] | bitfield ] ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ { TABLE_vrf <vrf-name> [
TABLE_addr <mcast-addrs> <pending> <bidir> <uptime> [ TABLE_mpib <mpib-name> <stale-route> ]
<if-name><rpf-nbr> <internal> <oif-count><fabric-oif><fabric-loser> [ TABLE_oif <oif-name> <oif-uptime>
[ TABLE_oif_mpib <oif-mpib-name> <stale-oif> ] <rpf> ] [ <oif-list-bitfield> ] ] [ <total-route-count>
<star-g-count> <source-count> <star-g-prefix-count> <group-count> <avg-sources-per-group><rem> [
<reason-for-route-stats-pending> ] ] [ TABLE_group <group-addr> <group-mask-len> <source-count-per-grp>
[ TABLE_source <route-or-source> [ <name> ] <packets> <bytes> <aps> <pps> <bit-rate-in-bps> <oifs> [
<software-pkts> ] ] ] } ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

(Optional) Display per-VRF informationvrf

(Optional) Multicast VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Display IPv6 multicast routing tablemroute

(Optional) Display route counts and packet ratessummary

(Optional) Display software switched route counts onlysoftware-forwarded

(Optional) Display RP routes (RP, 0.0.0.0/32)rp

(Optional) Display route counts onlycount

(Optional) Display bitfield detailsbitfield

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name

(Optional)TABLE_addr

(Optional)mcast-addrs

(Optional)bidir

(Optional)pending

(Optional)uptime
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(Optional)internal

(Optional)TABLE_mpib

(Optional)mpib-name

(Optional)stale-route

(Optional)TABLE_oif

(Optional)oif-name

(Optional)oif-uptime

(Optional)rpf

(Optional)oif-list-bitfield

(Optional)TABLE_oif_mpib

(Optional)oif-mpib-name

(Optional)stale-oif

(Optional)total-route-count

(Optional)star-g-count

(Optional)source-count

(Optional)star-g-prefix-count

(Optional)group-count

(Optional)reason-for-route-stats-pending

(Optional)TABLE_group

(Optional)group-addr

(Optional)group-mask-len

(Optional)source-count-per-grp

(Optional)TABLE_source

(Optional)route-or-source

(Optional)name

(Optional)packets

(Optional)bytes

(Optional)aps

(Optional)pps
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(Optional)bit-rate-in-bps

(Optional)oifs

(Optional)software-pkts

Command Mode

• /exec
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show ipv6 mtu
show ipv6 mtu [ statistics | vrf { <vrf-name> | <vrf-known-name> | all [ detail ] } ] [ __readonly__ [
TABLE_mtu_stat <out-ent> <exp-ent> <purge-ent> <int-err> <pkt-too-big> <cache-miss> <cache-upd>
<mtu-small> <cache-no-upd> ] [ TABLE_mtu_vrf [ <tot-ipv6-mtu> ] [ TABLE_one_mtu [ <pmtu-cntxt> ]
[ { <mtu-ipv6> <mtu-cache> <up-time> <iod-lcache> } ] ] ] ]

Syntax Description

Show running system informationshow

Display IPV6 informationipv6

Display IPV6 Path MTU Cachemtu

(Optional) Display non-TCP Path MTU Statisticsstatistics

(Optional) Clear information for particular VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) Display IPV6 Path MTU Cache with detaildetail

(Optional)__readonly__

(Optional)TABLE_mtu_stat

(Optional)out-ent

(Optional)exp-ent

(Optional)purge-ent

(Optional)int-err

(Optional)pkt-too-big

(Optional)cache-miss

(Optional)cache-upd

(Optional)mtu-small

(Optional)cache-no-upd

(Optional)TABLE_mtu_vrf

(Optional)tot-ipv6-mtu

(Optional)TABLE_one_mtu
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(Optional)pmtu-cntxt

(Optional)mtu-cache

(Optional)up-time

(Optional)iod-lcache

Command Mode

• /exec
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show ipv6 multicast vrf
show ipv6multicast vrf [ { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ <vrf-count> { TABLE_vrf
<vrf-name> <cid> <tid> <rc> <gc> <sc> <star_gc> } ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display multicast routing VRFsmulticast

Display multicast routing VRFsvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-count

(Optional)cid

(Optional)tid

(Optional)rc

(Optional)gc

(Optional)sc

(Optional)star_gc

Command Mode

• /exec
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show ipv6 nd ra dns search-list
show ipv6 nd ra dns search-list [ interface <interface> ] [ __readonly__ { TABLE_intf <intf_name>
<dns_supress_server_list> [ { TABLE_list <list_no> <list_name> [ { <finite> | <infinite> } ] <seq_no> } ]
} ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

ICMPv6 Neighbor Discovery commandsnd

Router Advertisementra

Domain Name Systemdns

DNS Search Listsearch-list

(Optional) Display DNS Search List information on interfaceinterface

(Optional) Interface name to displayinterface

(Optional)__readonly__

(Optional) IPV6 Interface nameTABLE_intf

(Optional) Interface nameintf_name

(Optional) DNS Supress server listdns_supress_server_list

(Optional) Search listTABLE_list

(Optional) Search list numberlist_no

(Optional) Search list namelist_name

(Optional) Search list life timefinite

(Optional) Search list infinte timeinfinite

(Optional) Search list sequence numberseq_no

Command Mode

• /exec
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show ipv6 nd ra dns server
show ipv6 nd ra dns server [ interface <interface> ] [ __readonly__ { TABLE_intf <intf_name>
<dns_supress_server_list> [ { TABLE_list <dns_server> <dns_addr> [ { <finite> | <infinite> } ] <seq_no>
} ] } ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

ICMPv6 Neighbor Discovery commandsnd

Router Advertisementra

Domain Name Systemdns

Domain Name System Serverserver

(Optional) Display Recursive DNS Server List information on interfaceinterface

(Optional) Interface name to displayinterface

(Optional)__readonly__

(Optional) IPV6 Interface nameTABLE_intf

(Optional) Interface nameintf_name

(Optional) DNS Supress server listdns_supress_server_list

(Optional) Search listTABLE_list

(Optional) DNS server numberdns_server

(Optional) DNS server addressdns_addr

(Optional) DNS server life timefinite

(Optional) DNS server time infinteinfinite

(Optional) DNS server sequence numberseq_no

Command Mode

• /exec
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show ipv6 nd rt-pref global pt
show ipv6 nd rt-pref global pt

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

ICMPv6 Neighbor Discovery commandsnd

Router Preferencert-pref

Globalglobal

PTREEpt

Command Mode

• /exec
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show ipv6 ndp
show ipv6 ndp

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Show IPv6 neighbors from netstackndp

Command Mode

• /exec
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show ipv6 neighbor static
show ipv6 neighbor static [ interface <interface> ] [ __readonly__ [ TABLE_i6_nei { <nei-ipv6> <nei-mac>
<nei-iod> <nei-if-iod> } ] [ <tot-nei-ent> ] [ TABLE_nei_cnt { <nei-ipv6-tot> <nei-mac-tot> <nei-iod-tot>
<nei-if-iod-tot> } ] ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Show IPv6 neighbor entryneighbor

Displays only static neighborsstatic

(Optional) Display IPv6 related interface informationinterface

(Optional) Interface name to displayinterface

(Optional)__readonly__

(Optional)TABLE_i6_nei

(Optional)nei-mac

(Optional)nei-iod

(Optional)nei-if-iod

(Optional)tot-nei-ent

(Optional)TABLE_nei_cnt

(Optional)nei-mac-tot

(Optional)nei-iod-tot

(Optional)nei-if-iod-tot

Command Mode

• /exec
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show ipv6 pim bitfield
show ipv6 pim bitfield

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display PIM6 status and configurationpim

Display compressed bitfield detailsbitfield

Command Mode

• /exec
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show ipv6 pim df
show ipv6 pim df [ <rp-or-group> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__
<out-context> { TABLE_rp <rp-addr> <df-ordinal> <df-bits> <df-bits-count> <metric-pref> <metric> {
TABLE_grange <grange-grp> <grange-masklen> } { TABLE_iod <if-name> <df-winner> <df-state>
<winner-metric-pref> <winner-metric> <uptime> <is-rpf> } } ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display PIM6 status and configurationpim

Display Bidir Designated Forwardersdf

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)out-context

(Optional)TABLE_rp

(Optional)df-ordinal

(Optional)df-bits

(Optional)df-bits-count

(Optional)metric-pref

(Optional)metric

(Optional)TABLE_grange

(Optional)grange-masklen

(Optional)TABLE_iod

(Optional)if-name

(Optional)df-state

(Optional)winner-metric-pref

(Optional)winner-metric
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(Optional)uptime

(Optional)is-rpf

Command Mode

• /exec
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show ipv6 pim embed-rp
show ipv6 pim embed-rp <group>

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display PIM6 status and configurationpim

Display Embed-RP group address mappingembed-rp

Command Mode

• /exec
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show ipv6 pim event-history
show ipv6 pim [ internal ] event-history { errors | msgs | <pim6-event-hist-buf-name> | statistics }

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

PIM6 global configuration commandspim

(Optional) Commands for internal useinternal

Show various event logs of PIM6event-history

Show error logs of PIM6errors

Show various message logs of PIM6msgs

Show logs of event-hist bufferpim6-event-hist-buf-name

Show state and size of buffersstatistics

Command Mode

• /exec
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show ipv6 pim fabric info
show ipv6 pim fabric info [ __readonly__ <switch_role> ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display PIM6 status and configurationpim

Fabric functionalityfabric

show the fabric infoinfo

(Optional)__readonly__

(Optional)switch_role

Command Mode

• /exec
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show ipv6 pim fabric legacy-vlans
show ipv6 pim fabric legacy-vlans [ __readonly__ TABLE_legacy_vlan <vlan_id> ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display PIM6 status and configurationpim

Fabric functionalityfabric

Show legacy VLANs on this switchlegacy-vlans

(Optional)__readonly__

(Optional)TABLE_legacy_vlan

(Optional)vlan_id

Command Mode

• /exec
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show ipv6 pim group-range
show ipv6 pim group-range [ <group> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__
<out-context> { TABLE_group <grp-addr> <invalid-grp> <mode> <rp-addr> <sh-tree-only-range> } ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display PIM6 status and configurationpim

Display the various group rangesgroup-range

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)out-context

(Optional)TABLE_group

(Optional)invalid-grp

(Optional)mode

Command Mode

• /exec
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show ipv6 pim interface show ipv6 pim interface
show ipv6 pim interface <interface> | show ipv6 pim interface [ brief ] [ vrf { <vrf-name> | <vrf-known-name>
| all } ] [ __readonly__ <out-context> { TABLE_iod <if-name> <if-addr> <dr> <nbr-cnt> <is-border>
<is-iface-in-cib> <is-pim-enabled> <if-addr-summary> <if-status> <dr-priority> <no-dr-priority>
<hello-interval-sec> <hello-interval-msec> <hello-timer> <holdtime-sec> <holdtime-msec> <genid>
<isauth-config> <is-passive> <nbr-policy-name> <jp-in-policy-name> <jp-out-policy-name> <last-cleared>
<hello-sent> <hello-rcvd> <jp-sent> <jp-rcvd> <assert-sent> <assert-rcvd> <graft-sent> <graft-rcvd>
<graft-ack-sent> <graft-ack-rcvd> <df-offer-sent> <df-offer-rcvd> <df-winner-sent> <df-winner-rcvd>
<df-backoff-sent> <df-backoff-rcvd> <pass-sent> <pass-rcvd> <cksum-errors> <invalid-errors>
<invalid-df-errors> <auth-failed> <pak-len-errors> <ver-errors> <pkts-self> <pkts-non-nbr> <pkts-on-passive>
<jp-rcvd-on-rpf> <jp-rcvd-no-rp> <jp-rcvd-wrong-rp> <jp-rcvd-for-ssm> <jp-rcvd-for-bidir>
<jp-in-policy-filter> <jp-out-policy-filter> } ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display PIM6 status and configurationpim

Display PIM6 interface related informationinterface

Interface name of single interface to displayinterface

(Optional) Display one line status per interfacebrief

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)out-context

(Optional)TABLE_iod

(Optional)if-name

(Optional)nbr-cnt

(Optional)is-iface-in-cib

(Optional)is-pim-enabled

(Optional)is-border

(Optional)if-addr-summary
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(Optional)if-status

(Optional)dr-priority

(Optional)no-dr-priority

(Optional)hello-interval-sec

(Optional)hello-interval-msec

(Optional)hello-timer

(Optional)holdtime-sec

(Optional)holdtime-msec

(Optional)genid

(Optional)isauth-config

(Optional)is-passive

(Optional)nbr-policy-name

(Optional)jp-in-policy-name

(Optional)jp-out-policy-name

(Optional)last-cleared

(Optional)hello-sent

(Optional)hello-rcvd

(Optional)jp-sent

(Optional)jp-rcvd

(Optional)assert-sent

(Optional)assert-rcvd

(Optional)graft-sent

(Optional)graft-rcvd

(Optional)graft-ack-sent

(Optional)graft-ack-rcvd

(Optional)df-offer-sent

(Optional)df-offer-rcvd

(Optional)df-winner-sent

(Optional)df-winner-rcvd
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(Optional)df-backoff-sent

(Optional)df-backoff-rcvd

(Optional)pass-sent

(Optional)pass-rcvd

(Optional)cksum-errors

(Optional)invalid-errors

(Optional)invalid-df-errors

(Optional)auth-failed

(Optional)pak-len-errors

(Optional)ver-errors

(Optional)pkts-self

(Optional)pkts-non-nbr

(Optional)pkts-on-passive

(Optional)jp-rcvd-on-rpf

(Optional)jp-rcvd-no-rp

(Optional)jp-rcvd-wrong-rp

(Optional)jp-rcvd-for-ssm

(Optional)jp-rcvd-for-bidir

(Optional)jp-in-policy-filter

(Optional)jp-out-policy-filter

Command Mode

• /exec
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show ipv6 pim neighbor
show ipv6 pim neighbor { [ <interface> ] | [ <ipv6addr> ] } [ vrf { <vrf-name> | <vrf-known-name> | all } ]
[ __readonly__ [ TABLE_vrf <out-context> [ TABLE_neighbor <nbr-addr><if-name><uptime><expires>
[ <dr-priority> ] <bidir-capable> <bfd-state><name> [ TABLE_secondary <sec-addr> ] ] ] ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display PIM6 status and configurationpim

Display PIM6 neighbor related informationneighbor

(Optional) Display neighbors on single interface nameinterface

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)out-context

(Optional)TABLE_neighbor

(Optional)dr-priority

(Optional)bidir-capable

(Optional)TABLE_secondary

Command Mode

• /exec
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show ipv6 pim oif-list
show ipv6 pim oif-list <group> [ <source> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__
TABLE_vrf <vrf-name> { TABLE_grp <mcast-addrs> <incoming-intf> <rpf-nbr> <timeout-interval>
<oif-list-count> [ { TABLE_oiflist <oif-name> } ] <timeout-list-count> [ { TABLE_timeoutlist
<timeoutoif-name> } ] <immediate-list-count> [ { TABLE_immediatelist <immediateoif-name> } ]
<immediate-timeout-list-count> [ { TABLE_immediatetimeoutlist <immediatetimeoutoif-name> } ]
<sgr-prune-list-count> [ { TABLE_sgrprunelist <sgrprunelistoif-name> } ] } ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display PIM6 status and configurationpim

Display interfaces for oif-list of PIM6 routeoif-list

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name

(Optional)TABLE_grp

(Optional)mcast-addrs

(Optional)incoming-intf

(Optional)timeout-interval

(Optional)oif-list-count

(Optional)TABLE_oiflist

(Optional)oif-name

(Optional)timeout-list-count

(Optional)TABLE_timeoutlist

(Optional)timeoutoif-name

(Optional)immediate-list-count
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(Optional)TABLE_immediatelist

(Optional)immediateoif-name

(Optional)immediate-timeout-list-count

(Optional)TABLE_immediatetimeoutlist

(Optional)immediatetimeoutoif-name

(Optional)sgr-prune-list-count

(Optional)TABLE_sgrprunelist

(Optional)sgrprunelistoif-name

Command Mode

• /exec
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show ipv6 pim policy statistics jp
show ipv6 pim policy statistics { jp-policy | neighbor-policy } <interface> [ __readonly__ { TABLE_routemap
<name> <action> <seq_num> [ { TABLE_cmd <command> <match_count> <compare_count> } ] }
<total_accept_count> <total_reject_count> ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

PIM6 global configuration commandspim

Policy related informationpolicy

Policy statisticsstatistics

Statistics for jp-policyjp-policy

Statistics for neighbor-policyneighbor-policy

Interface to display policy statistics forinterface

(Optional)__readonly__

(Optional)TABLE_routemap

(Optional)name

(Optional)action

(Optional)seq_num

(Optional)TABLE_cmd

(Optional)command

(Optional)compare_count

(Optional)match_count

(Optional)total_accept_count

(Optional)total_reject_count

Command Mode

• /exec
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show ipv6 pim route
show ipv6 pim route { [ bitfield ] | <source> <group> | <group> [ <source> ] [ bitfield ] } [ vrf { <vrf-name>
| <vrf-known-name> | all } ] [ __readonly__ TABLE_vrf <context-name> <route-count> [ TABLE_one_route
<mcast-addrs> [ <rp-addr> <rp-local> ] <bidir> <sgexpire> <is-fabricowned> [ <sgrexpire> ] [ <timeleft> ]
<rp-bit> [ <register> ] [ <assert-timeout> ] <intf-name> <rpf-nbr-1> <rpf-nbr-addr> <rpf-nbr-2> [ <metric-pref>
<route-metric> ] [ <oif-count> ] [ <oif-bf-str> ] [ <timeout-count> ] [ <timeout-bf-str> ] [ <immediate-count>
] [ <immediate-bf-str> ] [ <immediate-timeout-count> ] [ <immediate-timeout-bf-str> ] [ <sgr-prune-list-count>
] [ <sgr-prune-list-bf-str> ] [ <timeout-interval> <jp-holdtime-rndup> ] ] ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display PIM6 status and configurationpim

Display PIM6 specific route informationroute

(Optional) Display details of each bitfield for PIM6 routebitfield

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)context-name

(Optional)route-count

(Optional)TABLE_one_route

(Optional)mcast-addrs

(Optional)rp-addr

(Optional)rp-local

(Optional)bidir

(Optional)sgexpire

(Optional)is-fabricowned

(Optional)sgrexpire

(Optional)timeleft
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(Optional)rp-bit

(Optional)register

(Optional)assert-timeout

(Optional)intf-name

(Optional)rpf-nbr-1

(Optional)rpf-nbr-addr

(Optional)rpf-nbr-2

(Optional)metric-pref

(Optional)route-metric

(Optional)oif-count

(Optional)oif-bf-str

(Optional)timeout-count

(Optional)timeout-bf-str

(Optional)immediate-count

(Optional)immediate-bf-str

(Optional)immediate-timeout-count

(Optional)immediate-timeout-bf-str

(Optional)sgr-prune-list-count

(Optional)sgr-prune-list-bf-str

(Optional)timeout-interval

(Optional)jp-holdtime-rndup

Command Mode

• /exec
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show ipv6 pim rp-hash
show ipv6 pim rp-hash <group> [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ <out-context>
<rp-found> <is-rp-bsr-learnt> <out-group> <hash-length> <out-bsr> { TABLE_rp <rp-addr> <hash>
<isbest_hash> } ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display PIM6 status and configurationpim

Display RP hash value for grouprp-hash

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)out-context

(Optional)rp-found

(Optional)is-rp-bsr-learnt

(Optional)hash-length

(Optional)TABLE_rp

(Optional)hash

(Optional)isbest_hash

Command Mode

• /exec
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show ipv6 pim rp
show ipv6 pim rp [ <group> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ <out-context>
<is-bsr-enabled> <is-bsr-listen-only> <is-bsr-forward-only> <are-we-bsr> <bsr-address> <is-bsr-address>
<bsr-priority> <bsr-hash-masklen> <bs-timer> <bsr-uptime> <bsr-expires> <is-autorp-enabled>
<is-autorp-listen-only> <is-autorp-forward-only> <are-we-autorp> <autorp-address> <is-autorp-address>
<autorp-dis-timer> <autorp-up-time> <autorp-expire-time> <rp-cand-policy-name> <bsr-policy-name>
<rp-announce-policy-name> <rp-discovery-policy-name> { TABLE_anycast_rp <anycast-rp-addr> {
TABLE_arp_rp <arp-rp-addr> <is-rpaddr-local> } } { TABLE_rp <rp-addr> <is-rp-in-cib> <df-ordinal>
<rp-uptime> <rp-priority> <autorp-expires> <bsr-rp-expires> <autorp-info-src> <bsr-info-src> <is-rp-static>
<static-rp-group-map> { TABLE_grange <grange-grp> <grange-masklen> <is-bidir-grp> <is-autorp-rp-owner>
<is-bsr-rp-owner> <is-static-rp-owner> } } ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display PIM6 status and configurationpim

Display PIM6 RP, Auto-RP, and BSR related informationrp

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)out-context

(Optional)is-bsr-enabled

(Optional)is-bsr-listen-only

(Optional)is-bsr-forward-only

(Optional)are-we-bsr

(Optional)is-bsr-address

(Optional)bsr-priority

(Optional)bsr-hash-masklen

(Optional)bs-timer

(Optional)bsr-uptime

(Optional)bsr-expires
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(Optional)is-autorp-enabled

(Optional)is-autorp-listen-only

(Optional)is-autorp-forward-only

(Optional)are-we-autorp

(Optional)is-autorp-address

(Optional)autorp-dis-timer

(Optional)autorp-up-time

(Optional)autorp-expire-time

(Optional)rp-cand-policy-name

(Optional)bsr-policy-name

(Optional)rp-announce-policy-name

(Optional)rp-discovery-policy-name

(Optional)TABLE_anycast_rp

(Optional)TABLE_arp_rp

(Optional)is-rpaddr-local

(Optional)TABLE_rp

(Optional)is-rp-in-cib

(Optional)df-ordinal

(Optional)rp-uptime

(Optional)rp-priority

(Optional)autorp-expires

(Optional)bsr-rp-expires

(Optional)is-rp-static

(Optional)static-rp-group-map

(Optional)TABLE_grange

(Optional)grange-masklen

(Optional)is-bidir-grp

(Optional)is-autorp-rp-owner

(Optional)is-bsr-rp-owner
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(Optional)is-static-rp-owner

Command Mode

• /exec
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show ipv6 pim statistics
show ipv6 pim statistics [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ <uptime> <reg-sent>
<reg-rcvd> <null-reg-sent> <null-reg-rcvd> <reg-stop-sent> <reg-stop-rcvd> <reg-rcvd-not-rp>
<reg-rcvd-for-ssm> <reg-rcvd-for-bidir> <bootstrap-sent> <bootstrap-rcvd> <cand-rp-sent> <cand-rp-rcvd>
<bs-no-nbr> <bs-border-deny> <bs-len-errors> <bs-rpf-failed> <bs-no-listen> <candrp-border-deny>
<candrp-no-listen> <autorp-announce-sent> <autorp-announce-rcvd> <autorp-discovery-sent>
<autorp-discovery-rcvd> <autorp-rpf-failed> <autorp-border-deny> <autorp-invalid-type> <autorp-ttl-expired>
<autorp-no-listen> <ctrl-no-route> <data-no-route> <no-state> <create-state> ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display PIM6 status and configurationpim

Packet counter statisticsstatistics

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)uptime

(Optional)reg-sent

(Optional)reg-rcvd

(Optional)null-reg-sent

(Optional)null-reg-rcvd

(Optional)reg-stop-sent

(Optional)reg-stop-rcvd

(Optional)reg-rcvd-not-rp

(Optional)reg-rcvd-for-ssm

(Optional)reg-rcvd-for-bidir

(Optional)bootstrap-sent

(Optional)bootstrap-rcvd

(Optional)cand-rp-sent
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(Optional)cand-rp-rcvd

(Optional)bs-no-nbr

(Optional)bs-border-deny

(Optional)bs-len-errors

(Optional)bs-rpf-failed

(Optional)bs-no-listen

(Optional)candrp-border-deny

(Optional)candrp-no-listen

(Optional)autorp-announce-sent

(Optional)autorp-announce-rcvd

(Optional)autorp-discovery-sent

(Optional)autorp-discovery-rcvd

(Optional)autorp-rpf-failed

(Optional)autorp-border-deny

(Optional)autorp-invalid-type

(Optional)autorp-ttl-expired

(Optional)autorp-no-listen

(Optional)ctrl-no-route

(Optional)data-no-route

(Optional)no-state

(Optional)create-state

Command Mode

• /exec
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show ipv6 pim vrf
show ipv6 pim vrf [ { <vrf-name> | <vrf-known-name> | all } ] [ detail ] [ __readonly__ TABLE_context
<out-context> <context-id> <table-id> <count> ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display PIM6 status and configurationpim

Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display all VRFs PIM6 is configured forall

(Optional) Display detailed informationdetail

(Optional)__readonly__

(Optional)TABLE_context

(Optional)out-context

(Optional)context-id

(Optional)table-id

(Optional)count

Command Mode

• /exec
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show ipv6 policy
show ipv6 policy [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ TABLE_pbr <interface>
<rmap> <status> <vrf_name> ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Policy routingpolicy

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)TABLE_pbr

(Optional)interface

(Optional)rmap

(Optional)status

(Optional)vrf_name

Command Mode

• /exec
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show ipv6 prefix-list
show ipv6 prefix-list { { [ detail | summary ] [ <ipv6-pfl-name> | <ipv6-pfl-cfg-name> ] } | { { <ipv6-pfl-name>
| <ipv6-pfl-cfg-name> } seq <seq-no> } | { { <ipv6-pfl-name> | <ipv6-pfl-cfg-name> } <prefix> [ first-match
| longer ] } } [ __readonly__ TABLE_ipv6_pfl <name> <seq> <action> <rule> ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

(Optional) Show detailed informationdetail

(Optional) Show summarized informationsummary

List IPv6 prefix listsprefix-list

(Optional) Name of prefix-listipv6-pfl-name

(Optional) Known prefix-list nameipv6-pfl-cfg-name

Sequence numberseq

Sequence numberseq-no

(Optional) Find the first matchfirst-match

(Optional) Find the more specific entrieslonger

(Optional)__readonly__

(Optional)TABLE_ipv6_pfl

(Optional)name

(Optional)seq

(Optional)action

(Optional)rule

Command Mode

• /exec
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show ipv6 process
show ipv6 process [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ [ TABLE_ipv6_all {
<cnxt-name> <cnxt-id> } ] [ TABLE_ipv6 { <ipv6-vrf> <ipv6-vrf-id> <auto-disc> <auto-add> <sta-disc>
<sta-def> [ <ipv6-unreach> ] } [ TABLE_iod { <iod-val> <iod-ifind> } ] [ TABLE_ipv6_nxt { <ipv6-nxt>
} ] ] ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display IPv6 global informationprocess

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display all VRFsall

(Optional)__readonly__

(Optional)TABLE_ipv6_all

(Optional)cnxt-name

(Optional)cnxt-id

(Optional)TABLE_ipv6

(Optional)ipv6-vrf

(Optional)ipv6-vrf-id

(Optional)auto-disc

(Optional)auto-add

(Optional)sta-disc

(Optional)sta-def

(Optional)ipv6-unreach

(Optional)TABLE_iod

(Optional)iod-val

(Optional)iod-ifind

(Optional)TABLE_ipv6_nxt
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Command Mode

• /exec
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show ipv6 process sdb
show ipv6 process sdb

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display IPv6 global informationprocess

Dump IPv6 sdb in a filesdb

Command Mode

• /exec
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show ipv6 raguard statistics
show ipv6 raguard statistics [ interface <intf-range> ] [ __readonly__ <msg_stats_hdr> <intf2> <rx_pkts>
<drop_count> ]

Syntax Description

Show running system informationshow

Show the IPv6 features of the systemipv6

IPV6 raguardraguard

RA packet drop countstatistics

(Optional) Raguard enabled interfacesinterface

(Optional) interfaceintf-range

(Optional) Read only__readonly__

(Optional)msg_stats_hdr

(Optional) interface nameintf2

(Optional)rx_pkts

(Optional)drop_count

Command Mode

• /exec
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show ipv6 rip policy statistics redistribute
show ipv6 rip [ instance <inst> ] policy statistics redistribute { bgp <as> | { eigrp | isis | <src-rip> | ospfv3 |
lisp } <tag> | direct | static } [ vrf { <vrf-name> | <vrf-known-name> | all } ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display RIP routing protocol statusrip

(Optional) Process IDinstance

(Optional) Process IDinst

Policy related informationpolicy

Policy statisticsstatistics

RIP redistribute routes from other routing protocolredistribute

Border Gateway Protocol (BGP)bgp

Autonomous system numberas

Enhanced Interior Gateway Routing Protocol (EIGRP)eigrp

Intermediate-to-intermediate (ISIS)isis

Routing Information Protocol (RIP)src-rip

Open Shortest Path First (OSPFv3)ospfv3

LISP EID-prefixeslisp

Process tagtag

Directly connected routesdirect

Static routesstatic

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Command Mode

• /exec
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show ipv6 routers
show ipv6 routers [ all-routers ] [ [ interface <interface> ] | [ vrf { <vrf-name> | <vrf-known-name> | all } ]
] [ __readonly__ { TABLE_ipv6_routers [ TABLE_interface_ipv6 { <rtr-ipv6> <ipv6-int-addr> <rtr-flo-time>
<curr-hop-lmt> <life-time> <addr-flag> <other-flg> <mtu-rtr> <hm-agent-flg> <preference> <reach-time>
<retrans-time> [ TABLE_prefix_ipv6 { <ipv6-prefix> <buf-ipv6> <buf-autono> <valid-life-time> <prefer-life>
} ] } ] } ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display neighbor router informationrouters

(Optional) All routers even on down interfaceall-routers

(Optional) Display neighbor router information on interfaceinterface

(Optional) Interface name to displayinterface

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)TABLE_ipv6_routers

(Optional)TABLE_interface_ipv6

(Optional)ipv6-int-addr

(Optional)rtr-flo-time

(Optional)curr-hop-lmt

(Optional)life-time

(Optional)addr-flag

(Optional)other-flg

(Optional)mtu-rtr

(Optional)hm-agent-flg

(Optional)preference

(Optional)reach-time
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(Optional)retrans-time

(Optional)TABLE_prefix_ipv6

(Optional)ipv6-prefix

(Optional)buf-ipv6

(Optional)buf-autono

(Optional)valid-life-time

(Optional)prefer-life

Command Mode

• /exec
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show ipv6 static-route
show ipv6 static-route [ <prefix> ] [ multicast ] [ track-table ] [ vrf { <vrf-name> | <vrf-known-name> | all }
] [ __readonly__ TABLE_vrf <vrf-name-out> TABLE_route <prefix-out> <next-hop> <intf-name> <pref>
<real-nh> <has-real-intf> <real-intf-name> TABLE_track-table ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display configured static routesstatic-route

(Optional) Display configured static mroutesmulticast

(Optional) Display track object details associated with static routestrack-table

(Optional) Display all VRFsall

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)TABLE_route

(Optional)intf-name

(Optional)pref

(Optional)has-real-intf

(Optional)real-intf-name

(Optional)TABLE_track-table

Command Mode

• /exec
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show ipv6 statistics
show ipv6 statistics

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display IPv6 global statisticsstatistics

Command Mode

• /exec
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show ipv6 traffic
show ipv6 traffic [ detail ] [ vrf { <vrf-name> | <vrf-known-name> } ] [ __readonly__ TABLE_vrf
<vrf-name-out> TABLE_ipv6_traffic <uptime> <upkt-fwd> <mpkt-fwd> <ubyte-fwd> <mbyte-fwd>
<upkt-orig> <mpkt-orig> <ubyte-orig> <mbyte-orig> <upkt-consumed><mpkt-consumed><ubyte-consumed>
<mbyte-consumed> <ufrag-orig> <mfra-orig> <ufrag-consumed> <mfrag-consumed> <bad-version>
<rt-lookup-fail> <hoplimit-excd> <opt-header-error> <pld-length-too-small> <pm-failed> <mbuf-error>
<could-not-enc> <dest-if-down> ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

Display IPv6 traffic statisticstraffic

(Optional) Display per protocol IPv6 statisticsdetail

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)TABLE_ipv6_traffic

(Optional)uptime

(Optional)upkt-fwd

(Optional)mpkt-fwd

(Optional)ubyte-fwd

(Optional)mbyte-fwd

(Optional)upkt-orig

(Optional)mpkt-orig

(Optional)ubyte-orig

(Optional)mbyte-orig

(Optional)upkt-consumed

(Optional)mpkt-consumed
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(Optional)ubyte-consumed

(Optional)mbyte-consumed

(Optional)ufrag-orig

(Optional)mfra-orig

(Optional)ufrag-consumed

(Optional)mfrag-consumed

(Optional)bad-version

(Optional)rt-lookup-fail

(Optional)hoplimit-excd

(Optional)opt-header-error

(Optional)pld-length-too-small

(Optional)pm-failed

(Optional)mbuf-error

(Optional)could-not-enc

(Optional)dest-if-down

Command Mode

• /exec
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show isis
show isis [ <isis-tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ process | protocol ] [ vrf { <vrf-name>
| <vrf-known-name> | all } ] [ __readonly__ TABLE_process_tag <process-tag-out> <instance_num> <uuid>
<process-id> <vrf-name-out> <system-id-out> <is-type-out> <sap-out> <qh-out> <mtu-out> [ <gr-status-out>
] [ <gr-state-active-out> ] [ <gr-state-inactive-out> ] [ <last-gr-status-fail-out> ] [ <last-gr-status-success-out>
] [ <last-gr-status-none-out> ] [ <gr-status-disable-out> ] [ TABLE_afi_safi <af-ix> <af-bfd-config>
<af-pib-tag> ] <metric-style> <accept-metric> [ <net-set-none> ] [ TABLE_area_addr <area-addr-nsap> ] [
<proc-state-not-config> ] [ <proc-state-admin-down> ] [ <proc-state-l3vm-down> ] [
<proc-state-unknown-down> ] [ <proc-state-not-specified> ] [ <proc-state-no-net> ] [ <proc-state-no-vrf-id>
] [ <proc-state-out-memory> ] [ <proc-state-restart> ] [ <proc-state-running> ] <vrf-id-out> [ TABLE_te
<te-lvl-out> <te-lvl-active> ] [ <te-ted-out> ] [ <mpls-te-out> ] [ TABLE_mpls_te [ <mpls-te-lvl-out> ] [
<mpls-te-rtrid-intf-out> ] [ <mpls-te-fa-lvl-out> ] [ TABLE_te_fa <te-fa-sysid-out> <te-fa-intf-out> ] ] [
<te-stat-sys-id-out> ] [ <te-stat-rtr-id-out> ] [ TABLE_te_stat_lvl <te-stat-lvl-out> <te-stat-up-out>
<te-stat-down-out> ] [ TABLE_iib_list_yeild <intf-name-out> ] [ TABLE_auth <auth-lvl-out> [
<auth-type-no-type> ] [ <auth-type-cleartext> ] [ <auth-type-md5> ] [ <auth-type-key-chain> ] [
<auth-type-none> ] [ <auth-check> ] [ <auth-no-check> ] ] [ TABLE_spf <spf-lvl-out> [ <spf-timer> ] ] ]

Syntax Description

Show running system informationshow

Display IS-IS status and configurationisis

(Optional) Routing process tagisis-tag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) Display IS-IS process informationprocess

(Optional) Display IS-IS process informationprotocol

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)instance_num

(Optional)uuid

(Optional)process-id

(Optional)vrf-name-out

(Optional)system-id-out
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(Optional)is-type-out

(Optional)sap-out

(Optional)qh-out

(Optional)mtu-out

(Optional)gr-status-out

(Optional)gr-state-active-out

(Optional)gr-state-inactive-out

(Optional)last-gr-status-fail-out

(Optional)last-gr-status-success-out

(Optional)last-gr-status-none-out

(Optional)gr-status-disable-out

(Optional)TABLE_afi_safi

(Optional)af-ix

(Optional)af-bfd-config

(Optional)af-pib-tag

(Optional)metric-style

(Optional)accept-metric

(Optional)net-set-none

(Optional)TABLE_area_addr

(Optional)area-addr-nsap

(Optional)proc-state-not-config

(Optional)proc-state-admin-down

(Optional)proc-state-l3vm-down

(Optional)proc-state-unknown-down

(Optional)proc-state-not-specified

(Optional)proc-state-no-net

(Optional)proc-state-no-vrf-id

(Optional)proc-state-out-memory

(Optional)proc-state-restart
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(Optional)proc-state-running

(Optional)vrf-id-out

(Optional)TABLE_te

(Optional)te-lvl-out

(Optional)te-lvl-active

(Optional)te-ted-out

(Optional)mpls-te-out

(Optional)TABLE_mpls_te

(Optional)mpls-te-lvl-out

(Optional)mpls-te-rtrid-intf-out

(Optional)mpls-te-fa-lvl-out

(Optional)TABLE_te_fa

(Optional)te-fa-sysid-out

(Optional)te-fa-intf-out

(Optional)te-stat-sys-id-out

(Optional)te-stat-rtr-id-out

(Optional)TABLE_te_stat_lvl

(Optional)te-stat-lvl-out

(Optional)te-stat-up-out

(Optional)te-stat-down-out

(Optional)TABLE_iib_list_yeild

(Optional)intf-name-out

(Optional)TABLE_auth

(Optional)auth-lvl-out

(Optional)auth-type-no-type

(Optional)auth-type-cleartext

(Optional)auth-type-md5

(Optional)auth-type-key-chain

(Optional)auth-type-none
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(Optional)auth-check

(Optional)auth-no-check

(Optional)TABLE_spf

(Optional)spf-lvl-out

(Optional)spf-timer

Command Mode

• /exec
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show isis adjacency
show isis [ <isis-tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] adjacency [ <interface> [ p2p-level-1-2
] ] { [ system-id <sid> ] | [ detail ] | [ summary ] } [ vrf { <vrf-name> | <vrf-known-name> | all } ] [
__readonly__ { TABLE_process_tag <process-tag-out> { TABLE_vrf <vrf-name-out> <adj-summary-out>
<adj-interface-out> [ <adj-interface-name-out> ] [ { TABLE_process_adj <adj-sys-name-out> <adj-sys-id-out>
[ <adj-usage-out> ] [ <adj-level-out> ] <adj-state-out> <adj-hold-time-out> <adj-intf-name-out>
<adj-detail-set-out> [ { <adj-transitions-out> <adj-flap-out> [ <adj-flap-time-out> ] <adj-ckt-type-out>
<adj-ipv4-addr-out> <adj-ipv6-addr-out> <adj-bcast-out> [ { <adj-ckt-id-out> <adj-lan-prio-out> } ]
<adj-bfd-ipv4-establish-out> <adj-bfd-ipv6-establish-out> <adj-resurrect-out> [ { <adj-resurrect-count-out>
<adj-resurrect-hwm-out> } ] <adj-restart-capable-out> <adj-restart-ack-out> [ { <adj-restart-mode-out>
<adj-restart-adj-seen-ra-out> <adj-restart-adj-seen-csnp-out> <adj-restart-adj-seen-l1-csnp-out>
<adj-restart-adj-seen-l2-csnp-out> <adj-restart-suppress-adj-out> } ] } ] } ] [ { TABLE_p2p_adj_sum
<adj-summ-p2p-level-out> <adj-summ-p2p-state-out> <adj-summ-p2p-count-out> } ] [ { TABLE_lan_adj_sum
<adj-summ-lan-level-out> <adj-summ-lan-state-out> <adj-summ-lan-count-out> } ] } } ]

Syntax Description

Show running system informationshow

Display IS-IS status and configurationisis

(Optional) Routing process tagisis-tag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Display IS-IS adjacency informationadjacency

(Optional) IS-IS interfaceinterface

(Optional) Hostname or System IDsystem-id

(Optional) Hostname or System ID (in the form of
XXXX.XXXX.XXXX)

sid

(Optional) Display IS-IS adjacency detail informationdetail

(Optional) Display IS-IS point-to-point information at level-1-2p2p-level-1-2

(Optional) Display IS-IS adjacency summary informationsummary

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)TABLE_vrf
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(Optional)vrf-name-out

(Optional)adj-summary-out

(Optional)adj-interface-out

(Optional)adj-interface-name-out

(Optional)TABLE_process_adj

(Optional)adj-sys-name-out

(Optional)adj-sys-id-out

(Optional)adj-usage-out

(Optional)adj-level-out

(Optional)adj-state-out

(Optional)adj-hold-time-out

(Optional)adj-intf-name-out

(Optional)adj-detail-set-out

(Optional)adj-transitions-out

(Optional)adj-flap-out

(Optional)adj-flap-time-out

(Optional)adj-ckt-type-out

(Optional)adj-ipv4-addr-out

(Optional)adj-ipv6-addr-out

(Optional)adj-bcast-out

(Optional)adj-ckt-id-out

(Optional)adj-lan-prio-out

(Optional)adj-bfd-ipv4-establish-out

(Optional)adj-bfd-ipv6-establish-out

(Optional)adj-resurrect-out

(Optional)adj-resurrect-count-out

(Optional)adj-resurrect-hwm-out

(Optional)adj-restart-capable-out

(Optional)adj-restart-ack-out
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(Optional)adj-restart-mode-out

(Optional)adj-restart-adj-seen-ra-out

(Optional)adj-restart-adj-seen-csnp-out

(Optional)adj-restart-adj-seen-l1-csnp-out

(Optional)adj-restart-adj-seen-l2-csnp-out

(Optional)adj-restart-suppress-adj-out

(Optional)TABLE_p2p_adj_sum

(Optional)adj-summ-p2p-level-out

(Optional)adj-summ-p2p-state-out

(Optional)adj-summ-p2p-count-out

(Optional)TABLE_lan_adj_sum

(Optional)adj-summ-lan-level-out

(Optional)adj-summ-lan-state-out

(Optional)adj-summ-lan-count-out

Command Mode

• /exec
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show isis csnp
show isis [ <isis-tag> ] csnp [ detail ] [ __readonly__ TABLE_process_tag <process-tag-out> [ {
TABLE_CSNPLEVEL<csnp-level> <csnp-cache-valid><csnp-cache-hit> <cscnp-cache-miss><csnp-hit-rate>
[ { TABLE_CSNPLSPS <csnp-start-lsp-id> <csnp-end-lsp-id> <csnp-entry-valid> <csnp-pdu-lengh> [ {
TABLE_CSNPONELSP <csnp-lsp-id> <csnp-lsp-seq-num> <csnp-lsp-chk-sum> <csnp-lsp-life-time> } ] }
] } ] ]

Syntax Description

Show running system informationshow

Display IS-IS status and configurationisis

(Optional) Routing process tagisis-tag

Display IS-IS CSNP cache contentscsnp

(Optional) Display detailed IS-IS informationdetail

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)TABLE_CSNPLEVEL

(Optional)csnp-level

(Optional)csnp-cache-valid

(Optional)csnp-cache-hit

(Optional)cscnp-cache-miss

(Optional)csnp-hit-rate

(Optional)TABLE_CSNPLSPS

(Optional)csnp-start-lsp-id

(Optional)csnp-end-lsp-id

(Optional)csnp-entry-valid

(Optional)csnp-pdu-lengh

(Optional)TABLE_CSNPONELSP

(Optional)csnp-lsp-id

(Optional)csnp-lsp-seq-num

(Optional)csnp-lsp-chk-sum
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(Optional)csnp-lsp-life-time

Command Mode

• /exec
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show isis database
show isis [ <isis-tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] database [ <level> ] [ detail | advertise
| summary ] [ <lid> ] { [ zero-sequence ] | [ ip prefix <ip-prefix> ] | [ ipv6 prefix <ipv6-prefix> ] | [ router-id
<rid> ] | [ adjacency <adj-id> ] } [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ {
TABLE_process_tag <process-tag-out> { TABLE_vrf <vrf-name-out> [ <dbase-hname-absent-out> ] [ {
TABLE_process_lvl <dbase-level-out> [ { TABLE_process_lsp <dbase-lsp-name-out> <dbase-lsp-status-out>
<dbase-lsp-absent-out> [ { <dbase-lsp-seqnum-out> <dbase-lsp-cksum-out> [ <dbase-lsp-lifetime-str-out> ]
[ <dbase-lsp-lifetime-out> ] <dbase-att-out> <dbase-partition-out> <dbase-overload-out> <dbase-istype-out>
} ] [ { <dbase-lsp-instance-out> [ { TABLE_process_tlv <dbase-lsp-tlv-name-out> [ <dbase-lsp-area-addr-out>
] [ <dbase-lsp-is-nbr-name-out> ] [ <dbase-lsp-is-nbr-metric-out> ] [ <dbase-lsp-is-nbr-ext-metric-out> ] [
<dbase-lsp-es-nbr-name-out> ] [ <dbase-lsp-es-nbr-metric-out> ] [ <dbase-lsp-es-nbr-ext-metric-out> ] [
<dbase-lsp-auth-type-out> ] [ <dbase-lsp-auth-len-out> ] [ <dbase-lsp-ext-is-name-out> ] [
<dbase-lsp-ext-is-metric-out> ] [ <dbase-lsp-ip-ri-addr-out> ] [ <dbase-lsp-ip-ri-mask-out> ] [
<dbase-lsp-ip-ri-metric-out> ] [ <dbase-lsp-ip-ri-ext-metric-out> ] [ <dbase-lsp-ip-ri-up-down-out> ] [ {
TABLE_process_nlpid <dbase-lsp-prot-support-out> } ] [ <dbase-lsp-ip-addr-out> ] [ <dbase-lsp-ipv6-addr-out>
] [ { TABLE_process_extip <dbase-lsp-extip-addr-out> <dbase-lsp-extip-prefix-len-out>
<dbase-lsp-extip-metric-out> <dbase-lsp-extip-up-down-out> } ] [ <dbase-lsp-hname-out> ] [
<dbase-lsp-hname-len-out> ] [ { TABLE_process_extipv6 <dbase-lsp-extipv6-addr-out>
<dbase-lsp-extipv6-prefix-len-out> <dbase-lsp-extipv6-metric-out> <dbase-lsp-extipv6-up-down-out>
<dbase-lsp-extipv6-ext-origin-out> } ] [ <dbase-lsp-tlv-len-out> ] [ <dbase-lsp-tlv-unknown-out> ] [ {
TABLE_process_subtlv <dbase-lsp-subtlv-name-out> [ <dbase-lsp-extis-admin-group-out> ] [
<dbase-lsp-subtlv-ip-addr-out> ] [ <dbase-lsp-extis-bw-out> ] [ <dbase-lsp-extis-pri1-out> ] [
<dbase-lsp-extis-pri1-val-out> ] [ <dbase-lsp-extis-pri2-out> ] [ <dbase-lsp-extis-pri2-val-out> ] [
<dbase-lsp-extis-te-metric-out> ] [ <dbase-lsp-subtlv-len-out> ] [ <dbase-lsp-subtlv-unknown-out> ] } ] } ]
<dbase-lsp-digest-out> } ] } ] [ { <dbase-lsp-total-out> [ { <dbase-lsp-empty-out> <dbase-lsp-zeroseq-out>
} ] } ] } ] } } ]

Syntax Description

Show running system informationshow

Display IS-IS status and configurationisis

(Optional) Routing process tagisis-tag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Display IS-IS database informationdatabase

(Optional) IS-IS levellevel

(Optional) LSP ID in the form of XXXX.XXXX.XXXX.XX-XXlid

(Optional) Display detailed IS-IS informationdetail

(Optional) Display advertise tlv lsp-memory informationadvertise
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(Optional) Display summary IS-IS informationsummary

(Optional) LSP with zero sequence numberzero-sequence

(Optional) IP attribute filterip

(Optional) IPv6 attribute filteripv6

(Optional) Prefix filterprefix

(Optional) Single exact match IP prefix filterip-prefix

(Optional) Adjacency filteradjacency

(Optional) Single exact match adjacency filteradj-id

(Optional) Router-id filterrouter-id

(Optional) single exact match router-id filterrid

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)dbase-hname-absent-out

(Optional)TABLE_process_lvl

(Optional)dbase-level-out

(Optional)TABLE_process_lsp

(Optional)dbase-lsp-name-out

(Optional)dbase-lsp-status-out

(Optional)dbase-lsp-absent-out

(Optional)dbase-lsp-seqnum-out

(Optional)dbase-lsp-cksum-out

(Optional)dbase-lsp-lifetime-str-out

(Optional)dbase-lsp-lifetime-out

(Optional)dbase-att-out

(Optional)dbase-partition-out

(Optional)dbase-overload-out
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(Optional)dbase-istype-out

(Optional)dbase-lsp-instance-out

(Optional)TABLE_process_tlv

(Optional)dbase-lsp-tlv-name-out

(Optional)dbase-lsp-area-addr-out

(Optional)dbase-lsp-is-nbr-name-out

(Optional)dbase-lsp-is-nbr-metric-out

(Optional)dbase-lsp-is-nbr-ext-metric-out

(Optional)dbase-lsp-es-nbr-name-out

(Optional)dbase-lsp-es-nbr-metric-out

(Optional)dbase-lsp-es-nbr-ext-metric-out

(Optional)dbase-lsp-auth-type-out

(Optional)dbase-lsp-auth-len-out

(Optional)dbase-lsp-ext-is-name-out

(Optional)dbase-lsp-ext-is-metric-out

(Optional)dbase-lsp-ip-ri-addr-out

(Optional)dbase-lsp-ip-ri-mask-out

(Optional)dbase-lsp-ip-ri-metric-out

(Optional)dbase-lsp-ip-ri-ext-metric-out

(Optional)dbase-lsp-ip-ri-up-down-out

(Optional)TABLE_process_nlpid

(Optional)dbase-lsp-prot-support-out

(Optional)dbase-lsp-ip-addr-out

(Optional)dbase-lsp-ipv6-addr-out

(Optional)TABLE_process_extip

(Optional)dbase-lsp-extip-addr-out

(Optional)dbase-lsp-extip-prefix-len-out

(Optional)dbase-lsp-extip-metric-out

(Optional)dbase-lsp-extip-up-down-out
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(Optional)dbase-lsp-hname-out

(Optional)dbase-lsp-hname-len-out

(Optional)TABLE_process_extipv6

(Optional)dbase-lsp-extipv6-addr-out

(Optional)dbase-lsp-extipv6-prefix-len-out

(Optional)dbase-lsp-extipv6-metric-out

(Optional)dbase-lsp-extipv6-up-down-out

(Optional)dbase-lsp-extipv6-ext-origin-out

(Optional)dbase-lsp-tlv-len-out

(Optional)dbase-lsp-tlv-unknown-out

(Optional)TABLE_process_subtlv

(Optional)dbase-lsp-subtlv-name-out

(Optional)dbase-lsp-extis-admin-group-out

(Optional)dbase-lsp-subtlv-ip-addr-out

(Optional)dbase-lsp-extis-bw-out

(Optional)dbase-lsp-extis-pri1-out

(Optional)dbase-lsp-extis-pri1-val-out

(Optional)dbase-lsp-extis-pri2-out

(Optional)dbase-lsp-extis-pri2-val-out

(Optional)dbase-lsp-extis-te-metric-out

(Optional)dbase-lsp-subtlv-len-out

(Optional)dbase-lsp-subtlv-unknown-out

(Optional)dbase-lsp-digest-out

(Optional)dbase-lsp-total-out

(Optional)dbase-lsp-empty-out

(Optional)dbase-lsp-zeroseq-out

Command Mode

• /exec
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show isis event-history
show isis [ <isis-tag> ] [ internal ] event-history { errors | msgs | <isis-event-hist-buf-name> | statistics }

Syntax Description

Show running system informationshow

Display IS-IS status and configurationisis

(Optional) Routing process tagisis-tag

(Optional) Commands for internal useinternal

Display IS-IS event historyevent-history

Error historyerrors

Message historymsgs

Event history bufferisis-event-hist-buf-name

Show the state and size of the bufferstatistics

Command Mode

• /exec
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show isis hostname
show isis [ <isis-tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] { hostname | hostname-table } [ detail
] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ <tag-out> TABLE_vrf <vrf-name-out>
<hname-enabled-out> <hname-detail-out> <hname-level-out> <hname-id-out> <hname-id-mine-out>
<hname-name-out> ]

Syntax Description

Show running system informationshow

Display IS-IS status and configurationisis

(Optional) Routing process tagisis-tag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Display IS-IS hostname table informationhostname

Display IS-IS hostname table informationhostname-table

(Optional) Display detailed IS-IS informationdetail

(Optional)__readonly__

(Optional)tag-out

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)hname-enabled-out

(Optional)hname-detail-out

(Optional)hname-level-out

(Optional)hname-id-out

(Optional)hname-id-mine-out

(Optional)hname-name-out

Command Mode

• /exec
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show isis interface
show isis [ <isis-tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] interface [ brief | <interface> ] [ level-1
| level-2 ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ { TABLE_process_tag
<process-tag-out> { TABLE_vrf <vrf-name-out> [ { TABLE_interface [ { <intfb-name-out> <intfb-type-out>
<intfb-ix-out> <intfb-state-out> <intfb-ready-state-out> <intfb-cid-out> <intfb-ckt-type-out> <intfb-mtu-out>
[ { <intf-p2p-metric-lvl-1-out> <intf-p2p-metric-lvl-2-out> <intf-p2p-prio-lvl-1-out> <intf-p2p-prio-lvl-2-out>
<intf-p2p-adj-count-lvl-1-out> <intf-p2p-adj-up-count-lvl-1-out> <intf-p2p-adj-count-lvl-2-out>
<intf-p2p-adj-up-count-lvl-2-out> } ] [ { <intf-loopback-metric-lvl-1-out> <intf-loopback-metric-lvl-2-out>
<intf-loopback-prio-lvl-1-out> <intf-loopback-prio-lvl-2-out> <intf-loopback-adj-count-lvl-1-out>
<intf-loopback-adj-up-count-lvl-1-out> <intf-loopback-adj-count-lvl-2-out>
<intf-loopback-adj-up-count-lvl-2-out> } ] [ { <intf-bcast-metric-lvl-1-out> <intf-bcast-metric-lvl-2-out>
<intf-bcast-prio-lvl-1-out> <intf-bcast-prio-lvl-2-out> <intf-bcast-adj-count-lvl-1-out>
<intf-bcast-adj-up-count-lvl-1-out> <intf-bcast-adj-count-lvl-2-out> <intf-bcast-adj-up-count-lvl-2-out> } ]
} ] [ { <intf-name-out> <intf-status-out> } ] [ { <intf-state-out> <intf-internal-state-out> [
<intf-cib-disabled-out> ] [ <intf-cid-invalid-out> ] } ] [ { TABLE_auth [ { <intf-auth-info-out> [
<intf-auth-kchain-out> ] <intf-auth-chk-info-out> } ] } ] [ { <intf-ix-out> <intf-cid-out> <intf-ckt-type-out>
} ] [ { TABLE_bfd [ <intf-bfd-ipv4-state-out> ] [ <intf-bfd-ipv6-state-out> ] } ] [ <intf-passive-mask-out> ]
[ <intf-passive-mask-lvl-out> ] [ <intf-mgrp-set-out> ] [ <intf-mgrp-state-out> ] [ <intf-mgrp-id-out> ] [
<intf-p2p-type-out> ] [ { <intf-p2p-ext-local-cid-out> <intf-p2p-cid-out> <intf-retx-intv-out>
<intf-retx-throttle-out> } ] [ <intf-loopback-type-out> ] [ { <intf-lsp-intv-out> <intf-mtu-out> [
<intf-hpad-state-out> ] } ] [ { [ <intf-p2p-pad-ts-out> ] <intf-p2p-adj-count-out> <intf-p2p-adj-up-count-out>
<intf-p2p-prio-out> <intf-p2p-hello-intv-out> <intf-p2p-hello-multi-out> <intf-p2p-hello-next-out> [ {
TABLE_p2p <intf-p2p-lvl-out> <intf-p2p-adj-lvl-out> <intf-p2p-adj-up-lvl-out> <intf-p2p-metric-lvl-out>
<intf-p2p-csnp-lvl-out> <intf-p2p-csnp-nxt-lvl-out> <intf-p2p-lspid-last-lvl-out> } ] } ] [ { <intf-bcast-type-out>
[ { TABLE_bcast_pad [ { <intf-bcast-lvl-out> <intf-bcast-pad-ts-out> } ] } ] [ { TABLE_bcast_dis [ {
<intf-bcast-lvl-dis-out> <intf-bcast-dis-ts-out> } ] } ] [ { TABLE_bcast_pkt <intf-bcast-lvl-info-out>
<intf-bcast-lvl-metric-0-out> <intf-bcast-lvl-metric-2-out> <intf-bcast-lvl-csnp-intv-out>
<intf-bcast-lvl-csnp-next-out> <intf-bcast-lvl-iih-intv-out> <intf-bcast-lvl-iih-multi-out>
<intf-bcast-lvl-iih-next-out> } ] [ { TABLE_bcast_adj <intf-bcast-lvl-value-out> <intf-bcast-lvl-adj-out>
<intf-bcast-lvl-adj-up-out> <intf-bcast-lvl-prio-out> <intf-bcast-lvl-cktid-out> <intf-bcast-lvl-cktid-ts-out>
} ] } ] [ { TABLE_loopback <intf-loopback-lvl-out> <intf-loopback-lvl-metric-out> } ] [ <intf-unknown-out>
] } ] } } ]

Syntax Description

Show running system informationshow

Display IS-IS status and configurationisis

(Optional) Routing process tagisis-tag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) Brief display of IS-IS interfacesbrief
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Display IS-IS interface informationinterface

(Optional) Display Level-1 interfaceslevel-1

(Optional) Display level-2 interfaceslevel-2

(Optional) IS-IS interfaceinterface

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)TABLE_interface

(Optional)intf-status-out

(Optional)intf-name-out

(Optional)intf-ix-out

(Optional)intf-state-out

(Optional)intf-cid-out

(Optional)intf-ckt-type-out

(Optional)intfb-name-out

(Optional)intfb-type-out

(Optional)intfb-ix-out

(Optional)intfb-state-out

(Optional)intfb-ready-state-out

(Optional)intfb-cid-out

(Optional)intfb-ckt-type-out

(Optional)intf-p2p-metric-lvl-1-out

(Optional)intf-p2p-metric-lvl-2-out

(Optional)intf-p2p-prio-lvl-1-out

(Optional)intf-p2p-prio-lvl-2-out

(Optional)intf-p2p-adj-count-lvl-1-out

(Optional)intf-p2p-adj-count-lvl-2-out
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(Optional)intf-p2p-adj-up-count-lvl-1-out

(Optional)intf-p2p-adj-up-count-lvl-2-out

(Optional)intf-loopback-metric-lvl-1-out

(Optional)intf-loopback-metric-lvl-2-out

(Optional)intf-loopback-prio-lvl-1-out

(Optional)intf-loopback-prio-lvl-2-out

(Optional)intf-loopback-adj-count-lvl-1-out

(Optional)intf-loopback-adj-count-lvl-2-out

(Optional)intf-loopback-adj-up-count-lvl-1-out

(Optional)intf-loopback-adj-up-count-lvl-2-out

(Optional)intf-bcast-metric-lvl-1-out

(Optional)intf-bcast-metric-lvl-2-out

(Optional)intf-bcast-prio-lvl-1-out

(Optional)intf-bcast-prio-lvl-2-out

(Optional)intf-bcast-adj-count-lvl-1-out

(Optional)intf-bcast-adj-count-lvl-2-out

(Optional)intf-bcast-adj-up-count-lvl-1-out

(Optional)intf-bcast-adj-up-count-lvl-2-out

(Optional)intf-internal-state-out

(Optional)intf-cib-disabled-out

(Optional)intf-cid-invalid-out

(Optional)TABLE_auth

(Optional)intf-auth-info-out

(Optional)intf-auth-kchain-out

(Optional)intf-auth-chk-info-out

(Optional)TABLE_bfd

(Optional)intf-bfd-ipv4-state-out

(Optional)intf-bfd-ipv6-state-out

(Optional)intf-passive-mask-out
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(Optional)intf-passive-mask-lvl-out

(Optional)intf-mgrp-set-out

(Optional)intf-mgrp-state-out

(Optional)intf-mgrp-id-out

(Optional)intf-p2p-type-out

(Optional)intf-p2p-ext-local-cid-out

(Optional)intf-p2p-cid-out

(Optional)intf-retx-intv-out

(Optional)intf-retx-throttle-out

(Optional)intf-loopback-type-out

(Optional)intf-lsp-intv-out

(Optional)intf-mtu-out

(Optional)intfb-mtu-out

(Optional)intf-hpad-state-out

(Optional)intf-p2p-pad-ts-out

(Optional)intf-p2p-adj-count-out

(Optional)intf-p2p-adj-up-count-out

(Optional)intf-p2p-prio-out

(Optional)intf-p2p-hello-intv-out

(Optional)intf-p2p-hello-multi-out

(Optional)intf-p2p-hello-next-out

(Optional)TABLE_p2p

(Optional)intf-p2p-lvl-out

(Optional)intf-p2p-adj-lvl-out

(Optional)intf-p2p-adj-up-lvl-out

(Optional)intf-p2p-metric-lvl-out

(Optional)intf-p2p-csnp-lvl-out

(Optional)intf-p2p-csnp-nxt-lvl-out

(Optional)intf-p2p-lspid-last-lvl-out
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(Optional)intf-bcast-type-out

(Optional)TABLE_bcast_pad

(Optional)intf-bcast-lvl-out

(Optional)intf-bcast-pad-ts-out

(Optional)TABLE_bcast_dis

(Optional)intf-bcast-lvl-dis-out

(Optional)intf-bcast-dis-ts-out

(Optional)TABLE_bcast_pkt

(Optional)intf-bcast-lvl-info-out

(Optional)intf-bcast-lvl-metric-0-out

(Optional)intf-bcast-lvl-metric-2-out

(Optional)intf-bcast-lvl-csnp-intv-out

(Optional)intf-bcast-lvl-csnp-next-out

(Optional)intf-bcast-lvl-iih-intv-out

(Optional)intf-bcast-lvl-iih-multi-out

(Optional)intf-bcast-lvl-iih-next-out

(Optional)TABLE_bcast_adj

(Optional)intf-bcast-lvl-value-out

(Optional)intf-bcast-lvl-adj-out

(Optional)intf-bcast-lvl-adj-up-out

(Optional)intf-bcast-lvl-prio-out

(Optional)intf-bcast-lvl-cktid-out

(Optional)intf-bcast-lvl-cktid-ts-out

(Optional)TABLE_loopback

(Optional)intf-loopback-lvl-out

(Optional)intf-loopback-lvl-metric-out

(Optional)intf-unknown-out

Command Mode

• /exec
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show isis ipv6 redistribute route
show isis [ <isis-tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] ipv6 redistribute route [ summary |
<ipv6-addr> | <ipv6-prefix> [ longer-prefixes [ summary ] ] ] [ direct-mask ] [ vrf { <vrf-name> |
<vrf-known-name> | all } ] [ __readonly__ TABLE_process_tag <process-tag-out> <redist-route-ipv6-vrf>
[ <redist-route-ipv6-af-ix> ] [ { TABLE_one_route <redist-route-ipv6-prefix> [ <redist-route-ipv6-mask-len>
] [ <redist-route-ipv6-pib-name> ] [ <redist-route-ipv6-direct-mask> ] [ <redist-route-ipv6-route-type> ] [ {
TABLE_redist <redist-route-ipv6-status> <redist-route-ipv6-level> [ <redist-route-ipv6-metric> ] [
<redist-route-ipv6-sum-addr-prefix> ] [ <redist-route-ipv6-sum-addr-mask-len> ] } ] } ] [
<redist-route-ipv6-summary-addr-prefix> ] [ <redist-route-ipv6-summary-addr-mask-len> ] [
<redist-route-ipv6-summary-route-total> ] [ { TABLE_protocol <redist-route-ipv6-summary-pib-name> [
<redist-route-ipv6-summary-prot-route-total> ] } ] [ <redist-route-ipv6-summary-pending-total> ] [ {
TABLE_mask_len <redist-route-ipv6-summary-mask-len-ix> [ <redist-route-ipv6-summary-mask-len> ] }
] ]

Syntax Description

Show running system informationshow

Display IS-IS status and configurationisis

(Optional) Routing process tagisis-tag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Display IS-IS redistribute informationredistribute

Display ISIS redistribute routeroute

Display IS-IS IPv6 informationipv6

(Optional) Display exact match and more specific routeslonger-prefixes

(Optional) Display route countssummary

(Optional) Display routes with direct-mask setdirect-mask

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)redist-route-ipv6-vrf

(Optional)redist-route-ipv6-af-ix

(Optional)TABLE_one_route
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(Optional)redist-route-ipv6-prefix

(Optional)redist-route-ipv6-mask-len

(Optional)redist-route-ipv6-pib-name

(Optional)redist-route-ipv6-direct-mask

(Optional)redist-route-ipv6-route-type

(Optional)TABLE_redist

(Optional)redist-route-ipv6-status

(Optional)redist-route-ipv6-level

(Optional)redist-route-ipv6-metric

(Optional)redist-route-ipv6-sum-addr-prefix

(Optional)redist-route-ipv6-sum-addr-mask-len

(Optional)redist-route-ipv6-summary-addr-prefix

(Optional)redist-route-ipv6-summary-addr-mask-len

(Optional)redist-route-ipv6-summary-route-total

(Optional)TABLE_protocol

(Optional)redist-route-ipv6-summary-pib-name

(Optional)redist-route-ipv6-summary-prot-route-total

(Optional)redist-route-ipv6-summary-pending-total

(Optional)TABLE_mask_len

(Optional)redist-route-ipv6-summary-mask-len-ix

(Optional)redist-route-ipv6-summary-mask-len

Command Mode

• /exec
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show isis ipv6 route-map statistics
show isis [ <isis-tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] ipv6 route-map statistics { { redistribute
{ static | direct | amt | bgp <as> | { <src-isis> | eigrp | ospfv3 | rip } <tag> } } | { distribute <src-level> into
<dst-level> } } [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ TABLE_process_tag [
<process-tag-out> ] [ <route-map-stat-vrf> ] [ { TABLE_process_route_map [ <name> ] [ <action> ] [ <seq>
] [ { TABLE_cmd [ <str> ] [ <compare-count> ] [ <match-count> ] } ] <accept-count> <reject-count> } ] ]

Syntax Description

Show running system informationshow

Display IS-IS status and configurationisis

(Optional) Routing process tagisis-tag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Display IS-IS IPv6 informationipv6

Display IS-IS route-map informationroute-map

Display IS-IS route-map statisticsstatistics

Redistribute information from another routing protocolredistribute

Static routesstatic

Directly connecteddirect

AMT anycast prefixamt

Border Gateway Protocol (BGP)bgp

Autonomous system numberas

Enhanced Interior Gateway Protocoleigrp

IS-IS Routing for IPv6src-isis

Open Shortest Path First (OSPF) V3ospfv3

RIP for IPv6 (RIPNG)rip

Process tagtag

Distribute routes between ISIS levelsdistribute

from level-n into level-minto
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Route-distribution between levelssrc-level

Route-distribution between levelsdst-level

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)route-map-stat-vrf

(Optional) Routemap tableTABLE_process_route_map

(Optional) Route-map Namename

(Optional) Route-map actionaction

(Optional) Sequence number of the rule in route-mapseq

(Optional) Route-map command tableTABLE_cmd

(Optional) Route-map commandstr

(Optional) Number of comparisonscompare-count

(Optional) Number of matchesmatch-count

(Optional) Total number of packets accepted by the policyaccept-count

(Optional) Total number of pakcets rejected by the policyreject-count

Command Mode

• /exec
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show isis ipv6 route
show isis [ <isis-tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] ipv6 route [ topology { [ base ] |
mt-ipv6 } ] [ summary | detail | <ipv6-addr> [ detail ] | <ipv6-prefix> [ detail | longer-prefixes [ summary |
detail ] ] ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ { TABLE_process_tag
<process-tag-out> { TABLE_vrf <vrf-name-out> <afi-safi-out> [ TABLE_prefix [ <route-prefix-out>
<route-mask-len-out> <route-level-out> ] [ <route-summ-discard-addr-out>
<route-summ-discard-mask-len-out> ] [ <route-discard-addr-out> <route-discard-mask-len-out> ] [
<route-addr-print-out> <route-mask-len-print-out> <route-direct-print-out> ] [ TABLE_direct_path [
<route-direct-out> <route-direct-via-out> <route-direct-if-name-out> <route-direct-metric-out>
<route-direct-level-out> ] [ <route-direct-instance-out> ] ] [ TABLE_best_path [ <route-no-def-prefix-out>
] [ <route-def-prefix-out> ] <route-addr-valid-out> <route-marker-out> <route-ifname-out> <route-metric-out>
<route-pref-out> [ <route-instance-out> ] ] [ <route-discard-mask-out> ] [ [ <route-sum-prefix-out>
<route-sum-prefix-len-out> ] <route-total-out> <route-paths-total-out> <route-paths-best-out>
<route-paths-backup-out> [ TABLE_sum_best_route <route-sum-lvl-out> <route-sum-total-out> [
<route-sum-direct-out> ] [ <route-sum-normal-out> ] [ <route-sum-missing-out> ] ] [
<route-best-pend-num-out> ] <route-bestpaths-out> [ TABLE_sum_best_path <route-path-sum-lvl-out>
<route-path-sum-total-out> [ <route-path-sum-direct-out> ] [ <route-path-sum-normal-out> ] ]
<route-backuppaths-out> [ TABLE_sum_backup_path <backup-path-sum-lvl-out><backup-path-sum-total-out>
[ <backup-path-sum-direct-out> ] [ <backup-path-sum-normal-out> ] ] <route-bestroutes-per-mask-out> [
TABLE_best_mask <route-best-mask-val-out> <route-best-mask-count-out> ] [ <route-pend-q-count-out> ]
] ] } } ]

Syntax Description

Show running system informationshow

Display IS-IS status and configurationisis

(Optional) Routing process tagisis-tag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Display IS-IS IPv6 informationipv6

Display IS-IS route informationroute

(Optional) Display routes for a topologytopology

(Optional) Display routes for BASE topologybase

(Optional) Display routes for MT-IPV6-UNICAST topologymt-ipv6

(Optional) Display exact match and more specific routeslonger-prefixes

(Optional) Display route countssummary
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(Optional) Display detail route informationdetail

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)afi-safi-out

(Optional)TABLE_prefix

(Optional)route-prefix-out

(Optional)route-mask-len-out

(Optional)route-level-out

(Optional)route-summ-discard-addr-out

(Optional)route-summ-discard-mask-len-out

(Optional)route-discard-addr-out

(Optional)route-discard-mask-len-out

(Optional)route-addr-print-out

(Optional)route-mask-len-print-out

(Optional)route-direct-print-out

(Optional)TABLE_direct_path

(Optional)route-direct-out

(Optional)route-direct-via-out

(Optional)route-direct-if-name-out

(Optional)route-direct-metric-out

(Optional)route-direct-level-out

(Optional)route-direct-instance-out

(Optional)TABLE_best_path

(Optional)route-no-def-prefix-out

(Optional)route-def-prefix-out

(Optional)route-addr-valid-out
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(Optional)route-marker-out

(Optional)route-ifname-out

(Optional)route-metric-out

(Optional)route-pref-out

(Optional)route-instance-out

(Optional)route-discard-mask-out

(Optional)route-sum-prefix-out

(Optional)route-sum-prefix-len-out

(Optional)route-total-out

(Optional)route-paths-total-out

(Optional)route-paths-best-out

(Optional)route-paths-backup-out

(Optional)TABLE_sum_best_route

(Optional)route-sum-lvl-out

(Optional)route-sum-total-out

(Optional)route-sum-direct-out

(Optional)route-sum-normal-out

(Optional)route-sum-missing-out

(Optional)route-best-pend-num-out

(Optional)route-bestpaths-out

(Optional)TABLE_sum_best_path

(Optional)route-path-sum-lvl-out

(Optional)route-path-sum-total-out

(Optional)route-path-sum-direct-out

(Optional)route-path-sum-normal-out

(Optional)route-backuppaths-out

(Optional)TABLE_sum_backup_path

(Optional)backup-path-sum-lvl-out

(Optional)backup-path-sum-total-out
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(Optional)backup-path-sum-direct-out

(Optional)backup-path-sum-normal-out

(Optional)route-bestroutes-per-mask-out

(Optional)TABLE_best_mask

(Optional)route-best-mask-val-out

(Optional)route-best-mask-count-out

(Optional)route-pend-q-count-out

Command Mode

• /exec
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show isis lsp free-list
show isis [ <isis-tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] { non-pseudonode | pseudonode {
<interface> | orphan } } lsp free-list [ summary ] [ vrf { <vrf-name> | <vrf-known-name> | all } ]

Syntax Description

Show running system informationshow

Display IS-IS status and configurationisis

(Optional) Routing process tagisis-tag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Display IS-IS non-pseudo-node informationnon-pseudonode

Display IS-IS pseudo-node informationpseudonode

IS-IS interfaceinterface

Display orphan LSP informationorphan

Display IS-IS LSP informationlsp

Display free-list informationfree-list

(Optional) Display LSP count per free-listsummary

Command Mode

• /exec
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show isis mesh-group
show isis [ <isis-tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] mesh-group [ <mesh-id> ] [ vrf {
<vrf-name> | <vrf-known-name> | all } ] [ __readonly__ <tag-out> TABLE_vrf <vrf-name-out>
<mesh-id-set-out> <mesh-id-out> <mesh-set-id-out> <mesh-id-intf-name-out> <mesh-id-none-out> ]

Syntax Description

Show running system informationshow

Display IS-IS status and configurationisis

(Optional) Routing process tagisis-tag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Display IS-IS mesh-groupsmesh-group

(Optional) Display a single mesh-groupmesh-id

(Optional)__readonly__

(Optional)tag-out

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)mesh-id-set-out

(Optional)mesh-id-out

(Optional)mesh-set-id-out

(Optional)mesh-id-intf-name-out

(Optional)mesh-id-none-out

Command Mode

• /exec
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show isis non tlv overflow-list
show isis [ <isis-tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] { non-pseudonode | pseudonode
<interface> } tlv overflow-list [ vrf { <vrf-name> | <vrf-known-name> | all } ]

Syntax Description

Show running system informationshow

Display IS-IS status and configurationisis

(Optional) Routing process tagisis-tag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Display IS-IS non-pseudo-node informationnon-pseudonode

Display IS-IS pseudo-node informationpseudonode

IS-IS interfaceinterface

Display IS-IS TLV informationtlv

Display ISIS TLV overflow-list informationoverflow-list

Command Mode

• /exec
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show isis redistribute route
show isis [ <isis-tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ ip ] redistribute route [ summary |
<ip-addr> | <ip-prefix> [ longer-prefixes [ summary ] ] ] [ direct-mask ] [ vrf { <vrf-name> | <vrf-known-name>
| all } ] [ __readonly__ TABLE_process_tag <process-tag-out> <redist-route-vrf> [ <redist-route-af-ix> ] [
{ TABLE_one_route <redist-route-prefix> [ <redist-route-mask-len> ] [ <redist-route-pib-name> ] [
<redist-route-direct-mask> ] [ <redist-route-route-type> ] [ { TABLE_redist <redist-route-status>
<redist-route-level> [ <redist-route-metric> ] [ <redist-route-sum-addr-prefix> ] [
<redist-route-sum-addr-mask-len> ] } ] } ] [ <redist-route-summary-addr-prefix> ] [
<redist-route-summary-addr-mask-len> ] [ <redist-route-summary-route-total> ] [ { TABLE_protocol
<redist-route-summary-pib-name> [ <redist-route-summary-prot-route-total> ] } ] [
<redist-route-summary-pending-total> ] [ { TABLE_mask_len <redist-route-summary-mask-len-ix> [
<redist-route-summary-mask-len> ] } ] ]

Syntax Description

Show running system informationshow

Display IS-IS status and configurationisis

(Optional) Routing process tagisis-tag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Display IS-IS redistribute informationredistribute

Display ISIS redistribute routeroute

(Optional) Display IS-IS IPv4 informationip

(Optional) Display single IP redistribute routeip-addr

(Optional) Display single exact match IP redistribute routeip-prefix

(Optional) Display exact match and more specific routeslonger-prefixes

(Optional) Display route countssummary

(Optional) Display routes with direct-mask setdirect-mask

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)redist-route-vrf
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(Optional)redist-route-af-ix

(Optional)TABLE_one_route

(Optional)redist-route-prefix

(Optional)redist-route-mask-len

(Optional)redist-route-pib-name

(Optional)redist-route-direct-mask

(Optional)redist-route-route-type

(Optional)TABLE_redist

(Optional)redist-route-status

(Optional)redist-route-level

(Optional)redist-route-metric

(Optional)redist-route-sum-addr-prefix

(Optional)redist-route-sum-addr-mask-len

(Optional)redist-route-summary-addr-prefix

(Optional)redist-route-summary-addr-mask-len

(Optional)redist-route-summary-route-total

(Optional)TABLE_protocol

(Optional)redist-route-summary-pib-name

(Optional)redist-route-summary-prot-route-total

(Optional)redist-route-summary-pending-total

(Optional)TABLE_mask_len

(Optional)redist-route-summary-mask-len-ix

(Optional)redist-route-summary-mask-len

Command Mode

• /exec
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show isis route-map statistics
show isis [ <isis-tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ ip ] route-map statistics { { redistribute
{ static | direct | amt | bgp <as> | { <src-isis> | eigrp | ospf | rip } <tag> } } | { distribute <src-level> into
<dst-level> } } [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ { TABLE_process_tag
<process-tag-out> { TABLE_vrf <route-map-stat-vrf> [ { TABLE_process_route_map [ <name> ] [ <action>
] [ <seq> ] [ { TABLE_cmd [ <str> ] [ <compare-count> ] [ <match-count> ] } ] <accept-count> <reject-count>
} ] } } ]

Syntax Description

Show running system informationshow

Display IS-IS status and configurationisis

(Optional) Routing process tagisis-tag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) Display IS-IS IPv4 informationip

Display IS-IS route-map informationroute-map

Display IS-IS route-map statisticsstatistics

Redistribute information from another routing protocolredistribute

Static routesstatic

Directly connecteddirect

AMT anycast prefixamt

Border Gateway Protocol (BGP)bgp

Autonomous system numberas

Enhanced Interior Gateway Protocoleigrp

IS-IS Routing for IPv4src-isis

Open Shortest Path First (OSPF)ospf

RIP for IPv4rip

Process tagtag

Distribute routes between ISIS levelsdistribute
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from level-n into level-minto

Route-distribution between levelssrc-level

Route-distribution between levelsdst-level

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)TABLE_vrf

(Optional)route-map-stat-vrf

(Optional) Routemap tableTABLE_process_route_map

(Optional) Route-map Namename

(Optional) Route-map actionaction

(Optional) Sequence number of the rule in route-mapseq

(Optional) Route-map command tableTABLE_cmd

(Optional) Route-map commandstr

(Optional) Number of comparisonscompare-count

(Optional) Number of matchesmatch-count

(Optional) Total number of packets accepted by the policyaccept-count

(Optional) Total number of pakcets rejected by the policyreject-count

Command Mode

• /exec
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show isis route
show isis [ <isis-tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ ip ] route [ summary | detail | <ip-addr>
[ detail ] | <ip-prefix> [ detail | longer-prefixes [ summary | detail ] ] ] [ vrf { <vrf-name> | <vrf-known-name>
| all } ] [ __readonly__ { TABLE_process_tag <process-tag-out> { TABLE_vrf <vrf-name-out> <afi-safi-out>
[ TABLE_prefix [ <route-prefix-out> <route-mask-len-out> <route-level-out> ] [
<route-summ-discard-addr-out> <route-summ-discard-mask-len-out> ] [ <route-discard-addr-out>
<route-discard-mask-len-out> ] [ <route-addr-print-out> <route-mask-len-print-out> <route-direct-print-out>
] [ TABLE_direct_path [ <route-direct-out> <route-direct-via-out> <route-direct-if-name-out>
<route-direct-metric-out> <route-direct-level-out> ] [ <route-direct-instance-out> ] ] [ TABLE_best_path [
<route-no-def-prefix-out> ] [ <route-def-prefix-out> ] <route-addr-valid-out> <route-marker-out>
<route-ifname-out> <route-metric-out> <route-pref-out> [ <route-instance-out> ] ] [ <route-discard-mask-out>
] [ [ <route-sum-prefix-out> <route-sum-prefix-len-out> ] <route-total-out> <route-paths-total-out>
<route-paths-best-out> <route-paths-backup-out> [ TABLE_sum_best_route <route-sum-lvl-out>
<route-sum-total-out> [ <route-sum-direct-out> ] [ <route-sum-normal-out> ] [ <route-sum-missing-out> ] ]
[ <route-best-pend-num-out> ] <route-bestpaths-out> [ TABLE_sum_best_path <route-path-sum-lvl-out>
<route-path-sum-total-out> [ <route-path-sum-direct-out> ] [ <route-path-sum-normal-out> ] ]
<route-backuppaths-out> [ TABLE_sum_backup_path <backup-path-sum-lvl-out><backup-path-sum-total-out>
[ <backup-path-sum-direct-out> ] [ <backup-path-sum-normal-out> ] ] <route-bestroutes-per-mask-out> [
TABLE_best_mask <route-best-mask-val-out> <route-best-mask-count-out> ] [ <route-pend-q-count-out> ]
] ] } } ]

Syntax Description

Show running system informationshow

Display IS-IS status and configurationisis

(Optional) Routing process tagisis-tag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) Display IS-IS IPv4 informationip

Display IS-IS route informationroute

(Optional) Display single IP routeip-addr

(Optional) Display single exact match IP routeip-prefix

(Optional) Display exact match and more specific routeslonger-prefixes

(Optional) Display route countssummary

(Optional) Display detail route informationdetail

(Optional)__readonly__
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(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)afi-safi-out

(Optional)TABLE_prefix

(Optional)route-prefix-out

(Optional)route-mask-len-out

(Optional)route-level-out

(Optional)route-summ-discard-addr-out

(Optional)route-summ-discard-mask-len-out

(Optional)route-discard-addr-out

(Optional)route-discard-mask-len-out

(Optional)route-addr-print-out

(Optional)route-mask-len-print-out

(Optional)route-direct-print-out

(Optional)TABLE_direct_path

(Optional)route-direct-out

(Optional)route-direct-via-out

(Optional)route-direct-if-name-out

(Optional)route-direct-metric-out

(Optional)route-direct-level-out

(Optional)route-direct-instance-out

(Optional)TABLE_best_path

(Optional)route-no-def-prefix-out

(Optional)route-def-prefix-out

(Optional)route-addr-valid-out

(Optional)route-marker-out

(Optional)route-ifname-out
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(Optional)route-metric-out

(Optional)route-pref-out

(Optional)route-instance-out

(Optional)route-discard-mask-out

(Optional)route-sum-prefix-out

(Optional)route-sum-prefix-len-out

(Optional)route-total-out

(Optional)route-paths-total-out

(Optional)route-paths-best-out

(Optional)route-paths-backup-out

(Optional)TABLE_sum_best_route

(Optional)route-sum-lvl-out

(Optional)route-sum-total-out

(Optional)route-sum-direct-out

(Optional)route-sum-normal-out

(Optional)route-sum-missing-out

(Optional)route-best-pend-num-out

(Optional)route-bestpaths-out

(Optional)TABLE_sum_best_path

(Optional)route-path-sum-lvl-out

(Optional)route-path-sum-total-out

(Optional)route-path-sum-direct-out

(Optional)route-path-sum-normal-out

(Optional)route-backuppaths-out

(Optional)TABLE_sum_backup_path

(Optional)backup-path-sum-lvl-out

(Optional)backup-path-sum-total-out

(Optional)backup-path-sum-direct-out

(Optional)backup-path-sum-normal-out
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(Optional)route-bestroutes-per-mask-out

(Optional)TABLE_best_mask

(Optional)route-best-mask-val-out

(Optional)route-best-mask-count-out

(Optional)route-pend-q-count-out

Command Mode

• /exec
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show isis route is
show isis [ <isis-tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] route is [ topology { [ base ] | mt-ipv6
} ] [ vrf { <vrf-name> | <vrf-known-name> | all } ]

Syntax Description

Show running system informationshow

Display IS-IS status and configurationisis

(Optional) Routing process tagisis-tag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Display IS-IS route informationroute

Display IS routeis

(Optional) Display routes for a topologytopology

(Optional) Display routes for BASE topologybase

(Optional) Display routes for MT-IPV6-UNICAST topologymt-ipv6

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1426

All Show Commands
show isis route is



show isis rrm
show isis [ <isis-tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] rrm <interface> [ vrf { <vrf-name> |
<vrf-known-name> | all } ] [ __readonly__ { TABLE_process_tag <process-tag-out> <rrm-if-name> [ {
TABLE_rrm <rrm-level> <rrm-retx-interval> <rrm-retx-throttle-interval> <rrm-retx-queue-length>
<rrm-next-retx> <rrm-retx-queue-hwm> <rrm-retx-queue-exceed> <rrm-dbase-hdr> [ <rrm-timestamp> ] [
<rrm-lsp-retx-instance> ] [ <rrm-lsp-db-instance> ] [ <rrm-rrm-set> ] [ <rrm-srm-set> ] } ] } ]

Syntax Description

Show running system informationshow

Display IS-IS status and configurationisis

(Optional) Routing process tagisis-tag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Display IS-IS Retransmit-Routing-Message informationrrm

IS-IS interfaceinterface

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)rrm-if-name

(Optional)TABLE_rrm

(Optional)rrm-level

(Optional)rrm-retx-interval

(Optional)rrm-retx-throttle-interval

(Optional)rrm-retx-queue-length

(Optional)rrm-next-retx

(Optional)rrm-retx-queue-hwm

(Optional)rrm-retx-queue-exceed

(Optional)rrm-dbase-hdr

(Optional)rrm-timestamp
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(Optional)rrm-lsp-retx-instance

(Optional)rrm-lsp-db-instance

(Optional)rrm-rrm-set

(Optional)rrm-srm-set

Command Mode

• /exec
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show isis spf-adjacency
show isis [ <isis-tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] spf-adjacency [ vrf { <vrf-name> |
<vrf-known-name> | all } ] [ __readonly__ TABLE_process_tag <process-tag-out> <spf-adjacency-vrf> [
<spf-adjacency-system-name> ] [ <spf-adjacency-refcount> ] [ <spf-adjacency-if-name> ] [
<spf-adjacency-rib-addr> ] [ <spf-adjacency-rib-addr-valid> ] [ <spf-adjacency-rib-ipv6-addr> ] [
<spf-adjacency-rib-ipv6-addr-valid> ] [ <spf-adjacency-spf-addr> ] [ <spf-adjacency-spf-ipv6-addr> ] [ {
TABLE_SPFADJLEVEL <spf-adjacency-level> } ] ]

Syntax Description

Show running system informationshow

Display IS-IS status and configurationisis

(Optional) Routing process tagisis-tag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Display IS-IS SPF adjacency informationspf-adjacency

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)spf-adjacency-vrf

(Optional)spf-adjacency-system-name

(Optional)spf-adjacency-refcount

(Optional)spf-adjacency-if-name

(Optional)spf-adjacency-rib-addr

(Optional)spf-adjacency-rib-addr-valid

(Optional)spf-adjacency-rib-ipv6-addr

(Optional)spf-adjacency-rib-ipv6-addr-valid

(Optional)spf-adjacency-spf-addr

(Optional)spf-adjacency-spf-ipv6-addr

(Optional)TABLE_SPFADJLEVEL
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(Optional)spf-adjacency-level

Command Mode

• /exec
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show isis spf-log
show isis [ <isis-tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] spf-log [ detail ] [ vrf { <vrf-name>
| <vrf-known-name> | all } ] [ __readonly__ <tag-out> TABLE_vrf <vrf-name-out> <spflog-calc-out>
<spflog-size-out> <spflog-maxsize-out> <spflog-ago-time-out> <spflog-lvl-out> <spflog-reason-out>
<spflog-count-out> <spflog-elapsed-ts-out> <spflog-log-num-out> <spflog-ts-detail-out>
<spflog-date-detail-out> <spflog-lvl-detail-out> <spflog-instance-detail-out> <spflog-init-ts-detail-out>
<spflog-spf-ts-detail-out> <spflog-detail-ts-is-out> <spflog-detail-ts-urib-out> <spflog-detail-ts-elapsed-out>
<spflog-detail-lvl-out> <spflog-detail-spf-cnt-out> <spflog-detail-sync-cnt-out> <spflog-detail-spf-reason-out>
]

Syntax Description

Show running system informationshow

Display IS-IS status and configurationisis

(Optional) Routing process tagisis-tag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Display IS-IS SPF informationspf-log

(Optional) Display detail ISIS SPF informationdetail

(Optional)__readonly__

(Optional)tag-out

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)spflog-calc-out

(Optional)spflog-size-out

(Optional)spflog-maxsize-out

(Optional)spflog-ago-time-out

(Optional)spflog-lvl-out

(Optional)spflog-reason-out

(Optional)spflog-count-out

(Optional)spflog-elapsed-ts-out
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(Optional)spflog-log-num-out

(Optional)spflog-ts-detail-out

(Optional)spflog-date-detail-out

(Optional)spflog-lvl-detail-out

(Optional)spflog-instance-detail-out

(Optional)spflog-init-ts-detail-out

(Optional)spflog-spf-ts-detail-out

(Optional)spflog-detail-ts-is-out

(Optional)spflog-detail-ts-urib-out

(Optional)spflog-detail-ts-elapsed-out

(Optional)spflog-detail-lvl-out

(Optional)spflog-detail-spf-cnt-out

(Optional)spflog-detail-sync-cnt-out

(Optional)spflog-detail-spf-reason-out

Command Mode

• /exec
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show isis srm
show isis [ <isis-tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] srm <interface> [ vrf { <vrf-name> |
<vrf-known-name> | all } ] [ __readonly__ { TABLE_process_tag <process-tag-out> <srm-if-name> [ {
TABLE_srm <srm-level> <srm-if-eligible> <srm-if-not-on-srm-list> <srm-lsp-interval> <srm-next-lsp>
<srm-dbase-hdr> } ] } ]

Syntax Description

Show running system informationshow

Display IS-IS status and configurationisis

(Optional) Routing process tagisis-tag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Display IS-IS Send-Routing-Message informationsrm

IS-IS interfaceinterface

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)srm-if-name

(Optional)TABLE_srm

(Optional)srm-level

(Optional)srm-if-eligible

(Optional)srm-if-not-on-srm-list

(Optional)srm-lsp-interval

(Optional)srm-next-lsp

(Optional)srm-dbase-hdr

Command Mode

• /exec
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show isis ssn
show isis [ <isis-tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] ssn <interface> [ vrf { <vrf-name> |
<vrf-known-name> | all } ] [ __readonly__ { TABLE_process_tag <process-tag-out> <snn-if-name> [ {
TABLE_ssn <snn-level> <snn-psnp-eligible> <snn-next-psnp> <snn-dbase_hdr> } ] } ]

Syntax Description

Show running system informationshow

Display IS-IS status and configurationisis

(Optional) Routing process tagisis-tag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Display IS-IS Send-Sequence-Number informationssn

IS-IS interfaceinterface

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)snn-if-name

(Optional)TABLE_ssn

(Optional)snn-level

(Optional)snn-psnp-eligible

(Optional)snn-next-psnp

(Optional)snn-dbase_hdr

Command Mode

• /exec
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show isis statistics
show isis [ <isis-tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] statistics [ <interface> ] [ vrf {
<vrf-name> | <vrf-known-name> | all } ] [ __readonly__ <tag-out> TABLE_vrf <vrf-name-out> <stat-if-out>
<stat-if-name-out> <stat-spf-calc-out> <stat-lsp-sourced-out> <stat-lsp-refresh-out> <stat-lsp-purge-out>
<stat-dis-elections-out> ]

Syntax Description

Show running system informationshow

Display IS-IS status and configurationisis

(Optional) Routing process tagisis-tag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Display IS-IS protocol statisticsstatistics

(Optional) IS-IS interfaceinterface

(Optional)__readonly__

(Optional)tag-out

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)stat-if-out

(Optional)stat-if-name-out

(Optional)stat-spf-calc-out

(Optional)stat-lsp-sourced-out

(Optional)stat-lsp-refresh-out

(Optional)stat-lsp-purge-out

(Optional)stat-dis-elections-out

Command Mode

• /exec
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show isis summary-address show isis ipv6 summary-address
show isis [ <isis-tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ ip ] summary-address [ <ip-addr> |
<ip-prefix> [ longer-prefixes ] ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] | show isis [ <isis-tag> ] [
vrf { <vrf-name> | <vrf-known-name> | all } ] ipv6 summary-address [ <ipv6-addr> | <ipv6-prefix> [
longer-prefixes ] ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ <tag-out> TABLE_vrf
<vrf-name-out> <afi-safi-out> <addr-absent-out> <addr-prefix-out> <addr-mask-len-out> <addr-level-out>
<addr-num-out> <addr-lvl-out> <addr-metric-absent-out> <addr-metric-out> <addr-route-count-out> ]

Syntax Description

Show running system informationshow

Display IS-IS status and configurationisis

(Optional) Routing process tagisis-tag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) Display IS-IS IPv4 informationip

Display IS-IS IPv6 informationipv6

Display IS-IS summary addresssummary-address

(Optional) Display single IP summary addressip-addr

(Optional) Display single exact match IP summary addressip-prefix

(Optional) Display exact match and more specific summary addresslonger-prefixes

(Optional)isis-tag

(Optional)__readonly__

(Optional)tag-out

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)afi-safi-out

(Optional)addr-absent-out

(Optional)addr-prefix-out

(Optional)addr-mask-len-out
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(Optional)addr-level-out

(Optional)addr-num-out

(Optional)addr-lvl-out

(Optional)addr-metric-absent-out

(Optional)addr-metric-out

(Optional)addr-route-count-out

Command Mode

• /exec
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show isis topology
show isis [ <isis-tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] topology [ vrf { <vrf-name> |
<vrf-known-name> | all } ] [ __readonly__ TABLE_process_tag <process-tag-out> <topology-vrf> [ {
TABLE_LEVEL <topology-level> [ { TABLE_ONE_ROUTE <topology-one-route-node-name> [
<topology-one-route-spf-instance> ] [ <topology-one-route-on-path> ] [ <topology-one-route-mt-id> ] [ {
TABLE_ONE_ROUTE_NH <topology-one-route-nh-system-name> [ <topology-one-route-nh-if-name> ] [
<topology-one-route-nh-metric> ] } ] [ { TABLE_ONE_ROUTE_MBEST
<topology-one-route-mbest-system-name> [ <topology-one-route-mbest-if-name> ] [
<topology-one-route-mbest-metric> ] } ] } ] [ <topology-default-spf-instance> ] [ { TABLE_NH
<topology-nh-system-name> [ <topology-nh-if-name> ] [ <topology-nh-metric> ] } ] [ { TABLE_MBEST
<topology-mbest-system-name> [ <topology-mbest-if-name> ] [ <topology-mbest-metric> ] } ] } ] ]

Syntax Description

Show running system informationshow

Display IS-IS status and configurationisis

(Optional) Routing process tagisis-tag

Display IS-IS Topology informationtopology

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)topology-vrf

(Optional)TABLE_LEVEL

(Optional)topology-level

(Optional)TABLE_ONE_ROUTE

(Optional)topology-one-route-node-name

(Optional)topology-one-route-spf-instance

(Optional)topology-one-route-on-path

(Optional)topology-one-route-mt-id

(Optional)TABLE_ONE_ROUTE_NH
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(Optional)topology-one-route-nh-system-name

(Optional)topology-one-route-nh-if-name

(Optional)topology-one-route-nh-metric

(Optional)TABLE_ONE_ROUTE_MBEST

(Optional)topology-one-route-mbest-system-name

(Optional)topology-one-route-mbest-if-name

(Optional)topology-one-route-mbest-metric

(Optional)topology-default-spf-instance

(Optional)TABLE_NH

(Optional)topology-nh-system-name

(Optional)topology-nh-if-name

(Optional)topology-nh-metric

(Optional)TABLE_MBEST

(Optional)topology-mbest-system-name

(Optional)topology-mbest-if-name

(Optional)topology-mbest-metric

Command Mode

• /exec
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show isis traffic
show isis [ <isis-tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] traffic [ <interface> ] [ mbuf-priority
] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ { TABLE_process_tag <process-tag-out>
{ TABLE_vrf <vrf-name-out> <traffic-if-out> [ <traffic-if-name-out> ] <traffic-lan-iih-out>
<traffic-lan-iih-rcv-out> <traffic-lan-iih-xmit-out> <traffic-lan-iih-rcv-auth-err-out> <traffic-lan-iih-rcv-err-out>
<traffic-p2p-iih-out> <traffic-p2p-iih-rcv-out> <traffic-p2p-iih-xmit-out> <traffic-p2p-iih-rcv-auth-err-out>
<traffic-p2p-iih-rcv-err-out> <traffic-csnp-out> <traffic-csnp-rcv-out> <traffic-csnp-xmit-out>
<traffic-csnp-rcv-auth-err-out> <traffic-csnp-rcv-err-out> <traffic-psnp-out> <traffic-psnp-rcv-out>
<traffic-psnp-xmit-out> <traffic-psnp-rcv-auth-err-out> <traffic-psnp-rcv-err-out> <traffic-lsp-out>
<traffic-lsp-rcv-out> <traffic-lsp-flood-out> <traffic-lsp-rcv-auth-err-out> <traffic-lsp-rcv-err-out>
<traffic-lsp-rexmit-out> [ <traffic-xmit-err-out> ] [ <traffic-unknown-pdu-rcv-out> ] } } ]

Syntax Description

Show running system informationshow

Display IS-IS status and configurationisis

(Optional) Routing process tagisis-tag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Display IS-IS traffic informationtraffic

(Optional) IS-IS interfaceinterface

(Optional) Display mbuf priorities for received PDUsmbuf-priority

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)traffic-if-out

(Optional)traffic-if-name-out

(Optional)traffic-lan-iih-out

(Optional)traffic-lan-iih-rcv-out

(Optional)traffic-lan-iih-xmit-out
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(Optional)traffic-lan-iih-rcv-auth-err-out

(Optional)traffic-lan-iih-rcv-err-out

(Optional)traffic-p2p-iih-out

(Optional)traffic-p2p-iih-rcv-out

(Optional)traffic-p2p-iih-xmit-out

(Optional)traffic-p2p-iih-rcv-auth-err-out

(Optional)traffic-p2p-iih-rcv-err-out

(Optional)traffic-csnp-out

(Optional)traffic-csnp-rcv-out

(Optional)traffic-csnp-xmit-out

(Optional)traffic-csnp-rcv-auth-err-out

(Optional)traffic-csnp-rcv-err-out

(Optional)traffic-psnp-out

(Optional)traffic-psnp-rcv-out

(Optional)traffic-psnp-xmit-out

(Optional)traffic-psnp-rcv-auth-err-out

(Optional)traffic-psnp-rcv-err-out

(Optional)traffic-lsp-out

(Optional)traffic-lsp-rcv-out

(Optional)traffic-lsp-flood-out

(Optional)traffic-lsp-rcv-auth-err-out

(Optional)traffic-lsp-rcv-err-out

(Optional)traffic-lsp-rexmit-out

(Optional)traffic-xmit-err-out

(Optional)traffic-unknown-pdu-rcv-out

Command Mode

• /exec
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show itd
show itd <svc-name> [ brief ] [ __readonly__ <is_firstentry> <is_detail> <is_active> <is_firstentry_routemap>
<is_firstentry_standby> <is_firstentry_acl> <is_lastentry> [ TABLE_summary <service_name> <probe>
<lb_scheme> [ <interface> ] <state> <buckets> [ <reason> ] <vrf_name> <userACL> <peer_status> [
TABLE_device <device_grp> <dg_probe> <dg_probe_port> ] [ TABLE_route_map [ <route_map> ] [
<interface> ] [ <r_status> ] [ <int_track_id> ] ] [ TABLE_vip [ <vip_ip> ] [ <vip_probe> ] [ <vip_port> ] [
<vip_dgname> ] [ <ace_name> ] [ <ace_seq> ] [ <ace_ip> ] [ <ace_protocol> ] [ <ace_port> ] [
TABLE_vip_node [ <vip_node> ] [ <vip_nodev6> ] <vip_config> <vip_weight> <vip_node_probe>
<vip_node_probe_port> <vip_node_probe_ip> <vip_status> <vip_track_id> <vip_ip_sla_id> [
TABLE_vip_standby [ <vip_standby_ip> ] [ <vip_standby_ipv6> ] <vip_standby_config>
<vip_standby_weight> <vip_standby_probe> <vip_standby_probe_port> <vip_standby_probe_ip>
<vip_standby_status> <vip_standby_track_id> <vip_standby_sla_id> ] [ TABLE_vip_acl [ <vip_access_list>
] ] ] ] [ TABLE_node [ <node> ] [ <nodev6> ] <config> <weight> <node_probe> <node_probe_port>
<node_probe_ip> <status> <track_id> <ip_sla_id> [ TABLE_standby [ <standby_ip> ] [ <standby_ipv6> ]
<standby_config> <standby_weight> <standby_probe> <standby_probe_port> <standby_probe_ip>
<standby_status> <standby_track_id> <standby_sla_id> ] [ TABLE_acl [ <access_list> ] ] ] ] ]

Syntax Description

Show running system informationshow

ITD serviceitd

ITD service namesvc-name

(Optional) briefbrief

(Optional) Read Only__readonly__

(Optional)is_firstentry

(Optional)is_detail

(Optional)is_active

(Optional)is_firstentry_routemap

(Optional)is_firstentry_acl

(Optional)is_lastentry

(Optional)is_firstentry_standby

(Optional)TABLE_summary

(Optional) service_nameservice_name

(Optional) probeprobe

(Optional) lb schemelb_scheme

(Optional) interfaceinterface
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(Optional) statestate

(Optional) bucketsbuckets

(Optional) inactive reasonreason

(Optional) VRF-Namevrf_name

(Optional) user access-listuserACL

(Optional) peer statuspeer_status

(Optional)TABLE_device

(Optional) service device groupdevice_grp

(Optional) probe typedg_probe

(Optional) probe portdg_probe_port

(Optional)TABLE_route_map

(Optional) service route maproute_map

(Optional) interfaceinterface

(Optional) route map statusr_status

(Optional) interface track idint_track_id

(Optional)TABLE_vip

(Optional) vip ipvip_ip

(Optional) vip protocolvip_probe

(Optional) vip portvip_port

(Optional) vip device groupvip_dgname

(Optional) ace informationace_name

(Optional) ace informationace_seq

(Optional) ace informationace_ip

(Optional) ace informationace_protocol

(Optional) ace informationace_port

(Optional)TABLE_vip_node

(Optional) service node ipvip_node

(Optional) service node IPv6vip_nodev6

(Optional) node configvip_config
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(Optional) node weightvip_weight

(Optional) node statusvip_status

(Optional) node probe typevip_node_probe

(Optional) node probe portvip_node_probe_port

(Optional) node probe ipvip_node_probe_ip

(Optional) node track idvip_track_id

(Optional) node ip sla idvip_ip_sla_id

(Optional)TABLE_vip_standby

(Optional) standby node ipvip_standby_ip

(Optional) standby node ipv6vip_standby_ipv6

(Optional) standby node configvip_standby_config

(Optional) standby node weightvip_standby_weight

(Optional) standby node statusvip_standby_status

(Optional) standby node probe typevip_standby_probe

(Optional) standby node probe portvip_standby_probe_port

(Optional) standby node probe ipvip_standby_probe_ip

(Optional) standby node track idvip_standby_track_id

(Optional) standby node sla idvip_standby_sla_id

(Optional)TABLE_vip_acl

(Optional) access listvip_access_list

(Optional)TABLE_node

(Optional) service node ipnode

(Optional) service node IPv6nodev6

(Optional) node configconfig

(Optional) node weightweight

(Optional) node statusstatus

(Optional) node probe typenode_probe

(Optional) node probe portnode_probe_port

(Optional) node probe ipnode_probe_ip
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(Optional) node track idtrack_id

(Optional) node ip sla idip_sla_id

(Optional)TABLE_standby

(Optional) standby node ipstandby_ip

(Optional) standby node ipv6standby_ipv6

(Optional) standby node configstandby_config

(Optional) standby node weightstandby_weight

(Optional) standby node statusstandby_status

(Optional) standby node probe typestandby_probe

(Optional) standby node probe portstandby_probe_port

(Optional) standby node probe ipstandby_probe_ip

(Optional) standby node track idstandby_track_id

(Optional) standby node sla idstandby_sla_id

(Optional)TABLE_acl

(Optional) access listaccess_list

Command Mode

• /exec
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show itd
show itd <svc-name> [ brief ] [ __readonly__ <is_firstentry> <is_detail> <is_active> <is_firstentry_routemap>
<is_firstentry_acl> <is_lastentry> [ TABLE_summary <service_name> <probe> <lb_scheme> [ <interface>
] <state> <buckets> [ <reason> ] <vrf_name> <userACL> [ TABLE_device <device_grp> ] [
TABLE_route_map [ <route_map> ] [ <interface> ] [ <r_status> ] [ <int_track_id> ] ] [ TABLE_vip [ <vip_ip>
] [ <vip_probe> ] [ <vip_port> ] [ TABLE_vip_node [ <vip_node> ] [ <vip_nodev6> ] <vip_config>
<vip_weight> <vip_status> <vip_track_id> <vip_ip_sla_id> [ TABLE_vip_acl [ <vip_access_list> ] ] ] ] [
TABLE_node [ <node> ] [ <nodev6> ] <config> <weight> <status> <track_id> <ip_sla_id> [ TABLE_acl [
<access_list> ] ] ] ] ]

Syntax Description

Show running system informationshow

ITD serviceitd

ITD service namesvc-name

(Optional) briefbrief

(Optional) Read Only__readonly__

(Optional)is_firstentry

(Optional)is_detail

(Optional)is_active

(Optional)is_firstentry_routemap

(Optional)is_firstentry_acl

(Optional)is_lastentry

(Optional)TABLE_summary

(Optional) service_nameservice_name

(Optional) probeprobe

(Optional) lb schemelb_scheme

(Optional) interfaceinterface

(Optional) statestate

(Optional) bucketsbuckets

(Optional) inactive reasonreason

(Optional) VRF-Namevrf_name

(Optional) user access-listuserACL
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(Optional)TABLE_device

(Optional) service device groupdevice_grp

(Optional)TABLE_route_map

(Optional) service route maproute_map

(Optional) interfaceinterface

(Optional) route map statusr_status

(Optional) interface track idint_track_id

(Optional)TABLE_vip

(Optional) vip ipvip_ip

(Optional) vip protocolvip_probe

(Optional) vip portvip_port

(Optional)TABLE_vip_node

(Optional) service node ipvip_node

(Optional) service node IPv6vip_nodev6

(Optional) node configvip_config

(Optional) node weightvip_weight

(Optional) node statusvip_status

(Optional) node track idvip_track_id

(Optional) node ip sla idvip_ip_sla_id

(Optional)TABLE_vip_acl

(Optional) access listvip_access_list

(Optional)TABLE_node

(Optional) service node ipnode

(Optional) service node IPv6nodev6

(Optional) node configconfig

(Optional) node weightweight

(Optional) node statusstatus

(Optional) node track idtrack_id

(Optional) node ip sla idip_sla_id
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(Optional)TABLE_acl

(Optional) access listaccess_list

Command Mode

• /exec
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show itd
show itd [ brief ] [ __readonly__ <is_firstentry> <is_detail> <is_active> <is_firstentry_routemap>
<is_firstentry_acl> <is_lastentry> [ TABLE_summary <service_name> <probe> <lb_scheme> [ <interface>
] <state> <buckets> [ <reason> ] <vrf_name> <userACL> [ TABLE_device <device_grp> ] [
TABLE_route_map [ <route_map> ] [ <interface> ] [ <r_status> ] [ <int_track_id> ] ] [ TABLE_vip [ <vip_ip>
] [ <vip_probe> ] [ <vip_port> ] [ TABLE_vip_node [ <vip_node> ] [ <vip_nodev6> ] <vip_config>
<vip_weight> <vip_status> <vip_track_id> <vip_ip_sla_id> [ TABLE_vip_acl [ <vip_access_list> ] ] ] ] [
TABLE_node [ <node> ] [ <nodev6> ] <config> <weight> <status> <track_id> <ip_sla_id> [ TABLE_acl [
<access_list> ] ] ] ] ]

Syntax Description

Show running system informationshow

ITD serviceitd

(Optional) briefbrief

(Optional) Read Only__readonly__

(Optional)is_firstentry

(Optional)is_detail

(Optional)is_active

(Optional)is_firstentry_routemap

(Optional)is_firstentry_acl

(Optional)is_lastentry

(Optional)TABLE_summary

(Optional) service_nameservice_name

(Optional) probeprobe

(Optional) lb schemelb_scheme

(Optional) interfaceinterface

(Optional) statestate

(Optional) bucketsbuckets

(Optional) inactive reasonreason

(Optional) VRF-Namevrf_name

(Optional) user access-listuserACL

(Optional)TABLE_device
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(Optional) service device groupdevice_grp

(Optional)TABLE_route_map

(Optional) service route maproute_map

(Optional) interfaceinterface

(Optional) route map statusr_status

(Optional) interface track idint_track_id

(Optional)TABLE_vip

(Optional) vip ipvip_ip

(Optional) vip protocolvip_probe

(Optional) vip portvip_port

(Optional)TABLE_vip_node

(Optional) service node ipvip_node

(Optional) service node IPv6vip_nodev6

(Optional) node configvip_config

(Optional) node weightvip_weight

(Optional) node statusvip_status

(Optional) node track idvip_track_id

(Optional) node ip sla idvip_ip_sla_id

(Optional)TABLE_vip_acl

(Optional) access listvip_access_list

(Optional)TABLE_node

(Optional) service node ipnode

(Optional) service node IPv6nodev6

(Optional) node configconfig

(Optional) node weightweight

(Optional) node statusstatus

(Optional) node track idtrack_id

(Optional) node ip sla idip_sla_id

(Optional)TABLE_acl
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(Optional) access listaccess_list

Command Mode

• /exec
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show itd
show itd [ brief ] [ __readonly__ <is_firstentry> <is_detail> <is_active> <is_firstentry_routemap>
<is_firstentry_standby> <is_firstentry_acl> <is_lastentry> [ TABLE_summary <service_name> <probe>
<lb_scheme> [ <interface> ] <state> <buckets> [ <reason> ] <vrf_name> <userACL> <peer_status> [
TABLE_device <device_grp> <dg_probe> <dg_probe_port> ] [ TABLE_route_map [ <route_map> ] [
<interface> ] [ <r_status> ] [ <int_track_id> ] ] [ TABLE_vip [ <vip_ip> ] [ <vip_probe> ] [ <vip_port> ] [
<vip_dgname> ] [ TABLE_vip_node [ <vip_node> ] [ <vip_nodev6> ] <vip_config> <vip_weight>
<vip_node_probe> <vip_node_probe_port> <vip_node_probe_ip> <vip_status> <vip_track_id>
<vip_ip_sla_id> [ TABLE_vip_standby [ <vip_standby_ip> ] [ <vip_standby_ipv6> ] <vip_standby_config>
<vip_standby_weight> <vip_standby_probe> <vip_standby_probe_port> <vip_standby_probe_ip>
<vip_standby_status> <vip_standby_track_id> <vip_standby_sla_id> ] [ TABLE_vip_acl [ <vip_access_list>
] ] ] ] [ TABLE_node [ <node> ] [ <nodev6> ] <config> <weight> <node_probe> <node_probe_port>
<node_probe_ip> <status> <track_id> <ip_sla_id> [ TABLE_standby [ <standby_ip> ] [ <standby_ipv6> ]
<standby_config> <standby_weight> <standby_probe> <standby_probe_port> <standby_probe_ip>
<standby_status> <standby_track_id> <standby_sla_id> ] [ TABLE_acl [ <access_list> ] ] ] ] ]

Syntax Description

Show running system informationshow

ITD serviceitd

(Optional) briefbrief

(Optional) Read Only__readonly__

(Optional)is_firstentry

(Optional)is_detail

(Optional)is_active

(Optional)is_firstentry_routemap

(Optional)is_firstentry_acl

(Optional)is_lastentry

(Optional)is_firstentry_standby

(Optional)TABLE_summary

(Optional) service_nameservice_name

(Optional) probeprobe

(Optional) lb schemelb_scheme

(Optional) interfaceinterface

(Optional) statestate

(Optional) bucketsbuckets
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(Optional) inactive reasonreason

(Optional) VRF-Namevrf_name

(Optional) user access-listuserACL

(Optional) peer statuspeer_status

(Optional)TABLE_device

(Optional) service device groupdevice_grp

(Optional) device-group probe typedg_probe

(Optional) device-group probe portdg_probe_port

(Optional)TABLE_route_map

(Optional) service route maproute_map

(Optional) interfaceinterface

(Optional) route map statusr_status

(Optional) interface track idint_track_id

(Optional)TABLE_vip

(Optional) vip ipvip_ip

(Optional) vip protocolvip_probe

(Optional) vip portvip_port

(Optional) vip device groupvip_dgname

(Optional)TABLE_vip_node

(Optional) service node ipvip_node

(Optional) service node IPv6vip_nodev6

(Optional) node configvip_config

(Optional) node weightvip_weight

(Optional) node statusvip_status

(Optional) node probe typevip_node_probe

(Optional) node probe portvip_node_probe_port

(Optional) node probe ipvip_node_probe_ip

(Optional) node track idvip_track_id

(Optional) node ip sla idvip_ip_sla_id
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(Optional)TABLE_vip_standby

(Optional) standby node ipvip_standby_ip

(Optional) standby node ipv6vip_standby_ipv6

(Optional) standby node configvip_standby_config

(Optional) standby node weightvip_standby_weight

(Optional) standby node statusvip_standby_status

(Optional) standby node probe typevip_standby_probe

(Optional) standby node probe portvip_standby_probe_port

(Optional) standby node probe ipvip_standby_probe_ip

(Optional) standby node track idvip_standby_track_id

(Optional) standby node sla idvip_standby_sla_id

(Optional)TABLE_vip_acl

(Optional) access listvip_access_list

(Optional)TABLE_node

(Optional) service node ipnode

(Optional) service node IPv6nodev6

(Optional) node configconfig

(Optional) node weightweight

(Optional) node statusstatus

(Optional) node probe typenode_probe

(Optional) node probe portnode_probe_port

(Optional) node probe ipnode_probe_ip

(Optional) node track idtrack_id

(Optional) node ip sla idip_sla_id

(Optional)TABLE_standby

(Optional) standby node ipstandby_ip

(Optional) standby node ipv6standby_ipv6

(Optional) standby node configstandby_config

(Optional) standby node weightstandby_weight
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(Optional) standby node statusstandby_status

(Optional) standby node probe typestandby_probe

(Optional) standby node probe portstandby_probe_port

(Optional) standby node probe ipstandby_probe_ip

(Optional) standby node track idstandby_track_id

(Optional) standby node sla idstandby_sla_id

(Optional)TABLE_acl

(Optional) access listaccess_list

Command Mode

• /exec
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show itd session device-group
show itd session device-group [ <name> ] [ __readonly__ <first_entry> [ TABLE_svc <node> ] ]

Syntax Description

Show running system informationshow

ITD serviceitd

ITD service sessionsession

ITD service session device-groupdevice-group

(Optional) ITD Service session namename

(Optional) Read Only__readonly__

(Optional)first_entry

(Optional)TABLE_svc

(Optional) nodenode

Command Mode

• /exec
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show itd statistics
show itd { <service_name> | all } [ src { <src-ip> | <src-IPv6> } | dst { <dst-ip> | <dst-IPv6> } ] statistics [
brief ] [ __readonly__ <is_firstentry_node> <is_firstentry_acl> [ TABLE_nice <service_name> [ <vip> ] [
<vip_pkt> ] <dev_grp> <node> <node_pkt> [ <acl> ] [ <acl_pkt> ] <mode> <percentage> ] ]

Syntax Description

Show running system informationshow

ITD serviceitd

ITD statisticsstatistics

(Optional) briefbrief

(Optional) Read Only__readonly__

(Optional)is_firstentry_node

(Optional)is_firstentry_acl

(Optional)TABLE_nice

service_nameservice_name

All ITD servicesall

(Optional) Statistics for src ipsrc

(Optional) Provide statistics for src ipsrc-ip

(Optional) Statistics for dst ipdst

(Optional) Provide statistics for dst ipdst-ip

(Optional) service virtual ipvip

(Optional) virtual ip pkt_countvip_pkt

(Optional) device groupdev_grp

(Optional) service node ipnode

(Optional) node pkt countnode_pkt

(Optional) access listacl

(Optional) acl pkt countacl_pkt

(Optional) Redirect modemode

(Optional) Packet percentagepercentage

Command Mode
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• /exec
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show itd statistics
show itd { <service_name> | all } [ src { <src-ip> | <src-IPv6> } | dst { <dst-ip> | <dst-IPv6> } ] statistics [
brief ] [ __readonly__ <is_firstentry_node> <is_firstentry_acl> <is_for_ace> [ TABLE_nice <service_name>
[ <vip> ] [ <ace_seq> ] [ <ace_ip> ] [ <vip_pkt> ] <dev_grp> <node> <node_pkt> [ <acl> ] [ <acl_pkt> ]
<mode> <percentage> ] ]

Syntax Description

Show running system informationshow

ITD serviceitd

ITD statisticsstatistics

(Optional) briefbrief

(Optional) Read Only__readonly__

(Optional)is_firstentry_node

(Optional)is_firstentry_acl

(Optional)is_for_ace

(Optional)TABLE_nice

service_nameservice_name

All ITD servicesall

(Optional) Statistics for src ipsrc

(Optional) Provide statistics for src ipsrc-ip

(Optional) Statistics for dst ipdst

(Optional) Provide statistics for dst ipdst-ip

(Optional) service virtual ipvip

(Optional) service ACE name and sequence numberace_seq

(Optional) service ACE ip/mask/prefixace_ip

(Optional) virtual ip pkt_countvip_pkt

(Optional) device groupdev_grp

(Optional) service node ipnode

(Optional) node pkt countnode_pkt

(Optional) access listacl
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(Optional) acl pkt countacl_pkt

(Optional) Redirect modemode

(Optional) Packet percentagepercentage

Command Mode

• /exec
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show itd vrf
show itd vrf [ <name> ] [ __readonly__ <first_entry> [ TABLE_svc <service_name> <vrf_name> <vrf_id>
] ]

Syntax Description

Show running system informationshow

ITD serviceitd

ITD service vrfvrf

(Optional) ITD Service VRF namename

(Optional) Read Only__readonly__

(Optional)first_entry

(Optional)TABLE_svc

(Optional) itd service nameservice_name

(Optional) vrf namevrf_name

(Optional) vrf idvrf_id

Command Mode

• /exec
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show itd vrf
show itd vrf [ <name> ] [ __readonly__ <first_entry> [ TABLE_svc <service_name> <vrf_name> <vrf_id>
] ]

Syntax Description

Show running system informationshow

ITD serviceitd

ITD service vrfvrf

(Optional) ITD Service VRF namename

(Optional) Read Only__readonly__

(Optional)first_entry

(Optional)TABLE_svc

(Optional) itd service nameservice_name

(Optional) vrf namevrf_name

(Optional) vrf idvrf_id

Command Mode

• /exec
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K Show Commands

• show key chain, on page 1464
• show key chain mode decrypt, on page 1465
• show keystore, on page 1466
• show kim inconsistency, on page 1467
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show key chain
{ show key chain [ <keychain> ] } [ __readonly__ TABLE_keychain <chain_name> TABLE_key <key_id>
<key_string><crypto_algo><accept_utc_zone><accept_start> <accept_end><accept_valid><send_utc_zone>
<send_start> <send_end> <send_valid> ]

Syntax Description

Show running system informationshow

Display Key Informationkey

Display Keychain Informationchain

(Optional) Keychain namekeychain

(Optional)__readonly__

(Optional)TABLE_keychain

(Optional)TABLE_key

(Optional)chain_name

(Optional)key_id

(Optional)key_string

(Optional)crypto_algo

(Optional)accept_utc_zone

(Optional)accept_start

(Optional)accept_end

(Optional)accept_valid

(Optional)send_utc_zone

(Optional)send_start

(Optional)send_end

(Optional)send_valid

Command Mode

• /exec
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show key chain mode decrypt
{ show key chain [ <keychain> ] mode decrypt } [ __readonly__ TABLE_keychain_decrypt <chain_name>
TABLE_key <key_id> <key_string> <crypto_algo> <accept_utc_zone> <accept_start> <accept_end>
<accept_valid> <send_utc_zone> <send_start> <send_end> <send_valid> ]

Syntax Description

Show running system informationshow

Display Key Informationkey

Display Keychain Informationchain

(Optional) Keychain namekeychain

Mode of displaymode

Display Decrypted Keystringsdecrypt

(Optional)__readonly__

(Optional)TABLE_keychain_decrypt

(Optional)TABLE_key

(Optional)chain_name

(Optional)key_id

(Optional)key_string

(Optional)crypto_algo

(Optional)accept_utc_zone

(Optional)accept_start

(Optional)accept_end

(Optional)accept_valid

(Optional)send_utc_zone

(Optional)send_start

(Optional)send_end

(Optional)send_valid

Command Mode

• /exec
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show keystore
show keystore [ __readonly__ { TABLE_sksd_state_entries <index> <handle> } <keystore_type>
<keystore_ver> <fw_panics> <fw_resets> <rx_fifo_underruns> <rx_timeouts> <rx_bad_checksums>
<rx_bad_fragment_lengths> <keystore_corruption> ]

Syntax Description

keystore statskeystore

(Optional)__readonly__

(Optional) Displays handles of the keys storedTABLE_sksd_state_entries

(Optional) Index valueindex

(Optional) Handle Namehandle

(Optional) Type of storage h/w or s/wkeystore_type

(Optional) Versionkeystore_ver

(Optional) Number of panicsfw_panics

(Optional) Number of Resetsfw_resets

(Optional) Rx FIFO Underrunsrx_fifo_underruns

(Optional) Number of Rx timeoutsrx_timeouts

(Optional) Number of Bad Checsumsrx_bad_checksums

(Optional) Bad fragment lenghts receivedrx_bad_fragment_lengths

(Optional) Number of corruptions detectedkeystore_corruption

Command Mode

• /exec
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show kim inconsistency
show kim inconsistency

Syntax Description

Show running system informationshow

Display KIM informationkim

KIM inconsistencyinconsistency

Command Mode

• /exec
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L Show Commands

• show l2 mroute, on page 1475
• show l2 multicast ftag, on page 1477
• show l2 multicast trees, on page 1478
• show l2 route, on page 1480
• show l2fwder l2rib info, on page 1482
• show l2fwder rmac, on page 1483
• show l2fwder statistics, on page 1484
• show l2rib clients, on page 1485
• show l2rib producers, on page 1486
• show l2rib registrations, on page 1488
• show l2route evpn ead all, on page 1489
• show l2route evpn ethernet-segment esi, on page 1490
• show l2route evpn fl all, on page 1491
• show l2route evpn fl evi, on page 1492
• show l2route evpn imet all, on page 1493
• show l2route evpn imet evi, on page 1494
• show l2route evpn mac-ip all, on page 1495
• show l2route evpn mac-ip evi, on page 1497
• show l2route evpn mac all, on page 1499
• show l2route evpn mac evi, on page 1501
• show l2route evpn path-list all, on page 1503
• show l2route evpn startup-route all, on page 1504
• show l2route evpn startup-route evi, on page 1505
• show l2route fl topology, on page 1506
• show l2route peerid, on page 1507
• show l2route summary, on page 1508
• show l2route topology, on page 1509
• show l2route topology, on page 1511
• show l2route topology, on page 1513
• show lacp counters, on page 1515
• show lacp interface, on page 1516
• show lacp issu-impact, on page 1519
• show lacp neighbor, on page 1520
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• show lacp port-channel, on page 1521
• show lacp system-identifier, on page 1522
• show ldap-search-map, on page 1523
• show ldap-server, on page 1524
• show ldap-server groups, on page 1525
• show ldap-server statistics, on page 1527
• show license, on page 1529
• show license brief, on page 1530
• show license file, on page 1531
• show license host-id, on page 1532
• show license reserved, on page 1533
• show license usage, on page 1534
• show line, on page 1535
• show line console, on page 1536
• show line console connected, on page 1537
• show line console user-input-string, on page 1538
• show lisp ddt, on page 1539
• show lisp ddt queue, on page 1540
• show lisp ddt referral-cache, on page 1541
• show lisp dynamic-eid, on page 1542
• show lisp elp, on page 1543
• show lisp negative-prefix, on page 1544
• show lisp proxy-itr, on page 1545
• show lisp site, on page 1546
• show lisp site instance-id, on page 1547
• show lisp smr, on page 1548
• show lisp stats-cache, on page 1549
• show lldp all, on page 1550
• show lldp dcbx interface, on page 1551
• show lldp entry, on page 1552
• show lldp interface, on page 1554
• show lldp neighbors, on page 1556
• show lldp neighbors detail, on page 1557
• show lldp neighbors system-detail, on page 1559
• show lldp portid-subtype, on page 1560
• show lldp timers, on page 1561
• show lldp tlv-select, on page 1562
• show lldp traffic, on page 1563
• show lldp traffic interface, on page 1564
• show locator-led status, on page 1565
• show locator-led status, on page 1566
• show logging, on page 1567
• show logging console, on page 1568
• show logging info, on page 1569
• show logging ip access-list cache, on page 1571
• show logging ip access-list status, on page 1573
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• show logging last, on page 1574
• show logging level, on page 1575
• show logging level aaa, on page 1577
• show logging level acllog, on page 1578
• show logging level aclmgr, on page 1579
• show logging level adbm, on page 1580
• show logging level adjmgr, on page 1581
• show logging level amt, on page 1582
• show logging level arp, on page 1583
• show logging level ascii-cfg, on page 1584
• show logging level bfd, on page 1585
• show logging level bgp, on page 1586
• show logging level bloggerd, on page 1587
• show logging level bootvar, on page 1588
• show logging level callhome, on page 1589
• show logging level capability, on page 1590
• show logging level cdp, on page 1591
• show logging level cert-enroll, on page 1592
• show logging level cert_enroll, on page 1593
• show logging level cfs, on page 1594
• show logging level clis, on page 1595
• show logging level clk_mgr, on page 1596
• show logging level confcheck, on page 1597
• show logging level copp, on page 1598
• show logging level core, on page 1599
• show logging level cts, on page 1600
• show logging level dhcp_snoop, on page 1601
• show logging level diagnostic device_test, on page 1602
• show logging level diagnostic diagclient, on page 1603
• show logging level diagnostic diagmgr, on page 1604
• show logging level dot1x, on page 1605
• show logging level eigrp, on page 1606
• show logging level eltm, on page 1607
• show logging level ethdstats, on page 1608
• show logging level ethpm, on page 1609
• show logging level evb, on page 1610
• show logging level evmc, on page 1611
• show logging level evmed, on page 1612
• show logging level evms, on page 1613
• show logging level fabric forwarding, on page 1614
• show logging level fabricpath isis, on page 1615
• show logging level fabricpath switch-id, on page 1616
• show logging level feature-mgr, on page 1617
• show logging level fex, on page 1618
• show logging level fs-daemon, on page 1619
• show logging level glbp, on page 1620
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• show logging level gpixm, on page 1621
• show logging level hsrp, on page 1622
• show logging level im, on page 1623
• show logging level imp, on page 1624
• show logging level interface-vlan, on page 1625
• show logging level ip igmp, on page 1626
• show logging level ip msdp, on page 1627
• show logging level ip sla responder, on page 1628
• show logging level ip sla sender, on page 1629
• show logging level ipconf, on page 1630
• show logging level ipfib, on page 1631
• show logging level ipqos, on page 1632
• show logging level ipv6 icmp, on page 1633
• show logging level iscm, on page 1634
• show logging level iscm, on page 1635
• show logging level isis, on page 1636
• show logging level keystore, on page 1637
• show logging level l2fm, on page 1638
• show logging level l3vm, on page 1639
• show logging level lacp, on page 1640
• show logging level ldap, on page 1641
• show logging level license, on page 1642
• show logging level lim, on page 1643
• show logging level lisp, on page 1644
• show logging level lldp, on page 1645
• show logging level m2rib, on page 1646
• show logging level mfdm, on page 1647
• show logging level mfwd, on page 1648
• show logging level mmode, on page 1649
• show logging level module, on page 1650
• show logging level monitor, on page 1651
• show logging level mpls ldp, on page 1652
• show logging level mpls manager, on page 1653
• show logging level mpls switching, on page 1654
• show logging level mpls traffic-eng, on page 1655
• show logging level mvsh, on page 1656
• show logging level nat, on page 1657
• show logging level nbm, on page 1658
• show logging level netstack, on page 1659
• show logging level nfm, on page 1660
• show logging level ngoam, on page 1661
• show logging level ntp, on page 1662
• show logging level nve, on page 1663
• show logging level nxsdk, on page 1664
• show logging level onep, on page 1665
• show logging level ospf, on page 1666
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• show logging level ospfv3, on page 1667
• show logging level otv, on page 1668
• show logging level pfstat, on page 1669
• show logging level pim, on page 1670
• show logging level pim, on page 1671
• show logging level pixm, on page 1672
• show logging level pktmgr, on page 1673
• show logging level platform, on page 1674
• show logging level plcmgr, on page 1675
• show logging level pltfm_config, on page 1676
• show logging level plugin, on page 1677
• show logging level poap, on page 1678
• show logging level port-channel, on page 1679
• show logging level port-profile, on page 1680
• show logging level port-security, on page 1681
• show logging level private-vlan, on page 1682
• show logging level ptp, on page 1683
• show logging level radius, on page 1684
• show logging level res_mgr, on page 1685
• show logging level rip, on page 1686
• show logging level routing ipv6 multicast, on page 1687
• show logging level routing multicast, on page 1688
• show logging level rpm, on page 1689
• show logging level rsvp, on page 1690
• show logging level sal, on page 1691
• show logging level scheduler, on page 1692
• show logging level security, on page 1693
• show logging level session-mgr, on page 1694
• show logging level sflow, on page 1695
• show logging level smm, on page 1696
• show logging level snmpd, on page 1697
• show logging level snmpmib_proc, on page 1698
• show logging level spanning-tree, on page 1699
• show logging level spm, on page 1700
• show logging level stripcl, on page 1701
• show logging level sysmgr, on page 1702
• show logging level tacacs, on page 1703
• show logging level telemetry, on page 1704
• show logging level track, on page 1705
• show logging level tunnel, on page 1706
• show logging level u2rib, on page 1707
• show logging level u6rib, on page 1708
• show logging level udld, on page 1709
• show logging level ufdm, on page 1710
• show logging level urib, on page 1711
• show logging level vdc_mgr, on page 1712
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• show logging level virtual-service, on page 1713
• show logging level vlan_mgr, on page 1714
• show logging level vmm, on page 1715
• show logging level vmtracker, on page 1716
• show logging level vntag, on page 1717
• show logging level vpc, on page 1718
• show logging level vrrp-cfg, on page 1719
• show logging level vrrp-eng, on page 1720
• show logging level vrrpv3, on page 1721
• show logging level vshd, on page 1722
• show logging level vtp, on page 1723
• show logging level xbar, on page 1724
• show logging logfile, on page 1725
• show logging logfile duration, on page 1726
• show logging logfile last-index, on page 1727
• show logging logfile start-seqn, on page 1728
• show logging logfile start-time, on page 1729
• show logging loopback, on page 1730
• show logging module, on page 1731
• show logging monitor, on page 1732
• show logging nvram, on page 1733
• show logging onboard, on page 1734
• show logging onboard, on page 1737
• show logging onboard fex, on page 1738
• show logging onboard kernel-trace, on page 1739
• show logging origin-id, on page 1740
• show logging pending-diff, on page 1741
• show logging pending, on page 1742
• show logging server, on page 1743
• show logging session status, on page 1744
• show logging source-interface, on page 1745
• show logging status, on page 1746
• show logging timestamp, on page 1747
• show login on-failure log, on page 1748
• show login on-successful log, on page 1749
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show l2 mroute
show { l2 | fabricpath } mroute { [ vdc-omf ] { [ resolved ] } | [ vlan <vlanid> ] { { [ omf ] | [ flood ] | [ source
{ <srcaddr> | <v6srcaddr> | <macsrcaddr> } ] [ group { <groupaddr> | <v6groupaddr> | <macgroupaddr> }
] } [ resolved ] [ ftag <ftag-id> ] [ hex ] } } [ __readonly__ [ <hex2> ] { TABLE_gr [ <ftag> ] <vlan_id> [ {
<v4src> <v4grp> <macgrp> | <v6src> <v6grp> <macsrc> } ] [ <omf> | <flood> ] <rt-uptime> <owners>
<num_nh> TABLE_nh { <nh_if> | <nh_sw> } [ <stale> ] [ <exclude> ] [ <svi> ] <flags> <nh-uptime>
<owner> <rt_type> | <done> | <start> } ]

Syntax Description

Show running system informationshow

Layer2 informationl2

fabricpath informationfabricpath

Show multicast route databasemroute

(Optional) Display vdc omf routevdc-omf

(Optional) Show information for a vlanvlan

(Optional) Show catch-all entry consisting of mroute portsomf

(Optional) Display vlan flood routeflood

(Optional) Show ftag numberftag

(Optional) Show (s, g) source IP addresssource

(Optional) Show group addressgroup

(Optional) Display switch-ids in hexhex

(Optional) Vlan valuevlanid

(Optional) ftag idftag-id

(Optional) Group addressgroupaddr

(Optional) MAC Group addressmacgroupaddr

(Optional) Source addresssrcaddr

(Optional) MAC source addressmacsrcaddr

(Optional) Resolve switchid nexthops into the underlying interfacesresolved

(Optional) Read Only__readonly__

(Optional)hex2

(Optional)TABLE_gr
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(Optional) VLANvlan_id

(Optional) Time route was createdrt-uptime

(Optional) Number of next-hopsnum_nh

(Optional) Ownersowners

(Optional) IPv4 Multicast traffic sourcev4src

(Optional) IPv4 Multicast Group addressv4grp

(Optional) MAC Multicast traffic sourcemacsrc

(Optional) MAC Multicast Group addressmacgrp

(Optional) ftag idftag

(Optional) Is OMF routeomf

(Optional) Is flood to vlan routeflood

(Optional)TABLE_nh

(Optional) The next hop interfacenh_if

(Optional) The next hop switch idnh_sw

(Optional) Ownerowner

(Optional) flagsflags

(Optional) Time nexthop was creatednh-uptime

(Optional) Route typert_type

(Optional) Is stalestale

(Optional) exclude from post routing replicationexclude

(Optional) SVI interfacesvi

(Optional) Done displaying route datadone

(Optional) Print headerstart

Command Mode

• /exec
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show l2 multicast ftag
show { l2 | fabricpath } multicast ftag [ <ftag-id> ] [ __readonly__ TABLE_topo <id> <topo_config>
TABLE_ftag <ftag> <topo_id> <config> ]

Syntax Description

Show running system informationshow

Layer2 informationl2

fabricpath informationfabricpath

Multicast informationmulticast

ftag numberftag

(Optional) ftag idftag-id

(Optional) Read Only__readonly__

(Optional)TABLE_topo

(Optional) topo idid

(Optional) program ftag star routetopo_config

(Optional)TABLE_ftag

(Optional) ftagftag

(Optional) topo idtopo_id

(Optional) ftag configconfig

Command Mode

• /exec
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show l2 multicast trees
show { l2 | fabricpath } multicast trees [ topo <topo-id> ] [ ftag <ftag-id> ] [ hex ] [ __readonly__ [ <hex2>
] { TABLE_swid <ftag> <topo_id> <sw_id> <rt-uptime> <owners> <num_nh> TABLE_nh [ <preferred> ]
{ <nh_if> | <nh_sw> } [ <stale> ] <distance> <nh-uptime> <owner> <flags> <rt_type> | <start> | <done> }
]

Syntax Description

Show running system informationshow

Layer2 informationl2

fabricpath informationfabricpath

Multicast informationmulticast

Show the broadcast/multicast tree databasetrees

(Optional) Show topo instancetopo

(Optional) Show ftag numberftag

(Optional) Display switch-ids in hexhex

(Optional) topo idtopo-id

(Optional) ftag idftag-id

(Optional) Read Only__readonly__

(Optional)hex2

(Optional)TABLE_swid

(Optional) switch idsw_id

(Optional) topo idtopo_id

(Optional) ftag idftag

(Optional) Time route was createdrt-uptime

(Optional) Number of next-hopsnum_nh

(Optional) Ownersowners

(Optional)TABLE_nh

(Optional) Is preferred interfacepreferred

(Optional) The next hop interfacenh_if

(Optional) The next hop switch idnh_sw

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1478

All Show Commands
show l2 multicast trees



(Optional) Ownerowner

(Optional) flagsflags

(Optional) Route typert_type

(Optional) Time nexthop was creatednh-uptime

(Optional) admin distancedistance

(Optional) Is stalestale

(Optional)start

(Optional)done

Command Mode

• /exec
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show l2 route
show { l2 | fabricpath } route [ topology { <topo_val> [ switchid <switchid> ] | all } | switchid <switchid> ]
[ detail | hex ] + [ __readonly__ <line_marker> <is_hex> { TABLE_route <topo_id> <ftag_value> <swid>
<sswid> <num_paths> { TABLE_path <path_str> <admin_distance> <metric> <time> <time_detail> <uuid>
} } ]

Syntax Description

Show running system informationshow

Layer2 informationl2

fabricpath informationfabricpath

Show FabricPath route informationroute

(Optional) topologytopology

(Optional) topology valuetopo_val

(Optional) switchidswitchid

(Optional) switchid valueswitchid

(Optional) all topologiesall

(Optional) detaildetail

(Optional) display in hexhex

(Optional) Read Only__readonly__

(Optional) line markerline_marker

(Optional) print in hexis_hex

(Optional) Route delimiterTABLE_route

(Optional) topo-id valuetopo_id

(Optional) ftag valueftag_value

(Optional) switch-idswid

(Optional) sub-switch idsswid

(Optional) num of pathsnum_paths

(Optional) Path delimiterTABLE_path

(Optional) pathspath_str

(Optional) admin distanceadmin_distance
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(Optional) metricmetric

(Optional) timetime

(Optional) time_detailtime_detail

(Optional) uuiduuid

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1481

All Show Commands
show l2 route



show l2fwder l2rib info
show l2fwder l2rib info

Syntax Description

Show running system informationshow

L2 software forwardingl2fwder

L2RIBl2rib

stats and infoinfo

Command Mode

• /exec
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show l2fwder rmac
show l2fwder rmac <mac-address>

Syntax Description

Show running system informationshow

Display L2FWDER forwarding informationl2fwder

router macrmac

MAC addressmac-address

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1483

All Show Commands
show l2fwder rmac



show l2fwder statistics
show l2fwder statistics

Syntax Description

Show running system informationshow

Display L2FWDER forwarding informationl2fwder

Show L2FWDER packet countersstatistics

Command Mode

• /exec
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show l2rib clients
show l2rib clients [ <client_id> ] [ __readonly__ TABLE_l2rib_clients <client-id> <uuid> <process-suffix>
]

Syntax Description

Show running system informationshow

Layer 2 routing information basel2rib

L2RIB Clientsclients

(Optional) Enter Client IDclient_id

(Optional)__readonly__

(Optional) L2RIB Clients TableTABLE_l2rib_clients

(Optional) Client IDclient-id

(Optional) Process IDuuid

(Optional) Process Name Suffixprocess-suffix

Command Mode

• /exec
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show l2rib producers
show l2rib producers [ { topology | mac | mac-ip | ead | pl | imet | flood-list | startup-route | peerid | es } [ static
| local | bgp | vxlan | hmm | arp | ofa | lisp ] ] [ detail ] [ __readonly__ TABLE_l2rib_producers <prod-name>
<prod-id> <client-id> <obj-type> <admin-dist> <purge-time> <state> [ <prod-flags> ] ]

Syntax Description

Show running system informationshow

Layer 2 routing information basel2rib

L2RIB Producersproducers

(Optional) Detailed informationdetail

(Optional) Filter on Topologytopology

(Optional) Filter on MACmac

(Optional) Filter on MAC-IPmac-ip

(Optional) Filter on Ethernet-ADead

(Optional) Filter on Path Listpl

(Optional) Filter on IMET Routeimet

(Optional) Filter on Flood Listflood-list

(Optional) Filter on Startup Routestartup-route

(Optional) Filter on Peeridpeerid

(Optional) Filter on ESes

(Optional) Staticstatic

(Optional) Locallocal

(Optional) BGPbgp

(Optional) VXLANvxlan

(Optional) HMMhmm

(Optional) ARParp

(Optional) OFAofa

(Optional) lisplisp

(Optional)__readonly__

(Optional) L2RIB Producers TableTABLE_l2rib_producers
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(Optional) Producer Nameprod-name

(Optional) Producer IDprod-id

(Optional) Client IDclient-id

(Optional) Object Typeobj-type

(Optional) Admin Distanceadmin-dist

(Optional) Purge Timepurge-time

(Optional) Statestate

(Optional) Global Producer Flagsprod-flags

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1487

All Show Commands
show l2rib producers



show l2rib registrations
show l2rib registrations [ client <client_id> [ <topo_id> { mac | mac-ip | ead | pl | imet | flood-list | arp-signal
| startup-route | topo | es } ] ] [ __readonly__ TABLE_l2rib_registrations <client-id> <topo-id> <obj-type>
<prod> ]

Syntax Description

Show running system informationshow

Layer 2 routing information basel2rib

L2RIB Registrationsregistrations

(Optional) Global Registraion Entriesclient

(Optional) Enter Client IDclient_id

(Optional) Enter Topology IDtopo_id

(Optional) Filter on MACmac

(Optional) Filter on MAC-IPmac-ip

(Optional) Filter on Ethernet-ADead

(Optional) Filter on Path Listpl

(Optional) Filter on IMET Routeimet

(Optional) Filter on Ethernet Segment IDes

(Optional) Filter on Flood Listflood-list

(Optional) Filter on Startup Routestartup-route

(Optional) Filter on ARP Signalarp-signal

(Optional) Filter on Topo Subtypetopo

(Optional)__readonly__

(Optional) L2RIB Registrations TableTABLE_l2rib_registrations

(Optional) Client IDclient-id

(Optional) Topology IDtopo-id

(Optional) Object Typeobj-type

(Optional) Producerprod

Command Mode

• /exec
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show l2route evpn ead all
show l2route evpn ead all [ detail ] [ __readonly__ TABLE_l2route_evpn_ead_all <topo-id> <prod> <esi>
<client-nfn> <num_pls> [ { <next-hop> } ] ]

Syntax Description

Show running system informationshow

Layer 2 routing information basel2route

EVPNevpn

EADead

Display all routes without filteringall

(Optional) Detailed informationdetail

(Optional)__readonly__

(Optional) L2RIB EVPN EAD All TableTABLE_l2route_evpn_ead_all

(Optional) Topology IDtopo-id

(Optional) Producerprod

(Optional) ESIesi

(Optional) Client Notification Bitmapclient-nfn

(Optional) Number of Path listsnum_pls

(Optional) Next Hopnext-hop

Command Mode

• /exec
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show l2route evpn ethernet-segment esi
show l2route evpn ethernet-segment { esi <esi-id> | all } [ bgp | vxlan ] [ detail ] [ __readonly__
TABLE_l2route_es <ethernet-segment> <originating-rtr> <prod-name> <int-ifhdl> <client-nfn> ]

Syntax Description

Show running system informationshow

Layer 2 routing information basel2route

EVPNevpn

Ethernet Segment IDethernet-segment

ESI Valueesi

ESI IDesi-id

Display all entries without filteringall

(Optional) Filter on BGP producerbgp

(Optional) Filter on VXLAN producervxlan

(Optional) Detailed informationdetail

(Optional)__readonly__

(Optional) L2RIB ES TableTABLE_l2route_es

(Optional) ESIethernet-segment

(Optional) Originating Routeroriginating-rtr

(Optional) Producer Nameprod-name

(Optional) Interface Handleint-ifhdl

(Optional) Client Notification Bitmapclient-nfn

Command Mode

• /exec
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show l2route evpn fl all
show l2route evpn fl all [ detail ] [ __readonly__ TABLE_l2route_fl_all <topo-id> <peer-id> <flood-list>
<is-service-node> [ <client-nfn> ] ]

Syntax Description

Show running system informationshow

Layer 2 routing information basel2route

EVPNevpn

Flood Listfl

Display all routes without filteringall

(Optional) Detailed informationdetail

(Optional)__readonly__

(Optional) L2RIB Flood List All TableTABLE_l2route_fl_all

(Optional) Topology IDtopo-id

(Optional) Peer-IDpeer-id

(Optional) Flood Listflood-list

(Optional) Is Service Nodeis-service-node

(Optional) Client Notification Bitmapclient-nfn

Command Mode

• /exec
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show l2route evpn fl evi
show l2route evpn fl evi <vpn-id> [ detail ] [ __readonly__ TABLE_l2route_fl <peer-id> <flood-list>
<is-service-node> [ <client-nfn> ] ]

Syntax Description

Show running system informationshow

Layer 2 routing information basel2route

EVPNevpn

Flood Listfl

Filter on E-VPN identifier (VLAN-ID or BD-ID)evi

E-VPN identifier (VLAN-ID or BD-ID)vpn-id

(Optional) Detailed informationdetail

(Optional)__readonly__

(Optional) L2RIB Flood List TableTABLE_l2route_fl

(Optional) Peer-IDpeer-id

(Optional) Flood Listflood-list

(Optional) Is Service Nodeis-service-node

(Optional) Client Notification Bitmapclient-nfn

Command Mode

• /exec
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show l2route evpn imet all
show l2route evpn imet all [ detail ] [ __readonly__ TABLE_l2route_imet_all <topo-id> <vni> <prod-type>
<ip-addr> [ <eth-tag-id> ] [ <pmsi-flags> ] [ <flags> ] [ <type> ] [ <vni-label> ] [ <tunnel-id> ] [ <client-nfn>
] ]

Syntax Description

Show running system informationshow

Layer 2 routing information basel2route

EVPNevpn

IMET Routeimet

Display all routes without filteringall

(Optional) Detailed informationdetail

(Optional)__readonly__

(Optional) L2RIB IMET All TableTABLE_l2route_imet_all

(Optional) Topology IDtopo-id

(Optional) VNIvni

(Optional) Producer Typeprod-type

(Optional) IP Addressip-addr

(Optional) Ethernet Tag IDeth-tag-id

(Optional) PMSI Flagspmsi-flags

(Optional) Flagsflags

(Optional) Typetype

(Optional) VNI Labelvni-label

(Optional) Tunnel IDtunnel-id

(Optional) Client Notification Bitmapclient-nfn

Command Mode

• /exec
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show l2route evpn imet evi
show l2route evpn imet evi <vpn-id> [ bgp | vxlan ] [ detail ] [ __readonly__ TABLE_l2route_imet <vni>
<prod-type> <ip-addr> [ <eth-tag-id> ] [ <pmsi-flags> ] [ <flags> ] [ <type> ] [ <vni-label> ] [ <tunnel-id>
] [ <client-nfn> ] ]

Syntax Description

Show running system informationshow

Layer 2 routing information basel2route

EVPNevpn

IMET Routeimet

Filter on E-VPN identifier (VLAN-ID or BD-ID)evi

E-VPN identifier (VLAN-ID or BD-ID)vpn-id

(Optional) Filter on BGP producer (remote imet routes)bgp

(Optional) Filter on VXLAN producer (local imet routes)vxlan

(Optional) Detailed informationdetail

(Optional)__readonly__

(Optional) L2RIB IMET TableTABLE_l2route_imet

(Optional) VNIvni

(Optional) Producer Typeprod-type

(Optional) IP Addressip-addr

(Optional) Ethernet Tag IDeth-tag-id

(Optional) PMSI Flagspmsi-flags

(Optional) Flagsflags

(Optional) Typetype

(Optional) VNI Labelvni-label

(Optional) Tunnel IDtunnel-id

(Optional) Client Notification Bitmapclient-nfn

Command Mode

• /exec
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show l2route evpn mac-ip all
show l2route evpn mac-ip all [ detail ] [ __readonly__ TABLE_l2route_mac_ip_all <topo-id> <mac-addr>
<prod-type> <flags> <seq-num> <host-ip> <next-hop1> [ <next-hop2> ] [ <l3-info> ] [ <fwd-state> ] [
<rte-res> ] [ <sent-to> ] [ <peerid> ] [ <peer-ifindex> ] [ <esi-id> ] [ <soo> ] [ <pcinfo> ] ]

Syntax Description

Show running system informationshow

Layer 2 routing information basel2route

EVPNevpn

MAC-IP Routemac-ip

Display all routes without filteringall

(Optional) Detailed informationdetail

(Optional)__readonly__

(Optional) L2RIB Mac-IP All TableTABLE_l2route_mac_ip_all

(Optional) Topology IDtopo-id

(Optional) Mac Addressmac-addr

(Optional) Producer Typeprod-type

(Optional) Flagsflags

(Optional) Sequence Numberseq-num

(Optional) Host IPhost-ip

(Optional) Next Hop 1next-hop1

(Optional) Next Hop 2next-hop2

(Optional) L3 Informationl3-info

(Optional) Forwarding Statefwd-state

(Optional) Route Resolutionrte-res

(Optional) Active Clientssent-to

(Optional) Peer IDpeerid

(Optional) Peer Interface Indexpeer-ifindex

(Optional) ESI IDesi-id

(Optional) SOOsoo
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(Optional) Port-Channel Infopcinfo

Command Mode

• /exec
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show l2route evpn mac-ip evi
show l2route evpn mac-ip evi <vpn-id> [ arp | bgp | hmm ] [ mac <mac_addr> ] [ host-ip { <ipv4_host> |
<ipv6_host> } ] [ next-hop { <ipv4_addr> | <ipv6_addr> | <if-hdl> } ] [ detail ] [ __readonly__
TABLE_l2route_mac_ip_evi <topo-id> <mac-addr> <prod-type> <seq-num> <host-ip> <next-hop1> [
<next-hop2> ] [ <l3-info> ] [ <fwd-state> ] [ <rte-res> ] [ <sent-to> ] [ <peerid> ] [ <peer-ifindex> ] [ <esi-id>
] [ <soo> ] [ <pcinfo> ] ]

Syntax Description

Show running system informationshow

Layer 2 routing information basel2route

EVPNevpn

MAC-IP Routemac-ip

Filter on E-VPN identifier (VLAN-ID or BD-ID)evi

E-VPN identifier (VLAN-ID or BD-ID)vpn-id

(Optional) Filter on ARP producerarp

(Optional) Filter on BGP producerbgp

(Optional) Filter on HMM producerhmm

(Optional) Filter on MAC addressmac

(Optional) 48-bit MAC address valuemac_addr

(Optional) Filter on Host IP addresshost-ip

(Optional) IPv4 addressipv4_host

(Optional) Filter on Next-Hop IP or Interface Namenext-hop

(Optional) IPv4 address of Next Hopipv4_addr

(Optional) Interface index of Next Hopif-hdl

(Optional) Detailed informationdetail

(Optional)__readonly__

(Optional) L2RIB Mac-IP TableTABLE_l2route_mac_ip_evi

(Optional) Topology IDtopo-id

(Optional) Mac Addressmac-addr

(Optional) Producer Typeprod-type

(Optional) Host IPhost-ip
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(Optional) Sequence Numberseq-num

(Optional) Next Hop 1next-hop1

(Optional) Next Hop 2next-hop2

(Optional) Forwarding Statefwd-state

(Optional) Route Resolutionrte-res

(Optional) Active Clientssent-to

(Optional) ESI IDesi-id

(Optional) SOOsoo

(Optional) Port-Channel Infopcinfo

(Optional) L3 Informationl3-info

(Optional) Peer IDpeerid

(Optional) Peer Interface Indexpeer-ifindex

Command Mode

• /exec
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show l2route evpn mac all
show l2route evpn mac all [ detail ] [ __readonly__ TABLE_l2route_mac_all <topo-id> <mac-addr>
<prod-type> <flags> <seq-num><next-hop1> [ <next-hop2> ] [ <rte-res> ] [ <fwd-state> ] [ <res-pl-next-hop1>
] [ <res-pl-next-hop2> ] [ <sent-to> ] [ <esi-id> ] [ <soo> ] [ <pcinfo> ] ]

Syntax Description

Show running system informationshow

Layer 2 routing information basel2route

EVPNevpn

MAC Routemac

Display all routes without filteringall

(Optional) Detailed informationdetail

(Optional)__readonly__

(Optional) L2RIB Mac All TableTABLE_l2route_mac_all

(Optional) Topology IDtopo-id

(Optional) Mac Addressmac-addr

(Optional) Producer Typeprod-type

(Optional) Flagsflags

(Optional) Sequence Numberseq-num

(Optional) Forwarding Statefwd-state

(Optional) Resultant PL Next hop 1res-pl-next-hop1

(Optional) Resultant PL Next hop 2res-pl-next-hop2

(Optional) Route Resolutionrte-res

(Optional) Active Clientssent-to

(Optional) ESI IDesi-id

(Optional) SOOsoo

(Optional) Port-Channel Infopcinfo

(Optional) Next Hop 1next-hop1

(Optional) Next Hop 2next-hop2

Command Mode
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• /exec
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show l2route evpn mac evi
show l2route evpn mac evi <vpn-id> [ static | local | bgp | vxlan | lisp ] [ mac <mac_addr> ] [ next-hop {
<ipv4_addr> | <ipv6_addr> | <if-hdl> } ] [ esi <esi-id> ] [ detail ] [ __readonly__ TABLE_l2route_mac_evi
<topo-id> <mac-addr> <prod-type> <flags> <seq-num><next-hop1> [ <next-hop2> ] [ <rte-res> ] [ <fwd-state>
] [ <res-pl-next-hop1> ] [ <res-pl-next-hop2> ] [ <sent-to> ] [ <esi-id> ] [ <soo> ] [ <pcinfo> ] ]

Syntax Description

Show running system informationshow

Layer 2 routing information basel2route

EVPNevpn

MAC Routemac

Filter on E-VPN identifier (VLAN-ID or BD-ID)evi

E-VPN identifier (VLAN-ID or BD-ID)vpn-id

(Optional) Filter on Static producerstatic

(Optional) Filter on Local producerlocal

(Optional) Filter on BGP producerbgp

(Optional) Filter on VXLAN producervxlan

(Optional) Filter on LISP producerlisp

(Optional) Filter on MAC addressmac

(Optional) Filter on ESI valueesi

(Optional) Enter 48-bit MAC address valuemac_addr

(Optional) Filter on Next-Hop IP or Interface Namenext-hop

(Optional) IPv4 address of Next Hopipv4_addr

(Optional) Interface index of Next Hopif-hdl

(Optional) Detailed informationdetail

(Optional)__readonly__

(Optional) L2RIB Mac EVI TableTABLE_l2route_mac_evi

(Optional) Topology IDtopo-id

(Optional) Mac Addressmac-addr

(Optional) Producer Typeprod-type
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(Optional) Flagsflags

(Optional) Sequence Numberseq-num

(Optional) Next Hop 1next-hop1

(Optional) Next Hop 2next-hop2

(Optional) Forwarding Statefwd-state

(Optional) Resultant PL Next hop 1res-pl-next-hop1

(Optional) Resultant PL Next hop 2res-pl-next-hop2

(Optional) Route Resolutionrte-res

(Optional) Active Clientssent-to

(Optional) ESI IDesi-id

(Optional) SOOsoo

(Optional) Port-Channel Infopcinfo

Command Mode

• /exec
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show l2route evpn path-list all
show l2route evpn path-list { all | esi <esi-id> } [ detail ] [ __readonly__ TABLE_l2route_evpn_pathlist_all
<topo-id> <prod> <esi> [ <ecmp_label> ] [ <flags> ] [ <client_ctx> ] <mac-cnt> <client-nfn> [ { <cp-next-hop>
} ] [ { <res-next-hop> } ] ]

Syntax Description

Show running system informationshow

Layer 2 routing information basel2route

EVPNevpn

Path-Listpath-list

Display all routes without filteringall

ESI Valueesi

ESI IDesi-id

(Optional) Detailed informationdetail

(Optional)__readonly__

(Optional) L2RIB EVPN Pathlist all TableTABLE_l2route_evpn_pathlist_all

(Optional) Topology IDtopo-id

(Optional) Producerprod

(Optional) ESIesi

(Optional) ECMP labelecmp_label

(Optional) Flagsflags

(Optional) Client contextclient_ctx

(Optional) Mac countmac-cnt

(Optional) Client Notification Bitmapclient-nfn

(Optional) Control plane Next hopscp-next-hop

(Optional) Resultant Next hopsres-next-hop

Command Mode

• /exec
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show l2route evpn startup-route all
show l2route evpn startup-route all [ detail ] [ __readonly__ TABLE_l2route_startup_route_all <topo-id>
<src-group> <del-src-group> [ <src-lpbk-ifhdl> ] [ <nve-ifhdl> ] [ <flags> ] [ <client-nfn> ] ]

Syntax Description

Show running system informationshow

Layer 2 routing information basel2route

EVPNevpn

Startup Routestartup-route

Display all routes without filteringall

(Optional) Detailed informationdetail

(Optional)__readonly__

(Optional) L2RIB Startup-Route All TableTABLE_l2route_startup_route_all

(Optional) Topology IDtopo-id

(Optional) Source Groupsrc-group

(Optional) Delivery Source Groupdel-src-group

(Optional) Source Loopback Interface Handlesrc-lpbk-ifhdl

(Optional) NVE Interface Handlenve-ifhdl

(Optional) Flagsflags

(Optional) Client Notification Bitmapclient-nfn

Command Mode

• /exec
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show l2route evpn startup-route evi
show l2route evpn startup-route evi <vpn-id> [ detail ] [ __readonly__ TABLE_l2route_startup_route
<src-group> <del-src-group> [ <src-lpbk-ifhdl> ] [ <nve-ifhdl> ] [ <flags> ] [ <client-nfn> ] ]

Syntax Description

Show running system informationshow

Layer 2 routing information basel2route

EVPNevpn

Startup Routestartup-route

Filter on E-VPN identifier (VLAN-ID or BD-ID)evi

E-VPN identifier (VLAN-ID or BD-ID)vpn-id

(Optional) Detailed informationdetail

(Optional)__readonly__

(Optional) L2RIB Startup-Route TableTABLE_l2route_startup_route

(Optional) Source Groupsrc-group

(Optional) Delivery Source Groupdel-src-group

(Optional) Source Loopback Interface Handlesrc-lpbk-ifhdl

(Optional) NVE Interface Handlenve-ifhdl

(Optional) Flagsflags

(Optional) Client Notification Bitmapclient-nfn

Command Mode

• /exec
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show l2route fl topology
show l2route fl { topology <topo-id> | all } [ detail ] [ __readonly__ TABLE_l2route_fl [ <topo-id> ] <peer-id>
<flood-list> <is-service-node> [ <client-nfn> ] ]

Syntax Description

Show running system informationshow

Layer 2 routing information basel2route

Flood Listfl

Display all routes without filteringall

Filter on toplogy IDtopology

topology IDtopo-id

(Optional) Detailed informationdetail

(Optional)__readonly__

(Optional) L2RIB Flood List TableTABLE_l2route_fl

(Optional) Topology IDtopo-id

(Optional) Peer-IDpeer-id

(Optional) Flood Listflood-list

(Optional) Is Service Nodeis-service-node

(Optional) Client Notification Bitmapclient-nfn

Command Mode

• /exec
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show l2route peerid
show l2route peerid [ __readonly__ TABLE_l2route_peerid <if-hdl> <ip-addr> <peer-id> <if-idx> <num-macs>
<num-nhs> ]

Syntax Description

Show running system informationshow

Layer 2 routing information basel2route

Display Peer ID DBpeerid

(Optional)__readonly__

(Optional) L2RIB Peer-ID TableTABLE_l2route_peerid

(Optional) Interface Handleif-hdl

(Optional) IP Addressip-addr

(Optional) Peer Interface Indexif-idx

(Optional) Peer-IDpeer-id

(Optional) Number of Macsnum-macs

(Optional) Number of NHsnum-nhs

Command Mode

• /exec
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show l2route summary
show l2route summary [ __readonly__ { <total_memory> <numof_converged_tables> [ {
TABLE_l2route_summary <table_name> { TABLE_producer <producer_name> <id> <objects> <memory>
} <total><total_obj><total_mem> } ] } ]

Syntax Description

Show running system informationshow

Layer 2 routing information basel2route

Summarysummary

(Optional) Read only__readonly__

(Optional) Total memorytotal_memory

(Optional) Number of converged tablesnumof_converged_tables

(Optional) L2route summary tableTABLE_l2route_summary

(Optional) Table nametable_name

(Optional) Producer tableTABLE_producer

(Optional) Producer nameproducer_name

(Optional) idid

(Optional) objectsobjects

(Optional) Memorymemory

Command Mode

• /exec
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show l2route topology
show l2route { mac-ip | openflow mac-ip } { topology <topo-id> | all } [ detail ] [ __readonly__
TABLE_l2route_mac_ip_openflow <topo-id> <mac-addr> <prod-type> <seq-num> <host-ip> <next-hop1>
[ <next-hop2> ] [ <l3-info> ] [ <fwd-state> ] [ <rte-res> ] [ <sent-to> ] [ <peerid> ] [ <peer-ifindex> ] [ <esi-id>
] [ <soo> ] [ <pcinfo> ] ]

Syntax Description

Show running system informationshow

Layer 2 routing information basel2route

MAC-IP Routemac-ip

Display all routes without filteringall

openflowopenflow

Filter on toplogy IDtopology

topology IDtopo-id

(Optional) Detailed informationdetail

(Optional)__readonly__

(Optional) L2RIB Mac-IP TableTABLE_l2route_mac_ip_openflow

(Optional) Topology IDtopo-id

(Optional) Mac Addressmac-addr

(Optional) Producer Typeprod-type

(Optional) Host IPhost-ip

(Optional) Next Hop 1next-hop1

(Optional) Next Hop 2next-hop2

(Optional) Sequence Numberseq-num

(Optional) Forwarding Statefwd-state

(Optional) Route Resolutionrte-res

(Optional) Active Clientssent-to

(Optional) ESI IDesi-id

(Optional) SOOsoo

(Optional) Port-Channel Infopcinfo
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(Optional) L3 Informationl3-info

(Optional) Peer IDpeerid

(Optional) Peer Interface Indexpeer-ifindex

Command Mode

• /exec
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show l2route topology
show l2route topology [ <topo_id> ] [ detail ] [ __readonly__ TABLE_l2route_topology <topo-id> <topo-name>
<topo-type> [ <vni> ] [ <encap-type> ] [ <iod> ] [ <if-hdl> ] [ <vtep-ip> ] [ <emulated-ip> ] [ <emulated-ro-ip>
] [ <tx-id> ] [ <rcvd-flag> ] [ <rmac> ] [ <vrf-id> ] [ <vmac> ] [ <flags> ] [ <sub-flags> ] [ <prev-flags> ] ]

Syntax Description

Show running system informationshow

Layer 2 routing information basel2route

Display topology IDstopology

(Optional) Enter Topology IDtopo_id

(Optional) Detailed informationdetail

(Optional)__readonly__

(Optional) L2RIB Topology TableTABLE_l2route_topology

(Optional) Topology IDtopo-id

(Optional) Topology Nametopo-name

(Optional) Topology Typetopo-type

(Optional) VNIvni

(Optional) Encap Typeencap-type

(Optional) IODiod

(Optional) Interface Handleif-hdl

(Optional) VTEP IP Addressvtep-ip

(Optional) Emulated VTEP IP Addressemulated-ip

(Optional) Emulated RO VTEP IP Addressemulated-ro-ip

(Optional) Transaction ID for Topology Acktx-id

(Optional) Flag to Indicate Topology Ackrcvd-flag

(Optional) Local Router MAC (For L3 VNIs)rmac

(Optional) VRF ID (For L3 VNIs)vrf-id

(Optional) Local Virtual MAC (For L3 VNIs)vmac

(Optional) Flagsflags

(Optional) Sub Flagssub-flags
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(Optional) Previous Flagsprev-flags

Command Mode

• /exec
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show l2route topology
show l2route { mac | openflow mac | dataplane mac [ local | remote ] } { topology <topo-id> | all } [ detail ]
[ __readonly__ TABLE_l2route_mac <topo-id> <mac-addr> <prod-type> <flags> <seq-num> <next-hop1>
[ <next-hop2> ] [ <rte-res> ] [ <fwd-state> ] [ <res-pl-next-hop1> ] [ <res-pl-next-hop2> ] [ <sent-to> ] [
<esi-id> ] [ <soo> ] [ <pcinfo> ] ]

Syntax Description

Show running system informationshow

Layer 2 routing information basel2route

dataplanedataplane

openflowopenflow

MAC Routemac

Display all routes without filteringall

(Optional) dataplane learnt local routeslocal

(Optional) dataplane learnt remote routesremote

Filter on toplogy IDtopology

topology IDtopo-id

(Optional) Detailed informationdetail

(Optional)__readonly__

(Optional) L2RIB Mac All TableTABLE_l2route_mac

(Optional) Topology IDtopo-id

(Optional) Mac Addressmac-addr

(Optional) Producer Typeprod-type

(Optional) Flagsflags

(Optional) Sequence Numberseq-num

(Optional) Next Hop 1next-hop1

(Optional) Next Hop 2next-hop2

(Optional) Forwarding Statefwd-state

(Optional) Resultant PL Next hop1res-pl-next-hop1

(Optional) Resultant PL Next hop2res-pl-next-hop2
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(Optional) Route Resolutionrte-res

(Optional) Active Clientssent-to

(Optional) ESI IDesi-id

(Optional) SOOsoo

(Optional) Port-Channel Infopcinfo

Command Mode

• /exec
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show lacp counters
show lacp counters [ interface <if0> ] [ __readonly__ TABLE_interface <interface> TABLE_member <port>
<pdus-sent> <pdus-rcvd> <marker-rcvd> <marker-resp-sent> <pkt-errors> [ <illegal-rcvd> ] [ <unknown-rcvd>
] ]

Syntax Description

Show running system informationshow

LACP protocollacp

LACP counterscounters

(Optional) Specify a port-channelinterface

(Optional)if0

(Optional)__readonly__

(Optional) Port channel tableTABLE_interface

(Optional) Port channelinterface

(Optional) Member port infoTABLE_member

(Optional) Member portport

(Optional) Number of PDUs sentpdus-sent

(Optional) Number of PDUs receivedpdus-rcvd

(Optional) Number of Marker PDUs receivedmarker-rcvd

(Optional) Number of Marker response PDUs sentmarker-resp-sent

(Optional) Number of packet errorspkt-errors

(Optional) Number of illegal packets receivedillegal-rcvd

(Optional) Number of unknown packets receivedunknown-rcvd

Command Mode

• /exec
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show lacp interface
show lacp interface [ <if0> ] [ __readonly__ <interface> <operational-state> <channel-group> <port-channel>
<pdus-sent> <pdus-rcvd> <marker-sent> <marker-rcvd> <marker-resp-sent> <marker-resp-rcvd>
<unknown-rcvd> <illegal-rcvd> <lag-id> <active-time> { localport <local-interface> <local-mac-address>
<local-system-priority> <local-port-priority> <local-port-num><local-op-key><local-activity> <local-timeout>
<local-sync> <local-collecting> <local-distributing> <partner-info-timeout> <local-admin-state>
<local-oper-state> } { partnerport <partner-interface> <partner-mac-address> <partner-system-priority>
<partner-port-priority> <partner-port-num> <partner-op-key> <partner-activity> <partner-timeout>
<partner-sync> <partner-collecting> <partner-distributing> <partner-admin-state> <partner-oper-state> }
<agg-or-indiv> ]

Syntax Description

Show running system informationshow

LACP protocollacp

Specify a interfaceinterface

(Optional)if0

(Optional)__readonly__

(Optional) Interface IDinterface

(Optional) Channel Groupchannel-group

(Optional) Port Channelport-channel

(Optional) LAG Idlag-id

(Optional) active-timeactive-time

(Optional) Operational Stateoperational-state

(Optional) Aggregate or individual portagg-or-indiv

(Optional) PDUs receivedpdus-rcvd

(Optional) PDUs sentpdus-sent

(Optional) Markers receivedmarker-rcvd

(Optional) Markers sentmarker-sent

(Optional) Marker response receivedmarker-resp-rcvd

(Optional) Marker response sentmarker-resp-sent

(Optional) Unknown pdus receivedunknown-rcvd

(Optional) Illegal pdus receivedillegal-rcvd
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(Optional) Local port informationlocalport

(Optional) Interfacelocal-interface

(Optional) MAC Addresslocal-mac-address

(Optional) System Prioritylocal-system-priority

(Optional) Port Prioritylocal-port-priority

(Optional) Port Numberlocal-port-num

(Optional) Operational Keylocal-op-key

(Optional) Local Admin Statelocal-admin-state

(Optional) Local Oper Statelocal-oper-state

(Optional) Modelocal-activity

(Optional) Timeoutlocal-timeout

(Optional) Synchronizationlocal-sync

(Optional) Distributinglocal-distributing

(Optional) Collectinglocal-collecting

(Optional) Partner information refresh timeoutpartner-info-timeout

(Optional) Partner port informationpartnerport

(Optional) Partner Interfacepartner-interface

(Optional) Partner MAC Addresspartner-mac-address

(Optional) Partner System Prioritypartner-system-priority

(Optional) Partner Port Prioritypartner-port-priority

(Optional) Partner Port Numberpartner-port-num

(Optional) Operational Keypartner-op-key

(Optional) Partner Admin Statepartner-admin-state

(Optional) Partner Oper Statepartner-oper-state

(Optional) Modepartner-activity

(Optional) Timeoutpartner-timeout

(Optional) Synchronizationpartner-sync

(Optional) Distributingpartner-distributing

(Optional) Collectingpartner-collecting
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Command Mode

• /exec
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show lacp issu-impact
show lacp issu-impact [ __readonly__ TABLE_interface <interface> ]

Syntax Description

Show running system informationshow

Show LACP informationlacp

Check for ISSU readinessissu-impact

(Optional)__readonly__

(Optional) Port-channel issu-impact member listTABLE_interface

(Optional) Port-channel Memberinterface

Command Mode

• /exec
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show lacp neighbor
show lacp neighbor [ interface <if0> ] [ __readonly__ TABLE_interface <interface> TABLE_member <port>
<partner-system-id> <partner-port-num> <partner-age> <partner-flags> <partner-port-priority>
<partner-oper-key> <partner-port-state> ]

Syntax Description

Show running system informationshow

LACP protocollacp

LACP interface neighborneighbor

(Optional) Specify a port-channelinterface

(Optional)if0

(Optional)__readonly__

(Optional) Port channel tableTABLE_interface

(Optional) Port channelinterface

(Optional) Member port infoTABLE_member

(Optional) Member portport

(Optional) Partner System IDpartner-system-id

(Optional) Partner Port Numberpartner-port-num

(Optional) Partner agepartner-age

(Optional) Partner flagspartner-flags

(Optional) Partner Port Prioritypartner-port-priority

(Optional) Partner oper keypartner-oper-key

(Optional) Partner port statepartner-port-state

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1520

All Show Commands
show lacp neighbor



show lacp port-channel
show lacp port-channel [ interface <if0> ] [ __readonly__ TABLE_interface <interface> <aggr-mac-address>
<local-system-priority> <local-system-id> <local-admin-key> <local-oper-key> <partner-system-priority>
<partner-system-id> <partner-oper-key> <max-delay> <agg-or-indiv> { <port-list> } + ]

Syntax Description

Show running system informationshow

LACP protocollacp

LACP port-channelsport-channel

(Optional) Specify a port-channelinterface

(Optional)if0

(Optional)__readonly__

(Optional) Port channel tableTABLE_interface

(Optional) Port channelinterface

(Optional) Mac Address of aggregatoraggr-mac-address

(Optional) Local System Prioritylocal-system-priority

(Optional) Local System-Idlocal-system-id

(Optional) Local admin keylocal-admin-key

(Optional) Local oper keylocal-oper-key

(Optional) Partner System Prioritypartner-system-priority

(Optional) Partner System-Idpartner-system-id

(Optional) Partner oper keypartner-oper-key

(Optional) Maximum delay between aggregator and mac-clientmax-delay

(Optional) Aggregate or individual portagg-or-indiv

(Optional) List of port names for member portsport-list

Command Mode

• /exec
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show lacp system-identifier
show lacp system-identifier [ __readonly__ <system-priority> <system-mac> ]

Syntax Description

Show running system informationshow

LACP protocollacp

Show system-identifier informationsystem-identifier

(Optional)__readonly__

(Optional) System prioritysystem-priority

(Optional) System mac addresssystem-mac

Command Mode

• /exec
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show ldap-search-map
show ldap-search-map [ __readonly__ { number_of_search_maps <search_map_count> } {
TABLE_ldap_searchmaps <map_name> [ <map_baseDN> <map_attr> <map_filter> ] } ]

Syntax Description

(Optional)__readonly__

(Optional) Total number of search maps configurednumber_of_search_maps

(Optional) Ldap Search map countsearch_map_count

(Optional) Ldap search map configurationTABLE_ldap_searchmaps

(Optional) Search map namemap_name

(Optional) Ldap base DNmap_baseDN

(Optional) Search map attributemap_attr

(Optional) Ldap Search filtermap_filter

Show running system informationshow

Show LDAP configuration informationldap-search-map

Command Mode

• /exec
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show ldap-server
show ldap-server [ __readonly__ { global_timeout <g_timeout> } { global_port <g_port> } { global_deadtime
<g_deadtime> } { total_number_of_server <g_servers_count> } { TABLE_ldap_hosts <ldap_host>
<h_idletime> <h_test_user> <h_test_passwd> [ <h_test_dn> ] <h_timeout> <h_port> <h_rootDN>
<h_ssl_enable> } ]

Syntax Description

(Optional)__readonly__

(Optional) Ldap host configurationTABLE_ldap_hosts

(Optional) Ldap host global timeoutglobal_timeout

(Optional) Ldap host global portglobal_port

(Optional) Ldap host global deadtimeglobal_deadtime

(Optional) Total number of ldap hosts configuredtotal_number_of_server

(Optional) Total number of ldap hosts configuredg_servers_count

(Optional) global timeout valueg_timeout

(Optional) Global ldap portg_port

(Optional) Global deadtime valueg_deadtime

(Optional) Ldap hostldap_host

(Optional) Ldap host idletimeh_idletime

(Optional) Ldap host testuserh_test_user

(Optional) Ldap host passwordh_test_passwd

(Optional) Ldap testuser dnh_test_dn

(Optional) Ldap host timeouth_timeout

(Optional) Ldap host porth_port

(Optional) Ldap host RootDNh_rootDN

(Optional) Ldap host ssl configurationh_ssl_enable

Show running system informationshow

Show LDAP configuration informationldap-server

Command Mode

• /exec
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show ldap-server groups
show ldap-server groups [ __readonly__ { total_number_of_groups <total_groups_count> } { TABLE_groups
<g_name> <g_vrf> <g_mode> <is_bind_and_search> <g_append_with_baseDN> <g_compare_or_bind>
<g_cmp_passwd_attr> [ <user-server-group> ] [ <Cert-DN-match> ] <auth_mechanism> [ TABLE_g_servers
<g_server> <g_port> <g_timeout> ] [ <g_search_map> ] } ]

Syntax Description

Show running system informationshow

Show LDAP configuration informationldap-server

Show LDAP server group configuration informationgroups

(Optional)__readonly__

(Optional) Total number of Ldap groups configuredtotal_number_of_groups

(Optional) Ldap group counttotal_groups_count

(Optional) LDAP Group informationTABLE_groups

(Optional) Ldap group nameg_name

(Optional) LDAP group vrfg_vrf

(Optional) LDAP group modeg_mode

(Optional) Ldap Authentication bind or searchis_bind_and_search

(Optional) LDAP baseDN append informationg_append_with_baseDN

(Optional) LDAP bind or compareg_compare_or_bind

(Optional) LDAP compare password attributeg_cmp_passwd_attr

(Optional) Ldap server group validationuser-server-group

(Optional) Ldap group CERT-DN matchCert-DN-match

(Optional) Ldap server group authentication mechanismauth_mechanism

(Optional) LDAP group server informationTABLE_g_servers

(Optional) LDAP group hostg_server

(Optional) LDAP group host portg_port

(Optional) LDAP griup host timeoutg_timeout

(Optional) LDAP group search mapg_search_map

Command Mode
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• /exec
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show ldap-server statistics
show ldap-server statistics <host0> [ __readonly__ { <server_state> [ <clock_time> { monitoring_statistics
<time_in_pstate> <ndead> <tt_in_dstate> } ] } { { auth_statistics <auth_failed_transactions>
<auth_succ_transactions> <auth_req_sent> <auth_req_timedout> <auth_resp_no_match>
<auth_resp_not_processed> <auth_resp_error> } { acct_statistics <acct_failed_transactions>
<acct_succ_transactions> <acct_req_sent> <acct_req_timedout> <acct_resp_no_match>
<acct_resp_not_processed> <acct_resp_error> } } ]

Syntax Description

Show running system informationshow

Show LDAP configuration informationldap-server

Show LDAP statisticsstatistics

DNS name or IP addresshost0

(Optional)__readonly__

(Optional) Show state of serverserver_state

(Optional) Show clock time in terms of hours, minutes and secondsclock_time

(Optional) Monitoring Statisticsmonitoring_statistics

(Optional) Time in previous statetime_in_pstate

(Optional) Number of times deadndead

(Optional) Total time in dead statett_in_dstate

(Optional) Authentication Statisticsauth_statistics

(Optional) Accounting Statisticsacct_statistics

(Optional) Authentication: Failed transactionsauth_failed_transactions

(Optional) Authentication: Successful transactionsauth_succ_transactions

(Optional) Authentication: Requests sentauth_req_sent

(Optional) Authentication: Requests timedoutauth_req_timedout

(Optional) Authentication: Responses with no matching requestsauth_resp_no_match

(Optional) Authentication: Responses not processedauth_resp_not_processed

(Optional) Authentication: Responses containing errorsauth_resp_error

(Optional) Accounting: Failed transactionsacct_failed_transactions

(Optional) Accounting: Successful transactionsacct_succ_transactions
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(Optional) Accounting: Requests sentacct_req_sent

(Optional) Accounting: Requests timedoutacct_req_timedout

(Optional) Accounting: Responses with no matching requestsacct_resp_no_match

(Optional) Accounting: Responses not processedacct_resp_not_processed

(Optional) Accounting: Responses containing errorsacct_resp_error

Command Mode

• /exec
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show license
show license [ __readonly__ { [ <lic_file_name> <lic_file_contents> ] + } ]

Syntax Description

Show running system informationshow

show the contents of all the license fileslicense

(Optional) Read only__readonly__

(Optional) Name of the license filelic_file_name

(Optional) License file contentslic_file_contents

Command Mode

• /exec
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show license brief
show license brief [ __readonly__ { [ <lic_file_name> ] + } ]

Syntax Description

Show running system informationshow

show the contents of all the license fileslicense

Show a list of license filesbrief

(Optional) Read only__readonly__

(Optional) Name of the license filelic_file_name

Command Mode

• /exec
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show license file
show license file <license-file> [ __readonly__ { [ <lic_file_contents> ] + } ]

Syntax Description

Show running system informationshow

Show the contents of all the license fileslicense

Show contents of a license filefile

Show the contents of license file __nil__ Please install a license before
using this command.

license-file

(Optional) Read only__readonly__

(Optional) License file contentslic_file_contents

Command Mode

• /exec
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show license host-id
show license host-id [ __readonly__ { <host_id> } ]

Syntax Description

Show running system informationshow

show the contents of all the license fileslicense

Show unique id for this host for licensinghost-id

(Optional) Read only__readonly__

(Optional) unique id for this host for licensinghost_id

Command Mode

• /exec
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show license reserved
show license reserved

Syntax Description

show commandsshow

Display licensing informationlicense

Display reserved licenses informationreserved

Command Mode

• /exec
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show license usage
show license usage [ { detail | <license-feature> } ] [ __readonly__ { TABLE_show_lic_usage <feature_name>
<lic_installed> <count> <status> <expiry_date> <comments> } <application_name> ]

Syntax Description

Show running system informationshow

show the contents of all the license fileslicense

Show license usage tableusage

(Optional) Show license usage tabledetail

(Optional) Show services using licenselicense-feature

(Optional) Read only__readonly__

(Optional) License usageTABLE_show_lic_usage

(Optional) Name of the featurefeature_name

(Optional) Is the license installed?lic_installed

(Optional) License countcount

(Optional) License statusstatus

(Optional) Expiry date of the licenseexpiry_date

(Optional) License commentscomments

(Optional) Name of the application using the licenseapplication_name

Command Mode

• /exec
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show line
show line [ __readonly__ <speed> <databits> <stopbits> <parity> <modem_in> <modem_init_str> <stat> [
TABLE_ps_output <ps> ] [ <speed_aux> <databits_aux> <stopbits_aux> <parity_aux> <modem_in_aux>
<modem_init_str_aux> <hw_fc_aux> <stat_aux> [ TABLE_ps_output_aux <ps_aux> ] ] ]

Syntax Description

Show running system informationshow

Show the line configurationline

(Optional)__readonly__

(Optional) Process info for console loginTABLE_ps_output

(Optional) Process info for com1 loginTABLE_ps_output_aux

(Optional) Port speed(baud)speed

(Optional) Bits per bytedatabits

(Optional) Bitsstopbits

(Optional) Parityparity

(Optional) Modem Inmodem_in

(Optional) Modem Init-Stringmodem_init_str

(Optional) Statisticsstat

(Optional) Login processps

(Optional) Port speed(baud)speed_aux

(Optional) Bits per bytedatabits_aux

(Optional) Bitsstopbits_aux

(Optional) Parityparity_aux

(Optional) Modem Inmodem_in_aux

(Optional) Modem Init-Stringmodem_init_str_aux

(Optional) Hardware Flowcontrolhw_fc_aux

(Optional) Statisticsstat_aux

(Optional) Login processps_aux

Command Mode

• /exec
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show line console
show line console [ __readonly__ <speed> <databits> <stopbits> <parity> <modem_in> <modem_init_str>
<stat> [ TABLE_ps_output <ps> ] ]

Syntax Description

Show running system informationshow

Show the line configurationline

Show console line configurationsconsole

(Optional)__readonly__

(Optional) Process info for console loginTABLE_ps_output

(Optional) Port speed(baud)speed

(Optional) Bits per bytedatabits

(Optional) Bitsstopbits

(Optional) Parityparity

(Optional) Modem Inmodem_in

(Optional) Modem Init-Stringmodem_init_str

(Optional) Statisticsstat

(Optional) Login processps

Command Mode

• /exec
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show line console connected
show line console connected [ __readonly__ <output> ]

Syntax Description

Show running system informationshow

Show the line configurationline

Show console line configurationsconsole

Show whether the line is currently connected physicallyconnected

(Optional)__readonly__

(Optional) output stringoutput

Command Mode

• /exec
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show line console user-input-string
show line console user-input-string [ __readonly__ <input> ]

Syntax Description

Show running system informationshow

Show the line configurationline

Show console line configurationsconsole

Show user-input init stringuser-input-string

(Optional)__readonly__

(Optional) user input stringinput

Command Mode

• /exec
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show lisp ddt
show lisp ddt [ vrf { <vrf-name> | <vrf-known-name> } ]

Syntax Description

Show running system informationshow

LISP show commandslisp

LISP Delegated Database Tree (LISP-DDT)ddt

(Optional) Display information for vrfvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Command Mode

• /exec
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show lisp ddt queue
show lisp ddt queue [ [ instance-id <iid> ] { <eid> | <eid6> } ] [ vrf { <vrf-name> | <vrf-known-name> } ]

Syntax Description

Show running system informationshow

LISP show commandslisp

LISP Delegated Database Tree (LISP-DDT)ddt

Display LISP-DDT Map-Request queue in Map-Resolverqueue

(Optional) Show instance-ID summary displayinstance-id

(Optional) Instance-ID for EID-prefixiid

(Optional) IPv4 EID addresseid

(Optional) Display information for vrfvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Command Mode

• /exec
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show lisp ddt referral-cache
{ show lisp ddt referral-cache [ [ instance-id <iid> ] { <eid> | <eid6> } ] [ vrf { <vrf-name> | <vrf-known-name>
} ] } | { show lisp ddt referral-cache { ms-ack | ms-referral | node-referral | ms-not-registered | delegation-hole
| not-authoritative } [ vrf { <vrf-name> | <vrf-known-name> } ] }

Syntax Description

Show running system informationshow

LISP show commandslisp

LISP Delegated Database Tree (LISP-DDT)ddt

Display LISP-DDT referral cachereferral-cache

(Optional) Show instance-ID summary displayinstance-id

(Optional) Instance-ID for EID-prefixiid

(Optional) IPv4 EID addresseid

Referral cache entries to map-serversms-ack

Referral cache entries from parent of map-serversms-referral

Referral cache entries from parent of DDT-nodesnode-referral

Referral cache entries from map-serversms-not-registered

Referral cache entries from any DDT-nodedelegation-hole

Referral cache entries from any DDT-nodenot-authoritative

(Optional) Display information for vrfvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Command Mode

• /exec
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show lisp dynamic-eid
{ show lisp dynamic-eid { summary | { [ <dyn-eid-name> ] [ detail ] } } [ vrf { <vrf-name> | <vrf-known-name>
} ] }

Syntax Description

Show running system informationshow

LISP show commandslisp

Display dynamic-EIDs configured and discovereddynamic-eid

One-line summary display of discovered dynamic-EIDssummary

(Optional) Display a single dynamic-EIDdyn-eid-name

(Optional) Display information for vrfvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display discovered dynamic-EIDsdetail

Command Mode

• /exec
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show lisp elp
show lisp elp [ vrf { <vrf-name> | <vrf-known-name> } ]

Syntax Description

Show running system informationshow

LISP show commandslisp

Display LISP Explicit Locator Paths configuredelp

(Optional) Display information for vrfvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Command Mode

• /exec
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show lisp negative-prefix
show lisp negative-prefix { <eid> | <eid6> } [ vrf { <vrf-name> | <vrf-known-name> } ]

Syntax Description

Show running system informationshow

LISP show commandslisp

Compute negative-prefix for hole in EID spacenegative-prefix

IPv4 EID addresseid

(Optional) Display information for vrfvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Command Mode

• /exec
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show lisp proxy-itr
show lisp proxy-itr [ vrf { <vrf-name> | <vrf-known-name> } ]

Syntax Description

Show running system informationshow

LISP show commandslisp

Display discovered proyx-ITRs (PITRs)proxy-itr

(Optional) Display information for vrfvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Command Mode

• /exec
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show lisp site
{ show lisp site [ { { <eid> | <eid6> } [ instance-id <iid> ] } | { { <eid-prefix> | <eid-prefix6> } [ instance-id
<iid> ] } | <site-name> ] [ detail ] [ vrf { <vrf-name> | <vrf-known-name> } ] }

Syntax Description

Show running system informationshow

LISP show commandslisp

Display Map-Server site EID-prefixes configuredsite

(Optional) Display information for vrfvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display mapping for IP destination EIDeid

(Optional) Display exact match for IP EID-prefix entryeid-prefix

(Optional) Instance EID-prefix registered ininstance-id

(Optional) Instance-ID valueiid

(Optional) Display a single sitesite-name

(Optional) Display allowed registered locator sourcesdetail

Command Mode

• /exec
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show lisp site instance-id
{ show lisp site instance-id [ <iid> ] [ vrf { <vrf-name> | <vrf-known-name> } ] }

Syntax Description

Show running system informationshow

LISP show commandslisp

Display Map-Server site EID-prefixes configuredsite

Show instance-ID summary displayinstance-id

(Optional) Show detail for entries of a single Instance-IDiid

(Optional) Display information for vrfvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Command Mode

• /exec
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show lisp smr
show lisp smr [ vrf { <vrf-name> | <vrf-known-name> } ]

Syntax Description

Show running system informationshow

LISP show commandslisp

Display SMR state for dynamic-EIDssmr

(Optional) Display information for vrfvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Command Mode

• /exec
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show lisp stats-cache
show lisp stats-cache [ vrf { <vrf-name> | <vrf-known-name> } ]

Syntax Description

Show running system informationshow

LISP show commandslisp

Show dynamic statistics cachestats-cache

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Command Mode

• /exec
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show lldp all
show lldp all [ __readonly__ TABLE_lldp_all <intf_desc> <lldp_tx> <lldp_rx> <lldp_dcbx> ]

Syntax Description

Show running system informationshow

Show lldp Protocol informationlldp

Show all interfaces in lldp databaseall

(Optional) Read only__readonly__

(Optional) output of show lldp allTABLE_lldp_all

(Optional) Interface descintf_desc

(Optional) lldp tx statuslldp_tx

(Optional) lldp rx statuslldp_rx

(Optional) lldp dcbx statuslldp_dcbx

Command Mode

• /exec
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show lldp dcbx interface
show lldp dcbx interface <if0> [ __readonly__ <interface> [ <l_op_ver> <l_max_ver> <l_seq_no> <l_ack_no>
[ <l_feature> <l_cfg_len> <l_cfg> ] + ] [ <p_op_ver> <p_max_ver> <p_seq_no> <p_ack_no> [ <p_tlv_type>
<p_tlv_len> <p_tlv_value> ] + ] ]

Syntax Description

Show running system informationshow

Show information about lldplldp

Show dcbx informationdcbx

Show lldp interface informationinterface

Enter interfaceif0

(Optional)__readonly__

(Optional) Interface IDinterface

(Optional) local dcbx control operation versionl_op_ver

(Optional) local dcbx control maximum versionl_max_ver

(Optional) local dcbx control seq nol_seq_no

(Optional) local dcbx control ack nol_ack_no

(Optional) local featurel_feature

(Optional) local feature config lengthl_cfg_len

(Optional) local feature configl_cfg

(Optional) peer dcbx control operation versionp_op_ver

(Optional) peer dcbx control maximum versionp_max_ver

(Optional) peer dcbx control seq nop_seq_no

(Optional) peer dcbx control ack nop_ack_no

(Optional) peer TLV type fieldp_tlv_type

(Optional) peer TLV len fieldp_tlv_len

(Optional) peer TLV value fieldp_tlv_value

Command Mode

• /exec
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show lldp entry
show lldp entry [ <sys-name> ] [ __readonly__ { <neigh_hdr> } { TABLE_entry <chassis_type> <chassis_id>
<port_type> <port_id> <l_port_id> <port_desc> <sys_name> <sys_desc> <ttl> <capability>
<mgmt_addr_type><mgmt_addr> <mgmt_addr_ipv6_type><mgmt_addr_ipv6><vlan_id> } { <neigh_count>
} ]

Syntax Description

Show running system informationshow

Show information about lldplldp

Show lldp entry informationentry

(Optional) WORD Peer's System namesys-name

(Optional)__readonly__

(Optional)neigh_hdr

(Optional) Table EntryTABLE_entry

(Optional) Chassis ID typechassis_type

(Optional) Chassis IDchassis_id

(Optional) Port ID typeport_type

(Optional) Port IDport_id

(Optional) Port IDl_port_id

(Optional) Port descriptionport_desc

(Optional) System namesys_name

(Optional) System descriptionsys_desc

(Optional) Time to livettl

(Optional) Capabilitycapability

(Optional) Management Address typemgmt_addr_type

(Optional) Management Addressmgmt_addr

(Optional) IPV6 Management Address typemgmt_addr_ipv6_type

(Optional) IPV6 Management Addressmgmt_addr_ipv6

(Optional) Vlan IDvlan_id

(Optional)neigh_count
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Command Mode

• /exec
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show lldp interface
show lldp interface <if0> [ __readonly__ <interface> <tx_en> <rx_en> <dcbx_en> <port_mac> [ <tlv_type>
<tlv_len> <tlv_value> ] + [ <l_op_ver> <l_max_ver> <l_seq_no> <l_ack_no> [ <l_feature> <l_cfg_len>
<l_cfg> ] + ] [ <p_op_ver> <p_max_ver> <p_seq_no> <p_ack_no> [ <p_tlv_type> <p_tlv_len> <p_tlv_value>
] + ] ]

Syntax Description

Show running system informationshow

Show information about lldplldp

Show lldp interface informationinterface

Enter interfaceif0

(Optional)__readonly__

(Optional) Interface IDinterface

(Optional) tx enabletx_en

(Optional) rx enablerx_en

(Optional) dcbx enabledcbx_en

(Optional) Port mac addressport_mac

(Optional) TLV type fieldtlv_type

(Optional) TLV len fieldtlv_len

(Optional) TLV value fieldtlv_value

(Optional) local dcbx control operation versionl_op_ver

(Optional) local dcbx control maximum versionl_max_ver

(Optional) local dcbx control seq nol_seq_no

(Optional) local dcbx control ack nol_ack_no

(Optional) local featurel_feature

(Optional) local feature config lengthl_cfg_len

(Optional) local feature configl_cfg

(Optional) peer dcbx control operation versionp_op_ver

(Optional) peer dcbx control maximum versionp_max_ver

(Optional) peer dcbx control seq nop_seq_no
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(Optional) peer dcbx control ack nop_ack_no

(Optional) peer TLV type fieldp_tlv_type

(Optional) peer TLV len fieldp_tlv_len

(Optional) peer TLV value fieldp_tlv_value

Command Mode

• /exec
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show lldp neighbors
show lldp neighbors [ interface <if> ] [ __readonly__ { <neigh_hdr> } { TABLE_nbor <chassis_type>
<chassis_id> <l_port_id> <ttl> <capability> <system_capability> <enabled_capability> <port_type> <port_id>
<mgmt_addr_type> <mgmt_addr> <mgmt_addr_ipv6_type> <mgmt_addr_ipv6> } { <neigh_count> } ]

Syntax Description

Show running system informationshow

Show information about lldplldp

Show lldp neighbor informationneighbors

(Optional) Show lldp neighbor information on an interfaceinterface

(Optional) Enter interfaceif

(Optional)__readonly__

(Optional)neigh_hdr

(Optional) Neighbor TableTABLE_nbor

(Optional) Chassis ID typechassis_type

(Optional) Chassis IDchassis_id

(Optional) Local port IDl_port_id

(Optional) Time to livettl

(Optional) Capabilitycapability

(Optional) System Capabilitysystem_capability

(Optional) Enabled Capabilityenabled_capability

(Optional) Port ID typeport_type

(Optional) Port IDport_id

(Optional) Management Address typemgmt_addr_type

(Optional) Management Addressmgmt_addr

(Optional) IPV6 Management Address typemgmt_addr_ipv6_type

(Optional) IPV6 Management Addressmgmt_addr_ipv6

(Optional)neigh_count

Command Mode

• /exec
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show lldp neighbors detail
show lldp neighbors [ interface <if> ] detail [ __readonly__ { <neigh_hdr> } { TABLE_nbor_detail
<chassis_type> <chassis_id> <port_type> <port_id> <l_port_id> <port_desc> <sys_name> <sys_desc> <ttl>
<capability> <system_capability> <enabled_capability> <mgmt_addr_type> <mgmt_addr>
<mgmt_addr_ipv6_type> <mgmt_addr_ipv6> <vlan_id> <invalid_vlan_id> } { <neigh_count> } ]

Syntax Description

Show running system informationshow

Show information about lldplldp

Show lldp neighbor informationneighbors

(Optional) Show lldp neighbor information on an interfaceinterface

(Optional) Enter interfaceif

Show lldp neighbor detail informationdetail

(Optional)__readonly__

(Optional)neigh_hdr

(Optional) Neighbor detail TableTABLE_nbor_detail

(Optional) Chassis ID typechassis_type

(Optional) Chassis IDchassis_id

(Optional) Port ID typeport_type

(Optional) Port IDport_id

(Optional) Port IDl_port_id

(Optional) Port descriptionport_desc

(Optional) System namesys_name

(Optional) System descriptionsys_desc

(Optional) Time to livettl

(Optional) Capabilitycapability

(Optional) System Capabilitysystem_capability

(Optional) Enabled Capabilityenabled_capability

(Optional) Management Address typemgmt_addr_type

(Optional) Management Addressmgmt_addr
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(Optional) IPV6 Management Address typemgmt_addr_ipv6_type

(Optional) IPV6 Management Addressmgmt_addr_ipv6

(Optional) Vlan IDvlan_id

(Optional) Invalid Vlan IDinvalid_vlan_id

(Optional)neigh_count

Command Mode

• /exec
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show lldp neighbors system-detail
show lldp neighbors [ interface <if> ] system-detail [ __readonly__ { <neigh_hdr> } { TABLE_nbor_sys_detail
<sys_type> <sys_name> <l_port_id> <chassis_type> <chassis_id> <port_type> <port_id> <ttl> <capability>
<mgmt_addr_type> <mgmt_addr> } { <neigh_count> } ]

Syntax Description

Show running system informationshow

Show information about lldplldp

Show lldp neighbor informationneighbors

(Optional) Show lldp neighbor information on an interfaceinterface

(Optional) Enter interfaceif

Show lldp neighbor system detail informationsystem-detail

(Optional)__readonly__

(Optional)neigh_hdr

(Optional) Neighbor sys-detail TableTABLE_nbor_sys_detail

(Optional) System Typesys_type

(Optional) System Namesys_name

(Optional) Local port IDl_port_id

(Optional) Chassis ID typechassis_type

(Optional) Chassis IDchassis_id

(Optional) Port ID typeport_type

(Optional) Port IDport_id

(Optional) Time to livettl

(Optional) Capabilitycapability

(Optional) Management Address typemgmt_addr_type

(Optional) Management Addressmgmt_addr

(Optional)neigh_count

Command Mode

• /exec
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show lldp portid-subtype
show lldp portid-subtype [ __readonly__ <portid_subtype> ]

Syntax Description

Show running system informationshow

Show information about lldplldp

Show lldp portid-subtypeportid-subtype

(Optional)__readonly__

(Optional) portid-subtype for LLDP TLV and MIBsportid_subtype

Command Mode

• /exec
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show lldp timers
show lldp timers [ __readonly__ <ttl> <reinit> <tx_interval> <tx_delay> <hold_mplier> <notification_interval>
]

Syntax Description

Show running system informationshow

Show information about lldplldp

Show lldp timerstimers

(Optional)__readonly__

(Optional) Time to Live for lldp infottl

(Optional) Interface reinit timerreinit

(Optional) Wait interval between successive transmittx_interval

(Optional) Delay between successive frame transmissionstx_delay

(Optional) Hold multiplier for ttlhold_mplier

(Optional) Notification interval for SNMP trapnotification_interval

Command Mode

• /exec
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show lldp tlv-select
show lldp tlv-select [ __readonly__ <management-address-v4> <management-address-v6> <port-description>
<port-vlan> <system-capabilities> <system-description> <system-name> <dcbxp> ]

Syntax Description

Show running system informationshow

Show information about lldplldp

Show lldp tlv-selecttlv-select

(Optional)__readonly__

(Optional) Management address v4management-address-v4

(Optional) Management address v6management-address-v6

(Optional) Port descriptionport-description

(Optional) Port vlanport-vlan

(Optional) System capabilitiessystem-capabilities

(Optional) System descriptionsystem-description

(Optional) System namesystem-name

(Optional) DCBXPdcbxp

Command Mode

• /exec
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show lldp traffic
show lldp traffic [ __readonly__ <tx_cnt> <aged_cnt> <rx_cnt> <rx_err> <disc_cnt> <unrecognized_tlv> ]

Syntax Description

Show running system informationshow

Show information about lldplldp

Show lldp counterstraffic

(Optional)__readonly__

(Optional) Transmit counttx_cnt

(Optional) Aged out countaged_cnt

(Optional) Received countrx_cnt

(Optional) Received error countrx_err

(Optional) Disconnect countdisc_cnt

(Optional) Unrecognized TLV countunrecognized_tlv

Command Mode

• /exec
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show lldp traffic interface
show lldp traffic interface <if> [ __readonly__ <interface> <tx_cnt> <aged_cnt> <rx_cnt> <rx_err> <disc_cnt>
<unrecognized_tlv> ]

Syntax Description

Show running system informationshow

Show information about lldplldp

Show lldp counterstraffic

Show lldp traffic counters on an interfaceinterface

Enter interfaceif

(Optional)__readonly__

(Optional) Interface IDinterface

(Optional) Transmit counttx_cnt

(Optional) Aged out countaged_cnt

(Optional) Received countrx_cnt

(Optional) Received error countrx_err

(Optional) Disconnect countdisc_cnt

(Optional) Unrecognized TLV countunrecognized_tlv

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1564

All Show Commands
show lldp traffic interface



show locator-led status
show locator-led status [ __readonly__ { TABLE_loc_led_stat <component> <status> } ]

Syntax Description

Show running system informationshow

blink locator led on devicelocator-led

statusstatus

(Optional)__readonly__

(Optional)TABLE_loc_led_stat

(Optional)component

(Optional)status

Command Mode

• /exec
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show locator-led status
show locator-led status

Syntax Description

Show running system informationshow

Blink locator LED on devicelocator-led

View which modules have locator LED setstatus

Command Mode

• /exec
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show logging
show logging

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Command Mode

• /exec
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show logging console
show logging console

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show console logging configurationconsole

Command Mode

• /exec
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show logging info
show logging info [ __readonly__ { <console_status> [ <console_severity> ] } { <monitor_status> [
<monitor_severity> ] } { <linecard_status> [ <linecard_severity> ] } { <log_timestamp> } [ {
<source_interface_status> } [ <source_interface_intf> | <source_interface_intf_index><source_interface_error>
] ] { <server_status> [ { TABLE_logserver <server><forwarding><severity><facility><vrf><port> } ] } { {
<origin_id_status> } [ <origin_id> ] } [ [ <logflash_status> ] [ <logflash_severity> ] ] { <logfile_status> [
<logfile_name><logfile_severity><logfile_size> ] } { { TABLE_facility <fac_name><def_level><cur_level>
} { <fac_info> } } ]

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show logging configurationinfo

(Optional)__readonly__

(Optional) console logging statusconsole_status

(Optional) console logging levelconsole_severity

(Optional) monitor logging statusmonitor_status

(Optional) monitor logging levelmonitor_severity

(Optional) linecard logging statuslinecard_status

(Optional) linecard logging levellinecard_severity

(Optional) timestamp unitlog_timestamp

(Optional) source-interface logging statussource_interface_status

(Optional) source-interface interfacesource_interface_intf

(Optional) logging server statusserver_status

(Optional) output of show logging serverTABLE_logserver

(Optional) origin-id statusorigin_id_status

(Optional) origin-idorigin_id

(Optional) logflash statuslogflash_status

(Optional) logflash levellogflash_severity

(Optional) logfile statuslogfile_status

(Optional) output of show logging level(facility)TABLE_facility

(Optional) level infofac_info

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1569

All Show Commands
show logging info



Command Mode

• /exec
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show logging ip access-list cache
show logging ip access-list cache [ detail ] [ __readonly__ <disp_flags> <sgt> <src_ip> <dst_ip> <src_port>
<dst_port> <if_index> <proto> <hit_cnt> <acl_name> <acl_num> <acl_permit> <acl_ingress> <acl_type>
<acl_appl_if_index> <acl_fltr_hit_cnt> ]

Syntax Description

Show running system informationshow

logging informationlogging

IP configurationip

Access-listaccess-list

loggingcache

(Optional) Show additional details about entries in cachedetail

(Optional)__readonly__

(Optional) Display flagsdisp_flags

(Optional) SGTsgt

(Optional) Source IPsrc_ip

(Optional) Dest IPdst_ip

(Optional) Source portsrc_port

(Optional) Dest portdst_port

(Optional) Interfaceif_index

(Optional) Protocolproto

(Optional) Hitshit_cnt

(Optional) ACL Nameacl_name

(Optional) ACL Numberacl_num

(Optional) ACL Permitacl_permit

(Optional) ACL Ingressacl_ingress

(Optional) ACL Filter Typeacl_type

(Optional) ACL Applied Interfaceacl_appl_if_index

(Optional) ACL Filter Countacl_fltr_hit_cnt

Command Mode
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• /exec
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show logging ip access-list status
show logging ip access-list status [ __readonly__ <num_entries> <seconds> <num_packets> ]

Syntax Description

Show running system informationshow

logging informationlogging

IP configurationip

Access-listaccess-list

ACLLOG statusstatus

(Optional)__readonly__

(Optional) Max flowsnum_entries

(Optional) Log-update interval in secondsseconds

(Optional) thresholdnum_packets

Command Mode

• /exec
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show logging last
show logging last <i0>

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show last few lines of logfilelast

Enter number of lines to displayi0

Command Mode

• /exec
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show logging level
show logging level [ { auth | authpriv | cron | daemon | ftp | kernel | local0 | local1 | local2 | local3 | local4 |
local5 | local6 | local7 | lpr | mail | news | syslog | user | uucp } ]

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

(Optional) Show Authorization System logging configurationauth

(Optional) Show Authorization (Private) logging configurationauthpriv

(Optional) Show Cron/at facility logging configurationcron

(Optional) Show System daemons logging configurationdaemon

(Optional) Show File Transfer System logging configurationftp

(Optional) Show kernel logging configurationkernel

(Optional) Show Local use daemons logging configurationlocal0

(Optional) Show Local use daemons logging configurationlocal1

(Optional) Show Local use daemons logging configurationlocal2

(Optional) Show Local use daemons logging configurationlocal3

(Optional) Show Local use daemons logging configurationlocal4

(Optional) Show Local use daemons logging configurationlocal5

(Optional) Show Local use daemons logging configurationlocal6

(Optional) Show Local use daemons logging configurationlocal7

(Optional) Show Line Printer System logging configurationlpr

(Optional) Show Mail System logging configurationmail

(Optional) Show USENET news logging configurationnews

(Optional) Show Internal Syslog Messages logging configurationsyslog

(Optional) Show user process logging configurationuser

(Optional) Show Unix-to-Unix copy system logging configurationuucp

Command Mode
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• /exec
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show logging level aaa
show logging level aaa

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show aaa logging configurationaaa

Command Mode

• /exec
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show logging level acllog
show logging level acllog

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show acllog logging configurationacllog

Command Mode

• /exec
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show logging level aclmgr
show logging level aclmgr

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show aclmgr logging configurationaclmgr

Command Mode

• /exec
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show logging level adbm
show logging level adbm

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show adbm logging configurationadbm

Command Mode

• /exec
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show logging level adjmgr
show logging level adjmgr

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show adjmgr logging configurationadjmgr

Command Mode

• /exec
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show logging level amt
show logging level amt

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show amt logging configurationamt

Command Mode

• /exec
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show logging level arp
show logging level arp

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show arp logging configurationarp

Command Mode

• /exec
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show logging level ascii-cfg
show logging level ascii-cfg

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show ascii-cfg logging configurationascii-cfg

Command Mode

• /exec
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show logging level bfd
show logging level bfd

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show bfd logging configurationbfd

Command Mode

• /exec
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show logging level bgp
show logging level bgp

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show BGP logging configurationbgp

Command Mode

• /exec
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show logging level bloggerd
show logging level bloggerd

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show BloggerD logging configurationbloggerd

Command Mode

• /exec
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show logging level bootvar
show logging level bootvar

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show bootvar logging configurationbootvar

Command Mode

• /exec
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show logging level callhome
show logging level callhome

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show callhome logging configurationcallhome

Command Mode

• /exec
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show logging level capability
show logging level capability

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show capability logging configurationcapability

Command Mode

• /exec
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show logging level cdp
show logging level cdp

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show CDP logging configurationcdp

Command Mode

• /exec
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show logging level cert-enroll
show logging level cert-enroll

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show Cert-enroll logging configurationcert-enroll

Command Mode

• /exec
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show logging level cert_enroll
show logging level cert_enroll

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show Cert-enroll logging configurationcert_enroll

Command Mode

• /exec
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show logging level cfs
show logging level cfs

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Command Mode

• /exec
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show logging level clis
show logging level clis

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show CLIS logging configurationclis

Command Mode

• /exec
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show logging level clk_mgr
show logging level clk_mgr

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show clock manager logging configurationclk_mgr

Command Mode

• /exec
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show logging level confcheck
show logging level confcheck

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show confcheck logging configurationconfcheck

Command Mode

• /exec
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show logging level copp
show logging level copp

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show copp logging configurationcopp

Command Mode

• /exec
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show logging level core
show logging level core

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show core daemon logging configurationcore

Command Mode

• /exec
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show logging level cts
show logging level cts

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show cts logging configurationcts

Command Mode

• /exec
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show logging level dhcp_snoop
show logging level dhcp_snoop

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show DHCP snoop logging configurationdhcp_snoop

Command Mode

• /exec
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show logging level diagnostic device_test
show logging level diagnostic device_test

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Diagnostic commandsdiagnostic

Show device_test logging configurationdevice_test

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1602

All Show Commands
show logging level diagnostic device_test



show logging level diagnostic diagclient
show logging level diagnostic diagclient

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Diagnostic commandsdiagnostic

Show diagclient logging configurationdiagclient

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1603

All Show Commands
show logging level diagnostic diagclient



show logging level diagnostic diagmgr
show logging level diagnostic diagmgr

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Diagnostic commandsdiagnostic

Show diagmgr logging configurationdiagmgr

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1604

All Show Commands
show logging level diagnostic diagmgr



show logging level dot1x
show logging level dot1x

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show dot1x logging configurationdot1x

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1605

All Show Commands
show logging level dot1x



show logging level eigrp
show logging level eigrp [ <eigrp-ptag> ]

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show EIGRP logging configurationeigrp

(Optional) Process tageigrp-ptag

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1606

All Show Commands
show logging level eigrp



show logging level eltm
show logging level eltm

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show eltm logging configurationeltm

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1607

All Show Commands
show logging level eltm



show logging level ethdstats
show logging level ethdstats

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show delta statistics logging configurationethdstats

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1608

All Show Commands
show logging level ethdstats



show logging level ethpm
show logging level ethpm

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show ethpm logging configurationethpm

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1609

All Show Commands
show logging level ethpm



show logging level evb
show logging level evb

Syntax Description

Show running system informationshow

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set syslog filter level for EVBevb

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1610

All Show Commands
show logging level evb



show logging level evmc
show logging level evmc

Syntax Description

Show running system informationshow

Show message logging facilitieslogging

Show facility logging configurationlevel

Show level for evmc syslog messagesevmc

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1611

All Show Commands
show logging level evmc



show logging level evmed
show logging level evmed

Syntax Description

Show running system informationshow

Show message logging facilitieslogging

Show facility logging configurationlevel

Show level for evmed syslog messagesevmed

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1612

All Show Commands
show logging level evmed



show logging level evms
show logging level evms

Syntax Description

Show running system informationshow

Show message logging facilitieslogging

Show facility logging configurationlevel

Show level for evms syslog messagesevms

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1613

All Show Commands
show logging level evms



show logging level fabric forwarding
show logging level fabric forwarding

Syntax Description

Show running system informationshow

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Fabricfabric

Fabric Forwarding Protocol: Host Mobility Manager (HMM)forwarding

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1614

All Show Commands
show logging level fabric forwarding



show logging level fabricpath isis
show logging level fabricpath isis

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show fabricpath logging configurationfabricpath

Show ISIS logging configurationisis

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1615

All Show Commands
show logging level fabricpath isis



show logging level fabricpath switch-id
show logging level fabricpath switch-id

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

fabricpath informationfabricpath

show fabricpath switch-id logging configurationswitch-id

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1616

All Show Commands
show logging level fabricpath switch-id



show logging level feature-mgr
show logging level feature-mgr

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show feature manager logging configurationfeature-mgr

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1617

All Show Commands
show logging level feature-mgr



show logging level fex
show logging level fex

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1618

All Show Commands
show logging level fex



show logging level fs-daemon
show logging level fs-daemon

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show fs-daemon logging configurationfs-daemon

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1619

All Show Commands
show logging level fs-daemon



show logging level glbp
show logging level glbp

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show glbp logging settingsglbp

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1620

All Show Commands
show logging level glbp



show logging level gpixm
show logging level gpixm

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show global-pixm logging configurationgpixm

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1621

All Show Commands
show logging level gpixm



show logging level hsrp
show logging level hsrp

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show HSRP logging configurationhsrp

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1622

All Show Commands
show logging level hsrp



show logging level im
show logging level im

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show im logging configurationim

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1623

All Show Commands
show logging level im



show logging level imp
show logging level imp

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show imp logging configurationimp

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1624

All Show Commands
show logging level imp



show logging level interface-vlan
show logging level interface-vlan

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show interface-vlan logging configurationinterface-vlan

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1625

All Show Commands
show logging level interface-vlan



show logging level ip igmp
show logging level ip igmp

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Display IP informationip

Show igmp logging configurationigmp

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1626

All Show Commands
show logging level ip igmp



show logging level ip msdp
show logging level ip msdp

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Display IP informationip

Show msdp logging configurationmsdp

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1627

All Show Commands
show logging level ip msdp



show logging level ip sla responder
show logging level ip sla responder

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

ip

Service Level Agreement (SLA)sla

Show sla-responder logging configurationresponder

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1628

All Show Commands
show logging level ip sla responder



show logging level ip sla sender
show logging level ip sla sender

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

ip

Service Level Agreement (SLA)sla

Show sla-sender logging configurationsender

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1629

All Show Commands
show logging level ip sla sender



show logging level ipconf
show logging level ipconf [ ipv6 ]

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show ipconf logging configurationipconf

(Optional) Show ipv6 Conf logging configurationipv6

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1630

All Show Commands
show logging level ipconf



show logging level ipfib
show logging level ipfib

Syntax Description

showshow

logginglogging

levellevel

ipfibipfib

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1631

All Show Commands
show logging level ipfib



show logging level ipqos
show logging level ipqos

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1632

All Show Commands
show logging level ipqos



show logging level ipv6 icmp
show logging level ipv6 icmp

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Configure IPv6 featuresipv6

Show icmpv6 logging configurationicmp

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1633

All Show Commands
show logging level ipv6 icmp



show logging level iscm
show logging level iscm

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show iscm logging configurationiscm

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1634

All Show Commands
show logging level iscm



show logging level iscm
show logging level iscm

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show iscm logging configurationiscm

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1635

All Show Commands
show logging level iscm



show logging level isis
show logging level isis

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show ISIS logging configurationisis

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1636

All Show Commands
show logging level isis



show logging level keystore
show logging level { keystore | sksd }

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show Keystore logging configurationkeystore

show Keystore/sksd logging configurationsksd

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1637

All Show Commands
show logging level keystore



show logging level l2fm
show logging level l2fm

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show l2fm logging configurationl2fm

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1638

All Show Commands
show logging level l2fm



show logging level l3vm
show logging level l3vm

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show L3VM logging configurationl3vm

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1639

All Show Commands
show logging level l3vm



show logging level lacp
show logging level lacp

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show lacp logging configurationlacp

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1640

All Show Commands
show logging level lacp



show logging level ldap
show logging level ldap

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show ldap logging configurationldap

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1641

All Show Commands
show logging level ldap



show logging level license
show logging level { license | licmgr }

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show Licensing logging configurationlicense

Show Licensing logging configurationlicmgr

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1642

All Show Commands
show logging level license



show logging level lim
show logging level lim

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show lim logging configurationlim

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1643

All Show Commands
show logging level lim



show logging level lisp
show logging level lisp

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show lisp logging configurationlisp

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1644

All Show Commands
show logging level lisp



show logging level lldp
show logging level lldp

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show LLDP logging configurationlldp

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1645

All Show Commands
show logging level lldp



show logging level m2rib
show logging level m2rib

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show M2RIB logging configurationm2rib

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1646

All Show Commands
show logging level m2rib



show logging level mfdm
show logging level mfdm

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show mfdm logging configurationmfdm

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1647

All Show Commands
show logging level mfdm



show logging level mfwd
show logging level mfwd

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show MCASTFWD logging configurationmfwd

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1648

All Show Commands
show logging level mfwd



show logging level mmode
show logging level mmode

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show maintenance mode logging configurationmmode

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1649

All Show Commands
show logging level mmode



show logging level module
show logging level module

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show module(linecard) manager logging configurationmodule

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1650

All Show Commands
show logging level module



show logging level monitor
show logging level monitor

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show monitor logging configurationmonitor

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1651

All Show Commands
show logging level monitor



show logging level mpls ldp
show logging level mpls ldp

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Display MPLS status and configurationmpls

Show LDP logging configurationldp

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1652

All Show Commands
show logging level mpls ldp



show logging level mpls manager
show logging level mpls manager

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show MPLS logging configurationmpls

Show MPLS manager logging configurationmanager

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1653

All Show Commands
show logging level mpls manager



show logging level mpls switching
show logging level mpls switching

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show MPLS logging configurationmpls

Show mpls switching logging configurationswitching

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1654

All Show Commands
show logging level mpls switching



show logging level mpls traffic-eng
show logging level mpls traffic-eng

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Display MPLS status and configurationmpls

Show Traffic Engineering logging configurationtraffic-eng

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1655

All Show Commands
show logging level mpls traffic-eng



show logging level mvsh
show logging level mvsh

Syntax Description

Show commandsshow

Show message logging facilitieslogging

Show message logging facilitieslevel

Show level for mvsh syslog messagesmvsh

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1656

All Show Commands
show logging level mvsh



show logging level nat
show logging level nat

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show NAT logging configurarionnat

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1657

All Show Commands
show logging level nat



show logging level nbm
show logging level nbm

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show Non Blocking Multicast logging configurationnbm

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1658

All Show Commands
show logging level nbm



show logging level netstack
show logging level netstack

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show netstack logging configurationnetstack

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1659

All Show Commands
show logging level netstack



show logging level nfm
show logging level nfm

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show NFM logging configurationnfm

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1660

All Show Commands
show logging level nfm



show logging level ngoam
show logging level ngoam

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show ngoam logging levelngoam

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1661

All Show Commands
show logging level ngoam



show logging level ntp
show logging level ntp

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show NTP logging settings.ntp

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1662

All Show Commands
show logging level ntp



show logging level nve
show logging level nve

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show NVE logging configurationnve

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1663

All Show Commands
show logging level nve



show logging level nxsdk
show logging level nxsdk

Syntax Description

Show running system informationshow

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

NXOS SDKnxsdk

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1664

All Show Commands
show logging level nxsdk



show logging level onep
show logging level onep

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

One Platformonep

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1665

All Show Commands
show logging level onep



show logging level ospf
show logging level ospf

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show OSPF logging configurationospf

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1666

All Show Commands
show logging level ospf



show logging level ospfv3
show logging level ospfv3

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Display OSPFv3 status and configurationospfv3

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1667

All Show Commands
show logging level ospfv3



show logging level otv
show logging level otv

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show OTV logging configurationotv

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1668

All Show Commands
show logging level otv



show logging level pfstat
show logging level pfstat

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show pfstat logging configurationpfstat

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1669

All Show Commands
show logging level pfstat



show logging level pim
show logging level [ ipv6 ] pim

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

(Optional) Display IPv6 informationipv6

Show pim6 logging configurationpim

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1670

All Show Commands
show logging level pim



show logging level pim
show logging level [ ip ] pim

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

(Optional) Display IP informationip

Show pim logging configurationpim

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1671

All Show Commands
show logging level pim



show logging level pixm
show logging level pixm

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show vdc-local-pixm logging configurationpixm

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1672

All Show Commands
show logging level pixm



show logging level pktmgr
show logging level pktmgr

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show pktmgr logging configurationpktmgr

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging level pktmgr



show logging level platform
show logging level platform

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show platform logging configurationplatform

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1674

All Show Commands
show logging level platform



show logging level plcmgr
show logging level plcmgr

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1675

All Show Commands
show logging level plcmgr



show logging level pltfm_config
show logging level pltfm_config

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show pltfm_config logging configurationpltfm_config

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1676

All Show Commands
show logging level pltfm_config



show logging level plugin
show logging level plugin

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show plugin logging configurationplugin

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging level plugin



show logging level poap
show logging level poap

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show poap logging configurationpoap

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging level poap



show logging level port-channel
show logging level port-channel

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show port-channel logging configurationport-channel

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging level port-channel



show logging level port-profile
show logging level port-profile

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show syslog level for port-profileport-profile

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging level port-profile



show logging level port-security
show logging level port-security

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show port-security logging configurationport-security

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging level port-security



show logging level private-vlan
show logging level private-vlan

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show interface-vlan logging configurationprivate-vlan

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging level private-vlan



show logging level ptp
show logging level ptp

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show ptp logging configurationptp

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging level ptp



show logging level radius
show logging level radius

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show radius logging configurationradius

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging level radius



show logging level res_mgr
show logging level res_mgr

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show res_mgr logging configurationres_mgr

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging level res_mgr



show logging level rip
show logging level rip

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show RIP logging configurationrip

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging level rip



show logging level routing ipv6 multicast
show logging level routing ipv6 multicast

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Display routing informationrouting

Display IPv6 informationipv6

Display multicast informationmulticast

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging level routing ipv6 multicast



show logging level routing multicast
show logging level routing [ ip | ipv4 ] multicast

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Display routing informationrouting

(Optional) Display IP informationip

(Optional) Display IP informationipv4

Display multicast informationmulticast

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging level routing multicast



show logging level rpm
show logging level rpm

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show RPM logging configurationrpm

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging level rpm



show logging level rsvp
show logging level rsvp

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show RSVP logging configurationrsvp

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging level rsvp



show logging level sal
show logging level sal

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show SAL logging configurationsal

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging level sal



show logging level scheduler
show logging level scheduler

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show scheduler logging configurationscheduler

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging level scheduler



show logging level security
show logging level security

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show security logging configurationsecurity

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging level security



show logging level session-mgr
show logging level session-mgr

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show session-mgr logging configurarionsession-mgr

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging level session-mgr



show logging level sflow
show logging level sflow

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show sFlow logging configurationsflow

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging level sflow



show logging level smm
show logging level smm

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show Shared Memory Manager logging configurationsmm

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging level smm



show logging level snmpd
show logging level snmpd

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show SNMP logging configurationsnmpd

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging level snmpd



show logging level snmpmib_proc
show logging level snmpmib_proc

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show snmpmib_proc logging configurationsnmpmib_proc

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging level snmpmib_proc



show logging level spanning-tree
show logging level spanning-tree

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show spanning-tree logging configurationspanning-tree

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging level spanning-tree



show logging level spm
show logging level spm

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show spm logging configurationspm

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging level spm



show logging level stripcl
show logging level stripcl

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show stripcl logging configurationstripcl

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging level stripcl



show logging level sysmgr
show logging level sysmgr

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show sysmgr logging configurationsysmgr

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging level sysmgr



show logging level tacacs
show logging level tacacs

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show tacacs+ logging configurationtacacs

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1703

All Show Commands
show logging level tacacs



show logging level telemetry
show logging level telemetry

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show telemetry logging leveltelemetry

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging level telemetry



show logging level track
show logging level track

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show track logging configurationtrack

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging level track



show logging level tunnel
show logging level tunnel

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show tunnel logging settingstunnel

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging level tunnel



show logging level u2rib
show logging level u2rib

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show U2RIB logging configurationu2rib

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging level u2rib



show logging level u6rib
show logging level u6rib

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show U6RIB logging configurationu6rib

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1708

All Show Commands
show logging level u6rib



show logging level udld
show logging level udld

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show udld logging configurationudld

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging level udld



show logging level ufdm
show logging level ufdm

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show ufdm logging configurationufdm

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging level ufdm



show logging level urib
show logging level urib

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show URIB logging configurationurib

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1711

All Show Commands
show logging level urib



show logging level vdc_mgr
show logging level vdc_mgr

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show vdc manager logging configurationvdc_mgr

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging level vdc_mgr



show logging level virtual-service
show logging level virtual-service

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show virtualization manager logging configurationvirtual-service

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1713

All Show Commands
show logging level virtual-service



show logging level vlan_mgr
show logging level vlan_mgr

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show vlan manager logging configurationvlan_mgr

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1714

All Show Commands
show logging level vlan_mgr



show logging level vmm
show logging level vmm

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show vmm logging configurationvmm

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1715

All Show Commands
show logging level vmm



show logging level vmtracker
show logging level vmtracker

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show vmtracker logging configurationvmtracker

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1716

All Show Commands
show logging level vmtracker



show logging level vntag
show logging level vntag

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show vntag logging configurationvntag

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging level vntag



show logging level vpc
show logging level vpc

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show vPC logging configurationvpc

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1718

All Show Commands
show logging level vpc



show logging level vrrp-cfg
show logging level vrrp-cfg

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show vrrp-cfg logging configurationvrrp-cfg

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1719

All Show Commands
show logging level vrrp-cfg



show logging level vrrp-eng
show logging level vrrp-eng

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show vrrp-eng logging configurationvrrp-eng

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1720

All Show Commands
show logging level vrrp-eng



show logging level vrrpv3
show logging level vrrpv3

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

level for vrrpv3 configurationvrrpv3

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1721

All Show Commands
show logging level vrrpv3



show logging level vshd
show logging level vshd

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1722

All Show Commands
show logging level vshd



show logging level vtp
show logging level vtp

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Show vtp logging configurationvtp

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1723

All Show Commands
show logging level vtp



show logging level xbar
show logging level xbar

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show facility logging configurationlevel

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1724

All Show Commands
show logging level xbar



show logging logfile
show logging logfile

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show contents of logfilelogfile

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging logfile



show logging logfile duration
show logging logfile duration <s1>

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show contents of logfilelogfile

show messages from logfile of last given durationduration

Enter hour, minutes, seconds of duration as HH:MM:SSs1

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1726

All Show Commands
show logging logfile duration



show logging logfile last-index
show logging logfile last-index

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show contents of logfilelogfile

Show the sequence-number of the last message in logfilelast-index

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1727

All Show Commands
show logging logfile last-index



show logging logfile start-seqn
show logging logfile start-seqn <i0> [ end-seqn <i1> ]

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show contents of logfilelogfile

Show messages from logfile from a given start-sequence-numberstart-seqn

Enter starting sequence numberi0

(Optional) Show messages from logfile from a given
end-sequence-number

end-seqn

(Optional) Enter ending sequence numberi1

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging logfile start-seqn



show logging logfile start-time
show logging logfile start-time <i0> <s0> <i1> <s1> [ end-time <i2> <s2> <i3> <s3> ]

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show contents of logfilelogfile

Show messages from logfile from a given start-timestart-time

Enter year in YYYY formati0

Enter Month as Jan, Feb, Mar, ..., Oct, Nov, or Decs0

Enter day of month in dd formati1

Enter hour, minutes, seconds as HH:MM:SSs1

(Optional) Show messages from logfile up to a given end-timeend-time

(Optional) Enter year in YYYY formati2

(Optional) Enter Month as Jan, Feb, Mar, ..., Oct, Nov, or Decs2

(Optional) Enter day of month in dd formati3

(Optional) Enter hour, minutes, seconds as HH:MM:SSs3

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging logfile start-time



show logging loopback
show logging loopback

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show logging loopback configurationloopback

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging loopback



show logging module
show logging module

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show module(linecard) logging configurationmodule

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging module



show logging monitor
show logging monitor

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show monitor logging configurationmonitor

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show logging monitor



show logging nvram
show logging nvram [ [ { last <i0> } ] [ __readonly__ [ <error> ] [ { TABLE_nvram <log> } ] ] ]

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show NVRAM lognvram

(Optional) Show last few lines of nvram loglast

(Optional) Enter number of lines to displayi0

(Optional)__readonly__

(Optional) error messageerror

(Optional) nvram log printsTABLE_nvram

(Optional) single log linelog

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1733

All Show Commands
show logging nvram



show logging onboard
show logging onboard [ card-first-power-on | card-boot-history | <common_options> | endtime <s0> [ {
<common_options> | error-stats [ port <i0> ] } ] | error-stats [ port1 <i1> ] | module <module> [
<common_options> | endtime1 <s1> [ { <common_options> | error-stats [ port3 <i3> ] } ] | error-stats [ port4
<i4> ] | starttime <s2> [ { <common_options> | endtime2 <s3> [ { <common_options> | error-stats [ port6
<i6> ] } ] | error-stats [ port7 <i7> ] } ] | card-first-power-on | card-boot-history ] | obfl-logs | starttime1 <s4>
[ { <common_options> | endtime3 <s5> [ { <common_options> | error-stats [ port8 <i8> ] } ] | error-stats [
port9 <i9> ] } ] | credit-loss [ module <module> [ last <last_no> { minutes | hours | days } ] | last <last_no>
{ minutes | hours | days } ] | flow-control { pause-count [ module <module> [ last <last_no> { minutes | hours
| days } ] | last <last_no> { minutes | hours | days } ] | pause-events [ module <module> [ last <last_no> {
minutes | hours | days } ] | last <last_no> { minutes | hours | days } ] | request-timeout [ module <module> ]
| timeout-drops [ module <module> [ port10 <i10> [ last <last_no> { minutes | hours | days } ] | last <last_no>
{ minutes | hours | days } ] | last <last_no> { minutes | hours | days } ] } ]

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show OBFL informationonboard

(Optional) show card first power on informationcard-first-power-on

(Optional) show card boot historycard-boot-history

(Optional) Show OBFL logs till end time mm/dd/yy-HH:MM:SSendtime

(Optional) End time format - mm/dd/yy-HH:MM:SSs0

(Optional) Show OBFL error statisticserror-stats

(Optional) Show OBFL error statistics for a portport

(Optional)i0

(Optional) give the optionscommon_options

(Optional) Show OBFL error statistics for a portport1

(Optional)i1

(Optional) Show OBFL information for Modulemodule

(Optional) Enter module numbermodule

(Optional) Show OBFL logs till end time mm/dd/yy-HH:MM:SSendtime1

(Optional) End time format - mm/dd/yy-HH:MM:SSs1

(Optional) Show OBFL error statistics for a portport3

(Optional)i3

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1734

All Show Commands
show logging onboard



(Optional) Show OBFL error statistics for a portport4

(Optional)i4

(Optional) Show OBFL logs from start time mm/dd/yy-HH:MM:SSstarttime

(Optional) Start time format - mm/dd/yy-HH:MM:SSs2

(Optional) Show OBFL logs till end time mm/dd/yy-HH:MM:SSendtime2

(Optional) End time format - mm/dd/yy-HH:MM:SSs3

(Optional) Show OBFL error statistics for a portport6

(Optional)i6

(Optional) Show OBFL error statistics for a portport7

(Optional)i7

(Optional) Show OBFL logs from start time mm/dd/yy-HH:MM:SSstarttime1

(Optional) Start time format - mm/dd/yy-HH:MM:SSs4

(Optional) Show OBFL logs till end time mm/dd/yy-HH:MM:SSendtime3

(Optional) End time format - mm/dd/yy-HH:MM:SSs5

(Optional) Show OBFL error statistics for a portport8

(Optional)i8

(Optional) Show OBFL error statistics for a portport9

(Optional)i9

(Optional) Show OBFL Tech Support Log.obfl-logs

(Optional) Show OBFL Timeout Drops logstimeout-drops

(Optional) Show OBFL statistics per port basisport10

(Optional)i10

(Optional) Show OBFL Credit Loss logscredit-loss

(Optional) Show last min/hour/day logslast

(Optional) Duration in min/hrs/daylast_no

(Optional) entry in minutesminutes

(Optional) entry in hourshours

(Optional) entry in daysdays

(Optional) Show OBFL request timeout logrequest-timeout
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(Optional) Show OBFL Flow Control logflow-control

(Optional) Show Flow Control Pause Count Logspause-count

(Optional) Show Flow Control Pause Event Logspause-events

Command Mode

• /exec
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show logging onboard
show logging onboard { counter-stats | endtime <s0> [ { counter-stats | internal { <dc3_options> } } ] | internal
{ <dc3_options> } | module <module> { counter-stats | endtime1 <s1> [ { counter-stats | internal {
<dc3_options> } } ] | internal { <dc3_options> } | starttime <s2> [ { counter-stats | endtime2 <s3> [ {
counter-stats | internal { <dc3_options> } } ] | internal { <dc3_options> } } ] } | starttime1 <s4> [ { counter-stats
| endtime3 <s5> [ { counter-stats | internal { <dc3_options> } } ] | internal { <dc3_options> } } ] }

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show OBFL informationonboard

Show OBFL counter statisticscounter-stats

Show OBFL logs till end time mm/dd/yy-HH:MM:SSendtime

End time format - mm/dd/yy-HH:MM:SSs0

(Optional) Show Logging Onboard Internalinternal

Show OBFL information for Modulemodule

Enter module numbermodule

Show OBFL logs till end time mm/dd/yy-HH:MM:SSendtime1

End time format - mm/dd/yy-HH:MM:SSs1

Show OBFL logs from start time mm/dd/yy-HH:MM:SSstarttime

Start time format - mm/dd/yy-HH:MM:SSs2

(Optional) Show OBFL logs till end time mm/dd/yy-HH:MM:SSendtime2

(Optional) End time format - mm/dd/yy-HH:MM:SSs3

Show OBFL logs from start time mm/dd/yy-HH:MM:SSstarttime1

Start time format - mm/dd/yy-HH:MM:SSs4

(Optional) Show OBFL logs till end time mm/dd/yy-HH:MM:SSendtime3

(Optional) End time format - mm/dd/yy-HH:MM:SSs5

(Optional) dc3 optionsdc3_options

Command Mode

• /exec
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show logging onboard fex
show logging onboard fex <ifex> { boot-uptime | device-version | endtime <s_endtime0> [ { boot-uptime |
device-version | environmental-history | exception-log | internal { kernel | kernel-big | reset-reason } | obfl-history
| stack-trace } ] | environmental-history | exception-log | internal { kernel | kernel-big | reset-reason } |
obfl-history | stack-trace | starttime <s_starttime0> [ { boot-uptime | device-version | endtime <s_endtime1>
[ { boot-uptime | device-version | environmental-history | exception-log | internal { kernel | kernel-big |
reset-reason } | obfl-history | stack-trace } ] | environmental-history | exception-log | internal { kernel | kernel-big
| reset-reason } | obfl-history | stack-trace } ] }

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show OBFL informationonboard

Show OBFL information for FEXfex

Enter FEX IDifex

Show OBFL boot and uptime information.boot-uptime

Show OBFL device version information.device-version

Show OBFL logs till end time mm/dd/yy-HH:MM:SSendtime

End time format - mm/dd/yy-HH:MM:SSs_endtime0

(Optional) End time format - mm/dd/yy-HH:MM:SSs_endtime1

(Optional) Show OBFL environmental historyenvironmental-history

(Optional) Show OBFL exception logexception-log

(Optional) Show Logging Onboard Internalinternal

(Optional) Show kernel logkernel

(Optional) Show kernel log (large records)kernel-big

(Optional) Show reset reasonreset-reason

(Optional) Show OBFL history information.obfl-history

(Optional) Show OBFL kernel stack tracestack-trace

Show OBFL logs from start time mm/dd/yy-HH:MM:SSstarttime

Start time format - mm/dd/yy-HH:MM:SSs_starttime0

Command Mode

• /exec
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show logging onboard kernel-trace
show logging onboard kernel-trace

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show OBFL informationonboard

Show OBFL Kernel Tracekernel-trace

Command Mode

• /exec
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show logging origin-id
show logging origin-id

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show logging origin id configurationorigin-id

Command Mode

• /exec
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show logging pending-diff
show logging pending-diff

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

server address pending configuration diffpending-diff

Command Mode

• /exec
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show logging pending
show logging pending

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

server address pending configurationpending

Command Mode

• /exec
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show logging server
show logging server [ __readonly__ [ <noentry> ] [ { TABLE_logserv <server> <forwarding> <severity>
<facility> <vrf> <port> } ] ]

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show server logging configurationserver

(Optional)__readonly__

(Optional) logging server not configurednoentry

(Optional) output of show logging serverTABLE_logserv

(Optional) remote server addressserver

(Optional) remote server forwardingforwarding

(Optional) remote server severityseverity

(Optional) remote server facilityfacility

(Optional) remote server vrfvrf

(Optional) remote server portport

Command Mode

• /exec
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show logging session status
show logging session status

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show logging session statussession

Show logging session statusstatus

Command Mode

• /exec
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show logging source-interface
show logging source-interface

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show logging source-interface configurationsource-interface

Command Mode

• /exec
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show logging status
show logging status

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show logging statusstatus

Command Mode

• /exec
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show logging timestamp
show logging timestamp

Syntax Description

Show running system informationshow

Show logging configuration and contents of logfilelogging

Show logging timestamp configurationtimestamp

Command Mode

• /exec
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show login on-failure log
show login on-failure log [ __readonly__ [ <status> ] ]

Syntax Description

showshow

loginlogin

authentication failureon-failure

Loglog

(Optional)__readonly__

(Optional) login on failure log enabled or disabledstatus

Command Mode

• /exec
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show login on-successful log
show login on-successful log [ __readonly__ [ <status> ] ]

Syntax Description

showshow

loginlogin

authentication successfulon-successful

Loglog

(Optional)__readonly__

(Optional) login on successful log enabled or disabledstatus

Command Mode

• /exec
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M Show Commands

• show mac-list, on page 1753
• show mac address-table, on page 1754
• show mac address-table, on page 1756
• show mac address-table aging-time, on page 1758
• show mac address-table count, on page 1759
• show mac address-table count es, on page 1761
• show mac address-table learning-mode, on page 1762
• show mac address-table limit, on page 1763
• show mac address-table loop-detect, on page 1764
• show mac address-table multicast, on page 1765
• show mac address-table notification mac-move, on page 1766
• show mac vdc, on page 1767
• show macsec mka, on page 1768
• show macsec mka session, on page 1769
• show macsec mka statistics, on page 1771
• show macsec policy, on page 1776
• show macsec secy statistics, on page 1777
• show maintenance on-reload reset-reasons, on page 1780
• show maintenance profile, on page 1781
• show maintenance snapshot-delay, on page 1782
• show maintenance timeout, on page 1783
• show mcectest, on page 1784
• show mcectest mcec interface, on page 1785
• show mgmt-policy, on page 1786
• show module, on page 1787
• show module bandwidth-fairness, on page 1790
• show module fex, on page 1791
• show module supported, on page 1793
• show module uptime, on page 1794
• show monitor, on page 1795
• show monitor session, on page 1796
• show mpls forwarding statistics, on page 1799
• show mpls interfaces, on page 1801
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• show mpls interfaces detail, on page 1802
• show mpls interfaces statistics, on page 1803
• show mpls ip bindings, on page 1804
• show mpls ip bindings summary, on page 1807
• show mpls ip ttl, on page 1808
• show mpls label range, on page 1809
• show mpls label statistics, on page 1810
• show mpls static binding, on page 1811
• show mpls static binding, on page 1813
• show mpls static binding vrf per-vrf, on page 1815
• show mpls static trace, on page 1816
• show mpls strip labels, on page 1817
• show mpls switching, on page 1818
• show mpls switching clients, on page 1821
• show mvpn bgp mdt, on page 1823
• show mvpn mdt encap, on page 1824
• show mvpn mdt route, on page 1825
• show mvr, on page 1826
• show mvr groups, on page 1827
• show mvr interface, on page 1828
• show mvr members, on page 1829
• show mvr members count, on page 1830
• show mvr members vlan, on page 1831
• show mvr receiver-ports, on page 1832
• show mvr source-ports, on page 1833
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show mac-list
showmac-list { [ <mac_list_name> [ { seq <seq_no> | { <mac_addr> [ <mac_mask> ] } } ] ] } [ __readonly__
TABLE_mac_list <name> <seq> <action> <rule> ]

Syntax Description

Show running system informationshow

Show mac-listsmac-list

(Optional) Name of mac listmac_list_name

(Optional) Sequence numberseq

(Optional) Sequence numberseq_no

(Optional) MAC addressmac_addr

(Optional) MAC maskmac_mask

(Optional)__readonly__

(Optional)TABLE_mac_list

(Optional)name

(Optional)seq

(Optional)action

(Optional)rule

Command Mode

• /exec
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show mac address-table
showmac address-table <module> [ count ] [ static | dynamic | secure ] [ { [ address1 <mac-addr> | { switch-id
<swid> [ sub-switch-id <sswid> ] } | vlan1 <id> | [ vdc1 <vdc> | <e-vdc> ] | fe1 <feid> ] + } | { [ address
<mac-addr> | interface <interface-name> | vlan <id> | [ vdc <vdc> | <e-vdc> ] | fe <feid> ] + } ] [ hex ] [
__readonly__ <entrycount> <l2entry> <header> <pi_e> <age> <rm> <ifname> <sec> <ntfy> <type> ]

Syntax Description

showshow

MAC configuration commandsmac

MAC Address Tableaddress-table

Module Numbermodule

(Optional) Number of entriescount

(Optional) Display Static Entriesstatic

(Optional) Display Dynamic Entriesdynamic

(Optional) Display Secure Entriessecure

(Optional) addressaddress

(Optional) addressaddress1

(Optional) MAC Addressmac-addr

(Optional) Remote Switch IDswitch-id

(Optional) Switch IDswid

(Optional) Remote Sub Switch IDsub-switch-id

(Optional) Sub Switch IDsswid

(Optional) Interfaceinterface

(Optional) Interface nameinterface-name

(Optional) VLANvlan

(Optional) VLANvlan1

(Optional) VLAN IDid

(Optional) VDC ID or Namevdc

(Optional) VDC ID or Namevdc1

(Optional) VDC IDvdc
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(Optional) Select VDC ID that match VDC Namee-vdc

(Optional) Forwarding Engine Instance ID(Zero based)fe

(Optional) Forwarding Engine Instance ID(Zero based)fe1

(Optional) FE ID valuefeid

(Optional) display swid/sswid/lid in hexhex

(Optional)__readonly__

(Optional) Headerheader

(Optional) Primary Interface of EARLpi_e

(Optional) Last seen age in secondsage

(Optional) RMrm

(Optional) interface name as stringifname

(Optional) securesec

(Optional) notifyntfy

(Optional) Number of L2 entriesentrycount

(Optional) L2 Entry Stringl2entry

(Optional) MAC type - Static or Dynamictype

Command Mode

• /exec
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show mac address-table
show mac address-table [ static | dynamic | secure ] [ local ] [ { [ address1 <mac-addr> | { switch-id <swid>
[ sub-switch-id <sswid> ] } | vlan1 <id> ] + } | { [ address <mac-addr> | interface <interface-name> | vlan
<id> ] + } | { [ address2 <mac-addr> | interface1 <interface-name> | vni <vni-id> | peer-ip <peer-ipv4> ] + }
| { [ address3 <mac-addr> | interface2 <interface-name> | vni1 <vni-id> | es { <esid-opt1> | <esid-opt2> | all
} ] + } ] [ __readonly__ <header> TABLE_mac_address
<disp_mac_addr><disp_type><disp_vlan><disp_is_static><disp_age><disp_is_secure><disp_is_ntfy><disp_port>
]

Syntax Description

showshow

MAC configuration commandsmac

MAC Address Tableaddress-table

(Optional) Display Static Entriesstatic

(Optional) Display Dynamic Entriesdynamic

(Optional) Display Secure Entriessecure

(Optional) Display MAC Entries Learned Locally and Not on the
Overlay/VXLAN

local

(Optional) addressaddress

(Optional) addressaddress1

(Optional) addressaddress2

(Optional) addressaddress3

(Optional) MAC Addressmac-addr

(Optional) Remote Switch IDswitch-id

(Optional) Switch IDswid

(Optional) Remote Sub Switch IDsub-switch-id

(Optional) Sub Switch IDsswid

(Optional) Interfaceinterface

(Optional) Interfaceinterface1

(Optional) Interface nameinterface-name

(Optional) Interfaceinterface2

(Optional) Interface nameinterface-name
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(Optional) VLANvlan

(Optional) VLANvlan1

(Optional) VLAN IDid

(Optional) VXLAN Network Identifiervni

(Optional) VXLAN Network Identifiervni1

(Optional) VXLAN Network Identifiervni-id

(Optional) VXLAN Peer IP Addresspeer-ip

(Optional) VXLAN Peer IP Addresspeer-ipv4

(Optional) EVPN Remote ESIDes

(Optional) EE:EE:EE:EE:EE:EE:EE:EE:EE:EE ESID Option 1esid-opt1

(Optional) EEEE.EEEE.EEEE.EEEE.EEEE ESID Option 2esid-opt2

(Optional) all ESIsall

(Optional)__readonly__

(Optional) Headerheader

(Optional) Mac address tableTABLE_mac_address

Command Mode

• /exec
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show mac address-table aging-time
show mac address-table aging-time [ __readonly__ <age_str> <age> ]

Syntax Description

showshow

MAC configuration commandsmac

MAC Address Tableaddress-table

Configured/default ageaging-time

(Optional)__readonly__

(Optional) Age infoage_str

(Optional) Age timeage

Command Mode

• /exec
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show mac address-table count
showmac address-table count [ static | dynamic | secure ] [ local ] [ { [ interface <interface-name> | { switch-id
<swid> [ sub-switch-id <sswid> ] } | vlan <id> ] + } | { [ interface1 <interface-name> | vni <vni-id> | peer-ip
<peer-ipv4> ] + } ] [ __readonly__ TABLE-macaddtblcount <id-out> <count_str> <total_cnt> <dyn_cnt>
<static_cnt> <secure_cnt> <otv_cnt> ]

Syntax Description

showshow

MAC configuration commandsmac

MAC Address Tableaddress-table

Number of MAC entriescount

(Optional) Display Static Entriesstatic

(Optional) Display Dynamic Entriesdynamic

(Optional) Display Secure Entriessecure

(Optional) Display MAC Entries Learned Locally and Not on the
Overlay/VXLAN

local

(Optional) VLANvlan

(Optional) VLAN IDid

(Optional) Interfaceinterface

(Optional) Interfaceinterface1

(Optional) Interface nameinterface-name

(Optional) Remote Switch IDswitch-id

(Optional) Switch IDswid

(Optional) Remote Sub Switch IDsub-switch-id

(Optional) Sub Switch IDsswid

(Optional) VXLAN Network Identifiervni

(Optional) VXLAN Network Identifiervni-id

(Optional) VXLAN Peer IP Addresspeer-ip

(Optional) VXLAN Peer IP Addresspeer-ipv4

(Optional)__readonly__

(Optional) MAC Address Dynamic Count TableTABLE-macaddtblcount
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(Optional) MAC Address Table VLAN IDid-out

(Optional) Count infocount_str

(Optional) Total counttotal_cnt

(Optional) Dynamic countdyn_cnt

(Optional) Static countstatic_cnt

(Optional) Secure countsecure_cnt

(Optional) OTV countotv_cnt

Command Mode

• /exec
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show mac address-table count es
show mac address-table count es { <es-id> | <es-id2> | all }

Syntax Description

showshow

MAC configuration commandsmac

MAC Address Tableaddress-table

Number of MAC entriescount

EVPN Remote ESIDes

EE:EE:EE:EE:EE:EE:EE:EE:EE:EE ESIDes-id

EEEE.EEEE.EEEE.EEEE.EEEE ESIDes-id2

all ESIsall

Command Mode

• /exec
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show mac address-table learning-mode
show mac address-table learning-mode [ vlan <id> ] [ __readonly__ <learning_mode_str> <vlan_id>
<mode_str> ]

Syntax Description

showshow

MAC configuration commandsmac

MAC Address Tableaddress-table

Learning Modelearning-mode

(Optional) VLANvlan

(Optional) VLAN IDid

(Optional)__readonly__

(Optional) Learning Modelearning_mode_str

(Optional) VLAN IDvlan_id

(Optional) Modemode_str

Command Mode

• /exec
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show mac address-table limit
show mac address-table limit [ __readonly__ <limit_str> <limit> ]

Syntax Description

showshow

MAC configuration commandsmac

MAC Address Tableaddress-table

Configured/default mac limitlimit

(Optional)__readonly__

(Optional) Limit infolimit_str

(Optional) Mac limitlimit

Command Mode

• /exec
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show mac address-table loop-detect
show mac address-table loop-detect

Syntax Description

showshow

MACmac

MAC Address Tableaddress-table

Display Action for Mac Loop Detectionloop-detect

Command Mode

• /exec
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show mac address-table multicast
show mac address-table multicast [ vlan <vlan> | bridge-domain <bdid> ] [ __readonly__ [ TABLE_vlan
<vlan-id> [ TABLE_mac <mac-addr> <type> [ TABLE_oif <oifs> ] ] ] ]

Syntax Description

Show running system informationshow

MAC configuration commandsmac

MAC Address Tableaddress-table

mcast mac OIF Static Entrymulticast

(Optional) VLANvlan

(Optional) VLANvlan

(Optional) BDbridge-domain

(Optional) BDbdid

(Optional)__readonly__

(Optional)TABLE_vlan

(Optional)vlan-id

(Optional)TABLE_mac

(Optional)mac-addr

(Optional)type

(Optional)TABLE_oif

(Optional)oifs

Command Mode

• /exec
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show mac address-table notification mac-move
show mac address-table notification mac-move [ __readonly__ TABLE_mac_notif <disp_mm_status>
<disp_mm_triggers> <disp_macs_added> <disp_macs_moved> <disp_macs_removed> ]

Syntax Description

showshow

MACmac

MAC Address Tableaddress-table

Display Notification Informationnotification

Mac Move Notificationmac-move

(Optional) Read Only__readonly__

(Optional) Mac address notification tableTABLE_mac_notif

(Optional) Mac Move Statusdisp_mm_status

(Optional) # of triggersdisp_mm_triggers

(Optional) Number of MACs added since system bring updisp_macs_added

(Optional) Number of MACs removed since system bring updisp_macs_removed

(Optional) Number of MACs moved since system bring updisp_macs_moved

Command Mode

• /exec
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show mac vdc
show mac vdc <vdc_id> [ __readonly__ <vdc_id> <mac_address> ]

Syntax Description

showshow

show management port mac address of the given vdcmac

show management port mac address of this vdc idvdc

please enter vdc idvdc_id

(Optional)__readonly__

(Optional)vdc_id

(Optional)mac_address

Command Mode

• /exec
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show macsec mka
show macsec mka [ summary ] [ __readonly__ { TABLE_mka_summary <ifname> <status> <cipher>
<keyserver> <policy> <keychain> } ]

Syntax Description

Show running system informationshow

Show MACSEC informationmacsec

Show MKA informationmka

(Optional) Show MKA summary informationsummary

(Optional)__readonly__

(Optional)TABLE_mka_summary

(Optional) Interfaceifname

(Optional) MACSEC Session statusstatus

(Optional) Operational MACSEC Cipher-suitecipher

(Optional) Is this acting as interface key-serverkeyserver

(Optional) MACSEC Policy applied to interfacepolicy

(Optional) Keychain associated with interfacekeychain

Command Mode

• /exec
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show macsec mka session
show macsec mka session [ interface <ifname> ] [ details ] [ __readonly__ [ TABLE_mka_session <ifname>
<sci> <peers> <status> <keyserver> ] [ <sessions> <active_sessions> <pending_sessions> ] [
TABLE_mka_session_details <ifname> <status> <sci> <ssci> <port_id> <ckn> <mi> <mn> <policy>
<ks_prio> <keyserver> <cipher> <cipher_operational> <window> <conf_offset> <conf_offset_operational>
<sak_status> <sak_an> <sak_ki> <sak_kn> <last_sak_rekey_time> ] ]

Syntax Description

Show running system informationshow

Show MACSEC informationmacsec

Show MKA informationmka

Show MKA session informationsession

(Optional) Specify interfaceinterface

(Optional) Interface listifname

(Optional) Show MKA detailed informationdetails

(Optional)__readonly__

(Optional)TABLE_mka_session

(Optional) Interfaceifname

(Optional) Interface local TxSCIsci

(Optional) Number of Peerspeers

(Optional) Macsec status of Interfacestatus

(Optional) Interface keyserverkeyserver

(Optional)TABLE_mka_session_details

(Optional) Interfaceifname

(Optional) Session Statusstatus

(Optional) Interface local TxSCIsci

(Optional) Interface local TxSSCIssci

(Optional) MKA Port Identifierport_id

(Optional) CAK Nameckn

(Optional) Member Identifiermi

(Optional) Message Numbermn
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(Optional) MACSEC Policypolicy

(Optional) Key-server Priorityks_prio

(Optional) Key-serverkeyserver

(Optional) MKA Cipher Suitecipher

(Optional) MKA Cipher Suite Operationalcipher_operational

(Optional) Replay Window Sizewindow

(Optional) Confidentiality Offsetconf_offset

(Optional) Confidentiality Offset Operationalconf_offset_operational

(Optional) SAK Statussak_status

(Optional) SAK ANsak_an

(Optional) SAK KIsak_ki

(Optional) SAK KNsak_kn

(Optional) Last SAK rekeylast_sak_rekey_time

(Optional) Total number of Sessionssessions

(Optional) Count of Active Sessionsactive_sessions

(Optional) Count of Pending Sessionspending_sessions

Command Mode

• /exec
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show macsec mka statistics
show macsec mka statistics [ interface <ifname> ] [ __readonly__ [ TABLE_mka_intf_stats [ [ <ifname2> ]
[ TABLE_ca_stats [ [ <ca_stat_ckn> ] [ <ca_stat_pairwise_cak_rekey> ] [ <sa_stat_sak_generated> ] [
<sa_stat_sak_rekey> ] [ <sa_stat_sak_received> ] [ <sa_stat_sak_response_rx> ] [ <mkpdu_stat_mkpdu_tx>
] [ <mkpdu_stat_mkpdu_tx_distsak> ] [ <mkpdu_stat_mkpdu_rx> ] [ <mkpdu_stat_mkpdu_rx_distsak> ] ]
] [ TABLE_idb_stats [ [ <ca_stat_pairwise_cak_rekey> ] [ <sa_stat_sak_generated> ] [ <sa_stat_sak_rekey>
] [ <sa_stat_sak_received> ] [ <sa_stat_sak_response_rx> ] [ <mkpdu_stat_mkpdu_tx> ] [
<mkpdu_stat_mkpdu_tx_distsak> ] [ <mkpdu_stat_mkpdu_rx> ] [ <mkpdu_stat_mkpdu_rx_distsak> ] [
<idb_stat_mkpdu_tx_success> ] [ <idb_stat_mkpdu_tx_fail> ] [ <idb_stat_mkpdu_tx_pkt_build_fail> ] [
<idb_stat_mkpdu_no_tx_on_intf_down> ] [ <idb_stat_mkpdu_no_rx_on_intf_down> ] [
<idb_stat_mkpdu_rx_ca_notfound> ] [ <idb_stat_mkpdu_rx_error> ] [ <idb_stat_mkpdu_rx_success> ] [
<idb_stat_mkpdu_failure_rx_integrity_check_error> ] [ <idb_stat_mkpdu_failure_invalid_peer_mn_error>
] [ <idb_stat_mkpdu_failure_nonrecent_peerlist_mn_error> ] [
<idb_stat_mkpdu_failure_sakuse_kn_mismatch_error> ] [ <idb_stat_mkpdu_failure_sakuse_rx_not_set_error>
] [ <idb_stat_mkpdu_failure_sakuse_key_mi_mismatch_error> ] [
<idb_stat_mkpdu_failure_sakuse_an_not_in_use_error> ] [
<idb_stat_mkpdu_failure_sakuse_ks_rx_tx_not_set_error> ] [
<idb_stat_mkpdu_failure_sakuse_eapol_ethertype_mismatch_error> ] [
<idb_stat_sak_failure_sak_generate_error> ] [ <idb_stat_sak_failure_hash_generate_error> ] [
<idb_stat_sak_failure_sak_encryption_error> ] [ <idb_stat_sak_failure_sak_decryption_error> ] [
<idb_stat_sak_failure_ick_derivation_error> ] [ <idb_stat_sak_failure_kek_derivation_error> ] [
<idb_stat_sak_failure_invalid_macsec_capability_error> ] [ <idb_stat_macsec_failure_rx_sa_create_error>
] [ <idb_stat_macsec_failure_tx_sa_create_error> ] ] ] ] [ TABLE_mka_gbl_stats [ [ <session_secured> ] [
<session_deleted> ] [ <session_keepalive_timeout> ] [ <ca_stat_pairwise_cak_rekey> ] [
<sa_stat_sak_generated> ] [ <sa_stat_sak_rekey> ] [ <sa_stat_sak_received> ] [ <sa_stat_sak_response_rx>
] [ <mkpdu_stat_mkpdu_rx> ] [ <mkpdu_stat_mkpdu_rx_distsak> ] [ <mkpdu_stat_mkpdu_tx> ] [
<mkpdu_stat_mkpdu_tx_distsak> ] [ <mka_error_session_failure_bring_up_error> ] [
<mka_error_sak_failure_sak_generate_error> ] [ <mka_error_sak_failure_hash_generate_error> ] [
<mka_error_sak_failure_sak_encryption_error> ] [ <mka_error_sak_failure_sak_decryption_error> ] [
<mka_error_sak_failure_sak_cipher_mismatch_error> ] [ <mka_error_ca_failure_ick_derivation_error> ] [
<mka_error_ca_failure_kek_derivation_error> ] [ <mka_error_ca_failure_invalid_macsec_capability_error>
] [ <mka_error_macsec_failure_rx_sa_create_error> ] [ <mka_error_macsec_failure_tx_sa_create_error> ] [
<mka_error_mkpdu_failure_mkpdu_tx_error> ] [
<mka_error_mkpdu_failure_mkpdu_rx_integrity_check_error> ] [
<mka_error_mkpdu_failure_mkpdu_invalid_peer_mn_error> ] [
<mka_error_mkpdu_failure_mkpdu_nonrecent_peerlist_mn_error> ] [
<mka_error_mkpdu_failure_sakuse_kn_mismatch_error> ] [
<mka_error_mkpdu_failure_sakuse_rx_not_set_error> ] [
<mka_error_mkpdu_failure_sakuse_key_mi_mismatch_error> ] [
<mka_error_mkpdu_failure_sakuse_an_not_in_use_error> ] [
<mka_error_mkpdu_failure_sakuse_ks_rx_tx_not_set_error> ] [ <global_stats_mkpdu_rx_invalid_ckn> ] [
<global_stats_mkpdu_tx_pkt_build_fail> ] ] ] ] ]

Syntax Description

Show running system informationshow

Show MACSEC informationmacsec

Show MKA informationmka
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Show MKA statisticsstatistics

(Optional) Specify interfaceinterface

(Optional) Interface listifname

(Optional)__readonly__

(Optional) MKA Interface statisticsTABLE_mka_intf_stats

(Optional) CA StatisticsTABLE_ca_stats

(Optional) CA Statistics CKNca_stat_ckn

(Optional) CA Statistics Pairwise CAK Rekeyca_stat_pairwise_cak_rekey

(Optional) SA Statistics SAK generatedsa_stat_sak_generated

(Optional) SA Statistics SAK rekeysa_stat_sak_rekey

(Optional) SA Statistics SAK receivedsa_stat_sak_received

(Optional) SA Statistics SAK response receivedsa_stat_sak_response_rx

(Optional) MKPDU Statistics MKPDU Txmkpdu_stat_mkpdu_tx

(Optional) MKPDU Statistics MKPDU Tx distributed SAKmkpdu_stat_mkpdu_tx_distsak

(Optional) MKPDU Statistics MKPDU Rxmkpdu_stat_mkpdu_rx

(Optional) MKPDU Statistics MKPDU Rx distributed SAKmkpdu_stat_mkpdu_rx_distsak

(Optional) IDB StatisticsTABLE_idb_stats

(Optional) CA Statistics pairwise CAK rekeyca_stat_pairwise_cak_rekey

(Optional) SA Statistics SAK generatedsa_stat_sak_generated

(Optional) SA Statistics SAK rekeysa_stat_sak_rekey

(Optional) SA Statistics SAK receivedsa_stat_sak_received

(Optional) SA Statistics SAK response receivedsa_stat_sak_response_rx

(Optional) MKPDU Statistics MKPDU Txmkpdu_stat_mkpdu_tx

(Optional) MKPDU Statistics MKPDU Tx distributed SAKmkpdu_stat_mkpdu_tx_distsak

(Optional) MKPDU Statistics MKPDU Rxmkpdu_stat_mkpdu_rx

(Optional) MKPDU Statistics MKPDU Rx distributed SAKmkpdu_stat_mkpdu_rx_distsak

(Optional) IDB Statistics MKPDU Tx successidb_stat_mkpdu_tx_success

(Optional) IDB Statistics MKPDU Tx failidb_stat_mkpdu_tx_fail

(Optional) IDB Statistics MKPDU Tx packet build failidb_stat_mkpdu_tx_pkt_build_fail
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(Optional) IDB Statistics MKPDU no Tx on interface downidb_stat_mkpdu_no_tx_on_intf_down

(Optional) IDB Statistics MKPDU no Rx on interface downidb_stat_mkpdu_no_rx_on_intf_down

(Optional) IDB Statistics MKPDU Rx CA not foundidb_stat_mkpdu_rx_ca_notfound

(Optional) IDB Statistics MKPDU Rx erroridb_stat_mkpdu_rx_error

(Optional) IDB Statistics MKPDU Rx successidb_stat_mkpdu_rx_success

(Optional) IDB Statistics - MKPDU failure - Rx integrity check erroridb_stat_mkpdu_failure_rx_integrity_check_error

(Optional) IDB Statistics - MKPDU failure - invalid peer MN erroridb_stat_mkpdu_failure_invalid_peer_mn_error

(Optional) IDB Statistics - MKPDU failure - non recent peerlist MN
error

idb_stat_mkpdu_failure_nonrecent_peerlist_mn_error

(Optional) IDB Statistics - MKPDU failure - SAKuse KN mismatch
error

idb_stat_mkpdu_failure_sakuse_kn_mismatch_error

(Optional) IDB Statistics - MKPDU failure - SAKuse Rx not set erroridb_stat_mkpdu_failure_sakuse_rx_not_set_error

(Optional) IDB Statistics - MKPDU failure - SAKuse keyMI mismatch
error

idb_stat_mkpdu_failure_sakuse_key_mi_mismatch_error

(Optional) IDB Statistics - MKPDU failure - SAKuse AN not in use
error

idb_stat_mkpdu_failure_sakuse_an_not_in_use_error

(Optional) IDB Statistics - MKPDU failure - SAKuse KS Rx Tx not set
error

idb_stat_mkpdu_failure_sakuse_ks_rx_tx_not_set_error

(Optional) IDB Statistics - MKPDU failure - SAKuse EAPOL ethertype
mismatch error

idb_stat_mkpdu_failure_sakuse_eapol_ethertype_mismatch_error

(Optional) IDB Statistics - SAK failure - SAK generate erroridb_stat_sak_failure_sak_generate_error

(Optional) IDB Statistics - SAK failure - Hash generate erroridb_stat_sak_failure_hash_generate_error

(Optional) IDB Statistics - SAK failure - SAK encryption erroridb_stat_sak_failure_sak_encryption_error

(Optional) IDB Statistics - SAK failure - SAK decryption erroridb_stat_sak_failure_sak_decryption_error

(Optional) IDB Statistics - SAK failure - ICK derivation erroridb_stat_sak_failure_ick_derivation_error

(Optional) IDB Statistics - SAK failure - KEK derivation erroridb_stat_sak_failure_kek_derivation_error

(Optional) IDB Statistics - SAK failure - invalid MACsec capability
error

idb_stat_sak_failure_invalid_macsec_capability_error

(Optional) IDB Statistics - SAK failure - Rx SA create erroridb_stat_macsec_failure_rx_sa_create_error

(Optional) IDB Statistics - SAK failure - Tx SA create erroridb_stat_macsec_failure_tx_sa_create_error

(Optional) MKA Global StatisticsTABLE_mka_gbl_stats

(Optional) Session securedsession_secured

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1773

All Show Commands
show macsec mka statistics



(Optional) Session deletedsession_deleted

(Optional) Session keepalive timeoutsession_keepalive_timeout

(Optional) CA Statistics pairwise CAK rekeyca_stat_pairwise_cak_rekey

(Optional) SA Statistics SAK generatedsa_stat_sak_generated

(Optional) SA Statistics SAK rekeysa_stat_sak_rekey

(Optional) SA Statistics SAK receivedsa_stat_sak_received

(Optional) SA Statistics SAK response receivedsa_stat_sak_response_rx

(Optional) MKPDU Statistics MKPDU receivedmkpdu_stat_mkpdu_rx

(Optional) MKPDU Statistics MKPDU received distributed SAKmkpdu_stat_mkpdu_rx_distsak

(Optional) MKPDU Statistics MKPDU transmittedmkpdu_stat_mkpdu_tx

(Optional) MKPDU Statistics MKPDU transmitted distributed SAKmkpdu_stat_mkpdu_tx_distsak

(Optional) MKA Error - Session failure - Bring up errormka_error_session_failure_bring_up_error

(Optional) MKA Error - SAK failure - SAK generate errormka_error_sak_failure_sak_generate_error

(Optional) MKA Error - SAK failure - Hash generate errormka_error_sak_failure_hash_generate_error

(Optional) MKA Error - SAK failure - SAK encryption errormka_error_sak_failure_sak_encryption_error

(Optional) MKA Error - SAK failure - SAK decryption errormka_error_sak_failure_sak_decryption_error

(Optional) MKA Error - SAK failure - SAK Cipher mismatch errormka_error_sak_failure_sak_cipher_mismatch_error

(Optional) MKA Error - CA failure - ICK derivation errormka_error_ca_failure_ick_derivation_error

(Optional) MKA Error - CA failure - KEK derivation errormka_error_ca_failure_kek_derivation_error

(Optional) MKA Error - CA failure - Invalid MACsec capability errormka_error_ca_failure_invalid_macsec_capability_error

(Optional) MKA Error - MACsec failure - Rx SA create errormka_error_macsec_failure_rx_sa_create_error

(Optional) MKA Error - MACsec failure - Tx SA create errormka_error_macsec_failure_tx_sa_create_error

(Optional) MKA Error - MKPDU failure - MKPDU Tx errormka_error_mkpdu_failure_mkpdu_tx_error

(Optional) MKA Error - MKPDU failure - MKPDU Rx integrity check
error

mka_error_mkpdu_failure_mkpdu_rx_integrity_check_error

(Optional) MKA Error - MKPDU failure - invalid peer MN errormka_error_mkpdu_failure_mkpdu_invalid_peer_mn_error

(Optional) MKA Error - MKPDU failure - non recent peerlist MN errormka_error_mkpdu_failure_mkpdu_nonrecent_peerlist_mn_error

(Optional) MKA Error - MKPDU failure - SAKuse KNmismatch errormka_error_mkpdu_failure_sakuse_kn_mismatch_error

(Optional) MKA Error - MKPDU failure - SAKuse Rx not set errormka_error_mkpdu_failure_sakuse_rx_not_set_error
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(Optional) MKA Error - MKPDU failure - SAKuse key MI mismatch
error

mka_error_mkpdu_failure_sakuse_key_mi_mismatch_error

(Optional) MKA Error - MKPDU failure - SAKuse AN not in use errormka_error_mkpdu_failure_sakuse_an_not_in_use_error

(Optional) MKA Error - MKPDU failure - SAKuse KS Rx Tx not set
error

mka_error_mkpdu_failure_sakuse_ks_rx_tx_not_set_error

(Optional) Global Statistics MKPDU received invalid CKNglobal_stats_mkpdu_rx_invalid_ckn

(Optional) Global Statistics Transmit Pkt build failglobal_stats_mkpdu_tx_pkt_build_fail

(Optional) MACSEC Interface Nameifname2

Command Mode

• /exec
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show macsec policy
show macsec policy [ <policy_name> ] [ __readonly__ { TABLE_macsec_policy <name> <cipher_suite>
<keyserver_priority> <window_size> <conf_offset> <security_policy> <sak-expiry-time> } ]

Syntax Description

Show running system informationshow

Show MACSEC policy informationmacsec

Show MACSEC policy informationpolicy

(Optional) Name of MACSEC Policypolicy_name

(Optional)__readonly__

(Optional)TABLE_macsec_policy

(Optional) MACSEC Policy Namename

(Optional) Cipher Suitecipher_suite

(Optional) KeyServer Prioritykeyserver_priority

(Optional) Window Sizewindow_size

(Optional) Confidentiality Offsetconf_offset

(Optional) Security Policysecurity_policy

(Optional) SAK expiry on time intervalsak-expiry-time

Command Mode

• /exec
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show macsec secy statistics
show macsec secy statistics [ interface <ifname> ] [ __readonly__ TABLE_statistics <ifname2> [
<in_pkts_unicast_uncontrolled> ] [ <in_pkts_multicast_uncontrolled> ] [ <in_pkts_broadcast_uncontrolled>
] [ <in_rx_drop_pkts_uncontrolled> ] [ <in_rx_err_pkts_uncontrolled> ] [ <in_pkts_unicast_controlled> ] [
<in_pkts_multicast_controlled> ] [ <in_pkts_broadcast_controlled> ] [ <in_rx_drop_pkts_controlled> ] [
<in_rx_err_pkts_controlled> ] [ <in_octets_uncontrolled> ] [ <in_octets_controlled> ] [
<input_rate_uncontrolled_pps> ] [ <input_rate_uncontrolled_bps> ] [ <input_rate_controlled_pps> ] [
<input_rate_controlled_bps> ] [ <out_pkts_unicast_uncontrolled> ] [ <out_pkts_multicast_uncontrolled> ] [
<out_pkts_broadcast_uncontrolled> ] [ <out_rx_drop_pkts_uncontrolled> ] [ <out_rx_err_pkts_uncontrolled>
] [ <out_pkts_unicast_controlled> ] [ <out_pkts_multicast_controlled> ] [ <out_pkts_broadcast_controlled>
] [ <out_rx_drop_pkts_controlled> ] [ <out_rx_err_pkts_controlled> ] [ <out_octets_uncontrolled> ] [
<out_octets_controlled> ] [ <out_octets_common> ] [ <output_rate_uncontrolled_pps> ] [
<output_rate_uncontrolled_bps> ] [ <output_rate_controlled_pps> ] [ <output_rate_controlled_bps> ] [
<in_pkts_transform_error> ] [ <in_pkts_control> ] [ <in_pkts_untagged> ] [ <in_pkts_no_tag> ] [
<in_pkts_badtag> ] [ <in_pkts_no_sci> ] [ <in_pkts_unknown_sci> ] [ <in_pkts_tagged_ctrl> ] [
<out_pkts_transform_error> ] [ <out_pkts_control> ] [ <out_pkts_untagged> ] [ TABLE_rx_sa_an <rx_sa_an>
[ <in_pkts_unchecked> ] [ <in_pkts_delayed> ] [ <in_pkts_late> ] [ <in_pkts_ok> ] [ <in_pkts_invalid> ] [
<in_pkts_not_valid> ] [ <in_pkts_not_using_sa> ] [ <in_pkts_unused_sa> ] [ <in_octets_decrypted> ] [
<in_octets_validated> ] ] [ TABLE_tx_sa_an <tx_sa_an> [ <out_pkts_encrypted_protected> ] [
<out_pkts_too_long> ] [ <out_pkts_sa_not_inuse> ] [ <out_octets_encrypted_protected> ] ] ]

Syntax Description

Show running system informationshow

Show MACSEC informationmacsec

Show MACSEC secy entity informationsecy

Show MACSEC secy statisticsstatistics

(Optional) Specify interfaceinterface

(Optional) Interface listifname

(Optional)__readonly__

(Optional) MACsec secy statisticsTABLE_statistics

(Optional) In Pkts Unicast Uncontrolledin_pkts_unicast_uncontrolled

(Optional) In Pkts Multicast Uncontrolledin_pkts_multicast_uncontrolled

(Optional) In Pkts Broadcast Uncontrolledin_pkts_broadcast_uncontrolled

(Optional) In Rx Drop Pkts Uncontrolledin_rx_drop_pkts_uncontrolled

(Optional) In Rx Err Pkts Uncontrolledin_rx_err_pkts_uncontrolled

(Optional) In Pkts Unicast Controlledin_pkts_unicast_controlled

(Optional) In Pkts Multicast Controlledin_pkts_multicast_controlled
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(Optional) In Pkts Broadcast Controlledin_pkts_broadcast_controlled

(Optional) In Rx Drop Pkts Controlledin_rx_drop_pkts_controlled

(Optional) In Rx Err Pkts Controlledin_rx_err_pkts_controlled

(Optional) In Octets Uncontrolledin_octets_uncontrolled

(Optional) In Octets Controlledin_octets_controlled

(Optional) Input Rate Uncontrolled BPSinput_rate_uncontrolled_bps

(Optional) Input Rate Uncontrolled PPSinput_rate_uncontrolled_pps

(Optional) Input Rate Controlled BPSinput_rate_controlled_bps

(Optional) Input Rate Controlled PPSinput_rate_controlled_pps

(Optional) Out Pkts Unicast Uncontrolledout_pkts_unicast_uncontrolled

(Optional) Out Pkts Multicast Uncontrolledout_pkts_multicast_uncontrolled

(Optional) Out Pkts Broadcast Uncontrolledout_pkts_broadcast_uncontrolled

(Optional) Out Rx Drop Pkts Uncontrolledout_rx_drop_pkts_uncontrolled

(Optional) Out Rx Err Pkts Uncontrolledout_rx_err_pkts_uncontrolled

(Optional) Out Pkts Unicast Controlledout_pkts_unicast_controlled

(Optional) Out Pkts Multicast Controlledout_pkts_multicast_controlled

(Optional) Out Pkts Broadcast Controlledout_pkts_broadcast_controlled

(Optional) Out Rx Drop Pkts Controlledout_rx_drop_pkts_controlled

(Optional) Out Rx Err Pkts Controlledout_rx_err_pkts_controlled

(Optional) Out Octets Uncontrolledout_octets_uncontrolled

(Optional) Out Ocets Controlledout_octets_controlled

(Optional) Out Octets Commonout_octets_common

(Optional) Output Rate Uncontrolled BPSoutput_rate_uncontrolled_bps

(Optional) Output Rate Uncontrolled PPSoutput_rate_uncontrolled_pps

(Optional) Output Rate Controlled BPSoutput_rate_controlled_bps

(Optional) Output Rate Controlled PPSoutput_rate_controlled_pps

(Optional) In Pkts Transform Errorin_pkts_transform_error

(Optional) In Pkts Controlin_pkts_control

(Optional) In Pkts Untaggedin_pkts_untagged
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(Optional) In Pkts No Tagin_pkts_no_tag

(Optional) In Pkts Bad Tagin_pkts_badtag

(Optional) In Pkts No SCIin_pkts_no_sci

(Optional) In Pkts Unknown SCIin_pkts_unknown_sci

(Optional) In Pkts Tagged Controlin_pkts_tagged_ctrl

(Optional) Out Pkts Transform Errorout_pkts_transform_error

(Optional) Out Pkts Controlout_pkts_control

(Optional) Out Pkts Untaggedout_pkts_untagged

(Optional) MACsec secy rx_sa_an statisticsTABLE_rx_sa_an

(Optional) Rx SA ANrx_sa_an

(Optional) In Pkts Uncheckedin_pkts_unchecked

(Optional) In Pkts Delayedin_pkts_delayed

(Optional) In Pkts Latein_pkts_late

(Optional) In Pkts OKin_pkts_ok

(Optional) In Pkts Invalidin_pkts_invalid

(Optional) In Pkts not Validin_pkts_not_valid

(Optional) In Pkts not using SAin_pkts_not_using_sa

(Optional) In Pkts Unused SAin_pkts_unused_sa

(Optional) In Octets Decryptedin_octets_decrypted

(Optional) In Octets Validatedin_octets_validated

(Optional) MACsec secy tx_sa_an statisticsTABLE_tx_sa_an

(Optional) Tx SA ANtx_sa_an

(Optional) Out Pkts Encrypted Protectedout_pkts_encrypted_protected

(Optional) Out Pkts too Longout_pkts_too_long

(Optional) Out Pkts SA not in useout_pkts_sa_not_inuse

(Optional) Out octets Encrypted Protectedout_octets_encrypted_protected

(Optional) MACSEC Interface Nameifname2

Command Mode

• /exec
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show maintenance on-reload reset-reasons
showmaintenance on-reload reset-reasons [ __readonly__ [ TABLE_reset_reason <reset_reason> ] <rr_bitmap>
]

Syntax Description

Show running system informationshow

maintenancemaintenance

on reload maintenance mode configurationon-reload

system reset reasonsreset-reasons

(Optional)__readonly__

(Optional)TABLE_reset_reason

(Optional) reset reason bitmaprr_bitmap

(Optional) system reset reasonreset_reason

Command Mode

• /exec
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show maintenance profile
show maintenance profile [ <mode> ] [ __readonly__ TABLE_profile <name> TABLE_cfg <cfg> ]

Syntax Description

Show running system informationshow

maintenancemaintenance

maintenance profileprofile

(Optional)mode

(Optional)__readonly__

(Optional)TABLE_profile

(Optional) profile namename

(Optional)TABLE_cfg

(Optional) profile configcfg

Command Mode

• /exec
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show maintenance snapshot-delay
show maintenance snapshot-delay [ __readonly__ <delay> ]

Syntax Description

Show running system informationshow

maintenancemaintenance

after_maintenance snapshot delay valuesnapshot-delay

(Optional)__readonly__

(Optional) delay value in secondsdelay

Command Mode

• /exec
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show maintenance timeout
show maintenance timeout [ __readonly__ <timeout> ]

Syntax Description

Show running system informationshow

maintenancemaintenance

timeout valuetimeout

(Optional)__readonly__

(Optional) timeout valuetimeout

Command Mode

• /exec
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show mcectest
show mcectest <arg> [ __readonly__ <arg_resp> ]

Syntax Description

Show MCECTEST related informationmcectest

Enter your argumentsarg

(Optional) Read Only__readonly__

(Optional) Responsearg_resp

Command Mode

• /exec
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show mcectest mcec interface
show mcectest mcec interface <if> [ use-cache ] [ vdc-id ] [ _readonly_ <mcec_mode> ]

Syntax Description

Show MCECTEST related informationmcectest

Show MCECM informationmcec

if

(Optional) Use cacheuse-cache

(Optional) VDC IDvdc-id

(Optional)_readonly_

(Optional) MCEC port modemcec_mode

Command Mode

• /exec
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show mgmt-policy
show mgmt-policy { <policy-name> | all } [ __readonly__ { TABLE_mgmt_policy { <mgt-pol-name> [
<source-ip> <source-mask> ] [ <source-ip6> ] [ <src-port-rangestart> <src-port-range-end> ] [ <source-port>
] [ <dst-port-rangestart> <dest-port-range-end> ] [ <dest-port> ] } } ]

Syntax Description

Show running system informationshow

PM Management policymgmt-policy

Name of the policypolicy-name

Show all policiesall

(Optional)__readonly__

(Optional) Management policy DetailsTABLE_mgmt_policy

(Optional)mgt-pol-name

(Optional)source-ip

(Optional)source-mask

(Optional)src-port-rangestart

(Optional)src-port-range-end

(Optional)source-port

(Optional)dst-port-rangestart

(Optional)dest-port-range-end

(Optional)dest-port

Command Mode

• /exec
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show module
show module [ { <module> } | { <s0> [ <santa-cruz-range> ] } | { fabric [ <module> ] } ] [ __readonly__ {
TABLE_modinfo <modinf> <ports> <modtype> <model> <status> } [ { TABLE_modpwrinfo <modpwr>
<pwrstat> <reason> } ] { TABLE_modwwninfo <modwwn><sw><hw><slottype> } [ { TABLE_modapplinfo
<modappl> <desc> <applver> } ] { TABLE_modmacinfo <modmac> <mac> <serialnum> } {
TABLE_moddiaginfo <mod> <diagstatus> } { TABLE_xbarinfo <xbarinf> <xbarports> <xbartype>
<xbarmodel> <xbarstatus> } [ { TABLE_xbarpwrinfo <xbarpwr> <xbarpwrstat> <xbarreason> } ] {
TABLE_xbarwwninfo <xbarwwn> <xbarsw> <xbarhw> <xbarwwnstr> } { TABLE_xbarmacinfo <xbarmac>
<xbarmacaddr> <xbarserialnum> } ]

Syntax Description

Show running system informationshow

Show module informationmodule

(Optional) Enter module numbermodule

(Optional) Show xbar informations0

(Optional) please enter the xbar numbersanta-cruz-range

(Optional) Show fabric informationfabric

(Optional)__readonly__

(Optional) Show Module infoTABLE_modinfo

(Optional) Modulemodinf

(Optional) Num Portsports

(Optional) Module Typemodtype

(Optional) Modelmodel

(Optional) Statusstatus

(Optional) Mod Pwr InfoTABLE_modpwrinfo

(Optional) Modulemodpwr

(Optional) Power Statuspwrstat

(Optional) Reasonreason

(Optional) Mod WWN InfoTABLE_modwwninfo

(Optional) Modulemodwwn

(Optional) SW Versw

(Optional) HW Verhw
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(Optional) Slotslottype

(Optional) Mod Appl image infoTABLE_modapplinfo

(Optional) Modulemodappl

(Optional) Image descdesc

(Optional) Versionapplver

(Optional) Mod MAC InfoTABLE_modmacinfo

(Optional) Modulemodmac

(Optional) MACmac

(Optional) Serial Numserialnum

(Optional) Mod diag infoTABLE_moddiaginfo

(Optional) Modulemod

(Optional) Diag statusdiagstatus

(Optional) Show xbar infoTABLE_xbarinfo

(Optional) Modulexbarinf

(Optional) Num Portsxbarports

(Optional) Module Typexbartype

(Optional) Modelxbarmodel

(Optional) Statusxbarstatus

(Optional) Xbar Pwr InfoTABLE_xbarpwrinfo

(Optional) Modulexbarpwr

(Optional) Power Statusxbarpwrstat

(Optional) Reasonxbarreason

(Optional) Xbar WWN InfoTABLE_xbarwwninfo

(Optional) Modulexbarwwn

(Optional) SW Verxbarsw

(Optional) HW Verxbarhw

(Optional) WWNxbarwwnstr

(Optional) Xbar MAC InfoTABLE_xbarmacinfo

(Optional) Modulexbarmac
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(Optional) MACxbarmacaddr

(Optional) Serial Numxbarserialnum

Command Mode

• /exec
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show module bandwidth-fairness
show module <module> bandwidth-fairness [ __readonly__ { TABLE_fairness <statement> } ]

Syntax Description

Show running system informationshow

Show module informationmodule

Enter module numbermodule

Show bandwidth fairness statusbandwidth-fairness

(Optional)__readonly__

(Optional)TABLE_fairness

(Optional)statement

Command Mode

• /exec
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show module fex
show module fex { [ all | <i> ] } [ __readonly__ { TABLE_modinfo <fexinf> <modinf> <ports> <modtype>
<model> <status> } { TABLE_modwwninfo <fexwwn> <modwwn> <sw> <hw> <wwn> } {
TABLE_modmacinfo <fexmac> <modmac> <mac> <serialnum> } ]

Syntax Description

Show running system informationshow

Show module informationmodule

Show fex module informationfex

(Optional) Show information for all FEXall

(Optional) Enter FEX identifieri

(Optional)__readonly__

(Optional) Show Module infoTABLE_modinfo

(Optional) Fexfexinf

(Optional) Modulemodinf

(Optional) Num Portsports

(Optional) Module Typemodtype

(Optional) Modelmodel

(Optional) Statusstatus

(Optional) Mod WWN InfoTABLE_modwwninfo

(Optional) Fexfexwwn

(Optional) Modulemodwwn

(Optional) SW Versw

(Optional) HW Verhw

(Optional) WWNwwn

(Optional) Mod MAC InfoTABLE_modmacinfo

(Optional) Fexfexmac

(Optional) Modulemodmac

(Optional) MACmac

(Optional) Serial Numserialnum

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1791

All Show Commands
show module fex



Command Mode

• /exec
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show module supported
show module supported

Syntax Description

Show running system informationshow

Show module informationmodule

Show supported sw-card-types for this chassissupported

Command Mode

• /exec
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show module uptime
showmodule uptime [ __readonly__ { TABLE_uptimeinf <slot> <starttime><daysup> <hoursup> <minutesup>
<secondsup> } ]

Syntax Description

Show running system informationshow

Show module informationmodule

Show how long the module has been up and runninguptime

(Optional)__readonly__

(Optional) Show uptime infoTABLE_uptimeinf

(Optional) Slotslot

(Optional) Start Timestarttime

(Optional) Days Updaysup

(Optional) Hours Uphoursup

(Optional) Minutes Upminutesup

(Optional) Seconds Upsecondsup

Command Mode

• /exec
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show monitor
show monitor [ __readonly__ TABLE_session <session_number> <state> <state_reason> <description> ]

Syntax Description

Show running system informationshow

Show Ethernet SPAN informationmonitor

(Optional) Read only__readonly__

(Optional) show monitorTABLE_session

(Optional) session idsession_number

(Optional) Statestate

(Optional) State reasonstate_reason

(Optional) Session Descriptiondescription

Command Mode

• /exec
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show monitor session
show monitor session { all | <session_number> | range <session_range> } [ brief ] [ __readonly__
TABLE_session <session_number> <flow_id> <state> <state_reason> <description> <type> <session_mode>
[ <sources_rx> ] + [ <sources_tx> ] + [ <sources_both> ] + [ <destinations> ] + [ <acl_destinations> ] + [
<source_vlans_rx> ] + [ <src_ip> ] + [ <erspan_id> ] + [ <dst_ip> ] + [ <erspan_egress_if> ] + [ <origin_ip>
] + [ <vrf_name> ] + [ <acl_name> ] + [ <erspan_ttl> ] + [ <erspan_dscp> ] + [ <source_vlans_tx> ] + [
<source_vlans_both> ] + [ <filter_vlans> ] + [ <span_mtu> ] + [ <span_rate> ] + [ <span_sampling> ] + [
<tree-id> ] + [ <switchid> ] + [ <err_desc> ] + [ <l3_egress_span> ] + [ <fex_ingress_intf> ] + [
<sampling_capability> ] + [ <mtu_capability> ] + [ <rate_limit_cap> ] + [ <mcbe> ] + [ <switch_id> ] + [
<erspan_v3_cap> ] + [ <erspan_acl> ] + [ <version> ] + [ <erspan_granularity> ] + [ <erspan_gran_cap> ] +
[ <erspan_v2_cap> ] ]

Syntax Description

Show running system informationshow

Show Ethernet SPAN informationmonitor

Show session infosession

All sessionsall

session_number

Specify a rangerange

session_range

(Optional) Brief informationbrief

(Optional) Read only__readonly__

(Optional) show monitorTABLE_session

(Optional) erspan-idflow_id

(Optional) Session Descriptiondescription

(Optional) Error Descriptionerr_desc

(Optional) Session typetype

(Optional) Statestate

(Optional) State reasonstate_reason

(Optional) Session modesession_mode

(Optional) List of ingress sourcessources_rx

(Optional) List of egress sourcessources_tx

(Optional) List of sources in both directionssources_both
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(Optional) SPAN MTU valuespan_mtu

(Optional) SPAN rate limit valuespan_rate

(Optional) SPAN sampling rangespan_sampling

(Optional) List of destinationsdestinations

(Optional) List of interfaces that wont work for acl captureacl_destinations

(Optional) ERSPAN destination IPdst_ip

(Optional) Egress interface for ERSPAN SRC sessionerspan_egress_if

(Optional) ERSPAN source IPsrc_ip

(Optional) ERSPAN origin IP at source routerorigin_ip

(Optional) ERSPAN ID Valueerspan_id

(Optional) ERSPAN session VRFvrf_name

(Optional) ERSPAN session ACLacl_name

(Optional) ERSPAN TTL Valueerspan_ttl

(Optional) ERSPAN DSCP Valueerspan_dscp

(Optional) Source ingress vlansource_vlans_rx

(Optional) Source egress vlansource_vlans_tx

(Optional) Source vlans in both directionssource_vlans_both

(Optional) Filter vlansfilter_vlans

(Optional) proxy layer2 gateway source tree-idtree-id

(Optional) proxy layer2 gateway source switchidswitchid

(Optional) List of modules that support Samplingsampling_capability

(Optional) List of modules that support MTUmtu_capability

(Optional) List of modules that support L3 Multicast Egress SPANl3_egress_span

(Optional) List of fex interfaces that wont work for ingress spanfex_ingress_intf

(Optional) List of modules that support Rate Limitrate_limit_cap

(Optional) List all modules that support multicast best effortmcbe

(Optional) erspan_switch-idswitch_id

(Optional) List of modules that support erspan version3erspan_v3_cap

(Optional) List of modules that support erspan version2erspan_v2_cap
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(Optional) List of modules that support ERSPAN ACL filteringerspan_acl

(Optional) Erspan source version: v2/v3version

(Optional) List of modules that support the granularity seterspan_gran_cap

(Optional) ERSPAN Type III Granularityerspan_granularity

Command Mode

• /exec
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show mpls forwarding statistics
show mpls forwarding statistics [ interface { <interface> | all } ] [ __readonly__ { TABLE_mpls_stats [
<intf_name> ] <mpls_packets_sent> <mpls_bytes_sent> <mpls_packets_received> <mpls_bytes_received>
<mpls_packets_forwarded> <mpls_bytes_forwarded> <mpls_packets_originated> <mpls_bytes_originated>
<mpls_packets_consumed> <mpls_bytes_consumed> <mpls_packets_input_dropped>
<mpls_bytes_input_dropped> <mpls_packets_output_dropped> <mpls_bytes_output_dropped> } ]

Syntax Description

Show running system informationshow

MPLS informationmpls

Display MPLS software forwardedforwarding

Traffic statisticsstatistics

(Optional) Interface specific informationinterface

(Optional) Interface chosen to display statisticsinterface

(Optional) All interfacesall

(Optional)__readonly__

(Optional) MPLS forwarding statisticsTABLE_mpls_stats

(Optional) Interace nameintf_name

(Optional) mpls packet sentmpls_packets_sent

(Optional) mpls bytes sentmpls_bytes_sent

(Optional) mpls packet receivedmpls_packets_received

(Optional) mpls bytes receivedmpls_bytes_received

(Optional) mpls packet forwardedmpls_packets_forwarded

(Optional) mpls bytes forwardedmpls_bytes_forwarded

(Optional) mpls packet originatedmpls_packets_originated

(Optional) mpls bytes originatedmpls_bytes_originated

(Optional) mpls packet consumedmpls_packets_consumed

(Optional) mpls bytes consumedmpls_bytes_consumed

(Optional) mpls packet input droppedmpls_packets_input_dropped

(Optional) mpls bytes input droppedmpls_bytes_input_dropped

(Optional) mpls packet output droppedmpls_packets_output_dropped
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(Optional) mpls bytes output droppedmpls_bytes_output_dropped

Command Mode

• /exec
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show mpls interfaces
show mpls interfaces [ __readonly__ TABLE_mpls_interface <intf> <oper> ]

Syntax Description

Show running system informationshow

Display MPLS status and configurationmpls

Display MPLS Interfacesinterfaces

(Optional)__readonly__

(Optional)TABLE_mpls_interface

(Optional)intf

(Optional)oper

Command Mode

• /exec
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show mpls interfaces detail
show mpls interfaces detail [ __readonly__ TABLE_mpls_interface_det <intf> <client_name> <oper_str>
<ls_id> <mpls_sublayer_name> <mpls_sublayer_id> ]

Syntax Description

Show running system informationshow

Display MPLS status and configurationmpls

Interfacesinterfaces

Detaildetail

(Optional)__readonly__

(Optional)TABLE_mpls_interface_det

(Optional)intf

(Optional)client_name

(Optional)oper_str

(Optional)ls_id

(Optional)mpls_sublayer_name

(Optional)mpls_sublayer_id

Command Mode

• /exec
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show mpls interfaces statistics
show mpls interfaces <ifname> statistics [ __readonly__ TABLE_mpls_interface_stats <intf> <enabled> [
<pkts_in> ] [ <bytes_in> ] [ <pkts_out> ] [ <bytes_out> ] ]

Syntax Description

Show running system informationshow

Display MPLS status and configurationmpls

Interfacesinterfaces

Interface Nameifname

statisticsstatistics

(Optional)__readonly__

(Optional)TABLE_mpls_interface_stats

(Optional)intf

(Optional)enabled

(Optional)pkts_in

(Optional)bytes_in

(Optional)pkts_out

(Optional)bytes_out

Command Mode

• /exec
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show mpls ip bindings
show mpls ip bindings [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ generic ] [ { <prefix> { <mask> |
<mask-length> } | <prefix-mask> } [ longer-prefix ] ] [ neighbor <addr> | local ] [ [ local-label <local-label>
[ local-to <local-label-max> ] ] | [ remote-label <remote-label> [ remote-to <remote-label-max> ] ] ] [
advertisement-prefix-list | detail ] [ __readonly__ { TABLE_bnd [ <ldp_ctx> ] [ <llaf> ] [ {
TABLE_bnd_acl_list <oldstyle> <prefix_acl> <peer_acl> } ] { TABLE_bnd_rec <lib_addr> <lib_mask> [
<lcl_bnd_rev> ] [ <no_route> ] [ <chkpt> ] [ <local_label> ] [ <withdraw> ] [ { TABLE_bnd_peer_list
<peer_ident> } ] [ <remote_label> ] [ <remote_lsr> ] [ <rem_lbl_in_use> ] [ <stale_gr> ] [
<advert_acl_pending> ] [ <peer_acl> ] [ <prefix_acl> ] } } ]

Syntax Description

Show running system informationshow

Display MPLS status and configurationmpls

MPLS IP informationip

Show the MPLS IP Label Information Base (LIB)bindings

(Optional) VRF Routing/Forwarding instance informationvrf

(Optional) VPN Routing/Forwarding instance namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display LIB information in all VRFsall

(Optional) Display generic labelsgeneric

(Optional) Destination prefixprefix

(Optional) Destination prefix maskmask

(Optional) Mask lengthmask-length

(Optional) Destination prefix/maskprefix-mask

(Optional) Include longer matcheslonger-prefix

(Optional) Display labels from LDP neighborneighbor

(Optional) IP adjacency addressaddr

(Optional) Display only locally assigned labelslocal

(Optional) Match locally assigned label valueslocal-label

(Optional) Locally assigned label valuelocal-label

(Optional) Label rangelocal-to

(Optional) Locally assigned label valuelocal-label-max
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(Optional) Match remotely assigned label valuesremote-label

(Optional) Remotely assigned label valueremote-label

(Optional) Label rangeremote-to

(Optional) Remotely assigned label valueremote-label-max

(Optional) Show advertisement prefix listsadvertisement-prefix-list

(Optional) Show detailed informationdetail

(Optional) Read Only__readonly__

(Optional) Show bindings or tib summary for a vrfTABLE_bnd

(Optional) LDP contextldp_ctx

(Optional) Local label filtering specllaf

(Optional) Show advertisement access lists for default vrfTABLE_bnd_acl_list

(Optional) Oldstyle assignment of prefix acls to entriesoldstyle

(Optional) Prefix aclprefix_acl

(Optional) Peer aclpeer_acl

(Optional) Show bindings in a vrfTABLE_bnd_rec

(Optional) LIB entry IP addresslib_addr

(Optional) LIB entry masklib_mask

(Optional) Local binding revision for lib entrylcl_bnd_rev

(Optional) Displays if no route present for lib entryno_route

(Optional) Checkpoint state for lib entrychkpt

(Optional) Local labellocal_label

(Optional) Displays if label withdrawn or label withdraw sentwithdraw

(Optional) Remote binding label switched route for lib entryremote_lsr

(Optional) Remote label for lib entryremote_label

(Optional) Displays if out label is in userem_lbl_in_use

(Optional) Displays if stale GR binding for lib entrystale_gr

(Optional) Displays if advert acl action pending for lib entryadvert_acl_pending

(Optional) Advertisement acl: Peer acl name for lib entrypeer_acl

(Optional) Advertisement acl: Prefix acl name for lib entryprefix_acl
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(Optional) Show list of peers to which local label has been advertisedTABLE_bnd_peer_list

(Optional) Peer to which local label has been advertisedpeer_ident

Command Mode

• /exec
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show mpls ip bindings summary
show mpls ip bindings summary [ __readonly__ { TABLE_bnd <total_prefixes> <assigned_bindings>
<local_bindings> <rem_bindings> <total_rt_info> <current_prev_lbl_entries> <total_prev_lbl_entries>
<current_prev_lbl_queues> <total_prev_lbl_queues> } ]

Syntax Description

Show running system informationshow

Display MPLS status and configurationmpls

MPLS IP informationip

Show the MPLS IP Label Information Base (LIB)bindings

Show summary informationsummary

(Optional) Read Only__readonly__

(Optional) Show bindings or tib summary for a vrfTABLE_bnd

(Optional) Total number of prefixestotal_prefixes

(Optional) Total number of assigned bindingsassigned_bindings

(Optional) Total tib route info allocedtotal_rt_info

(Optional) Total number of locally assigned bindingslocal_bindings

(Optional) Total number of remote bindingsrem_bindings

(Optional) Current number of previous tib remote label entries allocatedcurrent_prev_lbl_entries

(Optional) Total number of previous tib remote label entries allocatedtotal_prev_lbl_entries

(Optional) Current number of previous tib remote label queues allocatedcurrent_prev_lbl_queues

(Optional) Total number of previous tib remote label queues allocatedtotal_prev_lbl_queues

Command Mode

• /exec
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show mpls ip ttl
showmpls ip ttl [ __readonly__ TABLE_mpls_ip_ttl <prop_or_exp> [ <forwarded> ] [ <local> ] [ <exp_count>
] ]

Syntax Description

Show running system informationshow

Display MPLS status and configurationmpls

Display IP informationip

TTL related informationttl

(Optional)__readonly__

(Optional)TABLE_mpls_ip_ttl

(Optional)prop_or_exp

(Optional)forwarded

(Optional)local

(Optional)exp_count

Command Mode

• /exec
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show mpls label range
show mpls label range [ __readonly__ <dynamic-min> <dynamic-max> [ <static-min> <static-max> ] [
<srgb-min> <srgb-max> ] ]

Syntax Description

Show running system informationshow

MPLS configuration commandsmpls

Label propertieslabel

Label rangerange

(Optional)__readonly__

(Optional)dynamic-min

(Optional)dynamic-max

(Optional)static-min

(Optional)static-max

(Optional)srgb-min

(Optional)srgb-max

Command Mode

• /exec
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show mpls label statistics
show mpls label statistics <label>

Syntax Description

Show running system informationshow

Display MPLS status and configurationmpls

Show a specific label statisticslabel

Statistics for the labelstatistics

Labellabel

Command Mode

• /exec
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show mpls static binding
show mpls static binding [ vrf { <vrf-name> | <vrf-known-name> } ] { { ipv4 [ <prefix> { <mask> |
<mask-length> } | <prefix-mask> ] [ local | remote ] [ nexthop <addr> ] [ inconsistency ] [ lsp <slb_name> ]
} | { ipv6 [ <ipv6-prefix> ] [ local | remote ] [ ipv6-nexthop <ipv6-addr> ] [ inconsistency ] } | all [ inconsistency
] } [ __readonly__ [ TABLE_slb [ <slb_name> ] [ <slb_prefix> ] [ <slb_mask> ] <slb_vrf> <slb_inlabel> [
<slb_type> ] [ TABLE_slb_outlbl_list [ <slb_nh_path_num> ] <slb_nhop> <slb_outlabel> ] [
<inconsistency_reason> ] ] ]

Syntax Description

Show running system informationshow

Display MPLS status and configurationmpls

Show MPLS static informationstatic

Show static label bindingsbinding

Show ipv4 static label bindingsipv4

Show ipv6 static label bindingsipv6

Show all static label bindingsall

(Optional) VRF Routing/Forwarding instance informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Incoming (local) static label bindingslocal

(Optional) Outgoing (remote) static label bindingsremote

(Optional) Inconsistent bindings between config and URIBinconsistency

(Optional) Destination ipv4 prefixprefix

(Optional) Destination ipv4 prefix maskmask

(Optional) Ipv4 mask lengthmask-length

(Optional) Destination prefix/maskprefix-mask

(Optional) Ipv4 next hop addressnexthop

(Optional) Ipv4 Next hop addressaddr

(Optional) Ipv6 next hop addressipv6-nexthop

(Optional) LSP Namelsp

(Optional) Read Only__readonly__
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(Optional) Show static label bindings for a given prefixTABLE_slb

(Optional) Nameslb_name

(Optional) Prefixslb_prefix

(Optional) SLB Typeslb_type

(Optional) Mask bitsslb_mask

(Optional) VRF name for prefixslb_vrf

(Optional) Incoming label for prefixslb_inlabel

(Optional) Show static outgoing labels for prefixTABLE_slb_outlbl_list

(Optional) Next-hop addressslb_nhop

(Optional) Identifier for outgoing nexthopslb_nh_path_num

(Optional) Outgoing label for next-hop addressslb_outlabel

(Optional) Reason for inconsistencyinconsistency_reason

Command Mode

• /exec
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show mpls static binding
show mpls static binding [ ipv4 ] [ vrf { <vrf-name> | <vrf-known-name> } ] [ <prefix> { <mask> |
<mask-length> } | <prefix-mask> ] [ local | remote ] [ nexthop <addr> ] [ __readonly__ { TABLE_slb [
<slb_prefix> <slb_mask> ] <slb_vrf> <slb_inlabel> [ { TABLE_slb_outlbl_list <slb_nhop> <slb_outlabel>
} ] } ]

Syntax Description

Show running system informationshow

Display MPLS status and configurationmpls

Show MPLS static informationstatic

Show static label bindingsbinding

(Optional) Show ipv4 static label bindingsipv4

(Optional) VRF Routing/Forwarding instance informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Destination prefixprefix

(Optional) Destination prefix maskmask

(Optional) Mask lengthmask-length

(Optional) Destination prefix/maskprefix-mask

(Optional) Incoming (local) static label bindingslocal

(Optional) Outgoing (remote) static label bindingsremote

(Optional) Next hop addressnexthop

(Optional) Next hop addressaddr

(Optional) Read Only__readonly__

(Optional) Show static label bindings for a given prefixTABLE_slb

(Optional) Prefixslb_prefix

(Optional) Mask bitsslb_mask

(Optional) VRF name for prefixslb_vrf

(Optional) Incoming label for prefixslb_inlabel

(Optional) Show static outgoing labels for prefixTABLE_slb_outlbl_list
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(Optional) Next-hop addressslb_nhop

(Optional) Outgoing label for next-hop addressslb_outlabel

Command Mode

• /exec
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show mpls static binding vrf per-vrf
show mpls static binding [ ipv4 ] vrf { <vrf-name> | <vrf-known-name> } per-vrf [ __readonly__ {
TABLE_slb_per_vrf <slb_vrf_per_vrf> <slb_inlabel_per_vrf> } ]

Syntax Description

Show running system informationshow

Display MPLS status and configurationmpls

Show MPLS static informationstatic

Show static label bindingsbinding

(Optional) Show ipv4 static label bindingsipv4

VRF Routing/Forwarding instance informationvrf

VRF namevrf-name

Known VRF namevrf-known-name

per-vrf static label bindingsper-vrf

(Optional) Read Only__readonly__

(Optional) Show static label bindings for per-vrf deaggregationTABLE_slb_per_vrf

(Optional) VRF nameslb_vrf_per_vrf

(Optional) Incoming labelslb_inlabel_per_vrf

Command Mode

• /exec
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show mpls static trace
show mpls static trace { error | warning | event } [ size ]

Syntax Description

Show running system informationshow

Display MPLS status and configurationmpls

Static Label Bindingsstatic

MPLS static tracetrace

MPLS static error traceerror

MPLS static warning tracewarning

MPLS static event traceevent

(Optional) trace buffer size in Kbytessize

Command Mode

• /exec
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show mpls strip labels
show mpls strip labels [ all | static | dynamic | <label_val> ] [ __readonly__ <disp_summary> TABLE_labels
<disp_label> <disp_age> <disp_interface> <disp_pkt_cnt> <disp_stats> <disp_static> ]

Syntax Description

Show running system informationshow

Configure MPLS settingsmpls

Stripping of MPLS headersstrip

labels added in the systemlabels

(Optional) all labels [default]all

(Optional) labels programmed using clistatic

(Optional) dynamically learneddynamic

(Optional) Label to showlabel_val

(Optional) Read Only__readonly__

(Optional) MPLS Strip Labels TablesTABLE_labels

(Optional) Labeldisp_label

(Optional) Agedisp_age

(Optional) Interfacedisp_interface

(Optional) Packet Countdisp_pkt_cnt

(Optional) Statisticsdisp_stats

(Optional) Staticdisp_static

(Optional) Summarydisp_summary

Command Mode

• /exec
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show mpls switching
show mpls switching [ labels <label> [ <max-label> ] | interface <intf> | { <ip-addr> | <ipv4-prefix> } [ vrf
<vrf-name> ] | <ipv6-prefix> [ vrf <vrf-name> ] | aggregate [ ipv4 | ipv6 ] [ vrf <vrf-name> ] | { fec {
ipv4_prefix [ vrf <vrf-name> ] | ipv6_prefix [ vrf <vrf-name> ] | deagg [ vrf <vrf-name> ] | ias_vpnv4 |
ias_vpnv6 } } | { summary } ] [ detail ] [ private ] [ vrf <vrf-name> ] [ __readonly__ [ TABLE_vrf <vrf_name>
[ TABLE_inlabel <in_label> <out_label_stack> + { <ipv4_prefix> | <ipv6_prefix> } [ {
<tunnel_v4_mid_source> | <tunnel_v6_mid_source> } <tunnel_id> { <ext_v4_tunnel_id> | <ext_v6_tunnel_id>
} <tunnel_instance> <deagg_vrf> <deagg_af> <tunnel_head> ] <out_interface> { <ipv4_next_hop> |
<ipv6_next_hop> } [ <nhlfe_p2p_flag> ] [ <nhlfe_frr_status> ] [ <nhlfe_stale_flag> ] [ <in_packets> <in_bytes>
] [ [ <out_label> + ] <out_packets> + <out_bytes> + ] [ { <tunnel_v4_mid_dest> | <tunnel_v6_mid_dest> }
{ <ipv4_next_hop> | <ipv6_next_hop> } ] [ <per_ce_table> <per_ce_nh_set_id> ] [ { <ias_v4_prefix> |
<ias_v6_prefix> } <ias_rd> ] [ <fec_none_label> ] [ <table_name> ] ] ] ]

Syntax Description

Show running system informationshow

Display MPLS status and configurationmpls

Display the MPLS label switching databaseswitching

(Optional) Match destination addressip-addr

(Optional) Specify an IP prefix/maskipv4-prefix

(Optional) Show FEC information in the ULIBfec

(Optional) Show more detailed information in the ULIBprivate

(Optional) Show a specific label-related informationlabels

(Optional) Low label valuelabel

(Optional) High label valuemax-label

(Optional) Match outgoing interfaceinterface

(Optional) Show aggregate-related informationaggregate

(Optional) Specify outgoing interfaceintf

(Optional) Summarized informationsummary

(Optional) Detailed informationdetail

(Optional) IPv4 prefixipv4_prefix

(Optional) IPv6 prefixipv6_prefix

(Optional) Display IPv4 informationipv4

(Optional) Display IPv6 informationipv6
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(Optional) De-aggregationdeagg

(Optional) Display Inter-AS V4 informationias_vpnv4

(Optional) Display Inter-AS V6 informationias_vpnv6

(Optional) Display per-VRF informationvrf

(Optional) VRF name (Max Size 32)vrf-name

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf_name

(Optional)TABLE_inlabel

(Optional)in_label

(Optional)out_label_stack

(Optional)ipv4_prefix

(Optional)tunnel_v4_mid_source

(Optional)tunnel_v4_mid_dest

(Optional)tunnel_id

(Optional)ext_v4_tunnel_id

(Optional)tunnel_instance

(Optional)tunnel_head

(Optional)deagg_vrf

(Optional)deagg_af

(Optional)out_interface

(Optional)ipv4_next_hop

(Optional)ipv6_next_hop

(Optional)nhlfe_frr_status

(Optional)nhlfe_stale_flag

(Optional)nhlfe_p2p_flag

(Optional)table_name

(Optional)in_packets

(Optional)in_bytes

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1819

All Show Commands
show mpls switching



(Optional)out_label

(Optional)out_packets

(Optional)out_bytes

(Optional)per_ce_table

(Optional)per_ce_nh_set_id

(Optional)fec_none_label

(Optional)ias_v4_prefix

(Optional)ias_v6_prefix

(Optional)ias_rd

Command Mode

• /exec
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show mpls switching clients
showmpls switching clients [ __readonly__ [ TABLE_client <pib-name> <pib-index> <pib-uuid> <pib-sap>
<stale-time> <pib-flag> [ <stale-due> ] <reg-msg> <conv-msg> [ <inv-conv> ] <fec-msg> <fec-add> <ile-add>
<fec-del> <ile-del> <last-xid> <fec-ack> ] ]

Syntax Description

Show running system informationshow

Display MPLS status and configurationmpls

Display the MPLS label switching databaseswitching

Display ULIB client componentsclients

(Optional)__readonly__

(Optional)TABLE_client

(Optional) Name of the client(pib)pib-name

(Optional) PIB Indexpib-index

(Optional) PIB UUIDpib-uuid

(Optional) MTS SAP for the pibpib-sap

(Optional) Stale timestale-time

(Optional) Flags set by the pibpib-flag

(Optional) Stale timer due instale-due

(Optional) Number of Registration Messagereg-msg

(Optional) Number of Converge Messageconv-msg

(Optional) Number of Invalid Convergence messageinv-conv

(Optional) Number of FEC messagesfec-msg

(Optional) Number of FEC Add messagesfec-add

(Optional) Number of ILE Add messagesile-add

(Optional) Number of FEC delete messagesfec-del

(Optional) Number of ILE delete messagesile-del

(Optional) Last XIDlast-xid

(Optional) Number of FEC Ack messages sentfec-ack

Command Mode
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• /exec
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show mvpn bgp mdt
show mvpn bgp { mdt-safi | auto-discovery } [ mdt-source <src-addr> ] [ __readonly__ { TABLE_entry
<bgp_rd> <mdt_src> <mdt_grp> <local> } ]

Syntax Description

Show running system informationshow

Display Multicast VPN informationmvpn

Display BGP related informationbgp

Display Auto-discovered BGP MDT-SAFI databasemdt-safi

Display Auto-discovered BGP MDT-SAFI databaseauto-discovery

(Optional) Source address of MVPN neighbormdt-source

(Optional) Source Addresssrc-addr

(Optional)__readonly__

(Optional)TABLE_entry

(Optional)bgp_rd

(Optional)mdt_src

(Optional)mdt_grp

(Optional)local

Command Mode

• /exec
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show mvpn mdt encap
show mvpn mdt encap [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ TABLE_vrf
<out_context> { TABLE_encap <encap_index> <mdt_grp> <mdt_src> <mdt_src_if> } ]

Syntax Description

Show running system informationshow

Display Multicast VPN informationmvpn

Display MDT informationmdt

Display MDT Encap tableencap

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)out_context

(Optional)TABLE_encap

(Optional)encap_index

(Optional)mdt_grp

(Optional)mdt_src

(Optional)mdt_src_if

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1824

All Show Commands
show mvpn mdt encap



show mvpn mdt route
show mvpn mdt route [ detail ] [ __readonly__ TABLE_vrf <out_context> [ TABLE_mroute <src_addr>
<grp_addr> <uptime> <ref_count> ] ]

Syntax Description

Show running system informationshow

Display Multicast VPN informationmvpn

Display MDT informationmdt

Display MDT route informationroute

(Optional) Display detailed informationdetail

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)out_context

(Optional)TABLE_mroute

(Optional)src_addr

(Optional)grp_addr

(Optional)uptime

(Optional)ref_count

Command Mode

• /exec
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show mvr
show mvr [ verbose ] [ __readonly__ <mvr-status> <mvr-default-vlan> <number-of-mvr-vlans> [
<mvr-group-list> <cfg-nodes> <interface-cfg-nodes> ] ]

Syntax Description

Show running system informationshow

show mvr infomvr

(Optional) Show in detailverbose

(Optional)__readonly__

(Optional)mvr-status

(Optional)mvr-default-vlan

(Optional)number-of-mvr-vlans

(Optional)mvr-group-list

(Optional)cfg-nodes

(Optional)interface-cfg-nodes

Command Mode

• /exec
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show mvr groups
showmvr groups [ __readonly__ [ TABLE_group_list <ip-address> <ip-max-addr> <rn-count-char> <rn-count>
<mvr-vlan-string> <if-name> ] [ [ <interface-name> ] [ <mvr-vlan> ] [ TABLE_mvr_vlan <global-mvr-vlan>
] <mvr-groups> <mvr-receiver-type> <mvr-source-type> ] ]

Syntax Description

Show running system informationshow

show mvr infomvr

show mvr groups configgroups

(Optional)__readonly__

(Optional)TABLE_group_list

(Optional)ip-address

(Optional)ip-max-addr

(Optional)rn-count-char

(Optional)rn-count

(Optional)mvr-vlan-string

(Optional)if-name

(Optional)interface-name

(Optional)mvr-vlan

(Optional)TABLE_mvr_vlan

(Optional)global-mvr-vlan

(Optional)mvr-groups

(Optional)mvr-receiver-type

(Optional)mvr-source-type

Command Mode

• /exec
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show mvr interface
show mvr interface [ <if0> ] [ __readonly__ [ TABLE_if_name <interface-name> <access-vlan> <src-rcvr>
<igmp-mvr-port-status> <mvr-vlan-str> ] ]

Syntax Description

Show running system informationshow

show mvr infomvr

show mvr interfacesinterface

(Optional) Interface nameif0

(Optional)__readonly__

(Optional)TABLE_if_name

(Optional)interface-name

(Optional)access-vlan

(Optional)src-rcvr

(Optional)igmp-mvr-port-status

(Optional)mvr-vlan-str

Command Mode

• /exec
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show mvr members
show mvr members [ interface <if0> ] [ __readonly__ [ TABLE_mvr_vlan <mvr-vlan> <group> <status> [
TABLE_members_if <if-name> ] ] [ <vlan> <mvr-group> ] ]

Syntax Description

Show running system informationshow

show mvr infomvr

show active mvr groupsmembers

(Optional) show active mvr groups config on interfaceinterface

(Optional) Interface nameif0

(Optional)__readonly__

(Optional)TABLE_mvr_vlan

(Optional)mvr-vlan

(Optional)group

(Optional)status

(Optional)TABLE_members_if

(Optional)if-name

(Optional)vlan

(Optional)mvr-group

Command Mode

• /exec
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show mvr members count
show mvr members count [ __readonly__ [ TABLE_mvr_vlan <mvr-vlan> <mvr-members-count> ] ]

Syntax Description

Show running system informationshow

show mvr infomvr

show active mvr groupsmembers

Active mvr groups on each mvr-vlancount

(Optional)__readonly__

(Optional)TABLE_mvr_vlan

(Optional)mvr-vlan

(Optional)mvr-members-count

Command Mode

• /exec
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show mvr members vlan
show mvr members { vlan <vlan-id> } [ __readonly__ [ TABLE_mvr_vlan <mvr-vlan> <grp> <stat> [
TABLE_interface_vlan <interface-name> ] ] ]

Syntax Description

Show running system informationshow

show mvr infomvr

show active mvr groupsmembers

vlanvlan

Enter MVR Vlanvlan-id

(Optional)__readonly__

(Optional)TABLE_mvr_vlan

(Optional)mvr-vlan

(Optional)grp

(Optional)stat

(Optional)TABLE_interface_vlan

(Optional)interface-name

Command Mode

• /exec
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show mvr receiver-ports
show mvr receiver-ports [ <if0> ] [ __readonly__ [ TABLE_mvr_if_name <mvr-if-name> <mvr-vlan-str>
<igmp-port-status> <rx_reports> <rx_leaves> ] ]

Syntax Description

Show running system informationshow

show mvr infomvr

List MVR receiver portsreceiver-ports

(Optional) Interface nameif0

(Optional)__readonly__

(Optional)TABLE_mvr_if_name

(Optional)mvr-if-name

(Optional)mvr-vlan-str

(Optional)igmp-port-status

(Optional)rx_reports

(Optional)rx_leaves

Command Mode

• /exec
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show mvr source-ports
show mvr source-ports [ <if0> ] [ __readonly__ [ TABLE_mvr_if_name <mvr-if-name> <interface-name>
<igmp-port-status> ] ]

Syntax Description

Show running system informationshow

show mvr infomvr

List MVR source portssource-ports

(Optional) Interface nameif0

(Optional)__readonly__

(Optional)TABLE_mvr_if_name

(Optional)mvr-if-name

(Optional)interface-name

(Optional)igmp-port-status

Command Mode

• /exec
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N Show Commands

• show nbm controller, on page 1837
• show nbm flows, on page 1838
• show nbm flows bandwidth, on page 1839
• show nbm flows statistics, on page 1840
• show ngoam acl status, on page 1841
• show ngoam actsessions, on page 1842
• show ngoam loopback, on page 1843
• show ngoam pathtrace, on page 1845
• show ngoam traceroute statistics, on page 1848
• show ntp access-groups, on page 1850
• show ntp authentication-keys, on page 1851
• show ntp authentication-status, on page 1852
• show ntp information, on page 1853
• show ntp logging-status, on page 1854
• show ntp peer-status, on page 1855
• show ntp peers, on page 1856
• show ntp rts-update, on page 1857
• show ntp session status, on page 1858
• show ntp source-interface, on page 1859
• show ntp source, on page 1860
• show ntp statistics, on page 1861
• show ntp status, on page 1864
• show ntp trusted-keys, on page 1865
• show nve bfd neighbors, on page 1866
• show nve core-links, on page 1867
• show nve ethernet-segment, on page 1868
• show nve interface, on page 1870
• show nve peers, on page 1872
• show nve peers interface counters, on page 1874
• show nve peers vni interface counters, on page 1875
• show nve replication-servers, on page 1876
• show nve vni, on page 1877
• show nve vni counters, on page 1879
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• show nve vni ingress-replication, on page 1880
• show nve vni peer-vtep, on page 1881
• show nve vrf, on page 1882
• show nve vxlan-params, on page 1883
• show nxapi-server logs, on page 1884
• show nxapi, on page 1885
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show nbm controller
show nbm controller

Syntax Description

Show running system informationshow

Non Blocking Multicastnbm

Controller mode informationcontroller

Command Mode

• /exec
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show nbm flows
show nbm flows [ all | group-based | m-group <group-ip-id> | [ source <source-ip> [ group <group-ip> ] |
group <group-ip> [ source <source-ip> ] ] [ active | inactive | no-receiver | detail ] ] [ interface <if-name> ]

Syntax Description

Show running system informationshow

Non Blocking Multicastnbm

NBM flowsflows

(Optional) Active flowsactive

(Optional) Inactive flowsinactive

(Optional) Flows without any receiverno-receiver

(Optional) Both active and deleted flowsall

(Optional) Multicast group based (*,G) flows to IGMP receiversgroup-based

(Optional) Multicast groupm-group

(Optional) Multicast group addressgroup-ip-id

(Optional) Source ip of sendersource

(Optional) Sender ip addresssource-ip

(Optional) Multicast groupgroup

(Optional) Multicast group addressgroup-ip

(Optional) Ingress portinterface

(Optional) Detailed outputdetail

(Optional) Interface nameif-name

Command Mode

• /exec
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show nbm flows bandwidth
show nbm flows bandwidth

Syntax Description

Show running system informationshow

Non Blocking Multicastnbm

NBM flowsflows

Per Flow Bandwidth in Mbpsbandwidth

Command Mode

• /exec
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show nbm flows statistics
show nbm flows statistics [ group-based | m-group <group-ip-id> ] [ interface <if-name> ]

Syntax Description

Show running system informationshow

Non Blocking Multicastnbm

NBM flowsflows

Flow statisticsstatistics

(Optional) Multicast group based (*,G) flows to IGMP receiversgroup-based

(Optional) Multicast groupm-group

(Optional) Multicast group addressgroup-ip-id

(Optional) Ingress portinterface

(Optional) Interface nameif-name

Command Mode

• /exec
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show ngoam acl status
show ngoam acl status [ __readonly__ [ LIST_bds { <bd-id> } ] <end-row> <top-line> ]

Syntax Description

Show running system informationshow

ngoamngoam

Show acl infoacl

Show acl install statusstatus

(Optional) Read Only__readonly__

(Optional) List of all bds acls is installed onLIST_bds

(Optional) Bridge-Domain identifierbd-id

(Optional) Carriage returnend-row

(Optional) Placeholder for printing the headlinetop-line

Command Mode

• /exec
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show ngoam actsessions
show ngoam actsessions

Syntax Description

Show running system informationshow

ngoam informationngoam

showactsessions

Command Mode

• /exec
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show ngoam loopback
show ngoam loopback { { statistics { session { <handle> | all } | summary } } | { status { session { <handle>
| all } } } } [ __readonly__ [ TABLE_statistics { <sender-handle> <last-clear-stats> { <stat-attr> <stat-value>
} + } + ] [ TABLE_status { <st-sender-handle> <type> <state> } + ] [ TABLE_statistics_summary {
<last-clear-summary-stats> <tx> <rx> <timeout> <unsent> <resp-tx> <resp-rx> <resp-unsent> <resp-dup>
} ] ]

Syntax Description

Show running system informationshow

ngoamngoam

ngoam loopbackloopback

ngoam loopback statisticsstatistics

ngoam loopback statistics summarysummary

ngoam loopback statusstatus

ngoam loopback sessionsession

ngoam loopback sessionsession

ngoam loopback session handlehandle

ngoam loopback session handlehandle

Display results for all ping/loopback sessionsall

Display results for all ping/loopback sessionsall

(Optional) statistics tableTABLE_statistics

(Optional) sender handlesender-handle

(Optional) last clear time for statisticslast-clear-stats

(Optional) stats typestat-attr

(Optional) stats valuestat-value

(Optional) statistics summary tableTABLE_statistics_summary

(Optional) last clear time for summary statisticslast-clear-summary-stats

(Optional) summary request senttx

(Optional) summary reply receivedrx

(Optional) summary timeouttimeout

(Optional) summary unsentunsent
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(Optional) summary resp txresp-tx

(Optional) summary resp rxresp-rx

(Optional) summary resp unsentresp-unsent

(Optional) Duplicate responses receivedresp-dup

(Optional) database status tableTABLE_status

(Optional) sender handlest-sender-handle

(Optional) ngoam ping typetype

(Optional) ngoam ping statestate

(Optional) Read Only__readonly__

Command Mode

• /exec
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show ngoam pathtrace
show ngoam pathtrace { { statistics { summary | { session { <handle> | all } } } } | { database session {
<handle> | all } [ detail ] } } [ __readonly__ [ TABLE_stats { <sender-handle> <last-clear-stats> { <stat-attr>
<stat-value> } + } + ] [ TABLE_summary { <last-clear-summary-stats> <tx> <rx> <timeout> <unsent>
<resp-tx> <resp-rx> <resp-unsent> <resp-dup> } ] [ TABLE_database { <db-sender-handle> <db-start-time>
<db-end-time> <db-last-clear-stats> <db-tx> <db-rx> <db-timeout> <db-unsent> <db-resp-tx> <db-resp-rx>
<db-resp-unsent> <db-resp-dup> { <seq-number> <cli-status> [ <reply-ip> ] [ <reply-ipv6> ] [ <ingress-if>
] [ <ingress-if-state> ] [ <egress-if> ] [ <egress-if-state> ] [ <end-row> ] + } + } + ] [ TABLE_ifstats {
<if-name> <rx-len> <rx-bytes> <rx-pkt-rate> <rx-byte-rate> <rx-load> <rx-ucast> <rx-mcast> <rx-bcast>
<rx-errors> <rx-discards> <rx-unknown> <rx-bandwidth> <tx-len> <tx-bytes> <tx-pkt-rate> <tx-byte-rate>
<tx-load> <tx-ucast> <tx-mcast> <tx-bcast> <tx-discards> <tx-errors> <tx-bandwidth> } ] ]

Syntax Description

Show running system informationshow

ngoamngoam

ngoam pathtracepathtrace

ngoam pathtrace statisticsstatistics

(Optional) Row endend-row

ngoam pathtrace statistics summarysummary

ngoam pathtrace sessionsession

ngoam pathtrace session handlehandle

Display results for all pathtrace sessionsall

ngoam pathtrace results from the databasedatabase

ngoam pathtrace sessionsession

Display results for all pathtrace sessionsall

ngoam pathtrace session handlehandle

(Optional) Show detailed stats if presentdetail

(Optional) statistics tableTABLE_stats

(Optional) sender handlesender-handle

(Optional) last clear time for statisticslast-clear-stats

(Optional) stats typestat-attr

(Optional) stats valuestat-value

(Optional) statistics summary tableTABLE_summary
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(Optional) last clear time for summary statisticslast-clear-summary-stats

(Optional) summary request senttx

(Optional) summary reply receivedrx

(Optional) summary timeouttimeout

(Optional) summary unsentunsent

(Optional) summary resp txresp-tx

(Optional) summary resp rxresp-rx

(Optional) summary resp unsentresp-unsent

(Optional) Duplicate responses receivedresp-dup

(Optional) pathtrace databaseTABLE_database

(Optional) Sequence numberseq-number

(Optional) ngoam pathtrace statuscli-status

(Optional) Ingress interfaceingress-if

(Optional) Egress interfaceegress-if

(Optional) Ingress interface stateingress-if-state

(Optional) Egress interface stateegress-if-state

(Optional) ngoam pathrace reply ipreply-ip

(Optional) Sender handledb-sender-handle

(Optional) Start timedb-start-time

(Optional) End timedb-end-time

(Optional) Last clear statsdb-last-clear-stats

(Optional) Tx packetsdb-tx

(Optional) Rx packetsdb-rx

(Optional) Timeoutdb-timeout

(Optional) Unsentdb-unsent

(Optional) Response txdb-resp-tx

(Optional) Response Rxdb-resp-rx

(Optional) Response unsentdb-resp-unsent

(Optional) Duplicate response recvddb-resp-dup
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(Optional) Interface statisticsTABLE_ifstats

(Optional) Interface nameif-name

(Optional) Rx Lengthrx-len

(Optional) Rx Bytesrx-bytes

(Optional) Rx packet raterx-pkt-rate

(Optional) Rx byte raterx-byte-rate

(Optional) Rx loadrx-load

(Optional) Rx unicast pktsrx-ucast

(Optional) Rx mcast pktsrx-mcast

(Optional) Rx bcast pktsrx-bcast

(Optional) Rx discardsrx-discards

(Optional) Rx errorsrx-errors

(Optional) Rx unknownrx-unknown

(Optional) Rx bandwidthrx-bandwidth

(Optional) Tx Lengthtx-len

(Optional) Tx Bytestx-bytes

(Optional) Tx packet ratetx-pkt-rate

(Optional) Tx byte ratetx-byte-rate

(Optional) Tx loadtx-load

(Optional) Tx unicast pktstx-ucast

(Optional) Tx mcast pktstx-mcast

(Optional) Tx bcast pktstx-bcast

(Optional) Tx discardstx-discards

(Optional) Tx unknowntx-errors

(Optional) Tx bandwidthtx-bandwidth

(Optional) Read Only__readonly__

Command Mode

• /exec
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show ngoam traceroute statistics
show ngoam traceroute statistics { summary | { session { <handle> | all } } } [ __readonly__ [ TABLE_stats
{ <sender-handle> <last-clear-stats> { <stat-attr> <stat-value> } + } + ] [ TABLE_summary {
<last-clear-summary-stats> <tx> <rx> <timeout> <unsent> <resp-tx> <resp-rx> <resp-unsent> <resp-dup>
} ] ]

Syntax Description

Show running system informationshow

ngoamngoam

ngoam traceroutetraceroute

ngoam traceroute statisticsstatistics

ngoam traceroute statistics summarysummary

ngoam traceroute sessionsession

ngoam traceroute session handlehandle

Display results for all traceroute sessionsall

(Optional) statistics tableTABLE_stats

(Optional) sender handlesender-handle

(Optional) last clear time for statisticslast-clear-stats

(Optional) stats typestat-attr

(Optional) stats valuestat-value

(Optional) statistics summary tableTABLE_summary

(Optional) last clear time for summary statisticslast-clear-summary-stats

(Optional) summary request senttx

(Optional) summary reply receivedrx

(Optional) summary timeouttimeout

(Optional) summary unsentunsent

(Optional) summary resp txresp-tx

(Optional) summary resp rxresp-rx

(Optional) summary resp unsentresp-unsent

(Optional) Duplicate responses receivedresp-dup
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(Optional) Read Only__readonly__

Command Mode

• /exec
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show ntp access-groups
show ntp access-groups [ __readonly__ [ <matchall> ] [ { TABLE_accessgroups <accesslist> [ <type> ] } ]
]

Syntax Description

Show running system informationshow

Show NTP informationntp

Display NTP access groupsaccess-groups

(Optional)__readonly__

(Optional) matchallmatchall

(Optional) accessgroupsTABLE_accessgroups

(Optional) accesslistaccesslist

(Optional) typetype

Command Mode

• /exec
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show ntp authentication-keys
show ntp authentication-keys [ __readonly__ [ { TABLE_authkeys <Authkey> [ <MD5String> ] } ] ]

Syntax Description

Show running system informationshow

Show NTP informationntp

Display authentication keysauthentication-keys

(Optional)__readonly__

(Optional) authentication keysTABLE_authkeys

(Optional) authentication keyAuthkey

(Optional) passwordMD5String

Command Mode

• /exec
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show ntp authentication-status
show ntp authentication-status [ __readonly__ [ <authentication> ] ]

Syntax Description

Show running system informationshow

Show NTP informationntp

NTP Authentication Statusauthentication-status

(Optional)__readonly__

(Optional) authentication enabled/disabledauthentication

Command Mode

• /exec
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show ntp information
show ntp information [ __readonly__ [ <system_type> ] [ <software_version> ] ]

Syntax Description

Show running system informationshow

Show NTP informationntp

Show ntp informationinformation

(Optional)__readonly__

(Optional) Ntp System Typesystem_type

(Optional) Ntp Software Versionsoftware_version

Command Mode

• /exec
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show ntp logging-status
show ntp logging-status [ __readonly__ [ <loggingstatus> ] ]

Syntax Description

Show running system informationshow

Show NTP informationntp

Display NTP logging statuslogging-status

(Optional)__readonly__

(Optional) logging enabled/disabledloggingstatus

Command Mode

• /exec
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show ntp peer-status
show ntp peer-status [ __readonly__ [ <totalpeers> ] [ { TABLE_peersstatus <syncmode> <remote> <local>
<st> <poll> <reach> <delay> [ <vrf> ] } ] ]

Syntax Description

Show running system informationshow

Show NTP informationntp

Show the status for all the server/peerspeer-status

(Optional)__readonly__

(Optional) totalpeerstotalpeers

(Optional) peersstatusTABLE_peersstatus

(Optional) peermodesyncmode

(Optional) remote addrremote

(Optional) local addrlocal

(Optional) stratumst

(Optional) ntp pollpoll

(Optional) reachreach

(Optional) delaydelay

(Optional) vrf namevrf

Command Mode

• /exec
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show ntp peers
show ntp peers [ __readonly__ [ { TABLE_peers <PeerIPAddress> <serv_peer> <conf_flag> } ] ]

Syntax Description

Show running system informationshow

Show NTP informationntp

Show all the peers.peers

(Optional)__readonly__

(Optional) peersTABLE_peers

(Optional) peer Ip addrPeerIPAddress

(Optional) server or peerserv_peer

(Optional) configured or dynamicconf_flag

Command Mode

• /exec
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show ntp rts-update
show ntp rts-update [ __readonly__ [ <rtsupdate> ] ]

Syntax Description

Show running system informationshow

Show NTP informationntp

Show if the RTS update is enabledrts-update

(Optional)__readonly__

(Optional) rts update enabled/disabledrtsupdate

Command Mode

• /exec
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show ntp session status
show ntp session status [ __readonly__ [ <session_status> ] ]

Syntax Description

Show running system informationshow

Show NTP informationntp

Show the session informationsession

Show the session statusstatus

(Optional)__readonly__

(Optional) last session statussession_status

Command Mode

• /exec
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show ntp source-interface
show ntp source-interface [ __readonly__ [ <sourceinterface> ] ]

Syntax Description

Show running system informationshow

Show NTP informationntp

Source interface configuredsource-interface

(Optional)__readonly__

(Optional) source interfacesourceinterface

Command Mode

• /exec
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show ntp source
show ntp source [ __readonly__ [ <sourceip> ] ]

Syntax Description

Show running system informationshow

Show NTP informationntp

Source IP address configuredsource

(Optional)__readonly__

(Optional) source ip addrsourceip

Command Mode

• /exec
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show ntp statistics
show ntp statistics { [ io ] | [ local ] | [ memory ] | peer { ipaddr { <ipv4_0> | <ipv6_1> } | name <s0> } } [
__readonly__ [ { <iotimesincereset> <ioreceivebuffers> <iofreereceivebuffers> <iousedreceivebuffers>
<iolowwaterrefills> <iodroppedpackets> <ioignoredpackets> <ioreceivedpackets> <iopacketssent>
<iopacketsnotsent> <iointerruptshandled> <ioreceivedbyint> } ] [ { <localsystemuptime><localtimesincereset>
<localoldversionpackets> <localnewversionpackets> <localunknownversionnumber> <localbadpacketformat>
<localpacketsprocessed> <localbadauthentication> [ <localpacketsrejected> ] } ] [ { <memtimesincereset>
<memtotalpeermemory> <memfreepeermemory> <memcallstofindpeer> <memnewpeerallocations>
<mempeerdemobilizations> <memhashtablecounts> } ] [ { <peeripremotehost> <peeriplocalinterface>
<peeriptimelastreceived> <peeriptimeuntilnextsend> <peeripreachabilitychange> <peerippacketssent>
<peerippacketsreceived> <peeripbadauthentication> <peeripbogusorigin> <peeripduplicate>
<peeripbaddispersion> <peeripbadreferencetime> <peeripcandidateorder> } ] [ { <peernameremotehost>
<peernamelocalinterface> <peernametimelastreceived> <peernametimeuntilnextsend>
<peernamereachabilitychange> <peernamepacketssent> <peernamepacketsreceived>
<peernamebadauthentication> <peernamebogusorigin> <peernameduplicate> <peernameduplicate>
<peernamebaddispersion> <peernamebadreferencetime> <peernamecandidateorder> } ] ]

Syntax Description

Show running system informationshow

Show NTP informationntp

Show the NTP statisticsstatistics

(Optional) Show the input-output statistics.io

(Optional) Show the counters maintained by the local NTP.local

(Optional) Show the statistics counters related to memory code.memory

Show the per-peer statistics counter of a peer.peer

Peer's IP addressipaddr

ipv4_0

Peer's Namename

s0

(Optional)__readonly__

(Optional) time since resetiotimesincereset

(Optional) receive buffersioreceivebuffers

(Optional) free receive buffersiofreereceivebuffers

(Optional) used receive buffersiousedreceivebuffers

(Optional) low water refillsiolowwaterrefills
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(Optional) dropped packetsiodroppedpackets

(Optional) ignored packetsioignoredpackets

(Optional) received packetsioreceivedpackets

(Optional) packets sentiopacketssent

(Optional) packets not sentiopacketsnotsent

(Optional) interrupts handlediointerruptshandled

(Optional) received by intioreceivedbyint

(Optional) system up timelocalsystemuptime

(Optional) time since resetlocaltimesincereset

(Optional) old version packetslocaloldversionpackets

(Optional) new version packetslocalnewversionpackets

(Optional) unknown version numberlocalunknownversionnumber

(Optional) bad packet formatlocalbadpacketformat

(Optional) packets processedlocalpacketsprocessed

(Optional) bad authenticationlocalbadauthentication

(Optional) packets rejectedlocalpacketsrejected

(Optional) time since resetmemtimesincereset

(Optional) total peer memorymemtotalpeermemory

(Optional) free peer memorymemfreepeermemory

(Optional) calls to find peermemcallstofindpeer

(Optional) new peer allocationsmemnewpeerallocations

(Optional) peer demobilizationsmempeerdemobilizations

(Optional) hash table countsmemhashtablecounts

(Optional) peeripremotehostpeeripremotehost

(Optional) peeriplocalinterfacepeeriplocalinterface

(Optional) peeriptimelastreceivedpeeriptimelastreceived

(Optional) peeriptimeuntilnextsendpeeriptimeuntilnextsend

(Optional) peeripreachabilitychangepeeripreachabilitychange

(Optional) peerippacketssentpeerippacketssent
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(Optional) peerippacketsreceivedpeerippacketsreceived

(Optional) peeripbadauthenticationpeeripbadauthentication

(Optional) peeripbogusoriginpeeripbogusorigin

(Optional) peeripduplicatepeeripduplicate

(Optional) peeripbaddispersionpeeripbaddispersion

(Optional) peeripbadreferencetimepeeripbadreferencetime

(Optional) peeripcandidateorderpeeripcandidateorder

(Optional) peernameremotehostpeernameremotehost

(Optional) peernamelocalinterfacepeernamelocalinterface

(Optional) peernametimelastreceivedpeernametimelastreceived

(Optional) peernametimeuntilnextsendpeernametimeuntilnextsend

(Optional) peernamereachabilitychangepeernamereachabilitychange

(Optional) peernamepacketssentpeernamepacketssent

(Optional) peernamepacketsreceivedpeernamepacketsreceived

(Optional) peernamebadauthenticationpeernamebadauthentication

(Optional) peernamebogusoriginpeernamebogusorigin

(Optional) peernameduplicatepeernameduplicate

(Optional) peernamebaddispersionpeernamebaddispersion

(Optional) peernamebadreferencetimepeernamebadreferencetime

(Optional) peernamecandidateorderpeernamecandidateorder

Command Mode

• /exec
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show ntp status
show ntp status [ __readonly__ [ <distribution> ] [ <operational_state> ] ]

Syntax Description

Show running system informationshow

Show NTP informationntp

Show the NTP distribution statusstatus

(Optional)__readonly__

(Optional) distribution enabled/disableddistribution

(Optional) last operation statusoperational_state

Command Mode

• /exec
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show ntp trusted-keys
show ntp trusted-keys [ __readonly__ [ { TABLE_trustkeys <key> } ] ]

Syntax Description

Show running system informationshow

Show NTP informationntp

Display trusted keystrusted-keys

(Optional)__readonly__

(Optional) trusted keysTABLE_trustkeys

(Optional) trusted keykey

Command Mode

• /exec
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show nve bfd neighbors
show nve bfd neighbors [ __readonly__ [ TABLE_nve_bfd_neighbors <if-name> [ { <neighbor-vtep-ip>
<neighbor-inner-ip> <neighbor-inner-mac> <neighbor-cc-state> } ] ] ]

Syntax Description

Display NVE informationshow

Configure NVE informationnve

BFDbfd

neighborsneighbors

(Optional)__readonly__

(Optional) BFD neighbors schemaTABLE_nve_bfd_neighbors

(Optional) if-nameif-name

(Optional) Remote VTEP IP addressneighbor-vtep-ip

(Optional) Remote VTEP Inner IP addressneighbor-inner-ip

(Optional) Remote VTEP Inner MAC addressneighbor-inner-mac

(Optional) Remote VTEP vPC consistency check stateneighbor-cc-state

Command Mode

• /exec
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show nve core-links
show nve core-links [ __readonly__ [ TABLE_core_link <if-name> <if-state> ] ]

Syntax Description

Display NVE informationshow

Configure NVE informationnve

Core-linkscore-links

(Optional)__readonly__

(Optional) xml schema for show nve core-linksTABLE_core_link

(Optional) core-link interface nameif-name

(Optional) core-link interface oper stateif-state

Command Mode

• /exec
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show nve ethernet-segment
show nve ethernet-segment [ summary ] [ { esi <esi-id> } ] [ __readonly__ [ TABLE_es <esi> <if-name>
<es-state> <po-state> <nve-if-name> <nve-state> <host-reach-mode> <active-vlans> <df-vlans> <active-vnis>
<cc-failed-vlans> <cc-timer-left> <num-es-mem> <local-ordinal> <df-timer-st> <config-status> <df-list>
<es-rt-added> <ead-rt-added> <ead-evi-rt-timer-age> ] ]

Syntax Description

Display NVE informationshow

Configure NVE informationnve

Ethernet-segmentethernet-segment

(Optional) Ethernet-segment summarysummary

(Optional) ESI Valueesi

(Optional) ESI IDesi-id

(Optional)__readonly__

(Optional) xml schema for show nve ethernet-segmentTABLE_es

(Optional) ESI valueesi

(Optional) port-channel interface nameif-name

(Optional) Ethernet-segment oper statees-state

(Optional) port-channel interface oper statepo-state

(Optional) NVE interface namenve-if-name

(Optional) NVE oper statenve-state

(Optional) host reach modehost-reach-mode

(Optional) Active vlans on ESactive-vlans

(Optional) DF-vlans on ESdf-vlans

(Optional) Active VNIs on ESactive-vnis

(Optional) Vlans for which consistency check failedcc-failed-vlans

(Optional) vlan CC timer statuscc-timer-left

(Optional) number of es membersnum-es-mem

(Optional) local-ordinallocal-ordinal

(Optional) df election start timerdf-timer-st
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(Optional) config stateconfig-status

(Optional) List of router-ips in DF listdf-list

(Optional) ES route added to L2RIBes-rt-added

(Optional) EAD routes added to L2RIBead-rt-added

(Optional) EAD/EVI route advertisement timer ageead-evi-rt-timer-age

Command Mode

• /exec
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show nve interface
show nve interface [ <nve-if> [ detail ] ] [ __readonly__ [ TABLE_nve_if { <if-name> <if-state> <encap-type>
<vpc-capability> <local-rmac> <host-reach-mode> <source-if> <primary-ip> <secondary-ip> [ { <src-if-state>
<nve-flags> <nve-if-handle> <src-if-holddown-tm> <src-if-holdup-tm> <src-if-holddown-left> [
<es-delay-restore-time> <es-delay-restore-time-left> ] <src-intf-last-reinit-notify-type> } ] } ] ]

Syntax Description

Display NVE informationshow

Configure NVE informationnve

Interfaceinterface

(Optional) NVE interfacenve-if

(Optional) Detailed informationdetail

(Optional)__readonly__

(Optional) xml schema for show nve interfacesTABLE_nve_if

(Optional) interface nameif-name

(Optional) interface oper stateif-state

(Optional) encap-typeencap-type

(Optional) source-interfacesource-if

(Optional) primary-ipprimary-ip

(Optional) secondary-ipsecondary-ip

(Optional) source-interface statesrc-if-state

(Optional) nve-flagsnve-flags

(Optional) interface handlenve-if-handle

(Optional) vpc capabilityvpc-capability

(Optional) local router maclocal-rmac

(Optional) host reach modehost-reach-mode

(Optional) hold down timesrc-if-holddown-tm

(Optional) hold up timesrc-if-holdup-tm

(Optional) hold down time leftsrc-if-holddown-left

(Optional) es delay restore timees-delay-restore-time
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(Optional) es delay restore time leftes-delay-restore-time-left

(Optional) Src-Intf last notify typesrc-intf-last-reinit-notify-type

Command Mode

• /exec
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show nve peers
show nve peers [ [ [ interface <nve-if> | peer-ip <user-peer-ip> | control-plane | data-plane ] [ detail ] ] | [
control-plane-vni [ vni <vni-id> | peer-ip <user-peer-ip> ] ] | [ controller ] ] [ __readonly__ TABLE_nve_peers
[ [ <if-name> ] [ <peer-ip> ] [ <peer-state> ] [ <learn-type> ] [ <uptime> ] [ <router-mac> ] [ { <first-vni>
<create-ts> <config-vnis> <provision-state> <route-update> <peer-flags> <cp-vni> <peer-ifindex-resp> } ]
[ { <vni> <learn-src> <vni-gw-mac> } ] ] ]

Syntax Description

Display NVE informationshow

Configure NVE informationnve

Show peerspeers

(Optional) Interfaceinterface

(Optional) NVE interfacenve-if

(Optional) Detailed informationdetail

(Optional) Show a specific peerpeer-ip

(Optional) Remote Peer IP addressuser-peer-ip

(Optional) Show peers learned via control planecontrol-plane

(Optional) Show peers learned via data planedata-plane

(Optional) Show details of control plane vniscontrol-plane-vni

(Optional) VNI IDvni

(Optional) Virtual Network Identifiervni-id

(Optional) Show peers configured by controllercontroller

(Optional)__readonly__

(Optional) schema peerTABLE_nve_peers

(Optional) if-nameif-name

(Optional) peer-ippeer-ip

(Optional) peer-statepeer-state

(Optional) learn-typelearn-type

(Optional) uptimeuptime

(Optional) first-vnifirst-vni

(Optional) config-vnisconfig-vnis
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(Optional) provision-stateprovision-state

(Optional) route-updateroute-update

(Optional) peer-flagspeer-flags

(Optional) cp-vnicp-vni

(Optional) peer-ifindex-resppeer-ifindex-resp

(Optional) create-timestampcreate-ts

(Optional) router-macrouter-mac

(Optional) vni valuevni

(Optional) learn sourcelearn-src

(Optional) vni gateway macvni-gw-mac

Command Mode

• /exec
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show nve peers interface counters
show nve peers <addr> interface <nve-if>counters [ __readonly__ <peer-ip> <tx_ucastpkts> <tx_ucastbytes>
<tx_mcastpkts> <tx_mcastbytes> <rx_ucastpkts> <rx_ucastbytes> <rx_mcastpkts> <rx_mcastbytes> ]

Syntax Description

Display NVE informationshow

Configure NVE informationnve

NVE Peerpeers

Remote Peer IP Addressaddr

Interfaceinterface

(Optional)__readonly__

(Optional)peer-ip

(Optional)tx_ucastpkts

(Optional)tx_ucastbytes

(Optional)tx_mcastpkts

(Optional)tx_mcastbytes

(Optional)rx_ucastpkts

(Optional)rx_ucastbytes

(Optional)rx_mcastpkts

(Optional)rx_mcastbytes

Command Mode

• /exec
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show nve peers vni interface counters
show nve peers { <addr> | all } vni { <vni-id> | all } interface <nve-if>counters [ __readonly__
TABLE_nve_peer_vni_counters <peer-ip> <vni> <tx_ucastpkts> <tx_ucastbytes> <tx_mcastpkts>
<tx_mcastbytes> <rx_ucastpkts> <rx_ucastbytes> <rx_mcastpkts> <rx_mcastbytes> ]

Syntax Description

Display NVE informationshow

Configure NVE informationnve

NVE Peerpeers

Remote Peer IP Addressaddr

Show counters for all peers/VNIsall

Virtual Network Identifiervni

Virtual Network Identifiervni-id

Interfaceinterface

(Optional)__readonly__

(Optional)TABLE_nve_peer_vni_counters

(Optional)peer-ip

(Optional)vni

(Optional)tx_ucastpkts

(Optional)tx_ucastbytes

(Optional)tx_mcastpkts

(Optional)tx_mcastbytes

(Optional)rx_ucastpkts

(Optional)rx_ucastbytes

(Optional)rx_mcastpkts

(Optional)rx_mcastbytes

Command Mode

• /exec
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show nve replication-servers
show nve replication-servers [ __readonly__ [ TABLE_nve_replication_servers <if-name> [ { <server-ip>
<server-state> <server-ready> } ] ] ]

Syntax Description

Display NVE informationshow

Configure NVE informationnve

replication-serversreplication-servers

(Optional)__readonly__

(Optional) replcation servers schemaTABLE_nve_replication_servers

(Optional) if-nameif-name

(Optional) Server IP addressserver-ip

(Optional) Server reachability stateserver-state

(Optional) Server ready stateserver-ready

Command Mode

• /exec
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show nve vni
show nve vni [ { { interface <nve-if> | <vni-id> } [ detail ] } | control-plane | data-plane | summary | controller
] [ __readonly__ [ TABLE_nve_vni [ <if-name> <vni> <mcast> <vni-state> <mode> <type> <flags> [ {
<prvsn-state> <vlan-bd> <svi-state> <cp-submode> } ] ] [ { <cp-vni-count> <cp-vni-up> <cp-vni-down>
<dp-vni-count> <dp-vni-up> <dp-vni-down> } ] ] ]

Syntax Description

Display NVE informationshow

Configure NVE informationnve

Virtual Network Identifiervni

(Optional) Virtual Network Identifiervni-id

(Optional) Interfaceinterface

(Optional) NVE interfacenve-if

(Optional) Detailed informationdetail

(Optional) show vni learned via BGPcontrol-plane

(Optional) show vni learned via data planedata-plane

(Optional) show vni summarysummary

(Optional) show vni configured by controllercontroller

(Optional)__readonly__

(Optional) vni schemaTABLE_nve_vni

(Optional) if-nameif-name

(Optional) vnivni

(Optional) mcastmcast

(Optional) vni-statevni-state

(Optional) vni-modemode

(Optional) vni-typetype

(Optional) vni-flagsflags

(Optional) provision-stateprvsn-state

(Optional) vlan-bdvlan-bd

(Optional) svi-statesvi-state
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(Optional) CP-submodecp-submode

(Optional) CP vni countcp-vni-count

(Optional) CP vni up countcp-vni-up

(Optional) CP vni down countcp-vni-down

(Optional) DP vni countdp-vni-count

(Optional) DP vni up countdp-vni-up

(Optional) DP vni down countdp-vni-down

Command Mode

• /exec
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show nve vni counters
show nve vni <vni-id> counters [ __readonly__ <vni> <tx_ucastpkts> <tx_ucastbytes> <tx_mcastpkts>
<tx_mcastbytes> <rx_ucastpkts> <rx_ucastbytes> <rx_mcastpkts> <rx_mcastbytes> ]

Syntax Description

Display NVE informationshow

Configure NVE informationnve

Virtual Network Identifiervni

Virtual Network Identifiervni-id

Counterscounters

(Optional)__readonly__

(Optional)vni

(Optional)tx_ucastpkts

(Optional)tx_ucastbytes

(Optional)tx_mcastpkts

(Optional)tx_mcastbytes

(Optional)rx_ucastpkts

(Optional)rx_ucastbytes

(Optional)rx_mcastpkts

(Optional)rx_mcastbytes

Command Mode

• /exec
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show nve vni ingress-replication
show nve vni ingress-replication [ { interface <nve-if> | <vni-id> } ] [ __readonly__ [
TABLE_nve_vni_ingr_repl <if-name> <vni> [ { <repl-ip> <source> <up-time> } ] ] ]

Syntax Description

Display NVE informationshow

Configure NVE informationnve

Virtual Network Identifiervni

ingress-replicationingress-replication

(Optional) Virtual Network Identifiervni-id

(Optional) Interfaceinterface

(Optional) NVE interfacenve-if

(Optional)__readonly__

(Optional) vni ingress repl schemaTABLE_nve_vni_ingr_repl

(Optional) if-nameif-name

(Optional) vnivni

(Optional) Replication Listrepl-ip

(Optional) Sourcesource

(Optional) Up Timeup-time

Command Mode

• /exec
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show nve vni peer-vtep
show nve vni peer-vtep [ { interface <nve-if> | <vni-id> } ] [ __readonly__ [ TABLE_nve_vni_peer_vtep
<if-name> <vni> [ { <vtep-ip> <source> <up-time> } ] ] ]

Syntax Description

Display NVE informationshow

Configure NVE informationnve

Virtual Network Identifiervni

Show static peer-vtep configured per vnipeer-vtep

(Optional) Virtual Network Identifiervni-id

(Optional) Interfaceinterface

(Optional) NVE interfacenve-if

(Optional)__readonly__

(Optional) vni peer vtep schemaTABLE_nve_vni_peer_vtep

(Optional) if-nameif-name

(Optional) vnivni

(Optional) VTEP Listvtep-ip

(Optional) Sourcesource

(Optional) Up Timeup-time

Command Mode

• /exec
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show nve vrf
show nve vrf [ vrf-name ] [ __readonly__ [ TABLE_nve_vrf <vrf-name> <vni> <if-name> <gateway-mac>
[ { <ipv4-tblid> <ipv6-tblid> <vni-sw-bd> <flags> } ] ] ]

Syntax Description

Display NVE informationshow

Configure NVE informationnve

VRF namevrf

(Optional) vrf namevrf-name

(Optional)__readonly__

(Optional) vrf schemaTABLE_nve_vrf

(Optional) vrf-namevrf-name

(Optional) vnivni

(Optional) if-nameif-name

(Optional) gateway-macgateway-mac

(Optional) ipv4-table-idipv4-tblid

(Optional) ipv6-table-idipv6-tblid

(Optional) vni-sw-bdvni-sw-bd

(Optional) flagsflags

Command Mode

• /exec
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show nve vxlan-params
show nve vxlan-params [ __readonly__ <vxlan-port> ]

Syntax Description

Display NVE informationshow

Configure NVE informationnve

VxLAN Parametersvxlan-params

(Optional)__readonly__

(Optional) vxlan-paramsvxlan-port

Command Mode

• /exec
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show nxapi-server logs
show nxapi-server logs

Syntax Description

Show running system informationshow

Show NX-API Servernxapi-server

Show NX-API Server logslogs

Command Mode

• /exec
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show nxapi
show nxapi [ __readonly__ { operation_status <o_status> } [ configuration_error <c_error> ] {
TABLE_listen_on_port <l_port> } ]

Syntax Description

Show running system informationshow

Show nxapi statusnxapi

(Optional)__readonly__

(Optional) run-time information about nxapioperation_status

(Optional) enabled or noto_status

(Optional) config syntax errorconfiguration_error

(Optional) confg syntax errorc_error

(Optional) listen on port tableTABLE_listen_on_port

(Optional) listen on portl_port

Command Mode

• /exec
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O Show Commands

• show object-group, on page 1889
• show onep, on page 1890
• show onep cli-extensions applications, on page 1893
• show onep error, on page 1894
• show onep history, on page 1895
• show onep statistics, on page 1896
• show onep status, on page 1898
• show onep trace, on page 1900
• show ospfv3, on page 1901
• show ospfv3 border-routers, on page 1906
• show ospfv3 database, on page 1908
• show ospfv3 database database-summary, on page 1911
• show ospfv3 database detail, on page 1913
• show ospfv3 event-history, on page 1918
• show ospfv3 event-history detail, on page 1919
• show ospfv3 ha, on page 1920
• show ospfv3 interface, on page 1921
• show ospfv3 interface brief, on page 1924
• show ospfv3 lsa-content-changed-list, on page 1926
• show ospfv3 memory, on page 1927
• show ospfv3 neighbors, on page 1929
• show ospfv3 neighbors detail, on page 1931
• show ospfv3 neighbors summary, on page 1934
• show ospfv3 policy statistics, on page 1936
• show ospfv3 request-list, on page 1938
• show ospfv3 retransmission-list, on page 1940
• show ospfv3 route, on page 1942
• show ospfv3 route summary, on page 1944
• show ospfv3 statistics, on page 1946
• show ospfv3 summary-address, on page 1950
• show ospfv3 traffic, on page 1951
• show ospfv3 virtual-links, on page 1955
• show ospfv3 virtual-links brief, on page 1959
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• show otv, on page 1960
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show object-group
show object-group [ <name> ] [ __readonly__ TABLE_ogroup <group_type> <group_name> [ TABLE_seqno
<seqno> { <_port_op> <port0_num> | <_port_range> <port1_num> <port2_num> | <hostaddr> | <net_ip> |
<mask_ip_addr> <mask_ip_mask> | <hostipv6> | <net_ipv6> | <mask_ipv6_addr> <mask_ipv6_mask> } ]
]

Syntax Description

Show running system informationshow

Show configured ACL object groupsobject-group

(Optional) object-group namename

(Optional)__readonly__

(Optional) Object group typegroup_type

(Optional) Object group namegroup_name

(Optional) Sequence numberseqno

(Optional)TABLE_ogroup

(Optional)TABLE_seqno

(Optional) Port operator_port_op

(Optional) Port range_port_range

(Optional) Port numberport0_num

(Optional) Port numberport1_num

(Optional) Port numberport2_num

(Optional) A.B.C.D Network address of object-group membernet_ip

(Optional) A.B.C.D Host addresshostaddr

(Optional) A.B.C.D IP addressmask_ip_addr

(Optional) A.B.C.D IP address maskmask_ip_mask

Command Mode

• /exec
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show onep
show onep { session { all | <onep-session-id> | rate-limit } [ detail ] } [ __readonly__ [ { TABLE_sessions
<ID> <Username> <State> <ReconnectTimer> <ConnectTime> <Appname> <Error> } ] [ { TABLE_details
<Appname> <Username> <State> <Error> <ConnectingTime> <ConnectTime> <ReconnectTimer> <ID>
<Version> <LastActiveTime> <Keepalive> <TransportName> <HostIP> <HostName> <Pid> [ {
TABLE_client_certificate <SerialNumber> <Issuer> [ { TABLE_validity <notBefore> <notAfter> } ]
<Subject> <KeyUsage> [ { TABLE_fingerprint <HashType> <HashValue> } ] } ] } ] [ { TABLE_buckets
<Addr> <Hash> <Rate> <Last> <Current> <Limit> <ExtendedLimit> <MarkCounter> <Reject> <Accept>
} ] ]

Syntax Description

Show running system informationshow

One Platformonep

One Platform sessionsession

All sessionsall

Specific session nameonep-session-id

rate limiting feature inforate-limit

(Optional)__readonly__

(Optional) all current sessions of onepTABLE_sessions

(Optional) the session handlerID

(Optional) the usernameUsername

(Optional) the stateState

(Optional) the reconnect timerReconnectTimer

(Optional) the connect timeConnectTime

(Optional) the application nameAppname

(Optional) possible error messageError

(Optional) all rate limit bucketsTABLE_buckets

(Optional) the remote addressAddr

(Optional) the hash of the remote addressHash

(Optional) the token fill rateRate

(Optional) the last rate check timeLast

(Optional) current tokens that are accepted to consumeCurrent
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(Optional) the standard limit on tokensLimit

(Optional) the burst limit on tokensExtendedLimit

(Optional) the burst tokens to consumeMarkCounter

(Optional) stats: rejected TCP connectionsReject

(Optional) stats: accepted TCP connectionsAccept

(Optional) Show detailed session infodetail

(Optional) all current sessions of onepTABLE_details

(Optional) the session handlerID

(Optional) the application nameAppname

(Optional) the usernameUsername

(Optional) the stateState

(Optional) the connected timeConnectTime

(Optional) the connecting timeConnectingTime

(Optional) the reconnect timerReconnectTimer

(Optional) onep versionVersion

(Optional) last activity timeLastActiveTime

(Optional) keepalive timeKeepalive

(Optional) Transport nameTransportName

(Optional) host addressHostIP

(Optional) host nameHostName

(Optional) PidPid

(Optional) client certificateTABLE_client_certificate

(Optional) Serial NumberSerialNumber

(Optional) IssuerIssuer

(Optional) certificate validityTABLE_validity

(Optional) notBeforenotBefore

(Optional) notAfternotAfter

(Optional) SubjectSubject

(Optional) Key UsageKeyUsage
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(Optional) certificate finger printTABLE_fingerprint

(Optional) Hash TypeHashType

(Optional) Hash ValueHashValue

Command Mode

• /exec
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show onep cli-extensions applications
show onep cli-extensions applications [ __readonly__ <num_applications> [ TABLE_applications <app_name>
<app_version> <config_domain> <ver_specific> ] ]

Syntax Description

Show running system informationshow

One Platformonep

CLI Extensions featurecli-extensions

Onep applications using the CLI Extensions featureapplications

(Optional)__readonly__

(Optional) Number of onep applicationsnum_applications

(Optional) Table of onep applicationsTABLE_applications

(Optional) Onep application nameapp_name

(Optional) Onep application versionapp_version

(Optional) Onep config domainconfig_domain

(Optional) Onep application version specificver_specific

Command Mode

• /exec
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show onep error
show onep error [ __readonly__ [ { TABLE_onep_errors <Content> } ] ]

Syntax Description

Show running system informationshow

One Platformonep

Errorerror

(Optional)__readonly__

(Optional) Errors messagesTABLE_onep_errors

(Optional) error contentContent

Command Mode

• /exec
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show onep history
show onep history { { archived } | { all } | { session { all | <onep-session-id> } } } [ __readonly__ [ {
TABLE_history <Record> } ] ]

Syntax Description

Show running system informationshow

One Platformonep

One Platform history trailshistory

One Platform archived sessionarchived

One Platform sessionsession

Specific session nameonep-session-id

All sessionsall

(Optional)__readonly__

(Optional) a set of history recordsTABLE_history

(Optional) an individual history recordRecord

Command Mode

• /exec
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show onep statistics
show onep statistics [ session { all | <onep-session-id> } ] [ __readonly__ [ { TABLE_stats_global
<SessionTotal> <ActiveSessions> <LocalDisconnect> <RemoteDisconnect> <ErrorDisconnect>
<TotalDisconnects> <TotalErrors> <AuthenticateErr> <DupAppNameErr> <MemErr> <SystemErr>
<TotalConnects> <RejectedConnects> <AcceptedConnects> <UnaffectedConnects> <FailedConnectionIndex>
<SequenceNumber> <FailureReason> <ErrorCode> <FailureTime> <RemoteHost> } ] [ {
TABLE_stats_sessions <ID> <Appname> <APIIn> <APIOut> <BytesIn> <BytesOut> <VtyCount> <Error>
} ] ]

Syntax Description

Show running system informationshow

One Platformonep

statisticsstatistics

(Optional) One Platform sessionsession

(Optional) All sessionsall

(Optional) Specific session nameonep-session-id

(Optional)__readonly__

(Optional) global session statistics for onepTABLE_stats_global

(Optional) total onep sessionsSessionTotal

(Optional) currently active onep sessionsActiveSessions

(Optional) onep sessions locally disconnectedLocalDisconnect

(Optional) onep sessions remotely disconnectedRemoteDisconnect

(Optional) onep sessions errored disconnectedErrorDisconnect

(Optional) total onep disconnected sessionsTotalDisconnects

(Optional) total onep errorsTotalErrors

(Optional) onep authentication errorsAuthenticateErr

(Optional) onep duplicate application name errorsDupAppNameErr

(Optional) onep memory errorsMemErr

(Optional) onep system errorsSystemErr

(Optional) total number of TCP connection attemptsTotalConnects

(Optional) number of TCP connections rejected by rate limitingRejectedConnects

(Optional) number of TCP connections accepted by rate limitingAcceptedConnects
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(Optional) number of TCP connections unaffected by rate limitingUnaffectedConnects

(Optional) Index of the failed connectionFailedConnectionIndex

(Optional) Sequence number of the failed connectionSequenceNumber

(Optional) Failure reason of the failed connectionFailureReason

(Optional) Error code of the failed connectionErrorCode

(Optional) Failure time of the failed connectionFailureTime

(Optional) Remote host address of the failed connectionRemoteHost

(Optional) all current sessions of onepTABLE_stats_sessions

(Optional) the session handlerID

(Optional) the application nameAppname

(Optional) the API inAPIIn

(Optional) the API outAPIOut

(Optional) the Bytes inBytesIn

(Optional) the Bytes outBytesOut

(Optional) the Vty countVtyCount

(Optional) possible error messageError

Command Mode

• /exec
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show onep status
show onep status [ __readonly__ { operational_status <o_status> } { operational_enable_reason
<o_enable_reason> } { operational_version <o_version> } [ { TABLE_transports <transport_name> <status>
[ <port> ] [ <access_class> ] [ { TABLE_trustpoints <trustpoint_type> <trustpoint_name> [ {
TABLE_trustpoint_hashes <tp_hash_type> <tp_hash_value> } ] } ] } ] { session_max_limit <s_max_limit>
} { session_key <enabled> } { cpu_interval <c_interval> } { cpu_fall_threshold <c_fall_threshold> } {
cpu_rise_threshold <c_rise_threshold> } { history_buffer_on <h_buffer_on> } { history_buffer_purge
<h_buffer_purge> } { history_buffer_size <h_buffer_size> } { history_syslog <h_syslog> } [ {
TABLE_service_sets <service_set> <state> [ <enable_mask> ] <version> <accessible_by> } ] ]

Syntax Description

Show running system informationshow

One Platformonep

statusstatus

(Optional)__readonly__

(Optional) run-time info about onepoperational_status

(Optional) status of onepo_status

(Optional) enable reason if onep is enabledoperational_enable_reason

(Optional) if onep is enabled, the enable reasono_enable_reason

(Optional) run-time version about onepoperational_version

(Optional) version of onepo_version

(Optional) all transports of onepTABLE_transports

(Optional) the transport nametransport_name

(Optional) the transport statusstatus

(Optional) the transport portport

(Optional) the transport access-classaccess_class

(Optional) all trustpoints of the transportTABLE_trustpoints

(Optional) either Server-Identity or Client-Verificationtrustpoint_type

(Optional) the name of the configured trustpointtrustpoint_name

(Optional) hashes of a certificate in each trustpointTABLE_trustpoint_hashes

(Optional) the algorithm used to perform the hashtp_hash_type

(Optional) the actual hashtp_hash_value
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(Optional) maximum number of sessions allowedsession_max_limit

(Optional) maximum limits_max_limit

(Optional) session key-requiredsession_key

(Optional) session key-requiredenabled

(Optional) obsevation interval in secondscpu_interval

(Optional) observation intervalc_interval

(Optional) falling threshold in percentagecpu_fall_threshold

(Optional) falling thresholdc_fall_threshold

(Optional) rising threshold in percentagecpu_rise_threshold

(Optional) rising thresholdc_rise_threshold

(Optional) history buffer onhistory_buffer_on

(Optional) history buffer onh_buffer_on

(Optional) history buffer purgehistory_buffer_purge

(Optional) purge oldest or newesth_buffer_purge

(Optional) history buffer sizehistory_buffer_size

(Optional) history buffer sizeh_buffer_size

(Optional) history sysloghistory_syslog

(Optional) history syslogh_syslog

(Optional) all registered service sets of onepTABLE_service_sets

(Optional) service set nameservice_set

(Optional) service set statestate

(Optional) service set enable maskenable_mask

(Optional) service set versionversion

(Optional) service set accessibilityaccessible_by

Command Mode

• /exec
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show onep trace
show onep trace [ __readonly__ [ { TABLE_onep_traces <Content> } ] ]

Syntax Description

Show running system informationshow

One Platformonep

Tracetrace

(Optional)__readonly__

(Optional) all internal tracesTABLE_onep_traces

(Optional) trace contentContent

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1900

All Show Commands
show onep trace



show ospfv3
show [ ipv6 ] ospfv3 [ <tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ TABLE_ctx
<ptag> <instance_number> <cname> <rid> <stateful_ha> <gr_ha> [ [ <gr_planned_only> ] [
<gr_notify_period> ] [ <gr_grace_period> ] [ <gr_state> ] [ <gr_last_status> ] ] [ <gr_helper_mode> ]
<support_tos0_only> <support_opaque_lsa> [ <low_mem_cond> ] <is_abr> <is_asbr> [
<max_lsa_non_self_number> ] [ <max_lsa_state> ] [ <max_lsa_warning_only> ] [
<max_lsa_current_non_self_lsa_number> ] [ <max_lsa_threshold_pct> ] [ <max_lsa_ignore_time> ] [
<max_lsa_reset_time> ] [ <max_lsa_ignore_count> ] [ <max_lsa_current_ignore_count> ] [
<max_lsa_ignore_time_left> ] [ <max_lsa_reset_time_left> ] [ <max_lsa_permanent_ignore> ] [
<ipsec_sa_type> ] [ <ipsec_sa_algorithm> ] [ <ipsec_sa_spi> ] [ { TABLE_redist <proto> [ <max_lsas> ] [
<warning> ] [ <threshold> ] [ <current_count> ] } ] <admin_dist> <ref_bw> <spf_start_time> <spf_hold_time>
<spf_max_time> <lsa_start_time> <lsa_hold_time> <lsa_max_time> <min_lsa_arr_time> <lsa_aging_pace>
<spf_max_paths> <max_metric_adver> [ [ <max_metric_time_left> ] [ <max_metric_wait_bgp> ] [
<max_metric_timeout> ] [ <max_metric_always> ] [ <max_metric_sum_lsa> ] [ <max_metric_ext_lsa> ] ]
<asext_lsa_cnt> <asext_lsa_crc> <area_total> <area_normal> <area_stub> <area_nssa> <act_area_total>
<act_area_normal> <act_area_stub> <act_area_nssa> <no_discard_rt_ext> <no_discard_rt_int> [
<bfd_enabled> ] [ <passive_dflt> ] [ <name_lookup> ] [ { TABLE_area <aname> [ <backbone_active> ] [
<active> ] <age> <total_intf> <act_intf> <passive_intf> <loopback_intf> [ <gr_nbr_cnt> ] <stub> [
<stub_def_cost> ] <nssa> [ <no_redist> ] [ <nssa_trans> ] <no_summary> <spf_runs> <last_spf_run_time>
[ <rtr_lsa_throt> ] [ <ipsec_sa_type> ] [ <ipsec_sa_algorithm> ] [ <ipsec_sa_spi> ] [ TABLE_range <addr>
<masklen> <state> <nets> <advertise> [ <cost> ] ] [ <filter_in> ] [ <filter_out> ] <lsa_cnt> <lsa_crc> } ] ]

Syntax Description

Show running system informationshow

(Optional) Display IPv6 informationipv6

Display OSPFv3 status and configurationospfv3

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)ptag

(Optional)instance_number

(Optional)cname

(Optional)rid
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(Optional)stateful_ha

(Optional)gr_ha

(Optional)gr_planned_only

(Optional)gr_notify_period

(Optional)gr_grace_period

(Optional)gr_state

(Optional)gr_last_status

(Optional)gr_helper_mode

(Optional)support_tos0_only

(Optional)support_opaque_lsa

(Optional)low_mem_cond

(Optional)is_abr

(Optional)is_asbr

(Optional)max_lsa_non_self_number

(Optional)max_lsa_state

(Optional)max_lsa_warning_only

(Optional)max_lsa_current_non_self_lsa_number

(Optional)max_lsa_threshold_pct

(Optional)max_lsa_ignore_time

(Optional)max_lsa_reset_time

(Optional)max_lsa_ignore_count

(Optional)max_lsa_current_ignore_count

(Optional)max_lsa_ignore_time_left

(Optional)max_lsa_reset_time_left

(Optional)max_lsa_permanent_ignore

(Optional) IPsec SA Typeipsec_sa_type

(Optional) IPsec SA Algorithm nameipsec_sa_algorithm

(Optional) IPsec SA SPI Valueipsec_sa_spi

(Optional)TABLE_redist
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(Optional)proto

(Optional)max_lsas

(Optional)warning

(Optional)threshold

(Optional)current_count

(Optional)admin_dist

(Optional)ref_bw

(Optional)spf_start_time

(Optional)spf_hold_time

(Optional)spf_max_time

(Optional)lsa_start_time

(Optional)lsa_hold_time

(Optional)lsa_max_time

(Optional)min_lsa_arr_time

(Optional)lsa_aging_pace

(Optional)spf_max_paths

(Optional)max_metric_adver

(Optional)max_metric_time_left

(Optional)max_metric_wait_bgp

(Optional)max_metric_timeout

(Optional)max_metric_always

(Optional)max_metric_sum_lsa

(Optional)max_metric_ext_lsa

(Optional)asext_lsa_cnt

(Optional)asext_lsa_crc

(Optional)area_total

(Optional)area_normal

(Optional)area_stub

(Optional)area_nssa
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(Optional)act_area_total

(Optional)act_area_normal

(Optional)act_area_stub

(Optional)act_area_nssa

(Optional)bfd_enabled

(Optional)passive_dflt

(Optional)name_lookup

(Optional)no_discard_rt_ext

(Optional)no_discard_rt_int

(Optional)TABLE_area

(Optional)aname

(Optional)backbone_active

(Optional)active

(Optional)age

(Optional)total_intf

(Optional)act_intf

(Optional)passive_intf

(Optional)loopback_intf

(Optional)gr_nbr_cnt

(Optional)stub

(Optional)stub_def_cost

(Optional)nssa

(Optional)no_redist

(Optional)nssa_trans

(Optional)no_summary

(Optional)spf_runs

(Optional)last_spf_run_time

(Optional)rtr_lsa_throt

(Optional) IPsec SA Typeipsec_sa_type
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(Optional) IPsec SA Algorithm nameipsec_sa_algorithm

(Optional) IPsec SA SPI Valueipsec_sa_spi

(Optional)TABLE_range

(Optional)masklen

(Optional)state

(Optional)nets

(Optional)advertise

(Optional)cost

(Optional)filter_in

(Optional)filter_out

(Optional)lsa_cnt

(Optional)lsa_crc

Command Mode

• /exec
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show ospfv3 border-routers
show [ ipv6 ] ospfv3 [ <tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] border-routers [ all_routes ] [
vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ TABLE_ctx <ptag> <cname> [ TABLE_br
<type> <addr> <cost> <asbr> <abr> <area> <spf_inst> [ <vlink_unresolved> ] [ TABLE_br_ubest_nh [
<ubest_nh_addr> ] [ <ubest_nh_intf> ] ] [ TABLE_br_mbest_nh [ <mbest_nh_addr> ] [ <mbest_nh_intf> ]
] ] ]

Syntax Description

Show running system informationshow

(Optional) Display IPv6 informationipv6

Display OSPFv3 status and configurationospfv3

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Border routersborder-routers

(Optional) Display all OSPFv3 routesall_routes

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)ptag

(Optional)cname

(Optional)TABLE_br

(Optional)type

(Optional)addr

(Optional)cost

(Optional)asbr

(Optional)abr

(Optional)area

(Optional)spf_inst

(Optional)vlink_unresolved
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(Optional)TABLE_br_ubest_nh

(Optional)ubest_nh_intf

(Optional)TABLE_br_mbest_nh

(Optional)mbest_nh_intf

Command Mode

• /exec
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show ospfv3 database
show [ ipv6 ] ospfv3 [ <tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] database [ [ [ [ router | network
| intra-area-prefix | inter-area { irouter | iprefix } | nssa-external | area-unknown | [ [ { link | link-unknown |
grace } [ <interface> ] ] ] ] [ area <area-id-ip> ] ] | external [ tag <tag_val> ] | as-unknown ] [ <lsid> ] [
self-originated | adv-router <advid> | adv-router-name <adv-name> ] ] [ vrf { <vrf-name> | <vrf-known-name>
| all } ] [ __readonly__ TABLE_ctx <rid> <ptag> <cname> [ TABLE_db3_lsa [ <name> ] [ <area> ] [ <id>
] [ <advrtr> ] [ <age> ] [ <seqno> ] [ <corrupt> ] [ <rtr_num_links> ] [ <net_num_rtr> ] [ <prefix> ] [
<inter_rid> ] [ <link_if> ] [ <intra_ref_type> ] [ <intra_ref_lsid> ] ] ]

Syntax Description

Show running system informationshow

(Optional) Display IPv6 informationipv6

Display OSPFv3 status and configurationospfv3

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Link-state Database Summarydatabase

(Optional) Display router LSAsrouter

(Optional) Display network LSAsnetwork

(Optional) Display inter-area LSAsinter-area

(Optional) Display Inter-Area-Prefix LSAsiprefix

(Optional) Display Inter-Area-Router LSAsirouter

(Optional) Display NSSA-external LSAsnssa-external

(Optional) Display area-scope unknown LSAsarea-unknown

(Optional) Display AS-external LSAsexternal

(Optional) Display as-scope unknown LSAsas-unknown

(Optional) Display Grace LSAsgrace

(Optional) Display Link LSAslink

(Optional) Display link-scope unknown LSAslink-unknown

(Optional) OSPF enabled interfaceinterface
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(Optional) Display Intra-Area-Prefix LSAsintra-area-prefix

(Optional) Display only self-originated LSAsself-originated

(Optional) Restrict display by link state IDlsid

(Optional) Restrict display by Advertising routeradv-router

(Optional) Advertising router IDadvid

(Optional) Restrict display by Advertising router nameadv-router-name

(Optional) DNS Name of the Advertising routeradv-name

(Optional) Display only LSA's in this areaarea

(Optional) Area Id as an integer or ip addressarea-id-ip

(Optional) Restrict display by tagtag

(Optional) 32-bit tag valuetag_val

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)rid

(Optional)ptag

(Optional)cname

(Optional)TABLE_db3_lsa

(Optional)name

(Optional)area

(Optional)id

(Optional)advrtr

(Optional)age

(Optional)seqno

(Optional)corrupt

(Optional)rtr_num_links

(Optional)net_num_rtr

(Optional)inter_rid

(Optional)link_if

(Optional)intra_ref_type
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(Optional)intra_ref_lsid

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1910

All Show Commands
show ospfv3 database



show ospfv3 database database-summary
show [ ipv6 ] ospfv3 [ <tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] database database-summary
[ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ TABLE_ctx <rid> <ptag> <cname> [
TABLE_dbsum [ TABLE_dbsum_area <area> [ TABLE_dbsum_area_lsa <area_lsa_name> <area_lsa_count>
] <area_lsa_total> ] [ TABLE_dbsum_all [ TABLE_dbsum_lsa_all <lsa_name> <lsa_count> ]
<non_self_lsa_total> <lsa_total> ] ] ]

Syntax Description

Show running system informationshow

(Optional) Display IPv6 informationipv6

Display OSPFv3 status and configurationospfv3

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Link-state Database Summarydatabase

Summary of databasedatabase-summary

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)rid

(Optional)ptag

(Optional)cname

(Optional)TABLE_dbsum

(Optional)TABLE_dbsum_area

(Optional)area

(Optional)TABLE_dbsum_area_lsa

(Optional)area_lsa_name

(Optional)area_lsa_count

(Optional)area_lsa_total

(Optional)TABLE_dbsum_all
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(Optional)TABLE_dbsum_lsa_all

(Optional)lsa_name

(Optional)lsa_count

(Optional)non_self_lsa_total

(Optional)lsa_total

Command Mode

• /exec
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show ospfv3 database detail
show [ ipv6 ] ospfv3 [ <tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] database [ [ [ router | network
| intra-area-prefix | inter-area { irouter | iprefix } | nssa-external | area-unknown | [ [ { link | link-unknown |
grace } [ <interface> ] ] ] ] [ area <area-id-ip> ] ] | external [ tag <tag_val> ] | as-unknown ] [ <lsid> ] [
self-originated | adv-router <advid> | adv-router-name <adv-name> ] detail [ vrf { <vrf-name> |
<vrf-known-name> | all } ] [ __readonly__ TABLE_ctx <rid> <ptag> <cname> [ TABLE_db3_lsa [ <name>
] [ <area> ] [ TABLE_lsdb <age> <maxage> <wrapping> <dummy> <flush_pending> <type> [ <intf> ] <id>
<advrtr> <seqno> <cksum> <len> [ <corrupt> ] [ <rtr_abr> ] [ <rtr_asbr> ] [ <rtr_translate> ] [ <rtr_vlink_end>
] [ <rtr_options> ] [ <rtr_num_links> ] [ TABLE_rlsa [ <rtr_link_type> ] [ <rtr_link_metric> ] [ <rtr_link_ifid>
] [ <rtr_link_nbr_ifid> ] [ <rtr_link_nbr_rid> ] ] [ <net_options> ] [ TABLE_nlsa [ <net_rtr> ] ] [ <ia_prefix>
] [ <ia_prefix_options> ] [ <ia_prefix_metric> ] [ <ia_rtr_options> ] [ <ia_rtr_metric> ] [ <ia_rtr_rid> ] [
<asext_prefix> ] [ <asext_options> ] [ <asext_metric_type2> ] [ <asext_metric> ] [ <asext_fwd_addr> ] [
<asext_tag> ] [ <asext_ref_lstype> ] [ <asext_ref_lsid> ] [ <link_priority> ] [ <link_options> ] [ <link_laddr>
] [ <link_num_prefix> ] [ TABLE_linklsa [ <link_prefix> ] [ <link_prefix_options> ] ] [ <intra_num_prefix>
] [ <intra_ref_lstype> ] [ <intra_ref_lsid> ] [ <intra_ref_advrtr> ] [ TABLE_iaplsa [ <intra_prefix> ] [
<intra_prefix_options> ] [ <intra_prefix_metric> ] [ <corrupted_length> ] ] [ <tlv_type> ] [ <tlv_len> ] [
<tlv_data> ] [ <tlv_unknown> ] [ <gr_interval> ] [ <gr_reason> ] [ <unknown> ] [ <data_len> ] [ <data> ] ]
] ]

Syntax Description

Show running system informationshow

(Optional) Display IPv6 informationipv6

Display OSPFv3 status and configurationospfv3

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Link-state Database Summarydatabase

(Optional) Display router LSAsrouter

(Optional) Display network LSAsnetwork

(Optional) Display inter-area LSAsinter-area

(Optional) Display Inter-Area-Prefix LSAsiprefix

(Optional) Display Inter-Area-Router LSAsirouter

(Optional) Display NSSA-external LSAsnssa-external

(Optional) Display area-scope unknown LSAsarea-unknown
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(Optional) Display AS-external LSAsexternal

(Optional) Display as-scope unknown LSAsas-unknown

(Optional) Display Grace LSAsgrace

(Optional) Display Link LSAslink

(Optional) Display link-scope unknown LSAslink-unknown

(Optional) OSPF enabled interfaceinterface

(Optional) Display Intra-Area-Prefix LSAsintra-area-prefix

(Optional) Display only self-originated LSAsself-originated

(Optional) Restrict display by link state IDlsid

(Optional) Restrict display by Advertising routeradv-router

(Optional) Advertising router IDadvid

(Optional) Restrict display by Advertising router nameadv-router-name

(Optional) DNS Name of the Advertising routeradv-name

(Optional) Display only LSA's in this areaarea

(Optional) Area Id as an integer or ip addressarea-id-ip

(Optional) Restrict display by tagtag

(Optional) 32-bit tag valuetag_val

Display LSA in detaildetail

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)rid

(Optional)ptag

(Optional)cname

(Optional)TABLE_db3_lsa

(Optional)name

(Optional)area

(Optional)TABLE_lsdb

(Optional)age

(Optional)maxage
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(Optional)wrapping

(Optional)dummy

(Optional)flush_pending

(Optional)type

(Optional)intf

(Optional)id

(Optional)advrtr

(Optional)seqno

(Optional)cksum

(Optional)len

(Optional)corrupt

(Optional)rtr_abr

(Optional)rtr_asbr

(Optional)rtr_translate

(Optional)rtr_vlink_end

(Optional)rtr_options

(Optional)rtr_num_links

(Optional)TABLE_rlsa

(Optional)rtr_link_type

(Optional)rtr_link_metric

(Optional)rtr_link_ifid

(Optional)rtr_link_nbr_ifid

(Optional)rtr_link_nbr_rid

(Optional)net_options

(Optional)TABLE_nlsa

(Optional)net_rtr

(Optional)ia_prefix_options

(Optional)ia_prefix_metric

(Optional)ia_rtr_options
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(Optional)ia_rtr_metric

(Optional)ia_rtr_rid

(Optional)asext_options

(Optional)asext_metric_type2

(Optional)asext_metric

(Optional)asext_tag

(Optional)asext_ref_lstype

(Optional)asext_ref_lsid

(Optional)link_priority

(Optional)link_options

(Optional)link_num_prefix

(Optional)TABLE_linklsa

(Optional)link_prefix_options

(Optional)intra_num_prefix

(Optional)intra_ref_lstype

(Optional)intra_ref_lsid

(Optional)intra_ref_advrtr

(Optional)TABLE_iaplsa

(Optional)intra_prefix_options

(Optional)intra_prefix_metric

(Optional)corrupted_length

(Optional)tlv_type

(Optional)tlv_len

(Optional)tlv_data

(Optional)tlv_unknown

(Optional)gr_interval

(Optional)gr_reason

(Optional)unknown

(Optional)data_len
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(Optional)data

Command Mode

• /exec
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show ospfv3 event-history
show ospfv3 [ <tag> ] [ internal ] event-history { errors | msgs | statistics | adjacency | event | ha | flooding |
lsa | spf | redistribution | hello | spf-trigger | cli | rib }

Syntax Description

Show running system informationshow

Display OSPFv3 status and configurationospfv3

(Optional) Process tagtag

(Optional) Commands for internal useinternal

Show various event logs of OSPFevent-history

Error logserrors

IPC logsmsgs

Show the state and size of the buffersstatistics

Adjacency formation logsadjacency

Internal event logsevent

HA and GR logsha

LSA flooding logsflooding

LSA generation and databse logslsa

SPF calculation logsspf

Redistribution logsredistribution

Hello related logshello

SPF TRIGGER related logsspf-trigger

Cli logscli

RIB related logsrib

Command Mode

• /exec
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show ospfv3 event-history detail
show ospfv3 [ <tag> ] [ internal ] event-history detail [ statistics ]

Syntax Description

Show running system informationshow

Display OSPFv3 status and configurationospfv3

(Optional) Process tagtag

(Optional) Commands for internal useinternal

Show event history of OSPFevent-history

Show detailed event history informationdetail

(Optional) Show the state and size of the verbose history bufferstatistics

Command Mode

• /exec
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show ospfv3 ha
show [ ipv6 ] ospfv3 [ <tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] ha [ vrf { <vrf-name> |
<vrf-known-name> | all } ] [ __readonly__ TABLE_ctx <ptag> <cname> <stateful> <pss_restored> <pss_state>
<gr_enabled> <gr_grace_period> <gr_state> <gr_last_status> <gr_helper_mode> ]

Syntax Description

Show running system informationshow

(Optional) Display IPv6 informationipv6

Display OSPFv3 status and configurationospfv3

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

High Availability statusha

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)ptag

(Optional)cname

(Optional)stateful

(Optional)pss_restored

(Optional)pss_state

(Optional)gr_enabled

(Optional)gr_grace_period

(Optional)gr_state

(Optional)gr_last_status

(Optional)gr_helper_mode

Command Mode

• /exec
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show ospfv3 interface
show [ ipv6 ] ospfv3 [ <tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] interface [ <interface> | vrf {
<vrf-name> | <vrf-known-name> | all } ] [ private ] [ __readonly__ TABLE_ctx <ptag> <cname> [ TABLE_intf
<ifname> <admin_status> <proto_status> <addr> [ <masklen> ] [ <inst_id> ] <area> [ <if_cfg> ] <state_str>
<type_str> <cost> [ <bfd_enabled> ] <index> [ <passive> ] [ <mpls> ] [ <transmit_delay> ] [ <if_priority>
] [ <dr_rid> ] [ <dr_addr> ] [ <bdr_rid> ] [ <bdr_addr> ] [ <nbr_total> ] [ <nbr_flood> ] [ <nbr_adjs> ] [
<gr_nbr> ] [ <hello_interval> ] [ <dead_interval> ] [ <wait_interval> ] [ <rxmt_interval> ] [ <hello_timer>
] [ <wait_timer> ] [ <pacing_timer> ] [ <lsu_timer> ] [ <lsack_timer> ] [ <netlsa_throt_timer> ] [ <link_lsa_cnt>
] [ <link_lsa_crc> ] [ <ipsec_sa_type> ] [ <ipsec_sa_algorithm> ] [ <ipsec_sa_spi> ] ] ]

Syntax Description

Show running system informationshow

(Optional) Display IPv6 informationipv6

Display OSPFv3 status and configurationospfv3

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

OSPF enabled interfaceinterface

(Optional) OSPF enabled interfaceinterface

(Optional) Developer-only statisticsprivate

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)ptag

(Optional)cname

(Optional)TABLE_intf

(Optional)ifname

(Optional)admin_status

(Optional)proto_status

(Optional)masklen

(Optional)inst_id
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(Optional)area

(Optional)if_cfg

(Optional)state_str

(Optional)type_str

(Optional)cost

(Optional)bfd_enabled

(Optional)index

(Optional)passive

(Optional)mpls

(Optional)transmit_delay

(Optional)if_priority

(Optional)dr_rid

(Optional)bdr_rid

(Optional)nbr_total

(Optional)nbr_flood

(Optional)nbr_adjs

(Optional)gr_nbr

(Optional)hello_interval

(Optional)dead_interval

(Optional)wait_interval

(Optional)rxmt_interval

(Optional)hello_timer

(Optional)wait_timer

(Optional)pacing_timer

(Optional)lsu_timer

(Optional)lsack_timer

(Optional)netlsa_throt_timer

(Optional)link_lsa_cnt

(Optional)link_lsa_crc
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(Optional) IPsec SA Typeipsec_sa_type

(Optional) IPsec SA Algorithm nameipsec_sa_algorithm

(Optional) IPsec SA SPI Valueipsec_sa_spi

Command Mode

• /exec
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show ospfv3 interface brief
show [ ipv6 ] ospfv3 [ <tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] interface brief [ vrf { <vrf-name>
| <vrf-known-name> | all } ] [ __readonly__ TABLE_ctx <ptag> <cname> <intf_count> TABLE_intf <ifname>
<index> <area> <cost> <state_str> <nbr_total> <admin_status> ]

Syntax Description

Show running system informationshow

(Optional) Display IPv6 informationipv6

Display OSPFv3 status and configurationospfv3

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

OSPF enabled interfaceinterface

Display summary of OSPFv3 interfacesbrief

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)ptag

(Optional)cname

(Optional)intf_count

(Optional)TABLE_intf

(Optional)ifname

(Optional)index

(Optional)area

(Optional)cost

(Optional)state_str

(Optional)nbr_total

(Optional)admin_status

Command Mode
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• /exec
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show ospfv3 lsa-content-changed-list
show [ ipv6 ] ospfv3 [ <tag> ] lsa-content-changed-list { <ip-addr> | <neighbor-name> } <interface> [
__readonly__ [ TABLE_ctx <ptag> <cname> [ TABLE_lschg <nbr_rid> <intf> <nbr_addr> [ TABLE_lsa [
<type> ] [ <lsid> ] [ <advrtr> ] [ <seqno> ] [ <cksum> ] [ <age> ] ] ] ] ]

Syntax Description

Show running system informationshow

(Optional) Display IPv6 informationipv6

Display OSPFv3 status and configurationospfv3

(Optional) Process tagtag

LSAs that changed contentslsa-content-changed-list

OSPF enabled interfaceinterface

Neighbor router IDip-addr

DNS Name of the neighborneighbor-name

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)ptag

(Optional)cname

(Optional)TABLE_lschg

(Optional)nbr_rid

(Optional)intf

(Optional)TABLE_lsa

(Optional)type

(Optional)lsid

(Optional)advrtr

(Optional)seqno

(Optional)cksum

(Optional)age

Command Mode

• /exec
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show ospfv3 memory
show [ ipv6 ] ospfv3 [ <tag> ] memory [ __readonly__ TABLE_mem <ptag> <byte_total> <byte_consumed>
<byte_overhead> <byte_allocated> <alloc_current> <alloc_created> <alloc_failed> <alloc_free> <bf_current>
<bf_created> <bf_failed> <bf_free> <bf_byte_consumed> <bf_32_current> <bf_32_created> <bf_32_failed>
<bf_32_free> <bf_32_byte_consumed> <slab_current> <slab_created> <slab_failed> <slab_free>
<slab_byte_consumed> <if_index_alloc_failed> <nbr_index_alloc_failed> ]

Syntax Description

Show running system informationshow

(Optional) Display IPv6 informationipv6

Display OSPFv3 status and configurationospfv3

(Optional) Process tagtag

Memory usage statisticsmemory

(Optional)__readonly__

(Optional)TABLE_mem

(Optional)ptag

(Optional)byte_total

(Optional)byte_consumed

(Optional)byte_overhead

(Optional)byte_allocated

(Optional)alloc_current

(Optional)alloc_created

(Optional)alloc_failed

(Optional)alloc_free

(Optional)bf_current

(Optional)bf_created

(Optional)bf_failed

(Optional)bf_free

(Optional)bf_byte_consumed

(Optional)bf_32_current

(Optional)bf_32_created
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(Optional)bf_32_failed

(Optional)bf_32_free

(Optional)bf_32_byte_consumed

(Optional)slab_current

(Optional)slab_created

(Optional)slab_failed

(Optional)slab_free

(Optional)slab_byte_consumed

(Optional)if_index_alloc_failed

(Optional)nbr_index_alloc_failed

Command Mode

• /exec
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show ospfv3 neighbors
show [ ipv6 ] ospfv3 [ <tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] neighbors [ { { <interface> [
<neighbor> | <neighbor-name> ] } | { [ <neighbor> | <neighbor-name> ] [ vrf { <vrf-name> | <vrf-known-name>
| all } ] } } ] [ __readonly__ TABLE_ctx <ptag> <cname> <nbrcount> [ TABLE_nbr <rid> <priority> <state>
<drstate> <uptime> <ifid> <intf> [ <multiarea> ] <addr> ] ]

Syntax Description

Show running system informationshow

(Optional) Display IPv6 informationipv6

Display OSPFv3 status and configurationospfv3

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Neighbor listneighbors

(Optional) OSPF enabled interfaceinterface

(Optional) Router ID of neighborneighbor

(Optional) DNS Name of the neighborneighbor-name

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)ptag

(Optional)cname

(Optional)nbrcount

(Optional)TABLE_nbr

(Optional)rid

(Optional)priority

(Optional)state

(Optional)drstate

(Optional)uptime
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(Optional)ifid

(Optional)intf

(Optional)multiarea

Command Mode

• /exec
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show ospfv3 neighbors detail
show [ ipv6 ] ospfv3 [ <tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] neighbors [ <interface> ] [
<neighbor> ] detail [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ private ] [ __readonly__ TABLE_ctx
<ptag> <cname> [ TABLE_nbr <rid> <addr> <area> <intf> <state> <transition> <lastchange> [ <bfd_state>
] [ <priority> ] [ <ifid> ] [ <dr> ] [ <bdr> ] [ <master> ] [ <seqno> ] [ <dbdallsentacked> ] [ <dbdallsent> ] [
<dbdallacked> ] [ <lsaonreqlist> ] [ <lsafromlastreq> ] [ <lsreqrxmts> ] <helloptions> <dbdoptions>
<lastnonhello> [ <deadtimer> ] [ <pacingtimer> ] [ <dbdrxmtimer> ] [ <reqrxmtimer> ] [ <lsutimer> ] [
<rerxmtimer> ] [ <fastrerxmtimer> ] [ <lsacktimer> ] [ <grtimer> ] [ <helpermode> ] [ <helpercand> ] [
<helperterm> ] [ <senddbd> ] [ <sendlsreq> ] [ <sendlsu> ] [ <sendlsurxmt> ] [ <sendlsack> ] [
<sendlsreqreply> ] ] ]

Syntax Description

Show running system informationshow

(Optional) Display IPv6 informationipv6

Display OSPFv3 status and configurationospfv3

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Neighbor listneighbors

(Optional) OSPF enabled interfaceinterface

(Optional) Router ID of neighborneighbor

Show detailed neighbor displaydetail

(Optional) Developer-only statisticsprivate

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)ptag

(Optional)cname

(Optional)TABLE_nbr

(Optional)rid

(Optional)area

(Optional)intf
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(Optional)state

(Optional)transition

(Optional)lastchange

(Optional)bfd_state

(Optional)priority

(Optional)ifid

(Optional)dr

(Optional)bdr

(Optional)master

(Optional)seqno

(Optional)dbdallsentacked

(Optional)dbdallsent

(Optional)dbdallacked

(Optional)lsaonreqlist

(Optional)lsafromlastreq

(Optional)lsreqrxmts

(Optional)helloptions

(Optional)dbdoptions

(Optional)lastnonhello

(Optional)deadtimer

(Optional)pacingtimer

(Optional)dbdrxmtimer

(Optional)reqrxmtimer

(Optional)lsutimer

(Optional)rerxmtimer

(Optional)fastrerxmtimer

(Optional)lsacktimer

(Optional)grtimer

(Optional)helpermode
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(Optional)helpercand

(Optional)helperterm

(Optional)senddbd

(Optional)sendlsreq

(Optional)sendlsu

(Optional)sendlsurxmt

(Optional)sendlsack

(Optional)sendlsreqreply

Command Mode

• /exec
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show ospfv3 neighbors summary
show [ ipv6 ] ospfv3 [ <tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] neighbors [ <interface> ]
summary [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ TABLE_ctx <ptag> <cname>
TABLE_intf { <ifname> | <total> } <down> <attempt> <init> <twoway> <exstart> <exchange> <loading>
<full> <if_total> ]

Syntax Description

Show running system informationshow

(Optional) Display IPv6 informationipv6

Display OSPFv3 status and configurationospfv3

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Neighbor listneighbors

(Optional) OSPF enabled interfaceinterface

Summary of neighborssummary

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)ptag

(Optional)cname

(Optional)TABLE_intf

(Optional)ifname

(Optional)total

(Optional)down

(Optional)attempt

(Optional)init

(Optional)twoway

(Optional)exstart
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(Optional)exchange

(Optional)loading

(Optional)full

(Optional)if_total

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1935

All Show Commands
show ospfv3 neighbors summary



show ospfv3 policy statistics
show [ ipv6 ] ospfv3 [ <tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] policy statistics { { redistribute
{ bgp <as> | { isis | rip } <tag> | static | direct | amt } } | { area <area-id-ip> filter-list { in | out } } } [ vrf {
<vrf-name> | <vrf-known-name> | all } ]

Syntax Description

Show running system informationshow

(Optional) Display IPv6 informationipv6

Display OSPFv3 status and configurationospfv3

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Display Policy related informationpolicy

Display Route Filter statisticsstatistics

Statistics for redistributionredistribute

Routing Information Protocol (RIP)rip

ISO Intermediate-to-Intermediate (IS-IS)isis

Border Gateway Protocol (BGP)bgp

Autonomous system numberas

Staticstatic

Directly connecteddirect

AMT anycast prefixamt

Configure area propertiesarea

Area Id as an integer or ip addressarea-id-ip

Filter prefixes between OSPF areasfilter-list

Filter networks sent to this areain

Filter networks sent from this areaout

tag
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Command Mode

• /exec
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show ospfv3 request-list
show [ ipv6 ] ospfv3 [ <tag> ] request-list { <ip-addr> | <neighbor-name> } <interface> [ __readonly__ [
TABLE_ctx <ptag> <cname> [ TABLE_lsreq <nbr_rid> <intf> <nbr_addr> <total> [ TABLE_lsa [ <type>
] [ <lsid> ] [ <advrtr> ] [ <seqno> ] [ <cksum> ] [ <age> ] ] ] ] ]

Syntax Description

Show running system informationshow

(Optional) Display IPv6 informationipv6

Display OSPFv3 status and configurationospfv3

(Optional) Process tagtag

Link state request listrequest-list

OSPF enabled interfaceinterface

Neighbor router IDip-addr

DNS Name of the neighborneighbor-name

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)ptag

(Optional)cname

(Optional)TABLE_lsreq

(Optional)nbr_rid

(Optional)intf

(Optional)total

(Optional)TABLE_lsa

(Optional)type

(Optional)lsid

(Optional)advrtr

(Optional)seqno

(Optional)cksum

(Optional)age

Command Mode
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show ospfv3 retransmission-list
show [ ipv6 ] ospfv3 [ <tag> ] retransmission-list { <routerid> | <router-name> } <interface> [ __readonly__
[ TABLE_ctx <ptag> <cname> [ TABLE_rxmit <nbr_rid> <intf> <nbr_addr> [ <timer_running> ] [
<timer_due> ] [ TABLE_lsa [ <type> ] [ <lsid> ] [ <advrtr> ] [ <seqno> ] [ <cksum> ] [ <age> ] ] ] ] ]

Syntax Description

Show running system informationshow

(Optional) Display IPv6 informationipv6

Display OSPFv3 status and configurationospfv3

(Optional) Process tagtag

Link state retransmission listretransmission-list

Neighbor router IDrouterid

DNS Name of the routerrouter-name

OSPF enabled interfaceinterface

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)ptag

(Optional)cname

(Optional)TABLE_rxmit

(Optional)nbr_rid

(Optional)intf

(Optional)timer_running

(Optional)timer_due

(Optional)TABLE_lsa

(Optional)type

(Optional)lsid

(Optional)advrtr

(Optional)seqno

(Optional)cksum

(Optional)age
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Command Mode

• /exec
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show ospfv3 route
show [ ipv6 ] ospfv3 [ <tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] route [ <ipv6-prefix> [
longer-prefixes ] ] [ all_routes ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ TABLE_ctx
<ptag> <cname> [ <hdr_addr> ] [ <hdr_masklen> ] [ TABLE_route <addr> <masklen> <type> <in_rib>
<direct> [ <area> ] [ <tag> ] [ <vlink_unresolved> ] [ TABLE_route_ubest_nh [ <ubest_nh_addr> ] [
<ubest_nh_intf> ] [ <ubest_cost> ] [ <distance> ] [ <ubest_nh_direct> ] [ <ubest_nh_in_rib> ] ] [
TABLE_route_mbest_nh [ <mbest_nh_addr> ] [ <mbest_nh_intf> ] [ <mbest_cost> ] [ <mbest_nh_direct>
] [ <mbest_nh_in_rib> ] ] ] ]

Syntax Description

Show running system informationshow

(Optional) Display IPv6 informationipv6

Display OSPFv3 status and configurationospfv3

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Internal OSPF routesroute

(Optional) Show exact match and more specific routeslonger-prefixes

(Optional) Display all OSPFv3 routesall_routes

(Optional)tag

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)ptag

(Optional)cname

(Optional)hdr_masklen

(Optional)TABLE_route

(Optional)masklen

(Optional)type

(Optional)in_rib

(Optional)direct
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(Optional)area

(Optional)vlink_unresolved

(Optional)TABLE_route_ubest_nh

(Optional)ubest_nh_intf

(Optional)ubest_cost

(Optional)distance

(Optional)ubest_nh_direct

(Optional)ubest_nh_in_rib

(Optional)TABLE_route_mbest_nh

(Optional)mbest_nh_intf

(Optional)mbest_cost

(Optional)mbest_nh_direct

(Optional)mbest_nh_in_rib

Command Mode

• /exec
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show ospfv3 route summary
show [ ipv6 ] ospfv3 [ <tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] route [ <ipv6-prefix> [
longer-prefixes ] ] summary [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ TABLE_ctx
<ptag> <cname> [ TABLE_route <total_routes> <total_paths> [ TABLE_route_type <path_type>
<path_routes> <path_paths> ] [ TABLE_route_masklen <masklen> <masklen_routes> <masklen_paths> ] ]
]

Syntax Description

Show running system informationshow

(Optional) Display IPv6 informationipv6

Display OSPFv3 status and configurationospfv3

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Internal OSPF routesroute

(Optional) Show exact match and more specific routeslonger-prefixes

Show route countssummary

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)ptag

(Optional)cname

(Optional)TABLE_route

(Optional)total_routes

(Optional)total_paths

(Optional)TABLE_route_type

(Optional)path_type

(Optional)path_routes

(Optional)path_paths

(Optional)TABLE_route_masklen
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(Optional)masklen

(Optional)masklen_routes

(Optional)masklen_paths

Command Mode

• /exec
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show ospfv3 statistics
show [ ipv6 ] ospfv3 [ <tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] statistics [ vrf { <vrf-name> |
<vrf-known-name> | all } ] [ __readonly__ TABLE_stats <ptag> <cname> <last_clear> <rid_change>
<dr_elections> <older_lsa_recv> <nbr_state_change> <nbr_dead_postpone> <nbr_dead_expire>
<nbr_bad_lsreq> <nbr_seqno_mismatch> <spf_full> <spf_summary> <spf_external> <spf_extsummary>
<rtr_generate> <rtr_refresh> <rtr_flush> <rtr_other_flush> <net_generate> <net_refresh> <net_flush>
<net_other_flush> <inter_prefix_generate> <inter_prefix_refresh> <inter_prefix_flush>
<inter_prefix_other_flush> <inter_router_generate> <inter_router_refresh> <inter_router_flush>
<inter_router_other_flush> <asext_generate> <asext_refresh> <asext_flush> <asext_other_flush>
<link_generate> <link_refresh> <link_flush> <link_other_flush> <intra_prefix_generate>
<intra_prefix_refresh> <intra_prefix_flush> <intra_prefix_other_flush> <unknown_generate>
<unknown_refresh> <unknown_flush> <unknown_other_flush> <limbo_lsa_count> <limbo_lsa_hwm>
<limbo_lsa_deleted> <limbo_lsa_revived> <limbo_runs> <limbo_lsa_last_time_hwm> [ <limbo_timer> ]
<helloq_size> <helloq_max_size> <helloq_hwm> <helloq_drops> <helloq_last_hwm_time> <floodq_size>
<floodq_max_size> <floodq_hwm> <floodq_drops> <floodq_last_hwm_time> <lsdb_add_fail> [
TABLE_buffer_detail [ <buf_size> ] [ <buf_size_huge> ] <buf_in_use> <buf_hwm><buf_perm> <buf_alloc>
<buf_free> ] ]

Syntax Description

Show running system informationshow

(Optional) Display IPv6 informationipv6

Display OSPFv3 status and configurationospfv3

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Event countersstatistics

(Optional)__readonly__

(Optional)TABLE_stats

(Optional)ptag

(Optional)cname

(Optional)last_clear

(Optional)rid_change

(Optional)dr_elections

(Optional)older_lsa_recv
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(Optional)nbr_state_change

(Optional)nbr_dead_postpone

(Optional)nbr_dead_expire

(Optional)nbr_bad_lsreq

(Optional)nbr_seqno_mismatch

(Optional)spf_full

(Optional)spf_summary

(Optional)spf_external

(Optional)spf_extsummary

(Optional)rtr_generate

(Optional)rtr_refresh

(Optional)rtr_flush

(Optional)rtr_other_flush

(Optional)net_generate

(Optional)net_refresh

(Optional)net_flush

(Optional)net_other_flush

(Optional)inter_prefix_generate

(Optional)inter_prefix_refresh

(Optional)inter_prefix_flush

(Optional)inter_prefix_other_flush

(Optional)inter_router_generate

(Optional)inter_router_refresh

(Optional)inter_router_flush

(Optional)inter_router_other_flush

(Optional)asext_generate

(Optional)asext_refresh

(Optional)asext_flush

(Optional)asext_other_flush

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1947

All Show Commands
show ospfv3 statistics



(Optional)link_generate

(Optional)link_refresh

(Optional)link_flush

(Optional)link_other_flush

(Optional)intra_prefix_generate

(Optional)intra_prefix_refresh

(Optional)intra_prefix_flush

(Optional)intra_prefix_other_flush

(Optional)unknown_generate

(Optional)unknown_refresh

(Optional)unknown_flush

(Optional)unknown_other_flush

(Optional)limbo_lsa_count

(Optional)limbo_lsa_hwm

(Optional)limbo_lsa_deleted

(Optional)limbo_lsa_revived

(Optional)limbo_runs

(Optional)limbo_lsa_last_time_hwm

(Optional)limbo_timer

(Optional)helloq_size

(Optional)helloq_max_size

(Optional)helloq_hwm

(Optional)helloq_drops

(Optional)helloq_last_hwm_time

(Optional)floodq_size

(Optional)floodq_max_size

(Optional)floodq_hwm

(Optional)floodq_drops

(Optional)floodq_last_hwm_time
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(Optional)lsdb_add_fail

(Optional)TABLE_buffer_detail

(Optional)buf_size

(Optional)buf_size_huge

(Optional)buf_in_use

(Optional)buf_hwm

(Optional)buf_perm

(Optional)buf_alloc

(Optional)buf_free

Command Mode

• /exec
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show ospfv3 summary-address
show [ ipv6 ] ospfv3 [ <tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] summary-address [ private ]
[ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ [ TABLE_ctx <ptag> <cname> <rid> [
TABLE_sum <addr> <masklen> [ <metric> ] [ <tag> ] [ <pending> ] ] ] ]

Syntax Description

Show running system informationshow

(Optional) Display IPv6 informationipv6

Display OSPFv3 status and configurationospfv3

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Summary-address redistribution informationsummary-address

(Optional) Developer-only statisticsprivate

(Optional)tag

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)ptag

(Optional)cname

(Optional)rid

(Optional)TABLE_sum

(Optional)masklen

(Optional)metric

(Optional)pending

Command Mode

• /exec
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show ospfv3 traffic
show [ ipv6 ] ospfv3 [ <tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] traffic [ <interface> [ detail ]
| [ detail ] | [ detail ] vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ TABLE_traf <ptag>
<cname> <last_clear> [ <ifname> ] <pkt_in> <pkt_out> <lsu_first_trans> <lsu_retrans> <lsu_for_lsreq>
<lsu_nbr_trans> <throttle_out> <throttle_out_token> <throttle_out_ip> <lsa_ignored> <lsa_dropped_spf>
<lsa_dropped_gr> <pkt_drops_in> <pkt_drops_out> <pkt_errors_in> <pkt_errors_out> <hello_errors_in>
<dbds_errors_in> <lsreqs_errors_in> <lsus_errors_in> <lsacks_errors_in> <pkt_unknown_in>
<pkt_unknown_out> <pkt_no_ospf_intf> <bad_version> <bad_crc> <dup_rtr_id> <dup_src_addr>
<invalid_src_addr> <invalid_dst_addr> <non_existing_nbr> <pkt_passive_intf> <wrong_area>
<invalid_pkt_len> <nbr_changed_routerid_ipaddr> <nbr_changed_interfaceid> [ <bad_auth> ] [
<bad_reserved> ] [ <pkt_no_vrf> ] <hellos_in> <dbds_in> <lsreqs_in> <lsus_in> <lsacks_in> <hellos_out>
<dbds_out> <lsreqs_out> <lsus_out> <lsacks_out> [ <hellos_in_hq> <dbds_in_hq> <lsreqs_in_flq>
<lsus_in_flq> <lsacks_in_flq> <lsas_in_dbds_in> <lsas_in_lsreqs_in> <lsas_in_lsus_in> <lsas_in_lsacks_in>
<lsas_in_dbds_out> <lsas_in_lsreqs_out> <lsas_in_lsus_out> <lsas_in_lsacks_out> <lsas_in_rxmt_lsus_out>
] ]

Syntax Description

Show running system informationshow

(Optional) Display IPv6 informationipv6

Display OSPFv3 status and configurationospfv3

(Optional) Process tagtag

(Optional) OSPF enabled interfaceinterface

(Optional) Display detailed informationdetail

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Packet counterstraffic

(Optional)__readonly__

(Optional)TABLE_traf

(Optional)ptag

(Optional)cname

(Optional)last_clear

(Optional)ifname

(Optional)pkt_in
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(Optional)pkt_out

(Optional)lsu_first_trans

(Optional)lsu_retrans

(Optional)lsu_for_lsreq

(Optional)lsu_nbr_trans

(Optional)throttle_out

(Optional)throttle_out_token

(Optional)throttle_out_ip

(Optional)lsa_ignored

(Optional)lsa_dropped_spf

(Optional)lsa_dropped_gr

(Optional)pkt_drops_in

(Optional)pkt_drops_out

(Optional)pkt_errors_in

(Optional)pkt_errors_out

(Optional)hello_errors_in

(Optional)dbds_errors_in

(Optional)lsreqs_errors_in

(Optional)lsus_errors_in

(Optional)lsacks_errors_in

(Optional)pkt_unknown_in

(Optional)pkt_unknown_out

(Optional)pkt_no_ospf_intf

(Optional)bad_version

(Optional)bad_crc

(Optional)dup_rtr_id

(Optional)dup_src_addr

(Optional)invalid_src_addr

(Optional)invalid_dst_addr
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(Optional)non_existing_nbr

(Optional)pkt_passive_intf

(Optional)wrong_area

(Optional)invalid_pkt_len

(Optional)nbr_changed_routerid_ipaddr

(Optional)nbr_changed_interfaceid

(Optional)bad_auth

(Optional)bad_reserved

(Optional)pkt_no_vrf

(Optional)hellos_in

(Optional)dbds_in

(Optional)lsreqs_in

(Optional)lsus_in

(Optional)lsacks_in

(Optional)hellos_out

(Optional)dbds_out

(Optional)lsreqs_out

(Optional)lsus_out

(Optional)lsacks_out

(Optional)hellos_in_hq

(Optional)dbds_in_hq

(Optional)lsreqs_in_flq

(Optional)lsus_in_flq

(Optional)lsacks_in_flq

(Optional)lsas_in_dbds_in

(Optional)lsas_in_lsreqs_in

(Optional)lsas_in_lsus_in

(Optional)lsas_in_lsacks_in

(Optional)lsas_in_dbds_out
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(Optional)lsas_in_lsreqs_out

(Optional)lsas_in_lsus_out

(Optional)lsas_in_lsacks_out

(Optional)lsas_in_rxmt_lsus_out

Command Mode

• /exec
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show ospfv3 virtual-links
show [ ipv6 ] ospfv3 [ <tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] virtual-links [ vrf { <vrf-name>
| <vrf-known-name> | all } ] [ __readonly__ TABLE_ctx <ptag> <cname> [ TABLE_vlink <name> <nbr_rid>
<if_state> <transit_area> <nh_intf> <nbr_addr> [ <transit_area_stub> ] [ <transit_area_nssa> ] <addr> [
<masklen> ] <inst_id> <area> [ <if_cfg> ] <state_str> <type_str> <cost> <index> [ <passive> ] [ <mpls> ]
[ <transmit_delay> ] [ <if_priority> ] [ <dr_rid> ] [ <dr_addr> ] [ <bdr_rid> ] [ <bdr_addr> ] [ <nbr_total> ]
[ <nbr_flood> ] [ <nbr_adjs> ] [ <gr_nbr> ] [ <hello_interval> ] [ <dead_interval> ] [ <wait_interval> ] [
<rxmt_interval> ] [ <hello_timer> ] [ <wait_timer> ] [ <pacing_timer> ] [ <lsu_timer> ] [ <lsack_timer> ] [
<netlsa_throt_timer> ] [ <link_lsa_cnt> ] [ <link_lsa_crc> ] [ <state> ] [ <transition> ] [ <lastchange> ] [
<priority> ] [ <ifid> ] [ <dr> ] [ <bdr> ] [ <master> ] [ <seqno> ] [ <dbdallsentacked> ] [ <dbdallsent> ] [
<dbdallacked> ] [ <lsaonreqlist> ] [ <lsafromlastreq> ] [ <lsreqrxmts> ] [ <helloptions> ] [ <dbdoptions> ] [
<lastnonhello> ] [ <deadtimer> ] [ <pacingtimer> ] [ <dbdrxmtimer> ] [ <reqrxmtimer> ] [ <lsutimer> ] [
<rerxmtimer> ] [ <fastrerxmtimer> ] [ <lsacktimer> ] [ <grtimer> ] [ <helpermode> ] [ <helpercand> ] [
<helperterm> ] [ <senddbd> ] [ <sendlsreq> ] [ <sendlsu> ] [ <sendlsurxmt> ] [ <sendlsack> ] [
<sendlsreqreply> ] [ <ipsec_sa_type> ] [ <ipsec_sa_algorithm> ] [ <ipsec_sa_spi> ] ] ]

Syntax Description

Show running system informationshow

(Optional) Display IPv6 informationipv6

Display OSPFv3 status and configurationospfv3

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Virtual link informationvirtual-links

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)ptag

(Optional)cname

(Optional)TABLE_vlink

(Optional)name

(Optional)nbr_rid

(Optional)if_state

(Optional)transit_area
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(Optional)nh_intf

(Optional)transit_area_stub

(Optional)transit_area_nssa

(Optional)masklen

(Optional)inst_id

(Optional)area

(Optional)if_cfg

(Optional)state_str

(Optional)type_str

(Optional)cost

(Optional)index

(Optional)passive

(Optional)mpls

(Optional)transmit_delay

(Optional)if_priority

(Optional)dr_rid

(Optional)bdr_rid

(Optional)nbr_total

(Optional)nbr_flood

(Optional)nbr_adjs

(Optional)gr_nbr

(Optional)hello_interval

(Optional)dead_interval

(Optional)wait_interval

(Optional)rxmt_interval

(Optional)hello_timer

(Optional)wait_timer

(Optional)pacing_timer

(Optional)lsu_timer
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(Optional)lsack_timer

(Optional)netlsa_throt_timer

(Optional)link_lsa_cnt

(Optional)link_lsa_crc

(Optional)state

(Optional)transition

(Optional)lastchange

(Optional)priority

(Optional)ifid

(Optional)dr

(Optional)bdr

(Optional)master

(Optional)seqno

(Optional)dbdallsentacked

(Optional)dbdallsent

(Optional)dbdallacked

(Optional)lsaonreqlist

(Optional)lsafromlastreq

(Optional)lsreqrxmts

(Optional)helloptions

(Optional)dbdoptions

(Optional)lastnonhello

(Optional)deadtimer

(Optional)pacingtimer

(Optional)dbdrxmtimer

(Optional)reqrxmtimer

(Optional)lsutimer

(Optional)rerxmtimer

(Optional)fastrerxmtimer
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(Optional)lsacktimer

(Optional)grtimer

(Optional)helpermode

(Optional)helpercand

(Optional)helperterm

(Optional)senddbd

(Optional)sendlsreq

(Optional)sendlsu

(Optional)sendlsurxmt

(Optional)sendlsack

(Optional)sendlsreqreply

(Optional) IPsec SA Typeipsec_sa_type

(Optional) IPsec SA Algorithm nameipsec_sa_algorithm

(Optional) IPsec SA SPI Valueipsec_sa_spi

Command Mode

• /exec
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show ospfv3 virtual-links brief
show [ ipv6 ] ospfv3 [ <tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] virtual-links brief [ vrf {
<vrf-name> | <vrf-known-name> | all } ] [ __readonly__ TABLE_ctx <ptag> <cname> <vlink_count> [
TABLE_vlink <nbr_rid> <vlink_num> <transit_area> <cost> <if_state> ] ]

Syntax Description

Show running system informationshow

(Optional) Display IPv6 informationipv6

Display OSPFv3 status and configurationospfv3

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Virtual link informationvirtual-links

Display summary of OSPFv3 virtual linksbrief

(Optional)__readonly__

(Optional)TABLE_ctx

(Optional)ptag

(Optional)cname

(Optional)vlink_count

(Optional)TABLE_vlink

(Optional)nbr_rid

(Optional)vlink_num

(Optional)transit_area

(Optional)cost

(Optional)if_state

Command Mode

• /exec
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show otv
show otv [ <overlay-if> [ vpn <vpn-name> ] ]

Syntax Description

Display OTV informationshow

Configure OTV informationotv

(Optional) Overlay interfaceoverlay-if

(Optional) Overlay VPN namevpn

(Optional) OTV VPN Namevpn-name

Command Mode

• /exec
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P Show Commands

• show param-list, on page 1963
• show password secure-mode, on page 1964
• show password strength-check, on page 1965
• show pending, on page 1966
• show pmap-int-br interface br, on page 1967
• show pmap-int, on page 1968
• show policy-map, on page 1969
• show policy-map interface control-plane, on page 1973
• show policy-map interface type psp, on page 1976
• show policy-map system, on page 1978
• show policy-map type control-plane, on page 1982
• show policy-map type network-qos, on page 1985
• show policy-map type psp, on page 1986
• show port-channel capacity, on page 1988
• show port-channel compatibility-parameters, on page 1989
• show port-channel database, on page 1990
• show port-channel load-balance, on page 1992
• show port-channel load-balance forwarding-path1 interface src-interface, on page 1993
• show port-channel load-balance forwarding-path interface, on page 1995
• show port-channel load-balance hardware forwarding-path interface source, on page 1997
• show port-channel rbh-distribution, on page 1999
• show port-channel summary, on page 2000
• show port-channel traffic, on page 2001
• show port-channel usage, on page 2002
• show port-profile, on page 2003
• show port-profile brief, on page 2005
• show port-profile expand-interface, on page 2006
• show port-profile sync-status, on page 2007
• show port-profile usage, on page 2008
• show port-security, on page 2009
• show port-security address, on page 2010
• show port-security address blocked, on page 2011
• show port-security address interface, on page 2012
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• show port-security address nvram, on page 2013
• show port-security detail interface, on page 2014
• show port-security interface, on page 2015
• show port-security multivlan address, on page 2016
• show port-security secure address, on page 2017
• show port-security state, on page 2018
• show port-security traps enable, on page 2019
• show privilege, on page 2020
• show processes, on page 2021
• show processes cpu, on page 2022
• show processes cpu history, on page 2023
• show processes cpu module, on page 2024
• show processes log, on page 2025
• show processes log details, on page 2026
• show processes log pid, on page 2027
• show processes log vdc-all, on page 2028
• show processes memory, on page 2029
• show processes memory clis, on page 2030
• show processes memory shared, on page 2031
• show processes vdc, on page 2034
• show processes vdc cpu, on page 2035
• show processes vdc log, on page 2036
• show processes vdc log details, on page 2037
• show processes vdc log pid, on page 2038
• show processes vdc memory, on page 2039
• show processes version, on page 2040
• show pss debug, on page 2041
• show ptp brief, on page 2042
• show ptp clock, on page 2043
• show ptp clock foreign-masters record, on page 2044
• show ptp corrections, on page 2045
• show ptp counters interface, on page 2046
• show ptp packet-trace, on page 2047
• show ptp parent, on page 2048
• show ptp port interface, on page 2049
• show ptp time-property, on page 2050
• show pulse, on page 2051
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show param-list
show param-list [ param-list-name <plistname> ] [ show-instance ] [ __readonly__ <param_list_header_flag>
<param_list_name> <param_list_var> <param_list_type> <param_instance_header_flag>
<param_instance_name> <param_instance_var> <param_instance_val> ]

Syntax Description

Show running system informationshow

Show param-listparam-list

(Optional) param list nameparam-list-name

(Optional) Enter the name of the param-listplistname

(Optional) show instances for the param listshow-instance

(Optional)__readonly__

(Optional)param_list_header_flag

(Optional)param_list_name

(Optional)param_list_var

(Optional)param_list_type

(Optional)param_instance_header_flag

(Optional)param_instance_name

(Optional)param_instance_var

(Optional)param_instance_val

Command Mode

• /exec
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show password secure-mode
show password secure-mode [ __readonly__ { secure_mode <secure_mode_status> } ]

Syntax Description

Show running system informationshow

Password for the userpassword

secure mode for changing passwordssecure-mode

(Optional)__readonly__

(Optional) run time status about xmlsecure_mode

(Optional) Run time status about secure modesecure_mode_status

Command Mode

• /exec
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show password strength-check
show password strength-check [ __readonly__ { operation_status <o_status> } ]

Syntax Description

Show running system informationshow

Password for the userpassword

Strength check of passwordstrength-check

(Optional)__readonly__

(Optional) run-time information about password strength-checkoperation_status

(Optional) operational status of password strength checko_status

Command Mode

• /exec
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show pending
show [ pending ]

Syntax Description

Display region configurationsshow

(Optional) Display the new mst configuration to be appliedpending

Command Mode

• /exec/configure/spanning-tree/mst/configuration
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show pmap-int-br interface br
show pmap-int-br interface br [ __readonly__ { [ TABLE_ifvlanstr <if-vlan-str> <if-status> [ <in-pmap-qos>
] [ <out-pmap-qos> ] [ <in-pmap-que> ] [ <out-pmap-que> ] ] } ]

Syntax Description

Show running system informationshow

Show policy mapspmap-int-br

Show service policy on interfaceinterface

Brief report of all policies attached to interfacesbr

(Optional) all interfaces xml sessionsTABLE_ifvlanstr

(Optional) ifindex or vlan id: xml keyif-vlan-str

(Optional)__readonly__

(Optional) Interface/vlan status [active/inactive]: xml keyif-status

(Optional) Input QoS Policy-map name: xml keyin-pmap-qos

(Optional) output QoS Policy-map name: xml keyout-pmap-qos

(Optional) Input Que Policy-map name: xml keyin-pmap-que

(Optional) Output Que Policy-map name: xml keyout-pmap-que

Command Mode

• /exec
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show pmap-int
show pmap-int { interface [ <iface-list> ] [ input | output ] [ type <qos-or-q> ] |

Syntax Description

Show running system informationshow

Show policy mapspmap-int

Show service policy on interfaceinterface

(Optional) List of Interfaceiface-list

(Optional) Input Service policyinput

(Optional) Output Service policyoutput

(Optional) Type of policytype

(Optional)qos-or-q

Command Mode

• /exec
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show policy-map
show policy-map [ { [ type qos ] [ <pmap-name-qos> ] } | { type queuing [ <pmap-name-que> ] } ] [
__readonly__ { [ <display-all> ] [ TABLE_pmap <pmap-key> [ <type-spec> ] [ <yqos-or-q> ] [ <options>
] <pmap-name-out> [ <desc> ] [ TABLE_cmap <cmap-key> [ <type-cmap-spec> ] [ <xqos-or-q> ] [
<cmap-name> ] [ TABLE_action <action-key> [ <serv-pol-type> ] [ <serv-pol-name> ] [ <inner> ] [
<dlb-disable> ] [ <cos> ] [ <exp-val-imposition> ] [ <exp-val-topmost> ] [ <dscp-enum> ] [ <dscp> ] [
<prec-enum> ] [ <prec> ] [ <disc-class> ] [ <qos-group> ] [ <tmap-from> ] [ <tmap-to> ] [ <tmap-name> ] [
<avg-rate-type> ] [ <rate-units> ] [ <shape-rate> ] [ <min-rate-type> ] [ <min-rate-units> ] [ <shape-min-rate>
] [ <max-rate-type> ] [ <max-rate-units> ] [ <shape-max-rate> ] [ <rise-threshold-units> ] [
<fall-threshold-units> ] [ <prio-level> ] [ <qlim-param-type> ] [ <qlim-param-val> ] [ <ooo> ] [ <size-units>
] [ <qlim-size> ] [ <qlim-enum-spec> ] [ <rdet-agg> ] [ <rdet-mode> ] [ TABLE_rdet <rdet-key> [ <rdet-values>
] [ <rdet-min-thresh> ] [ <rdet-size-units> ] [ <rdet-max-thresh> ] [ <rdet-drop-prob> ] [ <rdet-weight> ] [
<rdet-cap-average> ] [ <rdet-ecn> ] [ <rdet-burst-opt> ] [ <rdet-mesh-opt> ] ] [ <rdet-nonecn-mode> ] [
TABLE_rdet_nonecn <rdet-nonecn-key> [ <rdet-nonecn-min-thresh> ] [ <rdet-nonecn-size-units> ] [
<rdet-nonecn-max-thresh> ] [ <rdet-nonecn-drop-prob> ] ] [ <afd-mode> ] [ TABLE_afd <afd-key> [
<afd-values> ] [ <afd-queue-desired> ] [ <afd-size-units> ] [ <afd-ecn> ] ] [ <pause> <size-in-bytes>
<xoff-bytes> <xon-bytes> ] [ <priority-group-number> ] [ <bw-units> ] [ <bw-rate> ] [ <rem-bw-units> ] [
<rem-bw-rate> ] [ <agg-policer-name> ] [ <cir-spec> ] [ <bc-spec> ] [ <be-spec> ] [ <cir-rate-units> ] [ <cir>
] [ <bc-size-units> ] [ <bc> ] [ <pir-rate-units> ] [ <pir> ] [ <be-size-units> ] [ <be> ] [ <cnf-col-cmap> ] [
<exc-col-cmap> ] [ TABLE_police <police-key> [ <cnf-act> ] [ <exc-act> ] [ <vio-act> ] [ <set-type> ] [
<enum-spec> ] [ <set-val> ] [ <ptmap-from> ] [ <ptmap-to> ] [ <ptmap-name> ] ] ] ] ] } ]

Syntax Description

Show running system informationshow

Show policy mapspolicy-map

(Optional) Type of the policy-maptype

(Optional) type qosqos

(Optional) type queuingqueuing

(Optional) policy map name (type qos)pmap-name-qos

(Optional) policy map name (type queuing)pmap-name-que

(Optional)__readonly__

(Optional) Display all kinds of class-mapsdisplay-all

(Optional) all pmap xml sessionsTABLE_pmap

(Optional) Policy-map name: xml keypmap-key

(Optional) all WRED sessionsTABLE_rdet

(Optional) all WRED non ECN sessionsTABLE_rdet_nonecn

(Optional) all AFD sessionsTABLE_afd
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(Optional) all police actionsTABLE_police

(Optional) police actions count: xml keypolice-key

(Optional) all cmap xml sessionsTABLE_cmap

(Optional) Class-map name: xml keycmap-key

(Optional) all actionsTABLE_action

(Optional) Actions count: xml keyaction-key

(Optional)yqos-or-q

(Optional) match-first optionoptions

(Optional) Policy-map namepmap-name-out

(Optional) Description stringdesc

(Optional) Class-map namecmap-name

(Optional)xqos-or-q

(Optional) Type of service policy referred toserv-pol-type

(Optional) Name of policy-map referred to within this policy-mapserv-pol-name

(Optional) Type of policy-map specified or nottype-spec

(Optional) Type of class-map specified or nottype-cmap-spec

(Optional) Specifies if tunnel or inner keywords are mentionedinner

(Optional) Disable Dynamic Load Balancingdlb-disable

(Optional) IEEE 802.1Q Class of Service valuecos

(Optional) MPLS EXP value of type impositionexp-val-imposition

(Optional) MPLS EXP calue of type topmostexp-val-topmost

(Optional) DSCP in IP(v4) and IPv6 packetsdscp

(Optional)dscp-enum

(Optional) Precedence in IP(v4) and IPv6 packetsprec

(Optional)prec-enum

(Optional) Discard classdisc-class

(Optional) Qos-groupqos-group

(Optional)tmap-from

(Optional)tmap-to
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(Optional) Table map nametmap-name

(Optional)ptmap-from

(Optional)ptmap-to

(Optional) Table map nameptmap-name

(Optional) Specifies if average shape rate is specifiedavg-rate-type

(Optional) Units of rate - bps, kbps, mbps, gbps, ms, usrate-units

(Optional) Specifies if minimum shape rate is specifiedmin-rate-type

(Optional) Units of rate - bps, kbps, mbps, gbps, ms, usmin-rate-units

(Optional) Specifies if maximum shape rate is specifiedmax-rate-type

(Optional) Units of rate - bps, kbps, mbps, gbps, ms, usmax-rate-units

(Optional) Units of rate - bps, kbps, mbps, gbps, ms, us, ppscir-rate-units

(Optional) Units of rate - bps, kbps, mbps, gbps, ms, us, ppspir-rate-units

(Optional) Priority if specifiedprio-level

(Optional) Type of parameter for qlim - cos/prec/dscp/disc class/qosgrpqlim-param-type

(Optional) Parameter value for qlimitqlim-param-val

(Optional) Queue size for qlimitqlim-size

(Optional) Units of queue size - pkts/bytes/kbytes/mbytes/ms/us/percsize-units

(Optional) Units of queue size - pkts/bytes/kbytes/mbytes/ms/us/percrdet-size-units

(Optional) Units of queue size - pkts/bytes/kbytes/mbytes/ms/us/percrdet-nonecn-size-units

(Optional) Units of queue size - bytes/kbytes/mbytesafd-size-units

(Optional) Units of queue size - pkts/bytes/kbytes/mbytes/ms/us/percbc-size-units

(Optional) Units of queue size - pkts/bytes/kbytes/mbytes/ms/us/percbe-size-units

(Optional) Weather qlimit parameter is specified in enum or notqlim-enum-spec

(Optional) Random-detect moderdet-mode

(Optional) Random-detect non-ecn moderdet-nonecn-mode

(Optional) Are the params for aggregate flowrdet-agg

(Optional) List of class-of-service values for random-detectrdet-values

(Optional) Random-detect drop probabilityrdet-drop-prob

(Optional) Random-detect queue length weightrdet-weight
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(Optional) Random-detect cap-averagerdet-cap-average

(Optional) Random-detect ECNrdet-ecn

(Optional) Random-detect burst optimizedrdet-burst-opt

(Optional) Random-detect mesh optimizedrdet-mesh-opt

(Optional) Random-detect non-ecn drop probabilityrdet-nonecn-drop-prob

(Optional) AFD modeafd-mode

(Optional) List of class-of-service values for AFDafd-values

(Optional) AFD ECNafd-ecn

(Optional) Pause valuepause

(Optional) Priority group valuepriority-group-number

(Optional) Bandwidth unitsbw-units

(Optional) Remaining bandwidth unitsrem-bw-units

(Optional) Remaining bandwidth raterem-bw-rate

(Optional) Aggregate policer nameagg-policer-name

(Optional) Is CIR keyword specifiedcir-spec

(Optional) Is Committed Burst keyword specifiedbc-spec

(Optional) Is Extended Burst keyword specifiedbe-spec

(Optional) Conforming color class-map namecnf-col-cmap

(Optional) Exceeding color class-map nameexc-col-cmap

(Optional) Is DSCP or PREC enum value specifiedenum-spec

(Optional) Conform action (Police)cnf-act

(Optional) Exceed action (Police)exc-act

(Optional) Violate action (Police)vio-act

(Optional) Type of set in police actionset-type

(Optional) Value of set type in police actionset-val

(Optional) Out-of-Orderooo

Command Mode

• /exec
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show policy-map interface control-plane
show policy-map interface control-plane { [ module <slot-no-in> [ class <cmap-name> ] ] | [ class <cmap-name>
[ module <slot-no-in> ] ] } [ __readonly__ [ <scale-factor-cmd> ] <pmap-name> [ TABLE_cmap <cmap-key>
<cmap-name-out> <opt_any_or_all> [ TABLE_match <match-key> { [ access_grp <acc_grp_name> ] [
redirect <opt_match_redirect> ] [ exception <opt_match_excpt> ] [ protocol <opt_match_protocol> ] } + ] [
<class-off-rate> <class-drop-rate> <class-pkts> <class-bytes> ] [ [ <set_vld_flg> ] { { cos [ inner ] <cos-val>
} | { dscp [ tunnel ] <dscp-val> } | { precedence [ tunnel1 ] <prec-val> } } ] [ <threshold> <level> ] [ [
<policer_show_flags> ] [ <cir> <opt_kbps_mbps_gbps_pps_cir> ] [ { percent <cir-perc> } ] [ <bc>
<opt_kbytes_mbytes_gbytes_bc> ] [ <pir> <opt_kbps_mbps_gbps_pps_pir> ] [ { percent1 <pir-perc> } ] [
<be> <opt_kbytes_mbytes_gbytes_be> ] ] [ TABLE_slot { <slot-no-out> { [ [ <conform-pkts> ]
<conform-bytes> ] [ { <opt_drop_transmit_conform> } | { set-cos-transmit <set-cos-val> } | { set-dscp-transmit
<set-dscp-val> } | { set-prec-transmit <set-prec-val> } ] [ { [ [ <exceed-pkts> ] <exceed-bytes> ] { {
<opt_drop_transmit_exceed> } | { set dscp1 dscp2 table cir-markdown-map } } } ] { [ [ <violate-pkts> ]
<violate-bytes> ] { { <opt_drop_transmit_violate> } | { set1 dscp3 dscp4 table1 pir-markdown-map } } } }
} ] ] ]

Syntax Description

Show running system informationshow

Show policy mapspolicy-map

Show service policy on interfaceinterface

command is for copp policycontrol-plane

(Optional) module number for statisticsmodule

(Optional) class-name nameclass

(Optional) Name of the class-mapcmap-name

(Optional) Name of the Policy-mappmap-name

(Optional)__readonly__

(Optional) Scale factor commandscale-factor-cmd

(Optional) all cmap xml sessionsTABLE_cmap

(Optional) Class-map key : XML outputcmap-key

(Optional) Name of the output class-mapcmap-name-out

(Optional) Enter match-any or match-allopt_any_or_all

(Optional) all match xml sessionsTABLE_match

(Optional) Match key : XML outputmatch-key

(Optional)access_grp

(Optional)acc_grp_name
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(Optional)redirect

(Optional) Match criteria for redirected packetsopt_match_redirect

(Optional)exception

(Optional) Match criteria for exception packetsopt_match_excpt

(Optional)protocol

(Optional) Match criteria for protocol packetsopt_match_protocol

(Optional) Set valid flagset_vld_flg

(Optional)cos

(Optional)inner

(Optional) Set cos valcos-val

(Optional)dscp

(Optional)tunnel

(Optional) Set dscp valdscp-val

(Optional)precedence

(Optional)tunnel1

(Optional) Set prec valprec-val

(Optional) Policer show flagspolicer_show_flags

(Optional) syslog severity levellevel

(Optional) Unitsopt_kbps_mbps_gbps_pps_cir

(Optional)percent

(Optional) Unitsopt_kbps_mbps_gbps_pps_pir

(Optional)percent1

(Optional) Unitsopt_kbytes_mbytes_gbytes_bc

(Optional) Unitsopt_kbytes_mbytes_gbytes_be

(Optional) all slot-num : XML outputTABLE_slot

(Optional) input slot noslot-no-in

(Optional) output slot noslot-no-out

(Optional) Set the actionopt_drop_transmit_conform

(Optional)set-cos-transmit
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(Optional) Conform action cos valset-cos-val

(Optional)set-dscp-transmit

(Optional) Conform action dscp valset-dscp-val

(Optional)set-prec-transmit

(Optional) Conform action prec valset-prec-val

(Optional) Set the actionopt_drop_transmit_exceed

(Optional)set

(Optional)dscp1

(Optional)dscp2

(Optional)table

(Optional)cir-markdown-map

(Optional) Set the actionopt_drop_transmit_violate

(Optional)set1

(Optional)dscp3

(Optional)dscp4

(Optional)table1

(Optional)pir-markdown-map

Command Mode

• /exec
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show policy-map interface type psp
show policy-map interface { [ <ifnum> ] } type psp { [ <pmap-name> [ client <clienttype> <clientID> ] ] | [
handle <ppf_id> ] } { [ class-map-list { [ <cmap-name-plc> + ] | [ class-map-handle <ppf_id1> + ] } ] } [
__readonly__ { [ <number-of-classes> ] [ <display-all> ] [ TABLE_pmap <pmap-key> <id> <pmap-name-out>
[ <desc> ] [ TABLE_cmap <cmap-key> [ <cmap-name-out> ] [ TABLE_interface <interface> <byte-count>
] ] ] } ]

Syntax Description

Show running system informationshow

Show policy mapspolicy-map

Show stats for interfaceinterface

(Optional) Interface type and numberifnum

Type of the policy-maptype

type psppsp

(Optional) Policy-map namepmap-name

(Optional) set client typeclient

(Optional) cli/onepclienttype

(Optional) client appIDclientID

(Optional) Handlehandle

(Optional) PPF IDppf_id

(Optional) Class-map listclass-map-list

(Optional) Class-map namecmap-name-plc

(Optional) Class-map Handle/sclass-map-handle

(Optional) PPF IDppf_id1

(Optional)__readonly__

(Optional) Display all kinds of policymapsdisplay-all

(Optional) Total number of classes for which stats are returnednumber-of-classes

(Optional) all pmap xml sessionsTABLE_pmap

(Optional) Policy-map IDid

(Optional) Policy-map name: xml keypmap-key

(Optional) Policy-map namepmap-name-out
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(Optional) Description stringdesc

(Optional) all cmap xml sessionsTABLE_cmap

(Optional) Class-map name: xml keycmap-key

(Optional) Class-map namecmap-name-out

(Optional) all interface xml sessionsTABLE_interface

(Optional) Interface type and numberinterface

(Optional) Byte Count Statisticbyte-count

Command Mode

• /exec
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show policy-map system
show policy-map system [ type { network-qos | qos [ input2 ] | queuing [ input | output ] } ] [ __readonly__
{ [ <display-all> ] [ <desc> ] [ <xpmap-name> ] [ <xcmap-name> ] [ <cos-list> ] [ <qos-group-list> ] [
<protocol> ] [ <timeout> ] [ <pause> <size-in-bytes> <xoff-bytes> <xon-bytes> ] [ <pfc-cos-list> ] [ <cc> ]
[ <thresh-units> ] [ <min-thresh> ] [ <max-thresh> ] [ <drop-prob> ] [ <iod> ] [ <mtu> ] [ <set-cos> ] [ <dpp>
] [ <stat-en-dis-enum> ] [ TABLE_pmap <pmap-key> <pmap-inner-outer> <in-or-out> <yqos-or-q> [ <options>
] <pmap-name> [ <stat-status-enum> ] [ TABLE_cmap <cmap-key> [ <xqos-or-q> ] <match-opts>
<cmap-name> [ TABLE_match <match-key> [ <not> ] [ <inner> ] [ <cos-list> ] [ <match-cmap-xqos-or-q>
] [ <match-cmap-opts> ] [ <match-cmap-name> ] ] [ TABLE_action <action-key> [ <set-inner> ] [ <cos> ]
[ <serv-pol-type> ] [ <serv-pol-name> ] [ <serv-pol-return-inout> ] [ <rate-units> ] [ <shape-rate> ] [
<min-rate-type> ] [ <min-rate-units> ] [ <shape-min-rate> ] [ <max-rate-type> ] [ <max-rate-units> ] [
<shape-max-rate> ] [ <prio-level> ] [ <qlim-param-type> ] [ <qlim-param-val> ] [ <size-units> ] [ <qlim-size>
] [ <qlim-enum-spec> ] [ <bw-units> ] [ <bw-rate> ] [ <rem-bw-units> ] [ <rem-bw-rate> ] [
<rise-threshold-units> ] [ <fall-threshold-units> ] [ TABLE_rdet <rdet-key> [ <rdet-values> ] [
<rdet-min-thresh> ] [ <rdet-size-units> ] [ <rdet-max-thresh> ] [ <rdet-drop-prob> ] [ <rdet-weight> ] [
<rdet-ecn> ] [ <rdet-cap-average> ] [ <rdet-burst-opt> ] [ <rdet-mesh-opt> ] ] [ TABLE_afd <afd-key> [
<afd-values> ] [ <afd-queue-desired> ] [ <afd-size-units> ] [ <afd-ecn> ] ] [ <pause> <size-in-bytes>
<xoff-bytes> <xon-bytes> ] ] ] ] } ]

Syntax Description

Show running system informationshow

Show policy mapspolicy-map

(Optional) Type of the policy-maptype

Active policy in the systemsystem

(Optional) type network-qosnetwork-qos

(Optional) type qosqos

(Optional) input policyinput2

(Optional) type queuingqueuing

(Optional) input policyinput

(Optional) output policyoutput

(Optional)__readonly__

(Optional) Display all network-qos policy-mapsdisplay-all

(Optional) Policy-map namexpmap-name

(Optional) Description stringdesc

(Optional) Class-map namexcmap-name

(Optional) Units of threshold - pkts/bytes/kbytes/mbytes/ms/us/percthresh-units
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(Optional) Drop Probability at Maximum Threshold valuedrop-prob

(Optional) Pause valuepause

(Optional) List of class-of-service valuespfc-cos-list

(Optional) timeout valuetimeout

(Optional) congestion control protocolcc

(Optional) IOD valueiod

(Optional) MTU valuemtu

(Optional) Set CoS valueset-cos

(Optional) Dynamic Packet Prioritization Classdpp

(Optional) protocolprotocol

(Optional) List of class-of-service valuescos-list

(Optional) List of qos-group valuesqos-group-list

(Optional) all pmap xml sessionsTABLE_pmap

(Optional) Policy-map name: xml keypmap-key

(Optional) all cmap xml sessionsTABLE_cmap

(Optional) Class-map name: xml keycmap-key

(Optional) all actionsTABLE_action

(Optional) Actions count: xml keyaction-key

(Optional) all match xml sessionsTABLE_match

(Optional) match count: xml keymatch-key

(Optional) all WRED sessionsTABLE_rdet

(Optional) all AFD sessionsTABLE_afd

(Optional)stat-en-dis-enum

(Optional)in-or-out

(Optional)yqos-or-q

(Optional)stat-status-enum

(Optional) match-first optionoptions

(Optional) Policy-map namepmap-name

(Optional) Inner or Outer policy-mappmap-inner-outer
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(Optional) Inner or Outer policy-mapserv-pol-return-inout

(Optional) Class-map namecmap-name

(Optional)xqos-or-q

(Optional) Type of match in class-mapmatch-opts

(Optional)match-cmap-xqos-or-q

(Optional) Type of match in class-mapmatch-cmap-opts

(Optional) Negate this match resultnot

(Optional) Specifies if tunnel or inner keywords are mentionedinner

(Optional) List of class-of-service valuescos-list

(Optional) class-map namematch-cmap-name

(Optional) Type of service policy referred toserv-pol-type

(Optional) Name of policy-map referred to within this policy-mapserv-pol-name

(Optional) Specifies if tunnel or inner keywords are mentionedset-inner

(Optional) IEEE 802.1Q Class of Service valuecos

(Optional) Units of rate - bps, kbps, mbps, gbps, ms, usrate-units

(Optional) Specifies if minimum shape rate is specifiedmin-rate-type

(Optional) Units of rate - bps, kbps, mbps, gbps, ms, usmin-rate-units

(Optional) Specifies if maximum shape rate is specifiedmax-rate-type

(Optional) Units of rate - bps, kbps, mbps, gbps, ms, usmax-rate-units

(Optional) Priority if specifiedprio-level

(Optional) Type of parameter for qlim - cos/prec/dscp/disc class/qosgrpqlim-param-type

(Optional) Parameter value for qlimitqlim-param-val

(Optional) Queue size for qlimitqlim-size

(Optional) Units of queue size - pkts/bytes/kbytes/mbytes/ms/us/percsize-units

(Optional) Weather qlimit parameter is specified in enum or notqlim-enum-spec

(Optional) Units of queue size - pkts/bytes/kbytes/mbytes/ms/us/percrdet-size-units

(Optional) Units of queue size - bytes/kbytes/mbytesafd-size-units

(Optional) Bandwidth unitsbw-units

(Optional) Remaining bandwidth unitsrem-bw-units
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(Optional) Remaining bandwidth raterem-bw-rate

(Optional) List of class-of-service values for random-detectrdet-values

(Optional) Random-detect drop probabilityrdet-drop-prob

(Optional) Random-detect queue length weightrdet-weight

(Optional) Random-detect cap-averagerdet-cap-average

(Optional) Random-detect ECNrdet-ecn

(Optional) Random-detect burst optimizedrdet-burst-opt

(Optional) Random-detect mesh optimizedrdet-mesh-opt

(Optional) List of class-of-service values for afdafd-values

(Optional) AFD ECNafd-ecn

(Optional) Pause valuepause

Command Mode

• /exec
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show policy-map type control-plane
show policy-map type control-plane [ expand ] [ { name <pmap-name> } ] [ __readonly__ [ { TABLE_pmap
<pmap-name1> [ { TABLE_cmap <cmap-name> [ <opt_any_or_all> ] [ TABLE_match <match_key> { [
access_grp <acc_grp_name> ] | [ redirect <opt_match_redirect> ] | [ exception <opt_match_excpt> ] | [ protocol
<opt_match_protocol> ] } ] [ { TABLE_set_action <set_vld_flg> { { cos [ inner ] <cos-val> } | { dscp [ tunnel
] <dscp-val> } | { precedence [ tunnel1 ] <prec-val> } } } ] [ <threshold> <level> ] [ [ <policer_show_flags>
] [ <cir> <opt_kbps_mbps_gbps_pps_cir> ] [ percent <cir-perc> ] [ <pir> <opt_kbps_mbps_gbps_pps_pir>
] [ percent1 <pir-perc> ] [ <bc> <opt_kbytes_mbytes_gbytes_bc> ] [ <be> <opt_kbytes_mbytes_gbytes_be>
] [ { <opt_drop_transmit_conform> } | { set-cos-transmit <set-cos-val> } | { set-dscp-transmit <set-dscp-val>
} | { set-prec-transmit <set-prec-val> } ] [ { <opt_drop_transmit_exceed> } | { set dscp1 dscp2 table
cir-markdown-map } ] [ { <opt_drop_transmit_violate> } | { set1 dscp3 dscp4 table1 pir-markdown-map } ]
] } ] } ] ]

Syntax Description

Show running system informationshow

Show policy mapspolicy-map

Type of the policy-maptype

command is for copp policycontrol-plane

(Optional) Display the match-criterias along with class-mapexpand

(Optional) policy-map namename

(Optional) Name of the Policy-mappmap-name

(Optional)__readonly__

(Optional) Table of policy-mapTABLE_pmap

(Optional) Name of the Policy-mappmap-name1

(Optional) Table of class-mapTABLE_cmap

(Optional) Name of the class-mapcmap-name

(Optional) Enter match-any or match-allopt_any_or_all

(Optional) Table of match statementTABLE_match

(Optional) Match key : XML outputmatch_key

(Optional)access_grp

(Optional)acc_grp_name

(Optional)redirect

(Optional) Match criteria for redirected packetsopt_match_redirect
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(Optional)exception

(Optional) Match criteria for exception packetsopt_match_excpt

(Optional)protocol

(Optional) Match criteria for protocol packetsopt_match_protocol

(Optional) Table of set actionTABLE_set_action

(Optional) Set valid flagset_vld_flg

(Optional) syslog severity levellevel

(Optional) Unitsopt_kbps_mbps_gbps_pps_cir

(Optional)percent

(Optional) Unitsopt_kbps_mbps_gbps_pps_pir

(Optional)percent1

(Optional) Unitsopt_kbytes_mbytes_gbytes_bc

(Optional) Unitsopt_kbytes_mbytes_gbytes_be

(Optional) Set the actionopt_drop_transmit_conform

(Optional)set-cos-transmit

(Optional) Conform action cos valset-cos-val

(Optional)set-dscp-transmit

(Optional) Conform action dscp valset-dscp-val

(Optional)set-prec-transmit

(Optional) Conform action prec valset-prec-val

(Optional) Set the actionopt_drop_transmit_exceed

(Optional)set

(Optional)dscp1

(Optional)dscp2

(Optional)table

(Optional)cir-markdown-map

(Optional) Set the actionopt_drop_transmit_violate

(Optional)set1

(Optional)dscp3
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(Optional)dscp4

(Optional)table1

(Optional)pir-markdown-map

(Optional)cos

(Optional)inner

(Optional) Set cos valcos-val

(Optional)dscp

(Optional)tunnel

(Optional) Set dscp valdscp-val

(Optional)precedence

(Optional)tunnel1

(Optional) Set prec valprec-val

(Optional) Policer show flagspolicer_show_flags

Command Mode

• /exec
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show policy-map type network-qos
show policy-map type network-qos [ <pmap-name-nq> ] [ __readonly__ { <display-all> <desc> <xpmap-name>
<xcmap-name> <pause> <timeout> <size-in-bytes> <xoff-bytes> <xon-bytes> <pfc-cos-list> <cc>
<thresh-units> <min-thresh> <max-thresh> <drop-prob> <iod> <mtu> <set-cos> <dpp> } ]

Syntax Description

Show running system informationshow

Show policy mapspolicy-map

Type of the policy-maptype

(Optional) Policy-map namepmap-name-nq

type network-qosnetwork-qos

(Optional)__readonly__

(Optional) Display all network-qos policy-mapsdisplay-all

(Optional) Policy-map namexpmap-name

(Optional) Description stringdesc

(Optional) Class-map namexcmap-name

(Optional) Pause valuepause

(Optional) timeout valuetimeout

(Optional) List of class-of-service valuespfc-cos-list

(Optional) congestion control protocolcc

(Optional) Units of threshold - pkts/bytes/kbytes/mbytes/ms/us/percthresh-units

(Optional) Drop Probability at Maximum Threshold valuedrop-prob

(Optional) IOD valueiod

(Optional) MTU valuemtu

(Optional) Set CoS valueset-cos

(Optional) Dynamic Packet Prioritization Classdpp

Command Mode

• /exec
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show policy-map type psp
show policy-map type psp { [ <pmap-name> [ client <clienttype> <clientID> ] [ cfg-mode <cfgmode> ] ] | [
handle <ppf_id> ] } [ __readonly__ { [ <display-all> ] [ TABLE_pmap <pmap-key> <id> <pmap-name-out>
[ <desc> ] [ TABLE_cmap <cmap-key> <if-else-id> <cmap-id> [ class-default ] [ <cmap-name-out> ] [
TABLE_action <action-key> [ <cos-val> ] [ <src-mac-addr> ] [ <dest-mac-addr> ] [ <vlan-number> ] [
<ip-tos-value> ] [ <interface-name> ] [ action-strip-vlan ] [ action-drop-pkt ] [ divert-action ] [ copy-action ]
[ forward-normal ] [ <goto-pmap-handle> ] [ action-decrement-ttl ] ] ] ] } ]

Syntax Description

Show running system informationshow

Show policy mapspolicy-map

Type of the policy-maptype

type psppsp

(Optional) Policy-map namepmap-name

(Optional) set client typeclient

(Optional) cli/onepclienttype

(Optional) client appIDclientID

(Optional) cfg-modecfg-mode

(Optional) persistent/transientcfgmode

(Optional) Handlehandle

(Optional) PPF IDppf_id

(Optional)__readonly__

(Optional) Display all kinds of policymapsdisplay-all

(Optional) all pmap xml sessionsTABLE_pmap

(Optional) Policy-map IDid

(Optional) Policy-map name: xml keypmap-key

(Optional) Policy-map namepmap-name-out

(Optional) Description stringdesc

(Optional) all cmap xml sessionsTABLE_cmap

(Optional) Class-map name: xml keycmap-key

(Optional) If-Else IDif-else-id
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(Optional) Class-map IDcmap-id

(Optional)class-default

(Optional) Class-map namecmap-name-out

(Optional) all action xml sessionsTABLE_action

(Optional) action count: xml keyaction-key

(Optional) 802.1Q Class of Service valuecos-val

(Optional) Layer 2 MAC Addresssrc-mac-addr

(Optional) Layer 2 MAC Addressdest-mac-addr

(Optional) VLAN NUMBERvlan-number

(Optional) IPv4 TOS Valueip-tos-value

(Optional) Physical Interface Name and Numberinterface-name

(Optional) Perform the action STRIP-VLAN-IDaction-strip-vlan

(Optional) Perform the action Drop the Packetaction-drop-pkt

(Optional) Divert the packets to Controllerdivert-action

(Optional) Copy the packets to Controllercopy-action

(Optional) Forward the packets normallyforward-normal

(Optional) Pmap handlegoto-pmap-handle

(Optional) Decrement TTL on the Packetaction-decrement-ttl

Command Mode

• /exec
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show port-channel capacity
show port-channel capacity [ __readonly__ <total> <used> <free> <percentage_used> ]

Syntax Description

Show running system informationshow

Show port-channel informationport-channel

Capacity informationcapacity

(Optional)__readonly__

(Optional) Total resourcetotal

(Optional) Used resourceused

(Optional) Free resourcefree

(Optional) Used resource in percentagepercentage_used

Command Mode

• /exec
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show port-channel compatibility-parameters
show port-channel compatibility-parameters [ __readonly__ { <parameter> <description> } + ]

Syntax Description

Show running system informationshow

Show port-channel informationport-channel

Show compatibility parameterscompatibility-parameters

(Optional)__readonly__

(Optional) Compatibity parameterparameter

(Optional) Parameter descriptiondescription

Command Mode

• /exec
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show port-channel database
show port-channel database [ interface <if0> ] [ __readonly__ TABLE_interface <interface>
<last-membership-update> <total-ports> <total-up-ports> [ <first_operational-port> ] <age-of-channel> [
<time-since-last-bundle> ] [ <last-bundled-member> ] [ <time-since-last-unbundle> ] [
<last-unbundled-member> ] [ { TABLE_member <port> <mode> <port-status> } ] [ <protocol> ] ]

Syntax Description

Show running system informationshow

Show port-channel informationport-channel

Show port-channel databasedatabase

(Optional) Specify a port-channelinterface

(Optional)if0

(Optional)__readonly__

(Optional) Port-channel tableTABLE_interface

(Optional) Port channelinterface

(Optional) channel-group modemode

(Optional) Last membership updatelast-membership-update

(Optional) Total number of member portstotal-ports

(Optional) Total number of UP member portstotal-up-ports

(Optional) First operational portfirst_operational-port

(Optional) Member ports infoTABLE_member

(Optional) Member portport

(Optional) Member port statusport-status

(Optional) Age of port channelage-of-channel

(Optional) Time since last port bundledtime-since-last-bundle

(Optional) Last bundled member portlast-bundled-member

(Optional) Time since last port un-bundledtime-since-last-unbundle

(Optional) Last unbundled member portlast-unbundled-member

(Optional) Port channel protocolprotocol

Command Mode
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• /exec
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show port-channel load-balance
show port-channel load-balance { [ module <module> ] | { fex { all } } } [ __readonly__ <sys-cfg> {
<module-cfg> } + <non-ip-val> <non-ip-sel> <ipv4-val> <ipv4-sel> <ipv6-val> ]

Syntax Description

Show running system informationshow

Show port-channel informationport-channel

Show port-channel load balanceload-balance

(Optional) slotmodule

(Optional) Specify a module numbermodule

FEX devicesfex

Display all configured FEX port-channel LBall

(Optional)__readonly__

(Optional) system wide load balance configuratonsys-cfg

(Optional) per module load balance configuratonmodule-cfg

(Optional) load balance setting for non-ip trafficnon-ip-val

(Optional) non ip selectnon-ip-sel

(Optional) load balance setting for ipv4 trafficipv4-val

(Optional) ip selectipv4-sel

(Optional) load balance setting for ipv6 trafficipv6-val

Command Mode

• /exec
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show port-channel load-balance forwarding-path1 interface
src-interface

show port-channel load-balance forwarding-path1 interface <ch-id> src-interface <src-if> { vlan <vlan-id> |
src-mac <src-mac> | dst-mac <dst-mac> | src-ip <src-ip> | dst-ip <dst-ip> | src-ipv6 <src-ipv6> | dst-ipv6
<dst-ipv6> | l4-src-port <l4-src-port> | l4-dst-port <l4-dst-port> | ether-type <ethertype> | ip-proto <prot> }
+ [ __readonly__ { loadbalance-algorithm <algorithm> } { outgoing-port-id <port> } ]

Syntax Description

Show running system informationshow

Configure port channel parametersport-channel

Show port-channel load balanceload-balance

Packet forwarding informationforwarding-path1

Specify a port-channel numberinterface

Port-Channel namech-id

VLAN - for dot1Q tagged packets at ingressvlan

VLAN IDvlan-id

Source MAC Addresssrc-mac

Source MAC addresssrc-mac

Destination MAC Addressdst-mac

Destination MAC addressdst-mac

Source IP addresssrc-ip

Source IP address in format i.i.i.isrc-ip

Destination IPv4 addressdst-ip

Destination IP address in format i.i.i.idst-ip

Source IPv6 addresssrc-ipv6

Destination IPv6 addressdst-ipv6

Source Portl4-src-port

Source L4 portl4-src-port

Destination Portl4-dst-port

Destination L4 portl4-dst-port
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Ethernet Typeether-type

Ethernet Typeethertype

Optional source interface (physical switch port only)src-interface

Interface namesrc-if

IP v4/v6 Protocolip-proto

IP Protocolprot

(Optional)__readonly__

(Optional) load balance algorithmloadbalance-algorithm

(Optional) algorithmalgorithm

(Optional) outgoing port-idoutgoing-port-id

(Optional) portport

Command Mode

• /exec
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show port-channel load-balance forwarding-path interface
show port-channel load-balance forwarding-path { interface <ch-id> | hgig } { src-interface <src-if> | vlan
<vlan-id> | src-mac <src-mac> | dst-mac <dst-mac> | src-ip <src-ip> | dst-ip <dst-ip> | src-ipv6 <src-ipv6> |
dst-ipv6 <dst-ipv6> | l4-src-port <l4-src-port> | l4-dst-port <l4-dst-port> | ethertype <ethertype> | protocol
<prot> } + [ module <module> | fex <fex-range> | hgig-tgid <tgid> ] + [ source-interface <if-id> ] [
__readonly__ { loadbalance-algorithm <algorithm> } { outgoing-port-id <port> } ]

Syntax Description

Show running system informationshow

Configure port channel parametersport-channel

Show port-channel load balanceload-balance

Packet forwarding informationforwarding-path

Specify a port-channel numberinterface

Port-Channel namech-id

Higig hashing result (only with RTAG7)hgig

VLAN of the ingress packet i.e. when availablevlan

vlan-id

Source MAC Addresssrc-mac

Source MAC addresssrc-mac

Destination MAC Addressdst-mac

Destination MAC addressdst-mac

Source IPv4 addresssrc-ip

Source IP address in format i.i.i.isrc-ip

Destination IPv4 addressdst-ip

Destination IP address in format i.i.i.idst-ip

Source IPv6 addresssrc-ipv6

Destination IPv6 addressdst-ipv6

Source L4 portl4-src-port

Source L4 portl4-src-port

Destination l4 portl4-dst-port

Destination L4 portl4-dst-port

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
1995

All Show Commands
show port-channel load-balance forwarding-path interface



Ethertype of the packet streamethertype

ethertype

Optional source interface (physical switch port only)src-interface

Interface namesrc-if

(Optional) Source interface - Required paramtersource-interface

(Optional) Interface nameif-id

Protocolprotocol

prot

(Optional) Module #module

(Optional)module

(Optional) FEX devicesfex

(Optional) FEX device rangefex-range

(Optional) Higig #hgig-tgid

(Optional)tgid

(Optional)__readonly__

(Optional) load balance algorithmloadbalance-algorithm

(Optional) load balance algorithmalgorithm

(Optional) outgoing port-idoutgoing-port-id

(Optional) outgoing port-idport

Command Mode
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show port-channel load-balance hardware forwarding-path
interface source

show port-channel load-balance hardware forwarding-path { interface <ch-id> | hgig } { source-interface
<if-id> } { vlan <vlan-id> | src-mac <src-mac> | dst-mac <dst-mac> | src-ip <src-ip> | dst-ip <dst-ip> | src-ipv6
<src-ipv6> | dst-ipv6 <dst-ipv6> | l4-src-port <l4-src-port> | l4-dst-port <l4-dst-port> | ethertype <ethertype>
| protocol <prot> } + [ module <module> | fex <fex-range> | hgig-tgid <tgid> ] [ __readonly__ {
loadbalance-algorithm <algorithm> } { outgoing-port-id <port> } ]

Syntax Description

Show running system informationshow

Configure port channel parametersport-channel

Show port-channel load balanceload-balance

ASIC hardware based informationhardware

Packet forwarding informationforwarding-path

Specify a port-channel numberinterface

Port-Channel namech-id

Higig hashing result (only with RTAG7)hgig

Source interface - Required paramtersource-interface

Interface nameif-id

VLAN of the ingress packet i.e. when availablevlan

vlan-id

Source MAC Addresssrc-mac

Source MAC addresssrc-mac

Destination MAC Addressdst-mac

Destination MAC addressdst-mac

Source IPv4 addresssrc-ip

Source IP address in format i.i.i.isrc-ip

Destination IPv4 addressdst-ip

Destination IP address in format i.i.i.idst-ip

Source IPv6 addresssrc-ipv6

Destination IPv6 addressdst-ipv6
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Source L4 portl4-src-port

Source L4 portl4-src-port

Destination l4 portl4-dst-port

Destination L4 portl4-dst-port

Ethertype of the packet streamethertype

ethertype

Protocolprotocol

prot

(Optional) Module #module

(Optional)module

(Optional) FEX devicesfex

(Optional) FEX device rangefex-range

(Optional) Higig #hgig-tgid

(Optional)tgid

(Optional)__readonly__

(Optional) load balance algorithmloadbalance-algorithm

(Optional) load balance algorithmalgorithm

(Optional) outgoing port-idoutgoing-port-id

(Optional) outgoing port-idport

Command Mode
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show port-channel rbh-distribution
show port-channel rbh-distribution [ interface <if0> ] [ __readonly__ TABLE_channel <chan-id> <port> {
<rbh> } + <num_of_buckets> ]

Syntax Description

Show running system informationshow

Show port-channel informationport-channel

Show RBH distribution for member portsrbh-distribution

(Optional) Specify a port-channel interfaceinterface

(Optional)if0

(Optional)__readonly__

(Optional) Port-channel tableTABLE_channel

(Optional) Channel IDchan-id

(Optional) Member portport

(Optional) Channel IDnum_of_buckets

(Optional) Channel IDrbh

Command Mode
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show port-channel summary
show port-channel summary [ interface <if0> | controller ] [ __readonly__ TABLE_channel <group>
<port-channel> <layer> <status> <type> <prtcl> [ { TABLE_member <port> <port-status> } ] ]

Syntax Description

Show running system informationshow

Show port-channel informationport-channel

Show port-channel summarysummary

(Optional) Specify a port-channelinterface

(Optional)if0

(Optional) Show controller configured port-channelscontroller

(Optional)__readonly__

(Optional) Port-channel tableTABLE_channel

(Optional) Channel group numbergroup

(Optional) Port channelport-channel

(Optional) Channel typetype

(Optional) Channel protocolprtcl

(Optional) Channel statusstatus

(Optional) Channel layer infolayer

(Optional) Member tableTABLE_member

(Optional) Member portport

(Optional) Member port statusport-status

Command Mode
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show port-channel traffic
show port-channel traffic [ interface <if0> ] [ __readonly__ TABLE_channel <chanId> <port> <rx-ucst>
<tx-ucst> <rx-mcst> <tx-mcst> <rx-bcst> <tx-bcst> ]

Syntax Description

Show running system informationshow

Show port-channel informationport-channel

Show port-channel traffic statisticstraffic

(Optional)__readonly__

(Optional) Specify a port-channelinterface

(Optional)if0

(Optional) Port-channel tableTABLE_channel

(Optional) Channel IDchanId

(Optional) Member portport

(Optional) Received unicastrx-ucst

(Optional) Transmitted unicasttx-ucst

(Optional) Received multicastrx-mcst

(Optional) Tranmitted multicasttx-mcst

(Optional) Received broadcastrx-bcst

(Optional) Transmitted broadcasttx-bcst

Command Mode
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show port-channel usage
show port-channel usage [ __readonly__ <total-channel-number-used> { <used-range-low> [ <used-range-hi>
] } + { <unused-range-low> [ <unused-range-hi> ] } + ]

Syntax Description

Show running system informationshow

Show port-channel informationport-channel

Show port-channel number usageusage

(Optional)__readonly__

(Optional) Total used number of port-channelstotal-channel-number-used

(Optional) Used range low end valueused-range-low

(Optional) Used range high end valueused-range-hi

(Optional) Un-used range low end valueunused-range-low

(Optional) Un-used range high end valueunused-range-hi

Command Mode
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show port-profile
show port-profile [ name <all_profile_name> ] [ __readonly__ <profile_name> <profile_id> <type> <desc>
<status> <max_ports> <min_ports> <inherit> <profile_cfg> <cmd_depth> <cmd_key> <parent_seqno>
<cmd_seqno> <cmd_attr> <form_type> <cmd_mask> <shadow_cmd> <cmd_flags> <eval_cfg> <intf>
<cap_l3> <cap_iscsi> <ctrl_sgid> <pkt_sgid> <sys_vlans> <portgrp> <pprole> <port_binding> ]

Syntax Description

Show running system informationshow

Show port-profileport-profile

(Optional) port-profile namename

(Optional) Enter the name of the profileall_profile_name

(Optional)__readonly__

(Optional)profile_name

(Optional)profile_id

(Optional)type

(Optional)desc

(Optional)status

(Optional)max_ports

(Optional)min_ports

(Optional)inherit

(Optional)profile_cfg

(Optional)cmd_depth

(Optional)cmd_key

(Optional)parent_seqno

(Optional)cmd_seqno

(Optional)cmd_attr

(Optional)form_type

(Optional)cmd_mask

(Optional)shadow_cmd

(Optional)cmd_flags
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(Optional)eval_cfg

(Optional)intf

(Optional) L3 Profilecap_l3

(Optional) iSCSI capcap_iscsi

(Optional) Control Vlan Pinned Sgidctrl_sgid

(Optional) Packet Vlan Pinned Sgidpkt_sgid

(Optional) System Vlanssys_vlans

(Optional) VMware Portgroupportgrp

(Optional) Port-profile Rolepprole

(Optional) Port-bindingport_binding

Command Mode
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show port-profile brief
show port-profile brief [ __readonly__ { TABLE_port_profile <profile_name> <type> <status>
<profile_cfg_cnt> <eval_cfg_cnt> <intf_cnt> <inherit_cnt> <header_flag> } { TABLE_intf_count <intf_type>
<intf_count> <tot_header_flag> } ]

Syntax Description

Show running system informationshow

Show port-profileport-profile

Brief info about profilesbrief

(Optional)__readonly__

(Optional)profile_name

(Optional)TABLE_port_profile

(Optional)type

(Optional)status

(Optional)profile_cfg_cnt

(Optional)eval_cfg_cnt

(Optional)intf_cnt

(Optional)inherit_cnt

(Optional)header_flag

(Optional)TABLE_intf_count

(Optional)intf_type

(Optional)intf_count

(Optional)tot_header_flag

Command Mode
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show port-profile expand-interface
show port-profile expand-interface [ name <all_profile_name> ] [ __readonly__ <profile_name> <intf>
<intf_cfg> ]

Syntax Description

Show running system informationshow

Show port-profileport-profile

Active profile config applied in a interfaceexpand-interface

(Optional) port-profile namename

(Optional) Enter the name of the profileall_profile_name

(Optional)__readonly__

(Optional)profile_name

(Optional)intf

(Optional)intf_cfg

Command Mode
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show port-profile sync-status
show port-profile sync-status [ interface <intfname> ] [ __readonly__ <intf> <status> <inherit> <sync_status>
<cached_cmds> <errors> <recovery> ]

Syntax Description

Show running system informationshow

Show port-profileport-profile

Interfaces out-of-sync with port-profilessync-status

(Optional) Interface nameinterface

(Optional) Name of interfaceintfname

(Optional)__readonly__

(Optional)intf

(Optional)status

(Optional)inherit

(Optional)sync_status

(Optional)cached_cmds

(Optional)errors

(Optional)recovery

Command Mode
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show port-profile usage
show port-profile usage [ name <all_profile_name> ] [ __readonly__ TABLE_port_profile <profile_name>
{ TABLE_interface <interface> } ]

Syntax Description

Show running system informationshow

Show port-profileport-profile

List of interfaces inherited a profileusage

(Optional) port-profile namename

(Optional) Enter the name of the profileall_profile_name

(Optional)__readonly__

(Optional)TABLE_port_profile

(Optional)TABLE_interface

(Optional)profile_name

(Optional)interface

Command Mode
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show port-security
show port-security [ __readonly__ { TABLE_eth_port_sec_interfaces <secure_port> <max_secure_addr>
<current_addr> <security_violation> <security_action> <num_val> <num_elems> <cmdid_show_index>
<port_state> } <total_addr> <max_sys_limit> ]

Syntax Description

Show secure port informationport-security

(Optional)__readonly__

(Optional) Displays the secured interfacesTABLE_eth_port_sec_interfaces

(Optional) Interface Indexsecure_port

(Optional) Maximum number of secured MAC addressesmax_secure_addr

(Optional) Number of secured MAC addressescurrent_addr

(Optional) Number of security violationssecurity_violation

(Optional) Security Action Shutdown/Restrict/Protectsecurity_action

(Optional) Number of Valuesnum_val

(Optional) Number of Elementsnum_elems

(Optional) Index for the Interfacescmdid_show_index

(Optional) Port security enabled or disabledport_state

(Optional) Total number of secured MAC addressestotal_addr

(Optional) Maximum allowed MACs excluding one per portmax_sys_limit

Command Mode
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show port-security address
show port-security address [ __readonly__ { TABLE_eth_port_sec_mac_addrs <vlan_id> <mac_addr> <type>
<if_index> <remain_age> <remote_learnt> <remote_aged> <num_elems> <cmd_addr_index> } <total_addr>
<max_sys_limit> ]

Syntax Description

Show secure port informationport-security

Show secure addressaddress

(Optional)__readonly__

(Optional) Displays the secured MAC addressesTABLE_eth_port_sec_mac_addrs

(Optional) Interface indexif_index

(Optional) vlan idvlan_id

(Optional) mac addressmac_addr

(Optional) static/sticky/dyanmic MAC addresstype

(Optional) Remaining ageremain_age

(Optional) Remotely learntremote_learnt

(Optional) Remotely Aged Outremote_aged

(Optional) Number of Elementsnum_elems

(Optional) Index for the interface addresscmd_addr_index

(Optional) Total number of secured MAC addressestotal_addr

(Optional) Maximum allowed MACs excluding one per portmax_sys_limit

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2010

All Show Commands
show port-security address



show port-security address blocked
show port-security address blocked [ __readonly__ { TABLE_eth_port_sec_mac_addrs <vlan_id> <mac_addr>
<type> <if_index> <remain_age> <num_elems> <cmd_addr_index> } <total_addr> <max_sys_limit> ]

Syntax Description

Show secure port informationport-security

Show secure addressaddress

Port Security Blocked macsblocked

(Optional)__readonly__

(Optional) Displays the secured MAC addressesTABLE_eth_port_sec_mac_addrs

(Optional) Interface indexif_index

(Optional) vlan idvlan_id

(Optional) mac addressmac_addr

(Optional) static/sticky/dyanmic MAC addresstype

(Optional) Remaining ageremain_age

(Optional) Number of Elementsnum_elems

(Optional) Index for the interface addresscmd_addr_index

(Optional) Total number of secured MAC addressestotal_addr

(Optional) Maximum allowed MACs excluding one per portmax_sys_limit

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2011

All Show Commands
show port-security address blocked



show port-security address interface
show port-security address interface <interface-id> [ __readonly__ { TABLE_eth_port_sec_mac_addrs
<vlan_id> <mac_addr> <type> <if_index> <remain_age> <remote_learnt> <remote_aged> <num_elems>
} <total_addr> <max_sys_limit> <first> ]

Syntax Description

Show secure port informationport-security

Show secure addressaddress

Show secure interfaceinterface

ethernetinterface-id

(Optional)__readonly__

(Optional) Displays the secured MAC addressesTABLE_eth_port_sec_mac_addrs

(Optional) Interface indexif_index

(Optional) vlan idvlan_id

(Optional) mac addressmac_addr

(Optional) static/sticky/dyanmic MAC addresstype

(Optional) Remaining ageremain_age

(Optional) Remotely learntremote_learnt

(Optional) Remotely Aged Outremote_aged

(Optional) Number of Elementsnum_elems

(Optional) Total number of secured MAC addressestotal_addr

(Optional) Maximum allowed MACs excluding one per portmax_sys_limit

(Optional) To identify the first entryfirst

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2012

All Show Commands
show port-security address interface



show port-security address nvram
show port-security address nvram [ __readonly__ { TABLE_eth_port_sec_mac_addrs <vlan_id> <mac_addr>
<type> <if_index> <remain_age> <remote_learnt> <remote_aged> <num_elems> <cmd_addr_index> }
<total_addr> <max_sys_limit> ]

Syntax Description

Show secure port informationport-security

Show secure addressaddress

Port Security NVRAMnvram

(Optional)__readonly__

(Optional) Displays the secured MAC addressesTABLE_eth_port_sec_mac_addrs

(Optional) Interface indexif_index

(Optional) vlan idvlan_id

(Optional) mac addressmac_addr

(Optional) static/sticky/dyanmic MAC addresstype

(Optional) Remaining ageremain_age

(Optional) Remotely learntremote_learnt

(Optional) Remotely Aged Outremote_aged

(Optional) Number of Elementsnum_elems

(Optional) Index for the interface addresscmd_addr_index

(Optional) Total number of secured MAC addressestotal_addr

(Optional) Maximum allowed MACs excluding one per portmax_sys_limit

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2013

All Show Commands
show port-security address nvram



show port-security detail interface
show port-security detail interface [ __readonly__ { TABLE_eth_port_sec_intf_detail <if_index>
<port_security> <port_status> <violation_mode> <aging_time> <aging_type> <max_mac_addr>
<total_sec_addrs> <trap_count> <addr_aging_enable> <secure_last_mac_addr> <sticky_enable>
<secure_last_mac_addr_vlan_id> } ]

Syntax Description

Show secure port informationport-security

Show detailed information about secure interfacedetail

Show secure interfaceinterface

(Optional) Displays the secured interface detailsTABLE_eth_port_sec_intf_detail

(Optional)__readonly__

(Optional) Interface indexif_index

(Optional) Port Security is Enabled/Disabledport_security

(Optional) Secure Up/Downport_status

(Optional) Shutdown/Restrict/Protectviolation_mode

(Optional) Aging time in minutesaging_time

(Optional) Absolute/Inactivityaging_type

(Optional) Maximum number of MAC addresses that can be securedmax_mac_addr

(Optional) Total number of secured MAC addressestotal_sec_addrs

(Optional) Trap Counttrap_count

(Optional) Specifies whether address aging is enabledaddr_aging_enable

(Optional) Secured last mac addresssecure_last_mac_addr

(Optional) Specifies sticky feature is enabled on the portsticky_enable

(Optional) Indicates the VLAN where the last MAC address seen on
this interface

secure_last_mac_addr_vlan_id

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2014

All Show Commands
show port-security detail interface



show port-security interface
show port-security interface <interface-id> [ __readonly__ <config_port_security> <oper_port_security>
<port_status> <violation_mode> <aging_time> <aging_type> <max_mac_addr> <total_sec_addrs>
<conf_num_addrs> <num_sticky_addrs> <trap_count> ]

Syntax Description

Show secure port informationport-security

Show secure interfaceinterface

ethernetinterface-id

(Optional)__readonly__

(Optional) Port Security configuration is Enabled/Disabledconfig_port_security

(Optional) Port Security is Operationally Enabled/Disabledoper_port_security

(Optional) Secure Up/Downport_status

(Optional) Shutdown/Restrict/Protectviolation_mode

(Optional) Aging time in minutesaging_time

(Optional) Absolute/Inactivityaging_type

(Optional) Configured Maximummax_mac_addr

(Optional) Total number of secured MAC addressestotal_sec_addrs

(Optional) Number of configured MAC addressesconf_num_addrs

(Optional) Number of sticky MAC addressesnum_sticky_addrs

(Optional) Trap Counttrap_count

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2015

All Show Commands
show port-security interface



show port-security multivlan address
show port-securitymultivlan address [ __readonly__ { TABLE_eth_port_sec_multi_vlan <if_index> <vlan_id>
<max_sec_mac_addr_count> <cur_sec_mac_addr_count> } ]

Syntax Description

Show secure port informationport-security

Show secure addressaddress

Show port security information for a particular vlan in a multivlan portmultivlan

(Optional)__readonly__

(Optional) Displays the secured MAC addressesTABLE_eth_port_sec_multi_vlan

(Optional) Interface indexif_index

(Optional) vlan idvlan_id

(Optional) The maximum number of MAC addresses to be secured in
the vlan

max_sec_mac_addr_count

(Optional) Current number of MAC addresses secured in the VLANcur_sec_mac_addr_count

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2016

All Show Commands
show port-security multivlan address



show port-security secure address
show port-security secure address [ __readonly__ { TABLE_eth_port_sec_if_vlan_secure_mac_addr <if_index>
<mac_addr> <vlan_id> <mac_addr_type> <remain_age> } ]

Syntax Description

Show secure port informationport-security

Show detail information about secure addresssecure

Show secure addressaddress

(Optional)__readonly__

(Optional) Displays the secured MAC addressesTABLE_eth_port_sec_if_vlan_secure_mac_addr

(Optional) Interface indexif_index

(Optional) mac addressmac_addr

(Optional) vlan idvlan_id

(Optional) static/sticky/ MAC addressmac_addr_type

(Optional) Remaining ageremain_age

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2017

All Show Commands
show port-security secure address



show port-security state
show port-security state [ __readonly__ <status> ]

Syntax Description

Port security related commandport-security

port security statestate

(Optional)__readonly__

(Optional) show port-securitystatus

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2018

All Show Commands
show port-security state



show port-security traps enable
show port-security traps enable [ __readonly__ { <snmp_traps_enable> } ]

Syntax Description

Show secure port informationport-security

Enable SNMP trapstraps

enableenable

(Optional)__readonly__

(Optional) SNMP traps enable/disablesnmp_traps_enable

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2019

All Show Commands
show port-security traps enable



show privilege
show privilege

Syntax Description

Show running system informationshow

Display privilege informationprivilege

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2020

All Show Commands
show privilege



show processes
show processes [ __readonly__ { [ TABLE_processes <pid> <state> <pc> <start_cnt> <tty> <p_type>
<process> ] } ]

Syntax Description

Show running system informationshow

Show processesprocesses

(Optional)__readonly__

(Optional) all process informationTABLE_processes

(Optional) process idpid

(Optional) process statestate

(Optional) pc registerpc

(Optional) TBDstart_cnt

(Optional) TBDtty

(Optional) process typep_type

(Optional) process nameprocess

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2021

All Show Commands
show processes



show processes cpu
show processes cpu [ sort ] [ __readonly__ { [ TABLE_process_cpu <pid> <runtime> <invoked> <usecs>
<onesec> <process> ] [ <user_percent> ] [ <kernel_percent> ] [ <idle_percent> ] } ]

Syntax Description

Show running system informationshow

Show processesprocesses

Show processes CPU Infocpu

(Optional) Show processes CPU Info (Sorted by Cpu Util with time
base)

sort

(Optional)__readonly__

(Optional) all process memoryTABLE_process_cpu

(Optional) process idpid

(Optional) Runtimeruntime

(Optional) Invokedinvoked

(Optional) usecsusecs

(Optional) fiveseconesec

(Optional) name of the processprocess

(Optional) useruser_percent

(Optional) kernelkernel_percent

(Optional) idleidle_percent

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2022

All Show Commands
show processes cpu



show processes cpu history
show processes cpu history

Syntax Description

Show running system informationshow

Show processesprocesses

Show processes CPU Infocpu

Show processes CPU Util Historyhistory

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2023

All Show Commands
show processes cpu history



show processes cpu module
show processes cpu module <i0> [ __readonly__ { [ TABLE_process_cpu <pid> <runtime> <invoked>
<usecs> <onesec> <process> ] [ <user_percent> ] [ <kernel_percent> ] [ <idle_percent> ] } ]

Syntax Description

Show running system informationshow

Show processesprocesses

Show processes CPU Infocpu

processes CPU Infomodule

module numberi0

(Optional)__readonly__

(Optional) all process memoryTABLE_process_cpu

(Optional) process idpid

(Optional) Runtimeruntime

(Optional) Invokedinvoked

(Optional) usecsusecs

(Optional) oneseconesec

(Optional) name of the processprocess

(Optional) useruser_percent

(Optional) kernelkernel_percent

(Optional) idleidle_percent

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2024

All Show Commands
show processes cpu module



show processes log
show processes log [ __readonly__ { [ TABLE_processes_log <vdc> <process> <pid> <normal_exit> <stack>
<core> <create_time> ] } ]

Syntax Description

Show running system informationshow

Show processesprocesses

Show information about process logslog

(Optional)__readonly__

(Optional) all processes logTABLE_processes_log

(Optional) vdcvdc

(Optional) vdc process nameprocess

(Optional) pidpid

(Optional) process exitnormal_exit

(Optional) stackstack

(Optional) corecore

(Optional) log create timecreate_time

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2025

All Show Commands
show processes log



show processes log details
show processes log details [ __readonly__ { line_in_log_detail <line_in_file> } ]

Syntax Description

Show running system informationshow

Show processesprocesses

Show information about process logslog

Show detail of all logs with stackdetails

(Optional)__readonly__

(Optional)line_in_log_detail

(Optional) each lineline_in_file

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2026

All Show Commands
show processes log details



show processes log pid
show processes log pid <i0> [ __readonly__ { TABLE_line_in_log_pid <line_in_file> } ]

Syntax Description

Show running system informationshow

Show processesprocesses

Show information about process logslog

Show detail log info about a specific processpid

pid of the processi0

(Optional)__readonly__

(Optional)TABLE_line_in_log_pid

(Optional) each lineline_in_file

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2027

All Show Commands
show processes log pid



show processes log vdc-all
show processes log vdc-all [ __readonly__ { [ TABLE_processes_log_vdc_all <vdc> <process> <pid>
<normal_exit> <stack> <core> <create_time> ] } ]

Syntax Description

(Optional) all processes log vdc allTABLE_processes_log_vdc_all

Show running system informationshow

Show processesprocesses

Show information about process logslog

Show information about process logs in all vdc'svdc-all

(Optional)__readonly__

(Optional) vdc process namevdc

(Optional) vdc process nameprocess

(Optional) process idpid

(Optional) process exitnormal_exit

(Optional) stackstack

(Optional) corecore

(Optional) log create timecreate_time

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2028

All Show Commands
show processes log vdc-all



show processes memory
show processesmemory [ __readonly__ { TABLE_process_memory <mem_pid> <mem_alloc> <mem_limit>
<mem_used> <stack_base_ptr> <process> } ]

Syntax Description

Show running system informationshow

Show processesprocesses

Show processes Memory Infomemory

(Optional)__readonly__

(Optional) all process memoryTABLE_process_memory

(Optional) process idmem_pid

(Optional) allocated memorymem_alloc

(Optional) memory limitmem_limit

(Optional) memory usedmem_used

(Optional) stack and base pointerstack_base_ptr

(Optional) name of the processprocess

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2029

All Show Commands
show processes memory



show processes memory clis
show processes memory clis [ shared | private ]

Syntax Description

Show running system informationshow

Display process informationprocesses

Display memory informationmemory

clis

(Optional) Display CLIS shared memory informationshared

(Optional) Display CLIS private memory informationprivate

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2030

All Show Commands
show processes memory clis



show processes memory shared
show processes memory shared [ detail | dynamic ] [ __readonly__ TABLE_process_tag [ <process-tag-out>
] [ <process-memory-share-dynamic-component-str> ] [ <process-memory-share-dynamic-shared-memory-str>
] [ <process-memory-share-dynamic-current-size-str> ] [ <process-memory-share-dynamic-max-size-str> ]
[ <process-memory-share-dynamic-used-str> ] [ <process-memory-share-component-str> ] [
<process-memory-share-shared-memory-str> ] [ <process-memory-share-size-str> ] [
<process-memory-share-used-str> ] [ <process-memory-share-available-str> ] [ <process-memory-share-ref-str>
] [ <process-memory-share-byte-set-address-str> ] [ <process-memory-share-byte-set-count-str> ] [
<process-memory-share-address-str> ] [ <process-memory-share-kbytes-1-str> ] [
<process-memory-share-kbytes-2-str> ] [ <process-memory-share-kbytes-3-str> ] [
<process-memory-share-count-str> ] [ { TABLE_SMMITEM <process-memory-share-smr-name> } ] [ {
TABLE_SHOWPROC <process-memory-share-table-showproc-key> [ { TABLE_SHOWONEDYNAMIC
[ <process-memory-share-component> ] [ <process-memory-share-shared-memory> ] [
<process-memory-share-current-size> ] [ <process-memory-share-max-size> ] [ <process-memory-share-used>
] } ] [ { TABLE_ONEITEM [ <process-memory-share-proc-smr-name> ] [ <process-memory-share-smr-addr>
] [ <process-memory-share-smr-size> ] [ <process-memory-share-smr-star-char> ] [
<process-memory-share-smr-empty-char> ] [ <process-memory-share-smr-used> ] [
<process-memory-share-smr-avail> ] [ <process-memory-share-smr-ref-count> ] [
<process-memory-share-dynamic-smr-name> ] } ] [ { TABLE_ONEITEMDYNAMIC [
<process-memory-share-dynamic-smr-addr> ] [ <process-memory-share-dynamic-smr-size> ] [
<process-memory-share-dynamic-plus-char> ] [ <process-memory-share-max-mem-size-str> ] [
<process-memory-share-dynamic-smr-used> ] [ <process-memory-share-dynamic-smr-avail> ] [
<process-memory-share-dynamic-smr-ref-count> ] [ <process-memory-share-region-smr-name> ] } ] } ] [
<process-memory-share-total-shm-size> ] [ <process-memory-share-total-shm-used> ] [
<process-memory-share-total-shm-avail> ] ]

Syntax Description

Show running system informationshow

Display process informationprocesses

Display memory informationmemory

Display shared memory infoshared

(Optional) Display shared memory in bytes instead of default kbytesdetail

(Optional) Display details of dynamic shared memory segmentsdynamic

(Optional)__readonly__

(Optional)TABLE_process_tag

(Optional)process-tag-out

(Optional)process-memory-share-dynamic-component-str

(Optional)process-memory-share-dynamic-shared-memory-str

(Optional)process-memory-share-dynamic-current-size-str

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2031

All Show Commands
show processes memory shared



(Optional)process-memory-share-dynamic-max-size-str

(Optional)process-memory-share-dynamic-used-str

(Optional)process-memory-share-component-str

(Optional)process-memory-share-shared-memory-str

(Optional)process-memory-share-size-str

(Optional)process-memory-share-used-str

(Optional)process-memory-share-available-str

(Optional)process-memory-share-ref-str

(Optional)process-memory-share-byte-set-address-str

(Optional)process-memory-share-byte-set-count-str

(Optional)process-memory-share-address-str

(Optional)process-memory-share-kbytes-1-str

(Optional)process-memory-share-kbytes-2-str

(Optional)process-memory-share-kbytes-3-str

(Optional)process-memory-share-count-str

(Optional)TABLE_SMMITEM

(Optional)process-memory-share-smr-name

(Optional)TABLE_SHOWPROC

(Optional)process-memory-share-table-showproc-key

(Optional)TABLE_SHOWONEDYNAMIC

(Optional)process-memory-share-component

(Optional)process-memory-share-shared-memory

(Optional)process-memory-share-current-size

(Optional)process-memory-share-max-size

(Optional)process-memory-share-used

(Optional)TABLE_ONEITEM

(Optional)process-memory-share-proc-smr-name

(Optional)process-memory-share-smr-addr

(Optional)process-memory-share-smr-size

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2032

All Show Commands
show processes memory shared



(Optional)process-memory-share-smr-star-char

(Optional)process-memory-share-smr-empty-char

(Optional)process-memory-share-smr-used

(Optional)process-memory-share-smr-avail

(Optional)process-memory-share-smr-ref-count

(Optional)TABLE_ONEITEMDYNAMIC

(Optional)process-memory-share-dynamic-smr-name

(Optional)process-memory-share-dynamic-smr-addr

(Optional)process-memory-share-dynamic-smr-size

(Optional)process-memory-share-dynamic-plus-char

(Optional)process-memory-share-max-mem-size-str

(Optional)process-memory-share-dynamic-smr-used

(Optional)process-memory-share-dynamic-smr-avail

(Optional)process-memory-share-dynamic-smr-ref-count

(Optional)process-memory-share-region-smr-name

(Optional)process-memory-share-total-shm-size

(Optional)process-memory-share-total-shm-used

(Optional)process-memory-share-total-shm-avail

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2033

All Show Commands
show processes memory shared



show processes vdc
show processes vdc <e-vdc2>

Syntax Description

Show running system informationshow

Show processesprocesses

Show processes in vdcvdc

Enter Virtual Device Context <vdc-id>e-vdc2

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2034

All Show Commands
show processes vdc



show processes vdc cpu
show processes vdc <e-vdc2> cpu

Syntax Description

Show running system informationshow

Show processesprocesses

Show processes in vdcvdc

Enter Virtual Device Context <vdc-id>e-vdc2

Show processes CPU Infocpu

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2035

All Show Commands
show processes vdc cpu



show processes vdc log
show processes vdc <e-vdc2> log

Syntax Description

Show running system informationshow

Show processesprocesses

Show processes in vdcvdc

Enter Virtual Device Context <vdc-id>e-vdc2

Show information about process logslog

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2036

All Show Commands
show processes vdc log



show processes vdc log details
show processes vdc <e-vdc2> log details

Syntax Description

Show running system informationshow

Show processesprocesses

Show processes in vdcvdc

Enter Virtual Device Context <vdc-id>e-vdc2

Show information about process logslog

Show detail of all logs with stackdetails

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2037

All Show Commands
show processes vdc log details



show processes vdc log pid
show processes vdc <e-vdc2> log pid <i1>

Syntax Description

Show running system informationshow

Show processesprocesses

Show processes in vdcvdc

Enter Virtual Device Context <vdc-id>e-vdc2

Show information about process logslog

Show detail log info about a specific processpid

pid of the processi1

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2038

All Show Commands
show processes vdc log pid



show processes vdc memory
show processes vdc <e-vdc2>memory [ __readonly__ { [ TABLE_process_memory <mem_pid> <mem_alloc>
<mem_limit> <mem_used> <stack_base_ptr> <process> ] [ <sum_mem_malloced> ] } ]

Syntax Description

Show running system informationshow

Show processesprocesses

Show processes in vdcvdc

Enter Virtual Device Context <vdc-id>e-vdc2

Show processes Memory Infomemory

(Optional)__readonly__

(Optional) all process memoryTABLE_process_memory

(Optional) process idmem_pid

(Optional) allocated memorymem_alloc

(Optional) memory limitmem_limit

(Optional) memory usedmem_used

(Optional) stack and base pointerstack_base_ptr

(Optional) name of the processprocess

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2039

All Show Commands
show processes vdc memory



show processes version
show processes { version | threads } [ <comp-string> ] [ __readonly__ TABLE_component <component-name>
<version> <buildinfo> <sourceversion> ]

Syntax Description

Show running system informationshow

Display process informationprocesses

Display system release informationversion

Threads Infothreads

(Optional) Component name for detailed informationcomp-string

(Optional)__readonly__

(Optional)TABLE_component

(Optional)component-name

(Optional)version

(Optional)buildinfo

(Optional)sourceversion

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2040

All Show Commands
show processes version



show pss debug
show pss debug

Syntax Description

Show running system informationshow

display pss informationpss

display pss debug configurationdebug

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2041

All Show Commands
show pss debug



show ptp brief
show ptp brief [ __readonly__ { TABLE_ptp <ptp-ifindex> <state> } <ptp-end> ]

Syntax Description

Precision Time Protocol (IEEE 1588) Subsystemptp

port states in briefbrief

(Optional) Read Only__readonly__

(Optional) ptp tableTABLE_ptp

(Optional) ptp ifindexptp-ifindex

(Optional) End of tableptp-end

(Optional) BMC statestate

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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show ptp clock
show ptp clock [ __readonly__ <clock-id> <domain-id> <num-ports> <priority1> <priority2> <class>
<accuracy> <scaled-log-variance> <offset-from-master> <mean-path-delay-to-master> <steps-removed>
<device-type> <encap> <two-step-clock> <src-ip> <slave-only> ]

Syntax Description

Precision Time Protocol (IEEE 1588) Subsystemptp

Set local clock attributesclock

(Optional) Read only__readonly__

(Optional) Domain Iddomain-id

(Optional) Clock Idclock-id

(Optional) Priority 1priority1

(Optional) Priority 2priority2

(Optional) Number of PTP portsnum-ports

(Optional) Classclass

(Optional) Clock accuracyaccuracy

(Optional) scaled log variancescaled-log-variance

(Optional) Offset from masteroffset-from-master

(Optional) mean path delay to mastermean-path-delay-to-master

(Optional) Steps removedsteps-removed

(Optional) Device Typedevice-type

(Optional) Encapsulationencap

(Optional) IPv4 address (A.B.C.D) of source (in layer-3 encapsulation)src-ip

(Optional) Two-step clock operationtwo-step-clock

(Optional) Slave-only modeslave-only

Command Mode

• /exec
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show ptp clock foreign-masters record
show ptp clock foreign-masters record [ interface <if0> ] [ __readonly__ { TABLE_ptp <interface-name>
<clock-id> <priority1> <priority2> <class> <accuracy> <scaled-log-variance> <steps-removed> <is-gm> }
<ptp-end> ]

Syntax Description

Precision Time Protocol (IEEE 1588) Subsystemptp

Set local clock attributesclock

foreign-mastersforeign-masters

recordrecord

(Optional)if0

(Optional) Read only__readonly__

(Optional) ptp tableTABLE_ptp

(Optional) interface nameinterface-name

(Optional) Clock Idclock-id

(Optional) Priority 1priority1

(Optional) Priority 2priority2

(Optional) Classclass

(Optional) Clock accuracyaccuracy

(Optional) scaled log variancescaled-log-variance

(Optional) Steps removedsteps-removed

(Optional) Is Grandmasteris-gm

(Optional) End of tableptp-end

Command Mode

• /exec
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show ptp corrections
show ptp corrections [ __readonly__ { TABLE_ptp <intf-name> <sup-time> <correction-val>
<mean-path-delay> } <ptp-end> ]

Syntax Description

Precision Time Protocol (IEEE 1588) Subsystemptp

(Optional) Read Only__readonly__

Display last few correctionscorrections

(Optional) ptp tableTABLE_ptp

(Optional) interface nameintf-name

(Optional) sup timesup-time

(Optional) correction valuecorrection-val

(Optional) End of tableptp-end

Command Mode

• /exec
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show ptp counters interface
show ptp counters { interface <if0> | all } [ { detail | ipv4 <ip> } ] [ __readonly__ [ TABLE_ptp
<interface_name> [ <accepted-ip> ] <tx-announce-pkts> <rx-announce-pkts> <tx-sync-pkts> <rx-sync-pkts>
<tx-follow-up-pkts> <rx-follow-up-pkts> <tx-delay-req-pkts> <rx-delay-req-pkts> <tx-delay-resp-pkts>
<rx-delay-resp-pkts> <tx-pdelay-req-pkts> <rx-pdelay-req-pkts> <tx-pdelay-resp-pkts> <rx-pdelay-resp-pkts>
<tx-pdelay-follow-up-pkts> <rx-pdelay-follow-up-pkts> <tx-mgmt-pkts> <rx-mgmt-pkts> ] <ptp-end> ]

Syntax Description

Precision Time Protocol (IEEE 1588) Subsystemptp

(Optional) Read Only__readonly__

Display PTP packet counterscounters

Enter the port interfaceinterface

Displays all informationall

if0

(Optional) Show detaildetail

(Optional) IP address for the stat infoipv4

(Optional) IPv4 address (A.B.C.D)ip

(Optional) ptp tableTABLE_ptp

(Optional) interface nameinterface_name

(Optional) Accepted IP in unicast modeaccepted-ip

(Optional) End of tableptp-end

Command Mode

• /exec
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show ptp packet-trace
show ptp packet-trace [ __readonly__ <ptp-header> { TABLE_ptp <intf-name> <sup-time> <pkt_dir>
<pkt_type> <pkt_info> } <ptp-end> ]

Syntax Description

Precision Time Protocol (IEEE 1588) Subsystemptp

(Optional) Read Only__readonly__

Display last few pkt tracespacket-trace

(Optional) ptp tableTABLE_ptp

(Optional) interface nameintf-name

(Optional) sup timesup-time

(Optional) pkt_dirpkt_dir

(Optional) pkt_typepkt_type

(Optional) pkt_infopkt_info

(Optional) Start of tableptp-header

(Optional) End of tableptp-end

Command Mode

• /exec
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show ptp parent
show ptp parent [ __readonly__ <clock-id> <port-num> <obs-parent-offset> <obs-parent-clk-phase-chg>
<parent-ip> <gm-id> <gm-class> <gm-accuracy> <gm-scaled-log-variance> <gm-priority1> <gm-priority2>
]

Syntax Description

Precision Time Protocol (IEEE 1588) Subsystemptp

parent clockparent

(Optional) Read only__readonly__

(Optional) Clock Idclock-id

(Optional) Port ID: port numberport-num

(Optional) observed parent offsetobs-parent-offset

(Optional) observed parent clock phase changeobs-parent-clk-phase-chg

(Optional) Parent clock IPparent-ip

(Optional) Grandmaster Idgm-id

(Optional) Classgm-class

(Optional) Clock accuracygm-accuracy

(Optional) scaled log variancegm-scaled-log-variance

(Optional) GM Priority 1gm-priority1

(Optional) GM Priority 2gm-priority2

Command Mode

• /exec
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show ptp port interface
show ptp port interface <if0> [ __readonly__ <intf-name> <clock-id> <port-num> <version> <transport-mode>
<accepted-ip> <state> <vlan> <delay-req-intv> <ann-rx-tout> <peer-mean-path-delay> <ann-intv> <sync-intv>
<delay-mechanism> <peer-delay-req-intv> ]

Syntax Description

Precision Time Protocol (IEEE 1588) Subsystemptp

portport

Enter the port interfaceinterface

if0

(Optional) Read only__readonly__

(Optional) interface nameintf-name

(Optional) Port ID: Clock Idclock-id

(Optional) Port ID: port numberport-num

(Optional) versionversion

(Optional) Transport modetransport-mode

(Optional) Accepted IPsaccepted-ip

(Optional) BMC statestate

(Optional) Vlanvlan

(Optional) log mean delay req intervaldelay-req-intv

(Optional) announce receipt timeoutann-rx-tout

(Optional) peer mean path delaypeer-mean-path-delay

(Optional) announce intervalann-intv

(Optional) sync intervalsync-intv

(Optional) delay mechanismdelay-mechanism

(Optional) peer delay req intervalpeer-delay-req-intv

Command Mode

• /exec
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show ptp time-property
show ptp time-property [ __readonly__ <current-utc-offset-valid> <current-utc-offset> <leap-59> <leap-61>
<time-traceable> <freq-traceable> <ptp-timescale> <time-source> ]

Syntax Description

Precision Time Protocol (IEEE 1588) Subsystemptp

time propertytime-property

(Optional) Read only__readonly__

(Optional) current_utc_offset_validcurrent-utc-offset-valid

(Optional) current_utc_offsetcurrent-utc-offset

(Optional) leap-59leap-59

(Optional) leap-61leap-61

(Optional) time-traceabletime-traceable

(Optional) freq-traceablefreq-traceable

(Optional) ptp-timescaleptp-timescale

(Optional) time-sourcetime-source

Command Mode

• /exec
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show pulse
show pulse { ms | us | transmit | log-stats } { all | sup sap <sapno> }

Syntax Description

Show running system informationshow

Pulse Utilitypulse

In Milli Second Time Formatms

In Micro Second Time Formatus

MTS Send Statisticstransmit

Remote Logging Statisticslog-stats

Scan Pulse of All Subscribersall

Supervisor Applicationsup

Staic MTS SAPsap

MTS SAP Number of an Applicationsapno

Command Mode

• /exec
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Q Show Commands

• show qos dcbxp incompatibility interface, on page 2054
• show qos dcbxp info, on page 2055
• show qos shared-policer, on page 2056
• show queuing1, on page 2058
• show queuing burst-detect, on page 2060
• show queuing interface, on page 2061
• show queuing pfc-queue, on page 2063
• show queuing pfc-queue snmp ifIndex, on page 2065
• show queuing tabular, on page 2066
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show qos dcbxp incompatibility interface
show qos dcbxp incompatibility interface <iface-num> [ __readonly__ { <pfc> <mtu> <lpg> <rpg> <bw>
<lfcoe> <rfcoe> <liscsi> <riscsi> } ]

Syntax Description

Show running system informationshow

DCBXPdcbxp

incompatibility informationincompatibility

incompatibility info for interfaceinterface

Interfaceiface-num

(Optional)__readonly__

(Optional) pfcpfc

(Optional) MTU Valuemtu

(Optional) Local Priority Groupinglpg

(Optional) Remote Priority Groupingrpg

(Optional) CIN: bandwidth/prioritybw

(Optional) local fcoelfcoe

(Optional) remote fcoerfcoe

(Optional) local iscsiliscsi

(Optional) remote iscsiriscsi

Command Mode

• /exec
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show qos dcbxp info
show qos dcbxp info [ __readonly__ { <intf> <pfcr> <pfcc> <pgr> <pgc> <mtur> <mtuc> <fcoer> <fcoec>
<iscsir> <iscsic> } ]

Syntax Description

Show running system informationshow

DCBXPdcbxp

informationinfo

(Optional)__readonly__

(Optional) Interfaceintf

(Optional) pfc recvdpfcr

(Optional) pfc compatiblepfcc

(Optional) pg receivedpgr

(Optional) pg compatiblepgc

(Optional) mtu receivedmtur

(Optional) mtu compatiblemtuc

(Optional) fcoe receivedfcoer

(Optional) fcoe compatiblefcoec

(Optional) iscsi receivediscsir

(Optional) iscsi compatibleiscsic

Command Mode

• /exec
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show qos shared-policer
show qos shared-policer [ type qos1 ] [ <policer-name> ] [ __readonly__ { [ TABLE_policer <policer-name2>
[ <cir-spec> ] [ <bc-spec> ] [ <be-spec> ] [ <cir-rate-units> ] [ <cir> ] [ <bc-size-units> ] [ <bc> ] [
<pir-rate-units> ] [ <pir> ] [ <be-size-units> ] [ <be> ] [ <cnf-col-cmap> ] [ <exc-col-cmap> ] [ TABLE_action
<action-key> [ <cnf-act> ] [ <exc-act> ] [ <vio-act> ] [ <set-type> ] [ <enum-spec> ] [ <set-val> ] [
<tmap-from> ] [ <tmap-to> ] [ <tmap-name> ] ] ] } ]

Syntax Description

Show running system informationshow

Shared policershared-policer

(Optional) Type of shared policertype

(Optional) type qosqos1

(Optional) Shared policer namepolicer-name

(Optional)__readonly__

(Optional) all police xml sessionsTABLE_policer

(Optional) Policer Namepolicer-name2

(Optional) all police actions xml sessionsTABLE_action

(Optional) Countaction-key

(Optional) Is CIR keyword specifiedcir-spec

(Optional) Is Committed Burst keyword specifiedbc-spec

(Optional) Is Extended Burst keyword specifiedbe-spec

(Optional) Units of rate - bps, kbps, mbps, gbps, ms, us, ppscir-rate-units

(Optional) Units of rate - bps, kbps, mbps, gbps, ms, us, ppspir-rate-units

(Optional) Units of size - pkts/bytes/kbytes/mbytes/ms/us/percbc-size-units

(Optional) Units of size - pkts/bytes/kbytes/mbytes/ms/us/percbe-size-units

(Optional)tmap-from

(Optional)tmap-to

(Optional) Table map nametmap-name

(Optional) Conforming color class-map namecnf-col-cmap

(Optional) Exceeding color class-map nameexc-col-cmap

(Optional) Is DSCP or PREC enum value specifiedenum-spec
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(Optional) Conform action (Police)cnf-act

(Optional) Exceed action (Police)exc-act

(Optional) Violate action (Police)vio-act

(Optional) Type of set in police actionset-type

(Optional) Value of set type in police actionset-val

Command Mode

• /exec
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show queuing1
show queuing1 [ interface <if_list> ] [ summary ] [ module <module> ] [ __readonly__ [
TABLE_queuing_interface <if_name_str> <dir> [ TABLE_qosgrp_cfg <qosgrp> [ <bandwidth> ] [ <priority>
] [ <shape-min> ] [ <shape-max> ] [ <shape-units> ] [ <buffer-size> ] [ <pause-threshold> ] [
<resume-threshold> ] [ <q-limit> ] [ <q-limit-type> ] ] [ TABLE_qosgrp_egress_stats <eq-qosgrp> [
TABLE_qosgrp_egress_stats_entry <eq-stat-type> <eq-stat-units> <eq-uc-stat-value> <eq-oobfc-uc-stat-value>
<eq-mc-stat-value> ] ] [ TABLE_ingress_stats_entry <ip-stat-type> <ip-stat-units> <ip-stat-value> ] [
TABLE_egress_stats_entry <ep-stat-type> <ep-stat-units> <ep-stat-value> ] [ <tx-ppp> <rx-ppp> [
TABLE_pfc_stats <cos> [ <pfc-qosgrp> ] [ <pfc-pg> ] <tx-pause-state> <tx-pause-count> <rx-pause-state>
<rx-pause-count> ] ] ] ]

Syntax Description

commands to displayshow

Queuing related informationqueuing1

(Optional) Interface for displaying queuing configinterface

(Optional) List of interfacesif_list

(Optional) Slot/modulemodule

(Optional) Slot/module numbermodule

(Optional) summarysummary

(Optional)__readonly__

(Optional) interface nameif_name_str

(Optional) Directiondir

(Optional) Queuing information of an interfaceTABLE_queuing_interface

(Optional) Qos-group configurationTABLE_qosgrp_cfg

(Optional) Qos-group valueqosgrp

(Optional) WRR bandwidthbandwidth

(Optional) Priority levelpriority

(Optional) Shape unitsshape-units

(Optional) Queue limitq-limit

(Optional) Queue limit type (S-Static, D-Dynamic, U-Unlimited)q-limit-type

(Optional) Ingress port statisticsTABLE_ingress_stats_entry

(Optional) Ingress port statistics typeip-stat-type

(Optional) Ingress port statistics unitsip-stat-units
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(Optional) Qos-group egress statisticsTABLE_qosgrp_egress_stats

(Optional) Qos-group valueeq-qosgrp

(Optional) Qos-group egress statistics entryTABLE_qosgrp_egress_stats_entry

(Optional) Qos-group egress statistics typeeq-stat-type

(Optional) Qos-group egress statistics unitseq-stat-units

(Optional) Egress port statisticsTABLE_egress_stats_entry

(Optional) Egress port statistics typeep-stat-type

(Optional) Egress port statistics unitsep-stat-units

(Optional) Per COS PFC statisticsTABLE_pfc_stats

(Optional) PFC COScos

(Optional) Qos-group of the given COSpfc-qosgrp

(Optional) PG of the given COS/Qos-grouppfc-pg

(Optional) Tx PFC state of the given COStx-pause-state

(Optional) Rx PFC state of the given COSrx-pause-state

Command Mode

• /exec
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show queuing burst-detect
show queuing burst-detect [ interface <if_name> [ queue <queue_num> ] ] [ module <module> ] [ detail ] [
__readonly__ [ TABLE_instance [ <if-str> ] [ <queue> ] [ <pipe> ] [ <threshold> ] [ <start-time> ] [ <peak>
] [ <peak-time> ] [ <end-depth> ] [ <end-time> ] [ <duration> ] ] ]

Syntax Description

commands to displayshow

Queuing related informationqueuing

Out of Band micro-burst queue statisticsburst-detect

(Optional) Interfaceinterface

(Optional) interface nameif_name

(Optional) Queue number for displaying statisticsqueue

(Optional) Queue numberqueue_num

(Optional) Slot/modulemodule

(Optional) Slot/module numbermodule

(Optional) detailed statisticsdetail

(Optional) Interface nameif-str

(Optional) Read Only__readonly__

(Optional) InstanceTABLE_instance

(Optional) Queue Numberqueue

(Optional) XPE-A or XPE-Bpipe

(Optional) Threshold value in bytesthreshold

(Optional) Start time of burststart-time

(Optional) Peak depth in bytespeak

(Optional) Peak time of burstpeak-time

(Optional) End depth in bytesend-depth

(Optional) End time of burstend-time

(Optional) Duration of burstduration

Command Mode

• /exec
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show queuing interface
show queuing interface <if_list> { [ summary ] [ module <module> ] } [ __readonly__ {
TABLE_queuing_interface <if_name_str> <dir> } { TABLE_qosgrp_cfg <qosgrp> <bandwidth> <priority>
<shape-min> <shape-max> <shape-units> <buffer-size> <pause-threshold> <resume-threshold> <q-limit>
<q-limit-type> } { TABLE_qosgrp_egress_stats <eq-qosgrp> } { TABLE_qosgrp_egress_stats_entry
<eq-stat-type> <eq-stat-units> <eq-uc-stat-value> <eq-oobfc-uc-stat-value> <eq-mc-stat-value> } {
TABLE_ingress_stats_entry <ip-stat-type> <ip-stat-units> <ip-stat-value> } { TABLE_egress_stats_entry
<ep-stat-type> <ep-stat-units> <ep-stat-value> } { <tx-ppp> <rx-ppp> } { TABLE_pfc_stats <cos>
<pfc-qosgrp> <pfc-pg> <tx-pause-state> <tx-pause-count> <rx-pause-state> <rx-pause-count> } ]

Syntax Description

commands to displayshow

Queuing related informationqueuing

Interface for displaying queuing configinterface

List of interfacesif_list

(Optional) Slot/modulemodule

(Optional) Slot/module numbermodule

(Optional) summarysummary

(Optional)__readonly__

(Optional) interface nameif_name_str

(Optional) Directiondir

(Optional) Queuing information of an interfaceTABLE_queuing_interface

(Optional) Qos-group configurationTABLE_qosgrp_cfg

(Optional) Qos-group valueqosgrp

(Optional) WRR bandwidthbandwidth

(Optional) Priority levelpriority

(Optional) Minimum shape rateshape-min

(Optional) Maximum shape rateshape-max

(Optional) Shape unitsshape-units

(Optional) Queue limitq-limit

(Optional) Queue limit type (S-Static, D-Dynamic, U-Unlimited)q-limit-type

(Optional) Ingress port statisticsTABLE_ingress_stats_entry
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(Optional) Ingress port statistics typeip-stat-type

(Optional) Ingress port statistics unitsip-stat-units

(Optional) Qos-group egress statisticsTABLE_qosgrp_egress_stats

(Optional) Qos-group valueeq-qosgrp

(Optional) Qos-group egress statistics entryTABLE_qosgrp_egress_stats_entry

(Optional) Qos-group egress statistics typeeq-stat-type

(Optional) Qos-group egress statistics unitseq-stat-units

(Optional) Egress port statisticsTABLE_egress_stats_entry

(Optional) Egress port statistics typeep-stat-type

(Optional) Egress port statistics unitsep-stat-units

(Optional) Per COS PFC statisticsTABLE_pfc_stats

(Optional) PFC COScos

(Optional) Qos-group of the given COSpfc-qosgrp

(Optional) PG of the given COS/Qos-grouppfc-pg

(Optional) Tx PFC state of the given COStx-pause-state

(Optional) Rx PFC state of the given COSrx-pause-state

Command Mode

• /exec
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show queuing pfc-queue
show queuing pfc-queue [ interface <if_list> ] [ module <module> ] [ detail ] [ __readonly__ <glb-wd-status>
<glb-wd-timer> <glb-wd-timer-thresh> <glb-auto-restore> <glb-fixed-restore> <glb-int-intf-multi> [
TABLE_queuing_interface <if_name_str> [ TABLE_qosgrp_stats <eq-qosgrp> [ TABLE_qosgrp_stats_entry
<q-stat-type> <q-shutdown> <q-restored> <q-pkt-drained> <q-pkt-dropped> <q-pkt-drained-n-dropped>
<q-aggr-pkt-dropped> <q-ing-pkt-dropped> <q-ing-aggr-pkt-dropped> ] ] [ TABLE_qosgrp_stats_summary
<qosgrp-summary> ] ] ]

Syntax Description

commands to displayshow

Queuing related informationqueuing

PFC Queuing related informationpfc-queue

(Optional) Interface for displaying queuing configinterface

(Optional) List of interfacesif_list

(Optional) Slot/modulemodule

(Optional) Slot/module numbermodule

(Optional) Show detailed PFC Queuing WD informationdetail

(Optional)__readonly__

(Optional) Global watch-dog timer statusglb-wd-status

(Optional) Global watch-dog timer value in msecglb-wd-timer

(Optional) Global watch-dog timer thresh value in msglb-wd-timer-thresh

(Optional) Global auto restore multiplier valueglb-auto-restore

(Optional) Global fixed restore multiplier valueglb-fixed-restore

(Optional) Global internal interface multiplier valueglb-int-intf-multi

(Optional) interface nameif_name_str

(Optional) Queuing information of an interfaceTABLE_queuing_interface

(Optional) Qos-group egress statisticsTABLE_qosgrp_stats

(Optional) Qos-group valueeq-qosgrp

(Optional) Qos-group egress statistics entryTABLE_qosgrp_stats_entry

(Optional) Queue statq-stat-type

(Optional) Qos-group egress statistics summaryTABLE_qosgrp_stats_summary
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(Optional) Qos-group summary valueqosgrp-summary

Command Mode

• /exec
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show queuing pfc-queue snmp ifIndex
show queuing pfc-queue snmp ifIndex <ifidx> [ __readonly__ TABLE-cpfcWatchdogIfQueueInfoTable
<ifidx_out> <queueno_out> <q-state> <q-shutdown> <q-restored> <q-pkt-dropped> <q-aggr-pkt-dropped>
<q-ing-pkt-dropped> <q-ing-aggr-pkt-dropped> ]

Syntax Description

Show running system informationshow

Queuing related informationqueuing

PFC Queuing related informationpfc-queue

Snmp informationsnmp

Interface indexifIndex

Indexifidx

(Optional) Read Only__readonly__

(Optional) SNMP tableTABLE-cpfcWatchdogIfQueueInfoTable

(Optional) Interface index outifidx_out

(Optional) Queue number outqueueno_out

(Optional) Queue stateq-state

(Optional) Number of times queue is shutdownq-shutdown

(Optional) Number of times queue is restoredq-restored

(Optional) Number of packets dropped since last shutdownq-pkt-dropped

(Optional) Number of aggregate packets droppedq-aggr-pkt-dropped

(Optional) Number of Ingress packets droppedq-ing-pkt-dropped

(Optional) Number of aggregate Ingress packets droppedq-ing-aggr-pkt-dropped

Command Mode

• /exec
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show queuing tabular
show queuing tabular [ non-zero [ drop-only ] ] [ interface <if_list> ] [ module <module> ] [ __readonly__ [
TABLE_queuing_interface <if_name_str> <qos_group_name_0><qos_group_name_1><qos_group_name_2>
<qos_group_name_3> <qos_group_name_4> <qos_group_name_5> <qos_group_name_6>
<qos_group_name_7> <qos_group_name_cpu> <qos_group_name_span> <tx_uc_pkt_qos_0>
<tx_uc_byte_qos_0> <tx_uc_drop_pkt_qos_0> <tx_uc_drop_byte_qos_0> <tx_oobfc_uc_pkt_qos_0>
<tx_oobfc_uc_byte_qos_0> <tx_oobfc_uc_drop_pkt_qos_0> <tx_oobfc_uc_drop_byte_qos_0>
<tx_fld_pkt_qos_0> <tx_fld_byte_qos_0> <tx_fld_drop_pkt_qos_0> <tx_fld_drop_byte_qos_0>
<tx_mc_pkt_qos_0> <tx_mc_byte_qos_0> <tx_mc_drop_pkt_qos_0> <tx_mc_drop_byte_qos_0>
<pfc_rx_qos_0> <pfc_tx_qos_0> <qos_grp_1> <qos_grp_2> <qos_grp_3> <qos_grp_4> <qos_grp_5>
<qos_grp_6> <qos_grp_7> <qos_grp_cpu> <qos_grp_span> <ing_drop_pkt> ] ]

Syntax Description

commands to displayshow

Queuing related informationqueuing

QoS stats in tabular formtabular

(Optional) Interface for non-zero statsnon-zero

(Optional) Interface for non-zero drop-only statsdrop-only

(Optional) Interface for displaying queuing configinterface

(Optional) List of interfacesif_list

(Optional) Slot/modulemodule

(Optional) Slot/module numbermodule

(Optional)__readonly__

(Optional) interface nameif_name_str

(Optional) Queuing information of an interfaceTABLE_queuing_interface

(Optional) QoS Group nameqos_group_name_0

(Optional) QoS Group nameqos_group_name_1

(Optional) QoS Group nameqos_group_name_2

(Optional) QoS Group nameqos_group_name_3

(Optional) QoS Group nameqos_group_name_4

(Optional) QoS Group nameqos_group_name_5

(Optional) QoS Group nameqos_group_name_6

(Optional) QoS Group nameqos_group_name_7
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(Optional) QoS Group nameqos_group_name_cpu

(Optional) QoS Group nameqos_group_name_span

Command Mode

• /exec
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R Show Commands

• show radius-cfs, on page 2074
• show radius-server, on page 2075
• show radius-server, on page 2077
• show radius-server directed-request, on page 2078
• show radius-server groups, on page 2079
• show radius-server sorted, on page 2080
• show radius-server statistics, on page 2081
• show radius status, on page 2083
• show redundancy status, on page 2084
• show regexp, on page 2086
• show resource, on page 2087
• show rmon, on page 2088
• show role, on page 2090
• show role feature-group, on page 2091
• show role feature, on page 2092
• show rollback log exec, on page 2093
• show rollback status, on page 2094
• show route-map, on page 2095
• show route-map pbr-statistics, on page 2096
• show router-guard, on page 2097
• show routing-context, on page 2098
• show routing-privilege, on page 2099
• show routing, on page 2100
• show routing clients, on page 2103
• show routing event-history, on page 2105
• show routing hash, on page 2107
• show routing hidden-nh, on page 2110
• show routing ipv6 clients, on page 2111
• show routing ipv6 event-history, on page 2115
• show routing ipv6 hash, on page 2116
• show routing ipv6 hidden-nh, on page 2118
• show routing ipv6 memory estimate, on page 2119
• show routing ipv6 memory statistics, on page 2121
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• show routing ipv6 multicast, on page 2123
• show routing ipv6 multicast clients, on page 2126
• show routing ipv6 multicast event-history, on page 2129
• show routing ipv6 multicast memory estimate, on page 2130
• show routing ipv6 nexthop info, on page 2132
• show routing ipv6 nhlfe, on page 2133
• show routing ipv6 recursive-next-hop, on page 2135
• show routing memory estimate, on page 2136
• show routing memory statistics, on page 2138
• show routing multicast, on page 2140
• show routing multicast clients, on page 2144
• show routing multicast event-history, on page 2148
• show routing multicast lisp encap, on page 2149
• show routing multicast mdt encapsulation, on page 2150
• show routing multicast memory estimate, on page 2151
• show routing multicast sr, on page 2153
• show routing nhlfe, on page 2154
• show routing recursive-next-hop, on page 2156
• show routing unresolved-next-hop, on page 2158
• show routing vxlan-hash peer-ip, on page 2159
• show running-config, on page 2160
• show running-config aaa, on page 2161
• show running-config acllog, on page 2162
• show running-config aclmgr, on page 2163
• show running-config aclmgr active, on page 2164
• show running-config adjmgr, on page 2165
• show running-config all, on page 2166
• show running-config amt, on page 2167
• show running-config arp, on page 2168
• show running-config bfd, on page 2169
• show running-config bgp, on page 2170
• show running-config bloggerd, on page 2171
• show running-config callhome, on page 2172
• show running-config cdp, on page 2173
• show running-config cert-enroll, on page 2174
• show running-config cfs, on page 2175
• show running-config clock_manager, on page 2176
• show running-config config-profile, on page 2177
• show running-config controller, on page 2178
• show running-config copp, on page 2179
• show running-config dhcp, on page 2180
• show running-config diagnostic, on page 2181
• show running-config diff, on page 2182
• show running-config dot1x, on page 2183
• show running-config eem, on page 2184
• show running-config eigrp, on page 2185
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• show running-config eltm, on page 2186
• show running-config evb, on page 2187
• show running-config exclude, on page 2188
• show running-config exclude fabricpath, on page 2189
• show running-config exclude fex, on page 2190
• show running-config expand-port-profile, on page 2191
• show running-config explicit, on page 2192
• show running-config fabric forwarding, on page 2193
• show running-config fabricpath, on page 2194
• show running-config fabricpath domain default, on page 2195
• show running-config fabricpath switch-id, on page 2196
• show running-config fabricpath topology, on page 2197
• show running-config fex, on page 2198
• show running-config glbp, on page 2199
• show running-config hsrp, on page 2200
• show running-config icmpv6, on page 2201
• show running-config igmp, on page 2202
• show running-config imp, on page 2203
• show running-config interface, on page 2204
• show running-config interface, on page 2205
• show running-config interface defaults, on page 2206
• show running-config interface explicit, on page 2207
• show running-config ip, on page 2208
• show running-config ipqos, on page 2209
• show running-config ipqos active, on page 2210
• show running-config ipv6, on page 2211
• show running-config isis, on page 2212
• show running-config l3vm, on page 2213
• show running-config ldap, on page 2214
• show running-config license, on page 2215
• show running-config lisp, on page 2216
• show running-config lldp, on page 2217
• show running-config macsec, on page 2218
• show running-config mmode, on page 2219
• show running-config monitor, on page 2220
• show running-config mpls ldp, on page 2221
• show running-config mpls static, on page 2222
• show running-config mpls strip, on page 2223
• show running-config mpls traffic-eng, on page 2224
• show running-config msdp, on page 2225
• show running-config nat, on page 2226
• show running-config nbm, on page 2227
• show running-config netflow, on page 2228
• show running-config ngoam, on page 2229
• show running-config ntp, on page 2230
• show running-config nv overlay, on page 2231
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• show running-config nxsdk, on page 2232
• show running-config ospf, on page 2233
• show running-config ospfv3, on page 2234
• show running-config otv-isis, on page 2235
• show running-config otv, on page 2236
• show running-config param-list, on page 2237
• show running-config pim, on page 2238
• show running-config pim6, on page 2239
• show running-config port-profile, on page 2240
• show running-config port-security, on page 2241
• show running-config ptp, on page 2242
• show running-config radius, on page 2243
• show running-config res_mgr, on page 2244
• show running-config rip, on page 2245
• show running-config routing ip multicast, on page 2246
• show running-config routing ipv6 multicast, on page 2247
• show running-config rpm, on page 2248
• show running-config rsvp, on page 2249
• show running-config section, on page 2250
• show running-config security, on page 2251
• show running-config services, on page 2252
• show running-config services, on page 2253
• show running-config sflow, on page 2254
• show running-config sla responder, on page 2255
• show running-config sla sender, on page 2256
• show running-config snmp, on page 2257
• show running-config spanning-tree, on page 2258
• show running-config switch, on page 2259
• show running-config tacacs, on page 2260
• show running-config telemetry, on page 2261
• show running-config track, on page 2262
• show running-config udld, on page 2263
• show running-config vdc-all, on page 2264
• show running-config vdc, on page 2265
• show running-config virtual-service, on page 2266
• show running-config vlan, on page 2267
• show running-config vlan, on page 2268
• show running-config vlan, on page 2269
• show running-config vlan_mgr, on page 2270
• show running-config vmtracker, on page 2271
• show running-config vpc, on page 2272
• show running-config vrf, on page 2273
• show running-config vrf default, on page 2274
• show running-config vrrp, on page 2275
• show running-config vrrpv3, on page 2276
• show running-config vshd, on page 2277
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• show running-config vtp, on page 2278
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show radius-cfs
show radius-cfs [ __readonly__ [ <distr_status> ] [ <session_status> ] [ <session_db> ] [ <merge_status> ] ]

Syntax Description

Show running system informationshow

Show radius cfs stateradius-cfs

(Optional)__readonly__

(Optional) radius distribution statusdistr_status

(Optional) current session statussession_status

(Optional) status of session dbsession_db

(Optional) radius merge statusmerge_status

Command Mode

• /exec
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show radius-server
show radius-server [ __readonly__ [ <global_secretKey> ] { <global_timeout> <retransmissionCount>
<global_deadtime> } [ <global_source_intf> ] [ <global_idle_time> ] { [ <global_testUsername> ] [
<global_testPassword> ] } { <server_count> } [ TABLE_server <server_ip> [ <auth_port> ] [ <acct_port> ]
[ <secretKey> ] [ <timeout> ] [ <retries> ] ] [ { <host0> <auth_port> <acct_port> <shared_key>
<idle_time><test_username> <test_password> } + ] ]

Syntax Description

Show running system informationshow

Show RADIUS configuration informationradius-server

(Optional)__readonly__

(Optional) Global shared secretglobal_secretKey

(Optional) Global timeout for tacacsglobal_timeout

(Optional) Retransmittion count when there is no server responseretransmissionCount

(Optional) Global deadtimeglobal_deadtime

(Optional) Radius global source interfaceglobal_source_intf

(Optional) Radius global idle-time for server monitoringglobal_idle_time

(Optional) Username of global test parametersglobal_testUsername

(Optional) Password of global test parametersglobal_testPassword

(Optional) Total number of radius servers configuredserver_count

(Optional)TABLE_server

(Optional) Ip address of the serverserver_ip

(Optional) Authentication port used for this serverauth_port

(Optional) Accounting Port used for this serveracct_port

(Optional) Shared secret between the server and the tacacs clientsecretKey

(Optional) Timeout for this tacacs servertimeout

(Optional) Retry count for individual serversretries

(Optional) DNS name or IP addresshost0

(Optional) RADIUS server's port for authenticationauth_port

(Optional) RADIUS server's port for accountingacct_port

(Optional) RADIUS shared secretshared_key
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(Optional) User password in test packetstest_password

Command Mode

• /exec
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show radius-server
show radius-server { <host0> } [ __readonly__ { <host1> } <auth_port> <acct_port> <shared_key>
<idle_time><test_username> <test_password> ]

Syntax Description

Show running system informationshow

Show RADIUS configuration informationradius-server

DNS name or IP addresshost0

(Optional)__readonly__

(Optional) DNS name or IP addresshost1

(Optional) RADIUS server's port for authenticationauth_port

(Optional) RADIUS server's port for accountingacct_port

(Optional) RADIUS shared secretshared_key

(Optional) User password in test packetstest_password

Command Mode

• /exec
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show radius-server directed-request
show radius-server directed-request [ __readonly__ { <radius_directedRequest_status> } ]

Syntax Description

Show running system informationshow

Show RADIUS configuration informationradius-server

Show directed server enable configurationdirected-request

(Optional)__readonly__

(Optional) status of radius-server directed requestradius_directedRequest_status

Command Mode

• /exec
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show radius-server groups
show radius-server groups [ <s0> ] [ __readonly__ [ <num_of_groups> ] TABLE_group <group_name> [
TABLE_server <server_ip> [ <auth_port> ] [ <acct_port> ] ] [ <dead_time> ] [ <vrf_name> ] [
<source_interface> ] ]

Syntax Description

Show running system informationshow

Show RADIUS configuration informationradius-server

Show RADIUS server group configuration informationgroups

(Optional) RADIUS server group names0

(Optional)__readonly__

(Optional) number of groupsnum_of_groups

(Optional)TABLE_group

(Optional) name of the groupgroup_name

(Optional)TABLE_server

(Optional) DNS name or IP addressserver_ip

(Optional) radius server authentication portauth_port

(Optional) radius server accounting portacct_port

(Optional) Time interval for which the server is marked as dead before
sendinga test command

dead_time

(Optional) name of the vrfvrf_name

(Optional) Interface Descriptionsource_interface

Command Mode

• /exec
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show radius-server sorted
show radius-server sorted [ __readonly__ [ <global_secretKey> ] { <global_timeout> <retransmissionCount>
<global_deadtime> } [ <global_source_intf> ] [ <global_idle_time> ] { [ <global_testUsername> ] [
<global_testPassword> ] } { <server_count> } [ TABLE_server <server_ip> [ <auth_port> ] [ <acct_port> ]
[ <secretKey> ] [ <timeout> ] [ <retries> ] ] ]

Syntax Description

Show running system informationshow

Show RADIUS configuration informationradius-server

Show RADIUS servers sorted by namesorted

(Optional)__readonly__

(Optional) Global shared secretglobal_secretKey

(Optional) Global timeout for tacacsglobal_timeout

(Optional) Retransmittion count when there is no server responseretransmissionCount

(Optional) Global deadtimeglobal_deadtime

(Optional) Radius global source interfaceglobal_source_intf

(Optional) Radius global idle-time for server monitoringglobal_idle_time

(Optional) Username of global test parametersglobal_testUsername

(Optional) Password of global test parametersglobal_testPassword

(Optional) Total number of radius servers configuredserver_count

(Optional)TABLE_server

(Optional) Ip address of the serverserver_ip

(Optional) Authentication port used for this serverauth_port

(Optional) Accounting Port used for this serveracct_port

(Optional) Shared secret between the server and the tacacs clientsecretKey

(Optional) Timeout for this tacacs servertimeout

(Optional) Retry count for individual serversretries

Command Mode

• /exec
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show radius-server statistics
show radius-server statistics <host0> [ __readonly__ { <server_state> [ <clock_time> { monitoring_statistics
<time_in_pstate> <ndead> <tt_in_dstate> } ] } { { auth_statistics <auth_failed_transactions>
<auth_succ_transactions> <auth_req_sent> <auth_req_timedout> <auth_resp_no_match>
<auth_resp_not_processed> <auth_resp_error> } { acct_statistics <acct_failed_transactions>
<acct_succ_transactions> <acct_req_sent> <acct_req_timedout> <acct_resp_no_match>
<acct_resp_not_processed> <acct_resp_error> } } ]

Syntax Description

Show running system informationshow

Show RADIUS configuration informationradius-server

Show RADIUS statisticsstatistics

DNS name or IP addresshost0

(Optional)__readonly__

(Optional) Show state of serverserver_state

(Optional) Show clock time in terms of hours, minutes and secondsclock_time

(Optional) Monitoring Statisticsmonitoring_statistics

(Optional) Time in previous statetime_in_pstate

(Optional) Number of times deadndead

(Optional) Total time in dead statett_in_dstate

(Optional) Authentication Statisticsauth_statistics

(Optional) Accounting Statisticsacct_statistics

(Optional) Authentication: Failed transactionsauth_failed_transactions

(Optional) Authentication: Successful transactionsauth_succ_transactions

(Optional) Authentication: Requests sentauth_req_sent

(Optional) Authentication: Requests timedoutauth_req_timedout

(Optional) Authentication: Responses with no matching requestsauth_resp_no_match

(Optional) Authentication: Responses not processedauth_resp_not_processed

(Optional) Authentication: Responses containing errorsauth_resp_error

(Optional) Accounting: Failed transactionsacct_failed_transactions

(Optional) Accounting: Successful transactionsacct_succ_transactions
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(Optional) Accounting: Requests sentacct_req_sent

(Optional) Accounting: Requests timedoutacct_req_timedout

(Optional) Accounting: Responses with no matching requestsacct_resp_no_match

(Optional) Accounting: Responses not processedacct_resp_not_processed

(Optional) Accounting: Responses containing errorsacct_resp_error

Command Mode

• /exec
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show radius status
show radius status [ __readonly__ [ <distr_status> ] [ <session_status> ] [ <session_owner> ] [ <session_db>
] [ <last_operation> ] [ <last_operation_status> ] [ <fail_code> ] ]

Syntax Description

Show running system informationshow

Show RADIUS Informationradius

Show RADIUS cfs distribution statusstatus

(Optional)__readonly__

(Optional) radius distribution statusdistr_status

(Optional) current session statussession_status

(Optional) owner of the current distribution sessionsession_owner

(Optional) status of session dbsession_db

(Optional) last_operationlast_operation

(Optional) status of the last operationlast_operation_status

(Optional) reason for the failure of last operationfail_code

Command Mode

• /exec
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show redundancy status
show redundancy status [ __readonly__ <rmode_admin> <rmode_opr> <this_sup> <this_sup_rd_st>
<this_sup_sup_st> <this_sup_int_st> <oth_sup> <oth_sup_rd_st> <oth_sup_sup_st> <oth_sup_int_st>
<sys_strt_time> <sys_uptm_days> <sys_uptm_hrs> <sys_uptm_mins> <sys_uptm_secs> <kern_uptm_days>
<kern_uptm_hrs> <kern_uptm_mins> <kern_uptm_secs> <asup_uptm_days> <asup_uptm_hrs>
<asup_uptm_mins> <asup_uptm_secs> ]

Syntax Description

show

Show system redundancy statusredundancy

Current redundancy statusstatus

(Optional)__readonly__

(Optional)rmode_admin

(Optional)rmode_opr

(Optional)this_sup

(Optional)this_sup_rd_st

(Optional)this_sup_sup_st

(Optional)this_sup_int_st

(Optional)oth_sup

(Optional)oth_sup_rd_st

(Optional)oth_sup_sup_st

(Optional)oth_sup_int_st

(Optional)sys_strt_time

(Optional)sys_uptm_days

(Optional)sys_uptm_hrs

(Optional)sys_uptm_mins

(Optional)sys_uptm_secs

(Optional)kern_uptm_days

(Optional)kern_uptm_hrs

(Optional)kern_uptm_mins

(Optional)kern_uptm_secs
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(Optional)asup_uptm_days

(Optional)asup_uptm_hrs

(Optional)asup_uptm_mins

(Optional)asup_uptm_secs

Command Mode

• /exec
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show regexp
show { ip mbgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] | ip bgp [ vrf
{ <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] all | ip bgp [ vrf { <vrf-name> |
<vrf-known-name> | ALL_VRFS_012345678901234 } ] [ ipv4 { unicast | multicast } ] } regexp <regexp-str>
[ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display BGP status and configurationbgp

Display MBGP status and configurationmbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display BGP information for IPv4 address familyipv4

(Optional) Display BGP information for unicast address familyunicast

(Optional) Display BGP information for multicast address familymulticast

Display BGP information for all address familiesall

Display routes matching the AS path regular expressionregexp

Regular expression to match the AS pathsregexp-str

Command Mode

• /exec
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show resource
show resource [ <res-mgr-res-known-name> ] [ hidden-too | with-flags ] [ __readonly__ {
TABLE_vdc_resource_local <res_name> <min> <max> <used> <unused> <free> } ]

Syntax Description

Show running system informationshow

Show resource configuration for VDCresource

(Optional) Resource nameres-mgr-res-known-name

(Optional) Also show hidden resourceshidden-too

(Optional) Also show resource flagswith-flags

(Optional) Read Only__readonly__

(Optional)TABLE_vdc_resource_local

(Optional) Resource Nameres_name

(Optional) Resource min configurationmin

(Optional) Resource max configurationmax

(Optional) Resource current usage for this VDCused

(Optional) Resource reserved for this VDC but currently not usedunused

(Optional) Resource current free for this VDCfree

Command Mode

• /exec
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show rmon
show rmon { alarms | events | hcalarms | info | logs } [ __readonly__ [ TABLE_rmon_alarm { <alaram-str>
<ascii-buf-str> <samp-type-str> <ris-trshod-str> <fall-trshod-str> <start-enable-str> } ] [ TABLE_rmon_event
{ <ev-alaram-str> <ev-desc-str> <ev-fir-cause> <last-fired> } ] [ TABLE_rmon_hcala { <hc-alaram-str>
<hc-ascii-buf-str> <hc-sam-ty-str> <hc-ris-thresh-str> <hc-fal-thresh-str> <start-alrm-str> <fail-attem-str> }
] [ TABLE_rmon_info { <max-32-64-ala-str> <max-conf-32-ala-str> <max-conf-64-ala-str> } ] [
TABLE_rmon_log { <event-id-str> <rmon-pch> [ <log-buff-str> ] <log-oid> } ] ]

Syntax Description

Show running system informationshow

Display RMON statisticsrmon

Display the RMON alarm tablealarms

Display the RMON event tableevents

Display the RMON HC(High Capacity) Alarm tablehcalarms

Display the RMON infoinfo

Display the RMON event log tablelogs

(Optional)__readonly__

(Optional)TABLE_rmon_alarm

(Optional)alaram-str

(Optional)ascii-buf-str

(Optional)samp-type-str

(Optional)ris-trshod-str

(Optional)fall-trshod-str

(Optional)start-enable-str

(Optional)TABLE_rmon_event

(Optional)ev-alaram-str

(Optional)ev-desc-str

(Optional)ev-fir-cause

(Optional)last-fired

(Optional)TABLE_rmon_hcala

(Optional)hc-alaram-str
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(Optional)hc-ascii-buf-str

(Optional)hc-sam-ty-str

(Optional)hc-ris-thresh-str

(Optional)hc-fal-thresh-str

(Optional)start-alrm-str

(Optional)fail-attem-str

(Optional)TABLE_rmon_info

(Optional)max-32-64-ala-str

(Optional)max-conf-32-ala-str

(Optional)max-conf-64-ala-str

(Optional)TABLE_rmon_log

(Optional)event-id-str

(Optional)rmon-pch

(Optional)log-buff-str

(Optional)log-oid

Command Mode

• /exec
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show role
show role [ name <arg3> ] [ __readonly__ TABLE_role <role_name> <role_description> [ <attribute_scope>
] [ <permit_vsan> ] [ <permit_vlan> ] [ <permit_interface> ] [ <permit_vrf> ] TABLE_rule <rule_num>
<rule_action> { <rule_permission> | <rule_permission_mds> } [ <rule_featuretype> ] [ <rule_entity> ] ]

Syntax Description

Show running system informationshow

Show role configurationrole

(Optional) Enter the role namename

(Optional) Enter the role namearg3

(Optional)__readonly__

(Optional)TABLE_role

(Optional)role_name

(Optional)role_description

(Optional)attribute_scope

(Optional)permit_vsan

(Optional)permit_vlan

(Optional)permit_interface

(Optional)permit_vrf

(Optional)TABLE_rule

(Optional)rule_num

(Optional)rule_action

(Optional)rule_permission

(Optional)rule_permission_mds

(Optional)rule_featuretype

(Optional)rule_entity

Command Mode

• /exec
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show role feature-group
show role feature-group [ name <arg4> ] [ detail ] [ __readonly__ TABLE_role_feature_group
<feature_group_name> TABLE_role_feature <feature_name> [ TABLE_role_feature_rule <feature_rule> ]
]

Syntax Description

Show running system informationshow

Show role configurationrole

Role feature groupfeature-group

(Optional) Enter the feature-group namename

(Optional) Feature-group namearg4

(Optional) Detailed information including feature rulesdetail

(Optional)__readonly__

(Optional)TABLE_role_feature_group

(Optional)feature_group_name

(Optional)TABLE_role_feature

(Optional)feature_name

(Optional)TABLE_role_feature_rule

(Optional)feature_rule

Command Mode

• /exec
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show role feature
show role feature [ name <arg5> | detail ] [ __readonly__ TABLE_role_feature <feature_name> [
TABLE_role_feature_rule <feature_rule> ] ]

Syntax Description

Show running system informationshow

Show role configurationrole

Role featurefeature

(Optional) Enter the feature namename

(Optional) Feature namearg5

(Optional) Detailed information including feature rulesdetail

(Optional)__readonly__

(Optional)TABLE_role_feature

(Optional)feature_name

(Optional)TABLE_role_feature_rule

(Optional)feature_rule

Command Mode

• /exec
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show rollback log exec
show rollback log { exec | verify } [ __readonly__ [ <log_entry> + ] ]

Syntax Description

Show running system informationshow

Show rollbackrollback

show rollback loglog

show rollback execution logexec

show rollback verify logverify

(Optional) Read only__readonly__

(Optional) log entry from rollback loglog_entry

Command Mode

• /exec
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show rollback status
show rollback status [ __readonly__ <last_operation> <rollback_type> <name> <start_time> <end_time>
<operation_status> ]

Syntax Description

Show running system informationshow

show rollbackrollback

show status of last rollback operationstatus

(Optional) Read only__readonly__

(Optional) last operationlast_operation

(Optional) rollback typerollback_type

(Optional) namename

(Optional) start timestart_time

(Optional) end timeend_time

(Optional) operation statusoperation_status

Command Mode

• /exec
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show route-map
show route-map [ <route-map-name> | <route-map-cfg-name> ] [ __readonly__ TABLE_rmap <name> <seq>
<action> [ <descript> ] [ <continue> ] [ { TABLE_rmap_match <match_type> <match_stmt> } ] [ {
TABLE_rmap_set <set_type> <set_stmt> } ] ]

Syntax Description

Show running system informationshow

Route-map informationroute-map

(Optional) Route-map nameroute-map-name

(Optional) Known route-map nameroute-map-cfg-name

(Optional)__readonly__

(Optional)TABLE_rmap

(Optional)TABLE_rmap_match

(Optional)TABLE_rmap_set

(Optional)name

(Optional)seq

(Optional)action

(Optional)descript

(Optional)continue

(Optional)match_type

(Optional)match_stmt

(Optional)set_type

(Optional)set_stmt

Command Mode

• /exec
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show route-map pbr-statistics
show route-map { <pbr_rmap_name> | <pbr_rmap_cfg_name> } pbr-statistics [ __readonly__ <tag> <action>
<seq> <pbr_pkt_count> <dflt_rtg_pkt_count> ]

Syntax Description

Show running system informationshow

Route-map informationroute-map

Route-map namepbr_rmap_name

Known route-map namepbr_rmap_cfg_name

PBR statisticspbr-statistics

(Optional)__readonly__

(Optional)tag

(Optional)action

(Optional)seq

(Optional)pbr_pkt_count

(Optional)dflt_rtg_pkt_count

Command Mode

• /exec
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show router-guard
show router-guard [ vlan <vlan_id> ] [ __readonly__ [ TABLE_vlanid { <vlanid>
<globally-enabled-switch-port> } [ TABLE_if [ <disabled-if> ] ] ] ]

Syntax Description

Show running system informationshow

Shows router guard config details for all interfacesrouter-guard

(Optional) Only for the specified VLANvlan

(Optional) VLAN IDvlan_id

(Optional)__readonly__

(Optional)TABLE_vlanid

(Optional)vlanid

(Optional)globally-enabled-switch-port

(Optional)TABLE_if

(Optional)disabled-if

Command Mode

• /exec
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show routing-context
show routing-context

Syntax Description

Show running system informationshow

Display the current routing contextrouting-context

Command Mode

• /exec
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show routing-privilege
show routing-privilege

Syntax Description

Show running system informationshow

Display the current privilege levelrouting-privilege

Command Mode

• /exec
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show routing
show { { ipv6 route } | { routing [ vrf { <vrf-name> | <vrf-known-name> | <vrf-all> } ] ipv6 [ unicast ] [
topology <topology-name> ] } } [ l3vm-info ] [ rpf ] [ <ipv6-addr> | { <ipv6-prefix> [ { longer-prefixes |
shorter-prefixes } ] } ] [ { <ipv6-protocol> [ all ] } | { next-hop <next-hop> } | { interface <interface> } | {
updated { [ since <stime> ] [ until <utime> ] } } ] + [ summary | { [ detail ] [ deleted ] } ] [ vrf { <vrf-name>
| <vrf-known-name> | <vrf-all> } ] [ __readonly__ TABLE_vrf <vrf-name-out> TABLE_addrf <addrf>
TABLE_prefix <ipprefix> <ucast-nhops> <mcast-nhops> <attached> TABLE_path <ubest> <mbest>
<ipnexthop> <ifname> <pref> <metric> <uptime> <clientname> [ <type> ] [ <tag> ] [ <stale> ] [ <hidden>
] [ TABLE_summary <routes> <paths> [ <multicast_paths> ] [ TABLE_unicast [ <clientname> ] [ <best-paths>
] [ <backup-paths> ] ] [ TABLE_multicast [ <clientname> ] [ <best-paths> ] [ <backup-paths> ] ] [
TABLE_route_count [ <mask_len> ] [ <count> ] ] ] ]

Syntax Description

Show running system informationshow

Display IPv6 routing tableroute

Display routing informationrouting

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsvrf-all

Display IPv6 informationipv6

(Optional) Display unicast informationunicast

(Optional) Display per-topology informationtopology

(Optional) topology nametopology-name

(Optional) Display corresponding L3VM informationl3vm-info

(Optional) Display RPF information for multicast sourcerpf

(Optional) Display matching routes with mask-lengths >= prefixlonger-prefixes

(Optional) Display matching routes with mask-lengths <= prefixshorter-prefixes

(Optional) Display routes for protocol (or route type)ipv6-protocol

(Optional) Display routes for protocol for backup next-hops tooall

(Optional) Display routes with this next-hop onlynext-hop

(Optional) Display routes with this output interface onlyinterface

(Optional) Interface Nameinterface
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(Optional) Display routes filtered by last updated timeupdated

(Optional) Display those routes updated since this timesince

(Optional) Since this date/time [[CC]YY-][MM-DD-]HH:MM[:SS]stime

(Optional) Display those routes updated until this timeuntil

(Optional) Until this date/time [[CC]YY-][MM-DD-]HH:MM[:SS]utime

(Optional) Display route countssummary

(Optional) Display delete-pending routes alsodeleted

(Optional) Display routes in full detaildetail

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)TABLE_addrf

(Optional)addrf

(Optional)TABLE_prefix

(Optional)ucast-nhops

(Optional)mcast-nhops

(Optional)attached

(Optional)TABLE_path

(Optional)ubest

(Optional)mbest

(Optional)ifname

(Optional)pref

(Optional)tag

(Optional)metric

(Optional)uptime

(Optional)clientname

(Optional)type

(Optional)stale

(Optional)hidden
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(Optional)TABLE_summary

(Optional)routes

(Optional)paths

(Optional)multicast_paths

(Optional)TABLE_unicast

(Optional)clientname

(Optional)best-paths

(Optional)backup-paths

(Optional)TABLE_multicast

(Optional)clientname

(Optional)best-paths

(Optional)backup-paths

(Optional)TABLE_route_count

(Optional)mask_len

(Optional)count

Command Mode

• /exec
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show routing clients
show routing [ vrf { <vrf-name> | <vrf-known-name> | <vrf-all> } ] [ ip | ipv4 ] [ unicast ] [ topology
<topology-name> ] clients [ <client> | <protocol> ] [ __readonly__ { TABLE_client <client_name>
<pib_index> <epid> [ <mts_sap> ] [ <mts_sap_str> ] <mru_cache_hits> <mru_cache_misses> <pib_stale_time>
<pss_created> [ <bad_l3vm_table_refcount> ] [ <pib_stale_timer> ] [ { TABLE_nib_node
<uribtibtype_contextname> [ <all_igp> ] [ <self> ] [ <all> ] [ <unib_notify_mask> ] <routes> <rnhs> <labels>
[ <convg_req_mask> ] [ <convg_send_mask> ] [ <utib_state> ] [ <pending_timer> ] [ <urib_state_invalid>
] } ] [ { TABLE_msgs_rcvd <urib_mtype_str> <upib_rcvd> } ] [ { TABLE_msgs_sent <urib_mtype_str>
<upib_sent> } ] } ]

Syntax Description

Show running system informationshow

Display routing informationrouting

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsvrf-all

(Optional) Display per-topology informationtopology

(Optional) topology nametopology-name

(Optional) Display IP informationip

(Optional) Display IP informationipv4

(Optional) Display unicast informationunicast

Display urib client informationclients

(Optional) Display single urib client informationclient

(Optional) Display single urib client informationprotocol

(Optional)__readonly__

(Optional)TABLE_client

(Optional)client_name

(Optional)pib_index

(Optional)epid

(Optional)mts_sap

(Optional)mts_sap_str

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2103

All Show Commands
show routing clients



(Optional)mru_cache_hits

(Optional)mru_cache_misses

(Optional)pib_stale_time

(Optional)pss_created

(Optional)bad_l3vm_table_refcount

(Optional)pib_stale_timer

(Optional)TABLE_nib_node

(Optional)uribtibtype_contextname

(Optional)all_igp

(Optional)self

(Optional)all

(Optional)unib_notify_mask

(Optional)routes

(Optional)rnhs

(Optional)labels

(Optional)convg_req_mask

(Optional)convg_send_mask

(Optional)utib_state

(Optional)pending_timer

(Optional)urib_state_invalid

(Optional)TABLE_msgs_rcvd

(Optional)urib_mtype_str

(Optional)upib_rcvd

(Optional)TABLE_msgs_sent

(Optional)urib_mtype_str

(Optional)upib_sent

Command Mode

• /exec
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show routing event-history
show routing [ ip | ipv4 ] [ unicast ] [ internal ] event-history { statistics | msgs | { { add-route | cli | delete-route
| detail | dme | errors | general | ha | loop-detection | modify-route | notifications | recursive-next-hop | summary
| ufdm | ufdm-detail | ufdm-summary } [ filter [ vrf { <vrf-name> | <vrf-known-name> | <vrf-all> } ] [ client
{ <client> | <protocol> } ] [ prefix-list <pfxlist-name> ] ] } }

Syntax Description

Show running system informationshow

Display routing informationrouting

(Optional) Display IP informationip

(Optional) Display IP informationipv4

(Optional) Display unicast informationunicast

(Optional) Commands for internal useinternal

Show routing event logevent-history

Show routing event log Statisticsstatistics

Show routing message event logmsgs

Add routeadd-route

CLIcli

Delete routedelete-route

Detaildetail

DMEdme

Errorserrors

Generalgeneral

HAha

Loop detectionloop-detection

Modify routemodify-route

Notificationnotifications

Recursive next hoprecursive-next-hop

Summarysummary

UFDMufdm
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UFDM Detailufdm-detail

UFDM Summaryufdm-summary

(Optional) Filter event logfilter

(Optional) Filter VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Filter for all VRFsvrf-all

(Optional) Filter by clientclient

(Optional) Filter by single urib clientclient

(Optional) Filter by single urib clientprotocol

(Optional) Filter by IPv4 prefix-listprefix-list

(Optional) IPv4 prefix list namepfxlist-name

Command Mode

• /exec
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show routing hash
show routing [ vrf { <vrf-name> | <vrf-known-name> | <vrf-all> } ] [ ip | ipv4 ] [ unicast ] [ topology
<topology-name> ] hash <source> <dest> [ ip-proto <ip-proto> ] [ <src-port> <dest-port> ] [ in-interface
<in-interface> ] [ module <module-id> ] [ vrf { <vrf-name> | <vrf-known-name> | <vrf-all> } ] [ __readonly__
TABLE_vrf <vrf-name-out> TABLE_addrf <addrf> TABLE_hashpath <mcast> <hashpath> <hash-val>
TABLE_prefix <ipprefix> <ucast-nhops> <mcast-nhops> <attached> TABLE_path <ubest> <mbest>
<ipnexthop> <ifname> <pref> <metric> <uptime> <clientname> [ <type> ] [ <tag> ] [ <stale> ] [ <unres> ]
[ <hidden> ] [ <stale-label> ] ]

Syntax Description

Show running system informationshow

Display routing informationrouting

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsvrf-all

(Optional) Display IP informationip

(Optional) Display IP informationipv4

(Optional) Display unicast informationunicast

(Optional) Display per-topology informationtopology

(Optional) topology nametopology-name

Display load-balancing hash informationhash

Source IPv4 address of unicast flow or group address for multicast flowsource

Destination IPv4 address of unicast flow or source address for multicast
flow

dest

(Optional) Source-portsrc-port

(Optional) Destination-portdest-port

(Optional) Incoming Interface for Packet.Option valid on Tomahawk
platform only

in-interface

(Optional) Interface Namein-interface

(Optional) IP Protocol information for the packetip-proto

(Optional) IP Protocol information for the packetip-proto

(Optional) Modulemodule
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(Optional) Modulemodule-id

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)TABLE_addrf

(Optional)addrf

(Optional)TABLE_hashpath

(Optional)mcast

(Optional)hashpath

(Optional)hash-val

(Optional)TABLE_prefix

(Optional)ipprefix

(Optional)ucast-nhops

(Optional)mcast-nhops

(Optional)attached

(Optional)TABLE_path

(Optional)ubest

(Optional)mbest

(Optional)ipnexthop

(Optional)ifname

(Optional)pref

(Optional)metric

(Optional)uptime

(Optional)clientname

(Optional)type

(Optional)tag

(Optional)stale

(Optional)unres

(Optional)hidden
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(Optional)stale-label

Command Mode

• /exec
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show routing hidden-nh
show routing [ vrf { <vrf-name> | <vrf-known-name> | <vrf-all> } ] [ ip | ipv4 ] [ unicast ] [ topology
<topology-name> ] hidden-nh [ __readonly__ <uribtibtype_contextname> [ <utibtibtype_topologyname> ]
{ TABLE_hidden_nh <hidden_nh_uhn_prefix> <hidden_nh_uhn_mask_len> <pib> <rnh> <rnh_mask_len>
} ]

Syntax Description

Show running system informationshow

Display routing informationrouting

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsvrf-all

(Optional) Display IP informationip

(Optional) Display IP informationipv4

(Optional) Display unicast informationunicast

(Optional) Display per-topology informationtopology

(Optional) topology nametopology-name

Display hidden next-hop informationhidden-nh

(Optional)__readonly__

(Optional)uribtibtype_contextname

(Optional)utibtibtype_topologyname

(Optional)TABLE_hidden_nh

(Optional)hidden_nh_uhn_prefix

(Optional)hidden_nh_uhn_mask_len

(Optional)pib

(Optional)rnh

(Optional)rnh_mask_len

Command Mode

• /exec
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show routing ipv6 clients
show routing [ vrf { <vrf-name> | <vrf-known-name> | <vrf-all> } ] ipv6 [ unicast ] [ topology <topology-name>
] clients [ <client> | <ipv6-protocol> ] [ vrf { <vrf-name> | <vrf-known-name> | <vrf-all> } ] [ __readonly__
{ TABLE_client <client_name> <pib_index> <pib_state> <pib_id> <multicast_or_unicast_pib>
<mru_cache_hits> <mru_cache_misses> [ <mts_sap> ] [ <mts_sap_str> ] [ <bad_l3vm_table_refcount> ]
<pib_stale_time> [ { TABLE_nib_node <u6ribtibtype_contextname> <routes> <rnhs> [ {
TABLE_notifeee_mask [ <u6pib_name> ] [ <index> ] } ] [ <u6tib_state> ] [ <pending_timer> ] [
<u6rib_state_invalid> ] [ <u6nib_notifier_all> ] [ { TABLE_notify_rcd <notify_rcd_name>
<notify_rcd_handle> [ <notifier_pib_u6pib_index> ] } ] [ { TABLE_notifiee_nib <notifiee_pib_u6pib_name>
<u6nib_notify_handle> } ] } ] [ { TABLE_ready_client_event_queue <queue_name><queue_count> [ {
TABLE_client_event <event> <use_buf> <sched> <resend> <buf> [ <state> ] } ] } ] [ {
TABLE_buffer_rqst_client_event_queue <queue_name><queue_count> [ { TABLE_client_event <event>
<use_buf> <sched> <resend> <buf> [ <state> ] } ] } ] <update_ack_queue_count> [ { TABLE_update_ack
<update_ack> <update_ack_data> <update_ack_type> <update_ack_xid> } ] [ {
TABLE_route_buffer_used_queue <queue_name> <queue_count> [ { TABLE_clt_buf
<clt_buf><clt_buf_count><clt_buf_xid> } ] } ] [ { TABLE_rnh_buffer_used_queue <queue_name>
<queue_count> [ { TABLE_clt_buf <clt_buf><clt_buf_count><clt_buf_xid> } ] } ] [ { TABLE_msgs_rcvd
<u6rib_mtype_str><u6pib_rcvd> } ] [ { TABLE_msgs_sent <u6rib_mtype_str><u6pib_sent> } ] } ]

Syntax Description

Show running system informationshow

Display routing informationrouting

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsvrf-all

Display IPv6 informationipv6

(Optional) Display unicast informationunicast

(Optional) Display per-topology informationtopology

(Optional) topology nametopology-name

Display u6rib client informationclients

(Optional) Display single u6rib client informationclient

(Optional) Display single u6rib client informationipv6-protocol

(Optional)__readonly__

(Optional)TABLE_client

(Optional)client_name
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(Optional)pib_index

(Optional)pib_state

(Optional)pib_id

(Optional)multicast_or_unicast_pib

(Optional)mru_cache_hits

(Optional)mru_cache_misses

(Optional)mts_sap

(Optional)mts_sap_str

(Optional)bad_l3vm_table_refcount

(Optional)pib_stale_time

(Optional)TABLE_nib_node

(Optional)u6ribtibtype_contextname

(Optional)routes

(Optional)rnhs

(Optional)TABLE_notifeee_mask

(Optional)u6pib_name

(Optional)index

(Optional)u6tib_state

(Optional)pending_timer

(Optional)u6rib_state_invalid

(Optional)u6nib_notifier_all

(Optional)TABLE_notify_rcd

(Optional)notify_rcd_name

(Optional)notify_rcd_handle

(Optional)notifier_pib_u6pib_index

(Optional)TABLE_notifiee_nib

(Optional)notifiee_pib_u6pib_name

(Optional)u6nib_notify_handle

(Optional)TABLE_ready_client_event_queue
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(Optional)queue_name

(Optional)queue_count

(Optional)TABLE_client_event

(Optional)event

(Optional)use_buf

(Optional)sched

(Optional)resend

(Optional)buf

(Optional)state

(Optional)TABLE_buffer_rqst_client_event_queue

(Optional)queue_name

(Optional)queue_count

(Optional)TABLE_client_event

(Optional)event

(Optional)use_buf

(Optional)sched

(Optional)resend

(Optional)buf

(Optional)state

(Optional)update_ack_queue_count

(Optional)TABLE_update_ack

(Optional)update_ack

(Optional)update_ack_data

(Optional)update_ack_type

(Optional)update_ack_xid

(Optional)TABLE_route_buffer_used_queue

(Optional)TABLE_clt_buf

(Optional)TABLE_rnh_buffer_used_queue

(Optional)TABLE_clt_buf
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(Optional)TABLE_msgs_rcvd

(Optional)TABLE_msgs_sent

Command Mode

• /exec
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show routing ipv6 event-history
show routing ipv6 [ unicast ] [ internal ] event-history { statistics | msgs | am | cli | detail | errors | general | ha
| lfe | recursive-next-hop | summary | ufdm | ufdm-detail | ufdm-summary }

Syntax Description

Show running system informationshow

Display routing informationrouting

Display IPv6 informationipv6

(Optional) Display unicast informationunicast

(Optional) Commands for internal useinternal

Show routing event logevent-history

Show routing event log Statisticsstatistics

Show routing message event logmsgs

AMam

CLIcli

Detaildetail

Errorserrors

Generalgeneral

HAha

LFElfe

Recursive next hoprecursive-next-hop

Summarysummary

UFDMufdm

UFDM Detailufdm-detail

UFDM Summaryufdm-summary

Command Mode

• /exec
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show routing ipv6 hash
show routing [ vrf { <vrf-name> | <vrf-known-name> | <vrf-all> } ] ipv6 [ unicast ] [ topology <topology-name>
] hash [ mpls <ipv6-prefix> [ eos ] ] <source> <dest> [ ip-proto <ip-proto> ] [ <src-port> <dest-port> ] [
in-interface <in-interface> ] [ module <module-id> ] [ vrf { <vrf-name> | <vrf-known-name> | <vrf-all> } ]
[ __readonly__ TABLE_vrf <vrf-name-out> [ <hash-type> ] [ <mcast> ] [ <hashpath> ] TABLE_prefix
<ipprefix> <ucast-nhops> <mcast-nhops> <attached> TABLE_path [ <ubest> ] [ <mbest> ] [ <ipnexthop>
] [ <ifname> ] <pref> <metric> <uptime> <clientname> [ <type> ] [ <tag> ] [ <stale> ] [ <hidden> ] ]

Syntax Description

Show running system informationshow

Display routing informationrouting

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsvrf-all

Display IPv6 informationipv6

(Optional) Display unicast informationunicast

(Optional) Display per-topology informationtopology

(Optional) topology nametopology-name

Display load-balancing hash informationhash

(Optional) MPLS path load-balancing hash informationmpls

(Optional) Set End-of-Stack to 1eos

(Optional) IP Protocol information for the packetip-proto

(Optional) IP Protocol information for the packetip-proto

(Optional) Source-portsrc-port

(Optional) Destination-portdest-port

(Optional) Incoming Interface for Packet.Option valid on Tomahawk
platform only.

in-interface

(Optional) Interface Namein-interface

(Optional) Modulemodule

(Optional) Modulemodule-id

(Optional)__readonly__
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(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)hash-type

(Optional)mcast

(Optional)hashpath

(Optional)TABLE_prefix

(Optional)ipprefix

(Optional)ucast-nhops

(Optional)mcast-nhops

(Optional)attached

(Optional)TABLE_path

(Optional)ubest

(Optional)mbest

(Optional)ifname

(Optional)pref

(Optional)tag

(Optional)metric

(Optional)uptime

(Optional)clientname

(Optional)type

(Optional)stale

(Optional)hidden

Command Mode

• /exec
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show routing ipv6 hidden-nh
show routing [ vrf { <vrf-name> | <vrf-known-name> | <vrf-all> } ] ipv6 [ unicast ] [ topology <topology-name>
] hidden-nh [ __readonly__ <uribtibtype_contextname> { TABLE_hidden_nh <nh> <nh-iod>
<hidden_nh_uhn_prefix> <hidden_nh_uhn_mask_len> <pib> <rnh> <rnh_mask_len> } ]

Syntax Description

Show running system informationshow

Display routing informationrouting

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsvrf-all

Display IPv6 informationipv6

(Optional) Display unicast informationunicast

(Optional) Display per-topology informationtopology

(Optional) topology nametopology-name

Display hidden next-hop informationhidden-nh

(Optional)__readonly__

(Optional)uribtibtype_contextname

(Optional)TABLE_hidden_nh

(Optional)nh

(Optional)nh-iod

(Optional)hidden_nh_uhn_prefix

(Optional)hidden_nh_uhn_mask_len

(Optional)pib

(Optional)rnh

(Optional)rnh_mask_len

Command Mode

• /exec
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show routing ipv6 memory estimate
show routing ipv6 [ unicast ] memory estimate [ routes <route-count> next-hops <nh-count> ] [ labels ] [
__readonly__ <curr-max-MB> <curr-max-routes> <curr-max-nh> <inuse-MB> <inuse-routes> <inuse-nh>
<conf-max-MB> <conf-max-routes> <conf-max-nh> [ <est-MB> <est-routes> <est-nh> ] ]

Syntax Description

Show running system informationshow

Display routing informationrouting

Display IPv6 informationipv6

(Optional) Display unicast informationunicast

Display u6rib memory informationmemory

Display u6rib memory estimateestimate

(Optional) Display u6rib memory estimate for # routesroutes

(Optional) Number of routesroute-count

(Optional) Display u6rib memory estimate for # next-hops per routenext-hops

(Optional) Number of next-hops per routenh-count

(Optional) When the routes are associated with next hop labelslabels

(Optional)__readonly__

(Optional)curr-max-MB

(Optional)curr-max-routes

(Optional)curr-max-nh

(Optional)inuse-MB

(Optional)inuse-routes

(Optional)inuse-nh

(Optional)conf-max-MB

(Optional)conf-max-routes

(Optional)conf-max-nh

(Optional)est-MB

(Optional)est-routes

(Optional)est-nh
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Command Mode

• /exec
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show routing ipv6 memory statistics
show routing ipv6 [ unicast ] memory statistics [ __readonly__ { TABLE_shrd_mem <rbuf-alloc>
<rbuf-high-water> <rbuf-max> <rbuf-numalloc> <slbs-alloc> <slbs-high-water> <slbs-max> <slbs-numalloc>
} { TABLE_u6rib_slabs <slab-name> <alloc-count> <max-allocs> <slab-size> } { TABLE_u6rib_blks
<slab-blk-name> <block-count> <max-blocks> <slab-count> } { TABLE_u6rib_routes_rnhs <ctx-name>
<user-nodes> <total-nodes> <elem-size> } ]

Syntax Description

Show running system informationshow

Display routing informationrouting

Display IPv6 informationipv6

(Optional) Display unicast routing informationunicast

Display u6rib memory informationmemory

Display u6rib memory statisticsstatistics

(Optional)__readonly__

(Optional)TABLE_shrd_mem

(Optional)TABLE_u6rib_slabs

(Optional)TABLE_u6rib_blks

(Optional)TABLE_u6rib_routes_rnhs

(Optional)ctx-name

(Optional)slab-name

(Optional)slab-blk-name

(Optional)rbuf-alloc

(Optional)rbuf-high-water

(Optional)rbuf-max

(Optional)rbuf-numalloc

(Optional)slbs-alloc

(Optional)slbs-high-water

(Optional)slbs-max

(Optional)slbs-numalloc

(Optional)user-nodes
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(Optional)total-nodes

(Optional)elem-size

(Optional)alloc-count

(Optional)max-allocs

(Optional)slab-size

(Optional)block-count

(Optional)max-blocks

(Optional)slab-count

Command Mode

• /exec
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show routing ipv6 multicast
show routing ipv6 multicast [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ topology <topology-name> ]
[ [ bitfield ] | rp | { [ <group> ] summary [ software-forwarded ] } | { summary [ count | software-forwarded
] } | { { <source> <group> } | { <group> [ <source> ] } } [ summary [ software-forwarded ] | bitfield ] ] [
__readonly__ { TABLE_vrf <vrf-name> [ TABLE_addr <mcast-addrs> <pending> <bidir> <uptime> [
TABLE_mpib <mpib-name> <stale-route> ] <if-name><rpf-nbr> <internal>
<oif-count><fabric-oif><fabric-loser> [ TABLE_oif <oif-name> <oif-uptime> [ TABLE_oif_mpib
<oif-mpib-name> <stale-oif> ] <rpf> ] [ <oif-list-bitfield> ] ] [ <total-route-count> <star-g-count>
<source-count> <star-g-prefix-count> <group-count> <avg-sources-per-group><rem> [
<reason-for-route-stats-pending> ] ] [ TABLE_group <group-addr> <group-mask-len> <source-count-per-grp>
[ TABLE_source <route-or-source> [ <name> ] <packets> <bytes> <aps> <pps> <bit-rate-in-bps> <oifs> [
<software-pkts> ] ] ] } ]

Syntax Description

Show running system informationshow

Display IPv6 informationipv6

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Display routing informationrouting

Display multicast informationmulticast

(Optional) Display per-topology informationtopology

(Optional) topology nametopology-name

(Optional) Display route countssummary

(Optional) Display software switched route counts onlysoftware-forwarded

(Optional) Display RP routes (RP, 0::/128)rp

(Optional) Display route counts onlycount

(Optional) Display bitfield detailsbitfield

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name

(Optional)TABLE_addr
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(Optional)mcast-addrs

(Optional)bidir

(Optional)pending

(Optional)uptime

(Optional)internal

(Optional)TABLE_mpib

(Optional)mpib-name

(Optional)stale-route

(Optional)TABLE_oif

(Optional)oif-name

(Optional)oif-uptime

(Optional)rpf

(Optional)oif-list-bitfield

(Optional)TABLE_oif_mpib

(Optional)oif-mpib-name

(Optional)stale-oif

(Optional)total-route-count

(Optional)star-g-count

(Optional)source-count

(Optional)star-g-prefix-count

(Optional)group-count

(Optional)reason-for-route-stats-pending

(Optional)TABLE_group

(Optional)group-addr

(Optional)group-mask-len

(Optional)source-count-per-grp

(Optional)TABLE_source

(Optional)route-or-source

(Optional)name
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(Optional)packets

(Optional)bytes

(Optional)aps

(Optional)pps

(Optional)bit-rate-in-bps

(Optional)oifs

(Optional)software-pkts

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2125

All Show Commands
show routing ipv6 multicast



show routing ipv6 multicast clients
show routing ipv6 multicast clients [ <client-name> ] [ __readonly__ { TABLE_client <client-name> <cid>
<pid> <mts-sap> <shared-mem> <is-stale-timer-running> <wants-notification> [ TABLE_protocol
<SSM-owner> <Bidir-owner> <static-owner> <shared-only-owner> <locally-joined-owner> <external-owner>
<Fabric-owner> ] { TABLE_join_notifications <sent> <fail> <ack-rcvd> } { TABLE_prune_notifications
<sent> <fail> <ack-rcvd> } { TABLE_rpf_notifications <sent> <fail> <ack-rcvd> } {
TABLE_delete_notifications <sent> <fail> <ack-rcvd> } { TABLE_clear_mroute_notifications <sent> <fail>
} { TABLE_add_route_req <rcvd> <ack-sent> <ack-fail> } { TABLE_del_route_req <rcvd> <ack-sent>
<ack-fail> } { TABLE_upd_route_req <rcvd> <ack-sent> <ack-fail> } { TABLE_mts_route_req <rcvd>
<ack-sent> <ack-fail> } } ]

Syntax Description

Show running system informationshow

Display routing informationrouting

Display IPv6 informationipv6

Display multicast informationmulticast

Display multicast routing client informationclients

(Optional) Multicast routing client nameclient-name

(Optional)__readonly__

(Optional)TABLE_client

(Optional)client-name

(Optional)cid

(Optional)pid

(Optional)mts-sap

(Optional)shared-mem

(Optional)is-stale-timer-running

(Optional)wants-notification

(Optional)TABLE_protocol

(Optional)SSM-owner

(Optional)Bidir-owner

(Optional)static-owner

(Optional)shared-only-owner

(Optional)locally-joined-owner
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(Optional)external-owner

(Optional)Fabric-owner

(Optional)TABLE_join_notifications

(Optional)sent

(Optional)fail

(Optional)ack-rcvd

(Optional)TABLE_prune_notifications

(Optional)sent

(Optional)fail

(Optional)ack-rcvd

(Optional)TABLE_rpf_notifications

(Optional)sent

(Optional)fail

(Optional)ack-rcvd

(Optional)TABLE_delete_notifications

(Optional)sent

(Optional)fail

(Optional)ack-rcvd

(Optional)TABLE_clear_mroute_notifications

(Optional)sent

(Optional)fail

(Optional)TABLE_add_route_req

(Optional)rcvd

(Optional)ack-sent

(Optional)ack-fail

(Optional)TABLE_del_route_req

(Optional)rcvd

(Optional)ack-sent

(Optional)ack-fail
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(Optional)TABLE_upd_route_req

(Optional)rcvd

(Optional)ack-sent

(Optional)ack-fail

(Optional)TABLE_mts_route_req

(Optional)rcvd

(Optional)ack-sent

(Optional)ack-fail

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2128

All Show Commands
show routing ipv6 multicast clients



show routing ipv6 multicast event-history
show routing ipv6 multicast [ internal ] event-history { errors | msgs | <m6rib-event-hist-buf-name> | statistics
}

Syntax Description

Show running system informationshow

Display routing informationrouting

Display IPv6 informationipv6

Display multicast informationmulticast

(Optional) Commands for internal useinternal

Show various event logs of M6RIBevent-history

Show error logs of M6RIBerrors

Show various message logs of M6RIBmsgs

M6RIB event history buffer namem6rib-event-hist-buf-name

Show the state and size of the buffersstatistics

Command Mode

• /exec
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show routing ipv6 multicast memory estimate
show routing ipv6 multicast memory estimate [ groups <group-count> sources-per-group <source-count>
oifs-per-entry <oif-count> ] [ __readonly__ { { TABLE_cur_max <current-max-mb> <groups>
<sources-per-group> <oifs-per-entry> } { TABLE_in_use <in-use_kb> <groups> <sources-per-group>
<oifs-per-entry> } { TABLE_conf_max <conf-max-mb> <groups> <sources-per-group> <oifs-per-entry> }
[ TABLE_est_max <estimate-mb> <groups> <sources-per-group> <oifs-per-entry> ] } ]

Syntax Description

Show running system informationshow

Display routing informationrouting

Display IPv6 informationipv6

Display multicast informationmulticast

Display m6rib memory informationmemory

Display m6rib memory estimateestimate

(Optional) Display m6rib memory estimate for # groupsgroups

(Optional) Number of groupsgroup-count

(Optional) Display mrib memory estimate for # sources per groupsources-per-group

(Optional) Number of sources per routesource-count

(Optional) Display mrib memory estimate for # oifs per (S,G) or (*,G)
entry

oifs-per-entry

(Optional) Number of oifs per entryoif-count

(Optional)__readonly__

(Optional)TABLE_cur_max

(Optional)current-max-mb

(Optional)groups

(Optional)sources-per-group

(Optional)oifs-per-entry

(Optional)TABLE_in_use

(Optional)in-use_kb

(Optional)groups

(Optional)sources-per-group

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2130

All Show Commands
show routing ipv6 multicast memory estimate



(Optional)oifs-per-entry

(Optional)TABLE_conf_max

(Optional)conf-max-mb

(Optional)groups

(Optional)sources-per-group

(Optional)oifs-per-entry

(Optional)TABLE_est_max

(Optional)estimate-mb

(Optional)groups

(Optional)sources-per-group

(Optional)oifs-per-entry

Command Mode

• /exec
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show routing ipv6 nexthop info
show routing [ vrf { <vrf-name> | <vrf-known-name> | <vrf-all> } ] ipv6 [ unicast ] [ topology <topology-name>
] nexthop info [ vrf { <vrf-name> | <vrf-known-name> | <vrf-all> } ]

Syntax Description

Show running system informationshow

Display routing informationrouting

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsvrf-all

Display IPv6 informationipv6

(Optional) Display unicast informationunicast

(Optional) Display per-topology informationtopology

(Optional) topology nametopology-name

Show the nh_info treenexthop

Show the nh_info treeinfo

Command Mode

• /exec
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show routing ipv6 nhlfe
show routing [ vrf { <vrf-name> | <vrf-known-name> | <vrf-all> } ] ipv6 [ unicast ] [ topology <topology-name>
] nhlfe [ stats ] [ vrf { <vrf-name> | <vrf-known-name> | <vrf-all> } ] [ __readonly__ { TABLE_vrf
<vrf-name-out> [ <nhlfe-owner> <nhlfe-refcount> { TABLE_nhlabel <nhlabel-index> <nh-label> }
<nhlfe-is-vpn> <nhlfe-owner-index> ] <total-entries> } ]

Syntax Description

Show running system informationshow

Display routing informationrouting

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsvrf-all

Display IPv6 informationipv6

(Optional) Display unicast informationunicast

(Optional) Display per-topology informationtopology

(Optional) topology nametopology-name

Display NHLFE dbnhlfe

(Optional) Display statisticsstats

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)nhlfe-owner

(Optional)nhlfe-refcount

(Optional)TABLE_nhlabel

(Optional)nhlabel-index

(Optional)nh-label

(Optional)nhlfe-is-vpn

(Optional)nhlfe-owner-index

(Optional)total-entries
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Command Mode

• /exec
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show routing ipv6 recursive-next-hop
show routing [ vrf { <vrf-name> | <vrf-known-name> | <vrf-all> } ] ipv6 [ unicast ] [ topology <topology-name>
] recursive-next-hop [ <ipv6-addr> ] [ vrf { <vrf-name> | <vrf-known-name> | <vrf-all> } ] [ __readonly__
TABLE_vrf <vrf-name-out> TABLE_addrf <addrf> TABLE_prefix <ipprefix> <uptime> TABLE_clients
<client-req> <client-pend> ]

Syntax Description

Show running system informationshow

Display routing informationrouting

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsvrf-all

Display IPv6 informationipv6

(Optional) Display unicast informationunicast

(Optional) Display per-topology informationtopology

(Optional) topology nametopology-name

Display recursive next-hop tablerecursive-next-hop

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)TABLE_addrf

(Optional)addrf

(Optional)TABLE_prefix

(Optional)uptime

(Optional)TABLE_clients

(Optional)client-req

(Optional)client-pend

Command Mode

• /exec
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show routing memory estimate
show routing [ ip | ipv4 ] [ unicast ] memory estimate [ routes <route-count> [ next-hops <nh-count> ] [
next-hops-v6 <nh6-count> ] ] [ labels ] [ __readonly__ <current_max_mb> <current_max_routes>
<urib_max_nh> <used_mb> <route_stats_alloc_count> <nhs> <configured_max_mb>
<configured_max_routes> <urib_routes_max_nh> [ <estimate_mb> <estimate_routes> <estimate_nhs>
<estimate_with_mvpn_mb> <estimate_with_ospf_mb> <estimate_with_eigrp_mb> ] ]

Syntax Description

Show running system informationshow

Display routing informationrouting

(Optional) Display IP informationip

(Optional) Display IP informationipv4

(Optional) Display unicast informationunicast

Display urib memory informationmemory

Display urib memory estimateestimate

(Optional) Display urib memory estimate for # routesroutes

(Optional) Number of routesroute-count

(Optional) Display urib memory estimate for # next-hops per routenext-hops

(Optional) Number of next-hops per routenh-count

(Optional) Display urib memory estimate for # V6 next-hops per routenext-hops-v6

(Optional) Number of V6 next-hops per routenh6-count

(Optional) When the routes are associated with next hop labelslabels

(Optional)__readonly__

(Optional)current_max_mb

(Optional)current_max_routes

(Optional)urib_max_nh

(Optional)used_mb

(Optional)route_stats_alloc_count

(Optional)nhs

(Optional)configured_max_mb

(Optional)configured_max_routes
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(Optional)urib_routes_max_nh

(Optional)estimate_mb

(Optional)estimate_routes

(Optional)estimate_nhs

(Optional)estimate_with_mvpn_mb

(Optional)estimate_with_ospf_mb

(Optional)estimate_with_eigrp_mb

Command Mode

• /exec
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show routing memory statistics
show routing [ ip | ipv4 ] [ unicast ] memory statistics [ __readonly__ { TABLE_shrd_mem <ubuf-alloc>
<ubuf-high-water> <ubuf-max><ubuf-numalloc><rbuf-alloc><rbuf-high-water> <rbuf-max><rbuf-numalloc>
<slbs-alloc> <slbs-high-water> <slbs-max> <slbs-numalloc> } { TABLE_urib_slabs <slab-name>
<slab-alloc-count> <slab-max-allocs> <slab-size> } { TABLE_urib_blks <block-name> <block-count>
<max-blocks> <blks-count> } { TABLE_urib_routes_rnhs <ctx-name> <user-node> <total-node> <elem-size>
} ]

Syntax Description

Show running system informationshow

Display routing informationrouting

(Optional) Display IP informationip

(Optional) Display IP informationipv4

(Optional) Display unicast informationunicast

Display urib memory informationmemory

Display urib memory statisticsstatistics

(Optional)__readonly__

(Optional)TABLE_shrd_mem

(Optional)ubuf-alloc

(Optional)ubuf-high-water

(Optional)ubuf-max

(Optional)ubuf-numalloc

(Optional)rbuf-alloc

(Optional)rbuf-high-water

(Optional)rbuf-max

(Optional)rbuf-numalloc

(Optional)slbs-alloc

(Optional)slbs-high-water

(Optional)slbs-max

(Optional)slbs-numalloc

(Optional)TABLE_urib_slabs
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(Optional)slab-name

(Optional)slab-alloc-count

(Optional)slab-max-allocs

(Optional)slab-size

(Optional)TABLE_urib_blks

(Optional)block-name

(Optional)block-count

(Optional)max-blocks

(Optional)blks-count

(Optional)TABLE_urib_routes_rnhs

(Optional)ctx-name

(Optional)user-node

(Optional)total-node

(Optional)elem-size

Command Mode

• /exec
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show routing multicast
show routing [ ip | ipv4 ] multicast { { [ bitfield ] [ detail ] } | rp | { [ <group> ] summary [ software-forwarded
| rpf-failed ] } | { summary [ count | software-forwarded | rpf-failed ] } | { { <source> <group> } | { <group>
[ <source> ] | <group> shared-tree | <group> source-tree } | shared-tree | source-tree } { [ flags ] | [ detail ] |
[ summary [ software-forwarded | rpf-failed ] | bitfield ] } } [ vrf { <vrf-name> | <vrf-known-name> | all } ]
[ __readonly__ TABLE_vrf <vrf-name> [ <expry_timer> ] [ <route_count> ] [ <star_g_cnt> ] [ <sg_cnt> ]
[ <star_g_prfx_cnt> ] [ TABLE_route_summary [ <total-num-routes> ] [ <star-g-route> ] [ <sg-route> ] [
<star-g-prfx> ] [ <group-count> ] [ <avg> ] [ <rem> ] [ <stats-pndg> ] ] [ TABLE_summary_source [
<group_addr> ] [ <group_mask_len> ] [ <source_count> ] [ TABLE_one_sg [ <source_addr> ] [ <packets>
] [ <bytes> ] [ <aps> ] [ <pps> ] [ <rate_buf> ] [ <oifs> ] [ <software_fwd> ] [ <rpf-failed-pkts> ] [
<rpf-failed-bytes> ] ] ] [ TABLE_one_route <mcast-addrs> <pending> <bidir> <uptime> <mofrr> [
TABLE_mpib [ <mpib-name> ] [ <oif-count> ] [ <stale-route> ] ] [ <mdt-encap-index> ] [ <stats-pkts> ] [
<stats-bytes> ] [ <stats-rate-buf> ] [ <lisp-src-rloc> ] [ <route-iif> ] [ <rpf-nbr> ] [ <mofrr-iif> ] [ <mofrr-nbr>
] <internal> [ <oif-count> ] <fabric-oif> <fabric-loser> [ <num-vpc-svi-oifs> ] [ TABLE_oif [ <oif-name> ]
[ <oif-uptime> ] [ TABLE_oif_mpib [ <oif-mpib-name> ] [ <stale-oif> ] [ <omd-vpc-svi> ] ] <rpf> ] [
<route-mdt-iod> ] [ <oif-list-bitfield> ] ] ]

Syntax Description

Show running system informationshow

(Optional) Display IP informationip

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Display routing informationrouting

(Optional) Display IP informationipv4

Display multicast informationmulticast

Display route countssummary

Display route for *,G entriesshared-tree

Display route for S,G entriessource-tree

(Optional) Display software switched route counts onlysoftware-forwarded

(Optional) Display RPF failure statisticsrpf-failed

Display RP routes (RP, 0.0.0.0/32)rp

(Optional) Display multicast group/source address for routegroup

Display multicast group/source address for routesource
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(Optional) Display route counts onlycount

(Optional) Display bitfield detailsbitfield

(Optional) Display detailed route attributesdetail

(Optional) Display detailed route attributesflags

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name

(Optional)expry_timer

(Optional)route_count

(Optional)star_g_cnt

(Optional)sg_cnt

(Optional)star_g_prfx_cnt

(Optional)TABLE_summary_source

(Optional)group_addr

(Optional)group_mask_len

(Optional)source_count

(Optional)TABLE_one_sg

(Optional)source_addr

(Optional)packets

(Optional)bytes

(Optional)aps

(Optional)pps

(Optional)rate_buf

(Optional)oifs

(Optional)software_fwd

(Optional)rpf-failed-pkts

(Optional)rpf-failed-bytes

(Optional)TABLE_one_route

(Optional)mcast-addrs
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(Optional)bidir

(Optional)pending

(Optional)mofrr

(Optional)uptime

(Optional)TABLE_mpib

(Optional)mpib-name

(Optional)oif-count

(Optional)stale-route

(Optional)mdt-encap-index

(Optional)stats-pkts

(Optional)stats-bytes

(Optional)stats-rate-buf

(Optional)lisp-src-rloc

(Optional)route-iif

(Optional)rpf-nbr

(Optional)mofrr-iif

(Optional)mofrr-nbr

(Optional)internal

(Optional)oif-count

(Optional)fabric-oif

(Optional)fabric-loser

(Optional)num-vpc-svi-oifs

(Optional)TABLE_oif

(Optional)oif-name

(Optional)oif-uptime

(Optional)TABLE_oif_mpib

(Optional)oif-mpib-name

(Optional)stale-oif

(Optional)omd-vpc-svi
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(Optional)rpf

(Optional)route-mdt-iod

(Optional)oif-list-bitfield

(Optional)TABLE_route_summary

(Optional)total-num-routes

(Optional)star-g-route

(Optional)sg-route

(Optional)star-g-prfx

(Optional)group-count

(Optional)avg

(Optional)rem

(Optional)stats-pndg

Command Mode

• /exec
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show routing multicast clients
show routing [ ip | ipv4 ] multicast clients [ <client-name> ] [ detail ] [ __readonly__ { TABLE_mpib
<mpib_name> <mpib_index> <mpib_pid> <mpib_mts_sap> <mpib_shm> <stale_timer> <join_notify>
<prune_notify> <rpf_notify> <delete_notify> <repopulate_notify> <zero-oif-notify> <non-zero-oif-notify>
<attach-notify> <non-attach-notify> <static-notify> <non-static-notify> <external-notify> <non-external-notify>
<otv-decap-notify> <no-otv-decap-notify> <vxlan-decap-notify> <no-vxlan-decap-notify> <mdt-encap-notify>
<no-mdt-encap-notify> <mdt-decap-notify> <no-mdt-decap-notify> <vpc-svi-notify> <notification_pending>
[ <ssm_owner> <bidir_owner> <static_owner> <shared_only_owner> <locally_joined_owner>
<external_owner> <mdt_owner> <fabric_owner> <sticky_iif_owner> <data_created_owner><internal_owner>
<prune_owner> <attached_owner> <otv_decap_owner> <vxlan_decap_owner> <secondary_owner>
<encap_index_owner> <force_punt_owner> <multi_route_owner> <register_stop_owner> ] <notify_sent>
<notify_fail> <notify_ack_rcvd> <add_route_req_rcvd> <add_route_ack_sent> <add_route_ack_fail>
<delete_route_req_rcvd> <delete_route_ack_sent> <delete_route_ack_fail> <update_route_req_rcvd>
<update_route_ack_sent><update_route_ack_fail> <update_mdt_info_req_rcvd><update_mdt_info_ack_sent>
<update_mdt_info_ack_fail> <mts_update_route_req_rcvd> <mts_update_route_ack_sent>
<mts_update_route_ack_fail> <force_update_rcvd> <notify_member_count> <pending_mpib> <uptime> }
]

Syntax Description

Show running system informationshow

Display routing informationrouting

(Optional) Display IP informationip

(Optional) Display IP informationipv4

Display multicast informationmulticast

Display multicast routing client informationclients

(Optional) Multicast routing client nameclient-name

(Optional) Display detailed route attributesdetail

(Optional)__readonly__

(Optional)TABLE_mpib

(Optional)mpib_name

(Optional)mpib_index

(Optional)mpib_pid

(Optional)mpib_mts_sap

(Optional)mpib_shm

(Optional)stale_timer

(Optional)join_notify
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(Optional)prune_notify

(Optional)rpf_notify

(Optional)delete_notify

(Optional)repopulate_notify

(Optional)zero-oif-notify

(Optional)non-zero-oif-notify

(Optional)attach-notify

(Optional)non-attach-notify

(Optional)static-notify

(Optional)non-static-notify

(Optional)external-notify

(Optional)non-external-notify

(Optional)otv-decap-notify

(Optional)no-otv-decap-notify

(Optional)vxlan-decap-notify

(Optional)no-vxlan-decap-notify

(Optional)mdt-encap-notify

(Optional)no-mdt-encap-notify

(Optional)mdt-decap-notify

(Optional)no-mdt-decap-notify

(Optional)vpc-svi-notify

(Optional)notification_pending

(Optional)ssm_owner

(Optional)bidir_owner

(Optional)static_owner

(Optional)shared_only_owner

(Optional)locally_joined_owner

(Optional)external_owner

(Optional)mdt_owner
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(Optional)fabric_owner

(Optional)sticky_iif_owner

(Optional)data_created_owner

(Optional)internal_owner

(Optional)prune_owner

(Optional)attached_owner

(Optional)otv_decap_owner

(Optional)vxlan_decap_owner

(Optional)secondary_owner

(Optional)encap_index_owner

(Optional)force_punt_owner

(Optional)multi_route_owner

(Optional)register_stop_owner

(Optional)notify_sent

(Optional)notify_fail

(Optional)notify_ack_rcvd

(Optional)add_route_req_rcvd

(Optional)add_route_ack_sent

(Optional)add_route_ack_fail

(Optional)delete_route_req_rcvd

(Optional)delete_route_ack_sent

(Optional)delete_route_ack_fail

(Optional)update_route_req_rcvd

(Optional)update_route_ack_sent

(Optional)update_route_ack_fail

(Optional)update_mdt_info_req_rcvd

(Optional)update_mdt_info_ack_sent

(Optional)update_mdt_info_ack_fail

(Optional)mts_update_route_req_rcvd
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(Optional)mts_update_route_ack_sent

(Optional)mts_update_route_ack_fail

(Optional)force_update_rcvd

(Optional)notify_member_count

(Optional)pending_mpib

(Optional)uptime

Command Mode

• /exec
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show routing multicast event-history
show routing [ ip | ipv4 ] multicast [ internal ] event-history { errors | msgs | <mrib-event-hist-buf-name> |
statistics }

Syntax Description

Show running system informationshow

Display routing informationrouting

(Optional) Display IP informationip

(Optional) Display IP informationipv4

Display multicast informationmulticast

(Optional) Commands for internal useinternal

Show various event logs of MRIBevent-history

Show error logs of MRIBerrors

Show various message logs of MRIBmsgs

Event history buffer namemrib-event-hist-buf-name

State and size of bufferstatistics

Command Mode

• /exec
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show routing multicast lisp encap
{ show routing [ ip | ipv4 ] multicast lisp encap } [ __readonly__ { TABLE_mrib_list_encap <encap-index>
<source-rloc> <dest-rloc> <ref-count> } ]

Syntax Description

Show running system informationshow

Display routing informationrouting

(Optional) Display IP informationip

(Optional) Display IP informationipv4

Display multicast informationmulticast

LISP related informationlisp

All the encap indicesencap

(Optional)__readonly__

(Optional)TABLE_mrib_list_encap

(Optional)encap-index

(Optional)source-rloc

(Optional)dest-rloc

(Optional)ref-count

Command Mode

• /exec
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show routing multicast mdt encapsulation
show routing [ ip | ipv4 ] multicast mdt encapsulation [ detail ] [ vrf { <vrf-name> | <vrf-known-name> | all
} ] [ __readonly__ { TABLE_vrf <vrf-name> { TABLE_mdt <index> <group> <source> <count>
<delete-pending> } } ]

Syntax Description

Show running system informationshow

Display routing informationrouting

(Optional) Display IP informationip

(Optional) Display IP informationipv4

Display multicast informationmulticast

Multicast Distribution Treemdt

Encapsulation Informationencapsulation

(Optional) Display detailed informationdetail

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name

(Optional)TABLE_mdt

(Optional)index

(Optional)group

(Optional)source

(Optional)count

(Optional)delete-pending

Command Mode

• /exec
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show routing multicast memory estimate
show routing [ ip | ipv4 ] multicast memory estimate [ groups <group-count> sources-per-group <source-count>
oifs-per-entry <oif-count> [ mdt-encap-entries <encap-entry-count> ] ] [ __readonly__ { TABLE_currentmax
<max-mb> <max-groups> <sources-per-group> <oifs-per-entry> } { TABLE_inuse <used-kb> <alloc-count>
<sources-per-group> <oifs-per-entry> [ <mdt-encap-entry> ] } { TABLE_configuredmax <max-mb>
<max-groups> <sources-per-group> <oifs-per-entry> } [ TABLE_estimate <estimate-mb> <groups>
<sources-per-group> <oifs-per-entry> <mdt-encap-entry> ] ]

Syntax Description

Show running system informationshow

Display routing informationrouting

(Optional) Display IP informationip

(Optional) Display IP informationipv4

Display multicast informationmulticast

Display mrib memory informationmemory

Display mrib memory estimateestimate

(Optional) Display mrib memory estimate for # groupsgroups

(Optional) Number of groupsgroup-count

(Optional) Display mrib memory estimate for # sources per groupsources-per-group

(Optional) Number of sources per routesource-count

(Optional) Display mrib memory estimate for # oifs per (S,G) or (*,G)
entry

oifs-per-entry

(Optional) Number of oifs per entryoif-count

(Optional) Display mrib memory estimate for # mdt encap entriesmdt-encap-entries

(Optional) Number of mdt encap entriesencap-entry-count

(Optional)__readonly__

(Optional)TABLE_currentmax

(Optional)max-mb

(Optional)max-groups

(Optional)sources-per-group

(Optional)oifs-per-entry

(Optional)TABLE_inuse
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(Optional)used-kb

(Optional)alloc-count

(Optional)sources-per-group

(Optional)oifs-per-entry

(Optional)mdt-encap-entry

(Optional)TABLE_configuredmax

(Optional)max-mb

(Optional)max-groups

(Optional)sources-per-group

(Optional)oifs-per-entry

(Optional)TABLE_estimate

(Optional)estimate-mb

(Optional)groups

(Optional)sources-per-group

(Optional)oifs-per-entry

(Optional)mdt-encap-entry

Command Mode

• /exec
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show routing multicast sr
show routing [ ip | ipv4 ] multicast sr [ vrf { <vrf-name> | <vrf-known-name> | all } ]

Syntax Description

Show running system informationshow

Display routing informationrouting

(Optional) Display IP informationip

(Optional) Display IP informationipv4

Display multicast informationmulticast

Service Reflect Rulessr

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Command Mode

• /exec
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show routing nhlfe
show routing [ vrf { <vrf-name> | <vrf-known-name> | <vrf-all> } ] [ ip | ipv4 ] [ unicast ] [ topology
<topology-name> ] nhlfe [ stats ] [ vrf { <vrf-name> | <vrf-known-name> | <vrf-all> } ] [ __readonly__
TABLE_vrf <vrf-name-out> [ <nhlfe-owner> <nhlfe-refcount> { TABLE_nhlabel <nhlabel-index> <nh-label>
} <nhlfe-is-vpn> <nhlfe-owner-index> ] <total-entries> ]

Syntax Description

Show running system informationshow

Display routing informationrouting

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsvrf-all

(Optional) Display IP informationip

(Optional) Display IP informationipv4

(Optional) Display unicast informationunicast

(Optional) Display per-topology informationtopology

(Optional) topology nametopology-name

Display URIB NHLFE dbnhlfe

(Optional) Display statisticsstats

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)nhlfe-owner

(Optional)nhlfe-refcount

(Optional)TABLE_nhlabel

(Optional)nhlabel-index

(Optional)nh-label

(Optional)nhlfe-is-vpn

(Optional)nhlfe-owner-index
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(Optional)total-entries

Command Mode

• /exec
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show routing recursive-next-hop
show routing [ vrf { <vrf-name> | <vrf-known-name> | <vrf-all> } ] [ ip | ipv4 ] [ unicast ] [ topology
<topology-name> ] recursive-next-hop [ <ip-addr> ] [ vrf { <vrf-name> | <vrf-known-name> | <vrf-all> } ]
[ __readonly__ TABLE_vrf <vrf-name-out> TABLE_addrf <addrf> TABLE_prefix <ipprefix> <uptime>
TABLE_clients <clientname> ]

Syntax Description

Show running system informationshow

Display routing informationrouting

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsvrf-all

(Optional) Display IP informationip

(Optional) Display IP informationipv4

(Optional) Display unicast informationunicast

(Optional) Display per-topology informationtopology

Display recursive next-hop tablerecursive-next-hop

(Optional) topology nametopology-name

(Optional) Display single recursive virtual next-hopip-addr

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)TABLE_addrf

(Optional)addrf

(Optional)TABLE_prefix

(Optional)ipprefix

(Optional)uptime

(Optional)TABLE_clients

(Optional)clientname
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Command Mode

• /exec
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show routing unresolved-next-hop
show routing [ vrf { <vrf-name> | <vrf-known-name> | <vrf-all> } ] [ ip | ipv4 ] [ unicast ] [ topology
<topology-name> ] unresolved-next-hop { [ <ip-addr> [ detail ] ] | [ summary ] } [ vrf { <vrf-name> |
<vrf-known-name> | <vrf-all> } ]

Syntax Description

Show running system informationshow

Display routing informationrouting

Display unresolved next-hop listunresolved-next-hop

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsvrf-all

(Optional) Display IP informationip

(Optional) Display IP informationipv4

(Optional) Display unicast informationunicast

(Optional) Display per-topology informationtopology

(Optional) topology nametopology-name

(Optional) Display single unresolved next-hopip-addr

(Optional) Display prefixes for unresolved next-hopdetail

(Optional) Show summary of resolve bufferssummary

Command Mode

• /exec
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show routing vxlan-hash peer-ip
show routing vxlan-hash peer-ip <peer-ip> <inner-src-mac> <inner-dst-mac> [ <inner-src-ip> <inner-dst-ip>
] [ ip-proto <ip-proto> ] [ <inner-src-port> <inner-dst-port> ] [ module <module-id> ]

Syntax Description

Show running system informationshow

Display routing informationrouting

Display load-balancing information for vxlanvxlan-hash

Peer IP addresspeer-ip

Peer IPpeer-ip

Inner Source MAC Addressinner-src-mac

Inner Destination MAC Addressinner-dst-mac

(Optional) Inner Source IPinner-src-ip

(Optional) Inner Destination IPinner-dst-ip

(Optional) IP Protocol information for the packetip-proto

(Optional) IP Protocol information for the packetip-proto

(Optional) Inner Source-portinner-src-port

(Optional) Inner Destination-portinner-dst-port

(Optional) Modulemodule

(Optional) Modulemodule-id

Command Mode

• /exec
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show running-config
show running-config

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

Command Mode

• /exec
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show running-config aaa
show running-config aaa [ all ]

Syntax Description

show running-cfgshow

show running system informationrunning-config

Display aaa configurationaaa

(Optional) show running config with defaultsall

Command Mode

• /exec
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show running-config acllog
show running-config acllog [ all ]

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

show running config for acllogacllog

(Optional) show running config with defaultsall

Command Mode

• /exec
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show running-config aclmgr
show running-config aclmgr [ all | inactive-if-config ]

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

show running config for aclmgraclmgr

(Optional) show running config with defaultsall

(Optional) show running config for inactive-policiesinactive-if-config

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2163

All Show Commands
show running-config aclmgr



show running-config aclmgr active
show running-config aclmgr { active-if-config | all-if-config }

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

show running config for aclmgraclmgr

show running config for active-policiesactive-if-config

show running config for all-policiesall-if-config

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2164

All Show Commands
show running-config aclmgr active



show running-config adjmgr
show running-config adjmgr [ all ]

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

Display adjmgr informationadjmgr

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2165

All Show Commands
show running-config adjmgr



show running-config all
show running-config all

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

Current operating configuration with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2166

All Show Commands
show running-config all



show running-config amt
show running-config amt [ all ]

Syntax Description

Show running system informationshow

Current operationg configurationrunning-config

Display amt informationamt

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2167

All Show Commands
show running-config amt



show running-config arp
show running-config arp [ all ]

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

Display arp informationarp

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2168

All Show Commands
show running-config arp



show running-config bfd
show running-config bfd [ all ]

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

show running config for bfdbfd

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2169

All Show Commands
show running-config bfd



show running-config bgp
show running-config bgp [ all ]

Syntax Description

Show running system informationshow

Current operationg configurationrunning-config

Display bgp informationbgp

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2170

All Show Commands
show running-config bgp



show running-config bloggerd
show running-config bloggerd [ all ]

Syntax Description

show running-cfgshow

show running system informationrunning-config

Display bloggerd configurationbloggerd

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2171

All Show Commands
show running-config bloggerd



show running-config callhome
show running-config callhome [ all ]

Syntax Description

show running-cfgshow

show running system informationrunning-config

Display callhome configurationcallhome

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2172

All Show Commands
show running-config callhome



show running-config cdp
show running-config cdp [ all ]

Syntax Description

show running-cfgshow

show running system informationrunning-config

Display cdp configurationcdp

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2173

All Show Commands
show running-config cdp



show running-config cert-enroll
show running-config cert-enroll [ all ]

Syntax Description

show running-cfgshow

show running system informationrunning-config

Display certificates configurationcert-enroll

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2174

All Show Commands
show running-config cert-enroll



show running-config cfs
show running-config cfs [ all ]

Syntax Description

Show running system informationshow

Current operation configurationrunning-config

Display cfs configurationscfs

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2175

All Show Commands
show running-config cfs



show running-config clock_manager
show running-config clock_manager [ all ]

Syntax Description

Current operating configurationrunning-config

show running config for clock managerclock_manager

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2176

All Show Commands
show running-config clock_manager



show running-config config-profile
show running-config config-profile [ <all_conf_profile_name> ]

Syntax Description

Show running-cfgshow

show running configurationrunning-config

Display port-profile configurationconfig-profile

(Optional) Enter the name of the profileall_conf_profile_name

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2177

All Show Commands
show running-config config-profile



show running-config controller
show running-config controller

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

controllercontroller

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2178

All Show Commands
show running-config controller



show running-config copp
show running-config copp [ all ]

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

Control-Plane Policingcopp

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2179

All Show Commands
show running-config copp



show running-config dhcp
show running-config dhcp [ all ]

Syntax Description

Show running system informationshow

Current operation configurationrunning-config

Display dhcp snoop configurationsdhcp

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2180

All Show Commands
show running-config dhcp



show running-config diagnostic
show running-config diagnostic [ all ]

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

Display diagnostic informationdiagnostic

(Optional) Display running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2181

All Show Commands
show running-config diagnostic



show running-config diff
show running-config diff

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

Show the difference between running and startup configurationdiff

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2182

All Show Commands
show running-config diff



show running-config dot1x
show running-config dot1x [ all ]

Syntax Description

show running-cfgshow

show running system informationrunning-config

Display dot1x configurationdot1x

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2183

All Show Commands
show running-config dot1x



show running-config eem
show running-config eem

Syntax Description

Show running system informationshow

Show the system running configurationrunning-config

Show the event manager running configurationeem

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2184

All Show Commands
show running-config eem



show running-config eigrp
show running-config eigrp [ all ]

Syntax Description

Show running system informationshow

Current operationg configurationrunning-config

Display eigrp informationeigrp

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2185

All Show Commands
show running-config eigrp



show running-config eltm
show running-config eltm

Syntax Description

Show running system informationshow

Current operation configurationrunning-config

Display eltm configurationseltm

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2186

All Show Commands
show running-config eltm



show running-config evb
show running-config evb [ all ]

Syntax Description

Show running system informationshow

Current operationg configurationrunning-config

EVB (Edge Virtual Bridge)evb

(Optional) Display running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2187

All Show Commands
show running-config evb



show running-config exclude
show running-config exclude <feature-list> +

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

Exclude running configuration of specified featuresexclude

Exclude featuresfeature-list

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2188

All Show Commands
show running-config exclude



show running-config exclude fabricpath
show running-config exclude fabricpath

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

Exclude configurationsexclude

fabricpath informationfabricpath

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2189

All Show Commands
show running-config exclude fabricpath



show running-config exclude fex
show running-config exclude fex [ all ]

Syntax Description

Current operating configurationrunning-config

Exclude lines that matchexclude

show running config of fexfex

(Optional) Show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2190

All Show Commands
show running-config exclude fex



show running-config expand-port-profile
show running-config expand-port-profile

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

Expand port profileexpand-port-profile

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2191

All Show Commands
show running-config expand-port-profile



show running-config explicit
show running-config explicit

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

show explicitly configured running configuration for all interfacesexplicit

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2192

All Show Commands
show running-config explicit



show running-config fabric forwarding
show running-config fabric forwarding [ all ]

Syntax Description

Show running system informationshow

Current operationg configurationrunning-config

Fabricfabric

Fabric Forwarding Protocol: Host Mobility Manager (HMM)forwarding

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2193

All Show Commands
show running-config fabric forwarding



show running-config fabricpath
show running-config fabricpath [ all ]

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

fabricpath informationfabricpath

(Optional) Show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2194

All Show Commands
show running-config fabricpath



show running-config fabricpath domain default
show running-config fabricpath domain default [ all ]

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

fabricpath informationfabricpath

Enter fabricpath IS-IS domain configuration modedomain

default fabricpath domaindefault

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2195

All Show Commands
show running-config fabricpath domain default



show running-config fabricpath switch-id
show running-config fabricpath switch-id [ all ]

Syntax Description

Current operating configurationrunning-config

fabricpath informationfabricpath

fabricpath switch-id configurationswitch-id

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2196

All Show Commands
show running-config fabricpath switch-id



show running-config fabricpath topology
show running-config fabricpath topology [ all ]

Syntax Description

Show running system informationshow

Current operationg configurationrunning-config

fabricpath Module Informationfabricpath

Fabricpath topology Informationtopology

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2197

All Show Commands
show running-config fabricpath topology



show running-config fex
show running-config fex [ all ]

Syntax Description

Current operating configurationrunning-config

show running config of fexfex

(Optional) Show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2198

All Show Commands
show running-config fex



show running-config glbp
show running-config glbp [ all ]

Syntax Description

Show running system informationshow

Show the system running informationrunning-config

Show GLBP running configurationglbp

(Optional) Show GLBP running configuration defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2199

All Show Commands
show running-config glbp



show running-config hsrp
show running-config hsrp [ all ]

Syntax Description

Show system informationshow

System running configurationrunning-config

HSRP running configurationhsrp

(Optional) Show HSRP running configuration defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2200

All Show Commands
show running-config hsrp



show running-config icmpv6
show running-config icmpv6 [ all ]

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

Display icmpv6 informationicmpv6

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2201

All Show Commands
show running-config icmpv6



show running-config igmp
show running-config igmp [ all ]

Syntax Description

Show running system informationshow

Current operationg configurationrunning-config

Display igmp informationigmp

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2202

All Show Commands
show running-config igmp



show running-config imp
show running-config imp [ all ]

Syntax Description

Show system informationshow

System running configurationrunning-config

IMP running configurationimp

(Optional) Show IMP running configuration defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2203

All Show Commands
show running-config imp



show running-config interface
show running-config interface <if0> [ membership ] [ expand-port-profile ]

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

Interface configurationinterface

interface type and number in module/slot formatif0

(Optional) Show membership informationmembership

(Optional) Expand port profileexpand-port-profile

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2204

All Show Commands
show running-config interface



show running-config interface
show running-config interface [ <if0> ] [ all ] [ expand-port-profile ]

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

Interface configurationinterface

(Optional) interface type and number in module/slot formatif0

(Optional) show running config with defaultsall

(Optional) Expand port profileexpand-port-profile

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2205

All Show Commands
show running-config interface



show running-config interface defaults
show running-config interface <if0> defaults

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

Interface configurationinterface

interface type and number in module/slot formatif0

show default running configdefaults

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2206

All Show Commands
show running-config interface defaults



show running-config interface explicit
show running-config interface <if0> explicit

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

Interface configurationinterface

interface type and number in module/slot formatif0

show default running configexplicit

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2207

All Show Commands
show running-config interface explicit



show running-config ip
show running-config ip [ all ]

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

Display ip informationip

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2208

All Show Commands
show running-config ip



show running-config ipqos
show running-config ipqos [ all | inactive-if-config ]

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

(Optional) show running config with defaultsall

(Optional) show running config for inactive-policiesinactive-if-config

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2209

All Show Commands
show running-config ipqos



show running-config ipqos active
show running-config ipqos { active-if-config | all-if-config }

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

show running config for active-policiesactive-if-config

show running config for all-policiesall-if-config

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2210

All Show Commands
show running-config ipqos active



show running-config ipv6
show running-config ipv6 [ all ]

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

Display ipv6 informationipv6

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2211

All Show Commands
show running-config ipv6



show running-config isis
show running-config isis [ all ]

Syntax Description

Show running system informationshow

Current operationg configurationrunning-config

Display isis informationisis

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2212

All Show Commands
show running-config isis



show running-config l3vm
show running-config l3vm [ all ]

Syntax Description

Show running system informationshow

Current operationg configurationrunning-config

Display l3vm informationl3vm

(Optional) Display running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2213

All Show Commands
show running-config l3vm



show running-config ldap
show running-config ldap [ all ]

Syntax Description

show running-cfgshow

show running system informationrunning-config

Display ldap configurationldap

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2214

All Show Commands
show running-config ldap



show running-config license
show running-config license [ all ]

Syntax Description

showshow

show running system informationrunning-config

Display licensing configurationlicense

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2215

All Show Commands
show running-config license



show running-config lisp
show running-config lisp [ all ]

Syntax Description

Show running system informationshow

Current operationg configurationrunning-config

Display lisp informationlisp

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2216

All Show Commands
show running-config lisp



show running-config lldp
show running-config lldp [ all ]

Syntax Description

show running-cfgshow

show running system informationrunning-config

Display lldp configurationlldp

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2217

All Show Commands
show running-config lldp



show running-config macsec
show running-config macsec

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

Show CTS informationmacsec

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2218

All Show Commands
show running-config macsec



show running-config mmode
show running-config mmode [ all ]

Syntax Description

Show running system informationshow

Show running configurationrunning-config

Display maintenance mode running configurationmmode

(Optional) Show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2219

All Show Commands
show running-config mmode



show running-config monitor
show running-config monitor [ all ]

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

Configure Ethernet SPAN sessionsmonitor

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2220

All Show Commands
show running-config monitor



show running-config mpls ldp
show running-config mpls ldp [ all ]

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

Display MPLS status and configurationmpls

Label Distribution Protocolldp

(Optional) Display running-config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2221

All Show Commands
show running-config mpls ldp



show running-config mpls static
show running-config mpls static [ all ]

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

Display MPLS status and configurationmpls

Static Label Bindingsstatic

(Optional) Display running-config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2222

All Show Commands
show running-config mpls static



show running-config mpls strip
show running-config mpls strip [ all ]

Syntax Description

Show running system informationshow

Configure MPLS settingsmpls

Stripping of MPLS headersstrip

System running configurationrunning-config

(Optional) Show running configuration for STRIPCL with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2223

All Show Commands
show running-config mpls strip



show running-config mpls traffic-eng
show running-config mpls traffic-eng [ all ]

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

show running config for mpls featuresmpls

show running-config for Traffic Engineeringtraffic-eng

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2224

All Show Commands
show running-config mpls traffic-eng



show running-config msdp
show running-config msdp [ all ]

Syntax Description

Show running system informationshow

Current operationg configurationrunning-config

Display msdp informationmsdp

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2225

All Show Commands
show running-config msdp



show running-config nat
show running-config nat [ all ]

Syntax Description

show running-cfgshow

show running system informationrunning-config

Display NAT configurationnat

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2226

All Show Commands
show running-config nat



show running-config nbm
show running-config nbm

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

show running config for Non Blocking Multicastnbm

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2227

All Show Commands
show running-config nbm



show running-config netflow
show running-config { netflow | nfm } [ all ]

Syntax Description

Show running system informationshow

Show running system informationrunning-config

Show NetFlow configurationnetflow

Show NFM configurationnfm

(Optional) Show config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2228

All Show Commands
show running-config netflow



show running-config ngoam
show running-config ngoam [ all ]

Syntax Description

Show running system informationshow

Show running system informationrunning-config

ngoam configurationngoam

(Optional) Show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2229

All Show Commands
show running-config ngoam



show running-config ntp
show running-config ntp [ all ]

Syntax Description

Show informationshow

Show running system configurationrunning-config

Show NTP informationntp

(Optional) Show all NTP running configurationall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2230

All Show Commands
show running-config ntp



show running-config nv overlay
show running-config nv overlay [ all ]

Syntax Description

Show system informationshow

System running configurationrunning-config

NVE running configurationnv

NVE running configurationoverlay

(Optional) Show NVE running configuration defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2231

All Show Commands
show running-config nv overlay



show running-config nxsdk
show running-config nxsdk [ all ]

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

NXOS SDKnxsdk

(Optional) Display running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2232

All Show Commands
show running-config nxsdk



show running-config ospf
show running-config ospf [ all ]

Syntax Description

Show running system informationshow

Current operationg configurationrunning-config

Display ospf informationospf

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2233

All Show Commands
show running-config ospf



show running-config ospfv3
show running-config ospfv3 [ all ]

Syntax Description

Show running system informationshow

Current operationg configurationrunning-config

Display ospfv3 informationospfv3

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2234

All Show Commands
show running-config ospfv3



show running-config otv-isis
show running-config otv-isis [ all ]

Syntax Description

Show running system informationshow

Current operationg configurationrunning-config

Display otv-isis informationotv-isis

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2235

All Show Commands
show running-config otv-isis



show running-config otv
show running-config otv [ all ]

Syntax Description

Show running system informationshow

Current operationg configurationrunning-config

Display otv informationotv

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2236

All Show Commands
show running-config otv



show running-config param-list
show running-config param-list [ <plistname> ]

Syntax Description

Show running-cfgshow

show running configurationrunning-config

Display param-list configurationparam-list

(Optional) Enter the name of the param listplistname

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2237

All Show Commands
show running-config param-list



show running-config pim
show running-config pim [ all ]

Syntax Description

Show running system informationshow

Current operationg configurationrunning-config

Display pim informationpim

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2238

All Show Commands
show running-config pim



show running-config pim6
show running-config pim6 [ all ]

Syntax Description

Show running system informationshow

Current operationg configurationrunning-config

Display pim6 informationpim6

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2239

All Show Commands
show running-config pim6



show running-config port-profile
show running-config port-profile [ <all_profile_name> ]

Syntax Description

Show running-cfgshow

show running configurationrunning-config

Display port-profile configurationport-profile

(Optional) Enter the name of the profileall_profile_name

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2240

All Show Commands
show running-config port-profile



show running-config port-security
show running-config port-security [ all ]

Syntax Description

show running-cfgshow

show running system informationrunning-config

Display port-security configurationport-security

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2241

All Show Commands
show running-config port-security



show running-config ptp
show running-config ptp [ all ]

Syntax Description

Current operating configurationrunning-config

show running config for ptpptp

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2242

All Show Commands
show running-config ptp



show running-config radius
show running-config radius [ all ]

Syntax Description

show running-cfgshow

show running system informationrunning-config

Display radius configurationradius

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2243

All Show Commands
show running-config radius



show running-config res_mgr
show running-config res_mgr

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

Show resource configuration for VDCres_mgr

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2244

All Show Commands
show running-config res_mgr



show running-config rip
show running-config rip [ all ]

Syntax Description

Show running system informationshow

Current operationg configurationrunning-config

Display rip informationrip

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2245

All Show Commands
show running-config rip



show running-config routing ip multicast
show running-config routing { ip | ipv4 } multicast [ all ]

Syntax Description

Show running system informationshow

Current operationg configurationrunning-config

Display routing informationrouting

Display IP informationip

Display IP informationipv4

Display multicast informationmulticast

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2246

All Show Commands
show running-config routing ip multicast



show running-config routing ipv6 multicast
show running-config routing ipv6 multicast [ all ]

Syntax Description

Show running system informationshow

Current operationg configurationrunning-config

Display routing informationrouting

Display IPv6 informationipv6

Display m6rib informationmulticast

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2247

All Show Commands
show running-config routing ipv6 multicast



show running-config rpm
show running-config rpm [ all ]

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

Display Route Policy Manager (RPM) informationrpm

(Optional) Display running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2248

All Show Commands
show running-config rpm



show running-config rsvp
show running-config rsvp

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

Display RSVP statusrsvp

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2249

All Show Commands
show running-config rsvp



show running-config section
show running-config section <section>

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

show only a particular section of running-config (in format needed for
'merge config' command)

section

the section to show, a regular expression, (use a dot for a space)section

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2250

All Show Commands
show running-config section



show running-config security
show running-config security [ all ]

Syntax Description

show running-cfgshow

show running system informationrunning-config

Display security configurationsecurity

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2251

All Show Commands
show running-config security



show running-config services
show running-config services

Syntax Description

show running-cfgshow

show running system informationrunning-config

servicesservices

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2252

All Show Commands
show running-config services



show running-config services
show running-config services

Syntax Description

show running-cfgshow

show running system informationrunning-config

servicesservices

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2253

All Show Commands
show running-config services



show running-config sflow
show running-config sflow [ all ]

Syntax Description

Current operating configurationrunning-config

show running config for sflowsflow

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2254

All Show Commands
show running-config sflow



show running-config sla responder
show running-config sla responder

Syntax Description

show running-cfgshow

show running system informationrunning-config

Service Level Agreement (SLA)sla

Show information about sla-responderresponder

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2255

All Show Commands
show running-config sla responder



show running-config sla sender
show running-config sla sender

Syntax Description

show running-cfgshow

show running system informationrunning-config

Service Level Agreement (SLA)sla

Show information about sla-sendersender

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2256

All Show Commands
show running-config sla sender



show running-config snmp
show running-config snmp [ all ]

Syntax Description

show running-cfgshow

show running system informationrunning-config

Display snmp configurationsnmp

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2257

All Show Commands
show running-config snmp



show running-config spanning-tree
show running-config spanning-tree [ <all> | interface <interface_range> ]

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

Show spanning tree informationspanning-tree

(Optional)all

(Optional) Specify an interface as a target for the commandinterface

(Optional)interface_range

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2258

All Show Commands
show running-config spanning-tree



show running-config switch
show running-config { switch-profile | include-switch-profile }

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

Show switch-profile informationswitch-profile

Show running and switch-profile configurationinclude-switch-profile

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2259

All Show Commands
show running-config switch



show running-config tacacs
show running-config tacacs + [ all ]

Syntax Description

show running-cfgshow

show running system informationrunning-config

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2260

All Show Commands
show running-config tacacs



show running-config telemetry
show running-config telemetry [ all ]

Syntax Description

show running system configurationshow

Current operating configurationrunning-config

Display telemetry configurationtelemetry

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2261

All Show Commands
show running-config telemetry



show running-config track
show running-config track [ all ]

Syntax Description

Show running system informationshow

Show the system running informationrunning-config

Show track running configurationtrack

(Optional) Show track running configuration defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2262

All Show Commands
show running-config track



show running-config udld
show running-config udld [ all ]

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

Show udld configurationudld

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2263

All Show Commands
show running-config udld



show running-config vdc-all
show running-config vdc-all [ all ]

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

Display config from all VDCvdc-all

(Optional) Display config from all VDC including defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2264

All Show Commands
show running-config vdc-all



show running-config vdc
show running-config vdc [ all ]

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

Show Virtual Device Contextsvdc

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2265

All Show Commands
show running-config vdc



show running-config virtual-service
show running-config virtual-service

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

Show running config for virtualization servicesvirtual-service

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2266

All Show Commands
show running-config virtual-service



show running-config vlan
show running-config vlan

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

Vlan commandsvlan

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2267

All Show Commands
show running-config vlan



show running-config vlan
show running-config vlan <vlan-id> [ expand-port-profile ]

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

Vlan commandsvlan

VLAN ID 1-4094 or range(s): 1-5, 10 or 2-5,7-19vlan-id

(Optional) Expand port profileexpand-port-profile

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2268

All Show Commands
show running-config vlan



show running-config vlan
show running-config vlan <vlan-id> [ expand-port-profile ]

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

Vlan commandsvlan

VLAN ID 1-4094 or range(s): 1-5, 10 or 2-5,7-19vlan-id

(Optional) Expand port profileexpand-port-profile

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2269

All Show Commands
show running-config vlan



show running-config vlan_mgr
show running-config vlan_mgr

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

Show vlan manager informationvlan_mgr

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2270

All Show Commands
show running-config vlan_mgr



show running-config vmtracker
show running-config vmtracker [ all ]

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

show running config for vmtrackervmtracker

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2271

All Show Commands
show running-config vmtracker



show running-config vpc
show running-config vpc [ all ]

Syntax Description

Current operating configurationrunning-config

show running config for vPCvpc

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2272

All Show Commands
show running-config vpc



show running-config vrf
show running-config vrf <vrf-cfg-name> [ all ]

Syntax Description

Show running system informationshow

Current operationg configurationrunning-config

Display VRF informationvrf

Configurable VRF namevrf-cfg-name

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2273

All Show Commands
show running-config vrf



show running-config vrf default
show running-config vrf default [ all ]

Syntax Description

Show running system informationshow

Current operationg configurationrunning-config

Display VRF informationvrf

Known VRF namedefault

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2274

All Show Commands
show running-config vrf default



show running-config vrrp
show running-config vrrp [ all ]

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

Display VRRP running configurationvrrp

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2275

All Show Commands
show running-config vrrp



show running-config vrrpv3
show running-config vrrpv3 [ all ]

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

Show running config for VRRPv3vrrpv3

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2276

All Show Commands
show running-config vrrpv3



show running-config vshd
show running-config vshd

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

Show running config for vshdvshd

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2277

All Show Commands
show running-config vshd



show running-config vtp
show running-config vtp [ all ]

Syntax Description

Show running system informationshow

Current operating configurationrunning-config

Show running configuration for VTPvtp

(Optional) Show running configuration for VTP with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2278

All Show Commands
show running-config vtp



S Show Commands

• show sampler, on page 2285
• show scheduler config, on page 2286
• show scheduler job, on page 2288
• show scheduler logfile, on page 2289
• show scheduler schedule, on page 2290
• show sflow, on page 2291
• show sflow statistics, on page 2292
• show snapshots, on page 2293
• show snapshots compare, on page 2294
• show snapshots compare ipv4routes, on page 2296
• show snapshots compare ipv6routes, on page 2297
• show snapshots compare summary, on page 2298
• show snapshots dump, on page 2299
• show snapshots dump, on page 2300
• show snapshots sections, on page 2301
• show snmp-dhcp-relay drop statistics, on page 2302
• show snmp-dhcp-relay statistics pkt, on page 2304
• show snmp-ipv6-dhcp-relay drop statistics, on page 2305
• show snmp-ipv6-dhcp-relay statistics pkt, on page 2307
• show snmp, on page 2308
• show snmp community, on page 2311
• show snmp context, on page 2312
• show snmp engineID, on page 2313
• show snmp group, on page 2314
• show snmp host, on page 2315
• show snmp mib igmpCacheTable, on page 2316
• show snmp mib igmpInterfaceTable, on page 2317
• show snmp mib pimCandidateRPTable, on page 2319
• show snmp mib pimComponentTable, on page 2320
• show snmp mib pimInterfaceTable, on page 2321
• show snmp mib pimIpMRouteNextHopTable, on page 2322
• show snmp mib pimIpMRouteTable, on page 2323
• show snmp mib pimJoinPruneInterval, on page 2324

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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• show snmp mib pimNeighborTable, on page 2325
• show snmp mib pimRPSetTable, on page 2326
• show snmp pss, on page 2327
• show snmp roledebug, on page 2328
• show snmp sessions, on page 2329
• show snmp snmpv3stats, on page 2330
• show snmp source-interface, on page 2331
• show snmp trap, on page 2332
• show snmp user, on page 2333
• show sockets buffers, on page 2334
• show sockets client, on page 2335
• show sockets connection, on page 2343
• show sockets keychain-dump, on page 2346
• show sockets local-port-range, on page 2347
• show sockets performance, on page 2348
• show sockets secure-lxc, on page 2349
• show sockets statistics, on page 2350
• show sockets tcp keychain binding, on page 2354
• show spanning-tree, on page 2355
• show spanning-tree, on page 2359
• show spanning-tree blockedports, on page 2360
• show spanning-tree bridge, on page 2361
• show spanning-tree inconsistentports, on page 2362
• show spanning-tree interface, on page 2363
• show spanning-tree interface, on page 2364
• show spanning-tree interface, on page 2367
• show spanning-tree issu-impact, on page 2368
• show spanning-tree mst, on page 2369
• show spanning-tree mst configuration, on page 2373
• show spanning-tree mst configuration digest, on page 2374
• show spanning-tree mst detail, on page 2375
• show spanning-tree mst interface, on page 2376
• show spanning-tree mst interface detail, on page 2379
• show spanning-tree pathcost method, on page 2380
• show spanning-tree root, on page 2381
• show spanning-tree summary, on page 2382
• show spanning-tree summary totals, on page 2385
• show sprom, on page 2387
• show sprom fex, on page 2396
• show sprom fex all, on page 2397
• show ssh key, on page 2398
• show ssh server, on page 2399
• show startup-config, on page 2400
• show startup-config aaa, on page 2401
• show startup-config acllog, on page 2402
• show startup-config aclmgr, on page 2403

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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• show startup-config adjmgr, on page 2404
• show startup-config amt, on page 2405
• show startup-config arp, on page 2406
• show startup-config bfd, on page 2407
• show startup-config bgp, on page 2408
• show startup-config bloggerd, on page 2409
• show startup-config callhome, on page 2410
• show startup-config cdp, on page 2411
• show startup-config cert-enroll, on page 2412
• show startup-config cfs, on page 2413
• show startup-config config-profile, on page 2414
• show startup-config copp, on page 2415
• show startup-config dhcp, on page 2416
• show startup-config diagnostic, on page 2417
• show startup-config dot1x, on page 2418
• show startup-config eem, on page 2419
• show startup-config eigrp, on page 2420
• show startup-config eltm, on page 2421
• show startup-config evb, on page 2422
• show startup-config exclude, on page 2423
• show startup-config expand-port-profile, on page 2424
• show startup-config fabric forwarding, on page 2425
• show startup-config fabricpath, on page 2426
• show startup-config fabricpath domain default, on page 2427
• show startup-config fabricpath switch-id, on page 2428
• show startup-config fabricpath topology, on page 2429
• show startup-config fex, on page 2430
• show startup-config glbp, on page 2431
• show startup-config hsrp, on page 2432
• show startup-config icmpv6, on page 2433
• show startup-config igmp, on page 2434
• show startup-config imp, on page 2435
• show startup-config interface, on page 2436
• show startup-config interface, on page 2437
• show startup-config ip, on page 2438
• show startup-config ipqos, on page 2439
• show startup-config ipv6, on page 2440
• show startup-config isis, on page 2441
• show startup-config l3vm, on page 2442
• show startup-config ldap, on page 2443
• show startup-config license, on page 2444
• show startup-config lisp, on page 2445
• show startup-config lldp, on page 2446
• show startup-config log, on page 2447
• show startup-config macsec, on page 2448
• show startup-config mmode, on page 2449
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• show startup-config monitor, on page 2450
• show startup-config mpls ldp, on page 2451
• show startup-config mpls static, on page 2452
• show startup-config mpls strip, on page 2453
• show startup-config mpls traffic-eng, on page 2454
• show startup-config msdp, on page 2455
• show startup-config nbm, on page 2456
• show startup-config ngoam, on page 2457
• show startup-config ntp, on page 2458
• show startup-config nv overlay, on page 2459
• show startup-config nxsdk, on page 2460
• show startup-config ospf, on page 2461
• show startup-config ospfv3, on page 2462
• show startup-config otv-isis, on page 2463
• show startup-config otv, on page 2464
• show startup-config param-list, on page 2465
• show startup-config pim, on page 2466
• show startup-config pim6, on page 2467
• show startup-config port-profile, on page 2468
• show startup-config port-security, on page 2469
• show startup-config ptp, on page 2470
• show startup-config radius, on page 2471
• show startup-config rip, on page 2472
• show startup-config routing ip multicast, on page 2473
• show startup-config routing ipv6 multicast, on page 2474
• show startup-config rpm, on page 2475
• show startup-config rsvp, on page 2476
• show startup-config security, on page 2477
• show startup-config services, on page 2478
• show startup-config sflow, on page 2479
• show startup-config snmp, on page 2480
• show startup-config switch, on page 2481
• show startup-config tacacs, on page 2482
• show startup-config telemetry, on page 2483
• show startup-config track, on page 2484
• show startup-config udld, on page 2485
• show startup-config vdc-all, on page 2486
• show startup-config vdc, on page 2487
• show startup-config virtual-service, on page 2488
• show startup-config vlan, on page 2489
• show startup-config vlan, on page 2490
• show startup-config vmtracker, on page 2491
• show startup-config vpc, on page 2492
• show startup-config vrf, on page 2493
• show startup-config vrf default, on page 2494
• show startup-config vrrp, on page 2495
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• show startup-config vrrpv3, on page 2496
• show startup-config vshd, on page 2497
• show startup-config vtp, on page 2498
• show summary, on page 2499
• show switch-profile, on page 2500
• show switch-profile, on page 2502
• show switch-profile buffer, on page 2503
• show switch-profile peer, on page 2504
• show switch-profile status, on page 2505
• show switch-scope controller, on page 2507
• show switching-mode, on page 2508
• show switching-mode fabric-speed, on page 2509
• show system acl, on page 2510
• show system auto-collect tech-support, on page 2511
• show system boottime, on page 2512
• show system clis event-history, on page 2513
• show system cores, on page 2514
• show system dme status, on page 2515
• show system error-id, on page 2516
• show system exception-info, on page 2517
• show system fabric-mode, on page 2518
• show system fast-reload stabilization-timer, on page 2519
• show system inband queuing statistics, on page 2520
• show system inband queuing status, on page 2522
• show system kgdb, on page 2523
• show system login, on page 2524
• show system login failures, on page 2525
• show system memory-thresholds, on page 2526
• show system mode, on page 2527
• show system nve infra-vlans, on page 2528
• show system pss shrink status, on page 2529
• show system redundancy ha status, on page 2530
• show system redundancy status, on page 2531
• show system reset-reason, on page 2532
• show system reset-reason, on page 2533
• show system reset-reason fex, on page 2534
• show system reset-reason module, on page 2535
• show system resources, on page 2536
• show system resources, on page 2537
• show system resources module, on page 2538
• show system resources module all, on page 2539
• show system routing mode, on page 2540
• show system srg, on page 2541
• show system standby manual-boot, on page 2542
• show system switch-mode, on page 2543
• show system switchover impact, on page 2544
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• show system uptime, on page 2545
• show system verify bios flash, on page 2546
• show system vlan reserved, on page 2547
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show sampler
show sampler [ name ] [ <samplername> ] [ __readonly__ <sampler> <desc> <use_count> <sample_M>
<sample_N> <sample_P> ]

Syntax Description

Show running system informationshow

Show Sampler Configurationsampler

(Optional) Show a specific Samplername

(Optional) Specify a samplersamplername

(Optional)__readonly__

(Optional)sampler

(Optional)desc

(Optional)use_count

(Optional)sample_M

(Optional)sample_N

(Optional)sample_P

Command Mode

• /exec
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show scheduler config
show scheduler config [ __readonly__ [ <terminal> ] [ <feature> ] [ <logfilesize> ] [ <emailfrom> ] [
<emailreplyto> ] [ <smtpserver> ] [ <port> ] [ <usevrf> ] [ { TABLE_userconfig <username> [ <password>
] } ] [ { TABLE_jobconfig <jobdata> } ] [ { TABLE_scheduleconfig <schedulename> [ <scheduletype> ] [
{ TABLE_jobs <status> } ] [ <email> ] } ] ]

Syntax Description

Show running system informationshow

Show scheduler config or datascheduler

Display scheduler configconfig

(Optional)__readonly__

(Optional) logfile terminalterminal

(Optional) name servicefeature

(Optional) logfilesizelogfilesize

(Optional) emailfromemailfrom

(Optional) emailreplytoemailreplyto

(Optional) smtpserversmtpserver

(Optional) portport

(Optional) usevrfusevrf

(Optional) userconfigTABLE_userconfig

(Optional) usernameusername

(Optional) passwordpassword

(Optional) job configsTABLE_jobconfig

(Optional) jobdatajobdata

(Optional) schedule configsTABLE_scheduleconfig

(Optional) schedulenameschedulename

(Optional) scheduletypescheduletype

(Optional) jobsTABLE_jobs

(Optional) statusstatus

(Optional) emailemail
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Command Mode

• /exec
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show scheduler job
show scheduler job [ name <s0> ] [ __readonly__ [ { TABLE_schedulerjobs <jobname> [ <jobdata> ] } ] ]

Syntax Description

Show running system informationshow

Show scheduler config or datascheduler

Display job informationjob

(Optional) Specify the name of jobname

(Optional) Specify the job names0

(Optional)__readonly__

(Optional) schedulerjobsTABLE_schedulerjobs

(Optional) job namejobname

(Optional) job datajobdata

Command Mode

• /exec
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show scheduler logfile
show scheduler logfile [ __readonly__ [ { TABLE_joblog <jobname> [ <jobstatus> ] [ <schedulename> ] [
<scheduleusername> ] [ <completiontime> ] [ <joboutput> ] } ] ]

Syntax Description

Show running system informationshow

Show scheduler config or datascheduler

Display scheduler job output loglogfile

(Optional)__readonly__

(Optional) jobs logTABLE_joblog

(Optional) job namejobname

(Optional) job statusjobstatus

(Optional) schedulenameschedulename

(Optional) scheduleusernamescheduleusername

(Optional) completiontimecompletiontime

(Optional) joboutputjoboutput

Command Mode

• /exec
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show scheduler schedule
show scheduler schedule [ name <s0> ] [ __readonly__ [ { TABLE_schedules <schedulename> [
<scheduleusername> ] [ <scheduletype> ] [ <starttime> ] [ <lastexectime> ] [ <lastcompletiontime> ] [
<execcount> ] [ <jobcount> ] [ { TABLE_jobs <jobname> [ <execstatus> ] } ] } ] ]

Syntax Description

Show running system informationshow

Show scheduler config or datascheduler

Display schedule informationschedule

(Optional) Specify the name of schedulename

(Optional) Specify the schedule names0

(Optional)__readonly__

(Optional) schedulesTABLE_schedules

(Optional) Schedule nameschedulename

(Optional) schedule usernamescheduleusername

(Optional) scheduletypescheduletype

(Optional) starttimestarttime

(Optional) last exec timelastexectime

(Optional) lastcompletiontimelastcompletiontime

(Optional) execcountexeccount

(Optional) jobcountjobcount

(Optional) jobsTABLE_jobs

(Optional) jobnamejobname

(Optional) execstatusexecstatus

Command Mode

• /exec
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show sflow
show sflow

Syntax Description

Show running system informationshow

Display sFlow global configurationsflow

Command Mode

• /exec
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show sflow statistics
show sflow statistics [ __readonly__ <total-packets> <total-samples> <processed-samples> <dropped-samples>
<dropped-sflow-samples> <sent-datagrams> <dropped-datagrams> ]

Syntax Description

Show running system informationshow

Display sFlow global configurationsflow

Display sFlow statisticsstatistics

(Optional) Read only__readonly__

(Optional) Total Packetstotal-packets

(Optional) Total Samplestotal-samples

(Optional) Processed Samplesprocessed-samples

(Optional) Dropped Samplesdropped-samples

(Optional) Dropped sflow Samplesdropped-sflow-samples

(Optional) Sent Datagramssent-datagrams

(Optional) Dropped Datagramsdropped-datagrams

Command Mode

• /exec
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show snapshots
show snapshots [ __readonly__ TABLE_snapshot <snap_name> <snap_ctime> <description> ]

Syntax Description

Show running system informationshow

Snapshots present on the switchsnapshots

(Optional)__readonly__

(Optional)TABLE_snapshot

(Optional) snapshot namesnap_name

(Optional) snapshot create timesnap_ctime

(Optional) snapshot descriptiondescription

Command Mode

• /exec
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show snapshots compare
show snapshots compare <snapshot-name-T1> <snapshot-name-T2> [ __readonly__ TABLE_feature
<feat_name> [ <feat_state1> <feat_state2> ] [ TABLE_element <elemkey1> <elemval1> [ <elemkey2>
<elemval2> ] [ <elemkey3> <elemval3> ] [ <elemkey4> <elemval4> ] [ <elemstate1> <elemstate2> ] [
TABLE_subrow <subrowkey> <subrowval> [ <substate1> <substate2> ] ] [ TABLE_value <tag> <val1>
<val2> ] ] ]

Syntax Description

Show running system informationshow

Snapshots present on the switchsnapshots

Compare two snapshotscompare

Name of a snapshot taken at interval T1snapshot-name-T1

Name of a snapshot taken at interval T2snapshot-name-T2

(Optional)__readonly__

(Optional)TABLE_feature

(Optional) feature namefeat_name

(Optional) feature state in snapshot1feat_state1

(Optional) feature state in snapehot2feat_state2

(Optional)TABLE_element

(Optional) element key1elemkey1

(Optional) element value1elemval1

(Optional) element key2elemkey2

(Optional) element value2elemval2

(Optional) element key3elemkey3

(Optional) element value3elemval3

(Optional) element key4elemkey4

(Optional) element value4elemval4

(Optional) element state in snapshot 1elemstate1

(Optional) element state in snapshot 2elemstate2

(Optional)TABLE_subrow

(Optional) subrow keysubrowkey
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(Optional) subrow valuesubrowval

(Optional) subrow state in snapshot 1substate1

(Optional) subrow state in snapshot 2substate2

(Optional)TABLE_value

(Optional) element tagtag

(Optional) element value for tag in snapshot1val1

(Optional) element value for tag in snapshot2val2

Command Mode

• /exec
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show snapshots compare ipv4routes
show snapshots compare <snapshot-name-T1> <snapshot-name-T2> ipv4routes [ __readonly__
TABLE_summary <item_desc> <summary_val1> <summary_val2> [ <changed> ] [ TABLE_prefix <prefix>
<missing_snapshot> ] ]

Syntax Description

Show running system informationshow

Snapshots present on the switchsnapshots

Comapre two snapshotscompare

Name of a snapshot taken at interval T1snapshot-name-T1

Name of a snapshot taken at interval T2snapshot-name-T2

Compare ipv4 route informationipv4routes

(Optional)__readonly__

(Optional)TABLE_summary

(Optional) item descriptionitem_desc

(Optional) summary value in snapshot1summary_val1

(Optional) summary value in snapehot2summary_val2

(Optional) changed flagchanged

(Optional)TABLE_prefix

(Optional) route prefixprefix

(Optional) missing in snapshot namemissing_snapshot

Command Mode

• /exec
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show snapshots compare ipv6routes
show snapshots compare <snapshot-name-T1> <snapshot-name-T2> ipv6routes [ __readonly__
TABLE_summary <item_desc> <summary_val1> <summary_val2> [ <changed> ] [ TABLE_prefix <prefix>
<missing_snapshot> ] ]

Syntax Description

Show running system informationshow

Snapshots present on the switchsnapshots

Comapre two snapshotscompare

Name of a snapshot taken at interval T1snapshot-name-T1

Name of a snapshot taken at interval T2snapshot-name-T2

Compare ipv6 route informationipv6routes

(Optional)__readonly__

(Optional)TABLE_summary

(Optional) item descriptionitem_desc

(Optional) summary value in snapshot1summary_val1

(Optional) summary value in snapehot2summary_val2

(Optional) changed flagchanged

(Optional)TABLE_prefix

(Optional) route prefixprefix

(Optional) missing in snapshot namemissing_snapshot

Command Mode

• /exec
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show snapshots compare summary
show snapshots compare <snapshot-name-T1> <snapshot-name-T2> summary [ __readonly__
TABLE_summary <item_desc> <summary_val1> <summary_val2> [ <changed> ] ]

Syntax Description

Show running system informationshow

Snapshots present on the switchsnapshots

Comapre two snapshotscompare

Name of a snapshot taken at interval T1snapshot-name-T1

Name of a snapshot taken at interval T2snapshot-name-T2

Compare summary informationsummary

(Optional)__readonly__

(Optional)TABLE_summary

(Optional) item descriptionitem_desc

(Optional) summary value in snapshot1summary_val1

(Optional) summary value in snapehot2summary_val2

(Optional) changed flagchanged

Command Mode

• /exec
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show snapshots dump
show snapshots dump <snapshot-name> <section-name> [ __readonly__ TABLE_snapshot <file_name>
<snap_name> ]

Syntax Description

Show running system informationshow

Snapshots present on the switchsnapshots

Dump contents of snapshotdump

Name of a snapshotsnapshot-name

Name of snapshot sectionsection-name

(Optional)__readonly__

(Optional)TABLE_snapshot

(Optional) snapshot XML file namefile_name

(Optional) snapshot namesnap_name

Command Mode

• /exec
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show snapshots dump
show snapshots dump <snapshot-name> [ __readonly__ TABLE_snapshot <file_name> <snap_name> ]

Syntax Description

Show running system informationshow

Snapshots present on the switchsnapshots

Dump contents of snapshotdump

Name of a snapshotsnapshot-name

(Optional)__readonly__

(Optional)TABLE_snapshot

(Optional) snapshot XML file namefile_name

(Optional) snapshot namesnap_name

Command Mode

• /exec
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show snapshots sections
show snapshots sections [ __readonly__ TABLE_snapsection <sectname> <sectcmd> <sectrow> <sectkey1>
<sectkey2> ]

Syntax Description

Show running system informationshow

Snapshots present on the switchsnapshots

User-specified snapshot sectionssections

(Optional)__readonly__

(Optional)TABLE_snapsection

(Optional) snapshot section namesectname

(Optional) snapshot section show commandsectcmd

(Optional) snapshot section row idsectrow

(Optional) snapshot section key1sectkey1

(Optional) snapshot section key2sectkey2

Command Mode

• /exec
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show snmp-dhcp-relay drop statistics
show snmp-dhcp-relay drop statistics [ interface <intf> | ifindex <intf-in> ] [ __readonly__ {
TABLE-cdrDropStatsTable <intf-out> <relay_disable> <invalid_msg_type> <intf_err> <tx_sock_err>
<tx_fail_client_intf> <unknown_op_intf> <l3_unknown_op_intf> <max_hops> <opt82_fail> <malformed>
<untrusted_relay_intf> <mct_drop> } ]

Syntax Description

Show running system informationshow

DHCP Relaysnmp-dhcp-relay

Statistics related to DHCP drop statisticsdrop

Statistics related to DHCPstatistics

(Optional) input interfaceinterface

(Optional) interfaceintf

(Optional) interface index valueifindex

(Optional) Read only__readonly__

(Optional)TABLE-cdrDropStatsTable

(Optional) Interface Indexintf-in

(Optional) Table indexintf-out

(Optional) relay was disabledrelay_disable

(Optional) invalid message typeinvalid_msg_type

(Optional) interface errorintf_err

(Optional) failed to send at servertx_sock_err

(Optional) failed to send to clienttx_fail_client_intf

(Optional) unknown output interfaceunknown_op_intf

(Optional) unknown vrf or interfacel3_unknown_op_intf

(Optional) max hops exceededmax_hops

(Optional) Option82 validation failedopt82_fail

(Optional) malformed pktsmalformed

(Optional) untrusted intefaceuntrusted_relay_intf

(Optional) dropped on MCTmct_drop
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Command Mode

• /exec
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show snmp-dhcp-relay statistics pkt
show snmp-dhcp-relay statistics { [ interface <intf> | ifindex <intf-in> ] pkt-type <type-in> } [ __readonly__
{ TABLE-cdrStatsTable <intf-out> <type-out> <rx_pkts> <tx_pkts> <drops> } ]

Syntax Description

Show running system informationshow

DHCP Relaysnmp-dhcp-relay

Statistics related to DHCPstatistics

(Optional) input interfaceinterface

(Optional) interfaceintf

(Optional) Interface Index Valueifindex

DHCP Packet typepkt-type

(Optional) Read only__readonly__

(Optional)TABLE-cdrStatsTable

(Optional) table index - ifindexintf-in

(Optional) table indexintf-out

table index - packet typetype-in

(Optional) table indextype-out

(Optional) received pkt countrx_pkts

(Optional) transmitted pkt counttx_pkts

(Optional) dropped pkt countdrops

Command Mode

• /exec
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show snmp-ipv6-dhcp-relay drop statistics
show snmp-ipv6-dhcp-relay drop statistics [ interface <intf> | ifindex <intf-in> ] [ __readonly__ {
TABLE-cdrIpv6DropStatsTable <intf-out> <relay_disabled> <max_hops> <invalid_pkt> <unknown_op_intf>
<invalid_vrf> <opt_insert_failed> <dir_reply_frm_server> <ipv6_not_configured> <intf_err>
<vpn_option_disabled> <ipv6_ext_hdr_present> <mct_drop> } ]

Syntax Description

Show running system informationshow

IPv6 DHCP Relaysnmp-ipv6-dhcp-relay

Statistics related to IPv6 DHCP drop statisticsdrop

Statistics related to IPv6 DHCPstatistics

(Optional) input interfaceinterface

(Optional) interfaceintf

(Optional) interface index valueifindex

(Optional) Read only__readonly__

(Optional)TABLE-cdrIpv6DropStatsTable

(Optional) Interface Indexintf-in

(Optional) Table indexintf-out

(Optional) DHCPv6 Relay is disabledrelay_disabled

(Optional) Max hops exceededmax_hops

(Optional) Packet validation failedinvalid_pkt

(Optional) Unknown output interfaceunknown_op_intf

(Optional) Invalid VRFinvalid_vrf

(Optional) Option Insertion Failedopt_insert_failed

(Optional) Direct Replies (Recnfg/Adv/Reply) from serverdir_reply_frm_server

(Optional) IPv6 addr not configuredipv6_not_configured

(Optional) Interface errorintf_err

(Optional) VPN Option Disabledvpn_option_disabled

(Optional) IPv6 extn headers presentipv6_ext_hdr_present

(Optional) DHCP request dropped on MCTmct_drop
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Command Mode

• /exec
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show snmp-ipv6-dhcp-relay statistics pkt
show snmp-ipv6-dhcp-relay statistics { [ interface <intf> | ifindex <intf-in> ] pkt-type <type-in> } [
__readonly__ { TABLE-cdrIpv6StatsTable <intf-out> <type-out> <rx_pkts> <tx_pkts> <drops> } ]

Syntax Description

Show running system informationshow

IPv6 DHCP Relaysnmp-ipv6-dhcp-relay

Statistics related to IPv6 DHCPstatistics

(Optional) input interfaceinterface

(Optional) interfaceintf

(Optional) Interface Index Valueifindex

DHCP Packet typepkt-type

(Optional) Read only__readonly__

(Optional)TABLE-cdrIpv6StatsTable

(Optional) table index - ifindexintf-in

(Optional) table indexintf-out

table index - packet typetype-in

(Optional) table indextype-out

(Optional) received pkt countrx_pkts

(Optional) transmitted pkt counttx_pkts

(Optional) dropped pkt countdrops

Command Mode

• /exec
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show snmp
show snmp [ __readonly__ <sys_contact> <sys_location> <snmp_input_packets> <bad_snmp_version>
<unknown_community_name><illegal_community_name><encoding_Err><req_var_nums><alt_var_nums>
<get_req_in> <getnext_req_in> <set_req_in> <noname_pdu_in> <badval_pdu_in> <ro_pdu_in>
<genral_err_in> <get_resp_in> <unknown_ctx> <snmp_output_packets> <trap_pdu> <toobig_err>
<noname_pdu_out> <badval_pdu_out> <genral_err_out> <get_req_out> <getnext_req_out> <set_req_out>
<get_resp_out> <silent_drops> [ <max_pkt_size> ] [ { TABLE_snmp_community <community_name>
<grouporaccess> <context> <aclfilter> } ] [ { TABLE_snmp_users <user> <auth> <priv> [ { TABLE_groups
<group> } ] [ <acl_filter> ] [ <engineID> ] } ] <tcp_auth_status> [ <port_mon_status> [ <policy_name>
<pol_admin_status> <plo_oper_status> <pol_port_type> [ TABLE_policies <counter> <threshold> <interval>
<rising_threshold> <rising_event> <falling_threshold> <falling_event> <pmon_config> ] ] ] [ <protocol_status>
] [ { TABLE_snmp_contexts <context_name> <proto_instanceid> <vrf> <topology> [ <vlan> | <MST> ] }
] ]

Syntax Description

Show running system informationshow

show snmp informationsnmp

(Optional) Read Only__readonly__

(Optional) Table that displays the community informationTABLE_snmp_community

(Optional) Table that displays the user informationTABLE_snmp_users

(Optional) Table that displays the group informationTABLE_groups

(Optional) Table that displays the policy informationTABLE_policies

(Optional) Table that displays the context informationTABLE_snmp_contexts

(Optional) System Contactsys_contact

(Optional) System Locationsys_location

(Optional) SNMP input packetssnmp_input_packets

(Optional) bad snmp version in Input SNMP packetsbad_snmp_version

(Optional) unknown community name in Input SNMP packetsunknown_community_name

(Optional) Illegal community name in Input SNMP packetsillegal_community_name

(Optional) Encoding Errors in Input SNMP packetsencoding_Err

(Optional) number of requested variablesreq_var_nums

(Optional) number of altered variablealt_var_nums

(Optional) GET request in Input SNMP packetsget_req_in

(Optional) GET-NEXT request in Input SNMP packetsgetnext_req_in
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(Optional) SET request in Input SNMP packetsset_req_in

(Optional) NONAME PDU in Input SNMP packetsnoname_pdu_in

(Optional) Bad value PDU in Input SNMP packetsbadval_pdu_in

(Optional) Read only PDU in Input SNMP packetsro_pdu_in

(Optional) Genral Error in Input SNMP packetsgenral_err_in

(Optional) Get Response PDU in Input SNMP packetsget_resp_in

(Optional) Unknown context Name in Input SNMP packetsunknown_ctx

(Optional) SNMP Output Packetssnmp_output_packets

(Optional) Trap PDU in Output SNMP Packetstrap_pdu

(Optional) Too Big errors in Output SNMP Packetstoobig_err

(Optional)noname_pdu_out

(Optional) NoName PDU in Output SNMP Packetsbadval_pdu_out

(Optional) Genral Error in Output SNMP Packetsgenral_err_out

(Optional) GET request in Output SNMP Packetsget_req_out

(Optional) GET-NEXTrequest in Output SNMP Packetsgetnext_req_out

(Optional) SET request in Output SNMP packetsset_req_out

(Optional) Get Response PDU in Output SNMP Packetsget_resp_out

(Optional) Silent Drop packetssilent_drops

(Optional) Maximum packet sizemax_pkt_size

(Optional) community namecommunity_name

(Optional) Group namegrouporaccess

(Optional) contaxt Namecontext

(Optional) Acl filter nameaclfilter

(Optional) User nameuser

(Optional) Auth typeauth

(Optional) Priv Typepriv

(Optional) Group namegroup

(Optional) acl filteracl_filter

(Optional) engine id for the userengineID
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(Optional) TCP authentication statustcp_auth_status

(Optional) Port monitor statusport_mon_status

(Optional) policy namepolicy_name

(Optional) Policy Admin statuspol_admin_status

(Optional) Police oper statusplo_oper_status

(Optional) policy port typepol_port_type

(Optional) counterscounter

(Optional) Thresholdthreshold

(Optional) Intervalinterval

(Optional) Rising thresholdrising_threshold

(Optional) Rising Eventrising_event

(Optional) Falling thresholdfalling_threshold

(Optional) Falling Eventfalling_event

(Optional) PMON configuredpmon_config

(Optional) Protocol Enable statusprotocol_status

(Optional) context namecontext_name

(Optional) Protocol instance IDproto_instanceid

(Optional) VRF Namevrf

(Optional) Topologytopology

(Optional) VLAN namevlan

(Optional) MST nameMST

Command Mode

• /exec
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show snmp community
show snmp community [ __readonly__ { TABLE_snmp_community <community_name> <grouporaccess>
<context> <aclfilter> } ]

Syntax Description

Show running system informationshow

show snmp informationsnmp

show snmp community stringscommunity

(Optional) Read Only__readonly__

(Optional) contains all snmp community namesTABLE_snmp_community

(Optional) community namecommunity_name

(Optional) group or access namegrouporaccess

(Optional) context namecontext

(Optional) acl filter nameaclfilter

Command Mode

• /exec
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show snmp context
show snmp context [ __readonly__ { TABLE_snmp_contexts <context_name> <proto_instanceid> <vrf>
<topology> [ <vlan> | <MST> ] } ]

Syntax Description

Show running system informationshow

show snmp informationsnmp

show snmp context mapping entriescontext

(Optional)__readonly__

(Optional) All SNMP Contexts EntriesTABLE_snmp_contexts

(Optional) SNMP context Namecontext_name

(Optional) Name of the protocol instanceproto_instanceid

(Optional) VRF namevrf

(Optional) Name of the Topologytopology

(Optional) VLAN Namevlan

(Optional)MST

Command Mode

• /exec
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show snmp engineID
show snmp engineID [ __readonly__ <engineIDHex> <engineIDDec> ]

Syntax Description

Show running system informationshow

show snmp informationsnmp

show snmp engineIDengineID

(Optional)__readonly__

(Optional) SNMP engineID in HEXengineIDHex

(Optional) SNMP engineID in DecimalengineIDDec

Command Mode

• /exec
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show snmp group
show snmp group [ __readonly__ TABLE_role <role_name> <role_description> [ <attribute_scope> ] [
<permit_vsan> ] [ <permit_vlan> ] [ <permit_interface> ] [ <permit_vrf> ] [ TABLE_rule <rule_num>
<rule_action> { <rule_permission> | <rule_permission_mds> } [ <rule_featuretype> ] [ <rule_entity> ] ] ]

Syntax Description

Show running system informationshow

show snmp informationsnmp

show snmp groupgroup

(Optional) Read Only__readonly__

(Optional) Table displays roleTABLE_role

(Optional) Role Namerole_name

(Optional) Role Descriptionrole_description

(Optional) Role scopeattribute_scope

(Optional) permitted vsanpermit_vsan

(Optional)permit_vlan

(Optional)permit_interface

(Optional)permit_vrf

(Optional)TABLE_rule

(Optional)rule_num

(Optional)rule_action

(Optional)rule_permission

(Optional)rule_permission_mds

(Optional)rule_featuretype

(Optional)rule_entity

Command Mode

• /exec
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show snmp host
show snmp host [ __readonly__ { TABLE_host <host><port><version><level><type><secname> [ [ <vrf>
] [ TABLE_vrf_filters <vrf_filter> ] [ <src_intf> ] ] } ]

Syntax Description

Show running system informationshow

show snmp informationsnmp

show snmp hostshost

(Optional) Read Only__readonly__

(Optional) displays the list of hosts configured for snmp requestsTABLE_host

(Optional) displays the host vrf filtersTABLE_vrf_filters

(Optional) VRF Namevrf

(Optional) vrf filtersvrf_filter

(Optional) source interfacesrc_intf

Command Mode

• /exec
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show snmp mib igmpCacheTable
show snmp mib igmpCacheTable [ <igmpCacheAddress-in> ] [ <igmpCacheIfIndex-in> ] [ __readonly__
TABLE_igmpCacheTable <igmpCacheAddress-out> <igmpCacheIfIndex-out> <igmpCacheSelf>
<igmpCacheLastReporter> <igmpCacheUpTime> <igmpCacheExpiryTime> <igmpCacheStatus>
<igmpCacheVersion1HostTimer> ]

Syntax Description

Show running system informationshow

show snmpsnmp

show mib tablesmib

show mib table igmpCacheTableigmpCacheTable

(Optional) igmpCacheAddressigmpCacheAddress-in

(Optional) igmpCacheIfIndexigmpCacheIfIndex-in

(Optional)__readonly__

(Optional)TABLE_igmpCacheTable

(Optional) mib table index igmpCacheAddressigmpCacheAddress-out

(Optional) mib table index igmpCacheIfIndexigmpCacheIfIndex-out

(Optional) mib object igmpCacheSelfigmpCacheSelf

(Optional) mib object igmpCacheLastReporterigmpCacheLastReporter

(Optional) mib object igmpCacheUpTimeigmpCacheUpTime

(Optional) mib object igmpCacheExpiryTimeigmpCacheExpiryTime

(Optional) mib object igmpCacheStatusigmpCacheStatus

(Optional) mib object igmpCacheVersion1HostTimerigmpCacheVersion1HostTimer

Command Mode

• /exec
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show snmp mib igmpInterfaceTable
show snmpmib igmpInterfaceTable [ <igmpInterfaceIfIndex-in> ] [ __readonly__ TABLE_igmpInterfaceTable
<igmpInterfaceIfIndex-out> <igmpInterfaceQueryInterval> <igmpInterfaceStatus> <igmpInterfaceVersion>
<igmpInterfaceQuerier> <igmpInterfaceQueryMaxResponseTime> <igmpInterfaceQuerierUpTime>
<igmpInterfaceQuerierExpiryTime> <igmpInterfaceVersion1QuerierTimer>
<igmpInterfaceWrongVersionQueries> <igmpInterfaceJoins> <igmpInterfaceProxyIfIndex>
<igmpInterfaceGroups> <igmpInterfaceRobustness> <igmpInterfaceLastMembQueryIntvl> ]

Syntax Description

Show running system informationshow

show snmpsnmp

show mib tablesmib

show mib table igmpInterfaceTableigmpInterfaceTable

(Optional) igmpInterfaceIndexigmpInterfaceIfIndex-in

(Optional)__readonly__

(Optional)TABLE_igmpInterfaceTable

(Optional) mib table index igmpInterfaceIfIndexigmpInterfaceIfIndex-out

(Optional) mib object igmpInterfaceQueryIntervaligmpInterfaceQueryInterval

(Optional) mib object igmpInterfaceStatusigmpInterfaceStatus

(Optional) mib object igmpInterfaceVersionigmpInterfaceVersion

(Optional) mib object igmpInterfaceQuerierigmpInterfaceQuerier

(Optional) mib object igmpInterfaceQueryMaxResponseTimeigmpInterfaceQueryMaxResponseTime

(Optional) mib object igmpInterfaceQuerierUpTimeigmpInterfaceQuerierUpTime

(Optional) mib object igmpInterfaceQuerierExpiryTimeigmpInterfaceQuerierExpiryTime

(Optional) mib object igmpInterfaceVersion1QuerierTimerigmpInterfaceVersion1QuerierTimer

(Optional) mib object igmpInterfaceWrongVersionQueriesigmpInterfaceWrongVersionQueries

(Optional) mib object igmpInterfaceJoinsigmpInterfaceJoins

(Optional) mib object igmpInterfaceProxyIfIndexigmpInterfaceProxyIfIndex

(Optional) mib object igmpInterfaceGroupsigmpInterfaceGroups

(Optional) mib object igmpInterfaceRobustnessigmpInterfaceRobustness

(Optional) mib object igmpInterfaceLastMembQueryIntvligmpInterfaceLastMembQueryIntvl
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Command Mode

• /exec
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show snmp mib pimCandidateRPTable
show snmp mib pimCandidateRPTable [ <pimCandidateRPGroupAddress-in> ] [
<pimCandidateRPGroupMask-in> ] [ __readonly__ TABLE_pimCandidateRPTable
<pimCandidateRPGroupAddress-out> <pimCandidateRPGroupMask-out> <pimCandidateRPAddress>
<pimCandidateRPRowStatus> ]

Syntax Description

Show running system informationshow

show snmpsnmp

show mib tablesmib

show mib table pimCandidateRPTablepimCandidateRPTable

(Optional) pimCandidateRPGroupAddresspimCandidateRPGroupAddress-in

(Optional) pimCandidateRPGroupMaskpimCandidateRPGroupMask-in

(Optional)__readonly__

(Optional)TABLE_pimCandidateRPTable

(Optional) mib table index pimCandidateRPGroupAddresspimCandidateRPGroupAddress-out

(Optional) mib table index pimCandidateRPGroupMaskpimCandidateRPGroupMask-out

(Optional) mib object pimCandidateRPAddresspimCandidateRPAddress

(Optional) mib object pimCandidateRPRowStatuspimCandidateRPRowStatus

Command Mode

• /exec
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show snmp mib pimComponentTable
show snmp mib pimComponentTable [ <pimComponentIndex-in> ] [ __readonly__
TABLE_pimComponentTable <pimComponentIndex-out> <pimComponentBSRAddress>
<pimComponentBSRExpiryTime> <pimComponentCRPHoldTime> <pimComponentStatus> ]

Syntax Description

Show running system informationshow

show snmpsnmp

show mib tablesmib

show mib table pimComponentTablepimComponentTable

(Optional) pimComponentIndexpimComponentIndex-in

(Optional)__readonly__

(Optional)TABLE_pimComponentTable

(Optional) mib table index pimComponentIndexpimComponentIndex-out

(Optional) mib object pimComponentBSRAddresspimComponentBSRAddress

(Optional) mib object pimComponentBSRExpiryTimepimComponentBSRExpiryTime

(Optional) mib object pimComponentCRPHoldTimepimComponentCRPHoldTime

(Optional) mib object pimComponentStatuspimComponentStatus

Command Mode

• /exec
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show snmp mib pimInterfaceTable
show snmp mib pimInterfaceTable [ <pimInterfaceIfIndex-in> ] [ __readonly__ TABLE_pimInterfaceTable
<pimInterfaceIfIndex-out> <pimInterfaceAddress> <pimInterfaceNetMask> <pimInterfaceMode>
<pimInterfaceDR> <pimInterfaceHelloInterval> <pimInterfaceStatus> <pimInterfaceJoinPruneInterval>
<pimInterfaceCBSRPreference> ]

Syntax Description

Show running system informationshow

show snmpsnmp

show mib tablesmib

show mib table pimInterfaceTablepimInterfaceTable

(Optional) pimInterfaceIndexpimInterfaceIfIndex-in

(Optional)__readonly__

(Optional)TABLE_pimInterfaceTable

(Optional) mib table index pimInterfaceIfIndexpimInterfaceIfIndex-out

(Optional) mib object pimInterfaceAddresspimInterfaceAddress

(Optional) mib object pimInterfaceNetMaskpimInterfaceNetMask

(Optional) mib object pimInterfaceModepimInterfaceMode

(Optional) mib object pimInterfaceDRpimInterfaceDR

(Optional) mib object pimInterfaceHelloIntervalpimInterfaceHelloInterval

(Optional) mib object pimInterfaceStatuspimInterfaceStatus

(Optional) mib object pimInterfaceJoinPruneIntervalpimInterfaceJoinPruneInterval

(Optional) mib object pimInterfaceCBSRPreferencepimInterfaceCBSRPreference

Command Mode

• /exec
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show snmp mib pimIpMRouteNextHopTable
show snmpmib pimIpMRouteNextHopTable [ <ipMRouteNextHopGroup-in> <ipMRouteNextHopSource-in>
<ipMRouteNextHopSourceMask-in> <ipMRouteNextHopIfIndex-in> <ipMRouteNextHopAddress-in> ] [
__readonly__ TABLE_pimIpMRouteNextHopTable <ipMRouteNextHopGroup-out>
<ipMRouteNextHopSource-out> <ipMRouteNextHopSourceMask-out> <ipMRouteNextHopIfIndex-out>
<ipMRouteNextHopAddress-out> <pimIpMRouteNextHopPruneReason> ]

Syntax Description

Show running system informationshow

show snmpsnmp

show mib tablesmib

show mib table pimIpMRouteNextHopTablepimIpMRouteNextHopTable

(Optional) ipMRouteNextHopGroupipMRouteNextHopGroup-in

(Optional) ipMRouteNextHopSourceipMRouteNextHopSource-in

(Optional) ipMRouteNextHopSourceMaskipMRouteNextHopSourceMask-in

(Optional) ipMRouteNextHopIfIndexipMRouteNextHopIfIndex-in

(Optional) ipMRouteNextHopAddressipMRouteNextHopAddress-in

(Optional)__readonly__

(Optional)TABLE_pimIpMRouteNextHopTable

(Optional) mib table index ipMRouteNextHopGroupipMRouteNextHopGroup-out

(Optional) mib table index pimComponentBSRAddressipMRouteNextHopSource-out

(Optional) mib table index pimComponentBSRExpiryTimeipMRouteNextHopSourceMask-out

(Optional) mib table index pimComponentCRPHoldTimeipMRouteNextHopIfIndex-out

(Optional) mib table index pimComponentStatusipMRouteNextHopAddress-out

(Optional) mib object pimIpMRouteNextHopPruneReasonpimIpMRouteNextHopPruneReason

Command Mode

• /exec
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show snmp mib pimIpMRouteTable
show snmp mib pimIpMRouteTable [ <ipMRouteGroup-in> ] [ <ipMRouteSource-in> ] [
<ipMRouteSourceMask-in> ] [ __readonly__ TABLE_pimIpMRouteTable <ipMRouteGroup-out>
<ipMRouteSource-out> <ipMRouteSourceMask-out> <pimIpMRouteUpstreamAssertTimer>
<pimIpMRouteAssertMetric> <pimIpMRouteAssertMetricPref> <pimIpMRouteAssertRPTBit>
<pimIpMRouteFlags> ]

Syntax Description

Show running system informationshow

show snmpsnmp

show mib tablesmib

show mib table pimIpMRouteTablepimIpMRouteTable

(Optional) ipMRouteGroupipMRouteGroup-in

(Optional) ipMRouteSourceipMRouteSource-in

(Optional) ipMRouteSourceMaskipMRouteSourceMask-in

(Optional)__readonly__

(Optional)TABLE_pimIpMRouteTable

(Optional) mib table index ipMRouteGroup-outipMRouteGroup-out

(Optional) mib table index ipMRouteSource-outipMRouteSource-out

(Optional) mib table index ipMRouteSourceMask-outipMRouteSourceMask-out

(Optional) mib object pimIpMRouteUpstreamAssertTimerpimIpMRouteUpstreamAssertTimer

(Optional) mib object pimIpMRouteAssertMetricpimIpMRouteAssertMetric

(Optional) mib object pimIpMRouteAssertMetricPrefpimIpMRouteAssertMetricPref

(Optional) mib object pimIpMRouteAssertRPTBitpimIpMRouteAssertRPTBit

(Optional) mib object pimIpMRouteFlagspimIpMRouteFlags

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2323

All Show Commands
show snmp mib pimIpMRouteTable



show snmp mib pimJoinPruneInterval
show snmp mib pimJoinPruneInterval [ __readonly__ <pimJoinPruneInterval> ]

Syntax Description

Show running system informationshow

show snmpsnmp

show mib tablesmib

show mib scalar pimJoinPruneIntervalpimJoinPruneInterval

(Optional) Read Only__readonly__

(Optional) mib object pimJoinPruneIntervalpimJoinPruneInterval

Command Mode

• /exec
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show snmp mib pimNeighborTable
show snmpmib pimNeighborTable [ <pimNeighborAddress-in> ] [ __readonly__ TABLE_pimNeighborTable
<pimNeighborAddress-out> <pimNeighborIfIndex> <pimNeighborUpTime> <pimNeighborExpiryTime> ]

Syntax Description

Show running system informationshow

show snmpsnmp

show mib tablesmib

show mib table pimNeighborTablepimNeighborTable

(Optional) pimNeighborAddresspimNeighborAddress-in

(Optional)__readonly__

(Optional)TABLE_pimNeighborTable

(Optional) mib table index pimNeighborAddresspimNeighborAddress-out

(Optional) mib object pimNeighborIfIndexpimNeighborIfIndex

(Optional) mib object pimNeighborUpTimepimNeighborUpTime

(Optional) mib object pimNeighborExpiryTimepimNeighborExpiryTime

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2325

All Show Commands
show snmp mib pimNeighborTable



show snmp mib pimRPSetTable
show snmp mib pimRPSetTable [ <pimRPSetComponent-in> ] [ <pimRPSetGroupAddress-in> ] [
<pimRPSetGroupMask-in> ] [ <pimRPSetAddress-in> ] [ __readonly__ TABLE_pimRPSetTable
<pimRPSetGroupAddress-out> <pimRPSetGroupMask-out> <pimRPSetAddress-out> <pimRPSetHoldTime>
<pimRPSetExpiryTime> <pimRPSetComponent-out> ]

Syntax Description

Show running system informationshow

show snmpsnmp

show mib tablesmib

show mib table pimRPSetTablepimRPSetTable

(Optional) pimRPSetComponentpimRPSetComponent-in

(Optional) pimRPSetGroupAddresspimRPSetGroupAddress-in

(Optional) pimRPSetGroupMaskpimRPSetGroupMask-in

(Optional) pimRPSetAddresspimRPSetAddress-in

(Optional)__readonly__

(Optional)TABLE_pimRPSetTable

(Optional) mib table index pimRPSetGroupAddresspimRPSetGroupAddress-out

(Optional) mib table index pimRPSetGroupMaskpimRPSetGroupMask-out

(Optional) mib table index pimRPSetAddresspimRPSetAddress-out

(Optional) mib object pimRPSetHoldTimepimRPSetHoldTime

(Optional) mib object pimRPSetExpiryTimepimRPSetExpiryTime

(Optional) mib table index pimRPSetComponentpimRPSetComponent-out

Command Mode

• /exec
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show snmp pss
show snmp pss

Syntax Description

Show running system informationshow

show snmp informationsnmp

show SNMP psspss

Command Mode

• /exec
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show snmp roledebug
show snmp roledebug

Syntax Description

Show running system informationshow

show snmp informationsnmp

show SNMP roledebugroledebug

Command Mode

• /exec
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show snmp sessions
show snmp sessions [ __readonly__ { TABLE_session <dest> } ]

Syntax Description

Show running system informationshow

show snmp informationsnmp

show snmp sessionssessions

(Optional) Read Only__readonly__

(Optional) table displays destinationTABLE_session

(Optional) destinationdest

Command Mode

• /exec
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show snmp snmpv3stats
show snmp snmpv3stats

Syntax Description

Show running system informationshow

show snmp informationsnmp

show SNMP snmpdebugsnmpv3stats

Command Mode

• /exec
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show snmp source-interface
show snmp source-interface [ __readonly__ { <trap_srcintf> <informs_srcintf> } ]

Syntax Description

Show running system informationshow

show snmp informationsnmp

show source-interface through which notifications are sentsource-interface

(Optional) Read Only__readonly__

(Optional) Displays the source interface for trapstrap_srcintf

(Optional) Displays the source interface for informsinforms_srcintf

Command Mode

• /exec
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show snmp trap
show snmp trap [ __readonly__ { TABLE_snmp_trap <trap_type><description><isEnabled> } ]

Syntax Description

Show running system informationshow

show snmp informationsnmp

show snmp trapstrap

(Optional) Read Only__readonly__

(Optional) All snmp traps configuredTABLE_snmp_trap

Command Mode

• /exec
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show snmp user
show snmp user [ <s0> [ engineID <s1> ] ] [ __readonly__ [ { TABLE_snmp_users <user> <auth> <priv> [
{ TABLE_groups <group> } ] [ <acl_filter> ] [ <engineID> ] } ] ]

Syntax Description

Show running system informationshow

show snmp informationsnmp

show SNMPv3 usersuser

(Optional) Name of the users0

(Optional) engineIDengineID

(Optional) Target's SNMP engineID(colon separated) for SNMPv3
inform

s1

(Optional) Read Only__readonly__

(Optional) table displays the snmp usersTABLE_snmp_users

(Optional) table displays the gropus for specific userTABLE_groups

(Optional) user nameuser

(Optional) auth typeauth

(Optional) priv typepriv

(Optional) group belongs togroup

(Optional) acl filteracl_filter

(Optional) engineID for specific userengineID

Command Mode

• /exec
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show sockets buffers
show sockets buffers [ { [ all <count> ] [ free <count> ] } ]

Syntax Description

Show running system informationshow

Display sockets status and configurationsockets

Display detailed buffer statisticsbuffers

(Optional) Dump buffers from ALL listall

(Optional) Dump buffers from FREE listfree

(Optional) Number of buffers to dumpcount

Command Mode

• /exec
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show sockets client
show sockets client { [ pid <pid> ] [ tcp | udp | raw ] [ detail ] [ kstack-ns-all ] } [ __readonly__ [
TABLE_total_clients [ <socket-type> <total-clients> ] [ <no-total-clients> ] ] [ TABLE_cl_sk { <prefix>
<client-name> <pid> <No-of-clients> } [ <fast-tcp-mts-ctrl-q> ] [ { <cancel-requests> <cancel-unblocks>
<cancel-misses> <select-drops> <select-wakes> } ] [ TABLE_det [ { <fd> <client-id> [ <mts-sap> ] } ] ] [
TABLE_st [ <soc-calls> ] [ <bind-calls> ] [ <listen-calls> ] [ <accept-calls> ] [ <acc-dispat-err> ] [
<connect-calls> ] [ <connec-dispatch> ] [ <recvmsg-dispatch> ] [ <recv-dis-nblock> ] [ <recvmsg-call> ] [
<brecv-dispatch> ] [ <fsendmsg-calls> ] [ <sendmsg-dispatch> ] [ <sendmsg-calls> ] [ <msendmsg-calls> ]
[ <select-calls> ] [ <select-dispatch> ] [ <select-need-work> ] [ <sh-calls> ] [ <close-calls> ] [ <fcntl-calls>
] [ <ioctl-calls> ] [ <setsock-calls> ] [ <getsock-calls> ] [ <getsockname-calls> ] [ <getpeer-calls> ] [
<fork-calls> ] [ <execve-calls> ] [ <dup-calls> ] [ <can-calls> ] [ <can-miss> ] [ <can-unblk-sele> ] [
<soc-ha-calls> ] [ <pfork-client> ] [ <read-fd> ] [ <write-fd> ] [ <read-fd-set> ] [ <write-fd-set> ] [
<fast-tcp-send-req> ] [ <fast-tcp-send-suc> ] [ <fast-tcp-ack> ] ] [ TABLE_sterr [ <sock-err> ] [
<sock-nodev-err> ] [ <bind-err> ] [ <lis-err> ] [ <accept-err> ] [ <connect-err> ] [ <recvmsg-err> ] [
<brcvmsg-err> ] [ <fsendmsg-err> ] [ <sendmsg-err> ] [ <msndmsg-err> ] [ <select-err> ] [ <sel-nomem-err>
] [ <shut-err> ] [ <close-err> ] [ <fcntl-err> ] [ <ioctl-err> ] [ <setsoc-err> ] [ <getsoc-err> ] [ <getsocname-err>
] [ <getpeername-err> ] [ <fork-err> ] [ <execve-err> ] [ <dup-err> ] [ <psoc-vrf-err> ] [ <psoc-nosoc-err> ]
[ <psoc-sock-null-err> ] [ <psoc-socre-err> ] [ <pbind-nsock-err> ] [ <pbd-getsocaddr> ] [ <pbind-sobind-err>
] [ <plisten-nsoc-err> ] [ <plis-solis-err> ] [ <pacc-nsoc-err> ] [ <pacc-no-nsoc-err> ] [ <pacc-soc-null-err>
] [ <pacc-copy-err> ] [ <pacc-no-acc-err> ] [ <pacc-woublo-err> ] [ <pacc-connabo-err> ] [
<pacc-cond-wait-err> ] [ <pacc-so-err-err> ] [ <pacc-err-err> ] [ <pcon-no-soc-err> ] [ <pcon-ealready-err>
] [ <pconn-getsock> ] [ <pconn-socon-err> ] [ <pconn-einpro-err> ] [ <pconn-con-wait-err> ] [
<psend-no-soc-err> ] [ <psend-inval-iov> ] [ <psend-getsoc-err> ] [ <psend-msg-ctrl-err> ] [
<psend-sockarg-err> ] [ <psend-pru-sosend> ] [ <precv-nosock-err> ] [ <precv-inval-iovlen> ] [
<precv-pru-sorecv> ] [ <precv-cp-msg-err> ] [ <precv-cp-msg-nlen> ] [ <precv-cp-data-err> ] [
<pbrecv-rcvmsg-err> ] [ <pshut-no-soc-err> ] [ <psetsoc-val-err> ] [ <psetsoc-inv-val> ] [ <psetsoc-no-soc-err>
] [ <psetsoc-sosetopt> ] [ <pgetsoc-no-socerr> ] [ <pgetsoc-cp-err> ] [ <pgetsoc-val-err> ] [ <pgetsoc-sogt-err>
] [ <pgtsoc-no-soc-err> ] [ <pgtsoc-cp-err> ] [ <pgtsoc-pru-soc-err> ] [ <pgtsoc-cpout-err> ] [
<pgtprne-no-soc-err> ] [ <pgtprne-enot-err> ] [ <pgtprne-cp-err> ] [ <pgtprne-pru-pradd> ] [
<pgtprne-cpout-err> ] [ <pclose-no-soc-err> ] [ <pclose-socnull-err> ] [ <pclose-p-cls2-err> ] [
<pfcntl-no-soc-err> ] [ <pfcntl-soc-null> ] [ <pfcntl-enotsup> ] [ <pfcntl-einval-err> ] [ <pioctl-no-soc-err>
] [ <pioctl-enotsup> ] [ <pioctl-pru-cntl> ] [ <pfork-enomem-err> ] [ <pdup-no-soc-err> ] [ <pudp-soc-null-err>
] [ <ha-nomem-err> ] [ <ha-tlv-err> ] [ <ha-soc-arg-err> ] [ <ha-cli-tlv-err> ] [ <ha-pss-upd-err> ] [
<ha-no-soc-err> ] [ <ha-soc-tlv-err> ] [ <ha-soc-pss-upd> ] [ <ha-inpcb-tlv> ] [ <ha-inpcb-pssky> ] [
<ha-ip-mopt-tlv> ] [ <ha-ip-mopt-pss> ] [ <ha-ip6-mopt-tlv> ] [ <ha-ip6-mopt-pss> ] [ <ha-tcpcb-tlv> ] [
<ha-tcpcb-pss> ] [ <ft-tcp-wblock> ] [ <ft-send-p-sndmsg> ] [ <ft-ack-rcv-no-soc> ] [ <lxc-tgid-err> ] ] [
TABLE_sp_cl [ <can-requests> <can-unblocks> <can-misses> <sel-drops> <sel-wakes> ] ] ] ]

Syntax Description

Show running system informationshow

Display sockets status and configurationsockets

Display sockets client informationclient

(Optional) Display specific client process informationpid

(Optional) Display client process <pid>pid
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(Optional) Display TCP clientstcp

(Optional) Display UDP clientsudp

(Optional) Display RAW clientsraw

(Optional) Display socket detailsdetail

(Optional) Show kernel clients for all namespaceskstack-ns-all

(Optional)__readonly__

(Optional) Total no of client socketsTABLE_total_clients

(Optional) Sockets typesocket-type

(Optional)total-clients

(Optional)no-total-clients

(Optional) Display Client socketsTABLE_cl_sk

(Optional) Prefix to the socketsprefix

(Optional) Display socket client infoclient-name

(Optional) Display client process <pid>pid

(Optional) Number of socket clientsNo-of-clients

(Optional)fast-tcp-mts-ctrl-q

(Optional)cancel-requests

(Optional)cancel-unblocks

(Optional)cancel-misses

(Optional)select-drops

(Optional)select-wakes

(Optional) Display Socket client DetailsTABLE_det

(Optional) Client socket fdfd

(Optional) Client socket idclient-id

(Optional) socket mts addr sapmts-sap

(Optional) Sock detail Ctrl statisticsTABLE_st

(Optional)soc-calls

(Optional)bind-calls

(Optional)listen-calls
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(Optional)accept-calls

(Optional)acc-dispat-err

(Optional)connect-calls

(Optional)connec-dispatch

(Optional)recvmsg-dispatch

(Optional)recv-dis-nblock

(Optional)recvmsg-call

(Optional)brecv-dispatch

(Optional)fsendmsg-calls

(Optional)sendmsg-dispatch

(Optional)sendmsg-calls

(Optional)msendmsg-calls

(Optional)select-calls

(Optional)select-dispatch

(Optional)select-need-work

(Optional)sh-calls

(Optional)close-calls

(Optional)fcntl-calls

(Optional)ioctl-calls

(Optional)setsock-calls

(Optional)getsock-calls

(Optional)getsockname-calls

(Optional)getpeer-calls

(Optional)fork-calls

(Optional)execve-calls

(Optional)dup-calls

(Optional)can-calls

(Optional)can-miss

(Optional)can-unblk-sele
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(Optional)soc-ha-calls

(Optional)pfork-client

(Optional)read-fd

(Optional)write-fd

(Optional)read-fd-set

(Optional)write-fd-set

(Optional)fast-tcp-send-req

(Optional)fast-tcp-send-suc

(Optional)fast-tcp-ack

(Optional) Client Socket Error StatisticsTABLE_sterr

(Optional)sock-err

(Optional)sock-nodev-err

(Optional)bind-err

(Optional)lis-err

(Optional)accept-err

(Optional)connect-err

(Optional)recvmsg-err

(Optional)brcvmsg-err

(Optional)fsendmsg-err

(Optional)sendmsg-err

(Optional)msndmsg-err

(Optional)select-err

(Optional)sel-nomem-err

(Optional)shut-err

(Optional)close-err

(Optional)fcntl-err

(Optional)ioctl-err

(Optional)setsoc-err

(Optional)getsoc-err
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(Optional)getsocname-err

(Optional)getpeername-err

(Optional)fork-err

(Optional)execve-err

(Optional)dup-err

(Optional)psoc-vrf-err

(Optional)psoc-nosoc-err

(Optional)psoc-sock-null-err

(Optional)psoc-socre-err

(Optional)pbind-nsock-err

(Optional)pbd-getsocaddr

(Optional)pbind-sobind-err

(Optional)plisten-nsoc-err

(Optional)plis-solis-err

(Optional)pacc-nsoc-err

(Optional)pacc-no-nsoc-err

(Optional)pacc-soc-null-err

(Optional)pacc-copy-err

(Optional)pacc-no-acc-err

(Optional)pacc-woublo-err

(Optional)pacc-connabo-err

(Optional)pacc-cond-wait-err

(Optional)pacc-so-err-err

(Optional)pacc-err-err

(Optional)pcon-no-soc-err

(Optional)pcon-ealready-err

(Optional)pconn-getsock

(Optional)pconn-socon-err

(Optional)pconn-einpro-err
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(Optional)pconn-con-wait-err

(Optional)psend-no-soc-err

(Optional)psend-inval-iov

(Optional)psend-getsoc-err

(Optional)psend-msg-ctrl-err

(Optional)psend-sockarg-err

(Optional)psend-pru-sosend

(Optional)precv-nosock-err

(Optional)precv-inval-iovlen

(Optional)precv-pru-sorecv

(Optional)precv-cp-msg-err

(Optional)precv-cp-msg-nlen

(Optional)precv-cp-data-err

(Optional)pbrecv-rcvmsg-err

(Optional)pshut-no-soc-err

(Optional)psetsoc-val-err

(Optional)psetsoc-inv-val

(Optional)psetsoc-no-soc-err

(Optional)psetsoc-sosetopt

(Optional)pgetsoc-no-socerr

(Optional)pgetsoc-cp-err

(Optional)pgetsoc-val-err

(Optional)pgetsoc-sogt-err

(Optional)pgtsoc-no-soc-err

(Optional)pgtsoc-cp-err

(Optional)pgtsoc-pru-soc-err

(Optional)pgtsoc-cpout-err

(Optional)pgtprne-no-soc-err

(Optional)pgtprne-enot-err
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(Optional)pgtprne-cp-err

(Optional)pgtprne-pru-pradd

(Optional)pgtprne-cpout-err

(Optional)pclose-no-soc-err

(Optional)pclose-socnull-err

(Optional)pclose-p-cls2-err

(Optional)pfcntl-no-soc-err

(Optional)pfcntl-soc-null

(Optional)pfcntl-enotsup

(Optional)pfcntl-einval-err

(Optional)pioctl-no-soc-err

(Optional)pioctl-enotsup

(Optional)pioctl-pru-cntl

(Optional)pfork-enomem-err

(Optional)pdup-no-soc-err

(Optional)pudp-soc-null-err

(Optional)ha-nomem-err

(Optional)ha-tlv-err

(Optional)ha-soc-arg-err

(Optional)ha-cli-tlv-err

(Optional)ha-pss-upd-err

(Optional)ha-no-soc-err

(Optional)ha-soc-tlv-err

(Optional)ha-soc-pss-upd

(Optional)ha-inpcb-tlv

(Optional)ha-inpcb-pssky

(Optional)ha-ip-mopt-tlv

(Optional)ha-ip-mopt-pss

(Optional)ha-ip6-mopt-tlv
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(Optional)ha-ip6-mopt-pss

(Optional)ha-tcpcb-tlv

(Optional)ha-tcpcb-pss

(Optional)ft-tcp-wblock

(Optional)ft-send-p-sndmsg

(Optional)ft-ack-rcv-no-soc

(Optional) Containers tgid errlxc-tgid-err

(Optional) Sock specific Ctrl statisticsTABLE_sp_cl

(Optional)can-requests

(Optional)can-unblocks

(Optional)can-misses

(Optional)sel-drops

(Optional)sel-wakes

Command Mode

• /exec
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show sockets connection
show sockets connection [ pid <pid> | tcp | udp | raw ] [ local { <srcIP> | <srcIP6> } ] [ foreign { <dstIP> |
<dstIP6> } ] [ detail ] [ keydetails ] [ __readonly__ TABLE_vrf <vrf-name-out> TABLE_afi <afi>
TABLE_conn <prot> <tcp-state> <rcv-count> <laddr> <lport> <faddr> <fport> <intf> <rcv-count>
<snd-count> <type> <ttl> <tos> <options> <state> <iss> <snd-una> <snd-nxt> <snd_wnd> <irs> <rcv-nxt>
<rcv-wnd> <snd-cwnd> <srtt> <rtt> <rttvar> <krtt> <rttmin> <mss> <dur> <flags> <md5-cnt> <md5-host>
<md5-err> <rcv-hiwat> <rcv-lowat> <rcv-flags> <snd-hiwat> <snd-lowat> <snd-flags> <tcp-count>
<udp-count> <raw-count> ]

Syntax Description

Show running system informationshow

Display sockets status and configurationsockets

Display connection informationconnection

(Optional) Display specific client process connection statuspid

(Optional) Display client process connection status <pid>pid

(Optional) Display all TCP connectionstcp

(Optional) Display all UDP connectionsudp

(Optional) Display all raw connectionsraw

(Optional) Display all TCP connections with specified local addresslocal

(Optional) Display all TCP connections with specified local addresssrcIP

(Optional) Display all TCP connections with specified foreign addressforeign

(Optional) Display all TCP connections with specified foreign addressdstIP

(Optional) Display detailed connection infomationdetail

(Optional) Display md5 key specific detailskeydetails

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)TABLE_afi

(Optional)afi

(Optional)TABLE_conn

(Optional)prot

(Optional)tcp-state
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(Optional)rcv-count

(Optional)laddr

(Optional)lport

(Optional)faddr

(Optional)fport

(Optional)intf

(Optional)snd-count

(Optional)type

(Optional)ttl

(Optional)tos

(Optional)options

(Optional)state

(Optional)iss

(Optional)snd-una

(Optional)snd-nxt

(Optional)snd_wnd

(Optional)irs

(Optional)rcv-nxt

(Optional)rcv-wnd

(Optional)snd-cwnd

(Optional)srtt

(Optional)rtt

(Optional)rttvar

(Optional)krtt

(Optional)rttmin

(Optional)mss

(Optional)dur

(Optional)flags

(Optional)md5-cnt
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(Optional)md5-host

(Optional)md5-err

(Optional)rcv-hiwat

(Optional)rcv-lowat

(Optional)rcv-flags

(Optional)snd-hiwat

(Optional)snd-lowat

(Optional)snd-flags

(Optional)tcp-count

(Optional)udp-count

(Optional)raw-count

Command Mode

• /exec
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show sockets keychain-dump
show sockets keychain-dump

Syntax Description

Show running system informationshow

Display sockets status and configurationsockets

Dump the pss information for keychainskeychain-dump

Command Mode

• /exec
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show sockets local-port-range
show sockets local-port-range [ __readonly__ <kstack_local_port_range_start> <kstack_local_port_range_end>
<netstack_local_port_range_start> <netstack_local_port_range_end> ]

Syntax Description

Show running system informationshow

Display sockets status and configurationsockets

Display local port rangelocal-port-range

(Optional)__readonly__

(Optional) Kstack local port range startkstack_local_port_range_start

(Optional) Kstack local port range endkstack_local_port_range_end

(Optional) Netstack local port range startnetstack_local_port_range_start

(Optional) Netstack local port range endnetstack_local_port_range_end

Command Mode

• /exec
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show sockets performance
show sockets performance [ clear ]

Syntax Description

Show running system informationshow

Display sockets status and configurationsockets

Display detailed perf statisticsperformance

(Optional) Clear perf statisticsclear

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2348

All Show Commands
show sockets performance



show sockets secure-lxc
show sockets secure-lxc

Syntax Description

Show running system informationshow

Display sockets status and configurationsockets

Display secure-container sockets informationsecure-lxc

Command Mode

• /exec
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show sockets statistics
show sockets statistics [ all | tcp | tcp6 | tcpsum | udp | udp6 | udpsum | raw | raw6 | rawsum ] [ __readonly__
TABLE_vrf <vrf-name-out> TABLE_afi <afi> TABLE_stat <version> <rx-total> <rx-bad-csum>
<rx-bad-offset> <rx-too-short> <rx-bad-md5><rx-inseq-pack><rx-inseq-bytes> <rx-dup-pack><rx-dup-bytes>
<rx-partdup-pack> <rx-partdup-bytes> <rx-oo-pack> <rx-oo-bytes> <rx-afterwin-pack> <rx-afterwin-bytes>
<rx-afterclose-pack> <rx-winprobe-pack> <rx-winupdate-pack> <rx-dupack-pack> <rx-dupack-unsent-pack>
<rx-ack-pack> <rx-ack-bytes> <tx-total> <tx-urg> <tx-ctrl> <tx-data-pack> <tx-data-bytes> <tx-reasm-pack>
<tx-reasm-bytes> <tx-ackonly-pack> <tx-winprobe-pack> <tx-winupdate-bytes> <tx-conn-init>
<tx-conn-accepted> <tx-conn-estd> <tx-rxmt-timeout> <tx-rxmt-timeout-dropped> <tx-ka-timeout>
<tx-ka-probe> <tx-ka-drop> <closed> <dropped> <emb-dropped> <udp-rx-total> <udp-rx-bad-csum>
<udp-rx-no-csum> <udp-rx-too-short> <udp-rx-bad-len> <udp-rx-no-port> <udp-rx-no-port-bcast>
<udp-rx-no-port-mcast> <udp-rx-full-socket-drop> <udp-tx-total> <raw-rx-rcvd> <raw-rx-no-port>
<raw-rx-full-socket-drop> <raw-tx-sent> ]

Syntax Description

Show running system informationshow

Display sockets status and configurationsockets

Display sockets statisticsstatistics

(Optional) Display TCP/UDP/RAW v4/v6 protocols statisticsall

(Optional) Display TCP v4 protocol statisticstcp

(Optional) Display TCP v6 protocol statisticstcp6

(Optional) Display sum of TCP v4 and TCP v6 protocols statisticstcpsum

(Optional) Display UDP v4 protocol statisticsudp

(Optional) Display UDP v6 protocol statisticsudp6

(Optional) Display sum of UDP v4 and UDP v6 protocols statisticsudpsum

(Optional) Display RAW v4 protocol statisticsraw

(Optional) Display RAW v6 protocol statisticsraw6

(Optional) Display sum of RAW v4 and RAW v6 protocols statisticsrawsum

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf-name-out

(Optional)TABLE_afi

(Optional)afi

(Optional)TABLE_stat
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(Optional)rx-total

(Optional)rx-bad-csum

(Optional)rx-bad-offset

(Optional)rx-too-short

(Optional)rx-bad-md5

(Optional)rx-inseq-pack

(Optional)rx-inseq-bytes

(Optional)rx-dup-pack

(Optional)rx-dup-bytes

(Optional)rx-partdup-pack

(Optional)rx-partdup-bytes

(Optional)rx-oo-pack

(Optional)rx-oo-bytes

(Optional)rx-afterwin-pack

(Optional)rx-afterwin-bytes

(Optional)rx-afterclose-pack

(Optional)rx-winprobe-pack

(Optional)rx-winupdate-pack

(Optional)rx-dupack-pack

(Optional)rx-dupack-unsent-pack

(Optional)rx-ack-pack

(Optional)rx-ack-bytes

(Optional)tx-total

(Optional)tx-urg

(Optional)tx-ctrl

(Optional)tx-data-pack

(Optional)tx-data-bytes

(Optional)tx-reasm-pack

(Optional)tx-reasm-bytes
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(Optional)tx-ackonly-pack

(Optional)tx-winprobe-pack

(Optional)tx-winupdate-bytes

(Optional)tx-conn-init

(Optional)tx-conn-accepted

(Optional)tx-conn-estd

(Optional)tx-rxmt-timeout

(Optional)tx-rxmt-timeout-dropped

(Optional)tx-ka-timeout

(Optional)tx-ka-probe

(Optional)tx-ka-drop

(Optional)closed

(Optional)dropped

(Optional)emb-dropped

(Optional)udp-rx-total

(Optional)udp-rx-bad-csum

(Optional)udp-rx-no-csum

(Optional)udp-rx-too-short

(Optional)udp-rx-bad-len

(Optional)udp-rx-no-port

(Optional)udp-rx-no-port-bcast

(Optional)udp-rx-no-port-mcast

(Optional)udp-rx-full-socket-drop

(Optional)udp-tx-total

(Optional)raw-rx-rcvd

(Optional)raw-rx-no-port

(Optional)raw-rx-full-socket-drop

(Optional)raw-tx-sent

(Optional)version
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Command Mode

• /exec
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show sockets tcp keychain binding
show sockets tcp keychain binding [ __readonly__ { TABLE_keychain <keychain> <handle> <ref_count>
} ]

Syntax Description

Show running system informationshow

Display sockets status and configurationsockets

TCP informationtcp

Keychain informationkeychain

Binding information reagarding RPMbinding

(Optional)__readonly__

(Optional) all sockets tcp keychainsTABLE_keychain

(Optional) xml keychain informationkeychain

(Optional) xml handle informationhandle

(Optional) xml refcount informationref_count

Command Mode

• /exec
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show spanning-tree
show spanning-tree [ vlan <vlan-id> | bridge-domain <bd-id> ] [ __readonly__ TABLE_tree <tree_id>
<tree_tree_type> <tree_protocol> <port_count> <bridge_mac> <bridge_priority> <tree_designated_root>
<tree_designated_root_priority> <stp_active> <root_path_cost> <root_port_if_index> <root_port_priority>
<root_port_number> <topology_change> <topology_change_detected> <topology_change_count>
<topology_change_time_since_last> <tc_initiator_if_index> <bridge_forward_delay> <bridge_max_age>
<bridge_hello_time> <max_age> <hello_time> <forward_delay> <hold_time> <hello_timer>
<topology_change_timer> <tcn_timer> <aging_timer> <disabled> <blocking> <listening> <learning>
<forwarding> <invalid> TABLE_port <if_index> <vpc> <port_info_tree_id> <state> <role> <port_priority>
<port_number> <port_protocol> <port_tree_type> <path_cost> <port_designated_root>
<port_designated_root_priority> <designated_cost> <designated_bridge> <designated_bridge_priority>
<designated_port> <tc_acknowledge> <forward_transition_count> <self_looped> <inconsistency> <bpdus_in>
<bpdus_out> <port_fast> <link_type> <port_guard> <bpdu_guard> <bpdu_filter> <oper_portfast> <oper_p2p>
<oper_loopguard> <oper_bpduguard> <oper_bpdufilter> <int_bpdufilter> [ <oper_networkport> ]
<forward_delay_timer> <hold_timer> <message_age> <peer> <dispute> <pvstsim_inc_timer> [ <boundary>
] [ <simulate_pvst_cfg> ] [ <simulate_pvst> ] [ <prestd> ] ]

Syntax Description

Show running system informationshow

Show spanning tree informationspanning-tree

(Optional) VLAN Switch Spanning Treesvlan

(Optional) Bridge-Domain Switch Spanning Treesbridge-domain

(Optional) vlan range, Example: 1,3-5,7,9-11vlan-id

(Optional) Bridge-Domain range, Example: 2,4-5,7,9-11bd-id

(Optional) Read Only__readonly__

(Optional)TABLE_tree

(Optional) Tree Idtree_id

(Optional) Tree Typetree_tree_type

(Optional) Tree Protocoltree_protocol

(Optional) Number of Ports in Treeport_count

(Optional) Bridge Macbridge_mac

(Optional) Bridge Prioritybridge_priority

(Optional) Designated Root Mactree_designated_root

(Optional) Designated Root Prioritytree_designated_root_priority

(Optional) Spanning Tree Statestp_active
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(Optional) Root Path Costroot_path_cost

(Optional) Root Portroot_port_if_index

(Optional) Root Port Priorityroot_port_priority

(Optional) Root Port Numberroot_port_number

(Optional) Topology Change flag is set ?topology_change

(Optional) Topology Change detected flag is set ?topology_change_detected

(Optional) Topology Change Counttopology_change_count

(Optional) Time since last TCtopology_change_time_since_last

(Optional) Topology Change initiator porttc_initiator_if_index

(Optional) Max Agemax_age

(Optional) Hello Timehello_time

(Optional) Forward delayforward_delay

(Optional) Configured Bridge Max Agebridge_max_age

(Optional) Configured Hello Timebridge_hello_time

(Optional) Configured Forward Delaybridge_forward_delay

(Optional) Configured Hold Timehold_time

(Optional) Hello Timer Valuehello_timer

(Optional) Topology Change Timer Valuetopology_change_timer

(Optional) TCN Timer Valuetcn_timer

(Optional) Ageing Timer Valueaging_timer

(Optional) Number of ports Disableddisabled

(Optional) Number of ports Blockingblocking

(Optional) Number of ports Listeninglistening

(Optional) Number of ports Learninglearning

(Optional) Number of ports Forwardingforwarding

(Optional) Number of ports Invalidinvalid

(Optional)TABLE_port

(Optional) Interfaceif_index

(Optional) STP Port memebr of MCT/VPC POvpc
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(Optional) STP Port Statestate

(Optional) STP Port Rolerole

(Optional) Port priorityport_priority

(Optional) Port Numberport_number

(Optional) Tree Idport_info_tree_id

(Optional) Tree Typeport_tree_type

(Optional) Tree Protocolport_protocol

(Optional) Cost configured on this portpath_cost

(Optional) Designated Root Macport_designated_root

(Optional) Designated Root Priorityport_designated_root_priority

(Optional) Designated costdesignated_cost

(Optional) Designated bridge macdesignated_bridge

(Optional) Designated bridge prioritydesignated_bridge_priority

(Optional) Designated Port Iddesignated_port

(Optional) Is topology change acknowledge flag set ?tc_acknowledge

(Optional) Port transitions to Forwardingforward_transition_count

(Optional) Is Port self looped ?self_looped

(Optional) PVST+ Inconsistency Error Flagsinconsistency

(Optional) BPDUs received on this stp portbpdus_in

(Optional) BPDUs send on this stp portbpdus_out

(Optional) Port Fast configured on portport_fast

(Optional) Link type configured on this portlink_type

(Optional) Port Guard mode of portport_guard

(Optional) Bpdu Guard mode configuredbpdu_guard

(Optional) Bpdu Filter mode configuredbpdu_filter

(Optional) Is portfast enabled ?oper_portfast

(Optional) Is port P2P ?oper_p2p

(Optional) Is loopguard enabled ?oper_loopguard

(Optional) Is bpduguard enabled ?oper_bpduguard
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(Optional) Is bpdufilter enabled ?oper_bpdufilter

(Optional) Is internal bpdufilter enabled ?int_bpdufilter

(Optional) Forward Delay timerforward_delay_timer

(Optional) Hold Timerhold_timer

(Optional) Message age timermessage_age

(Optional) STP protocol of the peerpeer

(Optional) Is port Disputed ?dispute

(Optional) PVST Simulation Inconsistency Hold Timerpvstsim_inc_timer

(Optional) Is port boundary ?boundary

(Optional) Is port Pre STD MST ?prestd

(Optional) Is port is pvst simulate mode ?simulate_pvst

(Optional) Is network port enabled ?oper_networkport

(Optional) PVST Simulation configured on portsimulate_pvst_cfg

Command Mode

• /exec
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show spanning-tree
show spanning-tree [ vlan <vlan-id> | bridge-domain <bd-id> ] { <verbosity> | active } +

Syntax Description

Show running system informationshow

Show spanning tree informationspanning-tree

(Optional) VLAN Switch Spanning Treesvlan

(Optional) Bridge-Domain Switch Spanning Treesbridge-domain

(Optional) vlan range, Example: 1,3-5,7,9-11vlan-id

(Optional) Bridge-Domain range, Example: 2,4-5,7,9-11bd-id

verbosityverbosity

Report on active interfaces onlyactive

Command Mode

• /exec
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show spanning-tree blockedports
{ show spanning-tree [ vlan <vlan-id> | bridge-domain <bd-id> ] blockedports }

Syntax Description

Show running system informationshow

Show spanning tree informationspanning-tree

(Optional) VLAN Switch Spanning Treesvlan

(Optional) Bridge-Domain Switch Spanning Treesbridge-domain

(Optional) vlan range, Example: 1,3-5,7,9-11vlan-id

(Optional) Bridge-Domain range, Example: 2,4-5,7,9-11bd-id

Show blocked portsblockedports

Command Mode

• /exec
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show spanning-tree bridge
{ show spanning-tree [ vlan <vlan-id> | bridge-domain <bd-id> ] bridge [ priority [ system-id ] ] } | { show
spanning-tree [ vlan <vlan-id> | bridge-domain <bd-id> ] bridge [ { detail | brief } ] } | { show spanning-tree
[ vlan <vlan-id> | bridge-domain <bd-id> ] bridge [ { address | forward-time | hello-time | id | max-age |
protocol } ] }

Syntax Description

Show running system informationshow

Show spanning tree informationspanning-tree

(Optional) VLAN Switch Spanning Treesvlan

(Optional) Bridge-Domain Switch Spanning Treesbridge-domain

(Optional) vlan range, Example: 1,3-5,7,9-11vlan-id

(Optional) Bridge-Domain range, Example: 2,4-5,7,9-11bd-id

Status and configuration of this bridgebridge

(Optional) Mac address of this bridgeaddress

(Optional) Forward delay intervalforward-time

(Optional) Hello timehello-time

(Optional) Spanning tree bridge identifierid

(Optional) Max agemax-age

(Optional) Spanning tree protocolprotocol

(Optional) Brief summary of the status and configuration outputbrief

(Optional) Detailed of the status and configurationdetail

(Optional) Bridge priority of this bridgepriority

(Optional) Spanning tree priority with system id extensionsystem-id

Command Mode

• /exec
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show spanning-tree inconsistentports
{ show spanning-tree [ vlan <vlan-id> | bridge-domain <bd-id> ] inconsistentports }

Syntax Description

Show running system informationshow

Show spanning tree informationspanning-tree

(Optional) VLAN Switch Spanning Treesvlan

(Optional) Bridge-Domain Switch Spanning Treesbridge-domain

(Optional) vlan range, Example: 1,3-5,7,9-11vlan-id

(Optional) Bridge-Domain range, Example: 2,4-5,7,9-11bd-id

Show inconsistent portsinconsistentports

Command Mode

• /exec
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show spanning-tree interface
{ show spanning-tree [ vlan <vlan-id> | bridge-domain <bd-id> ] interface <interface-id> { cost | inconsistency
| edge | priority | rootcost | state } }

Syntax Description

Show running system informationshow

Show spanning tree informationspanning-tree

(Optional) VLAN Switch Spanning Treesvlan

(Optional) Bridge-Domain Switch Spanning Treesbridge-domain

(Optional) vlan range, Example: 1,3-5,7,9-11vlan-id

(Optional) Bridge-Domain range, Example: 2,4-5,7,9-11bd-id

Spanning Tree interface status and configurationinterface

interface-id

Port path costcost

Port inconsistency stateinconsistency

Edge Port configurationedge

Port prioritypriority

Path cost to rootrootcost

Port spanning tree statestate

Command Mode

• /exec
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show spanning-tree interface
show spanning-tree [ vlan <vlan-id> | bridge-domain <bd-id> ] interface <interface-id> [ __readonly__
TABLE_port <if_index> <port_info_tree_id> <state> <role> <port_priority> <port_number> <port_protocol>
<port_tree_type> <path_cost> <port_designated_root> <port_designated_root_priority> <designated_cost>
<designated_bridge> <designated_bridge_priority> <designated_port> <tc_acknowledge>
<forward_transition_count> <self_looped> <inconsistency> <bpdus_in> <bpdus_out> <port_fast> <link_type>
<port_guard> <bpdu_guard> <bpdu_filter> <oper_portfast> <oper_p2p><oper_loopguard> <oper_bpduguard>
<oper_bpdufilter> <int_bpdufilter> <forward_delay_timer> <hold_timer> <message_age> <peer> <dispute>
<pvstsim_inc_timer> <prestd> <boundary> <simulate_pvst> <oper_networkport> <simulate_pvst_cfg> ]

Syntax Description

Show running system informationshow

Show spanning tree informationspanning-tree

(Optional) VLAN Switch Spanning Treesvlan

(Optional) Bridge-Domain Switch Spanning Treesbridge-domain

(Optional) vlan range, Example: 1,3-5,7,9-11vlan-id

(Optional) Bridge-Domain range, Example: 2,4-5,7,9-11bd-id

Spanning Tree interface status and configurationinterface

interface-id

(Optional) Read Only__readonly__

(Optional)TABLE_port

(Optional) Interfaceif_index

(Optional) Tree Idport_info_tree_id

(Optional) STP Port Statestate

(Optional) STP Port Rolerole

(Optional) Port priorityport_priority

(Optional) Port Numberport_number

(Optional) Tree Typeport_tree_type

(Optional) Tree Protocolport_protocol

(Optional) Cost configured on this portpath_cost

(Optional) Designated Root Macport_designated_root

(Optional) Designated Root Priorityport_designated_root_priority
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(Optional) Designated costdesignated_cost

(Optional) Designated bridge macdesignated_bridge

(Optional) Designated bridge prioritydesignated_bridge_priority

(Optional) Designated Port Iddesignated_port

(Optional) Is topology change acknowledge flag set ?tc_acknowledge

(Optional) Port transitions to Forwardingforward_transition_count

(Optional) Is Port self looped ?self_looped

(Optional) PVST+ Inconsistency Error Flagsinconsistency

(Optional) BPDUs received on this stp portbpdus_in

(Optional) BPDUs send on this stp portbpdus_out

(Optional) Port Fast configured on portport_fast

(Optional) Link type configured on this portlink_type

(Optional) Port Guard mode of portport_guard

(Optional) Bpdu Guard mode configuredbpdu_guard

(Optional) Bpdu Filter mode configuredbpdu_filter

(Optional) Is portfast enabled ?oper_portfast

(Optional) Is port P2P ?oper_p2p

(Optional) Is loopguard enabled ?oper_loopguard

(Optional) Is bpduguard enabled ?oper_bpduguard

(Optional) Is bpdufilter enabled ?oper_bpdufilter

(Optional) Is internal bpdufilter enabled ?int_bpdufilter

(Optional) Forward Delay timerforward_delay_timer

(Optional) Hold Timerhold_timer

(Optional) Message age timermessage_age

(Optional) STP protocol of the peerpeer

(Optional) Is port Disputed ?dispute

(Optional) PVST Simulation Inconsistency Hold Timerpvstsim_inc_timer

(Optional) Is port boundary ?boundary

(Optional) Is port Pre STD MST ?prestd
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(Optional) Is port is pvst simulate mode ?simulate_pvst

(Optional) Is network port enabled ?oper_networkport

(Optional) PVST Simulation configured on portsimulate_pvst_cfg

Command Mode

• /exec
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show spanning-tree interface
show spanning-tree [ vlan <vlan-id> | bridge-domain <bd-id> ] interface <interface-id> { <verbosity> | active
} +

Syntax Description

Show running system informationshow

Show spanning tree informationspanning-tree

(Optional) VLAN Switch Spanning Treesvlan

(Optional) Bridge-Domain Switch Spanning Treesbridge-domain

(Optional) vlan range, Example: 1,3-5,7,9-11vlan-id

(Optional) Bridge-Domain range, Example: 2,4-5,7,9-11bd-id

Spanning Tree interface status and configurationinterface

interface-id

verbosityverbosity

Report on active instances onlyactive

Command Mode

• /exec
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show spanning-tree issu-impact
show spanning-tree issu-impact

Syntax Description

Show running system informationshow

Show spanning tree informationspanning-tree

Show whether STP meets ISSU criteriaissu-impact

Command Mode

• /exec
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show spanning-tree mst
show spanning-tree mst [ <mst-id> ] [ __readonly__ TABLE_tree <tree_id> <tree_tree_type> <tree_protocol>
<port_count> <bridge_mac> <bridge_priority> <tree_designated_root> <tree_designated_root_priority>
<stp_active> <root_path_cost> <root_port_if_index> <root_port_priority> <root_port_number>
<topology_change> <topology_change_detected> <topology_change_count>
<topology_change_time_since_last> <tc_initiator_if_index> <bridge_forward_delay> <bridge_max_age>
<bridge_hello_time> <max_age> <hello_time> <forward_delay> <hold_time> <hello_timer>
<topology_change_timer> <tcn_timer> <aging_timer> <disabled> <blocking> <listening> <learning>
<forwarding> <invalid> <ist-master-id-mac> <ist-master-prio> <ist-path-cost> <remaining-hops> <max-hops>
<txholdcount> <tree-vlan-map> TABLE_port <if_index> <port_info_tree_id> <state> <role> <port_priority>
<port_number> <port_protocol> <port_tree_type> <path_cost> <port_designated_root>
<port_designated_root_priority> <designated_cost> <designated_bridge> <designated_bridge_priority>
<designated_port> <tc_acknowledge> <forward_transition_count> <self_looped> <inconsistency> <bpdus_in>
<bpdus_out> <port_fast> <link_type> <port_guard> <bpdu_guard> <bpdu_filter> <oper_portfast> <oper_p2p>
<oper_loopguard> <oper_bpduguard> <oper_bpdufilter> <int_bpdufilter> [ <oper_networkport> ]
<forward_delay_timer> <hold_timer> <message_age> <peer> <dispute> <pvstsim_inc_timer> <boundary>
<simulate_pvst> <prestd> [ <designated_ist_master> ] [ <designated_ist_master_priority> ] [
<designated_ist_cost> ] [ <vlan-map> ] ]

Syntax Description

Show running system informationshow

Show spanning tree informationspanning-tree

Multiple spanning treesmst

(Optional) MST instance range, example: 0-3,5,7-9mst-id

(Optional) Read Only__readonly__

(Optional)TABLE_tree

(Optional) Tree Idtree_id

(Optional) Tree Typetree_tree_type

(Optional) Tree Protocoltree_protocol

(Optional) Number of Ports in Treeport_count

(Optional) Bridge Macbridge_mac

(Optional) Bridge Prioritybridge_priority

(Optional) Designated Root Mactree_designated_root

(Optional) Designated Root Prioritytree_designated_root_priority

(Optional) Spanning Tree Statestp_active

(Optional) Root Path Costroot_path_cost
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(Optional) Root Portroot_port_if_index

(Optional) Root Port Priorityroot_port_priority

(Optional) Root Port Numberroot_port_number

(Optional) Topology Change flag is set ?topology_change

(Optional) Topology Change detected flag is set ?topology_change_detected

(Optional) Topology Change Counttopology_change_count

(Optional) Time since last TCtopology_change_time_since_last

(Optional) Topology Change initiator porttc_initiator_if_index

(Optional) Max Agemax_age

(Optional) Hello Timehello_time

(Optional) Forward delayforward_delay

(Optional) Configured Bridge Max Agebridge_max_age

(Optional) Configured Hello Timebridge_hello_time

(Optional) Configured Forward Delaybridge_forward_delay

(Optional) Configured Hold Timehold_time

(Optional) Hello Timer Valuehello_timer

(Optional) Topology Change Timer Valuetopology_change_timer

(Optional) TCN Timer Valuetcn_timer

(Optional) Ageing Timer Valueaging_timer

(Optional) Number of ports Disableddisabled

(Optional) Number of ports Blockingblocking

(Optional) Number of ports Listeninglistening

(Optional) Number of ports Learninglearning

(Optional) Number of ports Forwardingforwarding

(Optional) Number of ports Invalidinvalid

(Optional) IST Master ID MAC addressist-master-id-mac

(Optional) IST Master ID priorityist-master-prio

(Optional) IST path costist-path-cost

(Optional) Remaining hopsremaining-hops
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(Optional) Max Hopsmax-hops

(Optional) TX Hold counttxholdcount

(Optional) Bitmap of vlans mapped to treetree-vlan-map

(Optional)TABLE_port

(Optional) Interfaceif_index

(Optional) STP Port Statestate

(Optional) STP Port Rolerole

(Optional) Port priorityport_priority

(Optional) Port Numberport_number

(Optional) Tree Idport_info_tree_id

(Optional) Tree Typeport_tree_type

(Optional) Tree Protocolport_protocol

(Optional) Cost configured on this portpath_cost

(Optional) Designated Root Macport_designated_root

(Optional) Designated Root Priorityport_designated_root_priority

(Optional) Designated costdesignated_cost

(Optional) Designated bridge macdesignated_bridge

(Optional) Designated bridge prioritydesignated_bridge_priority

(Optional) Designated Port Iddesignated_port

(Optional) Is topology change acknowledge flag set ?tc_acknowledge

(Optional) Port transitions to Forwardingforward_transition_count

(Optional) Is Port self looped ?self_looped

(Optional) PVST+ Inconsistency Error Flagsinconsistency

(Optional) BPDUs received on this stp portbpdus_in

(Optional) BPDUs send on this stp portbpdus_out

(Optional) Port Fast configured on portport_fast

(Optional) Link type configured on this portlink_type

(Optional) Port Guard mode of portport_guard

(Optional) Bpdu Guard mode configuredbpdu_guard
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(Optional) Bpdu Filter mode configuredbpdu_filter

(Optional) Is portfast enabled ?oper_portfast

(Optional) Is port P2P ?oper_p2p

(Optional) Is loopguard enabled ?oper_loopguard

(Optional) Is bpduguard enabled ?oper_bpduguard

(Optional) Is bpdufilter enabled ?oper_bpdufilter

(Optional) Is internal bpdufilter enabled ?int_bpdufilter

(Optional) Forward Delay timerforward_delay_timer

(Optional) Hold Timerhold_timer

(Optional) Message age timermessage_age

(Optional) STP protocol of the peerpeer

(Optional) Is port boundary ?boundary

(Optional) Is port is pvst simulate mode ?simulate_pvst

(Optional) Is port Disputed ?dispute

(Optional) PVST Simulation Inconsistency Hold Timerpvstsim_inc_timer

(Optional) Is port Pre STD MST ?prestd

(Optional) Ist master macdesignated_ist_master

(Optional) Ist master prioritydesignated_ist_master_priority

(Optional) Ist master path costdesignated_ist_cost

(Optional) Bitmap of vlans mapped to portvlan-map

(Optional) Is network port enabled ?oper_networkport

Command Mode

• /exec
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show spanning-tree mst configuration
{ show spanning-treemst configuration [ __readonly__ <stp-mode> <name> <rev-id> { Instance_to_vlan_map
<mst_id> <vlan_bit_map> } [ <pvlan-sync> ] ] }

Syntax Description

Show running system informationshow

Show spanning tree informationspanning-tree

Multiple spanning treesmst

MST current region configurationconfiguration

(Optional) Read Only__readonly__

(Optional) Spanning Tree operating modestp-mode

(Optional) Configuration namename

(Optional) Configuration revision numberrev-id

(Optional) Instance to vlan mapping InfoInstance_to_vlan_map

(Optional) MST Instance IDmst_id

(Optional) VLAN Bitmapvlan_bit_map

(Optional) pvlan synchronizationpvlan-sync

Command Mode

• /exec
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show spanning-tree mst configuration digest
{ show spanning-tree mst configuration digest [ __readonly__ <stp-mode> <name> <rev-id> <digest>
<prestd-digest> [ <pvlan-sync> ] ] }

Syntax Description

Show running system informationshow

Show spanning tree informationspanning-tree

Multiple spanning treesmst

MST current region configurationconfiguration

Display MST configuration digestdigest

(Optional) Read Only__readonly__

(Optional) Spanning Tree operating modestp-mode

(Optional) Configuration namename

(Optional) Configuration revision numberrev-id

(Optional) MST region configuration digestdigest

(Optional) MST region configuration pre-std digestprestd-digest

(Optional) pvlan synchronizationpvlan-sync

Command Mode

• /exec
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show spanning-tree mst detail
show spanning-tree mst [ <mst-id> ] detail

Syntax Description

Show running system informationshow

Show spanning tree informationspanning-tree

Multiple spanning treesmst

(Optional) MST instance range, example: 0-3,5,7-9mst-id

Detailed informationdetail

Command Mode

• /exec
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show spanning-tree mst interface
show spanning-tree mst [ <mst-id> ] interface <interface-id> [ __readonly__ TABLE_port <if_index>
<port_info_tree_id> <state> <role> <port_priority> <port_number> <port_protocol> <port_tree_type>
<path_cost> <port_designated_root> <port_designated_root_priority> <designated_cost> <designated_bridge>
<designated_bridge_priority><designated_port> <tc_acknowledge><forward_transition_count><self_looped>
<inconsistency><bpdus_in> <bpdus_out> <port_fast> <link_type> <port_guard> <bpdu_guard> <bpdu_filter>
<oper_portfast> <oper_p2p> <oper_loopguard> <oper_bpduguard> <oper_bpdufilter> <int_bpdufilter>
<forward_delay_timer><hold_timer><message_age><peer> <dispute> <prestd> <boundary><simulate_pvst>
[ <designated_ist_master> ] [ <designated_ist_master_priority> ] [ <designated_ist_cost> ] [ <vlan-map> ] [
<oper_networkport> ] [ <pvstsim_inc_timer> ] ]

Syntax Description

Show running system informationshow

Show spanning tree informationspanning-tree

Multiple spanning treesmst

(Optional) MST instance range, example: 0-3,5,7-9mst-id

Spanning Tree interface status and configurationinterface

Specify an interface as a target for the commandinterface-id

(Optional) Read Only__readonly__

(Optional)TABLE_port

(Optional) Interfaceif_index

(Optional) Tree Idport_info_tree_id

(Optional) STP Port Statestate

(Optional) STP Port Rolerole

(Optional) Port priorityport_priority

(Optional) Port Numberport_number

(Optional) Tree Typeport_tree_type

(Optional) Tree Protocolport_protocol

(Optional) Cost configured on this portpath_cost

(Optional) Designated Root Macport_designated_root

(Optional) Designated Root Priorityport_designated_root_priority

(Optional) Designated costdesignated_cost

(Optional) Designated bridge macdesignated_bridge
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(Optional) Designated bridge prioritydesignated_bridge_priority

(Optional) Designated Port Iddesignated_port

(Optional) Is topology change acknowledge flag set ?tc_acknowledge

(Optional) Port transitions to Forwardingforward_transition_count

(Optional) Is Port self looped ?self_looped

(Optional) PVST+ Inconsistency Error Flagsinconsistency

(Optional) BPDUs received on this stp portbpdus_in

(Optional) BPDUs send on this stp portbpdus_out

(Optional) Port Fast configured on portport_fast

(Optional) Link type configured on this portlink_type

(Optional) Port Guard mode of portport_guard

(Optional) Bpdu Guard mode configuredbpdu_guard

(Optional) Bpdu Filter mode configuredbpdu_filter

(Optional) Is portfast enabled ?oper_portfast

(Optional) Is port P2P ?oper_p2p

(Optional) Is loopguard enabled ?oper_loopguard

(Optional) Is bpduguard enabled ?oper_bpduguard

(Optional) Is bpdufilter enabled ?oper_bpdufilter

(Optional) Is internal bpdufilter enabled ?int_bpdufilter

(Optional) Forward Delay timerforward_delay_timer

(Optional) Hold Timerhold_timer

(Optional) Message age timermessage_age

(Optional) STP protocol of the peerpeer

(Optional) Is port boundary ?boundary

(Optional) Is port is pvst simulate mode ?simulate_pvst

(Optional) Is port Disputed ?dispute

(Optional) Is port Pre STD MST ?prestd

(Optional) Ist master macdesignated_ist_master

(Optional) Ist master prioritydesignated_ist_master_priority
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(Optional) Ist master path costdesignated_ist_cost

(Optional) Bitmap of vlans mapped to portvlan-map

(Optional) Is network port enabled ?oper_networkport

(Optional) PVST Simulation Inconsistency Hold Timerpvstsim_inc_timer

Command Mode

• /exec
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show spanning-tree mst interface detail
show spanning-tree mst [ <mst-id> ] interface <interface-id> detail

Syntax Description

Show running system informationshow

Show spanning tree informationspanning-tree

Multiple spanning treesmst

(Optional) MST instance range, example: 0-3,5,7-9mst-id

Detailed informationdetail

Spanning Tree interface status and configurationinterface

Specify an interface as a target for the commandinterface-id

Command Mode

• /exec
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show spanning-tree pathcost method
{ show spanning-tree pathcost method }

Syntax Description

Show running system informationshow

Show spanning tree informationspanning-tree

Show Spanning pathcost optionspathcost

Default pathcost calculation methodmethod

Command Mode

• /exec
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show spanning-tree root
{ show spanning-tree [ vlan <vlan-id> | bridge-domain <bd-id> ] root [ priority [ system-id ] ] } | { show
spanning-tree [ vlan <vlan-id> | bridge-domain <bd-id> ] root [ { address | cost | forward-time | hello-time |
id | max-age | port } ] } | { show spanning-tree [ vlan <vlan-id> | bridge-domain <bd-id> ] root [ { detail | brief
} ] }

Syntax Description

Show running system informationshow

Show spanning tree informationspanning-tree

(Optional) VLAN Switch Spanning Treesvlan

(Optional) Bridge-Domain Switch Spanning Treesbridge-domain

(Optional) vlan range, Example: 1,3-5,7,9-11vlan-id

(Optional) Bridge-Domain range, Example: 2,4-5,7,9-11bd-id

Status and configuration of the root bridgeroot

(Optional) Mac address of this bridgeaddress

(Optional) Path cost from this bridge to the rootcost

(Optional) Forward delay intervalforward-time

(Optional) Hello timehello-time

(Optional) Spanning tree bridge identifierid

(Optional) Max agemax-age

(Optional) Root portport

(Optional) Brief summary of interface informationbrief

(Optional) Detailed informationdetail

(Optional) Bridge priority of this bridgepriority

(Optional) Spanning tree priority with system id extensionsystem-id

Command Mode

• /exec
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show spanning-tree summary
show spanning-tree [ vlan <vlan-id> | bridge-domain <bd-id> ] summary [ __readonly__ <stp-mode>
<stp_tree_root_info> <tree_type> <bridge_mac> <bridge_priority> <tree_designated_root>
<tree_designated_root_priority> <stp_root_bmp_info> <stp_root_tree_type> <tree_root_bmp>
<stp_l2gstp_bmp_info> <stp_l2gstp_tree_type> <stp_l2gstp_bmp> <stp_global_info> <pcost_method>
<oper_pcost_method> <port_fast> <bpdu_guard> <bpdu_filter> <oper_loopguard> <bridge_assurance>
<networkport_default> <simulate_pvst> <max-hops> <peer_switch_cfg> <oper_peer_switch>
<stp_l2gstp_domain_id> <stp_lite> { TABLE_tree <stp_tree_summary> <summary_tree_type> <disabled>
<blocking> <listening> <learning> <forwarding> <invalid> <port_count> } <stp_summary_totals>
<total_tree_type> <disabled> <blocking> <listening> <learning> <forwarding> <invalid> <port_count> ]

Syntax Description

Show running system informationshow

Show spanning tree informationspanning-tree

(Optional) VLAN Switch Spanning Treesvlan

(Optional) Bridge-Domain Switch Spanning Treesbridge-domain

(Optional) vlan range, Example: 1,3-5,7,9-11vlan-id

(Optional) Bridge-Domain range, Example: 2,4-5,7,9-11bd-id

Summary of port statessummary

(Optional) Read Only__readonly__

(Optional) Spanning Tree operating modestp-mode

(Optional) STP Tree Root info markerstp_tree_root_info

(Optional) Tree Typetree_type

(Optional) Bridge Macbridge_mac

(Optional) Bridge Prioritybridge_priority

(Optional) Designated Root Mactree_designated_root

(Optional) Designated Root Prioritytree_designated_root_priority

(Optional) STP root bitmap info markerstp_root_bmp_info

(Optional) Tree Typestp_root_tree_type

(Optional) STP tree root bmptree_root_bmp

(Optional) L2 Gateway STP bitmap markerstp_l2gstp_bmp_info

(Optional) Tree Typestp_l2gstp_tree_type

(Optional) L2 Gateway STP bitmapstp_l2gstp_bmp
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(Optional) STP global info markerstp_global_info

(Optional) STP pathcost methodpcost_method

(Optional) STP oper pathcost methodoper_pcost_method

(Optional) Port Fast configured on portport_fast

(Optional) Bpdu Guard mode configuredbpdu_guard

(Optional) Bpdu Filter mode configuredbpdu_filter

(Optional) Is loopguard enabled ?oper_loopguard

(Optional) Bridge Assurancebridge_assurance

(Optional) Network Port defaultnetworkport_default

(Optional) Is port is pvst simulate mode ?simulate_pvst

(Optional) Max Hopsmax-hops

(Optional) peer switch configuration statuspeer_switch_cfg

(Optional) peer switch operational statusoper_peer_switch

(Optional) L2 Gateway STP Domain IDstp_l2gstp_domain_id

(Optional) STP-Litestp_lite

(Optional)TABLE_tree

(Optional) STP Tree Summarystp_tree_summary

(Optional) Tree Typesummary_tree_type

(Optional) Number of ports Disableddisabled

(Optional) Number of ports Blockingblocking

(Optional) Number of ports Listeninglistening

(Optional) Number of ports Learninglearning

(Optional) Number of ports Forwardingforwarding

(Optional) Number of ports Invalidinvalid

(Optional) Number of Ports in Treeport_count

(Optional) Total num STP treesstp_summary_totals

(Optional) Tree Typetotal_tree_type

(Optional) Number of ports Disableddisabled

(Optional) Number of ports Blockingblocking
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(Optional) Number of ports Listeninglistening

(Optional) Number of ports Learninglearning

(Optional) Number of ports Forwardingforwarding

(Optional) Number of ports Invalidinvalid

(Optional) Number of Ports in Treeport_count

Command Mode

• /exec
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show spanning-tree summary totals
show spanning-tree summary totals [ __readonly__ <stp-mode> <stp_tree_root_info> <tree_type>
<bridge_mac><bridge_priority><tree_designated_root><tree_designated_root_priority><stp_root_bmp_info>
<stp_root_tree_type> <tree_root_bmp> <stp_l2gstp_bmp_info> <stp_l2gstp_tree_type> <stp_l2gstp_bmp>
<stp_global_info> <pcost_method> <oper_pcost_method> <port_fast> <bpdu_guard> <bpdu_filter>
<oper_loopguard> <bridge_assurance> <networkport_default> <simulate_pvst> <max-hops>
<peer_switch_cfg> <oper_peer_switch> <stp_l2gstp_domain_id> <stp_lite> <stp_summary_totals>
<total_tree_type> <disabled> <blocking> <listening> <learning> <forwarding> <invalid> <port_count> ]

Syntax Description

Show running system informationshow

Show spanning tree informationspanning-tree

Summary of port statessummary

Only show totalstotals

(Optional) Read Only__readonly__

(Optional) Spanning Tree operating modestp-mode

(Optional) STP Tree Root info markerstp_tree_root_info

(Optional) Tree Typetree_type

(Optional) Bridge Macbridge_mac

(Optional) Bridge Prioritybridge_priority

(Optional) Designated Root Mactree_designated_root

(Optional) Designated Root Prioritytree_designated_root_priority

(Optional) STP root bitmap info markerstp_root_bmp_info

(Optional) Tree Typestp_root_tree_type

(Optional) STP tree root bmptree_root_bmp

(Optional) L2 Gateway STP bitmap markerstp_l2gstp_bmp_info

(Optional) Tree Typestp_l2gstp_tree_type

(Optional) L2 Gateway STP bitmapstp_l2gstp_bmp

(Optional) STP global info markerstp_global_info

(Optional) STP pathcost methodpcost_method

(Optional) STP oper pathcost methodoper_pcost_method

(Optional) Port Fast configured on portport_fast
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(Optional) Bpdu Guard mode configuredbpdu_guard

(Optional) Bpdu Filter mode configuredbpdu_filter

(Optional) Is loopguard enabled ?oper_loopguard

(Optional) Bridge Assurancebridge_assurance

(Optional) Network Port defaultnetworkport_default

(Optional) Is port is pvst simulate mode ?simulate_pvst

(Optional) Max Hopsmax-hops

(Optional) peer switch configuration statuspeer_switch_cfg

(Optional) peer switch operational statusoper_peer_switch

(Optional) L2 Gateway STP Domain IDstp_l2gstp_domain_id

(Optional) STP-Litestp_lite

(Optional) Total num STP treesstp_summary_totals

(Optional) Tree Typetotal_tree_type

(Optional) Number of ports Disableddisabled

(Optional) Number of ports Blockingblocking

(Optional) Number of ports Listeninglistening

(Optional) Number of ports Learninglearning

(Optional) Number of ports Forwardingforwarding

(Optional) Number of ports Invalidinvalid

(Optional) Number of Ports in Treeport_count

Command Mode

• /exec
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show sprom
show sprom { backplane <i0> | module <module> <i1> | xbar <santa-cruz-range> <i2> | powersupply <i3>
| fan <i4> | sup | stby-sup | all | all2 | backplane2 | module2 <module2> | powersupply2 <i5> | sup2 } [
__readonly__ { cmn_block { <blk_sig_cb> <blk_ver_cb> <blk_length_cb> <blk_checksum_cb>
<eeprom_size> <blk_count> <fru_major_type> <fru_minor_type> <oem_string> <prd_num> <serial_num>
<part_num> <part_rev> <mfg_dev> <hw_rev> <mfg_bits> <eng_use> <snmp_oid> <power_consump>
<rma_code> <clei_code> <vid> } } { sup_specific_block { <blk_sig_ssb> <blk_ver_ssb> <blk_length_ssb>
<blk_checksum_ssb> <feature_bits> <hw_changes_bits> <card_index> <mac_addresses> <no_of_macs>
<no_of_epld> { TABLE_epld <epld_name> <epld_ver> } <port_type_num> <max_connector_power>
<cooling_reqt> <amb_temp> { TABLE_sensor_ssb <sensor_num_ssb> <maj_thres_ssb> <min_thres_ssb>
} } } { lc_specific_block { <blk_sig_lc> <blk_ver_lc> <blk_length_lc> <blk_checksum_lc> <feature_bits>
<hw_changes_bits> <card_index> <mac_addresses> <no_of_macs> <no_of_epld> { TABLE_epld
<epld_name> <epld_ver> } <port_type_num> <max_connector_power> <cooling_reqt> <amb_temp> {
TABLE_sensor_lc <sensor_num_lc> <maj_thres_lc> <min_thres_lc> } } } { ps_specific_block {
<blk_sig_psb> <blk_ver_psb> <blk_length_psb> <blk_checksum_psb> <feature_bits> <current_110v>
<current_220v> <stackmib_oid> } } { fan_specific_block { <blk_sig_fsb> <blk_ver_fsb> <blk_length_fsb>
<blk_checksum_fsb> <feature_bits> <hw_change_bits> <stackmib_oid> <cooling_capacity> <amb_temp>
} } { ch_specific_block { <blk_sig_csb> <blk_ver_csb> <blk_length_csb> <blk_checksum_csb><feature_bits>
<hw_changes_bits> <stackmib_oid> <mac_addresses> <no_of_macs> <oem_enterprise> <oem_mib_offset>
<max_connector_power> } } { temp_sensor_block { <blk_sig_tsb> <blk_ver_tsb> <blk_length_tsb>
<blk_checksum_tsb> <no_of_sensors> { TABLE_sensor_tsb <sensor_num_tsb> <maj_thres_tsb>
<min_thres_tsb> } } } { wwn_specific_block { <blk_sig_wwnb> <blk_ver_wwnb> <blk_length_wwnb>
<blk_checksum_wwnb> <wwn_usage_bits> } } { lic_specific_block { <blk_sig_licb> <blk_ver_licb>
<blk_length_licb> <blk_checksum_licb> <lic_usage_bits> } } { second_serial_block { <blk_sig_sn2b>
<blk_ver_sn2b> <blk_length_sn2b> <blk_checksum_sn2b> <serial_num_sn2b> } } { psu_common_block
{ <format_version> <internal_info_offset> <chassis_info_offset> <board_info_offset> <product_info_offset>
<multirecord_info_offset> <checksum> } } { psu_board_info_block { <format_version> <length>
<language_code><mfg_date> <mfg_type> <mfg_info> <name_type> <product_name><snum_type> <snum>
<part_type> <partnum> <fruid_type> <fruid> <bom_hw_pid_info> <partnum_rev> <fab_revision> <vid>
<clei_len> <clei> <eof_marker> <csum> } } { psu_product_info_block { <format_version> <length>
<language_code> <mfg_type> <mfg_info> <name_type> <product_name> <part_type> <partnum>
<product_ver_type> <sw_certification> <snum_type> <snum> <asset_type> <asset_string> <fruid_type>
<fruid> <custom_pinfo> <partnumrev> <vid> <eof_marker> <csum> } } { psu_record_info_block {
<record_type> <record_info> <record_len> <record_csum><header_csum><record_identifier> <format_ver>
<standby_pwr_budget> <psu_class> <psu_watts> } } ]

Syntax Description

Show running system informationshow

show SPROM contentssprom

show backplane clock module sprom contentsbackplane

please enter instance of backplane spromi0

show linecard module sprom contentsmodule

please enter module numbermodule

please enter instance of module spromi1
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show xbar fabric sprom contentsxbar

please enter the xbar numbersanta-cruz-range

please enter sprom instance numberi2

show powersupply sprom contentspowersupply

please enter powersupply numberi3

show fan module sprom contentsfan

please enter fan numberi4

show supervisor sprom contentssup

show standby supervisor sprom contentsstby-sup

show all sproms contentsall

All sprom contentsall2

Backplane sprom contentsbackplane2

Linecard sprom contentsmodule2

Linecard module numbermodule2

Powersupply sprom contentspowersupply2

Powersupply module numberi5

Supervisor sprom contentssup2

(Optional)__readonly__

(Optional)cmn_block

(Optional)blk_sig_cb

(Optional)blk_ver_cb

(Optional)blk_length_cb

(Optional)blk_checksum_cb

(Optional)eeprom_size

(Optional)blk_count

(Optional)fru_major_type

(Optional)fru_minor_type

(Optional)oem_string

(Optional)prd_num
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(Optional)serial_num

(Optional)part_num

(Optional)part_rev

(Optional)mfg_dev

(Optional)hw_rev

(Optional)mfg_bits

(Optional)eng_use

(Optional)snmp_oid

(Optional)power_consump

(Optional)rma_code

(Optional)clei_code

(Optional)vid

(Optional)ch_specific_block

(Optional)blk_sig_csb

(Optional)blk_ver_csb

(Optional)blk_length_csb

(Optional)blk_checksum_csb

(Optional)feature_bits

(Optional)hw_changes_bits

(Optional)stackmib_oid

(Optional)mac_addresses

(Optional)no_of_macs

(Optional)oem_enterprise

(Optional)oem_mib_offset

(Optional)max_connector_power

(Optional)sup_specific_block

(Optional)blk_sig_ssb

(Optional)blk_ver_ssb

(Optional)blk_length_ssb
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(Optional)blk_checksum_ssb

(Optional)feature_bits

(Optional)hw_changes_bits

(Optional)card_index

(Optional)mac_addresses

(Optional)no_of_macs

(Optional)no_of_epld

(Optional)TABLE_epld

(Optional)epld_name

(Optional)epld_ver

(Optional)port_type_num

(Optional)max_connector_power

(Optional)cooling_reqt

(Optional)amb_temp

(Optional)TABLE_sensor_ssb

(Optional)sensor_num_ssb

(Optional)maj_thres_ssb

(Optional)min_thres_ssb

(Optional)lc_specific_block

(Optional)blk_sig_lc

(Optional)blk_ver_lc

(Optional)blk_length_lc

(Optional)blk_checksum_lc

(Optional)feature_bits

(Optional)hw_changes_bits

(Optional)card_index

(Optional)mac_addresses

(Optional)no_of_macs

(Optional)no_of_epld
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(Optional)TABLE_epld

(Optional)epld_name

(Optional)epld_ver

(Optional)port_type_num

(Optional)max_connector_power

(Optional)cooling_reqt

(Optional)amb_temp

(Optional)TABLE_sensor_lc

(Optional)sensor_num_lc

(Optional)maj_thres_lc

(Optional)min_thres_lc

(Optional)ps_specific_block

(Optional)blk_sig_psb

(Optional)blk_ver_psb

(Optional)blk_length_psb

(Optional)blk_checksum_psb

(Optional)feature_bits

(Optional)current_110v

(Optional)current_220v

(Optional)stackmib_oid

(Optional)fan_specific_block

(Optional)blk_sig_fsb

(Optional)blk_ver_fsb

(Optional)blk_length_fsb

(Optional)blk_checksum_fsb

(Optional)feature_bits

(Optional)hw_change_bits

(Optional)stackmib_oid

(Optional)cooling_capacity

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2391

All Show Commands
show sprom



(Optional)amb_temp

(Optional)temp_sensor_block

(Optional)blk_sig_tsb

(Optional)blk_ver_tsb

(Optional)blk_length_tsb

(Optional)blk_checksum_tsb

(Optional)no_of_sensors

(Optional)TABLE_sensor_tsb

(Optional)sensor_num_tsb

(Optional)maj_thres_tsb

(Optional)min_thres_tsb

(Optional)wwn_specific_block

(Optional)blk_sig_wwnb

(Optional)blk_ver_wwnb

(Optional)blk_length_wwnb

(Optional)blk_checksum_wwnb

(Optional)wwn_usage_bits

(Optional)lic_specific_block

(Optional)blk_sig_licb

(Optional)blk_ver_licb

(Optional)blk_length_licb

(Optional)blk_checksum_licb

(Optional)lic_usage_bits

(Optional)second_serial_block

(Optional)blk_sig_sn2b

(Optional)blk_ver_sn2b

(Optional)blk_length_sn2b

(Optional)blk_checksum_sn2b

(Optional)serial_num_sn2b
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(Optional)psu_common_block

(Optional)format_version

(Optional)internal_info_offset

(Optional)chassis_info_offset

(Optional)board_info_offset

(Optional)product_info_offset

(Optional)multirecord_info_offset

(Optional)checksum

(Optional)psu_board_info_block

(Optional)format_version

(Optional)length

(Optional)language_code

(Optional)mfg_date

(Optional)mfg_type

(Optional)mfg_info

(Optional)name_type

(Optional)product_name

(Optional)snum_type

(Optional)snum

(Optional)part_type

(Optional)partnum

(Optional)fruid_type

(Optional)fruid

(Optional)bom_hw_pid_info

(Optional)partnum_rev

(Optional)fab_revision

(Optional)vid

(Optional)clei_len

(Optional)clei
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(Optional)eof_marker

(Optional)csum

(Optional)psu_product_info_block

(Optional)format_version

(Optional)length

(Optional)language_code

(Optional)mfg_type

(Optional)mfg_info

(Optional)name_type

(Optional)product_name

(Optional)part_type

(Optional)partnum

(Optional)product_ver_type

(Optional)sw_certification

(Optional)snum_type

(Optional)snum

(Optional)asset_type

(Optional)asset_string

(Optional)fruid_type

(Optional)fruid

(Optional)custom_pinfo

(Optional)partnumrev

(Optional)vid

(Optional)eof_marker

(Optional)csum

(Optional)psu_record_info_block

(Optional)record_type

(Optional)record_info

(Optional)record_len
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(Optional)record_csum

(Optional)header_csum

(Optional)record_identifier

(Optional)format_ver

(Optional)standby_pwr_budget

(Optional)psu_class

(Optional)psu_watts

Command Mode

• /exec
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show sprom fex
show sprom fex <i> { all | backplane | powersupply <i1> }

Syntax Description

Show running system informationshow

SPROM Contentssprom

Fexfex

Enter FEX identifieri

Show all SPROM content on this specific FEX onlyall

Show backplane SPROM content on this fexbackplane

Show powersupply SPROM content on this fex onlypowersupply

powersupply module numberi1

Command Mode

• /exec
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show sprom fex all
show sprom fex all

Syntax Description

Show running system informationshow

SPROM Contentssprom

Fexfex

Show all SPROM content all FEXall

Command Mode

• /exec
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show ssh key
show ssh key [ { dsa [ md5 ] | rsa [ md5 ] | [ md5 ] } ] [ __readonly__ { TABLE_sessions <key_type>
<key_time> <key_data> <key_bitcount> <key_fingerprint> } ]

Syntax Description

Show running system informationshow

Show SSH informationssh

Show ssh keyskey

(Optional) Show dsa ssh keysdsa

(Optional) Show rsa ssh keysrsa

(Optional) Show Fingerprint in MD5 Formatmd5

(Optional)__readonly__

(Optional) ssh keyTABLE_sessions

(Optional) keys typekey_type

(Optional) timestampkey_time

(Optional) ssh key datakey_data

(Optional) bitcountkey_bitcount

(Optional) fingerprintkey_fingerprint

Command Mode

• /exec
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show ssh server
show ssh server [ __readonly__ { operation_status <o_status> } ]

Syntax Description

Show running system informationshow

Show SSH informationssh

Show whether ssh server is enabled or notserver

(Optional)__readonly__

(Optional) run-time information about sshoperation_status

(Optional) operational status of ssh servero_status

Command Mode

• /exec
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show startup-config
show startup-config

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Command Mode

• /exec
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show startup-config aaa
show startup-config aaa

Syntax Description

show startup-cfgshow

show startup system informationstartup-config

Display aaa configurationaaa

Command Mode

• /exec
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show startup-config acllog
show startup-config acllog [ all ]

Syntax Description

Show running system informationshow

Displaying the startup configurationstartup-config

show startup config for acllogacllog

(Optional) show startup config with defaultsall

Command Mode

• /exec
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show startup-config aclmgr
show startup-config aclmgr [ all ]

Syntax Description

Show running system informationshow

Display the startup configurationstartup-config

show startup config for aclmgraclmgr

(Optional) show startup config with defaultsall

Command Mode

• /exec
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show startup-config adjmgr
show startup-config adjmgr [ all ]

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Display adjmgr informationadjmgr

(Optional) Display running config with defaults clisall

Command Mode

• /exec
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show startup-config amt
show startup-config amt [ all ]

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Display amt informationamt

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2405

All Show Commands
show startup-config amt



show startup-config arp
show startup-config arp [ all ]

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Display arp informationarp

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2406

All Show Commands
show startup-config arp



show startup-config bfd
show startup-config bfd [ all ]

Syntax Description

Show system informationshow

Display the startup configurationstartup-config

show startup config for bfdbfd

(Optional) show startup config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2407

All Show Commands
show startup-config bfd



show startup-config bgp
show startup-config bgp [ all ]

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Display bgp informationbgp

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2408

All Show Commands
show startup-config bgp



show startup-config bloggerd
show startup-config bloggerd [ all ]

Syntax Description

show startup-cfgshow

show system startup configuration informationstartup-config

Display bloggerd configurationbloggerd

(Optional) show startup config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2409

All Show Commands
show startup-config bloggerd



show startup-config callhome
show startup-config callhome

Syntax Description

show startup-cfgshow

show startup system informationstartup-config

Display callhome configurationcallhome

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2410

All Show Commands
show startup-config callhome



show startup-config cdp
show startup-config cdp [ all ]

Syntax Description

show startup-cfgshow

show system startup configuration informationstartup-config

Display cdp configurationcdp

(Optional) show startup config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2411

All Show Commands
show startup-config cdp



show startup-config cert-enroll
show startup-config cert-enroll

Syntax Description

show startup-cfgshow

show startup system informationstartup-config

Display certificates configurationcert-enroll

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2412

All Show Commands
show startup-config cert-enroll



show startup-config cfs
show startup-config cfs [ all ]

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Display cfs configurationscfs

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2413

All Show Commands
show startup-config cfs



show startup-config config-profile
show startup-config config-profile [ <all_conf_profile_name> ]

Syntax Description

Show startup-configshow

Current startup configurationstartup-config

Display port-profile configurationconfig-profile

(Optional) Enter the name of the profileall_conf_profile_name

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2414

All Show Commands
show startup-config config-profile



show startup-config copp
show startup-config copp [ all ]

Syntax Description

Show running system informationshow

System startup-config commandsstartup-config

Control-Plane Policingcopp

(Optional) show startup config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2415

All Show Commands
show startup-config copp



show startup-config dhcp
show startup-config dhcp [ all ]

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Display dhcp snoop configurationsdhcp

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2416

All Show Commands
show startup-config dhcp



show startup-config diagnostic
show startup-config diagnostic [ all ]

Syntax Description

Show running system informationshow

Contents of startup configurationstartup-config

Diagnostic configurationdiagnostic

(Optional) Display running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2417

All Show Commands
show startup-config diagnostic



show startup-config dot1x
show startup-config dot1x

Syntax Description

show startup-cfgshow

show startup system informationstartup-config

Display dot1x configurationdot1x

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2418

All Show Commands
show startup-config dot1x



show startup-config eem
show startup-config eem

Syntax Description

Show running system informationshow

Show the system startup configurationstartup-config

Show the event manager startup configurationeem

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2419

All Show Commands
show startup-config eem



show startup-config eigrp
show startup-config eigrp [ all ]

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Display eigrp informationeigrp

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2420

All Show Commands
show startup-config eigrp



show startup-config eltm
show startup-config eltm

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Display eltm configurationseltm

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2421

All Show Commands
show startup-config eltm



show startup-config evb
show startup-config evb [ all ]

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

EVB (Edge Virtual Bridge)evb

(Optional) Display startup config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2422

All Show Commands
show startup-config evb



show startup-config exclude
show startup-config exclude <feature-list> +

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Exclude startup configuration of specified featuresexclude

Exclude featuresfeature-list

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2423

All Show Commands
show startup-config exclude



show startup-config expand-port-profile
show startup-config expand-port-profile

Syntax Description

Show running system informationshow

System startup-config commandsstartup-config

Expand port profileexpand-port-profile

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2424

All Show Commands
show startup-config expand-port-profile



show startup-config fabric forwarding
show startup-config fabric forwarding [ all ]

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Fabricfabric

Fabric Forwarding Protocol: Host Mobility Manager (HMM)forwarding

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2425

All Show Commands
show startup-config fabric forwarding



show startup-config fabricpath
show startup-config fabricpath

Syntax Description

Show running system informationshow

System startup-config commandsstartup-config

fabricpath informationfabricpath

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2426

All Show Commands
show startup-config fabricpath



show startup-config fabricpath domain default
show startup-config fabricpath domain default [ all ]

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

fabricpath informationfabricpath

Enter fabricpath IS-IS domain configuration modedomain

default fabricpath domaindefault

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2427

All Show Commands
show startup-config fabricpath domain default



show startup-config fabricpath switch-id
show startup-config fabricpath switch-id

Syntax Description

Current startup configurationstartup-config

fabricpath informationfabricpath

fabricpath switch-id configurationswitch-id

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2428

All Show Commands
show startup-config fabricpath switch-id



show startup-config fabricpath topology
show startup-config fabricpath topology [ all ]

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

fabricpath Module Informationfabricpath

Fabricpath topology Informationtopology

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2429

All Show Commands
show startup-config fabricpath topology



show startup-config fex
show startup-config fex [ all ]

Syntax Description

Display the startup configurationstartup-config

show startup config of fexfex

(Optional) Show startup config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2430

All Show Commands
show startup-config fex



show startup-config glbp
show startup-config glbp

Syntax Description

Show system informationshow

System startup configurationstartup-config

GLBP startup configurationglbp

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2431

All Show Commands
show startup-config glbp



show startup-config hsrp
show startup-config hsrp

Syntax Description

Show system informationshow

System startup configurationstartup-config

HSRP startup configurationhsrp

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2432

All Show Commands
show startup-config hsrp



show startup-config icmpv6
show startup-config icmpv6 [ all ]

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Display icmpv6 informationicmpv6

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2433

All Show Commands
show startup-config icmpv6



show startup-config igmp
show startup-config igmp [ all ]

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Display igmp informationigmp

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2434

All Show Commands
show startup-config igmp



show startup-config imp
show startup-config imp [ all ]

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Display imp informationimp

(Optional) Display start config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2435

All Show Commands
show startup-config imp



show startup-config interface
show startup-config interface <if0> [ membership ] [ expand-port-profile ]

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Interface configurationinterface

interface type and number in module/slot formatif0

(Optional) Show membership informationmembership

(Optional) Expand port profileexpand-port-profile

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2436

All Show Commands
show startup-config interface



show startup-config interface
show startup-config interface [ <if0> ] [ expand-port-profile ]

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Interface configurationinterface

(Optional) interface type and number in module/slot formatif0

(Optional) Expand port profileexpand-port-profile

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2437

All Show Commands
show startup-config interface



show startup-config ip
show startup-config ip [ all ]

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Display ip informationip

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2438

All Show Commands
show startup-config ip



show startup-config ipqos
show startup-config ipqos [ all ]

Syntax Description

Show running system informationshow

Display the startup configurationstartup-config

(Optional) show startup config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2439

All Show Commands
show startup-config ipqos



show startup-config ipv6
show startup-config ipv6 [ all ]

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Display ipv6 informationipv6

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2440

All Show Commands
show startup-config ipv6



show startup-config isis
show startup-config isis [ all ]

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Display isis informationisis

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2441

All Show Commands
show startup-config isis



show startup-config l3vm
show startup-config l3vm [ all ]

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Display l3vm informationl3vm

(Optional) Display running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2442

All Show Commands
show startup-config l3vm



show startup-config ldap
show startup-config ldap

Syntax Description

show startup-cfgshow

show startup system informationstartup-config

Display ldap configurationldap

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2443

All Show Commands
show startup-config ldap



show startup-config license
show startup-config license [ all ]

Syntax Description

show startup-cfgshow

show startup system informationstartup-config

Display licensing configurationlicense

(Optional) show startup config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2444

All Show Commands
show startup-config license



show startup-config lisp
show startup-config lisp [ all ]

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Display lisp informationlisp

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2445

All Show Commands
show startup-config lisp



show startup-config lldp
show startup-config lldp [ all ]

Syntax Description

show startup-cfgshow

show system startup configuration informationstartup-config

Display lldp configurationlldp

(Optional) show startup config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2446

All Show Commands
show startup-config lldp



show startup-config log
show startup-config { log | mdp-log } [ bootstrap ]

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Displays execution log of last used mdp ascii startup configurationmdp-log

Displays execution log of last used ascii startup configurationlog

(Optional) Bootstrap config replay execution logbootstrap

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2447

All Show Commands
show startup-config log



show startup-config macsec
show startup-config macsec

Syntax Description

Show running system informationshow

show startup system informationstartup-config

Show CTS informationmacsec

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2448

All Show Commands
show startup-config macsec



show startup-config mmode
show startup-config mmode [ all ]

Syntax Description

Show running system informationshow

Show startup configurationstartup-config

Display maintenance mode startup configurationmmode

(Optional) Show startup config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2449

All Show Commands
show startup-config mmode



show startup-config monitor
show startup-config monitor

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Configure Ethernet SPAN sessionsmonitor

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2450

All Show Commands
show startup-config monitor



show startup-config mpls ldp
show startup-config mpls ldp [ all ]

Syntax Description

Show running system informationshow

Current operating configurationstartup-config

Display MPLS status and configurationmpls

Label Distribution Protocolldp

(Optional) Display running-config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2451

All Show Commands
show startup-config mpls ldp



show startup-config mpls static
show startup-config mpls static [ all ]

Syntax Description

Show running system informationshow

Current operating configurationstartup-config

Display MPLS status and configurationmpls

Static Label Bindingsstatic

(Optional) Display running-config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2452

All Show Commands
show startup-config mpls static



show startup-config mpls strip
show startup-config mpls strip [ all ]

Syntax Description

Show running system informationshow

Configure MPLS settingsmpls

Stripping of MPLS headersstrip

System startup configurationstartup-config

(Optional) Show startup configuration for STRIPCL with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2453

All Show Commands
show startup-config mpls strip



show startup-config mpls traffic-eng
show startup-config mpls traffic-eng [ all ]

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

show startup config for mpls featuresmpls

show startup-config for Traffic Engineeringtraffic-eng

(Optional) show startup config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2454

All Show Commands
show startup-config mpls traffic-eng



show startup-config msdp
show startup-config msdp [ all ]

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Display msdp informationmsdp

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2455

All Show Commands
show startup-config msdp



show startup-config nbm
show startup-config nbm

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

show running config for Non Blocking Multicastnbm

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2456

All Show Commands
show startup-config nbm



show startup-config ngoam
show startup-config ngoam

Syntax Description

Show running system informationshow

Show startup system informationstartup-config

ngoam configurationngoam

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2457

All Show Commands
show startup-config ngoam



show startup-config ntp
show startup-config ntp [ all ]

Syntax Description

Show informationshow

Show startup system configurationstartup-config

Show NTP informationntp

(Optional) Show all NTP startup configurationall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2458

All Show Commands
show startup-config ntp



show startup-config nv overlay
show startup-config nv overlay [ all ]

Syntax Description

Show system informationshow

System startup configurationstartup-config

NVE startup configurationnv

NVE startup configurationoverlay

(Optional) Show NVE config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2459

All Show Commands
show startup-config nv overlay



show startup-config nxsdk
show startup-config nxsdk [ all ]

Syntax Description

Show running system informationshow

Display the startup configurationstartup-config

NXOS SDKnxsdk

(Optional) Display running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2460

All Show Commands
show startup-config nxsdk



show startup-config ospf
show startup-config ospf [ all ]

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Display ospf informationospf

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2461

All Show Commands
show startup-config ospf



show startup-config ospfv3
show startup-config ospfv3 [ all ]

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Display ospfv3 informationospfv3

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2462

All Show Commands
show startup-config ospfv3



show startup-config otv-isis
show startup-config otv-isis [ all ]

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Display otv-isis informationotv-isis

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2463

All Show Commands
show startup-config otv-isis



show startup-config otv
show startup-config otv [ all ]

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Display otv informationotv

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2464

All Show Commands
show startup-config otv



show startup-config param-list
show startup-config param-list [ <plistname> ]

Syntax Description

Show startup-cfgshow

show startup configurationstartup-config

Display param-list configurationparam-list

(Optional) Enter the name of the param listplistname

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2465

All Show Commands
show startup-config param-list



show startup-config pim
show startup-config pim [ all ]

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Display pim informationpim

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2466

All Show Commands
show startup-config pim



show startup-config pim6
show startup-config pim6 [ all ]

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Display pim6 informationpim6

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2467

All Show Commands
show startup-config pim6



show startup-config port-profile
show startup-config port-profile [ <all_profile_name> ]

Syntax Description

Show startup-configshow

Current startup configurationstartup-config

Display port-profile configurationport-profile

(Optional) Enter the name of the profileall_profile_name

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2468

All Show Commands
show startup-config port-profile



show startup-config port-security
show startup-config port-security [ all ]

Syntax Description

show startup-cfgshow

show startup system informationstartup-config

Display port-security configurationport-security

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2469

All Show Commands
show startup-config port-security



show startup-config ptp
show startup-config ptp [ all ]

Syntax Description

Current startup configurationstartup-config

show startup config for ptpptp

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2470

All Show Commands
show startup-config ptp



show startup-config radius
show startup-config radius

Syntax Description

show startup-cfgshow

show startup system informationstartup-config

Display radius configurationradius

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2471

All Show Commands
show startup-config radius



show startup-config rip
show startup-config rip [ all ]

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Display rip informationrip

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2472

All Show Commands
show startup-config rip



show startup-config routing ip multicast
show startup-config routing { ip | ipv4 } multicast [ all ]

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Display routing informationrouting

Display IP informationip

Display IP informationipv4

Display multicast informationmulticast

(Optional) Display startup config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2473

All Show Commands
show startup-config routing ip multicast



show startup-config routing ipv6 multicast
show startup-config routing ipv6 multicast [ all ]

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Display routing informationrouting

Display IPv6 informationipv6

Display multicast informationmulticast

(Optional) Display startup config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2474

All Show Commands
show startup-config routing ipv6 multicast



show startup-config rpm
show startup-config rpm [ all ]

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Display Route Policy Manager (RPM) informationrpm

(Optional) Display startup config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2475

All Show Commands
show startup-config rpm



show startup-config rsvp
show startup-config rsvp

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Display RSVP statusrsvp

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2476

All Show Commands
show startup-config rsvp



show startup-config security
show startup-config security

Syntax Description

show startup-cfgshow

show startup system informationstartup-config

Display security configurationsecurity

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2477

All Show Commands
show startup-config security



show startup-config services
show startup-config services

Syntax Description

show startup-cfgshow

show startup system informationstartup-config

servicesservices

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2478

All Show Commands
show startup-config services



show startup-config sflow
show startup-config sflow [ all ]

Syntax Description

Current startup configurationstartup-config

show startup config for sflowsflow

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2479

All Show Commands
show startup-config sflow



show startup-config snmp
show startup-config snmp [ all ]

Syntax Description

show startup-cfgshow

show startup system informationstartup-config

Display snmp configurationsnmp

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2480

All Show Commands
show startup-config snmp



show startup-config switch
show startup-config { switch-profile | include-switch-profile }

Syntax Description

Show running system informationshow

System startup configurationstartup-config

Show switch-profile informationswitch-profile

Show startup and switch-profile configurationinclude-switch-profile

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2481

All Show Commands
show startup-config switch



show startup-config tacacs
show startup-config tacacs +

Syntax Description

show startup-cfgshow

show startup system informationstartup-config

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2482

All Show Commands
show startup-config tacacs



show startup-config telemetry
show startup-config telemetry [ all ]

Syntax Description

show startup system configurationshow

show startup system informationstartup-config

Display telemetry configurationtelemetry

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2483

All Show Commands
show startup-config telemetry



show startup-config track
show startup-config track

Syntax Description

Show running system informationshow

Show the system startup configurationstartup-config

Show the track startup configurationtrack

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2484

All Show Commands
show startup-config track



show startup-config udld
show startup-config udld

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Show udld configurationudld

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2485

All Show Commands
show startup-config udld



show startup-config vdc-all
show startup-config vdc-all

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Display config from all VDCvdc-all

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2486

All Show Commands
show startup-config vdc-all



show startup-config vdc
show startup-config vdc [ all ]

Syntax Description

Show running system informationshow

Current saved configurationstartup-config

Show Virtual Device Contextsvdc

(Optional) show startup config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2487

All Show Commands
show startup-config vdc



show startup-config virtual-service
show startup-config virtual-service

Syntax Description

Show running system informationshow

System startup-config commandsstartup-config

Show startup config for virtualization servicesvirtual-service

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2488

All Show Commands
show startup-config virtual-service



show startup-config vlan
show startup-config vlan <vlan-id>

Syntax Description

Show running system informationshow

System startup-config commandsstartup-config

Vlan commandsvlan

VLAN ID 1-4094 or range(s): 1-5, 10 or 2-5,7-19vlan-id

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2489

All Show Commands
show startup-config vlan



show startup-config vlan
show startup-config vlan

Syntax Description

Show running system informationshow

System startup-config commandsstartup-config

Vlan commandsvlan

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2490

All Show Commands
show startup-config vlan



show startup-config vmtracker
show startup-config vmtracker [ all ]

Syntax Description

Show system informationshow

System startup configurationstartup-config

Show VMTracker configurationvmtracker

(Optional) Show VMTracker config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2491

All Show Commands
show startup-config vmtracker



show startup-config vpc
show startup-config vpc [ all ]

Syntax Description

Current startup configurationstartup-config

show startup config for vPCvpc

(Optional) show running config with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2492

All Show Commands
show startup-config vpc



show startup-config vrf
show startup-config vrf <vrf-cfg-name> [ all ]

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Display VRF informationvrf

Configurable VRF namevrf-cfg-name

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2493

All Show Commands
show startup-config vrf



show startup-config vrf default
show startup-config vrf default [ all ]

Syntax Description

Show running system informationshow

Current startup configurationstartup-config

Display VRF informationvrf

Known VRF namedefault

(Optional) Display running config with defaults clisall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2494

All Show Commands
show startup-config vrf default



show startup-config vrrp
show startup-config vrrp

Syntax Description

Show system informationshow

System startup configurationstartup-config

VRRP startup configurationvrrp

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2495

All Show Commands
show startup-config vrrp



show startup-config vrrpv3
show startup-config vrrpv3 [ all ]

Syntax Description

Show system informationshow

System startup configurationstartup-config

VRRPv3 startup configurationvrrpv3

(Optional) show startup config of VRRPv3 with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2496

All Show Commands
show startup-config vrrpv3



show startup-config vshd
show startup-config vshd

Syntax Description

Show startup system informationshow

Current startup configurationstartup-config

Show startup config for vshdvshd

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2497

All Show Commands
show startup-config vshd



show startup-config vtp
show startup-config vtp [ all ]

Syntax Description

Show running system informationshow

System startup-config commandsstartup-config

Show startup configuration for VTPvtp

(Optional) Show startup configuration for VTP with defaultsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2498

All Show Commands
show startup-config vtp



show summary
show { ip mbgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] | ip bgp [ vrf
{ <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] all | ip bgp [ vrf { <vrf-name> |
<vrf-known-name> | ALL_VRFS_012345678901234 } ] [ ipv4 [ { unicast | multicast } ] ] } summary [ vrf
{ <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ]

Syntax Description

Show running system informationshow

Display IP informationip

Display BGP status and configurationbgp

Display MBGP status and configurationmbgp

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Display summarized information of BGP statesummary

(Optional) Display BGP information for IPv4 address familyipv4

(Optional) Display BGP information for unicast address familyunicast

(Optional) Display BGP information for multicast address familymulticast

Display BGP information for all address familiesall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2499

All Show Commands
show summary



show switch-profile
show switch-profile [ <profile-name> ] { session-history | status commit } [ __readonly__ <prof-name>
TABLE_session <session_index> <start_usec> <start_time> <end_usec> <end_time> <revision_number>
<session_type> <session_subtype> <peer_triggered> <profile_status> <local_status> <local_error>
<peer_address> <peer_sync_status> <merge_flags> <remote_status> <remote_error> ]

Syntax Description

Show running system informationshow

Show switch-profileswitch-profile

Switch-profile session-historysession-history

(Optional) switch-profile nameprofile-name

Switch-profile sync statusstatus

Switch-profile last commit statuscommit

(Optional)__readonly__

(Optional)prof-name

(Optional)TABLE_session

(Optional)session_index

(Optional)start_usec

(Optional)start_time

(Optional)end_usec

(Optional)end_time

(Optional)revision_number

(Optional)session_type

(Optional)session_subtype

(Optional)peer_triggered

(Optional)profile_status

(Optional)local_status

(Optional)local_error

(Optional)peer_address

(Optional)peer_sync_status

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2500

All Show Commands
show switch-profile



(Optional)merge_flags

(Optional)remote_status

(Optional)remote_error

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2501

All Show Commands
show switch-profile



show switch-profile
show switch-profile [ __readonly__ <profile_name> <cfg_rev> ]

Syntax Description

Show running system informationshow

Show switch-profilesswitch-profile

(Optional)__readonly__

(Optional)profile_name

(Optional)cfg_rev

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2502

All Show Commands
show switch-profile



show switch-profile buffer
show switch-profile [ <profile-name> ] buffer [ __readonly__ <prof-name> <seq_no> <cmd> ]

Syntax Description

Show running system informationshow

Show switch-profileswitch-profile

buffered commandsbuffer

(Optional) switch-profile nameprofile-name

(Optional)__readonly__

(Optional)prof-name

(Optional)seq_no

(Optional)cmd

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2503

All Show Commands
show switch-profile buffer



show switch-profile peer
show switch-profile [ <profile-name> ] peer [ <dest-ip> ] [ details ] [ __readonly__ <prof-name> <rev>
<peer_address> <peer_sync_status> <merge_flags> <remote_status> <remote_error> <cmd> ]

Syntax Description

Show running system informationshow

Show switch-profileswitch-profile

(Optional) switch-profile nameprofile-name

peer infopeer

(Optional) IPv4 address (A.B.C.D) of destinationdest-ip

(Optional) information in detaildetails

(Optional)__readonly__

(Optional)prof-name

(Optional)rev

(Optional)peer_address

(Optional)peer_sync_status

(Optional)merge_flags

(Optional)remote_status

(Optional)remote_error

(Optional)cmd

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2504

All Show Commands
show switch-profile peer



show switch-profile status
show switch-profile [ <profile-name> ] status [ __readonly__ <prof-name> <start_usec> <start_time>
<end_usec> <end_time> <revision_number> <session_type> <session_subtype> <peer_triggered>
<profile_status> <local_status> <local_error> <peer_address> <peer_sync_status> <merge_flags>
<remote_status> <remote_error> ]

Syntax Description

Show running system informationshow

Show switch-profileswitch-profile

Switch-profile sync statusstatus

(Optional) switch-profile nameprofile-name

(Optional)__readonly__

(Optional)prof-name

(Optional)start_usec

(Optional)start_time

(Optional)end_usec

(Optional)end_time

(Optional)revision_number

(Optional)session_type

(Optional)session_subtype

(Optional)peer_triggered

(Optional)profile_status

(Optional)local_status

(Optional)local_error

(Optional)peer_address

(Optional)peer_sync_status

(Optional)merge_flags

(Optional)remote_status

(Optional)remote_error

Command Mode

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2505

All Show Commands
show switch-profile status



• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2506

All Show Commands
show switch-profile status



show switch-scope controller
show switch-scope controller

Syntax Description

Show running system informationshow

switch-scopeswitch-scope

Controller commandcontroller

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2507

All Show Commands
show switch-scope controller



show switching-mode
show switching-mode [ __readonly__ TABLE_switching_mode <switching-mode-desc> ]

Syntax Description

Show running system informationshow

Show the operating switching modeswitching-mode

(Optional)__readonly__

(Optional) the xml switching_mode configurationTABLE_switching_mode

(Optional) switching mode descriptionswitching-mode-desc

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2508

All Show Commands
show switching-mode



show switching-mode fabric-speed
show switching-mode fabric-speed [ __readonly__ TABLE_switching_mode <switching-mode-desc> ]

Syntax Description

Show running system informationshow

Show the operating switching modeswitching-mode

(Optional)__readonly__

(Optional) the xml switching_mode configurationTABLE_switching_mode

(Optional) switching mode descriptionswitching-mode-desc

Show the fabric speedfabric-speed

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2509

All Show Commands
show switching-mode fabric-speed



show system acl
show system acl [ __readonly__ TABLE_system_acl <protocol> [ TABLE_type <type> <acl_name> <inout>
] ]

Syntax Description

Show running system informationshow

System management commandssystem

ACL parametersacl

(Optional)__readonly__

(Optional)TABLE_system_acl

(Optional) protocolprotocol

(Optional)TABLE_type

(Optional) typetype

(Optional)acl_name

(Optional) Traffic directioninout

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2510

All Show Commands
show system acl



show system auto-collect tech-support
show system auto-collect tech-support

Syntax Description

Show running system informationshow

System management commandssystem

Auto collection of informationauto-collect

Collect tech-support in case of service causing supervisor resettech-support

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2511

All Show Commands
show system auto-collect tech-support



show system boottime
show system boottime [ __readonly__ { TABLE_uptimeinf <slot> <starttime> <daysup> <hoursup>
<minutesup> <secondsup> } ]

Syntax Description

Show running system informationshow

System-related show commandssystem

Show platform boot time of each mdouleboottime

(Optional)__readonly__

(Optional) Show uptime infoTABLE_uptimeinf

(Optional) Slotslot

(Optional) Start Timestarttime

(Optional) Days Updaysup

(Optional) Hours Uphoursup

(Optional) Minutes Upminutesup

(Optional) Seconds Upsecondsup

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2512

All Show Commands
show system boottime



show system clis event-history
show system [ internal ] clis event-history { nvdb | client | errors | parser | ha | cli | objstr | objstr-errors }

Syntax Description

Display outputshow

System-related show commandssystem

(Optional) Commands for internal useinternal

cli serverclis

Event history logs for clisevent-history

Log of NVDB and PSS eventsnvdb

Log of client interaction eventsclient

Log of errorserrors

Log of parser eventsparser

Log of ha eventsha

Log of command eventscli

Log of Object Store eventsobjstr

Log of Object Store error eventsobjstr-errors

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2513

All Show Commands
show system clis event-history



show system cores
show system cores [ __readonly__ { <content> } ]

Syntax Description

Show running system informationshow

System-related show commandssystem

Displays core transfer optioncores

(Optional)__readonly__

(Optional) Core transfer optioncontent

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2514

All Show Commands
show system cores



show system dme status
show system dme status

Syntax Description

Show running system informationshow

System-related show commandssystem

Display dme informationdme

Display dme enable/disable status informationstatus

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2515

All Show Commands
show system dme status



show system error-id
show system error-id { list | <i0> } [ __readonly__ <errorid> <facility> <desc> ]

Syntax Description

Show running system informationshow

System-related show commandssystem

Show description about errorserror-id

Show description about all error IDslist

Show description about specific errori0

(Optional)__readonly__

(Optional)errorid

(Optional)facility

(Optional)desc

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2516

All Show Commands
show system error-id



show system exception-info
show system exception-info

Syntax Description

Show running system informationshow

System-related show commandssystem

Show last exception log informationexception-info

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2517

All Show Commands
show system exception-info



show system fabric-mode
show system fabric-mode [ __readonly__ TABLE_system_fabric_mode <system-fabric-mode-desc> ]

Syntax Description

Show running system informationshow

Show system informationsystem

Show the fabric operation mode informationfabric-mode

(Optional)__readonly__

(Optional) the xml system_fabric_mode configurationTABLE_system_fabric_mode

(Optional) system fabric mode descriptionsystem-fabric-mode-desc

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2518

All Show Commands
show system fabric-mode



show system fast-reload stabilization-timer
show system fast-reload stabilization-timer

Syntax Description

Show running system informationshow

System management commandssystem

fast-reload softwarefast-reload

Network stabilization time in seconds before fast-reload can be executed
after the previous reload

stabilization-timer

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2519

All Show Commands
show system fast-reload stabilization-timer



show system inband queuing statistics
show system inband queuing statistics [ __readonly__ { TABLE_sys_inband_queue_stats <inbandpktunmap>
<inbandpktbpduqueue> <inbandpktmapq0> <inbandpktmapq1> <klmpktmapbpdu> <klmpktmaparp>
<klmpktmapq0> <klmpktmapq1> <klmpktmapveobc> <queuename> [ TABLE_bpdu_stats { <pmrecvpkts>
<pmdroppkts> <pmcongested> <rcvbuf> <sndbuf> <pmnodrop> } ] [ TABLE_q_stats { <indexstat>
<ipmrecvpkts> <ipmdroppkts> <ipmcongested> <ircvbuf> <isndbuf> <ipmnodrop> } ] } ]

Syntax Description

Show running system informationshow

System-related show commandssystem

Inband Commandsinband

Inband Queuing commandsqueuing

Inband statisticsstatistics

(Optional)__readonly__

(Optional) System Inband StatisticsTABLE_sys_inband_queue_stats

(Optional) Inband packets unmappedinbandpktunmap

(Optional) Inband packets mapped to bpduinbandpktbpduqueue

(Optional) Inband packets mapped to q0inbandpktmapq0

(Optional) Inband packets mapped to q1inbandpktmapq1

(Optional) In KLM packets mapped to bpduklmpktmapbpdu

(Optional) In KLM packets mapped to arpklmpktmaparp

(Optional) In KLM packets mapped to q0klmpktmapq0

(Optional) In KLM packets mapped to q1klmpktmapq1

(Optional) In KLM packets mapped to veobcklmpktmapveobc

(Optional) Inband queue namequeuename

(Optional) BPDU StatisticsTABLE_bpdu_stats

(Optional) BPDU Receive Packetspmrecvpkts

(Optional) BPDU Drop Packetspmdroppkts

(Optional) BPDU Congestedpmcongested

(Optional) BPDU Receive Bufferrcvbuf

(Optional) BPDU Send Buffersndbuf

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2520

All Show Commands
show system inband queuing statistics



(Optional) BPDU No droppmnodrop

(Optional) Queue StatisticsTABLE_q_stats

(Optional) Queue Indexindexstat

(Optional) Queue receive packetsipmrecvpkts

(Optional) Queue drop packetsipmdroppkts

(Optional) Queue Congestedipmcongested

(Optional) Queue receive bufferircvbuf

(Optional) Queue send bufferisndbuf

(Optional) Queue no dropipmnodrop

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2521

All Show Commands
show system inband queuing statistics



show system inband queuing status
show system inband queuing status [ __readonly__ [ { TABLE_sys_inband_queue_status <pminbandweigh0>
<pminbandweigh1> <pminbandweigh2> } ] ]

Syntax Description

Show running system informationshow

System-related show commandssystem

Inband Commandsinband

Inband Queuing commandsqueuing

Selective Packet Discard Informationstatus

(Optional)__readonly__

(Optional) System Inband StatusTABLE_sys_inband_queue_status

(Optional) BPDU Weightpminbandweigh0

(Optional) Q0 Weightpminbandweigh1

(Optional) Q1 Weightpminbandweigh2

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2522

All Show Commands
show system inband queuing status



show system kgdb
show system kgdb

Syntax Description

Show running system informationshow

System-related show commandssystem

Displays state of kgdb_enable flagkgdb

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2523

All Show Commands
show system kgdb



show system login
show system login [ __readonly__ [ <acc_list> <attempts> ] [ <within> <block_for> <time> ] [ <fail_count>
] ]

Syntax Description

Show running system informationshow

System-related show commandssystem

Display Secure Login Configurations and Statelogin

(Optional)__readonly__

(Optional) Appiled ACL'sacc_list

(Optional) Number of login failuresattempts

(Optional) Number of login failures within timewithin

(Optional) Login disabled for timeblock_for

(Optional) Time remaining to re-enble logintime

(Optional) Login failure countfail_count

Command Mode

• /exec
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show system login failures
show system login failures [ __readonly__ [ { TABLE_loginStats <username> <port> <remote_addr>
<app_name> <time> } ] ]

Syntax Description

Show running system informationshow

System-related show commandssystem

Secure Loginlogin

Display Login failures in the current watch periodfailures

(Optional)__readonly__

(Optional)TABLE_loginStats

(Optional) User nameusername

(Optional) Login port numberport

(Optional) Remote addressremote_addr

(Optional) Application nameapp_name

(Optional) Login timetime

Command Mode

• /exec
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show system memory-thresholds
show system memory-thresholds [ __readonly__ <critical_mem_threshold> <severe_mem_threshold>
<minor_mem_threshold> ]

Syntax Description

Show running system informationshow

(Optional)__readonly__

(Optional) Critical System Memory Thresholdcritical_mem_threshold

(Optional) Severe System Memory Thresholdsevere_mem_threshold

(Optional) Minor System Memory Thresholdminor_mem_threshold

System management commandssystem

Set memory thresholds on the cardmemory-thresholds

Command Mode

• /exec
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show system mode
show system mode [ __readonly__ <system_mode> [ <timer_state> ] ]

Syntax Description

Show running system informationshow

System configuration commandssystem

Show system modemode

(Optional)__readonly__

(Optional) system modesystem_mode

(Optional) timer statetimer_state

Command Mode

• /exec
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show system nve infra-vlans
show system nve infra-vlans [ __readonly__ <output> ]

Syntax Description

Show running system informationshow

System-related show commandssystem

Show NVE informationnve

Show NVE infra-vlans related informationinfra-vlans

(Optional)__readonly__

(Optional)output

Command Mode

• /exec
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show system pss shrink status
show system pss shrink status [ details ] [ __readonly__ { [ <summary> ] [ TABLE_per_vdc <vdc_id> [
TABLE_detail_events <service> <vdc> <event> ] ] [ TABLE_events <service> <vdc> <event> ] } ]

Syntax Description

Show running system informationshow

System-related show commandssystem

Displays last pss shrink statuspss

Displays last pss shrink statusshrink

Displays last pss shrink statusstatus

(Optional) Displays last pss shrink status detailsdetails

(Optional)__readonly__

(Optional) PSS shrink summarysummary

(Optional)TABLE_per_vdc

(Optional) VDC idvdc_id

(Optional) PSS shrink eventsTABLE_detail_events

(Optional) Service nameservice

(Optional) VDC numbervdc

(Optional) PSS evnetsevent

(Optional) PSS shrink eventsTABLE_events

(Optional) Service nameservice

(Optional) VDC numbervdc

(Optional) PSS evnetsevent

Command Mode

• /exec
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show system redundancy ha status
show system redundancy ha status [ __readonly__ { [ TABLE_ha_status <vdc_id> <this_sup_internal_state>
<other_sup_internal_state> ] } ]

Syntax Description

Show running system informationshow

System-related show commandssystem

redundancy statusredundancy

vdc redundancy statusha

all vdc redundancy statusstatus

(Optional)__readonly__

(Optional) HA status for all vdcsTABLE_ha_status

(Optional) vdc idvdc_id

(Optional) This Supervisor Statethis_sup_internal_state

(Optional) Remote Supervisor Stateother_sup_internal_state

Command Mode

• /exec
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show system redundancy status
show system redundancy status [ __readonly__ { <rdn_mode_admin> <rdn_mode_oper> <this_sup>
<this_sup_rdn_state> <this_sup_sup_state> <this_sup_internal_state> [ <other_sup> ] [ <other_sup_rdn_state>
] [ <other_sup_sup_state> ] [ <other_sup_internal_state> ] } ]

Syntax Description

Show running system informationshow

System-related show commandssystem

redundancy statusredundancy

Current redundancy statusstatus

(Optional) readonly__readonly__

(Optional) Redundancy Mode Adminrdn_mode_admin

(Optional) Redundancy Mode Operationalrdn_mode_oper

(Optional) This Supervisorthis_sup

(Optional) Redundancy Statethis_sup_rdn_state

(Optional) Supervisor Statethis_sup_sup_state

(Optional) Supervisor Statethis_sup_internal_state

(Optional) Other Supervisorother_sup

(Optional) Supervisor Stateother_sup_sup_state

(Optional) Redundancy tateother_sup_rdn_state

(Optional) Supervisor Stateother_sup_internal_state

Command Mode

• /exec
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show system reset-reason
show system reset-reason [ __readonly__ { TABLE_reason <slot> { TABLE_rr <time> <reason> <service>
<version> } } ]

Syntax Description

Show running system informationshow

System-related show commandssystem

Show last reset reasonreset-reason

(Optional)__readonly__

(Optional) Reset reason infoTABLE_reason

(Optional) slotslot

(Optional) reset reasonTABLE_rr

(Optional) timetime

(Optional) reset reasonreason

(Optional) service nameservice

(Optional) versionversion

Command Mode

• /exec
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show system reset-reason
show system reset-reason <s0> <santa-cruz-range> [ __readonly__ { TABLE_xbarreason <slot> { TABLE_rr
<time> <reason> <service> <version> } } ]

Syntax Description

Show running system informationshow

System-related show commandssystem

Show last reset reasonreset-reason

Show xbar module reset reasons0

please enter the xbar module numbersanta-cruz-range

(Optional)__readonly__

(Optional) Reset reason infoTABLE_xbarreason

(Optional) slotslot

(Optional) reset reasonTABLE_rr

(Optional) timetime

(Optional) reset reasonreason

(Optional) service nameservice

(Optional) versionversion

Command Mode

• /exec
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show system reset-reason fex
show system reset-reason fex <i>

Syntax Description

Show running system informationshow

System-related show commandssystem

Show last reset reasonreset-reason

Show fex last reset reasonfex

Enter FEX identifieri

Command Mode

• /exec
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show system reset-reason module
show system reset-reason module <module> [ __readonly__ { TABLE_reason <slot> { TABLE_rr <time>
<reason> <service> <version> } } ]

Syntax Description

Show running system informationshow

System-related show commandssystem

Show last reset reasonreset-reason

Show per module reset-reason codemodule

please enter module numbermodule

(Optional)__readonly__

(Optional) Reset reason infoTABLE_reason

(Optional) slotslot

(Optional) reset reasonTABLE_rr

(Optional) timetime

(Optional) reset reasonreason

(Optional) service nameservice

(Optional) versionversion

Command Mode

• /exec
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show system resources
show system resources <i0>

Syntax Description

Show running system informationshow

System-related show commandssystem

Show system resourcesresources

time interval in secondsi0

Command Mode

• /exec
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show system resources
show system resources [ __readonly__ { [ <load_avg_1min> ] [ <load_avg_5min> ] [ <load_avg_15min> ]
[ <processes_total> ] [ <processes_running> ] [ <cpu_state_user> ] [ <cpu_state_kernel> ] [ <cpu_state_idle>
] [ TABLE_cpu_usage <cpuid> <user> <kernel> <idle> ] [ <memory_usage_total> ] [ <memory_usage_used>
] [ <memory_usage_free> ] [ <current_memory_status> ] } ]

Syntax Description

Show running system informationshow

System-related show commandssystem

Show system resourcesresources

(Optional)__readonly__

(Optional) All Cpu Usage InformationTABLE_cpu_usage

(Optional) Load Average 1 Minload_avg_1min

(Optional) Load Average 5 Minload_avg_5min

(Optional) Load Average 15 Minload_avg_15min

(Optional) Total processesprocesses_total

(Optional) Running Processesprocesses_running

(Optional) CPU State Usercpu_state_user

(Optional) CPU State Kernelcpu_state_kernel

(Optional) CPU State Idlecpu_state_idle

(Optional) CPU idcpuid

(Optional) user timeuser

(Optional) kernel timekernel

(Optional) idle timeidle

(Optional) Memory Usage Totalmemory_usage_total

(Optional) Memory Usage Usedmemory_usage_used

(Optional) Memory Usage Freememory_usage_free

(Optional) Current Memory Statuscurrent_memory_status

Command Mode

• /exec
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show system resources module
show system resources [ <i0> ] module <module>

Syntax Description

Show running system informationshow

System-related show commandssystem

Show system resourcesresources

(Optional) time interval in secondsi0

Show system resources for specified modulemodule

module numbermodule

Command Mode

• /exec
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show system resources module all
show system resources [ <i0> ] module all

Syntax Description

Show running system informationshow

System-related show commandssystem

Show system resourcesresources

(Optional) time interval in secondsi0

Show system resources for specified modulemodule

Show system resources for all modulesall

Command Mode

• /exec
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show system routing mode
show system routing mode [ __readonly__ TABLE_system_routing_mode <system-routing-mode-desc> ]

Syntax Description

Show running system informationshow

Show system informationsystem

Show routing related informationrouting

Show mode related informationmode

(Optional)__readonly__

(Optional) the xml system_routing_mode configurationTABLE_system_routing_mode

(Optional) system routing mode descriptionsystem-routing-mode-desc

Command Mode

• /exec
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show system srg
show system srg

Syntax Description

Show running system informationshow

System-related show commandssystem

Displays the system SRGsrg

Command Mode

• /exec
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show system standby manual-boot
show system standby manual-boot [ __readonly__ { <content> } ]

Syntax Description

Show running system informationshow

System-related show commandssystem

Displays system standby manual boot optionstandby

Displays system standby manual boot optionmanual-boot

(Optional)__readonly__

(Optional) Displays system standby manual boot optioncontent

Command Mode

• /exec
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show system switch-mode
show system switch-mode [ __readonly__ <op_mode> ]

Syntax Description

Show running system informationshow

System-related show commandssystem

Show current operational mode of the switchswitch-mode

(Optional)__readonly__

(Optional) Operational Modeop_mode

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2543

All Show Commands
show system switch-mode



show system switchover impact
show system switchover impact [ <uri0> [ <uri1> ] ]

Syntax Description

Show running system informationshow

System-related show commandssystem

Show the software switchover impact between two imagesswitchover

impact {standby_system_uri} {active_system_uri}impact

(Optional) Enter standby URIuri0

(Optional) Enter active URIuri1

Command Mode

• /exec
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show system uptime
show system uptime [ __readonly__ { <sys_st_time> <sys_up_days> <sys_up_hrs> <sys_up_mins>
<sys_up_secs> <kn_up_days> <kn_up_hrs> <kn_up_mins> <kn_up_secs> [ <as_up_days> ] [ <as_up_hrs>
] [ <as_up_mins> ] [ <as_up_secs> ] } ]

Syntax Description

Show running system informationshow

System-related show commandssystem

Show how long the system has been up and runninguptime

(Optional) readonly__readonly__

(Optional) System Start Timesys_st_time

(Optional) System Uptime Dayssys_up_days

(Optional) System Uptime Hourssys_up_hrs

(Optional) System Uptime Minutessys_up_mins

(Optional) System Uptime Secondssys_up_secs

(Optional) Kernel Uptime Dayskn_up_days

(Optional) Kernel Uptime Hourskn_up_hrs

(Optional) Kernel Uptime Minuteskn_up_mins

(Optional) Kernel Uptime Secondskn_up_secs

(Optional) Active Sup Uptime Daysas_up_days

(Optional) Active Sup Uptime Hoursas_up_hrs

(Optional) Active Sup Uptime Minutesas_up_mins

(Optional) Active Sup Uptime Secondsas_up_secs

Command Mode

• /exec
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show system verify bios flash
show system verify bios { flash <i0> [ module <module> ] | protection <i1> [ module <module1> ] }

Syntax Description

Show running system informationshow

System-related show commandssystem

Verify commandsverify

Verify biosbios

verify bios flash or protection statusflash

Select primary or alternate flashi0

(Optional) Module numbermodule

(Optional) Enter module numbermodule

verify bios flash or protection statusprotection

Select primary or alternate flashi1

(Optional) Module numbermodule

(Optional) Enter module numbermodule1

Command Mode

• /exec
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show system vlan reserved
show system vlan reserved [ __readonly__ { TABLE_vlan <current_reserved_vlan_start>
<current_reserved_vlan_end> <future_reserved_vlan_start> <future_reserved_vlan_end> } ]

Syntax Description

Show running system informationshow

system wide configurationsystem

VLAN statusvlan

Show system VLAN allocationreserved

(Optional) Read Only__readonly__

(Optional)TABLE_vlan

(Optional) System current running reserved vlan startcurrent_reserved_vlan_start

(Optional) System current running reserved vlan endcurrent_reserved_vlan_end

(Optional) System future running reserved vlan startfuture_reserved_vlan_start

(Optional) System future running reserved vlan endfuture_reserved_vlan_end

Command Mode

• /exec
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T Show Commands

• show table-map, on page 2555
• show tacacs-server, on page 2556
• show tacacs-server, on page 2557
• show tacacs-server directed-request, on page 2558
• show tacacs-server groups, on page 2559
• show tacacs-server sorted, on page 2560
• show tacacs-server statistics, on page 2561
• show tech-support, on page 2563
• show tech-support aaa, on page 2564
• show tech-support aclmgr, on page 2565
• show tech-support aclmgr compressed, on page 2566
• show tech-support aclqos, on page 2567
• show tech-support aclqos compressed, on page 2568
• show tech-support adjmgr, on page 2569
• show tech-support all-binary, on page 2570
• show tech-support all, on page 2571
• show tech-support all binary, on page 2572
• show tech-support analytics, on page 2573
• show tech-support arp, on page 2574
• show tech-support ascii-cfg, on page 2575
• show tech-support bcm, on page 2576
• show tech-support bfd, on page 2577
• show tech-support bgp, on page 2578
• show tech-support biosd, on page 2579
• show tech-support bloggerd-all, on page 2580
• show tech-support bloggerd, on page 2581
• show tech-support bootvar, on page 2582
• show tech-support brief, on page 2583
• show tech-support callhome, on page 2584
• show tech-support cdp, on page 2585
• show tech-support cert-enroll, on page 2586
• show tech-support cfs, on page 2587
• show tech-support cli, on page 2588
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• show tech-support clis, on page 2589
• show tech-support clock_manager, on page 2590
• show tech-support commands, on page 2591
• show tech-support controller, on page 2592
• show tech-support copp, on page 2593
• show tech-support dcbx, on page 2594
• show tech-support details, on page 2595
• show tech-support dhclient, on page 2596
• show tech-support dhcp, on page 2597
• show tech-support dme, on page 2598
• show tech-support dot1x, on page 2599
• show tech-support eem, on page 2600
• show tech-support eigrp, on page 2601
• show tech-support eltm, on page 2602
• show tech-support ethpm, on page 2603
• show tech-support evb, on page 2604
• show tech-support fabric forwarding, on page 2605
• show tech-support fabricpath isis, on page 2606
• show tech-support fabricpath topology, on page 2607
• show tech-support fast-reload, on page 2608
• show tech-support fex, on page 2609
• show tech-support fips, on page 2610
• show tech-support forwarding l2 multicast, on page 2611
• show tech-support forwarding l2 multicast vdc-all, on page 2612
• show tech-support forwarding l2 unicast, on page 2613
• show tech-support forwarding l3 multicast, on page 2614
• show tech-support forwarding l3 multicast detail, on page 2615
• show tech-support forwarding l3 multicast detail vdc-all, on page 2616
• show tech-support forwarding l3 multicast vdc-all, on page 2617
• show tech-support forwarding l3 unicast, on page 2618
• show tech-support forwarding l3 unicast detail, on page 2619
• show tech-support forwarding l3 unicast detail vdc-all, on page 2620
• show tech-support forwarding l3 unicast vdc-all, on page 2621
• show tech-support forwarding mpls, on page 2622
• show tech-support forwarding multicast, on page 2623
• show tech-support gold, on page 2624
• show tech-support gpixm, on page 2625
• show tech-support ha, on page 2626
• show tech-support ha module, on page 2627
• show tech-support ha standby, on page 2628
• show tech-support hsrp, on page 2629
• show tech-support hsrp brief, on page 2630
• show tech-support icmpv6, on page 2631
• show tech-support im, on page 2632
• show tech-support imp, on page 2633
• show tech-support inband counters, on page 2634
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• show tech-support include-time, on page 2635
• show tech-support install, on page 2636
• show tech-support interface-vlan, on page 2637
• show tech-support ip, on page 2638
• show tech-support ip igmp, on page 2639
• show tech-support ip igmp snooping, on page 2640
• show tech-support ip msdp, on page 2641
• show tech-support ip pim, on page 2642
• show tech-support ip rsvp, on page 2643
• show tech-support ipqos, on page 2644
• show tech-support ipv6, on page 2645
• show tech-support ipv6 multicast, on page 2646
• show tech-support ipv6 pim, on page 2647
• show tech-support isis, on page 2648
• show tech-support issu, on page 2649
• show tech-support kstack, on page 2650
• show tech-support l2, on page 2651
• show tech-support l2fm, on page 2652
• show tech-support l2fm clients, on page 2653
• show tech-support l2fm detail, on page 2654
• show tech-support l2fm l2dbg, on page 2655
• show tech-support l2fm l2dbg, on page 2656
• show tech-support l2rib, on page 2657
• show tech-support l3vm, on page 2658
• show tech-support l3vpn, on page 2659
• show tech-support lacp, on page 2660
• show tech-support ldap, on page 2661
• show tech-support license, on page 2662
• show tech-support lim, on page 2663
• show tech-support lisp, on page 2664
• show tech-support lldp, on page 2665
• show tech-support logging, on page 2666
• show tech-support m2rib, on page 2667
• show tech-support macsec, on page 2668
• show tech-support mfwd, on page 2669
• show tech-support mmode, on page 2670
• show tech-support module, on page 2671
• show tech-support module all, on page 2672
• show tech-support monitor, on page 2673
• show tech-support monitor erspan, on page 2674
• show tech-support monitorc-all, on page 2675
• show tech-support mpls ldp, on page 2676
• show tech-support mpls manager, on page 2677
• show tech-support mpls static, on page 2678
• show tech-support mpls strip, on page 2679
• show tech-support mpls switching, on page 2680

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2551

All Show Commands



• show tech-support mpls traffic-eng, on page 2681
• show tech-support mplsfwd, on page 2682
• show tech-support multicast-vxlan-evpn, on page 2683
• show tech-support multicast, on page 2684
• show tech-support mvpn, on page 2685
• show tech-support nat, on page 2686
• show tech-support nbm, on page 2687
• show tech-support netflow, on page 2688
• show tech-support netstack, on page 2689
• show tech-support netstack detail, on page 2690
• show tech-support ngoam, on page 2691
• show tech-support npacl, on page 2692
• show tech-support ns, on page 2693
• show tech-support ntp, on page 2694
• show tech-support nve, on page 2695
• show tech-support nxsdk, on page 2696
• show tech-support object-store user, on page 2697
• show tech-support onep, on page 2698
• show tech-support ospf, on page 2699
• show tech-support ospfv3, on page 2700
• show tech-support otv, on page 2701
• show tech-support page, on page 2702
• show tech-support patch, on page 2703
• show tech-support pbr, on page 2704
• show tech-support pfstat, on page 2705
• show tech-support pixm-all, on page 2706
• show tech-support pixm, on page 2707
• show tech-support pixmc-all, on page 2708
• show tech-support pktmgr, on page 2709
• show tech-support platform-sdk, on page 2710
• show tech-support platform, on page 2711
• show tech-support plcmgr, on page 2712
• show tech-support pltfm-config, on page 2713
• show tech-support port-channel, on page 2714
• show tech-support port-client-all, on page 2715
• show tech-support port-profile, on page 2716
• show tech-support port-security, on page 2717
• show tech-support port, on page 2718
• show tech-support private-vlan, on page 2719
• show tech-support ptp, on page 2720
• show tech-support radius, on page 2721
• show tech-support rip, on page 2722
• show tech-support routing, on page 2723
• show tech-support routing ipv6, on page 2724
• show tech-support routing ipv6 multicast, on page 2725
• show tech-support routing multicast, on page 2726
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• show tech-support rpm, on page 2727
• show tech-support sal, on page 2728
• show tech-support satmgr, on page 2729
• show tech-support security, on page 2730
• show tech-support services, on page 2731
• show tech-support services, on page 2732
• show tech-support session-mgr, on page 2733
• show tech-support sflow, on page 2734
• show tech-support single-jericho, on page 2735
• show tech-support sksd, on page 2736
• show tech-support sla responder, on page 2737
• show tech-support sla sender, on page 2738
• show tech-support smm, on page 2739
• show tech-support snmp, on page 2740
• show tech-support sockets, on page 2741
• show tech-support spm, on page 2742
• show tech-support statsclient, on page 2743
• show tech-support stp, on page 2744
• show tech-support sup-filesys, on page 2745
• show tech-support sysmgr, on page 2746
• show tech-support tacacs, on page 2747
• show tech-support telemetry, on page 2748
• show tech-support track, on page 2749
• show tech-support tunnel, on page 2750
• show tech-support udld, on page 2751
• show tech-support usd-all, on page 2752
• show tech-support vdc, on page 2753
• show tech-support virtual-service, on page 2754
• show tech-support vlan, on page 2755
• show tech-support vmtracker, on page 2756
• show tech-support vntag, on page 2757
• show tech-support vpc, on page 2758
• show tech-support vpc app-only, on page 2759
• show tech-support vpc vxlan, on page 2760
• show tech-support vrrp, on page 2761
• show tech-support vrrp brief, on page 2762
• show tech-support vrrpv3, on page 2763
• show tech-support vshd, on page 2764
• show tech-support vtp, on page 2765
• show tech-support vxlan-evpn, on page 2766
• show tech-support vxlan, on page 2767
• show tech-support vxlan platform, on page 2768
• show tech-support xbar, on page 2769
• show tech-support xml, on page 2770
• show telemetry control database, on page 2771
• show telemetry data collector brief, on page 2772
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• show telemetry event collector stats, on page 2773
• show telemetry pipeline stats, on page 2774
• show telemetry transport, on page 2775
• show telnet server, on page 2776
• show terminal, on page 2777
• show terminal output xml version, on page 2778
• show time-range, on page 2779
• show track, on page 2781
• show track brief, on page 2783
• show ttag brief, on page 2785
• show tunnel iftable, on page 2786
• show tunnel inetconfigtable, on page 2787
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show table-map
show table-map [ <tmap-name> | <default-tmap-enum-name> ] [ __readonly__ { [ TABLE_tmap <tmap-name>
[ <desc> ] [ <def-value> ] [ <def-copy> ] [ <def-ignore> ] [ TABLE_list <frm-list> <to-val> ] ] } ]

Syntax Description

Show running system informationshow

Table mapstable-map

(Optional) all tmap xml sessionsTABLE_tmap

(Optional) Show a particular table maptmap-name

(Optional)default-tmap-enum-name

(Optional)__readonly__

(Optional) Description stringdesc

(Optional) Unspecified entries will default to this valuedef-value

(Optional) Map unspecified values to equivalent output valuedef-copy

(Optional) Ignore unspecified valuesdef-ignore

(Optional) table map listsTABLE_list

(Optional) Original list of values which are to be mappedfrm-list

(Optional) To valueto-val

Command Mode

• /exec
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show tacacs-server
show tacacs-server [ __readonly__ [ <global_secretKey> ] { <global_timeout> <global_deadtime> } [
<global_source_intf> ] [ <global_idle_time> ] { [ <global_testUsername> ] [ <global_testPassword> ] } {
<server_count> } [ TABLE_server <server_ip> <port> [ <secretKey> ] [ <timeout> ] ] [ { <host0>
<tacacs_port> <shared_key> <idle_time><test_username> <test_password> } + ] ]

Syntax Description

Show running system informationshow

Show TACACS+ configuration informationtacacs-server

(Optional)__readonly__

(Optional) Global shared secretglobal_secretKey

(Optional) Global timeout for tacacsglobal_timeout

(Optional) Global deadtimeglobal_deadtime

(Optional) Tacacs global source interfaceglobal_source_intf

(Optional) Tacacs global idle-time for server monitoringglobal_idle_time

(Optional) Username of global test parametersglobal_testUsername

(Optional) Password of global test parametersglobal_testPassword

(Optional) Total number of tacacs servers configuredserver_count

(Optional)TABLE_server

(Optional) Ip address of the serverserver_ip

(Optional) Port used for this serverport

(Optional) Shared secret between the server and the tacacs clientsecretKey

(Optional) Timeout for this tacacs servertimeout

(Optional) DNS name or IP addresshost0

(Optional) TACACS+ server porttacacs_port

(Optional) TACACS+ shared secretshared_key

(Optional) User password in test packetstest_password

Command Mode

• /exec
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show tacacs-server
show tacacs-server { <host0> } [ __readonly__ { <host1> } <tacacs_port> <shared_key>
<idle_time><test_username> <test_password> ]

Syntax Description

Show running system informationshow

Show TACACS+ configuration informationtacacs-server

DNS name or IP addresshost0

(Optional)__readonly__

(Optional) DNS name or IP addresshost1

(Optional) TACACS+ server porttacacs_port

(Optional) TACACS+ shared secretshared_key

(Optional) User password in test packetstest_password

Command Mode

• /exec
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show tacacs-server directed-request
show tacacs-server directed-request [ __readonly__ { <tacacs_directedRequest_status> } ]

Syntax Description

Show running system informationshow

Show TACACS+ configuration informationtacacs-server

Show directed server enable configurationdirected-request

(Optional)__readonly__

(Optional) status of tacacs-server directed requesttacacs_directedRequest_status

Command Mode

• /exec
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show tacacs-server groups
show tacacs-server groups [ <s0> ] [ __readonly__ [ <num_of_groups> ] [ TABLE_group <group_name> [
TABLE_server <server_ip> [ <port> ] ] [ <dead_time> ] [ <vrf_name> ] [ <source_interface> ] ] ]

Syntax Description

Show running system informationshow

Show TACACS+ configuration informationtacacs-server

Show TACACS+ server group configuration informationgroups

(Optional) TACACS+ server group names0

(Optional)__readonly__

(Optional) number of groupsnum_of_groups

(Optional)TABLE_group

(Optional) name of the groupgroup_name

(Optional)TABLE_server

(Optional) DNS name or IP addressserver_ip

(Optional) TACACS+ server portport

(Optional) Time interval for which the server is marked as dead before
sending a test command

dead_time

(Optional) name of the vrfvrf_name

(Optional) Interface Descriptionsource_interface

Command Mode

• /exec
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show tacacs-server sorted
show tacacs-server sorted [ __readonly__ [ <global_secretKey> ] { <global_timeout> <global_deadtime> }
[ <global_source_intf> ] [ <global_idle_time> ] { [ <global_testUsername> ] [ <global_testPassword> ] } {
<server_count> } [ TABLE_server <server_ip> <port> [ <secretKey> ] [ <timeout> ] ] ]

Syntax Description

Show running system informationshow

Show TACACS+ configuration informationtacacs-server

Show TACACS+ servers sorted by server namesorted

(Optional)__readonly__

(Optional) Global shared secretglobal_secretKey

(Optional) Global timeout for tacacsglobal_timeout

(Optional) Global deadtimeglobal_deadtime

(Optional) Tacacs global source interfaceglobal_source_intf

(Optional) Tacacs global idle-time for server monitoringglobal_idle_time

(Optional) Username of global test parametersglobal_testUsername

(Optional) Password of global test parametersglobal_testPassword

(Optional) Total number of tacacs servers configuredserver_count

(Optional)TABLE_server

(Optional) Ip address of the serverserver_ip

(Optional) Port used for this serverport

(Optional) Shared secret between the server and the tacacs clientsecretKey

(Optional) Timeout for this tacacs servertimeout

Command Mode

• /exec
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show tacacs-server statistics
show tacacs-server statistics { <host0> } [ __readonly__ { <server_state> [ <clock_time> {monitoring_statistics
<time_in_pstate> <ndead> <tt_in_dstate> } ] } { auth_statistics <auth_failed_transactions>
<auth_succ_transactions> <auth_req_sent> <auth_req_timedout> <auth_resp_no_match>
<auth_resp_not_processed> <auth_resp_error> } { autho_statistics <autho_failed_transactions>
<autho_succ_transactions> <autho_req_sent> <autho_req_timedout> <autho_resp_no_match>
<autho_resp_not_processed> <autho_resp_error> } { acct_statistics <acct_failed_transactions>
<acct_succ_transactions> <acct_req_sent> <acct_req_timedout> <acct_resp_no_match>
<acct_resp_not_processed> <acct_resp_error> } ]

Syntax Description

Show running system informationshow

Show TACACS+ configuration informationtacacs-server

Show TACACS statisticsstatistics

DNS name or IP addresshost0

(Optional)__readonly__

(Optional) Show state of serverserver_state

(Optional) Show clock time in terms of hours, minutes and secondsclock_time

(Optional) Monitoring Statisticsmonitoring_statistics

(Optional) Time in previous statetime_in_pstate

(Optional) Number of times deadndead

(Optional) Total time in dead statett_in_dstate

(Optional) Authentication Statisticsauth_statistics

(Optional) Authorization Statisticsautho_statistics

(Optional) Accounting Statisticsacct_statistics

(Optional) Authentication: Failed transactionsauth_failed_transactions

(Optional) Authentication: Successful transactionsauth_succ_transactions

(Optional) Authentication: Requests sentauth_req_sent

(Optional) Authentication: Requests timedoutauth_req_timedout

(Optional) Authentication: Responses with no matching requestsauth_resp_no_match

(Optional) Authentication: Responses not processedauth_resp_not_processed

(Optional) Authentication: Responses containing errorsauth_resp_error
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(Optional) Authorization: Failed transactionsautho_failed_transactions

(Optional) Authorization: Successful transactionsautho_succ_transactions

(Optional) Authorization: Requests sentautho_req_sent

(Optional) Authorization: Requests timedoutautho_req_timedout

(Optional) Authorization: Responses with no matching requestsautho_resp_no_match

(Optional) Authorization: Responses not processedautho_resp_not_processed

(Optional) Authorization: Responses containing errorsautho_resp_error

(Optional) Accounting: Failed transactionsacct_failed_transactions

(Optional) Accounting: Successful transactionsacct_succ_transactions

(Optional) Accounting: Requests sentacct_req_sent

(Optional) Accounting: Requests timedoutacct_req_timedout

(Optional) Accounting: Responses with no matching requestsacct_resp_no_match

(Optional) Accounting: Responses not processedacct_resp_not_processed

(Optional) Accounting: Responses containing errorsacct_resp_error

Command Mode

• /exec
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show tech-support
show tech-support [ time-optimized ] [ forced ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

(Optional) Gather tech-support faster, requires more memory and disk
space

time-optimized

(Optional) Do not check for standby being presentforced

Command Mode

• /exec
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show tech-support aaa
show tech-support aaa

Syntax Description

show tech-supportshow

Gather information for troubleshootingtech-support

Display aaa informationaaa

Command Mode

• /exec
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show tech-support aclmgr
show tech-support aclmgr [ detail ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

ACL commandsaclmgr

(Optional) Detailed Tech Supportdetail

Command Mode

• /exec
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show tech-support aclmgr compressed
show tech-support aclmgr compressed <uri0> [ detail ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

ACL commandsaclmgr

Save compressed aclqos technical supportcompressed

Enter filename to storeuri0

(Optional) Detailed Tech Supportdetail

Command Mode

• /exec
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show tech-support aclqos
show tech-support aclqos

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Show information for aclqos technical supportaclqos

Command Mode

• /exec
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show tech-support aclqos compressed
show tech-support aclqos compressed <uri0>

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Show information for aclqos technical supportaclqos

Save compressed aclqos technical supportcompressed

Enter filename to storeuri0

Command Mode

• /exec
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show tech-support adjmgr
show tech-support adjmgr [ brief ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Display Adjmgr informationadjmgr

(Optional) Brief informationbrief

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2569

All Show Commands
show tech-support adjmgr



show tech-support all-binary
show tech-support all-binary

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Dump tech support for all applications in binaryall-binary

Command Mode

• /exec
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show tech-support all
show tech-support all

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for troubleshootingall

Command Mode

• /exec
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show tech-support all binary
show tech-support all binary <uri0>

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for troubleshootingall

Gather tech support for all applications in binary formatbinary

Select destination filesystem to save the binary output (NOTE: The
output file name will be automatically generated and cannot be chosen)

uri0

Command Mode

• /exec
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show tech-support analytics
show tech-support analytics [ brief ]

Syntax Description

Show running system informationshow

Gather information for trouble shootingtech-support

Show Analytics tech-support informationanalytics

(Optional) Brief informationbrief

Command Mode

• /exec
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show tech-support arp
show tech-support arp [ brief ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Display ARP informationarp

(Optional) Brief informationbrief

Command Mode

• /exec
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show tech-support ascii-cfg
show tech-support ascii-cfg

Syntax Description

Show running system informationshow

Show information for technical support personneltech-support

Show ascii-cfg information for technical support personnelascii-cfg

Command Mode

• /exec
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show tech-support bcm
show tech-support bcm

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

bcm hardware infobcm

Command Mode

• /exec
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show tech-support bfd
show tech-support bfd

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

BFD commandsbfd

Command Mode

• /exec
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show tech-support bgp
show tech-support bgp [ brief ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Display BGP status and configurationbgp

(Optional) Brief informationbrief

Command Mode

• /exec
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show tech-support biosd
show tech-support biosd

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather bios install log for trouble shootingbiosd

Command Mode

• /exec
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show tech-support bloggerd-all
show tech-support bloggerd-all

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for bloggerd troubleshooting from ALL
modules

bloggerd-all

Command Mode

• /exec
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show tech-support bloggerd
show tech-support bloggerd

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for bloggerd troubleshootingbloggerd

Command Mode

• /exec
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show tech-support bootvar
show tech-support bootvar

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for bootvar troubleshootingbootvar

Command Mode

• /exec
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show tech-support brief
show tech-support brief

Syntax Description

Show running system summary informationshow

Gather information for troubleshootingtech-support

Gather summary information for troubleshootingbrief

Command Mode

• /exec
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show tech-support callhome
show tech-support callhome

Syntax Description

show tech-supportshow

Gather information for troubleshootingtech-support

callhome troubleshooting informationcallhome

Command Mode

• /exec
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show tech-support cdp
show tech-support cdp

Syntax Description

show running system informationshow

Gather information for troubleshootingtech-support

Gather information for CDP trouble shootingcdp

Command Mode

• /exec
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show tech-support cert-enroll
show tech-support cert-enroll

Syntax Description

show commandsshow

Gather information for troubleshootingtech-support

Display certificates informationcert-enroll

Command Mode

• /exec
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show tech-support cfs
show tech-support cfs [ { commands | name <cfs-dyn-app-name> [ commands1 ] } ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for cfs troubleshootingcfs

(Optional) CFS show tech commandscommands

(Optional) Gather detailed information of cfs for a specified applicationname

(Optional) Registered name of the local applicationcfs-dyn-app-name

(Optional) CFS application show tech commandscommands1

Command Mode

• /exec
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show tech-support cli
show tech-support cli

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather information for parser troubleshootingcli

Command Mode

• /exec
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show tech-support clis
show tech-support clis [ brief ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather information for CLI Server troubleshootingclis

(Optional) Detailed informationbrief

Command Mode

• /exec
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show tech-support clock_manager
show tech-support clock_manager

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for clock manager troubleshootingclock_manager

Command Mode

• /exec
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show tech-support commands
show tech-support commands

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Show commands executed as part of show tech-support commandscommands

Command Mode

• /exec
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show tech-support controller
show tech-support controller

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather information for Controller troubleshootingcontroller

Command Mode

• /exec
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show tech-support copp
show tech-support copp

Syntax Description

Show running system informationshow

Gather information for trouble shootingtech-support

Gather information for copp trouble shootingcopp

Command Mode

• /exec
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show tech-support dcbx
show tech-support dcbx

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for DCBX componentdcbx

Command Mode

• /exec
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show tech-support details
show tech-support details [ space-optimized ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for troubleshootingdetails

(Optional) Gather tech-support info. using less memory and disk spacespace-optimized

Command Mode

• /exec
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show tech-support dhclient
show tech-support dhclient

Syntax Description

Show running system informationshow

Gather information for trouble shootingtech-support

Gather information for dhclient trouble shootingdhclient

Command Mode

• /exec
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show tech-support dhcp
show tech-support dhcp

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for dhcp troubleshootingdhcp

Command Mode

• /exec
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show tech-support dme
show tech-support dme

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for dme troubleshootingdme

Command Mode

• /exec
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show tech-support dot1x
show tech-support dot1x

Syntax Description

show tech-supportshow

Gather information for troubleshootingtech-support

Display dot1x informationdot1x

Command Mode

• /exec
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show tech-support eem
show tech-support eem

Syntax Description

Show running system informationshow

Gather information for trouble shootingtech-support

Show EEM tech-support informationeem

Command Mode

• /exec
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show tech-support eigrp
show tech-support eigrp [ brief ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Display EIGRP status and configurationeigrp

(Optional) Brief informationbrief

Command Mode

• /exec
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show tech-support eltm
show tech-support eltm [ detail ]

Syntax Description

show tech-supportshow

Gather information for trouble-shootingtech-support

eltm debug infoeltm

(Optional) Detailed informationdetail

Command Mode

• /exec
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show tech-support ethpm
show tech-support ethpm

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for ETHPM troubleshootingethpm

Command Mode

• /exec
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show tech-support evb
show tech-support evb

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

EVB (Edge Virtual Bridge)evb

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2604

All Show Commands
show tech-support evb



show tech-support fabric forwarding
show tech-support fabric forwarding

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Fabricfabric

Fabric Forwarding Protocol: Host Mobility Manager (HMM)forwarding

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2605

All Show Commands
show tech-support fabric forwarding



show tech-support fabricpath isis
show tech-support fabricpath isis [ brief ]

Syntax Description

Show running system informationshow

Gather information for trouble shootingtech-support

fabricpath informationfabricpath

Fabricpath IS-IS informationisis

(Optional) Brief informationbrief

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2606

All Show Commands
show tech-support fabricpath isis



show tech-support fabricpath topology
show tech-support fabricpath topology [ brief ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for Fabricpath troubleshootingfabricpath

Gather detailed information for Topology troubleshootingtopology

(Optional) Brief informationbrief

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2607

All Show Commands
show tech-support fabricpath topology



show tech-support fast-reload
show tech-support fast-reload

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather information for troubleshooting fast-reload timingsfast-reload

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2608

All Show Commands
show tech-support fast-reload



show tech-support fex
show tech-support fex { <fexid> | all }

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for FEX troubleshootingfex

Enter fex numberfexid

Gather detailed information for all FEXall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2609

All Show Commands
show tech-support fex



show tech-support fips
show tech-support fips

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

show tech support information for securityfips

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2610

All Show Commands
show tech-support fips



show tech-support forwarding l2 multicast
show tech-support forwarding l2 multicast

Syntax Description

show

tech-support informationtech-support

forwarding debug informationforwarding

layer 2 debug informationl2

multicastmulticast

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2611

All Show Commands
show tech-support forwarding l2 multicast



show tech-support forwarding l2 multicast vdc-all
show tech-support forwarding l2 multicast vdc-all

Syntax Description

show

tech-support informationtech-support

forwarding debug informationforwarding

layer 2 debug informationl2

multicastmulticast

vdc-allvdc-all

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2612

All Show Commands
show tech-support forwarding l2 multicast vdc-all



show tech-support forwarding l2 unicast
show tech-support forwarding l2 unicast [ module <module> ]

Syntax Description

show tech-supportshow

Gather information for trouble-shootingtech-support

Forwarding debug infoforwarding

layer 2 debug infol2

unicastunicast

(Optional) Slot numbermodule

(Optional) Module Numbermodule

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2613

All Show Commands
show tech-support forwarding l2 unicast



show tech-support forwarding l3 multicast
show tech-support forwarding l3 multicast

Syntax Description

show

tech-support informationtech-support

forwarding debug informationforwarding

layer 3 debug informationl3

multicastmulticast

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2614

All Show Commands
show tech-support forwarding l3 multicast



show tech-support forwarding l3 multicast detail
show tech-support forwarding l3 multicast detail

Syntax Description

show

tech-support informationtech-support

forwarding debug informationforwarding

layer 3 debug informationl3

multicastmulticast

detaildetail

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2615

All Show Commands
show tech-support forwarding l3 multicast detail



show tech-support forwarding l3 multicast detail vdc-all
show tech-support forwarding l3 multicast detail vdc-all

Syntax Description

show

tech-support informationtech-support

forwarding debug informationforwarding

layer 3 debug informationl3

multicastmulticast

detaildetail

vdc-allvdc-all

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2616

All Show Commands
show tech-support forwarding l3 multicast detail vdc-all



show tech-support forwarding l3 multicast vdc-all
show tech-support forwarding l3 multicast vdc-all

Syntax Description

show

tech-support informationtech-support

forwarding debug informationforwarding

layer 3 debug informationl3

multicastmulticast

vdc-allvdc-all

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2617

All Show Commands
show tech-support forwarding l3 multicast vdc-all



show tech-support forwarding l3 unicast
show tech-support forwarding l3 unicast [ module <module> ]

Syntax Description

show

tech-support informationtech-support

forwarding debug informationforwarding

layer 3 debug informationl3

unicastunicast

(Optional) modulemodule

(Optional) module numbermodule

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2618

All Show Commands
show tech-support forwarding l3 unicast



show tech-support forwarding l3 unicast detail
show tech-support forwarding l3 unicast detail [ module <module> ]

Syntax Description

show

tech-support informationtech-support

forwarding debug informationforwarding

layer 3 debug informationl3

unicastunicast

detailed show tech including platform commandsdetail

(Optional) modulemodule

(Optional) module numbermodule

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2619

All Show Commands
show tech-support forwarding l3 unicast detail



show tech-support forwarding l3 unicast detail vdc-all
show tech-support forwarding l3 unicast detail vdc-all [ module <module> ]

Syntax Description

show

tech-support informationtech-support

forwarding debug informationforwarding

layer 3 debug informationl3

unicastunicast

detailed show tech including platform commandsdetail

vdc-allvdc-all

(Optional) modulemodule

(Optional) module numbermodule

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2620

All Show Commands
show tech-support forwarding l3 unicast detail vdc-all



show tech-support forwarding l3 unicast vdc-all
show tech-support forwarding l3 unicast vdc-all [ module <module> ]

Syntax Description

show

tech-support informationtech-support

forwarding debug informationforwarding

layer 3 debug informationl3

unicastunicast

vdc-allvdc-all

(Optional) modulemodule

(Optional) module numbermodule

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2621

All Show Commands
show tech-support forwarding l3 unicast vdc-all



show tech-support forwarding mpls
show tech-support forwarding mpls [ module <module> ]

Syntax Description

show

tech-support informationtech-support

forwarding debug informationforwarding

mpls related informationmpls

(Optional) modulemodule

(Optional) module numbermodule

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2622

All Show Commands
show tech-support forwarding mpls



show tech-support forwarding multicast
show tech-support forwarding multicast [ module <module> ]

Syntax Description

show

tech-support informationtech-support

forwarding debug informationforwarding

multicastmulticast

(Optional) modulemodule

(Optional) module numbermodule

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2623

All Show Commands
show tech-support forwarding multicast



show tech-support gold
show tech-support gold

Syntax Description

Show running system informationshow

Gather information for trouble shootingtech-support

Show gold tech-support informationgold

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2624

All Show Commands
show tech-support gold



show tech-support gpixm
show tech-support gpixm

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for GLOBAL-PIXM troubleshootinggpixm

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2625

All Show Commands
show tech-support gpixm



show tech-support ha
show tech-support ha [ commands ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for HA troubleshootingha

(Optional) Show commands executed as part of show tech-support ha
commands

commands

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2626

All Show Commands
show tech-support ha



show tech-support ha module
show tech-support ha module <module>

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for HA troubleshootingha

Gather info related to a modulemodule

Enter module numbermodule

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2627

All Show Commands
show tech-support ha module



show tech-support ha standby
show tech-support ha standby [ commands ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for HA troubleshootingha

Gather detailed information for HA troubleshooting from standby
supervisor

standby

(Optional) Show commands executed as part of show tech-support ha
commands

commands

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2628

All Show Commands
show tech-support ha standby



show tech-support hsrp
show tech-support hsrp

Syntax Description

Show running system informationshow

Gather information for trouble shootingtech-support

Show hsrp tech-support informationhsrp

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2629

All Show Commands
show tech-support hsrp



show tech-support hsrp brief
show tech-support hsrp brief

Syntax Description

Show running system informationshow

Gather information for trouble shootingtech-support

Show hsrp tech-support informationhsrp

Show tech-support information in briefbrief

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2630

All Show Commands
show tech-support hsrp brief



show tech-support icmpv6
show tech-support icmpv6 [ brief ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Display Icmpv6 informationicmpv6

(Optional) Brief informationbrief

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2631

All Show Commands
show tech-support icmpv6



show tech-support im
show tech-support im

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for IM troubleshootingim

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2632

All Show Commands
show tech-support im



show tech-support imp
show tech-support imp

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

IMP commandsimp

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2633

All Show Commands
show tech-support imp



show tech-support inband counters
show tech-support inband counters

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather all information about inband data pathinband

Gather all counters in inband data pathcounters

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2634

All Show Commands
show tech-support inband counters



show tech-support include-time
show tech-support include-time

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather tech-support and capture time taken to execute each commandinclude-time

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2635

All Show Commands
show tech-support include-time



show tech-support install
show tech-support install

Syntax Description

Show running system informationshow

Gather information for trouble shootingtech-support

Gather detailed information for rpm/package install operationinstall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2636

All Show Commands
show tech-support install



show tech-support interface-vlan
show tech-support interface-vlan

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for interface-vlan troubleshootinginterface-vlan

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2637

All Show Commands
show tech-support interface-vlan



show tech-support ip
show tech-support ip [ brief ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Display IP informationip

(Optional) Brief informationbrief

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2638

All Show Commands
show tech-support ip



show tech-support ip igmp
show tech-support ip igmp [ brief ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Display IP informationip

Display IGMP status and configurationigmp

(Optional) Brief informationbrief

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2639

All Show Commands
show tech-support ip igmp



show tech-support ip igmp snooping
show tech-support ip igmp snooping [ brief ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Display IP informationip

Display IGMP status and configurationigmp

IGMP Snooping informationsnooping

(Optional) Brief informationbrief

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2640

All Show Commands
show tech-support ip igmp snooping



show tech-support ip msdp
show tech-support ip msdp [ brief ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Display IP informationip

Display MSDP status and configurationmsdp

(Optional) Brief informationbrief

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2641

All Show Commands
show tech-support ip msdp



show tech-support ip pim
show tech-support ip pim [ brief ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Display IP informationip

PIM global configuration commandspim

(Optional) Brief informationbrief

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2642

All Show Commands
show tech-support ip pim



show tech-support ip rsvp
show tech-support ip rsvp [ brief ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Configure IP featuresip

RSVP configuration commandsrsvp

(Optional) Brief informationbrief

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2643

All Show Commands
show tech-support ip rsvp



show tech-support ipqos
show tech-support ipqos [ server-only ] [ all ] [ snmp ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

(Optional) Dump the tech-support information only from IP QoS
Manager server only

server-only

(Optional) Dump the tech-support information IP QoS Manager plus
brief summary of system

all

(Optional) Dump the tech-support information only from IP QoS
Manager server only (SNMP only)

snmp

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2644

All Show Commands
show tech-support ipqos



show tech-support ipv6
show tech-support ipv6 [ brief ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Display IPV6 informationipv6

(Optional) Brief informationbrief

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2645

All Show Commands
show tech-support ipv6



show tech-support ipv6 multicast
show tech-support ipv6 multicast

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Display IPv6 informationipv6

Display V6 Multicast informationmulticast

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2646

All Show Commands
show tech-support ipv6 multicast



show tech-support ipv6 pim
show tech-support ipv6 pim [ brief ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Display IPv6 informationipv6

PIM6 global configuration commandspim

(Optional) Brief informationbrief

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2647

All Show Commands
show tech-support ipv6 pim



show tech-support isis
show tech-support isis [ brief ]

Syntax Description

Show running system informationshow

Gather information for trouble shootingtech-support

IS-IS eventsisis

(Optional) Brief informationbrief

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2648

All Show Commands
show tech-support isis



show tech-support issu
show tech-support issu [ commands ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for issu troubleshootingissu

(Optional) Show commands executed as part of show tech-support issu
command

commands

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2649

All Show Commands
show tech-support issu



show tech-support kstack
show tech-support kstack

Syntax Description

show

tech-support informationtech-support

kstack informationkstack

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2650

All Show Commands
show tech-support kstack



show tech-support l2
show tech-support l2

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for layer 2 troubleshootingl2

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2651

All Show Commands
show tech-support l2



show tech-support l2fm
show tech-support l2fm

Syntax Description

show tech-supportshow

Gather information for trouble-shootingtech-support

l2fm debug infol2fm

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2652

All Show Commands
show tech-support l2fm



show tech-support l2fm clients
show tech-support l2fm clients [ module <module> ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

l2fm debug infol2fm

debug info of l2fm clients only running on linecard(mtm)clients

(Optional) Slot numbermodule

(Optional) Module Numbermodule

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2653

All Show Commands
show tech-support l2fm clients



show tech-support l2fm detail
show tech-support l2fm detail [ module <module> ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

l2fm debug infol2fm

All info related to l2fmdetail

(Optional) Slot numbermodule

(Optional) Module Numbermodule

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2654

All Show Commands
show tech-support l2fm detail



show tech-support l2fm l2dbg
show tech-support l2fm l2dbg [ module <module> ]

Syntax Description

show tech-supportshow

Gather information for trouble-shootingtech-support

l2fm debug infol2fm

tech support capturing additional debug info for l2fm(l2dbg)l2dbg

(Optional) Slot numbermodule

(Optional) Module Numbermodule

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2655

All Show Commands
show tech-support l2fm l2dbg



show tech-support l2fm l2dbg
show tech-support l2fm l2dbg [ module <module> ]

Syntax Description

show tech-supportshow

Gather information for trouble-shootingtech-support

l2fm debug infol2fm

tech support capturing additional debug info for l2fm(l2dbg)l2dbg

(Optional) Slot numbermodule

(Optional) Module Numbermodule

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2656

All Show Commands
show tech-support l2fm l2dbg



show tech-support l2rib
show tech-support l2rib

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Display L2RIB informationl2rib

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2657

All Show Commands
show tech-support l2rib



show tech-support l3vm
show tech-support l3vm [ brief ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Display VRF informationl3vm

(Optional) Brief informationbrief

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2658

All Show Commands
show tech-support l3vm



show tech-support l3vpn
show tech-support l3vpn [ brief ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

BGP l3vpn informationl3vpn

(Optional) Brief informationbrief

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2659

All Show Commands
show tech-support l3vpn



show tech-support lacp
show tech-support lacp [ all ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for LACP componentlacp

(Optional) Gather detailed information of LACP and related componentsall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2660

All Show Commands
show tech-support lacp



show tech-support ldap
show tech-support ldap

Syntax Description

show tech-supportshow

Gather information for troubleshootingtech-support

Display ldap informationldap

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2661

All Show Commands
show tech-support ldap



show tech-support license
show tech-support license

Syntax Description

show commandsshow

Gather information for troubleshootingtech-support

Display licensing informationlicense

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2662

All Show Commands
show tech-support license



show tech-support lim
show tech-support lim

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for LIM troubleshootinglim

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2663

All Show Commands
show tech-support lim



show tech-support lisp
show tech-support lisp [ brief ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

LISP show commandslisp

(Optional) Brief informationbrief

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2664

All Show Commands
show tech-support lisp



show tech-support lldp
show tech-support lldp

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for LLDP troubleshootinglldp

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2665

All Show Commands
show tech-support lldp



show tech-support logging
show tech-support logging

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Show information on logging for technical support stafflogging

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2666

All Show Commands
show tech-support logging



show tech-support m2rib
show tech-support m2rib

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for M2RIB troubleshootingm2rib

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2667

All Show Commands
show tech-support m2rib



show tech-support macsec
show tech-support macsec

Syntax Description

Gather information for troubleshootingtech-support

Gather information for macsec troubleshootingmacsec

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2668

All Show Commands
show tech-support macsec



show tech-support mfwd
show tech-support mfwd [ brief ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Display MCASTFWD status and configurationmfwd

(Optional) Brief informationbrief

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2669

All Show Commands
show tech-support mfwd



show tech-support mmode
show tech-support mmode

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather information for troubleshooting mmodemmode

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2670

All Show Commands
show tech-support mmode



show tech-support module
show tech-support module <module>

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather info related to a modulemodule

Enter module numbermodule

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2671

All Show Commands
show tech-support module



show tech-support module all
show tech-support module all

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather info related to a modulemodule

Gather info related to all modules in the systemall

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2672

All Show Commands
show tech-support module all



show tech-support monitor
show tech-support monitor

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for monitor troubleshootingmonitor

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2673

All Show Commands
show tech-support monitor



show tech-support monitor erspan
show tech-support monitor erspan

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for monitor troubleshootingmonitor

Gather detailed information for erspan session troubleshootingerspan

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2674

All Show Commands
show tech-support monitor erspan



show tech-support monitorc-all
show tech-support monitorc-all

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for LC MONITORC troubleshootingmonitorc-all

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2675

All Show Commands
show tech-support monitorc-all



show tech-support mpls ldp
show tech-support mpls ldp [ brief ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Display MPLS status and configurationmpls

Display LDP configuration and status for troubleshootingldp

(Optional) Brief informationbrief

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2676

All Show Commands
show tech-support mpls ldp



show tech-support mpls manager
{ show tech-support mpls manager }

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

MPLSmpls

MPLS-Mgrmanager

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2677

All Show Commands
show tech-support mpls manager



show tech-support mpls static
show tech-support mpls static [ brief ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Display MPLS status and configurationmpls

Display STATIC configuration and status for troubleshootingstatic

(Optional) Brief informationbrief

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2678

All Show Commands
show tech-support mpls static



show tech-support mpls strip
show tech-support mpls strip

Syntax Description

Show running system informationshow

Gather information for trouble shootingtech-support

MPLSmpls

Gather MPLS label strip troubleshooting infostrip

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2679

All Show Commands
show tech-support mpls strip



show tech-support mpls switching
show tech-support mpls switching

Syntax Description

Show running system informationshow

Gather MPLS switching informationtech-support

Display MPLS status and configurationmpls

Display the MPLS label switching databaseswitching

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2680

All Show Commands
show tech-support mpls switching



show tech-support mpls traffic-eng
show tech-support mpls traffic-eng [ brief ]

Syntax Description

Show running system informationshow

Gather information for trouble shootingtech-support

Display MPLS status and configurationmpls

Traffic engineering informationtraffic-eng

(Optional) Brief informationbrief

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2681

All Show Commands
show tech-support mpls traffic-eng



show tech-support mplsfwd
show tech-support mplsfwd [ brief ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Display MPLS forwarding informationmplsfwd

(Optional) Brief informationbrief

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2682

All Show Commands
show tech-support mplsfwd



show tech-support multicast-vxlan-evpn
show tech-support multicast-vxlan-evpn

Syntax Description

Show running system informationshow

Gather information for trouble shootingtech-support

Multicast VxLAN EVPN featuremulticast-vxlan-evpn

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2683

All Show Commands
show tech-support multicast-vxlan-evpn



show tech-support multicast
show tech-support [ ip | ipv4 ] multicast

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

(Optional) Display IP informationip

(Optional) Display IP informationipv4

Display V4 Multicast informationmulticast

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2684

All Show Commands
show tech-support multicast



show tech-support mvpn
show tech-support mvpn [ brief ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Display Multicast VPN informationmvpn

(Optional) Brief informationbrief

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2685

All Show Commands
show tech-support mvpn



show tech-support nat
show tech-support nat

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather information for troubleshooting NATnat

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2686

All Show Commands
show tech-support nat



show tech-support nbm
show tech-support nbm [ brief ]

Syntax Description

Show running system informationshow

Gather information for trouble-shootingtech-support

Non Blocking Multicastnbm

(Optional) Minimal informationbrief

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2687

All Show Commands
show tech-support nbm



show tech-support netflow
show tech-support netflow [ brief ]

Syntax Description

Show running system informationshow

Gather information for trouble shootingtech-support

Show NetFlow tech-support informationnetflow

(Optional) Brief informationbrief

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2688

All Show Commands
show tech-support netflow



show tech-support netstack
show tech-support netstack

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather information for NETSTACK troubleshootingnetstack

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2689

All Show Commands
show tech-support netstack



show tech-support netstack detail
show tech-support netstack detail

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather information for NETSTACK troubleshootingnetstack

Gather detailed information for NETSTACK troubleshootingdetail

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2690

All Show Commands
show tech-support netstack detail



show tech-support ngoam
show tech-support ngoam

Syntax Description

Show running system informationshow

Gather information for trouble-shootingtech-support

ngoamngoam

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2691

All Show Commands
show tech-support ngoam



show tech-support npacl
show tech-support npacl [ brief ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Display npacl informationnpacl

(Optional) Brief npacl informationbrief

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2692

All Show Commands
show tech-support npacl



show tech-support ns
show tech-support ns

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for northstar asicns

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2693

All Show Commands
show tech-support ns



show tech-support ntp
show tech-support ntp

Syntax Description

show running system informationshow

Gather information for trouble shootingtech-support

Gather information for NTP trouble shootingntp

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2694

All Show Commands
show tech-support ntp



show tech-support nve
show tech-support nve

Syntax Description

Show running system informationshow

Gather information for trouble shootingtech-support

Display NVE informationnve

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2695

All Show Commands
show tech-support nve



show tech-support nxsdk
show tech-support nxsdk

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

NXOS SDKnxsdk

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2696

All Show Commands
show tech-support nxsdk



show tech-support object-store user
show tech-support object-store user <username>

Syntax Description

Show Object Storeshow

Gather information for troubleshootingtech-support

Gather information from object store for Controller troubleshootingobject-store

nxapi usernameuser

nxapi usernameusername

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2697

All Show Commands
show tech-support object-store user



show tech-support onep
show tech-support onep

Syntax Description

Show running system informationshow

Diagnostic information for technical supporttech-support

One Platformonep

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2698

All Show Commands
show tech-support onep



show tech-support ospf
show tech-support ospf [ brief ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Display OSPF status and configurationospf

(Optional) Brief informationbrief

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2699

All Show Commands
show tech-support ospf



show tech-support ospfv3
show tech-support ospfv3 [ brief ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Display OSPFv3 status and configurationospfv3

(Optional) Brief informationbrief

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2700

All Show Commands
show tech-support ospfv3



show tech-support otv
show tech-support otv [ brief ]

Syntax Description

Show running system informationshow

Gather information for trouble shootingtech-support

Display OTV informationotv

(Optional) Brief OTV informationbrief

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2701

All Show Commands
show tech-support otv



show tech-support page
show tech-support page [ time-optimized ] [ forced ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Page through the outputpage

(Optional) Gather tech-support faster, requires more memory and disk
space

time-optimized

(Optional) Do not check for standby being presentforced

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2702

All Show Commands
show tech-support page



show tech-support patch
show tech-support patch

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for patch troubleshootingpatch

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2703

All Show Commands
show tech-support patch



show tech-support pbr
{ show tech-support pbr }

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Display Policy Based Routing (PBR) informationpbr

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2704

All Show Commands
show tech-support pbr



show tech-support pfstat
show tech-support pfstat

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for pfstat troubleshootingpfstat

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2705

All Show Commands
show tech-support pfstat



show tech-support pixm-all
show tech-support pixm-all

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for PIXM troubleshootingpixm-all

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2706

All Show Commands
show tech-support pixm-all



show tech-support pixm
show tech-support pixm

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for vdc-local-PIXM troubleshootingpixm

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2707

All Show Commands
show tech-support pixm



show tech-support pixmc-all
show tech-support pixmc-all

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for LC PIXMC troubleshootingpixmc-all

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2708

All Show Commands
show tech-support pixmc-all



show tech-support pktmgr
show tech-support pktmgr [ brief ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Display Packet Manager informationpktmgr

(Optional) Brief informationbrief

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2709

All Show Commands
show tech-support pktmgr



show tech-support platform-sdk
show tech-support platform-sdk

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for platform-sdk troubleshootingplatform-sdk

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2710

All Show Commands
show tech-support platform-sdk



show tech-support platform
show tech-support platform

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Get platform related informationplatform

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2711

All Show Commands
show tech-support platform



show tech-support plcmgr
show tech-support plcmgr [ detail ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Policy Managerplcmgr

(Optional) Print more details (e.g. messages,etc)detail

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2712

All Show Commands
show tech-support plcmgr



show tech-support pltfm-config
show tech-support pltfm-config

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for pltfm-config troubleshootingpltfm-config

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2713

All Show Commands
show tech-support pltfm-config



show tech-support port-channel
show tech-support port-channel

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for port channel troubleshootingport-channel

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2714

All Show Commands
show tech-support port-channel



show tech-support port-client-all
show tech-support port-client-all

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for LC port client troubleshootingport-client-all

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2715

All Show Commands
show tech-support port-client-all



show tech-support port-profile
show tech-support port-profile

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather information for troubleshooting port-profilesport-profile

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2716

All Show Commands
show tech-support port-profile



show tech-support port-security
show tech-support port-security

Syntax Description

Show running system informationshow

Gather information for trouble shootingtech-support

Port security related commandport-security

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2717

All Show Commands
show tech-support port-security



show tech-support port
show tech-support port

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for port manager troubleshootingport

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2718

All Show Commands
show tech-support port



show tech-support private-vlan
show tech-support private-vlan

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for private-vlan troubleshootingprivate-vlan

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2719

All Show Commands
show tech-support private-vlan



show tech-support ptp
show tech-support ptp

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for PTP troubleshootingptp

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2720

All Show Commands
show tech-support ptp



show tech-support radius
show tech-support radius

Syntax Description

show tech-supportshow

Gather information for troubleshootingtech-support

Display radius informationradius

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2721

All Show Commands
show tech-support radius



show tech-support rip
show tech-support rip [ brief ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Display RIP routing protocol statusrip

(Optional) Brief informationbrief

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2722

All Show Commands
show tech-support rip



show tech-support routing
show tech-support routing [ ip | ipv4 ] [ unicast ] [ brief ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Display routing informationrouting

(Optional) Display IP informationip

(Optional) Display IP informationipv4

(Optional) Display unicast routing informationunicast

(Optional) Brief informationbrief

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2723

All Show Commands
show tech-support routing



show tech-support routing ipv6
show tech-support routing ipv6 [ unicast ] [ brief ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Display routing informationrouting

Display IPv6 informationipv6

(Optional) Display unicast routing informationunicast

(Optional) Brief informationbrief

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2724

All Show Commands
show tech-support routing ipv6



show tech-support routing ipv6 multicast
show tech-support routing ipv6 multicast [ brief ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Display routing informationrouting

Display IPv6 informationipv6

Display V6 Multicast informationmulticast

(Optional) Brief informationbrief

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2725

All Show Commands
show tech-support routing ipv6 multicast



show tech-support routing multicast
show tech-support routing [ ip | ipv4 ] multicast [ brief ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Display routing informationrouting

(Optional) Display IP informationip

(Optional) Display IP informationipv4

Display V4 Multicast informationmulticast

(Optional) Display brief informationbrief

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2726

All Show Commands
show tech-support routing multicast



show tech-support rpm
{ show tech-support rpm }

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Display Route Policy Manager (RPM) informationrpm

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2727

All Show Commands
show tech-support rpm



show tech-support sal
show tech-support sal

Syntax Description

Show running system informationshow

Gather information for trouble shootingtech-support

Show SAL tech-support informationsal

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2728

All Show Commands
show tech-support sal



show tech-support satmgr
show tech-support satmgr

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for satmgr troubleshootingsatmgr

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2729

All Show Commands
show tech-support satmgr



show tech-support security
show tech-support security

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

show tech support information for securitysecurity

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2730

All Show Commands
show tech-support security



show tech-support services
show tech-support services [ detail ]

Syntax Description

Show running system informationshow

Gather information for trouble shootingtech-support

Servicesservices

(Optional) Show more detailsdetail

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2731

All Show Commands
show tech-support services



show tech-support services
show tech-support services [ detail ]

Syntax Description

Show running system informationshow

Gather information for trouble shootingtech-support

Servicesservices

(Optional) Show more detailsdetail

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2732

All Show Commands
show tech-support services



show tech-support session-mgr
show tech-support session-mgr

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather information for troubleshooting session managersession-mgr

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2733

All Show Commands
show tech-support session-mgr



show tech-support sflow
show tech-support sflow

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for sflow featuresflow

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2734

All Show Commands
show tech-support sflow



show tech-support single-jericho
show tech-support single-jericho

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for single-jericho troubleshootingsingle-jericho

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2735

All Show Commands
show tech-support single-jericho



show tech-support sksd
show tech-support sksd

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

show tech support information for sksdsksd

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2736

All Show Commands
show tech-support sksd



show tech-support sla responder
show tech-support sla responder [ brief | detail ]

Syntax Description

Show running system informationshow

Gather information for trouble shootingtech-support

Service Level Agreement (SLA)sla

Configure sla-responder tech supportresponder

(Optional) Show less detailsbrief

(Optional) Show more detailsdetail

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2737

All Show Commands
show tech-support sla responder



show tech-support sla sender
show tech-support sla sender [ brief | detail ]

Syntax Description

Show running system informationshow

Gather information for trouble shootingtech-support

Service Level Agreement (SLA)sla

Configure sla-sender tech supportsender

(Optional) Show less detailsbrief

(Optional) Show more detailsdetail

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2738

All Show Commands
show tech-support sla sender



show tech-support smm
show tech-support smm

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Shared memorysmm

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2739

All Show Commands
show tech-support smm



show tech-support snmp
show tech-support snmp

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather info related to snmpsnmp

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2740

All Show Commands
show tech-support snmp



show tech-support sockets
show tech-support sockets [ brief ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Display sockets status and configurationsockets

(Optional) Brief informationbrief

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2741

All Show Commands
show tech-support sockets



show tech-support spm
show tech-support spm [ <application> ] [ detail ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Service Policy Managerspm

(Optional) Specify an applicationapplication

(Optional) Print more details (e.g. messages,etc)detail

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2742

All Show Commands
show tech-support spm



show tech-support statsclient
show tech-support statsclient [ module <module> ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather statsclient tech-supportstatsclient

(Optional) Gather info related to one modulemodule

(Optional) Enter module numbermodule

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2743

All Show Commands
show tech-support statsclient



show tech-support stp
show tech-support stp

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for STP troubleshootingstp

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2744

All Show Commands
show tech-support stp



show tech-support sup-filesys
show tech-support sup-filesys

Syntax Description

Show running system informatiomshow

Gather information for troubleshootingtech-support

File-sys related issuesup-filesys

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2745

All Show Commands
show tech-support sup-filesys



show tech-support sysmgr
show tech-support sysmgr [ commands ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for sysmgr troubleshootingsysmgr

(Optional) Show commands executed as part of show tech-support
sysmgr

commands

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2746

All Show Commands
show tech-support sysmgr



show tech-support tacacs
show tech-support tacacs +

Syntax Description

show tech-supportshow

Gather information for troubleshootingtech-support

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2747

All Show Commands
show tech-support tacacs



show tech-support telemetry
show tech-support telemetry

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather information for telemetry troubleshootingtelemetry

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2748

All Show Commands
show tech-support telemetry



show tech-support track
show tech-support track

Syntax Description

Show running system informationshow

Gather information for trouble shootingtech-support

Show track tech-support informationtrack

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2749

All Show Commands
show tech-support track



show tech-support tunnel
show tech-support tunnel [ { commands | detail [ commands1 ] } ]

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for tunnel troubleshootingtunnel

(Optional) Lists commands under 'show tunnel tech-support' commandcommands

(Optional) Gather detailed information for tunnel troubleshootingdetail

(Optional) Lists commands under 'Show tech-support tunnel detail'
commands

commands1

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show tech-support tunnel



show tech-support udld
show tech-support udld

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for udld troubleshootingudld

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2751

All Show Commands
show tech-support udld



show tech-support usd-all
show tech-support usd-all

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for LC USD troubleshootingusd-all

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2752

All Show Commands
show tech-support usd-all



show tech-support vdc
show tech-support vdc

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for VDC troubleshootingvdc

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2753

All Show Commands
show tech-support vdc



show tech-support virtual-service
show tech-support virtual-service

Syntax Description

Show running system informationshow

Gather information for trouble shootingtech-support

Gather information for virtualization services trouble shootingvirtual-service

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2754

All Show Commands
show tech-support virtual-service



show tech-support vlan
show tech-support vlan

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for VLAN troubleshootingvlan

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2755

All Show Commands
show tech-support vlan



show tech-support vmtracker
show tech-support vmtracker

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

VMTRACKER commandsvmtracker

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2756

All Show Commands
show tech-support vmtracker



show tech-support vntag
show tech-support vntag

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for VNTAG troubleshootingvntag

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2757

All Show Commands
show tech-support vntag



show tech-support vpc
show tech-support vpc

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for VPC troubleshootingvpc

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2758

All Show Commands
show tech-support vpc



show tech-support vpc app-only
show tech-support vpc app-only

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for VPC troubleshootingvpc

VPC specific commands onlyapp-only

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2759

All Show Commands
show tech-support vpc app-only



show tech-support vpc vxlan
show tech-support vpc vxlan

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for VPC troubleshootingvpc

Also include vxlan related components (NVE, VNSEG)vxlan

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2760

All Show Commands
show tech-support vpc vxlan



show tech-support vrrp
show tech-support vrrp

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Show information for vrrp technical supportvrrp

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2761

All Show Commands
show tech-support vrrp



show tech-support vrrp brief
show tech-support vrrp brief

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Show information for vrrp technical supportvrrp

Show information for vrrp technical support in briefbrief

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2762

All Show Commands
show tech-support vrrp brief



show tech-support vrrpv3
show tech-support vrrpv3 [ detail ]

Syntax Description

VRRPv3 configuration commandsvrrpv3

Show running system informationshow

Gather information for trouble shootingtech-support

(Optional) Detailed outputdetail

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show tech-support vrrpv3



show tech-support vshd
show tech-support vshd

Syntax Description

Show running system informationshow

Show information for technical supporttech-support

Show vshd information for technical supportvshd

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2764

All Show Commands
show tech-support vshd



show tech-support vtp
show tech-support vtp

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

Gather detailed information for vtp troubleshootingvtp

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2765

All Show Commands
show tech-support vtp



show tech-support vxlan-evpn
show tech-support vxlan-evpn

Syntax Description

Show running system informationshow

Gather information for trouble shootingtech-support

VxLAN evpn featurevxlan-evpn

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show tech-support vxlan-evpn



show tech-support vxlan
show tech-support vxlan

Syntax Description

Show running system informationshow

Gather information for trouble shootingtech-support

VxLAN featurevxlan

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2767

All Show Commands
show tech-support vxlan



show tech-support vxlan platform
show tech-support vxlan platform

Syntax Description

Show running system informationshow

Gather information for troubleshootingtech-support

VxLAN componentsvxlan

VxLAN platform componentsplatform

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2768

All Show Commands
show tech-support vxlan platform



show tech-support xbar
show tech-support xbar

Syntax Description

Show running system informationshow

Gather information for trouble shootingtech-support

Show xbar tech-support informationxbar

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2769

All Show Commands
show tech-support xbar



show tech-support xml
show tech-support xml

Syntax Description

show running system informationshow

Gather information for trouble shootingtech-support

Gather information for xml trouble shootingxml

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2770

All Show Commands
show tech-support xml



show telemetry control database
show telemetry control { database [ subscriptions | destination-groups | destinations | sensor-paths | sensor-groups
] | stats }

Syntax Description

Show running system informationshow

Show telemetry infotelemetry

Show telemetry controlcontrol

Show databasedatabase

(Optional) Show subscriptionssubscriptions

(Optional) Show destination-groupsdestination-groups

(Optional) Show destinationsdestinations

(Optional) Show sensor-pathssensor-paths

(Optional) Show sensor-groupssensor-groups

Show statsstats

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show telemetry control database



show telemetry data collector brief
show telemetry data collector { brief | details }

Syntax Description

Show running system informationshow

Show telemetry infotelemetry

Show telemetry data infodata

Show telemetry data collector infocollector

Show component level data collection statsbrief

Show path level data collection statsdetails

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2772

All Show Commands
show telemetry data collector brief



show telemetry event collector stats
show telemetry event collector { stats | errors }

Syntax Description

Show running system informationshow

Show telemetry infotelemetry

Show telemetry event infoevent

Show telemetry event collector infocollector

Show all tm stat infostats

Show all tm error infoerrors

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2773

All Show Commands
show telemetry event collector stats



show telemetry pipeline stats
show telemetry pipeline stats

Syntax Description

Show running system informationshow

Show telemetry infotelemetry

Show telemetry pipeline infopipeline

Show all telemetry pipeline statsstats

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show telemetry pipeline stats



show telemetry transport
show telemetry transport [ <session_id> [ { stats | errors } ] ]

Syntax Description

Show running system informationshow

Show telemetry infotelemetry

Show telemetry transport infotransport

(Optional) Session idsession_id

(Optional) Show all tm stat infostats

(Optional) Show all tm error infoerrors

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show telemetry transport



show telnet server
show telnet server [ __readonly__ { operation_status <o_status> } ]

Syntax Description

Show running system informationshow

Show telnet server configurationtelnet

Show telnet server configurationserver

(Optional)__readonly__

(Optional) run-time information about telnetoperation_status

(Optional) operational status of telnet servero_status

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show telnet server



show terminal
show terminal

Syntax Description

Show running system informationshow

Display terminal configuration parametersterminal

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2777

All Show Commands
show terminal



show terminal output xml version
show terminal output xml version

Syntax Description

Show running system informationshow

Displayterminal

Displayoutput

Displayxml

Displayversion

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show terminal output xml version



show time-range
show time-range [ <name> ] [ __readonly__ TABLE_timerange <timerange_name> <active> [ TABLE_seqno
<seqno> { { absolute [ <start_abs_h> <start_abs_m> <start_abs_s> <start_abs_d> <start_abs_mon>
<start_abs_y> ] [ <end_abs_h> <end_abs_m> <end_abs_s> <end_abs_d> <end_abs_mon> <end_abs_y> ]
} | { periodic { Monday | Tuesday | Wednesday | Thursday | Friday | Saturday | Sunday | daily | weekdays |
weekend } + <start_per_h> <start_per_m> <start_per_s> [ <eday> ] <end_per_h> <end_per_m> <end_per_s>
} | { <remark> } } ] ]

Syntax Description

Show running system informationshow

Define time range entriestime-range

(Optional) Time range namename

(Optional)__readonly__

(Optional)TABLE_timerange

(Optional)timerange_name

(Optional) activeactive

(Optional)TABLE_seqno

(Optional) Sequence numberseqno

(Optional)absolute

(Optional)periodic

(Optional)remark

(Optional)start_abs_h

(Optional)start_abs_m

(Optional)start_abs_s

(Optional)start_abs_d

(Optional)start_abs_mon

(Optional)start_abs_y

(Optional)end_abs_h

(Optional)end_abs_m

(Optional)end_abs_s

(Optional)end_abs_d

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show time-range



(Optional)end_abs_mon

(Optional)end_abs_y

(Optional) MondayMonday

(Optional) TuesdayTuesday

(Optional) WednesdayWednesday

(Optional) ThursdayThursday

(Optional) FridayFriday

(Optional) SaturdaySaturday

(Optional) SundaySunday

(Optional) Every day of the weekdaily

(Optional) Monday thru Fridayweekdays

(Optional) Saturday and Sundayweekend

(Optional)start_per_h

(Optional)start_per_m

(Optional)start_per_s

(Optional) Day of the weekeday

(Optional)end_per_h

(Optional)end_per_m

(Optional)end_per_s

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show time-range



show track
show track { [ <object-id> | interface | ip { route | sla } | ipv6 routev6 | list boolean and | list boolean or | list
threshold weight | list threshold percentage ] } [ __readonly__ <show_track_start> { TABLE_track_detail
<st_obj_id> <st_obj_type> <st_obj_instance> <st_obj_param> <st_obj_state> <st_obj_chg_cnt>
<st_last_chg_time> <st_threshold_info> <st_track_list_obj> <st_obj_up_delay> <st_obj_down_delay>
<st_obj_timer_value> <st_vrf> <st_ipsla_rcode> <st_ipsla_rtt> <show_track_clnt_hdr>
<show_track_clnt_start> { TABLE_track_clnt_info <st_client_name> <st_client_iface> <st_client_group_id>
<st_client_detail> } <show_track_clnt_end> <st_track_list_info> } <show_track_end> ]

Syntax Description

Negate a command or set its defaultsshow

Tracking informationtrack

(Optional) Tracked objectobject-id

(Optional) Interface objectsinterface

(Optional) IPv4 Protocol objectsip

(Optional) route (ipv4) objectsroute

(Optional) Service Level Agreement objectssla

(Optional) IPv6 Protocol objectsipv6

(Optional) route (ipv6) objectsroutev6

(Optional) Tracklist objectslist

(Optional) Boolean Traclistboolean

(Optional) AND boolean objectsand

(Optional) OR boolean objectsor

(Optional) Threshold parametersthreshold

(Optional) Threshold weightweight

(Optional) Threshold percentagepercentage

(Optional) Read only__readonly__

(Optional) Show track startshow_track_start

(Optional) Track table detailTABLE_track_detail

(Optional) Object idst_obj_id

(Optional) Object Typest_obj_type

(Optional) Object instancest_obj_instance

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show track



(Optional) Object parameterst_obj_param

(Optional) Object statusst_obj_state

(Optional) Count of Object state changesst_obj_chg_cnt

(Optional) Timestamp of last changest_last_chg_time

(Optional) Threshold Parametersst_threshold_info

(Optional) Objects part of this listst_track_list_obj

(Optional) Tracked by:show_track_clnt_hdr

(Optional) Show track client startshow_track_clnt_start

(Optional) Track client infoTABLE_track_clnt_info

(Optional) Tracking client namest_client_name

(Optional) Tracking client interfacest_client_iface

(Optional) Client group idst_client_group_id

(Optional) Tracking client detailst_client_detail

(Optional) End of track clientshow_track_clnt_end

(Optional) Track list infost_track_list_info

(Optional) Delay up notificationst_obj_up_delay

(Optional) Delay down notificationst_obj_down_delay

(Optional) Current value of timerst_obj_timer_value

(Optional) VRFst_vrf

(Optional) IP SLA Return Codest_ipsla_rcode

(Optional) IP SLA RTTst_ipsla_rtt

(Optional) End of Trackshow_track_end

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
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All Show Commands
show track



show track brief
show track { [ <object-id> | interface | ip { route | sla } | ipv6 routev6 | list boolean and | list boolean or | list
threshold weight | list threshold percentage ] } brief [ __readonly__ { <show_track_brf_start>
<show_track_brf_all_begin> { TABLE_track_brief <st_brf_obj_id> <st_brf_obj_type> <st_brf_obj_instance>
<st_brf_obj_param> <st_brf_obj_state> <st_brf_last_chg_time> } <show_track_brf_end> } ]

Syntax Description

Negate a command or set its defaultsshow

Tracking informationtrack

(Optional) Tracked objectobject-id

(Optional) Interface objectsinterface

(Optional) IPv4 Protocol objectsip

(Optional) route (ipv4) objectsroute

(Optional) Service Level Agreement objectssla

(Optional) IPv6 Protocol objectsipv6

(Optional) route (ipv6) objectsroutev6

(Optional) Tracklist objectslist

(Optional) Boolean Traclistboolean

(Optional) AND boolean objectsand

(Optional) OR boolean objectsor

(Optional) Threshold parametersthreshold

(Optional) Threshold weightweight

(Optional) Threshold percentagepercentage

Brief outputbrief

(Optional) Read only__readonly__

(Optional) Show track brief startshow_track_brf_start

(Optional) Start of all briefshow_track_brf_all_begin

(Optional) Track table briefTABLE_track_brief

(Optional) Object idst_brf_obj_id

(Optional) Object Typest_brf_obj_type
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All Show Commands
show track brief



(Optional) Object instancest_brf_obj_instance

(Optional) Object parameterst_brf_obj_param

(Optional) Object statusst_brf_obj_state

(Optional) Timestamp of last changest_brf_last_chg_time

(Optional) End of Groupshow_track_brf_end

Command Mode

• /exec
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All Show Commands
show track brief



show ttag brief
show ttag brief [ __readonly__ { TABLE_ttag <ttag-ifindex> <state> } <ttag-end> ]

Syntax Description

enable ingress packet with ttag on this interfacettag

ttag port in brief listbrief

(Optional) Read Only__readonly__

(Optional) ttag tableTABLE_ttag

(Optional) ttag ifindexttag-ifindex

(Optional) End of tablettag-end

(Optional) BMC statestate

Command Mode

• /exec
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show tunnel iftable
show tunnel iftable [ <ifindex-in> ] [ __readonly__ TABLE-tunnelIfTable <ifindex-out>
<tunnelIfEncapsMethod> <tunnelIfHopLimit> <tunnelIfSecurity> <tunnelIfTOS> <tunnelIfFlowLabel>
<tunnelIfAddressType> <tunnelIfLocalInetAddress> <tunnelIfRemoteInetAddress> <tunnelIfEncapsLimit>
]

Syntax Description

Show running system informationshow

Show information about Tunneltunnel

Show tunnel interface tableiftable

(Optional) Tunnel ifindexifindex-in

(Optional)__readonly__

(Optional) Tunnel interface tableTABLE-tunnelIfTable

(Optional) Tunnel ifindexifindex-out

(Optional) Encapsulation MethodtunnelIfEncapsMethod

(Optional) Hop LimittunnelIfHopLimit

(Optional) SecuritytunnelIfSecurity

(Optional) TOStunnelIfTOS

(Optional) Flow LabeltunnelIfFlowLabel

(Optional) Address TypetunnelIfAddressType

(Optional) Local IP AddresstunnelIfLocalInetAddress

(Optional) Remote IP AddresstunnelIfRemoteInetAddress

(Optional) Encaps LimittunnelIfEncapsLimit

Command Mode

• /exec
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show tunnel inetconfigtable
show tunnel inetconfigtable [ <tunnelInetConfigAddressType-in> [ [ <tunnelInetConfigLocalAddress-in> [
<tunnelInetConfigRemoteAddress-in> [ <tunnelInetConfigEncapsMethod-in> [ <tunnelInetConfigID-in> ]
] ] ] ] ] [ __readonly__ TABLE-tunnelInetConfigTable <tunnelInetConfigAddressType-out>
<tunnelInetConfigLocalAddress-out> <tunnelInetConfigRemoteAddress-out>
<tunnelInetConfigEncapsMethod-out> <tunnelInetConfigID-out> <tunnelInetConfigIfIndex>
<tunnelInetConfigStatus> <tunnelInetConfigStorageType> ]

Syntax Description

Show running system informationshow

Show information about Tunneltunnel

Show inet config tableinetconfigtable

(Optional) Address TypetunnelInetConfigAddressType-in

(Optional) Local IP AddresstunnelInetConfigLocalAddress-in

(Optional) Remote IP AddesstunnelInetConfigRemoteAddress-in

(Optional) Encapsulation MethodtunnelInetConfigEncapsMethod-in

(Optional) Configuration IDtunnelInetConfigID-in

(Optional)__readonly__

(Optional) Tunnel Inet Config TableTABLE-tunnelInetConfigTable

(Optional) Address TypetunnelInetConfigAddressType-out

(Optional) Local IP AddresstunnelInetConfigLocalAddress-out

(Optional) Remote IP AddesstunnelInetConfigRemoteAddress-out

(Optional) Encapsulation MethodtunnelInetConfigEncapsMethod-out

(Optional) Configuration IDtunnelInetConfigID-out

(Optional) If IndextunnelInetConfigIfIndex

(Optional) Row StatustunnelInetConfigStatus

(Optional) Storage TypetunnelInetConfigStorageType

Command Mode

• /exec
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U Show Commands

• show udld, on page 2790
• show udld global, on page 2792
• show udld neighbors, on page 2793
• show ulib process, on page 2794
• show user-account, on page 2795
• show username keypair, on page 2796
• show userpassphrase, on page 2797
• show users, on page 2798
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show udld
show udld [ <if0> ] [ __readonly__ TABLE_interface <interface> <mib-port-status> <mib-oper-status>
<mib-aggresive-mode> <admin-port-mode> <operational-port-mode> <current-bidirectional-state>
<current-operational-state> <message-interval> <timeout-interval> <no-multiple-neighbor-detected>
TABLE_entry <entry-number> <expiration-time> <device-id> <neighbor-state> <device-name> <port-id>
<neighbor-echo-device-number> <neighbor-echo-device-name> <neighbor-echo-port-number>
<neighbor-echo-port-id> <neighbor-message-interval> <neighbor-timeout-interval> <cdp-device-name>
<pkt-xmt-rec-time> <pc-index> ]

Syntax Description

Show running system informationshow

UDLD status and configuration on one or all interfacesudld

(Optional) Enter an interface name if only one single interface status is
desired

if0

(Optional)__readonly__

(Optional)TABLE_interface

(Optional) Interface IDinterface

(Optional) Port MIB enable statusmib-port-status

(Optional) Port MIB Operational statusmib-oper-status

(Optional) Port MIB aggresive modemib-aggresive-mode

(Optional) Port enable administration configuration settingadmin-port-mode

(Optional) Port enable operational stateoperational-port-mode

(Optional) Current bidirectional statecurrent-bidirectional-state

(Optional) Current operational statecurrent-operational-state

(Optional) UDLD probe messsage intervalmessage-interval

(Optional) UDLD detection timeout intervaltimeout-interval

(Optional) No multiple neighbor detectedno-multiple-neighbor-detected

(Optional) Neighbor entry infoTABLE_entry

(Optional) Neighbor entry numberentry-number

(Optional) Expiration timeexpiration-time

(Optional) Device IDdevice-id

(Optional) Current neighbor stateneighbor-state
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(Optional) Device namedevice-name

(Optional) Port IDport-id

(Optional) Echo device numberneighbor-echo-device-number

(Optional) Echo device nameneighbor-echo-device-name

(Optional) Echo port numberneighbor-echo-port-number

(Optional) Echo port IDneighbor-echo-port-id

(Optional) UDLD probe messsage intervalneighbor-message-interval

(Optional) UDLD detection timeout intervalneighbor-timeout-interval

(Optional) CDP Device namecdp-device-name

(Optional) Last UDLD packet send/recv timepkt-xmt-rec-time

(Optional) Port channel indexpc-index

Command Mode

• /exec
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show udld global
show udld global [ __readonly__ <udld-global-mode> <message-interval> ]

Syntax Description

Show running system informationshow

UDLD protocoludld

UDLD global status and configuration on all interfacesglobal

(Optional)__readonly__

(Optional) UDLD global configuration settingudld-global-mode

(Optional) UDLD probe messsage intervalmessage-interval

Command Mode

• /exec
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show udld neighbors
show udld neighbors [ __readonly__ TABLE_entry <local-port-id> <neighbor-echo-device-name><device-id>
<neighbor-echo-port-id> <neighbor-state> ]

Syntax Description

Show running system informationshow

UDLD protocoludld

UDLD neighbor interfacesneighbors

(Optional)__readonly__

(Optional)TABLE_entry

(Optional) Local port IDlocal-port-id

(Optional) Echo device nameneighbor-echo-device-name

(Optional) Device IDdevice-id

(Optional) Echo port IDneighbor-echo-port-id

(Optional) Current neighbor stateneighbor-state

Command Mode

• /exec
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show ulib process
show ulib process

Syntax Description

Show running system informationshow

Display ULIB status and configurationulib

ULIB Process informationprocess

Command Mode

• /exec
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show user-account
show user-account [ <s0> ] [ __readonly__ TABLE_template <usr_name> <expire_date> { TABLE_role
<role> } [ <remote_login> ] [ <sshkey_info> ] { TABLE_keys <ssh_keys> } ]

Syntax Description

Show running system informationshow

(Optional)TABLE_template

(Optional)TABLE_role

(Optional)TABLE_keys

(Optional)__readonly__

(Optional) Name of the userusr_name

(Optional) Expiry date for this user account(in YYYY-MM-DD format)expire_date

(Optional) role/s which the user is to be assigned torole

(Optional) Remote account information for a remote userremote_login

(Optional) SSH key information of usersshkey_info

(Optional) SSH key pairs of the userssh_keys

Show user informationuser-account

(Optional) User names0

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2795

All Show Commands
show user-account



show username keypair
show username <s0> keypair [ __readonly__ { TABLE_sessions <t_type> <t_time> <t_keys> <t_bitcount>
<t_fingerprint> } ]

Syntax Description

Show running system informationshow

Show user information.username

Show SSH keypairskeypair

user names0

(Optional)__readonly__

(Optional) username keypairTABLE_sessions

(Optional) keys typet_type

(Optional) timestampt_time

(Optional) ssh keyt_keys

(Optional) bitcountt_bitcount

(Optional) fingerprintt_fingerprint

Command Mode

• /exec
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show userpassphrase
show userpassphrase { min-length | max-length | length } [ __readonly__ [ Minimum_length <min_length>
] [ Maximum_length <max_length> ] ]

Syntax Description

Show running system informationshow

user passphraseuserpassphrase

passphrase minimum lengthmin-length

passphrase maximum lengthmax-length

passphrase min and max lengthlength

(Optional)__readonly__

(Optional) minimum length of the passphraseMinimum_length

(Optional) Absolute value of the Minimum lengthmin_length

(Optional) Maximum length of the passphraseMaximum_length

(Optional) Absolute value of max lengthmax_length

Command Mode

• /exec
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show users
show users [ __readonly__ { TABLE_sessions <u_name> <t_terminal> <t_time> <t_idle> <p_pid>
<c_comment> } ]

Syntax Description

Show running system informationshow

Show the current users logged in the systemusers

(Optional)__readonly__

(Optional) users tableTABLE_sessions

(Optional) user nameu_name

(Optional) terminalt_terminal

(Optional) timet_time

(Optional) idlet_idle

(Optional) pidp_pid

(Optional) commentc_comment

Command Mode

• /exec
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V Show Commands

• show vdc, on page 2801
• show vdc current-vdc, on page 2803
• show vdc fcoe-vlan-range, on page 2804
• show vdc resource, on page 2805
• show vdc resource, on page 2806
• show vdc resource template, on page 2807
• show version, on page 2808
• show version compatibility, on page 2810
• show version fex, on page 2811
• show version image, on page 2812
• show version module, on page 2813
• show version module epld, on page 2814
• show virtual-service, on page 2815
• show virtual-service storage pool list, on page 2817
• show virtual-service tech-support, on page 2818
• show virtual-service utilization name, on page 2819
• show virtual-service version, on page 2821
• show vlan-mgr errors, on page 2822
• show vlan-mgr event-history, on page 2823
• show vlan, on page 2824
• show vlan access-list, on page 2826
• show vlan access-map, on page 2830
• show vlan all-ports, on page 2831
• show vlan counters, on page 2832
• show vlan dot1Q tag native, on page 2833
• show vlan filter, on page 2834
• show vlan id, on page 2835
• show vlan id counters, on page 2837
• show vlan id vn-segment, on page 2838
• show vlan mib private-vlan type, on page 2839
• show vlan name, on page 2840
• show vlan private-vlan, on page 2842
• show vlan private-vlan interface host, on page 2843
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• show vlan private-vlan interface mapping, on page 2844
• show vlan private-vlan interface mode, on page 2845
• show vlan private-vlan interface trunk, on page 2846
• show vlan private-vlan mapping, on page 2847
• show vlan private-vlan type, on page 2848
• show vlan reserved, on page 2849
• show vlan xbrief, on page 2850
• show vlan xsummary, on page 2851
• show vmtracker, on page 2852
• show vmtracker certificate, on page 2853
• show vmtracker fabric auto-config, on page 2854
• show vmtracker status, on page 2855
• show vpc, on page 2856
• show vpc, on page 2859
• show vpc brief, on page 2860
• show vpc consistency-checker pss, on page 2863
• show vpc consistency-checker sdb, on page 2864
• show vpc consistency-parameters, on page 2865
• show vpc consistency-parameters vlans, on page 2866
• show vpc orphan-ports, on page 2867
• show vpc peer-keepalive, on page 2868
• show vpc role, on page 2869
• show vpc statistics peer-keepalive, on page 2870
• show vpc statistics vpc, on page 2871
• show vrf, on page 2872
• show vrf, on page 2873
• show vrf topology, on page 2875
• show vrrp, on page 2876
• show vrrp bfd-sessions, on page 2878
• show vrrpv3, on page 2879
• show vrrs client, on page 2882
• show vrrs pathway, on page 2883
• show vrrs pathway address, on page 2884
• show vrrs server, on page 2885
• show vrrs tag, on page 2886
• show vtp counters, on page 2887
• show vtp datafile, on page 2888
• show vtp domain id, on page 2889
• show vtp interface, on page 2890
• show vtp mibstats, on page 2891
• show vtp password, on page 2892
• show vtp status, on page 2893
• show vtp trunk interface, on page 2894
• show vtp vlan, on page 2895
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show vdc
{ show vdc [ <e-vdc2> ] [ feature-set | detail | membership [ all | status | module <module> ] | sharedmembership
] [ __readonly__ [ detail2 ] [ <swmode> ] { TABLE_vdc <vdc_id> <vdc_name> <state> <mac> <hap> <sw>
<boot_order> [ <prio> <prio_per> ] [ <create_time> ] [ <reload_count> ] [ <restart_count> ] [ <restart_time>
] [ <restart_reason> ] <vtype> <lc-support> [ TABLE_fs <fs_id> <fs_name> ] [ TABLE_port <port-list> ]
} ] }

Syntax Description

Show Virtual Device Contextsshow

Show Virtual Device Contextsvdc

(Optional) Enter Virtual Device Context <vdc-id>e-vdc2

(Optional) Show detailed vdc informationdetail

(Optional) Show vdc interface membership informationmembership

(Optional) Show the shared interfaces in a vdcshared

(Optional) Show the shared interfaces in a vdcmembership

(Optional) Show vdc interface membership information for a specific
module only

module

(Optional) Show vdc interface membership information for a specific
module only

module

(Optional) Show vdc related port-statusstatus

(Optional) Show vdc feature-set informationfeature-set

(Optional) Show offline modules as wellall

(Optional) Read Only__readonly__

(Optional)detail2

(Optional)swmode

(Optional)TABLE_vdc

(Optional) vdc-idvdc_id

(Optional)TABLE_port

(Optional) port membership for VDCport-list

(Optional) vdc-namevdc_name

(Optional) statestate

(Optional) mac address for VDCmac
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(Optional) hap policyhap

(Optional) sw policysw

(Optional)vtype

(Optional)lc-support

(Optional)create_time

(Optional)reload_count

(Optional)restart_count

(Optional)restart_time

(Optional)restart_reason

(Optional)TABLE_fs

(Optional) fs idfs_id

(Optional)fs_name

(Optional)boot_order

(Optional)prio

(Optional)prio_per

Command Mode

• /exec
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show vdc current-vdc
show vdc current-vdc [ __readonly__ <mode> <name> ]

Syntax Description

Show Virtual Device Contextsshow

Show Virtual Device Contextsvdc

Show which vdc you are currently incurrent-vdc

(Optional) Read Only__readonly__

(Optional) cli modemode

(Optional) vdc namename

Command Mode

• /exec
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show vdc fcoe-vlan-range
show vdc fcoe-vlan-range [ __readonly__ <fcoe-vdc> [ <fcoe-vlans> ] [ <sharing-vdcs> ] ]

Syntax Description

Show Virtual Device Contextsshow

Show Virtual Device Contextsvdc

vlans reserved for FCoEfcoe-vlan-range

(Optional) Read Only__readonly__

(Optional)fcoe-vdc

(Optional)sharing-vdcs

(Optional)fcoe-vlans

Command Mode

• /exec
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show vdc resource
show vdc <id> resource [ <res-mgr-res-known-name> ] [ __readonly__ { TABLE_vdc_resource_single_vdc
<res_name> <min> <max> <used> <unused> <free> } ]

Syntax Description

Show running system informationshow

Show Virtual Device Contextsvdc

Enter Virtual Device Context <vdc-id>id

Show resource configuration for VDCresource

(Optional) Resource nameres-mgr-res-known-name

(Optional) Read Only__readonly__

(Optional) Resource Nameres_name

(Optional) Resource min configurationmin

(Optional) Resource max configurationmax

(Optional) Resource current usage for this VDCused

(Optional) Resource reserved for this VDC but currently not usedunused

(Optional) Resource current free for this VDCfree

(Optional)TABLE_vdc_resource_single_vdc

Command Mode

• /exec
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show vdc resource
show vdc resource [ <res-mgr-res-known-name> ] [ detail | hidden-too | with-flags ] + [ __readonly__ {
TABLE_resource <resource_name> <total_used> <total_unused> <total_free> <total_avail> <total> [
TABLE_vdc_resource_across_vdcs <vdc_name> <min> <max> <used> <unused> <free> ] } ]

Syntax Description

Show running system informationshow

Show Virtual Device Contextsvdc

Show resource configuration across VDCsresource

(Optional) Resource nameres-mgr-res-known-name

(Optional) Show detail resource configurationdetail

(Optional) Also show hidden resourceshidden-too

(Optional) Also show resource flagswith-flags

(Optional) Read Only__readonly__

(Optional)TABLE_resource

(Optional) Resource Nameresource_name

(Optional) Resource current usage for all VDCtotal_used

(Optional) Resources currently reserved but not used across all VDCtotal_unused

(Optional) Resource current free for all VDCtotal_free

(Optional) Resource current available across all VDCtotal_avail

(Optional) Resources grand totaltotal

(Optional)TABLE_vdc_resource_across_vdcs

(Optional) VDC namevdc_name

(Optional) Resource min configurationmin

(Optional) Resource max configurationmax

(Optional) Resource current usage for this VDCused

(Optional) Resource reserved for this VDC but currently not usedunused

(Optional) Resource current free for this VDCfree

Command Mode

• /exec
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show vdc resource template
show vdc resource template [ <res-mgr-template-known-name-all> ] [ __readonly__ TABLE_template
<template_name> { TABLE_resource <resource_name> <min> <max> } ]

Syntax Description

Show running system informationshow

Show Virtual Device Contextsvdc

Show resource configuration for VDCresource

Resource template configurationtemplate

(Optional) Resource template nameres-mgr-template-known-name-all

(Optional) Read Only__readonly__

(Optional)TABLE_template

(Optional) Resource Template Nametemplate_name

(Optional)TABLE_resource

(Optional) Resource Nameresource_name

(Optional) Resource min configurationmin

(Optional) Resource max configurationmax

Command Mode

• /exec
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show version
show version [ __readonly__ <header_str> <bios_ver_str> [ <loader_ver_str> ] <kickstart_ver_str> [
<sys_ver_str> ] <bios_cmpl_time> <kick_file_name> <kick_cmpl_time> <kick_tmstmp> [ <isan_file_name>
] [ <isan_cmpl_time> ] [ <isan_tmstmp> ] [ <boot_lxc_mode> ] <chassis_id> <module_id> <cpu_name>
<memory> <mem_type> <proc_board_id> <host_name> <bootflash_size> [ <slot0_size> ] <kern_uptm_days>
<kern_uptm_hrs> <kern_uptm_mins> <kern_uptm_secs> [ <rr_usecs> ] [ <rr_ctime> ] <rr_reason>
<rr_sys_ver> <rr_service> [ TABLE_smu_list <install_smu_id> + ] [ TABLE_package_list <package_id> ]
<manufacturer> ]

Syntax Description

show

Show the software versionversion

(Optional)__readonly__

(Optional)header_str

(Optional)bios_ver_str

(Optional)loader_ver_str

(Optional)kickstart_ver_str

(Optional)sys_ver_str

(Optional)bios_cmpl_time

(Optional)kick_file_name

(Optional)kick_cmpl_time

(Optional)kick_tmstmp

(Optional)isan_file_name

(Optional)isan_cmpl_time

(Optional)isan_tmstmp

(Optional)boot_lxc_mode

(Optional)chassis_id

(Optional)module_id

(Optional)cpu_name

(Optional)memory

(Optional)mem_type

(Optional)proc_board_id
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(Optional)host_name

(Optional)bootflash_size

(Optional)slot0_size

(Optional)kern_uptm_days

(Optional)kern_uptm_hrs

(Optional)kern_uptm_mins

(Optional)kern_uptm_secs

(Optional)rr_usecs

(Optional)rr_ctime

(Optional)rr_reason

(Optional)rr_sys_ver

(Optional)rr_service

(Optional)TABLE_smu_list

(Optional)install_smu_id

(Optional)TABLE_package_list

(Optional) Package namepackage_id

(Optional)manufacturer

Command Mode

• /exec
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show version compatibility
show version compatibility <uri0>

Syntax Description

Show running system informationshow

Show the software versionversion

Show the software compatibility matrix with given imagecompatibility

Enter URIuri0

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2810

All Show Commands
show version compatibility



show version fex
show version fex <i>

Syntax Description

Show running system informationshow

Show the software versionversion

Show fex software versionfex

Enter FEX identifieri

Command Mode

• /exec
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show version image
show version image <uri0>

Syntax Description

Show running system informationshow

Show the software versionversion

Show the software version of a given imageimage

Enter URIuri0

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2812

All Show Commands
show version image



show version module
show version module <module> [ __readonly__ { TABLE_version <slot> <type> <sw> <interim> <bios> }
]

Syntax Description

Show running system informationshow

Show the software versionversion

Show the software version of a Modulemodule

Enter module numbermodule

(Optional)__readonly__

(Optional) Show version infoTABLE_version

(Optional) Slotslot

(Optional) image typetype

(Optional) SW versionsw

(Optional) SW interim versioninterim

(Optional) BIOS versionbios

Command Mode

• /exec
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show version module epld
show version module <module> epld

Syntax Description

Show running system informationshow

Show the software versionversion

Show the software version of a Modulemodule

Enter module numbermodule

Show a module's current EPLD versionsepld

Command Mode

• /exec
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show virtual-service
show virtual-service [ { list } | { global } | { detail [ name <virt_serv_name> ] } | { core [ name
<virt_serv_name_core> ] } ] [ __readonly__ [ <infrastructure_major_version> <infrastructure_minor_version>
<total_virtual_services_installed> <total_virtual_services_activated> <maximum_vcpus_per_virtual_service>
<machine_types_supported> <machine_types_disabled> TABLE_resource_limits <media_name> <quota>
<committed> <available> ] [ TABLE_list <name> <status> <package_name> ] [ TABLE_detail <name>
<package_name> <application_name> <application_version> <application_description> <key_type>
<signing_method> <licensing_name> <licensing_version> <ova_path> <state> <disk_reservation>
<memory_reservation> <cpu_reservation> TABLE_attached_devices <type> <name> <alias> ] [ TABLE_core
<name> <name_core> ] ]

Syntax Description

Show running system informationshow

Display virtualization service informationvirtual-service

(Optional) Virtual service global informationglobal

(Optional) List virtual serviceslist

(Optional) Detailed informationdetail

(Optional) Core informationcore

(Optional) Information for a specific virtual servicename

(Optional) Name of a virtual servicevirt_serv_name

(Optional) Name of a virtual servicevirt_serv_name_core

(Optional) Read Only__readonly__

(Optional) Infrastructure major versioninfrastructure_major_version

(Optional) Infrastructure minor versioninfrastructure_minor_version

(Optional) Total virtual services installedtotal_virtual_services_installed

(Optional) Total virtual services activatedtotal_virtual_services_activated

(Optional) Maximum VCPUs per virtual servicemaximum_vcpus_per_virtual_service

(Optional) Machine types supportedmachine_types_supported

(Optional) Machine types disabledmachine_types_disabled

(Optional) Virtual service global resource limitsTABLE_resource_limits

(Optional) Resource namemedia_name

(Optional) Resource Virtualization quotaquota

(Optional) Resource Virtualization committedcommitted
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(Optional) Resource Virtualization availableavailable

(Optional) Virtual service list tableTABLE_list

(Optional) Virtual service namename

(Optional) Virtual service statusstatus

(Optional) Virtual service package namepackage_name

(Optional) Virtual service detail tableTABLE_detail

(Optional) Virtual service namename

(Optional) Virtual service package namepackage_name

(Optional) Name of the applicationapplication_name

(Optional) Version of the applicationapplication_version

(Optional) Description of the applicationapplication_description

(Optional) Virtual service key typekey_type

(Optional) Method used to sign the packagesigning_method

(Optional) Name of the licenselicensing_name

(Optional) Version of the licenselicensing_version

(Optional) Virtual service OVA pathova_path

(Optional) Virtual service statestate

(Optional) Virtual service disk reservationdisk_reservation

(Optional) Virtual service memory reservationmemory_reservation

(Optional) Virtual service CPU reservationcpu_reservation

(Optional) Attached devices tableTABLE_attached_devices

(Optional) Type of the attached devicetype

(Optional) Name of the attached devicename

(Optional) Alias for the attached devicealias

(Optional) Virtual service core tableTABLE_core

(Optional) Virtual service namename

(Optional) Name of corename_core

Command Mode

• /exec
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show virtual-service storage pool list
show virtual-service storage pool list [ __readonly__ [ TABLE_storage <pool_name> <pool_type> <pool_path>
] ]

Syntax Description

Show running system informationshow

Display virtualization service storage pool informationvirtual-service

Storage information about virtual servicestorage

Storage pool information about virtual servicepool

List storage pool for virtual servicelist

(Optional) Read Only__readonly__

(Optional) Virtual service storage pool list tableTABLE_storage

(Optional) Virtual service storage pool namepool_name

(Optional) Virtual service storage pool typepool_type

(Optional) Virtual service storage pool pathpool_path

Command Mode

• /exec
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show virtual-service tech-support
show virtual-service tech-support

Syntax Description

Show running system informationshow

Gather information for virtualization services trouble shootingvirtual-service

Gather information for trouble shootingtech-support

Command Mode

• /exec
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show virtual-service utilization name
show virtual-service utilization name <virt_serv_name> [ __readonly__ [ TABLE_storage <name> <alias>
<rd_bytes> <wr_bytes> <rd_requests> <wr_requests> <errors> <capacity> <used> <available> <usage> ] [
TABLE_network <name> <alias> <rx_packets> <tx_packets> <rx_bytes> <tx_bytes> <rx_drops> <tx_drops>
<rx_errors> <tx_errors> ] [ TABLE_memory <allocation> <used> ] [ TABLE_cpu <request> <actual> <state>
] ]

Syntax Description

Show running system informationshow

Display virtualization service utilization informationvirtual-service

Utilization information about virtual serviceutilization

Utilization of a virtual servicename

Name of a virtual servicevirt_serv_name

(Optional) Read Only__readonly__

(Optional) Virtual service storage utilizationTABLE_storage

(Optional) storage device namename

(Optional) storage device aliasalias

(Optional) Read Bytesrd_bytes

(Optional) Write Byteswr_bytes

(Optional) Read requestsrd_requests

(Optional) Write requestswr_requests

(Optional) errorserrors

(Optional) Capacity 1k blockscapacity

(Optional) Used 1k blocksused

(Optional) Available 1k blocksavailable

(Optional) Usageusage

(Optional) Virtual service network utilizationTABLE_network

(Optional) network device namename

(Optional) network device aliasalias

(Optional) Received packetsrx_packets

(Optional) Transmitted packetstx_packets
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(Optional) Received bytesrx_bytes

(Optional) Transmitted bytestx_bytes

(Optional) Received dropsrx_drops

(Optional) Transmitted dropstx_drops

(Optional) Received errorsrx_errors

(Optional) Trnasmitted errorstx_errors

(Optional) Virtual service memory utilizationTABLE_memory

(Optional) Memory allocationallocation

(Optional) Memory usedused

(Optional) Virtual service cpu utilizationTABLE_cpu

(Optional) Requested Application Utilizationrequest

(Optional) Actual Application Utilizationactual

(Optional) CPU statestate

Command Mode

• /exec
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show virtual-service version
show virtual-service version { { installed } | { name <virt_serv_name> installed } } [ __readonly__
<virt_service_name> <application_name> <application_version> ]

Syntax Description

Show running system informationshow

Display virtualization service version informationvirtual-service

Version information about virtual serviceversion

Installed versioninstalled

Version of a virtual servicename

Name of a virtual servicevirt_serv_name

(Optional) Read Only__readonly__

(Optional) Virtual service namevirt_service_name

(Optional) Application nameapplication_name

(Optional) Application versionapplication_version

Command Mode

• /exec
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show vlan-mgr errors
show vlan-mgr errors

Syntax Description

Show running system informationshow

Show vlan manager event historyvlan-mgr

Show vlan manager errorserrors

Command Mode

• /exec
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show vlan-mgr event-history
show vlan-mgr event-history

Syntax Description

Show running system informationshow

Show vlan manager event historyvlan-mgr

Show vlan manager event historyevent-history

Command Mode

• /exec
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show vlan
show vlan [ controller ] [ __readonly__ <vlanshowbr-hdr> { TABLE_vlanbrief <vlanshowbr-vlanid>
<vlanshowbr-vlanid-utf> <vlanshowbr-vlanname> <vlanshowbr-vlanstate> <vlanshowbr-shutstate> [
<vlanshowplist-ifidx> ] } <vlanshowinfo-mtu-hdr> { TABLE_mtuinfo <vlanshowinfo-vlanid>
<vlanshowinfo-media-type> <vlanshowinfo-vlanmode> } [ <vlanshowrspan-hdr1> ] [
<vlanshowrspan-vlantype> ] [ <vlanshowrspan-hdr2> ] [ <vlanshowrspan-vlanbitmap> ] [ <pvlan-hdr> ] [
<pvlan-section> ] [ <pvlan-stby> ] <show-end> [ <true-end> ] ]

Syntax Description

Show running system informationshow

VLAN statusvlan

(Optional) Controller VLAN statuscontroller

(Optional) Read Only__readonly__

(Optional) VLAN brief table formatTABLE_vlanbrief

(Optional) MTU information table formatTABLE_mtuinfo

(Optional) VLAN brief headervlanshowbr-hdr

(Optional) VLAN brief VLAN IDvlanshowbr-vlanid

(Optional) VLAN brief VLAN IDvlanshowbr-vlanid-utf

(Optional) VLAN brief VLAN namevlanshowbr-vlanname

(Optional) VLAN brief VLAN statevlanshowbr-vlanstate

(Optional) VLAN brief shutdown statevlanshowbr-shutstate

(Optional) Port list ifindexvlanshowplist-ifidx

(Optional) Vlan info mtu headervlanshowinfo-mtu-hdr

(Optional) Vlan info VLAN IDvlanshowinfo-vlanid

(Optional) Select media typevlanshowinfo-media-type

(Optional) VLAN brief VLAN modevlanshowinfo-vlanmode

(Optional) RSPAN VLAN header for one VLANvlanshowrspan-hdr1

(Optional) RSPAN VLAN header for multiple VLANsvlanshowrspan-hdr2

(Optional) RSPAN VLAN one VLAN rspan or non-rspanvlanshowrspan-vlantype

(Optional) RSPAN VLAN multiple VLANsvlanshowrspan-vlanbitmap

(Optional) Show vlan end markershow-end
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(Optional) Show vlan end markertrue-end

(Optional) private vlan sectionpvlan-hdr

(Optional) private vlan sectionpvlan-section

(Optional) private vlan section on standbypvlan-stby

Command Mode

• /exec
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show vlan access-list
show vlan access-list <name> [ <inp_seqno> ] [ __readonly__ TABLE_vacl <vacl_name> [ <vacl_seqno> ]
[ TABLE_list <ip_ipv6_mac> <acl_name> [ TABLE_seqno <seqno> { <permitdeny> [ <proto_str> | <proto>
| <ip> | <ipv6> ] { <src_any> | <src_ip_prefix> | <src_ip_addr> <src_ip_mask> | <src_ipv6_prefix> |
<src_ipv6_addr> <src_ipv6_mask> | <mac_src> <mac_src_wild> | <src_addrgrp> } [ <src_port_op> [
<src_port1_str> ] { <src_port1_num> } [ <src_port2_str> | <src_port2_num> ] | <src_portgrp> ] { <dest_any>
| <dest_ip_prefix> | <dest_ip_addr> <dest_ip_mask> | <dest_ipv6_prefix> | <dest_ipv6_addr>
<dest_ipv6_mask> | <mac_dest> <mac_dest_wild> | <dest_addrgrp> } [ <dest_port_op> [ <dest_port1_str>
] { <dest_port1_num> } [ <dest_port2_str> | <dest_port2_num> ] | <dest_portgrp> ] [ { <icmp_type> [
<icmp_code> ] | <icmp_str> } | { <icmpv6_type> [ <icmpv6_code> ] | <icmpv6_str> } ] [ <igmp_type> |
<igmp_type_str> ] [ [ <precedence> | <precedence_str> ] [ <tos> | <tos_str> ] | [ <dscp> | <dscp_str> ] | [
<ttl> ] ] [ <log> ] [ <udfs> ] [ <capture_session> ] [ <fragments> ] [ <plen_op> <plen1> [ <plen2> ] ] [ <urg>
] [ <ack> ] [ <psh> ] [ <rst> ] [ <syn> ] [ <fin> ] [ <established> ] [ <http-method> | <http_opt_str> ] [
<tcp-option-length> ] [ <tcp-flags-mask> ] [ <flow_label> ] [ <timerange> ] [ <eth_proto> | <eth_proto_str>
] [ <vlan> ] [ <cos> ] [ <match_count> ] | [ <nve_vni> ] | <remark> } ] [ <action> <actionid> ] ] ]

Syntax Description

Show running system informationshow

Vlan commandsvlan

Vlan access listaccess-list

List namename

(Optional) Sequence numberinp_seqno

(Optional) List namevacl_name

(Optional)__readonly__

(Optional) Sequence numbervacl_seqno

(Optional)TABLE_vacl

(Optional)TABLE_list

(Optional) IP/iIPV6/MACip_ipv6_mac

(Optional) Access list nameacl_name

(Optional) Sequence numberseqno

(Optional) Permit/denypermitdeny

(Optional) A protocol numberproto

(Optional)TABLE_seqno

(Optional) Protocol nameproto_str

(Optional) IPip
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(Optional) IPV6ipv6

(Optional) SRCAnysrc_any

(Optional) DESTAnydest_any

(Optional) Source IP prefixsrc_ip_prefix

(Optional) Source IP addresssrc_ip_addr

(Optional) Source IP masksrc_ip_mask

(Optional) Source MAC addressmac_src

(Optional) Source MAC maskmac_src_wild

(Optional) Destination IP prefixdest_ip_prefix

(Optional) Destination IP addressdest_ip_addr

(Optional) Destination IP maskdest_ip_mask

(Optional) Destination MAC addressmac_dest

(Optional) Destination MAC maskmac_dest_wild

(Optional) Source Port operatorsrc_port_op

(Optional) Destination Port operatordest_port_op

(Optional) Source port namesrc_port1_str

(Optional) Source port numbersrc_port1_num

(Optional) Source port namesrc_port2_str

(Optional) Source port numbersrc_port2_num

(Optional) Destination port namedest_port1_str

(Optional) Destination port numberdest_port1_num

(Optional) Destination port namedest_port2_str

(Optional) Destination port numberdest_port2_num

(Optional) ICMP typeicmp_type

(Optional) ICMP codeicmp_code

(Optional) ICMP messageicmp_str

(Optional) ICMP typeicmpv6_type

(Optional) ICMP codeicmpv6_code

(Optional) ICMP messageicmpv6_str
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(Optional) IGMP typeigmp_type

(Optional) IGMP type Stringigmp_type_str

(Optional) precedenceprecedence

(Optional) precedence stringprecedence_str

(Optional) tostos

(Optional) tos stringtos_str

(Optional) dscpdscp

(Optional) dscp stringdscp_str

(Optional) udfs stringudfs

(Optional) ttlttl

(Optional) capture sessioncapture_session

(Optional) Loglog

(Optional) Fragmentsfragments

(Optional) URGurg

(Optional) ACKack

(Optional) PSHpsh

(Optional) RSTrst

(Optional) SYNsyn

(Optional) FINfin

(Optional) ESTABLISHEDestablished

(Optional) http-methodhttp-method

(Optional) http_option stringhttp_opt_str

(Optional) TCP Option sizetcp-option-length

(Optional) TCP Flags masktcp-flags-mask

(Optional) IPv6 flow labelflow_label

(Optional) Time-rangetimerange

(Optional) MAC protocol numbereth_proto

(Optional) MAC protocol nameeth_proto_str

(Optional) VLAN numbervlan

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2828

All Show Commands
show vlan access-list



(Optional) CoS valuecos

(Optional) Number of packets matching the ACLmatch_count

(Optional) nve vninve_vni

(Optional) Remark Stringremark

(Optional) Source address groupsrc_addrgrp

(Optional) Destination address groupdest_addrgrp

(Optional) Source port groupsrc_portgrp

(Optional) Destination port groupdest_portgrp

(Optional) Source Port operatorplen_op

(Optional) Packet length minimumplen1

(Optional) packet length maximumplen2

(Optional) Actionaction

(Optional) redirect: Ethernet1/1,port-channel1 set-erspan-dscp: <1-63>
set-erspan-gre-proto: <1-65535>

actionid

Command Mode

• /exec
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show vlan access-map
show vlan access-map [ <name> ] [ __readonly__ [ TABLE_vacl <vacl_name> [ TABLE_seqno [ <seqno>
] [ <ip_ipv6_mac> { <match_name> } + [ <action_drop> ] [ <action_log> ] [ <action_fwd> ] [ <action_capture>
] [ <action_redirect> <intf> ] ] [ <statistics> ] ] ] ]

Syntax Description

Show running system informationshow

Vlan commandsvlan

List VLAN access mapsaccess-map

(Optional) List namename

(Optional) List namevacl_name

(Optional)__readonly__

(Optional) Sequence numberseqno

(Optional)TABLE_vacl

(Optional)TABLE_seqno

(Optional) IP/iIPV6/MACip_ipv6_mac

(Optional) Access list namematch_name

(Optional) DROPaction_drop

(Optional) LOGaction_log

(Optional) FWDaction_fwd

(Optional) CAPTUREaction_capture

(Optional) REDIRECTaction_redirect

(Optional) Interface traffic is redirected tointf

(Optional) STATISTICSstatistics

Command Mode

• /exec
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show vlan all-ports
show vlan all-ports [ __readonly__ <vlanshowbr-hdr> { TABLE_vlanbriefallports <vlanshowbr-vlanid>
<vlanshowbr-vlanid-utf> <vlanshowbr-vlanname> <vlanshowbr-vlanstate> <vlanshowbr-shutstate> [
<vlanshowplist-ifidx> ] } <show-end> [ <true-end> ] ]

Syntax Description

Show running system informationshow

VLAN statusvlan

Show all ports on VLANall-ports

(Optional) Read Only__readonly__

(Optional) VLAN brief table formatTABLE_vlanbriefallports

(Optional) VLAN brief headervlanshowbr-hdr

(Optional) VLAN brief VLAN IDvlanshowbr-vlanid

(Optional) VLAN brief VLAN IDvlanshowbr-vlanid-utf

(Optional) VLAN brief VLAN namevlanshowbr-vlanname

(Optional) VLAN brief VLAN statevlanshowbr-vlanstate

(Optional) VLAN brief shutdown statevlanshowbr-shutstate

(Optional) Port list ifindexvlanshowplist-ifidx

(Optional) Show vlan end markershow-end

(Optional) Show vlan end markertrue-end

Command Mode

• /exec
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show vlan counters
show vlan counters [ __readonly__ { TABLE_vlancounters <vlanshowbr-vlanid> [ <l2_ing_ucast_b> ] [
<l2_ing_ucast_p> ] [ <l2_ing_mcast_b> ] [ <l2_ing_mcast_p> ] [ <l2_ing_bcast_b> ] [ <l2_ing_bcast_p> ]
[ <l2_egr_ucast_b> ] [ <l2_egr_ucast_p> ] [ <l3_ucast_rcv_b> ] [ <l3_ucast_rcv_p> ] [ <total_rcv_b> ] [
<total_rcv_p> ] [ <total_sent_b> ] [ <total_sent_p> ] } ]

Syntax Description

Show running system informationshow

Vlan commandsvlan

display counterscounters

(Optional) Read Only__readonly__

(Optional) vlan counters table formatTABLE_vlancounters

(Optional) VLAN brief VLAN IDvlanshowbr-vlanid

(Optional) L2 Ingress unicast octetsl2_ing_ucast_b

(Optional) L2 Ingress unicast packetsl2_ing_ucast_p

(Optional) L2 Ingress multicast octetsl2_ing_mcast_b

(Optional) L2 Ingress multicast packetsl2_ing_mcast_p

(Optional) L2 Ingress broadcast octetsl2_ing_bcast_b

(Optional) L2 Ingress broadcast packetsl2_ing_bcast_p

(Optional) L2 Egress unicast octetsl2_egr_ucast_b

(Optional) L2 Egress unicast packetsl2_egr_ucast_p

(Optional) L3 unicast octets inl3_ucast_rcv_b

(Optional) L3 unicast packets inl3_ucast_rcv_p

(Optional) Total octets intotal_rcv_b

(Optional) Total packets intotal_rcv_p

(Optional) Total octets outtotal_sent_b

(Optional) Total packets outtotal_sent_p

Command Mode

• /exec
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show vlan dot1Q tag native
show vlan dot1Q tag native [ __readonly__ <tag_native_mode> ]

Syntax Description

Show running system informationshow

VTP VLAN statusvlan

Display dot1q parametersdot1Q

Display tag parameterstag

Display native vlan taggingnative

(Optional) Read Only__readonly__

(Optional) Native vlan tagging modetag_native_mode

Command Mode

• /exec
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show vlan filter
show vlan filter [ access-map <name> | vlan <vlan> ] [ __readonly__ TABLE_vlan_filter <name>
<configured_vlans> ]

Syntax Description

Show running system informationshow

Vlan commandsvlan

Information about VLAN filtersfilter

(Optional) Show the VLANs where an access-map is appliedaccess-map

(Optional) List namename

(Optional) Show the access-map applied to a VLANvlan

(Optional) VLAN numbervlan

(Optional)__readonly__

(Optional)TABLE_vlan_filter

(Optional) VLAN numbersconfigured_vlans

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2834

All Show Commands
show vlan filter



show vlan id
show vlan id <vlan-id> [ __readonly__ <vlanshowbr-hdr> { TABLE_vlanbriefid <vlanshowbr-vlanid>
<vlanshowbr-vlanid-utf> <vlanshowbr-vlanname> <vlanshowbr-vlanstate> <vlanshowbr-shutstate> [
<vlanshowplist-ifidx> ] } <vlanshowinfo-mtu-hdr> { TABLE_mtuinfoid <vlanshowinfo-vlanid>
<vlanshowinfo-media-type> <vlanshowinfo-vlanmode> } [ <vlanshow-vlanerrbitmap> ] [
<vlanshowrspan-hdr1> ] [ <vlanshowrspan-vlantype> ] [ <vlanshowrspan-hdr2> ] [
<vlanshowrspan-vlanbitmap> ] [ <pvlan-hdr> ] [ <pvlan-id-section> ] [ <pvlan-stby> ] [ <is-vtp-manageable>
] [ <is-internal> ] [ <is-reserved> ] [ <is-rspan> ] [ <is-dynamic-gvrp> ] <show-end> [ <true-end> ] ]

Syntax Description

Show running system informationshow

VLAN statusvlan

VLAN status by VLAN idid

VLAN ID 1-4094 or range(s): 1-5, 10 or 2-5,7-19vlan-id

(Optional) Read Only__readonly__

(Optional) VLAN brief table formatTABLE_vlanbriefid

(Optional) MTU information table formatTABLE_mtuinfoid

(Optional) VLAN brief headervlanshowbr-hdr

(Optional) VLAN brief VLAN IDvlanshowbr-vlanid

(Optional) VLAN brief VLAN IDvlanshowbr-vlanid-utf

(Optional) VLAN brief VLAN namevlanshowbr-vlanname

(Optional) VLAN brief VLAN statevlanshowbr-vlanstate

(Optional) VLAN brief shutdown statevlanshowbr-shutstate

(Optional) Port list ifindexvlanshowplist-ifidx

(Optional) Vlan info mtu headervlanshowinfo-mtu-hdr

(Optional) Vlan info VLAN IDvlanshowinfo-vlanid

(Optional) Select media typevlanshowinfo-media-type

(Optional) VLAN brief VLAN modevlanshowinfo-vlanmode

(Optional) VLAN error bitmapvlanshow-vlanerrbitmap

(Optional) RSPAN VLAN header for one VLANvlanshowrspan-hdr1

(Optional) RSPAN VLAN header for multiple VLANsvlanshowrspan-hdr2

(Optional) RSPAN VLAN one VLAN rspan or non-rspanvlanshowrspan-vlantype
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(Optional) RSPAN VLAN multiple VLANsvlanshowrspan-vlanbitmap

(Optional) Show vlan end markershow-end

(Optional) Show vlan end markertrue-end

(Optional) private vlan sectionpvlan-hdr

(Optional) private id vlan sectionpvlan-id-section

(Optional) private vlan section on standbypvlan-stby

(Optional) VTP Manageable VLAN flagis-vtp-manageable

(Optional) Internal VLAN flagis-internal

(Optional) Reserved VLAN flagis-reserved

(Optional) RSPAN VLAN flagis-rspan

(Optional) Dynamic GVRP VLAN flagis-dynamic-gvrp

Command Mode

• /exec
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show vlan id counters
show vlan id <vlan-id> counters [ __readonly__ { TABLE_vlancounters <vlanshowbr-vlanid> [
<l2_ing_ucast_b> ] [ <l2_ing_ucast_p> ] [ <l2_ing_mcast_b> ] [ <l2_ing_mcast_p> ] [ <l2_ing_bcast_b> ]
[ <l2_ing_bcast_p> ] [ <l2_egr_ucast_b> ] [ <l2_egr_ucast_p> ] [ <total_rcv_b> ] [ <total_rcv_p> ] [
<total_sent_b> ] [ <total_sent_p> ] } ]

Syntax Description

Show running system informationshow

Vlan commandsvlan

VLAN status by VLAN idid

display counterscounters

VLAN ID 1-4094 or range(s): 1-5, 10 or 2-5,7-19vlan-id

(Optional) Read Only__readonly__

(Optional) vlan counters table formatTABLE_vlancounters

(Optional) VLAN brief VLAN IDvlanshowbr-vlanid

(Optional) L2 Ingress unicast octetsl2_ing_ucast_b

(Optional) L2 Ingress unicast packetsl2_ing_ucast_p

(Optional) L2 Ingress multicast octetsl2_ing_mcast_b

(Optional) L2 Ingress multicast packetsl2_ing_mcast_p

(Optional) L2 Ingress broadcast octetsl2_ing_bcast_b

(Optional) L2 Ingress broadcast packetsl2_ing_bcast_p

(Optional) L2 Egress unicast octetsl2_egr_ucast_b

(Optional) L2 Egress unicast packetsl2_egr_ucast_p

(Optional) Total octets intotal_rcv_b

(Optional) Total packets intotal_rcv_p

(Optional) Total octets outtotal_sent_b

(Optional) Total packets outtotal_sent_p

Command Mode

• /exec
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show vlan id vn-segment
show vlan id <vlan-id> vn-segment [ __readonly__ <vlanshowinfo-segid-hdr> { TABLE_seginfoid
<vlanshowinfo-seg-vlanid> <vlanshowinfo-segment-id> } <show-end> [ <true-end> ] ]

Syntax Description

Show running system informationshow

VLAN statusvlan

VLAN status by VLAN idid

Show vn-segment mappingvn-segment

VLAN ID 1-4094 or range(s): 1-5, 10 or 2-5,7-19vlan-id

(Optional) Read Only__readonly__

(Optional) Segment id information table formatTABLE_seginfoid

(Optional) Vlan info segment id headervlanshowinfo-segid-hdr

(Optional) Vlan info VLAN IDvlanshowinfo-seg-vlanid

(Optional) Vlan info SEGMENT IDvlanshowinfo-segment-id

(Optional) Show vlan end markershow-end

(Optional) Show vlan end markertrue-end

Command Mode

• /exec
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show vlan mib private-vlan type
show vlan [ id <vlan-id> ] mib private-vlan type [ __readonly__ <start> <vlan> <pvlan-type> <primary> ]

Syntax Description

Show running system informationshow

VLAN statusvlan

(Optional) VLAN status by VLAN idid

(Optional) VLAN ID 1-4094 or range(s): 1-5, 10 or 2-5,7-19vlan-id

Private VLAN informationprivate-vlan

Private VLAN type informationtype

mibmib

(Optional) Read Only__readonly__

(Optional) Startstart

(Optional) vlanvlan

(Optional) PVLAN Typepvlan-type

(Optional) associated to primaryprimary

Command Mode

• /exec
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show vlan name
show vlan name <vname> [ __readonly__ <vlanshowbr-hdr> { TABLE_vlanbriefname <vlanshowbr-vlanid>
<vlanshowbr-vlanid-utf> <vlanshowbr-vlanname> <vlanshowbr-vlanstate> <vlanshowbr-shutstate> [
<vlanshowplist-ifidx> ] } <vlanshowinfo-mtu-hdr> { TABLE_mtuinfoname <vlanshowinfo-vlanid>
<vlanshowinfo-media-type> <vlanshowinfo-vlanmode> } [ <vlanshowrspan-hdr1> ] [
<vlanshowrspan-vlantype> ] [ <vlanshowrspan-hdr2> ] [ <vlanshowrspan-vlanbitmap> ] <show-end> [
<true-end> ] ]

Syntax Description

Show running system informationshow

VLAN statusvlan

VLAN status by VLAN namename

A vlan name with size 32 (128 if long vlan name enabled)vname

(Optional) Read Only__readonly__

(Optional) VLAN brief table formatTABLE_vlanbriefname

(Optional) MTU information table formatTABLE_mtuinfoname

(Optional) VLAN brief headervlanshowbr-hdr

(Optional) VLAN brief VLAN IDvlanshowbr-vlanid

(Optional) VLAN brief VLAN IDvlanshowbr-vlanid-utf

(Optional) VLAN brief VLAN namevlanshowbr-vlanname

(Optional) VLAN brief VLAN statevlanshowbr-vlanstate

(Optional) VLAN brief shutdown statevlanshowbr-shutstate

(Optional) Port list ifindexvlanshowplist-ifidx

(Optional) Vlan info mtu headervlanshowinfo-mtu-hdr

(Optional) Vlan info VLAN IDvlanshowinfo-vlanid

(Optional) Select media typevlanshowinfo-media-type

(Optional) VLAN brief VLAN modevlanshowinfo-vlanmode

(Optional) RSPAN VLAN header for one VLANvlanshowrspan-hdr1

(Optional) RSPAN VLAN header for multiple VLANsvlanshowrspan-hdr2

(Optional) RSPAN VLAN one VLAN rspan or non-rspanvlanshowrspan-vlantype

(Optional) RSPAN VLAN multiple VLANsvlanshowrspan-vlanbitmap
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(Optional) Show vlan end markershow-end

(Optional) Show vlan end markertrue-end

Command Mode

• /exec
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show vlan private-vlan
show vlan [ id <vlan-id> ] private-vlan [ __readonly__ [ { TABLE_pvlan_primary <vlan-key> [ <primary>
] [ <secondary> ] <pvlan-type> [ <ports> + ] } ] ]

Syntax Description

Show running system informationshow

VLAN statusvlan

(Optional) VLAN status by VLAN idid

(Optional) VLAN ID 1-4094 or range(s): 1-5, 10 or 2-5,7-19vlan-id

Private VLAN informationprivate-vlan

(Optional) Read Only__readonly__

(Optional) Pvlan primary vlan tableTABLE_pvlan_primary

(Optional) Vlan keyvlan-key

(Optional) Primary VLANprimary

(Optional) Secondary VLANsecondary

(Optional) PVLAN Typepvlan-type

(Optional) Port listports

Command Mode

• /exec
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show vlan private-vlan interface host
show vlan private-vlan interface [ <if> ] host [ next <data> ] [ __readonly__ <start> <interface-id>
<secondary-vlan> ]

Syntax Description

Show running system informationshow

VLAN statusvlan

Private VLAN informationprivate-vlan

Show interface status and informationinterface

(Optional) Interface idif

private-vlan hosthost

(Optional) next-entrynext

(Optional) ignore junk valuedata

(Optional) Read Only__readonly__

(Optional) Startstart

(Optional) Interfaceinterface-id

(Optional) Secondary Vlansecondary-vlan

Command Mode

• /exec
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show vlan private-vlan interface mapping
show vlan private-vlan interface [ <if> ] mapping [ __readonly__ <start> <interface-id> <multi-primary>
<secondary-vlan> <two-way> ]

Syntax Description

Show running system informationshow

VLAN statusvlan

Private VLAN informationprivate-vlan

Show interface status and informationinterface

(Optional) Interface idif

private-vlan mappingmapping

(Optional) Read Only__readonly__

(Optional) Startstart

(Optional) Interfaceinterface-id

(Optional) multiple primay capablemulti-primary

(Optional) seconadry vlans bitmapsecondary-vlan

(Optional) multiple primay capabletwo-way

Command Mode

• /exec
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show vlan private-vlan interface mode
show vlan private-vlan interface [ <if> ] mode [ next <data> ] [ __readonly__ <start> <interface-id>
<port-mode> ]

Syntax Description

Show running system informationshow

VLAN statusvlan

Private VLAN informationprivate-vlan

Show interface status and informationinterface

(Optional) Interface idif

private-vlan port modemode

(Optional) next-entrynext

(Optional) ignore junk valuedata

(Optional) Read Only__readonly__

(Optional) Startstart

(Optional) Interfaceinterface-id

(Optional) Port modeport-mode

Command Mode

• /exec
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show vlan private-vlan interface trunk
show vlan private-vlan interface [ <if> ] trunk [ __readonly__ <start> <interface-id> <dynamic-state>
<encap-type> <native-vlan> <secondary-vlans> <normal-vlans> <dynamic-status> <encap-oper-type> ]

Syntax Description

Show running system informationshow

VLAN statusvlan

Private VLAN informationprivate-vlan

Show interface status and informationinterface

(Optional) Interface idif

pvlan trunktrunk

(Optional) Read Only__readonly__

(Optional) Startstart

(Optional) Interfaceinterface-id

(Optional) dynamic statedynamic-state

(Optional) encapsulation typeencap-type

(Optional) native vlannative-vlan

(Optional) secondary vlanssecondary-vlans

(Optional) normal vlansnormal-vlans

(Optional) dynamic statusdynamic-status

(Optional) encap oper typeencap-oper-type

Command Mode

• /exec
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show vlan private-vlan mapping
show vlan [ id <vlan-id> ] private-vlan mapping [ next <data> ] [ __readonly__ <start> <vlan-id> <primary>
]

Syntax Description

Show running system informationshow

VLAN statusvlan

(Optional) VLAN status by VLAN idid

(Optional) VLAN ID 1-4094 or range(s): 1-5, 10 or 2-5,7-19vlan-id

Private VLAN informationprivate-vlan

private-vlan mappingmapping

(Optional) next-entrynext

(Optional) ignore junk valuedata

(Optional) Read Only__readonly__

(Optional) Startstart

(Optional) secondaryvlan-id

(Optional) primary-vlanprimary

Command Mode

• /exec
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show vlan private-vlan type
show vlan [ id <vlan-id> ] private-vlan type [ __readonly__ [ { TABLE_pvlantype <vlan-num> <pvlan-type>
} ] ]

Syntax Description

Show running system informationshow

VLAN statusvlan

(Optional) VLAN status by VLAN idid

(Optional) VLAN ID 1-4094 or range(s): 1-5, 10 or 2-5,7-19vlan-id

Private VLAN informationprivate-vlan

Private VLAN type informationtype

(Optional) Read Only__readonly__

(Optional) Pvlan type tableTABLE_pvlantype

(Optional) vlanvlan-num

(Optional) PVLAN Typepvlan-type

Command Mode

• /exec
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show vlan reserved
show vlan reserved [ __readonly__ { TABLE_reserved <ivusage-vlanid> <ivusage-desc> } <show-end> [
<true-end> ] ]

Syntax Description

Show running system informationshow

VLAN statusvlan

Internal reserved VLANsreserved

(Optional) Read Only__readonly__

(Optional) Internal reserved VLAN table formatTABLE_reserved

(Optional) internal vlan usage VLAN idivusage-vlanid

(Optional) internal reserved vlan usage descriptionivusage-desc

(Optional) Show vlan end markershow-end

(Optional) Show vlan end markertrue-end

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2849

All Show Commands
show vlan reserved



show vlan xbrief
show vlan xbrief [ controller | cli ] [ __readonly__ <vlanshowbr-hdr> { TABLE_vlanbriefxbrief
<vlanshowbr-vlanid> <vlanshowbr-vlanid-utf> <vlanshowbr-vlanname> <vlanshowbr-vlanstate>
<vlanshowbr-shutstate> [ <vlanshowplist-ifidx> ] } <show-end> [ <true-end> ] ]

Syntax Description

Show running system informationshow

VLAN statusvlan

All VLAN status in briefxbrief

(Optional) Controller VLAN statuscontroller

(Optional) CLI VLAN statuscli

(Optional) Read Only__readonly__

(Optional) VLAN brief table formatTABLE_vlanbriefxbrief

(Optional) VLAN brief headervlanshowbr-hdr

(Optional) VLAN brief VLAN IDvlanshowbr-vlanid

(Optional) VLAN brief VLAN IDvlanshowbr-vlanid-utf

(Optional) VLAN brief VLAN namevlanshowbr-vlanname

(Optional) VLAN brief VLAN statevlanshowbr-vlanstate

(Optional) VLAN brief shutdown statevlanshowbr-shutstate

(Optional) Port list ifindexvlanshowplist-ifidx

(Optional) Show vlan end markershow-end

(Optional) Show vlan end markertrue-end

Command Mode

• /exec
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show vlan xsummary
show vlan xsummary [ __readonly__ <vlansum-vtp-vlan> <vlansum-ext-vlan> <vlansum-all-vlan>
<vlansum-max-supported-vlan> <vlansum-carved-vlan> <show-end> [ <true-end> ] ]

Syntax Description

Show running system informationshow

VLAN statusvlan

VLAN summary informationxsummary

(Optional) Read Only__readonly__

(Optional) Show vlan summary Number of normal vlansvlansum-vtp-vlan

(Optional) Show vlan summary Number of extended vlansvlansum-ext-vlan

(Optional) Show vlan summary Totalvlansum-all-vlan

(Optional) Show vlan summary Max supported vlansvlansum-max-supported-vlan

(Optional) Show vlan summary Number of carved sdn vlansvlansum-carved-vlan

(Optional) Show vlan end markershow-end

(Optional) Show vlan end markertrue-end

Command Mode

• /exec
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show vmtracker
show vmtracker [ connection <conn_name> ] { { info { { [ interface <intf_id> ] { summary | detail | host |
vm | port-group } } | { vxlan-segment | vxlan-vms } } } | event-history }

Syntax Description

Show running system informationshow

Show vmtracker infovmtracker

(Optional) Show vmtracker configured connectionsconnection

(Optional) Show vmtracker Connection nameconn_name

Display vmtracker informationinfo

(Optional) Display vmtracker interface informationinterface

(Optional) Interface name to displayintf_id

Display a summary of vmtracker informationsummary

Display vmtracker information detailsdetail

Display vmtracker host informationhost

Display vmtracker related Virtual Machine informationvm

Display vmtracker related port-group informationport-group

Print all segment infovxlan-segment

Print all vm infovxlan-vms

Display vmtracker related event-historyevent-history

Command Mode

• /exec
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show vmtracker certificate
show vmtracker certificate

Syntax Description

Show running system informationshow

VMTRACKER commandsvmtracker

Show the default certificate usedcertificate

Command Mode

• /exec
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show vmtracker fabric auto-config
show vmtracker fabric auto-config [ interface <intf_id> ] [ vlan <vlan_id> ] [ status { success | pending |
failure | skipped } ]

Syntax Description

Show running system informationshow

VMTRACKER commandsvmtracker

VM Tracker Fabric paramtersfabric

VM Tracker Fabric AutoConfigurationauto-config

(Optional) Display vmtracker interface informationinterface

(Optional) Interface name to displayintf_id

(Optional) vlan to displayvlan

(Optional) VLAN ID 1-4094 or range(s) like: 1-5, 10 or 2-5,7-19vlan_id

(Optional) Auto-config statusstatus

(Optional) Successsuccess

(Optional) Pendingpending

(Optional) Failurefailure

(Optional) Skippedskipped

Command Mode

• /exec
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show vmtracker status
show vmtracker [ connection <conn_name> ] status [ __readonly__ { TABLE_connection <name><host_or_ip>
<conn_status> } ]

Syntax Description

(Optional)__readonly__

(Optional)TABLE_connection

(Optional)name

(Optional)host_or_ip

(Optional)conn_status

Show running system informationshow

Show vmtracker infovmtracker

(Optional) Show vmtracker configured connectionsconnection

(Optional) Show vmtracker Connection nameconn_name

Show vmtracker connection statusstatus

Command Mode

• /exec
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show vpc
show vpc [ __readonly__ <vpc-domain-id> [ <vpc-l2mp-switch-id> ] <vpc-peer-status>
<vpc-peer-status-reason> <vpc-peer-keepalive-status> [ <vpc-peer-l2mp-status> ] <vpc-peer-consistency> {
[ <vpc-peer-consistency-reason> ] <vpc-peer-consistency-status> } [ <vpc-per-vlan-peer-consistency> ]
<vpc-type-2-consistency> { [ <vpc-type-2-consistency-reason> ] <vpc-type-2-consistency-status> } <vpc-role>
<num-of-vpcs> [ <track-obj> ] [ <peer-gateway> ] [ <peer-gateway-excluded-vlans> ] [
<dual-active-excluded-vlans> ] <vpc-graceful-consistency-check-status> [ <vpc-auto-recovery-status> ] [
<vpc-delay-restore-status> ] [ <vpc-delay-restore-svi-status> ] <operational-l3-peer> [ <vpc-scale-high-status>
] <vpc-peer-link-hdr> [ { TABLE_peerlink <peer-link-id> <peerlink-ifindex> <peer-link-port-state>
<peer-up-vlan-bitset> <peer-up-bd-bitset> } ] <vpc-end> <vpc-hdr> [ <vpc-is-es> ] [ <vpc-not-es> ] [ {
TABLE_vpc <vpc-id> <vpc-ifindex> <vpc-port-state> <vpc-thru-peerlink> <vpc-consistency> { [
<vpc-consistency-reason> ] [ <vpc-consistency-status> ] } [ <vpc-leg-is-es> ] <up-vlan-bitset><up-bd-bitset>
<es-attr> } ] [ <vpc-check-consist-note> ] <vpc-end> ]

Syntax Description

Virtual Port Channel configurationvpc

(Optional) Read Only__readonly__

(Optional) vPC peerlink tableTABLE_peerlink

(Optional) vPC tableTABLE_vpc

(Optional) vPC domain idvpc-domain-id

(Optional) vPC+ switch IDvpc-l2mp-switch-id

(Optional) vPC peer statusvpc-peer-status

(Optional) vPC peer status reasonvpc-peer-status-reason

(Optional) vpc peer keepalive statusvpc-peer-keepalive-status

(Optional) vPC fabricpath statusvpc-peer-l2mp-status

(Optional) vPC rolevpc-role

(Optional) Peer gateway statuspeer-gateway

(Optional) peer-gateway excluded VLANspeer-gateway-excluded-vlans

(Optional) dual-active excluded VLANsdual-active-excluded-vlans

(Optional) Number of vPCs configurednum-of-vpcs

(Optional) Track object for vPCtrack-obj

(Optional) vPC graceful consistency checkvpc-graceful-consistency-check-status

(Optional) vPC global configuration consistencyvpc-consistency

(Optional) vPC consistency reasonvpc-consistency-reason
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(Optional) vPC consistency reasonvpc-consistency-status

(Optional) vPC global configuration consistencyvpc-peer-consistency

(Optional) vPC consistency reasonvpc-peer-consistency-reason

(Optional) vPC consistency reasonvpc-peer-consistency-status

(Optional) vPC per-vlan global configuration consistencyvpc-per-vlan-peer-consistency

(Optional) vPC type-2 configuration consistency statusvpc-type-2-consistency

(Optional) vPC type-2 configuration consistency reasonvpc-type-2-consistency-reason

(Optional) vPC type-2 configuration consistency statusvpc-type-2-consistency-status

(Optional) Operational Layer 3 peer statusoperational-l3-peer

(Optional) vPC scale high statusvpc-scale-high-status

(Optional) Start of vPC tablevpc-hdr

(Optional) Flag to indicate vPC+ complexvpc-is-es

(Optional) Flag to indicate vPC complexvpc-not-es

(Optional) Start of vPC peer-link tablevpc-peer-link-hdr

(Optional) vPC Routing through peerlinkvpc-thru-peerlink

(Optional) vPC port statevpc-port-state

(Optional) Flag to indicate vPC+ complex on vpc legvpc-leg-is-es

(Optional) End of tablevpc-end

(Optional) vPC idvpc-id

(Optional) vPC ifindexvpc-ifindex

(Optional) peer link idpeer-link-id

(Optional) peer link ifindexpeerlink-ifindex

(Optional) peer-link port statepeer-link-port-state

(Optional) peer link UP VLAN bitsetpeer-up-vlan-bitset

(Optional) peer link UP bridge-domain bitsetpeer-up-bd-bitset

(Optional) vPC+ attributeses-attr

(Optional) Auto-recovery statusvpc-auto-recovery-status

(Optional) Delay-restore statusvpc-delay-restore-status

(Optional) Delay-restore-svi statusvpc-delay-restore-svi-status
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(Optional) display consistency notevpc-check-consist-note

Command Mode

• /exec
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show vpc
show vpc { <vpc-number> | brief vpc <vpc-number> } [ __readonly__ [ <vpc-hdr> ] [ <vpc-is-es> ] [
<vpc-not-es> ] [ TABLE_vpc <vpc-id> <vpc-ifindex> <vpc-port-state> <vpc-thru-peerlink> <vpc-consistency>
{ [ <vpc-consistency-reason> ] [ <vpc-consistency-status> ] } [ <vpc-leg-is-es> ] <up-vlan-bitset><up-bd-bitset>
<es-attr> ] <vpc-end> ]

Syntax Description

Virtual Port Channel configurationvpc

Brief display of vPC statusbrief

(Optional) Flag to indicate vPC+ complexvpc-is-es

(Optional) Flag to indicate vPC complexvpc-not-es

Enter a Virtual Port Channel numbervpc-number

(Optional) Read Only__readonly__

(Optional) Start of vPC tablevpc-hdr

(Optional) vPC tableTABLE_vpc

(Optional) vPC idvpc-id

(Optional) vPC ifindexvpc-ifindex

(Optional) vPC port statevpc-port-state

(Optional) Flag to indicate vPC+ complex on vpc legvpc-leg-is-es

(Optional) vPC Routing through peerlinkvpc-thru-peerlink

(Optional) vPC global configuration consistencyvpc-consistency

(Optional) vPC consistency reasonvpc-consistency-reason

(Optional) vPC consistency reasonvpc-consistency-status

(Optional) vPC+ attributeses-attr

(Optional) End of tablevpc-end

Command Mode

• /exec
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show vpc brief
show vpc brief [ __readonly__ <vpc-domain-id> [ <vpc-l2mp-switch-id> ] <vpc-peer-status>
<vpc-peer-status-reason> <vpc-peer-keepalive-status> [ <vpc-peer-l2mp-status> ] <vpc-peer-consistency> {
[ <vpc-peer-consistency-reason> ] <vpc-peer-consistency-status> } [ <vpc-per-vlan-peer-consistency> ]
<vpc-type-2-consistency> { [ <vpc-type-2-consistency-reason> ] <vpc-type-2-consistency-status> } <vpc-role>
<num-of-vpcs> [ <track-obj> ] [ <peer-gateway> ] [ <peer-gateway-excluded-vlans> ] [
<dual-active-excluded-vlans> ] <vpc-graceful-consistency-check-status> [ <vpc-auto-recovery-status> ] [
<vpc-delay-restore-status> ] [ <vpc-delay-restore-svi-status> ] <operational-l3-peer> [ <vpc-scale-high-status>
] <vpc-peer-link-hdr> [ { TABLE_peerlink <peer-link-id> <peerlink-ifindex> <peer-link-port-state>
<peer-up-vlan-bitset> <peer-up-bd-bitset> } ] <vpc-end> <vpc-hdr> [ <vpc-is-es> ] [ <vpc-not-es> ] [ {
TABLE_vpc <vpc-id> <vpc-ifindex> <vpc-port-state> <vpc-thru-peerlink> <vpc-consistency> { [
<vpc-consistency-reason> ] [ <vpc-consistency-status> ] } [ <vpc-leg-is-es> ] <up-vlan-bitset><up-bd-bitset>
<es-attr> } ] [ <vpc-check-consist-note> ] <vpc-end> ]

Syntax Description

Virtual Port Channel configurationvpc

Brief display of vPC statusbrief

(Optional) Read Only__readonly__

(Optional) vPC peerlink tableTABLE_peerlink

(Optional) vPC tableTABLE_vpc

(Optional) vPC domain idvpc-domain-id

(Optional) vPC+ switch IDvpc-l2mp-switch-id

(Optional) vPC peer statusvpc-peer-status

(Optional) vPC peer status reasonvpc-peer-status-reason

(Optional) vpc peer keepalive statusvpc-peer-keepalive-status

(Optional) vPC fabricpath statusvpc-peer-l2mp-status

(Optional) vPC rolevpc-role

(Optional) Peer gateway statuspeer-gateway

(Optional) peer-gateway excluded VLANspeer-gateway-excluded-vlans

(Optional) dual-active excluded VLANsdual-active-excluded-vlans

(Optional) Number of vPCs configurednum-of-vpcs

(Optional) Track object for vPCtrack-obj

(Optional) vPC graceful consistency checkvpc-graceful-consistency-check-status

(Optional) vPC global configuration consistencyvpc-consistency
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(Optional) vPC consistency reasonvpc-consistency-reason

(Optional) vPC consistency reasonvpc-consistency-status

(Optional) vPC global configuration consistencyvpc-peer-consistency

(Optional) vPC consistency reasonvpc-peer-consistency-reason

(Optional) vPC consistency reasonvpc-peer-consistency-status

(Optional) vPC per-vlan global configuration consistencyvpc-per-vlan-peer-consistency

(Optional) vPC type-2 configuration consistency statusvpc-type-2-consistency

(Optional) vPC type-2 configuration consistency reasonvpc-type-2-consistency-reason

(Optional) vPC type-2 configuration consistency statusvpc-type-2-consistency-status

(Optional) Operational Layer 3 peer statusoperational-l3-peer

(Optional) vPC scale high statusvpc-scale-high-status

(Optional) Start of vPC tablevpc-hdr

(Optional) Flag to indicate vPC+ complexvpc-is-es

(Optional) Flag to indicate vPC complexvpc-not-es

(Optional) Start of vPC peer-link tablevpc-peer-link-hdr

(Optional) vPC port statevpc-port-state

(Optional) Flag to indicate vPC+ complex on vpc legvpc-leg-is-es

(Optional) vPC Routing through peerlinkvpc-thru-peerlink

(Optional) End of tablevpc-end

(Optional) vPC idvpc-id

(Optional) vPC ifindexvpc-ifindex

(Optional) peer link idpeer-link-id

(Optional) peer link ifindexpeerlink-ifindex

(Optional) peer-link port statepeer-link-port-state

(Optional) peer link UP VLAN bitsetpeer-up-vlan-bitset

(Optional) peer link UP bridge-domain bitsetpeer-up-bd-bitset

(Optional) vPC+ attributeses-attr

(Optional) Auto-recovery statusvpc-auto-recovery-status

(Optional) Delay-restore statusvpc-delay-restore-status
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(Optional) Delay-restore-svi statusvpc-delay-restore-svi-status

(Optional) display consistency notevpc-check-consist-note

Command Mode

• /exec
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show vpc consistency-checker pss
show vpc consistency-checker pss { global | peer-link | vpc <vpc-num> | peer-vpc <peer-num> | all } [
__readonly__ { TABLE_vpc_pss_consistency
<vpc-pss-param-name><vpc-param-runtime-val><vpc-param-pss-val><vpc-param-vpc-num> } ]

Syntax Description

Virtual Port Channel configurationvpc

Show only inconsistent parametersconsistency-checker

Check the pss infopss

Global parametersglobal

Peer-link parameterspeer-link

Peer parameterspeer-vpc

All parametersall

Enter a Virtual Port Channal numbervpc-num

Enter a Virtual Port Channal numberpeer-num

(Optional) Read Only__readonly__

(Optional) vPC tableTABLE_vpc_pss_consistency

Command Mode

• /exec
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show vpc consistency-checker sdb
show vpc consistency-checker sdb { peer-link | vpc <vpc-num> | all } [ __readonly__ {
TABLE_vpc_sdb_consistency
<vpc-sdb-param-name><vpc-param-runtime-val><vpc-param-sdb-val><vpc-param-vpc-num> } ]

Syntax Description

Virtual Port Channel configurationvpc

Show only inconsistent parametersconsistency-checker

Check the sdb infosdb

Peer-link parameterspeer-link

All parametersall

Enter a Virtual Port Channal numbervpc-num

(Optional) Read Only__readonly__

(Optional) vPC tableTABLE_vpc_sdb_consistency

Command Mode

• /exec
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show vpc consistency-parameters
show vpc consistency-parameters { global | interface <if> | vpc <vpc-num> } [ errors ] [ __readonly__ {
TABLE_vpc_consistency <vpc-param-name><vpc-param-type><vpc-param-local-val> <vpc-param-peer-val>
} ]

Syntax Description

Virtual Port Channel configurationvpc

Show vPC Consistency Parametersconsistency-parameters

Global Parametersglobal

(Optional) Show only inconsistent parameterserrors

if

Enter a Virtual Port Channel numbervpc-num

(Optional) Read Only__readonly__

(Optional) vPC tableTABLE_vpc_consistency

(Optional) vPC consistency parameter namevpc-param-name

(Optional) vPC consistency parameter typevpc-param-type

(Optional) vPC consistency parameter local valuevpc-param-local-val

(Optional) vPC consistency parameter peer's valuevpc-param-peer-val

Command Mode

• /exec
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show vpc consistency-parameters vlans
show vpc consistency-parameters vlans [ vpc <vpc-number> ] [ errors ] [ __readonly__ <show-errors-hdr>
{ [ TABLE_vpc_consistency <vpc-param-name> <vpc-param-type> [ <reason_code> ] [ <syserr> ]
<vpc-pass-vlans> [ <reason_code> ] ] } ]

Syntax Description

Virtual Port Channel configurationvpc

Show vPC Consistency Parametersconsistency-parameters

vlansvlans

(Optional) Show only inconsistent parameterserrors

(Optional) Enter a Virtual Port Channel numbervpc-number

(Optional) Read Only__readonly__

(Optional) vPC tableTABLE_vpc_consistency

(Optional) display header for errorsshow-errors-hdr

(Optional) vPC consistency parameter namevpc-param-name

(Optional) vPC consistency parameter typevpc-param-type

(Optional) vPC consistency pass Vlansvpc-pass-vlans

(Optional) vPC consistency reasonsyserr

(Optional) vPC consistency reasonreason_code

Command Mode

• /exec
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show vpc orphan-ports
show vpc orphan-ports [ { suspend <config-status> | vlan <vlans> [ suspend <config-status> ] | bridge-domain
<bridge-domains> [ suspend <config-status> ] } ] [ __readonly__ <vpc-peerlink-status> <vpc-role> [ {
TABLE_orphan_ports [ <vpc-orphan-ports> ] [ <configsuspend> ] [ <statussuspend> ] [ <orpvlan> ] } ] ]

Syntax Description

Virtual Port Channel configurationvpc

Show ports that are not part of vPCorphan-ports

(Optional) Show orphan-ports conifgured with suspend or in suspended
state

suspend

(Optional) Show orphan-ports that are in given vlanvlan

(Optional) Show orphan-ports that are in given bridge-domainbridge-domain

(Optional) Read Only__readonly__

(Optional) vPC orphan ports tableTABLE_orphan_ports

(Optional) vPC peerlink statusvpc-peerlink-status

(Optional) vPC rolevpc-role

(Optional) vPC orthan portsvpc-orphan-ports

(Optional) Show orphan-ports that are configured with orphan-port
suspend or in suspend state

config-status

(Optional) vPC orphan port suspend configconfigsuspend

(Optional) vPC orphan port suspend statusstatussuspend

(Optional) vPC orphan port vlanorpvlan

(Optional) vlansvlans

(Optional) bridge domainbridge-domains

Command Mode

• /exec
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show vpc peer-keepalive
show vpc peer-keepalive [ __readonly__ <vpc-peer-keepalive-status> [ <vpc-peer-keepalive-up-time> ] [
<vpc-keepalive-dest> <vpc-keepalive-send-interface> <vpc-keepalive-receive-interface>
<vpc-keepalive-send-tstamp> <vpc-keepalive-receive-tstamp> [ <vpc-peer-keepalive-up-time> ]
<vpc-keepalive-send-status><vpc-keepalive-receive-status><vpc-keepalive-lastupdate> [ <vpc-keepalive-dest>
] <vpc-keepalive-interval> <vpc-keepalive-timeout> <vpc-keepalive-hold-timeout> <vpc-keepalive-vrf>
<vpc-keepalive-udp-port> <vpc-keepalive-tos> ] ]

Syntax Description

Virtual Port Channel configurationvpc

vPC keepalive statuspeer-keepalive

(Optional) Read Only__readonly__

(Optional) vpc peer keepalive statusvpc-peer-keepalive-status

(Optional) vPC keepalive destination ip addressvpc-keepalive-dest

(Optional) vPC keepalive send statusvpc-keepalive-send-status

(Optional) vPC keepalive receive statusvpc-keepalive-receive-status

(Optional) keepalive- alive timevpc-peer-keepalive-up-time

(Optional) vPC keepalive last send timestampvpc-keepalive-send-tstamp

(Optional) vPC keepalive send interfacevpc-keepalive-send-interface

(Optional) vPC keepalive last receive timestampvpc-keepalive-receive-tstamp

(Optional) vPC keepalive receive interfacevpc-keepalive-receive-interface

(Optional) vPC keepalive last update from peervpc-keepalive-lastupdate

(Optional) vPC keepalive timeoutvpc-keepalive-interval

(Optional) vPC keepalive intervalvpc-keepalive-timeout

(Optional) hold timeoutvpc-keepalive-hold-timeout

(Optional) vrf namevpc-keepalive-vrf

(Optional) udp portvpc-keepalive-udp-port

(Optional) tos valuevpc-keepalive-tos

Command Mode

• /exec
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show vpc role
show vpc role [ __readonly__ <vpc-peer-status> <vpc-peer-status-reason> [ <vpc-current-role> ] [
<vpc-es-current-role> ] [ <dual-active-detected> ] <vpc-system-mac> <vpc-system-prio>
<vpc-local-system-mac> <vpc-local-system-prio> <vpc-peer-system-mac> <vpc-peer-system-prio> ]

Syntax Description

Virtual Port Channel configurationvpc

vPC role statusrole

(Optional) Read Only__readonly__

(Optional) vPC peer statusvpc-peer-status

(Optional) vPC peer status reasonvpc-peer-status-reason

(Optional) vPC rolevpc-current-role

(Optional) vPC rolevpc-es-current-role

(Optional) Dual active detection statusdual-active-detected

(Optional) vPC system macvpc-system-mac

(Optional) vPC local system macvpc-local-system-mac

(Optional) vPC peer system macvpc-peer-system-mac

(Optional) vPC system priorityvpc-system-prio

(Optional) vPC local system priorityvpc-local-system-prio

(Optional) vPC peer system priorityvpc-peer-system-prio

Command Mode

• /exec
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show vpc statistics peer-keepalive
show vpc statistics peer-keepalive [ __readonly__ <vpc-keepalive-counters-tx> <vpc-keepalive-counters-rx>
<vpc-keepalive-avg-rx-interval> <vpc-keepalive-peer-state-changes> ]

Syntax Description

Virtual Port Channel configurationvpc

Statisticsstatistics

peer keepalive module related statisticspeer-keepalive

(Optional) Read Only__readonly__

(Optional) tx countersvpc-keepalive-counters-tx

(Optional) rx countersvpc-keepalive-counters-rx

(Optional) avg rx interval in msvpc-keepalive-avg-rx-interval

(Optional) peer state changesvpc-keepalive-peer-state-changes

Command Mode

• /exec
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show vpc statistics vpc
show vpc statistics { vpc <vpc_num> | peer-link }

Syntax Description

Virtual Port Channel configurationvpc

Statisticsstatistics

Virtual Port Channel numbervpc_num

stats for peer-linkpeer-link

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2871

All Show Commands
show vpc statistics vpc



show vrf
show vrf [ <vrf-name> | <vrf-known-name> | all ]

Syntax Description

Show running system informationshow

Display VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display VRF information for all VRFsall

Command Mode

• /exec
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show vrf
show vrf [ <vrf-name> | <vrf-known-name> | all ] [ order id ] [ detail ] [ passive ] [ __readonly__ TABLE_vrf
<vrf_name> <vrf_id> <vrf_state> [ <vrf_reason> ] [ <vrf_pend> ] [ <vpnid> <rd> <vni> <max_routes>
<mid_threshold> ] [ { TABLE_tib <tib_id> <tib_af> <tib_nonce> <tib_state> [ <tib_reason> ] [ <tib_pend>
] } ] ]

Syntax Description

Show running system informationshow

Display VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display VRF information for all VRFsall

(Optional) Specify orderingorder

(Optional) Order by IDid

(Optional) Display VRF detail informationdetail

(Optional) Display passive VRF informationpassive

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)TABLE_tib

(Optional)vrf_name

(Optional)vrf_id

(Optional)vrf_state

(Optional)vrf_reason

(Optional)vrf_pend

(Optional)vpnid

(Optional)rd

(Optional)max_routes

(Optional)mid_threshold

(Optional)tib_id

(Optional)tib_af
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(Optional)tib_nonce

(Optional)tib_state

(Optional)tib_reason

(Optional)tib_pend

(Optional)vni

Command Mode

• /exec
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show vrf topology
show vrf topology [ order id ] [ detail ] [ __readonly__ TABLE_tib <vrf_name> <tib_af> <tib_name> <tib_id>
<tib_state> [ <tib_reason> <tib_pend> ] ]

Syntax Description

Show running system informationshow

Configure VRF parametersvrf

Display topology informationtopology

(Optional) Specify orderingorder

(Optional) Order by IDid

(Optional) Display topology detail informationdetail

(Optional)__readonly__

(Optional)TABLE_tib

(Optional)vrf_name

(Optional)tib_af

(Optional)tib_name

(Optional)tib_id

(Optional)tib_state

(Optional)tib_reason

(Optional)tib_pend

Command Mode

• /exec
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show vrrp
show vrrp [ [ summary ] | { [ statistics | detail ] [ interface <interface_id> ] [ vr <vr_id> ] [ master | backup |
init ] + } ] [ __readonly__ <show_vrrp_start> { TABLE_vrrp_group <sh_if_index> <sh_group_id>
<sh_group_type> <sh_group_state> <sh_group_preempt> <sh_vip_addr> { [ TABLE_sec_vip_addr
<sh_sec_vip_addr> ] } <sh_priority> [ <sh_cfg_priority> <sh_fwd_thr_lower> <sh_fwd_thr_upper> ]
<sh_adv_interval> [ <sh_auth_text> ] [ <sh_vmac> ] [ <sh_master_router> ] [ <sh_native_track_intf>
<sh_native_track_priotiry> ] { [ TABLE_vrrp_track <sh_track_object_id> <sh_decrement_priority>
<sh_track_object_state> ] } [ <sh_bfd_status> <sh_bfd_session> ] } <sh_vrrp_end> ]

Syntax Description

Show running system informationshow

Show vrrp informationvrrp

(Optional) Show vrrp summarysummary

(Optional) Show vrrp statisticsstatistics

(Optional) Show detailed informationdetail

(Optional) Show vrrp info for the interfaceinterface

(Optional)interface_id

(Optional) Show vrrp info for the groupvr

(Optional) [1-255] enter IPv4 vr groupvr_id

(Optional) Groups in Master statemaster

(Optional) Groups in Backup statebackup

(Optional) Groups in Init stateinit

(Optional) Read only__readonly__

(Optional) Show vrrp startshow_vrrp_start

(Optional) Group detail tableTABLE_vrrp_group

(Optional) Interface type and numbersh_if_index

(Optional) Group numbersh_group_id

(Optional) Group typesh_group_type

(Optional) VRRP group statesh_group_state

(Optional) Group preemption statuesh_group_preempt

(Optional) Virtual IP Addresssh_vip_addr

(Optional) Secondary virtual ip address tableTABLE_sec_vip_addr
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(Optional) Secondary virtual ip addresssh_sec_vip_addr

(Optional) Priority of VRRP groupsh_priority

(Optional) Authentication textsh_auth_text

(Optional) Configured priority of VRRP groupsh_cfg_priority

(Optional) Lower forwarding thresholdsh_fwd_thr_lower

(Optional) Upper forwarding thresholdsh_fwd_thr_upper

(Optional) Advertisement intervalsh_adv_interval

(Optional) Virtual MACsh_vmac

(Optional) Master routersh_master_router

(Optional) Native tracked interfacesh_native_track_intf

(Optional) Decrement priority for Native trackingsh_native_track_priotiry

(Optional) VRRP tracking tableTABLE_vrrp_track

(Optional) Object id of tracking objectsh_track_object_id

(Optional) Decrement prioritysh_decrement_priority

(Optional) Tracking object statesh_track_object_state

(Optional) BFD statussh_bfd_status

(Optional) BFD session statussh_bfd_session

(Optional) Show vrrp endsh_vrrp_end

Command Mode

• /exec
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show vrrp bfd-sessions
show vrrp bfd-sessions [ interface <interface-id> [ to <ipaddress> ] ] [ __readonly__ TABLE_bfd_sess
<interface> { <src_addr> | <src_addr_v6> } { <dst_addr> | <dst_addr_v6> } <session_state> <ref_count>
<displayed_interface> { TABLE_groups <group_id> <vrrp_state> <bfd_status> <operation> <time> } ]

Syntax Description

Show running system informationshow

Show vrrp informationvrrp

BFD sessionsbfd-sessions

(Optional) Groups on this interfaceinterface

(Optional) Interfaceinterface-id

(Optional) To IP addressto

(Optional) Sessions to IP addressipaddress

(Optional)__readonly__

(Optional)TABLE_bfd_sess

(Optional) Interfaceinterface

(Optional) IPv4 Source addresssrc_addr

(Optional) IPv4 Destination addressdst_addr

(Optional) Session statesession_state

(Optional) Ref countref_count

(Optional) Displayed interfacedisplayed_interface

(Optional)TABLE_groups

(Optional) Group idgroup_id

(Optional) VRRP STATEvrrp_state

(Optional) BFD STATEbfd_status

(Optional) Operationoperation

(Optional) Timetime

Command Mode

• /exec
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show vrrpv3
show vrrpv3 [ brief | detail | statistics ] [ <intf> [ <group_num> ] ] [ <opt_v4_or_v6> ] [ all ] [ __readonly__
<global_drops> { TABLE_istats <i_intf> <i_drops> <ttl> <checksum> <version> <type> <length> <badid>
<other> } { TABLE_grp <intf> <id> <af> <desc> <state> <duration> <vip> { TABLE_sec <addr> <prefix>
} <vmac> <adv> <owner> <preempt> <delay> <delay_rem> <priority> <m_addr> <m_priority> <m_adv>
<m_expire> <down> <down_expire> <adv_sent> <adv_err> <adv_recvd> <v2adv_sent> <v2adv_err>
<v2adv_recvd> <drops> <incompat> <conflict> <bad_count> <bad_addr> <bad_config> <bad_advert>
<bad_state> <bad_other> <init_master> <init_master_time><init_backup><init_backup_time><back_master>
<back_master_time> <master_back> <master_back_time> <mast_init> <mast_init_time> <back_init>
<back_init_time> } ]

Syntax Description

Show running system informationshow

VRRPv3 Show commandsvrrpv3

(Optional) All VRRPV3 informationall

(Optional) Brief outputbrief

(Optional) Detail outputdetail

(Optional) Statistics outputstatistics

(Optional) Enter ipv4 or ipv6opt_v4_or_v6

(Optional) Interfaceintf

(Optional) Group Numbergroup_num

(Optional)__readonly__

(Optional) Interface-level VRRPv3 statisticsTABLE_istats

(Optional) VRRP GroupsTABLE_grp

(Optional) Secondary AddressesTABLE_sec

(Optional) Total dropped packetsglobal_drops

(Optional) Interfacei_intf

(Optional) Total dropped packetsi_drops

(Optional) Invalid TTL/Hop limitttl

(Optional) Invalid checksumchecksum

(Optional) Invalid versionversion

(Optional) Invalid message typetype

(Optional) Invalid lengthlength
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(Optional) Invalid group IDbadid

(Optional) Otherother

(Optional) Interfaceintf

(Optional) Group IDid

(Optional) Address familyaf

(Optional) Descriptiondesc

(Optional) Group statestate

(Optional) Time in current stateduration

(Optional) Primary virtual IP addressvip

(Optional) Secondary virtual IP addressaddr

(Optional) Secondary vIP prefixprefix

(Optional) Virtual MAC addressvmac

(Optional) Advertisement intervaladv

(Optional) Preemption statuspreempt

(Optional) Owner modeowner

(Optional) Preemption delaydelay

(Optional) Preemption delay remainingdelay_rem

(Optional) Prioritypriority

(Optional) Group master router addressm_addr

(Optional) Group master prioritym_priority

(Optional) Master advertisement intervalm_adv

(Optional) Master expirationm_expire

(Optional) Master down intervaldown

(Optional) Master down expirationdown_expire

(Optional) Advertisements sentadv_sent

(Optional) Advertisement errorsadv_err

(Optional) Advertisements receivedadv_recvd

(Optional) Advertisements sent (v2)v2adv_sent

(Optional) Advertisement errors (v2)v2adv_err
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(Optional) Advertisements received (v2)v2adv_recvd

(Optional) Total dropped packetsdrops

(Optional) v2, Incompatibleincompat

(Optional) Address owner conflictsconflict

(Optional) Invalid address countbad_count

(Optional) Invalid IP addressbad_addr

(Optional) Invalid IP address configbad_config

(Optional) Invalid advertisement intervalbad_advert

(Optional) Invalid group statebad_state

(Optional) Otherbad_other

(Optional) Init to Masterinit_master

(Optional) Last Occurrenceinit_master_time

(Optional) Init to Backupinit_backup

(Optional) Last Occurrenceinit_backup_time

(Optional) Backup to Masterback_master

(Optional) Last Occurrenceback_master_time

(Optional) Master to Backupmaster_back

(Optional) Last Occurrencemaster_back_time

(Optional) Master to Initmast_init

(Optional) Last Occurrencemast_init_time

(Optional) Backup to Initback_init

(Optional) Last Occurrenceback_init_time

Command Mode

• /exec
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show vrrs client
show vrrs client [ <cname> ] [ __readonly__ { TABLE_client <name> <id> <all> <priority> { TABLE_tags
<tname> } } ]

Syntax Description

VRRS Show commandsvrrs

Show running system informationshow

Information about VRRS clientsclient

(Optional) VRRS client namecname

(Optional)__readonly__

(Optional) VRRS clientsTABLE_client

(Optional) VRRS tagsTABLE_tags

(Optional) VRRS client namename

(Optional) VRRS client idid

(Optional) Prioritypriority

(Optional) Client follows all tagsall

(Optional) VRRS tag nametname

Command Mode

• /exec
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show vrrs pathway
show vrrs pathway [ <intf> ] [ __readonly__ { TABLE_pws <name> <state> <vrrs_push_state> <vmac>
<vmac_state> <vmac_dbg> <pvmac> <pvmac_state> <pvmac_dbg> <af> [ <desc> ] <opt> <eval> [ {
TABLE_vips <addr> [ <flags> ] } ] } ]

Syntax Description

VRRS Show commandsvrrs

Show running system informationshow

Information about VRRS pathwayspathway

(Optional) Interfaceintf

(Optional)__readonly__

(Optional) Show VRRS pathwaysTABLE_pws

(Optional) Pathway vIP addressesTABLE_vips

(Optional) Pathway namename

(Optional) Pathway statestate

(Optional) VRRS push statevrrs_push_state

(Optional) Virtual MAC addressvmac

(Optional) Virtual MAC statevmac_state

(Optional) Virtual MAC debug flagsvmac_dbg

(Optional) Previous Virtual MAC addresspvmac

(Optional) Previous MAC statepvmac_state

(Optional) Previous MAC debug flagspvmac_dbg

(Optional) Pathway address-familyaf

(Optional) Pathway descriptiondesc

(Optional) Option flagsopt

(Optional) Eval flagseval

(Optional) Virtual IP addressaddr

(Optional) Virtual IP address flagsflags

Command Mode

• /exec
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show vrrs pathway address
show vrrs pathway [ <intf> ] address

Syntax Description

VRRS Show commandsvrrs

Show running system informationshow

Information about VRRS pathwayspathway

(Optional) Interfaceintf

Internal information about pathway addressesaddress

Command Mode

• /exec
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show vrrs server
show vrrs server [ __readonly__ { TABLE_srv <name> <af> <intf> <state> <vmac> <vip> [ { TABLE_tag
<tag> } ] } ]

Syntax Description

VRRS Show commandsvrrs

Show running system informationshow

Information about VRRS serversserver

(Optional)__readonly__

(Optional) VRRS ServersTABLE_srv

(Optional) VRRS tags associated with each serverTABLE_tag

(Optional) VRRS server namename

(Optional) Address-familyaf

(Optional) Interfaceintf

(Optional) VRRS server statestate

(Optional) Virtual MAC addressvmac

(Optional) Virtual IP addressvip

(Optional) VRRS tagtag

Command Mode

• /exec
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show vrrs tag
show vrrs tag [ <tagname> ] [ __readonly__ { TABLE_tag <name> <server> [ { TABLE_client <id> <client>
<all> } ] } ]

Syntax Description

VRRS Show commandsvrrs

Show running system informationshow

Information about VRRS tagstag

(Optional) VRRS tagtagname

(Optional)__readonly__

(Optional) Known VRRS tagsTABLE_tag

(Optional) VRRS clients listeningTABLE_client

(Optional) VRRS tag namename

(Optional) VRRS server nameserver

(Optional) VRRS client idid

(Optional) VRRS client nameclient

(Optional) Client follows all tagsall

Command Mode

• /exec
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show vtp counters
show vtp counters [ __readonly__ <start> <summary_rx> <subset_rx> <request_rx> <summary_tx>
<subset_tx> <request_tx> <num_config_rev_error> <num_config_digest_error> <num_v1_summary_error>
{ TABLE_pruning_counters <if_index> <join_tx> <join_rx> <summary_adv_v1_rx> } ]

Syntax Description

Show running system informationshow

VTP informationvtp

VTP statisticscounters

(Optional) Read Only__readonly__

(Optional) Startstart

(Optional) Summary advertisements receivedsummary_rx

(Optional) Subset advertisements receivedsubset_rx

(Optional) Request advertisements receivedrequest_rx

(Optional) Summary advertisements transmittedsummary_tx

(Optional) Subset advertisements transmittedsubset_tx

(Optional) Request advertisements transmittedrequest_tx

(Optional) Number of config revision errorsnum_config_rev_error

(Optional) Number of config digest errorsnum_config_digest_error

(Optional) Number of V1 summary errorsnum_v1_summary_error

(Optional) Pruning counters in table formatTABLE_pruning_counters

(Optional) Trunkif_index

(Optional) Join Transmittedjoin_tx

(Optional) Join Receivedjoin_rx

(Optional) Summary advts received from non-pruning-capable devicesummary_adv_v1_rx

Command Mode

• /exec
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show vtp datafile
show vtp datafile

Syntax Description

Show running system informationshow

VTP informationvtp

vlan.datdatafile

Command Mode

• /exec
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show vtp domain id
show vtp domain id <domain-id> [ __readonly__ <start> <domain_name> <oper-mode> <config_rev>
<last_modified_ip> <last_modified_time> <tftp_server> <tftp_file_path> <pruning_mode> <version_in_use>
<oper_pruning_mode> ]

Syntax Description

Show running system informationshow

VTP informationvtp

VTP administrative domaindomain

VTP administrative domain IDid

Domian index(Domain-id)domain-id

(Optional) Read Only__readonly__

(Optional) Startstart

(Optional) VTP Domain Namedomain_name

(Optional) VTP Modeoper-mode

(Optional) Configuration Revisionconfig_rev

(Optional) Configuration last modified bylast_modified_ip

(Optional) Configuration last modified atlast_modified_time

(Optional) TFTP Server IP Addresstftp_server

(Optional) TFTP complete path of the filetftp_file_path

(Optional) Pruning mode Enabled/Disabledpruning_mode

(Optional) VTP Version in useversion_in_use

(Optional) Operational Pruning Modeoper_pruning_mode

Command Mode

• /exec
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show vtp interface
show vtp interface [ <interface_range> ] [ __readonly__ <start> { TABLE_vtp_interface <if_index> <status>
} ]

Syntax Description

Show running system informationshow

VTP informationvtp

VTP interface status and configurationinterface

(Optional) Enter interfacesinterface_range

(Optional) Read Only__readonly__

(Optional) Startstart

(Optional) VTP interface configuration in table formatTABLE_vtp_interface

(Optional) Trunkif_index

(Optional) VTP interface statusstatus

Command Mode

• /exec
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show vtp mibstats
show vtp mibstats [ __readonly__ <start> <summary_rx> <subset_rx> <request_rx> <summary_tx>
<subset_tx> <request_tx> <num_config_rev_error> <num_config_digest_error> ]

Syntax Description

Show running system informationshow

VTP informationvtp

VTP Statistics for MIBmibstats

(Optional) Read Only__readonly__

(Optional) Startstart

(Optional) Summary advertisements receivedsummary_rx

(Optional) Subset advertisements receivedsubset_rx

(Optional) Request advertisements receivedrequest_rx

(Optional) Summary advertisements transmittedsummary_tx

(Optional) Subset advertisements transmittedsubset_tx

(Optional) Request advertisements transmittedrequest_tx

(Optional) Number of config revision errorsnum_config_rev_error

(Optional) Number of config digest errorsnum_config_digest_error

Command Mode

• /exec
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show vtp password
show vtp password [ domain <domain-id> ] [ __readonly__ <start> <passwd> <password-type> <secret-key>
]

Syntax Description

Show running system informationshow

VTP informationvtp

VTP passwordpassword

(Optional) VTP administrative domaindomain

(Optional) Domian index(Domain-id)domain-id

(Optional) Read Only__readonly__

(Optional) Startstart

(Optional) VTP Domain Passwordpasswd

(Optional) Password Type (1=plaintxt, 2=hidden)password-type

(Optional) Secret Key for the passwordsecret-key

Command Mode

• /exec

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2892

All Show Commands
show vtp password



show vtp status
show vtp status [ __readonly__ <start> <version> <config_rev> <max_vlan_supported_local>
<num_current_vlans> <oper_mode> <domain_name> <pruning_mode> <oper_pruning_mode> <v2_mode>
<trap_enabled> <md5_digest> <last_modified_ip> <last_modified_time> <running-version> <updater_id>
<updater_reason> ]

Syntax Description

Show running system informationshow

VTP informationvtp

VTP domain statusstatus

(Optional) Read Only__readonly__

(Optional) Startstart

(Optional) VTP versionversion

(Optional) Configuration Revisionconfig_rev

(Optional) Maximum VLANs supported locallymax_vlan_supported_local

(Optional) Number of existing VLANsnum_current_vlans

(Optional) VTP Modeoper_mode

(Optional) VTP Domain Namedomain_name

(Optional) Pruning Modepruning_mode

(Optional) Operational Pruning Modeoper_pruning_mode

(Optional) VTP v2 Modev2_mode

(Optional) trap enabledtrap_enabled

(Optional) MD5 Digestmd5_digest

(Optional) Configuration last modified bylast_modified_ip

(Optional) Configuration last modified atlast_modified_time

(Optional) VTP Version Runningrunning-version

(Optional) Local Updater idupdater_id

(Optional) Local Updater id reasonupdater_reason

Command Mode

• /exec
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show vtp trunk interface
show vtp trunk interface <if_index> [ __readonly__ <start> <out_if_index> <join_rx> <join_tx>
<summary_adv_v1_rx> <pruning_eligible> <vlan_joined_tx> <vlan_joined_rx> <vtp_enabled> ]

Syntax Description

Show running system informationshow

VTP informationvtp

VTP Trunk VLANtrunk

Specify an VTP Trunk interfaceinterface

VTP Trunk Port Interface Indexif_index

(Optional) Read Only__readonly__

(Optional) Startstart

(Optional) Returned VTP Trunk Port Interface Indexout_if_index

(Optional) Join(s) Receivedjoin_rx

(Optional) Join(s) Transmittedjoin_tx

(Optional) Summary advts received from non-pruning-capable devicesummary_adv_v1_rx

(Optional) Pruning Eligiblepruning_eligible

(Optional) Trunk Port TX Vlans Joinedvlan_joined_tx

(Optional) Trunk Port RX Vlans Joinedvlan_joined_rx

(Optional) VTP Enabled (Yes(1)/No(0))vtp_enabled

Command Mode

• /exec
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show vtp vlan
show vtp vlan <vlan-id> [ domain <domain-id> ] [ __readonly__ <start> <status> <type> <vlan_name>
<mtu> <said> <ring_number> <bridge_number> <stp_type> <parent_vlan> <trans_vlan1> <trans_vlan2>
<bridge_type> <max_are_hop> <max_ste_hop> <crf_backup> <vlan_type_ext> <ifindex> ]

Syntax Description

Show running system informationshow

VTP informationvtp

VTP Domain VLANsvlan

VTP VLAN index(VLAN-id)vlan-id

(Optional) VTP administrative domaindomain

(Optional) Domian index(Domain-id)domain-id

(Optional) Read Only__readonly__

(Optional) Startstart

(Optional) VTP VLAN Status - Operational=0,Suspended=1status

(Optional) VTP VLAN Typetype

(Optional) VTP VLAN Namevlan_name

(Optional) VTP VLAN MTUmtu

(Optional) VTP VLAN IDsaid

(Optional) VTP VLAN Ring Numeber for FDDI/TRring_number

(Optional) VTP VLAN Bridge Number for FDDI-NET/TR-NETbridge_number

(Optional) VTP VLAN STP Type for FDDI-NET/TR-NETstp_type

(Optional) VTP VLAN Parent VLAN for FDDI/TRparent_vlan

(Optional) VTP VLAN Translational VLAN 1trans_vlan1

(Optional) VTP VLAN Translational VLAN 2trans_vlan2

(Optional) VTP VLAN Brdige Typebridge_type

(Optional) VTP VLAN Max are-hop countmax_are_hop

(Optional) VTP VLAN Max ste_hop countmax_ste_hop

(Optional) VTP VLAN Backup CRF Modecrf_backup
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(Optional) VTP VLAN Type - VTP Managable, Internal, RSPAN,
Dynamic GVRP

vlan_type_ext

(Optional) VTP VLAN Interface Indexifindex

Command Mode

• /exec
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W Show Commands

• show wred-queue qos-group-map, on page 2898
• show wrr-queue qos-group-map, on page 2899
• show wrr unicast-bandwidth, on page 2900
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show wred-queue qos-group-map
show wred-queue qos-group-map

Syntax Description

Show running system informationshow

Show WRED qos-group informationwred-queue

Display mapping of the qos-group informationqos-group-map

Command Mode

• /exec
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show wrr-queue qos-group-map
show wrr-queue qos-group-map

Syntax Description

Show running system informationshow

Display mapping of traffic priority (CoS) values to L3 Multicastwrr-queue

Show wrr-queue qos-group-mapqos-group-map

Command Mode

• /exec
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show wrr unicast-bandwidth
show wrr unicast-bandwidth

Syntax Description

Show running system informationshow

unicast bandwidth configurationwrr

rate in precentage of data rateunicast-bandwidth

Command Mode

• /exec
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X Show Commands

• show xml server logging configuration, on page 2902
• show xml server status, on page 2903
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show xml server logging configuration
show xml server logging configuration

Syntax Description

Show running system informationshow

Show xmlagent logging configurationxml

xml agent serverserver

Show logging configuration and contents of logfilelogging

Show facility logging configurationconfiguration

Command Mode

• /exec
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show xml server status
show xml server status [ __readonly__ { operational_status <o_status> } { maximum_sessions_configured
<max_session> } [ { TABLE_sessions <session_id> <user_name> <start_time> <sap_id> <timeout>
<time_remaining_to_timeout> <ip_addr> } ] ]

Syntax Description

to display xml agent informationshow

xml agentxml

xml agent serverserver

display xml agent informationstatus

(Optional)__readonly__

(Optional) run-time info about xmloperational_status

(Optional) operational status of the xmlo_status

(Optional) the max session configuredmaximum_sessions_configured

(Optional) max sessions numbermax_session

(Optional) all xml sessionsTABLE_sessions

(Optional) one xml session idsession_id

(Optional) the xml session user nameuser_name

(Optional) the xml session start timestart_time

(Optional) the mts sap idsap_id

(Optional) inactivity timeout valuetimeout

(Optional) time remaining to timeouttime_remaining_to_timeout

(Optional) ip address of the sessionip_addr

Command Mode

• /exec
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P A R T II
XML Support

• XML Support, on page 2907





XML Support

• XML Support for Show Commands, on page 2908
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XML Support for Show Commands
Table 1:

XML SupportShow Commands

yesshow aaa accounting

yesshow aaa authentication

yesshow aaa authentication login

yesshow aaa authentication login ascii-authentication

yesshow aaa authentication login error-enable

yesshow aaa authentication login invalid-username-log

yesshow aaa authentication login password-aging

yesshow aaa authorization

yesshow aaa groups

yesshow aaa local user blocked

yesshow aaa user default-role

yesshow access-list

yesshow access-list database

yesshow access-list resource

yesshow access-lists

yesshow accounting log

yesshow accounting log all

yesshow accounting log last-index

yesshow accounting log nvram

yesshow accounting log nvram last-index

yesshow accounting log nvram start-seqnum

yesshow accounting log start-seqnum

yesshow acl status

yesshow amt process

yesshow amt vrf all
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XML SupportShow Commands

noshow archive log config all

yesshow arp access-lists

noshow background

noshow banner exec

yesshow banner motd

yesshow bash-shell

yesshow bfd addrmap

yesshow bfd clients

yesshow bfd discrmap

yesshow bfd intfipmap

yesshow bfd neighbors

yesshow bfd scalar

yesshow bfd session

noshow bfd-app session status

yesshow bgp

noshow bgp

yesshow bgp bmp server

yesshow bgp community

yesshow bgp convergence

noshow bgp convergence private

yesshow bgp dampening dampened

yesshow bgp dampening flap-statistics

yesshow bgp dampening parameters

noshow bgp default-info

noshow bgp event-history

yesshow bgp extcommunity

yesshow bgp l3vpn

yesshow bgp neighbors
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XML SupportShow Commands

yesshow bgp neighbors commands

yesshow bgp neighbors flap-statistics

yesshow bgp neighbors paths

yesshow bgp paths

yesshow bgp peer

yesshow bgp peer-template

yesshow bgp prefix-list

noshow bgp private

noshow bgp private attr

noshow bgp private damp

noshow bgp private debug history

yesshow bgp process

yesshow bgp received-paths

yesshow bgp regexp

yesshow bgp self-originated

yesshow bgp sessions

yesshow bgp statistics

yesshow bgp summary

yesshow boot

yesshow boot auto-copy

yesshow boot auto-copy list

yesshow boot current

yesshow boot mode

yesshow boot module

yesshow boot order

yesshow boot sup-1

yesshow boot sup-2

noshow boot timings
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XML SupportShow Commands

yesshow boot variables

yesshow bootmode

noshow buffers ip

yesshow callhome

yesshow callhome destination-profile

yesshow callhome destination-profile profile

yesshow callhome destination-profile profile CiscoTAC-1

yesshow callhome destination-profile profile full-txt-destination

yesshow callhome destination-profile profile short-txt-destination

yesshow callhome transport

yesshow callhome transport-email

noshow callhome user-def-cmds

yesshow cdp

yesshow cdp all

yesshow cdp global

yesshow cdp neighbors

yesshow cdp neighbors detail

yesshow cdp traffic interface2

yesshow cfs application

yesshow cfs lock

yesshow cfs merge status

yesshow cfs peers

yesshow cfs regions

noshow cfs remote-app vsan domain

yesshow cfs remote-switches vsan

noshow cfs static peers

yesshow cfs status

yesshow checkpoint
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XML SupportShow Commands

yesshow checkpoint summary

yesshow class-map

yesshow class-map type control-plane

yesshow class-map type network-qos

yesshow class-map type psp

noshow cli alias

yesshow cli dynamic integers

yesshow cli dynamic strings

noshow cli history

noshow cli interface table

noshow cli list

noshow cli registry

noshow cli syntax

noshow cli variables

yesshow clock

noshow clock utc

yesshow config-profile

yesshow config-profile applied

yesshow configuration session

yesshow configuration session global-info

yesshow configuration session status

yesshow configuration session summary

noshow consistency-checker copp

noshow consistency-checker fex-interfaces fex

yesshow consistency-checker forwarding ipv6 show forwarding ipv6 inconsistency

noshow consistency-checker forwarding recover

yesshow consistency-checker forwarding show forwarding inconsistency

noshow consistency-checker l2-tahoe module

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2912

XML Support
XML Support for Show Commands



XML SupportShow Commands

noshow consistency-checker l2-tahoe switchport interface

noshow consistency-checker l3-interface module

noshow consistency-checker link-state module

noshow consistency-checker membership port-channels

noshow consistency-checker membership vlan

noshow consistency-checker nxapi interface

noshow consistency-checker pacl module

noshow consistency-checker pacl port-channels

noshow consistency-checker port-security

noshow consistency-checker qinvni

noshow consistency-checker racl module

noshow consistency-checker racl port-channels

noshow consistency-checker stp-state vlan

noshow consistency-checker vacl

noshow consistency-checker vxlan bgp

noshow consistency-checker vxlan interface

noshow consistency-checker vxlan mh mac-addresses

noshow consistency-checker vxlan mh pathlist

noshow consistency-checker vxlan peers

noshow consistency-checker vxlan routes

noshow consistency-checker vxlan selective-qinvni

noshow consistency-checker vxlan selective-qinvni interface

noshow consistency-checker vxlan vlan

noshow controller accounting log

noshow copp diff profile profile2

yesshow copp profile

yesshow copp status

yesshow copyright
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yesshow cores

yesshow crypto ca certificates

yesshow crypto ca certstore

yesshow crypto ca crl

yesshow crypto ca remote-certstore

yesshow crypto ca trustpoints

yesshow crypto certificatemap

yesshow crypto key mypubkey rsa

yesshow crypto ssh-auth-map

yesshow cts

noshow current

yesshow diagnostic bootup level

yesshow diagnostic content module

yesshow diagnostic description module test all

noshow diagnostic events

yesshow diagnostic ondemand setting

yesshow diagnostic result module

yesshow diagnostic result module all

yesshow diagnostic simulation module

yesshow diagnostic status module

yesshow diff rollback-patch

yesshow dot1q-tunnel

yesshow dot1q-tunnel interface

yesshow dot1x

yesshow email

yesshow encryption service stat

yesshow environment

yesshow environment fex
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noshow eol status

yesshow errdisable detect

noshow errdisable flap

yesshow evb

yesshow evb hosts

noshow evb interface

yesshow evb vsi

yesshow event manager environment

yesshow event manager event-types

noshow event manager events action-log

yesshow event manager history events

yesshow event manager policy-state

yesshow event manager script system

yesshow event manager system-policy

noshow event-history

noshow event-history xbar

noshow fabric database dci

yesshow fabric database dci

yesshow fabric database host

yesshow fabric database host statistics

yesshow fabric database host summary

yesshow fabric database profile-map

yesshow fabric database statistics

yesshow fabric forwarding host-db

yesshow fabric forwarding ip

yesshow fabric forwarding ipv6

yesshow fabric forwarding statistics conversational-learning

yesshow fabricpath conflict
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yesshow fabricpath counters dropped

yesshow fabricpath isis

yesshow fabricpath isis adjacency

yesshow fabricpath isis database

yesshow fabricpath isis ftag

yesshow fabricpath isis hostname

yesshow fabricpath isis interface

yesshow fabricpath isis ip mroute

yesshow fabricpath isis ip redistribute mroute

noshow fabricpath isis ip redistribute route show fabricpath isis ipv6 redistribute route

noshow fabricpath isis ip route show fabricpath isis ipv6 route

yesshow fabricpath isis ipv6 mroute

yesshow fabricpath isis ipv6 redistribute mroute

yesshow fabricpath isis mac mroute

yesshow fabricpath isis mac redistribute mroute

yesshow fabricpath isis mesh-group

yesshow fabricpath isis route

yesshow fabricpath isis rrm

yesshow fabricpath isis spf-log

yesshow fabricpath isis srm

yesshow fabricpath isis ssn

yesshow fabricpath isis statistics

yesshow fabricpath isis switch-id

yesshow fabricpath isis topology

yesshow fabricpath isis traffic

yesshow fabricpath isis trees

yesshow fabricpath isis vlan-range

yesshow fabricpath load-balance
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yesshow fabricpath load-balance multicast ftag-selected flow-type vlan module

yesshow fabricpath load-balance unicast forwarding-path ftag switchid flow-type module

yesshow fabricpath switch

yesshow fabricpath switch-id local

yesshow fabricpath system-id

yesshow fabricpath timers

yesshow fabricpath topology

yesshow fabricpath topology ftag

yesshow fabricpath topology interface

yesshow fabricpath topology interface vlan

yesshow fabricpath topology vlan

yesshow fabricpath topology-id

yesshow feature

yesshow feature-set

yesshow feature-set services

yesshow fex

yesshow fex detail

noshow fex transceiver

noshow fex version

yesshow fhrp

yesshow fhrp verbose

yesshow file

yesshow fips status

noshow flow cache

yesshow flow exporter

noshow flow glbl-pkt-cnt

yesshow flow interface

yesshow flow monitor
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yesshow flow record

noshow flow sw-monitor

yesshow flow timeout

yesshow forwarding adjacency

noshow forwarding bypass-hardware

yesshow forwarding capture

yesshow forwarding distribution capture

yesshow forwarding distribution clients

yesshow forwarding distribution fib-state

yesshow forwarding distribution ip igmp snooping

yesshow forwarding distribution ipv6 multicast route

yesshow forwarding distribution l2 multicast

yesshow forwarding distribution lisp counters

yesshow forwarding distribution lisp vrf enabled

noshow forwarding distribution logging

yesshow forwarding distribution multicast

yesshow forwarding distribution multicast client

yesshow forwarding distribution multicast client-ack-db

noshow forwarding distribution multicast download

noshow forwarding distribution multicast mfib

yesshow forwarding distribution multicast outgoing-interface-list

noshow forwarding distribution multicast resp-ack-timer-msgs

yesshow forwarding distribution multicast route

yesshow forwarding distribution nve overlay-vlan

noshow forwarding distribution pauz

yesshow forwarding distribution peer-id

noshow forwarding distribution test on

noshow forwarding distribution trace
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noshow forwarding dvif primary

noshow forwarding dvif secondary

yesshow forwarding ecmp

yesshow forwarding ecmp recursive

noshow forwarding file-log disable

noshow forwarding file-log enable

yesshow forwarding interfaces

yesshow forwarding ipv6 adjacency

yesshow forwarding ipv6 multicast route

noshow forwarding ipv6 pss route

yesshow forwarding ipv6 route

noshow forwarding kvfib cache on

yesshow forwarding l2 multicast

noshow forwarding l2vpn ipv6 multicast route

yesshow forwarding l2vpn label vpls

yesshow forwarding l2vpn label xconnect

noshow forwarding l2vpn multicast outgoing-interface-list

noshow forwarding l2vpn multicast route

noshow forwarding l2vpn service vpls

noshow forwarding l2vpn service xconnect

yesshow forwarding l2vpn vlan

yesshow forwarding mpls

yesshow forwarding mpls aggregate

yesshow forwarding mpls cbts

yesshow forwarding mpls drop-stats

yesshow forwarding mpls ecmp

yesshow forwarding mpls option_b

yesshow forwarding mpls summary
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yesshow forwarding mpls te

yesshow forwarding multicast outgoing-interface-list L2

yesshow forwarding multicast route

noshow forwarding nve l2 ingress-replication-peers

yesshow forwarding nve l3 adjacency tunnel

noshow forwarding nve l3 ecmp

yesshow forwarding nve l3 peers

yesshow forwarding otv

noshow forwarding pss route

noshow forwarding restart

noshow forwarding route

yesshow forwarding security group-tag

yesshow forwarding security mac

noshow forwarding test on

yesshow forwarding trace

noshow forwarding trace profile

yesshow forwarding trace profile funcstats

yesshow glbp

yesshow guestshell

yesshow hardware

yesshow hardware access-list lou resource threshold

yesshow hardware access-list resource pooling

yesshow hardware access-list tcam

noshow hardware capacity

yesshow hardware capacity eobc

noshow hardware capacity fabric-utilization

noshow hardware capacity forwarding

yesshow hardware capacity interface
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yesshow hardware capacity module

yesshow hardware capacity power

yesshow hardware fabricpath mac-learning module

yesshow hardware feature-capability

noshow hardware flow aging

noshow hardware flow entry address type

noshow hardware flow ip

noshow hardware flow ipmac

noshow hardware flow ipv6

noshow hardware flow l2

noshow hardware flow mpls

noshow hardware flow sampler

noshow hardware flow utilization

yesshow hardware forwarding interface statistics mode

noshow hardware forwarding memory health detail

noshow hardware forwarding memory health summary

yesshow hardware ip verify

noshow hardware profile module

yesshow hardware profile tcam region

yesshow hardware qos afd profile

yesshow hardware qos burst-detect max-records

yesshow hardware qos eoq stats-class

yesshow hardware qos include ipg

yesshow hardware qos ing-pg-hdrm-reserve

yesshow hardware qos ing-pg-no-min

yesshow hardware qos ing-pg-share

yesshow hardware qos min-buffer

yesshow hardware qos ns-buffer-profile
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yesshow hardware qos ns-mcq3-alias

yesshow hardware rate-limiter

noshow hardware rate-limiter span-egress

yesshow hardware rl snmp class-id

yesshow hardware rl snmp global class-id

yesshow hardware rl snmp local snmp-index class-id

yesshow hostname

yesshow hosts

yesshow hsrp

noshow hsrp anycast

noshow hsrp anycast interface vlan

noshow hsrp anycast remote-db

noshow hsrp anycast summary

yesshow hsrp bfd-sessions

noshow hsrp bfd-sessions

yesshow hsrp delay

yesshow hsrp ext-mib sec-addr

yesshow hsrp ext-mib use-bia

yesshow hsrp mgo

yesshow hsrp summary

noshow ieth-header-decode

noshow imp client

noshow imp client sa

yesshow incompatibility system

yesshow incompatibility-all system

yesshow install

yesshow install all failed-standby

yesshow install all failure-reason
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noshow install all impact

noshow install all impact epld

noshow install all status

noshow install epld status

noshow install impact

noshow install impact detail

yesshow install log

yesshow install packages

yesshow install patches

yesshow interface

yesshow interface brief

yesshow interface cable-diagnostics-tdr

yesshow interface capabilities

yesshow interface counters

yesshow interface counters brief

yesshow interface counters detailed

yesshow interface counters detailed all

noshow interface counters detailed all

yesshow interface counters detailed all

yesshow interface counters detailed cached

yesshow interface counters errors

noshow interface counters errors

yesshow interface counters errors fex

yesshow interface counters fex

yesshow interface counters snmp

yesshow interface counters snmp fex

yesshow interface counters storm-control

noshow interface counters table
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yesshow interface counters trunk

yesshow interface debounce

yesshow interface description

yesshow interface fcoe

yesshow interface fex-conf

yesshow interface fex-fabric

yesshow interface fex-intf

yesshow interface flowcontrol

yesshow interface flowcontrol fex

noshow interface hardware-mappings

yesshow interface mac-address

yesshow interface priority-flow-control

yesshow interface private-vlan mapping

yesshow interface pruning

yesshow interface snmp-ifindex

yesshow interface status

yesshow interface status err-disabled

yesshow interface status err-vlans

yesshow interface status fex

yesshow interface switchport

yesshow interface transceiver

yesshow interface transceiver fex-fabric

yesshow interface trunk

yesshow interface untagged-cos

yesshow interface vlan mapping

yesshow inventory

yesshow inventory fex

yesshow ip adjacency
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yesshow ip amt relay

yesshow ip amt route

yesshow ip amt tunnel

yesshow ip arp

yesshow ip arp anycast topo-info

noshow ip arp cache

yesshow ip arp client

yesshow ip arp controller-statistics

yesshow ip arp esi

yesshow ip arp inspection

yesshow ip arp inspection interfaces

yesshow ip arp inspection log

yesshow ip arp inspection statistics

yesshow ip arp inspection vlan

yesshow ip arp multihoming-statistics

yesshow ip arp off-list

yesshow ip arp open-flow error-statistics

noshow ip arp snmp pttree

yesshow ip arp statistics

yesshow ip arp suppression topo-info

yesshow ip arp suppression-cache

yesshow ip arp tunnel-statistics

noshow ip arp vaddr

yesshow ip arp vpc-statistics

yesshow ip as-path-access-list

noshow ip cache

yesshow ip client

yesshow ip community-list

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2925

XML Support
XML Support for Show Commands



XML SupportShow Commands

noshow ip debug

yesshow ip dhcp global statistics

yesshow ip dhcp relay

yesshow ip dhcp relay address

yesshow ip dhcp relay information trusted-sources

yesshow ip dhcp relay statistics

yesshow ip dhcp snooping

noshow ip dhcp snooping binding

noshow ip dhcp snooping statistics

yesshow ip dhcp status

yesshow ip dns source-interface

yesshow ip dns source-interface vrf all

yesshow ip eigrp

yesshow ip eigrp accounting

noshow ip eigrp event

noshow ip eigrp event-history

noshow ip eigrp event-history bfd

yesshow ip eigrp interfaces

noshow ip eigrp metric

yesshow ip eigrp route-map statistics

noshow ip eigrp sia-event

noshow ip eigrp sia-statistics

noshow ip eigrp timers

yesshow ip eigrp traffic

yesshow ip extcommunity-list

yesshow ip fib adjacency

noshow ip fib distribution

yesshow ip fib distribution capture
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yesshow ip fib distribution clients

yesshow ip fib distribution mroute

yesshow ip fib distribution multicast

yesshow ip fib distribution multicast outgoing-interface-list

yesshow ip fib distribution state

yesshow ip fib interfaces

yesshow ip fib mroute

noshow ip fib mroute txlist

yesshow ip fib route

noshow ip fib route recovered

noshow ip ftm statistics

yesshow ip ftp source-interface

yesshow ip ftp source-interface vrf all

yesshow ip http source-interface

yesshow ip http source-interface vrf all

noshow ip igmp event-history

yesshow ip igmp groups

yesshow ip igmp interface

yesshow ip igmp local-groups

yesshow ip igmp policy statistics reports

yesshow ip igmp snooping

noshow ip igmp snooping event-history

yesshow ip igmp snooping explicit-tracking

yesshow ip igmp snooping filter details

yesshow ip igmp snooping groups

yesshow ip igmp snooping lookup-mode

yesshow ip igmp snooping mac-oif

yesshow ip igmp snooping mrouter
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yesshow ip igmp snooping pw vlan brief

yesshow ip igmp snooping querier

yesshow ip igmp snooping report statistics

yesshow ip igmp snooping snmp mib adminMode

yesshow ip igmp snooping snmp mib aliasingMode

yesshow ip igmp snooping snmp mib cisV3ProcessEnableOperStatus

yesshow ip igmp snooping snmp mib explicitTrackingTable

yesshow ip igmp snooping snmp mib fallBackTime

yesshow ip igmp snooping snmp mib fastBlockEnabled

yesshow ip igmp snooping snmp mib fastleaveenabled

yesshow ip igmp snooping snmp mib filterStatsTable

yesshow ip igmp snooping snmp mib ifAccessGroupTable

yesshow ip igmp snooping snmp mib ifConfigTable

yesshow ip igmp snooping snmp mib ifLimitTable

yesshow ip igmp snooping snmp mib ifLimitTotalTable

yesshow ip igmp snooping snmp mib igmpsnoopingenabled

yesshow ip igmp snooping snmp mib iterfaceStatsTable

yesshow ip igmp snooping snmp mib lastMemeberQueryCount

yesshow ip igmp snooping snmp mib lastMemeberQueryInterval

yesshow ip igmp snooping snmp mib leaveQueryType

yesshow ip igmp snooping snmp mib mcastGroupTable

yesshow ip igmp snooping snmp mib mcastRouterCfgTable

yesshow ip igmp snooping snmp mib mcastRouterConfigTable

yesshow ip igmp snooping snmp mib multicastGroupConfigTable

yesshow ip igmp snooping snmp mib multicastGroupPortListTable

yesshow ip igmp snooping snmp mib multicastGroupTable

yesshow ip igmp snooping snmp mib operMode

yesshow ip igmp snooping snmp mib querierTable
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yesshow ip igmp snooping snmp mib reportsuppressionenabled

yesshow ip igmp snooping snmp mib robustnessVariable

yesshow ip igmp snooping snmp mib routerAlertCheckEnabled

yesshow ip igmp snooping snmp mib sourceOnlyEntryAgingTime

yesshow ip igmp snooping snmp mib sourceOnlyLearningEnabled

yesshow ip igmp snooping snmp mib tcnFloodQueryCount

yesshow ip igmp snooping snmp mib timeToLiveCheckEnabled

yesshow ip igmp snooping snmp mib topoChanageQuerySolicitEnabled

yesshow ip igmp snooping snmp mib v3ProcessEnabledAdminStatus

yesshow ip igmp snooping snmp mib v3SnoopingSupport

yesshow ip igmp snooping snmp mib vlanconfigtable

yesshow ip igmp snooping snmp mib vlanFilterConfigTable

yesshow ip igmp snooping statistics

yesshow ip igmp vrf all

yesshow ip interface

noshow ip lisp

noshow ip lisp data-cache

noshow ip lisp locator-hash

noshow ip lisp map-cache

noshow ip lisp statistics

noshow ip lisp translate-cache

noshow ip lisp version-hash

yesshow ip load-sharing

yesshow ip local policy

noshow ip local-pt

yesshow ip logging

noshow ip mbgp

noshow ip mbgp community
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noshow ip mbgp dampening

noshow ip mbgp extcommunity

noshow ip mbgp flap-statistics

noshow ip mbgp neighbors

noshow ip mbgp nexthop

noshow ip mbgp nexthop-database

noshow ip mbgp prefix-list

noshow ip mbgp received-paths

yesshow ip mroute

yesshow ip msdp count

noshow ip msdp event-history

yesshow ip msdp mesh-group

yesshow ip msdp peer

yesshow ip msdp policy statistics sa-policy in

yesshow ip msdp rpf

yesshow ip msdp sa

yesshow ip msdp sources

yesshow ip msdp statistics

yesshow ip msdp summary

yesshow ip multicast vrf

yesshow ip nat max

noshow ip nat statistics

yesshow ip nat timeout

yesshow ip nat translations

yesshow ip ospf

yesshow ip ospf border-routers

yesshow ip ospf database

yesshow ip ospf database database-summary
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yesshow ip ospf database detail

noshow ip ospf event-history

noshow ip ospf event-history detail

yesshow ip ospf ha

yesshow ip ospf interface

yesshow ip ospf interface brief

yesshow ip ospf lsa-content-changed-list

yesshow ip ospf memory

yesshow ip ospf neighbors

yesshow ip ospf neighbors detail

yesshow ip ospf neighbors summary

yesshow ip ospf policy statistics

yesshow ip ospf request-list

yesshow ip ospf retransmission-list

yesshow ip ospf route

yesshow ip ospf route summary

yesshow ip ospf sham-links

yesshow ip ospf statistics

yesshow ip ospf summary-address

yesshow ip ospf traffic

noshow ip ospf traps-queue

yesshow ip ospf virtual-links

yesshow ip ospf virtual-links brief

noshow ip overlay-traffic

noshow ip pim bitfield

yesshow ip pim config-sanity

yesshow ip pim df

noshow ip pim event-history
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yesshow ip pim fabric info

yesshow ip pim fabric legacy-vlans

yesshow ip pim group-range

yesshow ip pim interface

yesshow ip pim mdt

yesshow ip pim mdt bgp

yesshow ip pim mdt history interval

yesshow ip pim mdt receive

yesshow ip pim mdt send

yesshow ip pim neighbor

yesshow ip pim oif-list

yesshow ip pim policy statistics

yesshow ip pim policy statistics jp

yesshow ip pim route

yesshow ip pim rp

yesshow ip pim rp-hash

yesshow ip pim statistics

yesshow ip pim vrf

yesshow ip ping source-interface

yesshow ip ping source-interface vrf all

yesshow ip policy

yesshow ip prefix-list

yesshow ip process

yesshow ip rip

yesshow ip rip interface

yesshow ip rip memory

yesshow ip rip neighbor

noshow ip rip policy statistics redistribute
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yesshow ip rip route

yesshow ip rip statistics

noshow ip router-id

yesshow ip rsvp

yesshow ip sla application

yesshow ip sla configuration

yesshow ip sla enhanced-history collection-statistics

yesshow ip sla enhanced-history distribution-statistics

yesshow ip sla group schedule

yesshow ip sla history

yesshow ip sla reaction-configuration

yesshow ip sla reaction-trigger

yesshow ip sla responder

yesshow ip sla statistics

yesshow ip ssh source-interface

yesshow ip ssh source-interface vrf all

yesshow ip static-route

noshow ip stats

yesshow ip telnet source-interface

yesshow ip telnet source-interface vrf all

yesshow ip tftp source-interface

yesshow ip tftp source-interface vrf all

yesshow ip traceroute source-interface

yesshow ip traceroute source-interface vrf all

yesshow ip traffic

noshow ip txlist list

yesshow ip verify source

yesshow ipv6 adjacency
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yesshow ipv6 amt tunnel

noshow ipv6 bgp

noshow ipv6 bgp community

noshow ipv6 bgp dampening

noshow ipv6 bgp extcommunity

noshow ipv6 bgp flap-statistics

noshow ipv6 bgp neighbors

noshow ipv6 bgp nexthop

noshow ipv6 bgp nexthop-database

noshow ipv6 bgp received-paths

noshow ipv6 bgp regexp

noshow ipv6 bgp summary

noshow ipv6 cache

yesshow ipv6 client

yesshow ipv6 dhcp relay

yesshow ipv6 dhcp relay statistics

yesshow ipv6 eigrp route-map statistics

yesshow ipv6 fragments

yesshow ipv6 icmp

yesshow ipv6 icmp global traffic

yesshow ipv6 icmp interface

noshow ipv6 icmp ndp

yesshow ipv6 icmp off-list

noshow ipv6 icmp process sdb

yesshow ipv6 icmp vaddr

yesshow ipv6 icmp vpc-statistics

yesshow ipv6 interface

noshow ipv6 interface global
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noshow ipv6 lisp data-cache

yesshow ipv6 local policy

noshow ipv6 local-pt

yesshow ipv6 mld groups

yesshow ipv6 mld local-groups

noshow ipv6 mld vrf all

yesshow ipv6 mroute

yesshow ipv6 mtu

yesshow ipv6 multicast vrf

yesshow ipv6 nd ra dns search-list

yesshow ipv6 nd ra dns server

noshow ipv6 nd rt-pref global pt

noshow ipv6 ndp

yesshow ipv6 neighbor static

noshow ipv6 pim bitfield

yesshow ipv6 pim df

noshow ipv6 pim embed-rp

noshow ipv6 pim event-history

yesshow ipv6 pim fabric info

yesshow ipv6 pim fabric legacy-vlans

yesshow ipv6 pim group-range

yesshow ipv6 pim interface show ipv6 pim interface

yesshow ipv6 pim neighbor

yesshow ipv6 pim oif-list

yesshow ipv6 pim policy statistics jp

yesshow ipv6 pim route

yesshow ipv6 pim rp

yesshow ipv6 pim rp-hash
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yesshow ipv6 pim statistics

yesshow ipv6 pim vrf

yesshow ipv6 policy

yesshow ipv6 prefix-list

yesshow ipv6 process

noshow ipv6 process sdb

yesshow ipv6 raguard statistics

noshow ipv6 rip policy statistics redistribute

yesshow ipv6 routers

yesshow ipv6 static-route

noshow ipv6 statistics

yesshow ipv6 traffic

yesshow isis

yesshow isis adjacency

yesshow isis csnp

yesshow isis database

noshow isis event-history

yesshow isis hostname

yesshow isis interface

yesshow isis ipv6 redistribute route

yesshow isis ipv6 route

yesshow isis ipv6 route-map statistics

noshow isis lsp free-list

yesshow isis mesh-group

noshow isis non tlv overflow-list

yesshow isis redistribute route

yesshow isis route

noshow isis route is
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yesshow isis route-map statistics

yesshow isis rrm

yesshow isis spf-adjacency

yesshow isis spf-log

yesshow isis srm

yesshow isis ssn

yesshow isis statistics

yesshow isis summary-address show isis ipv6 summary-address

yesshow isis topology

yesshow isis traffic

yesshow itd

yesshow itd session device-group

yesshow itd statistics

yesshow itd vrf

yesshow key chain

yesshow key chain mode decrypt

yesshow keystore

noshow kim inconsistency

yesshow l2 mroute

yesshow l2 multicast ftag

yesshow l2 multicast trees

yesshow l2 route

noshow l2fwder l2rib info

noshow l2fwder rmac

noshow l2fwder statistics

yesshow l2rib clients

yesshow l2rib producers

yesshow l2rib registrations
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yesshow l2route evpn ead all

yesshow l2route evpn ethernet-segment esi

yesshow l2route evpn fl all

yesshow l2route evpn fl evi

yesshow l2route evpn imet all

yesshow l2route evpn imet evi

yesshow l2route evpn mac all

yesshow l2route evpn mac evi

yesshow l2route evpn mac-ip all

yesshow l2route evpn mac-ip evi

yesshow l2route evpn path-list all

yesshow l2route evpn startup-route all

yesshow l2route evpn startup-route evi

yesshow l2route fl topology

yesshow l2route peerid

yesshow l2route summary

yesshow l2route topology

yesshow lacp counters

yesshow lacp interface

yesshow lacp issu-impact

yesshow lacp neighbor

yesshow lacp port-channel

yesshow lacp system-identifier

yesshow ldap-search-map

yesshow ldap-server

yesshow ldap-server groups

yesshow ldap-server statistics

yesshow license
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yesshow license brief

yesshow license file

yesshow license host-id

noshow license reserved

yesshow license usage

yesshow line

yesshow line console

yesshow line console connected

yesshow line console user-input-string

noshow lisp ddt

noshow lisp ddt queue

noshow lisp ddt referral-cache

noshow lisp dynamic-eid

noshow lisp elp

noshow lisp negative-prefix

noshow lisp proxy-itr

noshow lisp site

noshow lisp site instance-id

noshow lisp smr

noshow lisp stats-cache

yesshow lldp all

yesshow lldp dcbx interface

yesshow lldp entry

yesshow lldp interface

yesshow lldp neighbors

yesshow lldp neighbors detail

yesshow lldp neighbors system-detail

yesshow lldp portid-subtype
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yesshow lldp timers

yesshow lldp tlv-select

yesshow lldp traffic

yesshow lldp traffic interface

yesshow locator-led status

noshow locator-led status

noshow logging

noshow logging console

yesshow logging info

yesshow logging ip access-list cache

yesshow logging ip access-list status

noshow logging last

noshow logging level

noshow logging level aaa

noshow logging level acllog

noshow logging level aclmgr

noshow logging level adbm

noshow logging level adjmgr

noshow logging level amt

noshow logging level arp

noshow logging level ascii-cfg

noshow logging level bfd

noshow logging level bgp

noshow logging level bloggerd

noshow logging level bootvar

noshow logging level callhome

noshow logging level capability

noshow logging level cdp
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noshow logging level cert_enroll

noshow logging level cert-enroll

noshow logging level cfs

noshow logging level clis

noshow logging level clk_mgr

noshow logging level confcheck

noshow logging level copp

noshow logging level core

noshow logging level cts

noshow logging level dhcp_snoop

noshow logging level diagnostic device_test

noshow logging level diagnostic diagclient

noshow logging level diagnostic diagmgr

noshow logging level dot1x

noshow logging level eigrp

noshow logging level eltm

noshow logging level ethdstats

noshow logging level ethpm

noshow logging level evb

noshow logging level evmc

noshow logging level evmed

noshow logging level evms

noshow logging level fabric forwarding

noshow logging level fabricpath isis

noshow logging level fabricpath switch-id

noshow logging level feature-mgr

noshow logging level fex

noshow logging level fs-daemon
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noshow logging level glbp

noshow logging level gpixm

noshow logging level hsrp

noshow logging level im

noshow logging level imp

noshow logging level interface-vlan

noshow logging level ip igmp

noshow logging level ip msdp

noshow logging level ip sla responder

noshow logging level ip sla sender

noshow logging level ipconf

noshow logging level ipfib

noshow logging level ipqos

noshow logging level ipv6 icmp

noshow logging level iscm

noshow logging level isis

noshow logging level keystore

noshow logging level l2fm

noshow logging level l3vm

noshow logging level lacp

noshow logging level ldap

noshow logging level license

noshow logging level lim

noshow logging level lisp

noshow logging level lldp

noshow logging level m2rib

noshow logging level mfdm

noshow logging level mfwd
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noshow logging level mmode

noshow logging level module

noshow logging level monitor

noshow logging level mpls ldp

noshow logging level mpls manager

noshow logging level mpls switching

noshow logging level mpls traffic-eng

noshow logging level mvsh

noshow logging level nat

noshow logging level nbm

noshow logging level netstack

noshow logging level nfm

noshow logging level ngoam

noshow logging level ntp

noshow logging level nve

noshow logging level nxsdk

noshow logging level onep

noshow logging level ospf

noshow logging level ospfv3

noshow logging level otv

noshow logging level pfstat

noshow logging level pim

noshow logging level pixm

noshow logging level pktmgr

noshow logging level platform

noshow logging level plcmgr

noshow logging level pltfm_config

noshow logging level plugin
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noshow logging level poap

noshow logging level port-channel

noshow logging level port-profile

noshow logging level port-security

noshow logging level private-vlan

noshow logging level ptp

noshow logging level radius

noshow logging level res_mgr

noshow logging level rip

noshow logging level routing ipv6 multicast

noshow logging level routing multicast

noshow logging level rpm

noshow logging level rsvp

noshow logging level sal

noshow logging level scheduler

noshow logging level security

noshow logging level session-mgr

noshow logging level sflow

noshow logging level smm

noshow logging level snmpd

noshow logging level snmpmib_proc

noshow logging level spanning-tree

noshow logging level spm

noshow logging level stripcl

noshow logging level sysmgr

noshow logging level tacacs

noshow logging level telemetry

noshow logging level track
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noshow logging level tunnel

noshow logging level u2rib

noshow logging level u6rib

noshow logging level udld

noshow logging level ufdm

noshow logging level urib

noshow logging level vdc_mgr

noshow logging level virtual-service

noshow logging level vlan_mgr

noshow logging level vmm

noshow logging level vmtracker

noshow logging level vntag

noshow logging level vpc

noshow logging level vrrp-cfg

noshow logging level vrrp-eng

noshow logging level vrrpv3

noshow logging level vshd

noshow logging level vtp

noshow logging level xbar

noshow logging logfile

noshow logging logfile duration

noshow logging logfile last-index

noshow logging logfile start-seqn

noshow logging logfile start-time

noshow logging loopback

noshow logging module

noshow logging monitor

yesshow logging nvram

Cisco Nexus 3600 Series NX-OS Command Reference (Show Commands), Release 7.0(3)F3(4)
2945

XML Support
XML Support for Show Commands



XML SupportShow Commands

noshow logging onboard

noshow logging onboard fex

noshow logging onboard kernel-trace

noshow logging origin-id

noshow logging pending

noshow logging pending-diff

yesshow logging server

noshow logging session status

noshow logging source-interface

noshow logging status

noshow logging timestamp

yesshow login on-failure log

yesshow login on-successful log

yesshow mac address-table

yesshow mac address-table aging-time

yesshow mac address-table count

noshow mac address-table count es

yesshow mac address-table learning-mode

yesshow mac address-table limit

noshow mac address-table loop-detect

yesshow mac address-table multicast

yesshow mac address-table notification mac-move

yesshow mac vdc

yesshow mac-list

yesshow macsec mka

yesshow macsec mka session

yesshow macsec mka statistics

yesshow macsec policy
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yesshow macsec secy statistics

yesshow maintenance on-reload reset-reasons

yesshow maintenance profile

yesshow maintenance snapshot-delay

yesshow maintenance timeout

yesshow mcectest

noshow mcectest mcec interface

yesshow mgmt-policy

yesshow module

yesshow module bandwidth-fairness

yesshow module fex

noshow module supported

yesshow module uptime

yesshow monitor

yesshow monitor session

yesshow mpls forwarding statistics

yesshow mpls interfaces

yesshow mpls interfaces detail

yesshow mpls interfaces statistics

yesshow mpls ip bindings

yesshow mpls ip bindings summary

yesshow mpls ip ttl

yesshow mpls label range

noshow mpls label statistics

yesshow mpls static binding

yesshow mpls static binding vrf per-vrf

noshow mpls static trace

yesshow mpls strip labels
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yesshow mpls switching

yesshow mpls switching clients

yesshow mvpn bgp mdt

yesshow mvpn mdt encap

yesshow mvpn mdt route

yesshow mvr

yesshow mvr groups

yesshow mvr interface

yesshow mvr members

yesshow mvr members count

yesshow mvr members vlan

yesshow mvr receiver-ports

yesshow mvr source-ports

noshow nbm controller

noshow nbm flows

noshow nbm flows bandwidth

noshow nbm flows statistics

yesshow ngoam acl status

noshow ngoam actsessions

yesshow ngoam loopback

yesshow ngoam pathtrace

yesshow ngoam traceroute statistics

yesshow ntp access-groups

yesshow ntp authentication-keys

yesshow ntp authentication-status

yesshow ntp information

yesshow ntp logging-status

yesshow ntp peer-status
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yesshow ntp peers

yesshow ntp rts-update

yesshow ntp session status

yesshow ntp source

yesshow ntp source-interface

yesshow ntp statistics

yesshow ntp status

yesshow ntp trusted-keys

yesshow nve bfd neighbors

yesshow nve core-links

yesshow nve ethernet-segment

yesshow nve interface

yesshow nve peers

yesshow nve peers interface counters

yesshow nve peers vni interface counters

yesshow nve replication-servers

yesshow nve vni

yesshow nve vni counters

yesshow nve vni ingress-replication

yesshow nve vni peer-vtep

yesshow nve vrf

yesshow nve vxlan-params

yesshow nxapi

noshow nxapi-server logs

yesshow object-group

yesshow onep

yesshow onep cli-extensions applications

yesshow onep error
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yesshow onep history

yesshow onep statistics

yesshow onep status

yesshow onep trace

yesshow ospfv3

yesshow ospfv3 border-routers

yesshow ospfv3 database

yesshow ospfv3 database database-summary

yesshow ospfv3 database detail

noshow ospfv3 event-history

noshow ospfv3 event-history detail

yesshow ospfv3 ha

yesshow ospfv3 interface

yesshow ospfv3 interface brief

yesshow ospfv3 lsa-content-changed-list

yesshow ospfv3 memory

yesshow ospfv3 neighbors

yesshow ospfv3 neighbors detail

yesshow ospfv3 neighbors summary

noshow ospfv3 policy statistics

yesshow ospfv3 request-list

yesshow ospfv3 retransmission-list

yesshow ospfv3 route

yesshow ospfv3 route summary

yesshow ospfv3 statistics

yesshow ospfv3 summary-address

yesshow ospfv3 traffic

yesshow ospfv3 virtual-links
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yesshow ospfv3 virtual-links brief

noshow otv

yesshow param-list

yesshow password secure-mode

yesshow password strength-check

noshow pmap-int

yesshow pmap-int-br interface br

yesshow policy-map

yesshow policy-map interface control-plane

yesshow policy-map interface type psp

yesshow policy-map system

yesshow policy-map type control-plane

yesshow policy-map type network-qos

yesshow policy-map type psp

yesshow port-channel capacity

yesshow port-channel compatibility-parameters

yesshow port-channel database

yesshow port-channel load-balance

yesshow port-channel load-balance forwarding-path interface

yesshow port-channel load-balance forwarding-path1 interface src-interface

yesshow port-channel load-balance hardware forwarding-path interface source

yesshow port-channel rbh-distribution

yesshow port-channel summary

yesshow port-channel traffic

yesshow port-channel usage

yesshow port-profile

yesshow port-profile brief

yesshow port-profile expand-interface
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yesshow port-profile sync-status

yesshow port-profile usage

yesshow port-security

yesshow port-security address

yesshow port-security address blocked

yesshow port-security address interface

yesshow port-security address nvram

yesshow port-security detail interface

yesshow port-security interface

yesshow port-security multivlan address

yesshow port-security secure address

yesshow port-security state

yesshow port-security traps enable

noshow privilege

yesshow processes

yesshow processes cpu

noshow processes cpu history

yesshow processes cpu module

yesshow processes log

yesshow processes log details

yesshow processes log pid

yesshow processes log vdc-all

yesshow processes memory

noshow processes memory clis

yesshow processes memory shared

noshow processes vdc

noshow processes vdc cpu

noshow processes vdc log
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noshow processes vdc log details

noshow processes vdc log pid

yesshow processes vdc memory

yesshow processes version

noshow pss debug

yesshow ptp brief

yesshow ptp clock

yesshow ptp clock foreign-masters record

yesshow ptp corrections

yesshow ptp counters interface

yesshow ptp packet-trace

yesshow ptp parent

yesshow ptp port interface

yesshow ptp time-property

noshow pulse

yesshow qos dcbxp incompatibility interface

yesshow qos dcbxp info

yesshow qos shared-policer

yesshow queuing burst-detect

yesshow queuing interface

yesshow queuing pfc-queue

yesshow queuing pfc-queue snmp ifIndex

yesshow queuing tabular

yesshow queuing1

yesshow radius status

yesshow radius-cfs

yesshow radius-server

yesshow radius-server directed-request
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yesshow radius-server groups

yesshow radius-server sorted

yesshow radius-server statistics

yesshow redundancy status

noshow regexp

yesshow resource

yesshow rmon

yesshow role

yesshow role feature

yesshow role feature-group

yesshow rollback log exec

yesshow rollback status

yesshow route-map

yesshow route-map pbr-statistics

yesshow router-guard

yesshow routing clients

noshow routing event-history

yesshow routing hash

yesshow routing hidden-nh

yesshow routing ipv6 clients

noshow routing ipv6 event-history

yesshow routing ipv6 hash

yesshow routing ipv6 hidden-nh

yesshow routing ipv6 memory estimate

yesshow routing ipv6 memory statistics

yesshow routing ipv6 multicast

yesshow routing ipv6 multicast clients

noshow routing ipv6 multicast event-history
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yesshow routing ipv6 multicast memory estimate

noshow routing ipv6 nexthop info

yesshow routing ipv6 nhlfe

yesshow routing ipv6 recursive-next-hop

yesshow routing memory estimate

yesshow routing memory statistics

yesshow routing multicast

yesshow routing multicast clients

noshow routing multicast event-history

yesshow routing multicast lisp encap

yesshow routing multicast mdt encapsulation

yesshow routing multicast memory estimate

noshow routing multicast sr

yesshow routing nhlfe

yesshow routing recursive-next-hop

noshow routing unresolved-next-hop

noshow routing vxlan-hash peer-ip

noshow routing-context

noshow routing-privilege

noshow running-config

noshow running-config aaa

noshow running-config acllog

noshow running-config aclmgr

noshow running-config aclmgr active

noshow running-config adjmgr

noshow running-config all

noshow running-config amt

noshow running-config arp
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noshow running-config bfd

noshow running-config bgp

noshow running-config bloggerd

noshow running-config callhome

noshow running-config cdp

noshow running-config cert-enroll

noshow running-config cfs

noshow running-config clock_manager

noshow running-config config-profile

noshow running-config controller

noshow running-config copp

noshow running-config dhcp

noshow running-config diagnostic

noshow running-config diff

noshow running-config dot1x

noshow running-config eem

noshow running-config eigrp

noshow running-config eltm

noshow running-config evb

noshow running-config exclude

noshow running-config exclude fabricpath

noshow running-config exclude fex

noshow running-config expand-port-profile

noshow running-config explicit

noshow running-config fabric forwarding

noshow running-config fabricpath

noshow running-config fabricpath domain default

noshow running-config fabricpath switch-id
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noshow running-config fabricpath topology

noshow running-config fex

noshow running-config glbp

noshow running-config hsrp

noshow running-config icmpv6

noshow running-config igmp

noshow running-config imp

noshow running-config interface

noshow running-config interface defaults

noshow running-config interface explicit

noshow running-config ip

noshow running-config ipqos

noshow running-config ipqos active

noshow running-config ipv6

noshow running-config isis

noshow running-config l3vm

noshow running-config ldap

noshow running-config license

noshow running-config lisp

noshow running-config lldp

noshow running-config macsec

noshow running-config mmode

noshow running-config monitor

noshow running-config mpls ldp

noshow running-config mpls static

noshow running-config mpls strip

noshow running-config mpls traffic-eng

noshow running-config msdp
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noshow running-config nat

noshow running-config nbm

noshow running-config netflow

noshow running-config ngoam

noshow running-config ntp

noshow running-config nv overlay

noshow running-config nxsdk

noshow running-config ospf

noshow running-config ospfv3

noshow running-config otv

noshow running-config otv-isis

noshow running-config param-list

noshow running-config pim

noshow running-config pim6

noshow running-config port-profile

noshow running-config port-security

noshow running-config ptp

noshow running-config radius

noshow running-config res_mgr

noshow running-config rip

noshow running-config routing ip multicast

noshow running-config routing ipv6 multicast

noshow running-config rpm

noshow running-config rsvp

noshow running-config section

noshow running-config security

noshow running-config services

noshow running-config sflow
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noshow running-config sla responder

noshow running-config sla sender

noshow running-config snmp

noshow running-config spanning-tree

noshow running-config switch

noshow running-config tacacs

noshow running-config telemetry

noshow running-config track

noshow running-config udld

noshow running-config vdc

noshow running-config vdc-all

noshow running-config virtual-service

noshow running-config vlan

noshow running-config vlan_mgr

noshow running-config vmtracker

noshow running-config vpc

noshow running-config vrf

noshow running-config vrf default

noshow running-config vrrp

noshow running-config vrrpv3

noshow running-config vshd

noshow running-config vtp

yesshow sampler

yesshow scheduler config

yesshow scheduler job

yesshow scheduler logfile

yesshow scheduler schedule

noshow sflow
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yesshow sflow statistics

yesshow snapshots

yesshow snapshots compare

yesshow snapshots compare ipv4routes

yesshow snapshots compare ipv6routes

yesshow snapshots compare summary

yesshow snapshots dump

yesshow snapshots sections

yesshow snmp

yesshow snmp community

yesshow snmp context

yesshow snmp engineID

yesshow snmp group

yesshow snmp host

yesshow snmp mib igmpCacheTable

yesshow snmp mib igmpInterfaceTable

yesshow snmp mib pimCandidateRPTable

yesshow snmp mib pimComponentTable

yesshow snmp mib pimInterfaceTable

yesshow snmp mib pimIpMRouteNextHopTable

yesshow snmp mib pimIpMRouteTable

yesshow snmp mib pimJoinPruneInterval

yesshow snmp mib pimNeighborTable

yesshow snmp mib pimRPSetTable

noshow snmp pss

noshow snmp roledebug

yesshow snmp sessions

noshow snmp snmpv3stats
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yesshow snmp source-interface

yesshow snmp trap

yesshow snmp user

yesshow snmp-dhcp-relay drop statistics

yesshow snmp-dhcp-relay statistics pkt

yesshow snmp-ipv6-dhcp-relay drop statistics

yesshow snmp-ipv6-dhcp-relay statistics pkt

noshow sockets buffers

yesshow sockets client

yesshow sockets connection

noshow sockets keychain-dump

yesshow sockets local-port-range

noshow sockets performance

noshow sockets secure-lxc

yesshow sockets statistics

yesshow sockets tcp keychain binding

yesshow spanning-tree

noshow spanning-tree

noshow spanning-tree blockedports

noshow spanning-tree bridge

noshow spanning-tree inconsistentports

noshow spanning-tree interface

yesshow spanning-tree interface

noshow spanning-tree interface

noshow spanning-tree issu-impact

yesshow spanning-tree mst

yesshow spanning-tree mst configuration

yesshow spanning-tree mst configuration digest
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noshow spanning-tree mst detail

yesshow spanning-tree mst interface

noshow spanning-tree mst interface detail

noshow spanning-tree pathcost method

noshow spanning-tree root

yesshow spanning-tree summary

yesshow spanning-tree summary totals

yesshow sprom

noshow sprom fex

noshow sprom fex all

yesshow ssh key

yesshow ssh server

noshow startup-config

noshow startup-config aaa

noshow startup-config acllog

noshow startup-config aclmgr

noshow startup-config adjmgr

noshow startup-config amt

noshow startup-config arp

noshow startup-config bfd

noshow startup-config bgp

noshow startup-config bloggerd

noshow startup-config callhome

noshow startup-config cdp

noshow startup-config cert-enroll

noshow startup-config cfs

noshow startup-config config-profile

noshow startup-config copp
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noshow startup-config dhcp

noshow startup-config diagnostic

noshow startup-config dot1x

noshow startup-config eem

noshow startup-config eigrp

noshow startup-config eltm

noshow startup-config evb

noshow startup-config exclude

noshow startup-config expand-port-profile

noshow startup-config fabric forwarding

noshow startup-config fabricpath

noshow startup-config fabricpath domain default

noshow startup-config fabricpath switch-id

noshow startup-config fabricpath topology

noshow startup-config fex

noshow startup-config glbp

noshow startup-config hsrp

noshow startup-config icmpv6

noshow startup-config igmp

noshow startup-config imp

noshow startup-config interface

noshow startup-config ip

noshow startup-config ipqos

noshow startup-config ipv6

noshow startup-config isis

noshow startup-config l3vm

noshow startup-config ldap

noshow startup-config license
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noshow startup-config lisp

noshow startup-config lldp

noshow startup-config log

noshow startup-config macsec

noshow startup-config mmode

noshow startup-config monitor

noshow startup-config mpls ldp

noshow startup-config mpls static

noshow startup-config mpls strip

noshow startup-config mpls traffic-eng

noshow startup-config msdp

noshow startup-config nbm

noshow startup-config ngoam

noshow startup-config ntp

noshow startup-config nv overlay

noshow startup-config nxsdk

noshow startup-config ospf

noshow startup-config ospfv3

noshow startup-config otv

noshow startup-config otv-isis

noshow startup-config param-list

noshow startup-config pim

noshow startup-config pim6

noshow startup-config port-profile

noshow startup-config port-security

noshow startup-config ptp

noshow startup-config radius

noshow startup-config rip
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noshow startup-config routing ip multicast

noshow startup-config routing ipv6 multicast

noshow startup-config rpm

noshow startup-config rsvp

noshow startup-config security

noshow startup-config services

noshow startup-config sflow

noshow startup-config snmp

noshow startup-config switch

noshow startup-config tacacs

noshow startup-config telemetry

noshow startup-config track

noshow startup-config udld

noshow startup-config vdc

noshow startup-config vdc-all

noshow startup-config virtual-service

noshow startup-config vlan

noshow startup-config vmtracker

noshow startup-config vpc

noshow startup-config vrf

noshow startup-config vrf default

noshow startup-config vrrp

noshow startup-config vrrpv3

noshow startup-config vshd

noshow startup-config vtp

noshow summary

yesshow switch-profile

yesshow switch-profile buffer
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yesshow switch-profile peer

yesshow switch-profile status

noshow switch-scope controller

yesshow switching-mode

yesshow switching-mode fabric-speed

yesshow system acl

noshow system auto-collect tech-support

yesshow system boottime

noshow system clis event-history

yesshow system cores

noshow system dme status

yesshow system error-id

noshow system exception-info

yesshow system fabric-mode

noshow system fast-reload stabilization-timer

yesshow system inband queuing statistics

yesshow system inband queuing status

noshow system kgdb

yesshow system login

yesshow system login failures

yesshow system memory-thresholds

yesshow system mode

yesshow system nve infra-vlans

yesshow system pss shrink status

yesshow system redundancy ha status

yesshow system redundancy status

yesshow system reset-reason
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