
TAC تاجرخم عمجل عيرسلا يعجرملا ليلدلا
 Nexus تالوحم نم ةبولطملا
تايوتحملا

ةمدقملا
Nexus 3000
Nexus 5000/6000
Nexus 7000
Nexus 9000

ةمدقملا

دعب/ءانثأ Nexus تالوحم نم اهعيمجت متي يتلا رماوألل ةماعلا ةعومجملا دنتسملا اذه درسي 
.TAC تالاحل رادصإ

ةجردم يه امك امامت لوحملاب ةصاخلا (CLI) رماوألا رطس ةهجاو ىلإ رماوألا ةمئاق قصل نكمي
هذهو .ةلباقملا تازيملا ذيفنت متي مل اذإ أطخ ةنيعم رماوأ جرخت دق .تارييغت يأ ءارجإ نود
.لكاشم ةيأ ببست نلو ةعقوتم ةجيتن

،ةينفلا ةدعاسملا زكرم ةلاحب يقابتسا لكشب ينف ضرع قافرإب تمق دق تنك اذإ
.هاندأ ةمئاقلا لهاجت كنكميف

Nexus 3000

ةجردم يه امك امامت لوحملاب ةصاخلا (CLI) رماوألا رطس ةهجاو ىلإ رماوألا ةمئاق قصل نكمي
.فيضملا مساب ايئاقلت (SWITCHNAME)$ لادبتسإ متيس .تارييغت يأ ءارجإ نود

echo 'show clock' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show clock >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show inventory' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show inventory >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show version' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show version >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show module' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show module >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show run' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show run >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show logging log' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show logging log >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show log nvram' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show log nvram >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show accounting log' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show accounting

log >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show cdp nei' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show cdp nei >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show lldp nei' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show lldp nei >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show copp status' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show copp status >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt



echo 'show policy-map interface control-plane' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

; show policy-map interface control-plane >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show hardware rate-limiter' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

hardware rate-limiter >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show system reset-reason' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show system

reset-reason >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show span summary' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show span summary >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show vpc' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show vpc >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show int status' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show int status >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show port-channel summary' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show port-

channel summary >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip int bri vrf all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip int

bri vrf all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show cores' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show cores >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show diagnostic result mod all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

diagnostic result mod all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip route vrf all summary' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip

route vrf all summary >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show mac address-table count' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show mac

address-table count >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show vlan summary' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show vlan summary >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show module internal exceptionlog' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

module internal exceptionlog >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show processes cpu history' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

processes cpu history >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show processes memory sort' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

processes memory sort >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show interface counters errors' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

interface counters errors >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show fex' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show fex >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show license usage' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show license usage

>> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip eigrp neighbor vrf all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip

eigrp neighbor vrf all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip ospf neighbor vrf all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip

ospf neighbor vrf all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip bgp vpnv4 vrf all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip bgp

vpnv4 vrf all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'dir logflash:' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; dir logflash: >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

!zip the file

gzip $(SWITCHNAME)_cmds_for_tac_case.txt

Nexus 5000/6000

echo 'show clock' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show clock >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show inventory' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show inventory >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show version' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show version >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show module' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show module >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show run' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show run >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt



echo 'show logging log' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show logging log >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show log nvram' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show log nvram >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show accounting log' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show accounting

log >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show cdp nei' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show cdp nei >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show lldp nei' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show lldp nei >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show copp status' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show copp status >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show policy-map interface control-plane' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

; show policy-map interface control-plane >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show hardware rate-limiter' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

hardware rate-limiter >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show system reset-reason' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show system

reset-reason >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show span summary' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show span summary >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show vpc' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show vpc >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show int status' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show int status >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show port-channel summary' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show port-

channel summary >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip int bri vrf all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip int

bri vrf all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show cores' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show cores >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show diagnostic result mod all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

diagnostic result mod all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip route vrf all summary' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip

route vrf all summary >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show mac address-table count' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show mac

address-table count >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show vlan summary' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show vlan summary >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show module internal exceptionlog' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

module internal exceptionlog >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show processes cpu history' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

processes cpu history >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show processes memory sort' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

processes memory sort >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show interface counters errors' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

interface counters errors >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show fex' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show fex >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show license usage' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show license usage

>> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip eigrp neighbor vrf all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip

eigrp neighbor vrf all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip ospf neighbor vrf all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip

ospf neighbor vrf all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip bgp vpnv4 vrf all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip bgp

vpnv4 vrf all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'dir logflash:' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; dir logflash: >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

!zip the file

gzip $(SWITCHNAME)_cmds_for_tac_case.txt

Nexus 7000



.ينعملا VDC و Admin VDC نم تاجرخملا هذه عمج!

echo 'show clock' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show clock >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show inventory' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show inventory >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show version' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show version >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show module' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show module >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show run' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show run >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show logging log' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show logging log >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show log nvram' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show log nvram >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show accounting log' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show accounting

log >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show cdp nei' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show cdp nei >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show lldp nei' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show lldp nei >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show copp status' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show copp status >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show policy-map interface control-plane' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

; show policy-map interface control-plane >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show hardware rate-limiter' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

hardware rate-limiter >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show system reset-reason' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show system

reset-reason >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show span summary' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show span summary >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show vpc' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show vpc >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show int status' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show int status >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show port-channel summary' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show port-

channel summary >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip int bri vrf all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip int

bri vrf all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show cores' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show cores >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show diagnostic result mod all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

diagnostic result mod all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip route vrf all summary' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip

route vrf all summary >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show mac address-table count' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show mac

address-table count >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show vlan summary' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show vlan summary >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show module internal exceptionlog' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

module internal exceptionlog >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show processes cpu history' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

processes cpu history >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show processes memory sort' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

processes memory sort >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show interface counters errors' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

interface counters errors >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show fex' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show fex >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show license usage' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show license usage

>> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt



echo 'show ip eigrp neighbor vrf all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip

eigrp neighbor vrf all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip ospf neighbor vrf all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip

ospf neighbor vrf all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip bgp vpnv4 vrf all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip bgp

vpnv4 vrf all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'dir logflash:' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; dir logflash: >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show vdc' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show vdc >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

!zip the file

gzip $(SWITCHNAME)_cmds_for_tac_case.txt

Nexus 9000

echo 'show clock' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show clock >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show inventory' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show inventory >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show version' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show version >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show module' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show module >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show run' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show run >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show logging log' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show logging log >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show log nvram' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show log nvram >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show accounting log' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show accounting

log >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show cdp nei' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show cdp nei >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show lldp nei' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show lldp nei >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show copp status' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show copp status >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show policy-map interface control-plane' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

; show policy-map interface control-plane >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show hardware rate-limiter' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

hardware rate-limiter >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show system reset-reason' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show system

reset-reason >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show span summary' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show span summary >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show vpc' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show vpc >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show int status' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show int status >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show port-channel summary' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show port-

channel summary >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip int bri vrf all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip int

bri vrf all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show cores' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show cores >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show diagnostic result mod all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

diagnostic result mod all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip route vrf all summary' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip

route vrf all summary >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show mac address-table count' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show mac



address-table count >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show vlan summary' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show vlan summary >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show module internal exceptionlog' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

module internal exceptionlog >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show processes cpu history' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

processes cpu history >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show processes memory sort' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

processes memory sort >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show interface counters errors' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

interface counters errors >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show fex' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show fex >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show license usage' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show license usage

>> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip eigrp neighbor vrf all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip

eigrp neighbor vrf all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip ospf neighbor vrf all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip

ospf neighbor vrf all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip bgp vpnv4 vrf all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip bgp

vpnv4 vrf all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'dir logflash:' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; dir logflash: >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

!zip the file

gzip $(SWITCHNAME)_cmds_for_tac_case.txt



ةمجرتلا هذه لوح
ةيلآلا تاينقتلا نم ةعومجم مادختساب دنتسملا اذه Cisco تمجرت
ملاعلا ءاحنأ عيمج يف نيمدختسملل معد ىوتحم ميدقتل ةيرشبلاو
امك ةقيقد نوكت نل ةيلآ ةمجرت لضفأ نأ ةظحالم ىجرُي .ةصاخلا مهتغلب
Cisco يلخت .فرتحم مجرتم اهمدقي يتلا  ةيفارتحالا ةمجرتلا عم لاحلا وه
Systems ىلإ اًمئاد عوجرلاب يصوُتو تامجرتلا هذه ةقد نع اهتيلوئسم
.(رفوتم طبارلا) يلصألا يزيلجنإلا دنتسملا


