
زاهج موقي امدنع ريخأتلا نم ناوث 5
ةرجشل طبرلا ليغشتب ديعبلا لابقتسالا
mLDP 
تايوتحملا

ةمدقملا
ةيساسأ تامولعم
تارييغتلا
يلحم لابقتسإ زاهج نود زاهجلا ىلإ مضني دعب نع لابقتسالا زاهج .1 رابتخالا
يلحملا لبقتسملا ىلإ مضني دعب نع لابقتسالا زاهج .2 رابتخالا

ةمدقملا

ةرجش ربع ددعتملا ثبلا رورم ةكرح هيجوت ةداعإ يف ناوث 5 هردق اريخأت دنتسملا اذه فصي
ىلإ ديعبلا لبقتسملا مضني امدنع (mLDP) طاقنلا ددعتم ةيمستلا عيزوت لوكوتورب
.Cisco IOS® XR جمانرب ليغشتب Ingress PE هجوم موقي امدنعو ددعتملا ثبلا ةعومجم

ةيساسأ تامولعم

.ردصملا رظن ةهجو نم mLDP ل يرقفلا دومعلا ربع لابقتسإ زاهج وه ديعبلا لبقتسملا

Cisco نم ءاطخألا حيحصت فرعم ببسب دصق نع ناوث 5 هتدم يذلا ريخأتلا ميدقت مت
CSCvb50266     هيجوت ةداعإ رخأت MLDP كانه نوكي امدنع يلحملا لبقتسملا ىلإ ناوث 5 ةدمل
دوجوم MVPN لبقتسم

يضارتفالا نم ليوحتلا id CSCtg68851 قب cisco نم رادصإلا لوح لمعي نأ ةقيثو اذه تقلخ
تاراسملا ددعتم LC ل ةفلكت يأ نودب سيل تانايبلل MDTs تادحو ىلإ

تارييغتلا

5 ريخأتلا ، id CSCtg68851 قب cisco دعب ةغيص IOS®-XR ديدخت جاحسم لخدملا ضكري نإ
.دوجوم يناوث

●

5 ريخأتلا ، id CSCvb50266 قب cisco دعب ةغيص IOS®-XR ديدخت جاحسم لخدملا ضكري نإ
.يضارتفالا عضولا يف دوجوم يناوث

●

ةطساوب ددعتملا ثبلا قفدت هيجوت ةداعإ ةعرس ةدايز متت نأ نكمي ،ابولطم اذه نكي مل اذإ
.يفخم نيوكت رمأ

  

.لاثم يلي اميف

.رابتخالا ايجولوبوط ىلع عالطالل 1 لكشلا ىلإ رظنا

https://tools.cisco.com/bugsearch/bug/CSCvb50266
https://tools.cisco.com/bugsearch/bug/CSCtg68851
https://tools.cisco.com/bugsearch/bug/CSCtg68851
https://tools.cisco.com/bugsearch/bug/CSCvb50266


  

CE1 232.1.1.1 ددعتملا ثبلا قفدتل 10.100.1.5 ردصملا وه.

CE2 و CE1-B 232.1.1.1 ددعتملا ثبلا قفدتل لابقتسإ ازاهج امه.

زاهج نود زاهجلا ىلإ مضني دعب نع لابقتسالا زاهج .1 رابتخالا
يلحم لابقتسإ

:ءاطخألا حيحصت نيكمت مت

RP/0/0/CPU0:PE1#debug mrib vrf one route

RP/0/0/CPU0:PE1#debug mfib vrf one ipv4 encap

RP/0/0/CPU0:PE1#show debug

####  debug flags set from tty 'con0_0_CPU0'  ####

ipv4 mfwd encap flag is ON with value '0x1##one'

ipv4 mrib route flag is ON with value 'one#'

:لخدملا PE1 هجوم ىلع يلحم لابقتسإ زاهج دجوي ال

RP/0/0/CPU0:PE1#sh mrib vrf one route 232.1.1.1 10.100.1.5

No matching route in MRIB route-DB

RP/0/0/CPU0:PE1#

:تنرتنإلا ربع CE1 دعب نع لابقتسالا زاهج يتأي

RP/0/0/CPU0:PE1#RP/0/0/CPU0:Feb 13 10:26:33.280 : mrib[1149]:   [  6] TID: 0xe0000010

(10.100.1.5,232.1.1.1) Added RPF* EID*, #A=1, #F=1, #MDT_A=0, RPF=10.2.1.5 [Lm F* LMI* TR*]

[Gi0/0/0/0 A*], Route Ver = 0x7ca

RP/0/0/CPU0:Feb 13 10:26:33.290 : ipv4_mfwd_partner[263]: Encap: encap id set  eid: 1



(10.100.1.5,232.1.1.1)

RP/0/0/CPU0:Feb 13 10:26:33.300 : mrib[1149]:   [  6] TID: 0xe0000010 (10.100.1.5,232.1.1.1)

Updated RPF EID*, #A=1, #F=1, #MDT_A=0 [Lm F LMI* MA* TR], Route Ver = 0x7cc

RP/0/0/CPU0:Feb 13 10:26:33.310 : ipv4_mfwd_partner[263]: Encap:

ip_mfwd_mrib_pre_process_encapid_update: encapid: 2, te_ole_cnt: 0,lsmid_ole_cnt: 1,

gre_ole_cnt: 0 ti_mofrr_ole_cnt: 0 flags: 0x0

RP/0/0/CPU0:Feb 13 10:26:33.310 : ipv4_mfwd_partner[263]: Encap: [2482] Encap entry created

(0xa10cb414) for eid 2 (stale N) flags 0x0

RP/0/0/CPU0:Feb 13 10:26:33.310 : ipv4_mfwd_partner[263]: Encap: [3039] RegDB entry 0xa08fd084

for LSMID 0x1d turnaround TRUE(new: Y ifh_changed N) ifhandle: b0

RP/0/0/CPU0:Feb 13 10:26:33.310 : ipv4_mfwd_partner[263]: Encap: [3533] Encap entry for eid 2

(0xa10cb414) proc done

RP/0/0/CPU0:Feb 13 10:26:33.310 : ipv4_mfwd_partner[263]: Encap: encap id update eid: 2

(10.100.1.5,232.1.1.1)

.ديدخت جاحسم PE لخدم ىلع encap-id نييعتل ريخأت دجوي ال

:لخدملا PE هجوم ىلع هؤاشنإ مت يذلا ددعتملا ثبلا هيجوت ةداعإ لاخدإ وه اذه

RP/0/0/CPU0:PE1#show mrib vrf one route 232.1.1.1 10.100.1.5

IP Multicast Routing Information Base

Entry flags: L - Domain-Local Source, E - External Source to the Domain,

   C - Directly-Connected Check, S - Signal, IA - Inherit Accept,

   IF - Inherit From, D - Drop, ME - MDT Encap, EID - Encap ID,

   MD - MDT Decap, MT - MDT Threshold Crossed, MH - MDT interface handle

   CD - Conditional Decap, MPLS - MPLS Decap, EX - Extranet

   MoFE - MoFRR Enabled, MoFS - MoFRR State, MoFP - MoFRR Primary

   MoFB - MoFRR Backup, RPFID - RPF ID Set, X - VXLAN

Interface flags: F - Forward, A - Accept, IC - Internal Copy,

   NS - Negate Signal, DP - Don't Preserve, SP - Signal Present,

   II - Internal Interest, ID - Internal Disinterest, LI - Local Interest,

   LD - Local Disinterest, DI - Decapsulation Interface

   EI - Encapsulation Interface, MI - MDT Interface, LVIF - MPLS Encap,

   EX - Extranet, A2 - Secondary Accept, MT - MDT Threshold Crossed,

   MA - Data MDT Assigned, LMI - mLDP MDT Interface, TMI - P2MP-TE MDT Interface

   IRMI - IR MDT Interface

(10.100.1.5,232.1.1.1) RPF nbr: 10.2.1.5 Flags: RPF

 Up: 00:02:29

 Incoming Interface List

   GigabitEthernet0/0/0/0 Flags: A, Up: 00:02:2

 Outgoing Interface List

   Lmdtone Flags: F LMI MA TR, Up: 00:02:29

RP/0/0/CPU0:PE1#show mfib vrf one route 232.1.1.1 10.100.1.5 detail

IP Multicast Forwarding Information Base

Entry flags: C - Directly-Connected Check, S - Signal, D - Drop,

 IA - Inherit Accept, IF - Inherit From, EID - Encap ID,

 ME - MDT Encap, MD - MDT Decap, MT - MDT Threshold Crossed,

 MH - MDT interface handle, CD - Conditional Decap,

 DT - MDT Decap True, EX - Extranet, RPFID - RPF ID Set,

 MoFE - MoFRR Enabled, MoFS - MoFRR State, X - VXLAN

Interface flags: F - Forward, A - Accept, IC - Internal Copy,

 NS - Negate Signal, DP - Don't Preserve, SP - Signal Present,

 EG - Egress, EI - Encapsulation Interface, MI - MDT Interface,

 EX - Extranet, A2 - Secondary Accept

Forwarding/Replication Counts: Packets in/Packets out/Bytes out

Failure Counts: RPF / TTL / Empty Olist / Encap RL / Other

(10.100.1.5,232.1.1.1),  Flags:  EID , FMA: 0x10000 ,



 Up: 00:02:48

 Last Used: 00:00:01

 SW Forwarding Counts: 168/168/16800

 SW Replication Counts: 168/0/0

 SW Failure Counts: 0/0/0/0/0

 Route ver: 0x7d0

 MVPN Info :-

   Associated Table ID : 0xe0000000

   MDT Handle: 0x0, MDT Probe:Y [Y], Rate:Y, Acc:Y

   MDT SW Ingress Encap V4/V6, Egress decap: 0 / 0, 0

   Encap ID: 2, RPF ID: 0

   Local Receiver: False, Turnaround: False

 Lmdtone Flags:  F LMI TR, Up:00:02:48

 GigabitEthernet0/0/0/0 Flags:  A, Up:00:02:48

لبقتسملا ىلإ مضني دعب نع لابقتسالا زاهج .2 رابتخالا
يلحملا

:PE1 لخدملا دنع يلحم لبقتسم دجوي

RP/0/0/CPU0:PE1#show mrib vrf one route 232.1.1.1 10.100.1.5

 

IP Multicast Routing Information Base

Entry flags: L - Domain-Local Source, E - External Source to the Domain,

   C - Directly-Connected Check, S - Signal, IA - Inherit Accept,

   IF - Inherit From, D - Drop, ME - MDT Encap, EID - Encap ID,

   MD - MDT Decap, MT - MDT Threshold Crossed, MH - MDT interface handle

   CD - Conditional Decap, MPLS - MPLS Decap, EX - Extranet

   MoFE - MoFRR Enabled, MoFS - MoFRR State, MoFP - MoFRR Primary

   MoFB - MoFRR Backup, RPFID - RPF ID Set, X - VXLAN

Interface flags: F - Forward, A - Accept, IC - Internal Copy,

   NS - Negate Signal, DP - Don't Preserve, SP - Signal Present,

   II - Internal Interest, ID - Internal Disinterest, LI - Local Interest,

   LD - Local Disinterest, DI - Decapsulation Interface

   EI - Encapsulation Interface, MI - MDT Interface, LVIF - MPLS Encap,

   EX - Extranet, A2 - Secondary Accept, MT - MDT Threshold Crossed,

   MA - Data MDT Assigned, LMI - mLDP MDT Interface, TMI - P2MP-TE MDT Interface

   IRMI - IR MDT Interface

(10.100.1.5,232.1.1.1) RPF nbr: 10.2.1.5 Flags: RPF

 Up: 00:57:15

 Incoming Interface List

   GigabitEthernet0/0/0/0 Flags: A, Up: 00:57:15

 Outgoing Interface List

   GigabitEthernet0/0/0/2 Flags: F NS, Up: 00:57:15

:ءاطخألا حيحصت نيكمت مت

RP/0/0/CPU0:PE1#debug mrib vrf one route

RP/0/0/CPU0:PE1#debug mfib vrf one ipv4 encap

RP/0/0/CPU0:PE1#show debug

####  debug flags set from tty 'con0_0_CPU0'  ####

ipv4 mfwd encap flag is ON with value '0x1##one'

ipv4 mrib route flag is ON with value 'one#'

RP/0/0/CPU0:PE1#show mfib vrf one route 232.1.1.1 10.100.1.5 detail



IP Multicast Forwarding Information Base

Entry flags: C - Directly-Connected Check, S - Signal, D - Drop,

 IA - Inherit Accept, IF - Inherit From, EID - Encap ID,

 ME - MDT Encap, MD - MDT Decap, MT - MDT Threshold Crossed,

 MH - MDT interface handle, CD - Conditional Decap,

 DT - MDT Decap True, EX - Extranet, RPFID - RPF ID Set,

 MoFE - MoFRR Enabled, MoFS - MoFRR State, X - VXLAN

Interface flags: F - Forward, A - Accept, IC - Internal Copy,

 NS - Negate Signal, DP - Don't Preserve, SP - Signal Present,

 EG - Egress, EI - Encapsulation Interface, MI - MDT Interface,

 EX - Extranet, A2 - Secondary Accept

Forwarding/Replication Counts: Packets in/Packets out/Bytes out

Failure Counts: RPF / TTL / Empty Olist / Encap RL / Other

(10.100.1.5,232.1.1.1),  Flags:  , FMA: 0x10001 ,

 Up: 00:59:35

 Last Used: 00:00:01

 SW Forwarding Counts: 3566/3566/356600

 SW Replication Counts: 3566/3566/356600

 SW Failure Counts: 0/0/0/0/0

 Route ver: 0x3410

 MVPN Info :-

   MDT Handle: 0x0, MDT Probe:N [N], Rate:Y, Acc:Y

   MDT SW Ingress Encap V4/V6, Egress decap: 0 / 0, 0

   EG count: 1

   Encap ID: 0, RPF ID: 0

   Local Receiver: True, Turnaround: False

 GigabitEthernet0/0/0/0 Flags:  A, Up:00:59:35

 GigabitEthernet0/0/0/2 Flags:  NS EG, Up:00:59:35

.دعب ديعب لبقتسم نم ام كانه نأل encap-id 0 لا

CE2، تنرتنإلاب الصتم دعب نع لابقتسالا زاهج يتأي:

RP/0/0/CPU0:PE1#RP/0/0/CPU0:Feb 13 09:13:34.390 : mrib[1149]:   [  6] TID: 0xe0000010

(10.100.1.5,232.1.1.1) Updated RPF EID*, #A=1, #F=2, #MDT_A=0 [Lm F* LMI* TR*], Route Ver =

0x3412

RP/0/0/CPU0:Feb 13 09:13:34.390 : mrib[1149]:   [ 22] Redistributed

RP/0/0/CPU0:Feb 13 09:13:34.390 : ipv4_mfwd_partner[263]: Encap:

ip_mfwd_mrib_pre_process_encapid_update: encapid: 6, te_ole_cnt: 0,lsmid_ole_cnt: 1,

gre_ole_cnt: 0 ti_mofrr_ole_cnt: 0 flags: 0x1

RP/0/0/CPU0:Feb 13 09:13:34.390 : ipv4_mfwd_partner[263]: Encap: [2482] Encap entry created

(0xa08fd9d0) for eid 6 (stale N) flags 0x1

RP/0/0/CPU0:Feb 13 09:13:34.390 : ipv4_mfwd_partner[263]: Encap: [3039] RegDB entry 0xa10b5404

for LSMID 0x1 turnaround TRUE(new: N ifh_changed N) ifhandle: b0

RP/0/0/CPU0:Feb 13 09:13:34.390 : ipv4_mfwd_partner[263]: Encap: [3533] Encap entry for eid 6

(0xa08fd9d0) proc done

RP/0/0/CPU0:Feb 13 09:13:34.410 : mrib[1149]:   [  6] TID: 0xe0000010 (10.100.1.5,232.1.1.1)

Updated RPF EID*, #A=1, #F=2, #MDT_A=0 [Lm F LMI* MA* TR], Route Ver = 0x3414

RP/0/0/CPU0:Feb 13 09:13:34.410 : mrib[1149]:   [  6] TID: 0xe0000010 (10.100.1.5,232.1.1.1)

Updated RPF EID, #A=1, #F=2, #MDT_A=0 [Lm F LMI* MA TR], Route Ver = 0x3415

RP/0/0/CPU0:Feb 13 09:13:34.410 : ipv4_mfwd_partner[263]: Encap:

ip_mfwd_mrib_pre_process_encapid_update: encapid: 7, te_ole_cnt: 0,lsmid_ole_cnt: 1,

gre_ole_cnt: 0 ti_mofrr_ole_cnt: 0 flags: 0x1

RP/0/0/CPU0:Feb 13 09:13:34.410 : ipv4_mfwd_partner[263]: Encap: [2482] Encap entry created

(0xa08fd8a8) for eid 7 (stale N) flags 0x1

RP/0/0/CPU0:Feb 13 09:13:34.410 : ipv4_mfwd_partner[263]: Encap: [3039] RegDB entry 0xa08fd824

for LSMID 0x1c turnaround TRUE(new: Y ifh_changed N) ifhandle: b0

RP/0/0/CPU0:Feb 13 09:13:34.410 : ipv4_mfwd_partner[263]: Encap: [3533] Encap entry for eid 7

(0xa08fd8a8) proc done

RP/0/0/CPU0:Feb 13 09:13:34.500 : mrib[1149]:   [  6] TID: 0xe0000010 (10.100.1.5,232.1.1.1)

Updated RPF EID, #A=1, #F=2, #MDT_A=0 [Lm F LMI* MA TR], Route Ver = 0x3416

RP/0/0/CPU0:Feb 13 09:13:34.620 : mrib[1149]:   [ 22] Redistributed



RP/0/0/CPU0:Feb 13 09:13:34.620 : mrib[1149]:   [  6] TID: 0xe0000010 (10.100.1.5,232.1.1.1)

Updated RPF EID, #A=1, #F=2, #MDT_A=0 [Lm F LMI* MA TR], Route Ver = 0x3417

RP/0/0/CPU0:Feb 13 09:13:34.620 : ipv4_mfwd_partner[263]: Encap:

ip_mfwd_mrib_pre_process_encapid_update: encapid: 7, te_ole_cnt: 0,lsmid_ole_cnt: 1,

gre_ole_cnt: 0 ti_mofrr_ole_cnt: 0 flags: 0x1

RP/0/0/CPU0:Feb 13 09:13:34.620 : ipv4_mfwd_partner[263]: Encap: [2482] Encap entry existing

(0xa08fd8a8) for eid 7 (stale N) flags 0x1

RP/0/0/CPU0:Feb 13 09:13:34.620 : ipv4_mfwd_partner[263]: Encap: [3533] Encap entry for eid 7

(0xa08fd8a8) proc done

RP/0/0/CPU0:Feb 13 09:13:39.570 : ipv4_mfwd_partner[263]: Encap: encap id set  eid: 7

(10.100.1.5,232.1.1.1)

هيجوتلا تامولعم ةدعاق ثيدحتو encap-id ءاشنإ دعب ناوث 5 ،7 ىلإ encap-id نييعت متي
(VRF) هيجوتلا ةداعإو يرهاظلا هيجوتلل ةامسملا MDT (LMDT) ةهجاوب (MRIB) ددعتملا ثبلل
.(OIL) ةرداصلا ةهجاولا ةمئاق يف ةدحاو

RP/0/0/CPU0:PE1#show mrib vrf one route 232.1.1.1 10.100.1.5

IP Multicast Routing Information Base

Entry flags: L - Domain-Local Source, E - External Source to the Domain,

   C - Directly-Connected Check, S - Signal, IA - Inherit Accept,

   IF - Inherit From, D - Drop, ME - MDT Encap, EID - Encap ID,

   MD - MDT Decap, MT - MDT Threshold Crossed, MH - MDT interface handle

   CD - Conditional Decap, MPLS - MPLS Decap, EX - Extranet

   MoFE - MoFRR Enabled, MoFS - MoFRR State, MoFP - MoFRR Primary

   MoFB - MoFRR Backup, RPFID - RPF ID Set, X - VXLAN

Interface flags: F - Forward, A - Accept, IC - Internal Copy,

   NS - Negate Signal, DP - Don't Preserve, SP - Signal Present,

   II - Internal Interest, ID - Internal Disinterest, LI - Local Interest,

   LD - Local Disinterest, DI - Decapsulation Interface

   EI - Encapsulation Interface, MI - MDT Interface, LVIF - MPLS Encap,

   EX - Extranet, A2 - Secondary Accept, MT - MDT Threshold Crossed,

   MA - Data MDT Assigned, LMI - mLDP MDT Interface, TMI - P2MP-TE MDT Interface

   IRMI - IR MDT Interface

(10.100.1.5,232.1.1.1) RPF nbr: 10.2.1.5 Flags: RPF

 Up: 01:04:11

 Incoming Interface List

   GigabitEthernet0/0/0/0 Flags: A, Up: 01:04:11

 Outgoing Interface List

   Lmdtone Flags: F LMI MA TR, Up: 00:03:33

   GigabitEthernet0/0/0/2 Flags: F NS, Up: 01:04:11

RP/0/0/CPU0:PE1#show mfib vrf one route 232.1.1.1 10.100.1.5 detail

IP Multicast Forwarding Information Base

Entry flags: C - Directly-Connected Check, S - Signal, D - Drop,

 IA - Inherit Accept, IF - Inherit From, EID - Encap ID,

 ME - MDT Encap, MD - MDT Decap, MT - MDT Threshold Crossed,

 MH - MDT interface handle, CD - Conditional Decap,

 DT - MDT Decap True, EX - Extranet, RPFID - RPF ID Set,

 MoFE - MoFRR Enabled, MoFS - MoFRR State, X - VXLAN

Interface flags: F - Forward, A - Accept, IC - Internal Copy,

 NS - Negate Signal, DP - Don't Preserve, SP - Signal Present,

 EG - Egress, EI - Encapsulation Interface, MI - MDT Interface,

 EX - Extranet, A2 - Secondary Accept

Forwarding/Replication Counts: Packets in/Packets out/Bytes out

Failure Counts: RPF / TTL / Empty Olist / Encap RL / Other

(10.100.1.5,232.1.1.1),  Flags:  EID , FMA: 0x10001 ,

 Up: 01:04:25

 Last Used: 00:00:00



 SW Forwarding Counts: 3856/3856/385600

 SW Replication Counts: 3856/3856/385600

 SW Failure Counts: 0/0/0/0/0

 Route ver: 0x3417

 MVPN Info :-

   Associated Table ID : 0xe0000000

   MDT Handle: 0x0, MDT Probe:Y [Y], Rate:Y, Acc:Y

   MDT SW Ingress Encap V4/V6, Egress decap: 0 / 0, 0

   EG count: 1

   Encap ID: 7, RPF ID: 0

   Local Receiver: True, Turnaround: False

 Lmdtone Flags:  F LMI TR, Up:00:03:47

 GigabitEthernet0/0/0/0 Flags:  A, Up:01:04:25

 GigabitEthernet0/0/0/2 Flags:  NS EG, Up:01:04:25

.اذه ددعتملا ثبلا قفد يقلت يف ناوث 5 هرادقم يفاضإ ريخأت هيدل ديعبلا يقلتملا ،كلذل

يف LMDT ةهجاو ةفاضإ تمت امك ،روفلا ىلع MRIB يف LMDT ةهجاو ةفاضإ تمت :ةظحالم
MFIB ةمالع عم روفلا ىلع F، فرعم نييعت متي مل نكلو encap.

.ناوث 5 ريخأت دعب MFIB يف encap فرعم نييعت مت

ىقالتي امدنع encap فرعم ةجمربل ناوث 5 وه ريخأتلا ، id CSCvb50266 قب Cisco دعب
.ديدجلا يضارتفالا كولسلا وه اذه .ديعب لبقتسم

:كولسلا تققد in order to قايس <> pim vrf ضرع رمألا تضكر

RP/0/0/CPU0:PE1#show pim vrf one context

PIM context information for VRF one (0x12b70184)

VRF ID: 0x60000001

Table ID: 0xe0000010

Remote Table ID: 0xe0800010

MDT Default Group : 0.0.0.0

MDT Source : (10.100.1.1, Loopback0) Per-VRF

MDT Immediate Switch Not Configured

MDT handle: 0x0(Null)

Context Active, ITAL Active

Routing Enabled

Registered with MRIB

Not owner of MDT Interface

Raw socket req: T, act: T, LPTS filter req: T, act: T

UDP socket req: T, act: T, UDP vbind req: T, act: T

Reg Inj socket req: T, act: T, Reg Inj LPTS filter req: T, act: T

Mhost Default Interface : GigabitEthernet0/0/0/0 (publish pending: F)

Remote MDT Default Group : 0.0.0.0

Backup MLC virtual interface: Null

Neighbor-filter: -

MDT Neighbor-filter: -

.ناوث 5 غلابلا ريخأتلا ةلازإل switch-يروفلا MDT رمألا اذه ليغشتب مق

RP/0/0/CPU0:PE1#conf t

RP/0/0/CPU0:PE1(config)#multicast-routing vrf one

RP/0/0/CPU0:PE1(config-mcast-one)#address-family ipv4

RP/0/0/CPU0:PE1(config-mcast-one-ipv4)#mdt immediate-switch

RP/0/0/CPU0:PE1(config-mcast-one-ipv4)#commit

https://tools.cisco.com/bugsearch/bug/CSCvb50266


.ايفخم رمألا دعي مل ،7.4.1 نم ارابتعا :ةظحالم

RP/0/0/CPU0:PE1#show pim vrf one context

PIM context information for VRF one (0x12b70184)

VRF ID: 0x60000001

Table ID: 0xe0000010

Remote Table ID: 0xe0800010

MDT Default Group : 0.0.0.0

MDT Source : (10.100.1.1, Loopback0) Per-VRF

MDT Immediate Switch Configured

MDT handle: 0x0(Null)

Context Active, ITAL Active

Routing Enabled

Registered with MRIB

Not owner of MDT Interface

Raw socket req: T, act: T, LPTS filter req: T, act: T

UDP socket req: T, act: T, UDP vbind req: T, act: T

Reg Inj socket req: T, act: T, Reg Inj LPTS filter req: T, act: T

Mhost Default Interface : GigabitEthernet0/0/0/0 (publish pending: F)

Remote MDT Default Group : 0.0.0.0

Backup MLC virtual interface: Null

Neighbor-filter: -

MDT Neighbor-filter: -

:هليغشت يراجلا نيوكتلا يف رمألا اذه رهظي ال

RP/0/0/CPU0:PE1#show running-config multicast-routing vrf one

multicast-routing

 vrf one

 address-family ipv4

  interface GigabitEthernet0/0/0/0

   enable

  !

  interface GigabitEthernet0/0/0/2

   enable

  !

  mdt source Loopback0

  rate-per-route

  accounting per-prefix

  bgp auto-discovery mldp

  !

  mdt partitioned mldp ipv4 p2mp

  mdt data mldp 100 immediate-switch

 !

ةيساسألا ةملكلا مادختساب mdt data رمألاو MDT رشابملا لوحملا نم لك نيوكت معد متي ال
immediate-switch.
:نيوكتلا اذه ىلع لاثم يلي اميفو

RP/0/RP0/CPU0:PE1#conf t

RP/0/RP0/CPU0:PE1(config)#multicast-routing

RP/0/RP0/CPU0:PE1(config-mcast)#vrf one

RP/0/RP0/CPU0:PE1(config-mcast-one)#address-family ipv4

RP/0/RP0/CPU0:PE1(config-mcast-one-ipv4)#mdt data mldp 100 immediate-switch

RP/0/RP0/CPU0:PE1(config-mcast-one-ipv4)#mdt immediate-switch

RP/0/RP0/CPU0:PE1(config-mcast-one-ipv4)#commit

RP/0/RP0/CPU0:PE1(config-mcast-one-ipv4)#end



RP/0/RP0/CPU0:PE1#



ةمجرتلا هذه لوح
ةيلآلا تاينقتلا نم ةعومجم مادختساب دنتسملا اذه Cisco تمجرت
ملاعلا ءاحنأ عيمج يف نيمدختسملل معد ىوتحم ميدقتل ةيرشبلاو
امك ةقيقد نوكت نل ةيلآ ةمجرت لضفأ نأ ةظحالم ىجرُي .ةصاخلا مهتغلب
Cisco يلخت .فرتحم مجرتم اهمدقي يتلا  ةيفارتحالا ةمجرتلا عم لاحلا وه
Systems ىلإ اًمئاد عوجرلاب يصوُتو تامجرتلا هذه ةقد نع اهتيلوئسم
.(رفوتم طبارلا) يلصألا يزيلجنإلا دنتسملا


