
 881 ةلسلس تاهجومل رورملا ةملك دادرتسإ
تايوتحملا

ةمدقملا
ةيساسألا تابلطتملا
تابلطتملا
ةمدختسملا تانوكملا
تاحالطصالا
ةيساسأ تامولعم
ليصفتلاب ءارجإلا
رورملا ةملك دادرتسا ءارجإ ىلع لاثم
ةلص تاذ تامولعم

ةمدقملا

.enable secretو enable password رورم تاملك ةداعتسا ةيفيك دنتسملا اذه حّضوي

ةيساسألا تابلطتملا

تابلطتملا

.دنتسملا اذهل ةصاخ تابلطتم دجوت ال

ةمدختسملا تانوكملا

.Cisco 881 ةلسلس هجوم ىلإ دنتسملا اذه يف ةدراولا تامولعملا دنتست

.ةصاخ ةيلمعم ةئيب يف ةدوجوملا ةزهجألا نم دنتسملا اذه يف ةدراولا تامولعملا ءاشنإ مت
تناك اذإ .(يضارتفا) حوسمم نيوكتب دنتسملا اذه يف ةمدختسُملا ةزهجألا عيمج تأدب
.رمأ يأل لمتحملا ريثأتلل كمهف نم دكأتف ،ليغشتلا ديق كتكبش

ةلصلا تاذ تاجتنملا

تاملك دادرتسا ةيفيك لوح تامولعم ىلع لوصحلل رورملا ةملك دادرتسا تاءارجإ ىلإ عجرا
.ةلصلا تاذ تاجتنملل رورملا

تاحالطصالا

.تادنتسملا تاحالطصا لوح تامولعم ىلع لوصحلل ةينقتلا Cisco تاحيملت تاحالطصا عجار

ةيساسأ تامولعم

.تازايتمالا تاذ EXECو نيوكتلا عاضوأ ىلإ لوصولا ةيامحل هذه رورملا تاملك مَدختسُتو
enable secret رورم ةملك ريفشت متي نكل ، enable password رورم ةملك دادرتسا نكميو

https://www.cisco.com/c/ar_ae/support/docs/dial-access/asynchronous-connections/17016-techtip-conventions.html
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دنتسملا اذه يف حضوملا ءارجإلا مدختسا .ةديدج رورم ةملك اهلحم لحتل اهلادبتسا بجيو
.enable secret رورم ةملك لادبتسال

ليصفتلاب ءارجإلا

:كرورم ةملك دادرتسال بيترتلاب تاوطخلا هذه مدختسأ

مكحتلا ةدحو ذفنمب ةيفرط ةاكاحمب يصخش رتويبمك زاهج وأ ةيفرط ةدحو قافرإب مق
تادحو 8لثامت الب9600 دوبلا لدعم:ةيلاتلا ةيفرطلا ةطحملا تادادعإ مدختسأ.هجوملاب
لوصحلل تادنتسملا هذه ىلإ عجراقفدتلا يف مكحت دجوي الدحاو فاقيإ تبتانايب تب
ذفنملا وأ مكحتلا ةدحو ذفنمب اهليصوتو ةيفرط ةدحو لبك ةيفيك لوح تامولعم ىلع
(AUX) ليصوتةيفرطلا ذفانملاو مكحتلا ةدحو ذفانم تالبك ليصوت ليلد:دعاسملا
تالوحمب ةيفرط ةدحو ليصوتCatalyst تالوحم ىلع مكحتلا ةدحو ذفنمب ةيفرط ةدحو
Catalyst 2948G-L3 وCatalyst 4908G-L3 4840وG Series

1.

لجسو ،ةبلاطملا ةذفان يف show version بتكاف ،هجوملا ىلإ لوصولا ىلع ارداق تنك اذإ
نم جاتنإلا تدهاش in order to ءارجإ ةداعتسإ ةملك نم لاثم تيأر .نيوكتلا لجس دادعإ
مل اذإ .0x102 وأ 0x2102 ىلع نيوكتلا لجس نييعت متي ام ةداع :ةظحالم.رمأ ةغيص ضرع
رورم ةملك وأ لوخدلا ليجست نادقف ببسب) هجوملا ىلإ لوصولا كناكمإب دعي
TACACS)، 0 ىلع كب صاخلا نيوكتلا لجس نييعت ضارتفا كنكميفx2102 نامأب.

2.

.3.ىرخأ ةرم هجوملا ليغشتب مق مث ،هجوملا ليغشت فاقيإل ةقاطلا لوحم مدختسأ
ليغشتلا نم ةيناث 60 نوضغ يف ةيفرطلا حيتافملا ةحول ىلع Break ىلع طغضا
تاعومجم ىلإ عجراف ،لصافلا لسلست لمعي مل اذإ.ROMMON يف هجوملا عضول
حيتافملا تابيكرتل رورملا ةملك دادرتسإ ءانثأ يسايقلا لصفلا حاتفم لسلست
.ىرخألا

4.

هذه زواجتت.شالفلا نم ديهمتلا ءارجإل<rommon 1 ةبلاطم ةذفان يف confreg 0x2142 بتكا
.رورملا تاملك نيزخت هيف متي يذلا ليغشتلا ءدب نيوكت ةوطخلا

5.

لهاجتي هنكلو ،هّجوملا ديهمت ةداعإ متت.<rommon 2 ةبلاطم ةذفان يف reset بتكا
.ظوفحملا نيوكتلا

6.

دادعإلا ءارجإ يطختل Ctrl-C ىلع طغضا وأ ،دادعإلا ةلئسأ نم لاؤس لك دعب no بتكا
.يلوألا

7.

ةذفان ىرت نأ بجيو نيكمتلا عضو يف تنأ.<Router ةبلاطم ةذفان يف enable بتكا
.#Router ةبلاطم

8.

لوصولا ةركاذ خسنل copy startup-config running-config وأ configure memory بتكا
copy running-config بتكا ال :ريذحت.ةركاذلا يف (NVRAM) ةرياطتملا ريغ يئاوشعلا
startup-config وأ write.  كيدل ليغشتلا ءدب نيوكت حسم ىلإ يدؤت رماوألا هذهف.

9.

اذه يف .هّجوملا نيوكت show running-config رمألا ضرعي.show running-config بتكا
تاهجاولا عيمج نأ ىلإ ريشي ام وهو ،تاهجاولا عيمج نمض shutdown رمألا رهظي ،نيوكتلا
enable و enable password) رورملا تاملك نوكت ،كلذ ىلإ ةفاضإلاب .اًيلاح فاقيإلا ديق
secret و vty و console) تاملك مادختسا ةداعإ كنكمي .رفشم ريغ وأ رفشم قيسنتب امإ
.ةديدج رورم ةملك ىلإ ةرفشملا رورملا تاملك رييغت كيلع بجي .ةرفشملا ريغ رورملا

10.

.hostname(config)#.11 ةبلاطملا ةذفان رهظت.configure terminal بتكا
ليبس ىلع .enable secret رورملا ةملك رييغتل <enable secret <password بتكا
:لاثملا
hostname(config)#enable secret cisco

12.

show ip رمأ رادصإب تمق اذإ.اهمدختست ةهجاو لك ىلع no shutdown رمألا رادصإب مق
interface brief ، رمألا اهمادختسإ ديرت ةهجاو لك ضرعت نأ بجيف up up .

13.

.14يف اهليجستب تمق يتلا ةميقلا يه configuration_register_setting نيأ . config-register عونلا
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:لاثملا ليبس ىلع .0x2102 وأ 2 ةوطخلا
hostname(config)#config-register 0x2102

.hostname#.15 ةبلاطم ةذفان رهظت.نيوكتلا عضو ةرداغمل end وأ Ctrl-z ىلع طغضا
.16.تارييغتلا ذيفنتل copy running-config startup-config وأ write memory بتكا

رورملا ةملك دادرتسا ءارجإ ىلع لاثم

هجوم مادختساب لاثملا اذه ءاشنإ مت .رورملا ةملك دادرتسا ءارجإ ىلع ًالاثم مسقلا اذه مّدقي
،Cisco 2600 Series Router ةلسلسلا نم هجوم مدختست ال تنك اذإ ىتح .Cisco 2600 ةلسلس
.كجتنم ىلع هبرجت امل الاثم مدقي جارخإلا اذه نإف

Router>enable

Password:

Password:

Password:

% Bad secrets

Router>show version

Cisco Internetwork Operating System Software

IOS (tm) C2600 Software (C2600-IS-M), Version 12.0(7)T, RELEASE SOFTWARE (fc2)

Copyright (c) 1986-1999 by cisco Systems, Inc.

Compiled Tue 07-Dec-99 02:21 by phanguye

Image text-base: 0x80008088, data-base: 0x80C524F8

ROM: System Bootstrap, Version 11.3(2)XA4, RELEASE SOFTWARE (fc1)

Router uptime is 3 minutes

System returned to ROM by abort at PC 0x802D0B60

System image file is "flash:c2600-is-mz.120-7.T"

cisco 2611 (MPC860) processor (revision 0x202) with 26624K/6144K bytes of memory.

Processor board ID JAB031202NK (3878188963)

M860 processor: part number 0, mask 49

Bridging software.

X.25 software, Version 3.0.0.

Basic Rate ISDN software, Version 1.1.

2 Ethernet/IEEE 802.3 interface(s)

2 Serial(sync/async) network interface(s)

1 ISDN Basic Rate interface(s)

32K bytes of non-volatile configuration memory.

8192K bytes of processor board System flash partition 1 (Read/Write)

8192K bytes of processor board System flash partition 2 (Read/Write)

Configuration register is 0x2102

Router>

!--- The router was just powercycled, and during bootup a

!--- break sequence was sent to the router. ! *** System received an abort due to Break Key ***

signal= 0x3, code= 0x500, context= 0x813ac158 PC = 0x802d0b60, Vector = 0x500, SP = 0x80006030

rommon 1 > confreg 0x2142

You must reset or power cycle for new config to take effect

rommon 2 > reset



System Bootstrap, Version 11.3(2)XA4, RELEASE SOFTWARE (fc1)

Copyright (c) 1999 by cisco Systems, Inc.

TAC:Home:SW:IOS:Specials for info

C2600 platform with 32768 Kbytes of main memory

program load complete, entry point: 0x80008000, size: 0x6fdb4c

Self decompressing the image : ###############################

##############################################################

##############################################################

##############################################################

############################### [OK]

 Restricted Rights Legend

Use, duplication, or disclosure by the Government is

subject to restrictions as set forth in subparagraph

(c) of the Commercial Computer Software - Restricted

Rights clause at FAR sec. 52.227-19 and subparagraph

(c) (1) (ii) of the Rights in Technical Data and Computer

Software clause at DFARS sec. 252.227-7013.

 cisco Systems, Inc.

 170 West Tasman Drive

 San Jose, California 95134-1706

Cisco Internetwork Operating System Software

IOS (tm) C2600 Software (C2600-IS-M), Version 12.0(7)T, RELEASE SOFTWARE (fc2)

Copyright (c) 1986-1999 by cisco Systems, Inc.

Compiled Tue 07-Dec-99 02:21 by phanguye

Image text-base: 0x80008088, data-base: 0x80C524F8

cisco 2611 (MPC860) processor (revision 0x202) with 26624K/6144K bytes of memory.

Processor board ID JAB031202NK (3878188963)

M860 processor: part number 0, mask 49

Bridging software.

X.25 software, Version 3.0.0.

Basic Rate ISDN software, Version 1.1.

2 Ethernet/IEEE 802.3 interface(s)

2 Serial(sync/async) network interface(s)

1 ISDN Basic Rate interface(s)

32K bytes of non-volatile configuration memory.

8192K bytes of processor board System flash partition 1 (Read/Write)

8192K bytes of processor board System flash partition 2 (Read/Write)

 --- System Configuration Dialog ---

Would you like to enter the initial configuration dialog? [yes/no]: n

Press RETURN to get started!

00:00:19: %LINK-3-UPDOWN: Interface BRI0/0, changed state to up

00:00:19: %LINK-3-UPDOWN: Interface Ethernet0/0, changed state to up

00:00:19: %LINK-3-UPDOWN: Interface Ethernet0/1, changed state to up

00:00:19: %LINK-3-UPDOWN: Interface Serial0/0, changed state to down

00:00:19: %LINK-3-UPDOWN: Interface Serial0/1, changed state to down

00:00:20: %LINEPROTO-5-UPDOWN: Line protocol on Interface BRI0/0,

changed state to down

00:00:20: %LINEPROTO-5-UPDOWN: Line protocol on Interface Ethernet0/0,

 changed state to up

Router>



00:00:20: %LINEPROTO-5-UPDOWN: Line protocol on Interface Ethernet0/1,

changed state to up

00:00:20: %LINEPROTO-5-UPDOWN: Line protocol on Interface Serial0/0,

changed state to down

00:00:20: %LINEPROTO-5-UPDOWN: Line protocol on Interface Serial0/1,

changed state to down

00:00:50: %SYS-5-RESTART: System restarted --

Cisco Internetwork Operating System Software

IOS (tm) C2600 Software (C2600-IS-M), Version 12.0(7)T, RELEASE SOFTWARE (fc2)

Copyright (c) 1986-1999 by cisco Systems, Inc.

Compiled Tue 07-Dec-99 02:21 by phanguye

00:00:50: %LINK-5-CHANGED: Interface BRI0/0,

changed state to administratively down

00:00:52: %LINK-5-CHANGED: Interface Ethernet0/0,

changed state to administratively down

00:00:52: %LINK-5-CHANGED: Interface Serial0/0,

changed state to administratively down

00:00:52: %LINK-5-CHANGED: Interface Ethernet0/1,

changed state to administratively down

00:00:52: %LINK-5-CHANGED: Interface Serial0/1,

changed state to administratively down

00:00:53: %LINEPROTO-5-UPDOWN: Line protocol on Interface Ethernet0/0,

changed state to down

00:00:53: %LINEPROTO-5-UPDOWN: Line protocol on Interface Ethernet0/1,

changed state to down

Router>

Router>enable

Router#copy startup-config running-config

Destination filename [running-config]?

1324 bytes copied in 2.35 secs (662 bytes/sec)

Router#

00:01:24: %LINEPROTO-5-UPDOWN: Line protocol on Interface BRI0/0:1,

changed state to down

00:01:24: %LINEPROTO-5-UPDOWN: Line protocol on Interface BRI0/0:2,

changed state to down

Router#configure terminal

Enter configuration commands, one per line. End with CNTL/Z.

Router(config)#enable secret < password >

Router(config)#^Z

00:01:54: %SYS-5-CONFIG_I: Configured from console by console

Router#show ip interface brief

Interface   IP-Address        OK?  Method     Status                   Protocol

Ethernet0/0 10.200.40.37      YES  TFTP       administratively down    down

Serial0/0   unassigned        YES  TFTP       administratively down    down

BRI0/0      192.168.121.157   YES  unset      administratively down    down

BRI0/0:1    unassigned        YES  unset      administratively down    down

BRI0/0:2    unassigned        YES  unset      administratively down    down

Ethernet0/1 unassigned        YES  TFTP       administratively down    down

Serial0/1   unassigned        YES  TFTP       administratively down    down

Loopback0   192.168.121.157   YES  TFTP       up                       up

Router#configure terminal

Enter configuration commands, one per line. End with CNTL/Z.

Router(config)#interface Ethernet0/0

Router(config-if)#no shutdown

Router(config-if)#

00:02:14: %LINK-3-UPDOWN: Interface Ethernet0/0, changed state to up

00:02:15: %LINEPROTO-5-UPDOWN: Line protocol on Interface Ethernet0/0,

changed state to up

Router(config-if)#interface BRI0/0

Router(config-if)#no shutdown

Router(config-if)#

00:02:26: %LINK-3-UPDOWN: Interface BRI0/0:1, changed state to down

00:02:26: %LINK-3-UPDOWN: Interface BRI0/0:2, changed state to down



00:02:26: %LINK-3-UPDOWN: Interface BRI0/0, changed state to up

00:02:115964116991: %ISDN-6-LAYER2UP: Layer 2 for Interface BR0/0,

TEI 68 changed to up

Router(config-if)#^Z

Router#

00:02:35: %SYS-5-CONFIG_I: Configured from console by console

Router#copy running-config startup-config

Destination filename [startup-config]?

Building configuration...

[OK]

Router#show version

Cisco Internetwork Operating System Software

IOS (tm) C2600 Software (C2600-IS-M), Version 12.0(7)T, RELEASE SOFTWARE (fc2)

Copyright (c) 1986-1999 by cisco Systems, Inc.

Compiled Tue 07-Dec-99 02:21 by phanguye

Image text-base: 0x80008088, data-base: 0x80C524F8

ROM: System Bootstrap, Version 11.3(2)XA4, RELEASE SOFTWARE (fc1)

Router uptime is 3 minutes

System returned to ROM by abort at PC 0x802D0B60

System image file is "flash:c2600-is-mz.120-7.T"

cisco 2611 (MPC860) processor (revision 0x202)

with 26624K/6144K bytes of memory.

Processor board ID JAB031202NK (3878188963)

M860 processor: part number 0, mask 49

Bridging software.

X.25 software, Version 3.0.0.

Basic Rate ISDN software, Version 1.1.

2 Ethernet/IEEE 802.3 interface(s)

2 Serial(sync/async) network interface(s)

1 ISDN Basic Rate interface(s)

32K bytes of non-volatile configuration memory.

8192K bytes of processor board System flash partition 1 (Read/Write)

8192K bytes of processor board System flash partition 2 (Read/Write)

Configuration register is 0x2142

Router#configure terminal

Enter configuration commands, one per line. End with CNTL/Z.

Router(config)#config-register 0x2102

Router(config)#^Z

00:03:20: %SYS-5-CONFIG_I: Configured from console by console

Router#show version

Cisco Internetwork Operating System Software

IOS (tm) C2600 Software (C2600-IS-M), Version 12.0(7)T, RELEASE SOFTWARE (fc2)

Copyright (c) 1986-1999 by cisco Systems, Inc.

Compiled Tue 07-Dec-99 02:21 by phanguye

Image text-base: 0x80008088, data-base: 0x80C524F8

ROM: System Bootstrap, Version 11.3(2)XA4, RELEASE SOFTWARE (fc1)

Router uptime is 3 minutes

System returned to ROM by abort at PC 0x802D0B60

System image file is "flash:c2600-is-mz.120-7.T"

cisco 2611 (MPC860) processor (revision 0x202)

with 26624K/6144K bytes of memory.

Processor board ID JAB031202NK (3878188963)

M860 processor: part number 0, mask 49

Bridging software.

X.25 software, Version 3.0.0.



Basic Rate ISDN software, Version 1.1.

2 Ethernet/IEEE 802.3 interface(s)

2 Serial(sync/async) network interface(s)

1 ISDN Basic Rate interface(s)

32K bytes of non-volatile configuration memory.

8192K bytes of processor board System flash partition 1 (Read/Write)

8192K bytes of processor board System flash partition 2 (Read/Write)

Configuration register is 0x2142 (will be 0x2102 at next reload)

Router#

ةلص تاذ تامولعم

●ةيفرطلا ذفانملاو مكحتلا ةدحو ذفانم تالبك ليصوت ليلد

●اهليزنتو تاجتنملا عيمج معد

●Catalyst تالوحم ىلع مكحتلا ةدحو ذفنمب ةيفرط ةدحو ليصوت

●Catalyst تالوحم ىلع مكحت ةدحو ذفنمب يفرطلا لاصتالا مهف

●رورملا ةملك دادرتسإ ءانثأ ةيسايقلا Break حيتافم لسلست تاعومجم

●Cisco نم تاليزنتلاو ينقتلا معدلا
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ةمجرتلا هذه لوح
ةيلآلا تاينقتلا نم ةعومجم مادختساب دنتسملا اذه Cisco تمجرت
ملاعلا ءاحنأ عيمج يف نيمدختسملل معد ىوتحم ميدقتل ةيرشبلاو
امك ةقيقد نوكت نل ةيلآ ةمجرت لضفأ نأ ةظحالم ىجرُي .ةصاخلا مهتغلب
Cisco يلخت .فرتحم مجرتم اهمدقي يتلا  ةيفارتحالا ةمجرتلا عم لاحلا وه
Systems ىلإ اًمئاد عوجرلاب يصوُتو تامجرتلا هذه ةقد نع اهتيلوئسم
.(رفوتم طبارلا) يلصألا يزيلجنإلا دنتسملا


