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المقدمة

لا يمكن لتكوينات أمان IP العادية (IPsec) نقل بروتوكولات التوجيه، مثل بروتوكول توجيه العبارة الداخلي المحسن
(EIGRP) وفتح أقصر مسار أولا (OSPF)، أو حركة مرور غير خاصة ب IP، مثل تبادل حزم الشبكة البينية (IPX) و

AppleTalk. يوضح هذا المستند كيفية التوجيه بين الشبكات المختلفة التي تستخدم بروتوكول توجيه وحركة مرور غير
خاصة ب IP مع IPsec. يستخدم هذا المثال تضمين التوجيه العام (GRE) من أجل إنجاز التوجيه بين الشبكات

المختلفة.

ارجع إلى PIX/ASA 7.x والإصدارات الأحدث: VPN/IPsec مع مثال تكوين OSPF للحصول على مزيد من
المعلومات حول كيفية تكوين VPN/IPsec باستخدام مسار فتح أقصر مسار أولا (OSPF) بدون نفق GRE على

.Cisco من (ASA) أو جهاز الأمان القابل للتكيف Cisco من x.7 الإصدار PIX برنامج جهاز أمان

ارجع إلى تكوين لوحة وصل موجه إلى موجه IPsec وتكلم مع الاتصال بين الخوادم للحصول على معلومات حول
كيفية تكوين لوحة وصل وتصميم IPsec الذي تم التحدث به بين ثلاثة موجهات.

NAT و IOS مع جدار حماية GRE (مفاتيح مشتركة مسبقا) على نفق IPSec ارجع إلى تكوين موجه إلى موجه
للحصول على معلومات حول كيفية تكوين تكوين تكوين جدار حماية Cisco IOS® الأساسي على نفق GRE مع

.(NAT) ترجمة عنوان الشبكة

المتطلبات الأساسية

المتطلبات

تأكد من استيفاء المتطلبات التالية قبل أن تحاول إجراء هذا التكوين:

تأكد من عمل النفق قبل تطبيق خرائط التشفير. ●
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Windows على PMTUD و TCP MSS و IP عبر بروتوكول (MTU) ارجع إلى ضبط وحدة الحد الأقصى للنقل
و Sun Systems للحصول على معلومات حول مشاكل وحدة الإرسال القصوى (MTU) المحتملة.

●

المكونات المستخدمة

تستند المعلومات الواردة في هذا المستند إلى إصدارات البرامج والمكونات المادية التالية:

Cisco 3600 التي تعمل ببرنامج Cisco IOS Software، الإصدار 12.4(8) ●

Cisco 2600 أن يركض cisco ios برمجية إطلاق 12.4(8) ●

برنامج PIX Firewall (LION) الإصدار 6.3(5) ●

برنامج PIX Firewall (Tiger) الإصدار 6.3(5) ●

تم إنشاء المعلومات الواردة في هذا المستند من الأجهزة الموجودة في بيئة معملية خاصة. بدأت جميع الأجهزة
المُستخدمة في هذا المستند بتكوين ممسوح (افتراضي). إذا كانت شبكتك مباشرة، فتأكد من فهمك للتأثير المحتمل لأي

أمر.

الاصطلاحات

راجع اصطلاحات تلميحات Cisco التقنية للحصول على مزيد من المعلومات حول اصطلاحات المستندات.

التكوين

في هذا القسم، تقدم لك المعلومات المستخدمة لتكوين الميزات الموضحة في هذا المستند.

ملاحظة: أستخدم أداة بحث الأوامر (للعملاء المسجلين فقط) للعثور على مزيد من المعلومات حول الأوامر المستخدمة
في هذا المستند.

الرسم التخطيطي للشبكة

يستخدم هذا المستند إعداد الشبكة التالي:

ملاحظة: ال ip ليس يخاطب خطة يستعمل في هذا تشكيل قانونيا routable على الإنترنت. هذا rfc 1918 عنوان أي
يتلقى يكون استعملت في مختبر بيئة.

ملاحظة: لا تدعم التشفير موجه سلسلة 7600 من Cisco. أنت أمكن ركبت ال VPN وحدة نمطية in order to عمل
هذا.

التكوينات
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يستخدم هذا المستند التكوينات التالية:

أسد باي ●

PIX نمر ●

الموجه رودني ●

منزل الموجه ●

أسد باي

(PIX Version 6.3(5

interface ethernet0 auto

interface ethernet1 auto

interface ethernet2 auto shutdown

interface ethernet3 auto shutdown

interface ethernet4 auto shutdown

interface ethernet5 auto shutdown

nameif ethernet0 outside security0

nameif ethernet1 inside security100

nameif ethernet2 intf2 security4

nameif ethernet3 intf3 security6

nameif ethernet4 intf4 security8

nameif ethernet5 intf5 security10

enable password 8Ry2YjIyt7RRXU24 encrypted

passwd 2KFQnbNIdI.2KYOU encrypted

hostname Lion

fixup protocol dns maximum-length 512

fixup protocol ftp 21

fixup protocol h323 h225 1720

fixup protocol h323 ras 1718-1719

fixup protocol http 80

fixup protocol rsh 514

fixup protocol rtsp 554

fixup protocol sip 5060

fixup protocol sip udp 5060

fixup protocol skinny 2000

fixup protocol smtp 25

fixup protocol sqlnet 1521

fixup protocol tftp 69

names

Defines interesting traffic that is protected by ---!

the IPsec tunnel. access-list 101 permit gre 192.168.4.0

255.255.255.0 192.168.3.0 255.255.255.0

Do not perform NAT for traffic to other PIX ---!

Firewall. access-list nonat permit ip 192.168.4.0

255.255.255.0 192.168.3.0 255.255.255.0

pager lines 24

mtu outside 1500

mtu inside 1500

mtu intf2 1500

mtu intf3 1500

mtu intf4 1500

mtu intf5 1500

ip address outside 10.64.10.16 255.255.255.224

ip address inside 192.168.4.1 255.255.255.0

Output suppressed. global (outside) 1 interface !-- ---!

- Do not Network Address Translate (NAT) traffic. nat

(inside) 0 access-list nonat

nat (inside) 1 0.0.0.0 0.0.0.0 0 0

route outside 0.0.0.0 0.0.0.0 10.64.10.1 1

timeout xlate 3:00:00



timeout conn 1:00:00 half-closed 0:10:00 udp 0:02:00 rpc

0:10:00 h323 0:05:00 s0

timeout h323 0:05:00 mgcp 0:05:00 sip 0:30:00 sip_media

0:02:00

timeout sip-disconnect 0:02:00 sip-invite 0:03:00

timeout uauth 0:05:00 absolute

+aaa-server TACACS+ protocol tacacs

aaa-server TACACS+ max-failed-attempts 3

aaa-server TACACS+ deadtime 10

aaa-server RADIUS protocol radius

aaa-server RADIUS max-failed-attempts 3

aaa-server RADIUS deadtime 10

aaa-server LOCAL protocol local

no snmp-server location

no snmp-server contact

snmp-server community public

no snmp-server enable traps

floodguard enable

Trust IPSec traffic and avoid going through !--- ---!

access control lists (ACLs)/NAT. sysopt connection

permit-ipsec

IPsec configuration. crypto ipsec transform-set ---!

pixset esp-des esp-md5-hmac

crypto map pixmap 20 ipsec-isakmp

crypto map pixmap 20 match address 101

crypto map pixmap 20 set peer 10.65.10.15

crypto map pixmap 20 set transform-set pixset

crypto map pixmap interface outside

isakmp enable outside

IKE parameters. isakmp key ******** address ---!

10.65.10.15 netmask 255.255.255.255

isakmp identity address

isakmp policy 20 authentication pre-share

isakmp policy 20 encryption des

isakmp policy 20 hash md5

isakmp policy 20 group 1

isakmp policy 20 lifetime 3600

telnet timeout 5

ssh 10.104.205.124 255.255.255.255 outside

ssh timeout 5

terminal width 80

Cryptochecksum:d39b3d449563c7cd434b43f82f0f0a21

end :

PIX نمر

(PIX Version 6.3(5

interface ethernet0 auto

interface ethernet1 auto

interface ethernet2 auto shutdown

interface ethernet3 auto shutdown

interface ethernet4 auto shutdown

interface ethernet5 auto shutdown

nameif ethernet0 outside security0

nameif ethernet1 inside security100

nameif ethernet2 intf2 security4

nameif ethernet3 intf3 security6

nameif ethernet4 intf4 security8

nameif ethernet5 intf5 security10

enable password 8Ry2YjIyt7RRXU24 encrypted

passwd 2KFQnbNIdI.2KYOU encrypted

hostname Tiger



fixup protocol dns maximum-length 512

fixup protocol ftp 21

fixup protocol h323 h225 1720

fixup protocol h323 ras 1718-1719

fixup protocol http 80

fixup protocol rsh 514

fixup protocol rtsp 554

fixup protocol sip 5060

fixup protocol sip udp 5060

fixup protocol skinny 2000

fixup protocol smtp 25

fixup protocol sqlnet 1521

fixup protocol tftp 69

names

access-list 101 permit gre 192.168.3.0 255.255.255.0

192.168.4.0 255.255.255.0

access-list nonat permit ip 192.168.3.0 255.255.255.0

192.168.4.0 255.255.255.0

mtu outside 1500

mtu inside 1500

mtu intf2 1500

mtu intf3 1500

mtu intf4 1500

mtu intf5 1500

ip address outside 10.65.10.15 255.255.255.224

ip address inside 192.168.3.1 255.255.255.0

Output suppressed. global (outside) 1 interface !-- ---!

- Do not NAT traffic. nat (inside) 0 access-list nonat

nat (inside) 1 0.0.0.0 0.0.0.0 0 0

route outside 0.0.0.0 0.0.0.0 10.64.10.1 1

timeout xlate 3:00:00

timeout conn 1:00:00 half-closed 0:10:00 udp 0:02:00 rpc

0:10:00 h323 0:05:00 s0

timeout h323 0:05:00 mgcp 0:05:00 sip 0:30:00 sip_media

0:02:00

timeout sip-disconnect 0:02:00 sip-invite 0:03:00

timeout uauth 0:05:00 absolute

+aaa-server TACACS+ protocol tacacs

aaa-server TACACS+ max-failed-attempts 3

aaa-server TACACS+ deadtime 10

aaa-server RADIUS protocol radius

aaa-server RADIUS max-failed-attempts 3

aaa-server RADIUS deadtime 10

aaa-server LOCAL protocol local

no snmp-server location

no snmp-server contact

snmp-server community public

no snmp-server enable traps

floodguard enable

sysopt connection permit-ipsec

IPsec parameters. crypto ipsec transform-set pixset ---!

esp-des esp-md5-hmac

crypto map pixmap 20 ipsec-isakmp

crypto map pixmap 20 match address 101

crypto map pixmap 20 set peer 10.64.10.16

crypto map pixmap 20 set transform-set pixset

crypto map pixmap interface outside

IKE parameters. isakmp enable outside ---!

isakmp key ******** address 10.64.10.16 netmask

255.255.255.255

isakmp identity address

isakmp policy 20 authentication pre-share

isakmp policy 20 encryption des



isakmp policy 20 hash md5

isakmp policy 20 group 1

isakmp policy 20 lifetime 3600

telnet timeout 5

ssh timeout 5

terminal width 80

Cryptochecksum:a0a7ac847b05d9d080d1c442ef053a0b

end :

الموجه رودني

version 12.4

service timestamps debug uptime

service timestamps log uptime

no service password-encryption

!

hostname rodney

!

memory-size iomem 15

ip subnet-zero

!

ip audit notify log

ip audit po max-events 100

!

!

interface Loopback1

ip address 10.22.22.22 255.255.255.0

!

interface Tunnel0

ip address 10.1.1.2 255.255.255.0

Tunnel source. tunnel source Ethernet0/1 ---!

Tunnel destination. tunnel destination 192.168.3.2 ---!

!

interface Ethernet0/0

no ip address

!

interface Serial0/0

no ip address

shutdown

!

interface Ethernet0/1

ip address 192.168.4.2 255.255.255.0

!

interface Serial0/1

no ip address

shutdown

!

router ospf 22

log-adjacency-changes

network 10.1.1.0 0.0.0.255 area 0

network 10.22.22.0 0.0.0.255 area 0

!

ip classless

ip route 0.0.0.0 0.0.0.0 192.168.4.1

The 10.11.11.0 traffic is passed through !--- the ---!

GRE tunnel. ip route 10.11.11.0 255.255.255.0 Tunnel0 no

ip http server ! line con 0 line aux 0 line vty 0 4

login ! end! End

منزل الموجه

version 12.4

service timestamps debug uptime



service timestamps log uptime

no service password-encryption

!

hostname house

!

ip subnet-zero

no ip domain-lookup

!

!

interface Loopback1

ip address 10.11.11.11 255.255.255.0

!

interface Tunnel0

ip address 10.1.1.1 255.255.255.0

Tunnel source. tunnel source FastEthernet0/1 ---!

Tunnel destination. tunnel destination 192.168.4.2 ---!

!

interface FastEthernet0/0

no ip address

shutdown

duplex auto

speed auto

!

interface FastEthernet0/1

ip address 192.168.3.2 255.255.255.0

duplex auto

speed auto

!

interface FastEthernet4/0

no ip address

shutdown

duplex auto

speed auto

!

router ospf 11

log-adjacency-changes

network 10.1.1.0 0.0.0.255 area 0

network 10.11.11.0 0.0.0.255 area 0

!

ip classless

ip route 0.0.0.0 0.0.0.0 192.168.3.1

The 10.22.22.0 traffic is passed through !--- the ---!

GRE tunnel. ip route 10.22.22.0 255.255.255.0 Tunnel0

ip http server

!

line con 0

line aux 0

line vty 0 4

التحقق من الصحة

لا يوجد حاليًا إجراء للتحقق من صحة هذا التكوين.

استكشاف الأخطاء وإصلاحها

يوفر هذا القسم معلومات يمكنك استخدامها لاستكشاف أخطاء التكوين وإصلاحها.

ارجع إلى أستكشاف أخطاء PIX وإصلاحها لتمرير حركة مرور البيانات على نفق IPSec المنشأ للحصول على
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معلومات إضافية حول أستكشاف أخطاء نفق PIX و IPsec وإصلاحها.

أوامر استكشاف الأخطاء وإصلاحها

تدعم أداة مترجم الإخراج (للعملاءالمسجلين فقط) بعض أوامر show. استخدم أداة مترجم الإخراج (OIT) لعرض
. show تحليل مُخرَج الأمر

.debug ملاحظة: ارجع إلى معلومات مهمة حول أوامر التصحيح قبل إستخدام أوامر

تصحيح أخطاء PIX IPsec الجيد

show crypto isakmp sa—يعرض اقتران أمان بروتوكول إدارة اقتران أمان الإنترنت (SA) (ISAKMP) الذي
تم إنشاؤه بين النظراء.

Lion#show crypto isakmp sa

Total : 1

Embryonic : 0

dst src state pending created

QM_IDLE 0 1 10.64.10.16 10.65.10.15

Tiger#show crypto isakmp sa

Total SAs : 1

Embryonic : 0

dst src state pending created

QM_IDLE 0 1 10.64.10.16 10.65.10.15

●

show crypto engine connection active—يعرض كل مرحلة SA 2 بنيت ومقدار حركة المرور المرسلة.
Lion#show crypto engine connection active

:Crypto Engine Connection Map

size = 8, free = 6, used = 2, active = 2

Tiger#show crypto engine connection active

:Crypto Engine Connection Map

size = 8, free = 6, used = 2, active = 2

●

show debug— يعرض إخراج تصحيح الأخطاء.
Lion#show debug

debug crypto ipsec

debug crypto isakmp

debug crypto engine

crypto_isakmp_process_block: src 10.65.10.15, dest 10.64.10.16

OAK_MM exchange

ISAKMP (0): processing SA payload. message ID = 0

ISAKMP (0): Checking ISAKMP transform 1 against priority 20 policy

ISAKMP: encryption DES-CBC

ISAKMP: hash MD5

ISAKMP: default group 1

ISAKMP: auth pre-share

ISAKMP: life type in seconds

ISAKMP: life duration (basic) of 3600

ISAKMP (0): atts are acceptable. Next payload is 0

ISAKMP (0): SA is doing pre-shared key authentication using id type ID_IPV4_ADDR

#return status is IKMP_NO_ERROR

crypto_isakmp_process_block: src 10.65.10.15, dest 10.64.10.16

OAK_MM exchange

ISAKMP (0): processing KE payload. message ID = 0

ISAKMP (0): processing NONCE payload. message ID = 0

ISAKMP (0): processing vendor id payload

●
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!ISAKMP (0): speaking to another IOS box

ISAKMP (0): ID payload

next-payload : 8

type : 1

protocol : 17

port : 500

length : 8

ISAKMP (0): Total payload length: 12

return status is IKMP_NO_ERROR

crypto_isakmp_process_block: src 10.65.10.15, dest 10.64.10.16

OAK_MM exchange

ISAKMP (0): processing ID payload. message ID = 0

ISAKMP (0): processing HASH payload. message ID = 0

ISAKMP (0): SA has been authenticated

.ISAKMP (0): beginning Quick Mode exchange, M-ID of 1220019031:48b80357IPSEC(key

IPSEC(spi_response): getting spi 0xa67177c5(2792454085) for SA

from 10.65.10.15 to 10.64.10.16 for prot 3

return status is IKMP_NO_ERROR

crypto_isakmp_process_block: src 10.65.10.15, dest 10.64.10.16

OAK_QM exchange

:oakley_process_quick_mode

OAK_QM_IDLE

ISAKMP (0): processing SA payload. message ID = 1220019031

ISAKMP : Checking IPSec proposal 1

ISAKMP: transform 1, ESP_DES

:ISAKMP: attributes in transform

ISAKMP: encaps is 1

ISAKMP: SA life type in seconds

ISAKMP: SA life duration (basic) of 28800

ISAKMP: SA life type in kilobytes

ISAKMP: SA life duration (VPI) of 0x0 0x46 0x50 0x0

ISAKMP: authenticator is HMAC-MD5

,ISAKMP (0): atts are acceptable.IPSEC(validate_proposal_request): proposal part

,key eng. msg.) dest= 10.65.10.15, src= 10.64.10.16)

,(dest_proxy= 192.168.3.0/255.255.255.0/0/0 (type=4

,(src_proxy= 192.168.4.0/255.255.255.0/0/0 (type=4

, protocol= ESP, transform= esp-des esp-md5-hmac

,lifedur= 0s and 0kb

spi= 0x0(0), conn_id= 0, keysize= 0, flags= 0x4

ISAKMP (0): processing NONCE payload. message ID = 1220019031

ISAKMP (0): processing ID payload. message ID = 1220019031

ISAKMP (0): processing ID payload. message ID = 1220019031map_alloc_entry: allo2

map_alloc_entry: allocating entry 1

ISAKMP (0): Creating IPSec SAs

(inbound SA from 10.65.10.15 to 10.64.10.16 (proxy 192.168.3

has spi 2792454085 and conn_id 2 and flags 4

lifetime of 28800 seconds

lifetime of 4608000 kilobytes

(.outbound SA from 10.64.10.16 to 10.65.10.15 (proxy 192.168

has spi 285493108 and conn_id 1 and flags 4

lifetime of 28800 seconds

...lifetime of 4608000 kilobytesIPSEC(key_engine): got a queue event

, :(IPSEC(initialize_sas

,key eng. msg.) dest= 10.64.10.16, src= 10.65.10.15)

,(dest_proxy= 192.168.4.0/255.255.255.0/0/0 (type=4



,(src_proxy= 192.168.3.0/255.255.255.0/0/0 (type=4

, protocol= ESP, transform= esp-des esp-md5-hmac

,lifedur= 28800s and 4608000kb

spi= 0xa67177c5(2792454085), conn_id= 2, keysize= 0, flags= 0x4

, :(IPSEC(initialize_sas

,key eng. msg.) src= 10.64.10.16, dest= 10.65.10.15)

,(src_proxy= 192.168.4.0/255.255.255.0/0/0 (type=4

,(dest_proxy= 192.168.3.0/255.255.255.0/0/0 (type=4

, protocol= ESP, transform= esp-des esp-md5-hmac

,lifedur= 28800s and 4608000kb

spi= 0x11044774(285493108), conn_id= 1, keysize= 0, flags= 0x4

return status is IKMP_NO_ERROR

توجيه تمرير Router GRE واتصال

.IP يعرض إدخالات جدول توجيه—show ip route
rodney#show ip route

Codes: C - connected, S - static, I - IGRP, R - RIP, M - mobile, B - BGP

D - EIGRP, EX - EIGRP external, O - OSPF, IA - OSPF inter area

N1 - OSPF NSSA external type 1, N2 - OSPF NSSA external type 2

E1 - OSPF external type 1, E2 - OSPF external type 2, E - EGP

i - IS-IS, L1 - IS-IS level-1, L2 - IS-IS level-2, ia - IS-IS inter area

candidate default, U - per-user static route, o - ODR - *

P - periodic downloaded static route

Gateway of last resort is 192.168.4.1 to network 0.0.0.0

is subnetted, 1 subnets 10.0.0.0/24

C 10.1.1.0 is directly connected, Tunnel0

is subnetted, 1 subnets 10.0.0.0/24

C 10.20.20.0 is directly connected, Loopback0

is subnetted, 1 subnets 10.0.0.0/24

C 10.22.22.0 is directly connected, Loopback1

C 192.168.4.0/24 is directly connected, Ethernet0/1

is subnetted, 1 subnets 10.0.0.0/24

S 10.10.10.0 is directly connected, Tunnel0

is subnetted, 1 subnets 10.0.0.0/32

O 10.11.11.11 [110/11112] via 10.1.1.1, 03:34:01, Tunnel0

S* 0.0.0.0/0 [1/0] via 192.168.4.1

#rodney

rodney#ping 10.11.11.11

.Type escape sequence to abort

:Sending 5, 100-byte ICMP Echos to 10.11.11.11, timeout is 2 seconds

!!!!!

Success rate is 100 percent (5/5), round-trip min/avg/max = 1/2/4 ms

house#show ip route

Codes: C - connected, S - static, I - IGRP, R - RIP, M - mobile, B - BGP

D - EIGRP, EX - EIGRP external, O - OSPF, IA - OSPF inter area

N1 - OSPF NSSA external type 1, N2 - OSPF NSSA external type 2

E1 - OSPF external type 1, E2 - OSPF external type 2, E - EGP

i - IS-IS, L1 - IS-IS level-1, L2 - IS-IS level-2, ia - IS-IS inter area

candidate default, U - per-user static route, o - ODR - *

P - periodic downloaded static route

Gateway of last resort is 192.168.3.1 to network 0.0.0.0

is subnetted, 1 subnets 10.0.0.0/24

C 1.1.1.0 is directly connected, Tunnel0

is subnetted, 1 subnets 10.0.0.0/24

●



   

S 10.20.20.0 is directly connected, Tunnel0

is subnetted, 1 subnets 10.0.0.0/32

O 10.22.22.22 [110/11112] via 10.1.1.2, 03:33:39, Tunnel0

is subnetted, 1 subnets 10.0.0.0/24

C 10.10.10.0 is directly connected, Loopback0

is subnetted, 1 subnets 10.0.0.0/24

C 10.11.11.0 is directly connected, Loopback1

C 192.168.3.0/24 is directly connected, FastEthernet0/1

S* 0.0.0.0/0 [1/0] via 192.168.3.1

house#ping 10.22.22.22

.Type escape sequence to abort

:Sending 5, 100-byte ICMP Echos to 10.22.22.22, timeout is 2 seconds

!!!!!

Success rate is 100 percent (5/5), round-trip min/avg/max = 1/3/4 ms

معلومات ذات صلة

IKE بروتوكولات/IPSec مفاوضة ●

Cisco الآمن من PIX مراجع أوامر جدار حماية ●

PIX دعم منتجات ●

Cisco Systems - الدعم التقني والمستندات ●

//www.cisco.com/en/US/tech/tk583/tk372/tsd_technology_support_protocol_home.html?referring_site=bodynav
//www.cisco.com/en/US/products/hw/vpndevc/ps2030/products_tech_note09186a0080094885.shtml?referring_site=bodynav
//www.cisco.com/en/US/products/hw/vpndevc/ps2030/tsd_products_support_eol_series_home.html?referring_site=bodynav
//www.cisco.com/cisco/web/support/index.html?referring_site=bodynav


ةمجرتلا هذه لوح
ةيلآلا تاينقتلا نم ةعومجم مادختساب دنتسملا اذه Cisco تمجرت
ملاعلا ءاحنأ عيمج يف نيمدختسملل معد ىوتحم ميدقتل ةيرشبلاو
امك ةقيقد نوكت نل ةيلآ ةمجرت لضفأ نأ ةظحالم ىجرُي .ةصاخلا مهتغلب
Cisco يلخت .فرتحم مجرتم اهمدقي يتلا  ةيفارتحالا ةمجرتلا عم لاحلا وه
Systems ىلإ اًمئاد عوجرلاب يصوُتو تامجرتلا هذه ةقد نع اهتيلوئسم
.(رفوتم طبارلا) يلصألا يزيلجنإلا دنتسملا


