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ةمدقملا

تانايب ةدعاقل (CPU) ةيزكرملا ةجلاعملا ةدحو يظفاحم نيوكت ةيفيك دنتسملا اذه حضوي
SAP HANA ةجلاعملا ةدحو ظفاحم مادختسإ نم ققحتلاو ءادألا نم ىصقألا دحلا ىلع لوصحلل
.حيحصلا ةيزكرملا

ةيساسأ تامولعم

ةجلاعملا ةدحو لعج ىلإ ءادألا عضو ىلع (CPU) ةيزكرملا ةجلاعملا ةدحو مكاح نييعت يدؤيس
ىلع دنتسملا اذه قبطني .ماظنلا لومخ ةلاح يف ىتح ددرت ىصقأب لمعت (CPU) ةيزكرملا
Red Hat Enterprise وأ SuSE Linux ليغشتلا ماظن ىلع لمعت يتلا SAP HANA تانايب ةدعاق
Linux (RHEL).

ةيساسألا تابلطتملا

تابلطتملا

:ةيلاتلا عيضاوملاب ةفرعم كيدل نوكت نأب Cisco يصوت

●ةماعلا سكنيل ةرادإ

ةمدختسملا تانوكملا

.ةنيعم ةيدام تانوكمو جمارب تارادصإ ىلع دنتسملا اذه رصتقي ال

.ةصاخ ةيلمعم ةئيب يف ةدوجوملا ةزهجألا نم دنتسملا اذه يف ةدراولا تامولعملا ءاشنإ مت
تناك اذإ .(يضارتفا) حوسمم نيوكتب دنتسملا اذه يف ةمدختسُملا ةزهجألا عيمج تأدب
.رمأ يأل لمتحملا ريثأتلل كمهف نم دكأتف ،ةرشابم كتكبش



ةلكشملا

cpupower frequency-info رمألا ليغشتب مق ،يلاحلا ةيزكرملا ةجلاعملا ةدحو مكاح نم ققحتلل

server01a:~ # cpupower frequency-info

analyzing CPU 0:

 driver: acpi-cpufreq

 CPUs which run at the same hardware frequency: 0 1 2 3 4 5 6 7 8 9 40 41 42 43 44 45 46 47 48

49

 CPUs which need to have their frequency coordinated by software: 0

 maximum transition latency: 10.0 us.

 hardware limits: 1.06 GHz - 2.40 GHz

 available frequency steps: 2.40 GHz, 2.39 GHz, 2.26 GHz, 2.13 GHz, 2.00 GHz, 1.86 GHz, 1.73

GHz, 1.60 GHz, 1.46 GHz, 1.33 GHz, 1.20 GHz, 1.06 GHz

 available cpufreq governors: conservative, userspace, powersave, ondemand, performance

 current policy: frequency should be within 1.06 GHz and 2.40 GHz.

                 The governor "ondemand" may decide which speed to use

                  within this range.

  current CPU frequency is 1.06 GHz (asserted by call to hardware).

 boost state support:

   Supported: yes

   Active: yes

   25500 MHz max turbo 4 active cores

   25500 MHz max turbo 3 active cores

   25500 MHz max turbo 2 active cores

   25500 MHz max turbo 1 active cores

.رثكأ ليلدلا اذه عبتا ،ءادألا ريغ ءيش يأل انيعم مكاحلا ناك اذإ

لحلا

ةيزكرملا ةجلاعملا ةدحو مكاح نييعت مزلي ،ددرت ىصقأب لمعت ةيزكرملا ةجلاعملا ةدحو لعجل
.cpupower frequency-set -g ءادأ رمأ ليغشتب مق ،كلذب مايقللو .ءادألا عضو ىلع

server01a:~ # /usr/bin/cpupower frequency-set -g performance

Setting cpu: 0

Setting cpu: 1

Setting cpu: 2

<output ommited for brevity>

يصن جمانرب ىلإ رمألا اذه ةفاضإب مق ،فيضملا ديهمت ةداعإ دعب نيوكتلا رارمتسإ نامضل 
.ليغشتلا ءدبل

.SuSE Linux مدختست تنك اذإ رمألا اذه بتكا

server01a:~ # echo '/usr/bin/cpupower frequency-set -g performance' >> /etc/init.d/after.local

.Red Hat Enterprise Linux مدختست تنك اذإ رمألا اذه بتكا

server01a:~ # echo '/usr/bin/cpupower frequency-set -g performance' >> /etc/rc.d/rc.local

ققحتلا



.ءادألا ظفاحم مادختسإ نامضل cpufreq-info frequency-info رمألا ليغشتب مق

server01a:~ # cpupower frequency-info

analyzing CPU 0:

 driver: acpi-cpufreq

 CPUs which run at the same hardware frequency: 0 1 2 3 4 5 6 7 8 9 40 41 42 43 44 45 46 47 48

49

 CPUs which need to have their frequency coordinated by software: 0

 maximum transition latency: 10.0 us.

 hardware limits: 1.06 GHz - 2.40 GHz

 available frequency steps: 2.40 GHz, 2.39 GHz, 2.26 GHz, 2.13 GHz, 2.00 GHz, 1.86 GHz, 1.73

GHz, 1.60 GHz, 1.46 GHz, 1.33 GHz, 1.20 GHz, 1.06 GHz

 available cpufreq governors: conservative, userspace, powersave, ondemand, performance

 current policy: frequency should be within 1.06 GHz and 2.40 GHz.

                 The governor "performance" may decide which speed to use

                  within this range.

  current CPU frequency is 2.39 GHz (asserted by call to hardware).

 boost state support:

   Supported: yes

   Active: yes

   25500 MHz max turbo 4 active cores

   25500 MHz max turbo 3 active cores

   25500 MHz max turbo 2 active cores

   25500 MHz max turbo 1 active cores

ةلص تاذ تامولعم

●Red Hat قئاثو يف CPUfreq يظفاحم مادختسإ 3.2 لصفلا

https://access.redhat.com/documentation/en-US/Red_Hat_Enterprise_Linux/7/html/Power_Management_Guide/cpufreq_governors.html


ةمجرتلا هذه لوح
ةيلآلا تاينقتلا نم ةعومجم مادختساب دنتسملا اذه Cisco تمجرت
ملاعلا ءاحنأ عيمج يف نيمدختسملل معد ىوتحم ميدقتل ةيرشبلاو
امك ةقيقد نوكت نل ةيلآ ةمجرت لضفأ نأ ةظحالم ىجرُي .ةصاخلا مهتغلب
Cisco يلخت .فرتحم مجرتم اهمدقي يتلا  ةيفارتحالا ةمجرتلا عم لاحلا وه
Systems ىلإ اًمئاد عوجرلاب يصوُتو تامجرتلا هذه ةقد نع اهتيلوئسم
.(رفوتم طبارلا) يلصألا يزيلجنإلا دنتسملا


