
- Catalyst 2948G-L3 ةنيعلا نيوكت تايلمع
 لماكلاب زاهجلا تانيوكت
  

المحتويات

المقدمة
المتطلبات الأساسية

المتطلبات
المكونات المستخدمة

الاصطلاحات
مثال 1- شبكة VLAN واحدة
Catalyst 2948G-L3 تكوين

Catalyst 3548XL تكوين
VLAN مثال 2—شبكة متعددة شبكات

Catalyst 2948G-L3 تكوين
Catalyst 3512XL تكوين
Catalyst 2924XL تكوين
Catalyst 3548XL تكوين

المثال 3- طبقة التوزيع متعددة شبكات VLAN التي تتصل بمركز الشبكة
Catalyst 2948G-L3-01 تكوين
Catalyst 2948G-L3-02 تكوين

Catalyst 2948G-01 تكوين
Catalyst 2948G-15 تكوين

Catalyst 6506-01 تكوين
Catalyst 6506-02 تكوين

معلومات ذات صلة

المقدمة

هذا وثيقة امتداد من المادة حفازة 2948g-l3 عينة تشكيل - VLAN وحيد، multi-VLAN، و multi-VLAN توزيع طبقة
multi-VLAN و ،multi-VLAN ،وحيد VLAN - 2948 عينة تشكيلg-l3 يربط إلى شبكة وثيقة لب. أحلت المادة حفازة

توزيع طبقة يربط إلى شبكة core ل كثير تفصيلي التشكيل مثال في هذا وثيقة.

المتطلبات الأساسية

المتطلبات

لا توجد متطلبات خاصة لهذا المستند.

المكونات المستخدمة
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لا يقتصر هذا المستند على إصدارات برامج ومكونات مادية معينة.

الاصطلاحات

للحصول على مزيد من المعلومات حول اصطلاحات المستندات، ارجع إلى اصطلاحات تلميحات Cisco التقنية.

مثال 1- شبكة VLAN واحدة

Catalyst الفردية في مستند نماذج VLAN تتعلق تكوينات الجهاز بالكامل في هذا القسم بالمثال 1: قسم شبكة
.2948G-L3

Catalyst 2948G-L3 تكوين ●

Catalyst 3548XL تكوين ●

شكل 1: مثال 1 شبكة رسم بياني

Catalyst 2948G-L3 تكوين

2948G-L3# show running-config

...Building configuration

:Current configuration

!

Last configuration change at 04:16:10 PST Thu Jun 22 2000 !

NVRAM config last updated at 04:16:11 PST Thu Jun 22 2000 !

!

version 12.0

no service pad

service timestamps debug datetime msec localtime

service timestamps log datetime msec localtime

no service password-encryption

!

hostname 2948G-L3

!
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boot system flash bootflash:cat2948g-in-mz.120-7.W5.15d.bin

no logging console

enable password verysecret

!

clock timezone PST -8

clock calendar-valid

ip subnet-zero

bridge irb

!

!

!

interface Port-channel1

no ip address 

no ip directed-broadcast 

bridge-group 1 

hold-queue 300 in 

!

interface FastEthernet1

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet2

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet3

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet4

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet5

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet6

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet7

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet8

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 



!

interface FastEthernet9

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet10

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet11

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet12

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet13

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet14

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet15

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet16

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet17

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet18

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet19

no ip address 

no ip directed-broadcast 



bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet20

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet21

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet22

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet23

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet24

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet25

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet26

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet27

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet28

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet29

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet30



no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet31

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet32

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet33

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet34

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet35

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet36

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet37

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet38

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet39

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet40

no ip address 

no ip directed-broadcast 

!

interface FastEthernet41



no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet42

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet43

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet44

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet45

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet46

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet47

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface FastEthernet48

no ip address 

no ip directed-broadcast 

bridge-group 1 

bridge-group 1 spanning-disabled 

!

interface GigabitEthernet49

no ip address 

no ip directed-broadcast 

no negotiation auto 

channel-group 1 

!

interface GigabitEthernet50

no ip address 

no ip directed-broadcast 

no negotiation auto 

channel-group 1 

!

interface BVI1

ip address 10.1.1.1 255.255.255.0 

no ip directed-broadcast 

no ip route-cache cef 

!



ip classless

!

bridge 1 protocol ieee

bridge 1 route ip 

!

line con 0

transport input none 

line aux 0

line vty 0 4

password secret 

login 

!

end

2948G-L3#

Catalyst 3548XL تكوين

3548XL# show running-config

...Building configuration

:Current configuration

!

Last configuration change at 04:09:54 PST Thu Jun 22 2000 !

NVRAM config last updated at 04:01:04 PST Thu Jun 22 2000 !

!

version 12.0

no service pad

service timestamps debug datetime msec localtime

service timestamps log datetime msec localtime

no service password-encryption

!

hostname 3548XL

!

no logging console

enable password verysecret

!

!

!

!

!

clock timezone PST -8

!

ip subnet-zero

!

!

!

interface FastEthernet0/1

spanning-tree portfast 

!

interface FastEthernet0/2

spanning-tree portfast 

!

interface FastEthernet0/3

spanning-tree portfast 

!

interface FastEthernet0/4

spanning-tree portfast 

!

interface FastEthernet0/5



spanning-tree portfast 

!

interface FastEthernet0/6

spanning-tree portfast 

!

interface FastEthernet0/7

spanning-tree portfast 

!

interface FastEthernet0/8

spanning-tree portfast 

!

interface FastEthernet0/9

spanning-tree portfast 

!

interface FastEthernet0/10

spanning-tree portfast 

!

interface FastEthernet0/11

spanning-tree portfast 

!

interface FastEthernet0/12

spanning-tree portfast 

!

interface FastEthernet0/13

spanning-tree portfast 

!

interface FastEthernet0/14

spanning-tree portfast 

!

interface FastEthernet0/15

spanning-tree portfast 

!

interface FastEthernet0/16

spanning-tree portfast 

!

interface FastEthernet0/17

spanning-tree portfast 

!

interface FastEthernet0/18

spanning-tree portfast 

!

interface FastEthernet0/19

spanning-tree portfast 

!

interface FastEthernet0/20

spanning-tree portfast 

!

interface FastEthernet0/21

spanning-tree portfast 

!

interface FastEthernet0/22

spanning-tree portfast 

!

interface FastEthernet0/23

spanning-tree portfast 

!

interface FastEthernet0/24

spanning-tree portfast 

!

interface FastEthernet0/25

spanning-tree portfast 

!

interface FastEthernet0/26

spanning-tree portfast 



!

interface FastEthernet0/27

spanning-tree portfast 

!

interface FastEthernet0/28

spanning-tree portfast 

!

interface FastEthernet0/29

spanning-tree portfast 

!

interface FastEthernet0/30

spanning-tree portfast 

!

interface FastEthernet0/31

spanning-tree portfast 

!

interface FastEthernet0/32

spanning-tree portfast 

!

interface FastEthernet0/33

spanning-tree portfast 

!

interface FastEthernet0/34

spanning-tree portfast 

!

interface FastEthernet0/35

spanning-tree portfast 

!

interface FastEthernet0/36

spanning-tree portfast 

!

interface FastEthernet0/37

spanning-tree portfast 

!

interface FastEthernet0/38

spanning-tree portfast 

!

interface FastEthernet0/39

spanning-tree portfast 

!

interface FastEthernet0/40

spanning-tree portfast 

!

interface FastEthernet0/41

spanning-tree portfast 

!

interface FastEthernet0/42

spanning-tree portfast 

!

interface FastEthernet0/43

spanning-tree portfast 

!

interface FastEthernet0/44

spanning-tree portfast 

!

interface FastEthernet0/45

spanning-tree portfast 

!

interface FastEthernet0/46

spanning-tree portfast 

!

interface FastEthernet0/47

spanning-tree portfast 

!



interface FastEthernet0/48

spanning-tree portfast 

!

interface GigabitEthernet0/1

no negotiation auto 

port group 1 

!

interface GigabitEthernet0/2

no negotiation auto 

port group 1 

!

interface VLAN1

ip address 10.1.1.2 255.255.255.0 

no ip directed-broadcast 

no ip route-cache 

!

!

line con 0

transport input none 

stopbits 1 

line vty 0 4

password secret 

login 

line vty 5 15

login 

!

end

#3548XL

VLAN مثال 2—شبكة متعددة شبكات

تكون تكوينات الجهاز الكامل في هذا القسم على سبيل المثال 2: شبكة VLAN المتعددة من نموذج تكوينات
.Catalyst 2948G-L3

Catalyst 2948G-L3 تكوين ●

Catalyst 3512XL تكوين ●

Catalyst 2924XL تكوين ●

Catalyst 3548XL تكوين ●

شكل 2: مثال 2 شبكة رسم بياني
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Catalyst 2948G-L3 تكوين

2948G-L3# show running-config

...Building configuration

:Current configuration

!

Last configuration change at 04:48:24 PST Thu Jun 22 2000 !

NVRAM config last updated at 04:45:02 PST Thu Jun 22 2000 !

!

version 12.0

no service pad

service timestamps debug datetime msec localtime

service timestamps log datetime msec localtime

no service password-encryption

!

hostname 2948G-L3

!

no logging console

enable password verysecret

!

clock timezone PST -8

clock calendar-valid

ip subnet-zero

bridge irb

!

!

!

interface Port-channel1

no ip address 

no ip directed-broadcast 

hold-queue 300 in 

!

interface Port-channel1.1



encapsulation isl 1 

no ip redirects 

no ip directed-broadcast 

bridge-group 1 

!

interface Port-channel1.100

encapsulation isl 100 

ip address 10.100.100.1 255.255.255.0 

no ip redirects 

no ip directed-broadcast 

!

interface Port-channel2

no ip address 

no ip directed-broadcast 

hold-queue 300 in 

!

interface Port-channel2.1

encapsulation isl 1 

no ip redirects 

no ip directed-broadcast 

bridge-group 1 

!

interface Port-channel2.10

encapsulation isl 10 

ip address 10.10.10.1 255.255.255.0 

no ip redirects 

no ip directed-broadcast 

!

interface Port-channel2.20

encapsulation isl 20 

ip address 10.20.20.1 255.255.255.0 

no ip redirects 

no ip directed-broadcast 

!

interface FastEthernet1

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet2

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet3

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet4

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet5

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!



interface FastEthernet6

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet7

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet8

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet9

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet10

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet11

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet12

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet13

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet14

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet15

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet16

no ip address 

no ip directed-broadcast 

bridge-group 200 



bridge-group 200 spanning-disabled 

!

interface FastEthernet17

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet18

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet19

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet20

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet21

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet22

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet23

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet24

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet25

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet26

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet27

no ip address 



no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet28

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet29

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet30

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet31

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet32

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet33

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet34

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet35

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet36

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet37

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!



interface FastEthernet38

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet39

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet40

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet41

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet42

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet43

no ip address 

no ip directed-broadcast 

bridge-group 200 

bridge-group 200 spanning-disabled 

!

interface FastEthernet44

no ip address 

no ip directed-broadcast 

!

interface FastEthernet44.1

encapsulation isl 1 

no ip redirects 

no ip directed-broadcast 

bridge-group 1 

!

interface FastEthernet44.30

encapsulation isl 30 

ip address 10.30.30.1 255.255.255.0 

no ip redirects 

no ip directed-broadcast 

!

interface FastEthernet45

no ip address 

no ip directed-broadcast 

channel-group 2 

!

interface FastEthernet46

no ip address 

no ip directed-broadcast 

channel-group 2 

!

interface FastEthernet47

no ip address 



no ip directed-broadcast 

channel-group 2 

!

interface FastEthernet48

no ip address 

no ip directed-broadcast 

channel-group 2 

!

interface GigabitEthernet49

no ip address 

no ip directed-broadcast 

no negotiation auto 

channel-group 1 

!

interface GigabitEthernet50

no ip address 

no ip directed-broadcast 

no negotiation auto 

channel-group 1 

!

interface BVI1

ip address 10.1.1.1 255.255.255.0 

no ip directed-broadcast 

no ip route-cache cef 

!

interface BVI200

ip address 10.200.200.1 255.255.255.0 

no ip directed-broadcast 

no ip route-cache cef 

!

ip classless

!

bridge 1 protocol ieee

bridge 1 route ip 

bridge 200 protocol ieee

bridge 200 route ip 

!

line con 0

transport input none 

line aux 0

line vty 0 4

password secret 

login 

!

end

2948G-L3#

Catalyst 3512XL تكوين

3512XL# show running-config

...Building configuration

:Current configuration

!

Last configuration change at 12:52:31 PST Thu Jun 22 2000 !

NVRAM config last updated at 12:52:32 PST Thu Jun 22 2000 !

!

version 12.0

no service pad

service timestamps debug datetime msec localtime



service timestamps log datetime msec localtime

no service password-encryption

!

hostname 3512XL

!

no logging console

enable password verysecret

!

!

!

!

!

clock timezone PST -8

!

ip subnet-zero

!

!

!

interface FastEthernet0/1

switchport access vlan 100 

spanning-tree portfast 

!

interface FastEthernet0/2

switchport access vlan 100 

spanning-tree portfast 

!

interface FastEthernet0/3

switchport access vlan 100 

spanning-tree portfast 

!

interface FastEthernet0/4

switchport access vlan 100 

spanning-tree portfast 

!

interface FastEthernet0/5

switchport access vlan 100 

spanning-tree portfast 

!

interface FastEthernet0/6

switchport access vlan 100 

spanning-tree portfast 

!

interface FastEthernet0/7

switchport access vlan 100 

spanning-tree portfast 

!

interface FastEthernet0/8

switchport access vlan 100 

spanning-tree portfast 

!

interface FastEthernet0/9

switchport access vlan 100 

spanning-tree portfast 

!

interface FastEthernet0/10

switchport access vlan 100 

spanning-tree portfast 

!

interface FastEthernet0/11

switchport access vlan 100 

spanning-tree portfast 

!

interface FastEthernet0/12

switchport access vlan 100 



spanning-tree portfast 

!

interface GigabitEthernet0/1

no negotiation auto 

port group 1 

switchport mode trunk 

!

interface GigabitEthernet0/2

no negotiation auto 

port group 1 

switchport mode trunk 

!

interface VLAN1

ip address 10.1.1.2 255.255.255.0 

no ip directed-broadcast 

no ip route-cache 

!

ip default-gateway 10.1.1.1

!

line con 0

transport input none 

stopbits 1 

line vty 0 4

password secret 

login 

line vty 5 15

login 

!

end

#3512XL

Catalyst 2924XL تكوين

2924XL# show running-config

...Building configuration

:Current configuration

!

Last configuration change at 12:58:30 PST Thu Jun 22 2000 !

NVRAM config last updated at 12:58:40 PST Thu Jun 22 2000 !

!

version 12.0

no service pad

service timestamps debug datetime msec localtime

service timestamps log datetime msec localtime

no service password-encryption

!

hostname 2924XL

!

no logging console

enable password verysecret

!

!

!

!

!

clock timezone PST -8

!

ip subnet-zero

!



!

!

interface FastEthernet0/1

switchport access vlan 30 

spanning-tree portfast 

!

interface FastEthernet0/2

switchport access vlan 30 

spanning-tree portfast 

!

interface FastEthernet0/3

switchport access vlan 30 

spanning-tree portfast 

!

interface FastEthernet0/4

switchport access vlan 30 

spanning-tree portfast 

!

interface FastEthernet0/5

switchport access vlan 30 

spanning-tree portfast 

!

interface FastEthernet0/6

switchport access vlan 30 

spanning-tree portfast 

!

interface FastEthernet0/7

switchport access vlan 30 

spanning-tree portfast 

!

interface FastEthernet0/8

switchport access vlan 30 

spanning-tree portfast 

!

interface FastEthernet0/9

switchport access vlan 30 

spanning-tree portfast 

!

interface FastEthernet0/10

switchport access vlan 30 

spanning-tree portfast 

!

interface FastEthernet0/11

switchport access vlan 30 

spanning-tree portfast 

!

interface FastEthernet0/12

switchport access vlan 30 

spanning-tree portfast 

!

interface FastEthernet0/13

switchport access vlan 30 

spanning-tree portfast 

!

interface FastEthernet0/14

switchport access vlan 30 

spanning-tree portfast 

!

interface FastEthernet0/15

switchport access vlan 30 

spanning-tree portfast 

!

interface FastEthernet0/16

switchport access vlan 30 



spanning-tree portfast 

!

interface FastEthernet0/17

switchport access vlan 30 

spanning-tree portfast 

!

interface FastEthernet0/18

switchport access vlan 30 

spanning-tree portfast 

!

interface FastEthernet0/19

switchport access vlan 30 

spanning-tree portfast 

!

interface FastEthernet0/20

switchport access vlan 30 

spanning-tree portfast 

!

interface FastEthernet0/21

switchport access vlan 30 

spanning-tree portfast 

!

interface FastEthernet0/22

switchport access vlan 30 

spanning-tree portfast 

!

interface FastEthernet0/23

switchport access vlan 30 

spanning-tree portfast 

!

interface FastEthernet0/24

switchport mode trunk 

!

interface VLAN1

ip address 10.1.1.4 255.255.255.0 

no ip directed-broadcast 

no ip route-cache 

!

ip default-gateway 10.1.1.1

!

line con 0

transport input none 

stopbits 1 

line vty 0 4

password secret 

login 

line vty 5 15

login 

!

end

#2924XL

Catalyst 3548XL تكوين

3548XL# show running-config

...Building configuration

:Current configuration

!

Last configuration change at 12:56:22 PST Thu Jun 22 2000 !



NVRAM config last updated at 12:56:23 PST Thu Jun 22 2000 !

!

version 12.0

no service pad

service timestamps debug datetime msec localtime

service timestamps log datetime msec localtime

no service password-encryption

!

hostname 3548XL

!

no logging console

enable password verysecret

!

!

!

!

!

clock timezone PST -8

!

ip subnet-zero

!

!

!

interface FastEthernet0/1

switchport access vlan 10 

spanning-tree portfast 

!

interface FastEthernet0/2

switchport access vlan 10 

spanning-tree portfast 

!

interface FastEthernet0/3

switchport access vlan 10 

spanning-tree portfast 

!

interface FastEthernet0/4

switchport access vlan 10 

spanning-tree portfast 

!

interface FastEthernet0/5

switchport access vlan 10 

spanning-tree portfast 

!

interface FastEthernet0/6

switchport access vlan 10 

spanning-tree portfast 

!

interface FastEthernet0/7

switchport access vlan 10 

spanning-tree portfast 

!

interface FastEthernet0/8

switchport access vlan 10 

spanning-tree portfast 

!

interface FastEthernet0/9

switchport access vlan 10 

spanning-tree portfast 

!

interface FastEthernet0/10

switchport access vlan 10 

spanning-tree portfast 

!

interface FastEthernet0/11



switchport access vlan 10 

spanning-tree portfast 

!

interface FastEthernet0/12

switchport access vlan 10 

spanning-tree portfast 

!

interface FastEthernet0/13

switchport access vlan 10 

spanning-tree portfast 

!

interface FastEthernet0/14

switchport access vlan 10 

spanning-tree portfast 

!

interface FastEthernet0/15

switchport access vlan 10 

spanning-tree portfast 

!

interface FastEthernet0/16

switchport access vlan 10 

spanning-tree portfast 

!

interface FastEthernet0/17

switchport access vlan 10 

spanning-tree portfast 

!

interface FastEthernet0/18

switchport access vlan 10 

spanning-tree portfast 

!

interface FastEthernet0/19

switchport access vlan 10 

spanning-tree portfast 

!

interface FastEthernet0/20

switchport access vlan 10 

spanning-tree portfast 

!

interface FastEthernet0/21

switchport access vlan 10 

spanning-tree portfast 

!

interface FastEthernet0/22

switchport access vlan 10 

spanning-tree portfast 

!

interface FastEthernet0/23

switchport access vlan 10 

spanning-tree portfast 

!

interface FastEthernet0/24

switchport access vlan 10 

spanning-tree portfast 

!

interface FastEthernet0/25

switchport access vlan 20 

spanning-tree portfast 

!

interface FastEthernet0/26

switchport access vlan 20 

spanning-tree portfast 

!

interface FastEthernet0/27



switchport access vlan 20 

spanning-tree portfast 

!

interface FastEthernet0/28

switchport access vlan 20 

spanning-tree portfast 

!

interface FastEthernet0/29

switchport access vlan 20 

spanning-tree portfast 

!

interface FastEthernet0/30

switchport access vlan 20 

spanning-tree portfast 

!

interface FastEthernet0/31

switchport access vlan 20 

spanning-tree portfast 

!

interface FastEthernet0/32

switchport access vlan 20 

spanning-tree portfast 

!

interface FastEthernet0/33

switchport access vlan 20 

spanning-tree portfast 

!

interface FastEthernet0/34

switchport access vlan 20 

spanning-tree portfast 

!

interface FastEthernet0/35

switchport access vlan 20 

spanning-tree portfast 

!

interface FastEthernet0/36

switchport access vlan 20 

spanning-tree portfast 

!

interface FastEthernet0/37

switchport access vlan 20 

spanning-tree portfast 

!

interface FastEthernet0/38

switchport access vlan 20 

spanning-tree portfast 

!

interface FastEthernet0/39

switchport access vlan 20 

spanning-tree portfast 

!

interface FastEthernet0/40

switchport access vlan 20 

spanning-tree portfast 

!

interface FastEthernet0/41

switchport access vlan 20 

spanning-tree portfast 

!

interface FastEthernet0/42

switchport access vlan 20 

spanning-tree portfast 

!

interface FastEthernet0/43



switchport access vlan 20 

spanning-tree portfast 

!

interface FastEthernet0/44

switchport access vlan 20 

spanning-tree portfast 

!

interface FastEthernet0/45

port group 1 

switchport mode trunk 

!

interface FastEthernet0/46

port group 1 

switchport mode trunk 

!

interface FastEthernet0/47

port group 1 

switchport mode trunk 

!

interface FastEthernet0/48

port group 1 

switchport mode trunk 

!

interface GigabitEthernet0/1

!

interface GigabitEthernet0/2

!

interface VLAN1

ip address 10.1.1.3 255.255.255.0 

no ip directed-broadcast 

no ip route-cache 

!

ip default-gateway 10.1.1.1

!

line con 0

transport input none 

stopbits 1 

line vty 0 4

password secret 

login 

line vty 5 15

login 

!

end

#3548XL

المثال 3- طبقة التوزيع متعددة شبكات VLAN التي تتصل بمركز الشبكة

تتعلق تكوينات الجهاز بالكامل في هذا القسم بالمثال 3: طبقة التوزيع متعددة شبكات VLAN المتصلة بجوهر الشبكة
.Catalyst 2948G-L3 من عمليات تكوين نموذج

Catalyst 2948G-L3-01 تكوين ●

Catalyst 2948G-L3-02 تكوين ●

Catalyst 2948G-01 تكوين ●

Catalyst 2948G-15 تكوين ●

Catalyst 6506-01 تكوين ●

Catalyst 6506-02 تكوين ●

//www.cisco.com/en/US/products/hw/switches/ps672/products_tech_note09186a0080093f8f.shtml


شكل 3: مثال 3 شبكة رسم بياني

Catalyst 2948G-L3-01 تكوين

2948G-L3-01# show running-config

...Building configuration

:Current configuration

!

Last configuration change at 07:30:32 PST Fri Jun 23 2000 !

NVRAM config last updated at 07:30:33 PST Fri Jun 23 2000 !

!

version 12.0

no service pad

service timestamps debug datetime msec localtime

service timestamps log datetime msec localtime

no service password-encryption

!

hostname 2948G-L3-01

!

no logging console

enable password verysecret

!

clock timezone PST -8

clock calendar-valid

ip subnet-zero

!

!



!

interface Port-channel1

description Channel_to_2948G-01 

no ip address 

no ip directed-broadcast 

hold-queue 300 in 

!

interface Port-channel1.1

encapsulation dot1Q 1 native 

no ip redirects 

no ip directed-broadcast 

!

interface Port-channel1.10

encapsulation dot1Q 10 

ip address 10.10.10.2 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 10 priority 100 

standby 10 preempt 

standby 10 authentication C10-10 

standby 10 ip 10.10.10.1 

standby 10 track GigabitEthernet49 20 

standby 10 track GigabitEthernet50 20 

!

interface Port-channel1.15

encapsulation dot1Q 15 

ip address 10.10.10.130 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 15 priority 110 

standby 15 preempt 

standby 15 authentication C10-15 

standby 15 ip 10.10.10.129 

standby 15 track GigabitEthernet49 20 

standby 15 track GigabitEthernet50 20 

!

interface Port-channel2

description Channel_to_2948G-02 

no ip address 

no ip directed-broadcast 

hold-queue 300 in 

!

interface Port-channel2.1

encapsulation dot1Q 1 native 

no ip redirects 

no ip directed-broadcast 

!

interface Port-channel2.20

encapsulation dot1Q 20 

ip address 10.10.20.2 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 20 priority 100 

standby 20 preempt 

standby 20 authentication C10-20 

standby 20 ip 10.10.20.1 

standby 20 track GigabitEthernet49 20 

standby 20 track GigabitEthernet50 20 

!

interface Port-channel2.25

encapsulation dot1Q 25 

ip address 10.10.20.130 255.255.255.128 

no ip redirects 

no ip directed-broadcast 



standby 25 priority 110 

standby 25 preempt 

standby 25 authentication C10-25 

standby 25 ip 10.10.20.129 

standby 25 track GigabitEthernet49 20 

standby 25 track GigabitEthernet50 20 

!

interface Port-channel3

description Channel_to_2948G-03 

no ip address 

no ip directed-broadcast 

hold-queue 300 in 

!

interface Port-channel3.1

encapsulation dot1Q 1 native 

no ip redirects 

no ip directed-broadcast 

!

interface Port-channel3.30

encapsulation dot1Q 30 

ip address 10.10.30.2 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 30 priority 100 

standby 30 preempt 

standby 30 authentication C10-30 

standby 30 ip 10.10.30.1 

standby 30 track GigabitEthernet49 20 

standby 30 track GigabitEthernet50 20 

!

interface Port-channel3.35

encapsulation dot1Q 35 

ip address 10.10.30.130 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 35 priority 110 

standby 35 preempt 

standby 35 authentication C10-35 

standby 35 ip 10.10.30.129 

standby 35 track GigabitEthernet49 20 

standby 35 track GigabitEthernet50 20 

!

interface Port-channel4

description Channel_to_2948G-04 

no ip address 

no ip directed-broadcast 

hold-queue 300 in 

!

interface Port-channel4.1

encapsulation dot1Q 1 native 

no ip redirects 

no ip directed-broadcast 

!

interface Port-channel4.40

encapsulation dot1Q 40 

ip address 10.10.40.2 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 40 priority 100 

standby 40 preempt 

standby 40 authentication C10-40 

standby 40 ip 10.10.40.1 

standby 40 track GigabitEthernet49 20 

standby 40 track GigabitEthernet50 20 



!

interface Port-channel4.45

encapsulation dot1Q 45 

ip address 10.10.40.130 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 45 priority 110 

standby 45 preempt 

standby 45 authentication C10-45 

standby 45 ip 10.10.40.129 

standby 45 track GigabitEthernet49 20 

standby 45 track GigabitEthernet50 20 

!

interface Port-channel5

description Channel_to_2948G-05 

no ip address 

no ip directed-broadcast 

hold-queue 300 in 

!

interface Port-channel5.1

encapsulation dot1Q 1 native 

no ip redirects 

no ip directed-broadcast 

!

interface Port-channel5.50

encapsulation dot1Q 50 

ip address 10.10.50.2 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 50 priority 100 

standby 50 preempt 

standby 50 authentication C10-50 

standby 50 ip 10.10.50.1 

standby 50 track GigabitEthernet49 20 

standby 50 track GigabitEthernet50 20 

!

interface Port-channel5.55

encapsulation dot1Q 55 

ip address 10.10.50.130 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 55 priority 110 

standby 55 preempt 

standby 55 authentication C10-55 

standby 55 ip 10.10.50.129 

standby 55 track GigabitEthernet49 20 

standby 55 track GigabitEthernet50 20 

!

interface Port-channel6

description Channel_to_2948G-06 

no ip address 

no ip directed-broadcast 

hold-queue 300 in 

!

interface Port-channel6.1

encapsulation dot1Q 1 native 

no ip redirects 

no ip directed-broadcast 

!

interface Port-channel6.60

encapsulation dot1Q 60 

ip address 10.10.60.2 255.255.255.128 

no ip redirects 

no ip directed-broadcast 



standby 60 priority 100 

standby 60 preempt 

standby 60 authentication C10-60 

standby 60 ip 10.10.60.1 

standby 60 track GigabitEthernet49 20 

standby 60 track GigabitEthernet50 20 

!

interface Port-channel6.65

encapsulation dot1Q 65 

ip address 10.10.60.130 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 65 priority 110 

standby 65 preempt 

standby 65 authentication C10-65 

standby 65 ip 10.10.60.129 

standby 65 track GigabitEthernet49 20 

standby 65 track GigabitEthernet50 20 

!

interface Port-channel7

description Channel_to_2948G-07 

no ip address 

no ip directed-broadcast 

hold-queue 300 in 

!

interface Port-channel7.1

encapsulation dot1Q 1 native 

no ip redirects 

no ip directed-broadcast 

!

interface Port-channel7.70

encapsulation dot1Q 70 

ip address 10.10.70.2 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 70 priority 100 

standby 70 preempt 

standby 70 authentication C10-70 

standby 70 ip 10.10.70.1 

standby 70 track GigabitEthernet49 20 

standby 70 track GigabitEthernet50 20 

!

interface Port-channel7.75

encapsulation dot1Q 75 

ip address 10.10.70.130 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 75 priority 110 

standby 75 preempt 

standby 75 authentication C10-75 

standby 75 ip 10.10.70.129 

standby 75 track GigabitEthernet49 20 

standby 75 track GigabitEthernet50 20 

!

interface Port-channel8

description Channel_to_2948G-08 

no ip address 

no ip directed-broadcast 

hold-queue 300 in 

!

interface Port-channel8.1

encapsulation dot1Q 1 native 

no ip redirects 

no ip directed-broadcast 



!

interface Port-channel8.80

encapsulation dot1Q 80 

ip address 10.10.80.2 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 80 priority 100 

standby 80 preempt 

standby 80 authentication C10-80 

standby 80 ip 10.10.80.1 

standby 80 track GigabitEthernet49 20 

standby 80 track GigabitEthernet50 20 

!

interface Port-channel8.85

encapsulation dot1Q 85 

ip address 10.10.80.130 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 85 priority 110 

standby 85 preempt 

standby 85 authentication C10-85 

standby 85 ip 10.10.80.129 

standby 85 track GigabitEthernet49 20 

standby 85 track GigabitEthernet50 20 

!

interface Port-channel9

description Channel_to_2948G-09 

no ip address 

no ip directed-broadcast 

hold-queue 300 in 

!

interface Port-channel9.1

encapsulation dot1Q 1 native 

no ip redirects 

no ip directed-broadcast 

!

interface Port-channel9.90

encapsulation dot1Q 90 

ip address 10.10.90.2 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 90 priority 100 

standby 90 preempt 

standby 90 authentication C10-90 

standby 90 ip 10.10.90.1 

standby 90 track GigabitEthernet49 20 

standby 90 track GigabitEthernet50 20 

!

interface Port-channel9.95

encapsulation dot1Q 95 

ip address 10.10.90.130 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 95 priority 110 

standby 95 preempt 

standby 95 authentication C10-95 

standby 95 ip 10.10.90.129 

standby 95 track GigabitEthernet49 20 

standby 95 track GigabitEthernet50 20 

!

interface Port-channel10

description Channel_to_2948G-10 

no ip address 

no ip directed-broadcast 



hold-queue 300 in 

!

interface Port-channel10.1

encapsulation dot1Q 1 native 

no ip redirects 

no ip directed-broadcast 

!

interface Port-channel10.100

encapsulation dot1Q 100 

ip address 10.10.100.2 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 100 priority 100 

standby 100 preempt 

standby 100 authentication C10-100 

standby 100 ip 10.10.100.1 

standby 100 track GigabitEthernet49 20 

standby 100 track GigabitEthernet50 20 

!

interface Port-channel10.105

encapsulation dot1Q 105 

ip address 10.10.100.130 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 105 priority 110 

standby 105 preempt 

standby 105 authentication C10-105 

standby 105 ip 10.10.100.129 

standby 105 track GigabitEthernet49 20 

standby 105 track GigabitEthernet50 20 

!

interface Port-channel11

description Channel_to_2948G-11 

no ip address 

no ip directed-broadcast 

hold-queue 300 in 

!

interface Port-channel11.1

encapsulation dot1Q 1 native 

no ip redirects 

no ip directed-broadcast 

!

interface Port-channel11.110

encapsulation dot1Q 110 

ip address 10.10.110.2 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 110 priority 100 

standby 110 preempt 

standby 110 authentication C10-110 

standby 110 ip 10.10.110.1 

standby 110 track GigabitEthernet49 20 

standby 110 track GigabitEthernet50 20 

!

interface Port-channel11.115

encapsulation dot1Q 115 

ip address 10.10.110.130 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 115 priority 110 

standby 115 preempt 

standby 115 authentication C10-115 

standby 115 ip 10.10.110.129 

standby 115 track GigabitEthernet49 20 



standby 115 track GigabitEthernet50 20 

!

interface Port-channel12

description Channel_to_2948G-12 

no ip address 

no ip directed-broadcast 

hold-queue 300 in 

!

interface Port-channel12.1

encapsulation dot1Q 1 native 

no ip redirects 

no ip directed-broadcast 

!

interface Port-channel12.120

encapsulation dot1Q 120 

ip address 10.10.120.2 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 120 priority 100 

standby 120 preempt 

standby 120 authentication C10-120 

standby 120 ip 10.10.120.1 

standby 120 track GigabitEthernet49 20 

standby 120 track GigabitEthernet50 20 

!

interface Port-channel12.125

encapsulation dot1Q 125 

ip address 10.10.120.130 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 125 priority 110 

standby 125 preempt 

standby 125 authentication C10-125 

standby 125 ip 10.10.120.129 

standby 125 track GigabitEthernet49 20 

standby 125 track GigabitEthernet50 20 

!

interface Port-channel13

description Channel_to_2948G-13 

no ip address 

no ip directed-broadcast 

hold-queue 300 in 

!

interface Port-channel13.1

encapsulation dot1Q 1 native 

no ip redirects 

no ip directed-broadcast 

!

interface Port-channel13.130

encapsulation dot1Q 130 

ip address 10.10.130.2 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 130 priority 100 

standby 130 preempt 

standby 130 authentication C10-130 

standby 130 ip 10.10.130.1 

standby 130 track GigabitEthernet49 20 

standby 130 track GigabitEthernet50 20 

!

interface Port-channel13.135

encapsulation dot1Q 135 

ip address 10.10.130.130 255.255.255.128 

no ip redirects 



no ip directed-broadcast 

standby 135 priority 110 

standby 135 preempt 

standby 135 authentication C10-135 

standby 135 ip 10.10.130.129 

standby 135 track GigabitEthernet49 20 

standby 135 track GigabitEthernet50 20 

!

interface Port-channel14

description Channel_to_2948G-14 

no ip address 

no ip directed-broadcast 

hold-queue 300 in 

!

interface Port-channel14.1

encapsulation dot1Q 1 native 

no ip redirects 

no ip directed-broadcast 

!

interface Port-channel14.140

encapsulation dot1Q 140 

ip address 10.10.140.2 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 140 priority 100 

standby 140 preempt 

standby 140 authentication C10-140 

standby 140 ip 10.10.140.1 

standby 140 track GigabitEthernet49 20 

standby 140 track GigabitEthernet50 20 

!

interface Port-channel14.145

encapsulation dot1Q 145 

ip address 10.10.140.130 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 145 priority 110 

standby 145 preempt 

standby 145 authentication C10-145 

standby 145 ip 10.10.140.129 

standby 145 track GigabitEthernet49 20 

standby 145 track GigabitEthernet50 20 

!

interface Port-channel15

description Channel_to_2948G-15 

no ip address 

no ip directed-broadcast 

hold-queue 300 in 

!

interface Port-channel15.1

encapsulation dot1Q 1 native 

no ip redirects 

no ip directed-broadcast 

!

interface Port-channel15.150

encapsulation dot1Q 150 

ip address 10.10.150.2 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 150 priority 100 

standby 150 preempt 

standby 150 authentication C10-150 

standby 150 ip 10.10.150.1 

standby 150 track GigabitEthernet49 20 



standby 150 track GigabitEthernet50 20 

!

interface Port-channel15.155

encapsulation dot1Q 155 

ip address 10.10.150.130 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 155 priority 110 

standby 155 preempt 

standby 155 authentication C10-155 

standby 155 ip 10.10.150.129 

standby 155 track GigabitEthernet49 20 

standby 155 track GigabitEthernet50 20 

!

interface FastEthernet1

no ip address 

no ip directed-broadcast 

channel-group 1 

!

interface FastEthernet2

no ip address 

no ip directed-broadcast 

channel-group 1 

!

interface FastEthernet3

no ip address 

no ip directed-broadcast 

channel-group 2 

!

interface FastEthernet4

no ip address 

no ip directed-broadcast 

channel-group 2 

!

interface FastEthernet5

no ip address 

no ip directed-broadcast 

channel-group 3 

!

interface FastEthernet6

no ip address 

no ip directed-broadcast 

channel-group 3 

!

interface FastEthernet7

no ip address 

no ip directed-broadcast 

channel-group 4 

!

interface FastEthernet8

no ip address 

no ip directed-broadcast 

channel-group 4 

!

interface FastEthernet9

no ip address 

no ip directed-broadcast 

channel-group 5 

!

interface FastEthernet10

no ip address 

no ip directed-broadcast 

channel-group 5 

!



interface FastEthernet11

no ip address 

no ip directed-broadcast 

channel-group 6 

!

interface FastEthernet12

no ip address 

no ip directed-broadcast 

channel-group 6 

!

interface FastEthernet13

no ip address 

no ip directed-broadcast 

channel-group 7 

!

interface FastEthernet14

no ip address 

no ip directed-broadcast 

channel-group 7 

!

interface FastEthernet15

no ip address 

no ip directed-broadcast 

channel-group 8 

!

interface FastEthernet16

no ip address 

no ip directed-broadcast 

channel-group 8 

!

interface FastEthernet17

no ip address 

no ip directed-broadcast 

channel-group 9 

!

interface FastEthernet18

no ip address 

no ip directed-broadcast 

channel-group 9 

!

interface FastEthernet19

no ip address 

no ip directed-broadcast 

channel-group 10 

!

interface FastEthernet20

no ip address 

no ip directed-broadcast 

channel-group 10 

!

interface FastEthernet21

no ip address 

no ip directed-broadcast 

channel-group 11 

!

interface FastEthernet22

no ip address 

no ip directed-broadcast 

channel-group 11 

!

interface FastEthernet23

no ip address 

no ip directed-broadcast 

channel-group 12 



!

interface FastEthernet24

no ip address 

no ip directed-broadcast 

channel-group 12 

!

interface FastEthernet25

no ip address 

no ip directed-broadcast 

channel-group 13 

!

interface FastEthernet26

no ip address 

no ip directed-broadcast 

channel-group 13 

!

interface FastEthernet27

no ip address 

no ip directed-broadcast 

channel-group 14 

!

interface FastEthernet28

no ip address 

no ip directed-broadcast 

channel-group 14 

!

interface FastEthernet29

no ip address 

no ip directed-broadcast 

channel-group 15 

!

interface FastEthernet30

no ip address 

no ip directed-broadcast 

channel-group 15 

!

interface FastEthernet31

no ip address 

no ip directed-broadcast 

shutdown 

!

interface FastEthernet32

no ip address 

no ip directed-broadcast 

shutdown 

!

interface FastEthernet33

no ip address 

no ip directed-broadcast 

shutdown 

!

interface FastEthernet34

no ip address 

no ip directed-broadcast 

shutdown 

!

interface FastEthernet35

no ip address 

no ip directed-broadcast 

shutdown 

!

interface FastEthernet36

no ip address 

no ip directed-broadcast 



shutdown 

!

interface FastEthernet37

no ip address 

no ip directed-broadcast 

shutdown 

!

interface FastEthernet38

no ip address 

no ip directed-broadcast 

shutdown 

!

interface FastEthernet39

no ip address 

no ip directed-broadcast 

shutdown 

!

interface FastEthernet40

no ip address 

no ip directed-broadcast 

shutdown 

!

interface FastEthernet41

no ip address 

no ip directed-broadcast 

shutdown 

!

interface FastEthernet42

no ip address 

no ip directed-broadcast 

shutdown 

!

interface FastEthernet43

no ip address 

no ip directed-broadcast 

shutdown 

!

interface FastEthernet44

no ip address 

no ip directed-broadcast 

shutdown 

!

interface FastEthernet45

no ip address 

no ip directed-broadcast 

shutdown 

!

interface FastEthernet46

no ip address 

no ip directed-broadcast 

shutdown 

!

interface FastEthernet47

no ip address 

no ip directed-broadcast 

shutdown 

!

interface FastEthernet48

no ip address 

no ip directed-broadcast 

shutdown 

!

interface GigabitEthernet49

description CoreVLAN15 



ip address 10.10.0.19 255.255.255.240 

no ip directed-broadcast 

ip summary-address eigrp 10 10.10.0.0 255.255.0.0 

!

interface GigabitEthernet50

description CoreVLAN10 

ip address 10.10.0.3 255.255.255.240 

no ip directed-broadcast 

ip summary-address eigrp 10 10.10.0.0 255.255.0.0 

delay 15 

!

router eigrp 10

passive-interface default 

no passive-interface GigabitEthernet49 

no passive-interface GigabitEthernet50 

network 10.0.0.0 

!

ip classless

!

!

line con 0

transport input none 

line aux 0

line vty 0 4

password secret 

login 

!

end

2948G-L3-01#

Catalyst 2948G-L3-02 تكوين

2948G-L3-02# show running-config

...Building configuration

:Current configuration

!

Last configuration change at 07:45:32 PST Fri Jun 23 2000 !

NVRAM config last updated at 07:45:33 PST Fri Jun 23 2000 !

!

version 12.0

no service pad

service timestamps debug datetime msec localtime

service timestamps log datetime msec localtime

no service password-encryption

!

hostname 2948G-L3-02

!

no logging console

enable password verysecret

!

clock timezone PST -8

clock calendar-valid

ip subnet-zero

!

!

!

interface Port-channel1

description Channel_to_2948G-01 

no ip address 



no ip directed-broadcast 

hold-queue 300 in 

!

interface Port-channel1.1

encapsulation dot1Q 1 native 

no ip redirects 

no ip directed-broadcast 

!

interface Port-channel1.10

encapsulation dot1Q 10 

ip address 10.10.10.3 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 10 priority 110 

standby 10 preempt 

standby 10 authentication C10-10 

standby 10 ip 10.10.10.1 

standby 10 track GigabitEthernet49 20 

standby 10 track GigabitEthernet50 20 

!

interface Port-channel1.15

encapsulation dot1Q 15 

ip address 10.10.10.131 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 15 priority 100 

standby 15 preempt 

standby 15 authentication C10-15 

standby 15 ip 10.10.10.129 

standby 15 track GigabitEthernet49 20 

standby 15 track GigabitEthernet50 20 

!

interface Port-channel2

description Channel_to_2948G-02 

no ip address 

no ip directed-broadcast 

hold-queue 300 in 

!

interface Port-channel2.1

encapsulation dot1Q 1 native 

no ip redirects 

no ip directed-broadcast 

!

interface Port-channel2.20

encapsulation dot1Q 20 

ip address 10.10.20.3 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 20 priority 110 

standby 20 preempt 

standby 20 authentication C10-20 

standby 20 ip 10.10.20.1 

standby 20 track GigabitEthernet49 20 

standby 20 track GigabitEthernet50 20 

!

interface Port-channel2.25

encapsulation dot1Q 25 

ip address 10.10.20.131 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 25 priority 100 

standby 25 preempt 

standby 25 authentication C10-25 

standby 25 ip 10.10.20.129 



standby 25 track GigabitEthernet49 20 

standby 25 track GigabitEthernet50 20 

!

interface Port-channel3

description Channel_to_2948G-03 

no ip address 

no ip directed-broadcast 

hold-queue 300 in 

!

interface Port-channel3.1

encapsulation dot1Q 1 native 

no ip redirects 

no ip directed-broadcast 

!

interface Port-channel3.30

encapsulation dot1Q 30 

ip address 10.10.30.3 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 30 priority 110 

standby 30 preempt 

standby 30 authentication C10-30 

standby 30 ip 10.10.30.1 

standby 30 track GigabitEthernet49 20 

standby 30 track GigabitEthernet50 20 

!

interface Port-channel3.35

encapsulation dot1Q 35 

ip address 10.10.30.131 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 35 priority 100 

standby 35 preempt 

standby 35 authentication C10-35 

standby 35 ip 10.10.30.129 

standby 35 track GigabitEthernet49 20 

standby 35 track GigabitEthernet50 20 

!

interface Port-channel4

description Channel_to_2948G-04 

no ip address 

no ip directed-broadcast 

hold-queue 300 in 

!

interface Port-channel4.1

encapsulation dot1Q 1 native 

no ip redirects 

no ip directed-broadcast 

!

interface Port-channel4.40

encapsulation dot1Q 40 

ip address 10.10.40.3 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 40 priority 110 

standby 40 preempt 

standby 40 authentication C10-40 

standby 40 ip 10.10.40.1 

standby 40 track GigabitEthernet49 20 

standby 40 track GigabitEthernet50 20 

!

interface Port-channel4.45

encapsulation dot1Q 45 

ip address 10.10.40.131 255.255.255.128 



no ip redirects 

no ip directed-broadcast 

standby 45 priority 100 

standby 45 preempt 

standby 45 authentication C10-45 

standby 45 ip 10.10.40.129 

standby 45 track GigabitEthernet49 20 

standby 45 track GigabitEthernet50 20 

!

interface Port-channel5

description Channel_to_2948G-05 

no ip address 

no ip directed-broadcast 

hold-queue 300 in 

!

interface Port-channel5.1

encapsulation dot1Q 1 native 

no ip redirects 

no ip directed-broadcast 

!

interface Port-channel5.50

encapsulation dot1Q 50 

ip address 10.10.50.3 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 50 priority 110 

standby 50 preempt 

standby 50 authentication C10-50 

standby 50 ip 10.10.50.1 

standby 50 track GigabitEthernet49 20 

standby 50 track GigabitEthernet50 20 

!

interface Port-channel5.55

encapsulation dot1Q 55 

ip address 10.10.50.131 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 55 priority 100 

standby 55 preempt 

standby 55 authentication C10-55 

standby 55 ip 10.10.50.129 

standby 55 track GigabitEthernet49 20 

standby 55 track GigabitEthernet50 20 

!

interface Port-channel6

description Channel_to_2948G-06 

no ip address 

no ip directed-broadcast 

hold-queue 300 in 

!

interface Port-channel6.1

encapsulation dot1Q 1 native 

no ip redirects 

no ip directed-broadcast 

!

interface Port-channel6.60

encapsulation dot1Q 60 

ip address 10.10.60.3 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 60 priority 110 

standby 60 preempt 

standby 60 authentication C10-60 

standby 60 ip 10.10.60.1 



standby 60 track GigabitEthernet49 20 

standby 60 track GigabitEthernet50 20 

!

interface Port-channel6.65

encapsulation dot1Q 65 

ip address 10.10.60.131 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 65 priority 100 

standby 65 preempt 

standby 65 authentication C10-65 

standby 65 ip 10.10.60.129 

standby 65 track GigabitEthernet49 20 

standby 65 track GigabitEthernet50 20 

!

interface Port-channel7

description Channel_to_2948G-07 

no ip address 

no ip directed-broadcast 

hold-queue 300 in 

!

interface Port-channel7.1

encapsulation dot1Q 1 native 

no ip redirects 

no ip directed-broadcast 

!

interface Port-channel7.70

encapsulation dot1Q 70 

ip address 10.10.70.3 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 70 priority 110 

standby 70 preempt 

standby 70 authentication C10-70 

standby 70 ip 10.10.70.1 

standby 70 track GigabitEthernet49 20 

standby 70 track GigabitEthernet50 20 

!

interface Port-channel7.75

encapsulation dot1Q 75 

ip address 10.10.70.131 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 75 priority 100 

standby 75 preempt 

standby 75 authentication C10-75 

standby 75 ip 10.10.70.129 

standby 75 track GigabitEthernet49 20 

standby 75 track GigabitEthernet50 20 

!

interface Port-channel8

description Channel_to_2948G-08 

no ip address 

no ip directed-broadcast 

hold-queue 300 in 

!

interface Port-channel8.1

encapsulation dot1Q 1 native 

no ip redirects 

no ip directed-broadcast 

!

interface Port-channel8.80

encapsulation dot1Q 80 

ip address 10.10.80.3 255.255.255.128 



no ip redirects 

no ip directed-broadcast 

standby 80 priority 110 

standby 80 preempt 

standby 80 authentication C10-80 

standby 80 ip 10.10.80.1 

standby 80 track GigabitEthernet49 20 

standby 80 track GigabitEthernet50 20 

!

interface Port-channel8.85

encapsulation dot1Q 85 

ip address 10.10.80.131 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 85 priority 100 

standby 85 preempt 

standby 85 authentication C10-85 

standby 85 ip 10.10.80.129 

standby 85 track GigabitEthernet49 20 

standby 85 track GigabitEthernet50 20 

!

interface Port-channel9

description Channel_to_2948G-09 

no ip address 

no ip directed-broadcast 

hold-queue 300 in 

!

interface Port-channel9.1

encapsulation dot1Q 1 native 

no ip redirects 

no ip directed-broadcast 

!

interface Port-channel9.90

encapsulation dot1Q 90 

ip address 10.10.90.3 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 90 priority 110 

standby 90 preempt 

standby 90 authentication C10-90 

standby 90 ip 10.10.90.1 

standby 90 track GigabitEthernet49 20 

standby 90 track GigabitEthernet50 20 

!

interface Port-channel9.95

encapsulation dot1Q 95 

ip address 10.10.90.131 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 95 priority 100 

standby 95 preempt 

standby 95 authentication C10-95 

standby 95 ip 10.10.90.129 

standby 95 track GigabitEthernet49 20 

standby 95 track GigabitEthernet50 20 

!

interface Port-channel10

description Channel_to_2948G-10 

no ip address 

no ip directed-broadcast 

hold-queue 300 in 

!

interface Port-channel10.1

encapsulation dot1Q 1 native 



no ip redirects 

no ip directed-broadcast 

!

interface Port-channel10.100

encapsulation dot1Q 100 

ip address 10.10.100.3 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 100 priority 110 

standby 100 preempt 

standby 100 authentication C10-100 

standby 100 ip 10.10.100.1 

standby 100 track GigabitEthernet49 20 

standby 100 track GigabitEthernet50 20 

!

interface Port-channel10.105

encapsulation dot1Q 105 

ip address 10.10.100.131 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 105 priority 100 

standby 105 preempt 

standby 105 authentication C10-105 

standby 105 ip 10.10.100.129 

standby 105 track GigabitEthernet49 20 

standby 105 track GigabitEthernet50 20 

!

interface Port-channel11

description Channel_to_2948G-11 

no ip address 

no ip directed-broadcast 

hold-queue 300 in 

!

interface Port-channel11.1

encapsulation dot1Q 1 native 

no ip redirects 

no ip directed-broadcast 

!

interface Port-channel11.110

encapsulation dot1Q 110 

ip address 10.10.110.3 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 110 priority 110 

standby 110 preempt 

standby 110 authentication C10-110 

standby 110 ip 10.10.110.1 

standby 110 track GigabitEthernet49 20 

standby 110 track GigabitEthernet50 20 

!

interface Port-channel11.115

encapsulation dot1Q 115 

ip address 10.10.110.131 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 115 priority 100 

standby 115 preempt 

standby 115 authentication C10-115 

standby 115 ip 10.10.110.129 

standby 115 track GigabitEthernet49 20 

standby 115 track GigabitEthernet50 20 

!

interface Port-channel12

description Channel_to_2948G-12 



no ip address 

no ip directed-broadcast 

hold-queue 300 in 

!

interface Port-channel12.1

encapsulation dot1Q 1 native 

no ip redirects 

no ip directed-broadcast 

!

interface Port-channel12.120

encapsulation dot1Q 120 

ip address 10.10.120.3 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 120 priority 110 

standby 120 preempt 

standby 120 authentication C10-120 

standby 120 ip 10.10.120.1 

standby 120 track GigabitEthernet49 20 

standby 120 track GigabitEthernet50 20 

!

interface Port-channel12.125

encapsulation dot1Q 125 

ip address 10.10.120.131 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 125 priority 100 

standby 125 preempt 

standby 125 authentication C10-125 

standby 125 ip 10.10.120.129 

standby 125 track GigabitEthernet49 20 

standby 125 track GigabitEthernet50 20 

!

interface Port-channel13

description Channel_to_2948G-13 

no ip address 

no ip directed-broadcast 

hold-queue 300 in 

!

interface Port-channel13.1

encapsulation dot1Q 1 native 

no ip redirects 

no ip directed-broadcast 

!

interface Port-channel13.130

encapsulation dot1Q 130 

ip address 10.10.130.3 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 130 priority 110 

standby 130 preempt 

standby 130 authentication C10-130 

standby 130 ip 10.10.130.1 

standby 130 track GigabitEthernet49 20 

standby 130 track GigabitEthernet50 20 

!

interface Port-channel13.135

encapsulation dot1Q 135 

ip address 10.10.130.131 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 135 priority 100 

standby 135 preempt 

standby 135 authentication C10-135 



standby 135 ip 10.10.130.129 

standby 135 track GigabitEthernet49 20 

standby 135 track GigabitEthernet50 20 

!

interface Port-channel14

description Channel_to_2948G-14 

no ip address 

no ip directed-broadcast 

hold-queue 300 in 

!

interface Port-channel14.1

encapsulation dot1Q 1 native 

no ip redirects 

no ip directed-broadcast 

!

interface Port-channel14.140

encapsulation dot1Q 140 

ip address 10.10.140.3 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 140 priority 110 

standby 140 preempt 

standby 140 authentication C10-140 

standby 140 ip 10.10.140.1 

standby 140 track GigabitEthernet49 20 

standby 140 track GigabitEthernet50 20 

!

interface Port-channel14.145

encapsulation dot1Q 145 

ip address 10.10.140.131 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 145 priority 100 

standby 145 preempt 

standby 145 authentication C10-145 

standby 145 ip 10.10.140.129 

standby 145 track GigabitEthernet49 20 

standby 145 track GigabitEthernet50 20 

!

interface Port-channel15

description Channel_to_2948G-15 

no ip address 

no ip directed-broadcast 

hold-queue 300 in 

!

interface Port-channel15.1

encapsulation dot1Q 1 native 

no ip redirects 

no ip directed-broadcast 

!

interface Port-channel15.150

encapsulation dot1Q 150 

ip address 10.10.150.3 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 150 priority 110 

standby 150 preempt 

standby 150 authentication C10-150 

standby 150 ip 10.10.150.1 

standby 150 track GigabitEthernet49 20 

standby 150 track GigabitEthernet50 20 

!

interface Port-channel15.155

encapsulation dot1Q 155 



ip address 10.10.150.131 255.255.255.128 

no ip redirects 

no ip directed-broadcast 

standby 155 priority 100 

standby 155 preempt 

standby 155 authentication C10-155 

standby 155 ip 10.10.150.129 

standby 155 track GigabitEthernet49 20 

standby 155 track GigabitEthernet50 20 

!

interface FastEthernet1

no ip address 

no ip directed-broadcast 

channel-group 1 

!

interface FastEthernet2

no ip address 

no ip directed-broadcast 

channel-group 1 

!

interface FastEthernet3

no ip address 

no ip directed-broadcast 

channel-group 2 

!

interface FastEthernet4

no ip address 

no ip directed-broadcast 

channel-group 2 

!

interface FastEthernet5

no ip address 

no ip directed-broadcast 

channel-group 3 

!

interface FastEthernet6

no ip address 

no ip directed-broadcast 

channel-group 3 

!

interface FastEthernet7

no ip address 

no ip directed-broadcast 

channel-group 4 

!

interface FastEthernet8

no ip address 

no ip directed-broadcast 

channel-group 4 

!

interface FastEthernet9

no ip address 

no ip directed-broadcast 

channel-group 5 

!

interface FastEthernet10

no ip address 

no ip directed-broadcast 

channel-group 5 

!

interface FastEthernet11

no ip address 

no ip directed-broadcast 

channel-group 6 



!

interface FastEthernet12

no ip address 

no ip directed-broadcast 

channel-group 6 

!

interface FastEthernet13

no ip address 

no ip directed-broadcast 

channel-group 7 

!

interface FastEthernet14

no ip address 

no ip directed-broadcast 

channel-group 7 

!

interface FastEthernet15

no ip address 

no ip directed-broadcast 

channel-group 8 

!

interface FastEthernet16

no ip address 

no ip directed-broadcast 

channel-group 8 

!

interface FastEthernet17

no ip address 

no ip directed-broadcast 

channel-group 9 

!

interface FastEthernet18

no ip address 

no ip directed-broadcast 

channel-group 9 

!

interface FastEthernet19

no ip address 

no ip directed-broadcast 

channel-group 10 

!

interface FastEthernet20

no ip address 

no ip directed-broadcast 

channel-group 10 

!

interface FastEthernet21

no ip address 

no ip directed-broadcast 

channel-group 11 

!

interface FastEthernet22

no ip address 

no ip directed-broadcast 

channel-group 11 

!

interface FastEthernet23

no ip address 

no ip directed-broadcast 

channel-group 12 

!

interface FastEthernet24

no ip address 

no ip directed-broadcast 



channel-group 12 

!

interface FastEthernet25

no ip address 

no ip directed-broadcast 

channel-group 13 

!

interface FastEthernet26

no ip address 

no ip directed-broadcast 

channel-group 13 

!

interface FastEthernet27

no ip address 

no ip directed-broadcast 

channel-group 14 

!

interface FastEthernet28

no ip address 

no ip directed-broadcast 

channel-group 14 

!

interface FastEthernet29

no ip address 

no ip directed-broadcast 

channel-group 15 

!

interface FastEthernet30

no ip address 

no ip directed-broadcast 

channel-group 15 

!

interface FastEthernet31

no ip address 

no ip directed-broadcast 

shutdown 

!

interface FastEthernet32

no ip address 

no ip directed-broadcast 

shutdown 

!

interface FastEthernet33

no ip address 

no ip directed-broadcast 

shutdown 

!

interface FastEthernet34

no ip address 

no ip directed-broadcast 

shutdown 

!

interface FastEthernet35

no ip address 

no ip directed-broadcast 

shutdown 

!

interface FastEthernet36

no ip address 

no ip directed-broadcast 

shutdown 

!

interface FastEthernet37

no ip address 



no ip directed-broadcast 

shutdown 

!

interface FastEthernet38

no ip address 

no ip directed-broadcast 

shutdown 

!

interface FastEthernet39

no ip address 

no ip directed-broadcast 

shutdown 

!

interface FastEthernet40

no ip address 

no ip directed-broadcast 

shutdown 

!

interface FastEthernet41

no ip address 

no ip directed-broadcast 

shutdown 

!

interface FastEthernet42

no ip address 

no ip directed-broadcast 

shutdown 

!

interface FastEthernet43

no ip address 

no ip directed-broadcast 

shutdown 

!

interface FastEthernet44

no ip address 

no ip directed-broadcast 

shutdown 

!

interface FastEthernet45

no ip address 

no ip directed-broadcast 

shutdown 

!

interface FastEthernet46

no ip address 

no ip directed-broadcast 

shutdown 

!

interface FastEthernet47

no ip address 

no ip directed-broadcast 

shutdown 

!

interface FastEthernet48

no ip address 

no ip directed-broadcast 

shutdown 

!

interface GigabitEthernet49

description CoreVLAN10 

ip address 10.10.0.4 255.255.255.240 

no ip directed-broadcast 

ip summary-address eigrp 10 10.10.0.0 255.255.0.0 

!



interface GigabitEthernet50

description CoreVLAN15 

ip address 10.10.0.20 255.255.255.240 

no ip directed-broadcast 

ip summary-address eigrp 10 10.10.0.0 255.255.0.0 

delay 15 

!

router eigrp 10

passive-interface default 

no passive-interface GigabitEthernet49 

no passive-interface GigabitEthernet50 

network 10.0.0.0 

!

ip classless

!

!

line con 0

transport input none 

line aux 0

line vty 0 4

password secret 

login 

!

end

2948G-L3-02#

Catalyst 2948G-01 تكوين

2948G-01> (enable) show config

.This command shows non-default configurations only

.Use 'show config all' to show both default and non-default configurations

.......

................

..

begin

!

***** NON-DEFAULT CONFIGURATION ***** #

!

!

time: Mon Jun 22 2000, 15:39:38#

!

(version 5.4(3#

!

!

system web interface version#

!

.set enablepass $2$FNl3$8MSzcpVMg1H2aWfll13aZ

!

system#

set system name  2948G-01

set system location Closet10-01

set system contact  sysadmin@corp.com

!

frame distribution method#

set port channel all distribution mac both

!

vtp#

set vtp domain Closet-10-01



set vtp mode transparent

set vlan 1 name default type ethernet mtu 1500 said 100001 state active

set vlan 10 name 10.10.10.0/25 type ethernet mtu 1500 said 100010 state active

set vlan 15 name 10.10.10.128/25 type ethernet mtu 1500 said 100015 state

active

set vlan 1002 name fddi-default type fddi mtu 1500 said 101002 state active

set vlan 1004 name fddinet-default type fddinet mtu 1500 said 101004 state

active stp ieee

set vlan 1005 name trnet-default type trbrf mtu 1500 said 101005 state active

stp ibm

set vlan 1003 name token-ring-default type trcrf mtu 1500 said 101003 state

active mode srb aremaxhop 7 stemaxhop 7 backupcrf off

!

ip#

set interface sc0 10 10.10.10.4/255.255.255.128 10.10.10.127

set interface sl0 down

set interface me1 down

set ip route 0.0.0.0/0.0.0.0         10.10.10.1

!

syslog#

set logging console disable

!

set boot command#

set boot config-register 0x2102

set boot system flash bootflash:cat4000.5-4-2.bin

set boot system flash bootflash:cat4000.5-2-2.bin

set boot system flash bootflash:cat4000.4-5-2.bin

!

port channel#

set port channel 2/45-46 40

set port channel 2/47-48 41

!

module 1 : 0-port Switching Supervisor#

!

module 2 : 50-port 10/100/1000 Ethernet#

set vlan 10   2/1-22

set vlan 15   2/23-44

set port name       2/45 2948G-L3-01_Uplink

set port name       2/46 2948G-L3-01_Uplink

set port name       2/47 2948G-L3-02_Uplink

set port name       2/48 2948G-L3-02_Uplink

set trunk 2/1  off dot1q 1-1005

set trunk 2/2  off dot1q 1-1005

set trunk 2/3  off dot1q 1-1005

set trunk 2/4  off dot1q 1-1005

set trunk 2/5  off dot1q 1-1005

set trunk 2/6  off dot1q 1-1005

set trunk 2/7  off dot1q 1-1005

set trunk 2/8  off dot1q 1-1005

set trunk 2/9  off dot1q 1-1005

set trunk 2/10 off dot1q 1-1005

set trunk 2/11 off dot1q 1-1005

set trunk 2/12 off dot1q 1-1005

set trunk 2/13 off dot1q 1-1005

set trunk 2/14 off dot1q 1-1005

set trunk 2/15 off dot1q 1-1005

set trunk 2/16 off dot1q 1-1005

set trunk 2/17 off dot1q 1-1005

set trunk 2/18 off dot1q 1-1005

set trunk 2/19 off dot1q 1-1005

set trunk 2/20 off dot1q 1-1005

set trunk 2/21 off dot1q 1-1005

set trunk 2/22 off dot1q 1-1005



set trunk 2/23 off dot1q 1-1005

set trunk 2/24 off dot1q 1-1005

set trunk 2/25 off dot1q 1-1005

set trunk 2/26 off dot1q 1-1005

set trunk 2/27 off dot1q 1-1005

set trunk 2/28 off dot1q 1-1005

set trunk 2/29 off dot1q 1-1005

set trunk 2/30 off dot1q 1-1005

set trunk 2/31 off dot1q 1-1005

set trunk 2/32 off dot1q 1-1005

set trunk 2/33 off dot1q 1-1005

set trunk 2/34 off dot1q 1-1005

set trunk 2/35 off dot1q 1-1005

set trunk 2/36 off dot1q 1-1005

set trunk 2/37 off dot1q 1-1005

set trunk 2/38 off dot1q 1-1005

set trunk 2/39 off dot1q 1-1005

set trunk 2/40 off dot1q 1-1005

set trunk 2/41 off dot1q 1-1005

set trunk 2/42 off dot1q 1-1005

set trunk 2/43 off dot1q 1-1005

set trunk 2/44 off dot1q 1-1005

set trunk 2/45 nonegotiate dot1q 1-1005

set trunk 2/46 nonegotiate dot1q 1-1005

set trunk 2/47 nonegotiate dot1q 1-1005

set trunk 2/48 nonegotiate dot1q 1-1005

set spantree portfast    2/1-44 enable

set port channel 2/45-48 mode on

set port channel 2/1-44 mode off

end

(2948G-01> (enable

Catalyst 2948G-15 تكوين

2948G-15> (enable) show config

.This command shows non-default configurations only

.Use 'show config all' to show both default and non-default configurations

.......

................

..

begin

!

***** NON-DEFAULT CONFIGURATION ***** #

!

!

time: Mon Jun 22 2000, 15:41:38#

!

(version 5.4(3#

!

!

system web interface version#

!

.set enablepass $2$FNl3$8MSzcpVMg1H2aWfll13aZ

!

system#

set system name  2948G-15

set system location Closet10-15

set system contact  sysadmin@corp.com

!

frame distribution method#

set port channel all distribution mac both



!

vtp#

set vtp domain Closet-10-15

set vtp mode transparent

set vlan 1 name default type ethernet mtu 1500 said 100001 state active

set vlan 150 name 10.10.150.0/25 type ethernet mtu 1500 said 100010 state active

set vlan 155 name 10.10.150.128/25 type ethernet mtu 1500 said 100015 state

active

set vlan 1002 name fddi-default type fddi mtu 1500 said 101002 state active

set vlan 1004 name fddinet-default type fddinet mtu 1500 said 101004 state

active stp ieee

set vlan 1005 name trnet-default type trbrf mtu 1500 said 101005 state active

stp ibm

set vlan 1003 name token-ring-default type trcrf mtu 1500 said 101003 state

active mode srb aremaxhop 7 stemaxhop 7 backupcrf off

!

ip#

set interface sc0 10 10.10.150.4/255.255.255.128 10.10.10.127

set interface sl0 down

set interface me1 down

set ip route 0.0.0.0/0.0.0.0         10.10.150.1

!

syslog#

set logging console disable

!

set boot command#

set boot config-register 0x2102

set boot system flash bootflash:cat4000.5-4-2.bin

set boot system flash bootflash:cat4000.5-2-2.bin

set boot system flash bootflash:cat4000.4-5-2.bin

!

port channel#

set port channel 2/45-46 40

set port channel 2/47-48 41

!

module 1 : 0-port Switching Supervisor#

!

module 2 : 50-port 10/100/1000 Ethernet#

set vlan 150   2/1-22

set vlan 155   2/23-44

set port name       2/45 2948G-L3-01_Uplink

set port name       2/46 2948G-L3-01_Uplink

set port name       2/47 2948G-L3-02_Uplink

set port name       2/48 2948G-L3-02_Uplink

set trunk 2/1  off dot1q 1-1005

set trunk 2/2  off dot1q 1-1005

set trunk 2/3  off dot1q 1-1005

set trunk 2/4  off dot1q 1-1005

set trunk 2/5  off dot1q 1-1005

set trunk 2/6  off dot1q 1-1005

set trunk 2/7  off dot1q 1-1005

set trunk 2/8  off dot1q 1-1005

set trunk 2/9  off dot1q 1-1005

set trunk 2/10 off dot1q 1-1005

set trunk 2/11 off dot1q 1-1005

set trunk 2/12 off dot1q 1-1005

set trunk 2/13 off dot1q 1-1005

set trunk 2/14 off dot1q 1-1005

set trunk 2/15 off dot1q 1-1005

set trunk 2/16 off dot1q 1-1005

set trunk 2/17 off dot1q 1-1005

set trunk 2/18 off dot1q 1-1005

set trunk 2/19 off dot1q 1-1005



set trunk 2/20 off dot1q 1-1005

set trunk 2/21 off dot1q 1-1005

set trunk 2/22 off dot1q 1-1005

set trunk 2/23 off dot1q 1-1005

set trunk 2/24 off dot1q 1-1005

set trunk 2/25 off dot1q 1-1005

set trunk 2/26 off dot1q 1-1005

set trunk 2/27 off dot1q 1-1005

set trunk 2/28 off dot1q 1-1005

set trunk 2/29 off dot1q 1-1005

set trunk 2/30 off dot1q 1-1005

set trunk 2/31 off dot1q 1-1005

set trunk 2/32 off dot1q 1-1005

set trunk 2/33 off dot1q 1-1005

set trunk 2/34 off dot1q 1-1005

set trunk 2/35 off dot1q 1-1005

set trunk 2/36 off dot1q 1-1005

set trunk 2/37 off dot1q 1-1005

set trunk 2/38 off dot1q 1-1005

set trunk 2/39 off dot1q 1-1005

set trunk 2/40 off dot1q 1-1005

set trunk 2/41 off dot1q 1-1005

set trunk 2/42 off dot1q 1-1005

set trunk 2/43 off dot1q 1-1005

set trunk 2/44 off dot1q 1-1005

set trunk 2/45 nonegotiate dot1q 1-1005

set trunk 2/46 nonegotiate dot1q 1-1005

set trunk 2/47 nonegotiate dot1q 1-1005

set trunk 2/48 nonegotiate dot1q 1-1005

set spantree portfast    2/1-44 enable

set port channel 2/45-48 mode on

set port channel 2/1-44 mode off

end

(2948G-15> (enable

Catalyst 6506-01 تكوين

enable) show config) <6506-01

.This command shows non-default configurations only

.Use 'show config all' to show both default and non-default configurations

.........

................

..

begin

!

***** NON-DEFAULT CONFIGURATION ***** #

!

!

time: Fri Jun 23 2000, 13:05:49#

!

(version 5.4(3#

!

!

system web interface version Engine: 5.1 ADP device: Cat6000 ADP Version: 1.2#

ADK: 31

!

/set password $2$JYD3$CcHOBhHYnLzI9O0B9F1Ov

set enablepass $2$93UN$/2fd2eCwlRdUSkklJ/KZ21

!

system#

set system name  6506-01

set system location Core-MDF-10



set system contact  sysadmin@corp.com

!

!#

vtp#

set vtp domain Core-Domain

set vlan 1 name default type ethernet mtu 1500 said 100001 state active

set vlan 10 name Aggregation-10.10.0.0/16-Even type ethernet mtu 1500 said

state active 100010

set vlan 15 name Aggregation-10.10.0.0/16-Odd type ethernet mtu 1500 said

state active 100015

set vlan 1002 name fddi-default type fddi mtu 1500 said 101002 state active

set vlan 1004 name fddinet-default type fddinet mtu 1500 said 101004 state

active stp ieee

set vlan 1005 name trnet-default type trbrf mtu 1500 said 101005 state active

stp ibm

set vlan 1003 name token-ring-default type trcrf mtu 1500 said 101003 state

active mode srb aremaxhop 7 stemaxhop 7 backupcrf off

!

ip#

set interface sc0 1 10.1.1.4/255.255.255.0 10.1.1.255

set ip route 0.0.0.0/0.0.0.0         10.1.1.1

!

syslog#

set logging console disable

!

set boot command#

set boot config-register 0x2102

set boot system flash bootflash:cat6000-supcv.5-4-3.bin

!

port channel#

set port channel 2/7-8,3/7-8 428

!

default port status is enable #

!

!

module 1 : 2-port 1000BaseX Supervisor#

!

module 2 : 8-port 1000BaseX Ethernet#

set port name       2/7  Cat6506-02

set port name       2/8  Cat6506-02

set trunk 2/7  desirable isl 1-1005

set trunk 2/8  desirable isl 1-1005

set port channel 2/7-8 mode on

!

module 3 : 8-port 1000BaseX Ethernet#

set port name       3/7  Cat6506-02

set port name       3/8  Cat6506-02

set trunk 3/7  desirable isl 1-1005

set trunk 3/8  desirable isl 1-1005

set port channel 3/7-8 mode on

!

module 4 : 8-port 1000BaseX Ethernet#

set vlan 15   4/1

!

module 5 : 8-port 1000BaseX Ethernet#

set vlan 15   5/1

!

module 6 : 48-port 10/100BaseTX Ethernet#

!

module 15 : 1-port Multilayer Switch Feature Card#

!

module 16 empty#

end



(enable) <6506-01

Catalyst 6506-02 تكوين

enable) show config) <6506-02

.This command shows non-default configurations only

.Use 'show config all' to show both default and non-default configurations

.........

................

..

begin

!

***** NON-DEFAULT CONFIGURATION ***** #

!

!

time: Fri Jun 23 2000, 13:07:49#

!

(version 5.4(3#

!

!

system web interface version Engine: 5.1 ADP device: Cat6000 ADP Version: 1.2#

ADK: 31

!

/set password $2$JYD3$CcHOBhHYnLzI9O0B9F1Ov

set enablepass $2$93UN$/2fd2eCwlRdUSkklJ/KZ21

!

system#

set system name  6506-02

set system location Core-MDF-10

set system contact  sysadmin@corp.com

!

!#

vtp#

set vtp domain Core-Domain

set vlan 1 name default type ethernet mtu 1500 said 100001 state active

set vlan 10 name Aggregation-10.10.0.0/16-Even type ethernet mtu 1500 said

state active 100010

set vlan 15 name Aggregation-10.10.0.0/16-Odd type ethernet mtu 1500 said

state active 100015

set vlan 1002 name fddi-default type fddi mtu 1500 said 101002 state active

set vlan 1004 name fddinet-default type fddinet mtu 1500 said 101004 state

active stp ieee

set vlan 1005 name trnet-default type trbrf mtu 1500 said 101005 state active

stp ibm

set vlan 1003 name token-ring-default type trcrf mtu 1500 said 101003 state

active mode srb aremaxhop 7 stemaxhop 7 backupcrf off

!

ip#

set interface sc0 1 10.1.1.5/255.255.255.0 10.1.1.255

set ip route 0.0.0.0/0.0.0.0         10.1.1.1

!

syslog#

set logging console disable

!

set boot command#

set boot config-register 0x2102

set boot system flash bootflash:cat6000-supcv.5-4-3.bin

!

port channel#

set port channel 2/7-8,3/7-8 448

!



   

default port status is enable #

!

!

module 1 : 2-port 1000BaseX Supervisor#

!

module 2 : 8-port 1000BaseX Ethernet#

set port name       2/7  Cat6506-01

set port name       2/8  Cat6506-01

set trunk 2/7  desirable isl 1-1005

set trunk 2/8  desirable isl 1-1005

set port channel 2/7-8 mode on

!

module 3 : 8-port 1000BaseX Ethernet#

set port name       3/7  Cat6506-01

set port name       3/8  Cat6506-01

set trunk 3/7  desirable isl 1-1005

set trunk 3/8  desirable isl 1-1005

set port channel 3/7-8 mode on

!

module 4 : 8-port 1000BaseX Ethernet#

set vlan 10   4/1

!

module 5 : 8-port 1000BaseX Ethernet#

set vlan 10   5/1

!

module 6 : 48-port 10/100BaseTX Ethernet#

!

module 15 : 1-port Multilayer Switch Feature Card#

!

module 16 empty#

end

(enable) <6506-02

معلومات ذات صلة

LAN صفحات دعم منتجات شبكة ●

LAN صفحة دعم تحويل شبكة ●

Cisco Systems - الدعم الفني ●

//www.cisco.com/web/psa/products/tsd_products_support_general_information.html?c=268438038&sc=278875285 &referring_site=bodynav
//www.cisco.com/web/psa/technologies/tsd_technology_support_technology_information.html?c=268435696&referring_site=bodynav
//www.cisco.com/cisco/web/support/index.html?referring_site=bodynav


ةمجرتلا هذه لوح
ةيلآلا تاينقتلا نم ةعومجم مادختساب دنتسملا اذه Cisco تمجرت
ملاعلا ءاحنأ عيمج يف نيمدختسملل معد ىوتحم ميدقتل ةيرشبلاو
امك ةقيقد نوكت نل ةيلآ ةمجرت لضفأ نأ ةظحالم ىجرُي .ةصاخلا مهتغلب
Cisco يلخت .فرتحم مجرتم اهمدقي يتلا  ةيفارتحالا ةمجرتلا عم لاحلا وه
Systems ىلإ اًمئاد عوجرلاب يصوُتو تامجرتلا هذه ةقد نع اهتيلوئسم
.(رفوتم طبارلا) يلصألا يزيلجنإلا دنتسملا


