
 يف اهحالصإو EVPN/VxLAN ءاطخأ فاشكتسأ
ةددعتملا عقاوملا دادعإ

تايوتحملا
ةمدقملا

ةيساسألا تابلطتملا

تابلطتملا

ةمدختسملا تانوكملا

ططخملا

مكحتلا ىوتسم نم ققحتلا

تانايبلا ىوتسم نم ققحتلا

تانايبلا ىوتسم نم ققحتلا

SrcId و ،Port ASIC، Slice نم ققحتلل ELAM طاقتلا

ةمدقملا

 ةعسوملا LAN ةكبش/VPN تنرثيإلا ةكبش ءاطخأ فاشكتسأ جهن دنتسملا اذه فصي
.عقاوملا ددعتم دادعإ يف اهحالصإو (EVPN/VxLAN) ةيرهاظلا

ةيساسألا تابلطتملا

تابلطتملا

:ةيلاتلا عيضاوملاب ةفرعم كيدل نوكت نأب Cisco يصوت

Multiprotocol Label Switching (MPLS) Layer 3 VPN•
•(MP-BGP) دودحلا-تالوكوتوربلا ددعتم ةرابعلا لوكوتورب
EVPN•

ةمدختسملا تانوكملا

:ةيلاتلا ةيداملا تانوكملاو جماربلا تارادصإ ىلإ دنتسملا اذه يف ةدراولا تامولعملا دنتست

عقوملا قاروأ ةفاك N9K-C9336C-
FX2

NXOS: 
10.2(3)

S1_SPINE1 N9K-C9364C NXOS: 
10.2(4)

S1_SPINE2 N9K-C9364C NXOS: 9.3(5)
S1_border Gateway1، S2_border Gateway2، S2_border 
Gateway1 N9K-C9332C NXOS: 9.3(9)

NXOS: S1_Border Gateway2 N9K-C9332C



10.2(4)
راسملا مداخ N9K-C9396PX NXOS: 9.2(2)
1-فيضملا N3k-C3264c-E NXOS: 9.3(5)
3-فيضملاو 2-فيضملا N3k-C3264c-E NXOS: 9.2(2)

 .ةصاخ ةيلمعم ةئيب يف ةدوجوملا ةزهجألا نم دنتسملا اذه يف ةدراولا تامولعملا ءاشنإ مت
 تناك اذإ .(يضارتفا) حوسمم نيوكتب دنتسملا اذه يف ةمدختسُملا ةزهجألا عيمج تأدب
.رمأ يأل لمتحملا ريثأتلل كمهف نم دكأتف ،ليغشتلا ديق كتكبش

ططخملا

ططخملا

 دعبو ،DC-2 Host-3 (192.168.200.104/24) نم تأشن نوكي رورم ةكرحلا ثيح ةقيثو اذه فصي
.DC-1 Host-2 (10.2.3.4) ةياغلا ىلإ طبرلا عم يشمي كلذ

مكحتلا ىوتسم نم ققحتلا

:رمأ اذه ،ىوتسم مكحتلا تققد in order to تلخد

 
<#root>



HOST_3# 

show ip int brief

 
IP Interface Status for VRF "default"(1) 
Interface IP Address Interface Status 

Vlan100 192.168.100.103 protocol-up/link-up/admin-up 

 
Vlan200 192.168.200.103 protocol-up/link-up/admin-up  
HOST_3# 
 
External_Router#  
External_Router# 

show ip int brie

 
IP Interface Status for VRF "default"(1) 
Interface IP Address Interface Status 
Vlan100 192.168.100.102 protocol-up/link-up/admin-up  
Vlan200 192.168.200.102 protocol-up/link-up/admin-up  

Lo10 10.2.3.4 protocol-up/link-up/admin-up 

 
External_Router#  
 
HOST_3#  
HOST_3# 

ping 10.2.3.4 source 192.168.100.103

 
PING 10.2.3.4 (10.2.3.4) from 192.168.100.103: 56 data bytes 
64 bytes from 10.2.3.4: icmp_seq=0 ttl=250 time=1.153 ms 
64 bytes from 10.2.3.4: icmp_seq=1 ttl=250 time=0.569 ms 
64 bytes from 10.2.3.4: icmp_seq=2 ttl=250 time=0.562 ms 
64 bytes from 10.2.3.4: icmp_seq=3 ttl=250 time=0.525 ms 
64 bytes from 10.2.3.4: icmp_seq=4 ttl=250 time=0.527 ms 
--- 10.2.3.4 ping statistics --- 
5 packets transmitted, 5 packets received, 0.00% packet loss 
round-trip min/avg/max = 0.525/0.667/1.153 ms 
HOST_3# 

 
 
<#root>

S2-Leaf1# 

show bgp l2vpn evp vrf vrf_2

 
BGP routing table information for VRF default, address family L2VPN EVPN 
BGP table version is 4420, Local Router ID is 10.103.0.5 
Status: s-suppressed, x-deleted, S-stale, d-dampened, h-history, *-valid, >-best 
Path type: i-internal, e-external, c-confed, l-local, a-aggregate, r-redist, I-injected 
Origin codes: i - IGP, e - EGP, ? - incomplete, | - multipath, & - backup, 2 - best2 
   Network            Next Hop            Metric     LocPrf     Weight Path 
Route Distinguisher: 10.103.0.5:5    (L3VNI 4000502) 
*>i[5]:[0]:[0]:[24]:[192.168.100.0]/224 
                      10.100.100.2                      100          0 300 100 i 



*>i[5]:[0]:[0]:[32]:[10.2.3.4]/224 

                      10.100.100.2                      100          0 300 100 65111 i

 
*>i[5]:[0]:[0]:[32]:[10.100.100.1]/224 
                      10.100.100.2                      100          0 300 100 i 
*>i[5]:[0]:[0]:[32]:[10.100.100.2]/224 
                      10.100.100.2    
 
S2-Leaf2# 

show bgp l2vpn evp vrf vrf_2

 
BGP routing table information for VRF default, address family L2VPN EVPN 
BGP table version is 4389, Local Router ID is 10.103.0.8 
Status: s-suppressed, x-deleted, S-stale, d-dampened, h-history, *-valid, >-best 
Path type: i-internal, e-external, c-confed, l-local, a-aggregate, r-redist, I-injected 
Origin codes: i - IGP, e - EGP, ? - incomplete, | - multipath, & - backup, 2 - best2 
 
   Network            Next Hop            Metric     LocPrf     Weight Path 
Route Distinguisher: 10.103.0.8:5    (L3VNI 4000502) 
 
*>i[5]:[0]:[0]:[24]:[192.168.100.0]/224 
                      10.100.100.2                      100          0 300 100 i 

*>i[5]:[0]:[0]:[32]:[10.2.3.4]/224 

                      10.100.100.2                      100          0 300 100 65111 i

 
*>i[5]:[0]:[0]:[32]:[10.100.100.1]/224 
                      10.100.100.2                      100          0 300 100 i 
*>i[5]:[0]:[0]:[32]:[10.100.100.2]/224 
                      10.100.100.2                      100          0 300 100 i 
S2-Leaf2#  
 
S2-leaf3# 

show bgp l2vpn evpn vrf vrf_2

 
BGP routing table information for VRF default, address family L2VPN EVPN 
BGP table version is 4196, Local Router ID is 10.103.0.9 
Status: s-suppressed, x-deleted, S-stale, d-dampened, h-history, *-valid, >-best 
Path type: i-internal, e-external, c-confed, l-local, a-aggregate, r-redist, I-injected 
Origin codes: i - IGP, e - EGP, ? - incomplete, | - multipath, & - backup, 2 - best2 
 
   Network            Next Hop            Metric     LocPrf     Weight Path 
Route Distinguisher: 10.103.0.9:5    (L3VNI 4000502) 
*>i[5]:[0]:[0]:[24]:[192.168.100.0]/224 
                      10.100.100.2                      100          0 300 100 i 

*>i[5]:[0]:[0]:[32]:[10.2.3.4]/224 

                      10.100.100.2                      100          0 300 100 65111 i

 
*>i[5]:[0]:[0]:[32]:[10.100.100.1]/224 
                      10.100.100.2                      100          0 300 100 i 
*>i[5]:[0]:[0]:[32]:[10.100.100.2]/224 
                      10.100.100.2                      100          0 300 100 i 
 
S2-Leaf4# 
S2-Leaf4# 

show bgp l2vpn evpn vrf vrf_2



 
BGP routing table information for VRF default, address family L2VPN EVPN 
BGP table version is 4381, Local Router ID is 10.102.0.10 
Status: s-suppressed, x-deleted, S-stale, d-dampened, h-history, *-valid, >-best 
Path type: i-internal, e-external, c-confed, l-local, a-aggregate, r-redist, I-injected 
Origin codes: i - IGP, e - EGP, ? - incomplete, | - multipath, & - backup, 2 - best2 
 
Network  Next Hop  Metric  LocPrf Weight Path 
Route Distinguisher: 10.102.0.10:5 (L3VNI 4000502) 
*>i[5]:[0]:[0]:[24]:[192.168.100.0]/224  
           10.100.100.2 100 0 300 100 i 

*>i[5]:[0]:[0]:[32]:[10.2.3.4]/224  

           10.100.100.2 100 0 300 100 65111 i

 
*>i[5]:[0]:[0]:[32]:[10.100.100.1]/224  
           10.100.100.2 100 0 300 100 i 
*>i[5]:[0]:[0]:[32]:[10.100.100.2]/224  
           10.100.100.2 100 0 300 100 i 
S2-Leaf4# 
S2-Leaf4#

 
 
<#root>

S2-Spine1# 

show bgp  l2vpn evpn

 
BGP routing table information for VRF default, address family L2VPN EVPN 
BGP table version is 1235, Local Router ID is 10.103.0.3 
Status: s-suppressed, x-deleted, S-stale, d-dampened, h-history, *-valid, >-best 
Path type: i-internal, e-external, c-confed, l-local, a-aggregate, r-redist, I-injected 
Origin codes: i - IGP, e - EGP, ? - incomplete, | - multipath, & - backup, 2 - best2 
   Network            Next Hop            Metric     LocPrf     Weight Path 
Route Distinguisher: 200:4000502 
* i[5]:[0]:[0]:[24]:[192.168.100.0]/224 
                      10.100.100.2                      100          0 300 100  
*>i                   10.100.100.2                      100          0 300 100 i 

* i[5]:[0]:[0]:[32]:[10.2.3.4]/224 

                      10.100.100.2                      100          0 300 100 65111 i 

*>i                   10.100.100.2                      100          0 300 100 65111 i

 
* i[5]:[0]:[0]:[32]:[10.100.100.1]/224 
                      10.100.100.2                      100          0 300 100 i 
*>i                   10.100.100.2                      100          0 300 100 i 
* i[5]:[0]:[0]:[32]:[10.100.100.2]/224 
                      10.100.100.2                      100          0 300 100 i 
*>i                   10.100.100.2                      100          0 300 100 i

 
 
<#root>

S2-BG1# 

show ip int brie



 
IP Interface Status for VRF "default"(1) 
Interface            IP Address      Interface Status 
Lo0                  10.31.1.3       protocol-up/link-up/admin-up        
Lo1                  10.135.135.135  protocol-up/link-up/admin-up        

Lo100                10.100.100.2    protocol-up/link-up/admin-up 

       
Eth1/1               192.168.17.12   protocol-up/link-up/admin-up        
Eth1/3               10.150.152.1    protocol-up/link-up/admin-up        
S2-BG1#  
 
S2-BG1# 

show ip route 10.2.3.4 vrf vrf_2

 
IP Route Table for VRF "vrf_2" 
'*' denotes best ucast next-hop 
'**' denotes best mcast next-hop 
'[x/y]' denotes [preference/metric] 
'%<string>' in via output denotes VRF <string> 

 

10.2.3.4/32, ubest/mbest: 1/0 

*via 10.100.100.1%default, [20/0], 04:09:46, bgp-200, external, tag 300, segid: 4000502 tunnelid: 0xa646401 encap: VXLAN

 
S2-BG1# 
 
S2-BG1# 

show bgp l2vpn evpn

 
BGP routing table information for VRF default, address family L2VPN EVPN 
BGP table version is 6206, Local Router ID is 10.31.1.3 
Status: s-suppressed, x-deleted, S-stale, d-dampened, h-history, *-valid, >-best 
Path type: i-internal, e-external, c-confed, l-local, a-aggregate, r-redist, I-injected 
Origin codes: i - IGP, e - EGP, ? - incomplete, | - multipath, & - backup, 2 - best2 
 
   Network            Next Hop            Metric     LocPrf     Weight Path 
Route Distinguisher: 100:4000502 
*>e[5]:[0]:[0]:[24]:[192.168.100.0]/224 
                      10.100.100.1                                   0 300 100 i 

*>e[5]:[0]:[0]:[32]:[10.2.3.4]/224 

                      10.100.100.1                                   0 300 100 65111 i

 
*>e[5]:[0]:[0]:[32]:[10.100.100.1]/224 
                      10.100.100.1                                   0 300 100 i 
*>e[5]:[0]:[0]:[32]:[10.100.100.2]/224 
                      10.100.100.1                                   0 300 100 i

 
 
<#root>

S2-BG2# 

show ip int brief

 



IP Interface Status for VRF "default"(1) 
Interface            IP Address      Interface Status 
Lo0                  10.31.1.4       protocol-up/link-up/admin-up 
Lo1                  10.136.136.136  protocol-up/link-up/admin-up 

Lo100                10.100.100.2    protocol-up/link-up/admin-up

 
Eth1/1               192.168.18.12   protocol-up/link-up/admin-up 
Eth1/3               10.150.153.1    protocol-up/link-up/admin-up 
S2-BG2#  
S2-BG2#  
S2-BG2# 

show ip route 10.2.3.4 vrf vrf_2

 
IP Route Table for VRF "vrf_2" 
'*' denotes best ucast next-hop 
'**' denotes best mcast next-hop 
'[x/y]' denotes [preference/metric] 
'%<string>' in via output denotes VRF <string> 
 

10.2.3.4/32, ubest/mbest: 1/0 

    *via 10.100.100.1%default, [20/0], 04:15:13, bgp-200, external, tag 300, segid: 4000502 tunnelid: 0xa646401 encap: VXLAN

 
S2-BG2#  
S2-BG2# 

show bgp l2vpn evpn

 
BGP routing table information for VRF default, address family L2VPN EVPN 
BGP table version is 5455, Local Router ID is 10.31.1.4 
Status: s-suppressed, x-deleted, S-stale, d-dampened, h-history, *-valid, >-best 
Path type: i-internal, e-external, c-confed, l-local, a-aggregate, r-redist, I-injected 
Origin codes: i - IGP, e - EGP, ? - incomplete, | - multipath, & - backup, 2 - best2 
 
        Network            Next Hop            Metric     LocPrf     Weight Path 
Route Distinguisher: 100:4000502 
*>e[5]:[0]:[0]:[24]:[192.168.100.0]/224 
                      10.100.100.1                                   0 300 100 i 

*>e[5]:[0]:[0]:[32]:[10.2.3.4]/224 

                      10.100.100.1                                   0 300 100 65111 i

 
*>e[5]:[0]:[0]:[32]:[10.100.100.1]/224 
                      10.100.100.1                                   0 300 100 i 
*>e[5]:[0]:[0]:[32]:[10.100.100.2]/224 
                      10.100.100.1                                   0 300 100 i

 
 
<#root>

Router_Server# 

show ip int brief

 
IP Interface Status for VRF "default"(1) 
Interface            IP Address      Interface Status 



Lo0                  10.32.1.1       protocol-up/link-up/admin-up        
Eth2/1               10.150.150.2    protocol-up/link-up/admin-up        
Eth2/2               10.150.151.2    protocol-up/link-up/admin-up        
Eth2/4               10.150.152.2    protocol-up/link-up/admin-up        
Eth2/5               10.150.153.2    protocol-up/link-up/admin-up        
Router_Server#  
Router_Server# 

show ip route 10.100.100.1

     
IP Route Table for VRF "default" 
'*' denotes best ucast next-hop 
'**' denotes best mcast next-hop 
'[x/y]' denotes [preference/metric] 
'%<string>' in via output denotes VRF <string> 
 

10.100.100.1/32, ubest/mbest: 2/0 

   *via 10.150.150.1, [20/0], 4d22h, bgp-300, external, tag 100 

   *via 10.150.151.1, [20/0], 4d22h, bgp-300, external, tag 100

 
Router_Server#  
Router_Server#  
Router_Server# 

show ip route 10.100.100.2

 
IP Route Table for VRF "default" 
'*' denotes best ucast next-hop 
'**' denotes best mcast next-hop 
'[x/y]' denotes [preference/metric] 
'%<string>' in via output denotes VRF <string> 

10.100.100.2/32, ubest/mbest: 2/0 

    *via 10.150.152.1, [20/0], 3w5d, bgp-300, external, tag 200 

    *via 10.150.153.1, [20/0], 3w5d, bgp-300, external, tag 200

 
Router_Server#  
Router_Server# 

show bgp l2vpn evpn

 
BGP routing table information for VRF default, address family L2VPN EVPN 
BGP table version is 4574, Local Router ID is 10.32.1.1 
Status: s-suppressed, x-deleted, S-stale, d-dampened, h-history, *-valid, >-best 
Path type: i-internal, e-external, c-confed, l-local, a-aggregate, r-redist, I-injected 
Origin codes: i - IGP, e - EGP, ? - incomplete, | - multipath, & - backup, 2 - best2 
 
    Network            Next Hop            Metric     LocPrf     Weight Path 
Route Distinguisher: 200:4000100 
* e[2]:[0]:[0]:[48]:[6c8b.d3fe.ecb5]:[32]:[192.168.100.103]/272 
                  10.100.100.2          2000                     0 200 i 
*>e                   10.100.100.2          2000                     0 200 i 
 
Route Distinguisher: 100:4000502 
*>e[5]:[0]:[0]:[24]:[192.168.100.0]/224 
                     10.100.100.1          2000                     0 100 i 
* e                   10.100.100.1          2000                     0 100 i 

* e[5]:[0]:[0]:[32]:[10.2.3.4]/224 



                     10.100.100.1          2000                     0 100 65111 i 

*>e                   10.100.100.1          2000                     0 100 65111 i

 
*>e[5]:[0]:[0]:[32]:[10.100.100.1]/224 
                    10.100.100.1          2000                     0 100 i 
* e                   10.100.100.1          2000                     0 100 i 
*>e[5]:[0]:[0]:[32]:[10.100.100.2]/224 
>                     10.100.100.1          2000                     0 100 i 
* e                   10.100.100.1          2000                     0 100 i

 
 
<#root>

S1_B2#  
S1_B2# 

show ip int brie

 
IP Interface Status for VRF "default"(1) 
Interface            IP Address      Interface Status 
Lo0                  10.31.1.2       protocol-up/link-up/admin-up        
Lo1                  10.134.134.134  protocol-up/link-up/admin-up        
Lo100                10.100.100.1    protocol-up/link-up/admin-up        
Eth1/1               192.168.16.12   protocol-up/link-up/admin-up        
Eth1/3               10.150.151.1    protocol-up/link-up/admin-up        
S1_B2#  
S1_B2#

sho ip route 192.168.100.103 vrf vrf_2

 
IP Route Table for VRF "vrf_2" 
'*' denotes best ucast next-hop 
'**' denotes best mcast next-hop 
'[x/y]' denotes [preference/metric] 
'%<string>' in via output denotes VRF <string> 
 
192.168.100.103/32, ubest/mbest: 1/0 
    *via 10.100.100.2%default, [20/0], 4d23h, bgp-100, external, tag 300, segid: 4000502 tunnelid: 0xa646402 encap: VXLAN 
 
S1_B2#  
S1_B2# 

show ip route 10.2.3.4 vrf vrf_2

 
IP Route Table for VRF "vrf_2" 
'*' denotes best ucast next-hop 
'**' denotes best mcast next-hop 
'[x/y]' denotes [preference/metric] 
'%<string>' in via output denotes VRF <string> 
 

10.2.3.4/32, ubest/mbest: 1/0 

    *via 10.102.1.10%default, [200/0], 05:04:19, bgp-100, internal, tag 65111, segid: 4000502 tunnelid: 0xa66010a encap: VXLAN

 
 
S1_B2#  
S1_B2#  
S1_B2# 



show bgp l2vpn evpn

 
BGP routing table information for VRF default, address family L2VPN EVPN 
BGP table version is 5449, Local Router ID is 10.31.1.2 
Status: s-suppressed, x-deleted, S-stale, d-dampened, h-history, *-valid, >-best 
Path type: i-internal, e-external, c-confed, l-local, a-aggregate, r-redist, I-injected 
Origin codes: i - IGP, e - EGP, ? - incomplete, | - multipath, & - backup, 2 - best2 
 
   Network            Next Hop            Metric     LocPrf     Weight Path 
Route Distinguisher: 200:4000100 
 
*>e[2]:[0]:[0]:[48]:[6c8b.d3fe.df3b]:[32]:[192.168.100.104]/272 
                      10.100.100.2                                   0 300 200 i 
*>e[2]:[0]:[0]:[48]:[6c8b.d3fe.ecb5]:[32]:[192.168.100.103]/272 
                      10.100.100.2                                   0 300 200 i

 
 
<#root>

Route Distinguisher: 200:4000200 
*>e[2]:[0]:[0]:[48]:[6c8b.d3fe.df3b]:[32]:[192.168.100.104]/272 
                      10.100.100.2                                   0 300 200 i 
*>e[2]:[0]:[0]:[48]:[6c8b.d3fe.ecb5]:[32]:[192.168.100.103]/272 
                      10.100.100.2                                   0 300 200 i 
 
Route Distinguisher: 10.102.0.9:5 
*>i[2]:[0]:[0]:[48]:[cc7f.76fa.118f]:[0]:[0.0.0.0]/216 
                      10.202.202.202                    100          0 i 
*>i[5]:[0]:[0]:[24]:[192.168.100.0]/224 
                      10.102.1.10                       100          0 i 

*>i[5]:[0]:[0]:[32]:[10.2.3.4]/224 

                      10.102.1.10                       100          0 65111 i

 
*>i[5]:[0]:[0]:[32]:[10.100.100.2]/224 
                      10.102.1.10                       100          0 i 
 
Route Distinguisher: 10.102.0.10:5 
*>i[2]:[0]:[0]:[48]:[cc7f.76c6.a673]:[0]:[0.0.0.0]/216 
                      10.202.202.202                    100          0 i 
*>i[5]:[0]:[0]:[24]:[192.168.100.0]/224 
                      10.102.1.6                        100          0 i 
*>i[5]:[0]:[0]:[32]:[10.2.3.4]/224 
                      10.102.1.6                        100          0 65111 i 
*>i[5]:[0]:[0]:[32]:[10.100.100.1]/224 
                      10.102.1.6                        100          0 i 
 
Route Distinguisher: 10.31.1.2:5    (L3VNI 4000502) 
*>l[5]:[0]:[0]:[24]:[192.168.100.0]/224 
                      10.134.134.134                    100          0 i 
*>l[5]:[0]:[0]:[32]:[10.2.3.4]/224 
                      10.134.134.134                    100          0 65111 i 
*>l[5]:[0]:[0]:[32]:[10.100.100.1]/224 
                      10.134.134.134                    100          0 i 
*>l[5]:[0]:[0]:[32]:[10.100.100.2]/224 
                      10.134.134.134                    100          0 i 
 
S1_B2# 

 



 
<#root>

S1-Bg1# 

show ip int brie

 
IP Interface Status for VRF "default"(1) 
Interface            IP Address      Interface Status 
Lo0                  10.31.1.1       protocol-up/link-up/admin-up        
Lo1                  10.133.133.133  protocol-up/link-up/admin-up        
Lo100                10.100.100.1    protocol-up/link-up/admin-up        
Eth1/1               192.168.15.12   protocol-up/link-up/admin-up        
Eth1/3               10.150.150.1    protocol-up/link-up/admin-up        
S1-Bg1#  
 
S1-Bg1# 

show ip route 10.100.100.2 vrf vrf_2

 
IP Route Table for VRF "vrf_2" 
'*' denotes best ucast next-hop 
'**' denotes best mcast next-hop 
'[x/y]' denotes [preference/metric] 
'%<string>' in via output denotes VRF <string> 
 

10.100.100.2/32, ubest/mbest: 1/0 

    *via 10.102.1.10%default, [200/0], 4d23h, bgp-100, internal, tag 100, segid: 4000502 tunnelid: 0xa66010a encap: VXLAN

 
 
S1-Bg1#  
 
S1-Bg1# 

show ip route 192.168.100.103 vrf vrf_2

 
IP Route Table for VRF "vrf_2" 
'*' denotes best ucast next-hop 
'**' denotes best mcast next-hop 
'[x/y]' denotes [preference/metric] 
'%<string>' in via output denotes VRF <string> 
 

192.168.100.103/32, ubest/mbest: 1/0 

    *via 10.100.100.2%default, [20/0], 4d23h, bgp-100, external, tag 300, segid: 4000502 tunnelid: 0xa646402 encap: VXLAN

 
 
S1-Bg1#  
 
S1-Bg1# 

show ip route 10.2.3.4 vrf vrf_2

 
IP Route Table for VRF "vrf_2" 
'*' denotes best ucast next-hop 
'**' denotes best mcast next-hop 
'[x/y]' denotes [preference/metric] 
'%<string>' in via output denotes VRF <string> 
 



10.2.3.4/32, ubest/mbest: 1/0

 

    *via 10.102.1.10%default, [200/0], 05:21:41, bgp-100, internal, tag 65111, segid: 4000502 tunnelid: 0xa66010a encap: VXLAN

 
 
S1-Bg1#  
S1-Bg1# 

show bgp l2vpn evpn

 
BGP routing table information for VRF default, address family L2VPN EVPN 
BGP table version is 6654, Local Router ID is 10.31.1.1 
Status: s-suppressed, x-deleted, S-stale, d-dampened, h-history, *-valid, >-best 
Path type: i-internal, e-external, c-confed, l-local, a-aggregate, r-redist, I-injected 
Origin codes: i - IGP, e - EGP, ? - incomplete, | - multipath, & - backup, 2 - best2 
 
   Network            Next Hop            Metric     LocPrf     Weight Path 
Route Distinguisher: 200:4000100 
*>e[2]:[0]:[0]:[48]:[6c8b.d3fe.df3b]:[32]:[192.168.100.104]/272 
                      10.100.100.2                                   0 300 200 i 
*>e[2]:[0]:[0]:[48]:[6c8b.d3fe.ecb5]:[32]:[192.168.100.103]/272 
                     10.100.100.2                                   0 300 200 i 
 
Route Distinguisher: 200:4000200 
*>e[2]:[0]:[0]:[48]:[6c8b.d3fe.df3b]:[32]:[192.168.200.104]/272 
                     10.100.100.2                                   0 300 200 i 
*>e[2]:[0]:[0]:[48]:[6c8b.d3fe.ecb5]:[32]:[192.168.200.103]/272 
                     10.100.100.2                                   0 300 200 i 
 
Route Distinguisher: 10.31.1.1:32867    (L2VNI 4000100) 
*>e[2]:[0]:[0]:[48]:[6c8b.d3fe.ecb5]:[32]:[192.168.100.103]/272 
                     10.100.100.2                                   0 300 200 i 
*>i[2]:[0]:[0]:[48]:[6c8b.d3fe.ff09]:[32]:[192.168.100.102]/272 
                      10.202.202.202                    100          0 i 
* i                   10.202.202.202                    100          0 i 
*>i[2]:[0]:[0]:[48]:[6c8b.d3ff.00a7]:[32]:[192.168.100.100]/272 
                      10.201.201.201                    100          0 i 
* i                   10.201.201.201                    100          0 i 
*>e[2]:[0]:[0]:[48]:[6c8b.d3fe.ecb5]:[32]:[192.168.200.103]/272 
                      10.100.100.2                                   0 300 200 i 
*>i[2]:[0]:[0]:[48]:[6c8b.d3fe.ff09]:[32]:[192.168.200.102]/272 
                      10.202.202.202                    100          0 i 
* i                   10.202.202.202                    100          0 i 
*>i[2]:[0]:[0]:[48]:[6c8b.d3ff.00a7]:[32]:[192.168.200.100]/272 
                      10.201.201.201                    100          0 i 
* i                   10.201.201.201                    100          0 i 
 
Route Distinguisher: 10.102.0.10:5 
*>i[2]:[0]:[0]:[48]:[cc7f.76c6.a673]:[0]:[0.0.0.0]/216 
                     10.202.202.202                    100          0 i 
*>i[5]:[0]:[0]:[24]:[192.168.100.0]/224 
                      10.102.1.6                        100          0 i 
*>i[5]:[0]:[0]:[32]:[10.2.3.4]/224 
                      10.102.1.6                        100          0 65111 i 
*>i[5]:[0]:[0]:[32]:[10.100.100.1]/224 
                      10.102.1.6                        100          0 i 

                 

 



Route Distinguisher: 10.31.1.1:5    (L3VNI 4000502) 
*>l[5]:[0]:[0]:[24]:[192.168.100.0]/224 
                      10.133.133.133                    100          0 i 
*>l[5]:[0]:[0]:[32]:[10.2.3.4]/224 
                      10.133.133.133                    100          0 65111 i 
*>l[5]:[0]:[0]:[32]:[10.100.100.1]/224 
                      10.133.133.133                    100          0 i 
*>l[5]:[0]:[0]:[32]:[10.100.100.2]/224 
                      10.133.133.133                    100          0 i 
S1-Bg1# 

 
 
<#root>

S1-Leaf1# 

show ip int brief

 
IP Interface Status for VRF "default"(1) 
Interface            IP Address      Interface Status 
Lo0                  10.102.0.5      protocol-up/link-up/admin-up        
Lo1                  10.102.1.8      protocol-up/link-up/admin-up        
Eth1/2               192.168.17.12   protocol-up/link-up/admin-up        
S1-Leaf1#  
 
S1-Leaf1# 

show bgp l2vpn evpn vrf vrf_2

 
BGP routing table information for VRF default, address family L2VPN EVPN 
BGP table version is 918, Local Router ID is 10.102.0.5 
Status: s-suppressed, x-deleted, S-stale, d-dampened, h-history, *-valid, >-best 
Path type: i-internal, e-external, c-confed, l-local, a-aggregate, r-redist, I-injected 
Origin codes: i - IGP, e - EGP, ? - incomplete, | - multipath, & - backup, 2 - best2 
 
     Network            Next Hop            Metric     LocPrf     Weight Path 
Route Distinguisher: 10.102.0.5:5    (L3VNI 4000502) 
*>i[2]:[0]:[0]:[48]:[6c8b.d3fe.ecb5]:[32]:[192.168.100.103]/272 
                   10.100.100.1                      100          0 300 200 i 
*>i[2]:[0]:[0]:[48]:[6c8b.d3fe.ecb5]:[32]:[192.168.200.103]/272 
                   10.100.100.1                      100          0 300 200 i 
*>i[5]:[0]:[0]:[24]:[192.168.100.0]/224 
                   10.102.1.10                       100          0 i 
* i                   10.102.1.6                        100          0 i 

*>i[5]:[0]:[0]:[32]:[10.2.3.4]/224 

                    10.102.1.10                       100          0 65111 i 

* i                   10.102.1.6                        100          0 65111 i

 
*>i[5]:[0]:[0]:[32]:[10.100.100.1]/224 
                    10.102.1.6                        100          0 i 
*>i[5]:[0]:[0]:[32]:[10.100.100.2]/224 
                    10.102.1.10                       100          0 i 
S1-Leaf1#  
 
S1-Leaf2# 

show ip int brie

 



IP Interface Status for VRF "default"(1) 
Interface            IP Address      Interface Status 
Lo0                  10.102.0.8      protocol-up/link-up/admin-up        
Lo1                  10.102.1.9      protocol-up/link-up/admin-up        
Eth1/2               192.168.18.12   protocol-up/link-up/admin-up        
S1-Leaf2#  
S1-Leaf2#  
S1-Leaf2# 

show bgp l2vpn evpn vrf vrf_2

 
BGP routing table information for VRF default, address family L2VPN EVPN 
BGP table version is 680, Local Router ID is 10.102.0.8 
Status: s-suppressed, x-deleted, S-stale, d-dampened, h-history, *-valid, >-best 
Path type: i-internal, e-external, c-confed, l-local, a-aggregate, r-redist, I-injected 
Origin codes: i - IGP, e - EGP, ? - incomplete, | - multipath, & - backup, 2 - best2 
   Network            Next Hop            Metric     LocPrf     Weight Path 
Route Distinguisher: 10.102.0.8:5    (L3VNI 4000502) 
*>i[2]:[0]:[0]:[48]:[6c8b.d3fe.ecb5]:[32]:[192.168.100.103]/272 
                      10.100.100.1                      100          0 300 200 i 
*>i[2]:[0]:[0]:[48]:[6c8b.d3fe.ecb5]:[32]:[192.168.200.103]/272 
                     10.100.100.1                      100          0 300 200 i 
*>i[5]:[0]:[0]:[24]:[192.168.100.0]/224                   
    10.102.1.10                       100          0 i 
* i                   10.102.1.6                        100          0 i 

* i[5]:[0]:[0]:[32]:[10.2.3.4]/224

 

                      10.102.1.6                        100          0 65111 i

 

*>i                   10.102.1.10                       100          0 65111 i

 
*>i[5]:[0]:[0]:[32]:[10.100.100.1]/224 
                      10.102.1.6                        100          0 i 
*>i[5]:[0]:[0]:[32]:[10.100.100.2]/224 
                      10.102.1.10                       100          0 i 
S1-Leaf3#  
S1-Leaf3# 

show ip int brie

 
IP Interface Status for VRF "default"(1) 
Interface            IP Address      Interface Status 
Lo0                  10.102.0.9      protocol-up/link-up/admin-up        
Lo1                  10.102.1.10     protocol-up/link-up/admin-up        
Eth1/2               192.168.19.12   protocol-up/link-up/admin-up        
S1-Leaf3#  
S1-Leaf3#  
S1-Leaf3#  
S1-Leaf3# 

show bgp l2vpn evpn vrf vrf_2

 
BGP routing table information for VRF default, address family L2VPN EVPN 
BGP table version is 5431, Local Router ID is 10.102.0.9 
Status: s-suppressed, x-deleted, S-stale, d-dampened, h-history, *-valid, >-best 
Path type: i-internal, e-external, c-confed, l-local, a-aggregate, r-redist, I-injected 



Origin codes: i - IGP, e - EGP, ? - incomplete, | - multipath, & - backup, 2 - best2 
   Network            Next Hop            Metric     LocPrf     Weight Path 
 
Route Distinguisher: 10.102.0.9:5    (L3VNI 4000502) 
*>i[2]:[0]:[0]:[48]:[6c8b.d3fe.ecb5]:[32]:[192.168.100.103]/272 
                      10.100.100.1                      100          0 300 200 i 
* i[5]:[0]:[0]:[24]:[192.168.100.0]/224 
                      10.102.1.6                        100          0 i 
*>l                   10.102.1.10                       100      32768 i 

* i[5]:[0]:[0]:[32]:[10.2.3.4]/224

 

                      10.102.1.6                        100          0 65111 i

 

*>l                   10.102.1.10                                    0 65111 i

 
*>i[5]:[0]:[0]:[32]:[10.100.100.1]/224 
                      10.102.1.6                        100          0 i 
*>l[5]:[0]:[0]:[32]:[10.100.100.2]/224 
                      10.102.1.10                       100      32768 i 
S1-Leaf3#  
 
S1_Leaf4#  
S1_Leaf4# 

show ip int brief

 
IP Interface Status for VRF "default"(1) 
Interface            IP Address      Interface Status 
Lo0                  10.102.0.10     protocol-up/link-up/admin-up        
Lo1                  10.102.1.6      protocol-up/link-up/admin-up        
Eth1/2               192.168.20.12   protocol-up/link-up/admin-up        
S1_Leaf4#  
S1_Leaf4#  
S1_Leaf4# 

show bgp l2vpn evpn vrf vrf_2

 
BGP routing table information for VRF default, address family L2VPN EVPN 
BGP table version is 5118, Local Router ID is 10.102.0.10 
Status: s-suppressed, x-deleted, S-stale, d-dampened, h-history, *-valid, >-best 
Path type: i-internal, e-external, c-confed, l-local, a-aggregate, r-redist, I-injected 
Origin codes: i - IGP, e - EGP, ? - incomplete, | - multipath, & - backup, 2 - best2 
 
   Network            Next Hop            Metric     LocPrf     Weight Path 
Route Distinguisher: 10.102.0.10:5    (L3VNI 4000502) 
*>i[2]:[0]:[0]:[48]:[6c8b.d3fe.ecb5]:[32]:[192.168.100.103]/272 
                      10.100.100.1                      100          0 300 200 i 
*>i[2]:[0]:[0]:[48]:[6c8b.d3fe.ecb5]:[32]:[192.168.200.103]/272 
                      10.100.100.1                      100          0 300 200 i 
*>i[2]:[0]:[0]:[48]:[6c8b.d3ff.00a7]:[32]:[192.168.100.100]/272 
                      10.201.201.201                    100          0 i 
* i                   10.201.201.201                    100          0 i 
* i[5]:[0]:[0]:[24]:[192.168.100.0]/224                   
                       10.102.1.10                       100          0 i 
*>l                   10.102.1.6                        100      32768 i 

*>l[5]:[0]:[0]:[32]:[10.2.3.4]/224



 

                      10.102.1.6                                     0 65111 i

 

* i                   10.102.1.10                       100          0 65111 i

 
*>l[5]:[0]:[0]:[32]:[10.100.100.1]/224 
                      10.102.1.6                        100      32768 i 
*>i[5]:[0]:[0]:[32]:[10.100.100.2]/224 
                      10.102.1.10                       100          0 i 
S1_Leaf4# 

 

تانايبلا ىوتسم نم ققحتلا

 مزحلا طاقتلا بيلاسأ مهف لجأ نم ةددعتم ةزهجأ ىلع تانايبلا ةطخ نم ققحتلا رابتخإ متي
.اهتانيوكتمو ةفلتخملا

 ىلع 192.168.100.103 ناونع ردصملا نم "10.2.3.4" 100 عاجرتسالا يجراخلا هجوملا زؤي
.3-فيضملا

 
<#root>

HOST_3# 
HOST_3# 

ping 10.2.3.4 source 192.168.100.103

 
PING 10.2.3.4 (10.2.3.4) from 192.168.100.103: 56 data bytes 
64 bytes from 10.2.3.4: icmp_seq=0 ttl=250 time=1.153 ms 
64 bytes from 10.2.3.4: icmp_seq=1 ttl=250 time=0.569 ms 
64 bytes from 10.2.3.4: icmp_seq=2 ttl=250 time=0.562 ms 
64 bytes from 10.2.3.4: icmp_seq=3 ttl=250 time=0.525 ms 
64 bytes from 10.2.3.4: icmp_seq=4 ttl=250 time=0.527 ms 
--- 10.2.3.4 ping statistics --- 
5 packets transmitted, 5 packets received, 0.00% packet loss 
round-trip min/avg/max = 0.525/0.667/1.153 ms 
HOST_3# 

 

 يتلا ةقرولا ديكأت لجأ نم 2 و 1 تاحفصلا نم 2 عقوملا يف رزيلاناثيإلا ذخأ متي
.10.2.3.4 عاجرتسالا يجراخلا هجوملل رورملا ةكرح هيجوت ديعت/ىقلتت

 
<#root>

S2-Leaf1(config-monitor)# 

sho clock

 
Warning: No NTP peer/server configured. Time may be out of sync. 
07:11:37.455 UTC Tue Feb 21 2023 



Time source is NTP 
S2-Leaf1(config-monitor)#  
S2-Leaf1(config-monitor)# 

show run section monitor

 
show running-config | section monitor 
icam monitor scale 
monitor session 1  
  source interface port-channel100 both 
  destination interface sup-eth0 
  no shut 
S2-Leaf1(config-monitor)#  
S2-Leaf2(config-monitor)#  
S2-Leaf2(config-monitor)# 

ethanalyzer local interface inband display-filter "ip.addr==10.2.3.4 && ip.addr==192.168.100.103 && icmp" limit-captured-frames 0

 
Capturing on 'ps-inb' 
1385 2023-02-21 07:10:46.424195144 192.168.100.103 → 10.2.3.4     ICMP 102 Echo (ping) request  id=0xdd1f, seq=0/0, ttl=255 
 1386 2023-02-21 07:10:46.424818423     10.2.3.4 → 192.168.100.103 ICMP 98 Echo (ping) reply    id=0xdd1f, seq=0/0, ttl=251 (request in 1385) 
 1387 2023-02-21 07:10:46.425263621 192.168.100.103 → 10.2.3.4     ICMP 102 Echo (ping) request  id=0xdd1f, seq=256/1, ttl=255 
 1388 2023-02-21 07:10:46.425486046     10.2.3.4 → 192.168.100.103 ICMP 98 Echo (ping) reply    id=0xdd1f, seq=256/1, ttl=251 (request in 1387) 
 1389 2023-02-21 07:10:46.425856150 192.168.100.103 → 10.2.3.4     ICMP 102 Echo (ping) request  id=0xdd1f, seq=512/2, ttl=255 
 1390 2023-02-21 07:10:46.426095692     10.2.3.4 → 192.168.100.103 ICMP 98 Echo (ping) reply    id=0xdd1f, seq=512/2, ttl=251 (request in 1389) 
 1391 2023-02-21 07:10:46.426438174 192.168.100.103 → 10.2.3.4     ICMP 102 Echo (ping) request  id=0xdd1f, seq=768/3, ttl=255 
 1392 2023-02-21 07:10:46.426642605     10.2.3.4 → 192.168.100.103 ICMP 98 Echo (ping) reply    id=0xdd1f, seq=768/3, ttl=251 (request in 1391) 
 1393 2023-02-21 07:10:46.427004108 192.168.100.103 → 10.2.3.4     ICMP 102 Echo (ping) request  id=0xdd1f, seq=1024/4, ttl=255 
 1394 2023-02-21 07:10:46.427210984     10.2.3.4 → 192.168.100.103 ICMP 98 Echo (ping) reply    id=0xdd1f, seq=1024/4, ttl=251 (request in 1393) 
10  
S2-Leaf2(config-monitor)#  
S2-Leaf2(config-monitor)# 

sho clock

 
Warning: No NTP peer/server configured. Time may be out of sync. 
07:12:31.069 UTC Tue Feb 21 2023 
Time source is NTP 
S2-Leaf2(config-monitor)# 

 

 بلط هيجوت ةداعإو مالتساب Site 2 Leaf-2 ل دكؤملا (CLI) رماوألا رطس ةهجاو جارخإ موقي
.10.2.3.4 يجراخلا هجوملل (ICMP) تنرتنإلا يف مكحتلا لئاسر لوكوتورب

 هيجوت ديعت قاروأ يأ نم ققحتي 1 عقوملا نأ (CLI) رماوألا رطس ةهجاول يلاتلا لاثملا دكؤي
.10.2.3.4 ةهجولا وحن مزحلا

 
<#root>

S1-Leaf3(config-monitor)#  
S1-Leaf3(config-monitor)#  

ethanalyzer local interface inband display-filter "ip.addr==10.2.3.4 && ip.addr==192.168.100.103 && icmp" limit-captured-frames 0

 
Capturing on 'ps-inb' 
  253 2023-02-21 07:10:50.379741403 192.168.100.103 → 10.2.3.4     ICMP 98 Echo (ping) request  id=0xdd1f, seq=0/0, ttl=251 



  254 2023-02-21 07:10:50.380357311     10.2.3.4 → 192.168.100.103 ICMP 102 Echo (ping) reply    id=0xdd1f, seq=0/0, ttl=255 (request in 253) 
  255 2023-02-21 07:10:50.380810012 192.168.100.103 → 10.2.3.4     ICMP 98 Echo (ping) request  id=0xdd1f, seq=256/1, ttl=251 
  256 2023-02-21 07:10:50.381025676     10.2.3.4 → 192.168.100.103 ICMP 102 Echo (ping) reply    id=0xdd1f, seq=256/1, ttl=255 (request in 255) 
  257 2023-02-21 07:10:50.381401968 192.168.100.103 → 10.2.3.4     ICMP 98 Echo (ping) request  id=0xdd1f, seq=512/2, ttl=251 
  258 2023-02-21 07:10:50.381631838     10.2.3.4 → 192.168.100.103 ICMP 102 Echo (ping) reply    id=0xdd1f, seq=512/2, ttl=255 (request in 257) 
  259 2023-02-21 07:10:50.381984272 192.168.100.103 → 10.2.3.4     ICMP 98 Echo (ping) request  id=0xdd1f, seq=768/3, ttl=251 
  260 2023-02-21 07:10:50.382176820     10.2.3.4 → 192.168.100.103 ICMP 102 Echo (ping) reply    id=0xdd1f, seq=768/3, ttl=255 (request in 259) 
  261 2023-02-21 07:10:50.382549820 192.168.100.103 → 10.2.3.4     ICMP 98 Echo (ping) request  id=0xdd1f, seq=1024/4, ttl=251 
  262 2023-02-21 07:10:50.382746640     10.2.3.4 → 192.168.100.103 ICMP 102 Echo (ping) reply    id=0xdd1f, seq=1024/4, ttl=255 (request in 261) 
 
S1-Leaf3(config-monitor)# 

sho clock

 
Warning: No NTP peer/server configured. Time may be out of sync. 
07:11:22.514 UTC Tue Feb 21 2023 
Time source is NTP 
S1-Leaf3(config-monitor)#   
 
S1-Leaf3(config-monitor)# 

show run section monitor

 
show running-config | section monitor 
monitor session 1  
  source interface port-channel2 both 
  destination interface sup-eth0 
  no shut 
S1-Leaf3(config-monitor)#  
S1-Leaf3(config-monitor)# 

show moni sess 1

 
   session 1 
--------------- 
type              : local 
state             : up 
acl-name          : acl-name not specified 
source intf       :  
    rx            : Po2            
    tx            : Po2            
    both          : Po2            
source VLANs      :  
    rx            :  
    tx            :  
    both          :  
filter VLANs      : filter not specified 
source fwd drops  :  
destination ports : sup-eth0   
source VSANs      :  
    rx            :  
 
S1-Leaf3(config-monitor)#  
 
S1_Leaf4(config-monitor)# 

ethanalyzer local interface inband display-filter "ip.addr==192.168.100.103"  limit-captured-frames 0

 
Capturing on 'ps-inb' 
S1_Leaf4(config-monitor)#  



S1_Leaf4(config-monitor)# 

sho clock

 
Warning: No NTP peer/server configured. Time may be out of sync. 
07:11:15.187 UTC Tue Feb 21 2023 
Time source is NTP 
S1_Leaf4(config-monitor)# 

 

 .يجراخلا هجوملا ىلإ Host-3 زارطلا نم لاصتالا يف تالكشم هجاوي هنأب ليمعلا بيجتسي
 نأب ديكأت ىلإ جاتحيو VXLAN ةينب يف ماري ام ىلع ءيش لك نأ نم دكأتلا ليمعلا ديري
 هذه ءاطخأ فاشكتسال تاوطخلا .يجراخلا هجوملا وحن رورملا ةكرح هيجوت ةداعإب موقت انتقرو
:يه اهحالصإو ةلكشملا

 وأ IP 10.2.3.4 ناونع ىلإ لوصولا ةيناكمإ نم دكأتو يجراخلا هجوملا وحن لاصتا رابتخإ أدبا
.ال

1. 

 S1-Leaf4 و S1-Leaf3 نم لك ىلع ةنمضملا Logic Analyzer Module (ELAM) تاعومجم ذخ
.(رورملا ةكرح قفدتو ططخملا ىلإ ادانتسا) اهليغشت مت اذإ ام ةفرعمل

2. 

 .3.يجراخلا هجوملا ىلإ طاقنو ةهجاولا نم ةمزحلا هيجوت ةداعإ نم دكأت ،ELAM طاقتلا عم
 ام اذإ .هيلع درلاو ICMP بلط ىلع عالطالا اننكمي ،رزيلاناثيإلا مادختساب -2 عقوملا
. ديعبلا فرط نم ةلكشملا در يف

4. 

 نوكي دقف ،لكاشم هب Host-3 ناكو Host-4 نم هيلإ لوصولا نكمي 10.2.3.4 ناك اذإ
 ققحتلا ءاطخأو (ACL) لوصولا يف مكحتلا ةمئاق نم ققحت .فيضملاب ةصاخ ةلكشم
.ةئزجتلا طابتراو (CRC) راركتلا نم يرودلا

5. 

 
<#root>

HOST_3# 

ping 10.2.3.4 source 192.168.100.103

 
PING 10.2.3.4 (10.2.3.4) from 192.168.100.103: 56 data bytes 
Request 0 timed out 
Request 1 timed out 
Request 2 timed out 
Request 3 timed out 
Request 4 timed out 
--- 10.2.3.4 ping statistics --- 
5 packets transmitted, 0 packets received, 100.00% packet loss 
HOST_3#  
 
Host4# 

ping 10.2.3.4 source 192.168.100.104

 
PING 10.2.3.4 (10.2.3.4) from 192.168.100.104: 56 data bytes 
64 bytes from 10.2.3.4: icmp_seq=0 ttl=250 time=1.266 ms 
64 bytes from 10.2.3.4: icmp_seq=1 ttl=250 time=0.62 m 
64 bytes from 10.2.3.4: icmp_seq=2 ttl=250 time=0.603 ms 
64 bytes from 10.2.3.4: icmp_seq=3 ttl=250 time=0.474 ms 
64 bytes from 10.2.3.4: icmp_seq=4 ttl=250 time=0.457 ms 
--- 10.2.3.4 ping statistics --- 
5 packets transmitted, 5 packets received, 0.00% packet loss 



round-trip min/avg/max = 0.457/0.684/1.266 ms 
 
 

 

تانايبلا ىوتسم نم ققحتلا

SrcId و ،Port ASIC، Slice نم ققحتلل ELAM طاقتلا

 
<#root>
show hardware internal tah interface 

 

 

 

 

        

 

 

 

         

show system internal ethpm info interface 

 

 

 

         

 

 

 

       | i i src 

 

 

 

         

 

 

 

 

 
 
<#root>

S1-Leaf3(TAH-elam)# 

debug platform internal tah elam asic 0

 
S1-Leaf3(TAH-elam)#  

trigger init asic 0 slice 1 in-select 7 out-select 0 use-src-id  8

 
Slot 1: param values: asic 0, slice 1, lu-a2d 1, in-select 7, out-select 0, src_id 8 
S1-Leaf3(TAH-elam-insel7)# 

set inner ipv4 src_ip 192.168.100.103

 



S1-Leaf3(TAH-elam-insel7)# 

start

 
S1-Leaf3(TAH-elam-insel7)#  

report

 
HEAVENLY ELAM REPORT SUMMARY 
slot - 1, asic - 0, slice - 1 
============================ 
Incoming Interface: Eth1/2 
Src Idx : 0x5, Src BD : 2001 
Outgoing Interface Info: dmod 1, dpid 52>>>>>>>>>>>>Pointing to Eth 1/24 towards external Router  
Dst Idx : 0x601, Dst BD : 100 
Packet Type: IPv4 
Dst MAC address: CC:7F:76:FA:11:8F 
Src MAC address: 4C:E1:75:F7:38:C7 
Dst IPv4 address: 10.2.3.4 
Src IPv4 address: 192.168.100.103 
Ver     =  4, DSCP    =   0, Don't Fragment = 0 
Proto   =  1, TTL     =  252, More Fragments = 0 
Hdr len = 20, Pkt len =   84, Checksum       = 0xb712 
L4 Protocol  : 1 
ICMP type    : 8 
ICMP code    : 0 
Drop Info: 
---------- 
LUA: 
LUB: 
LUC: 
LUD: 
Final Drops: 
vntag: 
vntag_valid    : 0 
vntag_vir      : 0 
vntag_svif     : 0 
 
S1-Leaf3(TAH-elam-insel7)#  
 
S1_Leaf4# 

show system internal ethpm info interface ethernet 1/2 | grep slice

 
  IF_STATIC_INFO: port_name=Ethernet1/2,if_index:0x1a000200,ltl=6140,slot=0, nxos_port=4, 
dmod=1,dpid=76,unit=0,queue=65535,xbar_unitbmp=0x0,ns_pid=255,slice_num=1,port_on_slice=4,src_id=8 
 
 
S1_Leaf4(TAH-elam)# 

debug platform internal tah elam asic 0

 
S1_Leaf4(TAH-elam)#  

trigger init asic 0 slice 1 in-select 7 out-select 0 use-src-id  8

 
Slot 1: param values: asic 0, slice 1, lu-a2d 1, in-select 7, out-select 0, src_id 8 
S1_Leaf4(TAH-elam-insel7)# 

set inner ipv4 src_ip 192.168.100.103



 
S1_Leaf4(TAH-elam-insel7)# 

start

 
S1_Leaf4(TAH-elam-insel7)#  

report

 
ELAM not triggered yet on slot - 1, asic - 0, slice - 1 
S1_Leaf4(TAH-elam-insel7)# 

 

 دجوي ال نكل ،يجراخلا هجوملا ىلإ رورملا ةكرح ةقرولا هيجوت ةداعإ يه ELAM تاجرخم نم ةمتاخلا
.ICMP ةباجتسإ لوح يجراخلا هجوملا قيرف عجار ،كلذل .يجراخلا هجوملا نم ةباجتسإ



ةمجرتلا هذه لوح
ةيلآلا تاينقتلا نم ةعومجم مادختساب دنتسملا اذه Cisco تمجرت
ملاعلا ءاحنأ عيمج يف نيمدختسملل معد ىوتحم ميدقتل ةيرشبلاو
امك ةقيقد نوكت نل ةيلآ ةمجرت لضفأ نأ ةظحالم ىجرُي .ةصاخلا مهتغلب
Cisco يلخت .فرتحم مجرتم اهمدقي يتلا  ةيفارتحالا ةمجرتلا عم لاحلا وه
Systems ىلإ اًمئاد عوجرلاب يصوُتو تامجرتلا هذه ةقد نع اهتيلوئسم
.(رفوتم طبارلا) يلصألا يزيلجنإلا دنتسملا


