
ةيتوصلا تاملاكملا لقن ةلكشم فاشكتسأ
 VoLTE يف SRVCC ميلست تقو يف اهحالصإو
تايوتحملا

ةمدقملا
ةيساسألا تابلطتملا
تابلطتملا
ةمدختسملا تانوكملا
تارصتخملا
 ةلكشملا
 اهحالصإو ءاطخألا فاشكتسا
 لحلا

ةمدقملا

لقن متي ال امدنع اهحالصإو ثدحت يتلا ةلكشملا فاشكتسأ ةيفيك دنتسملا اذه حضوي
.SRVCC ميلست تقو يف ةمات ةسالسب VoLTE ةينقت يف ةيتوص ةملاكم

ةيساسألا تابلطتملا

تابلطتملا

:ةيلاتلا عيضاوملاب ةفرعم كيدل نوكت نأب Cisco يصوت

●5000/5500 زارطلل ةزهجألا ةفرعم

StarOS●

ةمدختسملا تانوكملا

.ةنيعم ةيدام تانوكمو جمارب تارادصإ ىلع دنتسملا اذه رصتقي ال

.ةصاخ ةيلمعم ةئيب يف ةدوجوملا ةزهجألا نم دنتسملا اذه يف ةدراولا تامولعملا ءاشنإ مت
تناك اذإ .(يضارتفا) حوسمم نيوكتب دنتسملا اذه يف ةمدختسُملا ةزهجألا عيمج تأدب
.رمأ يأل لمتحملا ريثأتلل كمهف نم دكأتف ،ليغشتلا ديق كتكبش

تارصتخملا
VoLTE ةينقت ىدملا ليوط روطت ربع توصلا
SRVCC ويدارلا ةيداحأ ةيتوصلا تاملاكملا ةلصاوم
CCR نامتئالا يف مكحتلا بلط
CCA نامتئالا يف مكحتلا ةباجإ
AVP ةمسلا ميق جوز
PCRF نحشلا ةدعاقو ةسايسلا ةفيظو
PCEF نحشلاو ةسايسلا ضرف ةفيظو



ويغس ةمدخلا ةرابع
PGW مزحلا تانايب ةكبش ةباوب
مإ مإ لقنتلا ةرادإ ةدحو

 ةلكشملا

نأ الإ ،MME يف SRVCC ميلست حاجن نم مغرلا ىلع هنأ نع غالبإلاب ةمدخلا رفوم ماق
ةيلمع لامتكا دعب .ةميدقلا 2G/3G ةكبش ىلإ ةسالسب هلقن متي مل VoLTE ءاعدتسإ
لمحت SGW ىلإ DELETE_BEARER_COMMAND ةلاسر لاسرإب MME تماق ،SRVCC ميلست
.PGW يف لماحلا قالطإ ةيلمع تحجنو ،ةحيحص ةراشإك توصلا لماح ةمالع
ميلستب PCRF رطخي ال PGW نأ ظحول ،PCRF ىلإ PGW نم تالاصتالا نم ديزم دنع ،نكلو
PS_to_CS_Delivery نأ نم مغرلا ىلع SRVCC يف احجان ناك MME End.

 اهحالصإو ءاطخألا فاشكتسا

دنع اهحالصإو ةيتوصلا تاملاكملا ةجلاعم ءاطخأ فاشكتسال تامولعم مسقلا اذه رفوي
ليجلا نم ةميدقلا ةكبشلا ىلإ (VoLTE) تنرتنإلا ربع توصلا ةينقت نم اهلقن
تنرتنإلا ربع توصلا ليصوت ةعومجم ميلست ةيلمع لالخ نم ثلاثلا ليجلا/يناثلا
(SRVCC).

نيب ةلدابتملا لئاسرلا لسلست يلي اميف .SRVCC ميلست عم "ةيعرف" راثآ عمج مت
MME و SGW و PGW و PCRF.

DELETE_BEARER_COMMAND نم ةلاسر MME ىلإ SGW توصلا لماح ةمالعك true:

INBOUND>>>>>  12:17:24:406 Eventid:141004(3)

[SGW-S11/S4]GTPv2C Rx PDU, from 10.206.33.X:30464 to 10.206.31.Y:2123 (57)

TEID: 0x81E0418E, Message type: EGTP_DELETE_BEARER_COMMAND (0x42)

Sequence Number: 0xD2101D (13766685)

GTP HEADER

       Version number: 2

       TEID flag: Present

       Piggybacking flag: Not present

       Message Priority flag: Not present

       Message Priority: NA

       Message Length: 0x0035 (53)

INFORMATION ELEMENTS

       BEARER CONTEXT:

           Type: 93  Length: 10  Inst: 0

           Value:

               EPS BEARER ID:

                   Type: 73  Length: 1  Inst: 0

                   Value: 7

               BEARER FLAGS:

                   Type: 97  Length: 1  Inst: 0

                   Value:

                        VB : 1                                   >> voice bearer as true

       ULI TIMESTAMP:

           Type: 170  Length: 4  Inst: 0

           Value:

               Seconds: 3766718840

       USER LOCATION INFO:



           Type: 86  Length: 13  Inst: 0

           Value:

               Location type: TAI

               MCC: XYZ

               MNC: AB

               TAC: 0x7D5

               Location type: ECGI

               MCC: XYZ

               MNC: AB

               ECI: 0xE02F902

       UE TIME ZONE:

           Type: 114  Length: 2  Inst: 0

           Value:

               TZ: +5:30

               DST: +0 hour

:PGW ىلإ EGTP_DELETE_BEARER_COMMAND ةلاسر SGW لسري ،كلذ ىلع ةوالع 

INBOUND>>>>>  12:17:24:407 Eventid:141004(3)

[PGW-S5/S2a/S2b]GTPv2C Rx PDU, from 223.224.X.Y:36368 to 223.224.A.B:2123 (57)

TEID: 0x80F0E1DB, Message type: EGTP_DELETE_BEARER_COMMAND (0x42)

Sequence Number: 0xAD818E (11370894)

GTP HEADER

        Version number: 2

        TEID flag: Present

        Piggybacking flag: Not present

        Message Priority flag: Not present

        Message Priority: NA

        Message Length: 0x0035 (53)

INFORMATION ELEMENTS

        BEARER CONTEXT:

            Type: 93  Length: 10  Inst: 0

            Value:

                EPS BEARER ID:

                    Type: 73  Length: 1  Inst: 0

                    Value: 7

                BEARER FLAGS:

                    Type: 97  Length: 1  Inst: 0

                    Value:

                        VB : 1                                   >> voice bearer as true

        ULI TIMESTAMP:

            Type: 170  Length: 4  Inst: 0

            Value:

                Seconds: 3766718840

        USER LOCATION INFO:

            Type: 86  Length: 13  Inst: 0

            Value:

                Location type: TAI

                MCC: XYZ

                MNC: AB

                TAC: 0x7D5

                Location type: ECGI

                MCC: XYZ

                MNC: AB

                ECI: 0xE02F902

        UE TIME ZONE:

            Type: 114  Length: 2  Inst: 0

            Value:

                TZ: +5:30

                DST: +0 hour

:لماحلا فذح يف أدبيو PGW DELETE_BEARER لبقي ،كلذ ىلع ةوالع



<<<

[PGW-S5/S2a/S2b]GTPv2C Tx PDU, from 223.224.A.B:2123 to 223.224.X.Y:36368 (17)

TEID: 0x80F3C18E, Message type: EGTP_DELETE_BEARER_REQUEST (0x63)

Sequence Number: 0xAD818E (11370894)

GTP HEADER

        Version number: 2

        TEID flag: Present

        Piggybacking flag: Not present

        Message Priority flag: Not present

        Message Priority: NA

        Message Length: 0x000D (13)

INFORMATION ELEMENTS

        EPS BEARER ID:

            Type: 73  Length: 1  Inst: 1

            Value: 7

AVP يف ،انه .PCRF هاجتاب CCR ثيدحت ةلاسر ةئيهتب PGW موقي ،كلذ ىلإ ةفاضإ

ةلاحو نحشلا ةدعاق مسا نع PCRF مالعإب PGW موقي ،نحشلا ةدعاق ريرقتب صاخلا

زمر-لشفلا-ةدعاق أطخلا لسري PGW نأ دجوي انه.لشفلاو ةدعاقلا زمرو PCC ةدعاق

،(ةحيحص ةيارلا تناك امك) توصلا لماح قالطإ ىلإ MME تراشأ امكو .PCRF ىلإ

كانه ،كلذ نم الدب .PS_to_CS ميلستب PCRF مالعإ PGW ىلع بجي

RESOURCE_ALLOCATION_FAILURE ىلإ هنع غالبإلا متي PCRF.ناك ،كلذل ةجيتنو

PCRF 4 ةكبش يف لشفلا يف رظنيG يلودلا دصرلا ماظن ىلإ كلذ غالبإب موقيو.

حاجن نم مغرلا ىلعو ،كلذل .VoLTE ةملاكم ءاهنإ ءدب وه IMS ناك ،يلاتلابو

ىلإ ةسالسب ةملاكملا لقن متي مل هنأ الإ ،SRVCC ةئف رتويبمكلا ةزهجأ ةعومجم

.ةميدقلا ثلاثلا ليجلا/يناثلا ليجلا ةكبش
In 3GPP TS 29.212 V13.5.0 (2016-03)

As mentioned in section 3.6, Request of IP-CAN Bearer Termination

If the IP-CAN bearer termination is caused by the PS to CS handover, the PCEF shall report

related PCC rules for this IP-CAN bearer by including the Rule-Failure-Code AVP

set to the value PS_TO_CS_HANDOVER.

In 3GPP TS 29.212 V14.3.0 (2017-03)

As mentioned in section 4.5.6 Indication of IP-CAN Bearer Termination Implications

When the PCEF detects that a dedicated IP-CAN bearer could not be activated or has been

terminated it shall remove the affected PCC rules and send a CCR command to the PCRF

with CC-Request-Type AVP set to the value "UPDATE_REQUEST", including the Charging-Rule-Report

AVP specifying the affected PCC rules with the PCC-Rule-Status set to inactive

and including the Rule-Failure-Code AVP assigned to the value RESOURCE_ALLOCATION_FAILURE.

SRVCC PS-to-CS Handover Indication Support in starOS

This feature helps in notifying the PCRF about the exact reason for PCC rule deactivation on

Voice bearer deletion.

This exact cause will help PCRF to then take further action appropriately.

This feature ensures complete compliance for SRVCC, including support for PS-to-CS handover

indication when voicebearers are released.

If the IP-CAN bearer termination is caused by the PS to CS handover, the PCEF may report related

PCC rules for thisIP-CAN bearer by including the Rule-Failure-Code AVP set to the value

PS_TO_CS_HANDOVER.

:نحشلا ةدعاق ريرقتل AVP ب قلعتي اميف PCRF ىلإ PGW نم CCR ثيدحت ةلاسر
<<<

Diameter message from 10.0.232.X:32933 to 10.5.40.Y:3869

  Base Header Information:

   Version:            0x01        (1)

   Message Length:     0x000260    (608)

   Command Flags:      0xc0        (192) REQ PXY 

   Command Code:       0x000110    (272) Credit-Control-Request

   Application ID:     0x01000016  (16777238)   3GPP-Gx

   Hop2Hop-ID:         0xb7cf10ce  (3083800782)

   End2End-ID:         0x3b6b4886  (996886662)



  AVP Information:

     [M]  Session-Id

        Code:      0x00000107 (263) Session-Id

        Flags:     0x40       (64)  [M]

        Length:    0x00004f   (79)

        Data: 0003-diamproxy.asr55k.gx;1385806608;584234203;5cd9037d-1db02

     [M]  Auth-Application-Id

        Code:      0x00000102 (258) Auth-Application-Id

        Flags:     0x40       (64)  [M]

        Length:    0x00000c   (12)

        Data: 16777238

     [M]  Origin-Host

        Code:      0x00000108 (264) Origin-Host

        Flags:     0x40       (64)  [M]

        Length:    0x00002b   (43)

        Data: 0003-diamproxy.asr55k.gx

     [M]  Origin-Realm

        Code:      0x00000128 (296) Origin-Realm

        Flags:     0x40       (64)  [M]

        Length:    0x00001a   (26)

        Data: cisco.com

    [M]  Destination-Realm

        Code:      0x0000011b (283) Destination-Realm

        Flags:     0x40       (64)  [M]

        Length:    0x00002a   (42)

        Data: PCRF.MNC0AB.MCCXYZ.3GPPNETWORK.ORG

     [M]  CC-Request-Type

        Code:      0x000001a0 (416) CC-Request-Type

        Flags:     0x40       (64)  [M]

        Length:    0x00000c   (12)

        Data: UPDATE_REQUEST (2)

     [M]  CC-Request-Number

        Code:      0x0000019f (415) CC-Request-Number

        Flags:     0x40       (64)  [M]

        Length:    0x00000c   (12)

        Data: 2

     [M]  Destination-Host

        Code:      0x00000125 (293) Destination-Host

        Flags:     0x40       (64)  [M]

        Length:    0x000037   (55)

        Data: PCRF01.PCRF.MNC0AB.MCCXYZ.3GPPNETWORK.ORG

     [M]  Origin-State-Id

        Code:      0x00000116 (278) Origin-State-Id

        Flags:     0x40       (64)  [M]

        Length:    0x00000c   (12)

        Data: 1552081338

     [M]  Subscription-Id

        Code:      0x000001bb (443) Subscription-Id

        Flags:     0x40       (64)  [M]

        Length:    0x000028   (40)

         [M]  Subscription-Id-Type

            Code:      0x000001c2 (450) Subscription-Id-Type

            Flags:     0x40       (64)  [M]

            Length:    0x00000c   (12)

            Data: END_USER_E164 (0)



         [M]  Subscription-Id-Data

            Code:      0x000001bc (444) Subscription-Id-Data

            Flags:     0x40       (64)  [M]

            Length:    0x000014   (20)

            Data: 121234567891

     [M]  Subscription-Id

        Code:      0x000001bb (443) Subscription-Id

        Flags:     0x40       (64)  [M]

        Length:    0x00002c   (44)

         [M]  Subscription-Id-Type

            Code:      0x000001c2 (450) Subscription-Id-Type

            Flags:     0x40       (64)  [M]

            Length:    0x00000c   (12)

            Data: END_USER_IMSI (1)

         [M]  Subscription-Id-Data

            Code:      0x000001bc (444) Subscription-Id-Data

            Flags:     0x40       (64)  [M]

            Length:    0x000017   (23)

            Data: XYZAB1234567891

     [M]  Framed-IPv6-Prefix

        Code:      0x00000061 (97) Framed-IPv6-Prefix

        Flags:     0x40       (64)  [M]

        Length:    0x000012   (18)

        Data: Reserved: 00 Prefixlen: 64 IPv6 prefix: 2401:4900:4097:f050::

     [M]  User-Equipment-Info

        Code:      0x000001ca (458) User-Equipment-Info

        Flags:     0x40       (64)  [M]

        Length:    0x00002c   (44)

         [M]  User-Equipment-Info-Type

            Code:      0x000001cb (459) User-Equipment-Info-Type

            Flags:     0x40       (64)  [M]

            Length:    0x00000c   (12)

            Data: IMEISV (0)

         [M]  User-Equipment-Info-Value

            Code:      0x000001cc (460) User-Equipment-Info-Value

            Flags:     0x40       (64)  [M]

            Length:    0x000018   (24)

            Data: 9876543211234

     [M]  Called-Station-Id

        Code:      0x0000001e (30) Called-Station-Id

        Flags:     0x40       (64)  [M]

        Length:    0x00000b   (11)

        Data: ims

     [V] [M]  Charging-Rule-Report

        Code:      0x000003fa (1018) Charging-Rule-Report

        Flags:     0xc0       (192) [V]  [M]

        Length:    0x00006c   (108)

        Vendor-Id: 0x000028af (10415) 3GPP

         [V] [M]  Charging-Rule-Name

            Code:      0x000003ed (1005) Charging-Rule-Name

            Flags:     0xc0       (192) [V]  [M]

            Length:    0x00001e   (30)

            Vendor-Id: 0x000028af (10415) 3GPP

            Data: I_AD_VOLTE00F72513

         [V] [M]  Charging-Rule-Name



            Code:      0x000003ed (1005) Charging-Rule-Name

            Flags:     0xc0       (192) [V]  [M]

            Length:    0x00001e   (30)

            Vendor-Id: 0x000028af (10415) 3GPP

            Data: I_AD_VOLTE00F72512

         [V] [M]  PCC-Rule-Status

            Code:      0x000003fb (1019) PCC-Rule-Status

            Flags:     0xc0       (192) [V]  [M]

            Length:    0x000010   (16)

            Vendor-Id: 0x000028af (10415) 3GPP

            Data: INACTIVE (1)

         [V] [M]  Rule-Failure-Code

            Code:      0x00000407 (1031) Rule-Failure-Code

            Flags:     0xc0       (192) [V]  [M]

            Length:    0x000010   (16)

            Vendor-Id: 0x000028af (10415) 3GPP

            Data: RESOURCE_ALLOCATION_FAILURE (10)                          >> failure code is

incorrect. It should be PS_CS_Handover

     [V] [M]  Access-Network-Charging-Address

        Code:      0x000001f5 (501) Access-Network-Charging-Address

        Flags:     0xc0       (192) [V]  [M]

        Length:    0x000012   (18)

        Vendor-Id: 0x000028af (10415) 3GPP

        Data: IPv4 223.224.X.Y

ىلع روثعلا مت .rel-8 رطقلا سوماق مادختسإ مت ليمعلا ةكبش يف لحلا
PS_CS_Transfer يف دمتعم ريغ rel-8.

،3GPP-R10 ىلإ سوماقلا ثيدحت دعب .3GPP-R10 ىلإ سوماقلا ثيدحتل جاتحت ،كلذل

.PS_CS_Transfer ميلست هنأ ىلع حيحص لكشب ببسلا لاسرإ متي

ىلع ةرداق نييئاهنلا نيمدختسملل ةيتوصلا تاملاكملا نوكت دق ،كلذ دعب

توصلا ةينقت نم ةميدقلا ثلاثلا ليجلا/يناثلا ليجلا ةكبش ىلإ ةسالسب ميلستلا

.(VoLTE) تنرتنإلا قوف
ims-auth-service DRA_Gx_SPG

   policy-control

     diameter dictionary r8-gx-standard

     diameter update-dictionary-avps 3gpp-r10    << diameter dictionary updated to 3gpp-r10

:true توصلا لماح ةمالعك PGW ىلإ SGW نم DELETE_BEARER_COMMAND ةلاسر
INBOUND>>>>>  From sessmgr:205 tpc_interface.c:1338 (Callid 3cda3ef4) 13:28:21:659

Eventid:141004(3)

[PGW-S5/S2a/S2b]GTPv2C Rx PDU, from 223.224.M.N:39632 to 223.224.P.Q:2123 (57)

TEID: 0x845800CD, Message type: EGTP_DELETE_BEARER_COMMAND (0x42)

Sequence Number: 0xE9625A (15295066)

GTP HEADER

        Version number: 2

        TEID flag: Present

        Piggybacking flag: Not present

        Message Priority flag: Not present

        Message Priority: NA

        Message Length: 0x0035 (53)

INFORMATION ELEMENTS

        BEARER CONTEXT:

            Type: 93  Length: 10  Inst: 0

            Value:

                EPS BEARER ID:

                    Type: 73  Length: 1  Inst: 0

                    Value: 7

                BEARER FLAGS:



                    Type: 97  Length: 1  Inst: 0

                    Value:

                        VB : 1                                   >> voice bearer as true

        ULI TIMESTAMP:

            Type: 170  Length: 4  Inst: 0

            Value:

                Seconds: 3769747091

        USER LOCATION INFO:

            Type: 86  Length: 13  Inst: 0

            Value:

                Location type: TAI

                MCC: XYZ

                MNC: AB

                TAC: 0x844

                Location type: ECGI

                MCC: XYZ

                MNC: AB

                ECI: 0xDCF8C02

        UE TIME ZONE:

            Type: 114  Length: 2  Inst: 0

            Value:

                TZ: +5:30

                DST: +0 hour

.اهلماح حارس قالطإ يف عرشتو ةداملا هذه ةكرشلا لبقت ،كلذ ىلع ةوالعو
<<<

[PGW-S5/S2a/S2b]GTPv2C Tx PDU, from 223.224.M.N:2123 to 223.224.P.Q:39632 (17)

TEID: 0x8064A25A, Message type: EGTP_DELETE_BEARER_REQUEST (0x63)

Sequence Number: 0xE9625A (15295066)

GTP HEADER

        Version number: 2

        TEID flag: Present

        Piggybacking flag: Not present

        Message Priority flag: Not present

        Message Priority: NA

        Message Length: 0x000D (13)

INFORMATION ELEMENTS

        EPS BEARER ID:

            Type: 73  Length: 1  Inst: 1

            Value: 7

CCR نم PGW ىلإ PCRF ب قلعتي اميف AVP لشفلا زمر عم نحشلا ةدعاقب صاخلا

.PS_CS_Transfer هنأ ىلع هيلإ رظني يذلا
<<<

Diameter message from 10.206.17.X:51119 to 10.5.40.Y:3007

  Base Header Information:

   Version:            0x01        (1)

   Message Length:     0x000260    (608)

   Command Flags:      0xc0        (192) REQ PXY 

   Command Code:       0x000110    (272) Credit-Control-Request

   Application ID:     0x01000016  (16777238)   3GPP-Gx

   Hop2Hop-ID:         0xaebac4d3  (2931475667)

   End2End-ID:         0x19b8ec95  (431549589)

  AVP Information:

     [M]  Session-Id

        Code:      0x00000107 (263) Session-Id

        Flags:     0x40       (64)  [M]

        Length:    0x00004e   (78)

        Data: 0007-diamproxy.asr55k.dra.gx;1020935924;202167245;5d0747d1-cd02

     [M]  Auth-Application-Id

        Code:      0x00000102 (258) Auth-Application-Id



        Flags:     0x40       (64)  [M]

        Length:    0x00000c   (12)

        Data: 16777238

     [M]  Origin-Host

        Code:      0x00000108 (264) Origin-Host

        Flags:     0x40       (64)  [M]

        Length:    0x00002b   (43)

        Data: 0007-diamproxy.asr55k.dra.gx

     [M]  Origin-Realm

        Code:      0x00000128 (296) Origin-Realm

        Flags:     0x40       (64)  [M]

        Length:    0x00001a   (26)

        Data: cisco.com

     [M]  Destination-Realm

        Code:      0x0000011b (283) Destination-Realm

        Flags:     0x40       (64)  [M]

        Length:    0x00002a   (42)

        Data: PCRF.MNC0AB.MCCXYZ.3GPPNETWORK.ORG

     [M]  CC-Request-Type

        Code:      0x000001a0 (416) CC-Request-Type

        Flags:     0x40       (64)  [M]

        Length:    0x00000c   (12)

        Data: UPDATE_REQUEST (2)

     [M]  CC-Request-Number

        Code:      0x0000019f (415) CC-Request-Number

        Flags:     0x40       (64)  [M]

        Length:    0x00000c   (12)

        Data: 2

     [M]  Destination-Host

        Code:      0x00000125 (293) Destination-Host

        Flags:     0x40       (64)  [M]

        Length:    0x000037   (55)

        Data: PCRF01.NO.DC.PCRF.MNC0AB.MCCXYZ.3GPPNETWORK.ORG

     [M]  Origin-State-Id

        Code:      0x00000116 (278) Origin-State-Id

        Flags:     0x40       (64)  [M]

        Length:    0x00000c   (12)

        Data: 1559087623

     [M]  Subscription-Id

        Code:      0x000001bb (443) Subscription-Id

        Flags:     0x40       (64)  [M]

        Length:    0x000028   (40)

         [M]  Subscription-Id-Type

            Code:      0x000001c2 (450) Subscription-Id-Type

            Flags:     0x40       (64)  [M]

            Length:    0x00000c   (12)

            Data: END_USER_E164 (0)

        [M]  Subscription-Id-Data

            Code:      0x000001bc (444) Subscription-Id-Data

            Flags:     0x40       (64)  [M]

            Length:    0x000014   (20)

            Data: 121234567891

     [M]  Subscription-Id

        Code:      0x000001bb (443) Subscription-Id



        Flags:     0x40       (64)  [M]

        Length:    0x00002c   (44)

         [M]  Subscription-Id-Type

            Code:      0x000001c2 (450) Subscription-Id-Type

            Flags:     0x40       (64)  [M]

            Length:    0x00000c   (12)

            Data: END_USER_IMSI (1)

         [M]  Subscription-Id-Data

            Code:      0x000001bc (444) Subscription-Id-Data

            Flags:     0x40       (64)  [M]

            Length:    0x000017   (23)

            Data: XYZAB1234567891

     [M]  Framed-IPv6-Prefix

        Code:      0x00000061 (97) Framed-IPv6-Prefix

        Flags:     0x40       (64)  [M]

        Length:    0x000012   (18)

        Data: Reserved: 00 Prefixlen: 64 IPv6 prefix: 2401:4900:4071:32ec::

     [M]  User-Equipment-Info

        Code:      0x000001ca (458) User-Equipment-Info

        Flags:     0x40       (64)  [M]

        Length:    0x00002c   (44)

         [M]  User-Equipment-Info-Type

            Code:      0x000001cb (459) User-Equipment-Info-Type

            Flags:     0x40       (64)  [M]

            Length:    0x00000c   (12)

            Data: IMEISV (0)

         [M]  User-Equipment-Info-Value

            Code:      0x000001cc (460) User-Equipment-Info-Value

            Flags:     0x40       (64)  [M]

            Length:    0x000018   (24)

            Data: 9876543211234

     [M]  Called-Station-Id

        Code:      0x0000001e (30) Called-Station-Id

        Flags:     0x40       (64)  [M]

        Length:    0x00000b   (11)

        Data: ims

     [V] [M]  Charging-Rule-Report

        Code:      0x000003fa (1018) Charging-Rule-Report

        Flags:     0xc0       (192) [V]  [M]

        Length:    0x00006c   (108)

        Vendor-Id: 0x000028af (10415) 3GPP

         [V] [M]  Charging-Rule-Name

            Code:      0x000003ed (1005) Charging-Rule-Name

            Flags:     0xc0       (192) [V]  [M]

            Length:    0x00001e   (30)

            Vendor-Id: 0x000028af (10415) 3GPP

            Data: I_AD_VOLTE03D4E98A

         [V] [M]  Charging-Rule-Name

            Code:      0x000003ed (1005) Charging-Rule-Name

            Flags:     0xc0       (192) [V]  [M]

            Length:    0x00001e   (30)

            Vendor-Id: 0x000028af (10415) 3GPP

            Data: I_AD_VOLTE03D4E989

         [V] [M]  PCC-Rule-Status

            Code:      0x000003fb (1019) PCC-Rule-Status

            Flags:     0xc0       (192) [V]  [M]



            Length:    0x000010   (16)

            Vendor-Id: 0x000028af (10415) 3GPP

            Data: INACTIVE (1)

         [V] [M]  Rule-Failure-Code

            Code:      0x00000407 (1031) Rule-Failure-Code

            Flags:     0xc0       (192) [V]  [M]

            Length:    0x000010   (16)

            Vendor-Id: 0x000028af (10415) 3GPP

            Data: PS_TO_CS_HANDOVER (13)                         >> failure code seen as

PS_to_CS_Handover   

     [V] [M]  Access-Network-Charging-Address

        Code:      0x000001f5 (501) Access-Network-Charging-Address

        Flags:     0xc0       (192) [V]  [M]

        Length:    0x000012   (18)

        Vendor-Id: 0x000028af (10415) 3GPP

        Data: IPv4 223.224.X.Y

VoLTE ةينقت نم ةسالسب ةيتوص ةملاكم لقنل بسانملا رطقلا سوماق مادختسإ مزلي

ةعومجم ميلست لالخ نم ةميدقلا ثلاثلا ليجلا/يناثلا ليجلا ةكبش ىلإ 4G يف

ىلإ رطقلا سوماق ثيدحت دعب اذه معد مت .(SRVCC) يطايتحالا خسنلا تاودأ

3gpp-rel10 نمض IMS-Auth-Service. 



ةمجرتلا هذه لوح
ةيلآلا تاينقتلا نم ةعومجم مادختساب دنتسملا اذه Cisco تمجرت
ملاعلا ءاحنأ عيمج يف نيمدختسملل معد ىوتحم ميدقتل ةيرشبلاو
امك ةقيقد نوكت نل ةيلآ ةمجرت لضفأ نأ ةظحالم ىجرُي .ةصاخلا مهتغلب
Cisco يلخت .فرتحم مجرتم اهمدقي يتلا  ةيفارتحالا ةمجرتلا عم لاحلا وه
Systems ىلإ اًمئاد عوجرلاب يصوُتو تامجرتلا هذه ةقد نع اهتيلوئسم
.(رفوتم طبارلا) يلصألا يزيلجنإلا دنتسملا


