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Introduction

Service Providers today, such as Verizon are offering alternative methods to connect to the
PSTN via their IP network. Most of these services utilize SIP as the primary signaling method
and centralized IP to TDM POP gateways to provide on-net and off-net services.

Verizon is service provider offering that allows connection to the PSTN and may offer the
end customer a viable alternative to traditional PSTN connectivity. A demarcation device
between these services and customer owned services is recommended. As an intermediate
between Cisco Webex Calling and Verizon network, Cisco Virtual CUBE (I0S-XE 17.7.1a)
running on Azure can be used. The Cisco Unified Border Element provides demarcation,
security, interworking and session control services for Cisco Webex Calling connected to
Verizon IP network.

This document assumes the reader is knowledgeable with the terminology and configuration
of Cisco Unified Border Element. Only configuration settings specifically required for Verizon
interoperability are presented. Feature configuration and most importantly the dial plan are
customer specific and need individual approach.

e This application note describes how to configure Cisco Webex Calling and Cisco Virtual
CUBE in Azure for connectivity to Verizon service.

e Testing was performed in accordance with Verizon generic SIP trunking test
methodology and among features verified were - basic calls, DTMF transport, Music on
Hold (MOH), semi-attended, attended, and blind transfers, call forward and
conference.

e The CUBE configuration detailed in this document is based on a lab environment with a
simple dial-plan used to ensure proper interoperability between Verizon SIP network
and Cisco Webex Calling. The configuration described in this document details are the
important configuration settings to have enabled for interoperability to be successful
and care must be taken by the network administrator deploying Cisco Webex Calling to
interoperate to Verizon SIP Trunking network.
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Network Topology
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Figure 1: Network Topology

e The network topology includes Cisco Virtual CUBE (Cisco vCUBE) running on Azure,
Verizon for SIP Trunk service and Cisco Webex Calling Endpoints that includes Cisco
MPP phones and Cisco ATA. Cisco Virtual CUBE is registered to Cisco Webex Calling.

e SIP Trunk transport type used between Cisco Virtual CUBE and Verizon is UDP and
transport type used between Cisco Virtual CUBE and Cisco Webex Calling is TLS.
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Cisco Webex Calling and CUBE Settings:

Setting Value
Transport from Cisco Virtual CUBE to Cisco TLS with SRTP
Webex Calling

Transport from Cisco Virtual CUBE to Verizon UDP with RTP
Voice Mail Support YES

Session Refresh YES

Early Media support YES

System Components

Hardware Tested

e Cisco Virtual CUBE running on Azure

o cisco C8000V (VXE) processor (revision VXE)
e Cisco IP Phones with Multiplatform Firmware
e (Cisco ATA 19X

Software Tested

e Virtual CUBE Version 14.4 (I0S-XE 17.7.1a)

e Cisco MPP-Version: sip68xx.11-3-6MPP0001-273.loads
e Cisco MPP-version:sip88xx.11-3-6MPP0001-273.loads
e Cisco ATA 19X-MPP-Version: 11-2-1MPP0001-006
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https://www.cisco.com/c/en/us/products/collaboration-endpoints/ip-phones/multiplatform-firmware.html

Features

Features Validated

¢ Incoming and outgoing calls using G71Tulaw voice codecs
e Call Conference

e Fax
o G711 Pass-through
o 138 Fax

¢ Voice Mail

e Auto Attendant

e Call hold & Resume( MoH)

e Semi-attended and Attended Call transfer
e Blind Transfer

e Call forward (all, busy and no answer)

e DTMF (RFC2833)

e |P-PBX Calling number privacy

Features Not Supported

e Cisco Webex Calling does not support the following
o Fax Super G3 speed
o Tone on Hold

Features Not Tested

e None
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Features Not Applicable

e The following are the sections that are not applicable for the test topology
o Inter-Site Scenarios
o Codec mid-call re-negotiation
o |IP-PBX Telephone Number Support

Caveats

e SIP Profiles are used in Cisco VCUBE to convert the Public IP to Private IP in the SIP
messages to process the incoming call. Similarly SIP Profiles are created to convert
Private IP to Public IP in SDP and SIP headers for the SIP messages from Cisco
vCUBE to Verizon for proper call establishment and call clearance.

e The IP-PBX to IP-PBX caller ID restriction scenario, the Caller ID is not restricted via
Verizon sip trunk.

e Inbound and outbound T.38 fax scenarios are marked as Fail. Cisco MPP ATA
registered to Webex calling uses only G711 codec for voice call, but the test case
expects voice call to be negotiated in G729 codec. Hence all the T38 fax test cases
are marked as failed though T38 fax transmission is successful with G711 voice
codec.
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Configuration

Configuring Cisco Unified Border Element

The following configuration details a standalone CUBE instance that interconnects Webex
Calling with a Verizon PSTN SIP trunk.

Licensing

Ensure that the appropriate licenses are enabled for using CUBE and TLS for the platform
you are using. You will need to save your configuration and reload the platform when
changing feature licenses.

For Cisco Catalyst 8000V Edge Software, use the DNA Network Essentials feature license, or
better and the required throughput level. The following example uses 1Gbps throughput,
select the appropriate level for the number of calls anticipated.

Ticense boot level network-essentials
platform hardware throughput level MB 1000

Global CUBE settings

In order to enable CUBE IP2IP SBC functionality, following command must be entered:

voice service voip

ip address trusted list

ipv4 128.177.14.0 255.255.255.128
ipv4 128.177.36.0 255.255.255.192
ipv4 135.84.169.0 255.255.255.128
ipv4 135.84.170.0 255.255.255.128
ipv4 135.84.171.0 255.255.255.128
ipv4 135.84.172.0 255.255.255.128
ipv4 199.59.65.0 255.255.255.128
ipv4 199.59.66.0 255.255.255.128
ipv4 199.59.70.0 255.255.255.128
ipv4 199.59.71.0 255.255.255.128
ipv4 199.59.64.0 255.255.255.128
ipv4 199.59.67.0 255.255.255.128
ipv4 85.119.56.128 255.255.255.192
ipv4 85.119.57.128 255.255.255.192
ipv4 185.115.196.0 255.255.255.128
ipv4 185.115.197.0 255.255.255.128
ipv4 139.177.64.0 255.255.255.0
ipv4 139.177.65.0 255.255.255.0

O O O © O O

SO O O © O O
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ipv4 139.177.66.0 255.255.255.0
ipv4 139.177.67.0 255.255.255.0
ipv4 139.177.68.0 255.255.255.0
ipv4 139.177.69.0 255.255.255.0
ipv4 139.177.70.0 255.255.255.0
ipv4 139.177.71.0 255.255.255.0
ipv4 139.177.72.0 255.255.255.0
ipv4 139.177.73.0 255.255.255.0

ipv4 3.80.16.0 255.255.254.0

ipv4 52.55.62.128 255.255.255.128
ipv4 52.55.63.0 255.255.255.128

ipv4 34.212.95.128 255.255.255.128
ipv4 34.223.21.0 255.255.255.128

ipv4 3.80.0.0 255.255.0.0

ipv4 199.182.124.24 255.255.255.255
ipv4 10.64.1.72 255.255.255.255
address-hiding
mode border-element
media statistics
media bulk-stats

alTlow-connections sip to sip

no supplementary-service sip refer

no supplementary-service sip handle-replaces
fax protocol pass-through g7llulaw
trace

stun

stun flowdata agent-id 1 boot-count 5
stun flowdata shared-secret 6 XXXXXXX
sip

session refresh

asserted-id pai

early-offer forced

privacy-policy passthru

g729 annexb-all

sip-profiles inbound

sip-profiles 100
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Explanation

Command

Description

allow-connections sip to sip

Allow IP2IP connections between two SIP call legs

fax protocol

Specifies the fax protocol

no supplementary-service
sip refer

no supplementary-service
sip handle-replaces

Disable forwarding SIP REFER message for call transfers and replace the
Dialog-ID in the Replaces header with the peer Dialog-ID

Stun

stun flowdata agent-id 1
boot-count 29

stun flowdata shared-
secret 6

Enable STUN globally.

The STUN binding feature on the vCUBE allows locally generated STUN
requests to be sent over the negotiated media path. The shared secret
is arbitrary as STUN is only used to open the pinhole in the firewall and
allow media latching to take place in Webex Calling’s Access SBC. STUN
password is a pre-requisite for vCUBE to send STUN message out.

early-offer forced

Forces LGW to send the SDP information in the initial INVITE message

g729 annexb-all

Allows all variants of G729

Codecs

G711u-Law and G729 voice codecs are configured for this testing. Codec preferences used to change
according to the test plan description.

voice class codec 1

codec preference 1 g729r8
codec preference 2 g7l1lulaw
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Dial peer

Outbound calls to Verizon

dial-peer voice 200 voip
description Incoming dial-peer from webex calling
session protocol sipv2
destination dpg 100
incoming uri request 200
voice-class codec 1
voice-class stun-usage 200
voice-class sip tenant 200
dtmf-relay rtp-nte

srtp

no vad

dial-peer voice 101 voip

description outgoing dial-peer to IP PSTN
translation-profile outgoing called
destination-pattern BAD.BAD

session protocol sipv2

session target ipv4:199.182.XX.XX
voice-class codec 1

voice-class sip tenant 100

dtmf-relay rtp-nte

no vad
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Outbound calls from Verizon

dial-peer voice 100 voip

description Incoming dial-peer from PSTN
session protocol sipv2

destination dpg 200

incoming uri via 100

voice-class codec 1

voice-class sip profiles 4 inbound
voice-class sip tenant 300

dtmf-relay rtp-nte

no vad

dial-peer voice 201 voip
description Outgoing dial-peer to webex Calling
destination-pattern BAD.BAD
session protocol sipv2
session target sip-server
voice-class codec 1
voice-class stun-usage 200
voice-class sip tenant 200
dtmf-relay rtp-nte

srtp

no vad
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Configuration example

The following configuration contains a sample configuration of Cisco Virtual CUBE with all
parameters detailed above.

show running-config
Building configuration...

Current configuration : 12028 bytes
!
! Last configuration change at 13:49:04 UTC wed Jun 15 2022 by csradmin
!
version 17.7
service timestamps debug datetime msec
service timestamps log datetime msec
service password-encryption
platform gfp utilization monitor Toad 80
platform punt-keepalive disable-kernel-core
platform console serial
!
hostname vCube
!
boot-start-marker
boot-end-marker
!
!
vrf definition GS
rd 100:100
[
address-family ipv4
exit-address-family
!
Togging persistent size 1000000 filesize 8192 immediate
!
aaa new-model
!
[
aaa authentication Togin default Tocal
aaa authorization exec default local none
!

aaa session-id common
|
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I

ip name-server 8.8.8.8

|

Togin on-success log

|

subscriber templating

I

multilink bundle-name authenticated

I

password encryption aes

|

crypto pki trustpoint TP-self-signed-1137535675
enrollment selfsigned

subject-name cn=I0S-Self-Signed-Certificate-1137535675
revocation-check none

rsakeypair TP-self-signed-1137535675

I

crypto pki trustpoint sampleTP
revocation-check cri

I

crypto pki certificate chain TP-self-signed-1137535675
certificate self-signed 01

quit

crypto pki certificate chain sampleTP

I

crypto pki certificate pool

cabundTle nvram:ios_core.p7b

!

voice service voip

ip address trusted list
ipv4 128.177.14.0 255.255.255.128
ipv4 128.177.36.0 255.255.255.192
ipv4 135.84.169.0 255.255.255.128
ipv4 135.84.170.0 255.255.255.128
ipv4 135.84.171.0 255.255.255.128
ipv4 135.84.172.0 255.255.255.128
ipv4 199.59.65.0 255.255.255.128
ipv4 199.59.66.0 255.255.255.128
ipv4 199.59.70.0 255.255.255.128
ipv4 199.59.71.0 255.255.255.128
ipv4 199.59.64.0 255.255.255.128
ipv4 199.59.67.0 255.255.255.128
ipv4 85.119.56.128 255.255.255.192

O O O O O O

O O O O O o
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ipv4 85.119.57.128 255.255.255.192
ipv4 185.115.196.0 255.255.255.128
ipv4 185.115.197.0 255.255.255.128
ipv4 216.206.64.81 255.255.255.255

ipv4 139.177.64.0 255.255
ipv4 139.177.65.0 255.255
ipv4 139.177.66.0 255.255.
ipv4 139.177.67.0 255.255
ipv4 139.177.68.0 255.255
ipv4 139.177.69.0 255.255
ipv4 139.177.70.0 255.255
ipv4 139.177.71.0 255.255
ipv4 139.177.72.0 255.255
ipv4 139.177.73.0 255.255

.255.
.255.
255.
.255.
.255.
.255.
.255.
.255.
.255.
.255.

ipv4 3.80.16.0 255.255.254.0

ipv4 52.55.62.128 255.255.255.128

O O OO oo oo oo

ipv4 52.55.63.0 255.255.255.128
ipv4 34.212.95.128 255.255.255.128

ipv4 34.223.21.0 255.255.255.128

ipv4 3.80.0.0 255.255.0.0

ipv4 199.182.124.24 255.255.255.255
ipv4 10.64.1.72 255.255.255.255

address-hiding

mode border-element
media statistics
media bulk-stats

allow-connections sip to sip

no supplementary-service sip refer

no supplementary-service sip handle-replaces

fax protocol pass-through g7llulaw

trace
stun

stun flowdata agent-id 1 boot-count 9
stun flowdata shared-secret 6 XXXXXXX

sip

session refresh
asserted-id pai
early-offer forced
privacy-policy passthru
g729 annexb-all
sip-profiles inbound
sip-profiles 100
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!
voice

host
|

voice

class uri 100 sip
ipv4:199.182.XX. XX

class uri 200 sip

pattern dtg=azure_vcubetrunkl826_1gu

voice

class codec 1

codec preference 1 g7l1lulaw
codec preference 2 g729r8

!

voice
stun
stun

I

!

voice
rule
rule
rule

"ru1e
<sip:
rule
rule
rule
rule

",otg=

rule

class stun-usage 200
usage firewall-traversal flowdata
usage ice Tite

class sip-profiles 200

9 request ANY sip-header SIP-Req-URI modify "sips:(.*)" "sip:\1"
10 request ANY sip-header To modify "<sips:(.*)" "<sip:\1"

11 request ANY sip-header From modify "<sips:(.*)" "<sip:\1"

12 request ANY sip-header Contact modify "<sips:(.*)>"
\1l;transport=tls>"

13 response ANY sip-header To modify "<sips:(.*)
14 response ANY sip-header From modify "<sips:(.*)
15 response ANY sip-header Contact modify "<sips:(.*)

n_n

20 request ANY sip-header From modify ">
azure_vcubetrunkl1826_1gu>"

30 request ANY sip-header P-Asserted-Identity modify "sips:(.*)"

<sip:\1"
1] Il<s_ip:\1ll
mn ll<s_ip:\1ll

"sip:\1"

!
voice
rule
rule
"sip:.
!
voice
rule
rule
rule

class sip-profiles 4
200 request ANY sip-header To copy "sip:(.*)@" u0l

201 request INVITE sip-header SIP-Req-URI modify
*@20.124.209.148" "sip:\u01@10.3.0.4"

class sip-profiles 100

1 request ANY sip-header Contact modify "@.*:" "@20.124.XX.XxX:"

2 response ANY sip-header Contact modify "@.*:" "@20.124.XX.XX:"
3 response ANY sdp-header Audio-Connection-Info modify "10.3.0.4"

"20.124 . XX. XX"

rule

4 request ANY sdp-header Audio-Connection-Info modify "10.3.0.4"

"20.124 . XX. XX"

rule

5 request ANY sdp-header Connection-Info modify "10.3.0.4"

"20.124 . XX. XX"

rule

6 response ANY sdp-header Connection-Info modify "10.3.0.4"

"20.124 . XX. XX"
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rule 7 request ANY sdp-header Session-Owner modify "IN IP4 10.3.0.4" "IN IP4
20.124 . XX.XX"

rule 8 response ANY sdp-header Session-Owner modify "IN IP4 10.3.0.4" "IN
IP4 20.124.XX.XX"

rule 9 request ANY sip-header P-Asserted-Identity modify "@.*>"
"@20.124 . XX. XX>"

rule 10 response ANY sip-header P-Asserted-Identity modify "@.*>"
"@20.124 . XX. XX>"

rule 11 request ANY sip-header From modify "@10.3.0.4>" "@20.124.XX.XX>"

rule 12 request ANY sip-header via modify "10.3.0.4:5060"
"20.124 .XX.XX:5060"

rule 13 request INVITE sip-header Diversion modify "@.*>" "@20.124.XX.XX>"
!
voice class dpg 100
description Incoming wWxC to IP PSTN
dial-peer 101 preference 1
!
voice class dpg 200
description Incoming IP PSTN to wWebex Calling
dial-peer 200 preference 1
!
voice class tenant 200

registrar dns:XXXXX.usl0.bcld.webex.com scheme sips expires 240 refresh-
ratio 50 tcp tls

credentials number Azure_XXXX_LGU username Azure_XXXX_LGU password 6
XXXXXXXXXX realm Broadworks

authentication username Azure_XXXX_LGU password 6 XXXXX realm Broadworks

authentication username Azure_XXXX_LGU password 6 XXXXX realm
XXXX.us10.bcld.webex.com

no remote-party-id
sip-server dns:XXXXX.us1l0.bcld.webex.com
connection-reuse
srtp-crypto 200
session transport tcp tls
url sips
error-passthru
asserted-id pai
bind control source-interface GigabitEthernet?2
bind media source-interface GigabitEthernet2
no pass-thru content custom-sdp
sip-profiles 200
outbound-proxy dns:da0l.sipconnect-us.bcld.webex.com
privacy-policy passthru
I

voice class tenant 100
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Tocalhost dns:20.124.XX.XX
no send 180 sdp
session transport udp
url sip
error-passthru
bind control source-interface GigabitEthernetl
bind media source-interface GigabitEthernetl
no pass-thru content custom-sdp
sip-profiles 100
!
voice class tenant 300
bind control source-interface GigabitEthernetl
bind media source-interface GigabitEthernetl
no pass-thru content custom-sdp
!
voice class srtp-crypto 200
crypto 1 AES_CM_128_HMAC_SHA1_80
!
!
voice translation-rule 1
rule 1 /A0984\(.*\)/ /+1984\1/
rule 2 /A0203\(.*\)/ /+44203\1/
I
voice translation-profile called
translate called 1
I
Ticense udi pid C8000V sn XXXXX
Ticense boot Tevel network-essentials addon dna-essentials
no license smart enable
diagnostic bootup level minimal
memory free low-watermark processor 65558
!
spanning-tree extend system-id
!
username csradmin privilege 15 secret 9 XXXX
!
redundancy
!
interface virtualPortGroup0
vrf forwarding GS
ip address 192.168.35.101 255.255.255.0
ip nat inside
no mop enabled
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no mop sysid

|

interface GigabitEthernetl
ip address dhcp

ip nat outside
negotiation auto

no mop enabled

no mop sysid

I

interface GigabitEthernet?2
ip address dhcp

ip nat outside
hegotiation auto

no mop enabled

no mop sysid

!

iox

ip forward-protocol nd
ip tcp window-size 8192
ip http server

ip http secure-server

|

ip nat inside source Tist GS_NAT_ACL interface GigabitEthernetl vrf GS
overload

ip ftp username prognosis

ip ftp password 7 06362F325F69060B0146

ip route 0.0.0.0 0.0.0.0 10.3.0.1

ip route 139.177.0.0 255.255.0.0 10.3.1.1

ip route 199.182.124.0 255.255.255.0 10.3.0.1

ip route vrf GS 0.0.0.0 0.0.0.0 GigabitEthernetl 10.3.0.1 global
ip ssh rsa keypair-name ssh-key

ip ssh version 2

ip ssh server algorithm publickey ecdsa-sha2-nistp256 ecdsa-sha2-nistp384
ecdsa-sha2-nistp521 ssh-rsa x509v3-ecdsa-sha2-nistp256 x509v3-ecdsa-sha2-
nistp384 x509v3-ecdsa-sha2-nistp521

ip scp server enable

1

ip access-1list standard GS_NAT_ACL

10 permit 192.168.35.0 0.0.0.255

!
control-plane

!

!
mgcp behavior rsip-range tgcp-only
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mgcp behavior comedia-role none
mgcp behavior comedia-check-media-src disable
mgcp behavior comedia-sdp-force disable
I
mgcp profile default
I
!
dial-peer voice 101 voip
description outgoing dial-peer to IP PSTN
translation-profile outgoing called
destination-pattern BAD.BAD
session protocol sipv2
session target ipv4:199.182.XX.XX
voice-class codec 1
voice-class sip tenant 100
dtmf-relay rtp-nte
no vad
!
dial-peer voice 100 voip
description Incoming dial-peer from PSTN
session protocol sipv2
destination dpg 200
incoming uri via 100
voice-class codec 1
voice-class sip profiles 4 inbound
voice-class sip tenant 300
dtmf-relay rtp-nte
no vad
!
dial-peer voice 200 voip
description Incoming dial-peer from webex cCalling
session protocol sipv2
destination dpg 100
incoming uri request 200
voice-class codec 1
voice-class stun-usage 200
voice-class sip tenant 200
dtmf-relay rtp-nte
srtp
no vad
!
dial-peer voice 201 voip
description outgoing dial-peer to webex Calling
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destination-pattern BAD.BAD

session protocol sipv2

session target sip-server

voice-class codec 1

voice-class stun-usage 200

voice-class sip tenant 200

dtmf-relay rtp-nte

srtp

no vad

!

!

sip-ua

transport tcp tls vl1.2

connection-reuse

crypto signaling default trustpoint sampleTP cn-san-validate server
tcp-retry 1000

]

!

1ine con 0O

stopbits 1

Tine aux 0

Tine vty 0 4

transport input ssh

Tine vty 5 20

transport input ssh

!

!

app-hosting appid guestshell

app-vnic gatewayl virtualportgroup O guest-interface 0
guest-ipaddress 192.168.35.102 netmask 255.255.255.0
app-default-gateway 192.168.35.101 guest-interface 0
name-server(O 8.8.8.8

end
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Configuring Cisco Webex Calling

Cisco Virtual CUBE Configuration

Step 1:
Login to Cisco Webex Control Hub and navigate to Services

webex control Hub

& Reports FCC regulations on RAY BAUM'S Act Phase 2 will come into effect in January 2022. Set up emergency call settings to
get your organization ready to meet the needs

MANAGEMENT

2 Users Overview

&2 Workspaces

Webex Experience Beta Updates Onboarding
= Devices -
You can provide a better experience
88 Apps for your end users Update your services to 19 1wl Users ®
[& Account the new Webex A0 There is no CSV upload within 180 days
experience. Learn More oJ
% Organization Settings AN == Inactive 0%
Fair Not Verifed 22%

—vemes o
C Updates & Migrations |< Improve Experience ju Devices . == Active 68%
Y M i - -

() Vessaging 4 Total Devices Potential New Users 0
%, Calling o I

Webex Services ALL ONLINE Online: 2 Review
£z Connected UC —
o Hybrid (-} (-} (] Cnline with Issues: 0
Webex Calling Meetings Cuick Links
s Cffline: 2
E‘ Tek Vizion Two ) ° ) Webex Adoption Methodology

Figure 2: Control Hub Services
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Step 2:

Navigate to Calling and click on Locations

webeXx Control Hub

MANAGEMENT

Calling

L, Users

& Workspaces Numbers Call Routing Features PSTN Orders Service Settings Client Settings

3 Devices

28 Apps One or more

rcation Routing Prefixes are not aligned with organization-level settings.
[fy Account

) . |' Q, search Add Location
Organization Settings \ )

Location & Routing Prefix & Actions

SERVICES

— Updates & Migrations
7 Messaging

%, Calling

&2 Connected UC

5 Hybrid

B Tek Vizion Two

Figure 3: Locations

Step 3:
Click on Add Location

webeXx Control Hub

MANAGEMENT

Calling

£ Users

&k Workspaces Numbers Call Routing Features PSTN Orders Service Settings Client Settings

2 Devices
85 Apps One or more ation Routing Prefixes are not aligned with organization-level settings
[fy Account
| O\ Search [ Add Location D
Organization Settings y V|
Location & Routing Prefix & Actions

SERVICES

= Updates & Migrations

7 Messaging

Connected UC

&y Hybrid

E Tek Vizion Two

Figure 4: Location creation or selection
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Step 4:

Enter Location details and click save. After adding the location, you will be prompted to add
connection type, select No for the connection type. It can be added later.

Add Location

Location Name Announcement Language ©

i iy % 1 | English v

Country/Region Email Language ©

|.- United States of Americs » | | English - American English v

Location Address Time zone

p | America/Chicago v |
3701 W Plano x |\

. J

Street address line 2 (optional)

A J

City/Town
f Plano % 1
Figure 5: Add location details
City/Town
( Plano b4 ]

L J

State/Province/Region

| Texas v |
Zip/Postal code
: 75075-7840 X
Cancel [ Save h
(- |

Figure 6: Add location details Contd.,
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Step 5:

Navigate to Calling—>Call Routing - Add Trunk and provide the details of Location and name
for the SIP Trunk

2

webex Control Hub A0 o
MANAGEMENT -

Calling
£, Users
&4 Workspaces Numbers Locations Call Routing Features PSTN Orders Service Settings Client Settings
= Devices
32 Apps Route Group Dial Plans Verify Call Routing
[fy Account Trunk

r N
# Organization Settings SIP trunks provide connectivity to a customer-owned PSTN service and to an on-premises IP PBX Add Trunk
deployment. These were previously accessed via the Local Gateway configuration page.

]

I
h

SERVICES

| Q,_ Search
(& Updates & Migrations \

(O Messaging

Calling

& Connected UC

Name Location In Use

¢ Hybrid

Tek Vizion Two

Figure 7: Add Trunk details Contd.,

Add Trunk

Location

This location is where the trunk is physically connected. To create a new location, visit the Locations page.
Azure_Cube v

MName

( Azure_trunk *

Device Type

Dual Identity Support

The Dual Identity Support setting impacts the handling of the From header and P-Asserted-Identity (PAI) header when sending an
initial SIP INVITE to the trunk for an outbound call. When enabled, the From and PAI headers are treated independently and may
differ. When disabled, the PAIl header is set to the same value as the From header. Please refer to the documentation for more
details.

Cancel F save |
A a

Figure 8: Add Trunk details Contd.,
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Add Trunk

Azure_trunk Successfully Created.

Visit Route Group page to add trunk(s) to a route group.
Visit Locations page to configure PSTN connection to individual locations.
Visit Dial Plans page to use this trunk as the routing choice for a dial plan.

Trunk Info
Status Line/Port
OFFLINE Azure_| I_LGU@ .us10.bcld. web
ex.com
Trunk Group OTG/DTG
azure_ 1_lgu Authentication Information

Record the username and password below. If you
lose this information, you need to retrieve the
username and reset the password.

Outbound Proxy Address
da07 .sipconnect-us.beld webex.com

Registrar Domain Username: unk9841_LGuTD
0 us10.becld. webex.com Password: csD

Figure 9: Add Trunk details Contd.,
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Step 6:
Choose the location and select Manage in PSTN Connection to add Connection type.

webeXx control Hub

=S

e
[}

MANAGEMENT

Calling

Users

Workspaces

Numbers Call R

SERVICES

Updates & Migrations

3 Devices
Apps One or
Account p
| Q. search
Organization Settings \
Location &

X
Azure_Cube#
United States
Location ID: ecd74617-31 t)O—dSOf—aGba—BdSEfSWdcelO@
Overview
Main Number >
| PSTN Connection Manage

Emergency Calling

Emergency Callback Number

Location main number >

() Messaging Emergency Location Identifier >
Emergency Call Notification Off >
& Connected UC
Enhanced Emergency Calling off
& Hybrid .
Figure 10:PSTN Connection
Step 7:
Select the Connection Type as Premises-based PSTN and clock on Next
Connection Type
Choose the connection type for all phone numbers associated with AWS_vCUBE.
&> Cloud Connected PSTN = Premises-based PSTN
(formerty local gateway)
Select Cisco Cloud Connected Bring Your Own Carrier by
PSTN partners that provide interconnecting any Service
flexible global PSTN solutions fully Provider's PSTN with a premises
integrated with Cisco's Webex based local gateway that tightly
Calling cloud integrates to Cisco’'s Webex
Calling cloud.
—
Cancel Next

Figure 11: PSTN Connection Contd.,
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Step 8:
Select the SIP trunk created earlier and click on Save

Connection Type
Premises-based PSTN

Routing Choice
Visit the Trunk or Route Group page to manage your choices of premises-based PSTN.

| azure_cube v '

This trunk is located in Azure_Cubel.

* I confirm that | understand that this change will immediately change the routing of PSTN
calls and that Azure_Cube1 has been set up correctly to accept this change. This could
include porting of numbers, configuration of premises equipment and/or coordinating with
PSTN providers. Porting of numbers includes: Users, Auto Attendants, Call Queues, Hunt
Groups and Yoicemail Portals

Back " Next |

Figure 12: PSTN Connection Contd.,
Step 9:

Select the Numbers, Click on Manage and choose Add. Select the Location and PSTN
Connection

O

Select a Location Select Numbers Done

Choose a Location to Add Numbers

Location PSTN Connection

Azure_Cube ~ | Premises-based PSTN - Azure_cube

r B
Cancel Next
. 4

Figure 13: Add Numbers
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Step 10:
Add the phone numbers provided by service provider and complete the wizard.

® @)

Select a Location Select Numbers Done

Enter numbers you want to add

Input your numbers, with area codes, to add them to this location.
Country codes, plus signs, dashes, and parentheses are optional.
Valid examples: 4507832223, (450) 783-2223, 450-783-2223, +1-450-783-2223

Activate Numbers Later ©

x
(984) x  (919) x
Enter phone numbers separated by commas

2/1000 Phone numbers (]

r_. X
Back Save

Clear All

Figure 14: Add Numbers Contd.,

® @ @)

Select a Location Select Numbers Done

© Successfully saved numbers

Phone Numbers (2)

(984) 4
(919) 7

Close

Figure 15: Add Numbers Contd.,
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Adding user

Step 1:

In the Cisco Webex Control Hub, select Users in the left pane. To add a user, click on
Manage Users button

webex Control Hub 2o @

(2 Overview Users

&2 Groups & Licenses
> Webex Experience

r =
Q  Search by name or email = Filter 19 users
)

1] Analytics

- Troubleshooting First / Last name + Email Status Admin roles

£y Alerts center

MONITORING

B Reports

MANAGEMENT

A Users

&% Workspaces

Figure 16: Adding Users

Step 2:

In the Manage Users window, click on Manually Add or Modify Users option

Manage users

Active Directory Directory Synchronization
Disabled
Turn on Directory Synchronization

Modify Users
Manually Add or CSV Add or Modify Claim Users
Moadify Users Users
Add or Modify up to 25 users. Add or modify users with a CSV

file.

Export user list
View import history (tasks)

Figure 17: Manually Add or Modify Users
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Step 3:

Select either Email address or Names and Email address and provide the necessary email
address. Sample Name and email address provided here is below. Click on + symbol to add

the user and click on Next

Manage users

Manually Add or Modify Users

Enter up to 25 users to modify.

() Email address

© Names and Email address

s ~ ~ I

cisco user W @ .com

b

Back
Figure 18: Adding email address and name

Step 4:

Click on Confirm Adding button to add the new user and click on Next

Manage users
Users to be Added or Modified
Email Address + Name Status
+ @ .com cisco user MNew User

Figure 19: Confirm Adding

© 2022 Cisco Systems, Inc. All rights reserved.
Important notices, privacy statements, and trademarks of Cisco Systems, Inc. can be found on cisco.com

Page 33 of 49




Step 5:

Add Services for the Users. Here select Webex Calling under Calling section and click Next

Manage users

Add Services for Users
Select the service entitlements that you want to provide to users.

() Messaging AR Meeting

Free Public Collaboration Services

Basic Messaging Basic Space Meetings (@)

Licensed Collaboration Services

Messaging Meetings
Advanced Messaging Advanced Space Meetings

{, Calling

Call on Webex (1:1 call, non-PSTN)

Calling
Webex Calling

QO Professional

Basic

Figure 20: Add Services for Users
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Step 6:

Assign the user to appropriate location and select the phone number and extension. Click on
Finish button.

Assign Numbers

User Location Phone Number Extension

cisco user ( N
| Azure_Cube v 34
+ @ .com .

~
-

v

-

.
Back Finish

e )

Figure 21: Assign Numbers

Step 7:

Successful creation of user will be displayed in the Add Users window. Click on Finish
button.

Add Users

1

1 New user

1 Total records processed

Figure 22: Add User successful
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Adding Devices

Step 1:

To add a device, navigate to Devices in Cisco Webex Control Hub. The existing devices will

2o @

webex Contral Hub

be listed out. Click Add Device button.

B Reports -

Devices
MANAGEMENT

2 Templates 2¢€ Settings = Software O My alerts = Resources
L, Users
& Workspaces | Q Find devices by status, type, and more ‘ 4 Devices in total ~ ® Online
= Devices | e Expired

o Offline
g2 Apps ® Issues
[ Account
. . 0 devices selected ¢ Edit 4 Export a U Delete
# Organization Settings
Type Product Status Belongs to

SERVICES
(4 Updates & Migrations

" + Add Device |
X )

Figure 23: Add Devices Window

Step 2:

In the Add Device window, assign the device to a user or a place. Select Existing User and

Click on Next.

Add Device

Assign to a user or a workspace?

owned by a specific user, such as a meeting room with a Webex Board 55 or a reception with a shared phone.

Devices for personal usage should be assigned to a specific user. A workspace represents a physical location containing a device not

Existing User Workspace

[-‘j_] Multiple Cisco IP Phones: To bulk activate devices, Import/Upload CSV file.

Cancel

Figure 24: Assign to a user or a place
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Step 3:

Select appropriate user from the search for a user list and click Next

Add Device

Which user will this device belong to?

cisco user

—
Back Next

Figure 25: User Association with Device
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Step 4:

In the Select Device drop down box, select the appropriate device and enter the MAC
address. Click on Save button. The device will be added successfully.

Add Device

What kind of device do you want to set up for this user?

-
.

Cisco Webex Rooms device Cisco IP Phone
e.g. Cisco Webex Board, Room, and Desk series, e.g. Cisco 8845, 8865, 8800 and Analog
and Webex Share. Telephone Adapter ports

Select Device

Cisco 6851 v

Figure 26: Select Device and add MAC address

How would you like to setup this device?

() By Activation Code

© By Mac Address

Enter MAC Address
Enter the MAC address of the IP phone you want to add.

(" ac7 2c )

" A

h

Figure 27: Select Device and add MAC address Contd.,
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Configuring Azure

Resource Group
Step 1:

To create a Resource group, navigate to resource group in the portal menu and click create

button.

Microsoft Azure @l R search resources, services, and docs (G+/)

Home >

Resource groups =

tekVizionLabs (tekvizionlabs.com)

fyﬁé Manage view ~ () mefresh | Exporttacsv %% Open query

Filter for any field... Subscription equals 6 of 7 selected Location equals all X +v Add filter

@ () Unsecure resources

D Name T Subscription Ty

No grouping v ‘ | == List view ~

Location Ty

Figure 28: Add Resource group.,

Step 2:

In the Create a resource group window, select the Subscription, Region and provide

Resource group name and click review and create.

@l R Search resources, services, and docs (G+/)

Home » Resource groups >

Create a resource group

Basics  Tags Review + create

Resource group - A container that holds related resources for an Azure solution. The resource group can include all the
resources for the solution, or only those resources that yeu want to manage as a group. You decide how you want to
allocate resources to resource groups based on what makes the most sense for your organization, Learn more

Project details

Subscription* @ ‘ d ‘

Resource group * () ‘ vCube /‘

Resource details

Region* @ [ ws) East us v

Figure 29: Add Resource group Contd,.,
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Virtual Network
Step 1:

To create Virtual Network, Navigate to Virtual network in the portal menu and click create
button.

@l A search resources, services, and docs (G+/)

Home >

Virtual networks = - X

tekVizionLabs izionlabs.com)

Manage view ~ () Refresh L Exporttocsv %5 Open query

Subscription equals 6 of 7 selected Resource group equals all X Location equals all X +7 Add filter

No grouping ~ | ‘ =E List view ~

[[] name + Resource group Ty Location Ty Subscription Ty

Figure 30: Add Virtual Network.,

Step 2:

In the Create Resource Group window, Select the Subscription, Resource group, Region and
click next.

@l P search resources, services, and docs (G+/)

Home > Virtual networks >

Create virtual network - x

Basics  IP Addresses Security Tags  Review + create

Azure Virtual Network (VNet) is the fundamental building block for your private network in Azure, VNet enables many types of
Azure resources, such as Azure Virtual Machines (VM), to securely communic each other, the internet, and on-premises
networks, VNet is similar to a traditional network that you'd operate in your own data center, but brings with it additional
benefits of Azure's infrastructure such as scale, availability, and isolation. Learn more about virtual network

Project details

Subscription* @ ‘ Azure subscription 1 ~ ‘
Resource group * I vCube W |
Create new
Instance details
Name * ‘ vCube-net /‘
Region * I East US v I

Next : IP Addresses » Download 3 t

plate for automation

Figure 31: Add Virtual Network Contd.,
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Step 3:
In the IP address window, click an add subnet to add the multiple subnets and click Review
and create button.

@l A Search resources, services, and docs (G+/) = - & kishore@tekvizionlabs.o.
TEKVIZIONLABS (TEKVIZIONLAB.

Home > Virtual networks >
Create virtual network X
Basics  IP Addresses  Security Tags  Review + create -
The virtual network's address space, specified as one or more address prefixes in CIDR notation (e.g. 192.168.1.0/24).
IPv4 address space
10.4.0.0/16  10.4.0.0 - 10.4.255.255 (65536 addresses) O]
D Add IPv6 address space @
The subnet's address range in CIDR notation (e.g. 192.168.1.0/24). It must be contained by the address space of the virtual
network.
T Add subnet
D Subnet name Subnet address range NAT gateway
[ defauit 10.4.0.0/24
[T veube sec 10.4.1.0/24 - .
= Previous | | Next : Security > | Download a template for automation

Figure 32: Add Virtual Network Contd.,

Public IP address

Step 1:
To create public IP address, Navigate to Public IP addresses in the portal menu and Click
Create button.

Microsoft Azure ® | © search resources, services, and docs (G+/)

Home >
Public IP addresses = P
tekVizionLabs (tekvizionlabs.com)
?i:'Qf‘ Manage view O Refresh Export ta CSV s Open query
any field... Subscription equals 6 of 7 selected Resource group equals all X Location equals all < +7Add1ilter
No grouping ~ ‘ ‘ =Z List view v

D Name T Resource group T Location Ty Subscription Ty

Figure 33: Add Public IP address.,
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Step 2:

In the Create Public IP address window, select IP Version, SKU, tier, Subscription, Resource
group and location and Click Create button.

Microsoft Azure @l F Ssearch resources, services, and docs (G+/)

Home > PublicIP addresses >

Create public IP address ®
IP Version * (@

@ pva (O ipve (O Both

SKU* @

@ Standard O Basic

Tier

@ Regional O Global

IPv4 IP Address Configuration

Name *
vCube e

IP address assignment
(") pynamic (®) static

Routing preference (0
@ Microsoft network O Internet

Idle timeout {minutes) * (@

o

DNS name label @

‘ veube /|

.eastus.cloudapp.azure.com

Subscription *

I Azure subscription 1 I W |

Resource group *

I vCube I ~ |
Create new
Location *
[ Eastus | v

Availability zone * @

‘ No Zone W |

Automation options

Figure 34: Add Public IP address Contd.,
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Virtual machine

Step 1:

Navigate to the Market place, filter the Cisco catalyst 8000v and click create button.

Microsoft Azure

@ £ search resources, services, and docs (G+/)

Home >

Marketplace

Get Started

Service Providers

Management

Private Marketplace

Private Offer Management

My Marketplace

Favorites
Recently created

Private products

Categories

Networking (5}

Analytics (4)

Showing 1to 5 of 5 results for 'cisco catalyst. Clear search

Free trial

Cisco Catalyst 8000V Edge
Software

Cisco Systems, Inc.

Virtual Machine

Deploy and manage enterprise-class

networking services and VPN
technologies for the Azure cloud.

Starts at
§2.53/hour

i
cIsco

Cisco Catalyst 9800-CL
Wireless Controller
Cisco Systems, Inc.

Virtual Machine

The Cisco Catalyst 9801
next generation of e

wireless controller for cloud.

Bring your own license

Create <

Cisco Catalyst 8000V Edge
Software - Solution

Cisca Systems, Inc.
Azure Application

Deploy and manage enterprise-class
networking ser and VPN
technologies for the Azure cloud.

Price varies

Create v @

Al
asco

Cisco Catalyst 9800-CL
Wireless Controller
Cisco Systems, Inc.

Azure Application

The Cisco Catalyst 98

next generation of en

wireless controller

Price varies

Create v @

& Tile view

Cisco SD-WAN for Azure
Virtual WAN

Cisco Systems, Inc.

Azure Application

Cisco SDWAN Managed Application
for Azure Virtual Wan

Starts at
Free

Create v/ @

Is Marketplace helpful?

Figure 35: Add Virtual Machine.
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Step 2:

In the Create a virtual machine window, select the Subscription, Resource group, Region,
Image, Authentication type and Click Next.

Microsoft Azure R Search resources, services, and docs (G+/)

Home > Marketplace »

Create a virtual machine - X

Basics Disks  Networking  Management  Advanced Tags  Review + create

Create a virtual machine that runs Linux or Windows, Select an image from Azure marketplace or use your own customized
image. Complete the Basics tab then Review + create to provision 2 virtual machine with default parameters or review each tab
for full customization. Learn more o

Project details

Select the subscription to manage deployed resources and costs. Use resaurce groups like folders to organize and manage all

YOUr resources.
Subscription* (D ‘ Azure subscription 1 W |
Resource group* (0 | vCube | W |

Create new

Instance details

Virtual machine name * (@ ‘ ciscocube /|

Region* @ [ (Us) East Us v

Security type (O | Standard % ‘

Image * (@ | Cisco Catalyst 8000V-PAYG-DNA Essentials-17.07.01a - Gen1 v I
See all images | Configure

Run with Azure Spot discount (& D

Size* (@ | Standard_D2s_v3 - 2 vecpus, 8 GIB memory ($1,816.98/month) AV
See all sizes

Administrator account

Authentication type @ (O ssH public key

@ Password

Username * @ | azureuser /‘

Password * (D | ............ o ‘

Confirm password * (0

‘ Previous || Next : Disks > I & Give feedback

Figure 36: Add Virtual Machine Contd.,
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Step 2:
In the Networking window of Virtual machine, select the Virtual network, Public IP and click
review and create button.

Microsoft Azure @l £ Search resources, services, and docs (G+/)

Home > Marketplace >

Create a virtual machine - %

Basics  Disks  Networking  Management  Advanced  Tags  Review + create

Define network connectivity for your virtual machine by configuring network interface card (NIC) settings. You can control ports
inbound and outbound connectivity with security group rules, or place behind an existing load balancing solution.

Leamn mare &'

Network interface

When creating a virtual machine, a network interface will be created for you,

Virtual network * (@ I wCube-net I ~ ‘
Create new
Subnet* @ | default (10.4.0.0/24) v ‘

Manage subnet configuration

PublicIP @ I (new) vCube I ~ ‘
Create new

NIC network security group @

@ Advanced

Configure network security group * | vCube-nsg R4
Create new

Delete public IP and NIC when VM is D

deleted @

Enable accelerated networking (O

Load balancing

You can place this virtual machine in the backend pool of an existing Azure load balancing solution. Learn more &

Place this virtual machine behind an D
existing load balancing solutien?

‘ < Previous H Next : Management > ‘ & Give feedback

Figure 37: Add Virtual Machine Contd.,

© 2022 Cisco Systems, Inc. All rights reserved.
Important notices, privacy statements, and trademarks of Cisco Systems, Inc. can be found on cisco.com

Page 45 of 49



Network Security Group
Step 1:

Navigate to the Virtual machine, select the Networking in the menu, and click Add Inbound
Port rule to configure the required port for signaling and media.

Home > Virtual machines > wCube

y R vCube | Networking # «

Virtual machine

« & attach network interface ¢ Detach network interface 27 Feedback

B Overview IP configuration (@

B Activity log [Lipconfigt (primary) ~

A2 Access control (1AM) @ Network Interface: vcube624 Effective security rules Troubleshoot VM connection issues Topology

@ Taos Virtual network/subnet: vCube-vnet/default  NIC Public IP: NIC Private IP: 10. erated networking: Enabled

&2 Diagnose and solve problems

Inbound port rules Outbound port rules Application security groups Load balancing
settings

W Network security group vCube-nsg (attached to network interface: vcube624) Add inbound port rule

I & Networking Impacts 0 subnets, 1 netwerk interfaces

& Connect Priority Name Port Protocol Source Destination Action
® Disks 1000 A Audio 1024-65535 Any Any Any @ Allow
B3 size 1010 & ssH 2z TCP Any Any O Allow
QU Microsoft Defender for Cloud 1020 Port_UDP 5060 upP Any Any @ Allow
® Advisor recommendations 1030 & port_ICMP Any ICMP Any Any @ Allow
5] Extensions + applications 65000 AllowvnetinBound Any Any VirtualNetwark VirtualNetwork © Allow
% Continuous delivery - 65001 AllowAzureLoadBalancerinBound Any Any AzureloadBalancer Any © Allow -

Figure 38: Add Network Security Group.,
Step 2:

Select the outbound port rules and click Add outbound port rules to configure the required
port for signaling and media.

Home > Virtual machines > vCube

. ¢® vCube | Networking # «
AR, Virtual machine

2 Search (Ctrl+f) < & Attach network interface 5% Detach network interface 27 Feedback

B Overview IP cenfiguration @ -
B Acivity! | ipconfig1 (Primary) ~
ctivity log
82 Access control (1AM) @ Network Interface: veube624  Effactive security rules  Troubleshoot VM connection issues  Topology
P Virtual network/subnet: vCube-vnet/default NIC Public IP; 20.124.209.148 NIC Private IP; 10.3.0.4 Accelerated networking: Enabled
Tags
£? Diagnose and solve problems

Inbound port rules

Settings @ Network security group vCube-nsg (attached to network interface: veube624) Add outbound port rule ‘
Impacts 0 subnets, 1 network interfaces

Application security groups  Load balancing

& Networking
& ¢ t Priority Name Port Protocol Source Destination Action
onnec
8 Disks 110 A Port_8080 1024-65535 Any Any Any @ Allow
B osize 65000 AllowVnetOutBound Any Any VirtualNetwark VirtualNetwork @ Allow
@ Microsoft Defender for Cloud 65001 AllowInternetOutBound Any Any Any Internet @ Allow
@ Advisor recommendations 65500 DenyAllOutBound Any Any Any Any @ Deny
»
s Extensions + applications
% Continuous delivery - -

Figure 39: Add Network Security Group Contd.
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Acronyms
Acronym Definitions
CPE Customer Premise Equipment
CUBE Cisco Unified Border Element
PSTN Public Switched Telephone Network
LGW Local Gateway
SIP Session Initiation Protocol
SP Service Provider
ToH Tone On Hold
MoH Music On Hold
SG3 Super Group 3
G3 Group 3
ATA Analog Telephone Adaptor
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