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Introduction

Service Providers today, such as Rogers, are offering alternative methods to connect to the PSTN via their
IP network. Most of these services utilize SIP as the primary signaling method and centralized IP to TDM
POP gateways to provide on-net and off-net services.

Rogers is a service provider offering that allows connection to the PSTN and may offer the end customer
a viable alternative to traditional PSTN connectivity. A demarcation device between these services and
customer owned services is recommended. As an intermediary device between Cisco Unified
Communications Manager (Cisco UCM) and Rogers network, Cisco Unified Border Element (Cisco UBE)
ISR4331/K9 running I0S-XE 16.9.4 can be used. The Cisco Unified Border Element 12.1. provides
demarcation, security, interworking and session control services for Cisco Unified Communications
Manager 12.5.1 connected to Rogers IP network.

This document assumes the reader is knowledgeable with the terminology and configuration of Cisco
Unified Communications Manager. Only configuration settings specifically required for Rogers
interoperability are presented. Feature configuration and most importantly the dial plan are customer
specific and need individual approach.

e This application note describes how to configure Cisco UCM 12.5.1, and Cisco UBE on ISR 4331/K9
[I0S-XE — 16.9.4] for connectivity to Rogers SIP Trunking service. The deployment model covered in
this application note is CPE (Cisco UCM) to PSTN (Rogers) via Cisco UBE v12.1.0 [IOS-XE 16.9.4].

e Testing was performed in accordance to Rogers generic SIP Trunking test methodology and among
features verified were — basic calls, DTMF transport, Music on Hold (MOH), semi-attended and
attended transfers, call forward, conferences and High Availability.

e The Cisco UBE configuration detailed in this document is based on a lab environment with a simple
dial-plan used to ensure proper interoperability between Rogers SIP network and Cisco Unified
Communications. The configuration described in this document details the important configuration
settings to have enabled for interoperability to be successful and care must be taken by the network
administrator deploying Cisco UCM to interoperate to Rogers SIP Trunking network.

© 2020 Cisco Systems, Inc. All rights reserved.
Important notices, privacy statements, and trademarks of Cisco Systems, Inc. can be found on cisco.com
Page 4 of 49



]
CISCO.

Network Topology
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Figure 1 Network Topology

e The network topology includes the Cisco UCM Cluster, Cisco Unity Connection Voicemail system
and Cisco Endpoints. Cisco UCM has a trunk configured to Cisco UBE’s Virtual IP Address. Rogers
is used as the service provider with SIP trunk to the Cisco UBE using the WAN Virtual IP Address.

e 2 Cisco UBE’s are used here for High Availability.

e S|P Trunk transport type used between Cisco UBE and Cisco UCM is UDP and to Rogers is UDP.
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Geo Redundancy Topology
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Figure 2 Geo Redundancy Topology

e The network topology includes the Cisco UCM Cluster and Cisco UBE. Cisco UCM has SIP trunks
configured to the LAN IP addresses of Cisco UBE in Site-1 and Site-2.

e Rogers is used as the service provider with SIP trunks to Cisco UBE in Site-1 and Site-2.

e S|P Trunk transport type used between Cisco UBE and Cisco UCM is UDP and to Rogers is UDP.

Cisco UCM and Cisco UBE Settings

Setting Value
Transport from Cisco UBE to Cisco UCM UDP with RTP
Transport from Cisco UBE to Rogers UDP with RTP
Voice Mail Support YES

Session Refresh YES

Early Media support with PRACK YES
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System Components

Hardware Requirements

e Cisco UBE on Cisco ISR 4331 router
e Cisco UCM cluster on UCS C240, 1 Publisher node and 1 Subscriber node
e Generic Cisco IP-Phones

Software Requirements

e Cisco UBE-Version: 12.1.0 running IOS-XE 16.9.4
e (Cisco UCM-Version: 12.5.1.11900-146

Features

Features Supported

e Incoming and outgoing national and international calls using G711ulaw voice codecs
e Call Conference

e Voice Mail

e Auto Attendant

e Call hold & Resume( MoH and ToH)

e Semi-attended and Attended Call transfer

e (Call forward (all, busy and no answer)

e DTMF (RFC2833)

e Fax (G711 Mu-Law Pass-through and T.38 fax at G3 speeds)
e |P-PBX Calling number privacy

e High Availability

e Geo-Redundancy

Features Not Supported

e The following are not supported by Rogers,
o G.729 codec
o Faxtransmission using SG3 speeds
e (Cisco UCM does not support Blind Call transfer

© 2020 Cisco Systems, Inc. All rights reserved.
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Caveats

o C(Caller ID is not updated in the PSTN endpoints on attended and semi-attended transfer scenarios
e Onlyone IP PBX is used for testing
e Fax transmission is on G3 speeds for both G711 Mu-Law Pass-through and T.38
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Configuration

Configuring Cisco Unified Border Element

Network Interface

The IP address used are for illustration only, the actual IP address can vary. The Active/Standby pair share

the same virtual IP address and continually exchange status messages.

Cisco UCM
10.80.12.2

I QOutside

Inside

10.64.4.170

199.182.XX.XX

GE 0/0/0

Cisco 4331 ISR Active

VIP: 10.64.4.171 I

Cisco 4331 ISR I Standby

GE 0/0/0

GE 0/0/1

VIP:199.182.XX. XX

GE 0/0/1

.

¢— OROGERS

1 |

10.64.4.131
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Figure 3 High Availability topology
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Cisco UBE -Active:

interface GigabitEthernet0/0/0

description ROGERS_SP_CUBE_LAN

ip address 10.64.4.170 255.255.0.0
negotiation auto

redundancy rii 16

redundancy group 1 ip 10.64.4.171 exclusive
!
interface GigabitEthernet0/0/1

description ROGERS_SP_CUBE_WAN

ip address 199.182.XX.XX 255.255.XX.XX
negotiation auto

redundancy rii 15

redundancy group 1 ip 199.182.XX.XX exclusive
!
interface GigabitEthernet0/0/2

description ROGERS_HA_INTERFACE

ip address 10.80.11.22 255.255.255.0

negotiation auto
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Cisco UBE -Standby:

interface GigabitEthernet0/0/0

description ROGERS_SP_CUBE_LAN

ip address 10.64.4.131 255.255.0.0
negotiation auto

redundancy rii 16

redundancy group 1 ip 10.64.4.171 exclusive
!
interface GigabitEthernet0/0/1

description ROGERS_SP_CUBE_WAN

ip address 199.182.XX.XX 255.255.XX.XX
hegotiation auto

redundancy rii 15

redundancy group 1 ip 199.182.XX.XX exclusive
!
interface GigabitEthernet0/0/2

description ROGERS_HA_INTERFACE

ip address 10.80.11.21 255.255.255.0

hegotiation auto
!

© 2020 Cisco Systems, Inc. All rights reserved.
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Global Cisco UBE settings

In order to enable Cisco UBE IP2IP SBC functionality, following command has to be entered:
voice service voip
ip address trusted list
ipv4d 173.46.XX.XX
ipv4 10.80.12.2
ipv4 10.80.12.3
address-hiding
mode border-element Ticense capacity 20
alTlow-connections sip to sip
redundancy-group 1
no supplementary-service sip refer
supplementary-service media-renegotiate
fax protocol t38 version 0 1s-redundancy 0 hs-redundancy 0 fallback none
sip
bind control source-interface GigabitEthernet0/0/1
bind media source-interface GigabitEthernet0/0/1
session refresh
asserted-id pai
early-offer forced
midcall-signaling passthru
g729 annexb-all

pass-thru headers unsupp

© 2020 Cisco Systems, Inc. All rights reserved.
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Explanation

Command Description

allow-connections sip to sip | Allow IP2IP connections between two SIP call legs

redundancy-group 1 Enable High Availability for the VolP service

fax protocol Specifies the fax protocol

asserted-id Specifies the privacy header in the outgoing SIP requests and response
messages

Codecs

G711u-Law and G729 voice codecs are configured for this testing. Codec preferences used to change
according to the test plan description.

voice class codec 1

codec preference 1 g729r8

N

codec preference 2 g71lulaw
voice class codec 2

codec preference 1 g71lulaw

N

codec preference 2 g729r8

© 2020 Cisco Systems, Inc. All rights reserved.
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Dial peer
Outbound calls to Rogers:

dial-peer voice 100 voip

description *** Inbound Dial-Peer- from CUCM to CUBE-LAN *%*¥
session protocol sipv2

session transport udp

incoming uri via CUCM

voice-class codec 1

voice-class sip bind control source-interface GigabitEthernet0/0/0
voice-class sip bind media source-interface GigabitEthernet0/0/0
dtmf-relay rtp-nte

no vad
dial-peer voice 201 voip

description *** oOutbound Dial-Peer from CUBE-WAN to ROGERS**¥*
destination-pattern [0-9]T

session protocol sipv2

session target dns:public.sip.XX.XX

session transport udp

voice-class codec 1

voice-class sip profiles 300

voice-class sip bind control source-interface GigabitEthernet0/0/1
voice-class sip bind media source-interface GigabitEthernet0/0/1
dtmf-relay rtp-nte

no vad

© 2020 Cisco Systems, Inc. All rights reserved.
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Inbound calls from Rogers:

dial-peer voice 200 voip

description *** Inbound Dial-Peer from ROGERS to CUBE-WAN *¥%¥
session protocol sipv2

session transport udp

incoming uri via Rogers

voice-class codec 1

voice-class sip profiles 300

voice-class sip bind control source-interface GigabitEthernet0/0/1
voice-class sip bind media source-interface GigabitEthernet0/0/1
dtmf-relay rtp-nte

no vad

dial-peer voice 101 voip

description *** outbound Dial-Peer from CUBE-LAN to CUCM*%**%
destination-pattern 416637....

session protocol sipv2

session target ipv4:10.80.12.2:5060

session transport udp

voice-class codec 1

voice-class sip options-ping 60

voice-class sip bind control source-interface GigabitEthernet0/0/0
voice-class sip bind media source-interface GigabitEthernet0/0/0
dtmf-relay rtp-nte

no vad

© 2020 Cisco Systems, Inc. All rights reserved.
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Configuration example

The following configuration snippet contains a sample configuration of Cisco UBE with all parameters
mentioned previously.

Active Cisco UBE:

version 16.9
service timestamps debug datetime msec
service timestamps log datetime msec
platform gfp utilization monitor Toad 80
no platform punt-keepalive disable-kernel-core
I
hostname Roger_SP1
!
boot-start-marker
boot system bootflash:isr4300-universalk9.16.09.04.SPA.bin
boot-end-marker
!
!
vrf definition mMgmt-intf
!
address-family ipv4
exit-address-family
!
address-family ipv6
exit-address-family
!
enable secret 5 $1$fdyrR$BdD7EUIP8MRzguvU8Q0QSl
!
no aaa new-model
!

ip name-server 8.8.8.8

© 2020 Cisco Systems, Inc. All rights reserved.
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Togin on-success Tlog
!
subscriber templating
multilink bundle-name authenticated
|
!
voice service voip
ip address trusted list
ipv4d 173.46.XX.XX
ipv4 10.80.12.2
ipv4 10.80.12.3
address-hiding
mode border-element Ticense capacity 20
alTlow-connections sip to sip
redundancy-group 1
no supplementary-service sip refer
supplementary-service media-renegotiate
fax protocol t38 version 0 1s-redundancy 0 hs-redundancy 0 fallback none
sip
bind control source-interface GigabitEthernet0/0/1
bind media source-interface GigabitEthernet0/0/1
session refresh
asserted-id pai
early-offer forced
midcall-signaling passthru
g729 annexb-all
pass-thru headers unsupp
!
voice class uri CUCM sip

host 10.80.12.2

© 2020 Cisco Systems, Inc. All rights reserved.
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voice class uri Rogers sip
host 173.46.XX.XX

voice class codec 1

=

g729r8
g711lulaw

codec preference

N

codec preference

voice class codec 2

=

g711lulaw
g729r8

codec preference

N

codec preference
|
voice class sip-profiles 300

rule 110 request REINVITE sdp-header Audio-Attribute modify "inactive"
"sendrecv"

rule 111 request REINVITE sdp-header Audio-Attribute modify "sendonly"

"sendrecv"
rule 112 request ACK sdp-header Audio-Attribute modify "inactive" "sendrecv"
rule 113 request ACK sdp-header Audio-Attribute modify "sendonly" "sendrecv"

rule 114 request INVITE sip-header Diversion modify "<sip:(.*)@c.*)>"
"<sip:416637\1@\2>"

rule 115 response ANY sip-header P-Asserted-Identity modify
"<sip:0(C.*)@(.*)>" "<sip:4166370\1@\2>"

rule 116 request REINVITE sip-header P-Asserted-Identity modify
"<sip:0(C.*)@(.*)>" "<sip:4166370\1@\2>"

!

!
voice-card 0/4

no watchdog

!

Ticense udi pid ISR4331/K9 sn FA021381FEY

no Ticense smart enable

diagnostic bootup level minimal

© 2020 Cisco Systems, Inc. All rights reserved.
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|
spanning-tree extend system-id
!
redundancy
mode none
application redundancy
group 1
name b2bHARogers
priority 100 failover threshold 75
timers delay 30 reload 60
control GigabitEthernet0/0/2 protocol 1
data GigabitEthernet0/0/2
track 1 shutdown
track 2 shutdown
!
track 1 interface GigabitEthernet0/0/0 Tine-protocol
track 2 interface GigabitEthernet0/0/1 Tine-protocol
!
interface GigabitEthernet0/0/0
description ROGERS_SP_CUBE_LAN
ip address 10.64.4.170 255.255.0.0
hegotiation auto
redundancy rii 16
redundancy group 1 ip 10.64.4.171 exclusive
!
interface GigabitEthernet0/0/1
description ROGERS_SP_CUBE_WAN
ip address 199.182.XX.XX 255.255.XX.XX
hegotiation auto
redundancy rii 15
redundancy group 1 ip 199.182.XX.XX exclusive
© 2020 Cisco Systems, Inc. All rights reserved.
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interface GigabitEthernet0/0/2

description ROGERS_HA_INTERFACE

ip address 10.80.11.22 255.255.255.0

negotiation auto

interface Service-Engine0/4/0

interface GigabitEthernetO

vrf forwarding mMgmt-intf

no ip address

negotiation auto

ip forward-protocol nd

no ip http server

no ip http secure-server

ip http client source-interface GigabitEthernet0/0/1

ip route 0.0.0.0 0.0.0.0 199.182.XX.XX

ip route 10.64.0.0 255.255.0.0 10.64.1.1

ip route 172.16.29.0 255.255.255.0 10.64.1.1
ip route 172.16.31.0 255.255.255.0 10.64.1.1

|
control-plane
I
mgcp behavior
mgcp behavior
mgcp behavior

mgcp behavior

rsip-range tgcp-only
comedia-role none
comedia-check-media-src disable

comedia-sdp-force disable

mgcp profile default

© 2020 Cisco Systems, Inc. All rights reserved.
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dial-peer voice 100 voip

description *** Inbound Dial-Peer- from CUCM to CUBE-LAN **%¥
session protocol sipv2

session transport udp

incoming uri via CUCM

voice-class codec 1

voice-class sip bind control source-interface GigabitEthernet0/0/0
voice-class sip bind media source-interface GigabitEthernet0/0/0
dtmf-relay rtp-nte

no vad

!
dial-peer voice 101 voip

description *** outbound Dial-Peer from CUBE-LAN to CUCM*%**%*
destination-pattern 416637....

session protocol sipv2

session target ipv4:10.80.12.2:5060

session transport udp

voice-class codec 1

voice-class sip options-ping 60

voice-class sip bind control source-interface GigabitEthernet0/0/0
voice-class sip bind media source-interface GigabitEthernet0/0/0
dtmf-relay rtp-nte

no vad

!

dial-peer voice 200 voip

description *** Inbound Dial-Peer from ROGERS to CUBE-WAN *%%
session protocol sipv2

session transport udp

incoming uri via Rogers

voice-class codec 1

voice-class sip profiles 300
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voice-class sip bind control source-interface GigabitEthernet0/0/1
voice-class sip bind media source-interface GigabitEthernet0/0/1
dtmf-relay rtp-nte

no vad

!
dial-peer voice 201 voip

description *** outbound Dial-Peer from CUBE-WAN to ROGERS****
destination-pattern [0-9]T

session protocol sipv2

session target dns:public.sip.XX.XX

session transport udp

voice-class codec 1

voice-class sip profiles 300

voice-class sip bind control source-interface GigabitEthernet0/0/1
voice-class sip bind media source-interface GigabitEthernet0/0/1
dtmf-relay rtp-nte

no vad

!

Tine con O

exec-timeout 0 O

transport input none

stopbits 1

Tine aux O

stopbits 1

Tine vty 0 4

exec-timeout 0 O

password XXXXXXX

Togin

transport preferred telnet

end

© 2020 Cisco Systems, Inc. All rights reserved.
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Standby Cisco UBE:

version 16.9
service timestamps debug datetime msec
service timestamps log datetime msec
platform gfp utilization monitor load 80
no platform punt-keepalive disable-kernel-core
!
hostname Roger_SP2
!
boot-start-marker
boot system bootflash:isr4300-universalk9.16.09.04.SPA.bin
boot-end-marker
!
!
vrf definition mgmt-intf
!
address-family ipv4
exit-address-family
!
address-family ipv6
exit-address-family
!
enable secret 5 $1$vVvsr$11z6kFh8Jowx.5hhdINwK.
!
no aaa new-model
!
ip name-server 8.8.8.8
Togin on-success Tog
!
subscriber templating
multilink bundle-name authenticated
!
!
© 2020 Cisco Systems, Inc. All rights reserved.
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voice service voip
ip address trusted list
ipvd 173.46.XX.XX
ipv4 10.80.12.2
ipv4 10.80.12.3
address-hiding
mode border-element Ticense capacity 20
allow-connections sip to sip
redundancy-group 1
no supplementary-service sip refer
supplementary-service media-renegotiate
fax protocol t38 version 0 1s-redundancy 0 hs-redundancy 0 fallback none
sip
bind control source-interface GigabitEthernet0/0/1
bind media source-interface GigabitEthernet0/0/1
session refresh
asserted-id pai
early-offer forced
midcall-signaling passthru
g729 annexb-all
pass-thru headers unsupp
!
voice class uri CUCM sip
host 10.80.12.2
!
voice class uri Rogers sip
host 173.46.XX.XX
voice class codec 1
codec preference 1 g729r8

codec preference 2 g7llulaw
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voice class codec 2

codec preference 1 g71lulaw
codec preference 2 g729r8

I

!

voice class sip-profiles 300

rule 110 request REINVITE sdp-header Audio-Attribute modify "inactive"
"sendrecv"

rule 111 request REINVITE sdp-header Audio-Attribute modify "sendonly"
"sendrecv"

rule 112 request ACK sdp-header Audio-Attribute modify "inactive sendrecv"

rule 113 request ACK sdp-header Audio-Attribute modify "sendonly sendrecv"

rule 114 request INVITE sip-header Diversion modify "<sip:(.*)@c.*)>"
"<sip:416637\1@\2>"

rule 115 response ANY sip-header P-Asserted-Identity modify
"<sip:0(.*)@C.*)>" "<sip:4166370\1@\2>"

rule 116 request REINVITE sip-header P-Asserted-Identity modify
"<sip:0(.*)@(.*)>" "<sip:4166370\1@\2>"

!
!
voice-card 0/4
no watchdog

!

Ticense udi pid ISR4331/K9 sn FD021381GMV
no Ticense smart enable

diagnostic bootup Tevel minimal

!

spanning-tree extend system-id

!
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redundancy
mode none
application redundancy
group 1
name b2bHARogers
priority 150 failover threshold 75
timers delay 30 reload 60
control GigabitEthernet0/0/2 protocol 1
data GigabitEthernet0/0/2
track 1 shutdown
track 2 shutdown
!
track 1 interface GigabitEthernet0/0/0 Tine-protocol
track 2 interface GigabitEthernet0/0/1 Tine-protocol
|
!
interface GigabitEthernet0/0/0
description ROGERS_SP_CUBE_LAN
ip address 10.64.4.131 255.255.0.0
negotiation auto
redundancy rii 16
redundancy group 1 ip 10.64.4.171 exclusive
!
interface GigabitEthernet0/0/1
description ROGERS_SP_CUBE_WAN
ip address 199.182.XX.XX 255.255.XX.XX
negotiation auto
redundancy rii 15
redundancy group 1 ip 199.182.XX.XX exclusive
!
interface GigabitEthernet0/0/2
description ROGERS_HA_INTERFACE
ip address 10.80.11.21 255.255.255.0
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negotiation auto

!

interface GigabitEthernet0/1/0
no ip address

shutdown

negotiation auto

!

interface Service-Engine0/4/0
!

interface GigabitEthernet0
vrf forwarding mMgmt-intf

no ip address

negotiation auto

!

ip forward-protocol nd

no ip http server

no ip http secure-server

ip tftp source-interface GigabitEthernet0/0/0
ip route 0.0.0.0 0.0.0.0 199.182.XX.XX

ip route 10.64.0.0 255.255.0.0 10.64.1.1

ip route 172.16.29.0 255.255.255.0 10.64.1.1
ip route 172.16.31.0 255.255.255.0 10.64.1.1

control-plane

mgcp behavior rsip-range tgcp-only

mgcp behavior comedia-role none

mgcp behavior comedia-check-media-src disable

mgcp behavior comedia-sdp-force disable

mgcp profile default
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dial-peer voice 100 voip

description *** Inbound Dial-Peer- from CUCM to CUBE-LAN **%¥
session protocol sipv2

session transport udp

incoming uri via CUCM

voice-class codec 1

voice-class sip bind control source-interface GigabitEthernet0/0/0
voice-class sip bind media source-interface GigabitEthernet0/0/0
dtmf-relay rtp-nte

no vad

!
dial-peer voice 101 voip

description *** Outbound Dial-Peer from CUBE-LAN to CUCM*¥**
destination-pattern 416637....

session protocol sipv2

session target ipv4:10.80.12.2:5060

session transport udp

voice-class codec 1

voice-class sip options-ping 60

voice-class sip bind control source-interface GigabitEthernet0/0/0
voice-class sip bind media source-interface GigabitEthernet0/0/0
dtmf-relay rtp-nte

no vad

!

dial-peer voice 200 voip

description *** Inbound Dial-Peer from ROGERS to CUBE-WAN **%*
session protocol sipv2

session transport udp

incoming uri via Rogers

voice-class codec 1

voice-class sip profiles 300

voice-class sip bind control source-interface GigabitEthernet0/0/1

voice-class sip bind media source-interface GigabitEthernet0/0/1
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dtmf-relay rtp-nte

no vad

I

dial-peer voice 201 voip

description *** oOutbound Dial-Peer from CUBE-WAN to ROGERS*¥**
destination-pattern [0-9]T

session protocol sipv2

session target dns:public.sip.XX.XX

session transport udp

voice-class codec 1

voice-class sip profiles 300

voice-class sip bind control source-interface GigabitEthernet0/0/1
voice-class sip bind media source-interface GigabitEthernet0/0/1
dtmf-relay rtp-nte

no vad

!
Tine con O

exec-timeout 0 O

transport input none

stopbits 1
Tine aux O

stopbits 1
Tine vty 0 4

exec-timeout 0 O

password XXXXXXX

Togin

transport preferred telnet

|

|

end
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Configuring Cisco UCM 12.5

Cisco UCM Version

Cisco Unified CM Administration

System version: 12.5.1.11900-146

VMware Installation: 2 vCPU Intel(R) Xeon(R) CPU E5-2680 0 @
2.70GHz, disk 1: 80Gbytes, 6144Mbytes RAM, Partitions aligned

Figure 4: Cisco UCM Version

Cisco Call Manager Service Parameters

Navigation: System = Service Parameters

e Select Server* = clus22pub--CUCM Voice/Video (Active)
e Select Service*= Cisco CallManager (Active)
o Allfields are set to default values
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daliali,  Cisco Unified CM Administration

CISCO  pyr Cisco Unified Communications Solutions

sl Cisco Unified CM Administration v

Ad ato Abo g

System » Call Routing ~ Media Resources ~  Advanced Features -

B Save Set to Default @% Advanced

Device =  Application = User Management ~  Bulk Administration = Help -

i Parameters for All Servers v

Go

Go

rStatus

@ Status: Ready

rSelect Server and Service

server® clus22pub--CUCM Voice/Video (Active)

Service™® Cisco CallManager {&ctive)

v

v

All parameters apply only to the current server except parameters that are in the cluster-wide group(s).

Parameter Name Parameter Valua

rCisco CallManager (Active) Parameters on server clus22pub--CUCM Voice/Video (Active)

Suggested Value

Call Throttling

Code Yellow Entry Latency * 20
Code Yellow Exit Latency Calculation * 40
Code Yellow Duration ® 5
Max Events Allowed * 2000
System Throttle Sample Size * 10

20
40

2000
i0

Figure 5: Service Parameters

SIP Trunk Security Profile

Navigation: System = Security = SIP Trunk Security Profile

¢ Name®*= Non Secure SIP Trunk Profile-Rogers
e Description = Non Secure SIP Trunk Profile authenticated by null String

e Device Security Mode = Non Secure
¢ Incoming Transport Type* = TCP + UDP
e Qutgoing Transport Type = UDP
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WEWGERGOE Cisco Unified CM Administration -

For Cisco Unified Communications Solutions administrator About Logout

alh,  Cisco Unified CM Administration
cisco

Bulk Administration +

System * CallRouting v Media Resources v  Advanced Features v Device »  Application User Management + Help «

SIP Trunk Security Profile Configuration G ETEL R RT'SH Back To Find/List
LB Save x Delete Copy %' Reset # Apply Config EL'-'E Add New

r Status

@ Status: Ready

rSIP Trunk Security Profile Information

| »

Name™ INcm Secure SIP Trunk Profile-Rogers

Description INcm Secure SIP Trunk Profile authenticated by null String
Device Security Mode | Non Secure ;I
Incoming Transport T‘wpe"C | TCP+UDP ;l
Outgoing Transport Type | upp |

™ Enable Digest Authentication
Nonce Validity Time (mins)* IGDD

Secure Certificate Subject or Subject Alternate Name

Ilnccrming Port™ |s060 |

Figure 6: SIP Trunk Security Profile

™ Enable Application level authorization

Iv Accept presence subscription
r Accept out-of-dialog refer® *
I Accept unsolicited notification

v Accept replaces header

I Transmit security status

I Allow charging header
SIP V.150 Qutbound SDP Offer Filtering® | Use Default Filter =1

Delete | Copy | Reset I Apply Config | Add New |

Figure 7 SIP Trunk Security Profile Contd.,
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SIP Profile

Navigation: Device = Device Settings = SIP Profile

e Name*= Standard SIP Profile-Rogers
e Description = Standard SIP Profile-Rogers
e All the other fields are set to default values

ahalie  Cisco Unified CM Administration
cisco

WEWGERGLE Cisco Unified CM Administration - E

For Cisco Unified Communications Solutions administrator About Logou

System + CallRouting + Media Resources «  Advanced Features + Dewvice v Application +  User Management +  Bulk Administration «

Help
SIP Profile Configuration RGN RIS Back To Find/List

B Save x Delete Copy %I Reset  Apply Config |:I'} Add New

rStatus

@ Status: Ready

@ All 5IP devices using this profile must be restarted before any changes will take affect.

rSIP Profile Information

Name* |Star||:|ar|:| SIP Profile-Rogers
Description |Standard SIP Profile-Rogers

Default MTP Telephony Event Payload Type® |101

Early Offer for G.Clear Calls* | Disabled =l
User-Agent and Server header information* I Send Unified CM Wersion Information as User—Agen;l
Wersion in User Agent and Server Header* | Major And Minor ;l
Dial String Interpretation® I Phone number consists of characters 0-9, *, #, anc= |
Confidential Access Level Headers® | Diisabled ;l

™ redirect by Application

I Disable Early Media on 180

[ Outgoing T.38 INVITE include audio mline

™ offer valid IP and Send/Receive mode only for T.38 Fax Relay
™ Use Fully Qualified Damain Mame in SIP Requests

™ Assured Services SIP conformance

™ Enable External Qos**

Figure 8: SIP Profile
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rSDP Information

SDP Session-level Bandwidth Modifier for Early Offer and Re-invites*® I TIAS and AS ;I
SDP Transparency Profile I Pass all unknown SDP attributes =]
Accept Audio Codec Preferences in Received Offer® | Default ;l

r Require SDP Inactive Exchange for Mid-Call Media Change
I allow RR/RS bandwidth modifier (RFC 3556)

rParameters used in Phone

Timer Invite Expires (seconds)¥* |1_gg
Timer Register Delta (seconds)® |5
Timer Register Expires (seconds)* |36EID
Timer T1 {msec)* |5gg
Timer T2 (msec) * |4ggg
Retry INVITE* |5
Retry Mon-INVITE® [1o

Media Port Ranges % Common Port Range for Audio and Video

C Separate Port Ranges for Audio and Video

Start Media Port* [16384
Stop Media Port* |32766
DSCP for Audio Calls [Use System Default =1
DSCP for Video Calls [Use System Default =1
DSCP for Audio Portion of Video Calls | Use System Default ;I
DSCP for TelePresence Calls | Use System Default ;l

Figure 9 SIP Profile Contd.,
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DSCP for Audio Portion of TelePresence Calls I Use System Default =
Call Pickup URI* I)c-cisco-serviceuri-pickup

Call Pickup Group Other URI™* I)c—cisco—serviceuri—opic:kup

Call Pickup Group URIT* I)c—cisco—serviceuri—gpic:kup

Meet Me Service URL* Ix—cisco—sewiceuri—meetme

User Info™® INDI‘IE ;I
DTMF DB Level * [Nominal =
Call Hold Ring Back*® |[)f-f =
Anonymous Call Block™® | Off =]
Caller 1D Blocking® | off =]
Do Not Disturb Control® | User =l
Telnet Level for 7940 and 7960% | Disabled =
Resource Priority Namespace | < None = ;l
Timer Keep Alive Expires (seconds)® |1_20

Timer Subscribe Expires (seconds)® |1_20

Timer Subscribe Delta (seconds)® |5

Maximum Redirections* I;-D

Off Hook To First Digit Timer (milliseconds)* |1_5Dgg

Call Forward URI |>c—-:|5co—sew|ceur|—cf'nfdall

Speed Dial (Abbreviated Dial) URT* Ix—cisco—ser\-’iceuri—abbrdial

Figure 10 SIP Profile Contd.,

 Conference Jain Enabled
I™ RFC 2543 Hold

¥ semi attended Transfer
I™ Enable vAD

™ stutter Message Waiting
I” MLPP User Autharization

— Normalization Script

Normalization Script | <= None = |

I Enable Trace

Parameter Name Parameter Value

1

[+

r External Presentation Information

- Anonymous External Presentation

External Presentation Number I

External Presentation Name |

Figure 11 SIP Profile Contd.,
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r Trunk Specific Configuration

Reroute Incoming Reguest to new Trunk based on* I Mewver

Resource Priority Namespace List < Nane =

|SIF’ Rel1XX Options™ Send PRACK if 1xx Contains SDP

video Call Traffic Class*

Lol L Ll il L

I Mixed
Calling Line Identification Presentation™® IDefauIt
Session Refresh Method* I Invite

lEarIy Offer support for voice and video calls™® i Disabled (Default value) .I

I Enable ANAT

™ Deliver Conference Bridge Identifier

I Enable External Presentation Name and Number

| Reject Anonymous Incoming Calls

| Reject Anonymous Outgoing Calls

" send ILS Learned Destination Route String

™ connect Inbound Call before Playing Queuing Announcement

rSIP OPTIONS Ping

||7 Enable OPTIONS Ping to monitor destination status for Trunks with Service Type "Mone (Default)”

*lng nterval tor ln-service and Fartially ln-service Irunks [seconds) IED

Ping Interval for Out-of-service Trunks (seconds)* |12|3
Ping Retry Timer (milliseconds)™ |5|3|3
Ping Retry Count® [6

Figure 12 SIP Profile Contd.,

SDP Information

I” Send send-receive SDP in mid-call INVITE
I Allow Presentation Sharing using BFCP
I allow ix Application Media

¥ allow multiple codecs in answer SDP

Delete I Copy I Reset I Apply Config I Add New I

Figure 13 SIP Profile Contd.,
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Trunk configuration

Trunk configuration from Cisco UCM to the LAN side of the Cisco UBE:
Navigation: Device = Trunk

¢ Name*= Rogers_SIPTrunk_To_CUBE
e Description = Rogers_SIPTrunk_To_CUBE

WEWMTENGLE Cisco Unified CM Administration hd

administrator About Logoul

ahaliy  Cisco Unified CM Administration

CIS€C  E4r Cisco Unified Communications Solutions

System = CallRouting + Media Resources =  Advanced Features = Device ¥  Application =  User Management *  Bulk Administration ~ Help

Trunk Configuration RN RIS Back To Find/List

[ sove x Delete % Reset D@ AddNew

rSIP Trunk Status
Service Status: Full Service
Duration: Time In Full Service: 6 days 18 hours 6 minutes

r Device Information
Product: SIP Trunk
Device Protocol: s5IP
Trunk Service Type None(Default)
Device Name*® |Rugers_SIPTrunl-c_Tu_CUElE
Description IRugers_SIPTrunk_Tu_CUBE
Device Pool* I Rogers_g729_DP E3
Common Device Configuration | = None = ;I
Call Classification® | Use System Default =l
Media Resource Group List | MRGL_SW_No_MTP =1
Location™® | Hub_None ;I
AAR Group | < None = ;I
Tunneled Protocol® | None E3
QSIG Variant® I Mo Changes ;I
ASN.1 ROSE OID Enceding® [No Changes |
Packet Capture Mode™® I MNone ;I
Packet Capture Duration IU

Figure 14 SIP Trunk
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™ Media Termination Point Required

v Retry Video Call as Audio

I path Replacement Support

[~ Transmit UTF-8 for Calling Party Name
™ Transmit UTF-8 Names in QSIG APDU
I” Unattended Port

to do =o will expose keys and other information.

Consider Traffic on This Trunk Secure® I When using both sRTP and TLS |
Route Class Signaling Enabled™® | Default =1
Use Trusted Relay Point*® [Default =]

r PSTN Access
¥ run on All Active Unified CM Nodes

[T sRTP Allowed - When this flag i= checked, Encrypted TLS needs to be configured in the network to provide end to end security. Failure

r Intercompany Media Engine (IME)

E.164 Transformation Profile | < Nane > =

r MLPP and Confidential Access Level Information

MLPP Domain | < None > ;I
Confidential Access Mode | = None = LI
Confidential Access Level | < None > ;I

Figure 15 SIP Trunk Contd.,

Significant Digits = Set to 4 (Based on requirement)

r Call Routing Information

v Remote-Farty-Id
v Asserted-Identity

Asserted-Type* I Default [
SIP Privacy * | Default [
Trust Received Identity * |Tru5t All (Default) ;I

r Inbound Calls

I Significant Digits™ I 4

Connected Line 1D Presentation | Default

Connected Name Presentation ™ IDefauIt

Lo e e e

Calling Search Space |< None >
AAR Calling Search Space |< None =
Prefix DN |

I Redirecting Diversion Header Delivery - Inbound

Figure 16 SIP Trunk Contd.,
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r Incoming Calling Party Settings

If the administrator sets the prefix to Default this indicates call processing will use prefix at the next level setting
(DevicePool/Service Parameter). Otherwise, the walue configured is used as the prefix unless the field is empty in which case
there is no prefix assigned.

Clear Prefix Settings | Default Prefix Settings |

Use
Number o Device
Type Prefix Strip Digits Calling Search Space 1
Incoming IDEfauIt IZ Ic Mone = ;l =
Number

rIncoming Called Party Settings

If the administrator sets the prefix to Default this indicates call processing will use prefix at the next level setting
(DevicePool/Service Parameter). Otherwise, the walue configured is used as the prefix unless the field is empty in which case
there is no prefix assigned.

Clear Prefix Settings | Default Prefix Settings |

Use
Number o Device
Type Prefix Strip Digits Calling Search Space 1
Incoming IDEfauIt IZ Ic Mone = ;l I~
Number

Figure 17 SIP Trunk Contd.,
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Connected Party Settings

Connected Party Transformation C55 | < None = =

¥ Use Device Pool Connectad Party Transformation C55

r Outbound Calls

Called Party Transformation CSS |< Nane > =
¥ Use Device Pool Called Party Transformation C55

Calling Party Transformation C55 |{ None = ;I
¥ Use Device Pool Calling Party Transformation C5S

Calling Party Selection® | Originator =]
Calling Line ID Presentation™® IDEfaL”t =1
Calling Name Presentation * | Default =
Calling and Connected Party Info Format® | Deliver DN only in connected party ;l
I Redirecting Diversion Header Delivery - Outbound

Redirecting Party Transformation CS5 |< None = ;I

¥ Use Device Pool Redirecting Party Transformation C55

Presentation Information

| Anonymous Presentation

Presentation Number |

Presentation Name |

™ send Presentation Name and Number only in the FROM header and not in the other identity headers

Figure 18 SIP Trunk Contd.,

e Configure the Virtual LAN IP address of the Cisco UBE and the Destination Port
e Associate the SIP Trunk Security Profile and SIP Profile as created earlier

e DTMF Signaling Method: RFC2833

e The rest of the configuration is all default
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rSIP Information

Destination

I Destination Address is an SRV

Destination Address Destination Address IPvG Destinat|
[1* [10.64.2.171 |s0s0 |
]
MTP Preferred Originating Codec® | 7ilulaw |
BLF Presence Group® | Standard Presence group ;I
I SIP Trunk Security Profile™® I Non Secure SIP Trunk Profile-Rogers ;ﬂ
Rerouting Calling Search Space |{ MNone = ;l
Out-0Of-Dialog Refer Calling Search Space I = None = ;I
SUBSCRIBE Calling Search Space [< Nore = B3
SIP Profile™ I Standard SIP Profile-Rogers ~ || View Details
DTMF Signaling Method* | RFC 2833 -
Mormalization Script
Normalization Script | < None = ;I
I Enable Trace
Parameter Name Parameter Value
1] I Hl g

Figure 19 SIP Trunk Contd.,

Recording Information

g None
' This trunk connects to a recording-enabled gateway

" This trunk connects to other clusters with recording-enabled gateways

r Geolocation Configuration

Geolocation |< None =

=l
Geolocation Filter| = Mone = ;I

I send Geolocation Information

Delete | Reset | Add New |

Figure 20 SIP Trunk Contd.,
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Routing configuration

Route Pattern for Cisco UBE:

Navigation: Call Routing = Route/Hunt = Route Pattern

¢ Route Pattern= 9.XXXXXXXXXX (Create Route patterns based on the dial plan requirement)
e Description = Rogers_RP_Calls
e Gateway/Route List = Rogers_SIPTrunk_To_CUBE (Associate the SIP Trunk created earlier)

alal  Cisco Unified CM Administration
cisco

WEMGERGLE Cisco Unified CM Administration - E

administrator About Logou

For Cisco Unified Communications Solutions

System = CallRouting + Media Resources * Advanced Features = Device =  Application = User Management *  Bulk Administration + Help

Route Pattern Configuration

LB Save xnelete Copy |:|']= Add New

r Pattern Definition

I RTEGN RS Back To Find/List =

IRuute Pattern ™ QOO0 I
Route Partition < None > ;I
IDascripti on |Rug ers_RP_Calls I
Numbering Plan | -- Not Selected - =l
Route Filter | < Mone = ;I
MLPP Precedence® | Default =

Il Apply Call Blocking Percentage |

Resource Priority Namespace Metwork Domain I < Mone = ;l
Route Class® | Default =]
Gateway/Route List™ | Rogers_SIPTrunk_To_CUBE ;I (Edit)
Route Option & Route this pattern

" Block this pattern | No Errar ;I
Call Classification™® | OffMet -~
External Call Control Profile | < None = I

™ Allow Device Override ™ Provide Outside Dial Tone T Allow Overlap Sending r Urgent Priority

r Require Forced Authorization Code

Authorization Level® |g

- Require Client Matter Code

Figure 21 Route Pattern

¢ Check the option Use Calling Party's External Phone Number Mask)
¢ Calling Party Transform Mask 416637XXXX
e Discard Digits PreDot
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—Calling Party Transformations

M Use Calling Party's External Phone Number Mask

Calling Party Transform Mask |41553?)(>0(>{

Prefix Digits (Outgoing Calls) |

Calling Line 1D Presentation™® IDefauIt

Calling Name Presentation® IDEfaL”t

Calling Party Number Type™* | Cisce CallManager

Calling Party Numbering Plan® | Cisco CallManager

L L ]

r Connected Party Transformations

Connected Line ID Presentation® | Default

Connected Name Presentation™® IDEfaL”t

Lef L

rCalled Party Transformations

IDiscard Digits EreDot

Called Party Transform Mask

Prefix Digits (Outgoing Calls) I

Called Party Number Type® ICis-:c: CallManager

Called Party Numbering Plan® I Cisco CallManager

I
[

Figure 22 Route Pattern Contd.,

ISDN Network-Specific Facilities Information Element

Network Service Protocol I -- Not Selected --

-

Carrier Identification Code I

Metwork Service Service Parameter Name

Service Parameter Value

| -- Not Selected -- =] [ ot Exist =

Delete | Copy | Add New |

Figure 23 Route Pattern Contd.,
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Fax Configuration in Cisco ATA SPA112

Quick Setup

e Access the IP address of Cisco ATA SPA112 using the web browser
e Enter the credentials to authenticate

e C(Click on Quick Setup

e Line 1:10.80.12.2 (Enter the IP address of Cisco UCM)

e UserID: 0948 (End User Configured in Cisco UCM)

e Dial Plan: Use the default values

A <2 admin(Admin) Log Out About Help
'::ln's'é'c;' Phone Adapter Configuration Utility
PGiick Setup | Network Setup Voice Administration Status
E Quick Setup
Line 1

Proxy: | 10.80.122

Display Name: I ciscofax0948 User ID: I 0948

Password: I'*"""""‘

Dial Plan: I (*xx1[ 3469111/ 010 01 2-8 Pooooa oo 1300¢[ 2- 9 ooooek S D ROooooaooaack. )

Figure 24 Fax-Quick Setup
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Voice

e Click on the tab Voice

e Click on Line 1 from the menu options available in the left panel

o In the SIP Settings section ensure the following and the rest can be set to default values,
o SIP Transport: UDP
o SIP Port: 5060

- admin{Admin) LogCut About Hel
g : AF =l
l.‘.'IIS clo Phone Adapter Configuration Utility
Network Setup Voice Administration Status

Information Line 1

System

gr"_ - SIP Settings

avisioning

Regional ISIF‘ Transport; upp = I SIP Port: I S060
SIP 100REL Enable: no | ¥ EXT SIP Port: I

User1

Line 2 Auth Resync-Reboot: yes ™ SIP Proxy-Require: I

User2 SIP Remote-Party-ID: yes ¥ SIP GUID: no ¥
SIP Debug Option: f none | ATP Log Intvl: [o
Restrict Source IP: no |* Referor Bye Delay: I 4
Refer Target Bye Delay: I 0 Referee Bye Delay: I ]
Refer-To Target Contact: I no v| Sticky 183: I no vI
Auth INVITE: no * Reply 182 On Call Waiting: I no 'I
Use Anonymous With RPID: yes ™ Use Local Addr In FROM: noe ™

Figure 25 Fax- Line-SIP Settings
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¢ Inthe Audio Configuration section ensure the following and the rest can be set to default
values,
o Preferred Code: G711u
o FAX Passthru Codec: G711u
o FAX Enable T38: yes/no (Depending on the Fax codec requirements)

admin(&dmin) LogOut About Hel

F—
v . i
cisco  Phone Adapter Configuration Utility

P
Network Setup Voice Administration Status

Information Line 1

System
gr';isiming Audio Configuration
Regional I Preferred Codec: I GT11u j Second Preferred Codec: I G729 v|
m Third Preferred Codec: I Unspecified ‘I Use Pref Codec Only: I yes 'l
Eﬁ:; Use Remote Pref Codec: no ™ Codec Negotiation: I Default 'I
User2 (57293 Enable: yes | Silence Supp Enable: no ¥
(53726-32 Enable; ves | Silence Threshold; I medium v|
FAX W21 Detect Enable: ves | Echo Canc Enable: no *
FAX CNG Detect Enable: ves ¥ I FAX Passthru Codec: G7llu | ™
FAX Codec Symmetric; I Yes "I DTMF Process INFO; I yes v|
FAX Passthru Method: RelNVITE = DTMF Process AVT. I yes 'l
FAX Process NSE: no |* DTMF Tx Method: I Auto 'I
FAX Disable ECAN; ves | DTMF Tx Mode: I Strict v|
DTMF Tx Strict Hold Off Time: | 70 | Fax Enable T3: yes |
Hook Flazh Tx Method: I None 'l FAX T38 Redundancy: 0 |
FAX T3& ECM Enable: I Yes "I FAX Tone Detect Mode: I caller or calles vI
Symmetric RTP: no ™ FAX T38 Return to Voice: no *
Modem Line: no ™ RTP to Proxy in Remote Hold: no |*

Figure 26 Fax-Line-Audio Configuration
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Acronyms
Acronym Definitions
CPE Customer Premise Equipment
Cisco UBE Cisco Unified Border Element
Cisco UCM Cisco Unified Communications Manager
MTP Media Termination Point
POP Point of Presence
PSTN Public Switched Telephone Network
ESBC Enterprise Session Border Controller
SCCP Skinny Client Control Protocol
SIP Session Initiation Protocol
SP Service Provider
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Cisco Systems has more than 200 offices in the following countries and regions. Addresses, phone
numbers, and fax numbers are listed on the Cisco Web site at http://www.cisco.com/go/offices.
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