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Introduction

Objectives and intended audience

This deployment guide provides guidelines on how to configure the Cisco TelePresence Video
Communication Server (Cisco VCS) version X6 and Cisco Unified Communications Manager (CUCM)
versions 6.1, 7 or 8 to interwork via a SIP trunk.

Other ways that Cisco VCS and CUCM can be connected to allow them to interwork include:

m use of an H.323 trunk

m  configuring CUCM to register to the Cisco VCS as a gateway (typically used with CUCM version
4.1 and earlier)

Deployment scenario

A company already has CUCM running their telephone system. They want to integrate this with a
Cisco VCS Control which connects their existing (or new) video conferencing systems, so that voice
and video terminals can communicate with one another across one unified network.

The existing telephone system uses telephone numbers to specify who to call. This functionality is to
be extended into the video system, so that all endpoints will be contactable by telephone numbers.
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For the purposes of this example, endpoints connected to the CUCM are identified by their extension
numbers 3xxx and endpoints connected to the Cisco VCS Control are identified by telephone
numbers 01189 124 xxx. 4-digit extension number dialing and full 11-digit dialing of endpoints
registered to the Cisco VCS Control are supported.

CUCM and the Cisco VCS Control are connected together using a SIP trunk across an IP network; the
Cisco VCS Control domain is vcs.domain. Calls sent to CUCM need the domain portion to be

<ip address of cucm>; calls from CUCM to Cisco VCS will arrive with the domain portion set as

<ip address of vcs>:5060

It is assumed that the Cisco VCS Control is running version X6 or later code and has at least the
following option keys installed:

= H323-SIP interworking

m  Traversal calls

= Non-traversal calls

It is assumed that CUCM is running IOS v6.1, 7 or 8.




Summary of configuration process

This document specifies how to configure both the CUCM (I0S v6.1, 7 or 8) and the Cisco VCS
Control so that calls can be made:

= from video endpoints connected to the Cisco VCS to other video endpoints connected to that
same Cisco VCS

m  from IP handsets or other devices connected to CUCM to other IP handsets or devices connected
to that same CUCM

= from video endpoints connected to the Cisco VCS to IP handsets or other devices connected to
CUCM

m  from IP handsets or other devices connected to CUCM to video endpoints connected to the Cisco
VCS

The configuration process describes each of these stages separately, so that individual stages can be
implemented and tested before moving on to the next.

Prerequisites for system configuration

Before using this document to configure the Cisco VCS Control and CUCM to interwork, make sure
that the following is configured and operational:

= CUCM contains a basic configuration and has already set up at least:
e  System > Server
e  System > Cisco Unified CM
e  System > Cisco Unified CM Group
e  System > Date / Time Group
e System > Presence Group
e  System > Region
e  System > Device Pool
e System > DHCP
e  System > Location
e  System > Physical location
e  System > Enterprise parameters
e  System > Licensing

m  The Cisco VCS Control is configured with IP address, DNS and NTP information, and is
accessible for management via its web browser interface. See document D14524 Basic
configuration - Single Cisco VCS Control deployment guide.




Enabling calls between endpoints registered on
the Cisco VCS Control

Cisco VCS Control configuration

Configuration of the Cisco VCS Control to enable calls to be made between devices that register to it
can be broken down into the following steps:

1.
2.

Set up the SIP domain of the Cisco VCS Control. This is needed for SIP registration.

Check the Traversal Subzone configuration. The Traversal Subzone handles the interworking of
H.323 endpoints with SIP endpoints.

Create transforms to:

e  Ensure that domain information is added to dialed numbers that do not have it.
This forces dialed number information from SIP and H.323 endpoints into a common format:
number@domain

e Expand 4-digit Cisco VCS extension numbers (4xxx) to full 11-digit numbers.
Both SIP and H.323 endpoints will register on the Cisco VCS Control with a URI (H323 ID) in
the format 11_digit_number@domain (that is, their full 11-digit telephone number followed
by domain information). The transforms will convert 4-digit (4xxx) or 11-digit numbers, with or
without domain information to be transformed into the correct 11-digit URI format for routing.
Calls to 3xxx will be formatted to 3xxx@domain.

Set up the SIP domain of the Cisco VCS Control

SIP endpoints register with the Cisco VCS Control with an AOR (Address Of Record) in the format
11 digit_ number@vcs.domain. The Cisco VCS Control must be configured with the SIP domain
information so that it will accept these registrations.

1.
2.
3.

Go to VCS configuration > Protocols > SIP > Domains.
Click New.
Configure the field as follows:

Name Required domain, for example vcs.domain

Click Create domain.

Status Systern VICS configuration Applications Maintenance 7 Help o Looout
Create domain You are here: %¥CS configuration * Protocols * SIP » Domains * Creste domain

Configuration

Iame

Create domain Cancel




Check the Traversal Subzone configuration

1. Goto VCS configuration > Local Zone > Traversal Subzone.

e Portranges can be left at default values (50000 to 52399), or can be configured as required
(see the “Zones and Neighbors” section of the Cisco VCS Administrator Guide for further
details).

e Bandwidth values can be left at default values (Unlimited), or can be configured as required
(see the “Bandwidth Control” section of the Cisco VCS Administrator Guide for further
details).

2. Click Save.

Status  System  VCS configuration  Applications  Maintenance ?)Help (o4 Logout

Traversal Subzone Wou are here: wCS configuration b Local Zone » Traversal Subzone

Ports

Traversal media port start * | 50000 i

Traversal media port end * 52399 i

Total bandwidth available

Bandvridth restriction Unlimitec |

Total bandwicth limit (kbps) * !

Calls handled by the Traversal Subzone
Banduwidth restriction Unlimited ¥ |1

Per call bandwicth limit (kips) * i

Save

Mumber of registrations 0
Number of calls 0

Banchvicth used on this YCS 0 kbps
Tatal banchwidth used across this

cluster WS

Create transforms

In this deployment scenario, users want to be able to dial other endpoints registered to the Cisco VCS
Control using either an 11-digit E.164 number (01189 124 xxx) or a 4-digit extension number (4xxx).
CUCM endpoints are to be dialed using a 4 digit number (3xxx). This dialing model can be supported
by H.323 (if the endpoint registers both 4-digit and 11-digit E.164 aliases), however, SIP does not
support dialing by numbers alone. If a number (without a domain appended) is dialed from a SIP
endpoint the endpoint will automatically append its own domain.

For consistency with both SIP and H.323 dialing, this deployment scenario always uses the URI form
for routing calls (that is, dialed_digits@domain).
For call requests received by the Cisco VCS Control the dialed number:

= may or may not include the first 7 digits of the 11-digit (Cisco VCS registered endpoint) number
- (not included when just the 4-digit extension number is dialed)

= will always have the last 4 digits (extension number part) of the dialed number that identifies the
specific endpoint to route to

= may or may not include a domain

- (only included when a SIP endpoint is making the call)
Transforms are needed to ensure that the dialed number (in whatever format it is received) is
transformed into a consistent form, in this case:

m  domain added (i.e. dialed_digits@domain).
(In this example the domain to be appended, is the Cisco VCS Control’'s domain vcs.domain.)




m calls to 4xxx have the prefix 0118912 added to convert them to a full 11 digit number

To achieve this, two regex expressions are used:
= (4\d{3})(@vcs.domain)? transforms to 0118912\1@vcs.domain
. (["@]*) transforms to \1@vcs.domain

(In the first, a 4xxx number with or without ‘@vcs.domain’ is transformed to
01189124xxx@vcs.domain, in the second any dialed information which does not contain a domain —
does not contain an ‘@’ — has the ‘@vcs.domain’ added.)

See the Regular Expression Reference in the Appendices section of the Cisco VCS Administrator
Guide for further details, or alternatively search the world wide web for the term “Regular Expression”.

To create the first transform:

1. Goto VCS configuration > Dial plan > Transforms.

2. Click New.

3. Configure the fields as follows:

Priority 1

Description “4 to 11 digit dialing” for example
Pattern type Regex

Pattern string (4\d{3})(@vcs.domain)?

Pattern behavior Replace

Replace string

0118912\1@vcs.domain

State

Enabled

4. Click Create transform.

Status  System  VCS configuration

Create transform
Configuration
Priarity
Description
Pattern type
Pattern string
Pattern behavior
Replace string

State

Creste transform | Cancel

Applications  Maintenance

?) el

o< Logout

You are here: WCS confiquration » Dial plan * Transforms » Creste transfarm

1 i
4to11 digt dialing
Regex v | i
F{3D(@ves domain)? i
Replace | i
011891 201 @ves.domain i

Enabled v | 1

To create the second transform:

1. Goto VCS configuration > Dial plan > Transforms.

2. Click New.

3. Configure the fields as follows:

Priority 2

Description “add domain where none exists” for example
Pattern type Regex

Pattern string @1

Pattern behavior Replace

Replace string

\1@vcs.domain

State

Enabled




4. Click Create transform.

Status System VCS configuration Applications Maintenance 7?/Help 0= Logout
Create transform You are here: YCS configuration + Dial plan * Transforms » Create transfarm
Configuration
Priarity 2 i
Description add domain where none exists 1
Pattern type Regex ¥ | |
Pattern string * | (@) 5

Pattern behavior Replace ¥ | 1
Replace string v @ves domain i

State Enabled % | I

Create transform Cancel

CUCM configuration

No configuration is required on CUCM for the Cisco VCS Control to route calls between endpoints
registered locally to the Cisco VCS Control.

Registering endpoints to the Cisco VCS Control

Endpoint configuration

For H.323, configure the endpoints as follows:

s H.323 ID (for example 01189124000@vcs.domain, 01189124001@vcs.domain and so on)
m  H.323 Call Setup = Gatekeeper

m  Gatekeeper IP address = IP address of the Cisco VCS Control

For SIP, configure the endpoints as follows:

m S|P Address (URI) (for example 01189124000@vcs.domain, 01189124001@vcs.domain and so
on)

m  Server Address (Proxy address) = IP address of the Cisco VCS Control

Confirming registrations
Registration status can be confirmed by checking the Cisco VCS Control via Status > Registrations.

By default the Cisco VCS Control will accept all H.323 registrations and all SIP registrations within the
specified SIP domain. It is possible to limit registrations by explicitly allowing or denying individual
registrations. See the “Cisco VCS Configuration” section of the Cisco VCS Administrator Guide for
further details.

Test calls
Make some test calls using both 4-digit dialing and 11-digit dialing.

Your call history can be seen on the Cisco VCS Control via Status > Call history.




Enabling calls between endpoints registered on
CUCM

Cisco VCS Control configuration

No configuration is required on the Cisco VCS Control for CUCM to route calls between endpoints
registered locally to the CUCM.

CUCM configuration

The configuration of CUCM and Cisco phones to enable calls to be made between the phones
consists of setting up a SIP Profile, specifying the phones on CUCM, giving the phones phone
numbers and getting the phones to load their configuration. This comprises the following steps:

Configure the SIP Profile.

Add a phone device: add the new phone device to the list of supported endpoints on CUCM.
Configure the device directory number: specify the telephone number that will cause this phone

endpoint to ring.

Configure the phone endpoint to pick up its configuration from CUCM. Then reboot the phone to

activate the configuration process.

Configure the SIP Profile

1.
2.

3.

On CUCM, go to Device > Device Settings > SIP Profile.
Click Copy — the double sheets of paper icon in the table.

Find SIP Profile where Name ~ begins with « E]
D Name * Description Copy
Standard SIP Profile Default SIP Profile IE)
l Add New ” Select All ][ Clear All ] [ Delete Selected

Configure the fields as follows:

Name

Standard SIP Profile — for VCS

Default MTP Telephony Event Payload Type

101

Redirect by Application

Select the check box

Allow Presentation Sharing using BFCP

Select the check box (in CUCM 8.6.1 or later)

Timer Invite Expires 180

Timer Register Delta 5

Timer Register Expires 3600

Timer T1 500

Timer T2 Leave as default (typically 4000 or 5000)
Retry INVITE 6

Retry non-INVITE 10

Start Media Port 16384

Stop Media Port 32766

Call Pickup URI

X-cisco-serviceuri-pickup




Enabling calls between endpoints registered on CUCM

Call Pickup Group Other URI X-cisco-serviceuri-opickup
Call Pickup Group URI X-cisco-serviceuri-gpickup
Meet Me Service URI X-Cisco-serviceuri-meetme
User Info None

DTMF DB Level Nominal

Call Hold Ring Back Off

Anonymous Call Block Off

Caller ID Blocking Off

Do Not Disturb Control User

Telnet Level for 7940 and 7960 Disabled

Timer Keep Alive Expires 120

Timer Subscribe Expires 120

Timer Subscribe Delta 5

Maximum Redirections 70

Off Hook To First Digit Timer 15000

Call Forward URI x-cisco-serviceuri-cfwdall
Abbreviated Dial URI X-cisco-serviceuri-abbrdial
Reroute Incoming Request to new Trunk based on | Never

alimln  Cisco Unified CM Administration WENTEe] Cisco Unified CM Administration « | Go
cisco For Cisco Unified Communications Selutions admin Search Documentation About LogoL
System = CallRouting v Media Resources =  Advanced Features = Device « w User w  Bulk » Help =
SIP Profile Configuration EEVEGNET IS Back To Find/List + | Go
G Save x Delete Copy % Reset Z Apply Config EEE Add New
[ Status
@ Status: Ready
@ Al SIP devices using this profile must be restarted before any changes will take affect.
[ SIP Profile Information
Name* Standard SIP Profile - for VCS
Description Default 1P Profile
Default MTP Telephony Event Payload Type* 101
Resource Priority Namespace List < None = -
Early Offer for G.Clear Calls* Disabled -
SDP Session-level Bandwidth Modifier for Early Offer and Re-invites* TIAS and AS -

User-Agent and Server header information®

Redirect by Application

[Tl pisable Early Media on 180

DOutgomg T.38 INVITE include audio mline

[ClEnable anaT

DREquirE SDP Inactive Exchange for Mid-Call Media Change
Fluse Fully Qualified Domain Name in SIP Requests

[¥] Allow Presentation Sharing using BFCP

Send Unified CM Version Information as User-Agen -

r Parameters used in Phone
)*

Timer Invite Expires (seconds, 180
Timer Register Delta (seconds)* 5
Timer Register Expires (secﬂnds)* 3600
Timer T1 {msec)* 500
Timer T2 {msec)* 4000
Retry INVITE® 6
Retry Non-INVITE* 10
Start Media Port™® 16384
Stop Media Port™ 32766

Call Pickup URL* x-cisco-serviceuri-pickup

Call Pickup Group Other URT* x-cisco-serviceuri-opickup

x-cisco-serviceuri-gpickup

Call Pickup Group URT*

Cisco VCS Deployment Guide: CUCM v6.1, 7 and 8 with Cisco VCS X7 using a SIP trunk
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Meet Me Service URT* x-cisco-serviceuri-meetme

User Info® None -
DTMF DB Level® Nominal -
Call Hold Ring Back* Off -
Anonymous Call Block™® off -
Caller 1D Blocking™ Off -~
Do Not Disturb Control* User -
Telnet Level for 7940 and 7960* Disabled -
Timer Keep Alive Expires (seconds)* 120

Timer Subscribe Expires (seconds)* 120

Timer Subscribe Delts (seconds)* 5

Maximum Redirections® 70

Off Hook To First Digit Timer (milliseconds)* 15000
Call Forward URL* x-cisco-serviceuri-ciwdall
Speed Dial (Abbreviated Dial) URT* x-cisco-serviceuri-abbrdial
[¥| conference Join Enabled

[CIrFc 2543 Hold

[¥] semi Attended Transfer

[[lEnable vaD

D Stutter Message Waiting

r Trunk Specific Configuration

Reroute Incoming Request to new Trunk based on* Neyer

RSVF Over SIF* Local RSVP

[¥I Fall back ta lacal RSVP
SIP Rel130¢ Options™ Disabled

|| peliver Conference Bridge Identifier
DEarIv Offer support for voice and video calls (insert MTP if needed)
Send send-receive SDP in mid-call INVITE

SIP OPTIONS Ping

[Flenable opTIONS Ping to monitor destination status for Trunks with Service Type "None (Default)"
Ping Interval for In-service and Partially In-service Trunks (seconds)* [qg

Ping Interval for Out-of-service Trunks (seconds)*

=1

Ping Retry Timer (milliseconds) ™

Ping Retry Count* 5

*[ Save ] [ Delete ] [ Copy ] [ Reset ] [ Apply Config ] [ Add New

4. Click Save.

Add a phone device

1.
2.
3.

4.

Alternatively, if there is already another phone configured, copy its configuration by selecting “super
copy”, entering the new phone’s MAC address and then changing the description (especially correct

Go to Device > Phone.
Click Add New.
Configure as required.

If BFCP is to be used, ensure that a SIP profile is used that has the “Allow Presentation Sharing

using BFCP” check box selected.
Click Save.

the MAC address part of the description).

Device directory number configuration

1.

2
3.
4

Configure phone endpoint to pick up its configuration from CUCM

Go to Device > Phone.
Select the relevant device name.
On the left hand side, select a line.

Set up the required directory number (for this example use a 3xxx number).

On the Cisco phone:

1.

Press the settings button.




Enabling calls between endpoints registered on CUCM

2. Select the Network Configuration section, and check whether the TFTP Server is the IP address
of CUCM. If not:

a. Press the settings button twice — to return to SETTINGS menu.
b. Select Unlock and enter the appropriate password.

c. Select the Network Configuration section.

d. SetAlternate TFTP = YES.

e. Set TFTP Server = <IP address of CUCM>.

f.  Select Accept.

g. Select Save.

3. Reboot the phone (unplug and re-connect the power).

The phone should now indicate that Line 1 is the phone number specified on CUCM (for example
3001).

Calls can now be made between handsets registered on CUCM.

Confirming registrations

Registration status of phones connected to CUCM can be seen on the Device > Phone page.

alilin Cisco Unified CM Administration UEWEEEE Cisco Unifisd G administration v J|_Go
cisco

For Cisco Unified Communications Solutions CMAdministrator About Logout

System »  Cal Routing «  Media Resources  WVoice Mail ~  Device »  Applicstion User Management »  Bulk Administration +  Help +

Find and List Phones GEIFICHRETNEES Actively Logged In Device Report (v || Go
|:I'} Add New @ Select Al @ Clear Al % Delete Selected % Reset Selected
— o

n
"
L} = SEPOO0SZ194B9E1 SEPO00B2194B9E1_Steve_at_Ruscombe_3011 LABCME SIP Registered with 10.1.2.22 10.44.10.99 T IE |7
7060 a

Make some test calls by dialing the numbers of the registered phones (for example, 3001).
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Enabling endpoints registered on Cisco VCS Control to call endpoints registered on CUCM

Enabling endpoints registered on Cisco VCS
Control to call endpoints registered on CUCM

CUCM configuration

Configuration of CUCM to enable calls to be made between devices that register to it can be broken
down into 2 steps:

= Configure the SIP Trunk security profile.
m  Configure the SIP Trunk device.

Configure the SIP Trunk security profile

1. On CUCM, go to System > Security > SIP Trunk Security profile.
2. Click Add New.
3. Configure the fields as follows:

Name Non Secure SIP Trunk Profile
Device Security Mode Non Secure
Incoming Transport Type TCP+UDP
Outgoing Transport Type TCP
Incoming Port 5060
Accept Unsolicited Notification Select this check box
Accept Replaces Header Select this check box
4. Click Save.
alialn, - Cisco Unified CM Administration NEEEAtn] Cisco Unified CM Administration =
CI5CO  kor cisco Unified Communications Solutions admin  Search Documentation ~ About  Logout
System - Call Routing ~ Media Resources ~  Advanced Features +~ Device ~  Application User +  Bulk Admini ion ~  Help =
SIP Trunk Security Profile Configuration Related Links:
B Save xDele‘le Copy %’ Resst ¢ Apply Config |:|'} Add New
~Status

@ Status: Ready

~5SIP Trunk Security Profile Information

Name® Non Secure SIP Trunk Profile

Description Non Secure SIF Trunk Profile authenticated by null Strir
Device Security Mode Mon Secure -
Incoming Transport Type* TCP+UDP hd
Outgoing Transport Type TCP -

[ Enable Digest Authentication
Nonce Validity Time (mins)* 500

¥.509 Subject Name

Incoming Port* 5060

[ enable Application Level Authorization
| Accept Presence Subscription

0 Accept Out-of-Dialog REFER**
Accept Unsolicited Motification
Ac:c:ept Replaces Header

DTransmit Security Status
SIP V.150 Outbound SDP Offer Filtering® Use Default Filter -

—[ Save ] [ Delete ] [ Copy ] [ Reset ] [ Apply Config ] [ Add New
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Configure the SIP Trunk device
1. On CUCM, go to Device > Trunk.
2. Click Add New.
3. Selecta Trunk Type of SIP Trunk.
e Device Protocol displays SIP.
o |If asked for a Trunk Service Type, select None(Default).
4. Click Next.
5. Configure the Device Information fields as follows:

Device Name VCS_location, for example VCS_Ruscombe

Device Pool (As set up in System > Device Pool)

Call classification OnNet

Location (As set up in System > Location)

Packet Capture Mode None

Media Termination Point Select this check box if only audio devices are registered

Required to CUCM.
Clear this check box if any video phones registered to
CUCM are to make or receive video calls with endpoints
registered to Cisco VCS

SRTP Allowed Select this check box

Note: The use of the Media Termination Point has been found to be beneficial in the following
circumstances:

» When calls from a CUCM phone to a SIP video device registered on Cisco VCS fail due to
CUCM not providing a SIP sdp as required (seen with CUCM 6.1).

» When calls from a CUCM phone to an H.323 video device registered on Cisco VCS fail due to
INVITEs with no sdp not being interworked correctly by Cisco VCS (note that this issue is fixed in
Cisco VCS X5.1.1 and later).

The Media Termination Point may however cause problems when making video calls between CUCM
and Cisco VCS (seen with CUPC).

6. Configure the Call Routing Information > Inbound Calls fields as follows:

Significant digits All

Connected Line ID Presentation Default

Connected Name Presentation Default

Calling Search Space (As set up in Call Routing > Class of Control > Calling
Search Space)

Prefix DN <blank>

Redirecting Diversion Header Select this check box

Delivery — Inbound

7. Configure the Call Routing Information > Outbound Calls fields as follows:

Calling Party Selection Originator

Calling Line ID Presentation Default

Calling Name Presentation Default




Enabling endpoints registered on Cisco VCS Control to call endpoints registered on CUCM

Caller ID DN

<blank>

Caller Name

<blank>

8. Configure the SIP Information fields as follows:

Destination address

<IP address of Cisco VCS> or <Domain of Cisco VCS /
Cisco VCS cluster>

Destination address is an SRV | Only select this check box if a domain is specified for the

destination address, and the DNS server uses DNS SRV
records to direct the domain to a Cluster of Cisco VCSs.

Do not select this check box if an IP address is specified.

Destination port

5060

Presence Group

Standard Presence Group (or whichever presence group
has been configured in System > Presence Group)

SIP Trunk Security Profile

Non Secure SIP Trunk Profile

SIP Profile

Standard SIP Profile — for VCS

DTMF Signaling Method

RFC 2833

Normalization Script (only
applies to CUCM 8.6 or later)

vcs-interop (if available)

9. Click Save.
10. Click Reset.
11. Click Reset.

System v Call Routing v  Media Resources v Advanced Festures »  Device »  Applicstion v  User Management +  Bulk &dministration +  Help +

Trunk Configuration

LB Save

GEIRTEGRET G Back To Find/List v

Go

r Status

@ Status: Ready

rDevice Information

Product:

Device Protocal;
Trunk Service Type
Device Name*

Description

Device Pool®

Common Device Configuration

Call Classification®

Media Resource Group List

Location®

AAR Group

Tunneled Protocal

QSIG Variant®

ASN.1 ROSE OID Encading™®

Packet Capture Mode ™

Packet Capture Duration

[ Media Termination Point Reguired

Retr’y Wideo Call as Audio
Path Replacement Support

O transmit UTF-3 far Calling Party Mame
Transmit UTF-8 Narnes in QSIG APDU

[ unattended port

keys and other infarmation.
Consider Traffic on This Trunk Secure®

route Class Signaling Enabled*

Use Trusted Relay Paint*

FETH Access

Crun on all active Unified CM Hades

ERTP Allowed - When this flag is checked, Encrypted TLE needs to be configured in the network to provide end to end security, Failure to do so will expose

SIP Trunk

SIP

None{Default)

|\J'CS_RLISCﬂth |

|\.-'CS at Ruscombe |

| Default |
[LaBcme |
[ onnet |
|< None = v|
|Reston LaBCIMB 451 |
|< None = v|
|Nnna v|
[ |
[ |
|Nnna v|

o |

[ When using both sRTP and TLS ~|
| Default ~|
| Default ~|
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Intercompany Media Engine (IME)
E.164 Transformation Profile [ < None = v ‘

Multilevel Precedence and Preemption {MLPP} Information
MLPP Damain | < None = v ‘

rCall Routing Information

Remote-Party-Id
Asserted-1dentity

Asserted-Trpe* [ Default v

SIP Privacy* [ Default -

rInb d Calls
Significant Digits * All -
Connected Line ID Presentation® | pefault v
Connected Namne Presentation® | pefault v
Calling Search Space LABCME &
AR Calling Search Space < Mone x v
Prefix DN

Redlrsctmg Diversion Header Delivery - Inbound

rIncoming Calling Party Settings

If the administrator sets the prefix to Default this indicates call processing will use prefix at the next level setting (DevicePool/Service Parameter),
Otherwise, the value configured is used as the prefix unless the field is empty in which case there is no prefix assigned,

[ Clear Prefix Settings ][ Default Prefix Settings ]

Number Type Prefix Strip Digits Calling Search Space Use Device Pool €55

Incoring Mumber Default = None = w

rConnected Party Settings
Connected Party Transformation CS5 | < Mone = ~

[“luse Device Pool Connected Party Transformation CSS

Outbound Calls

Called Party Transformation €55 =< Mone > M

Use Device Pool Called Party Transformation C55
Zalling Party Transformation CS35 < Mone = ~

Use Device Poaol Calling Party Transformation CSS

Calling Party Selection® Originator b
Calling Line ID Presentation™® Default W
Calling Mame Presentation® Default W
Caller ID DN

Caller Name

DRedirecting Diversion Header Delivery - Outbound
Redirecting Party Transformation CSS | < Mone = v

Use Device Pool Redirecting Party Transformation CS5

SIP Information

 Destination

O oestination address is an sRY
Destination Address Destination Address IPv6 Destination Port

1* [10.50.152.7 5060 (#] =

MTP Preferred Criginating Codec*

Presence Group* Standard Presence group o
SIF Trunk Security Profile™® Nan Secure SIP Trunk Profile ~
Rerouting Calling Search Space < Mone = ~
Out-Of-Dialog Refer Calling Search Space [« Hons > v
SUBSCRIBE Calling Search Space = Mone = v
SIP Profile® Standard SIP Profile - for WC3 L
DTHMF Signaling Method* RFC 2833 N

Normalization Script
Normalization Script | ves-interop v

[Tenatle Trace

Parameter Name Parameter Value

rGeolocation Configuration
Gealacation < Mone » n

Geolocation Filter | < Mone > N

[T send Geolocation Infarmation

Calls can now be made between handsets registered on the Cisco VCS Control to handsets
registered on CUCM.




Enabling endpoints registered on Cisco VCS Control to call endpoints registered on CUCM

Cisco VCS Control configuration

The configuration of the Cisco VCS Control needs 3 steps:

Local Video Endpoint
Subzone

%EEF

Traversal
Subzone

Configure the Cisco VCS Control with a neighbor zone that contains the CUCM.
Configure the Cisco VCS Control with a search rule to route calls to that zone.

Configure the Cisco VCS Control with a transform that converts number@<IP address of cucm>
to number@vcs.domain.

Default
Subzone

Neighbor
Zone

Default
Zone

DNS ENUM
Zone Zone

Create a neighbor zone for CUCM

1.
2.
3.

Go to VCS configuration > Zones.
Click New.
Configure the fields as follows:

Name CUCM Neighbor
Type Neighbor
Hop count 15
H.323 mode Off
H.323 access is not required for communication with CUCM.
SIP mode On
SIP port 5060
If the SIP access port on CUCM is not 5060, change the SIP Port value to be
the same as used by CUCM.
Transport TCP
Accept proxied Deny

registrations

Authentication policy

Configure the authentication settings according to your authentication policy.

SIP authentication trust

Off
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Enabling endpoints registered on Cisco VCS Control to call endpoints registered on CUCM

mode

Peer 1 address

IP address of CUCM, or the domain of CUCM.

Zone profile (Advanced
section)

setting.

Select Cisco Unified Communications Manager.

See ‘Appendix 8 — Parameters set by the ‘Cisco Unified Communications
Manager’ Advanced Zone profile’ for details on what is configured by this

Note: The Cisco VCS Control is to use SIP over TCP to communicate with the CUCM. If you want to
use TLS, complete the configuration as described here for TCP and then refer to Appendix 10 —
Connecting Cisco VCS to CUCM using TLS (rather than TCP).

4.

?) (oM

Click Create zone.
Status System VCS configuration Applications Maintenance
Create zone You are here: %CS confiouration » Zones + Creste zone
4 Configuration !
Mame: | CLICM Neighbor i
Hop count * i
Ina |
Mocle i
J sip !
Mode on |1
Transport L
Accept proxied registrations

4 Authentication

Do not check credentials % | @

Authertication policy

SIP authertication trust mode

J Location

Peer 1 address

Peer 2 address

Peer 3 address

Peer 5 address

|
|
Peer 4 adcress [
|
|

Peer & address

J Advanced |

Zone profile | Cizco Unified Communications Manager L.

Create Zone cancel

Create a search rule to route calls to the CUCM neighbor zone

1.
2.

Go to VCS configuration > Dial plan > Search rules.
Click New.
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Note: Search rules are used to specify the range of telephone numbers / URIs that will be handled by
this neighbor CUCM. Search rules can also be used to transform URIs before they are sent to the
neighbor.

In this implementation the transforms set up in the “Create transforms” section above have already
made sure that dial strings are in URI format number@vcs.domain. As CUCM requires dialed
numbers to be in the form 3xxx@<IP address of CUCM> a transform will be required to convert calls
to CUCM which are addressed 3xxx@vcs.domain to that format.

3. Configure the fields as follows to convert called IDs in the format 3xxx@vcs.domain to
3xxx@<IP address of CUCM> and then route the call to CUCM:

Rule name Route to CUCM

Description For example: Send 3xxx@vcs.doman calls to CUCM
Priority 100

Source Any

Request must be
authenticated

Configure this setting according to your authentication policy

Mode Alias pattern match
Pattern type Regex

Pattern string (3\d{3})@vcs.domain(.*)
Pattern behavior Replace

Replace string

\1@<ip address of CUCM>\2, for example \1@10.1.2.22

On successful match

Stop

Target zone

CUCM Neighbor

State

Enabled

4. Click Create search rule.

Status System VCS configuration

Create search rule
Configuration
Rule name
Drescription
Priority
Source
Request must be authenticated
Mode
Pattern type
Pattern string
Pattern behaviar
Replace string
On zuccesstul match
Tariget

State

Create search rule Cancel

Applications Maintenance 7 Help o= Logout

You are here: ¥CS configuration * Dial plan » Search rules » Create search rule

# | Route to CLICH i

Send Joox@ves.doman calls to CUCK i

#1100 i

Alias pattern match | @

Regex [%| |1

& | (33 NEves domsin. Y i

Replace v | 1

Vi@=ip address of CUCK=12, for example V@10.1.2.22 i

Stop b [

% | CUCM Meighbor bt |

Enabled v i

See the “Zones and Neighbors” section of the Cisco VCS Administrator Guide for further details.




Create a transform that converts number@<IP address of cucm> to
number@vcs.domain

When a call is made from CUCM to Cisco VCS, the callback address is presented as number@<ip
address of cucm>. For Cisco VCS to route this back to CUCM the domain portion should have the IP

address removed and the video domain added — this is so that the existing search rule can route the
call to CUCM:

1. Goto VCS configuration > Dial plan > Transforms.
2. Click New.
3. Configure the fields as follows:

Priority 3

Description “CUCM IP to domain” for example
Pattern type Regex

Pattern string (:*)@<ip address of CUCM>((:];).*)?
Pattern behavior Replace

Replace string \1@vcs.domain\2

State Enabled

4. Click Create transform.

Status System VCS configuration Applications Maintenance 7 /Help o= Logout
Create transform You are here: YOS configuration » Disl plsn » Transforms » Creste transform

Configuration

Priority 3 i

Description CUCK IP to domain i

Pattern type Regex | 1

Pattern =tring # | [ *@<ip address of CUCM=((:[1%)7 i

Pattern bhehavior Replace b |

Replace string W @ves. domaini2 !

State Ensbled | 1

Create transform Cancel

Test calls

Make some test calls from endpoints registered on the Cisco VCS Control to endpoints registered on
CUCM by dialing the required CUCM extension number (3xxx) on the Cisco VCS endpoint.

On endpoints registered to the Cisco VCS dial the extension numbers of endpoints registered on
CUCM, for example 3000.




Enabling endpoints registered on CUCM to call endpoints registered on the Cisco VCS Control

Enabling endpoints registered on CUCM to call
endpoints registered on the Cisco VCS Control

Cisco VCS Control configuration

The configuration of the Cisco VCS Control needs 2 steps:

Configure the Cisco VCS Control with a search rule that takes the incoming domain information
put on by CUCM (IP address of VCS:IP port) and converts it to the sip domain used by the
registered endpoints and routes the call to the Local Zone. The transform must expand a received
“short” 4 digit number to a full 11 digit phone number, as endpoints register with their full 11 digits.

(From X7.0.) Ensure that VCS stays in the signaling path for calls with CUCM so that CUCM
knows that signaling messages need to go to the video network via the SIP trunk.

Traversal
Subzone

Local Video Endpoint
Subzone

ﬁm?

Neighbor
Zone

Default
Subzone

Default DNS ENUM
Zone Zone Zone

Set up a search rule for CUCM to call the Cisco VCS Local Zone

Note: The search rule must match and transform the URI received from CUCM
(0118912)?(4xxx@<ip address of vcs>:<port>) into 01189124xxx@vcs.domain

1.

Go to VCS configuration > Dial plan > Search rules.
Click New.

Note: This search rule will handle all calls to URIs in the format (0118912)?(4\d{3})@<IP
address of VCS>:<port> and transform them to 0118912\2@vcs.domain, for example in this
scenario, 01189124000@10.44.9.214:5060 will be converted to 01189124000@vcs.domain and
4000@10.44.9.214:5060 will also be converted to 01189124000@vcs.domain

Configure the fields as follows:

Rule name CUCM to registered devices
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Description For example: (0118912)? 4xxx@10.44.9.214:<port> to call
registered endpoints

Priority 40

Source Any

Request must be

authenticated

Configure this setting according to your authentication policy

Mode

Alias pattern match

Pattern type

Regex

Pattern string

For example: (0118912)?(4\d{3}) @ %ip%(;.*)?

Pattern behavior

Replace

Replace string

0118912\2@vcs.domain

On successful match Stop
Targ et zone LocalZone
State Enabled
4. Click Create search rule.
Status System VCS configuration Applications Maintenance 7104

Create search rule

Configuration

Rule narne
Diescription

Priarity

Source

Request must be authenticated
Mode

Fattern type

Fatlern string

Fattern behaviar
Replace string

On successiul match
Target

State

Create search rule | Cancel |

‘fou are here: ¥C 35 confiquration * Dial plan® Search rules» Create search rule

* | CUCM to registered devices i

2001 0.44.9.214:=port= to call registered endpaints| 1

=40 1

Any | 1
Mo | 1
Alias pattern match » | 1

Regex |+ | | L

© | (011891 2y AHINERIn®KE T L

Replace v | 1
011891 22wvcs.domain L

Stop L [

* | LocalZone hd 1

Enahled ~| 1

Ensure that VCS stays in the signaling path for calls with CUCM

To handle calls using GRUU, where the contact address is not an IP, and allow call signalling to be
routed properly where the contact IP is non routable by CUCM, VCS needs to stay in the signalling
path so that it can handle these

m  [fVCSis X7.0 or later, go to the CUCM neighbor zone and:

a. Change the Advanced Zone profile from Cisco Unified Communications Manager to
Custom.

b. Setthe parameters as documented in “Appendix 8 — Parameters set by the ‘Cisco Unified
Communications Manager’ Advanced Zone profile”.

c. Set Call signaling routed mode to Always.




CUCM configuration

Allow numeric dialing from Cisco phones to Cisco VCS

CUCM can be configured to take a prefix and route calls to a sip trunk based on a specific prefix.

Configure CUCM to route calls dialed as 01189124xxx and 4xxx to the Cisco VCS as 4xxx:
On CUCM, go to Call Routing > Route/Hunt > Route Pattern.

1.
2.

3.

Click Add New.

Configure a Route Pattern as indicated above to route calls dialed 01189124xxx to the Cisco VCS
trunk after stripping off the leading 0118912 (leaving 4xxx).

Set Pattern definitions:

Route Pattern

0118912.4XXX

Route Partition

(As set up in System > Device Pool)

Description

As required, for example “Route 01189 124 xxx to VCS
SIP trunk”

Gateway/Route List

Required Trunk to route calls to the Cisco VCS Control

Call Classification

OnNet

Provide Outside Dial Tone

Not selected

Set Called Party Transformation

S:

Discard Digits

PreDot

Configure a second Route Pattern to route calls dialed 4xxx to the Cisco VCS trunk (no change to

dialed number).
Set Pattern definitions:

Route Pattern

AXXX

Route Partition

(As set up in System > Device Pool)

Description

As required, for example “Route 4 xxx to VCS SIP trunk”

Gateway/Route List

Required Trunk to route calls to the Cisco VCS Control

Call Classification

OnNet

Provide Outside Dial Tone

Not selected

Set Called Party Transformation

S:

Discard Digits

< None >




Enabling endpoints registered on CUCM to call endpoints registered on the Cisco VCS Control

Cisco Unified CM Administration

For Cisco Unified Communications Solutions

cisco

System »  Call Routing +  Media Resources »  Voice Mall = Device -

Route Pattern Configuration

WERLELELLE Cisco Unified CM Adrinistration s

CMAdministrator About

Application +  User Management = Bulk Administration ~  Help -

Logout

G RTCGRET S Back To Find/fList v

B Save x Delete Copy |:|‘} A Mewy

r Status

@ Status: Ready

r Pattern Definition

Route Pattern ™ (0118912 4xmx

Route Partition | LABCME

Description |RDute 01189 124 xxx to WCS SIP trunk

Mumbering Plan |

Route Filter [

MLPP Precedence™ | Default

Gateway/Route List* [vCs_Ruscombe

Route Option @ Route this pattern

O Blogk this pattern | Mo Error

|

Call Classification® |OnNet

~|

DRequire Forced Authorization Code

[ allow Devies override [l pravide outside Dial Tone L] Allow Cverlap Sending | Urgent Priority

Authorization Level® |g

DRequlre Client Matter Code

rCalling Party Transformations

Cuse Calling Party's External Phone Number Mask

Calling Party Transforrn Mask |

Prefix Digits {Qutgaoing Calls) |

Calling Line ID Fresentation™® | Default

|
Calling Name Presentation™ | Default Vl
rConnected Party Transformations
Connected Line ID Presentation ™ | Default Vl
Connected Narme Presentation™® | Default v
rCalled Party Transformations
Discard Digits | PreDot Vl

Called Party Transform Mask |

Prefix Digits {Outgoing Calls) |

r ISDN Network-Specific Facilities Information EI

Network Service Protocol | -- Mot Selected --

Carrier Identification Code |

Network Service

Service Parameter Name

Service Parameter Value

|-- Mot Selected -- v||

*[ Save ] [ Delete ] [ Copy ] [ Add New ]

@ *_indicates required item.

Calls can now be made from CUCM to endpoints on Cisco VCS registered as

01189124xxx@vcs.domain.

Test calls

>

Make some test calls from endpoints registered on CUCM to endpoints registered on the Cisco VCS
Control by dialing the 4 digit extension number 4xxx and also the full 11 digit number 01189124xxx.

On endpoints registered to CUCM dial the 4 digit extension number and 11 digit full number of
registered endpoints, for example 4000 and 01189124000.
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Advanced configuration

CUCM SIP Max Incoming Message Size

SIP messages for video are considerably larger than SIP messages for audio calls. In particular, when
a Cisco TelePresence Server is used in the video network, SIP messages can be > 5,000 bytes
(which is the default SIP Max Incoming Message Size configured in CUCM).

To increase the SIP Max Incoming Message Size, on CUCM:

1. Goto System > Service Parameters.

2. Select the appropriate server.
3. Select Cisco CallManager (Active) as the service.
4. Select Advanced.
5. Inthe Clusterwide Parameters (Device — SIP) configure the field as follows:
SIP Max Incoming Message Size | 12000
SIP Station UDP Paort Throttle Threshald * 50 50
SIP Trunk UDP Port Throttls Threshold * 200 200
SIP W.150 Outhound SOP Offer Filtering * Mo Filtering - Mo Filtering
SIP Max Incoming Message Size * 12000 so00 ]
TF Max Incorming Message Headers ™ 100 Tom
Send SIP Multicast TTL in SDP * False - False
Defsult PUBLISH Expiration Timer * 3600 3e00
Minimum PUBLISH Expiration Timer * &0 60

6. Click Save.




Appendix 1 — Troubleshooting

Problems connecting Cisco VCS Control local calls

Look at “Search history” to check the applied transforms
Search history entries report on any searches initiated from a SETUP/ARQ /LRQ in H323 and from an
INVITE/OPTIONS in SIP.

1. Goto Status > Search history.
The summary shows the source and destination call aliases, and whether the destination alias
was found.

2. Select the relevant search attempt.

The search history for that search attempt shows:

m  the incoming call's details

= any transforms applied by admin or user policy or CPL

= and in priority order, zones which matched the required (transformed) destination, reporting on:
e any transforms the zone may apply
e found or not found status
e if not found, the error code as seen in the zone’s search response

e repeated until a zone is found that can accept the call, or all prioritized zone matches have
been attempted
(the search may be “not found” due to lack of bandwidth or because the search from the zone
resulted in an H.323 rejection reason or a non 2xx response to a SIP request)

If the search indicates:
= Found: False
m  Reason: 480 Temporarily Not Available

this could be because the Cisco VCS Control’s zone links are not correctly set up. From the command
line execute:

xcommand DefaultLinksAdd

to set up the required links for the Cisco VCS Control’'s default zones; also check the links for other
zones that have been created.

Note: Each H.323 call will have two entries in the search history:
» The first for an ARQ to see if the endpoint can be found.
» The second for the Setup to actually route the call.

The ARQ search does not worry about links or link bandwidth, and so if links do not exist or link
bandwidth is insufficient it may still pass, even though the Setup search will subsequently fail.

» Each SIP call will usually only have a single search history entry for the SIP INVITE.




Look at “Call history” to check how the call progressed

1. Goto Status > Call history.
The summary shows the source and destination call aliases, the call duration and whether the call
is a SIP, H.323 or SIP< -- >H.323 interworking call.

2. Select the relevant call attempt.
The entry will show the incoming and outgoing call leg details, the call’'s status and the zones that
the Cisco VCS Control used to route the call.

Check for errors

Event Log

Check the Event Log which is accessible from the web browser: Status > Logs > Event Log.

Real time detailed event log

To obtain a more detailed log of key events and errors, start up syslog level 1 logging and then try the
call or initiate a presence action.

Log in to the Cisco VCS Control as admin using an SSH or Telnet connection.

At the prompt type:
syslog 1

To turn off tracing, at the prompt type:
syslog off

m Information displayed between typing syslog 1 and syslog off will contain the key events and error
messages that occurred between those two times.

Tracing calls

Tracing calls at SIP / H.323 level
Log in to the Cisco VCS Control as admin using an SSH or Telnet connection.

At the prompt type:
syslog 2

To turn off tracing, at the prompt type:
syslog off

= Information displayed between typing syslog 2 and syslog off will contain the SIP and H.323
messaging received and sent out by the Cisco VCS Control.

m Information displayed by syslog 2 includes the key event and error message information reported
by syslog 1. Viewing syslog 1 and syslog 2 information separately can be useful so that syslog 1
messages are not lost within the detailed SIP / H.323 messaging.

H.323 to SIP CUCM calls do not work

422 Session Timer too small

When interworking a call from H.323 to SIP, Cisco VCS in X4 and earlier versions of code would not
handle the SIP “422 Session Timer too small” response from CUCM. If an H.323 call is interworked to
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a SIP call to CUCM and CUCM sends the ‘422 Session Timer too small’ message Cisco VCS clears
the call.

From X5.0, setting the neighbor zone to “Cisco Unified Communications Manager” enables Cisco VCS
to handle session timer exchanges with CUCM, and so the changes to configuration in CUCM
documented below should be unnecessary.

For X4.x and earlier versions of Cisco VCS code, the workaround is to set CUCM to support a
Minimum Session Expires time that matches that requested by endpoints.

Video endpoints typically request a Session-Expires: 500 and CUCM has a default Min-SE (Minimum
Session Expires): 1800

To configure CUCM to have a Minimum Session Expires time <= 500:
1. Goto System > Service Parameters.

2. Select Server = current server, for example “<IP> (Active)”.

3. Select Service = Cisco CallManager (Active).

4. Search for SIP Min-SE Value and set it to 500.

5. Click Save.
alimh, Cisco Unified CM Administration Navigation
CIS€0 [y Cisco Unified Communications Solutions il dh BemmenEisn | Mhew | legeu

System »  Call Routing »  Media Resources »  Advanced Festures »  Device = Application +  User Management »  Bulk Administrstion +  Help +

Service Parameter Configuration GEIETCLNET S Parameters for All Servers v
B Save Set to Default @% Advancedd

rClusterwide Parameters (Device - 5IP) -
SIP Interoperability Enabled * |True v|True |
Retry Count for SIP Bye * [10 |10
Retry Count for SIP Cancel ¥ |1g | 10
Retry Count for SIP Invite * & |s
Retry Count for SIP PRACK * |s |5
Retry Count for SIP Relixx * |1g |10
Retry Count for SIP Publish * |5 | [
Retry Count for SIF Response * |6 | 6
SIP Connect Timer * [500 | 500
SIP Disconnect Timer * |5Dg |SDD
SIP Expires Timer * [1a0000 | 180000
SIP PRACK Timer * [s00 | 500
SIP Rellxx Timer * [500 | 500 |
SIP Trying Tirmer * [s00 | 500
SIP Publish Timer * [s00 | 500

(51F_Min-SE value * [s00 |1800 )
SIPS URI Handling * [Reject v | Reject
SIP statistics Periodic update Timer * |2 |2
SIP Session Expires Timer * [1300 | 1500
SIP Trunk TspReq Retry * E |2

Cisco VCS reports SIP decode error

CUCM 5 and 6
When CUCM is not configured to connect to Cisco VCS, CUCM responds to the OPTIONS pings that
Cisco VCS sends to it with a 503 “Service unavailable”.

m  The 503 message contains a warn header which should be constructed as:
“Warning” 3 digit warn code <space> warn agent <space> warn text
CUCM wrongly misses out the warn agent.

s The 503 message contains a warn header which has a text section opened by “ and closed by .
Both open and close should be “.

Cisco VCS rightfully reports this as an illegal construct.
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CUCM 7

When CUCM is not configured to connect to Cisco VCS, CUCM responds to the OPTIONS pings that
Cisco VCS sends to it with a 503 “Service unavailable”.

m  The 503 message contains a warn header which should be constructed as:
“Warning” 3 digit warn code <space> warn agent <space> warn text
CUCM wrongly misses out the warn agent.

Cisco VCS correctly reports this as an illegal construct.

Call failures with Cisco TelePresence Server

SIP messages from Cisco TelePresence Server can be > 5,000 bytes (which is the default SIP Max
Incoming Message Size configured in CUCM).

Increase the SIP Max Incoming Message Size — see “CUCM SIP Max Incoming Message Size”.

In-call problems

Calls remain up for a maximum of 15 minutes.

If a call is made from CUCM (version 8.0 or earlier) to a Cisco VCS FindMe that has CallerID set to
FindMe ID, CUCM does not handle the session refresh messages Cisco VCS sends to it (the
message has an updated From: header) and so session refreshes fail and the call is cleared by the
session refresh timer.

This is not a problem in CUCM versions later than 8.0.

Calls clear down when a call transfer from a video phone on CUCM
transfers a call to Cisco VCS

Even if use of a media termination point (MTP) is not requested on the SIP trunk between CUCM and
Cisco VCS, if DTMF signaling method is configured as “No preference” on the SIP trunk on CUCM,
CUCM will try and use a Media Transfer Point and the call will fail.

To resolve this, ensure that DTMF signaling method is configured as “RFC 2833” on CUCM on the
SIP trunk from CUCM to Cisco VCS.

Failure to join a CUCM endpoint to a conference using Multiway

Ensure that VCS and CUCM are set up as described in “Appendix 6 — Cisco TelePresence Multiway
and CUCM".

Taking atrace on CUCM using RTMT

RTMT is a tool that lets you monitor system health, view graphs and collect logs from CUCM. There
are versions for both Linux and Windows. CUCM must also be configured to specify what can be
traced.

Configure CUCM to enable tracing

1. Loginto CUCM.
2. Inthe Navigation drop-down select Cisco Unified Serviceability and click Go.
3. Gotothe Troubleshooting Trace Settings page (Trace > Troubleshooting Trace Settings).




4. Select the Check All Services check box.
5. Click Save.

Installing RTMT — Real Time Monitoring Tool

1. Loginto CUCM using a Linux or Windows PC.
Go to Application > Plugins.
Select Find with ‘Name begins with <blank>" and ‘Plugin Type equals Installation’.

Scroll down to the entry for ‘Cisco Unified CM Real-Time Monitoring Tool — Linux’ or ‘Cisco
Unified CM Real-Time Monitoring Tool — Windows’, as required.

Click on the Download link.

P

When downloaded, run the downloaded install file.
Follow the instructions in the install wizard.

® N o o

When complete, click Done to exit the installer.

Running RTMT

1. Run RTMT.
For example, under windows this is in Start > All Programs > Cisco > CallManager
Serviceability > Real-Time Monitoring Tool.

2. Inthe Login window enter the Host IP Address, User Name and Password.
Click OK.

Taking a trace using RTMT

Select Trace & Log Central.

Double-click on Real Time Trace.

Double-click View Real Time Data.

Select a Node — the CUCM instance that is to have the trace run on it.
Click Next >.

Select:

e Products =CCM

e Services = Cisco CallManager

AN A

e Trace File Type = sdi
7. Click Finish.

Note:
» Logs can take a while to download.

» The sdi (System Diagnostic Interface) trace contains alarms, error information and SIP stack
trace information.




Appendix 2 — Known interworking capabilities
and limitations

Capabilities

SIP and H.323 endpoints making basic calls

m S|P and H.323 endpoints can make calls via the Cisco VCS Control to endpoints registered to
CUCM.

m  Endpoints registered to CUCM can make calls to SIP and H.323 endpoints on the Cisco VCS
Control.

Cisco TelePresence Conductor

When Cisco VCS is configured to work with Conductor, calls made from CUCM over the SIP trunk
may initiate or join conferences controlled by Conductor.

Limitations

E20 encryption

If E20 has Encryption Mode = Best Effort then calls from CUCM clear when E20 answers them. Set
Encryption Mode = Off.

T150 running L6.0 code

If a SIP call is made from a T150 running L6.0 code to CUCM 8.0 (and earlier), CUCM does not
handle the UPDATE message that the T150 sends immediately after the call is answered, and so on
call answer the call is cleared down immediately.

If xConfiguration Conference H239 is set to Off then no BFCP is offered and CUCM handles the
UPDATE from the T150 and the call completes as desired.

H.323 MXP and 9971

When an MXP registered to Cisco VCS is in a call with a 9971 registered to CUCM and the MXP call
is H.323, the video on the MXP will be CIF (small picture) rather than VGA (full size picture).

(Seen on MXP F9.0 and 9971 version 9.0.2)

If the MXP call is SIP, a full size picture will be seen.




Appendix 3 — Allow dialing to Cisco VCS domain from Cisco phones

Appendix 3 — Allow dialing to Cisco VCS
domain from Cisco phones

Configure a SIP route pattern that tells CUCM that anything with a domain vcs.domain needs to be

sent down the Cisco VCS SIP trunk

1. On CUCM, go to Call Routing > SIP Route Pattern.
2. Click Add New.
3. Configure the fields as follows:
Pattern Usage Domain Routing
Pattern Domain for calls, for example vcs.domain
Route Partition (As set up in System > Device Pool)
SIP Trunk Required Trunk to route calls to the Cisco VCS Control
4. Click Save.

alaln Cisco Unified CM Administration

CISCO  Egr cisco Unified Communications Solutions

WERILELELN Cisco Unified CM Adrministration v

CMAdministrator About Lagaut

System » CallRouting +  Media Resources = WoiceMal v Device »  Applicstion = User Management »  Bulk Administration = Help «

SIP Route Pattern Configuration

LE Save x Delete Copy Ell} A Mewy

GG RN Back To Find/List v

rStatus

® Status: Ready

rPattern Definition

Pattern Usage Domain Routing

Pattern® |vcs.d0rnain |
Description |Rusc0mbe WS domain |
Route Partition | LABCME "|
SIP Trunk® | WCS_Ruscombe s |

Oelack pattern

rCalling Party Transformations

[Tuse Calling Party's External Phone Mask

Calling Party Transformation Mask |

Prefix Digits {(Outgoing Calls) |

Calling Line ID Presentation™ | Default & |

Calling Line Mame Presentation® | Default M |
rConnected Party Transformations

Connected Line [D Presentation® | Default "|

Connected Line Marne Presentatlnn*| Default V|

- [ =ave | [ Delete | [ Copy | [ add Mew |

® *_indicates required item.

When NNNN@vcs.domain is dialed by an endpoint registered to CUCM, CUCM will route the call to
the Cisco VCS as NNNN@<IP address of VCS>:5060 (TCP) or NNNN@<IP address of VCS>:5061
(TLS)
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Appendix 4 — Connecting CUCM to a cluster of
Cisco VCS peers

From CUCM version 8.5, to connect CUCM with a cluster of Cisco VCS peers there are 2 methods of
providing CUCM with the addresses of the VCS cluster peers:

m the trunk to VCS specifies a list of VCS peers
m the trunk to VCS specifies the DNS SRV address for the VCS cluster

Prior to CUCM 8.5, there was only 1 method; the trunk to VCS had to specify the DNS SRV address
for the Cisco VCS cluster.

Configuring the trunk to VCS to specify the DNS SRV
address for the VCS cluster

Ensure that in the DNS server used by CUCM a DNS SRV record exists for the cluster of Cisco VCS
peers; in the DNS SRV record each peer should be set with equal priority and equal weight.

1. On CUCM, go to Device > Trunk.

2. Select the previously configured Trunk.

3. Scroll down to the SIP Information section

4. Configure the SIP Information fields as follows:

Destination address is an SRV | Select this check box.

Destination address <DNS SRV name of VCS cluster>

5. Click Save.
6. Click Reset.
7. Click Reset.
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almli,  Cisco Unified CM Administration Cisca Unified CM Administration

€IS€C  For cisco Unified Communications Solutions

System v CallRouing v Medis Resources »  VoiceMal + Device v  Application +  LUser Management = Bulk Administration v Help ~

GERCLREN S Back To Find fList G

B Save x Delete: % Reset |:|‘}= Al Newr

Status
[@ Status: Ready

rDevice Information

Product: SIP Trunk
Device Protocol: SIP
Device Name™ |vcs_Ruscombe |
Description [vcs at Ruscombe |
Device Pool® | LaBcme |
Common Device Configuration [ < None = ~|
call Classification* [onnet ~|
Media Resource Group List [ < None » >
Location® | Reston LABCMB ASL V\
AAR Group | < none = |
Packet Capture Mode® [ Hane &
Packet Capture Duration o |
[ Media Termination Point Required
[ Retry video call as audio
[ Transmit UTF-5 for Calling Party Name
unattended port
Multilevel Precedence and Pr ion {MLPP) Information
’7MLPP Domain | = pone > -
rCall Routing Information
rInbound Calls
Significant Digits * [an |
Connected Line 1D Presentation® | pefault ~|
Connected Wame Presentation™® | Default ~|
Calling Search Space [LaBcre ~|
AAR Calling Search Space | < Mone > ~|
Prefix DN I |
[ Redirecting Diversion Header Delivery - Inbound
C.
Calling Party Selection® | originater ~|
Cslling Line 1D Presantation® | pefautt v
Calling Name Presentation® | pefautt ~|
Caller ID DN [ |
Caller Hame [ ]
[JRedirecting Diversion Header Delivery - Gutbound
rSIP Information
Destination Address* [1044.9 214 J
O pestination address is an sRY
Destination Port* E |
MTP Preferred Originating Codec® | ‘
Presence Group* [ standard Pressnce group v
SIP Trunk Security Prafile® [ Men Secure SIP Trunk Profile |
Rrerouting Calling Search Space [< Hone > ~|
Out-0Of-Dialog Refer Calling Search Space | < none » ~|
SUBSCRIBE Calling Search Space [< Hone > ~|
SIP Profile® [ Standard s1P profile >
DTMF Signaling Method* [ Mo preference ~|

@ *. indicates required itsm,

@ **_Device reset is not required for changes to Packet Capture Mode and Packet Capture Duration.

Configuring the trunk to Cisco VCS to specify alist of
VCS peers

1. On CUCM, go to Device > Trunk.
2. Select the previously configured Trunk.
3. Scroll down to the SIP Information section.

SIP Information

Destination

[“I Destination Address is an SRV

Destination Address Destination Address IPv6 Destination Port

1* B
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4. Configure the SIP Information fields as follows:

Destination address is an SRV

Ensure that this check box is not selected

Destination address 1

IP address or DNS name of VCS peer 1

Destination port 1

5060 or 5061 depending on connectivity (TCP/TLS)

Destination address 2

IP address or DNS name of VCS peer 2

Destination port 2

5060 or 5061 depending on connectivity (TCP/TLS)

Destination address 3

IP address or DNS name of VCS peer 3 — if it exists

Destination port 3

5060 or 5061 depending on connectivity (TCP/TLS)

Destination address 4

IP address or DNS name of VCS peer 4 — if it exists

Destination port 4

5060 or 5061 depending on connectivity (TCP/TLS)

Destination address 5

IP address or DNS name of VCS peer 5 — if it exists

Destination port 5

5060 or 5061 depending on connectivity (TCP/TLS)

Destination address 6

IP address or DNS name of VCS peer 6 — if it exists

Destination port 6

5060 or 5061 depending on connectivity (TCP/TLS)

To obtain additional destination address entries select the “+".

5. Click Save.
6. Click Reset.
7. Click Reset.




Appendix 5 - Connecting Cisco VCSto a
cluster of CUCM nodes

When connecting Cisco VCS to a cluster of CUCM nodes, Cisco VCS needs to be able to route calls
to each of these CUCM nodes.
This can be done in 3 ways, in order of preference:

1. With a single neighbor zone in VCS with the CUCM nodes listed as location peer addresses. This
option is only available from VCS X7.0 or later.

2. By using DNS SRV records and a Cisco VCS DNS zone.

3. By setting up multiple zones — one per CUCM node, then setting up a set of prioritized search
rules to route calls to each of the zones in the preferred order (priority values different for each
search rule).

Options 1 and 2 are recommended as they ensure that the Cisco VCS to CUCM call load is shared
across CUCM nodes. Option 3 only provides redundancy; it does not provide load balancing.

Option 1: Using a single neighbor zone

This is only available for a Cisco VCS running version X7.0 or later.

CUCM configuration

When in a cluster, CUCM needs to accept calls routed to number@domain (instead of

number@<ip address of CUCM>) so that Cisco VCS can send the call to any CUCM node without
having to make sure that the domain portion matches the IP address of the node that the call is being
sent to.

1. Goto System > Enterprise parameters, and find the Clusterwide Domain Configuration
section.

Clusterwide Domain Configuration

Organization Top Level Domain

Cluster Fully Qualified Domain Name

2. Setthe Organization Top Level Domain to the same domain as the video network, for example
vcs.domain.

Cisco VCS Control configuration

Cisco VCS configuration requires 1 step:
= Update neighbor zone

Update neighbor zone

1. Goto VCS configuration > Zones.
2. Select the CUCM Neighbor zone.
3. Configure the fields as follows:

Peer 1 address IP address of CUCM node 1, or the domain of CUCM node 1.

Peer 2 address IP address or the domain of CUCM node 2.

Peer 3 address IP address or the domain of CUCM node 3, or blank if no CUCM node 3.
Peer 4 address IP address or the domain of CUCM node 3, or blank if no CUCM node 4.
Peer 5 address IP address or the domain of CUCM node 3, or blank if no CUCM node 5.




Peer 6 address IP address or the domain of CUCM node 3, or blank if no CUCM node 6.

Option 2: Using a DNS zone

CUCM configuration

When in a cluster, CUCM needs to accept calls routed to number@domain (instead of

number@<ip address of CUCM>) so that Cisco VCS can send the call to any CUCM node without
having to make sure that the domain portion matches the IP address of the node that the call is being
sent to.

1. Goto System > Enterprise parameters, and find the Clusterwide Domain Configuration
section.

Clusterwide Domain Configuration

Organization Top Level Domain

Cluster Fully Qualified Domain Name

2. Setthe Organization Top Level Domain to the same domain as the video network, for example
vcs.domain.

DNS server configuration
Configure the DNS server (that is used by the Cisco VCS) with DNS SRYV records for the CUCM
cluster.

m _sips._tcp.fqdn_of cucm_cluster records for TLS connectivity (one record for each CUCM
node)

or

m _sip.tcp.fqdn_of cucm_cluster records for TCP connectivity (one record for each CUCM
node)

Cisco VCS Control configuration

Cisco VCS configuration requires 3 steps:
m  Create a CUCM DNS zone

m  Adjust search rule

m  Delete the old CUCM neighbor zone

Create a CUCM DNS zone

1. Goto VCS configuration > Zones.
2. Click New.
3. Configure the fields as follows:

Name CUCM Cluster Neighbor DNS Zone
Type DNS
Hop count 15
H.323 mode Off
H.323 access is not required for communication with CUCM
SIP mode On
TLS verify mode Off

Include address record Off

Zone profile Select Cisco Unified Communications Manager.




See ‘Appendix 8 — Parameters set by the ‘Cisco Unified
Communications Manager’ Advanced Zone profile’ for details on
what is configured by this setting.

4. Click Create zone.

Status System VCS configuration Anplications haintenance 7 Help 0= Logout
Create zone You are here: YCE configuration » Zones * Create zone

Configuration

Mame % | CUCMW Cluster MNeighbor DNS Zone i

Type # | DhS | i

Hop count #* |15 !

H.323

tacle Off % | 1

sip

Mo On (% |1

TLS werify mode Off & |1

Advanced

Incluce adress recaord Off (v i

Zong profile Cizco Unified Communications Manager el

Create zone Cancel

Adjust search rule

Change the search rule to point to this CUCM DNS zone. Also, instead of using an IP address, set the
domain as used in the DNSSRYV record.

1. Goto VCS configuration > Dial plan > Search rules.

2. Select the existing “Route to CUCM” search rule.

Note: Search rules are used to specify the range of telephone numbers / URIs that are handled by
this neighbor CUCM. They can also be used to transform URIs before they are sent to the neighbor.
In this implementation the transforms set up in the “Create transforms” section have already made
sure that dial strings are in URI format number@vcs.domain.

Previously CUCM required dialed numbers to be in the form 3xxx@<IP address of CUCM>. A
transform converted calls to CUCM from 3xxx@vcs.domain into that format. This transform is no
longer needed.

3. Modify the fields as follows to leave called IDs in the format 3xxx@vcs.domain and then route
the call to CUCM (the fields retain their existing values):

Rule name

Description

Priority

Source

Request must be
authenticated

Mode

Pattern type

Pattern string
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Pattern behavior Leave
On successful match Stop
Target zone CUCM Cluster Neighbor DNS Zone
State Enabled
4. Click Save.
Status System VLS configuration Applications Maintenance 7/ Help 0= Logout
Edit search rule o are here: YOS confiquration  Disl plan + Search rules » Bt search rule

| comguration |

Rl name * |Rnute to CUCM

Diescription |Send Swxx@ves doman calls to CUCM

Priority #1100

¢

Source

=

z| |
]
2
¢

Reguest must be autherticated

Pattern type i

Pattern string * |(3\d{3})@vcs.domain(.*) i
Pattern behavior i

On successful match Stop | L

Target * | CUCH Cluster Meighbor DMNS Zone % @

State Enzhled » | 1

Save Delete Cancel

See the “Zones and Neighbors” section of the Cisco VCS Administrator Guide for further details.

Delete the old CUCM neighbor zone

Delete the now unused neighbor zone “CUCM Neighbor”.

1. Goto VCS configuration > Zones.

2. Select the check box next to the “CUCM Neighbor” zone.
3. Click Delete.

Status System VS configuration Applications Maintenance 7 Help o= Logout
Zones You are here: YOS confiquration *  Zones

DefautFone Default Fone 0 0 kbps Artive ey Edit

[0  cuch Cluster Neighbor DNS Fone DhE 0 0 khps Active e Edlit
W CUCM heighbar Meighbaor 0 0 kbpz Btive ey Eclit

New Delete | Select al Ungelect all
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Appendix 5 — Connecting Cisco VCS to a cluster of CUCM nodes

Option 3: Using multiple neighbor zones

This option only provides redundancy; it does not provide load balancing.

Cisco VCS Control configuration

= Replicate neighbor zone
m  Replicate search rule
Replicate neighbor zone

Replicate the neighbor zone created for the single CUCM peer — once for each node, adjusting the
Name and Peer 1 address for each CUCM node.

Replicate search rule

Replicate the search rule created for the single CUCM peer — once for each node, adjusting the
Priority, and the Target so that each search rule targets a different CUCM neighbor zone.
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Appendix 6 — Cisco TelePresence Multiway and
CUCM

To enable CUCM registered endpoints to be joined into a Multiwvay™ conference:

1. Ensure a custom zone profile with Call Sighaling Routed Mode set to Always is in use on the
Zone towards the CUCM on the VCS.

2. Ensure that CUCM will route calls to VCS which have a video domain.

3. Ensure that CUCM is configured with “Redirect by Application” selected in the SIP profile used by
the SIP trunk to VCS.

VCS configuration

In Cisco VCS, go to the CUCM neighbor zone and:
1. Change the Advanced Zone profile from Cisco Unified Communications Manager to Custom.

2. Set the parameters as documented in “Appendix 8 — Parameters set by the ‘Cisco Unified
Communications Manager’ Advanced Zone profile”.

3. Ensure that Call sighaling routed mode is set to Always.

CUCM configuration

Ensure that CUCM will route calls to VCS which have a video domain:
1. Follow the instructions in “Appendix 3 — Allow dialing to Cisco VCS domain from Cisco phones”.

In the SIP profile used by the SIP trunk to VCS, ensure that “Redirect by Application” is selected:
1. Goto Device > Device Settings > SIP Profile.

Select the check box by Redirect by Application.

Click Save.

Click Apply Config.

Click OK.

AN N

r SIP Profile Information
*

Hame Standard SIP Profile

Description Default SIP Profile

Default MTP Telephony Event Payload Type® 101

Resource Priority Namespace List < Mone = -

Early Offer for G.Clear Calls* Disabled -

SDP Session-level Bandwidth Modifier for Early Offer and Re-invites* TIAS and AS -

User-agent and Server header information® send Unified CM Wersion Information as User-Agen
[ [V Redirect by Application ]

[ pisable Early Media on 180

DOutgoing T.38 INVITE include audio mline

[ClEnable aMAT

DRequire SDP Inactive Exchange for Mid-Call Media Change
Euse Fully Qualified Domain Mame in SIP Regquests

[¥] allow Presentation Sharing using BFCP

You can now test Multiway.




Appendix 7 — Endpoint specific configuration

Appendix 7 — Endpoint specific configuration

T150 running L6.x

Duo Video enabled on the T150 causes the call to be dropped when a 7960 answers the call from the
T150.

To disable Duo Video on the T150 set:
m  xConfiguration Conference H239: Off

Other products

There are no other known special requirements for endpoint configuration for devices registering to
Cisco VCS.
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Appendix 8 — Parameters set by the ‘Cisco
Unified Communications Manager’ Advanced
Zone profile

Selecting a Zone profile of Cisco Unified Communications Manager sets the following Advanced
zone parameters:

Parameter Value
Monitor peer status Yes
Call signaling routed mode Auto
Automatically respond to H.323 searches Off
Automatically respond to SIP searches Off
Empty INVITE allowed On

SIP poison mode Off

SIP encryption mode Auto
SIP SDP attribute line limit mode Off

SIP SDP attribute line limit length 130
SIP multipart MIME strip mode Off

SIP UPDATE strip mode On
Interworking SIP Search Strategy Options
SIP UDP/BFCP filter mode On

SIP Duo Video filter mode Off

SIP record route address type IP

SIP Proxy-Require header strip list <Blank>

To use BFCP with endpoints registered to CUCM 8.6.1 or later, select Custom for the Advanced
Zone profile, configure the entries as above, then change SIP UDP/BFCP filter mode to Off.

Further configuration will be needed on CUCM — see "Appendix 12 — Enabling BFCP”.

If TLS connectivity is used from Cisco VCS to CUCM, and VCS is configured with optimal routing,
either CUCM has to trust the certificates for all VCSs in the network, or, select Custom for the
Advanced Zone profile, configure the entries as above, then change Call signaling routed mode to
Always. This ensures that the VCS neighbored to CUCM will remain in the call signaling path for calls
to and from CUCM, so that CUCM only has to trust this VCS cluster’s certificates.

Call signaling routed mode set to Always is also important where endpoints are using GRUU contact
addresses (from VCS X7.0) or where IP addresses of video devices are unroutable directly from
CUCM. ltis should also be set when interfacing between CUCM and MCUs for Multiway. VCS staying
in the signaling path ensures messaging can be routed properly.
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Appendix 9 — CUCM 5 incompatibility

= CUCM 5 does not work with Cisco VCS; CUCM 5 responds incorrectly to OPTIONS messages
that Cisco VCS sends to it.

s CUCM 6.1 and later does correctly respond to the Cisco VCS OPTIONS messages and so CUCM
6.1 or later must be used when integrating with Cisco VCS.
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Appendix 10 — Connecting Cisco VCS to CUCM
using TLS (rather than TCP)

These instructions explain how to take a system that is already configured and working using a TCP
interconnection between Cisco VCS and CUCM, and to convert that connection to use TLS instead.
The process involves:

m  ensuring that CUCM trusts the Cisco VCS server certificate

m  configuring a SIP trunk security profile on CUCM

m  updating the CUCM trunk to Cisco VCS to use TLS

m  updating the Cisco VCS neighbor zone to CUCM to use TLS

m  update the Cisco VCS search rule to use port 5061 instead of port 5060

Ensure that CUCM trusts the Cisco VCS server
certificate

For CUCM to make a TLS connection to Cisco VCS, CUCM must trust the VCS’s server certificate.
CUCM must therefore have a root certificate that trusts the VCS'’s certificate.

If VCS and CUCM have both been loaded with valid certificates from the same certificate authority and
the root CA is already loaded onto CUCM, then no further work is required.

If VCS does not have a certificate from an authority that is accepted by the root CA certificate on
CUCM:

» The preferred solution is to obtain a valid certificate for the Cisco VCS from an authority accepted
by the CUCM root CA certificate, and then load this new certificate onto Cisco VCS (see the
Certificate creation and use with Cisco VCS deployment guide).

» An alternative solution is to have CUCM validate the Cisco VCS's existing server certificate. You
can do this by taking the server certificate off the VCS and loading it into CUCM. To do this:
a. Copy the server certificate from VCS to a text file and save the file with a suffix of .pem.

i. Go tothe Cisco VCS's Security certificates page (Maintenance > Certificate
management > Security certificates).

ii. Click Show server certificate.

iii. Copy all the information displayed including the
“-----BEGIN CERTIFICATE-----“ and "-----END CERTIFICATE-----" lines into a text file
named in the format, for example, VCS<IPaddress>-cert.pem.

b. On CUCM, select Cisco Unified OS Administration, click Go and log in.
c. Goto Security > Certificate management then Upload Certificate.
d. Configure the fields as follows:

Certificate Name CallManager-trust.

Root Certificate <leave blank>

Description Enter a textual description as required.

Upload File Click Browse... and select the .pem file you created in step 1.

e. Click Upload File.
f.  Click Close.




Configure a SIP trunk security profile on CUCM

On CUCM:

1. Select Cisco Unified CM Administration, click Go and log in.
2. Goto System > Security > SIP Trunk Security Profile.

3. Click Add New.

4. Configure the fields as follows:

Name A name indicating that this profile is an encrypted profile for
the specific X.509 name(s).

Description Enter a textual description as required.

Device Security Mode Select Encrypted.

Incoming Transport Type Select TLS.

Outgoing Transport Type Select TLS.

Enable Digest Authentication Leave unselected.

X.509 Subject Name The subject name or an alternate subject name provided by

the Cisco VCS in its certificate. (Multiple X.509 names can be
added if required; separate each name by a space, comma,
semicolon or colon.)

Incoming Port 5061
Other parameters Leave all other parameters unselected.
5. Click Save.

Update the CUCM trunk to Cisco VCSto use TLS

On CUCM:

1. Goto Device > Trunk.

2. Using Find, select the Device Name previously set up for the trunk to the Cisco VCS.
3. Configure the following fields:

Device Information section

Device Name This name must match the subject name of the Cisco VCS
certificate (as used in the X.509 Subject Name in the security
profile).

Description Update as required; you may want to indicate that this is now
a TLS connection.

SIP Information section

Destination Port 5061

SIP Trunk Security Profile Select the trunk profile set up above.

Leave other parameters as previously configured.
4. Click Save.
5. Click Apply Config.
6. Click OK.




Update the VCS neighbor zone to CUCM to use TLS

Note: Cisco VCS will report that the CUCM zone is active even while it is communicating with CUCM
over TCP. The changes below are necessary to allow communications to happen over TLS.

On Cisco VCS:
1. Onthe Edit zone page (VCS configuration > Zones, then select the zone to CUCM).
2. Configure the following fields:

SIP section

Port 5061
Transport TLS
TLS verify mode Off
Authentication trust mode Off

Leave other parameters as previously configured.
3. Click Save.

Verify that the TLS connection is operational

To verify correct TLS operation, check that the Cisco VCS zone reports its status as active and then
make some test calls:

1. Check the Cisco VCS zone is active:

a. Goto VCS configuration > Zones.

b. Check the Status of the zone.

If the zone is not active, try resetting or restarting the trunk again on CUCM.
2. Make atest call from a Cisco VCS registered endpoint to a CUCM phone.
3. Make a test call from a CUCM phone to a Cisco VCS registered endpoint.

Note: CUCM 8.0.2 and earlier do not handle received crypto tags properly; the receipt of them may
cause CUCM to clear the call. If this occurs, configure endpoints with Encryption = Off.

Network of Cisco VCSs

If there is a network of VCSs behind this VCS neighbored to CUCM, then, either:
= CUCM must trust the certificates of all the VCSs in the network, or
m  (From X7.0) configure VCS neighbor zone to ‘always’ route the signaling

Set VCS to always route signaling to CUCM

With TLS configured between VCS and CUCM, and where VCS is configured for optimal routing
(usual case), either:

= CUCM must trust the certificates for all VCSs in the network, or

m  If VCSis X7.0 or later, go to the CUCM neighbor zone and:

a. Change the Advanced Zone profile from Cisco Unified Communications Manager to
Custom.




Appendix 10 — Connecting Cisco VCS to CUCM using TLS (rather than TCP)

b. Setthe parameters as documented in “Appendix 8 — Parameters set by the ‘Cisco Unified
Communications Manager’ Advanced Zone profile”.

c. Set Call signaling routed mode to Always.
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Appendix 11 — Characters allowed in SIP URIs

Appendix 11 — Characters allowed in SIP URIs

The following character set is allowed in SIP URIs (further details may be found in RFC 3261):

a-z / A_Z / 0_9 / o / u_u / ll-ll / ll!ll / v__wr / (I ST / lllll/ Il(ll / Il)ll u&u /
e / u+u / ll$ll / ll,ll / ll;ll / ll?ll / ll/ll

If other characters are needed they must be ‘escaped’ using "%" HexDigit HexDigit
where HexDigit HexDigit is the ASCII value for the required character.

For example, firsthame%20lastname@company.com - %20 is the space character.
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Appendix 12 — Enabling BFCP — Dual
video/presentation sharing

This requires CUCM version 8.6.1 or later.

VCS configuration

In Cisco VCS, go to the CUCM neighbor zone and:

1. Change the Advanced Zone profile from Cisco Unified Communications Manager to Custom.
2. Set the parameters as documented in “Appendix 8 — Parameters set by the ‘Cisco Unified

Communications Manager’ Advanced Zone profile”.
3. Ensure that SIP UDP/BFCP filter mode is set to Off.

CUCM configuration

In the SIP profile used by the SIP trunk to VCS, select “Allow Presentation Sharing using BFCP”

On CUCM

1. Goto Device > Device Settings > SIP Profile.

Click Save.
Click Apply Config.
Click OK.

ok wnN

r SIP Profile Information

Select the check box by Allow Presentation Sharing using BFCP.

Marme®

Description

Default MTP Telephony Event Payload Type®

Resource Priority Namespace List

Early Offer far G.Clear Calls*

SDP Session-level Bandwidth Modifier for Early Offer and Re-invites*®

User-agent and Server header information®

[ pisable Early Media on 180

DOutgoing T.38 INVITE include audio mline

[ClEnable anaT

DRequire SDP Inactive Exchange for Mid-Call Media Change

ifi i i uests
[¥] allow Presentation Sharing using BFCP

Standard SIP Profile

Default SIP Profile

101
= Mong = -
Disabled -

TIAS and A4S -

Send Unified CM Yersion Information as User-Agen «

You can now test BFCP operation.
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