
Wie sammle ich Protokolle vom RAID-Controller 
UCSC-PSAS12GHBA?
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Einleitung

In diesem Dokument wird beschrieben, wie Sie die Protokolle des RAID-Controllers UCSC-
PSAS12GHBA sammeln.

Voraussetzungen

Anforderungen

Es gibt keine spezifischen Anforderungen für dieses Dokument.

Verwendete Komponenten

Controller-PID: UCSC-PSAS 12 GHBA•
Anbieter: PMC-Sierra (Microsemi)•
Treiber: Aacraid•

Die Informationen in diesem Dokument beziehen sich auf Geräte in einer speziell eingerichteten 
Testumgebung. Alle Geräte, die in diesem Dokument benutzt wurden, begannen mit einer 
gelöschten (Nichterfüllungs) Konfiguration. Wenn Ihr Netzwerk in Betrieb ist, stellen Sie sicher, 
dass Sie die möglichen Auswirkungen aller Befehle kennen.

Hintergrundinformationen

UCSC-PSAS12GHBA (Microsemi PMC-Sierra HBA) ist der einzige auf einem C240 M4-Server 
verwendete NON-LSI HBA-Controller. Im Gegensatz zu LSI RAID-Controllern speichert Storage 
Deamon im CIMC keine Protokolle für diese HBA-Karte.



Protokolle anzeigen

Beispiele für Protokolle vom UCS-Server: Nachrichten /

 

"Event log fetch is not valid for this controller type"

 
 

723: 6:2017 Dec 20 00:50:14 EST:BMC:storaged:1628: handy_utils.c:46:==>>>> ctlr 2 pd_list device_IDs: 0x0000000000000000 0x0000000000000000 0x0000000000000000 0x0000000000007f00 
  749: 6:2017 Dec 20 00:50:50 EST:BMC:storaged:1628: handy_utils.c:46:==>>>> ctlr 2 occupied slots according to pd_list: 0x0000000000000000 0x0000000000000000 0x0000000000000000 0x00000000000000fe 
  893: 5:2017 Dec 20 01:29:11 EST:BMC:storaged:1628: service.c:283:CMD: 'controller-type: ALL;controller: SLOT-HBA;log: ;command: get-newest-entries;starting-entry: 1;entry-count: 500 ' 
  894: 5:2017 Dec 20 01:29:11 EST:BMC:storaged:1628: service.c:333:Accepted request 'controller-type: ALL;controller: SLOT-HBA;log: ;command: get-newest-entries;starting-entry: 1;entry-count: 500 ' 
  895: 4:2017 Dec 20 01:29:11 EST:BMC:storaged:1628: service.c:169:CMD: write-status: Event log fetch is not valid for this controller type 
  896: 5:2017 Dec 20 01:29:11 EST:BMC:storaged:1628: service.c:283:CMD: 'controller-type: RAID;controller: SLOT-HBA;operation: get-tty-log;mode: compressed ' 
  897: 5:2017 Dec 20 01:29:11 EST:BMC:storaged:1628: service.c:333:Accepted request 'controller-type: RAID;controller: SLOT-HBA;operation: get-tty-log;mode: compressed ' 
  898: 5:2017 Dec 20 01:29:11 EST:BMC:storaged:1628: service.c:283:CMD: 'controller-type: RAID;controller: SLOT-HBA;operation: get-phy-errors ' 
  899: 5:2017 Dec 20 01:29:11 EST:BMC:storaged:1628: service.c:333:Accepted request 'controller-type: RAID;controller: SLOT-HBA;operation: get-phy-errors ' 
  900: 4:2017 Dec 20 01:29:12 EST:BMC:storaged:1628: service.c:169:CMD: write-status: Invalid controller operation

 

Lösung

Für diesen HBA-Controller gibt es ein CLI-Tool (wie auch storcli für LSI-Controller), 
Adaptec ARCCONF-Befehlszeilendienstprogramm v2.01.22270 
https://storage.microsemi.com/en-us/speed/raid/storage_manager/arcconf_v2_01_22270_zip.php  
 
Benutzerhandbuch: 
http://download.adaptec.com/pdfs/user_guides/cli_arc_v2_01_22270_users_guide.pdf

Zugehörige Informationen

So rufen Sie Treiberdetails für diesen Controller ab:

Linux :

 

$ modinfo aacraid 
filename:       /lib/modules/2.6.32-696.6.3.el6.x86_64/kernel/drivers/scsi/aacraid/aacraid.ko 
version:        1.2-0[30300]-ms 
license:        GPL 
description:    Dell PERC2, 2/Si, 3/Si, 3/Di, Adaptec Advanced Raid Products, HP NetRAID-4M, IBM ServeRAID & ICP SCSI driver 
author:         Red Hat Inc and Adaptec

 

VMware: 

 

https://storage.microsemi.com/en-us/speed/raid/storage_manager/arcconf_v2_01_22270_zip.php
http://download.adaptec.com/pdfs/user_guides/cli_arc_v2_01_22270_users_guide.pdf


vmkload_mod -s aacraid | grep Version
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