
IPv4 WAN (Internet) Static IP Configuration
on RV120W and RV220W
 

Objective
 

Static IP is used with Internet providers who assign the user a permanent IP address. The
use of a static IP is less secure because the IP address is always the same, however it is
more dependable for some services, such as Voice over Internet Protocol (VOIP) or if you
use the computer as a server. 
 
This document explains how to configure IPv4 WAN (Internet) for use with a Static IP on the
RV120W and RV220W.
  

Applicable Devices
 

• RV120W 
• RV220W
  

Software Version
 

• v1.0.4.17
  

Configuration of IPv4 WAN (Internet) Static IP
 

Step 1. Log in to the web configuration utility and choose Networking >  WAN (Internet) >
IPv4 WAN (Internet). The IPv4 WAN (Internet) page opens:
 



 
 
Step 2. Choose Static IP as the connection type from Internet Connection Type drop-down
list:
 
Step 3. Enter the IP address of the WAN port in the IP Address field. 
 
Step 4. Enter the subnet mask of the WAN port in the Subnet Mask field.
 
Step 5. Enter the IP address of the default gateway in the Default Gateway field.
 
Step 6. Enter the IP address of the primary DNS server in the Primary DNS field. 
 
Step 7. (Optional) Enter the IP address of the secondary DNS server in the Secondary DNS
field.
 
Step 8. Click the desired radio button in the MTU Type field. The maximum transmission unit
(MTU) of a communication protocol of a layer is the size (in bytes) of the largest protocol
data unit that the layer can pass onwards.
 

• Default — This allows you to use the default value which is 1500 Bytes.
 
• Custom — This allows you to enter a desired MTU size (in bytes).
 

Step 9. Enter the MTU size (in bytes) in the MTU Size field. The default value is 1500 bytes.
 
Step 10. Choose the source for MAC address from the MAC Address Source drop-down list: 
 



• Use Default Address — This allows you to use the default MAC address.
 
• Use This Computer's Address — This allows you to use the MAC address your computer
currently has.
 
• Use this MAC — This allows you to enter a specific MAC Address.
 

Step 11. Click Save to apply all settings.
 


