
Dynamic Domain Name System (DDNS)
Configuration on the RV120W and RV220W
 

Objectives
 

Dynamic Domain Name System (DDNS) is an Internet service that allows routers with public
IP addresses to be located that use Internet domain names. In order to use DDNS on the
Cisco RV120W and RV220W routers, you must first set up an account with a DDNS
provider. Some examples of DDNS providers are DynDNS.com and TZO.com. The router
firewall will notify DDNS servers of changes in the WAN IP address so that any public
services on your network can be accessed by the use of a domain name. 
 
The objective of this article is to explain how to set up DDNS on the RV120W and RV220W.
  

Applicable Devices
 

• RV120W 
• RV220W
  

Software Version
 

• v1.0.4.17
  

Dynamic DNS Configuration
 

Step 1. Log in to the web configuration utility and choose Networking > Dynamic DNS. The 
Dynamic DNS page opens:
 



 
Step 2. Choose the DDNS service in use from the Dynamic DNS Service drop-down list.
Choose None to disable the service.
 
Note: You must have a DDNS account on either DynDNS.com or TZO.com to set up DDNS
on your router. Visit one of the websites to create an account.
 

 
Step 3. Enter the Host and Domain Name for the DDNS service in the Host and Domain
Name field. 
 
Step 4. Enter the DynDNS account username into the Username field. 
 
Step 5. Enter the password for the DynDNS account in the Password field.
 



 
Step 6. Check the Use Wildcards box to enable the wildcards feature for DDNS. The
wildcards feature allows all subdomains of the DynDNS Host Name to share the same IP
address as the Host Name.
 
Step 7. Enter the number of hours before the router updates the host information onto
DynDNS.com in the Update Period field. The default is 360 hours.
 

 
Step 8. Click Save to apply settings.
 


