
Edit Multiple VLAN Subnet on the RV120W
and RV220W
 

Objectives
 

The objective of this document is to edit multiple VLAN subnet settings on the RV120W and
RV220W firewall.
  

Applicable Devices
 

• RV120W 
• RV220W
  

Step-by-Step Procedures
 
Edit Multiple VLAN Subnet on RV120W and RV220W
 

Step 1. Using Configuration Utility, choose Networking> LAN> Multiple VLAN Subnets.
The Multple VLAN Subnets page opens.
 

 
Step 2. Check the check-box next to the VLAN you want to edit and click Edit.
 



 
Step 3. Enter the new IP address in the IP Address field.
 
Step 4. Enter the subnet mask in the Subnet Mask field.
 
Note: If a PC connected to this firewall by the Local Area Network(LAN) port that is a
member of this VLAN, then you might have to release and renew the IP address on the PC
connected to the LAN port, or manually assign an IP address to your PC that is in same
subnet as the VLAN.
 
Step 5. Choose DHCP Server from DHCP Mode field, to allow the VLAN to act as the DHCP
server in the network.
 
Step 6. Enter the domain name for your network.
 
Step 7. Enter the first and last of the contiguous addresses in the IP address pool. Any new
DHCP client joining the LAN is assigned an IP address in this range.
 
Step 8. Enter the server IP addresses in the Primary and Secondary Domain Name Server
(DNS) servers than are specified in Wide Area Network(WAN) settings.
 
Step 9. Enter the duration in hours, for which IP addresses are leased to clients. The time
range from 1 through 262800 hours and default is 24 hours.
 
Step 10. Enter the address of relay gateway in the Relay Gateway field. The relay gateway
transmits Dynamic Host Configuration Protocol (DHCP) messages between multiple
subnets.



Step 11. Check the Enable check-box in the LAN Proxy section, to enable the VLAN to act
as a proxy for all DNS requests and communicate with the Internet Service Provider (ISP)
DNS servers.
 
Step 12. Click Save to apply changes.
 


