
Port Forwarding Through Schedules on
RV180 and RV180W
 

Objectives
 

Port forwarding allows remote computers (i.e. computers on the internet) to connect to a
specific computers or services within a private local-area network (LAN). This document
explains how to allow or block any service traffic based on the specific schedule from one
port on the WAN to another port on the LAN. The article explains users can be denied on the
basis of their filter rules.The schedules can be made on the basis of any day or time. The IP
addresses allowed or denied can be a specific range or any specific IP address.
  

Applicable Devices
 

• RV180
 
• RV180W
  

Steps to Allow or Block Traffic Regulation within ports
 

Step 1. At the Router Configuration Utility choose Firewall > Port Forwarding. The Port
Forwarding page opens:
 

 
Step 2. Click Add to create a port forwarding rule. The Port Forwarding Configuration page
opens:
 



 
Step 3. Choose Allow by Schedule or Block by Schedule from the Action drop-down list.
 

 
Step 4. Click Configure Schedules to define a schedule. The Schedules page opens:
 

 



Step 5. Click Add to add a schedule.
 

 
Step 6. Enter the schedule name (for example Weekend or Holiday) in the Name field.
 

 



Step 7. Under Time field check All Day (so that any service  traffic can be blocked or
allowed for whole day not for specific hours or minutes) or choose specific hours and
minutes from the Start Time and End Time drop-down lists.
 

 
Step 8. In the Repeat field, leave Everyday unchecked if you want to choose specific days
for the schedule.
 

 
Step 9. Check the corresponding check boxes for the days you want to block or allow the
service traffic.
 
Step 10. Click Save to save the schedule and the following page opens:



 
Step 11. Check the check box next to the schedule you implemented and then click Add to
add a rule to the schedule.
 

 
Step 12. Choose the schedule from the Schedule drop-down list.
 



 
Step 13. Choose a service from the Service drop-down list.
 

 
Step 14. Choose an option from the Source IP drop-down list.
 

• Any — The rule applies to the traffic originating from any IP address in the local network.
 
• Single Address —The rule applies to traffic originating from a single IP address in the
local network. Enter the address in the Start field.



• Address Range —The rule applies to traffic originating from an IP address located in a
range of addresses. Enter the starting IP address in the Start field, and the ending IP
address in the Finish field.
 

 
Step 15 . Enter the Destination IP address in the Destination IP field where traffic meeting
the rule should be sent.
 

 
Step 16. Enter the port number in the Internal Port  field  to which traffic should be
forwarded.
 
Step 17. Click Save to save the port forwarding rule.
 


