
Telephony Organizational Unique Identifier
(OUI) Configuration on ESW2-350G Switches
 

Objective
 

A Telephony Organizational Unique Identifier (OUI) detects if a switch has any voice device.
The Voice VLAN is used when traffic from VoIP equipment is assigned to a specific VLAN in
which all the voice devices (such as IP phones, VoIP endpoints, and voice systems) are
placed. The switch can automatically detect and add port members to the Voice VLAN, and
assign the configured QoS (Quality of Service) to packets from the Voice VLAN.  If the voice
devices are in different voice VLANs, IP (L3) routers are needed to provide communication.
 
This article explains how to configure Telephony OUI properties on ESW2-350G Switches.
  

Applicable Devices
 

• ESW2-350G 
• ESW2-350G-DC
  

Software Version
 

• 1.3.0.62
  

Telephony OUI
 
Global Settings
 

Step 1. Log in to the web configuration utility and choose VLAN Management > Voice
VLAN > Telephony OUI. The Telephony OUI page opens:
 



 
 
Step 2. Choose the Class of Service (CoS) queue in which voice traffic is placed from the
CoS/802.1p drop-down list. The options are 0, 1, 2, 3, 4, 5, 6, 7.
 

 
 
Step 3. (Optional) Check the Remark CoS/802.1p check-box to have outgoing voice traffic
to be marked with the selected CoS value.
 



 
Step 4. Enter how much time must pass without voice traffic before a port is removed from
the voice VLAN in the Auto Membership Aging Time fields. 
 
Step 5. Click Apply to save the settings and have them go into immediate effect.
 
Note: Telephony OUI VLAN membership must be manually enabled on each interface that
joins the voice VLAN based on the OUI of the packet. This can be done on the Telephony
OUI Interface page.
  

Manage Telephony OUIs
 

Step 1. Log in to the web configuration utility and choose VLAN Management > Voice
VLAN > Telephony OUI. The Telephony OUI page opens:
 



 
 
Step 2. Click Add to add a new telephony OUI. The Add Telephony OUI window appears:
 

 
 
Step 3. (Optional) Enter the OUI of the device in the Telephony OUI field.
 
Note: The telephony OUI is found in the same area as the MAC address and serial number
on the device.
 

 
 
Step 4. (Optional) Enter the desired name for the device in the description field.
 
Step 5. Click Apply to save the new OUI. Packets that match this new OUI is grouped into
the voice VLAN.
 



 
 
Step 6. (Optional) Check the check box of the telephony OUI to delete and click Delete to
delete the telephony OUI.
 
Step 7. (Optional) Click Restore Default OUIs to restore to the default settings.
 


