
GARP VLAN Registration Protocol (GVRP)
Settings on SFE/SGE Managed Switches
 

Objectives
 

GARP VLAN Registration Protocol (GVRP) is required for automatic distribution of VLAN
membership information among VLAN-aware bridges. GVRP helps VLAN-aware bridges to
automatically learn VLANs to bridge ports mapping. Individual configuration of each bridge
and VLAN membership registration is not required. This article explains how to configure
GVRP Settings on SFE/SGE Managed Switches.
  

Applicable Devices
 

• SFE/SGE Managed Switches
  

GVRP Settings
 
Define GVRP Settings
 

Step 1. Log in to the web configuration utility and choose Bridging > VLAN Management >
GVRP Settings. The GVRP Settings page opens:
 



 
Step 2. Choose an option from the GVRP Global Status drop-down list. This indicates if
GVRP is enabled on the device. The possible field values are Enable or Disable.
 
Step 3. Enter a table entry number to copy the GVRP configuration from in the Copy From
Entry Number field.
 
Step 4. Enter the table number to which the GVRP configuration is to be copied to. This
assigns the copied GVRP configuration to the specified table entry.
 
Step 5. Choose Ports to indicate the port number and stacking member for which GVRP
parameters are to be displayed.
 
Step 6. Choose Lags to indicate the LAG number for which GVRP parameters are to be
displayed.
 
The GVRP Settings table contains the following fields:
 

• Interface — The GVRP settings entry is displayed.
 
• GVRP State — This entry specifies if GVRP is enabled on the interface. The possible field
values are  Enabled and Disabled.
 
• Dynamic VLAN Creation — This entry indicates if Dynamic VLAN creation is enabled on
the interface. The possible field values are Enabled and Disabled.



• GVRP Registration — This entry indicates if VLAN registration through GVRP is enabled
on the device. The possible field values are Enabled and Disabled.
 
Step 7. Click Apply to save settings.  The GVRP Settings are defined, and the device is
updated.
  

Modify GVRP Settings
 

Step 1. Log in to the web configuration utility and choose Bridging > VLAN Management >
GVRP Settings. The GVRP Settings page opens.
 
Step 2. Click Edit to edit a specific entry. The Edit GVRP page opens:
 

 
 
Step 3. Choose Port or Lag to display the Port or Lag described by the GVRP settings
entry. 
 
Step 4. Choose Enable or Disable from the GVRP State drop-down list to activate or
deactivate the GVRP state on the interface.
 
Step 5. Choose Enable or Disable from the Dynamic VLAN Creation drop-down list to
activate or deactivate it on the interface.  When GVRP Dynamic VLAN Creation is enabled,
the switch receives GVRP join messages about VLANs that it does not have in the database
and adds the VLANs to its database.
 
Step 6. Choose Enable or Disable from the GVRP Registration drop-down list. This enables
or disables VLAN registration through GVRP.
 
Step 7. Click Apply. GVRP settings are modified and the device is updated.
 


