
Time Settings on AP541N Access Points
 

Objective
 

Network Time Protocol (NTP) is an Internet protocol used to synchronize the clocks of
computers to a particular reference point. NTP sends periodic time requests to servers, and
with the use of time stamps returned, it adjusts the local system clock. It is a protocol which
automatically selects the best of several available time sources to which to synchronize with.
The NTP server information will be sent from an AP541N Access Point to a client station that
is provisioned to it. The device should maintain the real-time clock based on an NTP server. 
 
This document explains the procedure to adjust the time settings manually and to configure
a Network Time Protocol (NTP) server to the AP541N Access point.
  

Applicable Device
 

• AP541N Access Point
  

Software Version
 

•  2.0.4
  

Network Time Protocol Settings 
 

Step 1. Log in to the Access Point Configuration Utility and choose Setup > Time Settings
(NTP). The Time Settings (NTP) page opens:
 

 
Note: Current system time is displayed in the System Time field. The system time can be
modified either manually or through NTP configuration.
 



Step 2. Click the Using Network Time Protocol (NTP) radio button in the Set System Time
field to configure time via Network Time Protocol on the Access Point. 
 
Step 3. Enter a specific server in the NTP Server field to synchronize with. The NTP Server
can be specified by the IP address or more preferably, by a hostname. 
 
Step 4. Choose the appropriate time zone that applies to your location from the Time Zone
drop-down list.
 
Step 5. (Optional) In order to enable Daylight Savings Time, check the Adjust Time For
Daylight Savings check box.
 
Step 6. (Optional) If Adjust Time for Daylight Savings is chosen in Step 5, then choose the
date and time of the year to start and stop daylight savings time from the DST Start (24HR)
and DST End (24 HR) drop-down lists. 
 
Step 7. (Optional) Choose the required Daylight Saving Time (DST) offset number of
minutes to add during daylight savings from the DST Offset (minutes) drop-down list. It
ranges from 15 through 120 minutes.
 
Step 8. Click Apply to save the settings.
  

Manual Network Time Protocol Adjustments
 

Step 1. Log in to the Access Point Configuration Utility and choose Setup > Time Settings
(NTP). The Time Settings (NTP) page opens:
 

 
Step 2. Click the Manually radio button in the Set System Time field to set the system time
manually. 
 
Step 3. Choose the specific month, day, and year from the respective drop-down lists in the
System Date field. 
 



Step 4. Choose the time from the drop-down lists in the System Time (24 HR) field. The time
is in 24 HR format.
 
Step 5. Choose the appropriate time zone that applies to your location from the Time Zone
drop-down list.
 
Step 6. (Optional) In order to enable Daylight Savings Time, check the Adjust Time For
Daylight Savings check box.
 
Step 7. (Optional) If Adjust Time for Daylight Savings is chosen in Step 5, then choose the
date and time of the year to start and stop daylight savings time from the DST Start (24HR)
and DST End (24 HR) drop-down lists. 
 
Step 8. (Optional) Choose the required Daylight Saving Time (DST) offset number of
minutes to add during daylight savings from the DST Offset (minutes) drop-down list. It
ranges from 15 through 120 minutes.
 
Step 9. Click Apply to save the settings.
 


