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CHAPTER 1

Overview

This section contains the following topics:

* Audience, on page 1
* Overview of Cisco Crosswork Data Gateway, on page 1

Audience

This guide is for experienced network administrators who want to deploy Cisco Crosswork Data Gateway for
Crosswork Cloud in their network. This guide assumes that you are familiar with the following topics:

* Network monitoring and troubleshooting

 Familiarity with the different operating systems used on devices that form your network, such as Cisco
I0S-XR, I0S-XE, and NX-OS.

* Deploying OVF templates using VMware vCenter or OVF Tool

Overview of Cisco Crosswork Data Gateway

Cisco Crosswork Data Gateway enables collection of data from the monitored devices and forwards the
collected data to the Crosswork Cloud applications. These applications can use the data for further analysis
and if required, alert an administrator for further action.

N

Note Cisco Crosswork Data Gateway 1.1.4 has been qualified to be used only with Crosswork Cloud applications.

Cisco Crosswork Data Gateway release 1.1.4 has been validated in conjunction with the following Crosswork
applications:

* Cisco Crosswork Trust Insights

This guide explains how to both install and configure Cisco Crosswork Data Gateway for Cloud deployment.
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CHAPTER 2

Installation Requirements

This section provides general guidelines and minimum requirements for installing Cisco Crosswork Data

Gateway.

This section contains the following topics:

* Virtual Machine (VM) Requirements, on page 3
* Ports Used, on page 4

Virtual Machine (VM) Requirements

You can deploy Cisco Crosswork Data Gateway as a VM on a host that meets the following minimum

requirements:

Table 1: Cisco Crosswork Data Gateway VM requirements

Requirement Description

Hypervisor * VMware vCenter Server 6.7 Update 3g or later (ESXi 6.7 Update 1 installed
on hosts)

* VMware vCenter Server 6.5 Update 2d or later (ESXi 6.5 Update 2 installed

on hosts)

Memory 32 GB

Disk space 70 GB

vCPU 8 vCPUs
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Requirement

Description

Interfaces

There are three interfaces available. However, only two interfaces (i.e., vVNICO
and vNIC1) are applicable for cloud deployment.

Cisco Crosswork Data Gateway 1.1.4 can be deployed with either 1 or 2 interfaces
as per the combinations below:

Combination # vNICO vNIC1

1 * Management Traffic | —

» Control/Data Traffic

2 * Management Traffic * Control/Data Traffic

* Management traffic: for accessing the Uls and command line and passing
Control/Data information between servers (for example, Crosswork
application to Cisco Crosswork Data Gateway or NSO).

* Control/Data traffic: for data and configuration transfer between Cisco
Crosswork Data Gateway and Crosswork applications and other data
destinations.

IP Addresses

1, or 2 IPv4/IPv6 addresses based on the number of interfaces you choose to use.

NTP Servers

The IPv4/IPv6 addresses or host names of the NTP servers you plan to use. If
you want to enter multiple NTP servers, separate them with spaces. These should
be the same NTP servers you use to synchronize devices, clients, and servers
across your network. Confirm that the NTP IP address or host name is reachable
on the network or installation will fail.

DNS Servers

The IPv4/IPv6 addresses of the DNS servers you plan to use. These should be
the same DNS servers you use to resolve host names across your network.

DNS Search Domain

The search domain you want to use with the DNS servers (for example,
cisco.com). You can only have one search domain.

Destination Networks

For live deployments, we recommend one virtual switch for the Data Network
(connection between the Crosswork Cloud and the Cisco Crosswork Data Gateway
VM) and second virtual switch for all the management traffic (vms to dns, ntp
and the network you will use to access and manage the applications).

Note

Ports Used

The VM runs Ubuntu Server 18.04.3 (ubuntu-18.04.3-server).

As a general policy, any ports that are not needed should be disabled.
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The following table shows the minimum set of ports needed for Cisco Crosswork Data Gateway to operate
correctly.

Note

The SCP client port can be tuned.

Table 2: Ports to be opened for Management Traffic

Port Protocol Used for... Direction
22 TCP SSH server Inbound
22 TCP SCP client Outbound
123 UDP NTP Client Outbound
53 UDP DNS Client Outbound
443 TCP Crosswork Controller Outbound
Table 3: Ports to be opened for Control/Data Traffic

Port Protocol Used for... Direction
179 TCP BGP Outbound
179 TCP BGP Inbound
161 UDP SNMP Outbound
2055 UDP Netflow Inbound
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CHAPTER 3

Installation Tasks

This section contains the following topics:

* Install Cisco Crosswork Data Gateway, on page 7

* Cisco Crosswork Data Gateway OVF Parameters and Deployment Scenarios, on page 8
* Install Cisco Crosswork Data Gateway Via vCenter, on page 14

* Install Cisco Crosswork Data Gateway Via OVF Tool, on page 23

* Post-installation Tasks, on page 25

* Export Enrollment Package, on page 28

Install Cisco Crosswork Data Gateway

Cisco Crosswork Data Gateway is initially deployed as a VM called Base VM (containing only enough
software to register itself with Crosswork Cloud). It can be geographically separate from the controller running
inside Crosswork Cloud.

Based on the size of your network, you can deploy more than one Cisco Crosswork Data Gateway instances.
Crosswork Cloud orchestrates the collection from the distributed Cisco Crosswork Data Gateway instances.

The Cisco Crosswork Data Gateway VM is delivered as an OVA file and the additional functional/collection
images are delivered as Docker images from the controller running inside Crosswork Cloud.

Before installing Cisco Crosswork Data Gateways, it is helpful to be familiar with Cisco Crosswork Data
Gateway OVF Parameters and Deployment Scenarios, on page 8.

You can use either of the following two ways to install Cisco Crosswork Data Gateway:

* Install Cisco Crosswork Data Gateway Via vCenter, on page 14

* Install Cisco Crosswork Data Gateway Via OVF Tool, on page 23

Base VM Contents

The Base VM (OVA) is pre-packaged with basic functionality required to reach the controller.
The Cisco Crosswork Data Gateway VM (OVA) contains the following pre-packaged contents:

* Cisco hardened Ubuntu distribution of Linux

* Cisco Crosswork Data Gateway services:
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1. Vitals Monitor - Monitors the start and stop status of the container services running on the Cisco
Crosswork Data Gateway VM.

2. Controller Gateway — Establishes trusted connection with the controller application via the Controller
Gateway and downloads functional images and configuration files.

3. Image Manager — Coordinates between the Cisco Crosswork Data Gateway and the controller
application to download functional images and configuration files.

4. Route Manager — Allows functional/collection images to program routes, so the traffic to devices
can directed on different south-bound network.

5. Docker IPv6nat - Programs IPv6 routes for docker containers.

Cisco Crosswork Data Gateway OVF Parameters and
Deployment Scenarios

Before you begin installing Cisco Crosswork Data Gateway, read below about OVF parameters and possible
deployment scenarios.

\}

Note ~ Denotes the mandatory parameters. Others are optional. You might choose them based on the kind of
deployment scenrio you require. Deployment scenarios are explained wherever applicable.

" Denotes parameters that can be entered during install or addressed using additional procedures.

Table 4: Cisco Crosswork Data Gateway OVF Parameters and Deployment Scenarios

OVF Parameter Description Deployment Scenario

Host I nfor mation

Hostname Hostname of the server specified
as a fully qualified domain name
(FQDN).

Note For larger systems it is
likely that you will have
more than one Cisco
Crosswork Data
Gateway instance. The
Cisco Crosswork Data
Gateway hostname
should, therefore, be
unique and created in a
way that makes
identifying a specific
instance easy.
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OVF Parameter Description Deployment Scenario
Description* A detailed description of the Cisco
Crosswork Data Gateway instance.
Label Label used by Crosswork to
categorize and group multiple
Cisco Crosswork Data Gateway
instances.
Active vNICs” Number of vNICs to use for You can choose to use either 1 or
sending traffic. 2 vNICs as per the following
combinations:

* 1 - sends all traffic through
VNICO.

* 2 - sends management traffic
through vNICO and all data
traffic through vNICI.

Private Key URI SCP URI to private key file for Crosswork uses self-signed
session key signing. You can certificates for handshake with
retrieve this using SCP Cisco Crosswork Data Gateway.
(user@host:path/to/file). These certificates are generated

upon installation.

Certificate File URI SCP URI to PEM formatted signing

certificate chain for this VM. You

can retrieve this using SCP
(user@host:path/to/file).

Certificate File and Key Passphrase

SCP user passphrase to retrieve the
Cisco Crosswork Data Gateway
PEM formatted certificate file and
private key.

However, if you want to use
third-party or your own certificate
files, then you must input these
three parameters.

The host with the URI
files must be reachable
on the network (from
the vNICO interface via
SCP) and files must be
present at the time of
install.

Note

Passphr ases

dg-admin Password”

The password you have chosen for
the dg-admin user.

dg-oper Password

The password you have chosen for
the dg-oper user.

Note Keep a note of these
usernames and
passwords as they will

be required to login.

Note

* Cisco Crosswork Data Gateway supports either IPv4 or IPv6 for vINICO, vNIC1, and vNIC2

interfaces. For the interface(s) and protocol you choose to use, select Method as Static and
enter information in Address, Netmask, and Gateway fields. The default value is None.

'VNICO IPv4 Address
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OVF Parameter Description Deployment Scenario
VNICO IPv4 Method” How the vNICO interface gets its
IPv4 address.
vNICO IPv4 Address IPv4 address of the vNICO
interface.
vNICO IPv4 Netmask IPv4 netmask of the vNICO

interface in dotted quad format.

vNICO IPv4 Gateway

IPv4 address of the vNICO
gateway.

'VNICO IPv6 Address

VNICO IPv6 Method” How the vNICO interface gets its
IPv6 address.

vNICO IPv6 Address IPv6 address of the vNICO
interface.

vNICO IPv6 Netmask IPv6 prefix of the vNICO interface.

vNICO IPv6 Gateway

IPv6 address of the vNICO
gateway.

'VNIC1 IPv4 Address

vNIC1 IPv4 Method”

How the vNICI interface gets its
IPv4 address.

vNIC1 IPv4 Address

IPv4 address of the vNIC1
interface.

vNIC1 IPv4 Netmask

[Pv4 netmask of the vNICI
interface in dotted quad format.

vNICI IPv4 Gateway

IPv4 address of the vNIC1
gateway.

'VNIC1 IPv6 Address

vNIC1 IPv6 Method”

How the vNICI interface gets its
IPv6 address.

vNIC1 IPv6 Address

IPv6 address of the vNIC1
interface.

vNIC1 IPv6 Netmask

IPv6 netmask of the vNIC1
interface in dotted quad format.

vNIC1 IPv6 Gateway

IPv6 address of the vNIC1
gateway.
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OVF Parameter Description Deployment Scenario

'VNIC2 IPv4 Address

Note vNIC2 interface is not applicable to Cloud Deployment.

VNIC2 IPv4 Method” How the vNIC2 interface gets its
IPv4 address.

vNIC2 IPv4 Address IPv4 address of the vNIC2
interface.

vNIC2 IPv4 Netmask IPv4 netmask of the vNIC2
interface in dotted quad format.

vNIC2 IPv4 Gateway IPv4 address of the vNIC2
gateway.

'VNIC2 | Pv6 Address
Note vNIC2 interface is not applicable to Cloud Deployment.

VNIC2 IPv6 Method” How the vNIC2 interface gets its
IPv6 address.

vNIC2 IPv6 Address IPv6 address of the vNIC2
interface.

vNIC2 IPv6 Netmask IPv6 netmask of the vNIC2
interface in dotted quad format.

vNIC2 IPv6 Gateway IPv6 address of the vNIC2
gateway.

DNSand NTP

DNS Address” Space-delimited list of IPv4/IPv6

addresses of the DNS server
accessible from the management
interface.

DNS Search Domain” DNS search domain
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OVF Parameter

Description

Deployment Scenario

NTP Servers”

Space-delimited list of IPv4/IPv6
addresses or hostnames of the NTP
servers accessible from the
management interface.

You must enter a value here, such
as pool.ntp.org. NTP server is
critical for time synchronization
between Cisco Crosswork Data
Gateway VM, Cisco Crosswork
Cloud, and devices. Using a
non-functional or dummy address
may cause issues when Crosswork
and Cisco Crosswork Data Gateway
try to communicate with each other.
If you are not using an NTP server,
ensure that time gap between Cisco
Crosswork Data Gateway and Cisco
Crosswork Cloud is not more than
24 hours. Else, Cisco Crosswork
Data Gateway will fail to connect.

Syslog Servers

Server Address

IPv4 or IPv6 address of a syslog
server accessible from the
management interface.

Note If you are using an IPv6
address, it must be
surrounded by square

brackets ([1::1]).

Syslog Port

Port number of the syslog server.

Syslog Protocol

Use UDP, TCP, or RELP when
sending syslog.

Use Syslog over TLS?

Use TLS to encrypt syslog traffic.

TLS Peer Name

Syslog server's hostname exactly
as entered in the server certificate
SubjectAltName or subject
common name.

Syslog Root Certificate File URI

PEM formatted root cert of syslog
server retrieved using SCP.

Syslog Certificate File Passphrase

Password of SCP user to retrieve
Syslog certificate chain.

If you want to use an external
syslog server, you must specify
these 7 settings.

Note If you have configured
an external syslog
server, the service
(CLI/MDT/SNMP)
events are sent to that
external syslog server.
Otherwise, they are
logged only to the Cisco
Crosswork Data
Gateway VM. To obtain
logs, from the main
menu, go to 5
Troubleshooting> Run
show-tech.

The host with the URI
files must be reachable
on the network (from
vNICO interface via
SCP) and files must be
present at the time of
install.

Note

Controller Settings
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OVF Parameter Description Deployment Scenario

Proxy Server URL URL of management network If you want to use a proxy server,
Proxy server. you must specify these parameters.

Proxy Server Bypass List Space-delimited list of subnets and | 1 Cloud deployment, Cisco

Crosswork Data Gateway must
connect to the Internet via TLS, and
a proxy server may be required if
Authenticated Proxy Username | Username for authenticated proxy | present in your environment.
servers.

domains that will not be sent to the
proxy server.

A symptom of missing proxy server
is that the Cisco Crosswork Data
Gateway will fail to connect to
Crosswork Cloud correctly.

Authenticated Proxy Passphrase | Passphrase for authenticated proxy
servers.

HTTPS Proxy SSL/TLS Certificate | HTTPS proxy PEM formatted
File URI SSL/TLS certificate file retrieved
using SCP.

If a proxy server is required, then
additional configuration may be
required and will vary based on the
environment.

HTTPS Proxy SSL/TLS Certificate | Password of SCP user to retrieve
File passphrase proxy certificate chain.

Auto Enrollment Package

Enrollment Destination Host and | SCP host and path to transfer the | Enrollment package is required for

Path™ enrollment package using SCP enrolling Cisco Crosswork Data
(user@host:/path/to/file). Gateway with Crosswork. The
— enrollment package is automatically
Enrollment Passphrase SCP user passphrase to transfer | transferred once Cisco Crosswork
enrollment package. Data Gateway boots up for the first

time if you specify these parameters
during the installation.

If you do not specify these
parameters during installation, then
you must export enrollment
package manually by following the
procedure Export Enrollment
Package, on page 28.

'Either an IPv4 or IPv6 address must be specified for the interface(s) you choose to use. Selecting None for
both will result in a non-functional deployment.

\}

Note If you are not using the default SCP port 22, you can specify the port as a part of the SCP command. For
example,

-P55 user@host:path/to/file

where 55 is a custom port.
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Install Cisco Crosswork Data Gateway Via vCenter

Step 1

Step 2

Before you begin
Ensure the following:

* You are creating the Cisco Crosswork Data Gateway VM on a recommended VMware version (See
Virtual Machine (VM) Requirements, on page 3 for supported versions). To know which vCenter build
you have, check on the vSphere web client under Help menu.

* The Cisco Crosswork Data Gateway VM has allocated to it a minimum of 32 GB of RAM, 8 vCPUs,
and 70 GB of hard drive space.

During installation, Cisco Crosswork Data Gateway creates two default accounts:

1. A CiscoCrosswork Data Gateway administrator, with the username dg-admin and password set during
installation. The product administrator uses this ID to log in to and troubleshoot the Cisco Crosswork
Data Gateway.

2. A Cisco Crosswork Data Gateway oper ator, with the username dg-oper and password set during
installation. This is a read-only user and has permissions to perform all ‘read’ operations and some limited
‘action’ commands. To know what operations can an operator perform, see Table 5: Permissions Per Role
in the Chapter Manage Users.

Note

Note

These two pre-defined usernames are reserved and cannot be changed.
Change of password would be allowed from the console for both the accounts.

In case of lost or forgotten passwords, the user would have to create a new VM, destroy the current VM, and
re-enroll the new one on the Crosswork Cloud.

Download the Cisco Crosswork Data Gateway 1.1.4 image file (*.ova) from CCO.

If you have trouble downloading the software, please reach out to your Cisco representative.

Warning The default VMware vCenter deployment timeout is 15 minutes. If the time taken to fill the OVF template

exceeds 15 minutes, vCenter times out and you will have to start over again. To prevent this, Cisco recommends
that you set the vCenter deployment timeout to a much longer period (such as one hour). Refer your vCenter
guide.

Connect to vCenter vSphere Client. Then select Actions> Deploy OVF Template, as shown in the following figure:
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vm vSphere Client f -

O 2 8 9 B 172.20.98.77 | acrions
(117220 Summary Monitor Cofi=t . ESOUrce
[hbc Lj New Virtual Machine
[] 72209877 — '_4 'r = "I 13 peploy OVF Template |
-
-—T " 33 New Resource Pool Bl 3.20¢
.-—.| = | 38 New vapp
[’ I == Maintenance Mode -
Uptn Connection .
Settings
Recent Tasks Alarms Move To = A
Step 3 The VMware Deploy OVF Template wizard appears and highlights the first step, 1 Select template.

a) Click Browseto navigate to the location where you downloaded the OVA image file and select it.

Once selected, the filename is displayed in the window.

Step 4 Click Next to go to 2 Select name and location, as shown in the following figure.

a) Enter a name for the Cisco Crosswork Data Gateway VM you are creating.
b) Inthe Select alocation for the virtual machinelist, choose the datacenter under which the Cisco Crosswork Data
Gateway VM will reside.

“¢1 Deploy OVF Template 2

Select name and location

I| v 1 Select template
Enter a name for the OVF and select a deployment location.

2 Select name and location

3 Select a resource

Name |dg &
Filter | Browse i
Select a datacenter or folder. I

Back Next Cancel

Step 5 Click Next to go to 3 Select a resource. Choose the VM’s host.
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Step 6

Step 7
Step 8

Step 9

Click Next. The VMware vCenter Server validates the OVA. Network speed will determine how long validation takes.
When the validation is complete, the wizard moves to 4 Review details. Review the OVA’s information and then click
Next.

Take a moment to review the OVF template you are deploying.

Note This information is gathered from the OVF and cannot be modified.

Click Next to go to 5 accept license agreements. Review the End User License Agreement and click Accept.

Click Next to go to 6 Select configur ation, as shown in the following figure. To install Cisco Crosswork Data Gateway
for Crosswork Cloud, you must select Crosswork Cloud from the Configuration dropdown.

¥# Deploy OVF Template ?) M

+ 1 Selectemplate Select configuration
Select a deployment configuration.
+ 2 Selectname and location
v 3 Selecta resource Configuration Crosswork Cloud -
v 4 Review details Description 8 CPU: 32GE RAM: 1-3 NICs; 50GE Disk
' 5 Acceptlicense agreements

6 Selectconfiguration

7 Selectstorage

Back Next Cancel

Click Next to go to 7 Select storage, as shown in the following figure.

a) Cisco recommends that you select Thick provision lazy zeroed from the Select virtual disk format drop-down
list.

b) From the Datastorestable, choose the datastore you want to use and review its properties to ensure there is enough
available storage.

Note For production deployment, choose Thick provision eager zeroed as it will preallocate disk space and
provide the best performance. For development purposes, Thin provision is recommended as it saves disk
space.
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¥4 Deploy OVF Template 2) 0

Ty

1 Select template Select storage
Select location to store the files for the deployed template.

v
+/ 2 Select name and location
v Select virtual disk format: {Thick provision lazy zeroed ‘ % J

3 Select a resource

" 4 Review details VM storage policy: \ None ‘ N J

v 5 A li it
Ccopt lcen so.agreoments [] Show datastores from Storage DRS clusters €

+/ 6 Select configuration

7 Select storage

8 Select networks

J Filter \

[ Datastores ‘ Datastore Clusters ]

9 Customize template ® E | b
10 Ready to complete pame) Status VM storage policy Capacity Free
(») B host154 @ Normal VM EncryptionP...  1.81 TB 812.62 GB
<4 i »
] 1 Objects [[Copy ~
1 Back Next Cancel

Click Next to go to 8 Select networks, as shown in the following figure. In the dropdown table at the top of the page,
choose the appropriate destination network for each source network, VNI C1 and VNI CO respectively.

Note vNIC2 is not applicable to cloud deployment.

?p] Deploy OVF Template 2 M
+ 1 Select template Select networks
Select a destination network for each source network.
+/ 2 Select name and location
V3 Selactarasource Source Network Destination Network
V4 Review details wNIC2 (dpg-102 -
+ 5 Accept license agreements vNIC1 | dpg-101 v \
+/ 6 Select configuration VNICO ‘\VM Network 4 J
+/ 7 Select storage

8 Select networks

9 Customize template

10 Ready to complete

IP Allocation Settings

IP protocol: IPv4 IP allocation: Static - Manual @

Back Next Cancel

Click Next to go to 9 Customizetemplate, with the Host | nfor mation Settingsalready expanded. As per the deployment
scenario chosen by you in Section: Cisco Crosswork Data Gateway OVF Parameters and Deployment Scenarios, on
page 8, enter the information for the parameters:
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Note * Certificate chains override any preset or generated certificates in the VM and are given as an SCP URI
(user:host:/path/to/file).

01. Host I nfor mation
a. Hostname: Hostname of the server specified as a fully qualified domain name (FQDN).

Note For larger systems it is likely that you will have more than one Cisco Crosswork Data Gateway instance. The
Cisco Crosswork Data Gateway hostname should, therefore, be unique and created in a way that makes
identifying a specific instance easy.

b. Description: A detailed description of the Cisco Crosswork Data Gateway instance.

c. Label: Label used by Crosswork to categorize and group multiple Cisco Crosswork Data Gateway instances.

d. Active vNICs: Number of vNICs to use for sending traffic. You can choose to use either 1 or 2 vNICs as per the
following combinations:

* 1 - sends all traffic through vNICO.

* 2 - sends management traffic through vNICO and all data traffic through vNICI.
e. Private Key URI: SCP URI to private key file for session key signing. You can retrieve this using SCP
(user@host:path/to/file).

f. Certificate File URI: SCP URI to PEM formatted signing certificate chain for this VM. You can retrieve this using
SCP (user@host:path/to/file).

0. Certificate File and Key Passphrase: SCP user passphrase to retrieve the Cisco Crosswork Data Gateway PEM
formatted certificate file and private key.

02. Passphrases
a. dg-admin Password: The password you have chosen for the dg-admin user.
b. dg-oper Password: The password you have chosen for the dg-oper user.

Note * Cisco Crosswork Data Gateway supports either [Pv4 or IPv6 for vNICO, vNIC1, and vNIC?2 interfaces.
For the interface(s) and protocol you choose to use, select M ethod as Static and enter information in
Address, Netmask, and Gateway fields. The default value is None.

03. vNICO IPv4 Address

a. vNICO IPv4 Method: How the vNICO interface gets its IPv4 address.

b. vNICO IPv4 Address: IPv4 address of the vNICO interface.

. VNICO IPv4 Netmask: IPv4 netmask of the vNICO interface in dotted quad format.
d. vNICO IPv4 Gateway: IPv4 address of the vNICO gateway.

An example is shown below:
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#4 Deploy OVF Template 2N
+ 1 Select template Customize template
Customize the deployment properties of this software solution.
+/ 2 Select name and location
+/ 3 Select a resource € 4 properties have invalid values Collapse all...
4 Review details Please enter the optional Crosswork Data Gateway PEM formatted certificate file URI retrieved using SCP (user@host:/ R
f. Crosswork Data Gateway  pathito/file)
v 5 Accept license agreements Certificate File URI ‘
+/ 6 Select configuration
g. Crosswork Data Gateway  Please enter the SCP user passphrase to retrieve the Crosswork Data Gateway PEM formatted certificate file and private
+/ 7 Select storage H 8
Certificate File and Key key
+ 8 Select networks Passphrase Enter password l:l
10 Ready to complete
~ 02. Passphrases 2 settings
a. dg-admin Passphrase * Please enter a passphrase for the dg-admin user. It must be 8-64 characters.
contrm passuers
b. dg-oper Passphrase * Please enter a passphrase for the dg-oper user. It must be 8-64 characters.
Enter password ~ [sxssknsiaionn :l
contrm passvers
~ 03. vNICO IPv4 Address 4 settings
a. vNICO IPv4 Method * Will the VM get its vNICO IPv4 address statically or does not use IPv4?
(static ]
b. vNICO IPv4 Address Please enter the server's IPv4 vNICO address if statically assigned
[172.29.194.81 |
c. VNICO IPv4 Netmask Please enter the server's IPv4 VNICO netmask if statically assigned
[256.255.265.0 |
d. vNICO IPv4 Gateway Please enter the server's IPv4 VNICO gateway if statically assigned
[172.29.194.1 |
» 04. vNICO IPv6 Address 4 settings v
Back Next Cancel

04. vNICO IPv6 Address

a. vNICO IPv6 Method: How the vNICO interface gets its IPv6 address.

b. vNICO IPv6 Address: IPv6 address of the vNICO interface.

c. vNICO IPv6 Netmask: IPv6 netmask of the vNICO interface in dotted quad format.
d. vNICO IPv6 Gateway: IPv6 address of the vNICO gateway.

05. vNIC1 IPv4 Address

a. vNIC1 IPv4 Method: How the vNIC1 interface gets its IPv4 address.

b. vNIC1 IPv4 Address: IPv4 address of the vNIC1 interface.

c. vNIC1 IPv4 Netmask: IPv4 netmask of the vNIC1 interface in dotted quad format.
d. vNIC1 IPv4 Gateway: IPv4 address of the vNIC1 gateway.

06. vNIC1 IPv6 Address

a. vNICI1 IPv6 Method: How the vNICl interface gets its IPv6 address.

b. vNIC1 IPv6 Address: IPv6 address of the vNIC1 interface.

c. vNIC1 IPv6 Netmask: IPv6 netmask of the vNIC1 interface in dotted quad format.
d. vNIC1 IPv6 Gateway: IPv6 address of the vNIC1 gateway.

07. vNIC2 IPv4 Address
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Not applicable to cloud deployment.
08. vNIC2 IPv6 Address

Not applicable to cloud deployment.
09. DNSand NTP

a. DNS Address: Space-delimited list of IPv4/IPv6 addresses of the DNS server accesible from the management
interface.

b. DNS Search Domain: DNS search domain

C. NTP Servers: Space-delimited list of IPv4/IPv6 addresses or hostnames of the NTP servers accessible from the
management interface.

Note You must enter a value here, such as pool.ntp.org. NTP server is critical for time synchronization between
Cisco Crosswork Data Gateway VM, Cisco Crosswork Cloud, and devices. Using a non-functional or dummy
address may cause issues when Crosswork and Cisco Crosswork Data Gateway try to communicate with
each other. If you are not using an NTP server, ensure that time gap between Cisco Crosswork Data Gateway
and Cisco Crosswork Cloud is not more than 24 hours. Else, Cisco Crosswork Data Gateway will fail to
connect.

10. Syslog Servers
a. Server Address: IPv4 or IPv6 address of a syslog server accessible from the management interface.

Note If you are using an IPv6 address, it must be surrounded by square brackets ([1::1]).

b. Syslog Port: Port number of the syslog server.
c. Syslog Protocol: Use UDP, TCP, or RELP when sending syslog.
d. Use Syslog over TLS?: Use TLS to encrypt syslog traffic.

e. TLS Peer Name: Syslog server's hostname exactly as entered in the server certificate SubjectAltName or subject
common name.

f. Syslog Root Certificate File URI: PEM formatted root cert of syslog server retrieved using SCP.

0. Syslog Certificate File Passphrase: Password of SCP user to retrieve Syslog certificate chain.

11. Controller Settings

f. Proxy Server URL: URL of management network proxy server.

0. Proxy Server Bypass List: Space-delimited list of subnets and domains that will not be sent to the proxy server.
h. Authenticated Proxy Username: Username for authenticated proxy servers.

i. Authenticated Proxy Passphrase: Passphrase for authenticated proxy servers.

j- HTTPS Proxy SSL/TLS Certificate File URL: HTTPS proxy PEM formatted SSL/TLS certificate file retrieved using
SCP.

k. HTTPS Proxy SSL/TLS Certificate File passphrase: Password of SCP user to retrieve proxy certificate chain.

12. Auto Enrollment Package
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Note Enrollment package is required for enrolling Cisco Crosswork Data Gateway with Crosswork. The enrollment
package is automatically transferred once Cisco Crosswork Data Gateway boots up for the first time if you
specify these parameters during the installation.

If you do not specify these parameters during installation, then you must export enrollment package manually
by following the procedure Export Enrollment Package, on page 28.
a. Enrollment Passphrase: SCP user passphrase to transfer enrollment package.

b. Enrollment Destination Host and Path: SCP host and path to transfer the enrollment package using SCP
(user@host:/path/to/file).

Step 12 Click Next to go to 10 Ready to complete, as shown in the following figure. Review your settings and then click Finish
if you are ready to begin deployment.
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¥4 Deploy OVF Template B
+ 1 Select template Ready to complete =
Review configuration data.
/' 2 Select name and location
+ 3 Select a resource s CDG-149
Vv 4 Review detalls Source VM name cw-na-dg-1.1.3-50-release-20200627.0va_v6.5_signed
+/ 5 Accept license agreements Download size 17GB
+/ & Select configuration Size on disk 35G8
T Select storage Datacenter DCt
+ 8 Select networks Resource 172.23.85.136
+' 9 Customize template Deployment configuration Crosswork Cloud
v » Storage mapping 1
» Network mapping 3
» IP allocation settings IPv4, Static - Manual

Hostname * = dg-149.cisco.com

Description * = Description for dg-149.cisco.com
Crosswork Data Gateway Label = dg-149.cisco.com label
Active vNICs = 2

Crosswork Data Gateway Private Key URI =
Crosswork Data Gateway Certificate File URI =
wNICO IPv4 Method * = Static

VNICO IPv4 Address = 172.23.85.149
vNICD IPv4 Netmask = 255.255.255.128
wNICO IPv4 Gateway = 172.23.85.128
wNICO IPv6 Method * = None

WNICO IPvE Address = 20

vNICD IPv6 Prefix = 64

vNICO IPv6 Gateway = 1

vNIC1 IPv4 Method * = Static

vNIC1 IPv4 Address = 31.31.31.149

VvNIC1 IPv4 Netmask = 255.255.255.0
vNIC1 IPv4 Gateway = 31.31.31.1

vNIC1 IPv6 Method = Mone

wNIC1 IPv6 Address = 20

VvNIC1 IPVE Prefix = 64

vMNIC1 IPvE Gateway = ;11

VvNIC2 IPv4 Method ™ = None

wNIC2 IPv4 Address =

VNIC2 IPv4 Netmask =

vNIC2 IPvd Gateway =

wNIC2 IPv6 Method * = None

wNIC2 IPv6 Address = 2:0

vNIC2 IPvE Prefix = 64

vMNIC2 IPvE Gateway = 11

DNS Address * = 171.70.168.1683

DNS Search Domain * = cisco.com

NTP Servers * = ntp.esl.cisco.com

Syslog Server Address =

Syslog Server Port = 514

Syslog Server Protocol = UDP

Use Syslog over TLS? = False

Syslog TLS Peer Name =

Syslog Root Certificate File URI =

Proxy Server URL =

Proxy Server Bypass List =

. Authenticated Proxy Username =

|. HTTPS Proxy SSL/TLS Certificate File URI =
a. Enroliment Destination Host and Path = root@172.23.213.46:/root/SCP/149

Properties

SO PO RACRRPCTRONDRAODRARNERANDNADDRTOAD DR

Back Finish Cancel

Step 13 Wait for the deployment to finish before continuing. To check the deployment status:

a) Open the vCenter vSphere client.
b) Inthe Recent Taskstab for the host VM, view the status for the Deploy OVF template and | mport OVF package
jobs.

Wait for the deployment status to become 100%.
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Note If you are deploying Cisco Crosswork Data Gateway on VCenter 6.7U1 and above, you also need to set boot
option to EFI before powering on the VM. Follow these steps:

a. On the host VM Summary tab, below the VM Hardwar e table, click Edit Settings.
b. On the Edit Settings page, click the VM Optionstab.

c. Expand the Boot Optionsdropdown list and change the Firmwar e setting to EFI, if it not set by default.
When you are finished, click OK. You may want to take a snapshot of the VM at this point.

You can now proceed to power on the VM.

Step 14 Once the deployment status is 100%, power on the VM to complete the deployment process. Expand the host’s entry
so you can click the VM and then choose Actions> Power > Power On, as shown in the following figure:

i Cdg-vm-13? RETIONE™

Wﬁ Actions - cw-vm-137
Summary Monitor ¢ Lo ALk s smsnlam
B —— Power » ¥ Power On
Guest OS > | IR
Powered Off Snapshots 2
VM Hardware VM Policies > ~
CPU Template >

Wait for at least 5 minutes for the Cisco Crosswork Data Gateway VM to come up and then login via vCenter or SSH
as explained in the Section Log In and Log Out, on page 26.

Install Cisco Crosswork Data Gateway Via OVF Tool

This is an alternative way to install Cisco Crosswork Data Gateway. You can modify mandatory/optional
parameters in the script as per your requirement and run the OVF Tool.

Below is a sample script for installing using this method:
#!/usr/bin/env bash

# robot.ova path

ROBOT OVA PATH="<mention the orchestrator path>"
VM _NAME="dg-141"

DM="thin"

Deployment="cloud"

ActiveVnics="2"
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Hostname="Hostname"
VnicOIPv4Address="<Vnic(O ipv4 address>"
VnicOIPv4Gateway="<Vnic(O ipv4 gateway>"
VnicOIPv4Netmask="<VnicO ipv4 netmask>"
VnicOIPv4Method="Static"
VniclIPv4Address="<Vnicl ipv4 address>"
VniclIPv4Gateway="<Vnicl ipv4 gateway>"
VniclIPv4Netmask="<Vnicl ipv4 netmask>"
VniclIPv4Method="Static"

DNS="<DNS ip address>"
NTP="<NTP Server>"
Domain="cisco.com"

Description="Description for Cisco Crosswork Data Gatewayi : "dg-141""
Label="Label for Cisco Crosswork Data Gateway dg-141"

dg_adminPassword="<dg-admin password>"
dg_operPassword="<dg-oper password>"

EnrollmentURI="<enrollment package URI>"
EnrollmentPassphrase="<password>"

ProxyUsername="<username for proxy>"
ProxyPassphrase="<password for proxy>"

SyslogAddress="<syslog server address>"
SyslogPort=<syslog server port>
SyslogProtocol="<syslog server protocol>"
SyslogTLS=False
SyslogPeerName="<syslog server peer name>"
SyslogCertChain="<syslog server root certificate>"
SyslogCertChainPwd="<password>"

# Please replace this information according to your vcenter setup
VCENTER LOGIN="<vCenter login details>"

VCENTER PATH="<vCenter path>"

DS="<DS details>"

ovftool --acceptAllEulas --X:injectOvfEnv --skipManifestCheck --overwrite --noSSLVerify
--powerOffTarget —--powerOn \

--allowExtraConfig --extraConfig:firmware=efi --extraConfig:uefi.secureBoot.enabled=true \
--datastore="$DS" --diskMode="$DM" \

--name=SVM NAME \

--net:"vNICO=VM Network" \

--net:"vNICl=DPortGroupVC-1" \

--deploymentOption=$Deployment \

--prop:"EnrollmentURI=$EnrollmentURI" \
--prop:"EnrollmentPassphrase=$EnrollmentPassphrase" \

--prop:"Hostname=$Hostname" \

--prop:"Description=$Description" \

--prop:"Label=$Label" \

--prop:"ActiveVnics=$ActiveVnics" \

--prop:"Vnic0IPv4Address=5$Vnic0IPv4Address" \

--prop:"Vnic0IPv4Gateway=5$VnicO0IPv4Gateway"
--prop:"Vnic0IPv4Netmask=5$VnicO0IPv4Netmask" \
—--prop:"Vnic0IPv4Method=$VnicO0IPv4Method" \
--prop:"VniclIPv4Address=$VniclIPv4Address" \
--prop:"VniclIPv4Gateway=$VniclIPv4Gateway"
--prop:"VniclIPv4Netmask=5$VniclIPv4Netmask" \
—--prop:"VniclIPv4Method=$VniclIPv4Method" \
—--prop:"DNS=$DNS" \

--prop:"NTP=$NTP" \

_—

_—
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--prop:"dg-adminPassword=$dg adminPassword" \
--prop:"dg-operPassword=$dg operPassword" \
--prop:"Domain=$Domain" $ROBOT_OVA_PATH "vi: //$VCENTER_LOGIN/SVCENTER_PATH"

Open a command prompt.

Navigate to the location where you installed the OVF Tool.

Run the OVF Tool using the following command:

The command contains the location of the source OVF file and location of the vimx file that will be created as a result of
executing the command:

ovftool <location_of source ovf file> <location of vmx file>

For example,

ovftool --noSSLVerify --overwrite --powerOffTarget --powerOn --acceptAllEulas --skipManifestCheck
--X:injectOvfEnv --allowExtraConfig \

--extraConfig:firmware=efi --extraConfig:uefi.secureBoot.enabled=true \

--net:"vNICO=VM Network" -ds="datastore-<data store>-ssd" --diskMode="thin" \
--deploymentOption="cloud" --prop:"Description=CDG VM Single Interface" \
--name="cdgl.cisco.local" --prop:"Hostname=cdgl.cisco.local" --prop:"ActiveVnics=1" \
--prop:"VnicO0IPv4Method=Static" \

--prop:"VnicO0IPv4Address=<VnicO ipv4 address>" --prop:"VnicOIPv4Netmask=<VnicO ipv4 netmask>"
--prop:"VnicO0IPv4Gateway=<VnicO ipv4 gateway>" \

--prop: 'dg-adminPassword=<dg-admin password>' --prop:'dg-operPassword=<dg-oper password>"' \
—-prop:"DNS=<DNS ip address>" --prop:"NTP=<NTP Server>" --prop:"Domain=cisco.com" \

cw-na-dg-1.1.3-14-TESTONLY-20200501.0va
vi://'administrator@ai.local:<vcenter password>'@<vcenter ip address>/ai/host/172.25.126.21

OR

if you want to execute a file containing the command and arguments, run the following command:

root@cxcloudctrl:/opt# ./cdgovideployVM197

Post-installation Tasks

Once the Cisco Crosswork Data Gateway is installed, complete the following tasks in the order of their listing:

1. LogIn and Log Out, on page 26
2. Generate Enrollment Package, on page 27

3. Export Enrollment Package, on page 28

)

Note Steps 4 and 5 are applicable only if you are going to use Cisco Crosswork Data Gateway with Cisco Crosswork
Trust Insights.

4. Configure Control Proxy, on page 48
5. Verify the Cisco Crosswork Data Gateway Connectivity

6. Enroll Cisco Crosswork Data Gateway with Crosswork Trust Insights
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Note For procedure to enroll Cisco Crosswork Data Gateway with Crosswork Trust Insights, refer Section: Add
Crosswork Data Gateway | nformation in Cisco Crosswork Trust Insights User Guide.

Log In and Log Out

You can use either of the following two ways to access Cisco Crosswork Data Gateway:

* Access Cisco Crosswork Data Gateway Through vCenter, on page 26

* Access Cisco Crosswork Data Gateway Via SSH, on page 26

Access Cisco Crosswork Data Gateway Through vCenter

Step 1

Step 2

Follow these steps to log in via vCenter:

Locate the VM in vCenter and then right click and select Open Console.

The Cisco Crosswork Data Gateway flash screen comes up.

Enter username (dg-admin or dg-oper as per the role assigned to you) and the corresponding password (the one that you
created during installation process) and press Enter.

Access Cisco Crosswork Data Gateway Via SSH

Step 1

\)

Note The SSH process is protected from brute force attacks by blocking the client IP after a number of login failures.
Failures such as incorrect username or password, connection disconnect, or algorithm mismatch are counted
against the IP. Up to 4 failures within a 20 minute window will cause the client IP to be blocked for at least
7 minutes. Continuing to accumulate failures will cause the blocked time to be increased. Each client IP is
tracked separately.

Follow these steps to login via SSH.

Run the following command:

ssh <username>@<M anagementNetwor ki P>

where M anagementNetwor k| P is the management network IP address.
For example,

To login as adminstrator user: ssh dg-admin@<M anagementNetwor kI P>
To login as operator user: ssh dg-oper @<M anagementNetwor k| P>

The Cisco Crosswork Data Gateway flash screen opens prompting for password.
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Step 2 Input the corresponding password (the one that you created during installation process) and press Enter.

Log Out

To log out, select option | Logout from the Main Menu and press Enter or click OK.

Main Menu - Please Choose an Option:

Change Passphrase

1 Export Enrollment Package

2 Show System Settings

3 Change Current System Settings
4 Vitals

5 Troubleshooting

p

|

Generate Enrollment Package

Every Cisco Crosswork Data Gateway instance must be identified by means of an immutable identifier. This
requires generation of a Cisco Crosswork Data Gateway enrollment package. The enrollment package can be
generated using any of the following two methods:

* By supplying Auto Enrollment Package OVF parameters during installation process (see Auto Enrollment
Package under OVF deployment scenarios and Step 11 Auto Enrollment Package of Install Crosswork
Data Gateway via vCenter)

* By using the Export Enrollment Package option from the interactive menu (see Export Enrollment
Package, on page 28)

The enrollment package is a JSON document created from the information obtained through the OVF template
populated by the user during installation. It includes the all necessary information about Cisco Crosswork
Data Gateway required for registering, such as Certificate, UUID of the Cisco Crosswork Data Gateway
instance, and metadata like Cisco Crosswork Data Gateway instance name, Creation Time, version info, etc.

If you opted not to export the enrollment package during install, then you must export it before you can enroll
the Cisco Crosswork Data Gateway instance with Crosswork Cloud. The steps to do so are described in Export
Enrollment Package, on page 28.
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Note The enrollment package is unique to each Cisco Crosswork Data Gateway instance.

A sample enrollment package JSON is shown below:

{

"name": "dgllé6.cisco.com",
"description": "CDG Base VM for Automation",
"profile": {
"cpu": 8,
"memory": 31,
"nics": 3
}!
"interfaces": [
{
"name": "ethO",
"mac": "00:50:56:9e:09:7a",
"ipv4Address": "<ip address>/24"
}!
{
"name": "ethl",
"mac": "00:50:56:9e:67:c3",
"ipv4Address": "<ip address>/16"
}!
{
"name": "eth2",
"mac": "00:50:56:9e:83:83",
"ipv4Address": "<ip address>/16"
}
]!
"certChain": [

"<cert chain>"

] 4
"version": "1.1.0 (branch dgllOdev - build number 152)",
"duuid": "db58fed82-fdca-468b-a7ad-dfbfa916e58b"

N

Note The value shown for memory represents the usable amount for user processes, not the total VM amount. The
Cisco Crosswork Data Gateway operating system reserves about 700MB from the total VM memory for itself,
which is excluded from memory reporting tools. It is expected for the memory value reported here to be 1GB
less than the full amount allocated to the VM due to operating system reservation and rounding.

Export Enroliment Package

To enroll the Cisco Crosswork Data Gateway with Crosswork Cloud, you must have a copy of the enrollment
package on your local computer.

\}

Note This is needed only if you have not specified Auto Enrollment Package Transfer settings in the OVF
template. Otherwise, the file will be copied to the SCP URI destination you selected after the VM boots.
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Cisco Crosswork Data Gateway uses SCP (via SSH) protocol to preserve formatting and eliminate common
errors when transferring text-based files.

Follow these steps:

Step 1 Log in to the Cisco Crosswork Data Gateway Base VM as explained in Section Log In and Log Out, on page 26.
Step 2 From the Main Menu, select 1 Export Enrollment Package and click OK.

Main Menu - Please Choose an Option:

Export Enrollment Package

Show System Settings

Change Current System Settings
Vitals

Troubleshooting

Change Passphrase

Logout

T o~ o

o [

Step 3 Enter the SCP URI for exporting the enrollment package and click OK.

Note * The host must run an SCP server. Ideally, you should export the enrollment package to the local computer
you will use to access the Crosswork server.

* If you are not using the default port 22, you can specify the port as a part of the SCP command. For
example, to export the enrollment package to another host that has SCP server listening on port 4000, you
can give the following command:

-P4000 admin@<ip address>:/home/admin
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SCP URI for export (user@host:/path)
Enter SCP URI for export
(user@host:/path)

root@172.23.213.46:/root/SCP/42

<Cancel>

Step 4 Enter the SCP passphrase (the SCP user password) and click OK.

Enter user passphrase
Enter SCP passphrase for
export

Skeoksk ok skokok kR kK

LR, <Cancel>

The enrollment package is exported.

Step 5 If you could not copy the enrollment package directly to your local computer, manually copy the enrollment package
from the SCP server to your local computer.

Step 6 Proceed with enrolling the Cisco Crosswork Data Gateway with Crosswork Cloud.
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Note Before enrolling Cisco Crosswork Data Gateway with Cisco Crosswork Trust Insights, the following two
additional steps must also be performed:

a. Configure Control Proxy, on page 48

b. Verify the Cisco Crosswork Data Gateway Connectivity
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CHAPTER 4

Getting Started With Cisco Crosswork Data
Gateway

This section contains the following topics:

* Basic Concepts, on page 33
* Use the Interactive Console, on page 35

Basic Concepts

When Cisco Crosswork Data Gateway is deployed and establishes a connection to Crosswork Cloud, the
Crosswork Cloud acts as the controller pushing the needed containers and configurations to the Cisco Crosswork
Data Gateway.

Cisco Crosswork Data Gateway Components
Cisco Crosswork Data Gateway has the following five main components or services:
* Controller Gateway, on page 33
* Image Manager, on page 34
* Vitals Monitor, on page 34
* Route Manager, on page 34

* Docker IPv6nat, on page 34

Controller Gateway

Controller Gateway is the component responsible for all the interaction between a Cisco Crosswork Data
Gateway instance and its controller application. It manages the session creation with the controller application
and makes sure all the payloads and responses are signed and verified for integrity. Components such as Image
Manager, Vitals Monitor, and Route manager interact via Controller Gateway with the controller application
to exchange the details those components need.
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Note

Image Manager

)

When the Controller Gateway stops, any alerts are not updated in cdg-alerts.log. However, when it starts, it
sends an alert that it has started. This is because all the alerts go through the Controller Gateway and if it is
down, the controller application won't receive the alerts. To access log files, see Run show-tech, on page 63.

The Image Manager starts up when Cisco Crosswork Data Gateway VM boots. It downloads the functional
images from the repository as instructed by the controller application and brings up the services.

It has the following responsibilities:
* Periodically pull boot-config file from the controller application via Controller Gateway.

* Based on the boot-config and local images metadata cache, determine if the functional images and
docker-compose file need to be downloaded.

* Send appropriate alerts to the controller application, if there are issues while processing the boot-config.
» Stop and remove any services that are no longer called for in the latest boot-config.

* Cleanup the local images metadata cache to keep it synchronized with the latest boot-config received
from the controller application.

* Downloads collectors environment and other files that facilitate establishment of connection between
collectors and Crosswork.

» Downloads system device packages and MIB packages required by the collectors from Crosswork.

» Downloads custom software to the collectors when uploaded via Crosswork Ul

Note

Vitals Monitor

Route Manager

Docker IPv6nat

Functional images are downloaded only when there is a change in boot-config response.

The Vitals Monitor monitors the start and stop status of the container services running on the Cisco Crosswork
Data Gateway VM. It sends alerts to the controller when container services start or stop.

For more information, see Monitor Cisco Crosswork Data Gateway Health, on page 55.

Route Manager configures static routes. It is utilized by downloaded functional images to create static routes
to direct traffic to devices on different networks based on routes. Appropriate alerts are sent to the controller
application if there is any failure in processing routes configuration.

docker-ipvébnat is a special process that programs ipv6 routes for docker containers.
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Use the Interactive Console .

Use the Interactive Console

Cisco Crosswork Data Gateway launches an interactive console upon successful login. The interactive console
displays the Main Menu as shown in the following figure:

\}

Note The Main Menu shown here corresponds to dg-admin user. It is different for dg-oper user as the operator
does not have same privileges as the adminstrator. See Supported User Roles, on page 37.

Main Menu - Please Choose an Option:

Change Passphrase

1 Export Enrollment Package

2 Show System Settings

3 Change Current System Settings
4 Vitals

5 Troubleshooting

p

|

< BK >

The Main Menu presents the following options:

1. Export Enrollment Package
2. Show System Settings

3. Change Current System Settings
4. Vitals

5. Troubleshooting

p. Change Passphrase
[. Logout
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. Use the Interactive Console
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Manage Users

This section contains the following topics:

* Supported User Roles, on page 37
* Change Password, on page 39

Supported User Roles

Cisco Crosswork Data Gateway supports only two users with the following user roles:

» Administrator: One default user with administrator role is created when Cisco Crosswork Data Gateway
is brought up for the first time. This user cannot be deleted and has both read and write privileges such
as start/shut down Cisco Crosswork Data Gateway, register an application, apply authentication certificates,
configure server settings, and perform kernel upgrade.

» Operator: This user is also created by default during the initial VM bring up. Operator can review the
state/health of theCisco Crosswork Data Gateway, retrieve health/error logs, receive error notifications
and run connectivity tests between Cisco Crosswork Data Gateway instance and the output destination.

\}

Note * Both users' credentials are configured during Cisco Crosswork Data Gateway installation.

* Users are locally authenticated.

The following table shows the permissions available to each role:

Table 5: Permissions Per Role

Permissions Administrator Operator

Export enrollment package v v

Show system settings
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Permissions

Administrator

Operator

VNIC Addresses
NTP

DNS

Proxy

UuID

Syslog
Certificates

First Boot Provisioning Log

v

v

Change Current System Settings

Configure NTP
Configure DNS
Configure Control Proxy
Configure Static Routes
Configure Syslog

Create new SSH keys
Import Certificate
vNIC1 MTU

Vitals

Docker Containers
Docker Images
Controller Reachability
NTP Reachability
Route Table

ARP Table

Network Connections

Disk Space Usage

Troubleshooting
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Change Password .

Permissions Administrator

Operator

Ping a Host

Traceroute to a Host

NTP Status

System Uptime

Run show-tech

Remove All Collectors and Reboot VM
Reboot VM

NN NI NIC NI NIEN

Test SSH Connection

<X X NSNS S S

<

Change Passphrase

<

Change Password

Both Adminstrator and Operator users can change their own passphrases but not each others'.

Follow these steps to change your passphrase:

Step 1 From the Main Menu, select p Change Passphrase and click OK.

Step 2 Input your current password and press Enter.

Changing password for dg-admin.
(current) UNIX password:

Step 3 Enter new password and press Enter. Re-type the new password and press Enter.

Changing password for dg-admin.
(current) UNIX password:
Enter new UNIX password:
Retype new UNIX password:
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Configure Crosswork Data Gateway

This section contains the following topics:

* View Current System Settings, on page 41
* Change Current System Settings, on page 45

View Current System Settings

Cisco Crosswork Data Gateway allows you to view the following settings:

» vNIC Addresses
* NTP

* DNS

* Proxy

« UUID

* Syslog

* Certificates

* First Boot Provisioning Log

Follow these steps to view the current system settings:

Step 1 From the Main Menu, select 2 Show System Settings, as shown in the following figure:
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. View Current System Settings

Main Menu - Please Choose an Option:

Export Enrollment Package
Change Current System Settings
Vitals

Troubleshooting

Change Passphrase

Logout

HFT o~ w0ERP

Step 2 Click OK. The Show Current System Settings menu opens.
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View Current System Settings .

Step 3 Select the setting you want to view.
Setting Option Description
1 vNIC Addresses Displays the addresses of the vNICO, vNIC1, and vNIC2
interfaces.
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Configure Crosswork Data Gateway |

Setting Option

Description

2 NTP

Displays NTP settings.

It is important that NTP time be synchronized with the
controller application and its Cisco Crosswork Data
Gateway instances.

If not, then session handshake doesn’t happen and functional
images are not downloaded. In such cases, error message
clock time not matched and sync failed islogged in
controller-gateway.log. To access log files, see Run
show-tech, on page 63.

You can use Controller Reachability and NTP Reachability
options from Main Menu > Vitals to check NTP
reachability for the controller application as well as the
Cisco Crosswork Data Gateway instance. See View Cisco
Crosswork Data Gateway Vitals, on page 55. [f NTP has
been set incorrectly,you will see error Session not
established.

To configure NTP settings, see Configure NTP, on page
47.

3 DNS

Displays addresses of the DNS servers.

4 Proxy

Displays proxy server settings if there's any.

5 UUID

Displays the unique identifier of the Cisco Crosswork Data
Gateway VM.

6 Syslog

Displays syslog settings.

The Controller Gateway doesn't send a start event to the
Syslog server. Also, SNMP, MDT, and CLI events are not
updated in the local syslog file, but are sent to the external
syslog server. To configure syslog settings, see Configure
Syslog, on page 51.

7 Certificates

Provides the following options to view certificate files:

* Collector certificate file
* Controller signing certificate file
 Controller SSL/TLS certificate file

* Syslog certificate file

8 First Boot Provisioning Log

Displays the first boot provisioning log.

Step 4 Click OK. Cisco Crosswork Data Gateway displays the selected setting.

After you are done viewing the settings, press any key to return to the Show Current System Settings menu.
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To return to the Main Menu, select X Exit Menu and click OK.

Change Current System Settings
A\

Note * Cisco Crosswork Data Gateway System settings can only be configured by the Administrator.

* In settings options where you require to use SCP, if you are not using the default SCP port 22, you can
specify the port as a part of the SCP command. For example,

-P55 user@host:path/to/file

where 55 is a custom port.

Cisco Crosswork Data Gateway allows you to change the following settings:

* NTP

* DNS

* Control Proxy
» Static routes

* Syslog

* SSH keys

* Certificate

* vNIC1 MTU

Follow these steps to change the current system settings:

Step 1 From the Main Menu, select 3 Change Current System Settings, as shown in the following figure.
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. Change Current System Settings

Main Menu — Please Choose an Option:

Export Enrollment Package
Show System Settings
Vitals

Troubleshooting

Change Passphrase

Logout

T o rEN P

Step 2 Click OK. The Change System Settings menu opens.

. Cisco Crosswork Data Gateway 1.1.4 Installation and Configuration Guide for Cloud Deployment



| Configure Crosswork Data Gateway
Configure NTP .

Change Systems Settings - Please
Choose an Option:

Configure NTP

Configure DNS

Configure Control Proxy
Configure Static Routes
Configure Syslog

Create new SSH keys
Import Certificate
Configure vNIC1 MTU

Bl ~ @ W sl pa =

Step 3 Select the setting you want to change and click OK.

Step 4 Cisco Crosswork Data Gateway prompts you to input new value for the selected setting.
Step 5 After you have entered the new settings, click OK to save the settings and return to the Change System System Settings
menu.

To return to the Main Menu, select X Exit Menu and click OK.

Configure NTP

Step 1 From the Change Current System Settings Menu, select 1 Configure NTP and click OK.
Step 2 Enter the new NTP server.
Step 3 Click OK to save the settings.
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Configure DNS

Step 1 From the Change Current System Settings menu, select 2 Configure DNSand click OK.
Step 2 Enter the new DNS domain and server address.
Step 3 Click OK to save the settings.

Configure Control Proxy

Step 1 From the Change Current System Settings menu, select 3 Configure Control Proxy and click OK.
Step 2 Enter the new Proxy server URL.
Step 3 Click OK to save the settings.

Configure Static Routes

In Cisco Crosswork Data Gateway, the static routes are configured when the Route Manager receives add/delete
requests from the collectors. The Configure Static Routes option from the main menu can be used for
troubleshooting purpose.

\}

Note  Static routes configured using this option are lost when the Cisco Crosswork Data Gateway reboots.

Add Static Routes

Step 1 From the Change Current System Settings menu, select 4 Configure Static Routes and click OK.
Step 2 To add a static route, select a Add and click OK.
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Do you wish to add or
delete a route?

d Delete

<Cancel>

Step 3 Select the interface for which you want to add a static route and click OK.

ork Data Gat

Please select the
interface

0 M

1 vNIC1
2 vNIC2

e <Cancel>

Step 4 Select the IP address version for which you want to add a route and click OK.
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. Delete Static Routes

Data Gateway

Please select the IP
version

TPV

6 IPv6

<Cancel>

Step 5 Enter IPv4/IPv6 subnet in CIDR format when prompted.
Step 6 Click OK to save the settings.

Delete Static Routes

Step 1 From the Change Current System Settings Menu, select 4 Configure Static Routes and click OK.
Step 2 To delete a static route, select d Delete and click OK.

Do you wish to add or
delete a route?

a Add

| [oelete]

Bl [@E <cancel>

Step 3 Select the interface for which you want to delete a static route and click OK.
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yrk Data Gateway

Please select the
interface

[ vhIce
1 wNIC1
2 wNIC2

<Cancel>

Step 4 Select the IP address version for which you want to delete a route and click OK.

Please select the IP
version

Bl @E <cancel>

Step 5 Enter IPv4/IPv6 subnet in CIDR format.
Step 6 Click OK to save the settings.

Configure Syslog
A\

Note For any Syslog server configuration with IPv4/IPv6 support for different linux distributions, please refer your
system administrator and configuration guides.

Step 1 From the Change Current System Settings Menu, select 5 Configure Syslog and click OK.
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Step 2 Enter the new values for the following syslog attributes:.

* Server address: [IPv4 or IPv6 address of a syslog server accessible from the management interface. If you are using
an IPv6 addres, it must be surrounded by square brackets ([1::1]).

* Port: Port number of the syslog server
* Protocol: Use UDP, TCP, or RELP when sending syslog.
* Use Syslog over TLS?: Use TLS to encrypt syslog traffic.

» TLS Peer Name: Syslog server's hostname exactly as entered in the server certificate SubjectAltName or subject
common name.

* Syslog Root Certificate File URI: PEM formatted root cert of syslog server retrieved using SCP.

* Syslog Certificate File Passphrase: Password of SCP user to retrieve Syslog certificate chain.

Step 3 Click OK to save the settings.

Create New SSH Keys

Step 1 From the Change Current System Settings Menu, select 6 Create new SSH keys.

Step 2 Click OK. Crosswork Data Gateway launches an auto-configuration process that generates new SSH keys.

Import Certificate

Updating any certificate other than Controller Signing Certificate causes a collector restart.

Step 1 From the Change Current System Settings Menu, select 7 Import Certificate and click OK.
Step 2 Select the certificate you want to import and click OK.

Note Option 1 Controller Signing Certificate File is not applicable for Cloud deployment. Selecting this option
will cause Cisco Crosswork Data Gateway to throw the following error:

For a Crosswork Cloud deployment,
the change of Controller Signing
Certificate is not allowed.
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configure vNIC1 MTU |||

Import Certificates - Please Choose an Option:

1 Controller Signing Certificate File
2 Controller SSL/TLS Certificate File
3 Syslog Certificate File

< bk

Step 3 Enter SCP URI for the selected certificate file and click OK.
Step 4 Enter passphrase for the SCP URI and click OK.

Configure vNIC1 MTU
A\

Note * This procedure is not applicable to Cloud deployment.

* In case of On Premise deployment, you can change vNIC1 MTU only if you are using 3 NICs.

If your interface supports jumbo frames, the MTU value lies in the range of 60-9000, inclusive. For interfaces
that do not support jumbo frames, the valid range is 60-1500, inclusive. Setting an invalid MTU causes Cisco
Crosswork Data Gateway to revert the change back to the currently configured value. Please verify with your
hardware documentation to confirm what the valid range is. An error will be logged into kern.log for MTU
change errors which can be viewed after running Run show-tech.

Step 1 From the Change Current System Settings menu, select 8 Configure vNIC1MTU.
Step 2 Enter vNIC1 MTU value.
Step 3 Click OK to save the settings.
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Monitor Cisco Crosswork Data Gateway Health

This section contains the following topics:

* Vitals Monitor, on page 55
* View Cisco Crosswork Data Gateway Vitals, on page 55
« Vitals Service, on page 58

Vitals Monitor

The Vitals Monitor component of Cisco Crosswork Data Gateway enables you to view vitals for the following:

Docker containers
Docker images
Controller reachability
NTP reachability
Route table

ARP table

Network connections

© N o g ~ w N P

Disk space usage

View Cisco Crosswork Data Gateway Vitals

Follow these steps to view Cisco Crosswork Data Gateway vitals:

Step 1 From the Main Menu, select 4 Vitals and click OK.
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. View Cisco Crosswork Data Gateway Vitals

Main Menu - Please Choose an Option:

Export Enrollment Package

Show System Settings

Change Current System Settings
Troubleshooting

Change Passphrase

Logout

T OEW N P

The Show VM Vitals menu opens.

Step 2 Select the vital you want to view and click OK.

Show VM Vitals - Please Choose an
Option:

Docker Containers
Docker Images
Controller Reachability
NTP Reachabillity

Route Table

ARP Table

Network Connections
Disk Space Usage

Exit Menu

E® N OHWNP
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Vital Description

Docker Containers Displays the following vitals for the docker containers:
+ Container ID

* Image

* Name

» Command

* Created Time

* Status

* Port

Docker Images Displays the following vitals for the docker images:
* Repository

* Image ID

* Created Time

* Size

* Tag

Controller Reachability Displays the following vitals for controller reachability:
* Default gateway status

* Reachability test details (number of packets transmitted
and received, packet loss percentage, and time)

* DNS server
* DNS server status

* Reachability test details (number of packets transmitted
and received, packet loss percentage, and time)

« Controller session status

NTP Reachability Displays the following vitals for NTP reachability:
* NTP server

* Resolved IP Address

« Status

* Reachability test details (number of packets transmitted
and received, packet loss percentage, and time)

* Chrony status
* Reference ID

* System time

Route Table Displays IPv4 and IPv6 route tables.
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Vital

Description

ARP Table

Displays ARP tables.

Network Connections

Displays the following vitals for network connections:
* Netid

* State

* Recv-Q

* Send-Q

* Local Address and Port

* Peer Address and Port

Disk Space Usage

Displays the following vitals for disk space usage:
* Filesystem

* Size

* Used space

* Available space

* Use percentage

* Mounted on volume

Cisco Crosswork Data Gateway displays the vitals for the selected item.

After you are done viewing the vitals, press any key to return to the ShowVM Vitals menu.

To return to the Main Menu, select X Exit Menu and click OK.

Vitals Service

Vitals service monitors the running status of all container services on Cisco Crosswork Data Gateway. It sends
container services start and stop alert events to the controller.

When either of the following components listed below are not responsive, Cisco Crosswork Data Gateway

vital service alert functionality is impacted:

* Docker Engine
* Vitals Monitor

* Controller Gateway
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Troubleshooting

This section contains the following topics:

* Troubleshooting, on page 59

Troubleshooting

You can troubleshoot a Cisco Crosswork Data Gateway instance directly from the VM. Cisco Crosswork
Data Gateway provides logs of errors, requests to the server, and changes made to the VM and reports any
process failures/outages.

To access Troubleshooting menu, select 5 Troubleshooting from the Main Menu and click OK, as shown
in the following figure:

Main Menu — Please Choose an Option:

Export Enrollment Package

Show System Settings

Change Current System Settings
Vitals

Change Passphrase

Logout

FoOHEH 0N P

Cisco Crosswork Data Gateway opens the Troubleshooting menu that provides you the following options
to troubleshoot your Cisco Crosswork Data Gateway instance:
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. Ping a Host

\}

Note The following figure shows the Troubleshooting Menu corresponding to dg-admin user. Few of these options
are not available to dg-oper user. See Table Table 5: Permissions Per Role, on page 37.

Troubleshooting - Please Choose an Option:

Ping a Host

Traceroute to a Host

NTP Status

System Uptime

Run show-tech

Remove All Collectors and Reboot VM
Reboot VM

Test SSH Connection

Exit Menu

1k
2
2
Fal
5
6
7
E
X

This section contains the following topics:
* Ping a Host, on page 60
« Traceroute to a Host, on page 61
* Check NTP Status, on page 62
* Check System Uptime, on page 62
* Run show-tech, on page 63
* Reboot Cisco Crosswork Data Gateway VM, on page 64

* Test SSH Connection, on page 64

Ping a Host

To aid troubleshooting, Cisco Crosswork Data Gateway provides you Ping utility that can be used to check
reachability to any IP address.

Step 1 From Troubleshooting menu, select 1 Ping a Host and click OK.
Step 2 Enter the ping destination.
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Step 3 Click OK.

Ping Destination
Enter Ping Destination

<Cancel>

Cisco Crosswork Data Gateway displays the result of the ping operation.

PING 172

64
64
64

-— 172.23.92.

Traceroute to a Host

bytes
bytes
bytes

bytes

bytes
bytes

from
from
from

from

from
from

172.
172.
172.
172.

172.
172.

143

23.

23,
23.

.23.92.143 (172.
3.
23.
23.

92.
92.
92.
92z.
92.
92.

23.92.143) 56(84) bytes of data.

143:
143:
143:

143:

143:
143:

icmp_seq=1 ttl=64
icmp_seq=2 ttl=64
icmp_seq=3 ttl=64

1cmp_seq=4 ttl=64

icmp_seq=5 ttl=64
icmp_seq=6 ttl=é4

ping statistics —
6 packets transmitted,
rtt min/avg/max/mdev
Press any key to continue

6 received,

0% packet loss,
0.270/0.426/0.574/8.897 ms

time=0.
time=0.
time=0.

time=80.

time=0.
time=0.

428
368
278

574

433
487

time 5107ms

Traceroute to a Host .

Cisco Crosswork Data Gateway provides Tracerouteto a Host option to help troubleshoot latency issues.
Using this option provides you a rough time estimate for the Cisco Crosswork Data Gateway to reach the
controller application.

Step 1 From Troubleshooting menu, select 2 Tracerouteto a Host and click OK.

Step 2 Enter the traceroute destination.
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Step 3 Click OK.

Check NTP Status

Traceroute Destination
Enter Traceroute
Destination

<Cancel>

Use this option to check the status of the NTP server.

Step 1 From Troubleshooting menu, select 3 NTP Status.

Step 2 Click OK. The Cisco Crosswork Data Gateway displays the NTP server status.

Reference ID
Stratum :
Ref time (UTC) :
System time
Last offset
RMS offset
Frequency
Residual freq
Skew

Root delay
Root dispersion :
Update interval :
Leap status :

: AB442641 (mtv5-ai27-dcml@n-ntpl.cisco.com)

2

Fri Jun 21 @4:53:44 2019
0.000044881 seconds fast of NTP time
+0.000057586 seconds
0.000080841 seconds
21.559 ppm slow

+0.089 ppm

0.144 ppm

0.002095408 seconds
0.001190380 seconds
2062.6 seconds

Normal

Press any key to continue|

Check System Uptime

Use this option to check system uptime.
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Run show-tech .

Step 1 From Troubleshooting menu, select 4 System Uptime.
Step 2 Click OK. The Crosswork Data Gateway displays the system uptime.

05:11:55 up 3 days, 1:49, 1 user, load average: 0.18, 0.12, 0.10
Press any key to continue

Run show-tech

Cisco Crosswork Data Gateway provides the option show_tech to export its log files to a user-defined SCP
destination.

The collected data includes the following:

* Logs of all the Data Gateway components running on docker containers

* VM Vitals
It creates a tarball in the directory where it is executed. The output is a tarball named
CDG-<CDG-version>-year-month-day--hour-minute-second-*.tar.bz2

The execution of this command may take several minutes depending on the state of Crosswork Data Gateway.

Step 1 From Troubleshooting menu, select 5 Show-tech and click OK.

Step 2 Enter the destination to save the tarball containing logs and vitals.

scp destination for tarball (user@host:/path)
Enter scp destination for tarball
(user@host:/path)

<Cancel>

Step 3 Enter your SCP passphrase and click OK.
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. Reboot Cisco Crosswork Data Gateway VM

Reboot Cisco Crosswork Data Gateway VM

\}

Note * You can also reboot Cisco Crosswork Data Gateway from Crosswork Cloud.

* This task can only be performed by dg-admin user.

Cisco Crosswork Data Gateway gives you two options to reboot the VM:

Troubleshooting - Please Choose an Option:

Ping a Host

Traceroute to a Host

NTP Status

System Uptime

Run show-tech

Remove All Collectors and Reboot VM
Reboot VM

E5C DoN CONNection,
Exit Menu

1
2
3
A
5
6
g
]
X

* Remove All Collectorsand Reboot VM : Select this option from the Troubleshooting menu if you
want to remove all the collectors (functional images) and reboot VM.

» Reboot VM: Select this option from the Troubleshooting menu for a normal reboot.

Test SSH Connection

Use this option to check the SSH connection between Cisco Crosswork Data Gateway and a remote host.

Step 1 From Troubleshooting menu, select 8 Test SSH Connection and click OK.

Step 2 Enter the SSH connection details, namely port, host, username, and passphrase.
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Test SSH Connection .

SSH Connection Details

Port
Host
Username

Passphrase

<Cancel>

Step 3 Click OK.
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. Test SSH Connection
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Upgrading

This section contains the following topics:

* Upgrade Cisco Crosswork Data Gateway, on page 67

Upgrade Cisco Crosswork Data Gateway

Step 1

Step 2

Step 3

Step 4

Step 5

Step 6

\}

Note  This procedure is required only for a Cisco Crosswork Data Gateway Base VM upgrade. Upgrade of other
components, such as collectors, is performed by Crosswork Cloud.

Cisco Crosswork Data Gateway functions as a passive device in the network. As such, the upgrade process
consists of stopping the active Cisco Crosswork Data Gateway instance and replacing it with a Cisco Crosswork
Data Gateway instance that is running the new version of Cisco Crosswork Data Gateway software, essentially
exchanging one Cisco Crosswork Data Gateway instance for another.

Install the new Cisco Crosswork Data Gateway VM.

See Section Install Cisco Crosswork Data Gateway, on page 7.

Enroll the new Cisco Crosswork Data Gateway instance with Crosswork Cloud and ensure its Administration state is
Up.

See Section: Add Crosswork Data Gateway | nformation in respective Crosswork Cloud application user guide.

Once the new Cisco Crosswork Data Gateway VM is Up, detach devices from the old Cisco Crosswork Data Gateway
VM.

See Section Remove Device Link to Crosswork Data Gateway in respective Crosswork Cloud application user guide.

Once the new Cisco Crosswork Data Gateway VM is Up, attach the devices to it.

See Section Link Devices to Crosswork Data Gateway in respective Crosswork Cloud application user guide.

Confirm that the new Cisco Crosswork Data Gateway VM is operating properly. Time to monitor it is up to the operator,
but Cisco recommends at least an hour of normal operations before proceeding with Step 7.

Delete the old Cisco Crosswork Data Gateway VM from Crosswork.

See Section Delete Crosswork Data Gateways in respective Crosswork Cloud application user guide.
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. Upgrade Cisco Crosswork Data Gateway

Step 7 From vCenter, power off the old Cisco Crosswork Data Gateway VM.
Step 8 Double check that all is still working correctly with the new Cisco Crosswork Data Gateway VM.
Step 9 From vCenter, delete the old Cisco Crosswork Data Gateway VM from the disk.

See Section Delete Cisco Crosswork Data Gateway, on page 69.
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Deleting the Virtual Machine

This section contains the following topics:

* Delete Cisco Crosswork Data Gateway, on page 69

Delete Cisco Crosswork Data Gateway

Be aware that this procedure deletes all your Cisco Crosswork Data Gateway data.

Before you begin

Ensure that you have deleted the Cisco Crosswork Data Gateway from Crosswork Cloud as described in the
Section: Delete Crosswork Data Gateways of the respective Crosswork Cloud application user guide.

Step 1 Log in to the VMware vSphere Web Client.

Step 2 In the Navigator pane, right-click the Cisco Crosswork Data Gateway VM that you want to remove and choose Power
> Power Off.

Step 3 Once the VM is powered off, right-click the VM again and choose Delete from Disk.
The VM is deleted.
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