Configuring PKI

This chapter describes the Public Key Infrastructure (PKI) support on the Cisco NX-OS device. PKI allows
the device to obtain and use digital certificates for secure communication in the network and provides
manageability and scalability for Secure Shell (SSH).

This chapter includes the following sections:

* Information About PKI, on page 1

* Guidelines and Limitations for PKI, on page 5

* Default Settings for PKI, on page 6

* Configuring CAs and Digital Certificates, on page 6
» Verifying the PKI Configuration, on page 26

* Configuration Examples for PKI, on page 27

Information About PKI

This section provides information about PKI.

CAs and Digital Certificates

Certificate authorities (CAs) manage certificate requests and issue certificates to participating entities such
as hosts, network devices, or users. The CAs provide centralized key management for the participating entities.

Digital signatures, based on public key cryptography, digitally authenticate devices and individual users. In
public key cryptography, such as the RSA encryption system, each device or user has a key pair that contains
both a private key and a public key. The private key is kept secret and is known only to the owning device or
user only. However, the public key is known to everybody. Anything encrypted with one of the keys can be
decrypted with the other. A signature is formed when data is encrypted with a sender’s private key. The
receiver verifies the signature by decrypting the message with the sender’s public key. This process relies on
the receiver having a copy of the sender’s public key and knowing with a high degree of certainty that it really
does belong to the sender and not to someone pretending to be the sender.

Digital certificates link the digital signature to the sender. A digital certificate contains information to identify
a user or device, such as the name, serial number, company, department, or IP address. It also contains a copy
of the entity’s public key. The CA that signs the certificate is a third party that the receiver explicitly trusts
to validate identities and to create digital certificates.
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To validate the signature of the CA, the receiver must first know the CA’s public key. Typically, this process
is handled out of band or through an operation done at installation. For instance, most web browsers are
configured with the public keys of several CAs by default.

Trust Model, Trust Points, and Identity CAs

The PKI trust model is hierarchical with multiple configurable trusted CAs. You can configure each participating
device with a list of trusted CAs so that a peer certificate obtained during the security protocol exchanges can
be authenticated if it was issued by one of the locally trusted CAs. The Cisco NX-OS software locally stores
the self-signed root certificate of the trusted CA (or certificate chain for a subordinate CA). The process of
securely obtaining a trusted CA’s root certificate (or the entire chain in the case of a subordinate CA) and
storing it locally is called CA authentication.

The information about a trusted CA that you have configured is called the trust point and the CA itself is
called a trust point CA. This information consists of a CA certificate (or certificate chain in case of a subordinate
CA) and certificate revocation checking information.

The Cisco NX-OS device can also enroll with a trust point to obtain an identity certificate to associate with
a key pair. This trust point is called an identity CA.

CA Certificate Hierarchy

For secure services, you typically have multiple trusted CAs. The CAs are usually installed in all the hosts as
a bundle. The NX-OS PKI infrastructure does support importing certificate chain. However, with the current
CLIs, one chain at a time can be installed. This procedure can be cumbersome when there are several CA
chains to be installed. This requires a facility to download CA bundles that could include several intermediate
and root CAs.

Importing CA Bundle

The crypto CA trustpoint command binds the CA certificates, CRLs, identity certificates and key pairs to
a named label. All files corresponding to each of these entities are stored in the NX-OS certstore directory
(/isan/etc/certstore) and tagged with the trustpoint label.

To access the CA certificates, an SSL app only needs to point to the standard NX-OS cert-store and specify
that as the CA path during SSL initialization. It does not need to be aware of the trustpoint label under which
CAs are installed.

If clients need to bind to an identity certificate, the trustpoint label needs to be used as the binding point.

The import pkcs command is enhanced to install the CA certificates under a trustpoint label. This can be
further enhanced to install a CA bundle. The import command structure is modified to add pkcs7 option which
is used for providing CA bundle file in pkcs7 format.

Once installed, there is no logical binding of all CA chains to a bundle.

RSA Key Pairs and Identity Certificates

You can obtain an identity certificate by generating one or more RSA key pairs and associating each RSA
key pair with a trust point CA where the Cisco NX-OS device intends to enroll. The Cisco NX-OS device
needs only one identity per CA, which consists of one key pair and one identity certificate per CA.
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The Cisco NX-OS software allows you to generate RSA key pairs with a configurable key size (or modulus).
The default key size is 512. You can also configure an RSA key-pair label. The default key label is the device
fully qualified domain name (FQDN).

The following list summarizes the relationship between trust points, RSA key pairs, and identity certificates:

A trust point corresponds to a specific CA that the Cisco NX-OS device trusts for peer certificate
verification for any application (such as SSH).

A Cisco NX-OS device can have many trust points and all applications on the device can trust a peer
certificate issued by any of the trust point CAs.

A trust point is not restricted to a specific application.

A Cisco NX-OS device enrolls with the CA that corresponds to the trust point to obtain an identity
certificate. You can enroll your device with multiple trust points which means that you can obtain a
separate identity certificate from each trust point. The identity certificates are used by applications
depending upon the purposes specified in the certificate by the issuing CA. The purpose of a certificate
is stored in the certificate as a certificate extension.

When enrolling with a trust point, you must specify an RSA key pair to be certified. This key pair must
be generated and associated to the trust point before generating the enrollment request. The association
between the trust point, key pair, and identity certificate is valid until it is explicitly removed by deleting
the certificate, key pair, or trust point.

The subject name in the identity certificate is the fully qualified domain name for the Cisco NX-OS
device.

You can generate one or more RSA key pairs on a device and each can be associated to one or more trust
points. But no more than one key pair can be associated to a trust point, which means only one identity
certificate is allowed from a CA.

If the Cisco NX-OS device obtains multiple identity certificates (each from a distinct CA), the certificate
that an application selects to use in a security protocol exchange with a peer is application specific.

You do not need to designate one or more trust points for an application. Any application can use any
certificate issued by any trust point as long as the certificate purpose satisfies the application requirements.

You do not need more than one identity certificate from a trust point or more than one key pair to be
associated to a trust point. A CA certifies a given identity (or name) only once and does not issue multiple
certificates with the same name. If you need more than one identity certificate for a CA and if the CA
allows multiple certificates with the same names, you must define another trust point for the same CA,
associate another key pair to it, and have it certified.

Multiple Trusted CA Support

The Cisco NX-OS device can trust multiple CAs by configuring multiple trust points and associating each
with a distinct CA. With multiple trusted CAs, you do not have to enroll a device with the specific CA that
issued the certificate to a peer. Instead, you can configure the device with multiple trusted CAs that the peer
trusts. The Cisco NX-OS device can then use a configured trusted CA to verify certificates received from a
peer that were not issued by the same CA defined in the identity of the peer device.
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PKI Enroliment Support

Enrollment is the process of obtaining an identity certificate for the device that is used for applications like
SSH. It occurs between the device that requests the certificate and the certificate authority.

The Cisco NX-OS device performs the following steps when performing the PKI enrollment process:

* Generates an RSA private and public key pair on the device.

* Generates a certificate request in standard format and forwards it to the CA.

N

Note The CA administrator may be required to manually approve the enrollment request at the CA server, when
the request is received by the CA.

* Receives the issued certificate back from the CA, signed with the CA’s private key.

» Writes the certificate into a nonvolatile storage area on the device (bootflash).

Manual Enrollment Using Cut-and-Paste

The Cisco NX-OS software supports certificate retrieval and enrollment using manual cut-and-paste.
Cut-and-paste enrollment means that you must cut and paste the certificate requests and resulting certificates
between the device and the CA.

You must perform the following steps when using cut and paste in the manual enrollment process:

* Create an enrollment certificate request, which the Cisco NX-OS device displays in base64-encoded text
form.

* Cut and paste the encoded certificate request text in an e-mail or in a web form and send it to the CA.

* Receive the issued certificate (in base64-encoded text form) from the CA in an e-mail or in a web browser
download.

* Cut and paste the issued certificate to the device using the certificate import facility.

Multiple RSA Key Pair and Identity CA Support

Multiple identity CAs enable the device to enroll with more than one trust point, which results in multiple
identity certificates, each from a distinct CA. With this feature, the Cisco NX-OS device can participate in
SSH and other applications with many peers using certificates issued by CAs that are acceptable to those
peers.

The multiple RSA key-pair feature allows the device to maintain a distinct key pair for each CA with which
itis enrolled. It can match policy requirements for each CA without conflicting with the requirements specified
by the other CAs, such as the key length. The device can generate multiple RSA key pairs and associate each
key pair with a distinct trust point. Thereafter, when enrolling with a trust point, the associated key pair is
used to construct the certificate request.
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Peer Certificate Verification

The PKI support on a Cisco NX-OS device can verify peer certificates. The Cisco NX-OS software verifies
certificates received from peers during security exchanges for applications, such as SSH. The applications
verify the validity of the peer certificates. The Cisco NX-OS software performs the following steps when
verifying peer certificates:

* Verifies that the peer certificate is issued by one of the locally trusted CAs.
* Verifies that the peer certificate is valid (not expired) with respect to current time.

* Verifies that the peer certificate is not yet revoked by the issuing CA.

For revocation checking, the Cisco NX-OS software supports the certificate revocation list (CRL). A trust
point CA can use this method to verify that the peer certificate has not been revoked.

Certificate Revocation Checking

CRL Support

The Cisco NX-OS software can check the revocation status of CA certificates. The applications can use the
revocation checking mechanisms in the order that you specify. The choices are CRL, none, or a combination
of these methods.

The CAs maintain certificate revocation lists (CRLs) to provide information about certificates revoked prior
to their expiration dates. The CAs publish the CRLs in a repository and provide the download public URL in
all issued certificates. A client verifying a peer’s certificate can obtain the latest CRL from the issuing CA
and use it to determine if the certificate has been revoked. A client can cache the CRLs of some or all of its
trusted CAs locally and use them later if necessary until the CRLs expire.

The Cisco NX-OS software allows the manual configuration of predownloaded CRLs for the trust points, and
then caches them in the device bootflash (cert-store). During the verification of a peer certificate, the Cisco
NX-OS software checks the CRL from the issuing CA only if the CRL has already been cached locally and
the revocation checking is configured to use the CRL. Otherwise, the Cisco NX-OS software does not perform
CRL checking and considers the certificate to be not revoked unless you have configured other revocation
checking methods.

Import and Export Support for Certificates and Associated Key Pairs

As part of the CA authentication and enrollment process, the subordinate CA certificate (or certificate chain)
and identity certificates can be imported in standard PEM (base64) format.

The complete identity information in a trust point can be exported to a file in the password-protected PKCS#12
standard format. It can be later imported to the same device (for example, after a system crash) or to a
replacement device. The information in a PKCS#12 file consists of the RSA key pair, the identity certificate,
and the CA certificate (or chain).

Guidelines and Limitations for PKI

PKI has the following configuration guidelines and limitations:
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* The maximum number of key pairs you can configure on a Cisco NX-OS device is 16.

* The maximum number of trust points you can declare on a Cisco NX-OS device is 16.

* The maximum number of identify certificates that you can configure on a Cisco NX-OS device are 16.
» The maximum number of certificates in a CA certificate chain is 10.

» The maximum number of trust points you can authenticate to a specific CA is 10.

* Configuration rollbacks do not support the PKI configuration.

* Beginning with Cisco NX-OS Release 10.3(3)F, Elliptic Curve Cyptography (ECC) key pair support is
provided to generate and import the certificate on Cisco Nexus switches.

)

Note If you are familiar with the Cisco IOS CLI, be aware that the Cisco NX-OS commands for this feature might
differ from the Cisco IOS commands that you would use.

Default Settings for PKI

This table lists the default settings for PKI parameters.

Table 1: Default PKI Parameters

Parameters Default
Trust point None
RSA key pair None
RSA key-pair label Device
FQDN

RSA key-pair modulus |512

RSA key-pair exportable | Enabled

Revocation check CRL
method

Configuring CAs and Digital Certificates

This section describes the tasks that you must perform to allow CAs and digital certificates on your Cisco
NX-OS device to interoperate.
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Configuring the Hostname and IP Domain Name

You must configure the hostname and IP domain name of the device if you have not yet configured them
because the Cisco NX-OS software uses the fully qualified domain name (FQDN) of the device as the subject
in the identity certificate. Also, the Cisco NX-OS software uses the device FQDN as a default key label when
you do not specify a label during key-pair generation. For example, a certificate named DeviceA.example.com
is based on a device hostname of DeviceA and a device IP domain name of example.com.

A

Caution  Changing the hostname or IP domain name after generating the certificate can invalidate the certificate.

SUMMARY STEPS

configureterminal
hostname hostname
exit

(Optional) show hosts

oo ks wh-=

DETAILED STEPS

Procedure

ip domain-name name [use-vr f vrf-name]

(Optional) copy running-config startup-config

Command or Action

Purpose

Step 1

configureterminal

Example:

switch# configure terminal
switch (config) #

Enters global configuration mode.

Step 2

hostname hostname

Example:

switch (config)# hostname DeviceA

Configures the hostname of the device.

Step 3

ip domain-name name [use-vr f vrf-name]

Example:

DeviceA (config) # ip domain-name example.com

Configures the IP domain name of the device. If you do not
specify a VRF name, the command uses the default VRF.

Step 4

exit
Example:

switch (config)# exit
switch#

Exits configuration mode.

Step 5

(Optional) show hosts

Example:

switch# show hosts

Displays the IP domain name.
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Command or Action

Purpose

Step 6

(Optional) copy running-config startup-config

Example:

switch# copy running-config startup-config

Copies the running configuration to the startup
configuration.

Generating an RSA Key Pair

You can generate an RSA key pairs to sign and/or encrypt and decrypt the security payload during security
protocol exchanges for applications. You must generate the RSA key pair before you can obtain a certificate

for your device.

Beginning Cisco NX-OS Release 9.3(3), you must explicitly generate RSA key pairs before you associate
the Cisco NX-OS device with a trust point CA. Prior to Cisco NX-OS Releases 9.3(3), if unavailable, the

RSA key pairs would be auto generated.

SUMMARY STEPS
1. configureterminal
2. cryptokey generatersa [label label-string] [exportable] [modulus size]
3. exit
4. (Optional) show crypto key mypubkey rsa
5. (Optional) copy running-config startup-config
DETAILED STEPS
Procedure

Command or Action

Purpose

Step 1 configureterminal Enters global configuration mode.
Example:
switch# configure terminal
switch (config) #
Step 2 crypto key generatersa[label label-string] [exportable] | Generates an RSA key pair. The maximum number of key

[modulus size]

Example:

switch (config) # crypto key generate rsa exportable

. Configuring PKI

pairs on a device is 16.

The label string is alphanumeric, case sensitive, and has a
maximum length of 64 characters. The default label string
is the hostname and the FQDN separated by a period
character (.).

Valid modulus values are 512, 768, 1024, 1536, 2048, 3072
and 4096. The default modulus size is 512.

Note

The security policy on the Cisco NX-OS device and on the
CA (where enrollment is planned) should be considered
when deciding the appropriate key modulus.
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Command or Action

Purpose

By default, the key pair is not exportable. Only exportable
key pairs can be exported in the PKCS#12 format.

Caution
You cannot change the exportability of a key pair.

Step 3 exit Exits configuration mode.
Example:
switch(config)# exit
switch#
Step 4 (Optional) show crypto key mypubkey rsa Displays the generated key.
Example:
switch# show crypto key mypubkey rsa
Step 5 (Optional) copy running-config startup-config Copies the running configuration to the startup

Example:

switch# copy running-config startup-config

configuration.

Generating an ECC Key Pair

You can generate an ECC key pair to sign and/or encrypt and decrypt the security payload during security
protocol exchanges for applications. You must generate the ECC key pair before you can obtain a certificate
for your device. The ECC keys are stronger compared to RSA keys for a given length.

Beginning Cisco NX-OS Release 10.3(3)F, you can generate an ECC key pair to associate the Cisco NX-OS

device with a trust point CA.

SUMMARY STEPS
1. configureterminal
2. cryptokey generate ecc [label ecc-key-label] [exportable] [modulus size]
3. nocrypto key gener ate ecc [label ecc-key-label]
4. exit
5. (Optional) show crypto key mypubkey ecc
6. (Optional) copy running-config startup-config
DETAILED STEPS
Procedure

Command or Action

Purpose

Step 1

configureterminal

Example:

switch# configure terminal
switch (config) #

Enters global configuration mode.
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Command or Action

Purpose

Step 2 cryptokey gener ate ecc [label ecc-key-label] [exportable] | Generates an ECC key pair. The maximum number of key
[modulus size] pairs on a device is 16.
Example: The label string is alphanumeric, case sensitive, and has
switch (config)# crypto key generate ecc exportable| Maximum length of 64 characters. The default label string
modulus 224 is the hostname and the FQDN separated by a period
character (.).
Valid modulus values are 224, 384, and 521. The default
modulus size is 224.
Note
The security policy on the Cisco NX-OS device and on the
CA (where enrollment is planned) should be considered
when deciding the appropriate key modulus.
By default, the key pair is not exportable. Only exportable
key pairs can be exported in the PKCS#12 format.
Caution
You cannot change the exportability of a key pair.
Step 3 no crypto key generate ecc [label ecc-key-label] Deletes the ECC key.
Example:
switch(config)# no crypto key generate ecc label
label-name
Step 4 exit Exits configuration mode.
Example:
switch (config)# exit
switch#
Step 5 (Optional) show crypto key mypubkey ecc Displays the generated ECC key.
Example:
switch# show crypto key mypubkey ecc
Step 6 (Optional) copy running-config startup-config Copies the running configuration to the startup

Example:

switch# copy running-config startup-config

configuration.

Creating a Trust Point CA Association

You must associate the Cisco NX-OS device with a trust point CA.

Before you begin

Generate the RSA key pair.
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SUMMARY STEPS

configureterminal

crypto catrustpoint name
enrollment terminal

rsakeypair label

exit

(Optional) show crypto ca trustpoints

NO oA ®WN A

DETAILED STEPS

Procedure

Creating a Trust Point CA Association .

(Optional) copy running-config startup-config

Command or Action

Purpose

Step 1 configureterminal Enters global configuration mode.
Example:
switch# configure terminal
switch (config) #
Step 2 crypto ca trustpoint name Declares a trust point CA that the device should trust and
enters trust point configuration mode.
Example:
switch (config)# crypto ca trustpoint admin-ca Note . .
switch (config-trustpoint)# The maximum number of trustpoints that can be configured
is 50.
Step 3 enrollment terminal Enables manual cut-and-paste certificate enrollment. The
default is enabled.
Example:
switch (config-trustpoint)# enrollment terminal Note
The Cisco NX-OS software supports only the manual
cut-and-paste method for certificate enrollment.
Step 4 rsakeypair label Specifies the label of the RSA key pair to associate to this
trust point for enrollment.
Example:
switch (config-trustpoint)# rsakeypair SwitchA Note . .
You can specify only one RSA key pair per CA.
Step 5 exit Exits trust point configuration mode.
Example:
switch (config-trustpoint)# exit
switch (config) #
Step 6 (Optional) show crypto ca trustpoints Displays trust point information.

Example:

switch (config)# show crypto ca trustpoints
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Command or Action

Purpose

Step 7

(Optional) copy running-config startup-config

Example:

switch (config)# copy running-config startup-config

Copies the running configuration to the startup
configuration.

Related Topics
Generating an RSA Key Pair, on page 8

Configuring Certificate Mapping Filters

You can configure mapping filters to validate the CA certificates that are used for authentication. The mapping
filters are used to match the CA certificate against a username.

Cisco NX-OS supports the following certificate mapping filters:

* %username%—Substitutes the user’s login name.

* %hostname%—Substitutes the peer hostname.

Before you begin

Configure a cert-store for certificate authentication.

filter [subject-name subject-name | althame-email e-mail-1D | althame-upn user-principal-name]

(Optional) crypto cert ssh-authorize [default | issuer-CAname] [map map-namel [map-name2]]

SUMMARY STEPS

1. configureterminal

2. crypto certificatemap mapname map-name

3.

4. exit

5.

6. (Optional) show crypto certificatemap

7. (Optional) show crypto ssh-auth-map

8. (Optional) copy running-config startup-config
DETAILED STEPS

Procedure

Command or Action

Purpose

Step 1 configure terminal Enters global configuration mode.
Example:
switch# configure terminal
switch (config) #

Step 2 crypto certificatemap mapname map-name Creates a new filter map.

Example:
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Command or Action

Purpose

switch (config)# crypto certificatemap mapname
filtermapl

Step 3 filter [subject-name subject-name | althame-email Configures one or more certificate mapping filters within
e-mail-1D | althame-upn user-principal-name] the filter map. These certificate field attributes are supported
Example: in the filters: The validation passes if the certificate passes
ple: all of the filters configured in the map.
switch(config-certmap-filter)# filter altname-upn|
%username%@cisco.com * subject-name—The required subject name in the LDAP
distinguished name (DN) string format. For example:
filter subject-name CN=%username$
or
filter subject-name
/C=IN/ST=KA/L=BLR/0=CISCO/OU=ABC/CN=%username$%
* altname-email—The e-mail address that must be
present in the certificate as a subject alternative name.
For example:
filter altname-email %username%@cisco.com
+ altname-upn—The principal name that must be present
in the certificate as a subject alternative name. For
example:
filter altname-upn %$username$@%hostname$
The validation passes if the certificate passes all of the filters
configured in the map.
Step 4 exit Exits certificate mapping filter configuration mode.
Example:
switch (config-certmap-filter)# exit
switch (config) #
Step 5 (Optional) crypto cert ssh-authorize [default | Configures a certificate mapping filter for the Secure Shell
issuer-CAname] [map map-namel [map-name2]] (SSH) protocol. You can use the default filter map for SSH
authorization or specify the issuer of the CA certificate. If
Example: .
you do not use the default map, you can specify one or two
switchfconfig)# crypto cert ssh-authorize default ﬁhﬁrrnapsfbrauthoﬁzaﬁon.
map filtermapl
If you specify the issuer of the CA certificate, the certificate
bound to the user account is validated as successful if it
passes one of the configured maps.
Step 6 (Optional) show crypto certificatemap Displays the certificate mapping filters.
Example:
switch(config)# show crypto certificatemap
Step 7 (Optional) show crypto ssh-auth-map Displays the mapping filters configured for SSH

Example:

switch (config)# show crypto ssh-auth-map

authentication.
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Command or Action Purpose
Step 8 (Optional) copy running-config startup-config Copies the running configuration to the startup
configuration.
Example:
switch (config)# copy running-config startup-config

Authenticating the CA

The configuration process of trusting a CA is complete only when the CA is authenticated to the Cisco NX-OS
device. You must authenticate your Cisco NX-OS device to the CA by obtaining the self-signed certificate
of the CA in PEM format, which contains the public key of the CA. Because the certificate of the CA is
self-signed (the CA signs its own certificate) the public key of the CA should be manually authenticated by
contacting the CA administrator to compare the fingerprint of the CA certificate.

)

Note The CA that you are authenticating is not a self-signed CA when it is a subordinate CA to another CA, which
itself may be a subordinate to yet another CA, and so on, finally ending in a self-signed CA. This type of CA
certificate is called the CA certificate chain of the CA being authenticated. In this case, you must input the
full list of the CA certificates of all the CAs in the certification chain during the CA authentication. The
maximum number of certificates in a CA certificate chain is 10.

Before you begin
Create an association with the CA.

Obtain the CA certificate or CA certificate chain.

SUMMARY STEPS
1. configureterminal
2. crypto ca authenticate name
3. exit
4. (Optional) show crypto catrustpoints
5. (Optional) copy running-config startup-config
DETAILED STEPS
Procedure
Command or Action Purpose
Step 1 configureterminal Enters global configuration mode.
Example:

switch# configure terminal
switch (config) #

Step 2 crypto ca authenticate name Prompts you to cut and paste the certificate of the CA. Use
the same name that you used when declaring the CA.

Example:
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Command or Action

Purpose

switch (config)# crypto ca authenticate admin-ca
input (cut & paste) CA certificate (chain) in PEM
format;

end the input with a line containing only END OF
INPUT

MITC47CCAOygAWTRAGTQRIDS 1 ay0GZRPSRT 1 JK0Ze JANBgkahki GOWORAQUFADCH
KDEGMBAGCSAGSTo3DQEJARYRYW] hiriRr ZUB aXN jby 5 7b20xCzAJBGNVEAYTAKL]
MRIWEAYDVOOTEW] LYXJUYXRha2ExE  AQBGNVEACTCUIHemAHGIy Z TECMAWGAL UR
CHMFQ21 2Y28KEZARBGNVEAS TS 1dHNOb3Jh Z2UKE | AQBGNVEAMICUFWY X JuY SBL}
QTASFWOWNTAIMDMy M) Q2MzdaFWOWNZAIMIMyM] UIMIGaMI GOMSAWHGY JKoZ Thvel
AQKBFhFhWFuZGt 1 0GNpc2Nv LNV TEL MAKGATUEBNMCSU4ARE j AOBGNVRAGTCULH
CcShdGFrYTESVMRAGATURRXRMIQMFUZ2E sb3J1MOAWDAY DVOOKEWVDaXNj bzETVBEG
ATUECRVKomVOc3RvamFnZ TESMBAGATURAMIOXBhcmSh TENBMEWwDQY JKoZ Thvel
OFBROADSWAWSAJRAMA/ To3+DXIPANBS THHz 1UNcaNMB Typy zwuoSNZXOMpeRKX]]
OzyRAGiXT2ASFUUOWQL 1 DMBrO/ 417 F8Rxv YKvysCAWEAAAOBYZCBVDAL BGNVHOSH
RAMCACYWDWYDVROTAQH/RAUWAWER,/ ZAARGNVHQAEFgQUJy ) yROMbr CNVRUZOYRKG
GgsioHEwWawYDVROFBEOWY j AuoCygKoYoaHROCDoVL3NZZSOwOCIDZXJORWS yo2x
LOFWYXJuYSUyMENBLITNybDAWoC6LT Yozml sZTovL1xcc3NL LTA4XENL cnRFbnJy
BGxeQXBhamShI TTWQOELY 3 JSMRAGCSSGAQOB ) CVAQQDAGRAMAOGCSAGS Th3D0EH
BQUAAOEAHVOUQH8NE399TwwHKaGrOgONI JaqNgLhOAFCTOrEyuyt /WYGPzksFIE]
NBG7EO0N66zex0EOEfG1Vs6mXpl//w==

END OF INPUT

Fingerprint(s): MD5
Fingerprint=65:84:9A:27:D5:71:03:33:9C:12:23:92:38:6F:78:12
Do you accept this certificate? [yes/no]: yes

The maximum number of trust points that you can
authenticate to a specific CA is 10.

Note

For subordinate CA authentication, the Cisco NX-OS
software requires the full chain of CA certificates ending
in a self-signed CA because the CA chain is needed for
certificate verification as well as for PKCS#12 format
export.

Step 3 exit Exits configuration mode.
Example:
switch (config)# exit
switch#
Step 4 (Optional) show crypto ca trustpoints Displays the trust point CA information.
Example:
switch# show crypto ca trustpoints
Step 5 (Optional) copy running-config startup-config Copies the running configuration to the startup

Example:

switch# copy running-config startup-config

configuration.

Related Topics

Creating a Trust Point CA Association, on page 10

Configuring Certificate Revocation Checking Methods

During security exchanges with a client (for example, an SSH user), the Cisco NX-OS device performs the
certificate verification of the peer certificate sent by the client. The verification process may involve certificate

revocation status checking.

You can configure the device to check the CRL downloaded from the CA. Downloading the CRL and checking

locally does not generate traffic in your network.

However, certificates can be revoked between downloads

and your device would not be aware of the revocation.
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. Configuring Certificate Revocation Checking Methods

Before you begin

Authenticate the CA.

Configuring PKI |

Ensure that you have configured the CRL if you want to use CRL checking.

SUMMARY STEPS

1. configureterminal

2. crypto catrustpoint name

3. revocation-check {crl [none] | none}

4. exit

5. (Optional) show crypto catrustpoints

6. (Optional) copy running-config startup-config
DETAILED STEPS

Procedure

Command or Action

Purpose

Step 1 configureterminal Enters global configuration mode.
Example:
switch# configure terminal
switch (config) #
Step 2 crypto ca trustpoint name Specifies a trust point CA and enters trust point
configuration mode.
Example:
switch (config)# crypto ca trustpoint admin-ca
switch (config-trustpoint) #
Step 3 revocation-check {crl [none] | none} Configures the certificate revocation checking methods.
The default method is crl.
Example:
switch (config-trustpoint)# revocation-check none | 1he Cisco NX-OS software uses the certificate revocation
methods in the order that you specify.
Step 4 exit Exits trust point configuration mode.
Example:
switch (config-trustpoint)# exit
switch (config) #
Step 5 (Optional) show crypto ca trustpoints Displays the trust point CA information.
Example:
switch (config)# show crypto ca trustpoints
Step 6 (Optional) copy running-config startup-config Copies the running configuration to the startup

Example:

switch (config)# copy running-config startup-config

configuration.

. Configuring PKI
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Related Topics
Authenticating the CA, on page 14
Configuring a CRL, on page 23

Generating Certificate Requests

You must generate a request to obtain identity certificates from the associated trust point CA for each of your
device’s RSA key pairs. You must then cut and paste the displayed request into an e-mail or in a website form
for the CA.

Before you begin
Create an association with the CA.

Obtain the CA certificate or CA certificate chain.

SUMMARY STEPS
1. configureterminal
2. cryptocaenroll name
3. exit
4. (Optional) show crypto ca certificates
5. (Optional) copy running-config startup-config
DETAILED STEPS
Procedure
Command or Action Purpose
Step 1 configure terminal Enters global configuration mode.
Example:

switch# configure terminal
switch (config) #

Step 2 crypto caenroll name Generates a certificate request for an authenticated CA.
Example: Note
switch (config)# crypto ca enroll admin-ca You must remember the challenge password. It is not saved
Create the certificate request .. with the configuration. You must enter this password if

Create a challenge password. You will need to yourcerﬁﬁca&:needsU)berevoked.
verbally provide this

password to the CA Administrator in order to
revoke your certificate.

For security reasons your password will not be
saved in the configuration.

Please make a note of it.

Password:nbv123

The subject name in the certificate will be:
DeviceA.cisco.com

Include the switch serial number in the subject
name? [yes/nol: no

Include an IP address in the subject name
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Command or Action

Purpose

[yes/nol: yes
ip address:172.22.31.162
The certificate request will be displayed...

MI IBqzCCARQCAQAWHDEAMBYGATUEARMRVIVNY XMEMS 55 XN by 5 7020wg Z8wDQY ]
Koz ThveNAQEBBOADGY OAMIGIACGRALSY 1UAJZNC 7§ UJ1 DVaSMoNIgI2kt 8r141KY]
0JCEManNy4gxk8VeMXZS1 1.J4JgTzZKWAxLDKT Ty SN uCXGvjlo+w ] OhEhv/y51 T 9%
P2NJJ80rngShrvEZgC7ysN/PyMiwKogzhoVpj+rargZvHt GI91 XTgAWoVKSCZzXv8Y
VayHOVEVAGMBAAGYTZAVBgkahki GOwOBCOCxCRMGmI2MI T ZMDYGCSAGS Th3DOE]
DIEMCewIQYDVRORAQH/BBSWGY IRVIVNYXMEMS 53 aXiN-jboy5 J o2 2HRKWWH6 TwDOY ]
Koz ThveNAQEEBOADGYEAKT60KERGQ08N] 0sDXZVHS £JZh6K6Jt Dz 3Gkd99G1EWGH
PftrNCWUE/pwéHay £Q12T3ecoNwe1 2d1 51 33YBE2bktExi I6U188nTOjglXM) jad
8a23NDENsMBrk1wAGHWkr VLENUZEF Jxgjo]j fFngPNTZacJCUS 6 ZaKMe thKy tUx 0=

Step 3 exit Exits trust point configuration mode.
Example:
switch (config-trustpoint)# exit
switch (config) #
Step 4 (Optional) show crypto ca certificates Displays the CA certificates.
Example:
switch (config)# show crypto ca certificates
Step 5 (Optional) copy running-config startup-config Copies the running configuration to the startup

Example:

switch (config)# copy running-config startup-config

configuration.

Related Topics

Creating a Trust Point CA Association, on page 10

Installing Identity Certificates

You can receive the identity certificate from the CA by e-mail or through a web browser in base64 encoded
text form. You must install the identity certificate from the CA by cutting and pasting the encoded text.

Before you begin

Create an association with the CA.

Obtain the CA certificate or CA certificate chain.

SUMMARY STEPS

configureterminal

crypto caimport name certificate
exit

(Optional) show crypto ca certificates

apwbd-=

. Configuring PKI
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DETAILED STEPS

Procedure

Installing Identity Certificates .

Command or Action

Purpose

Step 1

configureterminal

Example:

switch# configure terminal
switch (config) #

Enters global configuration mode.

Step 2

crypto caimport name certificate

Example:

switch (config)# crypto ca import admin-ca
certificate

input (cut & paste) certificate in PEM format:
MITEADCCAG6GUAWTRAGTKC jO00QAAARAAADANBG kahki GOWORAQUEADCBKDEGMBAG
CSqGS Th3DOETARYRYWI HrRr ZUB- &N by5 2 0xCzAJBGNVEAY TAK 1 OMRTWEAYT)
VOOIEW] LYXJuYXRha2ExE ) AQBGNVRACTCUIhomdhioGOy Z TEOVAWGATUEChMED2 1 7
Y28xEzARBGNVBAS TGS 1dHNOb3IhZ2UXE J AQBGNVBAMICUFWYX JuY SBDOTACFWOW
NTESMT TnMzAyNDBaFWOWNT ExMT TwzEy NDBaMBWHG JAYBGNVEAMIEY Z1 Z2F ZLTE
Y21zY28uY2 HtMIGIMAOGCSAGS Tb3DOERAQUARAGNADCRI OKBgQC /GNVACAQua1d
AQIWk K SICAPLEKS5eISMNCOU) GozcuKsZPEX] F2Uo1yeCYESy1ndywSE08rJ4 ]
glxrd?2/sI9IRIb/8udU/cj 93 SSTKKS6koa 7xMYAU8rDf z8 IMCn IMAWL aY /924
XTRLFAVOBUFGFZEGS]7/Elash9l KT I DAOAROATCEZCCAGSWIQYDVRORAQH /BRsH
GYTRVIVNYXMEMS 5 aXNjby 5 o222 HBKWWHG TwHQYDVROOBRYEFKCLA +2S SPNEFGrR
bhitnl Vo9  ngMI HMBGNVHSMEGCOWgcGAFCco8kaDGew] TEVN skYUBOLFIK<OYGH
PIGIMIGMSAWHGY JKoZ ThvaNAQKBEhFhOoWEFuZ Gt 1 0GNpc2Nv L niNvioTEI MAKGATUH
BhMCSU4XE AQBGNVRAGTCUthamShAGEr YTESMBAGAT URB:MIQEUZ2F s 3T1MA4
DAYDVQOKEWVDaXNjbzETVBEGATUECKRMKIVOc3RvanFnZTESMBAGAT UEAXMIQKEH
AMShIENBGhAFYNKIrT Q71 EQJEA WMrR1 GMGSGAL UdHWRKMGIWL oASoCqGKChOGHA]
Liy9zc2UtMDgvO2VydEVucm9shCIBoGEymE 1M BDOS5 ) crvd KAUoCy GRmZobGUd
Liy9cXHNZZSOwOFRDZXJORNS Y02 sXEFWYX JuY SUSMENBLNs oDCB1 GY TKwYBBOUH
AQFEfjB8VDsSGCCSGAQUEBZACh1 9odHRWO1 8ve3N1TTA4LON1 cnREonJvioGwvce3N]
LTA4X0FWYXJuYSUMENBLINyADAIBggr BGEFBOCWACYxZm] sZTovL.1 xce3N1 LTAY
XEN1cnREonJvioGxee3N1 LTAAXOFWYX JuY SUyMENBL mNydDANBgkahki GOwORAQUH
AANRADGGRGSbe 7TANLhIxeOTWRNAT24U6 9ZSUDDaOCUZUUTgronTaVoPye j tsyfls
E36cIZu4WsExREgqxbTk8ycx7V5o=

Prompts you to cut and paste the identity certificate for the
CA named admin-ca.

The maximum number of identify certificates that you can
configure on a device is 16.

Step 3

exit
Example:

switch (config)# exit
switch#

Exits configuration mode.

Step 4

(Optional) show crypto ca certificates

Example:

switch# show crypto ca certificates

Displays the CA certificates.

Step 5

(Optional) copy running-config startup-config

Example:

switch# copy running-config startup-config

Copies the running configuration to the startup
configuration.

Configuring PKI .
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. Ensuring Trust Point Configurations Persist Across Reboots

Related Topics
Creating a Trust Point CA Association, on page 10

Ensuring Trust Point Configurations Persist Across Reboots

You can ensure that the trustpoint configuration persists across Cisco NX-OS device reboots.

The trust point configuration is a normal Cisco NX-OS device configuration that persists across system reboots
only if you copy it explicitly to the startup configuration. The certificates, key pairs, and CRL associated with
a trust point are automatically persistent if you have already copied the trust point configuration in the startup
configuration. Conversely, if the trust point configuration is not copied to the startup configuration, the
certificates, key pairs, and CRL associated with it are not persistent since they require the corresponding trust
point configuration after a reboot. Always copy the running configuration to the startup configuration to ensure
that the configured certificates, key pairs, and CRLs are persistent. Also, save the running configuration after
deleting a certificate or key pair to ensure that the deletions permanent.

The certificates and CRL associated with a trust point automatically become persistent when imported (that
is, without explicitly copying to the startup configuration) if the specific trust point is already saved in startup
configuration.

We recommend that you create a password-protected backup of the identity certificates and save it to an
external server.

\)

Note Copying the configuration to an external server does include the certificates and key pairs.

Related Topics
Exporting Identity Information in PKCS 12 Format, on page 20

Exporting Identity Information in PKCS 12 Format

SUMMARY STEPS

You can export the identity certificate along with the RSA key pair and CA certificate (or the entire chain in
the case of a subordinate CA) of a trust point to a PKCS#12 file for backup purposes. You can import the
certificate and RSA key pair to recover from a system crash on your device or when you replace the supervisor
modules.

\}

Note  You can use only the bootflash:filename format when specifying the export URL.

Before you begin
Authenticate the CA.

Install an identity certificate.

1. configureterminal
2. crypto caexport name pkcsl2 bootflash:filename password
3. exit

. Configuring PKI
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Importing Identity Information in PKCS 12 or PKCS 7 Format .

4. copy booflash:filename scheme://server/ [url /]filename

DETAILED STEPS

Procedure

Command or Action

Purpose

Step 1 configure terminal Enters global configuration mode.
Example:
switch# configure terminal
switch (config) #
Step 2 crypto ca export name pkcsl2 bootflash:filename Exports the identity certificate and associated key pair and
password CA certificates for a trust point CA. The password is
alphanumeric, case sensitive, and has a maximum length
Example:
of 128 characters.
switch (config)# crypto ca export admin-ca pkcsl2
bootflash:adminid.pl2 nbv123
Step 3 exit Exits configuration mode.
Example:
switch (config)# exit
switch#
Step 4 copy booflash:filename scheme://server/ [url /]filename | Copies the PKCS#12 format file to a remote server.

Example:
switch# copy bootflash:adminid.pl2 tftp:adminid.pl?2

For the scheme argument, you can enter tftp:, ftp:, scp:,
or sftp:. The server argument is the address or name of the
remote server, and the url argument is the path to the source
file on the remote server.

The server, url, and filename arguments are case sensitive.

Related Topics
Generating an RSA Key Pair, on page 8
Authenticating the CA, on page 14
Installing Identity Certificates, on page 18

Importing Identity Information in PKCS 12 or PKCS 7 Format

You can import the certificate and RSA key pair to recover from a system crash on your device or when you

replace the supervisor modules.

)

Note

You can use only the bootflash:filename format when specifying the import URL.
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Before you begin

Configuring PKI |

Ensure that the trust point is empty by checking that no RSA key pair is associated with it and no CA is
associated with the trust point using CA authentication.

SUMMARY STEPS
1. copy scheme:// server/[url /]filename bootflash:filename
2. configureterminal
3. cryptocaimport name[pkscl2 | pkcs?] bootflash:filename
4. exit
5. (Optional) show crypto ca certificates
6. (Optional) copy running-config startup-config
DETAILED STEPS
Procedure

Command or Action

Purpose

Step 1 copy scheme:// server/[url /]filename bootflash:filename | Copies the PKCS#12 format file from the remote server.
Example: For the scheme argument, you can enter tftp:, ftp:, scp:,
switch# copy tftp:adminid.pl2 bootflash:adminid.p12|Orf Sftp:- The server argument is the address or name of the

remote server, and the url argument is the path to the source
file on the remote server.
The server, url, and filename arguments are case sensitive.

Step 2 configureterminal Enters global configuration mode.

Example:
switch# configure terminal
switch (config) #

Step 3 crypto caimport name [pkscl2 | pkes7] Imports the identity certificate and associated key pair and
bootflash:filename CA certificates for trust point CA.
Example:
switch (config)# crypto ca import admin-ca pkcsl2
bootflash:adminid.pl2 nbv123

Step 4 exit Exits configuration mode.
Example:
switch (config)# exit
switch#

Step 5 (Optional) show crypto ca certificates Displays the CA certificates.

Example:

switch# show crypto ca certificates

. Configuring PKI
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Configuring a CRL .

Command or Action Purpose
Step 6 (Optional) copy running-config startup-config Copies the running configuration to the startup
configuration.
Example:
switch# copy running-config startup-config

Configuring a CRL

You can manually configure CRLs that you have downloaded from the trust points. The Cisco NX-OS software
caches the CRLs in the device bootflash (cert-store). During the verification of a peer certificate, the Cisco
NX-OS software checks the CRL from the issuing CA only if you have downloaded the CRL to the device
and you have configured certificate revocation checking to use the CRL.

Before you begin

Ensure that you have enabled certificate revocation checking.

SUMMARY STEPS
1. copy scheme:[//server/[url /]]filename bootflash:filename
2. configureterminal
3. cryptocacrl request name bootflash:filename
4. exit
5. (Optional) show crypto cacrl name
6. (Optional) copy running-config startup-config
DETAILED STEPS
Procedure
Command or Action Purpose
Step 1 copy scheme: [//server/[url /]]filename bootflash:filename | Downloads the CRL from a remote server.
Example: For the scheme argument, you can enter tftp:, ftp:, scp:,

switch# copy tftp:adminca.crl bootflash:adminca.crl|Or Sftp:- The server argument is the address or name of the
remote server, and the url argument is the path to the source
file on the remote server.

The server, url, and filename arguments are case sensitive.

Step 2 configureterminal Enters global configuration mode.

Example:

switch# configure terminal
switch (config) #

Step 3 crypto cacrl request name bootflash:filename Configures or replaces the current CRL with the one

Example: specified in the file.
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Command or Action

Purpose

switch (config)# crypto ca crl request admin-ca
bootflash:adminca.crl

Step 4 exit Exits configuration mode.
Example:
switch (config)# exit
switch#
Step 5 (Optional) show crypto ca crl name Displays the CA CRL information.
Example:
switch# show crypto ca crl admin-ca
Step 6 (Optional) copy running-config startup-config Copies the running configuration to the startup

Example:

switch# copy running-config startup-config

configuration.

Deleting Certificates from the CA Configuration

You can delete the identity certificates and CA certificates that are configured in a trust point. You must first
delete the identity certificate, followed by the CA certificates. After deleting the identity certificate, you can
disassociate the RSA key pair from a trust point. You must delete certificates to remove expired or revoked

certificates, certificates that have compromised (or suspected to be compromised) key pairs, or CAs that are

no longer trusted.

SUMMARY STEPS

configureterminal

crypto catrustpoint name
delete ca-certificate
delete certificate [force]
exit

NoOOA®WNA

DETAILED STEPS

Procedure

(Optional) show crypto ca certificates [name]
(Optional) copy running-config startup-config

Command or Action

Purpose

Step 1

configureterminal

Example:

switch# configure terminal
switch (config) #

Enters global configuration mode.

. Configuring PKI
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Deleting RSA Key Pairs from a Cisco NX-0S Device .

Command or Action Purpose

Step 2 crypto ca trustpoint name Specifies a trust point CA and enters trust point

configuration mode.
Example:

switch (config)# crypto ca trustpoint admin-ca
switch (config-trustpoint) #

Step 3 delete ca-certificate Deletes the CA certificate or certificate chain.

Example:

switch (config-trustpoint)# delete ca-certificate

Step 4 delete certificate [force] Deletes the identity certificate.
Example: You must use the force option if the identity certificate you
switch (config-trustpoint)# delete certificate want to delete is the last certificate in a certificate chain or

only identity certificate in the device. This requirement

ensures that you do not mistakenly delete the last certificate
in a certificate chain or only the identity certificate and leave
the applications (such as SSH) without a certificate to use.

Step 5 exit Exits trust point configuration mode.

Example:

switch (config-trustpoint) # exit
switch (config) #

Step 6 (Optional) show crypto ca certificates [name] Displays the CA certificate information.

Example:

switch (config)# show crypto ca certificates
admin-ca

Step 7 (Optional) copy running-config startup-config Copies the running configuration to the startup

configuration.
Example: g

switch (config)# copy running-config startup-config

Deleting RSA Key Pairs from a Cisco NX-0S Device

You can delete the RSA key pairs from a Cisco NX-OS device if you believe the RSA key pairs were
compromised in some way and should no longer be used.

)

Note After you delete RSA key pairs from a device, ask the CA administrator to revoke your device’s certificates
at the CA. You must supply the challenge password that you created when you originally requested the
certificates.

SUMMARY STEPS

1. configureterminal
2. cryptokey zeroizersalabel
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3. exit
4. (Optional) show crypto key mypubkey rsa

5. (Optional) copy running-config startup-config

DETAILED STEPS

Procedure

Configuring PKI |

Command or Action

Purpose

Step 1

configureterminal

Example:

switch# configure terminal
switch (config) #

Enters global configuration mode.

Step 2

crypto key zeroizersa label

Example:

switch (config)# crypto key zeroize rsa MyKey

Deletes the RSA key pair.

Step 3

exit
Example:

switch (config)# exit
switch#

Exits configuration mode.

Step 4

(Optional) show crypto key mypubkey rsa

Example:
switch# show crypto key mypubkey rsa

Displays the RSA key pair configuration.

Step 5

(Optional) copy running-config startup-config

Example:

switch# copy running-config startup-config

Copies the running configuration to the startup

configuration.

Related Topics
Generating Certificate Requests, on page 17

Verifying the PKI Configuration

To display PKI configuration information, perform one of the following tasks:

Command

Purpose

show crypto key mypubkey rsa

Displays information about the
RSA public keys generated on the
Cisco NX-OS device.

show crypto ca certificates

Displays information about CA and
identity certificates.

. Configuring PKI
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Configuration Examples for PKI .

Command Purpose

show crypto cacrl Displays information about CA
CRLs.

show crypto catrustpoints Displays information about CA
trust points.

Configuration Examples for PKI

This section shows examples of the tasks that you can use to configure certificates and CRLs on Cisco NX-OS
devices using a Microsoft Windows Certificate server.

)

Note You can use any type of certificate server to generate digital certificates. You are not limited to using the
Microsoft Windows Certificate server.

Configuring Certificates on a Cisco NX-0S Device

To configure certificates on a Cisco NX-OS device, follow these steps:

Procedure

Step 1 Configure the device FQDN.

switch# configure terminal

Enter configuration commands, one per line. End with CNTL/Z.
switch (config)# hostname Device-1

Device-1 (config) #

Step 2 Configure the DNS domain name for the device.

Device-1(config)# ip domain-name cisco.com

Step 3 Create a trust point.

Device-1(config) # crypto ca trustpoint myCA
Device-1(config-trustpoint)# exit
Device-1(config)# show crypto ca trustpoints
trustpoint: myCA; key:

revokation methods: «crl

Step 4 Create an RSA key pair for the device.

Device-1(config) # crypto key generate rsa label myKey exportable modulus 1024
Device-1(config) # show crypto key mypubkey rsa

key label: myKey

key size: 1024

Configuring PKI .
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Step 5

Step 6
Step 7

Step 8

exportable: yes

Associate the RSA key pair to the trust point.

Device-1(config) # crypto ca trustpoint myCA
Device-1(config-trustpoint)# rsakeypair myKey
Device-1 (config-trustpoint)# exit
Device-1(config)# show crypto ca trustpoints
trustpoint: myCA; key: myKey

revokation methods: crl

Download the CA certificate from the Microsoft Certificate Service web interface.

Authenticate the CA that you want to enroll to the trust point.

Device-1(config)# crypto ca authenticate myCA
input (cut & paste) CA certificate (chain) in PEM format;
end the input with a line containing only END OF INPUT

MIIC4jCCAoygAwWIBAgIQBWDSiay0GZRPSRI1jK0ZejANBgkghkiGIwOBAQUFADCE
kDEgMB4GCSQGSIb3DQEJARYRYW1hbmRrZUBjaXNjby5ib20xCzAJBgNVBAYTAk10
MRIWEAYDVQQIEwlLYXJuYXRha2ExXEjAQBgNVBAcCTCUJhbmdhbG9yZTEOMAWGA1UE
ChMFQ21zY28xEzARBgNVBAsSTCm51dHNOb3JhZ2UXE jAQBgNVBAMTCUFwYXJuYSBD
QTAeFwOWNTA1MDMyMjQ2MzdaFwOwNzA1MDMyMjUIMTdaMIGOMSAwWHGY JKoZIhveN
AQkBFhFhbWFuZGt1QGNpc2NvLmMNvbTELMAKkGA1UEBhMCSU4XEjAQBgNVBAGTCUth
cm5hdGFrYTESMBAGA1UEBxXxMJQmMFuZ2Fsb3J1MQ4wDAYDVQQKEwWVDaXNjbzETMBEG
AlUECxMKbmV0Oc3RvcemFnZTESMBAGA1UEAXMJIQXBhcm5hIENBMFwwDQYJKoZIhveN
AQEBBQADSWAWSAJBAMW/ 7b3+DXJPANBs IHHz1uNccNM8 7ypyzwuoSNZXOMpeRXXT
OzyBAgiXT2ASFuUOwQ1iDM8r0O/ 415 £8RxvYKvysCAWEAAaOBvzCBvDALBgNVHQSE
BAMCACYwDwYDVROTAQH/BAUWAWEB/zAdBgNVHQ4EFgQUJyj yRoMbrCNMRU20yRhQ
GgsWbHEwawYDVRO£fBGQwY jAuoCygKoYoaHROcDovL3NzZSOwOC9DZXJORW5yb2xs
LOFwYXJuYSUyMENBLMNybDAwoC6gLIYgZmlsZTovLlxcc3N1LTA4XENlcnRFbnJv
bGxcQXBhcm5ShITIWQOEUY3JsMBAGCSsGAQQOBg ] cVAQODAGEAMAOGCSGGSIb3DQER
BQUAAOEAHvV6UQ+8nE399Tww+KaGrO0gONIJagNgLhOAFcTOrEyuyt/WYGPzksF9Ea
NBG7EO00oN66zex0EOE£G1Vs6mXpl//w==

END OF INPUT

Fingerprint (s): MD5 Fingerprint=65:84:9A:27:D5:71:03:33:9C:12:23:92:38:6F:78:12

Do you accept this certificate? [yes/nol:y

Device-1(config)# show crypto ca certificates

Trustpoint: myCA

CA certificate 0:

subject= /emailAddress=admin@yourcompany.com/C=IN/ST=Karnataka/
L=Bangalore/O=Yourcompany/OU=netstorage/CN=Aparna CA

issuer= /emailAddress=admin@yourcompany.com/C=IN/ST=Karnataka/
L=Bangalore/O=Yourcompany/OU=netstorage/CN=Aparna CA
serial=0560D289ACB419944F4912258CAD197A

notBefore=May 3 22:46:37 2005 GMT

notAfter=May 3 22:55:17 2007 GMT

MD5 Fingerprint=65:84:9A:27:D5:71:03:33:9C:12:23:92:38:6F:78:12
purposes: sslserver sslclient ike

Generate a request certificate to use to enroll with a trust point.

Device-1(config)# crypto ca enroll myCA
Create the certificate request

Create a challenge password. You will need to verbally provide this
password to the CA Administrator in order to revoke your certificate.
For security reasons your password will not be saved in the configuration.

Please make a note of it.

. Configuring PKI
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Step 9
Step 10

Step 11
Step 12

Configuring Certificates on a Cisco NX-0S Device .

Password: nbvl23

The subject name in the certificate will be: Device-1l.cisco.com
Include the switch serial number in the subject name? [yes/no]:
Include an IP address in the subject name [yes/no]l: yes
ip address: 10.10.1.1

The certificate request will be displayed...

MIIBgzCCARQCAQAWHDEaMBgGAlUEAXMRVMVNYXMEMS5jaXNjby5ib20wgZ8wDQYJ
KoZIhvcNAQEBBOQADgYOAMIGJAOGBALSY1UAJ2NC7jUJ1DVaSMgNIgd2kt8rl41KY
0JC6ManNy4qgxk8VeMXzSiLJ4JgTzKWAxbLDkTTysnjuCXGvib+wjOhEhv/y51T9y
P2NJJ8orngShrvFzgC7ysN/PyMwKcgzhbVpj+rargZvHtGJI91XTq4WoVkSCzXv8S
VgqyHOVEVAgMBAAGGTzAVBgkghkiGOw0BCQcxCBMGbmJI2MTIzMDYGCSQGSIb3DQEJ
DjEpMCcwJQYDVRORAQH/BBsSwWGYIRVMVNYXMtMS57aXNjby5ib22HBKwWH6 IwDQYJ
KoZIhvcNAQEEBQADGYEAKT60KER6Q08n0sDXZVHS£JZh6K6JtDz3Gkd99G1lFWgt
PftrNcWUE/pwbHayfQ1l2T3ecgNwel2d15133YBF2bktEx1iI6U188nTOjglXMjjasd
8a23bNDpNsM8rklwA6hWkrVLENUZEFJIxgbj fngPNTZacJCUS6ZgKCMetbKytUx0=

Request an identity certificate from the Microsoft Certificate Service web interface.

Import the identity certificate.

Device-1(config)# crypto ca import myCA certificate
input (cut & paste) certificate in PEM format:

MIIEADCCA6qgAwWIBAGIKCjOO0QAAAAAAIDANBgkghkiGIWOBAQUFADCBKDEGMBAG
CSQGSIb3DQEJARYRYW1hbmRrZUBjaXNjby5jb20xCzAJBgNVBAYTAk 1OMRIWEAYD
VQQIEw1lLYXJuYXRha2EXE jAQBgNVBAcCTCUJhbmdhbG9yZTEOMAWGA1UEChMFQ21z
Y28xEzARBgNVBAsSTCm51dHNOb3JhZ2UXEjAQBgNVBAMTCUFwYXJuYSBDQTAeFwOw
NTExXMTIwMzAyNDBaFwOwNjExXMTIwMzEyNDBaMBwxGjAYBgNVBAMTEVZ1Z2FzLTEu
Y21zY28uY29tMIGEMAOGCSQGSIb3DQEBAQUAA4GNADCBiQKBgQC/GNVACdjQu4dlC
dQ1WkjKjSICApLEfK5eISmMNCQujGpzcuKsZPFXjF2UoiyeCYE8ylncWywSE08rJ47
glxr42/sI9IRIb/8udU/cj9jSSEKK56koa7xWYAu8rDfz8jMCnIMAWlaY/q2q4Gb
x7RifdV06uFqFZEgsl7/Elash9LxLwIDAQABo4ICEzCCAg8wJQYDVRORAQH/BBsw
GYIRVMVNnYXMtMS57jaXNjby5jb22HBKwWH6 IwHQYDVROOBBYEFKCLi+2sspWEEGrR
bhWmlVyo9jngMIHMBgNVHSMEgcQwgcGAFCco8kaDG6wjTEVN)skYUBOLFmxxoYGW
PIGTMIGQMSAWHgYJKoZIhvcNAQkBFhFhbWFuZGt1lQGNpc2NvLMNVvbTELMAKGAL1UE
BhMCSU4xEjAQBgNVBAgGTCUthcm5hdGFrYTESMBAGA1UEBXMJQmMFuZ2Fsb3J1MQ4w
DAYDVQQKEwWVDaXNjbzETMBEGA1UECxMKbmV0Oc3RvcmFnZTESMBAGA1UEAXMJQXBh
cm5hIENBghAFYNKJrLQZ1E9JEiWMrR1 6MGsGA1UdHWRKMGIWLgAsoCqGKGhOdHA6
Ly9zc2UtMDgvQ2VydEVucm9sbC9BcGFybmE1MjBDQS5 jcmwwMKAuoCyGKmZpbGU6
Ly9cXHNzZSOWwOFxDZXJORW5yb2xsXEFwYXJuYSUyMENBLmMNybDCBigYIKwYBBQUH
AQEEfjB8MDsGCCsGAQUFBzAChi90dHRwOi8vc3N1LTA4LONlcnRFbnJvbGwve3N1
LTA4X0FwYXJuYSUyMENBLmNydDA9BggrBgEFBQcwAoYxZmlsZTovL1xcc3N1LTA4
XEN1cnRFbnJvbGxcc3N1LTA4XO0FwYXJuYSUYMENBLmNydDANBgkghkiGO9wOBAQUF
AANBADbGBGsbe7GNLh9xeOTWBNbm24U69ZSuDDcOcUZUUTgrpnTqVpPyejtsyflw
E36cIZu4WsEXREqxbTk8ycx7V50=

Device-1 (config) # exit
Device-1#

Verify the certificate configuration.

Save the certificate configuration to the startup configuration.

Related Topics
Downloading a CA Certificate, on page 30
Requesting an Identity Certificate, on page 33

no
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Downloading a CA Certificate

To download a CA certificate from the Microsoft Certificate Services web interface, follow these steps:

Procedure

Step 1 From the Microsoft Certificate Services web interface, click Retrievethe CA certificate or certificaterevocation task

Microsoft Cel

Welcome

You use this web site to request a certificate for your web browser, e-mail client, or other secure program. Once you acquire a certificats, you
will be able to securely identify yourself to other people over the wieb, sign your e-mail messages, encrypt your e-mail messages, and more
depending upon the type of certificate you request

Select a task:
@ Retrieve the CA certificate or certificate revocation list
© Request a certificate
© Check on a pending certificate

Mext »

4757

and click Next. =3

Step 2 From the display list, choose the CA certificate file to download from the displayed list. Then click Base 64 encoded
and click Download CA certificate.

Microsoft Ceri

Retrieve The CA Certificate Or Certificate Revocation List

Install this CA cerification path to allow your computer to trust certificates issued from this certification authority

Itis not necessary to manually install the CA certification path if you request and install a certificate from this certification authority, because the
CA certification path will be installed for you automatically

Choose file to download:
CA Certificate. St

© DER encoded or @ Base 64 encoded
Dowvnload CA ceriificate
Dowinload CA certification path

Download latest certificate revocation list

144758
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Step 3 Click Open in the File Download dialog box.

Microsoft C

Retrieve The CA Certificate Or Certificate Revocation List

Install this €A certification path to allow your computer to trust certificates issued from this certification authority.

[tis not necessary to manually install the CA [FleDowntoad ] x{fi this certification authority, because the
CA certification path will be installed for you

Some files car harm your computer If he il infomation below
Choose file to download: \Sc;:vk;lﬁilssﬂgluus, ar pou do not full trust the source, da not open ar

CA Certificate: (e

File name: certnew.cer
File lpe:  Secuily Cenficate
From:  10.76.45.108
' DER encoded or @ Bas
Dovnload CA certificate

Download CA certification “would you like to open the fils or save i to your computsr?
Dovnload latest cerfificate re |

/™ This type of file could ham your computer if i cantains
malicious code.

Open Save Cancel Mors Info

I ey e befre apening tHs pe of e

Step 4 In the Certificate dialog box, click Copy to File and click OK.

Microsoft (:

Retrieve The CA Certificate Or Certificate Revocation List

Install this CA certification path to allow  cenersl Detas |(gmﬁcatmn peth | ion autharity.
It is not necessary to manually install th show: [<al> - from this certification authority, because the
CA certification path will be installed fc
Field | value -
Choosse file to download: [Elversion v
CA Certificate = serial number 0560 D28 ACE+ 1994 4F43 1.,
P signature algarithm shalRsA
[ 1ssuer Aparna CA, netstorage, Cisco..,
Evahd from 04 Mei 2005 4: 16:37
Evahd to 04 Mei 2007 4:25:17
CDER encoded or ¢ subject Aparna CA, netstorage, Cisco...

Download CA certifica |Elrusic key R5A (512 Bits) |
Download CA certifica
Download latest cerfific

F;d\tprnpert\es...l Copy ko File.... |

OF
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Step 5 From the Certificate Export Wizard dialog box, choose the Base-64 encoded X.509 (CER) and click Next.

Microsoift Cerj
Retrieve The CA Certificate Or Certificate Revocation List ‘
I 2|
Install this CA certification path to allov =, .a  Detals | crtcation path | ion authority
Itis not necessary to manually install th show: [« - from this certification authority, because the
CA certification path will be installed fc
Fieid x|
Choose file to download: EVersion e LA,
CA Certificate; [SHiY [Elserial numbe Certificates can be exporked in a variety of file Formats.
S signature ak:
Frssuer
=] valid From iy
Evaiid to Select the Format you wank to use:
€ DER encoded or ¢ E]Subiect " DER encoded binary X.509 (.CER)
Download CA cerifica " Cryptographic Message Syntax Standard - PKCS #7 Certificates (,P7E)
Dowinload latest certific e :
< Back Bext > Cancel
©
5
=z
Step 6 In the File name: text box on the Certificate Export Wizard dialog box, enter the destination file name and click Next.

Step 7 In the Certificate Export Wizard dialog box, click Finish.
Step 8 Enter the Microsoft Windows type command to display the CA certificate stored in Base-64 (PEM) format.

MWINNTY system32' cmd.exe =3l
-
) i
n " ?
Ho A BA QBUD b RPS R L ANB TwHABAQ ADCE
[} B J1F, ARYH R B H AJB BA H 0
7 nY DUQG : AQE Bi g OMAWGHA
q ! ARB BA A AQE i BD
QTN 5 A1MD ¥ 5 A1MD GMSA :
A Gl<H ¥ akico : NP B
BACH B 3 QduDaY DUGQQKEWUD B
. & R Bi f OXE NEBM i) 0
1) GAD 1 AJBA %JF B 1 ! 0 () R
0 A Oyl M8 4R A AAal BuDALB QB
B f TR DURATAG B0 f B AdB Q 0 FI, R OyRhQ
e DURAE BGQ Auo o' o RAc Do Au0CeD MR
5 B DAwoGE 0 H R
Q%R 0@ B AQQE NQQDAgEAMABG DQER
BQUAABER LUG+8 79 Ay AR H P ;.
H HoMNG 6 HEQ G
¥ = "
[}
b
-||=
o«
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Requesting an Identity Certificate

To request an identify certificate from a Microsoft Certificate server using a PKCS#12 certificate signing
request (CRS), follow these steps:

Procedure

Step 1 From the Microsoft Certificate Services web interface, click Request a certificate and click Next.

Microsoft Certifica

Welcome

You use this web site to request a certificate for your wieb browser, e-mail client, or other secure program. Once you acquire a cerdificate, you
will be able to securely identify yourself to other people over the web, sign your e-mail messages, encrypt your e-mail messages, and more
depending upon the type of certificate you request

Select atask:
© Retrieve the CA certificate or certificate revocation list
& Request a cerificate
© Check on a pending certificate

Mext >

Step 2 Click Advanced request and click Next.

Microsoft Certifica

Choose Request Type

Please select the type of request you wiould like to make

© User certificate request

E-Mail Protection Centificate

@ Wdvanced request

144766
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Step 3

Step 4

Configuring PKI |

Click Submit a certificate request using a base64 encoded PK CS#10 file or arenewal request using a base64
encoded PK CS#7 file and click Next.

Advanced Certificate Requests

You can request a certificate for yourself, another user, or a computer using one of the following methods. Note that the policy of the
certification authority (CA} will determine the certificates that you can obtain

© Submit a certificate request to this CA using a form.
@ Submit a certificate request using a basebd encoded PRCS #10 file or a renewal request using a basetd encoded PKCS #7 file

© Request a certificate for a smart card on behalf of anather user using the Smart Card Enrollment Station
You must have an enrollment agent cedificate to submit a request for another user.

144767

|

In the Saved Request text box, paste the base64 PKCS#10 certificate request and click Next. The certificate request is
copied from the Cisco NX-OS device console.

Submit A Saved Request

Paste a basef4 encoded PKCS #10 certificate request or PKCS #7 renewal request generated by an external application (such as a web
senver) into the request field to submit the request to the certification authority (CA)

Saved Request:

[VeryHOVEV AgMBAAGY Tz AV Boykehk 1 G9UOBCQe % CBHG & |
DIEpMCewd QYDVRORAQH/ BEswGY IRVRVn T XNTHSS ]
Basefd Encoded [Ko 2 IhweNAQEEBQADGYEAKTE0KER6008n] DsDXZVE
Certificate Reguest |[PELrNeWIE/ préHayfQl2 Tiecgue 12415133 TBF2
(PKCS #10 or % ): (322 3bNDpNsHErk 1w hTkr VLENUZEF Jxgh jEngPH

»
Browse for a file to insert.

Additional Attributes:

|
Attributes: -
il v

144768
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Step 5

Microsoft

Requesting an Identity Certificate .

Wait one or two days until the certificate is issued by the CA administrator.

Certificate Pending

Please return to this web site in a day or two to retrieve your certificate

Note: You must retum with this web browser within 10 days to retrieve your certificate

Your certificate request has been received. However, you must wait for an administrator to issue the certificate you requested.

Step 6
|

[=2]
2
a3
Note that the CA administrator approves the certificate request.
{E3 certification Authority =100 x|
J Action Yiew “@l -Dll |@ |
Tree I

@ Certification Authority (Local)
E@ Aparna CA

(1] Revoked Certificates
(27 Issued Certficates
49 Pending Requests
(2] Failed Requests

-----BEGIN ME. ..

Taken Under Subr

2l |
Contains operations that can be performed on the object,

Request Submission Diate

Requester Mame

Refresh

Help

144770
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Step 7 From the Microsoft Certificate Services web interface, click Check on a pending certificate and click Next.

Welcome

‘You use this web site to request a certificate for your web browser, e-mail client, or other secure program. Once you acquire a certificate, you
willl be able to securely identify yourself to other people over the web, sign your e-mail messages, encrypt your e-mail messages, and more
depending upon the type of certificate you request

Select atask:
 Retrieve the CA certificate or certificate revocation list
' Request a certificate
& Checlk on a pending certificate

Mext >

Step 8 Choose the certificate request that you want to check and click Next.

Check On A Pending Certificate Request

Please select the certificate request you want to check

leguest Certificate (12 smbet 12

Mext =

144772
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Step 9

Step 10

Click Base 64 encoded and click Download CA certificate.

Requesting an Identity Certificate .

Certificate Issued

The certificate you requested was issued to you.

€ DER encoded or @ Base 64 encoded

Download CA certificate
=2 Download CA cerification path

In the File Download dialog box, click Open.

144773

Certificate Issued

The certificate you requested was issued to you

CDER sncoded or © Base o EEE

Download CA certificate @) Some files can harm your computer. If the fil information below:
Dovnload CA certification path

sawe this file.

File name; cartnewcer
File type:  Security Certiicats
Fom: 107645108

3\, This type of file could ham your computer if t contains
malicious cade

‘wiauld you like to apen the fle o1 save i to your camputer?

Open | gave Cancel More Info

x|

looks suspicious, o you da rot fully trust the source, do nat open or

I Allways asle before opening this tipe of file

144774
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. Requesting an Identity Certificate

Step 11

Step 12

In the Certificate box, click Details tab and click Copy to File.... In the Certificate Export Dialog box, click Base-64
encoded X.509 (.CER), and click Next.

Cisco Systems, Inc.

=101 x|

. General Detais | Certfication Path | S E-=
% = ks
A show: [<ale - =l 2o [ 7
Field | value IS
[Eversion va
= serial number 0433 BEAL 000D D000 0074
[ signature algarithm shalRSA
S ssuer Aparna CA, netstorage, Cisco..,
=vald from 12 Nopember 2005 8:32:40
Evalidto 12 Nopember 2006 8:42:40
= subiect Vegas-1.clsco.com
=Public key RSA (1024 Bits) =l
Certificate Export Wizard x|
Enport File Format
Certificates can be exported in a variety of file Formats.
Select the format you want o use:
© DER encoded binary %508 {,CER)
EClLRIOpETEs Copy toFile... % Base-64 encoded 2,509 (. CER)
" Cryptographic Message Syntax Standard - PKCS #7 Certificates (P78}
oK

= [ trclidle sl certificates i Hhe eertification pat i possible

{ Bersornial Information Exchante - PRCS #12 (.PFx)
I7 Hiriclude &l certifizates i the cerbfication path i possitle:
[T | Eriable strona praection (requires 16:6,0, (4T 4.0 574 o sbove)

I™ | Delete the private keyifthe export is successful

=< Back Mext > Cancel

144775

H

In the File name: text box on the Certificate Export Wizard dialog box, enter the destination file name and click Next.

Cisco Systems, Inc. -10] x|

General Detsls | certfication Path |

]
A | shows [<ar> - =] P tnis >
|

Field [ value [
[Eversion va
=] serial rumber 0A33 BEA 0000 0000 0074
[ signature algorithm shalRSA
F1ssuer Aparna CA, netstorage, Cisco,..
=] valid from 12 Hopember 2005 832140
= valid to 12 Hopember 2006 842140
[ subject ‘egas-1.cisco.com
Erublic key RSa (1024 Bits) |

Certificate Export Wizard |

File to Export
Spedify the name of the file you wank to export

File name:

Edit Properties, CopytoF | D:ikesteerts\mylD.cer Brows:

< Back Mext > Cancel

144776

=

Configuring PKI




| Configuring PKI

. General DetailsWCartihcamnPath]

A shom: [ =
| Field. Walue -
= version va

[ serial number

[ signature algarthm
S 1ssuer

[Svalid from

[=valid ta

= subject

[SPublic key

0433 8EAT 0000 0000 0074

shalRSA

Aparna CA, netstorage, Cisco...

12 Mopember 2005 §:32:40
12 Mopember 2006 &:42:40

Vegas-1,cisca.com
RSA (1024 Bits)

x|
Completing the Certificate Export
Wizard
You have successfuly completed the Certificate Export
wizard.
Copy ko F vou have specified the following settings:

File Hame Dritest
Export Keys Mo

L Include all certificates in the certfication path  No
File Farmat Basetd
K | 5

Revoking a Certificate .

Il

=] s :L\nks »
|
... Hum]

<gak | Frsh | canced |

Step 13 Click Finish.

Step 14

D:=Mtestcerts>type mylD.cer

MIIEADCCAGggAwI BAgIKCjO000QAAAAAAADANBykghkiGIwBBAQUFADCEKDEGHE4G
CEqgGS I h3DQEJARYRYUH hbmRrZUB jakNjby5 jh28xCzAJBgNUBAYTAk1OMRIwEAYD
UQQIEwlLY ¥ JuYRRhaZ2ExEjAQBgNUBAcT CUJhbndhbhG? yZT EOMAwGA1UEChMFQ2 1=
¥ 28xE=ARBgNUBAsTCnS 1dHNBb3JhZ2UxEjAQEgNUBAMI CUFwY R Ju¥Y SEDQT Ae b
MT ExMT I wMz=AyNDBaFuBuNjExMT [ wHzEyNDBaMBuxGjAY BgMUBAMTEVZ1Z2F=LTEu
¥21=¥2Bu¥29tMIGFMABGCS gGS I h3DQEBAQUAA4GNADCBiQKByQC GNUACA jQu41C
dQ1WkjEFEI CdpLf KSe JSmNCQu jGpeculs ZPFE jF2Uoive CYES v IncWyuwS EAS - J47
glxr42/219IRIbh/Budl c j2? j88f KKS6koa?xW¥AuBrDE =8 jHCn I M4WL a¥ /g2 g4Gh
x7Rif dUB6uFgFZEgs1 7 Elash?LxLul DAQABo4I CEzCCAg8wJQY DURARAQH. BBsw
GY IRUMUnY¥MtMS5 jaXNjbyS jh22HBKwWHG I wHQYDURAOBBY EFKCLi +2 5 s pWEf grR
bhtm1Uyo? jngMIHMBgNUHSMEgcQugc GAFCc08kaDGhuwjTEUN js kYU Bo LEmxxo¥ GY
pIGTHIGQMSAwHgY¥ JKoZ] hucMAQkBFhFhhUFuZGt 1QGNpc 2MuLmNuhT ELMAKGA1UE
BhMCSU4xEjAQBgNUBAgT CUt hcmShdGFrYTESMBAGALUEBXxMJQmFuZ2Fsh3J1MQ4u
DAYDUQQKEWUDakN jbzETMBEGA1UECxMKbmUAc 3RvemFnZT ESMBAGALUEAXMJQXBh
cm5ShI ENBghAFYNKJ»LQZ1E? JEiWWMrR16 MGs GALWAHWRKMGI wLgfsoCqgGKGhBAHAG
Ly?=zc2UtHDgu G20 ydEVucm? = hC?Be GFybmE1MjBDQSS jemuwMKAno CyGEmZphGUs
Ly?cXHNzZ8 BuOFxDZXJARUS yh2xs REFuY X JuY SUyMENBLmMybhDCBigY I KuY BBGQUH
AQEEF jBBMDs GCCs GAQUFBzAChi?odHRw(i8uc3NILTA4LBN1cnRFbnJubGuuc3N1
LTA4XOFwY B Ju¥ SUyMENBLnNydDA? BygrBgEFBEQewfoY xZmlsZTovLl xcc3N1LTA4
RENlcnRFbnJvhGxcc3IN1LT A4¥BFwY EduY U yMENBLmNyd DANBgkghkiG? wBABAQUF
AANBADhGBGs he 7GHNLh? xe OTWBENbm24U6 2Z5ulDe OcUZUUT grpnTgUpPye jtas uf 1w
Ed6c [ Zudlls EXREgxbhTkBycx7US0=

————— END CERTIFICATE———-—-

D:“testcerts>

144777
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Enter the Microsoft Windows type command to display the identity certificate in base64-encoded format.

-0l

144°

Related Topics
Generating Certificate Requests, on page 17

Configuring Certificates on a Cisco NX-OS Device, on page 27

Revoking a Certificate

To revoke a certificate using the Microsoft CA administrator program, follow these steps:
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Step 1

Step 2

Step 3

Procedure

Configuring PKI |

From the Certification Authority tree, click | ssued Certificates folder. From the list, right-click the certificate that you
want to revoke.

Choose All Tasks > Revoke Certificate.

|J Action

igw ||¢' -Dl

=10l x|

Tree I

EB Certification Authority (Lacal)
9@ Aparna CA
[ Revoked Certificates
23] Issued Certificates
[ Pending Requests
(2] Failed Requests

Requester Name

SSE-DBAUISR _55. ..
SSE-0BMUSR 5.,
SSE-0BMUSR_S5..,
SSE-0B\IUSR _S5...
SSE-DBAUSR_35...
SSE-DBATLISR _35. .
SSE-0BMUSR _S5...
SSE-0B\IUSR_S5. ..
SSE-0B\IUSR_S5...
SSE-0BVUSR_35...
SSE-0B\IUSR _S5...
SSE-DBAIUISR _55. ..
SSE-0BMUSR _S5...
SSE-DBMUSR_S5..,
SSE-0B\IUSR_S5...
SSE-0B\IUSR_S5...
SSE-DBAILISR _S5. .
SSE-DBAIUISR _55. ..
SSE-0BMUSR 5.,
SSE-0B\IUSR_S5...
SSE-0B\USR 5.,
SSE-0BAUSR 5.
SSE-DBAILISR _S5...
SSE-0BMUSR _S5...
SSE-0B\IUSR_S5. .,

Binary Certificate

| Serial Mumber

| Certificate Effective Daﬂ

--BEGIM CERTL...
--BEGIM CERTL..
--BEGIM CERTL..
BEGIM CERTL..
--BEGIM CERTL...
--BEGIM CERTL...
BEaIM CERTL..
--BEGIM CERTL..
-——--BEGIM CERTL..,
--BEGIM CERTL..
--BEGIM CERTL...
-—---BEGIM CERTIL...
--BEGIM CERTL..
--BEGIM CERTL..
-—---BEGIM CERTL..,
--BEGIM CERTL...
--BEGIM CERTL...
-——--BEGIM CERTIL...
--BEGIM CERTL..
--BEGIM CERTL..
-—---BEGIM CERTL..,
--BEGIM CERTL...
--BEGIM CERTL...
-—--BEGIM CERTL...

756263d0000000000059
TB62643d00000000005a
786264d300000000005h
7c32731800000000005C
FC3ZFEZF00000000005d
7C32¥33700000000005
7C32784700000000005F
Fa+8c22000000000062
021a9d15000000000063
10101 3cf000000000064
1c10d191000000000065
2b4eb367000000000066
458b6b43000000000067
4eb5b327000000000063
4fR0054 1000000000063
4fdf9SE4000000000063
5F3e8c96000000000060
5f413d2000000000006¢
17b22de800000000006d
17b306 7600000000006
112a380600000000006F
170beadbi00000000070
4aafff2e000000000071

TEccoetci00000000072
78234161000000000073

9202005 4:27 AW
9{20/2005 4:27 AM
9{20/2005 4:27 AM
9{20/2005 10:14 PM
9{20/2005 10:14 PM
9f20/2005 10:14 P
9/20/2005 10:14 PM
9{21/2005 12:18 AM
9/22/2005 1:45 AM
9272005 2:44 AM
9272005 2:45 AM
9302005 1:46 AM
10/5/2005 +:03 AW
10/6/2005 10:46 PM
10/7/2005 1:52 AM
107j2005 4:11 AM
10f10/2005 5:49 &M
10f1072005 3:52 &M
10/18/2005 12:20 AM
10/18/2005 12:21 AM
101972005 11:58 PM
102072005 11:53 PM
10f31/2005 12:32 AM
11/8/2005 11:26 PM
11/8/2005 1

144779
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Tres l

&] Certification Authority (Local)

EI--‘@ Aparna CA

(2] Revoked Certificates
£ Issued Certificates
[2] Pending Requests
L[] Failed Requests

Requester Mame

Binary Certificate

| Serial Kumber

| Certificate Effective Da:l

SSE-08\IUSR_S5... -BEGIN CERTL.. 7&6263d0000000000059
SSE-08\IUSR_S5... -BEGIN CERTL.. 7862643d00000000005a
S5E-08\IUSR_S5... ---—BEGIN CERTL.. 7&6264d200000000005h
SSE-08\IUSR_S5... -BEGIN CERTL.. 7c32751500000000005¢
SSE-08\IUSR_S5... -BEGIN CERTL.. 7r32782700000000005d
SSE-08\IUSR_S5... ---—BEGIN CERTIL.. 7c327837000000000058
SSE-08\IUSR_S5... EGIN CERTL.. Fc327a4700000000005f
T TSTetman0n00ez
EJE [ M
Are you sure you want to revoke the zelected certificate(z)? 00008+
0000065
*ou may specify a reazon for this revocation, 0000066
Reason code 0000067
I Ungpecified ;I 000u0es
0000065
s Na I 000063
0000060
E-O5\ ISR -----BEGIN CERTL..  SF413d2000000000006c
SSE-08\IUSR_55... -BEGIN CERTL.. 17b22des00000000006d
SSE-08\IUSR_S5... -BEGIN CERTL.. 17b3067600000000006:
SSE-08YIUSR_S5.., --—BEGIN CERTL.. 1183380600000000006F
SSE-08\IUSR_S5... -BEGIN CERTL.. 170beadb000000000070
SSE-08\IUSR_S5... -BEGIN CERTL.. #aafff2e000000000071
SSE-08\IUSR_SS5... ---—BEGIN CERTL.. 7&cc6e6ci00000000072
SSE-08\IUSR_S5... -BEGIN CERTL.. 78e34161000000000073
SSE-08|IUSR_55... -BEGIN CERTL.. 0a338eal000000000074

512042005 4:27 AM
512042005 4:27 AM
512042005 4:27 AM
5/2042005 10:14 PM
512042005 10:14 PM
5/2042005 10:14 PM
9/2042005 10:14 PM
5/21j2005 12:15 AM
5/22}2005 1:45 AM
9127/2005 2:44 AM
5127/2005 2:45 AM
5/30/2005 1146 AM
10{5{2005 4:03 AM
10f6{2005 10:46 PM
10{7f2005 1:52 AM
10{7/2005 4:11 AM
10f10/2005 3:49 AM
10f10/2005 3:52 AM
10{18/2005 12:20 AM
10{18/2005 12:21 AM
10f19/2005 11:53 PM
10f20/2005 11:53 PM
10f31/2005 12:32 AM
11/8{2005 11:26 PM
11/8{2005 11:51 PM
11f12/2005 8:32 AM
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Generating and Publishing the CRL

To generate and publish the CRL using the Microsoft CA administrator program, follow these steps:

Step 4 Click the Revoked Certificates folder to list and verify the certificate revocation.
=10l x|
| ! Action  View “ o o= ‘ ‘
Tree I Request ID Requester Name Binary Certificate | Serial Mumber | Certificate Effactive Date |
JE3 Certificztion Autharity (Local) SSE-DRIUSR_SS.,, - BEGIN CERTIL... 5daeS3cd00000000000F 6/30/2005 3:27 AM
[=! @ Aparna CA SSE-O08\IUSR_S: EGIM CERTI.. Sdbl14043000000000010 Bf30/2005 3:30 AM
=1 e SSE-0B\IUSR_S: £GIN CERTL,.. Sezd7clb00000000001L /302005 5:46 AM
i G Issued Certificates SSE-08\USR_S5... EGIM CERTI... 16db4fgf000000000012 TIGI2005 3:21 AM
Pending Requests SSE-084IUSR_S5... EGIMN CERTI... 261c3924000000000013 71142005 5:00 AM
Failed Requests SSE-084IUSR_55... EGIM CERTI..  262b5202000000000014 714/2005 5:16 AM
SSE-08IUSR_55... EGIM CERTI..  2634c7f2000000000015 TI14)2005 5:27 AM
SSE-O08\IUSR_S: EGIM CERTI.. 2635b000000000000016 T114)2005 5:28 AM
SSE-08\IUSR_55... EGIN CERTL... 26435040000000000017 Ti14)2005 5:48 AM
SSE-0E\IUSR_55... 2az76357000000000018 71142005 11:51 PM
SSE-084IUSR_S5... 3fE6cbf 7000000000019 71192005 3:29 AM
SSE-08MIUSR_S5... £e4bSFSFI0000000001a TIZ812005 3:58 AM
SSE-O08\IUSR_S: 725b52d8000000000010 TI28/2005 10:54 PM
SSE-0E\IUSR_55... 735a887500000000001c TI29)2005 3133 AM
SSE-08\USR_55... 148511c700000000001d 8f3/2005 11:30 PM
SSE-08\IUSR_S55... 14a7170100000000001e 8f4/2005 12:07 AM
SSE-081IUSR_55... BEGIN CERTIL..  14fc45bS00000000001F BI4/2005 1:40 AM
SSE-O3\IUSR_S: EGIM CERTI..  486ceB0b000000000020 8117)2005 3:58 AM
SSE-08\IUSR_S: EGIN CERTL... 4cata3aalooo0oo0nozl 8/17)2005 11:37 PM
SSE-0E\IUSR _S: EGIM CERTI..  1a3S5c&e00000000002f 2(1/2005 11:36 PM
SSE-08\USR_SS... EGIM CERTI... 3f0845dd00000000003fF 9092005 1:11 AM
SSE-084IUSR_S5... EGIN CERTI..  3f619b7e000000000042 92005 2:48 AM
SSE-08IUSR_55... EiGI CERTI,,  6313c463000000000052 9162005 1:09 AM
SSE-08IUSR_55.., EGIN CERTL.. 7c3861e3000000000060 9f20/2005 10:20 PM
SSE-0E\IUSR_S: EGIN CERTL... 7c6ee3S1000000000061 Qf20/2005 11:20 PM
SSE-0E\IUSR_S5... -] BEGIM CERTI... 0a3352al000000000074 11/12{2005 §:32 &M b=
-
| | o
T
t | 3
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. Generating and Publishing the CRL

Step 1

Step 2

Procedure

From the Certification Authority screen, choose Action > All Tasks > Publish.

==l
& = | & |
% Reguester Mame Binary Certificate | Serial Murmber | Certificate Effective Date 4|
Refrash W SSE-08YIUSR_SS... SdaeS53cdi0000000000f 6/30/2005 3:27 AM
Export List... SSE-08YIUSR_SS... Sdb140d3000000000010 6/30/2005 3:30 AM
SSE-08YIUSR_SS... Sezd7c1b00000000001 1 6/30/2005 S:46 AM
FLOBRTInS Ficates SSE-0BYIUSR_SS.., 160b4FE000000000012 7/8/2005 3:21 AM
Help uests SSE-08IIUSR_SS... 261c3824000000000013 7}14/2005 S:00 AM
T AT FEqOests SSE-08YIUSR_SS... 262b520200000000001 4 7/14/2005 5:16 AM
SSE-08YIUSR_SS... 2634c7F 2000000000015 7/14/2005 5:27 AM
SSE-08YIUSR_SS... 2635b00000000000001 6 7/14/2005 5:25 AM
SSE-08YIUSR_SS... 26435040000000000017 7/14/2005 5:48 AM
SSE-08YIUSR_SS... 2aZ76357000000000018 7/14/2005 11:51 PM
SSE-08YIUSR_SS... 3f&GcbfPO00000000019 7/19/2005 3:29 AM
SSE-08YIUSR_SS... 6e4bSFSFO0000000001 8 7/28/2005 3:58 AM
SSE-08YIUSR_SS... 725b52d500000000001 0 7/28/2005 10:54 PM
SSE-08YIUSR_SS... 735aB857800000000001c 7/29(2005 3:33 AM
SSE-08YIUSR_SS... 14851 1c700000000001d /32005 11:30 PM
SSE-08YIUSR_SS... 14a7170100000000001e &/4/2005 12:07 AM
SSE-08YIUSR_SS... 14fc45b500000000001F &/4/2005 1:40 &M
SSE-08YIUSR_SS... 486ce80b000000000020 &/17/2005 3:58 AM
SSE-08YIUSR_SS... 4cada3aa000000000021 8/17/2005 11:37 PM
SSE-08YIUSR_SS... 1as55c8e00000000002F 9/1/2005 11:36 PM
SSE-08YIUSR_SS... 3f0845dd00000000003F 9/9/2005 1:11 AM
SSE-08YIUSR_SS... 3f619b7e000000000042 /92005 Z:45 AM
SSE-08YIUSR_SS... 6313c463000000000052 9/16/2005 1:09 AM
SSE-08YIUSR_SS... Fc3861e3000000000060 9/20/2005 10:20 PM
SSE-08YIUSR_SS... Fcbee351000000000061 9/20/2005 11:20 PM
SSE-08YIUSR_SS... 0a3358eal000000000074 11/12/2005 &:32 AM =
| Ei
!Conta\ns operations that can be performed on the object, = | |

In the Certificate Revocation List dialog box, click Yesto publish the latest CRL.

2005 3:29 AM

& The last published CRL is still valid and can be used by clients. Are vou sure vou want to publish a new cRL?  [2005 3:58 AM
2005 10:54 PM

2005 3:33 AM
Ves Ha 005 11:30 PM
00 12:07 AM
k) SSE-0S\IUSR_S5. . 14fc456500000000001F 5/4/2005 1:40 &AM
SSE-0S\IUSR_S5. . 456ce80b000000000020 5/17/2005 3:55 AM
SSE-DS\IUSR_S5. . 4ca4a3aa000000000021 8/17/2005 11:37 FM
SSE-OS\IUSR_S5. . 1a355c5e00000000002f 9/1/2005 11:36 FM
SSE-OS\IUSR_S5. . 3f0845dd00000000003f 9/9/2005 1:11 M
SSE-DS\IUSR_S5. . 3f&19b7e000000000042 9/9/2005 2:45 AM
SSE-DS\IUSR_S5. . £3130463000000000052 9/16/2005 1:09 AM
SSE-DS\IUSR_S5. . 7c356123000000000060 9/2042005 10:20 FM
SSE-0S\IUSR_S5. . Fc6ee351000000000061 9/2042005 11:20 FM
116 SSE-0S\IUSR_S5. . 0a338ea1000000000074 11/12/2005 532 AM

4] |

=
|I Action  View H =] -b| ‘@ |
Tree I Requester Name Binary Certificate | Serial Mumber | Certificate Effective Date AJ

fE Certification Authority (Local SSE-08HIUSR_S5... 5dae53cd00000000000F 6/30/2005 3:27 AM

=2 Aparna Ca SSE-0S\IUSR_S5. . Sdb140d3000000000010 6/30/2005 3:30 AM

T 29 Revoked Certificates SSE-08IIUSR_SS... Se2d7c1b00000000001 1 6/30/2005 S:46 AM

[0 Issued Certificates SSE-08YIUSR_SS... 16db4fafo00000000012 7/8/2005 3:21 AM

Pending Requests SSE-08YIUSR_SS... 261c3924000000000013 7/14/2005 5:00 AM

[ Failed Requests SSE-08YIUSR_SS... 262b520200000000001 4 7/14/2005 5:16 AM

SSE-08YIUSR_SS... 2634c7F 2000000000015 7/14/2005 5:27 AM

SSE-08YIUSR_SS... 2635b00000000000001 6 7/14/2005 5:25 AM

SSE-08YIUSR_SS... 26455040000000000017 7/14/2005 5:48 AM

Certificate Revocation “ 5[ 2005 11:51 PM

a |
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Downloading the CRL

To download the CRL from the Microsoft CA website, follow these steps:

Procedure
Step 1 From the Microsoft Certificate Services web interface, click Retrieve the CA certificate or certificate revocation list
Microsoft Ce
Welcome
You use this web site to request a certificate for your web browser, e-mail client, or other secure program. Once you acquire a certificats, you
will be able to securely identify yourself to other people over the wieb, sign your e-mail messages, encrypt your e-mail messages, and more
depending upon the type of certificate you request
Select a task:
@ Retrieve the CA certificate or certificate revocation list
© Request a certificate
© Check on a pending certificate
Mext »
<
o
3
and click Next. ==

Step 2 Click Download latest certificate revocation list.

Microsoft Ceifi

Retrieve The CA Certificate Or Certificate Revocation List

Install this CA cerification path to allow your computer to trust certificates issued from this certification authaority

Itis not necessary to manually install the CA certification path if you request and install a certificate from this certification authority, because the
CA certification path willl be installed for you automatically.

Choose file to download:
CA Certificate. (S e ey

© DER encoded or @ Base 64 encoded
Dovnload CA ceriificate

Download CA certification path
Download latest certificate revocation list

144785
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. Downloading the CRL

Step 3

Step 4

In the File Download dialog box, click Save.

Microsoft

Retrieve The CA Certificate Or Certificate Revocation List

Install this CA certification path to allow your computer to trust certificates issued from this certification authority

It is not necessary to manually install the CA Xl this certification authority, because the

CA certification path will be installed for you @ e e e e e R

lanks suspicioss, or you do ot full st the source, do ot opsn or
Choose file to download: save this file.
CA Certificate: ]

File name: certcilail
File type:  Certficate Revocation List
Framm 10.76,45.108

© DER encoded or @ Ba

Dovnload CA certificate

Dovnload CA certification ¢
Download latest cerificate t Dpen | Save Cancel More Info

wauld you Ik to open the file ar save itto yaur computer?

IV Always ask belors opaning this type of fis

In the Save As dialog box, enter the destination file name and click Save.

Microsoft

Retrieve The CA Certificate Or Certificate Revocation List

Install this CA certification path to allow your computer to trust certificates issued from this certification authority

It is not necessary to manually install the CA c PSS “ @ xj[em this certification authority, because the

CA certification path will be installed for you E s *I_Iill “
N 2] x|

Choose file to download: Savein: [ 3 testeents x|« B Er

CA Certificate

CDER encoded or & Base
Download CA certificate

Dovwnload CA cerification pa
Download latest ceriificate re:

File pame: | — =l Save
Saveasiype  |Cenlficate Revocation List =l Cancs|
P

[
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Step 5

Enter the Microsoft Windows type command to display the CRL.
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Related Topics

Configuring Certificate Revocation Checking Methods, on page 15

Importing the CRL

To import the CRL to the trust point corresponding to the CA, follow these steps:

Procedure

Step 1

Copy the CRL file to the Cisco NX-OS device bootflash.

Device-1# copy tftp:apranaCA.crl bootflash:aparnaCA.crl

Step 2 Configure the CRL.

Device-1# configure terminal
Device-1(config) # crypto ca crl request myCA bootflash:aparnaCA.crl

Device-1 (config) #

Importing the CRL .

Step 3 Display the contents of the CRL.

Device-1(config)# show crypto ca crl myCA
Trustpoint: myCA

Configuring PKI .



Configuring PKI |
Importing the CRL

CRL:
Certificate Revocation List (CRL) :
Version 2 (0x1)
Signature Algorithm: shalWithRSAEncryption
Issuer: /emailAddress=admin@yourcompany.com/C=IN/ST=Karnatak
Yourcompany/OU=netstorage/CN=Aparna CA
Last Update: Nov 12 04:36:04 2005 GMT
Next Update: Nov 19 16:56:04 2005 GMT
CRL extensions:
X509v3 Authority Key Identifier:
keyid:27:28:F2:46:83:1B:AC:23:4C:45:4D:8E:C9:18:50:1
1.3.6.1.4.1.311.21.1:

Revoked Certificates:
Serial Number: 611B09A1000000000002
Revocation Date: Aug 16 21:52:19 2005 GMT
Serial Number: 4CDE464E000000000003
Revocation Date: Aug 16 21:52:29 2005 GMT
Serial Number: 4CFC2B42000000000004
Revocation Date: Aug 16 21:52:41 2005 GMT
Serial Number: 6C699EC2000000000005
Revocation Date: Aug 16 21:52:52 2005 GMT
Serial Number: 6CCF7DDC000000000006
Revocation Date: Jun 8 00:12:04 2005 GMT
Serial Number: 70CC4FFF000000000007
Revocation Date: Aug 16 21:53:15 2005 GMT
Serial Number: 4D9B1116000000000008
Revocation Date: Aug 16 21:53:15 2005 GMT
Serial Number: 52A80230000000000009
Revocation Date: Jun 27 23:47:06 2005 GMT
CRL entry extensions:
X509v3 CRL Reason Code:
CA Compromise
Serial Number: 5349AD4600000000000A
Revocation Date: Jun 27 23:47:22 2005 GMT
CRL entry extensions:
X509v3 CRL Reason Code:
CA Compromise
Serial Number: 53BD173C00000000000B
Revocation Date: Jul 4 18:04:01 2005 GMT
CRL entry extensions:
X509v3 CRL Reason Code:
Certificate Hold
Serial Number: 591E7ACE00000000000C
Revocation Date: Aug 16 21:53:15 2005 GMT
Serial Number: 5D3FD52E00000000000D
Revocation Date: Jun 29 22:07:25 2005 GMT
CRL entry extensions:
X509v3 CRL Reason Code:
Key Compromise
Serial Number: 5DAB771300000000000E
Revocation Date: Jul 14 00:33:56 2005 GMT
Serial Number: S5DAE53CD0O0000000000F
Revocation Date: Aug 16 21:53:15 2005 GMT
Serial Number: 5DB140D3000000000010
Revocation Date: Aug 16 21:53:15 2005 GMT
Serial Number: 5E2D7C1B000000000011
Revocation Date: Jul 6 21:12:10 2005 GMT
CRL entry extensions:
X509v3 CRL Reason Code:
Cessation Of Operation
Serial Number: 16DB4F8F000000000012
Revocation Date: Aug 16 21:53:15 2005 GMT
Serial Number: 261C3924000000000013
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Revocation
Serial Number:
Revocation
Serial Number:
Revocation
Serial Number:
Revocation
Serial Number:
Revocation
Serial Number:

Date: Aug 16 21:53:15 2005
262B5202000000000014
Date: Jul 14 00:33:10 2005
2634C7F2000000000015
Date: Jul 14 00:32:45 2005
2635B000000000000016
Date: Jul 14 00:31:51 2005
26485040000000000017
Date: Jul 14 00:32:25 2005
2A276357000000000018

Revocation Date: Aug 16 21:53:15 2005 GMT

Note

Serial Number:
Revocation
Serial Number:
Revocation
Serial Number:
Revocation
Serial Number:
Revocation
Serial Number:
Revocation
Serial Number:
Revocation
Serial Number:
Revocation
Serial Number:
Revocation
Serial Number:
Revocation
Serial Number:
Revocation
Serial Number:
Revocation
Serial Number:
Revocation
Serial Number:
Revocation
Serial Number:
Revocation
Serial Number:
Revocation
Serial Number:
Revocation

Signature Algorithm:

44:8e:a7:94:97
29:bb:57:37:d9

3F88CBF7000000000019
Date: Aug 16 21:53:15 2005
6E4B5F5F00000000001A
Date: Aug 16 21:53:15 2005
725B89D800000000001B
Date: Aug 16 21:53:15 2005
735A887800000000001C
Date: Aug 16 21:53:15 2005
148511C700000000001D
Date: Aug 16 21:53:15 2005
14A7170100000000001E
Date: Aug 16 21:53:15 2005
14FC45B500000000001F
Date: Aug 17 18:30:42 2005
486CE80B000000000020
Date: Aug 17 18:30:43 2005
4CA4A3AA000000000021
Date: Aug 17 18:30:43 2005
1AA55C8E00000000002F
Date: Sep 5 17:07:06 2005
3F0845DD00000000003F
Date: Sep 8 20:24:32 2005
3F619B7E000000000042
Date: Sep 8 21:40:48 2005
6313C463000000000052
Date: Sep 19 17:37:18 2005
7C3861E3000000000060
Date: Sep 20 17:52:56 2005
7C6EE351000000000061
Date: Sep 20 18:52:30 2005
OA338EA1000000000074 <--
Date: Nov 12 04:34:42 2005

1la:9f:1a:49:07:9¢c:58:24:d7:72

shalWithRSAEncryption

Ob:cb:dd:43:0a:08:62:1e:80:95:06:6f:4d:ab:0c:d8:8e:32:
:af:02:09:26:9c:14:fd:eb:90:cf:18:c9:96:
:1f:d5:bd:4e:9a:4b:18:2pb:00:2f:d2:6e:cl:

GMT

GMT

GMT

GMT

GMT

GMT

GMT

GMT

GMT

GMT

GMT

GMT

GMT

GMT

GMT

GMT

GMT

GMT

GMT

GMT

Revoked identity certificate

GMT

Importing the CRL .

The identity certificate for the device that was revoked (serial number 0A338EA1000000000074) is listed at the end.
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