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New and Changed Information

This table summarizes the new and changed features for the Cisco Nexus 9000 Series NX-OSLayer 2 Swnitching
Configuration Guide, Release 10.6(X) and where they are documented.

Table 1: New and Changed Features

Feature Description Changed in Release |Where Documented
Support for Layer 2 | Added support for Layer 2 | 10.6(3)F Guidelines and limitations for
switching on 9800 switching features on Cisco Cisco Nexus 9800 Series

EoR line cards

Nexus 9800 Series switches
with N9K-X9836DM-A and
NI9K-X98900CD-A line
cards.

switches

Static mac and Learn
Disable are supported
on Nexus
N9336C-SE1 and
9396T12C-SE1
switches.

Beginning with Cisco
NX-OS Release 10.6(3)F,
Static mac and Learn Disable
Cisco Nexus N9336C-SE1
and 9396T12C-SEl platform
switches.

10.6(3)F

Guidelines and limitations for
Cisco Nexus 9300-SE1
switches

UDLD

Beginning with Cisco
NX-OS Release 10.6(3)F,
UDLD is supported on
Nexus 9300-SE1 and
9364E-SG2 switches.

10.6(3)F

Guidelines and limitations for
Layer 2 switching

QinQ multi tag
support on Nexus
N9336C-SE1 and
9396T12C-SE1

Beginning with Cisco
NX-OS Release 10.6(3)F,
QinQ Multi Tag is supported
on Nexus N9336C-SE1 and
9396T12C-SEI switches.

10.6(3)F

Guidelines and limitations for
Cisco Nexus 9300-SE1
switches
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New and Changed Information |

Feature Description Changed in Release |Where Documented
Support SVI Autostate | Beginning with Cisco 10.6(3)F Guidelines and limitations for
on Nexus NX-OS Release Cisco Nexus 9300-SE1
N9336C-SE1 and 10.6(3)F,Support SVI switches
9396T12C-SE1 Autostate on S1 platforms is

supported on Nexus

N9336C-SEI and

9396T12C-SEI switches.
Link-State Tracking | Added support for Link-State | 10.6(2)F Link-State Tracking

Tracking to bind multiple

interface link states for

redundancy and stability.
Support for Rapid Added support for Rapid 10.6(2)F Guidelines and limitations for
PVST+ on Cisco PV ST+ spanning tree Cisco N9300 Smart switches
N9324C-SE1U and | protocol on Cisco
Cisco N9324C-SE1U and
N9348Y2C6D-SE1U |N9348Y2C6D-SE1U
switches switches.
Support for MST on | Added support for Multiple | 10.6(2)F Guidelines and limitations for
Cisco N9324C-SE1U | Spanning Tree (MST) Cisco N9300 Smart switches
and Cisco protocol on Cisco
N9348Y2C6D-SE1U |N9324C-SE1U and
switches N9348Y2C6D-SE1U

switches.
Support for Layer 2 | Added support for Layer 2 | 10.6(2)F Guidelines and limitations for
switching features on | switching features. Cisco N9300 Smart switches
Cisco N9324C-SE1U
and Cisco
N9348Y2C6D-SE1U
switches
Support for Layer 2 | Added support for Layer 2 | 10.6(1)F Guidelines and limitations for

switching features on
Cisco N9336C-SE1
switch.

switching features.

Cisco Nexus 9300-SE1
switches
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