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Drive Compatibility Matrix for Non-SED Nodes
For details on how to read the table, see Reading the Tables.

240 LFF

M6 PID (Min HXDP Version)M5 Expansion PID (Min HXDP
Version)

Current M4 PID (Min HXDP Version)

Drive Function: Server PID

HX240C-M6L /UCSC-C240-M6LHX240C-M5LThis configuration is not supported
on the M4 platform.

Drive Function: Boot Drive

HX-M2-240G (5.0(2a))

HX-M2-240GB

HX-M2-960G (5.0(2a))

HX-M2-960GB

HX-M2-240G (5.0(2a))

HX-M2-240GB (3.0)

HX-M2-960G (5.0(2a))

HX-M2-960GB (4.0(2a))

n/a

Drive Function: System Drive (Housekeeping)

HX-SD240GBM1X-EV
(5.0(2a)+Catalog)

HX-SD240GM1X-EV (5.0(1a))

HX-SD240GBM1X-EV
(5.0(2a)+Catalog)

HX-SD240G61X-EV (3.0)

HX-SD240GM1X-EV (3.5)

HX-SD480GBM1X-EV (5.0(2a))

HX-SD480G6I1X-EV (4.0(2a))

HX-SD480GM1X-EV (4.0(2a))

n/a

Drive Function: Capacity Drive (Data)
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M6 PID (Min HXDP Version)M5 Expansion PID (Min HXDP
Version)

Current M4 PID (Min HXDP Version)

HX-HD6T7KL4KM (5.0(1a))

HX-HD6T7KL4KN (5.0(1a))

HX-HD6T7KL4KN (3.0)n/a

HX-HD8T7K4KAM (5.0(1a))

HX-HD8T7K4KAN (5.0(1a))

HX-HD8T7K4KAN (4.0(2a))

HX-HD8T7KL4KN (3.0)

n/a

HX-HD12T7KL4KM (5.0(1a))

HX-HD12T7KL4KN (5.0(1a))

HX-HD12T7KL4KN (4.0(1a))n/a

Drive Function: Cache Drive (Write Log)

HX-SD32TKA3X-EP
(5.0(2a)+Catalog)

HX-SD32TK3X-EP (5.0(1a))

HX-SD32TKA3X-EP
(5.0(2a)+Catalog)

HX-SD32TK3X-EP
(4.5(1a)+Catalog)

HX-SD32T123X-EP (3.0)

n/a

Drive Function: Staging Drive

-HX-MSD-32Gn/a

220 Hybrid

M6 PID (Min HXDP Version)M5 Expansion PID (Min HXDP
Version)

Current M4 PID (Min HXDP Version)

Drive Function: Server PID

HX220C-M6SX /
UCSC-C220-M6S

HX220C-M5SXHX220C-M4S

Drive Function: Boot Drive

HX-M2-960G (5.0(2a))

HX-M2-960GB (5.0(1a))

HX-M2-240G (5.0(2a))

HX-M2-240GB (5.0(1a))

HX-M2-960G (5.0(2a))

HX-M2-960GB (4.0(2a))

HX-M2-240G (5.0(2a))

HX-M2-240GB (2.6)

HX-SD-32G-S

Drive Function: System Drive (Housekeeping)
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M6 PID (Min HXDP Version)M5 Expansion PID (Min HXDP
Version)

Current M4 PID (Min HXDP Version)

HX-SD480GBM1X-EV (5.0(2a))

HX-SD480GM1X-EV (5.0(1a))

HX-SD480G6I1X-EV (5.0(1a))

HX-SD240GBM1X-EV
(5.0(2a)+Catalog)

HX-SD240GM1X-EV (5.0(1a))

HX-SD480GM1X-EV (4.0(2a))

HX-SD480GBM1X-EV (5.0(2a))

HX-SD480G6I1X-EV (4.0(2a))

HX-SD240GBM1X-EV
(5.0(2a)+Catalog)

HX-SD240GM1X-EV (3.5)

HX-SD240G61X-EV (2.6)

HX-SD240GBKS4-EV (1.8)

HX-SD240GBKS4-EB (2.5)

HX-SD120GBKS4-EV (1.8)

HX-SD120GBKS4-EB (2.5)

Drive Function: Capacity Drive (Data)

HX-HD12TB10K12N (5.0(1a))HX-HD12TB10K12N (2.6)HX-HD12TB10K12G (1.8)

HX-HD18TB10K4KN (5.0(1a))HX-HD18TB10K4KN (2.6)HX-HD18TB10KS4K (2.6)

HX-HD24TB10K4KN (5.0(1a))HX-HD24TB10K4KN (4.0)-

Drive Function: Cache Drive (Write Log)

HX-SD800GK3X-EP (5.0(1a))

HX-SD480G63X-EP
(5.0(1a)+Catalog)

HX-SD800GK3X-EP
(4.5(1a)+Catalog)

HX-SD800G123X-EP (2.6)

HX-SD480G63X-EP (2.6)

HX-SD480G12S3-EP (1.8)

HX-SD800GK3X-EP (5.0(1a))HX-SD800GK3X-EP
(4.5(1a)+Catalog)

HX-SD800G123X-EP (2.6)

HX-SD800GSAS3-EP (2.5)

Drive Function: Staging Drive

-HX-MSD-32G (2.6)-

240 Hybrid

M6 PID (Min HXDP Version)M5 Expansion PID (Min HXDP
Version)

Current M4 PID (Min HXDP Version)

Drive Function: Server PID

HX240C-M6SX /
UCSC-C240-M6S /
UCSC-C240-M6SX

HX240C-M5SXHX240C-M4SX

Drive Function: Boot Drive
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M6 PID (Min HXDP Version)M5 Expansion PID (Min HXDP
Version)

Current M4 PID (Min HXDP Version)

HX-M2-240G (5.0(2a))

HX-M2-240GB (5.0(1a))

HX-M2-960G (5.0(2a))

HX-M2-960GB (5.0(1a))

HX-M2-240G (5.0(2a))

HX-M2-240GB (2.6)

HX-M2-960G (5.0(2a))

HX-M2-960GB (4.0(2a))

HX-SD-32G-S

Drive Function: System Drive (Housekeeping)

HX-SD240GBM1X-EV
(5.0(2a)+Catalog)

HX-SD240GM1X-EV

HX-SD480GBM1X-EV (5.0(2a))

HX-SD480G6I1X-EV

HX-SD480GM1X-EV

HX-SD240GBM1X-EV
(5.0(2a)+Catalog)

HX-SD240G61X-EV (2.6)

HX-SD240GM1X-EV (3.5)

HX-SD480GBM1X-EV (5.0(2a))

HX-SD480G6I1X-EV (4.0(2a))

HX-SD480GM1X-EV (4.0(2a)

HX-SD120GBKS4-EB (2.1)

HX-SD120GBKS4-EV (1.8)

HX-SD240GBKS4-EB (2.1)

HX-SD240GBKS4-EV (1.8)

Drive Function: Capacity Drive (Data)

HX-HD12TB10K12N (5.0(1a))HX-HD12TB10K12N (2.6)HX-HD12TB10K12G (1.8)

HX-HD18TB10K4KN (5.0(1a))HX-HD18TB10K4KN (2.6)HX-HD18TB10KS4K (2.6)

HX-HD24TB10K4KN (5.0(1a))HX-HD24TB10K4KN (4.0)-

Drive Function: Cache Drive (Write Log)

HX-SD16TKA3X-EP
(5.0(2a)+Catalog)

HX-SD16TK3X-EP (5.0(1a))

HX-SD16TKA3X-EP
(5.0(2a)+Catalog)

HX-SD16TK3X-EP
(4.5(1a)+Catalog)

HX-SD16T123X-EP (4.0(2c))

HX-SD16T63X-EP (2.6)

HX-SD16TB12S3-EP (1.8)

HX-SD16TSASS3-EP (2.6)

Drive Function: Staging Drive

-HX-MSD-32G-

220 Hybrid Edge

M6 PID (Min HXDP Version)M5 Expansion PID (Min HXDP
Version)

Current M4 PID (Min HXDP Version)

Drive Function: Server PID

HX-E-220M6SX /
UCSC-C220-M6S

HX-E-220M5SXHX220C-M4S
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M6 PID (Min HXDP Version)M5 Expansion PID (Min HXDP
Version)

Current M4 PID (Min HXDP Version)

Drive Function: Boot Drive

HX-M2-240G (5.0(2a))

HX-M2-240GB

HX-M2-960G (5.0(2a))

HX-M2-960GB

HX-M2-240G (5.0(2a))

HX-M2-240GB (2.6)

HX-M2-960G (5.0(2a))

HX-M2-960GB (4.0(2a))

HX-SD-32G-S

Drive Function: System Drive (Housekeeping)

HX-SD240GBM1X-EV (5.0(2a))

HX-SD240GM1X-EV (5.0(1a))

HX-SD480GBM1X-EV (5.0(2a))

HX-SD480G6I1X-EV (5.0(1a))

HX-SD480GM1X-EV (5.0(1a))

HX-SD240GBM1X-EV
(5.0(2a)+Catalog)

HX-SD240G61X-EV (2.6)

HX-SD240GM1X-EV (3.5)

HX-SD480GBM1X-EV (5.0(2a))

HX-SD480G6I1X-EV (4.0(2a))

HX-SD480GM1X-EV (4.0(2a))

HX-SD240GBKS4-EV (1.8)

HX-SD240GBKS4-EB (2.5)

HX-SD120GBKS4-EB (2.5)

HX-SD120GBKS4-EV (1.8)

HX-SD240GM1X-EV (3.5)

Drive Function: Capacity Drive (Data)

HX-HD12TB10K12N (5.0(1a))HX-HD12TB10K12N (2.6)HX-HD12TB10K12G (1.8)

HX-HD18TB10K4KN (5.0(1a))HX-HD18TB10K4KN (2.6)HX-HD18TB10KS4K (2.6)

HX-HD24TB10K4KN (5.0(1a))HX-HD24TB10K4KN (4.0)-

Drive Function: Cache Drive (Write Log)

HX-SD480G63X-EP (5.0(1a))HX-SD480G63X-EP (2.6)HX-SD480G12S3-EP (1.8)

HX-SD800GK3X-EP (5.0(1a))HX-SD800GK3X-EP
(4.5(1a)+Catalog)

HX-SD800G123X-EP (2.6)

HX-SD800GSAS3-EP (2.5)

Drive Function: Staging Drive

-HX-MSD-32G-

240 Hybrid Edge

M6 PID (Min HXDP Version)M5 Expansion PID (Min HXDP
Version)

Current M4 PID (Min HXDP Version)

Drive Function: Server PID
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M6 PID (Min HXDP Version)M5 Expansion PID (Min HXDP
Version)

Current M4 PID (Min HXDP Version)

HX-E-240M6SX /
UCSC-C240-M6S /
UCSC-C240-M6SX

HX-E-240M5SXThis configuration is not supported
on the M4 platform.

Drive Function: Boot Drive

HX-M2-240G (5.0(2a))

HX-M2-240GB (5.0(1a))

HX-M2-960G (5.0(2a))

HX-M2-960GB

HX-M2-240G (5.0(2a))

HX-M2-240GB (4.5(1a)

HX-M2-960G (5.0(2a))

HX-M2-960GB (4.5(1a))

n/a

Drive Function: System Drive (Housekeeping)

HX-SD240GBM1X-EV (5.0(2a))

HX-SD240GM1X-EV (4.5(1a))

HX-SD480GBM1X-EV (5.0(2a))

HX-SD480G6I1X-EV (4.5(1a))

HX-SD480GM1X-EV (4.5(1a))

HX-SD240GBM1X-EV (5.0(2a))

HX-SD240GM1X-EV (4.5(1a))

HX-SD480GBM1X-EV (5.0(2a))

HX-SD480G6I1X-EV (4.5(1a))

HX-SD480GM1X-EV (4.5(1a))

n/a

Drive Function: Capacity Drive (Data)

HX-HD12TB10K12N (5.0(1a))HX-HD12TB10K12N (4.5(1a))n/a

HX-HD18TB10K4KN (5.0(1a))HX-HD18TB10K4KN (4.5(1a))n/a

HX-HD24TB10K4KN (5.0(1a))HX-HD24TB10K4KN (4.5(1a))n/a

Drive Function: Cache Drive (Write Log)

HX-SD16TKA3X-EP
(5.0(2a)+Catalog)

HX-SD16TK3X-EP (5.0(1a))

HX-SD16TKA3X-EP
(5.0(2a)+Catalog)

HX-SD16TK3X-EP
(4.5(1a)+Catalog)

HX-SD16T123X-EP (4.5(1a))

n/a

Drive Function: Staging Drive

-HX-MSD-32Gn/a

220 AF Edge

M6 PID (Min HXDP Version)M5 Expansion PID (Min HXDP
Version)

Current M4 PID (Min HXDP Version)

Drive Function: Server PID
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M6 PID (Min HXDP Version)M5 Expansion PID (Min HXDP
Version)

Current M4 PID (Min HXDP Version)

HXAF-E-220M6SX /
UCSC-C220-M6S

HXAF-E-220M5SXHXAF220C-M4S

Drive Function: Boot Drive

HX-M2-240G (5.0(2a))

HX-M2-240GB (2.6)

HX-M2-960G (5.0(2a))

HX-M2-960GB (4.0(2a))

HX-M2-240G (5.0(2a))

HX-M2-240GB (2.6)

HX-M2-960G (5.0(2a))

HX-M2-960GB (4.0(2a))

HX-SD-32G-S

Drive Function: System Drive (Housekeeping)

HX-SD240GBM1X-EV (5.0(2a))

HX-SD240GM1X-EV

HX-SD480GBM1X-EV (5.0(2a))

HX-SD480G6I1X-EV

HX-SD480GM1X-EV

HX-SD240GBM1X-EV (5.0(2a))

HX-SD240G61X-EV (2.6)

HX-SD240GM1X-EV (3.5)

HX-SD480GBM1X-EV (5.0(2a))

HX-SD480G6I1X-EV (4.0(2a))

HX-SD480GM1X-EV (4.0(2a))

HX-SD240GBKS4-EB (2.5/2.1)

HX-SD240GBKS4-EV (2.0)

HX-SD120GBKS4-EB (2.5/2.1)

HX-SD120GBKS4-EV (2.0)

Drive Function: Capacity Drive (Data)

HX-SD960GBM1X-EV (5.0(2a))

HX-SD960G61X-EV (5.0)

HX-SD960G6S1X-EV (5.0.1c) +
catalog

HX-SD960GBM1X-EV (5.0(2a))

HX-SD960G61X-EV (2.6)

HX-SD960G6I1X-EV (3.5.2a)

HX-SD960G6S1X-EV (4.5.2c),
(5.0.1c) + catalog

HX-SD960GBKS4-EV (2.0)

HX-SD19TBM1X-EV (5.0(2a))

HX-SD19T6S1X-EV (5.0.1c) +
catalog

HX-SD19TBM1X-EV (5.0(2a))

HX-SD19T6S1X-EV (4.5.2c),
(5.0.1c) + catalog

HX-SD38T6SB-EV (5.0(2b))

HX-SD38TBM1X-EV (5.0(2a))

HX-SD38T61X-EV (5.0)

HX-SD38T6S1X-EV (5.0.1c) +
catalog

HX-SD38T6SB-EV (4.0(2c))

HX-SD38TBM1X-EV (5.0(2a))

HX-SD38T61X-EV (2.6)

HX-SD38T6I1X-EV (3.5.2a)

HX-SD38T6S1X-EV (4.5.2c),
(5.0.1c) + catalog

HX-SD38TBKS4-EV (2.0)
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M6 PID (Min HXDP Version)M5 Expansion PID (Min HXDP
Version)

Current M4 PID (Min HXDP Version)

HX-SD76TBM1X-EV (5.0(2a))

HX-SD76T61X-EV (5.0)

HX-SD76T6S1X-EV (5.0.1c) +
catalog

HX-SD76TBM1X-EV (5.0(2a))

HX-SD76T61X-EV (4.0(2a))

HX-SD76T6S1X-EV (4.5.2c),
(5.0.1c) + catalog

-

Drive Function: Cache Drive (Write Log)

HX-SD16TK3X-EP (5.0(1a))

HX-SD16TKA3X-EP
(5.0(2a)+Catalog)

HX-SD16TK3X-EP (5.0(1a)

HX-SD800GK3X-EP (5.0(1a))

HX-SD400G12TX-EP (2.6)

HX-SD16T123X-EP (3.5.2e,
4.0.1b)

HX-SD16TKA3X-EP
(5.0(2a)+Catalog)

HX-SD16TK3X-EP
(4.5(1a)+Catalog)

HX-SD800G123X-EP (4.0(2a))

HX-SD800GK3X-EP
(4.5(1a)+Catalog)

HX-SD400G12S4-EP (2.0)

HX-SD800G12S4-EP (2.0)

Drive Function: Staging Drive

-HX-MSD-32G-

240 AF Edge

M6 PID (Min HXDP Version)M5 Expansion PID (Min HXDP
Version)

Current M4 PID (Min HXDP Version)

Drive Function: Server PID

HXAF-E-240M6SX /
UCSC-C240-M6S /
UCSC-C240-M6SX

HXAF-E-240M5SXThis configuration is not supported
on the M4 platform.

Drive Function: Boot Drive

HX-M2-960G (5.0(2a))

HX-M2-960GB (5.0(1a))

HX-M2-240G (5.0(2a))

HX-M2-240GB (5.0(1a))

HX-M2-240G (5.0(2a))

HX-M2-240GB (4.5(1a)

HX-M2-960G (5.0(2a))

HX-M2-960GB (4.5(1a))

n/a

Drive Function: System Drive (Housekeeping)
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M6 PID (Min HXDP Version)M5 Expansion PID (Min HXDP
Version)

Current M4 PID (Min HXDP Version)

HX-SD240GBM1X-EV (5.0(2a))

HX-SD240GM1X-EV

HX-SD480GBM1X-EV (5.0(2a))

HX-SD480G6I1X-EV

HX-SD480GM1X-EV

HX-SD240GBM1X-EV (5.0(2a))

HX-SD240GM1X-EV (4.5(1a))

HX-SD480GBM1X-EV (5.0(2a))

HX-SD480G6I1X-EV (4.5(1a))

HX-SD480GM1X-EV (4.5(1a))

n/a

Drive Function: Capacity Drive (Data)

HX-SD960GBM1X-EV (5.0(2a))

HX-SD960G61X-EV (5.0)

HX-SD960G6S1X-EV (5.0.1c) +
catalog

HX-SD960GBM1X-EV (5.0(2a))

HX-SD960G61X-EV (2.6)

HX-SD960G6I1X-EV (3.5.2a)

HX-SD960G6S1X-EV (4.5.2c),
(5.0.1c) + catalog

n/a

HX-SD76TBM1X-EV (5.0(2a))

HX-SD76T61X-EV (5.0)

HX-SD76T6S1X-EV (5.0.1c) +
catalog

HX-SD76TBM1X-EV (5.0(2a))

HX-SD76T61X-EV (4.0(2a))

HX-SD76T6S1X-EV (4.5.2c),
(5.0.1c) + catalog

n/a

HX-SD38T6SB-EV (5.0(2b))

HX-SD38TBM1X-EV (5.0(2a)),

HX-SD38T61X-EV (5.0)

HX-SD38T6S1X-EV (5.0.1c) +
catalog

HX-SD38T6SB-EV (4.0(2c))

HX-SD38TBM1X-EV (5.0(2a))

HX-SD38T61X-EV (2.6)

HX-SD38T6I1X-EV (3.5.2a)

HX-SD38T6S1X-EV (4.5.2c),
(5.0.1c) + catalog

n/a

HX-SD19TBM1X-EV (5.0(2a))

HX-SD19T6S1X-EV (5.0.1c) +
catalog

HX-SD19TBM1X-EV (5.0(2a))

HX-SD19T6S1X-EV (4.5.2c),
(5.0.1c) + catalog

n/a

Drive Function: Cache Drive (Write Log)

HX-SD16TK3X-EP

HX-SD16TKA3X-EP
(5.0(2a)+Catalog)

HX-SD800GS3X-EP (5.0(2a))

HX-SD800GK3X-EP (5.0(1a))

HX-SD800G123X-EP (4.5(1a))

HX-SD16T123X-EP (4.5(1a))

HX-SD16TKA3X-EP
(5.0(2a)+Catalog)

HX-SD16TK3X-EP
(4.5(1a)+Catalog)

HX-SD800GK3X-EP
(4.5(1a)+Catalog)

n/a
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M6 PID (Min HXDP Version)M5 Expansion PID (Min HXDP
Version)

Current M4 PID (Min HXDP Version)

Drive Function: Staging Drive

-HX-MSD-32Gn/a

240 Hybrid SD

M6 PID (Min HXDP Version)M5 Expansion PID (Min HXDP
Version)

Current M4 PID (Min HXDP Version)

Drive Function: Server PID

This configuration is not supported
on the M6 platform.

HXAF240C-M5SDThis configuration is not supported
on the M4 platform.

Drive Function: Boot Drive

n/aHX-M2-240G (5.0(2a))

HX-M2-240GB (4.0(2c))

HX-M2-960G (5.0(2a))

HX-M2-960GB (4.0(2c))

n/a

Drive Function: System Drive (Housekeeping)

n/aHX-SD240GBM1X-EV (5.0(2a))

HX-SD240GM1X-EV (4.0(2c))

HX-SD480GBM1X-EV (5.0(2a)

HX-SD480G6I1X-EV (4.0(2c))

HX-SD480GM1X-EV (4.0(2c))

n/a

Drive Function: Capacity Drive (Data)

n/aHX-SD38TBM1X-EV (5.0(2a))

HX-SD38T61X-EV (2.6)

HX-SD38T6I1X-EV (3.5.2a)

HX-SD38T6S1X-EV (4.5.2c),
(5.0.1c) + catalog

n/a

n/aHX-SD960GBM1X-EV (5.0(2a)

HX-SD960G61X-EV (2.6)

HX-SD960G6I1X-EV (3.5.2a)

HX-SD960G6S1X-EV (4.5.2c),
(5.0.1c) + catalog

n/a
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M6 PID (Min HXDP Version)M5 Expansion PID (Min HXDP
Version)

Current M4 PID (Min HXDP Version)

n/aHX-SD76TBM1X-EV (5.0(2a))

HX-SD76T61X-EV (4.0(2a))

HX-SD76T6S1X-EV (4.5.2c),
(5.0.1c) + catalog

n/a

n/aHX-SD19TBM1X-EV (5.0(2a))

HX-SD19T6S1X-EV
(4.5.2c)(5.0.1c) + catalog)

n/a

Drive Function: Cache Drive (Write Log)

HX-SD800G123X-EP (4.0(2c))

HX-SD800GK3X-EP
(4.5(1a)+Catalog)

HX-SD16TKA3X-EP
(5.0(2a)+Catalog)

HX-SD16TK3X-EP
(4.5(1a)+Catalog)

HX-SD16T123X-EP (4.0(2c))

n/a

Drive Function: Staging Drive

n/aHX-MSD-32Gn/a

240 AF SD

M6 PID (Min HXDP Version)M5 Expansion PID (Min HXDP
Version)

Current M4 PID (Min HXDP Version)

Drive Function: Server PID

This configuration is not supported
on the M6 platform.

HX240C-M5SDThis configuration is not supported
on the M4 platform.

Drive Function: Boot Drive

n/aHX-M2-240G (5.0(2a))

HX-M2-240GB (4.0(2c))

HX-M2-960G (5.0(2a))

HX-M2-960GB (4.0(2c))

n/a

Drive Function: System Drive (Housekeeping)
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M6 PID (Min HXDP Version)M5 Expansion PID (Min HXDP
Version)

Current M4 PID (Min HXDP Version)

n/aHX-SD240GBM1X-EV (5.0(2a))

HX-SD240GM1X-EV (4.0(2c))

HX-SD480GBM1X-EV (5.0(2a))

HX-SD480G6I1X-EV (4.0(2c))

HX-SD480GM1X-EV (4.0(2c))

n/a

Drive Function: Capacity Drive (Data)

n/aHX-HD12TB10K12N (4.0(2c))n/a

n/aHX-HD18TB10K4KN (4.0(2c))n/a

n/aHX-HD24TB10K4KN (4.0(2c))n/a

Drive Function: Cache Drive (Write Log)

n/aHX-SD480G63X-EP (4.0(2c))n/a

Drive Function: Staging Drive

n/aHX-MSD-32Gn/a

220AF / 240 AF

HX 5.0(2b) supports the ability to handle inter-operability of mixed cache drives on HyperFlex M5 and M6
AF clusters with certain hardware configurations: Existing 375G cluster expansion with 1.6TB; New cluster
creation with two-step approach, (1) creation with minimum three 375G and (2) expansion with 1.6TB.

Note

M6 PID (Min HXDP Version)M5 Expansion PID (Min HXDP
Version)

Current M4 PID (Min HXDP Version)

Drive Function: Server PID

HXAF220C-M6SX
(UCSC-C220-M6S)

HXAF220C-M5SXHXAF220C-M4S

-HXAF240C-M5SXHXAF240C-M4SX

Drive Function: Boot Drive

HX-M2-240G (5.0(2a))

HX-M2-240GB (2.6)

HX-M2-960G (5.0(2a))

HX-M2-960GB (4.0(2a))

HX-M2-240G (5.0(2a))

HX-M2-240GB (2.6)

HX-M2-960G (5.0(2a))

HX-M2-960GB (4.0(2a))

HX-SD-32G-S
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M6 PID (Min HXDP Version)M5 Expansion PID (Min HXDP
Version)

Current M4 PID (Min HXDP Version)

Drive Function: System Drive (Housekeeping)

HX-SD240GBM1X-EV
(5.0(2a)+Catalog)

HX-SD240GM1X-EV

HX-SD480GBM1X-EV (5.0(2a))

HX-SD480G6I1X-EV

HX-SD480GM1X-EV

HX-SD240GBM1X-EV
(5.0(2a)+Catalog)

HX-SD240G61X-EV (2.6)

HX-SD240GM1X-EV (3.5)

HX-SD480GBM1X-EV (5.0(2a))

HX-SD480G6I1X-EV (4.0(2a))

HX-SD480GM1X-EV (4.0(2a))

HX-SD240GBKS4-EV (2.0)

HX-SD240GBKS4-EB (2.5/2.1)

HX-SD120GBKS4-EV (2.0)

HX-SD120GBKS4-EB (2.5/2.1)

Drive Function: Capacity Drive (Data)

HX-SD38T6SB-EV (5.0(2b))

HX-SD960GBM1X-EV (5.0(2a))

HX-SD960G61X-EV (5.0)

HX-SD960G6S1X-EV (5.0.1c) +
catalog

HX-SD38T6SB-EV (4.0(2c))

HX-SD960GBM1X-EV (5.0(2a))

HX-SD960G61X-EV (2.6)

HX-SD960G6I1X-EV (3.5.2a)

HX-SD960G6S1X-EV (4.5.2c),
(5.0.1c) + catalog

HX-SD38TBKS4-EV (2.0)

HX-SD19TBM1X-EV (5.0(2a))

HX-SD19T6S1X-EV (5.0.1c) +
catalog

HX-SD19TBM1X-EV (5.0(2a)),

HX-SD19T6S1X-EV (4.5.2c),
(5.0.1c) + catalog

HX-SD960GBKS4-EV (2.0)

HX-SD38TBM1X-EV (5.0(2a))

HX-SD38T61X-EV (5.0)

HX-SD38T6S1X-EV (5.0.1c) +
catalog

HX-SD38TBM1X-EV (5.0(2a))

HX-SD38T61X-EV (2.6)

HX-SD38T6I1X-EV (3.5.2a)

HX-SD38T6S1X-EV (4.5.2c),
(5.0.1c) + catalog

-

HX-SD76TBM1X-EV (5.0(2a))

HX-SD76T61X-EV (5.0)

HX-SD76T6S1X-EV (5.0.1c) +
catalog

HX-SD76TBM1X-EV (5.0(2a))

HX-SD76T61X-EV (4.0(2a))

HX-SD76T6S1X-EV (4.5.2c),
(5.0.1c) + catalog

-

Drive Function: Cache Drive (Write Log)

HX-NVME4-1600 (5.5(1a))

HX-NVMEM6-W1600 (5.0(1a))

HX-NVME4-1600 (5.5(1a))

HX-NVMEM6-W1600
(4.5(1a)+Catalog)

HX-NVMEHW-H1600 (2.6)

HX-NVMEM4-H1600 (2.5)
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M6 PID (Min HXDP Version)M5 Expansion PID (Min HXDP
Version)

Current M4 PID (Min HXDP Version)

HX-NVME4-1600 (5.5(1a))

HX-NVMEM6-W1600 (5.0(1a))

HX-NVME4-1600 (5.5(1a))

HX-NVMEM6-W1600
(4.5(1a)+Catalog)

HX-NVMEHW-H1600 (2.6)

HX-PCI25-40010 (2.5)

HX-SD800GK3X-EP (5.0)HX-SD16T123X-EP (3.5.2e,
4.0.1b)

HX-SD16TKA3X-EP
(5.0(2a)+Catalog)

HX-SD16TK3X-EP
(4.5(1a)+Catalog)

HX-SD800GK3X-EP
(4.5(1a)+Catalog)

HX-SD800G123X-EP (4.0(2a))

HX-SD400G12TX-EP (2.6)

HX-SD800G12S4-EP (2.0)

HX-SD400G12S4-EP (2.0)

HX-NVME4-1600 (5.5(1a))

HX-NVMEG4-M1600 (5.0(2a))

HX-NVMEM6-W1600 (5.0(2b))

HX-NVMEXP-I400 (5.0(2b))

HX-NVMEXPB-I375 (5.0(1a))

HX-NVME4-1600 (5.5(1a))

HX-NVMEM6-W1600 (5.0(2b))

HX-NVMEXPB-I375 (3.5(2h), 4.0)

HX-NVMEXP-I375 (3.0)

-

Drive Function: Staging Drive

-HX-MSD-32G-

220 All NVMe

HX 5.0(2b) supports the ability to handle inter-operability of mixed cache drives on HyperFlex M5 and M6
All NVMe clusters with certain hardware configurations: Existing 375G cluster expansion with 1.6TB; New
cluster creation with two-step approach, (1) creation with minimum three 375G and (2) expansion with 1.6TB.

Note

HX 5.0(1a) supports the ability to handle inter-operability of mixed capacity drives on HyperFlex M5 and
M6 clusters with certain variance, on the following hardware configurations: 960 and 1TB (220 All NVMe
M6 only), 3.8 and 4TB (220 All NVMe M5 and M6) and 7.6 and 8TB (220 All NVMe M5 & M6).

Note
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HXAF220C-M6SN / UCSC-C220-M6NM5 Expansion PID (Min HXDP
Version)

Current M4 PID (Min HXDP Version)

Drive Function: Server PID

HXAF220C-M5SNThis configuration is not supported
on the M4 platform.

Drive Function: Boot Drive

HX-M2-240G (5.0(2a))

HX-M2-240GB,

HX-M2-960G (5.0(2a))

HX-M2-960GB

HX-M2-240G (5.0(2a))

HX-M2-240GB (4.0.1a)

HX-M2-960G (5.0(2a))

HX-M2-960GB (4.0(2a))

n/a

Drive Function: System Drive (Housekeeping)

HX-NVME4-1920 (5.0(2b))

UCS-NVMEI4-I1920 (5.0(1a))

HX-NVME2H-I1000 (5.0(2b))

HX-NVMELW-I500 (4.0)

HX-NVME2H-I1000 (4.0.1b)

n/a

Drive Function: Capacity Drive (Data)

HX-NVME2H-I1000 (5.0)HX-NVMEHW-I1000 (4.0)

HX-NVME2H-I1000 (4.0.2a)

n/a

HX-NVMEI4-I1920

HX-NVME4-1920 (5.0(2b))

HX-NVME4-3840 (5.0(2b))

HX-NVMEHW-I4000 (4.0)

HX-NVME2H-I4000 (4.0.2a)

HX-NVME4-3840 (5.0(2b))

n/a

HX-NVME2H-I4000

HX-NVMEI4-I3840

HX-NVME4-3840 (5.0(2b))

HX-NVME4-7680 (5.0(2b))

HX-NVMEHW-I8000 (4.0(2a))

HX-NVME4-7680 (5.0(2b))

n/a

HX-NVMEHW-I8000

HX-NVMEI4-I7680

HX-NVME4-7680 (5.0(2b))

HX-NVME4-1920 (5.0(2b))

-n/a

HX-NVMEM6-W15300 (5.0(2a))

HX-NVME4-15360 (5.0(2b) +
Catalog)

-n/a

Drive Function: Cache Drive (Write Log)
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HXAF220C-M6SN / UCSC-C220-M6NM5 Expansion PID (Min HXDP
Version)

Current M4 PID (Min HXDP Version)

HX-NVME4-1600 (5.5(1a))

HX-NVMEM6-W1600 (5.0(2b))

HX-NVMEXP-I400 (5.0(2b))

HX-NVMEXPB-I375 (5.0(1a))

HX-NVME4-1600 (5.5(1a))

HX-NVMEM6-W1600 (5.0(2b))

HX-NVMEXPB-I375 (4.0)

HX-NVMEXP-I375 (4.0)

n/a

Drive Function: Staging Drive

-HX-MSD-32Gn/a

240 All NVMe

HX 5.0(2b) supports the ability to handle inter-operability of mixed cache drives on HyperFlex M5 and M6
All NVMe clusters with certain hardware configurations: Existing 375G cluster expansion with 1.6TB; New
cluster creation with two-step approach, (1) creation with minimum three 375G and (2) expansion with 1.6TB.

Note

M6 PID (Min HXDP Version)M5 Expansion PID (Min HXDP
Version)

Current M4 PID (Min HXDP Version)

Drive Function: Server PID

HXAF240C-M6SN /
UCSC-C240-M6N /
UCSC-C240-M6SN

This configuration is not supported
on the M5 platform.

This configuration is not supported
on the M4 platform.

Drive Function: Boot Drive

HX-M2-240G

HX-M2-240GB

HX-M2-960G

HX-M2-960GB

n/an/a

Drive Function: System Drive (Housekeeping)

UCS-NVMEI4-I1920

HX-NVME4-1920 (5.0(2b))

HX-NVME2H-I1000 (5.0(1a))

n/an/a

Drive Function: Capacity Drive (Data)

HX-NVMEI4-I1920 (5.0(1a))

HX-NVME4-1920 (5.0(2b))

n/an/a
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M6 PID (Min HXDP Version)M5 Expansion PID (Min HXDP
Version)

Current M4 PID (Min HXDP Version)

HX-NVME4-3840 (5.0(2b))

HX-NVMEI4-I3840 (5.0(1a))

n/an/a

HX-NVME4-7680 (5.0(2b))

HX-NVMEI4-I7680 (5.0(1a))

n/an/a

HX-NVME4-15360 (5.0(2b) +
Catalog)

HX-NVMEM6-W15300 (5.0(2a))

n/an/a

Drive Function: Cache Drive (Write Log)

HX-NVME4-1600 (5.5(1a))

HX-NVMEM6-W1600 (5.0(2b))

HX-NVMEXP-I400 (5.0(2b))

HX-NVMEXPB-I375 (5.0(1a))

n/an/a

Drive Function: Staging Drive

-n/an/a
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