
    
    














    	Skip to content
	Skip to search
	Skip to footer





    














    
    
    
        	Cisco.com Worldwide
	Products and Services
	Solutions
	Support
	Learn
	Explore Cisco
	How to Buy
	Partners Home
	Partner Program
	Support
	Tools
	Find a Cisco Partner
	Meet our Partners
	Become a Cisco Partner


    

    

















    
    













   









	
        
            





















   
    	
	Home




	Support

	Product Support

	Unified Communications

	Cisco Unified Border Element

	Configuration Guides


    



        
		          Cisco Unified Border Element (Enterprise) SIP Support Configuration Guide, Cisco IOS XE Release 3S 

		
	

     
    













 
   
  
  




    
        















  
    
        
        
        
            Bias-Free Language
        

        
        

        
        
            Bias-Free Language

            The documentation set for this product strives to use bias-free language. For the purposes of this documentation set, bias-free is defined as language that does not imply discrimination based on age, disability, gender, racial identity, ethnic identity, sexual orientation, socioeconomic status, and intersectionality. Exceptions may be present in the documentation due to language that is hardcoded in the user interfaces of the product software, language used based on RFP documentation, or language that is used by a referenced third-party product. Learn more about how Cisco is using Inclusive Language.
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                  Multiple Registrars on SIP Trunks

                  
                     
                        The Support for Multiple Registrars on SIP Trunks on a Cisco Unified Border Element, on Cisco IOS SIP TDM Gateways, and on
                        a Cisco Unified Communications Manager Express feature allows configuration of multiple registrars on Session Initiation Protocol
                        (SIP) trunks, each simultaneously registered using its respective authentication instance. Beginning with Cisco IOS XE Release
                        3.1S, support for this feature is expanded to include the Cisco ASR 1000 Series Router. This feature allows a redundant registrar
                        for each of the SIP trunks, which provides SIP trunk redundancy across multiple service providers.
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                     Finding Feature Information

                     
                        
                         Your software release may not support all the features documented in this module. For
                           the latest caveats and feature information, see Bug Search
                              Tool and the release notes for your platform and software release. To find
                           information about the features documented in this module, and to see a list of the
                           releases in which each feature is supported, see the feature information table. 
                        

                        
                        Use Cisco Feature Navigator to find information about platform support and Cisco software
                           image support. To access Cisco Feature Navigator, go to https://cfnng.cisco.com/. An account on
                           Cisco.com is not required. 
                        

                        
                     
                     
                     
                        	Information About VER.150.1 MER Support in SDP Passthrough Mode
	How to Configure V.150.1 MER Support for SDP Passthrough
	Feature Information for V.150.1 MER Support for SDP Passthrough


                     
                     
                  
                  
                     Prerequisites for Multiple Registrars on SIP Trunks

                     
                        
                           Cisco Unified Border Element 

                           
                           
                           	
                                 
                                    Cisco IOS Release 15.0(1)XA or a later release must be installed and running on your Cisco Unified Border Element.
                                 

                              


                           
                        
                        
                           Cisco Unified Border Element (Enterprise) 

                           
                           
                           	
                                 
                                    Cisco IOS XE Release 3.1S or a later release must be installed and running on your Cisco ASR 1000 Series Router.
                                 

                              


                           
                        
                     
                     
                     
                     
                  
                  
                     Restrictions for Multiple Registrars on SIP Trunks

                     
                        
                           The Support for Multiple Registrars on SIP trunks feature has the following restrictions:
                        

                        	
                              
                                 Old and new forms of the registrar  command are mutually exclusive: the registrar can be configured in either primary/secondary mode or multiple registrar mode--not
                                 both.
                              

                           
	
                              
                                 Dynamic Host Configuration Protocol (DHCP) support is not available with multiple registrars (available for primary/secondary
                                 mode only).
                              

                           
	
                              
                                 Only one authentication configuration per username can be configured at any one time.
                              

                           
	
                              
                                 A maximum of six registrars can be configured at any given time.
                              

                           
	
                              
                                 A maximum of 12 different realms can be configured for each endpoint.
                              

                           
	
                              
                                 You cannot restrict the registration of specific endpoints with specific registrars--once a new registrar is configured, all
                                 endpoints will begin registering to the new registrar.
                              

                           
	
                              
                                 You cannot remove multiple configurations of credentials simultaneously--only one credential can be removed at a time.
                              

                           


                     
                     
                     
                     
                  
                  
                     Configuring Multiple Registrars on SIP Trunks Feature

                     
                         For information about the Support for Multiple Registrars on SIP Trunks feature and for detailed procedures for enabling
                           this feature, see the "Configuring Multiple Registrars on SIP Trunks" chapter of the Cisco IOS SIP Configuration Guide.
                           	 
                        

                     
                     
                     
                     
                  
                  
                     Feature Information for the Multiple Registrars on SIP Trunks Feature

                     
                        
                           			
                           The following table provides release information about the feature or features described in this module. This table lists
                              only the software release that introduced support for a given feature in a given software release train. Unless noted otherwise,
                              subsequent releases of that software release train also support that feature. 
                           
 Use Cisco Feature Navigator to find information about platform support and Cisco software image support. To access Cisco
                           Feature Navigator, go to www.cisco.com/go/cfn. An account on Cisco.com is not required. 
                        
                         
                           		
                            Feature History Table entry for the Cisco Unified Border Element.
                              		
                           
 
                           		
                           Table 1. Feature Information for the Multiple Registrars on SIP Trunks Feature 	 
                                       				  
                                        Feature Name
                                          				  
                                       
 
                                       				
                                    	 
                                       				  
                                        Releases
                                          				  
                                       
 
                                       				
                                    	 
                                       				  
                                        Feature Information
                                          				  
                                       
 
                                       				
                                    
	 
                                       				  
                                        Multiple Registrars on SIP Trunks
                                          				  
                                       
 
                                       				
                                    	 
                                       				  
                                        15.0(1)XA 15.1(1)T
                                          				  
                                       
 
                                       				
                                    	 
                                       				  
                                        This feature provides support for multiple registrars on SIP trunks on Cisco IOS SIP TDM gateways, Cisco Unified CME, and
                                          Cisco UBEs. This feature allows for a redundant registrar for each SIP trunk and enables registrar redundancy across multiple
                                          service providers.
                                          				  
                                       
 
                                       				  
                                        This feature includes the following new or modified commands: 
                                          					 credentials , 
                                          					 localhost , 
                                          					 registrar , 
                                          					 voice-class 
                                             						sip 
                                             						localhost .
                                          				  
                                       
 
                                       				
                                    

 
                           		
                            Feature History Table entry for the Cisco Unified Border Element (Enterprise) . 
                              		
                           
 
                           		
                           Table 2. Feature Information for the Multiple Registrars on SIP Trunks Feature 	 
                                       				  
                                        Feature Name
                                          				  
                                       
 
                                       				
                                    	 
                                       				  
                                        Releases
                                          				  
                                       
 
                                       				
                                    	 
                                       				  
                                        Feature Information
                                          				  
                                       
 
                                       				
                                    
	 
                                       				  
                                        Multiple Registrars on SIP Trunks
                                          				  
                                       
 
                                       				
                                    	 
                                       				  
                                        Cisco IOS XE Release 3.1S
                                          				  
                                       
 
                                       				
                                    	 
                                       				  
                                        This feature provides support for multiple registrars on SIP trunks on Cisco IOS SIP TDM gateways, Cisco Unified CME, and
                                          Cisco UBEs. This feature allows for a redundant registrar for each SIP trunk and enables registrar redundancy across multiple
                                          service providers.
                                          				  
                                       
 
                                       				  
                                        This feature includes the following new or modified commands: 
                                          					 credentials , 
                                          					 localhost , 
                                          					 registrar , 
                                          					 voice-class 
                                             						sip 
                                             						localhost .
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