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Overview

This guide describes the Cisco Broadband Troubleshooter Release 3.5 (CBT 3.5) network management
tool, supporting Cisco universal broadband routers and Cisco Cable Modem Termination System
(CMTS) headend deployments. This user guide provides a description of CBT 3.5 features,
enhancements, configurations, and troubleshooting. This document does not describe CBT rel eases prior

to CBT 3.5. This Preface provides an overview of this guide with the following sections:
» Document Revision History, page vii
» Audience, page vii
» Related Documentation, page viii
« Obtaining Documentation and Submitting a Service Request, page ix

Document Revision History

The Document Revision History table below records technical changes to this document.

Document Revision Date Change summary
OL-24984-01 May 2012 New document published to describe CBT 3.5.

Audience

This guide isintended for system and network administrators who must configure the router for
operation and monitor its performance in the network.

This guide may also be useful for application devel opers who are devel oping management applications
for the router.

Cisco Broadband Troubleshooter Release 3.5 User Guide
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Related Documentation

In addition to this document, the following documents and resources provide additional information
related to CBT 3.5.

« Release Notes for Cisco Broadband Troubleshooter Release 3.5

http://www.cisco.com/en/US/docs/net_mgmt/cisco_broadband_troubleshooter/3.5/rel ease/notes/C
BT35Rel easeNotes.html

« Cisco CBT 3.5 Online Help—available with licensed installation of CBT 3.5
The following documents describe the Cisco 10S releases and routers supported by CBT 3.5:
» Cisco uBR10012 Universal Broadband Router Release Notes
http://www.cisco.com/en/US/products/hw/cable/ps2209/prod_release notes list.html
» Cisco UBR7200 Series Universal Broadband Routers Release Notes
http://www.cisco.com/en/US/products/hw/cable/ps2217/prod_release notes list.html
The following documents describe Cisco uBR-MC3GX60V line card:
» Cisco uBR-MC3GX60V Cable Interface Line Card Hardware Installation Guide

http://www.cisco.com/en/US/docs/interfaces modul es/cable/broadband_processing_engines/ubr_
mc3gx60v/installation/guides/b_3g60_|chig.html

*  Quick Start Guide: Installing Cisco uBR-MC3GX60V Cable Interface Line Cards

http://www.cisco.com/en/US/docs/interfaces modul es/cable/broadband_processing_engines/ubr_
mc3gx60v/quick/start/b_LC_QSG.html

» Cabling Cisco uBR 3x10 RF Switches to Cisco uBR-MC3GX60V Cable Interface Line Cardsin a
Cisco uBR10012 CMTS Router - Quick Start Guide

http://www.cisco.com/en/US/docs/interfaces modul es/cable/broadband_processing_engines/ubr_
mc3gx60v/quick/start/3G60_cabling_gsg.html

To locate and download MIBs for selected platforms, Cisco 10S releases, and feature sets, use
Cisco MIB Locator found at the following URL.:

http://www.cisco.com/go/mibs

Refer also to Cisco CMTS Universal Broadband Router MIB Specifications Guide 12.2SC
document:

http://www.cisco.com/en/US/docs/cable/cmts/mib/12_2sc/reference/guide/ubrmibvs.html

Cisco Broadband Troubleshooter Release 3.5 User Guide
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Obtaining Documentation and Submitting a Service Request

For information on obtaining documentation, submitting a service request, and gathering additional
information, see the monthly What's New in Cisco Product Documentation, which also lists all new and
revised Cisco technical documentation, at:

http://www.cisco.com/en/US/docs/general /whatsnew/whatsnew.html

Subscribe to the What's New in Cisco Product Documentation as a Really Simple Syndication (RSS) feed
and set content to be delivered directly to your desktop using areader application. The RSS feeds are a free
service and Cisco currently supports RSS Version 2.0.

Cisco Broadband Troubleshooter Release 3.5 User Guide
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Product Overview

Multiple service operators (M SOs) and cable companies provide subscribers with a variety of cable
services such as TV, video-on-demand, data, and voice telephony.

Cisco Broadband Troubleshooter (CBT) Release 3.5 is a troubleshooting tool designed for network
administrators and RF technicians to monitor and resolve RF problems at the M SO cable plant.

This document describes configuration and operation procedures for CBT 3.5 with updates to cover
newly supported operating systems, feature functions, MIB interoperability, and GUI enhancements.

For itemized information and features introduced in CBT 3.5, refer to the Release Notes for Cisco
Broadband Troubleshooter Release 3.5.

CBT 3.5 provides the following general functionality:

« Provides summary statistics for each upstream port attached to a Cisco cable modem termination
system (CMTS).

» Analyzes data captured from a Cisco CMTS and sorts problem modems into the following
categories:

— Provisioning problems

— Reverse path noise problems

— Reverse path attenuation problems

— Packet corruption problems, showing the cyclic redundancy check (CRC) error value
» Shows the number of flapping modems and provides summary statistics on each one.
» Provides the following Subscriber Traffic Management (STM) tools:

— Real-time display of STM 1.0 violators

— Historical display of STM 1.0 violators along with the enforce-rules violated

— Search for violators based on MAC address

« Provides the following spectrum management tools so you can analyze data without using a
spectrum analyzer:

— Trace Window

— Spectrogram

— Carrier-to-noise ratio (CNR) Analysis

— CNR Trending

— Scheduling and threshold based data polling

— Generic trending that gets MIB variable data from the Cisco CMTS

Cisco Broadband Troubleshooter Release 3.5 User Guide
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» Locates the cable modem of a subscriber with wildcard searches for any of the following identifiers:
— MAC address
— Phone number
— Account ID
— Name
— Street address
— Zip code

» Shows detailed information for a cable modem in a real-time status report, with information from
the following sources:

— CiscoCMTS
— Cable modem itself
— Subscriber database of the MSO

» Provides several, flexible external interface options to integrate provisioning and subscriber
information.

» Provides support for Cisco uBR-MC3GX60V cable interface line card.

CBT 3.5 can beinstalled on a server running Windows 7, Red Hat Enterprise Linux 5 Server (64 bit and
32 bit), or Sybase 10.0.1 for Windows and Solaris versions.

System Requirements

This section lists the system requirements for:
» Each supported operating system (OS):
— Server
— Client
» The number of Cisco CMTS headend systems supported with CBT 3.5
» Cisco uBR7200 series and Cisco uBR10012 series universal broadband routers
CBT 3.5 supports the following OS platforms:
» Sun Fire V440 (for 500 CMTS support) with Solaris 10
« Sun Fire V240, V210 and V100 with Solaris 10
*  Windows Box (Windows 7, Windows 2K, Windows XP, or Windows Vista Ultimate)

«  Windows XP Workstation with Linux Enterprise Edition or Red Hat Enterprise Linux Server
release 5

This section provides additional system-level information in these topics:
» Windows Systems, page 1-3
» Linux Operating System, page 1-3
»  UNIX Server Systems with Solaris, page 1-3
*  UNIX Server Systems with Linux, page 1-3
» PC Server Systems for Windows, page 1-4
« UNIX Client Machine with Solaris, page 1-4

Cisco Broadband Troubleshooter Release 3.5 User Guide
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« UNIX Client Machine with Linux, page 1-4
« PC Client Machine with Windows, page 1-4
» Minimum Cisco Universal Broadband Router and Cisco |OS Requirements, page 1-4

Windows Systems

Windows systems supported include Windows 7, Windows Vista Ultimate, Windows 2000,
Windows X P, and Windows XP Workstation with Linux Enterprise Edition.

Linux Operating System

Linux systems supported include Linux Red Hat Enterprise Linux 5 Server. We recommend upgrading
from prior Linux versions. You must use Sybasel0 on the Linux operating system.

UNIX Server Systemswith Solaris

The following environment supports 10 Cisco CM TS headend systems:
»  UNIX Server Sun Fire Systems with Solaris 10
» Sun Fire V100 server: small
« UltraSPARC-11i processor: one at 550 MHz
« Memory: 256 MB (one 256-MB DIMM)
» 7200 RPM IDE disk drive: one at 80 GB
The following environment supports 50 or 100 Cisco CM TS headend systems:
» Sun Fire V210 server: Medium
« UltraSPARC Illi Cu processor: two at 1.34 GHz
« Layer 2 cache per processor: 1 MB
« Memory: 2 GB (four 512-MB DIMMYS)
» 10000 RPM Ultra3 SCSI LVD disk drive: two at 73 GB
The following environment supports 500 Cisco CM TS headend systems:
» Sun Fire V440 server: Small
« UltraSPARC Illi Processor: two at 1.593 GHz
« Internal cache per processor: 1 MB
« Memory: 4 GB (eight 12-MB DIMMYS)
» 10000 RPM Ultra320 SCSI disk drive: four at 73 GB

UNIX Server Systemswith Linux

The following environment supports 10, 50, or 100 Cisco CM TS headend systems:
« Red Hat Enterprise Edition 5 workstation

Cisco Broadband Troubleshooter Release 3.5 User Guide
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« Pentium 4, 3.2 gigahertz (GHz) processor or higher
- 1GB DRAM
» 20 GB disk space

PC Server Systemsfor Windows

The following environment supports 10, 50, or 100 Cisco CM TS headend systems:
»  Windows 7, Windows Vista, Windows 2000, or Windows X P workstation
« Pentium 4, 3.2 gigahertz (GHZz) or higher processor
- 1GBRAM
» 20 GB disk space

UNI X Client Machinewith Solaris

The following client system supports CBT 3.5 on Solaris:
« Sun Fire V100 server: Small
« UltraSPARC-11i processor: one at 550 MHz
« Memory: 256 MB (one 256-MB DIMM)

UNI X Client Machinewith Linux

The following client system supports CBT 3.5 with Linux:
« Pentium 4, 3.2 gigahertz (GHZz) or higher processor
- 1GBRAM
* RedHat10o0r9

PC Client Machinewith Windows

The following client system supports CBT 3.5 with Windows:
»  Windows 7, Windows Vista, Windows 2000, or Windows XP workstation
« 1GBRAM
« Pentium 4, at 3.2 GHz or higher

Minimum Cisco Univer sal Broadband Router and Cisco 1O0S
Requirements

You can use CBT 3.5 with the following universal broadband routers (UBRS):
« Cisco uBR7200 series universal broadband router
» Cisco uBR10012 universal broadband router

Cisco Broadband Troubleshooter Release 3.5 User Guide
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On these routers, CBT 3.5 supports the following Cisco 10S releases:
Cisco |10S Release 12.2(33)SCC and later releases
Cisco 10S Release 12.2(33)SCD and later releases
Cisco |0S Release 12.2(33)SCE and later releases

.

Cisco |0S Release 12.2(33)SCF

Enabling SNMP on Routers

System Requirements Il

CBT retrievesthe Cisco | OS rel ease number, router name, and router type using SNMP. You must enable

SNMP on the routers using the following commands;

Router# configure terminal

Router (config) # snmp-server community public RO
Router (config)# snmp-server community private RW

Using SNMP MIBsin Cisco CBT 3.5

Following are the SNMP MIBsin CBT 3.5:

.

.

CISCO-DVB-CABLE-SPECTRUM-MIB
CISCO-DVB-EXT-MIB
CISCO-TC

CLAB-DEF-MIB
CLAB-TOPO-MIB
DOCS-IETF-BPI2-MIB
DVB-CABLE-INA-DEVICE-MIB
DVB-CABLE-INA-IF-MIB
SNMP-TARGET-MIB
DOCS-IF3-MIB

RFC1213-MIB

IANAifType-MIB

IF-MIB

SNMPv2-MIB

SNMPv2-TC

CISCO-SMI
OLD-CISCO-CHASSIS-MIB
CISCO-PRODUCTS-MIB
DOCS-IF-MIB
DOCS-IF-EXT-MIB
CISCO-CABLE-SPECTRUM-MIB
CISCO-DOCS-EXT-MIB
CISCO-PING-MIB

| oL-24984-01
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 INET-ADDRESS-MIB
« SNMP-FRAMEWORK-MIB

DOCS-CABLE-DEVICE-MIB
CISCO-PROCESS-MIB
DOCS-QOS-MIB

ENTITY-MIB
CISCO-CABLE-QOS-MONITOR-MIB
CISCO-DOCS-REMOTE-QUERY-MIB

When extracting the downloaded CBT 3.5 file, these M1Bs are placed by default in the following path:

<CBT Install Directory>/httpServer/webapps/ROOT/WEB-INF/mibs

@e Not all the tables contained in these MIBs are used with CBT 3.5.

All read and create objects in the ccsSpectrumRequest Table and ccsSNRRequestTable can be set with
spectrum management toolsin CBT 3.5. These objects require a WRITE community string:

» ccsSpectrumRequestTable

ccsSpectrumRequest| flndex
ccsSpectrumRequestM acAddr
ccsSpectrumRequestL owFreq
ccsSpectrumRequestUpperFreq
ccsSpectrumRequestResol ution
ccsSpectrumRequestOperation
ccsSpectrumRequestStatus

» ccsSNRRequestTable

N

ccsSNRRequestMacAddr
ccsSNRRequestOperation
ccsSNRRequest Status

Note The docslf3CmtsCmRegStatusTcsld MIB object is not supported on the Cisco uBR-E-28U line card on
the Cisco uBR7225 Series Router.

For additional MIBs information for the Cisco CMTS, refer to the following resources on Cisco.com:
» Cisco CMTSUniversal Broadband Router MIB Specifications Guide 12.2SC
http://www.cisco.com/en/US/docs/cable/cmts/mib/12_2sc/reference/guide/ubrmibv5.html
+  SNMP Object Navigator

http://www.cisco.com/pcgi-bin/Support/Mibbrowser/unity.pl

] Cisco Broadband Troubleshooter Release 3.5 User Guide
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CHAPTER 2

Downloading and Installing
Cisco Broadband Troubleshooter

This chapter describes how to download and install CBT 3.5 on a system with the Linux, Solaris, or
Windows operating system.

» Using TCP Ports for CBT 3.5 Upgrade and Operation, page 2-1
« Downloading and Installing CBT 3.5, page 2-2

« Starting CBT 3.5, page 2-4

« Uninstalling CBT 3.5, page 2-6

Using TCP Portsfor CBT 3.5 Upgrade and Operation

N

Note

~

Note

Cisco implements a default TCP port of 8105 on the licensing server for CBT 3.5. This prevents port
conflict with other applications.

If you require a TCP port other than the default of 8105, then set the TCP port after installation of
CBT 3.5, but prior tolicensing. Refer to Step 5 bel ow. We recommend ports other than 8005, 8080, 9080,
9443, and 9082, as these are used for tomcat and other applications.

The following are the default ports used by CBT 3.5:
» Port 8105: Java Virtual Machine (JVM) server port
« Port 9080: Non-SSL HTTP port
e Port 9443: SSL HTTP port
« Port 9082: Apache JServ Protocol (AJP) 1.3 Connector
« Port 2640: For Sybase database connectivity
« Port 8020: For Poller operation

These default ports should not be blocked by Access Control List (ACL), Firewall, and so on for security.

CBT 3.5 usesthe following port ranges for spectrum operations. Spectrum events such as Trace Window,
Spectrogram, CNR Trending, and Generic Query use a specified range of port numbers for operation.

» For both Trace Window events and Spectrogram events, port numbers range from 2100 to 2500.

| oL-24984-01
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» For Spectrum tools, such as CNR Trending, port numbers range from 3100 to 3500.
» For Diagnostic tools, such as Generic Query, port numbers range from 5100 to 5500.

The usage of these spectrum port numbersisin increments of 1, that is, the first trace Window
launched obtains port number 2100, the next Trace Window obtains port 2101, the next Spectrogram
window is port 2102, and so forth till port 2500.

Downloading and Installing CBT 3.5

Sep1l Download CBT 3.5 software for the desired platform from Cisco.com to your local directory
<CBT3.5_DOWNLOAD_DIR>.

« Cisco.com
(http://www.cisco.com/cisco/software/type.html ?mdfid=268439486& fl owid=5016& softwarei d=28
1104848)

» Thefollowing platform files and release notes are available;

— Thereisasinglefile for the Solaris platform—CBT35-Solaris.tar.gz
Thereisasinglefile for the Linux platform—CBT 35-Linux.tar.gz
Platform files for the Windows platform—CBT 35-Win.exe
CBT 3.5 Release Notes—CBT 35ReleaseNotes.pdf

Sep 2  Extract the software. For Solaris and Linux, use the commands below. For Windows 7, Windows 2000
and Windows XP, skip to Step 3.

« Solaris:
a cd <CBT3.5 DOWNLOAD DIR>
b. gunzip CBT35-Solaris.tar.gz
c. tar xvf CBT35-Solaris.tar

e Linux:
a. cd <CBT3.5 DOWNLOAD_DIR>
b. gunzip CBT35-Linux.tar.gz
c. tar xvf CBT35-Linux.tar

Sep 3  If thereisaprevious CBT installation (CBT 2.x, CBT 3.0, CBT 3.2, CBT 3.3, or CBT 3.4), uninstall it
using the following procedures; otherwise, skip to Step 4.

» Solaris: cd <CBT3.x_DOWNLOAD_DIR> ./uninstall

« Linux: cd <CBT3.x DOWNLOAD_DIR> ./uninstall

«  Windows:
— In Windows Explorer, double-click CBT3x-Win.exe in <CBT3.x_DOWNLOAD_DIR>.
— Remove the existing CBT installation.

Sep4  Install CBT 3.5.

» Solaris: cd <CBT3.5 DOWNLOAD_DIR> ./install

» Linux: cd <CBT3.5_ DOWNLOAD_DIR> ./install

«  Windows:
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— From Windows Explorer, double-click CBT 35-Win.exein <CBT3.5 DOWNLOAD_DIR>.
— Select the default answers to the installation questions.

S,
Note A demonstration version of CBT 3.5 isnow running (alicenseis not included in the Cisco.com
download). To make the software fully functional, obtain alicense for CBT 3.5 from Cisco

Systems. See Step 5.

Sep5  Purchased copies of CBT no longer include a software CD, but include alicense certificate with a PAK
key. This PAK key generates the necessary license file from the following websites, and the software is
downloaded from Cisco.com.

» Usethissiteif you are aregistered user of Cisco.com;
www.cisco.com/go/license

» Usethissiteif you are not aregistered user of Cisco.com:
www.cisco.com/go/license/public

Demonstration copies can be obtained either from the Internet, or as an ordered accessory for an
universal broadband router product:

« The copy available from the Internet uses a registration page where the PAK key is e-mailed to you.

» The copies supplied with the universal broadband router product include a demo license certificate
with a PAK key.

Sep 6  Save the license file generated using the PAK key to your system with the name License.

Sep7  Usethe following commands or click sequences to copy the license to the license directory and restart
CBT 3.5.

« Solaris:
1. cp License/opt/CSCOcbt/httpServer/webapps/ROOT/WEB-INF/classes/lic
2. /opt/CSCOcbt/bin/stop_app
3. /opt/CSCOcht/bin/start_app

« Linux:
1. cp License/opt/CSCOcbt/httpServer/webapps/ROOT/WEB-INF/classes/lic
2. /opt/CSCOcbt/bin/stop_app
3. /opt/CSCOcbt/bin/start_app

«  Windows:

1. copy License
<CBT3.5_INSTALLATION_DIR>\httpServer\webapps\ROOT\WEB-INF\classes\lic>

2. Click Start > Programs > Cisco Broadband Troubleshooter > Stop Troubleshooter
3. Click Start > Programs > Cisco Broadband Troubleshooter > Start Troubleshooter
N

Note When the CBT 3.5 licenseisinstalled and is active, additional changesto the license are not
supported. License changes disable an otherwise valid license.
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Figure2-1 CBT Log In Window
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Starting CBT 3.5

This section describes how to start CBT 3.5 on each supported platform.
» Starting CiscoView on Solaris, page 2-4
« Starting CBT on Windows, page 2-5
« Starting CBT on Linux, page 2-6

Starting CiscoView on Solaris
N

Note  The Solarisinstallation package for CBT 3.5 includes the CiscoView installation package.

Sepl Loginasroot.
Sep2  (Optional) If you are not running Solaris Volume Manager as root, you must manually mount the CD:
« If amount point does not exist, create one by making a new /cdrom directory.

« Enter the following command, where CD-ROM device is the name of your CD-ROM:
mount CD-ROM device /cdrom

Note  If you are running Solaris Volume Manager, the CD-ROM automatically mounts on the /cdrom/cdromO
directory.

Cisco Broadband Troubleshooter Release 3.5 User Guide
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To change to the CiscoView Solaris directory and install CiscoView, enter:

cd /cdrom/cdrom0/solaris/cv
./setup.sh

The CBT server is now running.

(Optional) If you are not running Solaris Volume Manager, make sure that no other application is using
/cdrom as the current directory so that you can unmount the CD by entering:

umount /cdrom

If you are running Solaris Volume Manager, the CD-ROM automatically unmounts.

To gject the CD, enter:

eject

To start CBT by using a command line, enter:

~ /opt/CSCOcbt/bin
./start_app

or

To access CBT using a browser, open the browser and enter:

http://CBT server IP address:9080/

In the URL, CBT server IP addressis the server on which you installed CBT.

In the Log In window (see Figure 2-1), enter your username and password.
(Optional) To stop CBT manually, enter:

~/opt/CSCOcbt/bin
./stop_app

Starting CBT on Windows

Sepl To start CBT, choose:
Start > Programs > Cisco Broadband Troubleshooter > Start Troubleshooter
Sep2  To access CBT, open the browser and enter:
http://CBT server IP address:9080/
S
Note Inthe URL, CBT server IP addressis the server on which you installed CBT.
Sep 3  IntheLog Inwindow (see Figure 2-1), enter your username and password.
Sep 4  (Optional) To stop CBT manually, choose:
Cisco Broadband Troubleshooter Release 3.5 User Guide
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Sart > Programs > Cisco Broadband Troubleshooter > Stop Troubleshooter

Starting CBT on Linux

Sepl Loginasroot.
Sep2 Togotothe CBT Linux directory, enter:

cd /mnt/cdrom/linux

Sep3  To start the installation program, enter:

./install

The CBT server is now running.
Sep 4  To start CBT by using a command line, enter:

~ /opt/CSCOcbt/bin
./start_app

or

To access CBT using a browser, open the browser and enter:

http://CBT server IP address:9080/

Note Inthe URL, CBT server |P address isthe server on which you installed CBT.

Sep5 IntheLog In window (see Figure 2-1), enter your username and password.
Sep 6  (Optional) To stop CBT manually, enter:

~/opt/CSCOcbt /bin
./stop_app

Uningtalling CBT 3.5

This section provides instructions to uninstall CBT 3.5 on each supported platform.
» Uninstalling CBT on Solaris, page 2-6
» Uninstalling CBT on Windows, page 2-7
» Uninstalling CBT on Linux, page 2-7

Uninstalling CBT on Solaris

Sepl Loginasroot.
Sep 2  Insert the CBT 3.5 CD-ROM for Solaris into the CD-ROM drive.
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Sep 4
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To change to the CBT Solaris directory, enter:

cd/cdrom/cdrom0/solaris/cbt

To uninstall CBT, enter:

./uninstall

If thereis aprevious CBT installation (CBT 2.x, CBT 3.0, CBT 3.2, CBT 3.3, or CBT 3.4), uninstall it
using the following step:

» cd <CBT3.x_DOWNLOAD_DIR> ./uninstall

Uninstalling CBT on Windows

Sep 1

Sep 2
Sep 3

Choose:

Sart > Settings > Control Panel > Add/Remove Programs
Select Cisco Broadband Troubleshooter.

Click Remove.

If thereisaprevious CBT installation (CBT 2.x, CBT 3.0, CBT 3.2, CBT 3.3, or CBT 3.4), uninstall it
using the following steps.

« From Windows Explorer, double-click CBT3x-Win.exe in <CBT3.x_DOWNLOAD_DIR>.
» Choose Remove to remove all installed components of the existing CBT installation.

Uninstalling CBT on Linux

Sepl Loginasroot.
Step2  Insert the CBT 3.5 CD-ROM into the CD-ROM drive.
Step3  To mount the CD, enter:
/bin/mount /mnt/cdrom
Sep 4  To changeto the CBT Linux directory, enter:
cd /mnt/cdrom/linux
Sep5  Touninstall CBT, enter:
./uninstall
If thereisaprevious CBT installation (CBT 2.x, CBT 3.0, CBT 3.2, CBT 3.3, or CBT 3.4), uninstall it
using the following step:
« cd <CBT3.x DOWNLOAD_DIR> ./uninstall
Cisco Broadband Troubleshooter Release 3.5 User Guide
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Configuring the
Cisco Broadband Troubleshooter

The following configuration procedures are required for using
Cisco Broadband Troubleshooter Release 3.5:

« Configuring the Cisco CMTS to Use CBT Spectrum Management Tools, page 3-1
« Configuring the Java Runtime Environment, page 3-2
The following configuration procedures are optional for CBT 3.5:
» Configuring CiscoView (Optional), page 3-2
» Using Subscriber Traffic Management with CBT 3.5 (Optional), page 3-3

Configuring the Cisco CMTSto Use CBT Spectrum
M anagement Tools

The Cisco Broadband Troubleshooter Release 3.5 provides the spectrum management functionality,
which is generated by the digital signal processor (DSP) in the Cisco uBR-MC16S, uBR-MC16U,
UBR-MC16X, uBR-MC28U, uBR-MC28X, uBR10-M C5X20S/U/H, UBR-MC20X 20V, uBR-MC88V,
and uBR-MC3GX60V line cards on the Cisco CMTS.

Before using the spectrum management featuresin Cisco Broadband Troubleshooter, you must complete
spectrum management configuration tasks on the Cisco CMTS. These configurations are outside the
scope of Cisco Broadband Troubleshooter.

For more information, refer to the following document on Cisco.com:
»  Spectrum Management and Advanced Spectrum Management for the Cisco CMTS
http://www.cisco.com/en/US/docs/ios/cable/configuration/guide/cmts_spctrm_mgt.html

| oL-24984-01

Cisco Broadband Troubleshooter Release 3.5 User Guide B


http://www.cisco.com/en/US/docs/ios/cable/configuration/guide/cmts_spctrm_mgt.html

Chapter 3 Configuring the Cisco Broadband Troubleshooter |

M Configuring the Java Runtime Environment

Configuring the Java Runtime Environment

This section describes Java Runtime Environment (JRE) requirements and procedures for JRE 5.0.

JRE 5 OS-Level Requirements

CBT 3.5 supports the latest JRE 5.0 platform. However, the network administrator must ensure that all
OS-level patches are installed to avoid system problems with CBT 3.5. This section describes patch
requirements according to platform.

The Sun JRE 5.0 is a plug-in that must be installed in the client browser. Cisco Broadband
Troubleshooter detectsif JRE 5.0 isinstalled in the browser. This section provides directions to install
JRE 5.0 in the browsers supported by each platform.

Installing JRE 5.0 on the Windows, Solaris, and Linux Platforms

Sep 1

Sep 2
Sep 3
Sep 4

If JRE 5.0 is not installed on the Windows, Solaris, or Linux platforms, refer to
http://www.oracle.com/technetwork/javaljavase/downl oads/index-jdk5-jsp-142662.html.

To install JRE 5.0:

Based on your system requirement, download the appropriate JRE software from
http://www.oracle.com/technetwork/javaljavase/install-138789.html.

Follow the instructions provided to install JRE 5.0 on your platform.
Close browser.

Reopen browser.

Configuring CiscoView (Optional)

Sep 1

CiscoView isaweb-based device management application that provides dynamic status, monitoring, and
configuration information for arange of Cisco internetworking products. CiscoView displays a physical
view of a device chassis, with color-coding of modules and ports for at-a-glance status, and has two
levels of capabilities:

« Monitoring capabilities—Displays performance and other statistics

« Configuration capabilities—Allows comprehensive changes to devices, if you have security
privileges

For product information, refer to the following document on Cisco.com:
http://www.cisco.com/en/US/products/sw/cscowork/ps4565/index.html
You can launch CiscoView 5.x from CBT to monitor a device and get real-time information on it.

To configure and launch CiscoView from CBT:

Toidentify the CiscoView server so that CBT can launch the application, from the Configur ation menu,
choose CiscoView Server.
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Sep 2

Sep 3

~

Note

Using Subscriber Traffic Management with CBT 3.5 (Optional) W

To identify the device that you want to monitor with CiscoView, from the Hotline Tools menu, choose
CiscoView.

For a complete description of each field in the CiscoView dialog boxes, click Help.

The Solaris installation package for CBT 3.5 includes the CiscoView installation package.

Using Subscriber Traffic Management with CBT 3.5

(Optional)

To use the Subscriber Traffic Management (STM) feature of CBT 3.5, the cable qos enforce-rule
command on the Cisco CMTS must be used with a QoS profile that is not created by the cable modem.
Any in-use QoS profile, such as one created by a cable modem, can be turned into a management profile.

N
Note STM is supported on the Cisco uBR-MC16S, uBR-MC16U, uBR-MC16X, uBR-MC28U,

uBR-MC28X, uBR10-MC5X20S/U/H, UBR-MC20X 20V, uBR-M C88V, and uBR-M C3GX 60V
line cards with CBT 3.5. STM datais enabled with CBT 3.5.

To create a management profile:

Command Purpose
Sep 1 |Router# show cable modem Finds the registered profiles on the Cisco CMTS. Finds a
registered current registered profile that has the features you need.
Sep 2 |Router# configure terminal Enters global configuration mode.
Sep 3 |Router (config)# cableqosprofile |Entersthe QoS profile number of the registered profile
n that has the features you need.
Sep 4 |Router (config)# exit Exits global configuration mode.

Reviewing the CBT Task Menu

This section describes the following components of the CBT Task Menu:
« User Guide, page 3-4
« Configuration, page 3-5
» Diagnostics, page 3-5
» Hotline Tools, page 3-5
« Spectrum Tools, page 3-5
« STM Tools, page 3-6
« Utilities, page 3-6
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e User Log Out, page 3-6
After you log on to CBT, the Task menu appears. See Figure 3-1:

Figure 3-1 CBT Task Menu
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Above the menu, your user type is displayed. For more information on user types, see “User Typesin
CBT"” section on page 3-7.

All tasksin CBT are divided into the following menus:
« User Guide
« Configuration
» Diagnostics
» Hotline Tools
» Spectrum Tools
« STM Tools
« Utilities
e User Log Out
The following sections describe the tasks within each menu.

User Guide

The User Guide menu links to the Cisco Broadband Troubleshooter Release 3.5 User Guide.
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Configuration

The Configuration menu contains the following tasks:
« User List—Specify who can access the application and the level of access permissions.
« CMTS List—Specify the routers you want to manage by entering the information manually.

« CMTS Group—Organize CMTSs into groups, so that you can manage several CMTSs as asingle
unit.

» Scheduler—Schedule a time to capture data from one or more Cisco CMTSs:
— Flap List—Set up the flap list configuration parameters.
— Spectrum Data—Schedule time to capture spectrum data for the selected Cisco CMTS.
— STM Data—Schedule time to capture STM data for the selected Cisco CMTS.
« Flap List Parameter s—Specify configuration parameters for the flap list.
» CiscoView Server—Ildentify the CiscoView server so that you can launch CiscoView from CBT.
- Message L og—Filter errors and informational messages that the server logs.
+  System—Modify system-level parameters that are saved to the CONFIGS.INI file.
« External Interface—Specify how and where to access subscriber and provisioning information.

» Poller—Schedule the polling frequency to procure provisioning information from the Cisco
CMTSs.

Diagnostics

The Diagnostics menu contains the following tasks:
« Flap List Analysis—Analyze the results of data captured for the selected Cisco CMTSs.
« CableMonitor Tool—Summarize information of Cisco cable modems.
* Generic Query—~Poll the Cisco CMTS for individual MIB variables.

Hotline Tools

The Hotline Tools menu contains the following tasks:
» Locate Modem—Summarize information on one or more cable modems.
+ Modem Status—Generate a real-time status report for a cable modem.
e CMTS Dashboard—Procure detailed information on one or more Cisco CMTSs.
» Ping Test—View if a device has connectivity.
» CiscoView—Identify the device that you want to monitor with CiscoView.

Spectrum Tools

The Spectrum Tools menu contains the following tasks:
« Trace Window—NMonitor the power and noise levels for a selected cable modem or upstream port.

Cisco Broadband Troubleshooter Release 3.5 User Guide
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« Spectrogram—Monitor the power and noise levels over time for a selected cable modem or
upstream port.

+ CNR Analysis—Retrieve Carrier-to-Noise Ratio (CNR) for selected modems or upstream ports.
« CNR Trending—Retrieve CNR trending data for selected modems or upstream ports.
« Data Playback

— Trace Window—Play back a saved Trace window.

— CNR Analysis—Play back a saved CNR analysis.

— CNR Trending—View the saved trending data and to monitor the CNR in the CNR trending
chart.

« Polling Status
— Real Time—Procure alist of each spectrum analysis that isin process on a client machine.
— Scheduled—View the details of the scheduled spectrum polling events.

STM Tools

The Subscriber Traffic Management Tools menu contains the following tasks:
» Enforce Rules—View the STM enforce rules on a Cisco CMTS.
« All Violators—View the STM violator modems connected to a Cisco CMTS.
« All Violators Real Time—View the STM violator modems connected to a Cisco CMTS.
» Locate Violator—Find violator modems connected to a Cisco CMTS.

Utilities
The Utilities menu contains the following tasks:

* Import

— CMTSList—Import an ASCII text file of subscriber data, such as name and phone number,
into CBT.

— Subscriber Data—Import an ASCI| text file of all the managed Cisco CMTSsinto CBT, so that
you do not have to enter each Cisco CMTS manually.

» Purge Saved Data
— Flap List—Remove a saved Flap List Analysis from the database.
— Spectrum Data—Remove a saved Trace Window or CNR analysis from the database.
— STM Data—Remove previously saved spectrum data from the database.

» Message Log—View error and information messages that the server logs by using filters to show
the level of detail you want.

User Log Out

The User Log Out menu logs you out of the Cisco Broadband Troubleshooter.
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User Typesin CBT

The number of tasks you see in the CBT menu varies according to the type of user you are. There are
two user typesin CBT, each with access to different tasks:

« ADMIN—The administrator has access to all tasks in each menu.
» RFTECH—The RF technician has access to a subset of tasksin the following menus:;

— Configuration menu—Can access the Flap List, Spectrum Data, STM Data tasks under the
Scheduler menu.

— Utilities menu—Can access the Pur ge Saved Data and M essage L og tasks only. Figure 3-3
shows the Utilities menu for each user type.

In each other menu, the RFTECH user has access to all tasks.

Figure3-2 Configuration Menusfor ADMIN and RFTECH Users
Cisco Broadband Cisco Broadband
Troubleshooter Troubleshooter
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User List Echeduler -
Diag Diag
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Figure3-3 Utilities Menus for ADMIN and RFTECH Users

Cisco Broadband Cisco Broadband

Troubleshooter Troubleshooter

{ADMTN User) (RFTECH User)

User Guide User Guide

Configuration - Configuration >

Diagnostics " Diagnostics -

Hotline Tools " Hotline Tools

Spectrum Tools " Spectrum Tools E

STM Tools " STHM Tools -

Elmmrt - HPurge Saved Data -

User User 3
Purge Saved Data - Hessage Log §
Message Log N

Workflow of Administrator and RF Technician Tasks

Figure 3-4 illustrates a high-level workflow of tasks that each type of user, the administrator and the RF
technician, performsin CBT.

Figure3-4 Administrator and RF Technician Tasksin CBT
Administrator Tasks RF Tech Tasks
A—
L) -
- =

A—
Install Change Set up CBT Set up an external Use CBT to diagnose £
CBT administrator's interface (optional) RF problems &

password

Administrator Tasks

The first four tasks shown in Figure 3-4 are performed only by an administrator.

« Install CBT—The administrator installs CBT on one of the supported platforms: Linux, Solaris, or
Windows.

» Change administrator’s password—The administrator changes the default ADMIN password to
ensure proper security.

» Set up CBT—The administrator performs the following setup tasks to configure CBT according to
the site’s needs:
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— Add users, routers, and subscriber information

— Configure parametersin .INI files: CONFIGS.INI, GUNSLINGER.INI, POLLER.INI, and
SPECTRUM.INI

— Set message log options to see errors logged by the server

» Set up an external interface (optional)—If CBT does not retrieve subscriber or provisioning data
from its local database, which is the system default, the administrator sets up an external interface
to retrieve the data by using one of the following methods:

— Subscriber information—Can be accessed by script, HTTP, or Lightweight Directory Access
Protocol (LDAP)

— Provisioning infor mation—Can be accessed by script, HTTP, LDAP, Cisco Broadband
Provisioning Registrar (BPR), or Cisco Network Registrar (CNR)

N,
Note BPRisnow called Cisco Broadband Access Center for Cable (BACC) and CNR is now called Cisco

CNS Network Registrar (CNS-NR). You can see the new names on Cisco.com and in future releases.
The CBT 3.5 GUI and documentation use the latest names and acronyms.

The remainder of this guide explains these tasks in greater detail.

RF Tech Tasks

The last task shown in Figure 3-4 is performed by the RF technician:

« UseCBT to diagnose RF Problems—The RF technician can diagnose a frequency problem in the
cable plant by using any or all of the CBT troubleshooting capabilities:

— CMTS Dashboard—To view summary information on a Cisco CMTS and the cable modems
attached to it

— Flap List Analysis—To analyze data from a Cisco CM TS and categorize problems into four
groups. provisioning, reverse path noise, reverse path attenuation, and packet corruption

— Spectrum management tools—To view performance datafor an upstream port or cable modem
— Cable modem tools—To ping, monitor, or query a cable modem to assess its status

Setting Up CBT

This section describes the following important setup tasks that only a CBT administrator can perform:
« Changing the Administrator Password, page 3-10
» Disabling or Enabling Password Text Display, page 3-10
» Adding Users, page 3-10
» Adding Router Information, page 3-12
» Adding Subscriber Information, page 3-14
* Adding CMTS Group, page 3-15
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Changing the Administrator Password

For security reasons, we recommend that you change the default password for the administrator.
To change the administrator password:

Sepl  Open the browser and enter the URL for your CBT server:

http://CBT server IP address:9080/

Note Inthe URL, CBT server IP addressis the server on which you installed CBT.

The Login dialog box appears, as shown in Figure 3-5.
Sep2 Loginto CBT asadmin with the default password changeme.

Sep 3  To change the password, from the Configuration menu, choose the administrator from the User List,
and proceed through dialogs that prompt you for the new password.

Disabling or Enabling Password Text Display

CBT enables you to display password text, or to disable password text display according to your needs.
By default, this parameter is set to YES. If you set the corresponding parameter to NO, CBT does not
display password text when the contents of the Password field is displayed.

To disable or enable password text display for one or more User Names:

Sep1l  Openthe GUNSLINGER.INI file available in the CBT server machine.

» For Solaris and Linux, the GUNSLINGER.INI file is under the directory
/opt/CSCOcht/httpServer/webapps/ROOT or
<CBT _Install_Directory>/httpServer/webapps/ROOT.

» For Windows, the GUNSLINGER.INI file is under the directory C:\Program Files\Cisco
Systems\Cisco Broadband Troubl eshooter\httpServer\webapps\ROOT\ or
<CBT _Install_Directory>\httpServer\webapps\ROOT\.

Sep2  Change the value of the ShowPasswordWhileEditing parameter to YES or NO as per your need.
« For YES, CBT 3.5 displays the password text when the password field is highlighted.
« For NO, CBT 3.5 does not display the password text when the password field is highlighted.
Sep3  Savethe GUNSLINGER.INI file with your changes.
Sep 4  Restart CBT 3.5.

Adding Users

You add usersin CBT by specifying the following information for a user:
» User Name—Specifies the name the user entersin the Login dialog box.

Cisco Broadband Troubleshooter Release 3.5 User Guide
m. OL-24984-01 |



| Chapter 3 Configuring the Cisco Broadband Troubleshooter

SettingUp CBT WM

» Passwor d—Specifies the password the user entersin the Login dialog box.

» User Type—Determines the level of privileges the user has. The two choices are ADMIN and
RFTECH.

To add usersin CBT:

Sepl Loginto CBT asadmin. See Figure 3-5.
Sep2  From the Configuration menu, choose User List. The Manage Users dialog box appears.
Sep 3  Select Add User, and proceed through dialog boxes that prompt you for the new user information. (See

Figure 3-6.)

Figure 3-5 CBT Log In Window
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Figure 3-6 Manage Users Dialog Box
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Adding Router Information

You can add router information in CBT by using either of the following methods in the CMTS List
option of the Configuration menu:

- Enter information for arouter by manually filling in fields for each router.

« Import an ASCI| filethat contains alist of managed Cisco CMTSs. A samplefileisin thefollowing
locations:

— Linux and Solaris—/opt/CSCOCBT/samples/showmap/cmts.txt
— Windows—%CSCOCBT_ROOT %\sampl es\showmap\cmts.txt
If you import an ASCI|I file, the file must contain 13 fields for each CMTS:

» Fields 1 to 4—IP address, Community String (Read), Community String (Write), and
CM Community String (Read).

» Fields 5 to 9—User Name, User Password, Line Password, Enable Password, and Telnet Enable.
» Field 10—Telnet port the router uses (the default is 23).

« Fields 11 and 12—AAA Username Prompt and AAA Password Prompt.

» Field 13—Setting to Ping CMTS. The options are YES or NO, and the default is YES.

Each field must be separated by a comma (,). If you leave afield blank, use a comma as a placeholder
for it.

The following example shows the ASCI|I file format and data for a Cisco CMTS in this format:

172.21.73.10,public,private,public, jdoe,nAda,nAda,nAda,yes, 23, UserName, Password, yes
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Note

SettingUupCBT M

To add information about the Cisco uBR7200 series, and Cisco uBR10012 universal broadband routers
in CBT:

Loginto CBT asadmin.
Choose a method to import router information:
» To add information for a router manually, from the Configuration menu, choose CMTS List.

» To add information by importing an ASCI| file of router information, from the Utilities menu,
choose Import > CMTS List. (See Figure 3-7.)

Designate the location of the Cisco CMTS datafile in the File Location field, and complete the
remaining fields as required, click Start or Reset, or click Status to display current status.

For a complete description of each field in the CMTS List dialog box, click Help.

To successfully manage routers, make sure that you enable SNMP on these routers. Verify that access
lists, if configured in the router, allow for SNMP read access from your workstation.

The Cisco CM TS name cannot contain a question mark (?).

Figure 3-7 Import a List of CMTSs Dialog Box

Import a List of CMTSs

CMTS Data File Location: |
Data Irmport Method: & |ncremental © Complete Reload

Import Status: |I|:IIE
Start Time: [ra
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Result:

Start‘ Reset| Status‘ Help|
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Adding Subscriber Information

Sep 1
Sep 2
Sep 3

Sep 4

To add subscriber information in CBT, you import an ASCI| text file that contains the subscriber
information. A sample fileisin the following locations:

.

Linux and Solaris—/opt/CSCOCBT/sampl es/showmap/subscriberinfo.txt
Windows—%CSCOCBT_ROOT%\sampl es\showmap\subscriberinfo.txt

For each subscriber, the ASCI| text file must contain 12 fields. Thefollowing fields are typical, although
only the first oneisrequired:

© © N o o M w DN P

=
o

11
12.

Cable modem MAC address
Account ID
Customer name
Phone number
Address

City

State

Zip

Country

Class of service
Fiber node
User-defined field

Each field, including blank ones, must be separated with the pipe symbol |.

The following example shows the ASCII| file format data for a subscriber in this format:

000216d5a0cf | ID987654 | JohnDoe |4085551212|175 West Tasman|San
Jose|CA| 95134 |USA|Gold |FiberNode SanJose|Paid

To add subscriber information to CBT:

Loginto CBT asadmin.

From the Utilities menu, choose Import > Subscriber Data. (See Figure 3-8.)

Designate a Data File Location, identify the import method, and click Start or Reset, according to your
needs.

For a complete description of each field, click Help.
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Figure 3-8 Import Subscriber Data Dialog Box
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Adding CMTS Group

To add aCMTS group:

Sepl Loginto CBT asadmin.

Sep2  From the Configuration menu, choose CM TS Group. The CMTS Group dialog box appears. (See
Figure 3-9.)

Sep3  Enter agroup namein the CMTS Group column for each CMTS in the list (the default group nameis
DEFAULT, which includes all CMTSs not assigned with a group name).

Sep4  To save the group name assignments, click Apply.

Sep5  For acomplete description of each field, click Help.
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Note  After you have grouped all the Cisco CMTSs into various groups, you can select the group rather than
individual CMTSs.

Figure 3-9 CMTS Group Dialog Box

CMTS Group
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Hesetl Apply I Bename CMTS Group: | Help |
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Setting Parametersin .INI Files

This section describes the parameters you set in three .INI filesin CBT:
« CONFIGS.INI—Where you set certain system-level parameters

« POLLER.INI—Where you set parameters for the Poller, the separate Java application that polls
Cisco CMTSs for provisioning data

« SPECTRUM.INI—Where you set parameters for the spectrum management tools
* GUNSLINGER.INI—Where you set parameters for password text display and hostnames.

Note  Cisco Broadband Troubleshooter and Cisco Cable Diagnostic Manager (CCDM) are companion network
management software applications that share some functionality. CCDM is for the M SO customer
service representative. In some instances, a parameter in an .INI file applies to one product but not to
the other. Those parameters are identified in this section.

This section contains the following topics relating to setting parametersin .INI files for CBT 3.5.
» Parametersin the CONFIGS.INI File, page 3-17
» Parametersin the POLLER.INI File, page 3-19
« Parametersin the SPECTRUM.INI File, page 3-20
« Parametersin the GUNSLINGER.INI File, page 3-22
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Parametersin the CONFIGS.INI File

Note

pe
Tip

This section describes parameters that you configurein the CONFIGS.INI file, which isin thefollowing
locations:

e Linux—/opt/CSCOcbt/httpServer/webapps/ROOT/WEB-INF/classes
» Solaris—/opt/CSCOcht/httpServer/webapps/ROOT/WEB-INF/classes

»  Windows—C:\Program Files\Cisco Systems\Cisco Broadband
Troubleshooter\httpServer\webapps\ROOT\WEB-INF\classes

When you configure parameters in CONFIGS.INI, you must restart the CBT server for the new settings
to take effect.

In addition to specifying system-level parametersin the CONFIGS.INI file, you can also specify some
of the parametersin the GUI.

To specify configuration parameters in the GUI, from the Configuration menu, choose System.

Phone Number For mat

The phonel ength parameter applies to Cisco Cable Diagnostic Manager only.

Modem Status Thresholds

When you view a status report for a cable modem, color-coding indicates the modem’s status;

« Green—Indicates anormal condition. The modem is online and is within the thresholds that are
specified to indicate proper performance.

« Red—Indicates that an error condition exists. The modem is under or over thresholds that are
specified to indicate proper performance.

The following parameters set the thresholds that determine the boundaries for color-coding and must be
configured in the CONFIGS.INI file:

» upstreamXmitPowerFloor

« upstreamXmitPowerCeiling

« downstreamSnrFloor

» downstreamReceivePowerFloor

» downstreamReceivePowerCeiling

upstreamXmitPower Floor—This parameter determines the minimum upstream transmit power for a
cable modem to show afunctioning status. This measurement is expressed in decibelsmillivolt (dBmV).
The default setting is 34, as shown below:

upstreamX mitPowerFloor=34

upstreamXmitPower Ceiling—This parameter determines the maximum upstream transmit power for a
cable modem to show afunctioning status. This measurement is expressed in decibels millivolt (dBmV).
The default setting is 52, as shown below:

upstreamXmitPowerCeiling=52
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downstreamSnr Floor—This parameter determines the minimum signal-to-noise (SNR) for a cable
modem to show a functioning status. SNR is a measure of transmission quality, which is expressed by
the ratio of good data (signal) to interference (noise) that is heard on aline. Thisratio is measured in
decibels (dB). A higher ratio indicates a better transmission quality. For example, 30 dB is better than
24 dB. The default setting is 30, as shown below:

downstreamSnrFloor=30

downstreamReceivePower Floor —This parameter determines the minimum downstream receive power
for a cable modem to show a functioning status. This measurement is expressed in decibels millivolt
(dBmV). The default setting is 15, as shown below:

downstreamReceivePowerFloor=15

downstreamReceivePower Ceiling—This parameter determines the maximum downstream receive
power for a cable modem to show a functioning status. This measurement is expressed in decibels
millivolt (dBmV). The default setting is 5, as shown below:

downstreamReceivePowerCeiling=5

Southbound I nterface Settings

These parameters apply to Cisco Cable Diagnostic Manager only:
SouthBoundExtI ntf
SouthBoundExtI ntf Timeout

Modem State Settings

These parameters apply to Cisco Cable Diagnostic Manager only:
ModemStateM axL ife
M odemStateM axH ash

Query Timeout

The administrator specifies external interface parameters to access subscriber and provisioning
information. Most of these parameters are in the Set External Interfaces dialog box. However, you must
configure the following external interface parametersin the CONFIGS.INI file.

Subscriber Extlntf Timeout—This parameter determines the maximum wait time before CBT times out
during aquery for subscriber information. This measurement is expressed in milliseconds (msecs). The
default setting is 5000, which is equal to 5 seconds, as shown below:

SubscriberExtlntf Timeout=5000

ProvisionExtl ntf Timeout—This parameter determines the maximum wait time before CBT times out
during a query for provisioning information. This measurement is expressed in milliseconds (msecs).
The default setting is 5000, which is equal to 5 seconds, as shown below:

ProvisionExt! ntf Timeout=5000

Cisco Broadband Troubleshooter Release 3.5 User Guide
m. OL-24984-01 |



| Chapter 3

Configuring the Cisco Broadband Troubleshooter

Setting Parametersin .INI Files W

Parametersin the POLLER.INI File

This section describes parameters that you configure in the POLLER.INI file, which isin the following
locations:

e Linux and Solaris—/opt/CSCOcbt/bin
* Windows—%CSCOCBT_ROOT%\bin

For a detailed description of the Poller, see the “ About the Poller” section on page 3-31.

The Poller accesses POLLER.INI to gather the following configurable parameters:
«  maximumThread
»  maximumbDBConnection
e SnmpTimeout
«  SnmpRetry
» Debug
*  maximumAge
» PollerServerPort

maximumT hread—This parameter determinesthe maximum number of different execution threadsthat
can run simultaneously in the Poller. The valid range is 1 to 50. The default setting is 20, as shown
below:

maximumThread=20

maximumDBConnection—This parameter determines the maximum number of CBT Sybase database
connectionsthe Poller usesto perform the polling operation. Thevalid rangeis1to 7. The default setting
is 7, as shown below:

maximumDB Connection=7

SnmpTimeout—This parameter determines the number of seconds before the attempt to create the
SNMP connection reaches atimeout or fail. The valid rangeis 1to 3. The default setting is 2, as shown
below:

SnmpTimeout=2

SnmpRetry—This parameter determines the number of times you want to try to create the SNMP
connection. The valid rangeis 1 to 5. The default setting is 3, as shown below:

SnmpRetry=3

Debug—This parameter determines if debug messages are sent to the log file, which isin the following
location:

/opt/CSCOcht/logs/Poller.log
Valid values are true and false. The default setting is false, as shown below:
Debug=false

maximumAge—This parameter tells the Poller which outdated records to purge, based on the number
of polling intervals that have occurred during which those records have not been updated. This
measurement is expressed in polling intervals. A valid rangeis 1to 7. The default setting is 2, as shown
below:

maximumAge=2
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Poller Server Port—This parameter setsthe HTTP server port number where the Poll Manager listensto
polling requests. The default setting is 8040:

PollerServerPort=8040

A

Note Ifa parameter in POLLER.INI is set out of the valid range, CBT resets the parameter to its default value.

Parametersin the SPECTRUM.INI File

This section describes parameters that you configure in the SPECTRUM.INI file, which isin the
following locations:

» Linux—/opt/CSCOcht/jakarta-tomcat-4.0.3/webapps/ROOT/WEB-INF/classes
« Solaris—/opt/CSCOchbt/httpServer/servlets

»  Windows—C:\Program Files\Cisco Systems\Cisco Broadband
Troubleshooter\httpServer\webapps\ROOT\WEB-INF\classes

Note  When you configure parameters in SPECTRUM.INI, you must restart the CBT server for the new
settings to take effect.

The parameters you specify in the SPECTRUM.INI file affect the following spectrum management
tools:

« Trace Window
« Spectrogram

+ CNR Analysis
+ CNR Trending
» Data Playback
» Polling Status

The spectrum management tools access SPECTRUM.INI to gather the following configurable
parameters:

» CNRFloor

» CNRCaéiling

« CNRFloorColor

* CNRCeéilingColor

» SpecDataM axRequests
» SpecDataQuerylnterval
» SpecDataMaxCPU

» CableModemCacheAge

CNRFloor—This parameter determines the lower threshold for the carrier-to-noise ratio that you seein
the spectrum tools. CNR is a measure of transmission quality, which is expressed by the ratio of good
data from the carrier to interference or noise that is heard on aline. A higher ratio indicates a better
transmission quality. If the CNR is below this lower threshold, the value is highlighted in the color you
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specify in the CNRFloorColor parameter. This measurement is expressed in decibels (dB). Acceptable
values range from -20 to 60 dB. If an unacceptable value is entered, the system default is used. The
default setting is 20, as shown below:

CNRFloor=20

CNRCeiling—This parameter determines the upper threshold for the carrier-to-noise ratio that you see
in the spectrum tools. CNR is ameasure of transmission quality, which is expressed by the ratio of good
data from the carrier to interference or noise that is heard on aline. A higher ratio indicates a better
transmission quality. If the CNR is below this upper threshold, the value is highlighted in the color you
specify inthe CNRCeilingColor parameter. This measurement is expressed in decibels (dB). Acceptable
values range from -20 to 60 dB. If an unacceptable value is entered, the system default is used. The
default setting is 30, as shown below:

CNRCeiling=30

CNRFloor Color—This parameter determines the color that is used to highlight a carrier-to-noise ratio
that is below the lower threshold, which you specify in the CNRFloor parameter. Accepted colors are
red, yellow, blue, cyan, green, magenta, orange, and pink. If an unacceptable color is entered, the system
default is used. The default setting is red, as shown below:

CNRFloorColor=Red

CNRCeilingColor—This parameter determinesthe color that isused to highlight acarrier-to-noiseratio
that is below the upper threshold, which you specify in the CNRCeiling parameter. Accepted colors are
red, yellow, blue, cyan, green, magenta, orange, and pink. If an unacceptable color is entered, the system
default is used. The default setting is yellow, as shown below:

CNRCeilingColor=Yellow

SpecDataM axRequests—This parameter determines the maximum number of active rows of
ccsSpectrumRequestTablein the CMTS SNMP agent. This setting is necessary to avoid overloading the
CMTS, and CBT checks to ensure that the number is not exceeded. If the number of active rowsin the
associated CMTS has reached the specified value, new spectrum requests cannot be launched. The
default setting is 10, as shown below:

SpecDataM axRequests=10

SpecDataQueryl nterval—This parameter determines the time required after a spectrum data response
and before the next spectrum data query. This measurement is expressed in milliseconds and should not
be edited. The default setting is 5000, as shown below:

SpecDataQuerylnterval=5000

SpecDataM axCPU—This parameter determines the CPU utilization in the CMTS SNMP agent. This
setting is necessary to avoid overloading the CMTS, and CBT checksto ensure that the percentageis not
exceeded. If the CPU utilization in the associated CM TS has reached the specified value, new spectrum
requests cannot be launched. This measurement is expressed in percentage. The default setting is 80, as
shown below:

SpecDataM axCPU=80

CableM odemCacheAge—This parameter determines the cable modem caching time for the spectrum
management tools. If the valueis set to 0, the CBT server generates an SNMP request and bypasses the
cache, which slows down performance if there are many modems associated with the selected CMTS.
This measurement is expressed in seconds. If a negative number is entered, the system default is used.
The default setting is 3600, as shown below:

CableM odemCacheAge=3600
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Note  You can update the cache for a selected CMTS manually by using the GUI. From the Spectrum Tools
menu, choose Trace Window, Spectrogram, CNR Analysis, CNR Trending, or Polling Status. Then
click Update CM Info.

Several additional administrative parameters may be set in the SPECTRUM.INI file to support the latest
CBT 3.5 Spectrum Analysis. Refer to the “ Configuring Administrative Parameters for Spectrum
Analysis” section on page 6-2 for afull list of such parameters, and instructions for changing related
settings.

Parametersin the GUNSLINGER.INI File

The GUNSLINGER.INI file can be used to configure CBT 3.5 features for the following parameters:

» The value of the ShowPasswordWhileEditing parameter may be set to YES or NO to hide or to
display password text, when the password is highlighted. Refer to the “Disabling or Enabling
Password Text Display” section on page 3-10 for additional information.

» The UseHostName parameter may be set to to YES or NO to support hosthame-based
communications between Applet and Servlet on the network, in addition to sustaining | P-based
communications, as with the prior CBT 3.4. Refer to the “Mapping Hostnames from Applet to
Servlet” section on page 6-1 for additional information.

Retrieving Subscriber or Provisioning Data by Using an
External Interface

With CBT you can set up an external interface to retrieve subscriber or provisioning data:
» Subscriber information—Data such as a customer’s name and account humber

« Provisioning information—Data such as the |P address for a customer’s cable modem and the IP
address for the Cisco CMTS on which the modem is located

You can use the following methods to set up an external interface:
« Script—Can be used for subscriber or provisioning information or both
» Application on an HT TP server—Can be used for subscriber or provisioning information or both
» LDAP—Can be used for subscriber or provisioning information or both
» BPR—Can be used for provisioning information only
«  CNR—Can be used for provisioning information only
» Local Database—(Default) Can be used for subscriber or provisioning information or both

Note If you set an external interface and CBT does not find subscriber or provisioning datathere, CBT reverts
to the local database.

Figure 3-10 shows the dialog box where you specify the method. The remainder of this section describes
how to set up an external interface with each method, referring to Figure 3-10.
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This section contains the following topics:

.

Figure 3-10

Retrieving Data with a Script, page 3-23

Retrieving Data with an Application on an HTTP Server, page 3-26
Retrieving Data with LDAP, page 3-28

Retrieving Data with BPR, page 3-28

Retrieving Data with CNR, page 3-29

Retrieving Subscriber Data from the Local Database, page 3-30
Retrieving Provisioning Data from the Local Database, page 3-31

Set External I nterfaces Dialog Box

Set External Interfaces

Subscriber Information:

" Script Script Location: |
" HTTP URL Location: |
CLDAP LDAF Access Parameters ‘

* Local database Import Subscriber ‘

Provisioning Infarmation:

" Script Script Location: |
" HTTPR URL Location: |
" BPR RDU server IP: |
RDU serverport. |
Admin password: |
" CNR Cluster Name /1 IP: |
Adrin User Name : |
Adrmin Password: |
Client Path: |
" LDAP LOAP Access Parameters

o+ Local database

Reset | Appby ‘ Help |

Retrieving Data with a Script

Pnner|

22308

You can implement an external dataretrieval application by using a scripting language. To see a sample
script that you can modify according to your needs, see “ Shell Script for Retrieving Subscriber or
Provisioning Information” section on page 8-1.

| oL-24984-01

Cisco Broadband Troubleshooter Release 3.5 User Guide ]



Chapter 3 Configuring the Cisco Broadband Troubleshooter |

M Retrieving Subscriber or Provisioning Data by Using an External Interface

S,
Note  You can also implement an external data retrieval application in programming languages such as
PL/SQL, C/C++, and Java, as long asit is embedded in a shell script.

Script Parametersfor MAC Address I nformation
The script must support the ability to search for a cable modem’s MAC address by entering the
customer’s phone number or IP address. The input parameters for the script are:
» subscriber-info-script-name GET_MAC PHONE phone-number
« provision-info-script-name GET_MAC IP ip-address

For example, the following script invokes a search for the modem’s MAC address by using the phone
number 408-123-4567:

/opt/tools/subscriber-query.sh GET_MAC PHONE 4081234567

The next script invokes a search for the modem’s MAC address by using the |P address 172.2.3.1:

/opt/tools/provision-query.sh GET MAC IP 172.2.3.1

Note A MAC address query by phone number invokes the subscriber information script. A MAC address
query by IP address invokes the provisioning information script.

The output of the script must be in the following format:
OUT_DATA=MAC followed by one or more MAC addresses (non-dotted format) separated by »
The following examples show the output for one and two MAC addresses:

OUT_DATA=MAC"001c64ff23ef”
OUT_DATA=MAC"001c64ff23ef~013e45edl245"

Script Parametersfor Subscriber Information

If you use a script to query subscriber information, it needs to support the ability to search for subscriber
data, such as name and account number, by entering the MAC address of the subscriber’s cable modem.
The input parameters for the script are:

script-name GET_SUBSCRIBER MAC non-dotted-modem-mac-address

For example, the following script invokes a search for subscriber data by using the MAC address
001c.ab23.45fe in a non-dotted format:

/opt/tools/subscriber-query.sh GET_ SUBSCRIBER MAC 00lcab2345fe

The output of the script must be in the following format, separated by *:

OUT_DATA=SUBSCRIBER"Field1=valuel"Field2=value2"Field3=value3"Field4=val ue4"Fiel
d5=value5"
The following example shows the output for a subscriber’s data:

OUT_DATA=SUBSCRIBER"Account Number=123456"Name=Doe_John”Address=123 Tasman, San Jose,
CA 93443"Phone=4081234567"Class of Service=N/A"FiberNode=FIBER_1"Customer
Since=1999"Account Status=Paid
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Note Inthe Real-Time Modem Status Report, CBT displays subscriber information in the order in which the
fields are returned from the script.

Script Parametersfor Provisioning Information

If you use a script to query provisioning information, it needs to support the ability to search for
provisioning data, such as CM TS and cable modem | P addresses, by entering the MAC address of acable
modem. The input parameters for the script are:

script-name GET_PROVISION MAC non-dotted-modem-mac-address

For example, the following script invokes a search for provisioning data by using the MAC address
001c.ab23.45fe;

/opt/tools/subscriber-query.sh GET_PROVISION MAC 00lcab2345fe

The output of the script must be in the following format:

OUT_DATA=PROVISION"cmts-ip-address”cm-ip-address”

The following example shows the output for provisioning data:

OUT_DATA=PROVISION"127.23.45.17127.23.127.5"

Error Handling for Script

If an error occurs within the script or the embedded application called by the script, the script should
return the output in the following format:

OUT_DATA=ERROR"error-message”
The following example shows output for an error:

OUT_DATA=ERROR"Unable to query the subscriber database.”

In the graphical user interface (GUI), CBT displays the error message to the user in a message box.

Retrieving Data with a Script

To retrieve subscriber or provisioning information by using a script:

Sepl  Review the sample script and modify it according to your needs. See the “ Sample Script Code” section
on page 8-4.

Sep2  From the Configuration menu, choose Exter nal Interface to specify one or both of the following:
» Inthe Subscriber Information section, click Script and enter the Script L ocation of thefile.
» Inthe Provisioning Information section, click Script and enter the Script L ocation of the file.
Sep3  For acomplete description of each field in the External Interface dialog box, click Help.

Troubleshooting Script Problems

See the “Troubleshooting the Script” section on page 8-3.
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Retrieving Data with an Application on an HTTP Server

You can implement an external data retrieval application by using an application running on an HTTP
server. CBT sends the request to the HTTP server by using the POST method. To see a sample
application file that you can modify according to your needs, see “Java Code for Retrieving Subscriber
or Provisioning Information” section on page 8-4.

HTTP Parametersfor MAC Address | nformation

The application running on an HT TP server must support the ability to search for acable modem’s MAC
address by entering the customer’s phone number or | P address. CBT sends the following parametersto
the appropriate server:

+ REQUEST=GET_MAC
+ SEARCH_TYPE=PHONE or IP
+ IN_PARAM=phoneor ip

For exampl e, the following parameters search for the modem’s M AC address by using the phone number
408-123-4567:

REQUEST=GET_MAC
SEARCH_TYPE=PHONE
IN_PARAM=4081234567
The response from the server must be in the following format:
OUT_DATA=MAC followed by one or more MAC addresses separated by *
The following examples show the output for one and two MAC addresses:

OUT_DATA=MAC"001c64ff23ef”
OUT_DATA=MAC"001c64ff23ef~013e45edl245"

Note  When the SEARCH_TY PE is PHONE, the subscriber information URL is used. When the
SEARCH_TYPE is|P, the provisioning information URL is used.

HTTP Parametersfor Subscriber I nformation

If you use an application running on an HT TP server to query subscriber information, it needs to support
the ability to search for subscriber data, such as name and account number, by entering the MAC address
of the subscriber’s cable modem. CBT sends the following parameters to the server:

+ REQUEST=GET_SUBSCRIBER
+ SEARCH_TYPE=MAC
* IN_PARAM=non-dotted-modem-mac-address

For example, the following parameters search for subscriber data by using the MAC address
001cab2345fe:
REQUEST=GET_SUBSCRIBER

SEARCH_TYPE=MAC
IN_PARAM=00lcab2345fe
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The output of the script must be in the following format, separated by *:

OUT_DATA=SUBSCRIBER"Field1=valuel"Field2=value2"Fiel d3=value3"Field4=val ue4"Fiel
d5=value5"

The following example shows the output for a subscriber’s data:

OUT_DATA=SUBSCRIBER"Account Number=123456"Name=Doe_John”Address=123 Tasman, San Jose,
CA 93443"Phone=4081234567"Class of Service=N/A"FiberNode=FIBER_1”~Customer
Since=1999"Account Status=Paid

N
Note  Inthe Real-Time Modem Status Report, CBT displays subscriber information in the order in which the
fields are returned from the script.

HTTP Parametersfor Provisioning | nfor mation

If you use an application running on an HT TP server to query provisioning information, it needs to
support the ability to search for provisioning data, such as CMTS and cable modem | P addresses, by
entering the MAC address of the cable modem. CBT sends the following parameters to the server:

+ REQUEST=GET_PROVISION
+ SEARCH_TYPE=MAC
* IN_PARAM=non-dotted-modem-mac-address

For example, the following parameters search for provisioning data by using the MAC address
001cab2345fe:

REQUEST=GET_PROVISION
SEARCH_TYPE=MAC
IN_PARAM=00lcab2345fe

The response from the server must be in the following format:
OUT_DATA=PROVISION~cmts-ip-address“cm-ip-address"

The following example shows the output for provisioning data:

OUT_DATA=PROVISION"127.23.45.17127.23.127.5"

Error Handlingfor HTTP

If an error occurs within the application running on an HTTP server, the script should return the output
in the following format:

OUT_DATA=ERROR"error-message”
The following example shows output for an error:

OUT_DATA=ERROR"Unable to query the subscriber database.”

In the GUI, CBT displays the error message to the user in a message box.

Retrieving Data with an HTTP Application

To retrieve subscriber or provisioning information with an application on an HTTP server:

Sepl  Review the sample application file and modify it according to your needs. See the “ Sample Java Code”
section on page 8-8.
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Sep2  From the Configuration menu, choose External I nterface to specify one or both of the following:
» Inthe Subscriber Information section, click HTTP and enter the URL L ocation of thefile.
» Inthe Provisioning Information section, click HTTP and enter the URL L ocation of the file.
Sep 3 For acomplete description of each field in the External Interface dialog box, click Help.

Troubleshooting HTTP Problems

See “ Troubleshooting the Sample HTTP Application” section on page 8-8.

Retrieving Data with LDAP

You can use Lightweight Directory Access Protocol (LDAP) to retrieve external subscriber or
provisioning information. LDAP is a nonproprietary, standards-based protocol. If you use the LDAP
method, see your LDAP server administrator to obtain the information about the LDAP server that CBT
requires.

CBT 3.5 supports LDAP Version 2.0, which was tested with Netscape LDAP Server Version 4.0 and
iPlanet Version 5.1.

To retrieve external subscriber or provisioning information by using LDAP:

Sep1  From the Configuration menu, choose External Interface.
Sep2  Depending on the type of information you want to retrieve, do one or both of the following:

« To retrieve subscriber information, in the Subscriber Information section select LDAP and click
L DAP Access Parameter s to open the LDAP Access Parameters dialog box.

» Toretrieve provisioning information, in the Provisioning I nformation section select L DAP and click
LDAP Access Parametersto open the LDAP Access Parameters dialog box.

Sep 3 Tofill inthe LDAP Access Parameters dialog box, see your LDAP server administrator to obtain the
required information and click Help for directions on how to fill in each of the LDAP fieldsthat CBT
requires.

Retrieving Data with BPR

You can retrieve provisioning information only by using Cisco Broadband Provisioning Registrar
(BPR). BPR automates provisioning and configuration tasks. CBT supports BPR 2.0. For product
information, refer to:

http://www.cisco.com/en/US/products/sw/netmgtsw/ps529/index.html

Note  BPR hasrecently been renamed as Cisco Broadband Access Center for Cable (BACC). You will seethe
new name on Cisco.com and in future releases. The CBT 3.5 GUI and documentation use the current
name and acronym.
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Sep 1
Sep 2

Sep 3

Retrieving Subscriber or Provisioning Data by Using an External Interface

To retrieve provisioning information by using BPR:

From the Configuration menu, choose Exter nal I nterface.

In the Provisioning Information section, click BPR. To interact with BPR, CBT requires the following
information:

« RDU Server |IP Address
« RDU Server Port Number
* Admin Password

For information on each field, click Help.

Retrieving Data with CNR

Note

Sep 1
Sep 2

Sep 3

You can retrieve provisioning information only by using Cisco Network Registrar (CNR). CNR isan
application that provides scalable Domain Name System (DNS), Trivial File Transfer Protocol (TFTP),
and Dynamic Host Configuration Protocol (DHCP) services. For product information, refer to:

http://www.cisco.com/en/US/products/sw/netmgtsw/ps1982/index.html
If you use CNR, the following caveats apply to the setup:
« Either the CNR GUI or server component must be installed on the CBT server.

» The CNR server component can be installed on the same server as CBT or on a different server. If
itisinstalled on a separate server, the CBT server must know the location of that server.

» CBT currently works with one CNR at atime.
» CBT supports CNR 5.0.3 and 5.5.4.

CNR hasrecently been renamed to Cisco CNS Network Registrar (CNS-NR). You will seethe new name
on Cisco.com and in future releases. The CBT 3.5 GUI and documentation use the current name and
acronym.

To retrieve provisioning information by using CNR:

From the Configuration menu, choose External | nterface.

In the Provisioning Information section, click CNR. To interact with CNR, CBT requires the following
information:

» Cluster Name/IP Address
» Admin User Name
» Admin Password
» Client Path
For information on each field, click Help.

| oL-24984-01
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Retrieving Subscriber Data from the L ocal Database

Sep 1

Sep 2
Sep 3
Sep 4

Sep 5

CBT can retrieve subscriber data from its own local Sybase database after the data has been added in
CBT. After installation, the local database is the default method for retrieving subscriber data.

To retrieve subscriber information from the local database:

Add subscriber information by following the directionsin the “ Adding Subscriber Information” section
on page 3-14.

From the Configuration menu, choose External I nterface.
In the Subscriber Information section, click L ocal Database.

(Optional) To update or replace the existing subscriber information, click Import Subscriber to open
the Import Subscriber Data dialog box, as shown in Figure 3-11.

In the dialog box, click Help for directions on how to import subscriber data.

Figure 3-11 Import Subscriber Data Dialog Box

Import Subscriber Data

Subscriber Data File Location: |

Data Import Method: & |ncremental © Complete Reload
Irmport Status: |Id|e
Start Time: A
End Time: [
MA
Fesult:
Start| Reset| | Btatus| Help|

AE250
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Retrieving Provisioning Data from the L ocal Database

CBT can retrieve provisioning data from its own local Sybase database after the data has been added to
it. After installation, the local database is the default method for retrieving provisioning data. To store
provisioning information initslocal database, CBT polls CMTSs using SNMP. CBT provides two ways
to do this:

« ThePoller Scheduler dialog box—Use this method if you prefer to work in the CBT GUI.

» A separate Java poller application—Use this method, referred to as the Poller, if you prefer to
work with a command-line interface.

ﬁ If you are using CBT on the Windows operating system, we recommend that you use the CBT GUI
method.

About the Poller

When you install CBT, the default method for retrieving provisioning information is the local database.
Because the Poller is part of the process for this method, it is on by default after installation. The default
schedule for the Poller isto run at or about midnight and to repeat every 24 hours. You can change these
settings according to your own needs.

To query Cisco CMTSs using the Poller, you specify two parameters:

» delta-start-time—When the Poller should start to poll the CMTSs. Expressed in hours, the deltais
the difference between when you schedule the polling and when the polling begins.

» poll-interval—The interval, expressed in hours, between polling sessions.
The syntax to start the Poller on Linux or Solarisis:
/opt/CSCOcbt/bin/start_poller delta-start-time poll-interval

Thefollowing example shows a polling session that starts 8 hours after you schedule it and repeats every
24 hours:

/opt/CSCOcbt/bin/start_poller 8 24

The following example shows how to stop the Java Poller application on Linux or Solaris:

/opt/CSCOcbt/bin/stop_poller

Note  Thereisnoimpact to CBT if you turn the Poller off.

At each polling interval, the Poller accessesthe CBT routerslist file and performs SNMP queriesto each
CMTS using its SNM P read-only community string. The CBT routerslist file isin the following
locations:

» Linux—/opt/CSCOcbt/httpServer/webapps/ROOT/WEB-INF/classes/config
» Solaris—/opt/CSCOcht/httpServer/webapps/ROOT/WEB-INF/classes/config

*  Windows—C:\Program Files\Cisco Systems\Cisco Broadband
Troubleshooter\httpServer\webapps\ROOT\WEB-INF\classes\config

In addition to the on-demand polling that you schedule, CBT submits a polling request when it detects
that a change has been made to thelist of routersthat CBT manages. For example, CBT submitsapolling
request when it detects that a new chassis has been added to a router.
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N

Note Themore frequent the polling interval, the more SNMP traffic that is generated to the CMTSs. This
means that CPU utilization on the CM TS increases when polling isin progress. The impact on the CBT
server sideis minimal.

To retrieve provisioning information from the local database:

Sepl Add provisioning data by following the directionsin the “Adding Subscriber Information” section on
page 3-14.

Sep2  From the Configuration menu, choose External Interface.
Sep 3 Inthe Provisioning Information section, click L ocal Database.

Scheduling the Poller

To schedule when and how often the Poller populates the local database with provisioning information
that it gathers from CMTSs, you can use the GUI or type a command.

To use the GUI, from the Configuration menu, choose Poller. The Schedule CMTS Polling dialog box

appears, as shown in Figure 3-12. In this dialog box, click Help for directions on how to schedule the
Poller.

To use acommand, type the following command and specify the parametersin hours, as explained in the
previous section:

/opt/CSCOcbt/bin/start_poller delta-start-time poll-interval

Figure 3-12 Schedule CMTS Polling Dialog Box
Schedule CMTS Polling
Start Time: 01427703 11:18 f(mmIde‘w hh: o)
Falling Interval: ] ﬂ {in hours)
Poller Status: [1cte
Mest Poll Time: [y

Scheduled Interval |NJ‘A

Stan| Stnp‘ 51atus| Help‘

88254
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Getting Summary Information and a Detailed Real-Time
Status Report for a M odem

Note

To get summary information on acable modem, you can locate the modem by entering the MA C address.
If you retrieve subscriber or provisioning data from the local database, you can also locate the modem
by using any of the following advanced search criteria

« Phone number
« Account ID

+ Name

» Street address
» Zip code

The CBT advanced search feature also allows you to use the asterisk (*) for wildcard searches. For
example, if you enter 1234* for the account 1D, you get alist of all cable modems for subscribers who
have account numbers that begin with 1234,

The CBT advanced search criteria applies to the local database only. If you set up an external interface
for subscriber or provisioning data, you must locate a modem by entering its MAC address.

To get detailed information on a cable modem, you can get a real-time modem status report, as shown
in Figure 3-13. The information for a cable modem comes from three sources:

« The CMTS, which is the router that directs network traffic.
« The cable modem itself.

» The provider's subscriber database, where each provider can specify the information that appears.
Typical information would be the customer's name, phone number, and account number. However,
the information is not limited to that.

Within the status report, the following colors are used in certain fields to indicate performance:
» Green—Indicates avalue is within the allowed threshold.
« Red—Indicates avalueis above or below the allowed threshol d.
For more information on setting thresholds, see the “Modem Status Thresholds” section on page 3-17.
This section contains the following topics:
» Real-Time Modem Status Report Data Display
»  Getting Summary Information on a Modem, page 3-35
» Getting a Detailed Real-Time Status Report for a Modem, page 3-36
« Showing the Flap List Analysis, page 3-38
» Scheduling the Flap List Analysis, page 3-40
« Setting Parameters for the Flap List, page 3-41
» Purging the Flap List, page 3-42
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Figure 3-13
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Getting Summary | nformation on a M odem

To get summary information on a modem:

Sepl  From the Hotline Tools menu, choose L ocate Modem. The Locate Broadband Modems dial og box
appears, as shown in Figure 3-14.

Sep2  Use one of the following methods to locate a modem:
» If you know the complete MAC address, enter one or more MAC addresses and click Start.

» If you are using the local database for subscriber or provisioning data and want to search by using
other criteria, such as phone number or wildcard strings, click Advanced Search. The
Locate A Broadband Modem dialog box appears, as shown in Figure 3-15.

Sep3  For acomplete description of each field in these dialog boxes, click Help.

Figure 3-14 Locate Broadband Modems Dialog Box

Locate Broadband Modems

Enter HModem MAC address(es), one for each row, to bhe searched.
For searching modew(s) using other fields than MAC address,

please olick on the Adwvanced Search button.

MAC Address

| ok | Ll P e

Add Row | Delete Rnwl Startl Helpl Advanced Search...

88475
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Figure 3-15 Locate A Broadband Modem Dial og Box

Locate A Broadband Modem

Tip: & substring in the format [Initial] *[Final] can be used in the search
where [Initial] and [Final] are optional strings
"Fr matches 0 or more characters

WAC Address:

Custormer Phone Murmhber:

Custorner Account D

Custormer Name:

Customer Street Address:
Customer ZIP Code:

Start Search ‘ Reset‘ Help‘

Sasd

Getting a Detailed Real-Time Status Report for a M odem

To get a detailed status report for a cable modem:

Sep1l  From the Hotline Tools menu, choose M odem Status. The Real Time Status of A Broadband Modem
dialog box appears, as shown in Figure 3-16.

Sep2  Enter the MAC address for the cable modem for which you want to see a status report and click
Real Time Status. The Real-Time Modem Status Report for that modem appears, as shown in
Figure 3-13.

Sep 3  For acomplete description of each field in the dialog box and the Real-Time M odem Status Report, click
Help.
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Figure 3-16 Real Time Satus of a Broadband Modem Dial og Box

Real Time Status of A Broadband Modem

MAC Address: | (00 30000 0000
SNMP Read Community String :  [pulalic

Real Time Status | Reset | Help |

G881

Reviewing the CM TS Dashboard

To get summary information on a Cisco CMTS, review the CMTS Dashboard dialog box.
For the CMTS that you select, the CMTS Dashboard provides the following information:

» Hostname

» |Paddress

» Interface/Upstream

« Counter reset time

» Signal-to-noise ratio (SNR)

» Minimum receive power level of all modems associated with that CMTS

»  Maximum receive power level of all modems associated with that CMTS

» Percentage of time that the modem stays online

»  Number of modems that are online

» Total number of modems that connect to the interface

* Router name
For printing or collaborative troubleshooting, you can generate an HTML version of the information.
To access the CM TS Dashboard:

Sep1  From the Hotline Tools menu, choose CM TS Dashboard.
Sep2  For acomplete description of each field in the CMTS Dashboard dialog box, click Help.
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Figure 3-17 shows the CMTS Dashboard.

Figure 3-17

CMTS Dashboard Dialog Box

CMTS Dashboard
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00:00:00
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Generate HTML | Help
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Showing and Configuring the Flap List Analysis

To analyze the results of data captured from one or more Cisco CMTSs, review the Flap List Analysis
Details display. The analysis shows the number of modems with the following problems:

~

Note

» Provisioning—The issue could be at one of the provisioning servers.

» Reverse path noise—The issue could be from trouble in the cable plant.

» Reverse path attenuation—The issue could be from a power adjustment that the subscriber makes.

« Packet corruption—The issue could be from degradation on the network.

You can not get aflap list analysis for a CMTS that is not from Cisco.

Showing theFlap List Analysis

Sep 1

To show aflap list for one or more CMTSs:

From the Diagnostics menu, choose Flap List Analysis.
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Sep2  Select one or more Cisco CMTSs to analyze and click Analyze.
Sep 3  (Optional) To see alower level of detail, click Details.
Sep 4  For acomplete description of each field in the Flap List Analysis dialog boxes, click Help.

Figure 3-18 shows the Flap List Analysis information display, which you can sort according to your
needs by clicking a column heading. For example, to sort the provisioning problems by MAC address,
click the MAC Address column heading.

Figure 3-18 Flap List Analysis Details Display

Flap List Analysis

Data captured from 172.22.9.144 at Fri Apr 16 12:07:51 IST 2010

CMTS Groups: CMTS;
uBR10k_Zhu.ci zom 1 9.1
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L« | B
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Interface/Upstream |MAC Address Insertion Interface/Upstream |MAC Address Moise Flaps
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Reverse Path Attenuation Problems: 0 Facket Corruption (CRC) Prablems: o
Interface/Upstream | MAC Address Power Flaps Interface/Upstream lMAC Address CRC

per Hour

Detailsl Savel Loadl Generate HTMLl Helpi
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From the Flap List Analysis Details information display, you can see alower level of detail that contains
the following information:
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» General status of each interface
» Tota number of modems reported by the router and output for each one
« Number of flapping modems that are reported and output for each one

The detailed level of the Flap List Analysis detail display is shown in Figure 3-19.
Figure 3-19 Flap List Analysis Details Display

Flap List Analysis
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3]
2 |cablesso/0/U3 Thu Mar 18 00:00:00 IST 2010 0.0 -0.§ -0.5 0.0
3 |cableS/0/0/UB[Uz,U3, Thu Mar 18 00:00:00 IST 2010 0.0 -1.0 0.0 100.0

U4,U5]
| | r|
Mumber of Broadband Modems: &
Interface/Upstream |Prim Sid | Modem State | Timing Rec Power |QoS CPE |IP Address MAC Addres ~ |

Offset
CableS/0/0/UB[UZ 1 online 2839,284 0.0,0.0,0. 2 o 9.9.9.2 0025, Zezd.
U3, U4, UE] 0,2841,1 0,-1.0
£43
CableS/0/0/UB[UL 2 online z844,284 -0.5,0.0,- 2 [l 9.9.9.3 0025, zezd.
Uz, 3] 4,2844 0.5
CableS/0/0/UB (UL 21 online 2845,284 -1.0,-1.0, 2 o 9.9.9.5 0025, Zezd.
Uz, T3] £,2845 0.5 -
0| | »
Find MAC Addr: I L\-’\Mdowj
Murmber of Flapping Madems: a
MAC Address  |InterfaceiUpstream |ins | Hit |miss  [crRc  [p-agj [Frap Flap Time
0018.6835.2a38 Cable&/0/0/U3 7120 24686 15 o o 71zl Apr 15 22:9:35
0025.2zezd. 7led | CableS/0/0/Uz 1 58612 ) o [l z Apr 9 7:0:48
0025.2ezd. 784c | Cable5/0/0/U3 o 27482 15 0 o il Apr 9 7:23:54
0025.Zezd. 7860 CableS/0/0/U3 o ES605 15 o o 1 Apr 9 7:0:47
0025.2ezd. 7952 | Cable5/0/0/Uz 1 EEZZE 15 o o 7. Apr 10 5:41:55
| | b
Find MAC Addr: I Clear All mlp'save-counters
Analysisl Subscriberlnfol Generate HTMLl Helpl §
L

Scheduling the Flap List Analysis

To schedule atimeto capture raw data from one or more Cisco CMTSs, use the Scheduler Configuration
dialog box, which is shown in Figure 3-20.
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Sep 1l
Step 2
Sep 3
Sep 4

Showing and Configuring the Flap List Analysis Il

Figure 3-20 Scheduler Configuration Dialog Box
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uBR10k_WE Daily Thu Junm 14 13:30:00 PDT 2007 Fri Jun 1§ 13:30:00 PDT 2007

10.77.245.661(23) ODC-UBR1OE Daily Thu Jun 14 13:30:00 PDT 2007 Fri Jun 15 13:30:00 PDT 2007
Z
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To schedule a time to capture raw data from one or more Cisco CMTSs:

From the Configuration menu, choose Scheduler > Flap List.

Select one or more Cisco CMTSs from which you want to capture data and click Schedule.
Click OK in the message box once Cisco CMTSs are added.

For a complete description of each field in the Scheduler Configuration dialog box, click Help.

Setting Parametersfor theFlap List

~

Note

The administrator can set parametersfor the flap list in the Flap List Configuration dialog box shownin
Figure 3-21.

The RFTECH user type does not have access to the Flap List Configuration dialog box.

[ oL-24984-01
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M Showing and Configuring the Flap List Analysis

Figure3-21 Flap List Configuration Dialog Box
Flap List Configuration

CMTS Groups: CMTS;

he-wir! .clsco.com 172.25.14.132
UBR7200-HCL-CODC1 10.77.245.¢
uBR10K_WB 1067 30.2
ODC-UBR10K2 10.77.245.66

|L0ad|

< >
Size: (8191
Insertion Time: [180
Miss Threshold: |6
Aging Threshold: |10080

Pwr Adjust Threshold: |2

Copy...| Apply | Help |

1482

For a Cisco CMTS, the administrator can specify the following criteriafor aflap list:

« Maximum number of rows that the flap list can have. Increase the default of 100 if you think you
have more than 100 flapping modems.

» Insertion time, in seconds, at which a cable modem should be included in the flap list because it has
not completed registration within that time.

» Missthreshold, which is the number of consecutive times a cable modem can fail to respond to a
keepalive poll from the Cisco CMTS before it should be included in the flap list.

» Aging threshold, which is the number of minutes a cable modem is allowed between flaps before it
should be included in the flap list.

« Power adjust threshold, in decibels, that a cable modem cannot exceed without being included in the
flap list.

To set parameters for the flap list:

Sep1  From the Configuration menu, choose Flap List Parameters.
Sep2  Select the Cisco CMTS for which you want to set parameters and click L oad.
Sep 3 For acomplete description of each field in the Flap List Configuration dialog box, click Help.

PurgingtheFlap List

When you want to delete a saved flap list file, use the Purge Flap List Data File dialog box, which is
shown in Figure 3-22. Before you purge a flap list file, you can generate an HTML version of it.

Cisco Broadband Troubleshooter Release 3.5 User Guide
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Showing and Configuring the Flap List Analysis Il

Figure 3-22 Purge Flap List Data File Dialog Box

he-wirl .c 2
UBRT200-HCL-CODC1 10.77.245¢
uBR10k_\WB 10.67.30.2
ODC-UBR10K2 10.77 245 66

z
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Perform these steps to purge aflap list file:

Sep1  From the Utilities menu, choose Purge Saved Data > Flap List.
Sep2  Select one or more Cisco CMTSs for which you want to show saved flap list files and click Show.
Sep 3  For acomplete description of each field in the Purge Flap List Data File dialog box, click Help.

Cisco Broadband Troubleshooter Release 3.5 User Guide
| oL-24984-01 .m



Chapter 3 Configuring the Cisco Broadband Troubleshooter |

M Scheduling the Spectrum Data

Scheduling the Spectrum Data

To schedule a time to capture spectrum data from one or more Cisco CMTSs, use the
Spectrum Data Scheduler dialog box, which is shown in Figure 3-23.

Figure 3-23 Spectrum Data Scheduler Dialog Box

Cable6i1/4 MC520H

MNONE

Start Tirme: |oas14/10 14:06 * End Time: |0a/14/10 15:06 =

To schedule a time to capture spectrum data from one or more Cisco CMTSs:

Sep1  From the Configuration menu, choose Scheduler > Spectrum Data. The Spectrum Data Schedule
dialog box appears.

Sep2  Select one or more Cisco CMTSs from where you want to capture data and click Schedule.
Sep 3  Click OK in the message box once Cisco CMTSs are added.
Sep4  For acomplete description of each field in the Spectrum Data Scheduler dialog box, click Help.

Cisco Broadband Troubleshooter Release 3.5 User Guide
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Schedulingthe STM Data M

Scheduling the STM Data

To schedule atime to capture STM data from one or more Cisco CMTSs, use the STM Data Scheduler
dialog box, which is shown in Figure 3-24.

Figure3-24 STM Data Scheduler Dialog Box
STM Data Scheduler
CMTS Groups: CMTS:
DEFAULT susun_uBR10kcisco.com 172,229
Select All -
< >
Start Time: iua;zz;lu 20:31 ’:— (mmiddiyy hhomm)
Resetl Schedulel Hemove | Generate HTML | HEIpI
IP Addreas Router Btart Time Hext Scheduled Time
Hame
1 172.22.9.49(23} sueun_uBR1 Wed Apr 14 12:25:00 IST 2010 Eri Apr 23 20:40:00 IsT 2010
0% .cieco.c
ok
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To schedule time to capture spectrum data from one or more Cisco CMTSs:

Sep 1l  From the Configuration menu, choose Scheduler > STM Data. The STM Data Scheduler dialog box
appears.

Sep2  Select one or more Cisco CMTSs from which you want to capture data and click Schedule.
Sep 3 Click OK in the message box once Cisco CMTSs are added.
Sep 4  For acomplete description of each field in the Scheduler Configuration dialog box, click Help.

Generic Data Query

To poll the CM TS for individual MIB variables, use the Generic Query diagnostic tool, which is shown
in Figure 3-25. You can choose MIB variables from the MIBs that are preloaded in the tool, or if the
variable you need is not available, you can load a new MIB into the tool and then access the variable
through the tool.

Cisco Broadband Troubleshooter Release 3.5 User Guide
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M Generic DataQuery

To query the MIB variables:

Sepl Click Update CM Info to update the cable modem information on the selected CM TS instead of getting
data from the cache.

Sep2 Select aCMTS.
Sep 3  Enter aMIB variable in the SNMP Variable field and click Start.
Sep4  For acomplete description of each field, click Help.

Figure 3-25 Generic Data Query Dialog Box

001 e@bth2fac
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CHAPTER I

Using the Spectrum M anagement Tools

CBT 3.5 interfaces with the Cisco CM TS to provide return path spectrum analysis. The following tasks
allow you to use the spectrum management tool effectively:

Trace Window—Monitors power and noise levels for a selected modem or upstream port.
Spectrogram—Monitors power and noise levels over time for a selected modem or upstream port.
CNR Analysis—Retrieves the carrier-to-noise ratio (CNR) for selected modems or upstream ports.
CNR Trending—Retrieves CNR trending data for selected modems or upstream ports.

Data Playback—Reviews a saved Trace Window or CNR Analysis.

Polling Status—Displays the spectrum analysis in progress on a client machine and to view the
scheduled spectrum polling events.

Each task is covered in the following sections:

Using the Trace Window, page 4-1

Sorting Support in the CBT 3.5 Graphical User Interface, page 4-5

Using Auto-Select in the Trace Window, page 4-6

Using the Spectrogram, page 4-6

Analyzing the Carrier-to-Noise Ratio, page 4-9

Retrieving CNR Trending Data, page 4-11

Playing Back Data, page 4-12

Displaying Polling Status, page 4-19

Enabling Instantaneous CPU Assessment for Spectrum Polling, page 4-20

Using the Trace Window

To monitor power and noise levels for a selected modem or upstream port, use the Trace Window. As
shown in Figure 4-1, the Trace Window shows the output that you would see in a spectrum analyzer.
This output displaysin the plot line of the Trace Window.

| oL-24984-01
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Figure4-1 Trace Window Display

Trace Window
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In the Trace Window, you can:
« Monitor the power and noise levels two ways:
— Single sweep—Provides a snapshot view of levels at one point in time, as shown in Figure 4-1
— Continuous sweep—Provides areal-time view of data as it changes

« Check two types of power levelsand display the datain the results block, which isin the lower right
corner as shown in Figure 4-1:

— Burst power analysis—Acquires the upstream channel power

— Band power analysis—Acquires the band power measurement for a start and stop frequency
that you select

« View the Modulation profile information as shown in Figure 4-1:

— Modulation profile—Displays the modulation profile number, usage code, and the channel
type of an upstream.

« Show additional plot lines:
— Minimum hold—Display the plot line that shows the minimum power level
— Maximum hold—Display the plot line that shows the maximum power level
— Average—Displays the plot line that shows the average power level

— Smoothing—Displaysthe plot line that shows power on afrequency based on its own value and
neighboring power values

— Stacking—Displays the plot line that shows multiple upstreams or modems are being
monitored

« Indicate avariety of lines and pointsin the plot line and display the data in the annotations block,
which isin the upper right corner, as shown in Figure 4-1

— Amplitude and frequency lines—Display aline marker in the plot line, as shown by the
horizontal amplitude lineat 0 dBmV and the vertical frequency line just before 14000 kilohertz
(kHz) in Figure 4-1

Cisco Broadband Troubleshooter Release 3.5 User Guide
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— Reference marker—Is a unique marker in the plot line and is indicated by r, as shown in
Figure 4-1

— Point markers—Isaway to indicate one or more points in the plot line; each point marker is
numbered consecutively beginning with p1, as shown in Figure 4-1

«  Num Sample—Display number of samples stored to calculate the average.
»  Weight—Toggle the smoothing algorithm between exponential weight and even weight smoothing.
» Zoom Out—Return to a normal view from a zoomed in view.

+ Clear All Markers—Clear all the markers including the reference and point markers and the
amplitude and frequency lines.

» Customize the placement and position of point markers:

— Delta—You can enable this to indicate that the power level for all point markersin the
annotation window is the delta between the point markers power level and the reference marker
power level.

— Frequency (kHz)—You can specify afrequency in kilohertz for the point marker by entering a
number in the Frequency text box. For example, you could enter 20200 instead of clicking on
the plot line near 20000.

— Text—You can customize a point marker’s label by entering a name in the Text box. For
example, you could change p1 to Test Point 1 and p2 to Test Point 2, as shown in Figure 4-1.

» On Trace—Add a cable modem or upstream to the marker.
» Clear Spectrum—Clear the spectrum requests from the CMTS.
» Move amarker that you created to peaks in the plot line:

— Peak

— Next peak

— Left peak

— Right peak

Starting the Trace Window

To use the Trace Window to monitor power and noise levels for a selected modem or upstream port:

Sep1  From the Spectrum Tools menu, choose Trace Window. The Trace Window Criteriadialog box appears,
as shown in Figure 4-2.

Sep2  Select an upstream or cable modem for which you want to monitor power and noise levels.

Note  To update the cable modem information on the selected CM TS instead of getting data from the cache,
click Update CM Info. Thisreal-time update varies according to how many modems are attached to the
CMTS. The update depends on the number of modems attached to the Cisco CMTS; the update takes
longer if more number of modems are attached to the Cisco CMTS.
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Sep 3
Sep 4

Sep 5

When you select the resolution bandwidth (RBW), keep in mind that the smaller the RBW, the less
variance and the more accurate the frequency isin the Trace Window is. Specifically, when asingle-tone
signal that resembles a noise burst appearsin the Trace Window, the frequency of the signal gets shifted.
This causes the frequency in the Trace Window to be different from the spectrum analyzer output. The
variance in frequency increases as the resolution bandwidth increases.

Click Start. The Trace Window appears, as shown in Figure 4-1.

To view the return path data and activate all optionsin the Trace Window, click one of the following
buttons:

« Single Sweep—Provides a single snapshot of power and noise levels
« Continuous Sweep Start— Starts to monitor for real-time measurements of power and noise levels
For a complete description of each field in these dialog boxes, click Help.

Figure4-2 Trace Window Criteria Dialog Box

TraceCriterial v | L@
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Working with the Trace Window

Table 4-1 shows several ways to work with data in the Trace Window.

Table 4-1 Keyboard Actions for Working with the Trace Window

Task Keyboard Sequence

To move aline marker Press Shift, click and drag the line to the desired
location.

To zoom in on a selected frequency Move your cursor to the area you want to enlarge

and press Ctrl, left-click.
or

Press Ctrl, left-click and drag your cursor to
create a box that indicates the area you want to
enlarge.

To return to afull view from a zoom view Pressr.

Viewing Trace Windows

Some browsers give the user the ability to stop windows from being launched by the browser. CBT 3.5
normally launches a new window to display the trace pop-up spectrum data charts. If the data chart
window does not appear and the browser is configured to stop new windows from launching, you can
configure CBT 3.5 to display data charts within the browser window.

To display data charts within the browser window:

Sep1l  From the Configuration menu, choose System.
Sep2  Inthe System Configuration screen, uncheck the Use Popup check box.

Sorting Support in the CBT 3.5 Graphical User Interface

CBT 3.5 supports sorting for the List fields in the following GUI pages:
» Spectrum Data Scheduler
» Trace Window Criteria
« Spectrogram Criteria
* CNR Analysis Criteria
* CNR Trending Criteria
To change the order of sorting:

Sepl  Select the desired desired page:
» Configuration > Scheduler > Spectrum Data > Spectrum Data Scheduler
» Spectrum Tools > Trace Window > Trace Window Criteria

Cisco Broadband Troubleshooter Release 3.5 User Guide
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« Spectrum Tools > Spectrogram > Spectrogram Criteria
» Spectrum Tools > CNR Analysis > CNR Analysis Criteria
e Spectrum Tools> CNR Trending > CNR Trending Criteria

Sep2  Click onthelabel of the desired field, and datais sorted in ascending or descending order. Each click of
the label reverses the current order displayed.

Using Auto-Select in the Trace Window

CBT 3.3 and later do not support auto-select of any given field in the Trace Window by default. To
retrieve and display information for any given field in the Trace Window display, select the desired field.

Using the Spectrogram

To monitor power and noise levels, asyou do in the Trace Window, while viewing the added dimension
of time, use the Spectrogram. As shown in Figure 4-3, the Spectrogram shows the output that you would
see in a spectrum analyzer.

Figure 4-3 Spectrogram

Spectrogram Start Time: 15 Apr 2010 17:07:29
CMTS: 172.22.9.49 Interface/Upstream: Cahle8/1/,0U7{MC2020H)
Cable Modem MAC Address: D01e6bfb2fac

Frequency Span: 5000 - 42000 kHz Step: 20 kHz Poll Interval : 3 seconds

Time

17:07:58
5000 8702 12404 16106 19808 23510 27212 J0914 Ja616 38318 42020

Fregquency (kHz)

L S e
60 50 40 30 -20 10 0 10 20 30 40 50

dBm
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In the Spectrogram, you see the following variables in one easy, 3-D view:

« Power level—Measured in decibels millivolt (dBmV) and depicted according to the color key at the
bottom. As shown in Figure 4-3, the power level is cyan, which the color key indicatesisin the
-30 to -10 dBmV range.

« Frequency—Measured in kilohertz and shown on the X axis. In Figure 4-3, the power level is
between 30867 and 34563 kHz.

« Time—Measured in hours, minutes, and seconds (HH:MM:SS) and shown onthe Y axis. Figure 4-3
shows the latest time that data was captured is 15:18:39.
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When you move your cursor over the Spectrogram, the status bar at the bottom of the window displays
the time, frequency, and power level for the current location. In the Spectrogram, you can click Pause
or Print at anytime.

Starting the Spectrogram

To use the Spectrogram to monitor power and noise levels for a selected modem or upstream port over
time:

Sep1  From the Spectrum Tools menu, choose Spectrogram. The Spectrogram Criteria dialog box appears, as
shown in Figure 4-4.

Sep2  Select the Cisco CMTS, the interface, and an upstream or cable modem for which you want to monitor
power and noise levels over time.

Note  To update the cable modem information on the selected CMTS instead of getting data from the cache,
click Update CM Info. Thisreal-time update varies according to how many modems are attached to the
CMTS. The update depends on the number of modems attached to the Cisco CMTS; the update takes
longer if more number of modems are attached to the Cisco CMTS.

Sep 3  Click Start. The Spectrogram appears, as shown in Figure 4-3.

Sep 4  After completion of criteria selections, click Start, and the Spectrogram Criteria Confirmation dialog
box appears. Click Yes to apply the changes.

Sep5  For acomplete description of each field in these dialog boxes, click Help.
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Figure 4-4 Spectrogram Criteria Dialog Box
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Figure4-5 Spectrogram Criteria Confirmation Dialog Box

B4 Launch Spectrogram Confirmation
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] e

|Java Applet Window
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Analyzing the Carrier-to-Noise Ratio

To show the carrier-to-noise ratio for selected cable modems or upstream ports, use the CNR Analysis
task. As shown in Figure 4-6, thisinformation displaysin the CNR Analysis dialog box, which lets you:

» View the following information:

CMTS and interface/upstream
— CM MAC address
Carrier-to-noise ratio
Collected time

« Savetheresultsto play back later.
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Figure4-6 CNR Analysis Dialog Box

CNR Analysis
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You can set the following SPECTRUM.INI file parameters:

» Set thresholds for acceptable carrier-to-noise ratios

» Specify colors for CNRs that are below two thresholds, floor and ceiling
In Figure 4-6, the CNRs for the selected modems fall into three categories:

» Yellow—The CNR is below the ceiling threshold.

 Red—The CNR is below the floor threshold.

» White—The CNR is above the ceiling threshold.

For more information on the SPECTRUM.INI file, see the “ Parameters in the SPECTRUM.INI File”
section on page 3-20.

Getting the CNR Analysis

To show the carrier-to-noise ratio for selected cable modems or upstream ports;

Sep1  From the Spectrum Tools menu, choose CNR Analysis. The CNR Analysis Criteria dialog box appears,
as shown in Figure 4-7.

Sep2  Select one or more upstreams or cable modems for which you want to see the carrier-to-noise ratio.
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Note

%

Sep 3
Sep 4

To update the cable modem information on the selected CMTS instead of getting data from the cache,
click Update CM Info. Thisreal-time update varies according to how many modems are attached to the
CMTS. The update depends on the number of modems attached to the Cisco CMTS; the update takes
longer if more number of modems are attached to the Cisco CMTS.

You specify an upper and lower threshold for carrier-to-noise ratios in the CNRCeiling and CNRFloor
parameters of the SPECTRUM.INI file. If you want to specify different thresholds on an
analysis-by-analysisbasis, you can do that in the Upper Threshold and L ower Threshold fields. For more
information on thresholds, see the “Parameters in the SPECTRUM.INI File” section on page 3-20.

Click Start. The CNR Analysis dialog box appears, as shown in Figure 4-7.
For a complete description of each field in these dialog boxes, click Help.

Figure 4-7 CNR Analysis Criteria Dialog Box
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CMTS Groups: CMTE: Interface;

DEFALLT susun_uBR10kciscocom 172229 Cahlegi1id MCA20H
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Retrieving CNR Trending Data

To retrieve the CNR trending data for selected cable modems or upstream ports:

Sep1l  From the Spectrum Tools menu, choose CNR Trending. The CNR Trending Criteria dialog box appears
as shown in Figure 4-8.
Sep2  Select one or more upstreams or cable modems for which you want to see the CNR trending data.
[ oL-24984-01
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Note  To update the cable modem information on the selected CM TS instead of getting data from the cache,
click Update CM Info. Thisreal-time update varies according to how many modems are attached to the
CMTS. The update depends on the number of modems attached to the Cisco CMTS; the update takes
longer if more number of modems are attached to the Cisco CMTS.

Sep 3  Click Add to add the upstream or cable modem to the Selected US/CM list.
Sep 4  Click Start. The CNR Trending graph is displayed.
Sep5  For acomplete description of each field in these dialog boxes, click Help.

Figure 4-8 CNR Trending Criteria Dialog Box
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Playing Back Data

You can play back a saved Trace Window or CNR Analysis. This allows you to capture and preserve
troubleshooting information and use it later.
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Playing Back Trace Window

To play back Trace window:

Sep1  From the Spectrum Tools menu, choose Data Playback > Trace Window. The
Trace Window Playback Criteria dialog box appears, as shown in Figure 4-9. Otherwise, Figure 4-10
shows an alternate view of this dialog box, with additional information displayed for illustrative
purpose.
Sep2  Select one or more MAC addresses for which you want to see alist of saved traces and click Start. The
Trace Window Playback List dialog box appears, as shown in Figure 4-11.
Sep 3  Fromthelist of saved traces, select the one you want to play back and click Show. The Trace Window
for the saved trace, as shown in Figure 4-1, appears.
S
Note  Toremoveasaved Trace Window from the database, from the Utilities menu, choose Pur ge Saved Data,
Spectrum Data.
Sep 4  For acomplete description of each field in these dialog boxes, click Help.
Figure 4-9 Trace Window Playback Criteria Dialog Box
Trace Window Playback Criteria
ChMTS: Interface: Upstream:
UBR10K_¥WB 10.67.30.2
CM MAC Address:
ore Add Del |
Selected LIS/CM:
Cablesildnlz
Stant Search Time: |oss17/07 19:21 %(mm!ddw hhcrmmg
End Search Time:  |oss15/07 19:21 A(mmiddfw hhrnm)
[~ Load Marker
start | Reset| Help |
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Figure4-10 Trace Window Playback Criteria Dialog Box, Alternate View
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Figure4-11 Trace Window Playback List Dialog Box

Trace Window Playback List

CMTE: uBR10K_WB 10.67.30.2

Collection |Interface/Upstream | Collected Time Start Stop StepikHz)
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I=T zoav
2 |z Cablef/0/4/U2 Mon Jun 18 13:16:53 5000 4z000 10
I=ET 2007
3 |z CableS 0/4/UZ Mon Juwn 18 19:18:15 5000 47000 10
IST zoa?

Show | Generate HTMLl Helpl
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Playing Back CNR Analysis

To play back CNR analysis:

Sep1  From the Spectrum Tools menu, choose Data Playback > CNR Analysis. The
CNR Analysis Playback Criteria dialog box appears, as shown in Figure 4-12.

Sep2  Toselect one or more MAC addresses for which you want to see asaved CNR Analysis, click Sart. The
CNR Analysis Playback Result dialog box appears, as shown in Figure 4-13.

Note  Toremoveasaved CNR Analysisfrom the database, from the Utilities menu, choose Pur ge Saved Data,
Spectrum Data.

Sep 3  For acomplete description of each field in these dialog boxes, click Help.

Cisco Broadband Troubleshooter Release 3.5 User Guide
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Figure4-12 CNR Analysis Playback Criteria Dialog Box
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Figure4-13 CNR Analysis Playback Result Dialog Box
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Playing Back CNR Trending Data

To play back CNR trending data:

Sep1  From the Spectrum Tools menu, choose Data Playback > CNR Trending. The
CNR Trending Playback Criteria dialog box appears, as shown in Figure 4-14.

Sep2  Select the MAC addresses for which you want to see the saved CNR trending data and then click Add.
Sep3  Click Start to view the CNR Trending Playback result dialog box. (See Figure 4-15.)

Sep 4  Click Print to create a printer-friendly version of the chart and print it at your local printer.

Sep5  For acomplete description of each field in these dialog boxes, click Help.
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Figure4-14 CNR Trending Playback Criteria Dialog Box
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Figure 4-15 CNR Trending Playback Result Dialog Box
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Displaying Polling Status

To get alist of each spectrum analysisin process on a client machine and to view the details of the
scheduled spectrum polling events, use the Polling Status tool.

Real Time Polling Status

To see alist of clients currently using CBT's spectrum management tools:

Sep1l  From the Spectrum Tools menu, choose Polling Status > Real Time. The Spectrum Data Clients dialog
box appears, as shown in Figure 4-16.

Sep2  Perform one of the following:

1. Refresh - Refreshes the screen.

2. Launch Trace Window - Launches the trace window.

3. Launch Spectrogram - Launches the spectrogram.

4. Generate HTML - Generatesthe HTML file that can be printed and saved.
Sep 3  For acomplete description of each field in these dialog boxes, click Help.

Figure4-16 Spectrum Data Clients Dialog Box

Spectrum Data Clients

CMTS Interface / CMMAC Step |Start (Stop | Client Port | Query |Start Time
Upstream Address Freq (Freq Interval
1 |17z.zz.9.144 Cable5/0/0/Ul 0025Zezd7les Z0 5000 42000 10.77.236.167 2100 |3 Fri Apr 16

11:46:25 I3T
2010

Refresh | Launch Trace Window | Launch Spectrogram GenerateHTMLl Helpl
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Scheduled Polling Status

To view the details of the scheduled spectrum polling events:

Sep1  From the Spectrum Tools menu, choose Polling Status > Scheduled. The Spectrum Event Status dialog
box appears, as shown in Figure 4-17.

Cisco Broadband Troubleshooter Release 3.5 User Guide
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Sep2  Perform one of the following:

1
2
3
4.
5
6
7

Refresh - Polls the database for the |atest events.

Details - Displays a pop-up window with the details for the scheduled collection.
Stop - Cancels the scheduled collection.

Remove - Cancels the scheduled collection.

Show - Displays the data collection.

Play - Shows the actual trace.

Generate HTML - Generates the HTML file that can be printed and saved.

Sep 3  For acomplete description of each field in these dialog boxes, click Help.

Figure 4-17 Spectrum Event Satus Dialog Box
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Enabling I nstantaneous CPU Assessment for Spectrum Polling

CBT 3.5 enables the option of preventing excessive CPU consumption, in circumstances in which the
Trace Window, Spectrogram functions, or Scheduled Polling features might otherwise exceed CPU
bandwidth.

CBT has provisionsto instantaneously check the CPU utilization and prevents the spectrum operation if

th

e CPU utilization exceeds the CPU thresholds (value of SpecDataMaxCPU parameter).

Perform these steps to enable or disable CPU assessment in the Trace Window Criteria dialog box, the
Spectrogram Criteria dialog box, or the Spectrum Data Scheduler dialog box before launching the
spectrum event.

Cisco Broadband Troubleshooter Release 3.5 User Guide
m. OL-24984-01 |



| Chapter 4  Using the Spectrum Management Tools

Sep 1
Sep 2
Sep 3

Sep 4

Sep 5

Sep 6

Launch CBT 3.5.
Loginto CBT asadmin.
Launch the desired window in which to configure this change.

» For Trace Window changes, from the Spectrum Tools menu, choose Trace Window. The
Trace Window Criteria dialog box appears. Proceed to the next step.

» For Spectrogram changes, from the Spectrum Tools menu, choose Spectrogram. The
Spectrogram Criteria dialog box appears. Proceed to the next step.

Select the checkbox check crpu util. This setting defines the number of sweeps for every CPU
utilization check. Only when the check box is selected is the text box enabled to enter the number of
spectrum sweeps that should be done for every CPU utilization check. If periodic check of CPU
utilization is not necessary, then deselect this option and proceed. If not selected, the CPU utilization is
checked only once before the launch of the spectrum operation. Refer to Figure 4-18.

Figure 4-18 Check CPU Util Dialog Box

v Check CPU LI once in |1 4 SWEap

When the Check CPU Util check box is selected, enter the number of sweepsin which CPU utilization
should be checked. The default value is 10.

This setting means that the CPU utilization is checked and compared with the SpecDataM axCPU
parameter. Upon positive results, the spectrum operation gets started. The spectrum data is collected
continuously with the specified poll interval.

One sweep corresponds to a single polling of spectrum data. After 10 such polling events, CBT again
checks the CPU Utilization and compares it with the SpecDataMaxCPU parameter. If the results are
positive, the spectrum operation continues; otherwise, the continuous query is stopped. If the number of
sweepsis 1, then the CPU utilization is checked before every polling of spectrum data.

Continue with the launch of the spectrum operation.
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Subscriber Traffic Management in
Cisco Broadband Troubleshooter 3.5

This section describes the subscriber traffic management (STM) tools that are used for viewing the
enforce rules and locating violators:

« Enforce Rules—Displays the STM enforce rules on a Cisco CMTS.

« All Violator s—Displays the STM violator modems connected to a Cisco CMTS.

« All Violators Real Time—Displays the STM violator modems connected to a Cisco CMTS.
» Locate Violator—Finds violator modems connected to a Cisco CMTS.

Usingthe STM Tools

This section describes how to use the STM tools available in CBT 3.5:
« Displaying STM Enforce Rules Defined for a Specific Period, page 5-1
» Displaying Active Enforce Rules, page 5-2
» Displaying Violators Detected for a Specific Period, page 5-2
- Displaying Current Violators, page 5-2
» Locating Violators, page 5-3

Displaying STM Enfor ce Rules Defined for a Specific Period

To display enforce rules defined for a specific period:

Sep1  From the STM Tools menu, choose Enforce Rules. The Get All Enforce Rules dialog box appears.
Sep2  Choose the CMTS group that includes the CMTS where you want to view the enforce rules.

Sep3  Choose the CMTSin the CMTS field for which you want to view the enforce rules.

Sep4  Set Start Time and End Time for the enforce rules that you want to view.

Sep5  Click Get Rulesto display the enforce rules for the specified time period.

Cisco Broadband Troubleshooter Release 3.5 User Guide
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M UsingtheSTM Tools

Sep6  For acomplete description of each field in the Get All Enforce Rules dialog box, click Help.

Displaying Active Enforce Rules

To display active enforce rules:

Sepl  From the STM Tools menu, choose Enforce Rules. The Get All Enforce Rules dialog box appears.
Sep2  Choose the CMTS group that includes the CMTS where you want to view the enforce rules.

Sep3  Choosethe CMTSin the CM TS field for which you want to view the enforce rules.

Sep 4  Select Real Time for the enforce rules you want to view.

Sep5 Click Get Rulesto display the active enforce rules.

Sep 6  For acomplete description of each field in the Get All Enforce Rules dialog box, click Help.

Displaying Violator s Detected for a Specific Period

To view the STM violator modems connected to a Cisco CMTS, use the All Violator s tool.
To display violators detected for a specific period:

Sep1l  From the STM Tools menu, choose All Violators. The Get All Violator Modems dialog box appears.
Sep2  Choose the CMTS group that includes the CMTS where you want to view the enforce rules.
Sep3  Choosethe CMTSin the CM TS field for which you want to view the enforce rules.
Sep4  Set Start Time and End Time for the enforce rules that you want to view.
Sep5 Click Get Violatorsto display the violators for the specified time period.
For a complete description of each field in the Get All Violator Modems dialog box, click Help.

Displaying Current Violators

To view the STM violator modems connected to a Cisco CMTS, use the All Violators Real Time.
To display current violators:

Sepl Fromthe STM Tools menu, choose All Violators Real Time. The Get All Violator Modems Real Time
dialog box appears.

Sep2  Choose the CMTS group that includes the CMTS where you want to view the enforce rules.
Sep3  Choosethe CMTSinthe CM TS field for which you want to view the enforce rules.
Sep 4  Click Get Violatorsto display the current violators.
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Sep 5

Sep 6
Sep 7

UsingtheSTM Tools M

Click Get Enforce Rulesto display the current enforce rules for the specified time period. A new screen
appears showing the rules enforced during the specified period.

Click Display Violatorsto return to the violators screen.

For a complete description of each field in the Get All Violator Modems Real Time dialog box, click
Help.

L ocating Violators

To find violator modems connected to a Cisco CMTS, use the L ocate Violator tool.
To locate violators:

Sep1  From the STM Tools menu, choose L ocate Violators. The Locate A Violator Modem dialog box
appears.
Sep2  Enter the MAC address of the modem you want to locate.
Sep 3 Set the Start Time and End Time for the period you want to view the violator.
Sep 4  Click Locate M odem to display the violators for the specified time period.
Sep5  For acomplete description of each field in the Locate A Violator Modem dialog box, click Help.
A
Note  Toremove saved STM data from the database, choose Purge Saved Data > STM Data in the Utilities
menu.
Cisco Broadband Troubleshooter Release 3.5 User Guide
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Administrative Tasksfor
Cisco Broadband Troubleshooter 3.5

This section describes administrative configuration tasks that improve additional functions of CBT 3.5:
« Mapping Hostnames from Applet to Servlet, page 6-1
« Configuring Administrative Parameters for Spectrum Analysis, page 6-2

M apping Hosthames from Applet to Servlet

Sep 1

Sep 2

CBT 3.5 supports hostname-based communications between applet and servlet on the network, in
addition to sustaining | P-based communications.

In CBT 3.2 al the communication between the applet and the servlet was based only on the IP address
of the server. Every request and response between the applet and servlet had the IP address in the URL.
CBT 3.3 and later remove this limitation, to support both hostnames and | P addresses.

This procedure changes the UseHostName parameter of the GUNSLINGER.INI file. By default, this
valueisNO in CBT 3.3 and later. Changing this value to Y ES enables hostname-based communication
between applet and servlet, and removes | P addresses from corresponding displays and processing.

Some Web proxy functions only allow hosthame-based IP communication, and otherwise drop
communications with IP addresses in the URL. This feature is helpful in such cases.

This procedure requires that applet and servlet hostnames be established and otherwise functional on the
network prior to mapping hostnames in CBT. Both the client and server should be able to resolve the
hostname of the CBT server machine.

Perform these steps to map hostnames from applet to servlet.

Open the GUNSLINGER.INI file available in the CBT server machine.

» For Solaris and Linux, the GUNSLINGER.INI file is under the directory
/opt/CSCOcht/httpServer/webapps/ROOT or
<CBT _Install_Directory>/httpServer/webapps/ROOT.

» For Windows, the GUNSLINGER.INI file is under the directory C:\Program Files\Cisco
Systems\Cisco Broadband Troubleshooter\httpServer\webapps\ROOT\ or
<CBT_lInstall_Directory>\httpServer\webapps\ROOT\.

Change the UseHostName parameter to YES or NO depending on your need.
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Y ES enables hostname-based communications.

NO implements | P-address-based communications.
Sep3  Save the GUNSLINGER.INI file with your changes.
Sep 4  Restart CBT 3.5.

Configuring Administrative Parametersfor Spectrum

Analysis

CBT releases prior to CBT 3.5 support options for spectrum operation parameters, and CBT 3.5
continues support for these parameters. CBT 3.5 enables the adminstrators to configure upper and lower
limits for multiple fields in the Spectrum Operations windows.

To define administrative upper and lower limits in Spectrum Operations windows:

Sepl  Openthe SPECTRUM.INI file available in the CBT server machine.

For Solaris and Linux, the SPECTRUM.INI file is under the directory
/opt/CSCOcht/httpServer/webapps/ROOT or
<CBT_Install_Directory>/httpServer/webapps/ROOT.

For Windows, the SPECTRUM.INI file is under the directory C:\Program Files\Cisco
Systems\Cisco Broadband Troubleshooter\httpServer\webapps\ROOT\ or
<CBT_Install_Directory>\httpServer\webapps\ROOT\.

Sep2  Changethe default settingsfor asfew or as many parameters as desired. Listed below are default values,
and acceptable ranges for these parameters.

.

SpecEventStartFregMinValue=5
SpecEventStartFregM axVal ue=65
SpecEventStopFregMinValue=5
SpecEventStopFreqM axValue=65
SpecEventCenterFregqMinValue
SpecEventCenterFregM axValue
SpecEventFregSpanMinValue
SpecEventFreqSpanM axValue
SpecEventDataPointsMinValue
SpecEventDataPointsM axValue
SpecEventPollIntervalMinValue
SpecEventPollIntervalM axValue
SpecEventStepSizeMinValue
SpecEventStepSizeM axValue
SpecEventSamplesMinValue
SpecEventSamplesM axValue
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Configuring Administrative Parametersfor Spectrum Analysis Il

You can configure the upper and lower limit for the start, stop frequency, poll interval, step size and data
points. While entering such data spectrum parameters, CBT 3.5 sustains native-level validation, and
additionally, CBT 3.5 validates entries with respect to the newly configured limitsin the
SPECTRUM.INI file. The following list describes various fields and supported ranges for validation in
a Spectrum Event:

» Start Frequency—For Cisco MC3GX60V line card, the range is from 5 to 85 and for the other line
cards, the range is from 5 to 65. The value representing MHz. A decimal value is supported.

» Stop Frequency—For Cisco MC3GX60V line card, the range is from 5 to 85 and for the other line
cards, the range is from 5 to 65. The value representing MHz. A decimal value is supported.

» Center Frequency and Frequency Span—The frequency span cannot be greater than these results:;

— minimum—(center frequency - 5) x 2
— minimum—(65 - center frequency) x 2

Validation is performed on Center Frequency and Frequency Span in the following way:
— Start and stop Frequencies are calcul ated.
— startFreq = centerFreq - (freqSpan/2)
— stopFreq = centerFreq + (freqSpan/2)

As aresult, these values should be in the range 5 to 65. In this way both the fields are validated.

» Data Points—Should be an integer greater than 2, and are subject to the following additional range
reguirements, according to the cable interface line cards:

— Should be in the range from 2 to 6001 for the MC5X20S/U/H BPE.
— Different upper limits of Data Points for different cable interface line cards are as follows:
+ MC16S: 617

+ MC16U: 3001

+ MC16X: 3001

+ MC28U: 3001

+ MC28X: 3001

+ MC520S: 5886

+ MC520U: 6001

+  MC20X20V: 3001

« MCB88V: 3001

+ MC3GX60V: 3201

— Data Points with other cable interface line card combinations should result in a start and stop
frequency range of 5 to 65.

« Poll Interval—Must be a positive integer.
» Step Size—Should be a positive integer not greater than 6000.

)

Note  For any combination of the above-mentioned field values that you enter, the start and stop frequency
should always be in the range 5 to 65.
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Sep3  CBT 3.5 checksthe administratively configured valuesin the SPECTRUM.INI file. When changing this
file, all the field values should also be in the range specified, and saved to the SPECTRUM.INI file for
non-default configurations.

Example

Only when the value of the SpecEventPolllntervalMinValue parameter is set to 1, values above 1 are
accepted in the Poll Interval dialog box. This example removes the bandwidth-consuming zero-second
polling.
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Troubleshooting
Cisco Broadband Troubleshooter 3.5

This section contains the following procedures for verifying and troubleshooting CBT 3.5:
» Troubleshooting Continuous Sweep Spectrum Operation in CBT 3.5, page 7-1
« Changing Server Portsin XML Script, page 7-2
« Saving System Message Logs for Troubleshooting, page 7-2
» Verifying Installation Status on the CBT 3.5 Server, page 7-3
» Verifying the CBT 3.5 License, page 7-4
» Troubleshooting the Poller, page 7-4
» Troubleshooting Poller Problems, page 7-4

Troubleshooting Continuous Sweep Spectrum Operation in
CBT 35

Sep 1

A non-standard behavior has been observed in which the Continuous Spectrum Operation of CBT 3.5
fails, even in circumstances in which the Single Sweep Spectrum Operation remains functioning. One
example would be the proper Trace Window single sweep operation, but with failed Continuous Sweep
behavior in the Trace Window.

CBT 3.5 requires that the following processes and tasks be used for Continuous Sweep Operation.

Verify that the TCP ports used by CBT 3.5 are as follows:
» Port 8105: JVM server port
« Port 9080: Non-SSL HTTP port
e Port 9443: SSL HTTP port
« Port 9082: AJP 1.3 Connector
» Port 2640: For Sybase database connectivity
» Port 8020: For Poller operation

| oL-24984-01
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Sep2  Implement the following TCP port ranges for spectrum operations. Spectrum events such as
Trace Window, Spectrogram, CNR Trending, and the Generic Query use a specified range of port
numbers for operation.

« For both Trace Window events and the Spectrogram events, the port numbers range from 2100 to
2500.

» For the Spectrum tools and CNR Trending, port numbers range from 3100 to 3500.
» For the Diagnostics tools and Generic Query, the port numbers range from 5100 to 5500.

» The usage of these port numbers should in increments of 1. That is, for the first Trace Window
launched, the port number is 2100, and the next Trace Window port 2101. For the next Spectrogram
window, the port number is 2102 and so forth up to port 2500.

Changing Server Portsin XML Script

The Tomcat server port in server XML script is set to port 8105. This prevents possible port conflict
when multiple Tomcat Web servers are running on the same workstation.

If required, to change the Tomcat server port in XML script to port 8105 and check for additional port
conflicts:

Sep 1l  Edit the server.xml script in the following location:
/opt/CSCOcbt/httpServer/conf

Sep2  Check for all ports numbers that have conflicts with CBT and change all port numbers that have such
conflicts:

« Port 8105: JVM server port

« Port 9080: Non-SSL HTTP port
» Port 9443: SSL HTTP port

« Port 9082: AJP 1.3 Connector

Saving System Message L ogsfor Troubleshooting

When troubleshooting CBT 3.5, we recommend that message logs be saved and filtered using the
following steps.

Sepl To view saved message logs, click Utilities > M essage log in the user interface.

Thisis afixed-size log file that continuously removes the oldest entry asiit is updated. Thislog fileis
not viewable using an editor (such as vi).

Sep2  Filter the message log entries by severity, by user, by module, or by date.

Sep3  To setthelogging level, click Configuration > Message L og in the user interface. Setting the logging
level helpsto prevent unnecessary messages occupying the fixed-size log file.
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Verifying Installation Status on the CBT 3.5 Server M

For Solaris and Linux, the log file is located at /opt/CSCOcbt/httpServer/logs/catalina.out. Thisfileis
viewable with viewing utilities such as vi, Cat, Tail, or others.

N

Note  This message log file grows in size. For Windows, these messages go to the console and a
message log file is not created.

Verifying Installation Statuson the CBT 3.5 Server

To verify the status of the installed CBT 3.5 server:

Sep1  Verify that there are no exceptions in the catalina.out file located as follows:
» Solaris and Linux—/opt/CSCQOcht/httpServer/logs/
»  Windows—The CBT 3.5 console
Sep2  Verify that the dbeng10 process is running on the Solaris, Linux, and Windows systems:
« Solaris:
ps -ef|grep dbe
root 26449 1 0 Aug 18 ? 0:24 dbengl0 -x tcpip{ServerPort=2640} -g -ud -s local0 -m -c
16M -n cbtdbengine /opt
e Linux:

ps -ef|grep dbe
root 26449 1 0 Aug 18 ? 0:24 dbengl0 -x tcpip{ServerPort=2640} -g -ud -s local0 -m -c
16M -n cbtdbengine /opt
» Windows: Thereis a Sybase icon shown as a running process.
Sep 3 Verify that the following Java processes are running:
e Solaris and Linux:

ps -ef|grep java
root 26478 1 0 Aug 18 ? 0:39 /opt/CSCOcbt/jre/bin/java -DCBTpoller -cp
/opt/CSCOcbt/httpServer/webapps/ROOT/

root 26489 1 0 Aug 18 ? 148:55 /opt/CSCOcbt/jre/bin/java
-Djava.endorsed.dirs=/var/CSCOcbt/httpServer/common/e

~

Note  Linux displays threads; therefore, there are many Java entries.

- Windows:
Use the command console for Tomcat and the CBT poller to view log messages.
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Verifyingthe CBT 3.5 License

To verify the CBT 3.5 installation license:

Sep1  For Solaris and Linux, perform these steps:
1. Verify that the license is present and the file is correct in the following location:
/opt/CSCOcht/httpServer/webapps/ROOT/WEB-INF/classes/lic/License
2. Loginand allow for error prompts to identify any issues.
3. Scan the catalina.out file for error messages in the following location:
/opt/CSCOcht/httpServer/logs/
Sep2  For Windows, perform these steps:
1. Verify that the license is present and the file is correct in the following location:
INSTALLATION_DIR\httpServer\webapps\ROOT\WEB-INF\classes\lic\License
2. Loginand allow for error prompts to identify any issues.

3. Scan the command console for Tomcat and see if there are error messages in the console.

Troubleshooting the Poller

This section provides directions to troubleshoot error messages for the following CBT components:
» Script—Retrieves subscriber or provisioning information from an external source.

« Application on an HTTP server—Retrieves subscriber or provisioning information from an
external source.

» Poller—Queries CMTSs by using SNMP and stores provisioning information in the CBT local
Sybase database.

Troubleshooting Poller Problems

You can use the Poller, a separate Java application, to store provisioning information in the CBT local
Sybase database. This database Poller queries the CMTSs by using SNMP. If the Debug parameter in
POLLER.INI is set to true, the Poller sends information to the Poller.log file in the following location:

« Linux and Solaris—/opt/CSCOcbt/logs
+ Windows—%CSCOCBT_ROOT%\logs

S

Note  Seethe“Parametersinthe POLLER.INI File” section on page 3-19 for an explanation of each parameter
in POLLER.INI.
This section:

» Shows output from Poller.log that indicates there is a problem
» Describes the cause of the problem
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Troubleshooting Poller Problems W

» Provides aresolution for the problem

Error Message: No Router

Problem
The following output from Poller.log indicates that no router was found:
Thu Jun 27 15:47:35 EDT 2002: INFO: Start polling...
Thu Jun 27 15:47:37 EDT 2002: INFO: No router found in routers list file:
/opt/CSCOcbt/jakarta-tomcat-4.0.3/webapps/ROOT/WEB-INF/classes/config/myrouters
Thu Jun 27 15:47:37 EDT 2002: INFO: Finished polling... elapsed time: 2371
milliseconds
Thu Jun 27 15:47:37 EDT 2002: INFO: Poller exited.
Cause
No router was found in the routers list file, myrouters, because of one of the following conditions:
» Therouterslist file does not exist. Thisisthe case when you first install CBT.
» The CMTSrouterslist is empty; it does not contain any routers.
Resolution

To add routersin CBT, see the “Adding Router Information” section on page 3-12.

Error Message: Database L ogin Failed

Problem
The following output from Poller.log indicates that the login to the database failed:
Wed Jun 26 11:14:12 PDT 2002: INFO: Start polling...
Wed Jun 26 11:14:13 PDT 2002: FATAL: SQL Exception in setupDB makeDBConnection: 1
JZ00L: Login failed. Examine the SQLWarnings chained to this exception for the
reason(s) .
Software aborted.
Cause
The database | ogin failure occurs because the database ran out of connections; that is, it tried to use more
connections than it can support.
Resolution

If the database ran out of connections, restart CBT to clear all existing database connections and start
the database.
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Error Message: SNM P Timeout

Problem

Cause

Resolution

Sep 1

Sep 2

Sep 3

%

The following output from Poller.log indicates that an SNM P timeout has occurred:

Thu Jun 20 13:45:08 EDT 2002: INFO: Start polling...
Thu Jun 20 13:45:18 EDT 2002: ERROR: Threadl6 got SNMP exception on Router:
24.216.122.254. Exception: Snmp Timeout... Router 24.216.122.254 is unreachable

The SNMP timeout occurs when the network connection to the router, or the router itself, is so busy that
it cannot satisfy the request within the specified time.

If the SNMP timeout occurs too frequently, change the SNMP settings in the POLLER.INI file:

Open the POLLER.INI file for your operating system:
« Linux and Solaris—/opt/CSCOcbt/bin
* Windows—%CSCOCBT_ROOT%\bin

Increase one or both of the following settings:

»  SnmpTimeout—You can increase the number of seconds before the attempt to create the SNMP
connection reaches a timeout.

«  SnmpRetry—You can increase the number of times to try to create the SNMP connection.

To activate the new settings, restart the CBT server.

Check for incorrect SNMP community strings, because an invalid community string for read/write also
results in an SNMP timeout.
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Sample Code for Application Program
| nter faces

This section contains the README files for the following application program interfaces (APIs):

Shell script for retrieving subscriber or provisioning information from an external source by using
a script

Java code for retrieving subscriber or provisioning information from an external source by using an
HTTP application

The sections that describe scripts and code provide the following information:

Location

Purpose

Requirements

Description of components

Directions for modifying the code

Directions for troubleshooting the code

Sample code that you can modify to meet your needs

This section contains the following topics:

Shell Script for Retrieving Subscriber or Provisioning Information, page 8-1

Java Code for Retrieving Subscriber or Provisioning Information, page 8-4

Shell Script for Retrieving Subscriber or Provisioning

| nformation

You can use a sample script written for various databases to retrieve subscriber or provisioning
information from an external source. These scripts, that you can modify according to your needs, arein
the README file in the following locations:

Linux and Solaris

— /opt/CSCOcht/samples/db_script/oracle/
— /opt/CSCOcht/samples/db_script/sybase/
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*  Windows
— %CSCOCBT_ROOT%\samples\db_script\oracl e\
— %CSCOCBT_ROOT%\samples\db_script\sybase\
This section provides a printed copy of that README file, formatted for this user guide.

Pur pose of Shell Script

This section describes how to use scripts written against a Sybase database. The sybase directory
contains sample scripts that you can modify to meet your needs. These scripts demonstrate how to:

» Receive requests from CBT
» Query data against a Sybase database
« Return datato CBT in the format specified in “Retrieving Data with a Script” section on page 3-23

Sample Script Requirements

The sample scripts have the following criteria for use:

« Sample scripts require Sybase running with CBT's database schema, which is created automatically
during the CBT install.

« Sample scripts are written for the Solaris OS. To use the scripts on a Linux machine, see the
“Troubleshooting the Script” section on page 8-3.

After trying the sample scripts, you can tailor them for your database or any other external data source.

Script and File Descriptions

The following list of sample scripts describes the purpose of each script or file:
» get_subscriber—Queries subscriber information from the database
« get_provision—Queries provisioning information from the database
e insert_cmts—Invokesinsert cmts.sql
» insert_cmts.sql—Inserts CMTSs and cable modemsinto the database and isinvoked by insert_cmts
» subscriberinfo.txt—Contains subscriber information in ASCI| text file format

» add_col_name.pl—Adds column names to the subscriber fields (for example, Customer Last
Name) queried from get_subscriber

Modifying the Script
To modify a script:

Sepl Modify insert_cmts.sgl to insert alist of CMTSs and cable modems into the database.
Sep2  Execute insert_cmts from the command line: . /insert_cmts
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Sep 3

Sep 4
Sep 5
Sep 6
Step 7

Sep 8

Shell Script for Retrieving Subscriber or Provisioning Information

Modify subscriberinfo.txt to import subscriber information into CBT. For field descriptions, refer to
online help for the Import Subscriber Data dialog box.

Start CBT. Log in as an Admin user.

Click Import Subscriber Data, enter the Subscriber Data File Location, and click Start.

Click Set External Interfaces.

Under Subscriber Information, select the Script radio button and enter the location of the get_subscriber
filename (for example, /my_dir/get_subscriber) in the Script Location field.

Under Provisioning Information, select the Script radio button and enter the location and the
get_provision filename (for example, /my_dir/get_provision) in the Script Location field.

Troubleshooting the Script

The get_subscriber and get_provision scripts can be run from the UNIX command line. The
following examples show how to execute a script and the output the script produces:

Jget_provision GET_PROVISION MAC 000216d5a0cf
OUT_DATA=PROVISION”172.22.85.10"172.22.127.26"
Jget_provision GET_MAC IP 172.22.127.26
OUT_DATA=MAC"000216d5a0cf"

Jget_subscriber GET_SUBSCRIBER M AC 000216d5a0cf

OUT_DATA=SUBSCRIBER"Accld=ID000006"Name=Name000006"Phone=6172300006"Addre
ss=175 West Tasman”ClassOf Service=Policy000006”FiberNode=User A000006"

Jget_subscriber GET_MAC PHONE 5106663152
OUT_DATA=MAC"000164ffeb95"000164ffc3c7"
Jget_subscriber GET_ADDRESS M AC 000164ffc3c7~ 000164ffeb95"

OUT_DATA=ADDRESS"000164ffc3c7=170 West Tasman Drive,95134"000164ffeb95=170 West
Tasman Drive,95134"

The get_subscriber script invokes add_col _name.pl. Modify the scriptDir to accurately reflect
where add_col_name.pl is located.

All scripts use /tmp as atemporary directory for creating temp files. Create the /tmp directory with
read and write privileges for al users.

If you are running the scripts on a Linux machine, make the following changes to the get_provision,
get_subscriber, and insert_cmits scripts:

— Modify commLib to /bin
— Replace dbisqgl to dbisglc
If you get Invalid Data when using echo in Window's batch file:

— Turn off echo:
@echo off

— If you are not using double quotes around the message, then the delimiter hasto be " " instead
of "~

For example:
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echo OUT_DATA=PROVISION"M172.22.85.10M172.22.127.26""

Sample Script Code

The following sample code is extracted from the get_subscriber script:

#!/bin/ksh
argc=S#
set -A argv S$*
integer i=0
while let "i < S$Sargc"; do
case ${argv[si]} in
"GET_MAC") function=${argvI[s$il};;
esac
let "i =1 + 1"
done

#retrieving MAC based on Customer phone number
if [ "$function" = "GET_MAC" ] ; then

str="SELECT MACAddress FROM SUBSCRIBERINFO where CusPhone='$in_param';";
echo $str >> "StmpDir/script.$filenameExt"

str="OUTPUT TO StmpDir/test.$filenameExt FORMAT ASCII;"

echo $str >> "$StmpDir/script.S$filenameExt"

tmpi="dbisglc -g -c S$SdbAccess read StmpDir/script.S$filenameExt’
rm StmpDir/script.S$filenameExt

MAC="S$commLib/cat $tmpDir/test.$filenameExt | $commLib/sed s/\'//g"
echo S$SMAC > S$tmpDir/test.S$filenameExt
MAC="$commLib/cat $tmpDir/test.$filenameExt | $commLib/sed 's/ /"/g'’

tmp="OUT_DATA=MAC"$SMAC"" ;

if [ $tmp = "OUT_DATA=MAC~*" ] ; then
echo "OUT_DATA=ERROR"No data found for $in_param™";
exit;

fi

echo S$tmp

rm $tmpDir/test.$filenameExt
exit;

Java Codefor Retrieving Subscriber or Provisioning
| nfor mation

You can use an application that is running on an HTTP server to retrieve subscriber or provisioning
information from an external source.

A sample application that you can modify according to your needs isin the README filein the
following locations:

» Linux and Solaris
— /opt/CSCOcht/samples/db_script/oracle/
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— /opt/CSCOcht/samples/db_script/sybase/
*  Windows
— %CSCOCBT_ROOT%\samples\db_script\oracle\
— %CSCOCBT_ROOT%\samples\db_script\sybase\
This section provides a printed copy of that README file, formatted for this user guide.

Purpose of Java Code

This sample script file describes how to use Data Manager, a sample HTTP application. The HTTP
directory contains this sample application that you can modify to meet your needs. Data Manager
demonstrates how to:

» Receive requests from CBT
* Query data against an Oracle database

» Return the datato CBT inthe format specified in the “Retrieving Datawith an HTTP Application”
section on page 3-27

Sample HTTP Application Requirements

The sample HTTP application:
« Requires the Oracle database running with the schema described in create_tbls.sql.

« Iswritten to use Oracle OCI, instead of the pure Java JDBC, to communicate with the database. To
use the sample HT TP application on a Solaris machine, see the “ Troubleshooting the Sample HTTP
Application” section on page 8-8.

Module and File Descriptions

This section lists the modules and files used in Data Manager, the sample HTTP application. For a
description, refer to a specific module or file. To modify Data Manager to suit your needs, refer to the
next section, “Modifiable Components in the Data Manager Application.”

« Javamodules:
— DataManager.java
— Db.java
— DbProps.java
— DbQuery.java
— GetResponse.java
— HttpManager.java
— HttpObj.java
— HttpRequest.java
— HttpResponse.java
— HttpServer.java
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LoadOracleJDBCDriver.java

Logger.java

PostResponse.java
— ShutDown.java
» System and configuration files:
— Makefile
— Db-Vital.properties
— Db-Sigma.properties
— install
— start_dm
— stop_dm
« SQL files:
— create_tbls.sql
— insert_cmts.sqgl
— insert_subscriber.sql

M odifiable Componentsin the Sample HTTP Application

» create thls.sgl, insert_cmts.sql, insert_subscriber.sql—Scripts that create database tables and
insert data into the database.

- DbQuery.java—Module that queries the data from the database. The following functions were
written based on the schema described in create_tbls.sql:

— getMacBylIP

— getMacByPhone

— getProvinfo

— getProvinfoExt

— getFiberNode

— getSubscriberinfo
If create_tbls.sgl is changed, the code for these functions must be changed accordingly.

- Db-Sigma.properties—Contains attributes of the subscriber database.
Db-Vital.properties—Contains attributes of the provisioning database.

If the provisioning and subscriber data tables reside in the same database, these two files must have
identical information. In Data Manager, the provisioning and subscriber dataisin two separate
databases.

For both files, the following settings must be changed accordingly:
— db_sid

db_port

db_userid

db_password
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M ak efile—Compiles the Java files.
start_dm—Starts the Data Manager HTTP application.
The current variable settings in start_dm are:

debug_flag=1

(Send debug messages to a log file.)

port=8012

(Change to the port of your choice.)

logDir= /opt/CSCOcbht/jakarta-tomcat-4.0.3/1ogs

(Specify the location where the log file should be created and changes should be
written.)

stop_dm—Stops the Data Manager HT TP application.
The following variable settings are in stop_dm:

ip=171.71.50.52

(IP address where the HTTP application is running.)

port=8012

(Port in which the HTTP application is running. This should be the same port specified
in the start_dm script.)

For these three scripts (M akefile, start_dm, and stop_dm), the following properties must be updated
according to the system environment:

— ORACLE_HOME

- JAVA_HOME

— LIBRARY_PATH

Building and Running the Sample HTTP Application

1

Build class files and copy files to destination.
From the command line, type:
Jmake
Jinstall
Start the application.
From the command line, type:
/opt/CSCOcbt/bin/start_dm
Stop the application.
From the command line, type:
/opt/CSCOcbt/bin/stop_dm
Link Data Manager to CBT.
a. Start CBT. Login asan Admin user.
b. Click Set External Interfaces.

c. Under Subscriber Information, select the HT TP radio button and enter the URL for the
application in the URL L ocation text box:

http://your machine_name:port_num/DataManager
Under Provision Information, select the HT TP radio button and enter the URL for the application
inthe URL L ocation text box:
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A

http://your _machine_name:port_num/DataManager

Note Inthe previous steps port_num s the port number that is configured in start_dm.

Troubleshooting the Sample HT TP Application

Failed to create database connection.

Make sure there is connectivity between the machine and the Oracle database. A quick way to test
thisisto invoke the Oracle SQL* Plus application. For example, assume that the following settings
arein Db-Vital.properties:

— db_sid=CBT
— db_userid=userl
— db_password=mypasswd
From the command line, type:
sqlplus user 1/mypasswd@CBT
If there is no response or an error occurs, check the tnsnames.ora setting.
Makefile failed - javac not found.
Make sure that JAVA_HOME in the Makefile points to the correct JAVA compiler.
Makefile failed while linking or missing Oracle library error generated during run time.

The sample HTTP application was written to use the Oracle OCI protocol for communicating with
the database. Oracle OCI requires machine-dependent libraries, so make sure that the path to the
librariesis set correctly in Makefile.

Socket creation error.

This error occurs when port_numis changed in start_dm and stop_dm. To correct it, restart the
program /opt/CSCOchbt/bin/start_dm program.

DbQuery returns error status.

It is possible that some of the Oracle environment did not get set up correctly. To check this, review
oracle.csh, update it as required, and source it. Then, run start_dm again.

Sample Java Code

8-8

1

Set up the HTTP Connection to receive arequest from CBT (HttpManager.java).

HttpRequest = new HttpRequest ()

Retrieve the message header (HttpRequest.java):

StringBuffer sb = new StringBuffer();
InputStream is = sock.getInputStream() ;
DataInputStream fromBrowser = new DataInputStream(is);
while (true) {
msg = fromBrowser.readLine() ;
if (msg.equals("")) break;
sb.append(msg + nl); // put back the '\n\r' for newline
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3. Retrieve the message body (HttpRequest.java):

DataInputStream fromBrowser = sock.getInputStream() ;
StringBuffer sb = new StringBuffer();

for (int x=0; x < len; x++) {

// return int range 0-255, -1: end of stream
i = fromBrowser.read() ;
if (i == -1) break;

// however, char is 16 bits for unicode 2 bytes
// now use 2 bytes to hold just one byte data.
sb.append( (char)i) ;

//System.out.println (sb);

4. Parse the message (HttpObj.java):

//parse and save message into Hashtable

String reqg command = decodeString (command) ;
//System.out.println ("reqg command=" + req_command) ;

// Parse the data from the servlet

StringTokenizer rdata = new StringTokenizer (req_command,

if (rdata == null) return;
//System.out.println ("data=" + data + ", rdata=" + rdata);
while (rdata.hasMoreTokens()) {

String cmd = rdata.nextToken() ;
int index = cmd.indexOf("=");

if (index == -1) return;
String key = cmd.substring (0, index) ;
String val = cmd.substring(index+1) ;

hParams.put (key, val);

5. Process the message (HttpManager.java & DataManager.java):

//1f POST message then process the message:
if (reqg.getReqgType().equals ("POST")) {
req. fetchBody (sock_) ;
hParams = reqg.getParams() ;
resp = new PostResponse(req) ;
String status = null;
status = dm_.processCommand (req) ;

}

//examine the request type and process the message accordingly:
Hashtable hParams = reqg.getParams () ;

String task = (String)hParams.get ("REQUEST") ;

int status = 1;

if (task.equals (GET_PROV_INFO)) {
String sStr = "";

String sType = (String)hParams.get ("SEARCH_TYPE") ;

if (sType.equals ("MAC"))
{

String sTmp = (String)hParams.get ("IN_PARAM") ;

String sMac = sTmp.toLowerCase() ;
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Logger.debug ("In Mac is " + sMac);
sStr = DbQuery.getProvInfo(sMac) ;

Logger .debug ("Prov Info is " + sStr);

// retrieve information from the database (DbQuery.java):
public static String getProvInfo(String Mac) {

String
String
String
String

Statement stmt =

try

'" + Mac +

modemIp = rs.getString(2);
cmtsIp = rs.getString(3);
rs.clearWarnings () ;
}
rs.close();
rs = null;
stmt.close() ;
stmt = null;
long end = (new java.util.Date()).getTime() ;
Logger .debug ("total msec to execute getProvInfo:
if (!bFound)
return ("OUT_DATA=ERROR™" + Mac + "

Database.”™") ;

String sStr =

W,
7

query = "";
subscriberId = "";
modemIp = "";
cmtsIp = "";
null;
{
long start = (new java.util.Date()).getTime() ;
start = (new java.util.Date()).getTime() ;
stmt = vital_db_conn.createStatement () ;
query = "select subscriberid,

Logger .debug (query) ;
boolean bFound = false;
ResultSet rs = stmt.executeQuery (query) ;
while (rs.next()) {
bFound = true;
subscriberId = rs.getString(1l);

"OUT_DATA=PROVISION"" + cmtsIp +

return (sStr);
}
catch (SQLException se) {
String sError = "OUT_DATA=ERROR""
if (stmt != null)
{
try {
stmt.close();
}
catch (Exception e)
{
}
stmt = null;

}

return sError;

n

nAn

+

+ modemIp +

+ se.getMessage ()

ipaddress,giaddr from device where deviceid =

(end - start));

does not exist in the Provisioning

nAm .
7

4 omAn.

6. Build aPost-HTTP Response to return datato CBT (HttpResponse.java):
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//send header to CBT
OutputStream os = null;
try {

Java Code for Retrieving Subscriber or Provisioning Information

os = sock.getOutputStream() ;

}
catch (IOException e) {

Logger.error ("DataManager .HttpResponse: sendHeader: error: " + e);
e.printStackTrace (DataManager.getLogPW()) ;

e.printStackTrace() ;

StringBuffer sb = new StringBuffer();

sb.append ("HTTP/1.0 200 OK"

+ nl);

sb.append ("Content-type: text/html" + nl);
byte[] b = (sb.toString()).getBytes();

try {
os.write(b);
os.flush();

}

catch (IOException e) {

Logger.error ("DataManager.HttpResponse:sendHeader: error write: " + e);
e.printStackTrace (DataManager.getLogPW()) ;

e.printStackTrace() ;

Send result data off to CBT

os.write(result_data);
os.flush();
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