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DLPs E1 to E99

Note The terms "Unidirectional Path Switched Ring" and "UPSR" may appear in Cisco literature. These terms 
do not refer to using Cisco ONS 15xxx products in a unidirectional path switched ring configuration. 
Rather, these terms, as well as "Path Protected Mesh Network" and "PPMN," refer generally to Cisco's 
path protection feature, which may be used in any topological network configuration. Cisco does not 
recommend using its path protection feature in any particular topological network configuration.

DLP-E1 Unpack and Verify the Bay Assembly

Warning In order to safeguard both equipment and personnel during the installation process, we recommend 
that four people participate in moving the unit. Using adequate manpower is the best guarantee that 
you will avoid harming people or equipment. Statement 129

Step 1 Use a pallet jack or forklift to place the shipping container as close to the installation location as 
possible. Ensure that the space is sufficient to unpack the ONS 15600.

Figure 16-1 shows the packaging you must remove from the ONS 15600.

Purpose This task removes the bay assembly from the package.
Tools/Equipment Scissors

Phillips screwdriver

3/4-in. Society of Automotive Engineers (SAE) socket wrench
Prerequisite Procedures None
Required/As Needed Required
Onsite/Remote Onsite
Security Level None
16-1
Cisco ONS 15600 Procedure Guide, R9.0
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