
New and Changed Routing Features

This table summarizes the new and changed feature information for the Routing Configuration Guide for
Cisco ASR 9000 Series Routers, and tells you where they are documented.
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New and Changed Routing Features
This table lists the technical changes made to this document since it was first released.

Table 1: Routing Features Added or Modified in IOS XR Release 25.x.x

Where DocumentedChanged in ReleaseDescriptionFeature

IS-IS static neighborRelease 25.2.1This feature was
introduced.

IS-IS static neighbor

IS-IS auto-cost reference
bandwidth

Release 25.4.1This feature was
introduced.

IS-IS auto-cost reference
bandwidth
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https://www.cisco.com/content/en/us/td/docs/routers/asr9000/software/25xx/routing/configuration/guide/b-routing-cg-asr9000-25xx/implementing-is-is.html#is-is-static-neighbor-com1
https://www.cisco.com/c/en/us/td/docs/routers/asr9000/software/25xx/routing/configuration/guide/b-routing-cg-asr9000-25xx/implementing-is-is.html#ct_concept_t35_kyw_mhc
https://www.cisco.com/c/en/us/td/docs/routers/asr9000/software/25xx/routing/configuration/guide/b-routing-cg-asr9000-25xx/implementing-is-is.html#ct_concept_t35_kyw_mhc
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