
Install Internal Components and Field
Replaceable Units

This document describes how to install internal components and field replaceable units (FRUs) in the Cisco
Catalyst 8200 Series Edge Platforms. The installation information is contained in these sections:

• Safety Warnings, on page 1
• Locate and Access Internal Components, on page 2
• Remove and Replace DDR DIMMs, on page 4
• Remove and Replace the Power Supplies , on page 7
• Install and Remove SFP Modules, on page 8
• Remove and Replace the USB Flash Token Memory Stick, on page 10
• Remove and Install an M.2 USB|NVMe Module, on page 11
• Remove the M.2 USB|NVMe Module, on page 12
• Install the M.2 USB|NVMe Module, on page 12

Safety Warnings

High touch/leakage current – Permanently connected protective earth ground is essential before connecting
to telecommunication network.

Warning

Class 1 laser product. Statement 1008Warning

To reduce the risk of electric shock, the chassis of this equipment needs to be connected to permanent earth
ground during normal use. Statement 0445

Warning

To reduce risk of electric shock and fire, a readily accessible two-poled disconnect device must be incorporated
in the fixed wiring. Statement 1022

Warning
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Only trained and qualified personnel should be allowed to install, replace, or service this equipment. Statement
1030

Warning

Invisible laser radiation may be emitted from disconnected fibers or connectors. Do not stare into beams or
view directly with optical instruments. Statement 1051

Warning

Invisible laser radiation may be emitted from the end of the unterminated fiber cable or connector. Do not
view directly with optical instruments. Viewing the laser output with certain optical instruments (for example,
eye loupes, magnifiers, and microscopes) within a distance of 100 mm may pose an eye hazard. Statement
1056

Warning

Only instructed person or skilled person should be allowed to install, replace, or service this equipment. Refer
to statement 1089 for description of skilled person.

Warning

Only instructed person or skilled person should be allowed to install, replace, or service this equipment. Refer
to statement 1089 for description of skilled person. Statement 1090

Warning

Only instructed person or skilled person should be allowed to install, replace, or service this equipment. Refer
to statement 1089 for description of skilled person. Statement 1091

Warning

Pluggable optical modules comply with IEC 60825-1 Ed. 3 and 21 CFR 1040.10 and 1040.11 with or without
exception for conformance with IEC 60825-1 Ed. 3 as described in Laser Notice No. 56, dated May 8, 2019..
Statement 1255

Warning

Locate and Access Internal Components
The figures below show the locations of internal components on the motherboard. Internal modules include
DIMMs on Cisco Catalyst 8200 Series Edge Platforms.

To access the internal components on the device, you must first remove the chassis cover. For instructions
on how to remove and replace the chassis cover on the device, see the sections on Install and Remove Chassis
Covers.
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Figure 1: Internal Component Location in the C8200-1N-4T

ModulesSl. No

DIMMs1

Remove and Replace the Chassis Cover
The Cisco Catalyst 8200 Series Edge Platforms have removable covers. Before removing the cover, do these
steps:

• Do not run the device with the cover off. Doing so can cause the chassis to overheat very quickly.

• Before opening the unit, disconnect the telephone-network cables to avoid contact with telephone-network
voltages. Statement 1041.

• Disconnect all power cables.

• Remove the device from the rack

Use a number-2 Phillips screwdriver to perform the following tasks.

Remove the Cover
To remove the cover, perform the following steps.

Step 1 Read the Safety Warnings and disconnect the power supply before you perform any module replacement.
Step 2 Confirm the device is turned off and disconnected from the power supply or power supplies. If a redundant power is used,

disconnect from the redundant power supply.
Step 3 Place the chassis on a flat surface.
Step 4 For C8200-1N-4T, remove the 9 cover screws.
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