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     [bookmark: pgfId-23144]Cisco Nexus Cloud Services Platform Release Notes, Release 5.2(1)SP1(7.3b)
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     [bookmark: pgfId-45805]
 
     [bookmark: pgfId-45759]This document describes the features and bugs for the Cisco Nexus Cloud Services Platform Release 5.2(1)SP1(7.3b).
 
   
 
    
     [bookmark: pgfId-16931]Contents
 
     [bookmark: pgfId-44154]This document includes the following sections:
 
     
     	 [bookmark: pgfId-44181]New Changes
 
     	 [bookmark: pgfId-44183]Installing the Cisco Nexus Cloud Services Platform Release 5.2(1)SP1(7.3b)
 
     	 [bookmark: pgfId-45634]Upgrading to the Cisco Nexus Cloud Services Platform Release 5.2(1)SP1(7.3b)
 
     	 [bookmark: pgfId-45698]Open Bugs
 
     	 [bookmark: pgfId-45717]Resolved Bugs
 
     	 [bookmark: pgfId-45723]Obtaining Documentation and Submitting a Service Request
 
    
 
   
 
    
     [bookmark: pgfId-44190][bookmark: 82977]New Changes
 
     [bookmark: pgfId-44191]Release 5.2(1)SP1(7.3b) fixes the problem where VSM keeps on restarting when one of the Cisco Nexus 1110 in an HA pair is powered down.
 
   
 
    
     [bookmark: pgfId-44219][bookmark: 25113]Installing the Cisco Nexus Cloud Services Platform Release 5.2(1)SP1(7.3b)
 
     [bookmark: pgfId-44220]The procedure to install Release 5.2(1)SP(7.3b) is the same as 5.2(1)SP1(7.1).
 
     .
 
   
 
    
     [bookmark: pgfId-44222][bookmark: 58477]Upgrading to the Cisco Nexus Cloud Services Platform Release 5.2(1)SP1(7.3b)
 
     
      [bookmark: pgfId-48532]Upgrading from Release 5.2(1)SP1(7.3), 5.2(1)SP1(7.2), or 4.2(1)SP1(6.2)
 
      .
 
    
 
     
      [bookmark: pgfId-48598]Upgrading from Release 5.2(1)SP1(7.1)
 
      [bookmark: pgfId-48599]To upgrade from Release 5.2(1)SP1(7.1), a manual upgrade procedure is required. Complete the following steps.
 
    
 
     
      [bookmark: pgfId-44224]Prerequisites
 
     
 
      Step 1[image: ] Copy the new image to the bootflash:repository/ directory.
 
      [bookmark: pgfId-44675]Step 2[image: ] Note the name of the image to use during the upgrade.
 
      .
 
      
 
    
 
     
      [bookmark: pgfId-44742]Manual Upgrade
 
      [bookmark: pgfId-44228]To perform the manual upgrade:
 
     
 
      Step 1[image: ] Enter the following command to update to the new image:
 
     
      [bookmark: pgfId-44230]update nexus1010 bootflash:repository/image.iso
     

     
      [bookmark: pgfId-45319]
     

      
       
     
 
     
 
     [bookmark: pgfId-44231]Note The command and the image name do not auto complete and must be typed in completely.

      
     

     
 
     
      [bookmark: pgfId-44232]switch# update nexus1010 bootflash:repository/nexus-1010.5.2.1.SP1.7.3.iso
     

     
      [bookmark: pgfId-44233]cppa_mgr debug: Using URI: bootflash:/repository/nexus-1010.5.2.1.SP1.7.3.iso
     

     
      [bookmark: pgfId-44234]Installing bootflash:/nexus-1010.5.2.1.SP1.7.3.iso
     

     
      [bookmark: pgfId-44235]........................... .............................
     

     
      [bookmark: pgfId-44236]Installation complete.
     

     
      [bookmark: pgfId-44237]Save configuration and restart for changes to take effect
     

     
      [bookmark: pgfId-45348]
     

      [bookmark: pgfId-44238]Step 2[image: ] Copy the running configuration to the startup configuration:
 
     
      [bookmark: pgfId-44239]switch# copy running-config startup-config
     

     
      [bookmark: pgfId-44240][########################################] 100%
     

     
      [bookmark: pgfId-44241]Copy complete, now saving to disk (please wait)...
     

     
      [bookmark: pgfId-44242]switch#
     

     
      [bookmark: pgfId-48818]
     

      
       
     
 
     
 
     [bookmark: pgfId-47823]Note It takes up to 10 seconds to copy the running configuration to the startup configuration. Therefore, you must wait for 10 seconds before proceeding to Step 3.

      
     

     
 
      command to reload the standby supervisor module and allow it to come back online:
 
     
      [bookmark: pgfId-44268]switch# reload module ?
     

     
      [bookmark: pgfId-44269]<1-2> Please enter the module number
     

     
      [bookmark: pgfId-45411]
     

      
      	 [bookmark: pgfId-44270]If the primary module is the active module:
 
     
 
     
      [bookmark: pgfId-44271]switch# reload module 2
     

     
      [bookmark: pgfId-44272]This command will reboot standby supervisor module. (y/n)? [n] y
     

     
      [bookmark: pgfId-44273]about to reset standby sup
     

     
      [bookmark: pgfId-44274]2014 Oct 2 09:15:23 switch %PLATFORM-2-PFM_MODULE_RESET: Manual restart of Module 2 from Command Line Interface
     

     
      [bookmark: pgfId-44275]2014 Oct 2 09:15:46 switch %PLATFORM-2-MOD_REMOVE: Module 2 removed (Serial number T023D7CC381)
     

     
      [bookmark: pgfId-44276]2014 Oct 2 09:22:50 switch %PLATFORM-2-MOD_DETECT: Module 2 detected (Serial number :unavailable) Module-Type Cisco Virtual Services Appliance Model :unavailable
     

     
      [bookmark: pgfId-45432]
     

      
      	 [bookmark: pgfId-44277]If the secondary module is the active module:
 
     
 
     
      [bookmark: pgfId-44278]switch# reload module 1
     

     
      [bookmark: pgfId-44279]This command will reboot standby supervisor module. (y/n)? [n] y
     

     
      [bookmark: pgfId-44280]about to reset standby sup
     

     
      [bookmark: pgfId-44281]switch# 2014 Oct 2 09:15:23 switch %PLATFORM-2-PFM_MODULE_RESET: Manual restart of Module 1 from Command Line Interface
     

     
      [bookmark: pgfId-44282]2014 Oct 2 09:15:46 switch %PLATFORM-2-MOD_REMOVE: Module 1 removed (Serial number T023D7CC382)
     

     
      [bookmark: pgfId-45458]
     

      [bookmark: pgfId-44283]Step 4[image: ] When the standby supervisor module is back online, verify the high availability (HA) synchronization is complete with the active module:
 
     
      [bookmark: pgfId-44284]switch# show system redundancy status
     

     
      [bookmark: pgfId-44285]Redundancy role
     

     
      [bookmark: pgfId-44286]---------------
     

     
      [bookmark: pgfId-44287]administrative: primary
     

     
      [bookmark: pgfId-44288]operational: primary
     

     
      [bookmark: pgfId-44289]Redundancy mode
     

     
      [bookmark: pgfId-44290]---------------
     

     
      [bookmark: pgfId-44291]administrative: HA
     

     
      [bookmark: pgfId-44292]operational: HA
     

     
      [bookmark: pgfId-44293]This supervisor (sup-1)
     

     
      [bookmark: pgfId-44294]-----------------------
     

     
      [bookmark: pgfId-44295]Redundancy state: Active
     

     
      [bookmark: pgfId-44296]Supervisor state: Active
     

     
      [bookmark: pgfId-44297]Internal state: Active with HA standby
     

     
      [bookmark: pgfId-44298]Other supervisor (sup-2)
     

     
      [bookmark: pgfId-44264]------------------------
     

     
      [bookmark: pgfId-44325]Redundancy state: Standby
     

     
      [bookmark: pgfId-44326]Supervisor state: HA standby
     

     
      [bookmark: pgfId-44327]Internal state: HA standby
     

     
      [bookmark: pgfId-45490]
     

      [bookmark: pgfId-44328]Step 5[image: ] After the HA synchronization is complete, switch over to the other module:
 
     
      [bookmark: pgfId-44329]switch# system switchover
     

     
      [bookmark: pgfId-44330]switch#
     

     
      [bookmark: pgfId-44331]Broadcast message from root (console) (Thu Oct 2 09:28:33 2014):
     

     
      [bookmark: pgfId-45505]The system is going down for reboot NOW!
     

     
      [bookmark: pgfId-45516]
     

      [bookmark: pgfId-45506]Step 6[image: ] On the new active supervisor module, wait for the other supervisor module to come back online:
 
     
      [bookmark: pgfId-45507]2014 Oct 2 09:28:33 switch %SYSMGR-2-HASWITCHOVER_PRE_START: This supervisor is becoming active (pre-start phase).
     

     
      [bookmark: pgfId-44335]2014 Oct 2 09:28:33 switch %SYSMGR-2-HASWITCHOVER_START: Supervisor 2 is becoming active.
     

     
      [bookmark: pgfId-44336]2014 Oct 2 09:28:33 switch Oct 2 09:28:33 %KERN-1-SYSTEM_MSG: Failed to send MTS message. error:-1 - kernel
     

     
      [bookmark: pgfId-44337]2014 Oct 2 09:28:34 switch %SYSMGR-2-SWITCHOVER_OVER: Switchover completed.
     

     
      [bookmark: pgfId-44338]2014 Oct 2 09:28:58 switch %PLATFORM-2-MOD_REMOVE: Module 1 removed (Serial number )
     

     
      [bookmark: pgfId-44339]switch# 2014 Oct 2 09:36:09 switch %PLATFORM-2-MOD_DETECT: Module 1 detected (Serial number :unavailable) Module-Type Cisco Virtual Services Appliance Model :unavailable
     

     
      [bookmark: pgfId-45530]
     

      [bookmark: pgfId-44340]Step 7[image: ] Verify that the module is online. When HA is complete, verify that the upgrade procedure is complete:
 
     
      [bookmark: pgfId-44341]switch# show system redundancy status
     

     
      [bookmark: pgfId-44342]Redundancy role
     

     
      [bookmark: pgfId-44343]---------------
     

     
      [bookmark: pgfId-44344]administrative: secondary
     

     
      [bookmark: pgfId-44345]operational: secondary
     

     
      [bookmark: pgfId-44346]Redundancy mode
     

     
      [bookmark: pgfId-44347]---------------
     

     
      [bookmark: pgfId-44348]administrative: HA
     

     
      [bookmark: pgfId-44349]operational: HA
     

     
      [bookmark: pgfId-44350]This supervisor (sup-2)
     

     
      [bookmark: pgfId-44351]-----------------------
     

     
      [bookmark: pgfId-44352]Redundancy state: Active
     

     
      [bookmark: pgfId-44353]Supervisor state: Active
     

     
      [bookmark: pgfId-44354]Internal state: Active with HA standby
     

     
      [bookmark: pgfId-44355]Other supervisor (sup-1)
     

     
      [bookmark: pgfId-44356]------------------------
     

     
      [bookmark: pgfId-44321]Redundancy state: Standby
     

     
      [bookmark: pgfId-44383]Supervisor state: HA standby
     

     
      [bookmark: pgfId-44384]Internal state: HA standby
     

     
      [bookmark: pgfId-45543]
     

      
 
    
 
   
 
    
     [bookmark: pgfId-44387][bookmark: 84435]Open Bugs
 
     [bookmark: pgfId-46880]The following are descriptions of the open bugs in Release 5.2(1)SP1(7.3b). The IDs are linked to the Cisco Bug Search tool.
 
     [bookmark: pgfId-44860]
 
     
      
      
        
        	
          
          [bookmark: pgfId-44866]Bug ID
         
  
        	
          
          [bookmark: pgfId-44868]Headline
         
  
       
 
        
        	 
  
        	 [bookmark: pgfId-46754]Deploying or removing the Citrix NetScaler 1000V restarts the Cisco Nexus 1000V VSM and the Cisco Virtual Security Gateway VSBs of all 4.2(x) releases.
  
       
 
        
        	 
  
        	 [bookmark: pgfId-46827]A configuration change does not automatically get copied to the startup configuration for the following commands:
 
          
          	 [bookmark: pgfId-46829](config-if)# channel-group
 
          	 [bookmark: pgfId-46830](config-svs-domain)# control uplink uplink int
 
          	 [bookmark: pgfId-44993](config-svs-domain)# management uplink uplink int
 
         
  
       
 
        
        	 
  
        	 [bookmark: pgfId-45013]The install nexus1010 command returns an “Image not supported” message.
  
       
 
      
     
 
    
 
   
 
    
     [bookmark: pgfId-44401][bookmark: 41353]Resolved Bugs
 
     [bookmark: pgfId-47313]The following are descriptions of the resolved bugs in Release 5.2(1)SP1(7.3b). The IDs are linked to the Cisco Bug Search tool.
 
     [bookmark: pgfId-45185]
 
     
      
      
        
        	
          
          [bookmark: pgfId-45204]Bug ID
         
  
        	
          
          [bookmark: pgfId-45206]Headline
         
  
       
 
        
        	 
  
        	 [bookmark: pgfId-50227]VSM keeps on restarting when one of the Cisco Nexus 1110 in an HA pair is powered down.
  
       
 
      
     
 
    
 
   
 
    
     [bookmark: pgfId-51190][bookmark: 74565]Obtaining Documentation and Submitting a Service Request
 
     .
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      [bookmark: pgfId-41379]Any Internet Protocol (IP) addresses and phone numbers used in this document are not intended to be actual addresses and phone numbers. Any examples, command display output, network topology diagrams, and other figures included in the document are shown for illustrative purposes only. Any use of actual IP addresses or phone numbers in illustrative content is unintentional and coincidental.
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