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show mac-list
showmac-list { [ <mac_list_name> [ { seq <seq_no> | { <mac_addr> [ <mac_mask> ] } } ] ] } [ __readonly__
TABLE_mac_list <name> <seq> <action> <rule> ]

Syntax Description

Show running system informationshow

Show mac-listsmac-list

(Optional) Name of mac listmac_list_name

(Optional) Sequence numberseq

(Optional) Sequence numberseq_no

(Optional) MAC addressmac_addr

(Optional) MAC maskmac_mask

(Optional)__readonly__

(Optional)TABLE_mac_list

(Optional)name

(Optional)seq

(Optional)action

(Optional)rule

Command Mode

• /exec
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show mac address-table multicast
show mac address-table multicast [ vlan <vlan> | bridge-domain <bdid> ] [ __readonly__ [ TABLE_vlan
<vlan-id> [ TABLE_mac <mac-addr> <type> [ TABLE_oif <oifs> ] ] ] ]

Syntax Description

Show running system informationshow

MAC configuration commandsmac

MAC Address Tableaddress-table

mcast mac OIF Static Entrymulticast

(Optional) VLANvlan

(Optional) VLANvlan

(Optional) BDbridge-domain

(Optional) BDbdid

(Optional)__readonly__

(Optional)TABLE_vlan

(Optional)vlan-id

(Optional)TABLE_mac

(Optional)mac-addr

(Optional)type

(Optional)TABLE_oif

(Optional)oifs

Command Mode

• /exec
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show mac vdc
show mac vdc <vdc_id> [ __readonly__ <vdc_id> <mac_address> ]

Syntax Description

showshow

show management port mac address of the given vdcmac

show management port mac address of this vdc idvdc

please enter vdc idvdc_id

(Optional)__readonly__

(Optional)vdc_id

(Optional)mac_address

Command Mode

• /exec
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show macsec mka
show macsec mka [ summary ] [ __readonly__ [ <macsec_status> ] [ TABLE_mka_summary <ifname>
<status> <cipher> <keyserver> <policy> <keychain> <fallback_keychain> ] ]

Syntax Description

Show running system informationshow

Show MACSEC informationmacsec

Show MKA informationmka

(Optional) Show MKA summary informationsummary

(Optional)__readonly__

(Optional) Macsec statusmacsec_status

(Optional)TABLE_mka_summary

(Optional) Interfaceifname

(Optional) MACSEC Session statusstatus

(Optional) Operational MACSEC Cipher-suitecipher

(Optional) Is this acting as interface key-serverkeyserver

(Optional) MACSEC Policy applied to interfacepolicy

(Optional) Keychain associated with interfacekeychain

(Optional) Keychain associated with interfacefallback_keychain

Command Mode

• /exec
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show macsec mka session
show macsec mka session [ interface <ifname> ] [ details ] [ __readonly__ [ <macsec_status> ] [
TABLE_mka_session <ifname> <sci> <peers> <status> <keyserver><ca_auth_mode> ] [ <sessions>
<active_sessions> <pending_sessions> ] [ TABLE_mka_session_details <ifname> <status> <sci> <ssci>
<port_id> <ckn> <ca_auth_mode> <mi> <mn> <policy> <ks_prio> <keyserver> <cipher>
<cipher_operational> <window> <conf_offset> <conf_offset_operational> <sak_status> <sak_an> <sak_ki>
<sak_kn> <last_sak_rekey_time> <peer_count> [ TABLE_mka_peer_status <peer_mi> <rxsci> <icv_status>
<last_rx_time> ] [ TABLE_mka_fallback <fallback_ckn> <fallback_mi> <fallback_mn> [
TABLE_mka_fallback_peer <fallback_peer_mi> <fallback_rxsci> <fallback_icv_status>
<fallback_last_rx_time> ] ] ] ]

Syntax Description

Show running system informationshow

Show MACSEC informationmacsec

Show MKA informationmka

Show MKA session informationsession

(Optional) Specify interfaceinterface

(Optional) Interface listifname

(Optional) Show MKA detailed informationdetails

(Optional)__readonly__

(Optional) macsec statusmacsec_status

(Optional)TABLE_mka_session

(Optional) Interfaceifname

(Optional) Interface local TxSCIsci

(Optional) Number of Peerspeers

(Optional) Macsec status of Interfacestatus

(Optional) Interface keyserverkeyserver

(Optional) CA Authentication Modeca_auth_mode

(Optional)TABLE_mka_session_details

(Optional) Interfaceifname

(Optional) Session Statusstatus

(Optional) Interface local TxSCIsci

(Optional) Interface local TxSSCIssci
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(Optional) MKA Port Identifierport_id

(Optional) CAK Nameckn

(Optional) Member Identifiermi

(Optional) Message Numbermn

(Optional) MACSEC Policypolicy

(Optional) Key-server Priorityks_prio

(Optional) MKA Cipher Suitecipher

(Optional) MKA Cipher Suite Operationalcipher_operational

(Optional) Replay Window Sizewindow

(Optional) Confidentiality Offsetconf_offset

(Optional) Confidentiality Offset Operationalconf_offset_operational

(Optional) SAK Statussak_status

(Optional) SAK ANsak_an

(Optional) SAK KIsak_ki

(Optional) SAK KNsak_kn

(Optional) Last SAK rekeylast_sak_rekey_time

(Optional) Peer Countpeer_count

(Optional)TABLE_mka_peer_status

(Optional) Peer MIpeer_mi

(Optional) RxSCIrxsci

(Optional) Peer CAKicv_status

(Optional) Latest Rx MKPDUlast_rx_time

(Optional)TABLE_mka_fallback

(Optional) Fallback CAK Namefallback_ckn

(Optional) Fallback Member Identifierfallback_mi

(Optional) Fallback Message Numberfallback_mn

(Optional)TABLE_mka_fallback_peer

(Optional) Peer MIfallback_peer_mi

(Optional) RxSCIfallback_rxsci
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(Optional) Peer CAKfallback_icv_status

(Optional) Latest Rx MKPDUfallback_last_rx_time

(Optional) Total number of Sessionssessions

(Optional) Count of Active Sessionsactive_sessions

(Optional) Count of Pending Sessionspending_sessions

Command Mode

• /exec
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show macsec mka statistics
showmacsecmka statistics [ interface <ifname> ] [ __readonly__ [ <macsec_status> ] [ TABLE_mka_intf_stats
[ [ <ifname2> ] [ TABLE_ca_stats [ [ <ca_stat_ckn> ] [ <ca_stat_pairwise_cak_rekey> ] [
<sa_stat_sak_generated> ] [ <sa_stat_sak_rekey> ] [ <sa_stat_sak_received> ] [ <sa_stat_sak_response_rx>
] [ <mkpdu_stat_mkpdu_tx> ] [ <mkpdu_stat_mkpdu_tx_distsak> ] [ <mkpdu_stat_mkpdu_rx> ] [
<mkpdu_stat_mkpdu_rx_distsak> ] ] ] [ TABLE_idb_stats [ [ <ca_stat_pairwise_cak_rekey> ] [
<sa_stat_sak_generated> ] [ <sa_stat_sak_rekey> ] [ <sa_stat_sak_received> ] [ <sa_stat_sak_response_rx>
] [ <mkpdu_stat_mkpdu_tx> ] [ <mkpdu_stat_mkpdu_tx_distsak> ] [ <mkpdu_stat_mkpdu_rx> ] [
<mkpdu_stat_mkpdu_rx_distsak> ] [ <idb_stat_mkpdu_tx_success> ] [ <idb_stat_mkpdu_tx_fail> ] [
<idb_stat_mkpdu_tx_pkt_build_fail> ] [ <idb_stat_mkpdu_no_tx_on_intf_down> ] [
<idb_stat_mkpdu_no_rx_on_intf_down> ] [ <idb_stat_mkpdu_rx_ca_notfound> ] [ <idb_stat_mkpdu_rx_error>
] [ <idb_stat_mkpdu_rx_success> ] [ <idb_stat_mkpdu_failure_rx_integrity_check_error> ] [
<idb_stat_mkpdu_failure_invalid_peer_mn_error> ] [ <idb_stat_mkpdu_failure_nonrecent_peerlist_mn_error>
] [ <idb_stat_mkpdu_failure_sakuse_kn_mismatch_error> ] [
<idb_stat_mkpdu_failure_sakuse_rx_not_set_error> ] [
<idb_stat_mkpdu_failure_sakuse_key_mi_mismatch_error> ] [
<idb_stat_mkpdu_failure_sakuse_an_not_in_use_error> ] [
<idb_stat_mkpdu_failure_sakuse_ks_rx_tx_not_set_error> ] [
<idb_stat_mkpdu_failure_sakuse_eapol_ethertype_mismatch_error> ] [
<idb_stat_sak_failure_sak_generate_error> ] [ <idb_stat_sak_failure_hash_generate_error> ] [
<idb_stat_sak_failure_sak_encryption_error> ] [ <idb_stat_sak_failure_sak_decryption_error> ] [
<idb_stat_sak_failure_ick_derivation_error> ] [ <idb_stat_sak_failure_kek_derivation_error> ] [
<idb_stat_sak_failure_invalid_macsec_capability_error> ] [ <idb_stat_macsec_failure_rx_sa_create_error>
] [ <idb_stat_macsec_failure_tx_sa_create_error> ] ] ] ] [ TABLE_mka_gbl_stats [ [ <session_secured> ] [
<session_deleted> ] [ <session_keepalive_timeout> ] [ <ca_stat_pairwise_cak_rekey> ] [
<sa_stat_sak_generated> ] [ <sa_stat_sak_rekey> ] [ <sa_stat_sak_received> ] [ <sa_stat_sak_response_rx>
] [ <mkpdu_stat_mkpdu_rx> ] [ <mkpdu_stat_mkpdu_rx_distsak> ] [ <mkpdu_stat_mkpdu_tx> ] [
<mkpdu_stat_mkpdu_tx_distsak> ] [ <mka_error_session_failure_bring_up_error> ] [
<mka_error_sak_failure_sak_generate_error> ] [ <mka_error_sak_failure_hash_generate_error> ] [
<mka_error_sak_failure_sak_encryption_error> ] [ <mka_error_sak_failure_sak_decryption_error> ] [
<mka_error_sak_failure_sak_cipher_mismatch_error> ] [ <mka_error_ca_failure_ick_derivation_error> ] [
<mka_error_ca_failure_kek_derivation_error> ] [ <mka_error_ca_failure_invalid_macsec_capability_error>
] [ <mka_error_macsec_failure_rx_sa_create_error> ] [ <mka_error_macsec_failure_tx_sa_create_error> ] [
<mka_error_mkpdu_failure_mkpdu_tx_error> ] [
<mka_error_mkpdu_failure_mkpdu_rx_integrity_check_error> ] [
<mka_error_mkpdu_failure_mkpdu_invalid_peer_mn_error> ] [
<mka_error_mkpdu_failure_mkpdu_nonrecent_peerlist_mn_error> ] [
<mka_error_mkpdu_failure_sakuse_kn_mismatch_error> ] [
<mka_error_mkpdu_failure_sakuse_rx_not_set_error> ] [
<mka_error_mkpdu_failure_sakuse_key_mi_mismatch_error> ] [
<mka_error_mkpdu_failure_sakuse_an_not_in_use_error> ] [
<mka_error_mkpdu_failure_sakuse_ks_rx_tx_not_set_error> ] [ <global_stats_mkpdu_rx_invalid_ckn> ] [
<global_stats_mkpdu_tx_pkt_build_fail> ] ] ] ] ]

Syntax Description

Show running system informationshow

Show MACSEC informationmacsec
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Show MKA informationmka

Show MKA statisticsstatistics

(Optional) Specify interfaceinterface

(Optional) Interface listifname

(Optional)__readonly__

(Optional) Macsec statusmacsec_status

(Optional) MKA Interface statisticsTABLE_mka_intf_stats

(Optional) CA StatisticsTABLE_ca_stats

(Optional) CA Statistics CKNca_stat_ckn

(Optional) CA Statistics Pairwise CAK Rekeyca_stat_pairwise_cak_rekey

(Optional) SA Statistics SAK generatedsa_stat_sak_generated

(Optional) SA Statistics SAK rekeysa_stat_sak_rekey

(Optional) SA Statistics SAK receivedsa_stat_sak_received

(Optional) SA Statistics SAK response receivedsa_stat_sak_response_rx

(Optional) MKPDU Statistics MKPDU Txmkpdu_stat_mkpdu_tx

(Optional) MKPDU Statistics MKPDU Tx distributed SAKmkpdu_stat_mkpdu_tx_distsak

(Optional) MKPDU Statistics MKPDU Rxmkpdu_stat_mkpdu_rx

(Optional) MKPDU Statistics MKPDU Rx distributed SAKmkpdu_stat_mkpdu_rx_distsak

(Optional) IDB StatisticsTABLE_idb_stats

(Optional) CA Statistics pairwise CAK rekeyca_stat_pairwise_cak_rekey

(Optional) SA Statistics SAK generatedsa_stat_sak_generated

(Optional) SA Statistics SAK rekeysa_stat_sak_rekey

(Optional) SA Statistics SAK receivedsa_stat_sak_received

(Optional) SA Statistics SAK response receivedsa_stat_sak_response_rx

(Optional) MKPDU Statistics MKPDU Txmkpdu_stat_mkpdu_tx

(Optional) MKPDU Statistics MKPDU Tx distributed SAKmkpdu_stat_mkpdu_tx_distsak

(Optional) MKPDU Statistics MKPDU Rxmkpdu_stat_mkpdu_rx

(Optional) MKPDU Statistics MKPDU Rx distributed SAKmkpdu_stat_mkpdu_rx_distsak

(Optional) IDB Statistics MKPDU Tx successidb_stat_mkpdu_tx_success
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(Optional) IDB Statistics MKPDU Tx failidb_stat_mkpdu_tx_fail

(Optional) IDB Statistics MKPDU Tx packet build failidb_stat_mkpdu_tx_pkt_build_fail

(Optional) IDB Statistics MKPDU no Tx on interface downidb_stat_mkpdu_no_tx_on_intf_down

(Optional) IDB Statistics MKPDU no Rx on interface downidb_stat_mkpdu_no_rx_on_intf_down

(Optional) IDB Statistics MKPDU Rx CA not foundidb_stat_mkpdu_rx_ca_notfound

(Optional) IDB Statistics MKPDU Rx erroridb_stat_mkpdu_rx_error

(Optional) IDB Statistics MKPDU Rx successidb_stat_mkpdu_rx_success

(Optional) IDB Statistics - MKPDU failure - Rx integrity check erroridb_stat_mkpdu_failure_rx_integrity_check_error

(Optional) IDB Statistics - MKPDU failure - invalid peer MN erroridb_stat_mkpdu_failure_invalid_peer_mn_error

(Optional) IDB Statistics - MKPDU failure - non recent peerlist MN
error

idb_stat_mkpdu_failure_nonrecent_peerlist_mn_error

(Optional) IDB Statistics - MKPDU failure - SAKuse KN mismatch
error

idb_stat_mkpdu_failure_sakuse_kn_mismatch_error

(Optional) IDB Statistics - MKPDU failure - SAKuse Rx not set erroridb_stat_mkpdu_failure_sakuse_rx_not_set_error

(Optional) IDB Statistics - MKPDU failure - SAKuse keyMI mismatch
error

idb_stat_mkpdu_failure_sakuse_key_mi_mismatch_error

(Optional) IDB Statistics - MKPDU failure - SAKuse AN not in use
error

idb_stat_mkpdu_failure_sakuse_an_not_in_use_error

(Optional) IDB Statistics - MKPDU failure - SAKuse KS Rx Tx not set
error

idb_stat_mkpdu_failure_sakuse_ks_rx_tx_not_set_error

(Optional) IDB Statistics - MKPDU failure - SAKuse EAPOL ethertype
mismatch error

idb_stat_mkpdu_failure_sakuse_eapol_ethertype_mismatch_error

(Optional) IDB Statistics - SAK failure - SAK generate erroridb_stat_sak_failure_sak_generate_error

(Optional) IDB Statistics - SAK failure - Hash generate erroridb_stat_sak_failure_hash_generate_error

(Optional) IDB Statistics - SAK failure - SAK encryption erroridb_stat_sak_failure_sak_encryption_error

(Optional) IDB Statistics - SAK failure - SAK decryption erroridb_stat_sak_failure_sak_decryption_error

(Optional) IDB Statistics - SAK failure - ICK derivation erroridb_stat_sak_failure_ick_derivation_error

(Optional) IDB Statistics - SAK failure - KEK derivation erroridb_stat_sak_failure_kek_derivation_error

(Optional) IDB Statistics - SAK failure - invalid MACsec capability
error

idb_stat_sak_failure_invalid_macsec_capability_error

(Optional) IDB Statistics - SAK failure - Rx SA create erroridb_stat_macsec_failure_rx_sa_create_error

(Optional) IDB Statistics - SAK failure - Tx SA create erroridb_stat_macsec_failure_tx_sa_create_error
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(Optional) MKA Global StatisticsTABLE_mka_gbl_stats

(Optional) Session securedsession_secured

(Optional) Session deletedsession_deleted

(Optional) Session keepalive timeoutsession_keepalive_timeout

(Optional) CA Statistics pairwise CAK rekeyca_stat_pairwise_cak_rekey

(Optional) SA Statistics SAK generatedsa_stat_sak_generated

(Optional) SA Statistics SAK rekeysa_stat_sak_rekey

(Optional) SA Statistics SAK receivedsa_stat_sak_received

(Optional) SA Statistics SAK response receivedsa_stat_sak_response_rx

(Optional) MKPDU Statistics MKPDU receivedmkpdu_stat_mkpdu_rx

(Optional) MKPDU Statistics MKPDU received distributed SAKmkpdu_stat_mkpdu_rx_distsak

(Optional) MKPDU Statistics MKPDU transmittedmkpdu_stat_mkpdu_tx

(Optional) MKPDU Statistics MKPDU transmitted distributed SAKmkpdu_stat_mkpdu_tx_distsak

(Optional) MKA Error - Session failure - Bring up errormka_error_session_failure_bring_up_error

(Optional) MKA Error - SAK failure - SAK generate errormka_error_sak_failure_sak_generate_error

(Optional) MKA Error - SAK failure - Hash generate errormka_error_sak_failure_hash_generate_error

(Optional) MKA Error - SAK failure - SAK encryption errormka_error_sak_failure_sak_encryption_error

(Optional) MKA Error - SAK failure - SAK decryption errormka_error_sak_failure_sak_decryption_error

(Optional) MKA Error - SAK failure - SAK Cipher mismatch errormka_error_sak_failure_sak_cipher_mismatch_error

(Optional) MKA Error - CA failure - ICK derivation errormka_error_ca_failure_ick_derivation_error

(Optional) MKA Error - CA failure - KEK derivation errormka_error_ca_failure_kek_derivation_error

(Optional) MKA Error - CA failure - Invalid MACsec capability errormka_error_ca_failure_invalid_macsec_capability_error

(Optional) MKA Error - MACsec failure - Rx SA create errormka_error_macsec_failure_rx_sa_create_error

(Optional) MKA Error - MACsec failure - Tx SA create errormka_error_macsec_failure_tx_sa_create_error

(Optional) MKA Error - MKPDU failure - MKPDU Tx errormka_error_mkpdu_failure_mkpdu_tx_error

(Optional) MKA Error - MKPDU failure - MKPDU Rx integrity check
error

mka_error_mkpdu_failure_mkpdu_rx_integrity_check_error

(Optional) MKA Error - MKPDU failure - invalid peer MN errormka_error_mkpdu_failure_mkpdu_invalid_peer_mn_error

(Optional) MKA Error - MKPDU failure - non recent peerlist MN errormka_error_mkpdu_failure_mkpdu_nonrecent_peerlist_mn_error
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(Optional) MKA Error - MKPDU failure - SAKuse KNmismatch errormka_error_mkpdu_failure_sakuse_kn_mismatch_error

(Optional) MKA Error - MKPDU failure - SAKuse Rx not set errormka_error_mkpdu_failure_sakuse_rx_not_set_error

(Optional) MKA Error - MKPDU failure - SAKuse key MI mismatch
error

mka_error_mkpdu_failure_sakuse_key_mi_mismatch_error

(Optional) MKA Error - MKPDU failure - SAKuse AN not in use errormka_error_mkpdu_failure_sakuse_an_not_in_use_error

(Optional) MKA Error - MKPDU failure - SAKuse KS Rx Tx not set
error

mka_error_mkpdu_failure_sakuse_ks_rx_tx_not_set_error

(Optional) Global Statistics MKPDU received invalid CKNglobal_stats_mkpdu_rx_invalid_ckn

(Optional) Global Statistics Transmit Pkt build failglobal_stats_mkpdu_tx_pkt_build_fail

(Optional) MACSEC Interface Nameifname2

Command Mode

• /exec
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show macsec policy
show macsec policy [ <policy_name> ] [ __readonly__ { TABLE_macsec_policy <name> <cipher_suite>
<keyserver_priority> <window_size> <conf_offset> <security_policy> <sak-expiry-time> } ]

Syntax Description

Show running system informationshow

Show MACSEC policy informationmacsec

Show MACSEC policy informationpolicy

(Optional) Name of MACSEC Policypolicy_name

(Optional)__readonly__

(Optional)TABLE_macsec_policy

(Optional) MACSEC Policy Namename

(Optional) Cipher Suitecipher_suite

(Optional) KeyServer Prioritykeyserver_priority

(Optional) Window Sizewindow_size

(Optional) Confidentiality Offsetconf_offset

(Optional) Security Policysecurity_policy

(Optional) SAK expiry on time intervalsak-expiry-time

Command Mode

• /exec
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show macsec secy statistics
show macsec secy statistics [ interface <ifname> ] [ __readonly__ [ <macsec_status> ] [ TABLE_statistics
<ifname2> [ <in_pkts_unicast_uncontrolled> ] [ <in_pkts_multicast_uncontrolled> ] [
<in_pkts_broadcast_uncontrolled> ] [ <in_rx_drop_pkts_uncontrolled> ] [ <in_rx_err_pkts_uncontrolled> ]
[ <in_pkts_unicast_controlled> ] [ <in_pkts_multicast_controlled> ] [ <in_pkts_broadcast_controlled> ] [
<in_rx_drop_pkts_controlled> ] [ <in_rx_err_pkts_controlled> ] [ <in_octets_uncontrolled> ] [
<in_octets_controlled> ] [ <input_rate_uncontrolled_pps> ] [ <input_rate_uncontrolled_bps> ] [
<input_rate_controlled_pps> ] [ <input_rate_controlled_bps> ] [ <out_pkts_unicast_uncontrolled> ] [
<out_pkts_multicast_uncontrolled> ] [ <out_pkts_broadcast_uncontrolled> ] [ <out_rx_drop_pkts_uncontrolled>
] [ <out_rx_err_pkts_uncontrolled> ] [ <out_pkts_unicast_controlled> ] [ <out_pkts_multicast_controlled>
] [ <out_pkts_broadcast_controlled> ] [ <out_rx_drop_pkts_controlled> ] [ <out_rx_err_pkts_controlled> ]
[ <out_octets_uncontrolled> ] [ <out_octets_controlled> ] [ <out_octets_common> ] [
<output_rate_uncontrolled_pps> ] [ <output_rate_uncontrolled_bps> ] [ <output_rate_controlled_pps> ] [
<output_rate_controlled_bps> ] [ <in_pkts_transform_error> ] [ <in_pkts_control> ] [ <in_pkts_untagged>
] [ <in_pkts_no_tag> ] [ <in_pkts_badtag> ] [ <in_pkts_no_sci> ] [ <in_pkts_unknown_sci> ] [
<in_pkts_tagged_ctrl> ] [ <out_pkts_transform_error> ] [ <out_pkts_control> ] [ <out_pkts_untagged> ] [
TABLE_rx_sa_an <rx_sa_an> [ <in_pkts_unchecked> ] [ <in_pkts_delayed> ] [ <in_pkts_late> ] [
<in_pkts_ok> ] [ <in_pkts_invalid> ] [ <in_pkts_not_valid> ] [ <in_pkts_not_using_sa> ] [
<in_pkts_unused_sa> ] [ <in_octets_decrypted> ] [ <in_octets_validated> ] ] [ TABLE_tx_sa_an <tx_sa_an>
[ <out_pkts_encrypted_protected> ] [ <out_pkts_too_long> ] [ <out_pkts_sa_not_inuse> ] [
<out_octets_encrypted_protected> ] ] ] ]

Syntax Description

Show running system informationshow

Show MACSEC informationmacsec

Show MACSEC secy entity informationsecy

Show MACSEC secy statisticsstatistics

(Optional) Specify interfaceinterface

(Optional) Interface listifname

(Optional)__readonly__

(Optional) Macsec statusmacsec_status

(Optional) MACsec secy statisticsTABLE_statistics

(Optional) In Pkts Unicast Uncontrolledin_pkts_unicast_uncontrolled

(Optional) In Pkts Multicast Uncontrolledin_pkts_multicast_uncontrolled

(Optional) In Pkts Broadcast Uncontrolledin_pkts_broadcast_uncontrolled

(Optional) In Rx Drop Pkts Uncontrolledin_rx_drop_pkts_uncontrolled

(Optional) In Rx Err Pkts Uncontrolledin_rx_err_pkts_uncontrolled
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(Optional) In Pkts Unicast Controlledin_pkts_unicast_controlled

(Optional) In Pkts Multicast Controlledin_pkts_multicast_controlled

(Optional) In Pkts Broadcast Controlledin_pkts_broadcast_controlled

(Optional) In Rx Drop Pkts Controlledin_rx_drop_pkts_controlled

(Optional) In Rx Err Pkts Controlledin_rx_err_pkts_controlled

(Optional) In Octets Uncontrolledin_octets_uncontrolled

(Optional) In Octets Controlledin_octets_controlled

(Optional) Input Rate Uncontrolled BPSinput_rate_uncontrolled_bps

(Optional) Input Rate Uncontrolled PPSinput_rate_uncontrolled_pps

(Optional) Input Rate Controlled BPSinput_rate_controlled_bps

(Optional) Input Rate Controlled PPSinput_rate_controlled_pps

(Optional) Out Pkts Unicast Uncontrolledout_pkts_unicast_uncontrolled

(Optional) Out Pkts Multicast Uncontrolledout_pkts_multicast_uncontrolled

(Optional) Out Pkts Broadcast Uncontrolledout_pkts_broadcast_uncontrolled

(Optional) Out Rx Drop Pkts Uncontrolledout_rx_drop_pkts_uncontrolled

(Optional) Out Rx Err Pkts Uncontrolledout_rx_err_pkts_uncontrolled

(Optional) Out Pkts Unicast Controlledout_pkts_unicast_controlled

(Optional) Out Pkts Multicast Controlledout_pkts_multicast_controlled

(Optional) Out Pkts Broadcast Controlledout_pkts_broadcast_controlled

(Optional) Out Rx Drop Pkts Controlledout_rx_drop_pkts_controlled

(Optional) Out Rx Err Pkts Controlledout_rx_err_pkts_controlled

(Optional) Out Octets Uncontrolledout_octets_uncontrolled

(Optional) Out Ocets Controlledout_octets_controlled

(Optional) Out Octets Commonout_octets_common

(Optional) Output Rate Uncontrolled BPSoutput_rate_uncontrolled_bps

(Optional) Output Rate Uncontrolled PPSoutput_rate_uncontrolled_pps

(Optional) Output Rate Controlled BPSoutput_rate_controlled_bps

(Optional) Output Rate Controlled PPSoutput_rate_controlled_pps

(Optional) In Pkts Transform Errorin_pkts_transform_error
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(Optional) In Pkts Controlin_pkts_control

(Optional) In Pkts Untaggedin_pkts_untagged

(Optional) In Pkts No Tagin_pkts_no_tag

(Optional) In Pkts Bad Tagin_pkts_badtag

(Optional) In Pkts No SCIin_pkts_no_sci

(Optional) In Pkts Unknown SCIin_pkts_unknown_sci

(Optional) In Pkts Tagged Controlin_pkts_tagged_ctrl

(Optional) Out Pkts Transform Errorout_pkts_transform_error

(Optional) Out Pkts Controlout_pkts_control

(Optional) Out Pkts Untaggedout_pkts_untagged

(Optional) MACsec secy rx_sa_an statisticsTABLE_rx_sa_an

(Optional) Rx SA ANrx_sa_an

(Optional) In Pkts Uncheckedin_pkts_unchecked

(Optional) In Pkts Delayedin_pkts_delayed

(Optional) In Pkts Latein_pkts_late

(Optional) In Pkts OKin_pkts_ok

(Optional) In Pkts Invalidin_pkts_invalid

(Optional) In Pkts not Validin_pkts_not_valid

(Optional) In Pkts not using SAin_pkts_not_using_sa

(Optional) In Pkts Unused SAin_pkts_unused_sa

(Optional) In Octets Decryptedin_octets_decrypted

(Optional) In Octets Validatedin_octets_validated

(Optional) MACsec secy tx_sa_an statisticsTABLE_tx_sa_an

(Optional) Tx SA ANtx_sa_an

(Optional) Out Pkts Encrypted Protectedout_pkts_encrypted_protected

(Optional) Out Pkts too Longout_pkts_too_long

(Optional) Out Pkts SA not in useout_pkts_sa_not_inuse

(Optional) Out octets Encrypted Protectedout_octets_encrypted_protected

(Optional) MACSEC Interface Nameifname2
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Command Mode

• /exec
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show maintenance maint-delay
show maintenance maint-delay [ __readonly__ <delay> ]

Syntax Description

Show running system informationshow

maintenancemaintenance

maintenance mode CLI release delay valuemaint-delay

(Optional)__readonly__

(Optional) delay value in secondsdelay

Command Mode

• /exec

M Show Commands
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show maintenance on-reload reset-reasons
showmaintenance on-reload reset-reasons [ __readonly__ [ TABLE_reset_reason <reset_reason> ] <rr_bitmap>
]

Syntax Description

Show running system informationshow

maintenancemaintenance

on reload maintenance mode configurationon-reload

system reset reasonsreset-reasons

(Optional)__readonly__

(Optional)TABLE_reset_reason

(Optional) reset reason bitmaprr_bitmap

(Optional) system reset reasonreset_reason

Command Mode

• /exec

M Show Commands
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show maintenance profile
show maintenance profile [ <mode> ] [ __readonly__ TABLE_profile <name> TABLE_cfg <cfg> ]

Syntax Description

Show running system informationshow

maintenancemaintenance

maintenance profileprofile

(Optional)mode

(Optional)__readonly__

(Optional)TABLE_profile

(Optional) profile namename

(Optional)TABLE_cfg

(Optional) profile configcfg

Command Mode

• /exec

M Show Commands
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show maintenance snapshot-delay
show maintenance snapshot-delay [ __readonly__ <delay> ]

Syntax Description

Show running system informationshow

maintenancemaintenance

after_maintenance snapshot delay valuesnapshot-delay

(Optional)__readonly__

(Optional) delay value in secondsdelay

Command Mode

• /exec

M Show Commands
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show maintenance timeout
show maintenance timeout [ __readonly__ <timeout> ]

Syntax Description

Show running system informationshow

maintenancemaintenance

timeout valuetimeout

(Optional)__readonly__

(Optional) timeout valuetimeout

Command Mode

• /exec

M Show Commands
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show mgmt-policy
show mgmt-policy { <policy-name> | all } [ __readonly__ { TABLE_mgmt_policy { <mgt-pol-name> [
<source-ip> <source-mask> ] [ <source-ip6> ] [ <src-port-rangestart> <src-port-range-end> ] [ <source-port>
] [ <dst-port-rangestart> <dest-port-range-end> ] [ <dest-port> ] } } ]

Syntax Description

Show running system informationshow

PM Management policymgmt-policy

Name of the policypolicy-name

Show all policiesall

(Optional)__readonly__

(Optional) Management policy DetailsTABLE_mgmt_policy

(Optional)mgt-pol-name

(Optional)source-ip

(Optional)source-mask

(Optional)src-port-rangestart

(Optional)src-port-range-end

(Optional)source-port

(Optional)dst-port-rangestart

(Optional)dest-port-range-end

(Optional)dest-port

Command Mode

• /exec

M Show Commands
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show module
show module [ { <module> } | { <s0> [ <santa-cruz-range> ] } | { fabric [ <module> ] } ] [ __readonly__ {
TABLE_modinfo <modinf> <ports> <modtype> <model> <status> } [ { TABLE_modpwrinfo <modpwr>
<pwrstat> <reason> } ] { TABLE_modwwninfo <modwwn><sw><hw><slottype> } [ { TABLE_modapplinfo
<modappl> <desc> <applver> } ] { TABLE_modmacinfo <modmac> <mac> <serialnum> } {
TABLE_moddiaginfo <mod> <diagstatus> } [ { TABLE_xbarinfo <xbarinf> <xbarports> <xbartype>
<xbarmodel> <xbarstatus> } ] [ { TABLE_xbarpwrinfo <xbarpwr> <xbarpwrstat> <xbarreason> } ] [ {
TABLE_xbarwwninfo <xbarwwn><xbarsw><xbarhw><xbarwwnstr> } ] [ { TABLE_xbarmacinfo <xbarmac>
<xbarmacaddr> <xbarserialnum> } ] ]

Syntax Description

Show running system informationshow

Show module informationmodule

(Optional) Enter module numbermodule

(Optional) Show xbar informations0

(Optional) please enter the xbar numbersanta-cruz-range

(Optional) Show fabric informationfabric

(Optional)__readonly__

(Optional) Show Module infoTABLE_modinfo

(Optional) Modulemodinf

(Optional) Num Portsports

(Optional) Module Typemodtype

(Optional) Modelmodel

(Optional) Statusstatus

(Optional) Mod Pwr InfoTABLE_modpwrinfo

(Optional) Modulemodpwr

(Optional) Power Statuspwrstat

(Optional) Reasonreason

(Optional) Mod WWN InfoTABLE_modwwninfo

(Optional) Modulemodwwn

(Optional) SW Versw

(Optional) HW Verhw
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(Optional) Slotslottype

(Optional) Mod Appl image infoTABLE_modapplinfo

(Optional) Modulemodappl

(Optional) Image descdesc

(Optional) Versionapplver

(Optional) Mod MAC InfoTABLE_modmacinfo

(Optional) Modulemodmac

(Optional) MACmac

(Optional) Serial Numserialnum

(Optional) Mod diag infoTABLE_moddiaginfo

(Optional) Modulemod

(Optional) Diag statusdiagstatus

(Optional) Show xbar infoTABLE_xbarinfo

(Optional) Modulexbarinf

(Optional) Num Portsxbarports

(Optional) Module Typexbartype

(Optional) Modelxbarmodel

(Optional) Statusxbarstatus

(Optional) Xbar Pwr InfoTABLE_xbarpwrinfo

(Optional) Modulexbarpwr

(Optional) Power Statusxbarpwrstat

(Optional) Reasonxbarreason

(Optional) Xbar WWN InfoTABLE_xbarwwninfo

(Optional) Modulexbarwwn

(Optional) SW Verxbarsw

(Optional) HW Verxbarhw

(Optional) WWNxbarwwnstr

(Optional) Xbar MAC InfoTABLE_xbarmacinfo

(Optional) Modulexbarmac
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(Optional) MACxbarmacaddr

(Optional) Serial Numxbarserialnum

Command Mode

• /exec

M Show Commands
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show module bandwidth-fairness
show module <module> bandwidth-fairness [ __readonly__ { TABLE_fairness <statement> } ]

Syntax Description

Show running system informationshow

Show module informationmodule

Enter module numbermodule

Show bandwidth fairness statusbandwidth-fairness

(Optional)__readonly__

(Optional)TABLE_fairness

(Optional)statement

Command Mode

• /exec

M Show Commands
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show module supported
show module supported

Syntax Description

Show running system informationshow

Show module informationmodule

Show supported sw-card-types for this chassissupported

Command Mode

• /exec
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show module uptime
showmodule uptime [ __readonly__ { TABLE_uptimeinf <slot> <starttime><daysup> <hoursup> <minutesup>
<secondsup> } ]

Syntax Description

Show running system informationshow

Show module informationmodule

Show how long the module has been up and runninguptime

(Optional)__readonly__

(Optional) Show uptime infoTABLE_uptimeinf

(Optional) Slotslot

(Optional) Start Timestarttime

(Optional) Days Updaysup

(Optional) Hours Uphoursup

(Optional) Minutes Upminutesup

(Optional) Seconds Upsecondsup

Command Mode

• /exec

M Show Commands
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show mpls forwarding statistics
show mpls forwarding statistics [ interface { <interface> | all } ] [ __readonly__ { TABLE_mpls_stats [
<intf_name> ] <mpls_packets_sent> <mpls_bytes_sent> <mpls_packets_received> <mpls_bytes_received>
<mpls_packets_forwarded> <mpls_bytes_forwarded> <mpls_packets_originated> <mpls_bytes_originated>
<mpls_packets_consumed> <mpls_bytes_consumed> <mpls_packets_input_dropped>
<mpls_bytes_input_dropped> <mpls_packets_output_dropped> <mpls_bytes_output_dropped> } ]

Syntax Description

Show running system informationshow

MPLS informationmpls

Display MPLS software forwardedforwarding

Traffic statisticsstatistics

(Optional) Interface specific informationinterface

(Optional) Interface chosen to display statisticsinterface

(Optional) All interfacesall

(Optional)__readonly__

(Optional) MPLS forwarding statisticsTABLE_mpls_stats

(Optional) Interace nameintf_name

(Optional) mpls packet sentmpls_packets_sent

(Optional) mpls bytes sentmpls_bytes_sent

(Optional) mpls packet receivedmpls_packets_received

(Optional) mpls bytes receivedmpls_bytes_received

(Optional) mpls packet forwardedmpls_packets_forwarded

(Optional) mpls bytes forwardedmpls_bytes_forwarded

(Optional) mpls packet originatedmpls_packets_originated

(Optional) mpls bytes originatedmpls_bytes_originated

(Optional) mpls packet consumedmpls_packets_consumed

(Optional) mpls bytes consumedmpls_bytes_consumed

(Optional) mpls packet input droppedmpls_packets_input_dropped

(Optional) mpls bytes input droppedmpls_bytes_input_dropped

(Optional) mpls packet output droppedmpls_packets_output_dropped
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(Optional) mpls bytes output droppedmpls_bytes_output_dropped

Command Mode

• /exec
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show mpls interfaces
show mpls interfaces [ __readonly__ TABLE_mpls_interface <intf> <oper> ]

Syntax Description

Show running system informationshow

Display MPLS status and configurationmpls

Display MPLS Interfacesinterfaces

(Optional)__readonly__

(Optional)TABLE_mpls_interface

(Optional)intf

(Optional)oper

Command Mode

• /exec

M Show Commands
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show mpls interfaces detail
show mpls interfaces detail [ __readonly__ TABLE_mpls_interface_det <intf> <client_name> <oper_str>
<ls_id> <mpls_sublayer_name> <mpls_sublayer_id> ]

Syntax Description

Show running system informationshow

Display MPLS status and configurationmpls

Interfacesinterfaces

Detaildetail

(Optional)__readonly__

(Optional)TABLE_mpls_interface_det

(Optional)intf

(Optional)client_name

(Optional)oper_str

(Optional)ls_id

(Optional)mpls_sublayer_name

(Optional)mpls_sublayer_id

Command Mode

• /exec
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35

M Show Commands
show mpls interfaces detail



show mpls interfaces statistics
show mpls interfaces <ifname> statistics [ __readonly__ TABLE_mpls_interface_stats <intf> <enabled> [
<pkts_in> ] [ <bytes_in> ] [ <pkts_out> ] [ <bytes_out> ] ]

Syntax Description

Show running system informationshow

Display MPLS status and configurationmpls

Interfacesinterfaces

Interface Nameifname

statisticsstatistics

(Optional)__readonly__

(Optional)TABLE_mpls_interface_stats

(Optional)intf

(Optional)enabled

(Optional)pkts_in

(Optional)bytes_in

(Optional)pkts_out

(Optional)bytes_out

Command Mode

• /exec
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show mpls ip bindings
show mpls ip bindings [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ generic ] [ { <prefix> { <mask> |
<mask-length> } | <prefix-mask> } [ longer-prefix ] ] [ neighbor <addr> | local ] [ [ local-label <local-label>
[ local-to <local-label-max> ] ] | [ remote-label <remote-label> [ remote-to <remote-label-max> ] ] ] [
advertisement-prefix-list | detail | summary ] [ __readonly__ { TABLE_bnd <ldp_ctx> <llaf> <total_prefixes>
<total_rt_info> <current_prev_lbl> <current_prev_lblQ> <total_alloc_prev_lbl> <total_alloc_prev_lblQ>
<local_bindings> <rem_bindings> { TABLE_bnd_acl_list <oldstyle> <prefix_acl> <peer_acl> } {
TABLE_bnd_rec <lib_addr> <lib_mask> <lcl_bnd_rev> <no_route> <chkpt> <local_label> <withdraw>
<remote_lsr> <remote_label> <rem_lbl_in_use> <stale_gr> <advert_acl_pending> <peer_acl> <prefix_acl>
{ TABLE_bnd_peer_list <peer_ident> } } } ]

Syntax Description

Show running system informationshow

Display MPLS status and configurationmpls

MPLS IP informationip

Show the MPLS IP Label Information Base (LIB)bindings

(Optional) VRF Routing/Forwarding instance informationvrf

(Optional) VPN Routing/Forwarding instance namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display LIB information in all VRFsall

(Optional) Display generic labelsgeneric

(Optional) Destination prefixprefix

(Optional) Destination prefix maskmask

(Optional) Mask lengthmask-length

(Optional) Destination prefix/maskprefix-mask

(Optional) Include longer matcheslonger-prefix

(Optional) Display labels from LDP neighborneighbor

(Optional) IP adjacency addressaddr

(Optional) Display only locally assigned labelslocal

(Optional) Match locally assigned label valueslocal-label

(Optional) Locally assigned label valuelocal-label

(Optional) Label rangelocal-to

(Optional) Locally assigned label valuelocal-label-max
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(Optional) Match remotely assigned label valuesremote-label

(Optional) Remotely assigned label valueremote-label

(Optional) Label rangeremote-to

(Optional) Remotely assigned label valueremote-label-max

(Optional) Show advertisement prefix listsadvertisement-prefix-list

(Optional) Show detailed informationdetail

(Optional) LDP summary informationsummary

(Optional) Read Only__readonly__

(Optional) Show bindings or tib summary for a vrfTABLE_bnd

(Optional) LDP contextldp_ctx

(Optional) Local label filtering specllaf

(Optional) Total number of prefixestotal_prefixes

(Optional) Total tib route info allocedtotal_rt_info

(Optional) Current tib previous label info allocedcurrent_prev_lbl

(Optional) Current tib previous label queues allocedcurrent_prev_lblQ

(Optional) Total tib previous label info allocedtotal_alloc_prev_lbl

(Optional) Total tib previous label queues allocedtotal_alloc_prev_lblQ

(Optional) Total number of locally assigned bindingslocal_bindings

(Optional) Total number of remote bindingsrem_bindings

(Optional) Show advertisement access lists for default vrfTABLE_bnd_acl_list

(Optional) Oldstyle assignment of prefix acls to entriesoldstyle

(Optional) Prefix aclprefix_acl

(Optional) Peer aclpeer_acl

(Optional) Show bindings in a vrfTABLE_bnd_rec

(Optional) LIB entry IP addresslib_addr

(Optional) LIB entry masklib_mask

(Optional) Local binding revision for lib entrylcl_bnd_rev

(Optional) Displays if no route present for lib entryno_route

(Optional) Checkpoint state for lib entrychkpt
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(Optional) Local labellocal_label

(Optional) Displays if label withdrawn or label withdraw sentwithdraw

(Optional) Remote binding label switched route for lib entryremote_lsr

(Optional) Remote label for lib entryremote_label

(Optional) Displays if out label is in userem_lbl_in_use

(Optional) Displays if stale GR binding for lib entrystale_gr

(Optional) Displays if advert acl action pending for lib entryadvert_acl_pending

(Optional) Advertisement acl: Peer acl name for lib entrypeer_acl

(Optional) Advertisement acl: Prefix acl name for lib entryprefix_acl

(Optional) Show list of peers to which local label has been advertisedTABLE_bnd_peer_list

(Optional) Peer to which local label has been advertisedpeer_ident

Command Mode

• /exec
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show mpls ip ttl
showmpls ip ttl [ __readonly__ TABLE_mpls_ip_ttl <prop_or_exp> [ <forwarded> ] [ <local> ] [ <exp_count>
] ]

Syntax Description

Show running system informationshow

Display MPLS status and configurationmpls

Display IP informationip

TTL related informationttl

(Optional)__readonly__

(Optional)TABLE_mpls_ip_ttl

(Optional)prop_or_exp

(Optional)forwarded

(Optional)local

(Optional)exp_count

Command Mode

• /exec
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show mpls label range
show mpls label range [ __readonly__ <dynamic-min> <dynamic-max> [ <static-min> <static-max> ] [
<srgb-min> <srgb-max> ] ]

Syntax Description

Show running system informationshow

MPLS configuration commandsmpls

Label propertieslabel

Label rangerange

(Optional)__readonly__

(Optional)dynamic-min

(Optional)dynamic-max

(Optional)static-min

(Optional)static-max

(Optional)srgb-min

(Optional)srgb-max

Command Mode

• /exec
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show mpls label statistics
show mpls label statistics <label>

Syntax Description

Show running system informationshow

Display MPLS status and configurationmpls

Show a specific label statisticslabel

Statistics for the labelstatistics

Labellabel

Command Mode

• /exec
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show mpls oam echo statistics
show mpls oam echo statistics [ summary ] [ __readonly__ <rq_sent> <rq_timeout> <rq_unsent> <rq_rcvd>
<rx_sent> <rx_unsent> <rx_rcvd> <rc_zero> <rc_one> <rc_two> <rc_three> <rc_four> <rc_five> <rc_six>
<rc_seven> <rc_eight> <rc_nine> <rc_ten> <rc_eleven> <rc_twelve> <rc_thirteen> <rc_fourteen>
<summary_flag> ]

Syntax Description

Show running system informationshow

Display MPLS status and configurationmpls

Display OAM informationoam

Echo request informationecho

Detailed Echo packet statisticsstatistics

(Optional) Echo packet statistics summarysummary

(Optional)__readonly__

(Optional) Requests sentrq_sent

(Optional) Requests timeoutrq_timeout

(Optional) Requests unsentrq_unsent

(Optional) Requests receivedrq_rcvd

(Optional) Replies sentrx_sent

(Optional) Replies unsentrx_unsent

(Optional) Replies receivedrx_rcvd

(Optional) Return code zerorc_zero

(Optional) Return code onerc_one

(Optional) Return code tworc_two

(Optional) Return code threerc_three

(Optional) Return code fourrc_four

(Optional) Return code fiverc_five

(Optional) Return code sixrc_six

(Optional) Return code sevenrc_seven

(Optional) Return code eightrc_eight
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(Optional) Return code ninerc_nine

(Optional) Return code tenrc_ten

(Optional) Return code elevenrc_eleven

(Optional) Return code twelverc_twelve

(Optional) Return code thirteenrc_thirteen

(Optional) Return code fourteenrc_fourteen

(Optional) Summary flagsummary_flag

Command Mode

• /exec
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show mpls static binding
show mpls static binding [ ipv4 ] [ vrf { <vrf-name> | <vrf-known-name> } ] [ <prefix> { <mask> |
<mask-length> } | <prefix-mask> ] [ local | remote ] [ nexthop <addr> ] [ __readonly__ { TABLE_slb [
<slb_prefix> <slb_mask> ] <slb_vrf> <slb_inlabel> [ { TABLE_slb_outlbl_list <slb_nhop> <slb_outlabel>
} ] } ]

Syntax Description

Show running system informationshow

Display MPLS status and configurationmpls

Show MPLS static informationstatic

Show static label bindingsbinding

(Optional) Show ipv4 static label bindingsipv4

(Optional) VRF Routing/Forwarding instance informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Destination prefixprefix

(Optional) Destination prefix maskmask

(Optional) Mask lengthmask-length

(Optional) Destination prefix/maskprefix-mask

(Optional) Incoming (local) static label bindingslocal

(Optional) Outgoing (remote) static label bindingsremote

(Optional) Next hop addressnexthop

(Optional) Next hop addressaddr

(Optional) Read Only__readonly__

(Optional) Show static label bindings for a given prefixTABLE_slb

(Optional) Prefixslb_prefix

(Optional) Mask bitsslb_mask

(Optional) VRF name for prefixslb_vrf

(Optional) Incoming label for prefixslb_inlabel

(Optional) Show static outgoing labels for prefixTABLE_slb_outlbl_list
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(Optional) Next-hop addressslb_nhop

(Optional) Outgoing label for next-hop addressslb_outlabel

Command Mode

• /exec
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show mpls static binding
show mpls static binding [ vrf { <vrf-name> | <vrf-known-name> } ] { { ipv4 [ <prefix> { <mask> |
<mask-length> } | <prefix-mask> ] [ local | remote ] [ nexthop <addr> ] [ inconsistency ] [ lsp <slb_name> ]
} | { ipv6 [ <ipv6-prefix> ] [ local | remote ] [ ipv6-nexthop <ipv6-addr> ] [ inconsistency ] } | all [ inconsistency
] } [ __readonly__ [ TABLE_slb [ <slb_name> ] [ <slb_prefix> ] [ <slb_mask> ] <slb_vrf> <slb_inlabel> [
<slb_type> ] [ TABLE_slb_outlbl_list [ <slb_nh_path_num> ] <slb_nhop> <slb_outlabel> ] [
<inconsistency_reason> ] ] ]

Syntax Description

Show running system informationshow

Display MPLS status and configurationmpls

Show MPLS static informationstatic

Show static label bindingsbinding

Show ipv4 static label bindingsipv4

Show ipv6 static label bindingsipv6

Show all static label bindingsall

(Optional) VRF Routing/Forwarding instance informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Incoming (local) static label bindingslocal

(Optional) Outgoing (remote) static label bindingsremote

(Optional) Inconsistent bindings between config and URIBinconsistency

(Optional) Destination ipv4 prefixprefix

(Optional) Destination ipv4 prefix maskmask

(Optional) Ipv4 mask lengthmask-length

(Optional) Destination prefix/maskprefix-mask

(Optional) Ipv4 next hop addressnexthop

(Optional) Ipv4 Next hop addressaddr

(Optional) Ipv6 next hop addressipv6-nexthop

(Optional) LSP Namelsp

(Optional) Read Only__readonly__
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(Optional) Show static label bindings for a given prefixTABLE_slb

(Optional) Nameslb_name

(Optional) Prefixslb_prefix

(Optional) SLB Typeslb_type

(Optional) Mask bitsslb_mask

(Optional) VRF name for prefixslb_vrf

(Optional) Incoming label for prefixslb_inlabel

(Optional) Show static outgoing labels for prefixTABLE_slb_outlbl_list

(Optional) Next-hop addressslb_nhop

(Optional) Identifier for outgoing nexthopslb_nh_path_num

(Optional) Outgoing label for next-hop addressslb_outlabel

(Optional) Reason for inconsistencyinconsistency_reason

Command Mode

• /exec
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show mpls static binding vrf per-vrf
show mpls static binding [ ipv4 ] vrf { <vrf-name> | <vrf-known-name> } per-vrf [ __readonly__ {
TABLE_slb_per_vrf <slb_vrf_per_vrf> <slb_inlabel_per_vrf> } ]

Syntax Description

Show running system informationshow

Display MPLS status and configurationmpls

Show MPLS static informationstatic

Show static label bindingsbinding

(Optional) Show ipv4 static label bindingsipv4

VRF Routing/Forwarding instance informationvrf

VRF namevrf-name

Known VRF namevrf-known-name

per-vrf static label bindingsper-vrf

(Optional) Read Only__readonly__

(Optional) Show static label bindings for per-vrf deaggregationTABLE_slb_per_vrf

(Optional) VRF nameslb_vrf_per_vrf

(Optional) Incoming labelslb_inlabel_per_vrf

Command Mode

• /exec
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show mpls static trace
show mpls static trace { error | warning | event } [ size ]

Syntax Description

Show running system informationshow

Display MPLS status and configurationmpls

Static Label Bindingsstatic

MPLS static tracetrace

MPLS static error traceerror

MPLS static warning tracewarning

MPLS static event traceevent

(Optional) trace buffer size in Kbytessize

Command Mode

• /exec
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show mpls strip labels
show mpls strip labels [ all | static | dynamic | <label_val> ] [ __readonly__ <disp_summary> TABLE_labels
<disp_label> <disp_age> <disp_interface> <disp_pkt_cnt> <disp_stats> <disp_static> ]

Syntax Description

Show running system informationshow

Configure MPLS settingsmpls

Stripping of MPLS headersstrip

labels added in the systemlabels

(Optional) all labels [default]all

(Optional) labels programmed using clistatic

(Optional) dynamically learneddynamic

(Optional) Label to showlabel_val

(Optional) Read Only__readonly__

(Optional) MPLS Strip Labels TablesTABLE_labels

(Optional) Labeldisp_label

(Optional) Agedisp_age

(Optional) Interfacedisp_interface

(Optional) Packet Countdisp_pkt_cnt

(Optional) Statisticsdisp_stats

(Optional) Staticdisp_static

(Optional) Summarydisp_summary

Command Mode

• /exec
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show mpls switching
show mpls switching [ labels <label> [ <max-label> ] | interface <intf> | { <ip-addr> | <ipv4-prefix> } [ vrf
{ <vrf-name> | <vrf-known-name> | all } ] | <ipv6-prefix> [ vrf { <vrf-name> | <vrf-known-name> | all } ] |
aggregate [ ipv4 | ipv6 ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] | { fec { ipv4_prefix [ vrf { <vrf-name>
| <vrf-known-name> | all } ] | ipv6_prefix [ vrf { <vrf-name> | <vrf-known-name> | all } ] | deagg [ vrf {
<vrf-name> | <vrf-known-name> | all } ] } } | { summary } ] [ detail ] [ private ] [ vrf { <vrf-name> |
<vrf-known-name> | all } ] [ __readonly__ [ [ TABLE_vrf <vrf_name> [ [ TABLE_inlabel <in_label> {
<out_label_stack> + } { <ipv4_prefix> | <ipv6_prefix> } [ { <tunnel_v4_mid_source> |
<tunnel_v6_mid_source> } <tunnel_id> { <ext_v4_tunnel_id> | <ext_v6_tunnel_id> } <tunnel_instance>
<deagg_vrf> <deagg_af> <tunnel_head> ] <out_interface> { <ipv4_next_hop> | <ipv6_next_hop> } [
<nhlfe_p2p_flag> ] [ <nhlfe_frr_status> ] [ <nhlfe_stale_flag> ] [ <in_packets> <in_bytes> ] [ [ <out_label>
+ ] <out_packets> + <out_bytes> + ] [ { <tunnel_v4_mid_dest> | <tunnel_v6_mid_dest> } { <ipv4_next_hop>
| <ipv6_next_hop> } ] [ <per_ce_table> <per_ce_nh_set_id> ] [ <fec_none_label> ] [ <table_name> ] ] [
TABLE_adj_sid_inlabel <adj_sid_in_label> <out_label> { <ipv4_addr> | <ipv6_addr> } <out_interface> {
<adj_sid_ipv4_next_hop> | <adj_sid_ipv6_next_hop> } [ <in_packets> <in_bytes> ] [ [ <out_label> + ]
<out_packets> + <out_bytes> + ] ] ] ] [ TABLE_block <blockid> <lbl_range> ] ] ]

Syntax Description

Show running system informationshow

Display MPLS status and configurationmpls

Display the MPLS label switching databaseswitching

(Optional) Match destination addressip-addr

(Optional) Specify an IP prefix/maskipv4-prefix

(Optional) Show FEC information in the ULIBfec

(Optional) Show more detailed information in the ULIBprivate

(Optional) Show a specific label-related informationlabels

(Optional) Low label valuelabel

(Optional) High label valuemax-label

(Optional) Match outgoing interfaceinterface

(Optional) Show aggregate-related informationaggregate

(Optional) Specify outgoing interfaceintf

(Optional) Summarized informationsummary

(Optional) Detailed informationdetail

(Optional) IPv4 prefixipv4_prefix

(Optional) IPv6 prefixipv6_prefix
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(Optional) Display IPv4 informationipv4

(Optional) Display IPv6 informationipv6

(Optional) De-aggregationdeagg

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)vrf_name

(Optional)TABLE_inlabel

(Optional)in_label

(Optional)out_label_stack

(Optional)ipv4_prefix

(Optional)tunnel_v4_mid_source

(Optional)tunnel_v4_mid_dest

(Optional)tunnel_id

(Optional)ext_v4_tunnel_id

(Optional)tunnel_instance

(Optional)tunnel_head

(Optional)deagg_vrf

(Optional)deagg_af

(Optional)out_interface

(Optional)ipv4_next_hop

(Optional)ipv6_next_hop

(Optional)nhlfe_frr_status

(Optional)nhlfe_stale_flag

(Optional)nhlfe_p2p_flag

(Optional)table_name
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(Optional)in_packets

(Optional)in_bytes

(Optional)out_label

(Optional)out_packets

(Optional)out_bytes

(Optional)per_ce_table

(Optional)per_ce_nh_set_id

(Optional)fec_none_label

(Optional)TABLE_adj_sid_inlabel

(Optional)adj_sid_in_label

(Optional)out_label

(Optional)ipv4_addr

(Optional)out_interface

(Optional)adj_sid_ipv4_next_hop

(Optional)adj_sid_ipv6_next_hop

(Optional)in_packets

(Optional)in_bytes

(Optional)out_packets

(Optional)out_bytes

(Optional)TABLE_block

(Optional)blockid

(Optional)lbl_range

Command Mode

• /exec
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show mpls switching clients
showmpls switching clients [ __readonly__ [ TABLE_client <pib-name> <pib-index> <pib-uuid> <pib-sap>
<stale-time> <pib-flag> [ <stale-due> ] <reg-msg> <conv-msg> [ <inv-conv> ] <fec-msg> <fec-add> <ile-add>
<fec-del> <ile-del> <last-xid> <fec-ack> ] ]

Syntax Description

Show running system informationshow

Display MPLS status and configurationmpls

Display the MPLS label switching databaseswitching

Display ULIB client componentsclients

(Optional)__readonly__

(Optional)TABLE_client

(Optional) Name of the client(pib)pib-name

(Optional) PIB Indexpib-index

(Optional) PIB UUIDpib-uuid

(Optional) MTS SAP for the pibpib-sap

(Optional) Stale timestale-time

(Optional) Flags set by the pibpib-flag

(Optional) Stale timer due instale-due

(Optional) Number of Registration Messagereg-msg

(Optional) Number of Converge Messageconv-msg

(Optional) Number of Invalid Convergence messageinv-conv

(Optional) Number of FEC messagesfec-msg

(Optional) Number of FEC Add messagesfec-add

(Optional) Number of ILE Add messagesile-add

(Optional) Number of FEC delete messagesfec-del

(Optional) Number of ILE delete messagesile-del

(Optional) Last XIDlast-xid

(Optional) Number of FEC Ack messages sentfec-ack
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• /exec
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show mvpn bgp mdt
show mvpn bgp { mdt-safi | auto-discovery } [ mdt-source <src-addr> ] [ __readonly__ { TABLE_entry
<bgp_rd> <mdt_src> <mdt_grp> <local> } ]

Syntax Description

Show running system informationshow

Display Multicast VPN informationmvpn

Display BGP related informationbgp

Display Auto-discovered BGP MDT-SAFI databasemdt-safi

Display Auto-discovered BGP MDT-SAFI databaseauto-discovery

(Optional) Source address of MVPN neighbormdt-source

(Optional) Source Addresssrc-addr

(Optional)__readonly__

(Optional)TABLE_entry

(Optional)bgp_rd

(Optional)mdt_src

(Optional)mdt_grp

(Optional)local

Command Mode

• /exec
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show mvpn mdt encap
show mvpn mdt encap [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ __readonly__ TABLE_vrf
<out_context> { TABLE_encap <encap_index> <mdt_grp> <mdt_src> <mdt_src_if> } ]

Syntax Description

Show running system informationshow

Display Multicast VPN informationmvpn

Display MDT informationmdt

Display MDT Encap tableencap

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)out_context

(Optional)TABLE_encap

(Optional)encap_index

(Optional)mdt_grp

(Optional)mdt_src

(Optional)mdt_src_if

Command Mode
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show mvpn mdt route
show mvpn mdt route [ detail ] [ __readonly__ TABLE_vrf <out_context> [ TABLE_mroute <src_addr>
<grp_addr> <uptime> <ref_count> ] ]

Syntax Description

Show running system informationshow

Display Multicast VPN informationmvpn

Display MDT informationmdt

Display MDT route informationroute

(Optional) Display detailed informationdetail

(Optional)__readonly__

(Optional)TABLE_vrf

(Optional)out_context

(Optional)TABLE_mroute

(Optional)src_addr

(Optional)grp_addr

(Optional)uptime

(Optional)ref_count

Command Mode

• /exec
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