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                  Cisco switches support various protocols for transferring files to and from the device. Among these, FTP and SFTP are commonly
                     used for managing software images, configuration files, and log files.
                  

                  
                  
                     
                     	
                        
                        File Transfer Protocol (FTP): A standard network protocol used to transfer computer files from one host to another over a
                           TCP-based network. FTP is an unencrypted protocol, meaning data is transferred in plaintext.
                        

                        
                     

                     
                     	
                        
                        Secure File Transfer Protocol (SFTP): A network protocol that provides file access, file transfer, and file management functionalities
                           over any reliable data stream. It is typically used with the SSH protocol to provide secure, encrypted communication.
                        

                        
                     

                     
                  

                  
               
               
               
                  FTP

                  
                  
                  Cisco switches extend FTP client functionalities to support IPv6 networks. This allows the switch to initiate FTP connections
                     using IPv6 addresses, enabling file transfers in IPv6-only or dual-stack network environments. This support is crucial for
                     modern network deployments that increasingly rely on IPv6 for addressing and connectivity.
                  

                  
               
               
               
                  SFTP

                  
                  
                  Cisco switches support SFTP client functionality in IPv6 networks. SFTP provides a secure alternative to FTP by encrypting
                     both the data and authentication credentials during transfer. This security is paramount when transferring sensitive information
                     such as configuration files or critical software images over untrusted networks. SFTP leverages the underlying Secure Shell
                     (SSH) protocol for its security features.
                  

                  
               
               
            

            
         
      

   
      
         
            
            Use Cases for File Transfer Capabilities

            
            
            
               
               
               
                  
                  The FTP and SFTP features on Cisco switches are essential for several key operational tasks.

                  
                  
                     
                     
                     
                        
                        	
                           
                           Software Image Management: Downloading new Cisco IOS XE software images for upgrades or patching.

                           
                        

                        
                        	
                           
                           Configuration Management: Backing up current running configurations or restoring previous configurations.

                           
                        

                        
                        	
                           
                           Log File Retrieval: Transferring system logs and debugging information for analysis.

                           
                        

                        
                        	
                           
                           File Distribution: Pushing files from the switch to a central server or vice-versa.

                           
                        

                        
                     

                     
                  

                  
               
               
            

            
         
      

   
      
         
            
            Restrictions for File Transfer Operations

            
            
            
            
               
               This chapter outlines important considerations and limitations when performing file transfer operations (FTP and SFTP) on
                  a Cisco switch.
               

               
               
               
                  
                  
                     

                  

                  
                  
                     
                     
                  

                  
                  
                     
                     
                        
                        	
                           
                           Network Connectivity: Ensure full network reachability (routing, firewall rules) between the Cisco switch and the remote FTP/SFTP
                              server.
                           

                           
                        

                        
                        	
                           
                           Credentials: Valid username and password are required for authentication on the remote FTP/SFTP server.

                           
                        

                        
                        	
                           
                           Memory Space: Verify that the switch has sufficient flash memory space to accommodate the transferred file, especially for
                              large software images.
                           

                           
                        

                        
                        	
                           
                           Privilege Levels: Ensure you have the necessary privilege level on the switch to execute file transfer commands.

                           
                        

                        
                        	
                           
                           File Paths and Names: Specify correct and complete file paths and names on both the source and destination.

                           
                        

                        
                     

                     
                  

                  
               

               
               
                  
                  
                     FTP Specific Restrictions

                  

                  
                  
                     
                     
                        
                        	
                           
                           Security: FTP transfers data and credentials in plaintext. Do not use FTP for sensitive information over untrusted networks.

                           
                        

                        
                        	
                           
                           Port Requirements: Ensure TCP port 21 (control) and dynamic data ports are open if the switch is acting as an FTP client.

                           
                        

                        
                     

                     
                  

                  
               

               
               
                  
                  
                     SFTP Specific Restrictions

                  

                  
                  
                     
                     
                        
                        	
                           
                           SSH Dependency: SFTP relies on the SSH protocol. Ensure SSH is enabled and properly configured on the switch and the remote
                              server.
                           

                           
                        

                        
                        	
                           
                           Authentication: SFTP typically uses username/password or SSH keybased authentication.

                           
                        

                        
                     

                     
                  

                  
               

               
               
                  
                  
                     IPv6 Specific Restrictions

                  

                  
                  
                     
                     
                        
                        	
                           
                           IPv6 Enablement: IPv6 routing must be enabled globally on the switch.

                           
                        

                        
                        	
                           
                           Interface Configuration: Relevant interfaces must have IPv6 addresses configured and be in an up/up state.

                           
                        

                        
                        	
                           
                           Network Reachability: Ensure IPv6 routing is correctly configured between the switch and the remote IPv6 FTP or SFTP server.

                           
                        

                        
                     

                     
                  

                  
               

               
            

            
         
      

   
      
         
            
            FTP and SFTP transfers

            
            
            
            
               
               
                  
                  This chapter provides step-by-step instructions for performing client-side file transfer operations using FTP and SFTP on
                     a Cisco switch, including downloading software images.
                  

                  
               
               
               
                  Before you begin

                  
                  Verify these prerequisites.

                  
               

               
               
                  Procedure

               

               

               
                  
                     
                     
                        	
                           Step 1

                        
                        	
                           Verify network connectivity to the remote server. Use ping <remote-server-ip-address>  command to confirm basic IP reachability. 
                           

                           
                              
                                 Example:

                              

                              Device# ping 2001:db8::1

                              

                           
                              
                              Replace remote-server-ip-address  with the actual IP address (IPv4 or IPv6) of your remote FTP or SFTP server.
                              

                              
                           

                        
                     

                     
                     
                        	
                           Step 2

                        
                        	
                           Verify available flash memory space on the switch. 

                           
                              
                                 Example:

                              

                              Device# dir flash:

                              

                           
                              
                              Check the "bytes free" to ensure enough space is available for the new file.

                              
                           

                        
                     

                     
                  
               

               

               
            

            
            
            
               
                  	Copy file from IPv6 FTP server to flash memory

                  	Copy file from SFTP server to flash memory

               

            
            
         
      

   
      
         
            
            Copy file from IPv6 FTP server to flash memory

            
            
            
            
               
               
                  
                  You can use this task to retrieve configuration files, log files, or software images from a remote IPv6 FTP server.

                  
               
               
               
                  Procedure

               

               

               
                  
                     
                     
                        	
                           Step 1

                        
                        	
                           Enable privileged EXEC mode.

                           
                              
                                 Example:

                              

                              Device> enable

                              

                           
                              
                              Enter your password if prompted.

                              
                           

                        
                     

                     
                     
                        	
                           Step 2

                        
                        	
                           Copy the file from the remote IPv6 FTP server to flash memory.

                           
                              
                                 Example:

                              

                              Device# copy ftp://<username>@[<ipv6-
address>]/<path>/<filename> flash:/<destination-filename>

• Replace <username> with the remote FTP server username.
• Replace <ipv6-address> with the IPv6 address of the remote FTP server.
• Replace <path> with the directory path on the remote FTP server.
• Replace <filename> with the name of the file on the remote FTP server.
• Replace <destination-filename> with the desired name for the file on
the switch's flash memory.
• You will be prompted for the password for the remote FTP server.
Note: The IPv6 address must be enclosed in square brackets [] in the URL.

                              Device# copy ftp://
myuser@[2001:db8:1:1::10]/configs/my_config.txt
flash:/backup_config.txt
Password:

                              

                        
                     

                     
                     
                        	
                           Step 3

                        
                        	
                           Verify the file transfer.

                           
                              
                                 Example:

                              

                              Device# dir flash:/<destination-filename>

                              

                           
                              
                              Confirm the file is present in flash memory.

                              
                           

                        
                     

                     
                  
               

               

               
            

            
         
      

   
      
         
            
            Copy file from SFTP server to flash memory

            
            
            
            
               
               
                  
                  You can use this task to securely retrieve configuration files, log files, or software images from a remote SFTP server.

                  
               
               
               
                  Procedure

               

               

               
                  
                     
                     
                        	
                           Step 1

                        
                        	
                           Enable privileged EXEC mode.

                           
                              
                                 Example:

                              

                              Device> enable

                              

                           
                              
                              Enter your password if prompted.

                              
                           

                        
                     

                     
                     
                        	
                           Step 2

                        
                        	
                           Copy the file from the remote SFTP server to flash memory.

                           
                              
                                 Example:

                              

                              Device# copy sftp://<username>@<server-ip-address>/<
path>/<filename> flash:/<destination-filename>

• Replace <username> with the remote SFTP server username.
• Replace <server-ip-address> with the IPv4 or IPv6 address of the
remote SFTP server.
• Replace <path> with the directory path on the remote SFTP server.
• Replace <filename> with the name of the file on the remote SFTP server.
• Replace <destination-filename> with the desired name for the file on
the switch's flash memory.
• You will be prompted for the password for the remote SFTP server.
Note: For IPv6 addresses in the URL, enclose them in square brackets [].

                              Example for IPv4 SFTP

                              Device# copy sftp://admin@192.168.1.100/configs/my_config.txt flash:/backup_config.txt
Password:

                              Example for IPv6 SFTP

                              Device# copy sftp://admin@[2001:db8::10]/configs/my_config.txt flash:/backup_config.txt
Password:

                              

                        
                     

                     
                     
                        	
                           Step 3

                        
                        	
                           Verify the file transfer.

                           
                              
                                 Example:

                              

                              Device# dir flash:/<destination-filename>

                              

                           
                              
                              Confirm the file is present in flash memory.

                              
                           

                        
                     

                     
                  
               

               

               
            

            
         
      

   
      
         
            
            Download a software image using FTP (IPv4/IPv6)

            
            
            
            
               
               
                  
                  You can use this task to upgrade or downgrade the switch's operating system.

                  
               
               
               
                  Procedure

               

               

               
                  
                     
                     
                        	
                           Step 1

                        
                        	
                           Enable privileged EXEC mode.

                           
                              
                                 Example:

                              

                              Device> enable

                              

                           
                              
                              Enter your password if prompted.

                              
                           

                        
                     

                     
                     
                        	
                           Step 2

                        
                        	
                           Copy the software image from the remote FTP server to flash memory.

                           
                              
                                 Example:

                              

                              Device# copy ftp://<username>@<server-ip-address>/<
path>/<image-filename.bin> flash:/<imagefilename.
bin>

• Replace <username> with the remote FTP server username.
• Replace <server-ip-address> with the IPv4 or IPv6 address of
the remote FTP server.
• Replace <path> with the directory path on the remote FTP server.
• Replace <image-filename.bin> with the exact name of the Cisco
IOS XE software image file.
• You will be prompted for the password for the remote FTP server.
Note: For IPv6 addresses in the URL, enclose them in square brackets [].

                              Example for IPv4 SFTP

                              Device# copy ftp://ftpuser@
192.168.1.50/software/cisco9k_iosxe.bin
flash:/cisco9k_iosxe.bin
Password:

                              Example for IPv6 SFTP

                              Device# copy ftp://ftpuser@
[2001:db8:a:b::100]/software/
cisco9k_iosxe.bin flash:/cisco9k_iosxe.bin
Password:

                              

                        
                     

                     
                     
                        	
                           Step 3

                        
                        	
                           Verify the file transfer.

                           
                              
                                 Example:

                              

                              Device# dir flash:/<image-filename.bin>

                              

                           
                              
                              Confirm the software image file is present.

                              
                           

                        
                     

                     
                  
               

               

               
            

            
         
      

   
      
         
            
            Download a software image using SFTP

            
            
            
            
               
               
                  
                  You can use this task to securely upgrade or downgrade the switch's operating system.

                  
               
               
               
                  Procedure

               

               

               
                  
                     
                     
                        	
                           Step 1

                        
                        	
                           Enable privileged EXEC mode.

                           
                              
                                 Example:

                              

                              Device> enable

                              

                           
                              
                              Enter your password if prompted.

                              
                           

                        
                     

                     
                     
                        	
                           Step 2

                        
                        	
                           Copy the software image from the remote SFTP server to flash memory.

                           
                              
                                 Example:

                              

                              Device# copy sftp://<username>@<server-ip-address>/<
path>/<image-filename.bin> flash:/<imagefilename.
bin>

• Replace <username> with the remote SFTP server username.
• Replace <server-ip-address> with the IPv4 or IPv6 address of
the remote SFTP server.
• Replace <path> with the directory path on the remote SFTP server.
• Replace <image-filename.bin> with the exact name of the Cisco
IOS XE software image file.
• You will be prompted for the password for the remote SFTP server.
Note: For IPv6 addresses in the URL, enclose them in square brackets [].

                              Example for IPv4 SFTP

                              Device# copy sftp://admin@192.168.1.100/configs/my_config.txt flash:/backup_config.txt

                              Example for IPv6 SFTP

                              Device# copy sftp://admin@[2001:db8::10]/configs/my_config.txt flash:/backup_config.txt

                              

                        
                     

                     
                     
                        	
                           Step 3

                        
                        	
                           Verify the file transfer.

                           
                              
                                 Example:

                              

                              Device# dir flash:/<image-filename.bin>

                              

                           
                              
                              Confirm the software image file is present.
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                  THE SPECIFICATIONS AND INFORMATION REGARDING THE PRODUCTS IN THIS
                     MANUAL ARE SUBJECT TO CHANGE WITHOUT NOTICE. ALL STATEMENTS, INFORMATION, AND
                     RECOMMENDATIONS IN THIS MANUAL ARE BELIEVED TO BE ACCURATE BUT ARE PRESENTED
                     WITHOUT WARRANTY OF ANY KIND, EXPRESS OR IMPLIED. USERS MUST TAKE FULL
                     RESPONSIBILITY FOR THEIR APPLICATION OF ANY PRODUCTS. 
                     
                  

                  
                  THE SOFTWARE LICENSE AND LIMITED WARRANTY FOR THE ACCOMPANYING PRODUCT
                     ARE SET FORTH IN THE INFORMATION PACKET THAT SHIPPED WITH THE PRODUCT AND ARE
                     INCORPORATED HEREIN BY THIS REFERENCE. IF YOU ARE UNABLE TO LOCATE THE SOFTWARE
                     LICENSE OR LIMITED WARRANTY, CONTACT YOUR CISCO REPRESENTATIVE FOR A COPY. 
                     
                  

                  
                  The Cisco implementation of TCP header compression is an adaptation of
                     a program developed by the University of California, Berkeley (UCB) as part of
                     UCB's public domain version of the UNIX operating system. All rights reserved.
                     Copyright © 1981, Regents of the University of California.
                     
                  

                  
                  NOTWITHSTANDING ANY OTHER WARRANTY HEREIN, ALL DOCUMENT FILES AND SOFTWARE OF THESE SUPPLIERS ARE PROVIDED “AS IS" WITH ALL
                     FAULTS. CISCO AND THE ABOVE-NAMED SUPPLIERS DISCLAIM ALL WARRANTIES, EXPRESSED OR IMPLIED, INCLUDING, WITHOUT LIMITATION,
                     THOSE OF MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE AND NONINFRINGEMENT OR ARISING FROM A COURSE OF DEALING, USAGE,
                     OR TRADE PRACTICE.
                  

                  
                  IN NO EVENT SHALL CISCO OR ITS SUPPLIERS BE LIABLE FOR ANY INDIRECT,
                     SPECIAL, CONSEQUENTIAL, OR INCIDENTAL DAMAGES, INCLUDING, WITHOUT LIMITATION,
                     LOST PROFITS OR LOSS OR DAMAGE TO DATA ARISING OUT OF THE USE OR INABILITY TO
                     USE THIS MANUAL, EVEN IF CISCO OR ITS SUPPLIERS HAVE BEEN ADVISED OF THE
                     POSSIBILITY OF SUCH DAMAGES. 
                     
                  

                  Any Internet Protocol (IP) addresses and phone numbers used in this document are not intended to be actual addresses and phone
                     numbers. Any examples, command display output, network topology diagrams, and other figures included in the document are shown
                     for illustrative purposes only. Any use of actual IP addresses or phone numbers in illustrative content is unintentional and
                     coincidental.
                  

                  
                  All printed copies and duplicate soft copies of this document are considered uncontrolled. See the current online version
                     for the latest version.
                     
                  

                  
                  Cisco has more than 200 offices worldwide. Addresses and phone numbers are listed on the Cisco website at www.cisco.com/go/offices.

                  
               
               
                  
                  
                  
                   Cisco and the Cisco logo are trademarks or registered trademarks of Cisco and/or its
                     affiliates in the U.S. and other countries. To view a list of Cisco
                     trademarks, go to this URL: https://www.cisco.com/c/en/us/about/legal/trademarks.html. Third-party trademarks mentioned are the
                     property of their respective owners. The use of the word partner
                     does not imply a partnership relationship between Cisco and any
                     other company. (1721R)
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