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Information About Optional Spanning-Tree Features

PortFast
PortFast immediately brings an interface configured as an access or trunk port to the forwarding state from a
blocking state, bypassing the listening and learning states.

Figure 1: PortFast-Enabled Interfaces

You can use PortFast on interfaces connected to a single workstation or server to allow those devices to
immediately connect to the network, rather than waiting for the spanning tree to

converge.

Interfaces connected to a single workstation or server should not receive bridge protocol data units (BPDUs).
An interface with PortFast enabled goes through the normal cycle of spanning-tree status changes when the
switch is restarted.

You can enable this feature by enabling it on either the interface or on all nontrunking ports.

Configuring Optional Spanning-Tree Features
1



Related Topics
Enabling PortFast (CLI), on page 11
Restriction for Optional Spanning-Tree Features

BPDU Guard
The Bridge Protocol Data Unit (BPDU) guard feature can be globally enabled on the switch or can be enabled
per port, but the feature operates with some differences.

When you enable BPDU guard at the global level on PortFast edge-enabled ports, spanning tree shuts down
ports that are in a PortFast edge-operational state if any BPDU is received on them. In a valid configuration,
PortFast edge-enabled ports do not receive BPDUs. Receiving a BPDU on a Port Fast edge-enabled port
means an invalid configuration, such as the connection of an unauthorized device, and the BPDU guard feature
puts the port in the error-disabled state. When this happens, the switch shuts down the entire port on which
the violation occurred.

When you enable BPDU guard at the interface level on any port without also enabling the PortFast edge
feature, and the port receives a BPDU, it is put in the error-disabled state.

The BPDU guard feature provides a secure response to invalid configurations because you must manually
put the interface back in service. Use the BPDU guard feature in a service-provider network to prevent an
access port from participating in the spanning tree.

Related Topics
Enabling BPDU Guard (CLI), on page 12

BPDU Filtering
The BPDU filtering feature can be globally enabled on the switch or can be enabled per interface, but the
feature operates with some differences.

Enabling BPDU filtering on PortFast edge-enabled interfaces at the global level keeps those interfaces that
are in a PortFast edge-operational state from sending or receiving BPDUs. The interfaces still send a few
BPDUs at link-up before the switch begins to filter outbound BPDUs. You should globally enable BPDU
filtering on a switch so that hosts connected to these interfaces do not receive BPDUs. If a BPDU is received
on a PortFast edge-enabled interface, the interface loses its PortFast edge-operational status, and BPDU
filtering is disabled.

Enabling BPDU filtering on an interface without also enabling the PortFast edge feature keeps the interface
from sending or receiving BPDUs.

Enabling BPDU filtering on an interface is the same as disabling spanning tree on it and can result in
spanning-tree loops.

Caution

You can enable the BPDU filtering feature for the entire switch or for an interface.

Related Topics
Enabling BPDU Filtering (CLI), on page 14
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UplinkFast
Figure 2: Switches in a Hierarchical Network

Switches in hierarchical networks can be grouped into backbone switches, distribution switches, and access
switches. This complex network has distribution switches and access switches that each have at least one
redundant link that spanning tree blocks to prevent

loops.

If a switch loses connectivity, it begins using the alternate paths as soon as the spanning tree selects a new
root port. You can accelerate the choice of a new root port when a link or switch fails or when the spanning
tree reconfigures itself by enabling UplinkFast. The root port transitions to the forwarding state immediately
without going through the listening and learning states, as it would with the normal spanning-tree procedures.

When the spanning tree reconfigures the new root port, other interfaces flood the network with multicast
packets, one for each address that was learned on the interface. You can limit these bursts of multicast traffic
by reducing the max-update-rate parameter (the default for this parameter is 150 packets per second). However,
if you enter zero, station-learning frames are not generated, so the spanning-tree topology converges more
slowly after a loss of connectivity.

UplinkFast is most useful in wiring-closet switches at the access or edge of the network. It is not appropriate
for backbone devices. This feature might not be useful for other types of applications.

Note

UplinkFast provides fast convergence after a direct link failure and achieves load-balancing between redundant
Layer 2 links using uplink groups. An uplink group is a set of Layer 2 interfaces (per VLAN), only one of
which is forwarding at any given time. Specifically, an uplink group consists of the root port (which is
forwarding) and a set of blocked ports, except for self-looping ports. The uplink group provides an alternate
path in case the currently forwarding link fails.
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Figure 3: UplinkFast Example Before Direct Link Failure

This topology has no link failures. Switch A, the root switch, is connected directly to Switch B over link L1
and to Switch C over link L2. The Layer 2 interface on Switch C that is connected directly to Switch B is in

a blocking state.

Figure 4: UplinkFast Example After Direct Link Failure

If Switch C detects a link failure on the currently active link L2 on the root port (a direct link failure), UplinkFast
unblocks the blocked interface on Switch C and transitions it to the forwarding state without going through
the listening and learning states. This change takes approximately 1 to

5 seconds.

Related Topics
Specifying the MST Region Configuration and Enabling MSTP (CLI)
MSTP Configuration Guidelines
Multiple Spanning-Tree Regions
Enabling UplinkFast for Use with Redundant Links (CLI), on page 15
Events That Cause Fast Convergence, on page 6

Cross-Stack UplinkFast
Cross-Stack UplinkFast (CSUF) provides a fast spanning-tree transition (fast convergence in less than 1 second
under normal network conditions) across a switch stack. During the fast transition, an alternate redundant link
on the switch stack is placed in the forwarding state without causing temporary spanning-tree loops or loss
of connectivity to the backbone. With this feature, you can have a redundant and resilient network in some
configurations. CSUF is automatically enabled when you enable the UplinkFast feature.

CSUF might not provide a fast transition all the time; in these cases, the normal spanning-tree transition
occurs, completing in 30 to 40 seconds. For more information, see Related Topics.
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Related Topics
Enabling UplinkFast for Use with Redundant Links (CLI), on page 15
Events That Cause Fast Convergence, on page 6

How Cross-Stack UplinkFast Works
Cross-Stack UplinkFast (CSUF) ensures that one link in the stack is elected as the path to the root.

Figure 5: Cross-Stack UplinkFast Topology

The stack-root port on Switch 1 provides the path to the root of the spanning tree. The alternate stack-root
ports on Switches 2 and 3 can provide an alternate path to the spanning-tree root if the current stack-root
switch fails or if its link to the spanning-tree root fails.

Link 1, the root link, is in the spanning-tree forwarding state. Links 2 and 3 are alternate redundant links that
are in the spanning-tree blocking state. If Switch 1 fails, if its stack-root port fails, or if Link 1 fails, CSUF
selects either the alternate stack-root port on Switch 2 or Switch 3 and puts it into the forwarding state in less
than 1 second.

When certain link loss or spanning-tree events occur (described in the following topic), the Fast Uplink
Transition Protocol uses the neighbor list to send fast-transition requests to stack members.

The switch sending the fast-transition request needs to do a fast transition to the forwarding state of a port
that it has chosen as the root port, and it must obtain an acknowledgment from each stack switch before
performing the fast transition.
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