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Finding Feature Information

Your software release may not support all the features documented in this module. For the latest caveats and
feature information, see Bug Search Tool and the release notes for your platform and software release. To
find information about the features documented in this module, and to see a list of the releases in which each
feature is supported, see the feature information table.

Use Cisco Feature Navigator to find information about platform support and Cisco software image support.
To access Cisco Feature Navigator, go to www.cisco.com/go/cfn. An account on Cisco.com is not required.

Prerequisites for IGMP and IGMP Snooping

Prerequisites for IGMP

* Before performing the tasks in this module, you should be familiar with the concepts explained in the
"IP Multicast Routing Technology Overview" module.

Software Configuration Guide, Cisco 10S XE Everest 16.4.1 (Catalyst 3850 Switches) -


https://tools.cisco.com/bugsearch/search
http://www.cisco.com/go/cfn

Configuring IGMP |
. Prerequisites for IGMP Snooping

* The tasks in this module assume that IP multicast has been enabled and that the Protocol Independent
Multicast (PIM) interfaces have been configured using the tasks described in the "Configuring Basic IP
Multicast Routing” module.

Prerequisites for IGMP Snooping

Observe these guidelines when configuring the IGMP snooping querier:
* Configure the VLAN in global configuration mode.

* Configure an IP address on the VLAN interface. When enabled, the IGMP snooping querier uses the IP
address as the query source address.

« If there is no IP address configured on the VLAN interface, the IGMP snooping querier tries to use the
configured global IP address for the IGMP querier. If there is no global IP address specified, the IGMP
querier tries to use the VLAN device virtual interface (SVI) IP address (if one exists). If there is no SVI
IP address, the device uses the first available IP address configured on the device. The first IP address
available appears in the output of the show ip interface privileged EXEC command. The IGMP snooping
querier does not generate an IGMP general query if it cannot find an available IP address on the device.

» The IGMP snooping querier supports IGMP Versions 1 and 2.

* When administratively enabled, the IGMP snooping querier moves to the nonquerier state if it detects
the presence of a multicast router in the network.

* When it is administratively enabled, the IGMP snooping querier moves to the operationally disabled
state under these conditions:

* IGMP snooping is disabled in the VLAN.
> PIM is enabled on the SVI of the corresponding VLAN.

Restrictions for IGMP and IGMP Snooping

Restrictions for Configuring IGMP
The following are the restrictions for configuring IGMP:
¢ The device supports IGMP Versions 1, 2 , and 3.

Y

Note  For IGMP Version 3, only IGMP Version 3 BISS (Basic IGMPv3 Snooping Support)
is supported.

* IGMP Version 3 uses new membership report messages that might not be correctly recognized by older
IGMP snooping devices.

* IGMPvV3 can operate with both ISM and SSM. In ISM, both exclude and include mode reports are
applicable. In SSM, only include mode reports are accepted by the last-hop router. Exclude mode reports
are ignored.
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» IGMP filtering and throttling is not supported under the WLAN.

* You cannot have a device stack containing a mix of Catalyst 3850 and Catalyst 3650 devices.

Related Topics
Changing the IGMP Version(CLI), on page 19
IGMP Versions, on page 4

Restrictions for IGMP Snooping

The following are the restrictions for IGMP snooping:

* The device supports IGMPv3 snooping based only on the destination multicast IP address. It does not
support snooping based on a source IP address or proxy report.

* IGMPv3 join and leave messages are not supported on devices running IGMP filtering or Multicast
VLAN registration (MVR).

* IGMP report suppression is supported only when the multicast query has IGMPv1 and IGMPv2 reports.
This feature is not supported when the query includes IGMPv3 reports.

» The IGMP configurable leave time is only supported on hosts running IGMP Version 2. IGMP version
2 is the default version for the device.

The actual leave latency in the network is usually the configured leave time. However, the leave time
might vary around the configured time, depending on real-time CPU load conditions, network delays
and the amount of traffic sent through the interface.

» The IGMP throttling action restriction can be applied only to Layer 2 ports. You can use ip igmp
max-groups action replace interface configuration command on a logical EtherChannel interface but
cannot use it on ports that belong to an EtherChannel port group.

When the maximum group limitation is set to the default (no maximum), entering the ip igmp max-groups
action {deny | replace} command has no effect.

If you configure the throttling action and set the maximum group limitation after an interface has added
multicast entries to the forwarding table, the forwarding-table entries are either aged out or removed,
depending on the throttling action.

Related Topics
Changing the IGMP Version(CLI), on page 19
IGMP Versions, on page 4

Information About IGMP

Role of the Internet Group Management Protocol

IGMP is used to dynamically register individual hosts in a multicast group on a particular LAN. Enabling
PIM on an interface also enables IGMP. IGMP provides a means to automatically control and limit the flow
of multicast traffic throughout your network with the use of special multicast queriers and hosts.

Software Configuration Guide, Cisco 10S XE Everest 16.4.1 (Catalyst 3850 Switches) -
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* A querier is a network device, such as a router, that sends query messages to discover which network
devices are members of a given multicast group.

* A host is a receiver, including routers, that sends report messages (in response to query messages) to

inform the querier of a host membership. Hosts use IGMP messages to join and leave multicast groups.

Hosts identify group memberships by sending IGMP messages to their local multicast device. Under IGMP,
devices listen to IGMP messages and periodically send out queries to discover which groups are active or
inactive on a particular subnet.

IGMP Multicast Addresses

IP multicast traffic uses group addresses, which are Class D IP addresses. The high-order four bits of a Class
D address are 1110. Therefore, host group addresses can be in the range 224.0.0.0 to 239.255.255.255.

Multicast addresses in the range 224.0.0.0 to 224.0.0.255 are reserved for use by routing protocols and other
network control traffic. The address 224.0.0.0 is guaranteed not to be assigned to any group.

IGMP packets are transmitted using IP multicast group addresses as follows:
* IGMP general queries are destined to the address 224.0.0.1 (all systems on a subnet).
» IGMP group-specific queries are destined to the group IP address for which the device is querying.
* IGMP group membership reports are destined to the group IP address for which the device is reporting.
* IGMPv2 leave-group messages are destined to the address 224.0.0.2 (all devices on a subnet).

* IGMPv3 membership reports are destined to the address 224.0.0.22; all IGMPv3-capable multicast
devices must listen to this address.

Related Topics
Configuring the Device as a Member of a Group (CLI), on page 15
Example: Configuring the Device as a Member of a Multicast Group, on page 63

IGMP Versions

The device supports IGMP version 1, IGMP version 2, and IGMP version 3. These versions are interoperable
on the device. For example, if IGMP snooping is enabled and the querier's version is IGMPv2, and the device
receives an IGMPv3 report from a host, then the device can forward the IGMPv3 report to the multicast router.

An IGMPv3 device can receive messages from and forward messages to a device running the Source Specific
Multicast (SSM) feature.

Related Topics
Changing the IGMP Version(CLI), on page 19
Restrictions for Configuring IGMP, on page 2
Restrictions for IGMP Snooping, on page 3
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IGMP Version 1

IGMP version 1 (IGMPv1) primarily uses a query-response model that enables the multicast router and
multilayer device to find which multicast groups are active (have one or more hosts interested in a multicast
group) on the local subnet. IGMPv1 has other processes that enable a host to join and leave a multicast group.
For more information, see RFC 1112.

IGMP Version 2

IGMPv2 extends IGMP functionality by providing such features as the IGMP leave process to reduce leave
latency, group-specific queries, and an explicit maximum query response time. IGMPv2 also adds the capability
for routers to elect the IGMP querier without depending on the multicast protocol to perform this task. For
more information, see RFC 2236.

A

Note IGMP version 2 is the default version for the device.

IGMP Version 3

The device supports IGMP version 3.

An IGMPv3 device supports Basic IGMPv3 Snooping Support (BISS), which includes support for the snooping
features on IGMPv1 and IGMPv2 switches and for IGMPv3 membership report messages. BISS constrains
the flooding of multicast traffic when your network includes IGMPv3 hosts. It constrains traffic to approximately
the same set of ports as the IGMP snooping feature on IGMPv2 or IGMPv1 hosts.

An IGMPv3 device can receive messages from and forward messages to a device running the Source Specific
Multicast (SSM) feature.

IGMPv3 Host Signaling

IGMPV3 is the third version of the IETF standards track protocol in which hosts signal membership to last-hop
devices of multicast groups. IGMPV3 introduces the ability for hosts to signal group membership that allows
filtering capabilities with respect to sources. A host can signal either that it wants to receive traffic from all
sources sending to a group except for some specific sources (a mode called EXCLUDE) or that it wants to
receive traffic only from some specific sources sending to the group (a mode called INCLUDE).

IGMPv3 can operate with both ISM and SSM. In ISM, both EXCLUDE and INCLUDE mode reports are
accepted by the last-hop router. In SSM, only INCLUDE mode reports are accepted by the last-hop router.

IGMP Versions Differences

There are three versions of IGMP, as defined by Request for Comments (RFC) documents of the Internet
Engineering Task Force (IETF). IGMPv2 improves over IGMPv1 by adding the ability for a host to signal
desire to leave a multicast group and IGMPv3 improves over IGMPv2 mainly by adding the ability to listen
to multicast originating from a set of source IP addresses only.

Software Configuration Guide, Cisco 10S XE Everest 16.4.1 (Catalyst 3850 Switches) -
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. IGMP Versions Differences

Table 1: IGMP Versions

IGMP Version Description

IGMPvl Provides the basic query-response mechanism that allows the multicast
device to determine which multicast groups are active and other
processes that enable hosts to join and leave a multicast group. RFC
1112 defines the IGMPv1 host extensions for I[P multicasting.

IGMPv2 Extends IGMP, allowing such capabilities as the IGMP leave process,
group-specific queries, and an explicit maximum response time field.
IGMPv2 also adds the capability for devices to elect the IGMP querier
without dependence on the multicast protocol to perform this task.
RFC 2236 defines IGMPv2.

Note

- Software Configuration Guide, Cisco 10S XE Everest 16.4.1 (Catalyst 3850 Switches)

By default, enabling a PIM on an interface enables IGMPv2 on that device. IGMPv2 was designed to be
as backward compatible with IGMPv1 as possible. To accomplish this backward compatibility, RFC 2236
defined special interoperability rules. If your network contains legacy IGMPv1 hosts, you should be
familiar with these operability rules. For more information about IGMPv1 and IGMPV2 interoperability,
see RFC 2236, Internet Group Management Protocol, Version 2 .

Devices That Run IGMPv1

IGMPv1 devices send IGMP queries to the “all-hosts” multicast address of 224.0.0.1 to solicit multicast groups
with active multicast receivers. The multicast receivers also can send IGMP reports to the device to notify it
that they are interested in receiving a particular multicast stream. Hosts can send the report asynchronously
or in response to the IGMP queries sent by the device. If more than one multicast receiver exists for the same
multicast group, only one of these hosts sends an IGMP report message; the other hosts suppress their report
messages.

In IGMPv1, there is no election of an IGMP querier. If more than one device on the segment exists, all the
devices send periodic IGMP queries. IGMPv1 has no special mechanism by which the hosts can leave the
group. If the hosts are no longer interested in receiving multicast packets for a particular group, they simply
do not reply to the IGMP query packets sent from the device. The device continues sending query packets. If
the device does not hear a response in three IGMP queries, the group times out and the device stops sending
multicast packets on the segment for the group. If the host later wants to receive multicast packets after the
timeout period, the host simply sends a new IGMP join to the device, and the device begins to forward the
multicast packet again.

If there are multiple devices on a LAN, a designated router (DR) must be elected to avoid duplicating multicast
traffic for connected hosts. PIM devices follow an election process to select a DR. The PIM device with the
highest IP address becomes the DR.

The DR is responsible for the following tasks:

» Sending PIM register and PIM Join and Prune messages toward the rendezvous point (RP) to inform it
about host group membership.

* Sending IGMP host-query messages.
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* Sending host-query messages by default every 60 seconds in order to keep the IGMP overhead on hosts
and networks very low.

Devices That Run IGMPv2
IGMPv2 improves the query messaging capabilities of IGMPv1.

The query and membership report messages in IGMPv2 are identical to the IGMPv1 messages with two
exceptions:

« IGMPv2 query messages are broken into two categories: general queries (identical to IGMPvI1 queries)
and group-specific queries.

* IGMPv1 membership reports and IGMPv2 membership reports have different IGMP type codes.

IGMPv2 also enhances IGMP by providing support for the following capabilities:

* Querier election process--Provides the capability for IGMPv2 devices to elect the IGMP querier without
having to rely on the multicast routing protocol to perform the process.

* Maximum Response Time field--A new field in query messages permits the IGMP querier to specify
the maximum query-response time. This field permits the tuning of the query-response process to control
response burstiness and to fine-tune leave latencies.

* Group-Specific Query messages--Permits the IGMP querier to perform the query operation on a specific
group instead of all groups.

* Leave-Group messages--Provides hosts with a method of notifying devices on the network that they
wish to leave the group.

Unlike IGMPv1, in which the DR and the IGMP querier are typically the same device, in IGMPv2 the two
functions are decoupled. The DR and the IGMP querier are selected based on different criteria and may be
different devices on the same subnet. The DR is the device with the highest IP address on the subnet, whereas
the IGMP querier is the device with the lowest IP address.

Query messages are used to elect the IGMP querier as follows:

1 When IGMPv2 devices start, they each multicast a general query message to the all-systems group address
0f 224.0.0.1 with their interface address in the source IP address field of the message.

2  When an IGMPv2 device receives a general query message, the device compares the source IP address in
the message with its own interface address. The device with the lowest IP address on the subnet is elected
the IGMP querier.

3 All devices (excluding the querier) start the query timer, which is reset whenever a general query message
is received from the IGMP querier. If the query timer expires, it is assumed that the IGMP querier has
gone down, and the election process is performed again to elect a new IGMP querier.

By default, the timer is two times the query interval.

Software Configuration Guide, Cisco 10S XE Everest 16.4.1 (Catalyst 3850 Switches) -



Configuring IGMP |

. IGMP Join and Leave Process

IGMP Join and Leave Process

IGMP Join Process

A

When a host wants to join a multicast group, the host sends one or more unsolicited membership reports for
the multicast group it wants to join. The IGMP join process is the same for IGMPv1 and IGMPv2 hosts.

In IGMPv3, the join process for hosts proceeds as follows:

» When a hosts wants to join a group, it sends an IGMPv3 membership report to 224.0.0.22 with an empty
EXCLUDE list.

» When a host wants to join a specific channel, it sends an IGMPv3 membership report to 224.0.0.22 with
the address of the specific source included in the INCLUDE list.

» When a host wants to join a group excluding particular sources, it sends an IGMPv3 membership report
to 224.0.0.22 excluding those sources in the EXCLUDE list.

Note

If some IGMPv3 hosts on a LAN wish to exclude a source and others wish to include the source, then the
device will send traffic for the source on the LAN (that is, inclusion trumps exclusion in this situation).

IGMP Leave Process

- Software Configuration Guide, Cisco 10S XE Everest 16.4.1 (Catalyst 3850 Switches)

The method that hosts use to leave a group varies depending on the version of IGMP in operation.

IGMPv1 Leave Process

There is no leave-group message in IGMPv1 to notify the devices on the subnet that a host no longer wants
to receive the multicast traffic from a specific group. The host simply stops processing traffic for the multicast
group and ceases responding to IGMP queries with IGMP membership reports for the group. As a result, the
only way IGMPv1 devices know that there are no longer any active receivers for a particular multicast group
on a subnet is when the devices stop receiving membership reports. To facilitate this process, IGMPv1 devices
associate a countdown timer with an IGMP group on a subnet. When a membership report is received for the
group on the subnet, the timer is reset. For IGMPv1 devices, this timeout interval is typically three times the
query interval (3 minutes). This timeout interval means that the device may continue to forward multicast
traffic onto the subnet for up to 3 minutes after all hosts have left the multicast group.

IGMPv2 Leave Process

IGMPvV2 incorporates a leave-group message that provides the means for a host to indicate that it wishes to
stop receiving multicast traffic for a specific group. When an IGMPv2 host leaves a multicast group, if it was
the last host to respond to a query with a membership report for that group, it sends a leave-group message
to the all-devices multicast group (224.0.0.2).

IGMPv3 Leave Process

IGMPv3 enhances the leave process by introducing the capability for a host to stop receiving traffic from a
particular group, source, or channel in IGMP by including or excluding sources, groups, or channels in IGMPv3
membership reports.
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IGMP Snooping

A

Layer 2 devices can use IGMP snooping to constrain the flooding of multicast traffic by dynamically configuring
Layer 2 interfaces so that multicast traffic is forwarded to only those interfaces associated with IP multicast
devices. As the name implies, IGMP snooping requires the LAN device to snoop on the IGMP transmissions
between the host and the router and to keep track of multicast groups and member ports. When the device
receives an IGMP report from a host for a particular multicast group, the device adds the host port number to
the forwarding table entry; when it receives an IGMP Leave Group message from a host, it removes the host
port from the table entry. It also periodically deletes entries if it does not receive IGMP membership reports
from the multicast clients.

Note

For more information on IP multicast and IGMP, see RFC 1112 and RFC 2236.

The multicast router (which could be a device with the IP services feature set on the active device) sends out
periodic general queries to all VLANSs. All hosts interested in this multicast traffic send join requests and are
added to the forwarding table entry. The device creates one entry per VLAN in the IGMP snooping IP multicast
forwarding table for each group from which it receives an IGMP join request.

The device supports IP multicast group-based bridging, instead of MAC-addressed based groups. With
multicast MAC address-based groups, if an IP address being configured translates (aliases) to a previously
configured MAC address or to any reserved multicast MAC addresses (in the range 224.0.0.xxx), the command
fails. Because the device uses IP multicast groups, there are no address aliasing issues.

The IP multicast groups learned through IGMP snooping are dynamic. However, you can statically configure
multicast groups by using the ip igmp snooping vlan vian-id static ip _address interface interface-id global
configuration command. If you specify group membership for a multicast group address statically, your setting
supersedes any automatic manipulation by IGMP snooping. Multicast group membership lists can consist of
both user-defined and IGMP snooping-learned settings.

You can configure an IGMP snooping querier to support IGMP snooping in subnets without multicast interfaces
because the multicast traffic does not need to be routed.

If a port spanning-tree, a port group, or a VLAN ID change occurs, the IGMP snooping-learned multicast
groups from this port on the VLAN are deleted.

These sections describe IGMP snooping characteristics:

Joining a Multicast Group

When a host connected to the device wants to join an IP multicast group and it is an IGMP version 2 client,
it sends an unsolicited IGMP join message, specifying the IP multicast group to join. Alternatively, when the
device receives a general query from the router, it forwards the query to all ports in the VLAN. IGMP version
1 or version 2 hosts wanting to join the multicast group respond by sending a join message to the device. The
device CPU creates a multicast forwarding-table entry for the group if it is not already present. The CPU also
adds the interface where the join message was received to the forwarding-table entry. The host associated
with that interface receives multicast traffic for that multicast group.

Software Configuration Guide, Cisco 10S XE Everest 16.4.1 (Catalyst 3850 Switches) -
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Figure 1: Initial IGMP Join Message
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Router A sends a general query to the device, which forwards the query to ports 2 through 5, all of which are
members of the same VLAN. Host 1 wants to join multicast group 224.1.2.3 and multicasts an IGMP

membership report (IGMP join message) to the group. The device CPU uses the information in the IGMP

report to set up a forwarding-table entry that includes the port numbers connected to Host 1 and to the router.

Table 2: IGMP Snooping Forwarding Table

Destination Address

Type of Packet

Ports

224.1.2.3

IGMP

1,2

The device hardware can distinguish IGMP information packets from other packets for the multicast group.

The information in the table tells the switching engine to send frames addressed to the 224.1.2.3 multicast IP

address that are not IGMP packets to the router and to the host that has joined the group.

If another host (for example, Host 4) sends an unsolicited IGMP join message for the same group, the CPU
receives that message and adds the port number of Host 4 to the forwarding table. Because the forwarding

- Software Configuration Guide, Cisco 10S XE Everest 16.4.1 (Catalyst 3850 Switches)
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table directs IGMP messages only to the CPU, the message is not flooded to other ports on the device. Any
known multicast traffic is forwarded to the group and not to the CPU.

Figure 2: Second Host Joining a Multicast Group
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Table 3: Updated IGMP Snooping Forwarding Table

Destination Address Type of Packet Ports

224.1.2.3 IGMP 1,2,5

Related Topics
Configuring the Device as a Member of a Group (CLI), on page 15

Example: Configuring the Device as a Member of a Multicast Group, on page 63

Leaving a Multicast Group

The router sends periodic multicast general queries, and the device forwards these queries through all ports
in the VLAN. Interested hosts respond to the queries. If at least one host in the VLAN wants to receive
multicast traffic, the router continues forwarding the multicast traffic to the VLAN. The device forwards
multicast group traffic only to those hosts listed in the forwarding table for that [P multicast group maintained
by IGMP snooping.

When hosts want to leave a multicast group, they can silently leave, or they can send a leave message. When
the device receives a leave message from a host, it sends a group-specific query to learn if any other devices
connected to that interface are interested in traffic for the specific multicast group. The device then updates
the forwarding table for that MAC group so that only those hosts interested in receiving multicast traffic for
the group are listed in the forwarding table. If the router receives no reports from a VLAN, it removes the
group for the VLAN from its IGMP cache.

Software Configuration Guide, Cisco 10S XE Everest 16.4.1 (Catalyst 3850 Switches) -
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Immediate Leave

The device uses IGMP snooping Immediate Leave to remove from the forwarding table an interface that sends
a leave message without the device sending group-specific queries to the interface. The VLAN interface is
pruned from the multicast tree for the multicast group specified in the original leave message. Immediate
Leave ensures optimal bandwidth management for all hosts on a switched network, even when multiple
multicast groups are simultaneously in use.

Immediate Leave is only supported on IGMP version 2 hosts. IGMP version 2 is the default version for the
device.

Note

You should use the Immediate Leave feature only on VLANs where a single host is connected to each
port. If Immediate Leave is enabled on VLANs where more than one host is connected to a port, some
hosts may be dropped inadvertently.

Related Topics
Enabling IGMP Immediate Leave (CLI), on page 47

IGMP Configurable-Leave Timer

You can configure the time that the device waits after sending a group-specific query to determine if hosts
are still interested in a specific multicast group. The IGMP leave response time can be configured from 100
to 32767 milliseconds.

Related Topics
Configuring the IGMP Leave Timer (CLI), on page 48

IGMP Report Suppression

A

Note

IGMP report suppression is supported only when the multicast query has IGMPv1 and IGMPv2 reports.
This feature is not supported when the query includes IGMPv3 reports.

The device uses IGMP report suppression to forward only one IGMP report per multicast router query to
multicast devices. When IGMP report suppression is enabled (the default), the device sends the first IGMP
report from all hosts for a group to all the multicast routers. The device does not send the remaining IGMP
reports for the group to the multicast routers. This feature prevents duplicate reports from being sent to the
multicast devices.

If the multicast router query includes requests only for IGMPv1 and IGMPv2 reports, the device forwards
only the first IGMPv1 or IGMPv2 report from all hosts for a group to all the multicast routers.

If the multicast router query also includes requests for IGMPv3 reports, the device forwards all IGMPv1,
IGMPv2, and IGMPv3 reports for a group to the multicast devices.

If you disable IGMP report suppression, all IGMP reports are forwarded to the multicast routers.

- Software Configuration Guide, Cisco 10S XE Everest 16.4.1 (Catalyst 3850 Switches)



Configuring IGMP

Default IGMP Configuration .

Related Topics
Disabling IGMP Report Suppression (CLI), on page 59

IGMP Snooping and Device Stacks

IGMP snooping functions across the device stack; that is, IGMP control information from one device is
distributed to all devices in the stack. Regardless of the stack member through which IGMP multicast data
enters the stack, the data reaches the hosts that have registered for that group.

If a device in the stack fails or is removed from the stack, only the members of the multicast group that are
on that device will not receive the multicast data. All other members of a multicast group on other devices in
the stack continue to receive multicast data streams. However, multicast groups that are common for both
Layer 2 and Layer 3 (IP multicast routing) might take longer to converge if the active device is removed.

IGMP Filtering and Throttling

A

In some environments, for example, metropolitan or multiple-dwelling unit (MDU) installations, you might
want to control the set of multicast groups to which a user on a device port can belong. You can control the
distribution of multicast services, such as IP/TV, based on some type of subscription or service plan. You
might also want to limit the number of multicast groups to which a user on a device port can belong.

With the IGMP filtering feature, you can filter multicast joins on a per-port basis by configuring IP multicast
profiles and associating them with individual device ports. An IGMP profile can contain one or more multicast
groups and specifies whether access to the group is permitted or denied. If an IGMP profile denying access
to a multicast group is applied to a device port, the IGMP join report requesting the stream of [P multicast
traffic is dropped, and the port is not allowed to receive IP multicast traffic from that group. If the filtering
action permits access to the multicast group, the IGMP report from the port is forwarded for normal processing.
You can also set the maximum number of IGMP groups that a Layer 2 interface can join.

IGMP filtering controls only group-specific query and membership reports, including join and leave reports.
It does not control general IGMP queries. IGMP filtering has no relationship with the function that directs
the forwarding of IP multicast traffic. The filtering feature operates in the same manner whether CGMP or
MVR is used to forward the multicast traffic.

IGMP filtering applies only to the dynamic learning of IP multicast group addresses, not static configuration.

With the IGMP throttling feature, you can set the maximum number of IGMP groups that a Layer 2 interface
can join. If the maximum number of IGMP groups is set, the IGMP snooping forwarding table contains the
maximum number of entries, and the interface receives an IGMP join report, you can configure an interface
to drop the IGMP report or to replace the randomly selected multicast entry with the received IGMP report.

Note

IGMPv3 join and leave messages are not supported on devices running IGMP filtering.

Default IGMP Configuration

This table displays the default IGMP configuration for the device.

Software Configuration Guide, Cisco 10S XE Everest 16.4.1 (Catalyst 3850 Switches) -
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Table 4: Default IGMP Configuration

Feature Default Setting

Multilayer device as a member of a multicast group No group memberships are defined.
Access to multicast groups All groups are allowed on an interface.
IGMP version Version 2 on all interfaces.

IGMP host-query message interval 60 seconds on all interfaces.

IGMP query timeout 60 seconds on all interfaces.

IGMP maximum query response time 10 seconds on all interfaces.
Multilayer device as a statically connected member Disabled.

Default IGMP Snooping Configuration

This table displays the default IGMP snooping configuration for the device.

Table 5: Default IGMP Snooping Configuration

Feature Default Setting

IGMP snooping Enabled globally and per VLAN
Multicast routers None configured

IGMP snooping Immediate Leave Disabled

Static groups None configured

TCN! flood query count 2

TCN query solicitation Disabled

IGMP snooping querier Disabled

IGMP report suppression Enabled

1 (1) TCN = Topology Change Notification

Default IGMP Filtering and Throttling Configuration
This table displays the default IGMP filtering and throttling configuration for the device.

- Software Configuration Guide, Cisco 10S XE Everest 16.4.1 (Catalyst 3850 Switches)




| Configuring IGMP

Table 6: Default IGMP Filtering Configuration

How to Configure IGMP .

Feature

Default Setting

IGMP filters

None applied.

IGMP maximum number of IGMP groups

No maximum set.

Note = When the maximum number of groups is in the
forwarding table, the default IGMP throttling action

is to deny the IGMP report.
IGMP profiles None defined.
IGMP profile action Deny the range addresses.

How to Configure IGMP

Configuring the Device as a Member of a Group (CLI)

A\

You can configure the device as a member of a multicast group and discover multicast reachability in a

network. If all the multicast-capable routers and multilayer devices that you administer are members of a
multicast group, pinging that group causes all of these devices to respond. The devices respond to ICMP
echo-request packets addressed to a group of which they are members. Another example is the multicast

trace-route tools provided in the software.

Caution

SUMMARY STEPS

Performing this procedure might impact the CPU performance because the CPU will receive all data traffic

for the group address.

This procedure is optional.

enable

configure terminal

interface interface-id

ip igmp join-group group-address
end

show ip igmp interface [interface-id]

No o R wbh =

copy running-config startup-config
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DETAILED STEPS

Configuring IGMP |

Command or Action

Purpose

Step 1 enable Enables privileged EXEC mode. Enter your password if prompted.
Example:
Device> enable
Step 2 configure terminal Enters the global configuration mode.
Example:
Device# configure terminal
Step 3 interface interface-id Specifies the Layer 3 interface on which you want to enable multicast
routing, and enters interface configuration mode.
Example: The specified interface must be one of the following:
Device (config) # interface . o :
gigabitethernet 1/0/1 A routed port . A physical p‘ort that h.as been configured as a Layer
3 port by entering the no switchport interface configuration
command. You will also need to enable IP PIM sparse-dense-mode
on the interface, and join the interface as a statically connected
member to an IGMP static group.
* An SVI—A VLAN interface created by using the interface vlan
vlan-id global configuration command. You will also need to enable
IP PIM sparse-dense-mode on the VLAN, join the VLAN as a
statically connected member to an IGMP static group, and then enable
IGMP snooping on the VLAN, the IGMP static group, and physical
interface.
These interfaces must have IP addresses assigned to them.
Step 4 ip igmp join-group group-address Configures the device to join a multicast group.
By default, no group memberships are defined.
Example: . . . .
For group-address, specify the multicast IP address in dotted decimal
Device (config-if)# ip igmp notation.
join-group 225.2.2.2
Step 5 end Returns to privileged EXEC mode.
Example:

Device (config) # end
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Controlling Access to IP Multicast Group (CLI) .

Command or Action Purpose
Step 6 show ip igmp interface [interface-id] Verifies your entries.
Example:

Device# show ip igmp interface

Step 7 copy running-config startup-config (Optional) Saves your entries in the configuration file.

Example:

Device# copy running-config
startup-config

Related Topics
Joining a Multicast Group, on page 9
Example: Configuring the Device as a Member of a Multicast Group, on page 63

IGMP Multicast Addresses, on page 4
Example: Configuring the Device as a Member of a Multicast Group, on page 63

Controlling Access to IP Multicast Group (CLI)

The device sends IGMP host-query messages to find which multicast groups have members on attached local
networks. The device then forwards to these group members all packets addressed to the multicast group.
You can place a filter on each interface to restrict the multicast groups that hosts on the subnet serviced by
the interface can join.

To limit the number of joins on the interface, configure the port for the filter which associates with the IGMP
profile.

This procedure is optional.

Software Configuration Guide, Cisco 10S XE Everest 16.4.1 (Catalyst 3850 Switches) -



Configuring IGMP |
. Controlling Access to IP Multicast Group (CLI)

SUMMARY STEPS
1. enable
2. configure terminal
3. ip igmp profile
4. permit
5. exit
6. interface interface-id
1. ip igmp filter filter number
8. end
9. show ip igmp interface [interface-id]
10. copy running-config startup-config
DETAILED STEPS
Command or Action Purpose
Step 1 enable Enables privileged EXEC mode. Enter your password if prompted.
Example:

Device> enable

Step 2 configure terminal Enters the global configuration mode.

Example:

Device# configure terminal

Step 3 ip igmp profile Enters an IGMP filter profile number from 1 to 4294967295.

For additional information about configuring IGMP filter profiles,
Example: see Configuring IGMP Profiles (CLI), on page 28.

Device (config)# ip igmp profile 10
Device (config-igmp-profile)# ?

Step 4 permit Enters an IGMP profile configuration action. The following IGMP
profile configuration actions are supported:

Example: * deny—Matching IP addresses are denied.

Devi fig-igmp-profil . . .
Pzz;ite__ (;2; ol o T ErORt o * exit—EXxits from the IGMP profile configuration mode.
* no—Negates a command or set its defaults.
» permit—Matching addresses are permitted.

* range—Adds a range to the set.
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Changing the IGMP Version(CLI) .

Command or Action

Purpose

Step 5 exit Returns to global configuration mode.
Example:
Device (config-igmp-profile)# exit
Step 6 interface interface-id Specifies the interface to be configured, and enters interface
configuration mode.
Example:
Device (config)# interface
gigabitethernet 1/0/1
Step 7 ip igmp filter filter number Specifies the IGMP filter profile number.
For additional information about applying IGMP filter profiles,
Example: see Applying IGMP Profiles (CLI), on page 30.
Device (config-if)# ip igmp filter 10
Step 8 end Returns to privileged EXEC mode.
Example:
Device (config) # end
Step 9 show ip igmp interface [interface-id