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Preface

This preface describes the conventions of this document and information on how to obtain other documentation.
It also provides information on what's new in Cisco product documentation.

» Document Conventions , on page iii
* Related Documentation, on page v
* Obtaining Documentation and Submitting a Service Request, on page v

Document Conventions

This document uses the following conventions:

Convention Description

~or Ctrl Both the ~ symbol and Ctrl represent the Control (Ctrl) key on a keyboard. For

example, the key combination ~D or Ctrl-D means that you hold down the Control
key while you press the D key. (Keys are indicated in capital letters but are not

case sensitive.)

bold font Commands and keywords and user-entered text appear in bold font.

Italic font Document titles, new or emphasized terms, and arguments for which you supply
values are in italic font.

Courier font Terminal sessions and information the system displays appear in courier font.
Bold Courier font Bold Courier font indicates text that the user must enter.
[X] Elements in square brackets are optional.

An ellipsis (three consecutive nonbolded periods without spaces) after a syntax
element indicates that the element can be repeated.

| A vertical line, called a pipe, indicates a choice within a set of keywords or
arguments.

x|yl Optional alternative keywords are grouped in brackets and separated by vertical
bars.
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Convention Description

{x|y} Required alternative keywords are grouped in braces and separated by vertical
bars.

[x{y|z}] Nested set of square brackets or braces indicate optional or required choices within

optional or required elements. Braces and a vertical bar within square brackets
indicate a required choice within an optional element.

string A nonquoted set of characters. Do not use quotation marks around the string or
the string will include the quotation marks.

<> Nonprinting characters such as passwords are in angle brackets.
[1 Default responses to system prompts are in square brackets.
L# An exclamation point (!) or a pound sign (#) at the beginning of a line of code

indicates a comment line.

Reader Alert Conventions

This document may use the following conventions for reader alerts:

Note  Means reader take note. Notes contain helpful suggestions or references to material not covered in the manual.

Tip  Means the following information will help you solve a problem.

Caution  Means reader be careful. In this situation, you might do something that could result in equipment damage or
loss of data.

Timesaver  Means the described action saves time. You can save time by performing the action described in the paragraph.

Take note of the following general safety warnings:
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Warning  Statement 1071—Warning Definition
IMPORTANT SAFETY INSTRUCTIONS

Before you work on any equipment, be aware of the hazards involved with electrical circuitry and be familiar
with standard practices for preventing accidents. Read the installation instructions before using, installing, or
connecting the system to the power source. Use the statement number at the beginning of each warning
statement to locate its translation in the translated safety warnings for this device.

SAVE THESE INSTRUCTIONS

A\

Related Documentation
A

Note  Before installing or upgrading the device, refer to the device release notes.

« Cisco Catalyst 9200 Series Switches documentation, located at:

https://www.cisco.com/c/en/us/products/switches/catalyst-9200-series-switches/index.html

Obtaining Documentation and Submitting a Service Request

For information on obtaining documentation, submitting a service request, and gathering additional information,
see the monthly What's New in Cisco Product Documentation, which also lists all new and revised Cisco
technical documentation, at:

http://www.cisco.com/c/en/us/td/docs/general/whatsnew/whatsnew.html

Subscribe to the What's New in Cisco Product Documentation as a Really Simple Syndication (RSS) feed
and set content to be delivered directly to your desktop using a reader application. The RSS feeds are a free
service and Cisco currently supports RSS version 2.0.
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CHAPTER 1

Configuring Spanning Tree Protocol

This chapter describes how to configure the Spanning Tree Protocol (STP) on port-based VLANS on the
Catalyst devices. The device can use either the per-VLAN spanning-tree plus (PVST+) protocol based on the
IEEE 802.1D standard and Cisco proprietary extensions, or the rapid per-VLAN spanning-tree plus
(rapid-PVST+) protocol based on the IEEE 802.1w standard. A device stack appears as a single spanning-tree
node to the rest of the network, and all stack members use the same bridge ID.

« Restrictions for Spanning Tree Protocol, on page 1

« Information About Spanning Tree Protocol, on page 1

» How to Configure Spanning Tree Protocol, on page 13

« Monitoring Spanning Tree Protocol Configuration Status, on page 23
« Additional References for Spanning Tree Protocol, on page 23

« Feature History for Spanning Tree Protocol, on page 23

Restrictions for Spanning Tree Protocol

* An attempt to configure a device as the root device fails if the value necessary to be the root device is
less than 1.

« If your network consists of devices that support and do not support the extended system ID, it is unlikely
that the device with the extended system ID support will become the root device. The extended system
ID increases the device priority value every time the VLAN number is greater than the priority of the
connected devices running older software.

* The root device for each spanning tree instance should be a backbone or distribution device. Do not
configure an access device as the spanning tree primary root.

Information About Spanning Tree Protocol

The following sections provide information about spanning tree protocol:

Spanning Tree Protocol

Spanning Tree Protocol (STP) is a Layer 2 link management protocol that provides path redundancy while
preventing loops in the network. For a Layer 2 Ethernet network to function properly, only one active path

Layer 2 Configuration Guide, Cisco |0S XE Dublin 17.11.x (Catalyst 9400 Switches) .



Configuring Spanning Tree Protocol |

. Spanning-Tree Topology and Bridge Protocol Data Units

can exist between any two stations. Multiple active paths among end stations cause loops in the network. If
a loop exists in the network, end stations might receive duplicate messages. Devices might also learn end-station
MAC addresses on multiple Layer 2 interfaces. These conditions result in an unstable network. Spanning-tree
operation is transparent to end stations, which cannot detect whether they are connected to a single LAN
segment or a switched LAN of multiple segments.

The STP uses a spanning-tree algorithm to select one device of a redundantly connected network as the root
of the spanning tree. The algorithm calculates the best loop-free path through a switched Layer 2 network by
assigning a role to each port based on the role of the port in the active topology:

» Root—A forwarding port elected for the spanning-tree topology
« Designated—A forwarding port that is elected for every switched LAN segment
« Alternate—A blocked port providing an alternate path to the root bridge in the spanning tree

» Backup—A blocked port in a loopback configuration

The device that has all its ports as the designated role or as the backup role is the root device. The device that
has at least one of its ports in the designated role is called the designated device.

Spanning tree forces redundant data paths into a standby (blocked) state. If a network segment in the spanning
tree fails and a redundant path exists, the spanning-tree algorithm recalculates the spanning-tree topology and
activates the standby path. Devices send and receive spanning-tree frames, called bridge protocol data units
(BPDUEs), at regular intervals. The devices do not forward these frames but use them to construct a loop-free
path. BPDUs contain information about the sending device and its ports, including device and MAC addresses,
device priority, port priority, and path cost. Spanning tree uses this information to elect the root device and
root port for the switched network and the root port and designated port for each switched segment.

When two ports on a device are part of a loop, the spanning-tree and path cost settings control which port is
put in the forwarding state and which is put in the blocking state. The spanning-tree port priority value
represents the location of a port in the network topology and how well it is located to pass traffic. The path
cost value represents the media speed.

N

Note  The long path cost method is the default STP path cost method.

)

Note In addition to STP, the device uses keepalive messages to detect loops. By default, keepalive is enabled on

Layer 2 ports. To disable keepalive, use the no keepalive command in interface configuration mode.

Cisco Catalyst 9400 Series Supervisor 1 Module (C9400-SUP-1) and Cisco Catalyst 9400 Series Supervisor
1XL Module (C9400-SUP-1XL) support VLAN IDs from 1 to 4094, however only 1000 VLANS can be active
on the device. Cisco Catalyst 9400X Series Supervisor 2 Module (9400X-SUP-2) and Cisco Catalyst 9400X
Series Supervisor 2XL Module (C9400X-SUP-2XL) Supervisor Modules support VLANS with IDs from
1-4094 are supported but only 4000 VLANS can be active on the device.

Spanning-Tree Topology and Bridge Protocol Data Units

The stable, active spanning-tree topology of a switched network is controlled by these elements:

* The unique bridge ID (device priority and MAC address) associated with each VLAN on each device.
In a switch stack, all switches use the same bridge ID for a given spanning-tree instance.
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* The spanning-tree path cost to the root device.

« The port identifier (port priority and MAC address) associated with each Layer 2 interface.

When the devices in a network are powered up, each functions as the root device. Each device sends a
configuration BPDU through all its ports. The BPDUs communicate and compute the spanning-tree topology.
Each configuration BPDU contains this information:

« The unique bridge ID of the device that the sending device identifies as the root device.

« The spanning-tree path cost to the root

* The bridge ID of the sending device

» Message age

« The identifier of the sending interface

« Values for the hello, forward delay, and max-age protocol timers
When a device receives a configuration BPDU that contains superior information (lower bridge ID, lower
path cost, and so forth), it stores the information for that port. If this BPDU is received on the root port of the

device, the device also forwards it with an updated message to all attached LANs for which it is the designated
device.

If a device receives a configuration BPDU that contains inferior information to that currently stored for that
port, it discards the BPDU. If the device is a designated device for the LAN from which the inferior BPDU
was received, it sends that LAN a BPDU containing the up-to-date information stored for that port. In this
way, inferior information is discarded, and superior information is propagated on the network.

A BPDU exchange results in these actions:

« One device in the network is elected as the root switch (the logical center of the spanning-tree topology
in a switched network). See the figure following the bullets.

For each VLAN, the device with the highest device priority (the lowest numerical priority value) is
elected as the root switch. If all devices are configured with the default priority (32768), the devices with
the lowest MAC address in the VLAN becomes the root device. The device priority value occupies the
most significant bits of the bridge 1D, as shown in the following figure.

« A root port is selected for each device (except the root switch). This port provides the best path (lowest
cost) when the device forwards packets to the root switch.

When selecting the root port on a switch stack, spanning tree follows this sequence:

» Selects the lowest root bridge ID

« Selects the lowest path cost to the root switch
* Selects the lowest designated bridge 1D

» Selects the lowest designated path cost

* Selects the lowest port ID

« Only one outgoing port on the stack root switch is selected as the root port. The remaining switches in
the stack become its designated switches (Switch 2 and Switch 3) as shown in the following figure.

« The shortest distance to the root switch is calculated for each device based on the path cost.
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* A designated device for each LAN segment is selected. The designated device incurs the lowest path
cost when forwarding packets from that LAN to the root switch. The port through which the designated
device is attached to the LAN is called the designated port.

Figure 1: Spanning-Tree Port States in a Switch Stack

One stack member is elected as the stack root switch. The stack root switch contains the outgoing root port
(Switch 1).
! Switch stack

OP !Hj i Outgoing RP
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All paths that are not needed to reach the root switch from anywhere in the switched network are placed in
the spanning-tree blocking mode.

Bridge ID, Device Priority, and Extended System ID

The IEEE 802.1D standard requires that each device has a unique bridge identifier (bridge ID), which controls
the selection of the root switch. Because each VLAN is considered as a different logical bridge with PVST+
and Rapid PVST+, the same device must have a different bridge 1D for each configured VLAN. Each VLAN
on the device has a unique 8-byte bridge ID. The 2 most-significant bytes are used for the device priority, and
the remaining 6 bytes are derived from the device MAC address.
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The 2 bytes previously used for the device priority are reallocated into a 4-bit priority value and a 12-bit
extended system ID value equal to the VLAN ID.

Table 1: Device Priority Value and Extended System ID

Priority Value Extended System ID (Set Equal to the VLAN ID)

Bit16 |Bit15 |Bit14 |Bit13 |Bit12 |Bit1l |Bit10 |Bit9 |[Bit8 |Bit7 |Bit6 |Bit5 |Bit4 |Bit3

32768 |16384 |8192 |4096 (2048 |1024 |512 256 |128 |64 32 16 8 4

Spanning tree uses the extended system ID, the device priority, and the allocated spanning-tree MAC address
to make the bridge 1D unique for each VLAN.

Support for the extended system ID affects how you manually configure the root switch, the secondary root
switch, and the switch priority of a VLAN. For example, when you change the switch priority value, you
change the probability that the switch will be elected as the root switch. Configuring a higher value decreases
the probability; a lower value increases the probability.

If any root switch for the specified VLAN has a switch priority lower than 24576, the switch sets its own
priority for the specified VLAN to 4096 less than the lowest switch priority. 4096 is the value of the
least-significant bit of a 4-bit switch priority value as shown in the table.

Port Priority Versus Path Cost

If a loop occurs, spanning tree uses port priority when selecting an interface to put into the forwarding state.
You can assign higher priority values (lower numerical values) to interfaces that you want selected first and
lower priority values (higher numerical values) that you want selected last. If all interfaces have the same
priority value, spanning tree puts the interface with the lowest interface number in the forwarding state and
blocks the other interfaces.

The spanning-tree path cost default value is derived from the media speed of an interface. If a loop occurs,
spanning tree uses cost when selecting an interface to put in the forwarding state. You can assign lower cost
values to interfaces that you want selected first and higher cost values that you want selected last. If all
interfaces have the same cost value, spanning tree puts the interface with the lowest interface number in the
forwarding state and blocks the other interfaces.

If your device is a member of a switch stack, you must assign lower cost values to interfaces that you want
selected first and higher cost values that you want selected last instead of adjusting its port priority.

Spanning-Tree Interface States

Propagation delays can occur when protocol information passes through a switched LAN. As a result, topology
changes can take place at different times and at different places in a switched network. When an interface
transitions directly from nonparticipation in the spanning-tree topology to the forwarding state, it can create
temporary data loops. Interfaces must wait for new topology information to propagate through the switched
LAN before starting to forward frames. They must allow the frame lifetime to expire for forwarded frames
that have used the old topology.

Each Layer 2 interface on a device using spanning tree exists in one of these states:

« Blocking—The interface does not participate in frame forwarding.

« Listening—The first transitional state after the blocking state when the spanning tree decides that the
interface should participate in frame forwarding.
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* Learning—The interface prepares to participate in frame forwarding.

« Forwarding—The interface forwards frames.

« Disabled—The interface is not participating in spanning tree because of a shutdown port, no link on the
port, or no spanning-tree instance running on the port.

An interface moves through these states:

« From initialization to blocking

 From blocking to listening or to disabled

* From listening to learning or to disabled

« From learning to forwarding or to disabled

« From forwarding to disabled

Figure 2: Spanning-Tree Interface States
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When you power up the device, spanning tree is enabled by default, and every interface in the device, VLAN,
or network goes through the blocking state and the transitory states of listening and learning. Spanning tree
stabilizes each interface at the forwarding or blocking state.

When the spanning-tree algorithm places a Layer 2 interface in the forwarding state, this process occurs:

1. The interface is in the listening state while spanning tree waits for protocol information to move the
interface to the blocking state.

2. While spanning tree waits for the forward-delay timer to expire, it moves the interface to the learning
state and resets the forward-delay timer.

3. Inthe learning state, the interface continues to block frame forwarding as the device learns end-station
location information for the forwarding database.

4. When the forward-delay timer expires, spanning tree moves the interface to the forwarding state, where
both learning and frame forwarding are enabled.
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Blocking State

Listening State

Learning State

Forwarding State

Blocking State .

A Layer 2 interface in the blocking state does not participate in frame forwarding. After initialization, a BPDU
is sent to each device interface. A device initially functions as the root until it exchanges BPDUs with other
devices. This exchange establishes which device in the network is the root or root device. If there is only one
device in the network, no exchange occurs, the forward-delay timer expires, and the interface moves to the
listening state. An interface always enters the blocking state after device initialization.

An interface in the blocking state performs these functions:
« Discards frames received on the interface
« Discards frames that are switched from another interface for forwarding
* Does not learn addresses

* Receives BPDUs

The listening state is the first state a Layer 2 interface enters after the blocking state. The interface enters this
state when the spanning tree decides that the interface should participate in frame forwarding.

An interface in the listening state performs these functions:
« Discards frames received on the interface
« Discards frames that are switched from another interface for forwarding
* Does not learn addresses

» Receives BPDUs

A Layer 2 interface in the learning state prepares to participate in frame forwarding. The interface enters the
learning state from the listening state.

An interface in the learning state performs these functions:
« Discards frames received on the interface
« Discards frames that are switched from another interface for forwarding
* Learns addresses

* Receives BPDUs

A Layer 2 interface in the forwarding state forwards frames. The interface enters the forwarding state from
the learning state.

An interface in the forwarding state performs these functions:

« Receives and forwards frames that are received on the interface.
» Forwards frames that are switched from another interface

* Learns addresses
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* Receives BPDUs

Disabled State

A Layer 2 interface in the disabled state does not participate in frame forwarding or in the spanning tree. An
interface in the disabled state is nonoperational.

A disabled interface performs these functions:
« Discards frames received on the interface
« Discards frames that are switched from another interface for forwarding
* Does not learn addresses

» Does not receive BPDUs

How a Device or Port Becomes the Root Device or Root Port

If all devices in a network are enabled with default spanning-tree settings, the device with the lowest MAC
address becomes the root device.

Figure 3: Spanning-Tree Topology

Switch A is elected as the root device because the device priority of all the devices is set to the default (32768)
and Switch A has the lowest MAC address. However, because of traffic patterns, number of forwarding
interfaces, or link types, Switch A might not be the ideal root device. By increasing the priority (lowering the
numerical value) of the ideal device so that it becomes the root device, you force a spanning-tree recalculation
to form a new topology with the ideal device as the root.

86475

RP = Root Port
DP = Designated Port

When the spanning-tree topology is calculated based on default parameters, the path between source and
destination end stations in a switched network might not be ideal. For instance, connecting higher-speed links
to an interface that has a higher number than the root port can cause a root-port change. The goal is to make
the fastest link the root port.

For example, assume that one port on Switch B is a Gigabit Ethernet link and that another port on Switch B
(a 10/100 link) is the root port. Network traffic might be more efficient over the Gigabit Ethernet link. By
changing the spanning-tree port priority on the Gigabit Ethernet port to a higher priority (lower numerical
value) than the root port, the Gigabit Ethernet port becomes the new root port.

Spanning Tree and Redundant Connectivity

You can create a redundant backbone with spanning tree by connecting two switch interfaces to another device
or to two different devices. Spanning tree automatically disables one interface but enables it if the other one
fails. If one link is high-speed and the other is low-speed, the low-speed link is always disabled. If the speeds
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are the same, the port priority and port ID are added together, and spanning tree disables the link with the
highest value.

Figure 4: Spanning Tree and Redundant Connectivity, on page 9 shows redundant connectivity on a spanning
tree topology.

Figure 4: Spanning Tree and Redundant Connectivity
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You can also create redundant links between devices by using EtherChannel groups.

Spanning-Tree Address Management

IEEE 802.1D specifies 17 multicast addresses, ranging from 0x00180C2000000 to 0x0180C2000010, to be
used by different bridge protocols. These addresses are static addresses that cannot be removed.

Regardless of the spanning-tree state, each device in the stack receives but does not forward packets that are
destined for addresses between 0x0180C2000000 and 0x0180C200000F.

If spanning tree is enabled, the CPU on the switch or on each switch in the stack receives packets that are
destined for 0x0180C2000000 and 0x0180C2000010. If spanning tree is disabled, the switch or each switch
in the stack forwards those packets as unknown multicast addresses.

Accelerated Aging to Retain Connectivity

The default for aging dynamic addresses is 5 minutes, the default setting of the mac addr ess-table aging-time
global configuration command. However, a spanning-tree reconfiguration can cause many station locations
to change. Because these stations could be unreachable for 5 minutes or more during a reconfiguration, the
address-aging time is accelerated so that station addresses can be dropped from the address table and then
relearned. The accelerated aging is the same as the forward-delay parameter value (spanning-treevlan vlan-id
forwar d-time seconds global configuration command) when the spanning tree reconfigures.

Because each VLAN is a separate spanning-tree instance, the switch accelerates aging on a per-VLAN basis.
A spanning-tree reconfiguration on one VLAN can cause the dynamic addresses that are learned on that VLAN
to be subject to accelerated aging. Dynamic addresses on other VLANS can be unaffected and remain subject
to the aging interval entered for the switch.

Spanning-Tree Modes and Protocols

The device supports these spanning-tree modes and protocols:
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» PVST+—This spanning-tree mode is based on the IEEE 802.1D standard and Cisco proprietary extensions.
The PVST+ runs on each VLAN on the device up to the maximum supported, ensuring that each has a
loop-free path through the network.

The PVST+ provides Layer 2 load-balancing for the VLAN on which it runs. You can create different
logical topologies by using the VLANS on your network to ensure that all of your links are used but that
no one link is oversubscribed. Each instance of PVST+ on a VLAN has a single root switch. This root
switch propagates the spanning-tree information that is associated with that VLAN to all other devices
in the network. Because each device has the same information about the network, this process ensures
that the network topology is maintained.

Rapid PVST+—Rapid PVST+ is the default STP mode on your device. This spanning-tree mode is the
same as PVST+ except that is uses a rapid convergence based on the IEEE 802.1w standard. To provide
rapid convergence, the Rapid PVST+ immediately deletes dynamically learned MAC address entries on
a per-port basis upon receiving a topology change. By contrast, PVST+ uses a short aging time for
dynamically learned MAC address entries.

Rapid PVST+ uses the same configuration as PVST+ (except where noted), and the device needs only
minimal extra configuration. The benefit of Rapid PVST+ is that you can migrate a large PVST+ install
base to Rapid PVST+ without having to learn the complexities of the Multiple Spanning Tree Protocol
(MSTP) configuration and without having to reprovision your network. In Rapid PVST+ mode, each
VLAN runs its own spanning-tree instance up to the maximum supported.

MSTP—This spanning-tree mode is based on the IEEE 802.1s standard. You can map multiple VLANSs
to the same spanning-tree instance, which reduces the number of spanning-tree instances that are required
to support many VLANSs. The MSTP runs on top of the RSTP (based on IEEE 802.1w), which provides
for rapid convergence of the spanning tree by eliminating the forward delay and by quickly transitioning
root ports and designated ports to the forwarding state. In a switch stack, the cross-stack rapid transition
(CSRT) feature performs the same function as RSTP. You cannot run MSTP without RSTP or CSRT.

Supported Spanning-Tree Instances

From Cisco 10S XE Amsterdam 17.2.1, in PVST+ or Rapid PVST+ mode, the device or device stack supports
up to 300 spanning-tree instances.

From Cisco I0S XE Cupertino 17.9.1, the device supports up to 300 spanning tree instances on Cisco Catalyst
9400X Series Supervisor 2XL Module (C9400X-SUP-2XL) Supervisor Modules.

In MSTP mode, the device or device stack supports up to 65 MST instances. The number of VLANS that can
be mapped to a particular MST instance is unlimited.

Spanning-Tree Interoperability and Backward Compatibility

In a mixed MSTP and PVST+ network, the common spanning-tree (CST) root must be inside the MST
backbone, and a PVST+ device cannot connect to multiple MST regions.

When a network contains devices running Rapid PVST+ and devices running PVST+, we recommend that
the Rapid PVST+ devices and PVST+ devices be configured for different spanning-tree instances. In the
Rapid PVST+ spanning-tree instances, the root switch must be a Rapid PVST+ device. In the PVST+ instances,
the root switch must be a PVST+ device. The PVST+ devices should be at the edge of the network.

All stack members run the same version of spanning tree (all PVST+, all Rapid PVST+, or all MSTP).
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Table 2: PVST+, MSTP, and Rapid-PVST+ Interoperability and Compatibility

PVST+ MSTP Rapid PVST+
PVST+ Yes Yes (with restrictions) Yes (reverts to PVST+)
MSTP Yes (with restrictions) Yes Yes (reverts to PVST+)
Rapid PVST+ | Yes (reverts to PVST+) | Yes (reverts to PVST+) Yes

Spanning Tree Protocols and IEEE 802.1Q Trunks

The IEEE 802.1Q standard for VLAN trunks imposes some limitations on the spanning-tree strategy for a
network. The standard requires only one spanning-tree instance for all VLANSs allowed on the trunks. However,
in a network of Cisco devices that are connected through IEEE 802.1Q trunks, the devices maintain one
spanning-tree instance for each VLAN allowed on the trunks.

When you connect a Cisco device to a hon-Cisco device through an IEEE 802.1Q trunk, the Cisco device
uses PVST+ to provide spanning-tree interoperability. If Rapid PVST+ is enabled, the device uses it instead
of PVST+. The device combines the spanning-tree instance of the IEEE 802.1Q VLAN of the trunk with the
spanning-tree instance of the non-Cisco IEEE 802.1Q device.

However, all PVST+ or Rapid PVST+ information is maintained by Cisco devices that are separated by a
cloud of non-Cisco IEEE 802.1Q devices. The non-Cisco IEEE 802.1Q cloud separating the Cisco devices
is treated as a single trunk link between the devices.

Rapid PVST+ is automatically enabled on IEEE 802.1Q trunks, and no user configuration is required. The
external spanning-tree behavior on access ports and Inter-Switch Link (ISL) trunk ports is not affected by
PVST+.

Spanning Tree and Switch Stacks
When the switch stack is operating in PVST+ or Rapid PVST+ mode:

* A switch stack appears as a single spanning-tree node to the rest of the network, and all stack members
use the same bridge ID for a given spanning tree. The bridge ID is derived from the MAC address of the
active switch.

* When a new device joins the stack, it sets its bridge ID to the active switch bridge ID. If the newly added
device has the lowest ID and if the root path cost is the same among all stack members, the newly added
device becomes the stack root.

» When a stack member leaves the stack, spanning-tree reconvergence occurs within the stack (and possibly
outside the stack). The remaining stack member with the lowest stack port ID becomes the stack root.

« If the switch stack is the spanning-tree root and the active switch fails or leaves the stack, the standby
switch becomes the new active switch, bridge IDs remain the same, and a spanning-tree reconvergence
might occur.

« If a neighboring device external to the switch stack fails or is powered down, normal spanning-tree
processing occurs. Spanning-tree reconvergence might occur as a result of losing a device in the active
topology.

* If a new device external to the switch stack is added to the network, normal spanning-tree processing
occurs. Spanning-tree reconvergence might occur as a result of adding a device in the network.
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Table 3: Default Spanning-Tree Configuration
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Feature

Default Setting

Enable state

Enabled on VLAN 1.

Spanning-tree mode

Rapid PVST+ ( PVST+ and MSTP
disabled.)

Device priority

32768

Spanning-tree port priority (configurable on a per-interface basis)

128

Spanning-tree port cost (configurable on a per-interface basis)

10 Mbps: 2000000
100 Mbps: 200000
1 Gbps: 20000

10 Gbps: 2000

40 Gbps: 500

100 Gbps: 200

1 Thps: 20

10 Thbps: 2

Spanning-tree VLAN port priority (configurable on a per-VLAN basis)

128

Spanning-tree VLAN port cost (configurable on a per-VLAN basis)

10 Mbps: 2000000
100 Mbps: 200000
1 Gbps: 20000

10 Gbps: 2000

40 Gbhps: 500

100 Gbps: 200

1 Thps: 20

10 Thbps: 2

Spanning-tree timers

Hello time: 2 seconds
Forward-delay time: 15 seconds
Maximum-aging time: 20 seconds
Transmit hold count: 6 BPDUs
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How to Configure Spanning Tree Protocol

The following sections provide information about configuring spanning tree protocol:

Changing the Spanning-Tree Mode

The switch supports three spanning-tree modes: per-VLAN spanning tree plus (PVST+), Rapid PVST+, or
Multiple Spanning Tree Protocol (MSTP). By default, the device runs the Rapid PVST+ protocol.

Procedure

If you want to enable a mode that is different from the default mode, this procedure is required.

Command or Action

Purpose

Step 1 enable Enables privileged EXEC mode.
Example: Enter your password if prompted.
Device> enable
Step 2 configure terminal Enters global configuration mode.
Example:
Device# configure terminal
Step 3 spanning-treemode {pvst | mst | rapid-pvst} | Configures a spanning-tree mode.
Example: All stack members run the same version of
Device(config)# spanning-tree mode pvst|Spanning tree.
« Select pvst to enable PVST+.
« Select mst to enable MSTP.
« Select rapid-pvst to enable rapid PVST+.
Step 4 interface interface-id Specifies an interface to configure, and enters
Example: interface configuration mode. Valid interfaces
) ple: ) ) include physical ports, VLANS, and port
Device(config)# interface channels. The VLAN ID range is 1 to 4094. The
GigabitEthernetl/0/1
port-channel range is 1 to 48.
Step 5 spanning-tree link-type point-to-point Specifies that the link type for this port is

Example:

Device(config-if)# spanning-tree
link-type point-to-point

point-to-point.

If you connect this port (local port) to a remote
port through a point-to-point link and the local
port becomes a designated port, the device
negotiates with the remote port and rapidly
changes the local port to the forwarding state.
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Command or Action Purpose
Step 6 end Returns to privileged EXEC mode.
Example:

Device(config-if)# end

Step 7 clear spanning-tree detected-protocols If any port on the device is connected to a port
on alegacy IEEE 802.1D device, this command

Example: L
P restarts the protocol migration process on the
Device# clear spanning-tree entire device

detected-protocols
This step is optional if the designated device
detects that this device is running rapid PV/ST+.

(Optional) Disabling Spanning Tree

Spanning tree is enabled by default on VLAN 1 and on all newly created VLANS up to the spanning-tree
limit. Disable spanning tree only if you are sure that there are no loops in the network topology.

A

Caution  When spanning tree is disabled and loops are present in the topology, excessive traffic and indefinite packet
duplication can drastically reduce network performance.

To disable spanning tree, perform this procedure:

Procedure
Command or Action Purpose
Step 1 enable Enables privileged EXEC mode.
Example: Enter your password if prompted.

Device> enable

Step 2 configure terminal Enters global configuration mode.

Example:

Device# configure terminal

Step 3 no spanning-tree vlan vlan-id For vlan-id, the range is 1 to 4094.

Example:

Device(config)# no spanning-tree vlan
300

Step 4 end Returns to privileged EXEC mode.

Example:

Device(config)# end
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(Optional) Configuring the Root Device

Procedure

To configure a device as the root for the specified VLAN, use the spanning-tree vlan vlan-id root global
configuration command to modify the device priority from the default value (32768) to a significantly lower
value. When you enter this command, the software checks the switch priority of the root switches for each
VLAN. Because of the extended system ID support, the switch sets its own priority for the specified VLAN
to 24576 if this value causes this switch to become the root for the specified VLAN.

Use the diameter keyword to specify the Layer 2 network diameter (that is, the maximum number of device
hops between any two end stations in the Layer 2 network). When you specify the network diameter, the
device automatically sets an optimal hello time, forward-delay time, and maximum-age time for a network
of that diameter, which can significantly reduce the convergence time. You can use the hello keyword to
override the automatically calculated hello time.

To configure the root device, perform this procedure:

Command or Action Purpose
Step 1 enable Enables privileged EXEC mode.
Example: Enter your password if prompted.

Device> enable

Step 2 configure terminal Enters global configuration mode.

Example:

Device# configure terminal

Step 3 spanning-tree vlan vlan-id root primary Configures a device to become the root for the
[diameter net-diameter ] specified VLAN.
Example: « For vlan-id, you can specify a single
Device(config)# spanning-tree vlan 20-24 VLAN identified by VLAN ID number, a
root primary diameter 4 range of VLANS separated by a hyphen,

or a series of VLANS separated by a
comma. The range is 1 to 4094.

« (Optional) For diameter net-diameter,
specify the maximum number of devices
between any two end stations. The range
is2to7.

Step 4 end Returns to privileged EXEC mode.

Example:

Device(config)# end

What to do next

After configuring the switch as the root switch, we recommend that you avoid manually configuring the hello
time, forward-delay time, and maximum-age time through the spanning-tree vlan vlan-id hello-time,
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spanning-treevlan vlan-id for war d-time, and the spanning-treevlan vlan-id max-age global configuration

commands.

(Optional) Configuring a Secondary Root Device

When you configure a switch as the secondary root, the switch priority is modified from the default value
(32768) to 28672. With this priority, the switch is likely to become the root switch for the specified VLAN
if the primary root switch fails. This is assuming that the other network switches use the default switch priority
of 32768, and therefore, are unlikely to become the root switch.

You can execute this command on more than one switch to configure multiple backup root switches. Use the
same network diameter and hello-time values that you used when you configured the primary root switch
with the spanning-tree vlan vlan-id root primary global configuration command.

To configure a secondary root device, perform this procedure:

Procedure

Command or Action

Purpose

Step 1

enable

Example:

Device> enable

Enables privileged EXEC mode.

Enter your password if prompted.

Step 2

configure terminal

Example:

Device# configure terminal

Enters global configuration mode.

Step 3

spanning-tree vlan vlan-id root secondary
[diameter net-diameter ]
Example:

Device(config)# spanning-tree vlan 20-24
root secondary diameter 4

Configures a device to become the secondary
root for the specified VLAN.

« For vlan-id, you can specify a single
VLAN identified by VLAN ID number, a
range of VLANS separated by a hyphen,
or a series of VLANS separated by a
comma. The range is 1 to 4094.

« (Optional) For diameter net-diameter,
specify the maximum number of devices
between any two end stations. The range
is2to 7.

Use the same network diameter value that you
used when configuring the primary root switch.

Step 4

end

Example:
Device(config)# end

Returns to privileged EXEC mode.
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(Optional) Configuring Port Priority
A\

Note Ifyour switch is a member of a switch stack, you must use the spanning-tree[vlan vlan-id] cost cost interface
configuration command instead of the spanning-tree [vlan vlan-id] port-priority priority interface
configuration command to select an interface to put in the forwarding state. Assign lower cost values to
interfaces that you want selected first and higher cost values that you want selected last.

To configure port priority, perform this procedure:

Procedure
Command or Action Purpose
Step 1 enable Enables privileged EXEC mode.
Example: Enter your password if prompted.

Device> enable

Step 2 configure terminal Enters global configuration mode.

Example:

Device# configure terminal

Step 3 interface interface-id Specifies an interface to configure, and enters
) interface configuration mode.
Example:
Device(config)# interface gigabitethernet Valid interfaces include physical ports and
1/0/2 port-channel logical interfaces (port-channel
port-channel-number).

Step 4 spanning-tree port-priority priority Configures the port priority for an interface.
Example: For priority, the range is 0 to 240, in increments
Device(config-if)# spanning-tree of 16; the default is 128. Valid values are 0, 16,
port-priority 0 32,48, 64, 80, 96, 112, 128, 144, 160, 176, 192,

208, 224, and 240. All other values are rejected.
The lower the number, the higher the priority.

Step5 spanning-tree vlan vlan-id port-priority Configures the port priority for a VLAN.

priority « For vlan-id, you can specify a single
Example: VLAN identified by VLAN ID number, a
Device(config-if)# spanning-tree vlan range of VLANSs separated by a hyphen,
20-25 port-priority 0 or a series of VLANS separated by a

comma. The range is 1 to 4094.

« For priority, the range is 0 to 240, in
increments of 16; the default is 128. Valid
values are 0, 16, 32, 48, 64, 80, 96, 112,
128, 144, 160, 176, 192, 208, 224, and
240. All other values are rejected. The
lower the number, the higher the priority.
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Command or Action

Purpose

Step 6

end

Example:
Device(config-if)# end

Returns to privileged EXEC mode.

(Optional) Configuring Path Cost

To configure path cost, perform this procedure:

Procedure

Command or Action

Purpose

Step 1

enable

Example:

Device> enable

Enables privileged EXEC mode.

Enter your password if prompted.

Step 2

configureterminal

Example:

Device# configure terminal

Enters global configuration mode.

Step 3

interface interface-id

Example:

Device(config)# interface gigabitethernet
1/0/1

Specifies an interface to configure, and enters
interface configuration mode. Valid interfaces
include physical ports and port-channel logical
interfaces (port-channel port-channel-number).

Step 4

spanning-tree cost cost

Example:

Device(config-if)# spanning-tree cost
250

Configures the cost for an interface.

If a loop occurs, spanning tree uses the path cost
when selecting an interface to place into the
forwarding state. A lower path cost represents
higher-speed transmission.

For cost, the range is 1 to 200000000; the
default value is derived from the media speed
of the interface.

Step 5

spanning-tree vlan vlan-id cost cost

Example:

Device(config-if)# spanning-tree vlan
10,12-15,20 cost 300

Configures the cost for a VLAN.

If aloop occurs, spanning tree uses the path cost
when selecting an interface to place into the
forwarding state. A lower path cost represents
higher-speed transmission.

« For vlan-id, you can specify a single
VLAN identified by VLAN ID number, a
range of VLANS separated by a hyphen,
or a series of VLANS separated by a
comma. The range is 1 to 4094.
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Command or Action

Purpose

« For cost, the range is 1 to 200000000; the
default value is derived from the media
speed of the interface.

Step 6

end

Example:
Device(config-if)# end

Returns to privileged EXEC mode.

The show spanning-tree interface interface-id privileged EXEC command displays information only for
ports that are in a link-up operative state. Otherwise, you can use the show running-config privileged EXEC
command to confirm the configuration.

(Optional) Configuring the Device Priority of a VLAN

You can configure the switch priority and make it more likely that a standalone switch or a switch in the stack
will be chosen as the root switch.

)

Note

to modify the switch priority.

Exercise care when using this command. For most situations, we recommend that you use the spanning-tree
vlan vlan-id root primary and the spanning-treevlan vlan-id root secondary global configuration commands

To configure device priority of a VLAN, perform this procedure:

Procedure

Command or Action

Purpose

Step 1

enable

Example:

Device> enable

Enables privileged EXEC mode.

Enter your password if prompted.

Step 2

configureterminal

Example:

Device# configure terminal

Enters global configuration mode.

Step 3

spanning-tree vlan vlan-id priority priority

Example:

Device(config)# spanning-tree vlan 20
priority 8192

Configures the device priority of a VLAN.

« For vlan-id, you can specify a single
VLAN identified by VLAN ID number, a
range of VLANS separated by a hyphen,
or a series of VLANS separated by a
comma. The range is 1 to 4094.

« For priority, the range is 0 to 61440 in
increments of 4096; the default is 32768.
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Command or Action

Purpose

The lower the number, the more likely the
switch will be chosen as the root switch.

Valid priority values are 4096, 8192,
12288, 16384, 20480, 24576, 28672,
32768, 36864, 40960, 45056, 49152,
53248, 57344, and 61440. All other values
are rejected.

Step 4

end

Example:
Device(config-if)# end

Returns to privileged EXEC mode.

(Optional) Configuring the Hello Time

The hello time is the time interval between configuration messages that are generated and sent by the root

switch.

To configure the hello time, perform this procedure:

Procedure

Command or Action

Purpose

Step1

enable

Example:

Device> enable

Enables privileged EXEC mode.

Enter your password if prompted.

Step 2

spanning-treevlan vlan-id hello-timeseconds

Example:

Device(config)# spanning-tree vlan 20-24
hello-time 3

Configures the hello time of a VLAN. The hello
time is the time interval between configuration
messages that are generated and sent by the root
switch. These messages mean that the switch
is alive.

« For vlan-id, you can specify a single
VLAN identified by VLAN ID number, a
range of VLANS separated by a hyphen,
or a series of VLANS separated by a
comma. The range is 1 to 4094.

« For seconds, the range is 1 to 10; the
default is 2.

Step 3

end

Example:
Device(config-if)# end

Returns to privileged EXEC mode.
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(Optional) Configuring the Forwarding-Delay Time for a VLAN

To configure the forwarding-delay time for a VLAN, perform this procedure:

Procedure
Command or Action Purpose
Step 1 enable Enables privileged EXEC mode.
Example: Enter your password if prompted.

Device> enable

Step 2 configureterminal Enters global configuration mode.

Example:

Device# configure terminal

Step 3 spanning-tree vlan vlan-id forwar d-time Configures the forward time of a VLAN. The
seconds forwarding delay is the number of seconds an
interface waits before changing from its

spanning-tree learning and listening states to
Device(config)# spanning-tree vlan 20,25 the forwarding state.
forward-time 18

Example:

« For vlan-id, you can specify a single
VLAN identified by VLAN ID number, a
range of VLANS separated by a hyphen,
or a series of VLANS separated by a
comma. The range is 1 to 4094.

« For seconds, the range is 4 to 30; the
default is 15.

Step 4 end Returns to privileged EXEC mode.

Example:
Device(config)# end

(Optional) Configuring the Maximum-Aging Time for a VLAN

To configure the maximum-aging time for a VLAN, perform this procedure:

Procedure
Command or Action Purpose
Step 1 enable Enables privileged EXEC mode.
Example: Enter your password if prompted.
Device> enable
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Command or Action Purpose
Step 2 configure terminal Enters global configuration mode.
Example:

Device# configure terminal

Step 3 spanning-tree vlan vlan-id max-age seconds | Configures the maximum-aging time of a
VLAN. The maximum-aging time is the number
of seconds a switch waits without receiving
spanning-tree configuration messages before
attempting a reconfiguration.

Example:

Device(config)# spanning-tree vlan 20
max-age 30

« For vlan-id, you can specify a single
VLAN identified by VLAN ID number, a
range of VLANS separated by a hyphen,
or a series of VLANS separated by a
comma. The range is 1 to 4094.

« For seconds, the range is 6 to 40; the
default is 20.

Step 4 end Returns to privileged EXEC mode.

Example:
Device(config-if)# end

(Optional) Configuring the Transmit Hold-Count

You can configure the BPDU burst size by changing the transmit hold count value.

\)

Note  Changing this parameter to a higher value can have a significant impact on CPU utilization, especially in
Rapid PVST+ mode. Lowering this value can slow down convergence in certain scenarios. We recommend
that you maintain the default setting.

To configure the transmit hold-count, perform this procedure:

Procedure
Command or Action Purpose
Step1 enable Enables privileged EXEC mode.
Example: Enter your password if prompted.

Device> enable

Step 2 configure terminal Enters global configuration mode.

Example:

Device# configure terminal
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Command or Action Purpose

Step 3 spanning-tree transmit hold-count value Configures the number of BPDUs that can be

Example: sent before pausing for 1 second.

Device(config)# spanning-tree transmit | FOr value, the range is 1 to 20; the default is 6.
hold-count 6

Step 4 end Returns to privileged EXEC mode.

Example:

Device(config)# end

Monitoring Spanning Tree Protocol Configuration Status

Table 4: Commands for Displaying STP Configuration Status

show spanning-tree active Displays STP configuration information on active interfaces onl
show spanning-tree detail Displays a detailed summary of interface information.

show spanning-tree vlan vlan-id Displays STP configuration information for the specified VLAN
show spanning-tree interface interface-id Displays STP configuration information for the specified interfa

show spanning-treeinterface interface-id portfast | Displays STP portfast information for the specified interface.

show spanning-tree summary [totals] Displays a summary of interface states or displays the total lines
state section.

To clear STP counters, use the clear spanning-tree [interface interface-id] privileged EXEC command.

Additional References for Spanning Tree Protocol

Related Documents

Related Topic Document Title

For complete syntax and usage information for the commands used in | See the Layer 2/3 Commands
this chapter. section of theCommand Reference
(Catalyst 9400 Series Switches)

Feature History for Spanning Tree Protocol

This table provides release and related information for features explained in this module.

These features are available on all releases subsequent to the one they were introduced in, unless noted
otherwise.
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Table 5: New Feature History

Release Feature Feature Information

Cisco 10S XE Everest 16.6.1 | Spanning Tree Protocol |STP is a Layer 2 link management protocol that
provides path redundancy while preventing loops
in the network.

Cisco 10S XE Gibraltar Spanning Tree Instances | The number of supported spanning tree instances
16.11.1 was increased to 256.
Cisco 10S XE Amsterdam | Spanning Tree Instances | The number of supported spanning tree instances
17.2.1 was increased to 300.
Cisco 10S XE Cupertino Spanning Tree Instances | The number of supported spanning tree instances
17.9.1 was increased to 300.

This feature was implemented on Cisco Catalyst

9400X Series Supervisor 2 Module (9400X-SUP-2)
and Cisco Catalyst 9400X Series Supervisor 2XL
Module (C9400X-SUP-2XL) Supervisor Modules.

Cisco 10S XE Cupertino Active VLAN Support | The number of supported active VLANS has been
179.1 increased to 4000.

This feature was implemented on Cisco Catalyst

9400X Series Supervisor 2 Module (9400X-SUP-2)
and Cisco Catalyst 9400X Series Supervisor 2XL
Module (C9400X-SUP-2XL) Supervisor Modules.

Use Cisco Feature Navigator to find information about platform and software image support. To access Cisco
Feature Navigator, go to http://www.cisco.com/go/cfn.
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CHAPTER 2

Configuring Loop Detection Guard

« Restrictions for Loop Detection Guard, on page 25

« Information About Loop Detection Guard, on page 25

« Enabling Loop Detection Guard and Error-Disabling the Required Port, on page 28
« Additional References for Configuring Loop Detection Guard, on page 29

« Feature History for Loop Detection Guard, on page 29

Restrictions for Loop Detection Guard

Loop detection guard can be configured only on Layer 2 physical interfaces. Layer 3 ports and virtual interfaces,
such as port channels, switch virtual interfaces (SVIs), and tunnels, are not supported.

Information About Loop Detection Guard

A computer network can experience a network loop where there is more than one Layer 2 path between two
endpoints. This is possible when there are multiple connections between two switches in a network or two

ports on the same switch are connected to each other. The following figure shows a few examples of a network
loop:

Example 1: Switch SW A, which is within the network, is sending traffic to an unmanaged switch on one port
and receiving traffic from the same unmanaged switch, on another port. On the unmanaged switch, the port

receiving traffic is connected to the port sending traffic back to the SW A in the network, resulting in a network
loop.

Example 2: This example shows a network loop involving four switches, two within the network (SW A and
SW B) and two unmanaged switches (Un A and Un B). Traffic is moving in the following direction SW A
to SW B to Un B to Un A and back to SW A, resulting in a network loop.

Example 3: Two ports on the unmanaged switch are connected to each other, resulting in a network loop.
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Figure 5: Examples of Network Loop Between Managed and Unmanaged Switches
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While Spanning Tree Protocol (STP) is normally the protocol that is configured for this purpose (to prevent
network loops), loop detection guard is suited to situations where there may be unmanaged switches in a
network that do not understand STP, or where STP is not configured on the network.

356545

Loop detection guard is enabled at the interface level. To detect loops, the system sends loop-detect frames
from the interface, at preconfigured intervals. When a loop is detected, the configured action is taken.

Loop detection guard is disabled by default. When you enable the feature, you can configure one of these
actions:

« Error-disable the port sending traffic.
« Error-disable the port receiving traffic (default).

« Display an error message and not disable any port.
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When a port is error-disabled, no traffic is sent or received on that port.

Interaction of Loop Detection Guard with Other Features

The following sections provide information about how loop detection guard interacts with other feature:

Spanning Tree Protocol and Loop Detection Guard

When both loop detection guard and STP are enabled on a device, STP takes over monitoring the network
for loops. In this case loop-detect packets are neither received nor processed in the network.

VLANSs and Loop Detection Guard

We do not recommend configuring this feature on a switch that is connected to a hub for these reasons: The
hub floods traffic to all of its interfaces. If the switch in your network is receiving traffic from the same hub,
buton a port in a different VLAN, you may be inadvertently error-disabling those destination ports. The figure
below illustrates such a situation. The port in VLAN 1 is sending traffic to the hub. The switch is also receiving
traffic from the same hub, but on a port in a different VLAN, that is, VLAN 10. If you configure loop detection
guard (and you have configured the default action of error-disabling the destination port), then the port in
VLAN 10 is blocked. Configuring the option to display a message (instead of error-disabling a port) is not
recommended either, because the system displays as many messages as the number of interfaces configured
in the hub, resulting in a CPU overload.

Figure 6: A Switch Connected to an Unmanged Network Hub
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Enabling Loop Detection Guard and Error-Disabling the Required

Port

The feature is disabled by default. Complete the following steps to enable loop detection guard and configure
the action that you want the system to take when a loop is detected:

Procedure

Command or Action

Purpose

Step1

enable

Example:

Device> enable

Enables privileged EXEC mode. Enter your
password if prompted.

Step 2

configureterminal

Example:

Device# configure terminal

Enters global configuration mode.

Step 3

interface
{interface-id | subinterface-id | vlan-id}

Example:

Device(config)# interface
tengigabitethernet 1/0/20
Device(config-if)#

Enters interface configuration mode. Specify
only a physical interface to configure loop
detection guard on the device. Layer 3 ports and
virtual interfaces like PortChannels, switch
virtual interfaces (SVIs), and tunnels are not
supported.

Step 4

[no] loopdetect

Example:
Device(config-if)# loopdetect

Enables loop detection guard on the device.
Loopdetect frames are sent from the configured
interface. Use the loopdetect command without
any keyword to enable loop detection guard.

Use the no form of this command to disable this
feature.

Note

You can enable the feature on trunk ports, but
a warning message is displayed, for the
following reason: A trunk port carries traffic
for several VLANS, simultaneously. A loop
that is detected in one VLAN can result in the
error-disabling of all VLAN traffic that is
associated with the trunk port.

Step 5

[no] loopdetect{time ] action
syslog | source-port}

Example:
Device(config-if)# loopdetect 7

Specifies the frequency at which loop-detect
frames are sent and the action the system takes
when a loop is detected. If you do not specify
an action, the destination port is error-disabled
by default.

You can configure the following:
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Command or Action Purpose

« time—Time interval to send loop-detect
frame, in seconds. The range is from 1 to
10. The default is 5.

« action sydog—Displays a system message
and does not error-disable any port. If you
use the no form of this command, the
system reverts to the last configured
option.

« sour ce-port—Error-disables the source
port. If you use the no form of this
command, the destination port is
error-disabled.

In the example configuration on the left
(Device(config-if)# loopdetect 7), the
interface is configured to send loop-detect
frames every 7 seconds, and to error-disable the
destination port if a loop is detected (The default
applies, because neither the action sysog option
nor the source-port option has been
configured).

Step 6 end Returns to privileged EXEC mode.

Example:
Device(config-if)# end

Step 7 show loopdetect Displays all the interfaces where loop detection
guard is enabled, the frequency at which
loop-detect packets are sent, and the status of
the physical interface.

Example:

Device# show loopdetect

Additional References for Configuring Loop Detection Guard

Related Documents

Related Topic Document Title

For complete syntax and usage information for the commands used in | See the Layer 2/3 Commands
this chapter. section of the Command Reference
(Catalyst 9400 Series Switches)

Feature History for Loop Detection Guard

This table provides release and related information for features explained in this module.
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These features are available on all releases subsequent to the one they were introduced in, unless noted

otherwise.

Release

Feature

Feature Information

Cisco 10S XE Amsterdam
17.2.1

Loop Detection Guard

Loop detection guard prevents network loops in
either networks that are not configured with STP
or unmanaged devices in networks that are
configured with STP.

Use Cisco Feature Navigator to find information about platform and software image support. To access Cisco

Feature Navigator, go to http://www.cisco.com/go/cfn.
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CHAPTER 3

Configuring Multiple Spanning-Tree Protocol

* Prerequisites for Multiple Spanning Tree Protocol, on page 31

* Restrictions for Multiple Spanning-Tree Protocol, on page 31

« Information About Multiple Spanning Tree Protocol, on page 32

« How to Configure Multiple Spanning Tree Protocol and Parameters, on page 46
« Feature History for Multiple Spanning Tree Protocol, on page 59

Prerequisites for Multiple Spanning Tree Protocol

* For two or more devices to be in the same multiple spanning tree (MST) region, they must have the same
VLAN-to-instance map, the same configuration revision number, and the same name.

* For two or more stacked switches to be in the same MST region, they must have the same
VLAN-to-instance map, the same configuration revision number, and the same name.

« For load-balancing across redundant paths in the network to work, all VLAN-to-instance mapping

assignments must match; otherwise, all traffic flows on a single link. You can achieve load-balancing
across a switch stack by manually configuring the path cost.

* For load-balancing between a per-VLAN spanning tree plus (PVST+) and an MST cloud or between a
rapid-PVST+ and an MST cloud to work, all MST boundary ports must be forwarding. MST boundary
ports are forwarding when the root of the internal spanning tree (IST) of the MST cloud is the root of
the common spanning tree (CST). If the MST cloud consists of multiple MST regions, one of the MST
regions must contain the CST root, and all of the other MST regions must have a better path to the root

contained within the MST cloud than a path through the PVST+ or rapid-PVST+ cloud. You might have
to manually configure the devices in the clouds.

Restrictions for Multiple Spanning-Tree Protocol

« The switch stack supports up to 65 MST instances. The number of VLANS that can be mapped to a
particular MST instance is the maximum active VLAN supported by a given switch.

* PVST+, Rapid PVST+, and MSTP are supported, but only one version can be active at any time. (For
example, all VLANSs run PVST+, all VLANS run Rapid PVST+, or all VLANS run MSTP.)

* All stack members must run the same version of spanning tree (all PVST+, Rapid PVST+, or MSTP).
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* VLAN Trunking Protocol (VTP) propagation of the MST configuration is not supported. However, you
can manually configure the MST configuration (region name, revision number, and VLAN-to-instance
mapping) on each device within the MST region by using the command-line interface (CLI) or through
the Simple Network Management Protocol (SNMP) support.

« Partitioning the network into a large number of regions is not recommended. However, if this situation
is unavoidable, we recommend that you partition the switched LAN into smaller LANSs interconnected
by routers or non-Layer 2 devices.

« A region can have one member or multiple members with the same MST configuration; each member
must be capable of processing rapid spanning tree protocol (RSTP) Bridge Protocol Data Units (BPDUS).
There is no limit to the number of MST regions in a network, but each region can only support up to
65spanning-tree instances. You can assigh a VLAN to only one spanning-tree instance at a time.

« After configuring a device as the root device, we recommend that you avoid manually configuring the
hello time, forward-delay time, and maximum-age time through the spanning-tree mst hello-time,
spanning-tree mst forwar d-time, and the spanning-tree mst max-age global configuration commands.

Table 6: PVST+, MSTP, and Rapid PVST+ Interoperability and Compatibility

PVST+ MSTP Rapid PVST+
PVST+ Yes Yes (with restrictions) Yes (reverts to PVST+)
MSTP Yes (with restrictions) Yes Yes (reverts to PVST+)
Rapid PVST+ | Yes (reverts to PVST+) | Yes (reverts to PVST+) Yes

Information About Multiple Spanning Tree Protocol

The following sections provide information about Multiple Spanning-Tree Protocol (MSTP):

Multiple Spanning Tree Protocol Configuration

Multiple Spanning-Tree Protocol (MSTP), which uses Rapid Spanning-Tree Protocol (RSTP) for rapid
convergence, enables multiple VLANS to be grouped into and mapped to the same spanning-tree instance,
reducing the number of spanning-tree instances that are needed to support many VLANSs. The MSTP provides
for multiple forwarding paths for data traffic, enables load balancing, and reduces the number of spanning-tree
instances that are required to support many VLANS. It improves the fault tolerance of the network because a
failure in one instance (forwarding path) does not affect other instances (forwarding paths).

N\

Note  The multiple spanning-tree (MST) implementation is based on the IEEE 802.1s standard.

The most common initial deployment of MSTP is in the backbone and distribution layers of a Layer 2 switched
network. This deployment provides the highly available network that is required in a service-provider
environment.
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When the device is in the MST mode, the RSTP, which is based on IEEE 802.1w, is automatically enabled.
The RSTP provides rapid convergence of the spanning tree through explicit handshaking that eliminates the
IEEE 802.1D forwarding delay and quickly transitions root ports and designated ports to the forwarding state.

Both MSTP and RSTP improve the spanning-tree operation and maintain backward compatibility with
equipment that is based on the (original) IEEE 802.1D spanning tree, with existing Cisco-proprietary Multiple
Instance STP (MISTP), and with existing Cisco PVST+ and rapid per-VLAN spanning-tree plus (Rapid
PVST+).

A device stack appears as a single spanning-tree node to the rest of the network, and all stack members use
the same device ID.

Multiple Spanning Tree Protocol Configuration Guidelines

* When you enable MST by using the spanning-tree mode mst global configuration command, RSTP is
automatically enabled.

« For configuration guidelines about UplinkFast, BackboneFast, and cross-stack UplinkFast, see the relevant
sections in the Related Topics section.

» When the device is in MST mode, it uses the long path-cost calculation method (32 bits) to compute the
path cost values. With the long path-cost calculation method, the following path cost values are supported:

Speed Path Cost Value
10 Mb/s 2,000,000

100 Mb/s 200,000

1 Gb/s 20,000

10 Gh/s 2,000

100 Gbh/s 200

Root Switch Configuration

The switch maintains a spanning-tree instance for the group of VLANSs mapped to it. A device ID, consisting
of the switch priority and the switch MAC address, is associated with each instance. For a group of VLANS,
the switch with the lowest device ID becomes the root switch.

When you configure a switch as the root, you modify the switch priority from the default value (32768) to a
significantly lower value so that the switch becomes the root switch for the specified spanning-tree instance.
When you enter this command, the switch checks the switch priorities of the root switches. Because of the
extended system ID support, the switch sets its own priority for the specified instance to 24576 if this value
will cause this switches to become the root for the specified spanning-tree instance.

If any root switch for the specified instance has a switch priority lower than 24576, the switch sets its own
priority to 4096 less than the lowest switch priority. (4096 is the value of the least-significant bit of a 4-bit
switch priority value. For more information, see Bridge ID, Device Priority, and Extended System ID.

If your network consists of switches that support and do not support the extended system ID, it is unlikely
that the switch with the extended system ID support will become the root switch. The extended system 1D
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increases the switch priority value every time the VLAN number is greater than the priority of the connected
switches running older software.

The root switch for each spanning-tree instance should be a backbone or distribution switch. Do not configure
an access switch as the spanning-tree primary root.

Use the diameter keyword, which is available only for MST instance 0, to specify the Layer 2 network
diameter (that is, the maximum number of switch hops between any two end stations in the Layer 2 network).
When you specify the network diameter, the switch automatically sets an optimal hello time, forward-delay
time, and maximum-age time for a network of that diameter, which can significantly reduce the convergence
time. You can use the hello keyword to override the automatically calculated hello time.

Multiple Spanning-Tree Regions

For switches to participate in multiple spanning-tree (MST) instances, you must consistently configure the
switches with the same MST configuration information. A collection of interconnected switches that have the
same MST configuration comprises an MST region.

The MST configuration controls to which MST region each device belongs. The configuration includes the
name of the region, the revision number, and the MST VLAN-to-instance assignment map. You configure
the device for a region by specifying the MST region configuration on it. You can map VLANS to an MST
instance, specify the region name, and set the revision number. For instructions and an example, select the
"Specifying the MST Region Configuration and Enabling MSTP" link in Related Topics.

A region can have one or multiple members with the same MST configuration. Each member must be capable
of processing RSTP bridge protocol data units (BPDUS). There is no limit to the number of MST regions in
a network, but each region can support up to 65 spanning-tree instances. Instances can be identified by any

number in the range from 0 to 4094. You can assign a VLAN to only one spanning-tree instance at a time.

Internal Spanning Tree, Common and Internal Spanning Tree, and Common
Spanning Tree

Unlike PVST+ and Rapid PVST+ in which all the spanning-tree instances are independent, the MSTP establishes
and maintains two types of spanning trees:

* An internal spanning tree (IST), which is the spanning tree that runs in an MST region.

Within each MST region, the MSTP maintains multiple spanning-tree instances. Instance 0 is a special
instance for a region, known as the internal spanning tree (IST). All other MST instances are numbered
from 1 to 4094,

The IST is the only spanning-tree instance that sends and receives BPDUSs. All of the other spanning-tree
instance information is contained in M-records, which are encapsulated within MSTP BPDUs. Because
the MSTP BPDU carries information for all instances, the number of BPDUs that need to be processed
to support multiple spanning-tree instances is significantly reduced.

All MST instances within the same region share the same protocol timers, but each MST instance has
its own topology parameters, such as root switch ID, root path cost, and so forth. By default, all VLANs
are assigned to the IST.

An MST instance is local to the region; for example, MST instance 1 in region A is independent of MST
instance 1 in region B, even if regions A and B are interconnected.
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» A common and internal spanning tree (CIST), which is a collection of the ISTs in each MST region, and
the common spanning tree (CST) that interconnects the MST regions and single spanning trees.

The spanning tree that is computed in a region appears as a subtree in the CST that encompasses the
entire switched domain. The CIST is formed by the spanning-tree algorithm running among switches
that support the IEEE 802.1w, IEEE 802.1s, and IEEE 802.1D standards. The CIST inside an MST region
is the same as the CST outside a region.

Operations Within an Multiple Spanning Tree Region

The IST connects all the MSTP switches in a region. When the IST converges, the root of the IST becomes

the CIST regional root. It is the switch within the region with the lowest device ID and path cost to the CIST
root. The CIST regional root is also the CIST root if there is only one region in the network. If the CIST root
is outside the region, one of the MSTP switches at the boundary of the region is selected as the CIST regional
root.

When an MSTP switch initializes, it sends BPDUs claiming itself as the root of the CIST and the CIST regional
root, with both of the path costs to the CIST root and to the CIST regional root set to zero. The switch also
initializes all of its MST instances and claims to be the root for all of them. If the switch receives superior
MST root information (lower device ID, lower path cost, and so forth) than currently stored for the port, it
relinquishes its claim as the CIST regional root.

During initialization, a region might have many subregions, each with its own CIST regional root. As switches
receive superior IST information, they leave their old subregions and join the new subregion that contains the
true CIST regional root. All subregions shrink except for the one that contains the true CIST regional root.

For correct operation, all switches in the MST region must agree on the same CIST regional root. Therefore,
any two switches in the region only synchronize their port roles for an MST instance if they converge to a
common CIST regional root.

Operations Between Multiple Spanning Tree Regions

If there are multiple regions or legacy IEEE 802.1D switches within the network, MSTP establishes and
maintains the CST, which includes all MST regions and all legacy STP switches in the network. The MST
instances combine with the IST at the boundary of the region to become the CST.

The IST connects all the MSTP switches in the region and appears as a subtree in the CIST that encompasses
the entire switched domain. The root of the subtree is the CIST regional root. The MST region appears as a
virtual switch to adjacent STP switches and MST regions.

Only the CST instance sends and receives BPDUs, and MST instances add their spanning-tree information
into the BPDUs to interact with neighboring switches and compute the final spanning-tree topology. Because
of this, the spanning-tree parameters that are related to BPDU transmission (for example, hello time, forward
time, max-age, and max-hops) are configured only on the CST instance but affect all MST instances. Parameters
that are related to the spanning-tree topology (for example, switch priority, port VLAN cost, and port VLAN
priority) can be configured on both the CST instance and the MST instance.

MSTP switches use Version 3 RSTP BPDUSs or IEEE 802.1D STP BPDUs to communicate with legacy IEEE
802.1D devices. MSTP switches use MSTP BPDUs to communicate with MSTP devices.

IEEE 802.1s Terminology

Some MST naming conventions that are used in Cisco’s prestandard implementation have been changed to
identify some internal or regional parameters. These parameters are significant only within an MST region,
as opposed to external parameters that are relevant to the whole network. Because the CIST is the only
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spanning-tree instance that spans the whole network, only the CIST parameters require the external rather
than the internal or regional qualifiers.

« The CIST root is the root switch for the unique instance that spans the whole network, the CIST.

« The CIST external root path cost is the cost to the CIST root. This cost is left unchanged within an MST
region. Remember that an MST region looks like a single switch for the CIST. The CIST external root

path cost is the root path cost that is calculated between these virtual devices and devices that do not
belong to any region.

« If the CIST root is in the region, the CIST regional root is the CIST root. Otherwise, the CIST regional

root is the closest switch to the CIST root in the region. The CIST regional root acts as a root switch for
the IST.

« The CIST internal root path cost is the cost to the CIST regional root in a region. This cost is only relevant
to the IST, instance 0.

Illustration of Multiple Spanning Tree Regions

This figure displays three MST regions and a legacy IEEE 802.1D device (D). The CIST regional root for
region 1 (A) is also the CIST root. The CIST regional root for region 2 (B) and the CIST regional root for
region 3 (C) are the roots for their respective subtrees within the CIST. The RSTP runs in all regions.

Figure 7: MST Regions, CIST Regional Root, and CST Root
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Hop Count

Hop Count .

The IST and MST instances do not use the message-age and maximum-age information in the configuration
BPDU to compute the spanning-tree topology. Instead, they use the path cost to the root and a hop-count
mechanism similar to the IP time-to-live (TTL) mechanism.

By using the spanning-tree mst max-hops global configuration command, you can configure the maximum
hops inside the region and apply it to the IST and all MST instances in that region. The hop count achieves
the same result as the message-age information (triggers a reconfiguration). The root switch of the instance
always sends a BPDU (or M-record) with a cost of 0 and the hop count set to the maximum value. When a
switch receives this BPDU, it decrements the received remaining hop count by one and propagates this value
as the remaining hop count in the BPDUs it generates. When the count reaches zero, the switch discards the
BPDU and ages the information that is held for the port.

The message-age and maximum-age information in the RSTP portion of the BPDU remain the same throughout
the region, and the same values are propagated by the region designated ports at the boundary.

Boundary Ports

In the Cisco prestandard implementation, a boundary port connects an MST region to a single spanning-tree
region running RSTP, to a single spanning-tree region running PVST+ or rapid PVST+, or to another MST
region with a different MST configuration. A boundary port also connects to a LAN, the designated device
of which is either a single spanning-tree switch or a switch with a different MST configuration.

There is no definition of a boundary port in the IEEE 802.1s standard. The IEEE 802.1Q-2002 standard
identifies two kinds of messages that a port can receive:

« internal (coming from the same region)

« external (coming from another region)

When a message is internal, the CIST part is received by the CIST, and each MST instance receives its
respective M-record.

When a message is external, it is received only by the CIST. If the CIST role is root or alternate, or if the
external BPDU is a topology change, it could have an impact on the MST instances.

An MST region includes both devices and LANs. A segment belongs to the region of its designated port.
Therefore, a port in a different region than the designated port for a segment is a boundary port. This definition
allows two ports internal to a region to share a segment with a port belonging to a different region, creating
the possibility of a port receiving both internal and external messages.

The primary change from the Cisco prestandard implementation is that a designated port is not defined as
boundary, unless it is running in an STP-compatible mode.

)

Note If there is a legacy STP device on the segment, messages are always considered external.

The other change from the Cisco prestandard implementation is that the CIST regional root device ID field
is now inserted where an RSTP or legacy IEEE 802.1Q device has the sender device ID. The whole region
performs like a single virtual device by sending a consistent sender device ID to neighboring devices. In this
example, Switch C would receive a BPDU with the same consistent sender device 1D of root, whether or not
A or B is designated for the segment.
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IEEE 802.1s Implementation

The Cisco implementation of the IEEE MST standard includes features required to meet the standard, as well
as some of the desirable prestandard functionality that is not yet incorporated into the published standard.

Port Role Naming Change

The boundary role is no longer in the final MST standard, but this boundary concept is maintained in Cisco’s
implementation. However, an MST instance port at a boundary of the region might not follow the state of the
corresponding CIST port. Two boundary roles currently exist:

« The boundary port is the root port of the CIST regional root—When the CIST instance port is proposed
and is in sync, it can send back an agreement and move to the forwarding state only after all the
corresponding MSTI ports are in sync (and thus forwarding). The MSTI ports now have a special primary
role.

* The boundary port is not the root port of the CIST regional root—The MSTI ports follow the state and
role of the CIST port. The standard provides less information, and it might be difficult to understand
why an MSTI port can be alternately blocking when it receives no BPDUs (MRecords). In this case,
although the boundary role no longer exists, the show commands identify a port as boundary in the type
column of the output.

Interoperation Between Legacy and Standard Devices

Because automatic detection of prestandard devices can fail, you can use an interface configuration command
to identify prestandard ports. A region cannot be formed between a standard and a prestandard device, but
they can interoperate by using the CIST. Only the capability of load-balancing over different instances is lost
in that particular case. The CLI displays different flags depending on the port configuration when a port
receives prestandard BPDUs. A syslog message also appears the first time a device receives a prestandard
BPDU on a port that has not been configured for prestandard BPDU transmission.

Figure 8: Standard and Prestandard Device Interoperation

Assume that A is a standard switch and B a prestandard switch, both configured to be in the same region. A
is the root switch for the CIST, and B has a root port (BX) on segment X and an alternate port (BY) on segment
Y. If segment Y flaps, and the port on BY becomes the alternate before sending out a single prestandard
BPDU, AY cannot detect that a prestandard switch is connected to Y and continues to send standard BPDUs.
The port BY is fixed in a boundary, and no load balancing is possible between A and B. The same problem
exists on segment X, but B might transmit topology changes.
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Note We recommend that you minimize the interaction between standard and prestandard MST implementations.

Detecting Unidirectional Link Failure

This feature is not yet present in the IEEE MST standard, but it is included in this Cisco 10S release. The
software checks the consistency of the port role and state in the received BPDUs to detect unidirectional link
failures that could cause bridging loops.

When a designated port detects a conflict, it keeps its role, but reverts to the discarding state because disrupting
connectivity in case of inconsistency is preferable to opening a bridging loop.

Figure 9: Detecting Unidirectional Link Failure

This figure illustrates a unidirectional link failure that typically creates a bridging loop. Switch A is the root
device, and its BPDUs are lost on the link leading to Switch B. RSTP and MST BPDUs include the role and
state of the sending port. With this information, Switch A can detect that Switch B does not react to the superior
BPDUs it sends and that Switch B is the designated, not root switch. As a result, Switch A blocks (or keeps
blocking) its port, which prevents the bridging loop.
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Multiple Spanning Tree Protocol and Switch Stacks

A switch stack appears as a single spanning-tree node to the rest of the network, and all stack members use
the same bridge ID for a given spanning tree. The bridge ID is derived from the MAC address of the device.

If a device that does not support MSTP is added to a switch stack that does support MSTP or the reverse, the
device is put into a version mismatch state. If possible, the device is automatically upgraded or downgraded
to the same version of software that is running on the switch stack.

Interoperability with IEEE 802.1D Spanning Tree Protocol

A device running MSTP supports a built-in protocol migration mechanism that enables it to interoperate with
legacy IEEE 802.1D devices. If this device receives a legacy IEEE 802.1D configuration BPDU (a BPDU
with the protocol version set to 0), it sends only IEEE 802.1D BPDUSs on that port. An MSTP device also can
detect that a port is at the boundary of a region when it receives a legacy BPDU, an MSTP BPDU (Version
3) associated with a different region, or an RSTP BPDU (Version 2).

However, the device does not automatically revert to the MSTP mode if it no longer receives IEEE 802.1D
BPDUs because it cannot detect whether the legacy switch has been removed from the link unless the legacy
switch is the designated device. A device might also continue to assign a boundary role to a port when the
device to which this device is connected has joined the region. To restart the protocol migration process (force
the renegotiation with neighboring devices), use the clear spanning-treedetected-protocolsprivileged EXEC
command.

If all the legacy switches on the link are RSTP devices, they can process MSTP BPDUs as if they are RSTP
BPDUs. Therefore, MSTP devices send either a Version 0 configuration and TCN BPDUSs or Version 3 MSTP
BPDUs on a boundary port. A boundary port connects to a LAN, the designated device of which is either a
single spanning-tree switch or a switch with a different MST configuration.

Rapid Spanning Tree Protocol Overview

The RSTP takes advantage of point-to-point wiring and provides rapid convergence of the spanning tree.
Reconfiguration of the spanning tree can occur in less than 1 second (in contrast to 50 seconds with the default
settings in the IEEE 802.1D spanning tree).

Port Roles and the Active Topology

The RSTP provides rapid convergence of the spanning tree by assigning port roles and by learning the active
topology. The RSTP builds upon the IEEE 802.1D STP to select the device with the highest device priority
(lowest numerical priority value) as the root device. The RSTP then assigns one of these port roles to individual
ports:

« Root port—Provides the best path (lowest cost) when the device forwards packets to the root switch.

« Designated port—Connects to the designated device, which incurs the lowest path cost when forwarding
packets from that LAN to the root switch. The port through which the designated device is attached to
the LAN is called the designated port.

« Alternate port—Offers an alternate path toward the root switch to that provided by the current root port.

« Backup port—Acts as a backup for the path that is provided by a designated port toward the leaves of
the spanning tree. A backup port can exist only when two ports are connected in a loopback by a
point-to-point link or when a device has two or more connections to a shared LAN segment.
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Rapid Convergence .

« Disabled port—Has no role within the operation of the spanning tree.

A port with the root or a designated port role is included in the active topology. A port with the alternate or
backup port role is excluded from the active topology.

In a stable topology with consistent port roles throughout the network, the RSTP ensures that every root port
and designated port immediately transition to the forwarding state while all alternate and backup ports are

always in the discarding state (equivalent to blocking in IEEE 802.1D). The port state controls the operation
of the forwarding and learning processes.

Table 7: Port State Comparison

Operational Status STP Port State RSTP Port State Is Port Included in the Active
(IEEE 802.1D) Topology?

Enabled Blocking Discarding No

Enabled Listening Discarding No

Enabled Learning Learning Yes

Enabled Forwarding Forwarding Yes

Disabled Disabled Discarding No

To be consistent with Cisco STP implementations, this guide defines the port state as blocking instead of
discarding. Designated ports start in the listening state.

Rapid Convergence

The RSTP provides for rapid recovery of connectivity following the failure of a device, a device port, or a
LAN. It provides rapid convergence for edge ports, new root ports, and ports connected through point-to-point
links as follows:

« Edge ports—If you configure a port as an edge port on an RSTP device by using the spanning-tree
portfast interface configuration command, the edge port immediately transitions to the forwarding state.
An edge port is the same as a Port Fast-enabled port, and you should enable it only on ports that connect
to a single end station.

* Root ports—If the RSTP selects a new root port, it blocks the old root port and immediately transitions
the new root port to the forwarding state.

* Point-to-point links—If you connect a port to another port through a point-to-point link and the local
port becomes a designated port, it negotiates a rapid transition with the other port by using the
proposal-agreement handshake to ensure a loop-free topology.

Figure 10: Proposal and Agreement Handshaking for Rapid Convergence

Switch A is connected to Switch B through a point-to-point link, and all of the ports are in the blocking
state. Assume that the priority of Switch A is a smaller numerical value than the priority of Switch B.
Switch A sends a proposal message (a configuration BPDU with the proposal flag set) to Switch B,
proposing itself as the designated device.

After receiving the proposal message, Switch B selects as its hew root port the port from which the
proposal message was received, forces all nonedge ports to the blocking state, and sends an agreement
message (a BPDU with the agreement flag set) through its new root port.
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After receiving Switch B’s agreement message, Switch A also immediately transitions its designated
port to the forwarding state. No loops in the network are formed because Switch B blocked all of its
nonedge ports and because there is a point-to-point link between Switch A and B.

When Switch C is connected to Switch B, a similar set of handshaking messages are exchanged. Switch
C selects the port connected to Switch B as its root port, and both ends immediately transition to the
forwarding state. With each iteration of this handshaking process, one more device joins the active
topology. As the network converges, this proposal-agreement handshaking progresses from the root
toward the leaves of the spanning tree.

In a switch stack, the cross-stack rapid transition (CSRT) feature ensures that a stack member receives
acknowledgments from all stack members during the proposal-agreement handshaking before moving
the port to the forwarding state. CSRT is automatically enabled when the device is in MST mode.

The device learns the link type from the port duplex mode: a full-duplex port is considered to have a
point-to-point connection; a half-duplex port is considered to have a shared connection. You can override
the default setting that is controlled by the duplex setting by using the spanning-treelink-typeinterface

configuration command.
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When the device receives a proposal message on one of its ports and that port is selected as the new root port,
the RSTP forces all other ports to synchronize with the new root information.

The device is synchronized with superior root information that is received on the root port if all other ports
are synchronized. An individual port on the device is synchronized if:
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* That port is in the blocking state.

« It is an edge port (a port that is configured to be at the edge of the network).

If a designated port is in the forwarding state and is not configured as an edge port, it transitions to the blocking
state when the RSTP forces it to synchronize with new root information. In general, when the RSTP forces a
port to synchronize with root information and the port does not satisfy any of the above conditions, its port
state is set to blocking.

Figure 11: Sequence of Events During Rapid Convergence
After ensuring that all of the ports are synchronized, the device sends an agreement message to the designated

device corresponding to its root port. When the devices that are connected by a point-to-point link are in
agreement about their port roles, the RSTP immediately transitions the port states to forwarding.
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Bridge Protocol Data Unit Format and Processing

The RSTP BPDU format is the same as the IEEE 802.1D BPDU format except that the protocol version is
setto 2. A new 1-byte Version 1 Length field is set to zero, which means that no version 1 protocol information
is present.

Table 8: RSTP BPDU Flags

Bit Function
0 Topology change (TC)
1 Proposal
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Bit Function

2-3: Port role:

00 Unknown

01 Alternate port

10 Root port

11 Designated port

4 Learning

5 Forwarding

6 Agreement

7 Topology change acknowledgement (TCA)

The sending device sets the proposal flag in the RSTP BPDU to propose itself as the designated device on
that LAN. The port role in the proposal message is always set to the designated port.

The sending device sets the agreement flag in the RSTP BPDU to accept the previous proposal. The port role
in the agreement message is always set to the root port.

The RSTP does not have a separate topology change notification (TCN) BPDU. It uses the topology change
(TC) flag to show the topology changes. However, for interoperability with IEEE 802.1D devices, the RSTP
device processes and generates TCN BPDUs.

The learning and forwarding flags are set according to the state of the sending port.

Processing Superior Bridge Protocol Data Unit Information

If a port receives superior root information (lower device 1D, lower path cost, and so forth) than currently
stored for the port, the RSTP triggers a reconfiguration. If the port is proposed and is selected as the new root
port, RSTP forces all the other ports to synchronize.

If the BPDU received is an RSTP BPDU with the proposal flag set, the device sends an agreement message
after all of the other ports are synchronized. If the BPDU is an IEEE 802.1D BPDU, the device does not set
the proposal flag and starts the forward-delay timer for the port. The new root port requires twice the
forward-delay time to transition to the forwarding state.

If the superior information that is received on the port causes the port to become a backup or alternate port,
RSTP sets the port to the blocking state but does not send the agreement message. The designated port continues
sending BPDUs with the proposal flag set until the forward-delay timer expires, at which time the port
transitions to the forwarding state.

Processing Inferior Bridge Protocol Data Unit Information

If a designated port receives an inferior BPDU (such as a higher device ID or a higher path cost than currently
stored for the port) with a designated port role, it immediately replies with its own information.

Topology Changes

This section describes the differences between the RSTP and the IEEE 802.1D in handling spanning-tree
topology changes.
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« Detection—Unlike IEEE 802.1D in which any transition between the blocking and the forwarding state
causes a topology change, only transitions from the blocking to the forwarding state cause a topology
change with RSTP (only an increase in connectivity is considered a topology change). State changes on
an edge port do not cause a topology change. When an RSTP device detects a topology change, it deletes
the learned information on all of its nonedge ports except on those from which it received the TC
notification.

« Notification—Unlike IEEE 802.1D, which uses TCN BPDUs, the RSTP does not use them. However,
for IEEE 802.1D interoperability, an RSTP device processes and generates TCN BPDUSs.

» Acknowledgement—When an RSTP device receives a TCN message on a designated port from an IEEE
802.1D device, it replies with an IEEE 802.1D configuration BPDU with the TCA bit set. However, if
the TC-while timer (the same as the topology-change timer in IEEE 802.1D) is active on a root port that
is connected to an IEEE 802.1D device and a configuration BPDU with the TCA bit set is received, the
TC-while timer is reset.

This behavior is only required to support IEEE 802.1D devices. The RSTP BPDUs never have the TCA
bit set.

* Propagation—When an RSTP device receives a TC message from another device through a designated
or root port, it propagates the change to all of its nonedge, designated ports and to the root port (excluding
the port on which it is received). The device starts the TC-while timer for all such ports and flushes the
information learned on them.

« Protocol migration—For backward compatibility with IEEE 802.1D devices, RSTP selectively sends
IEEE 802.1D configuration BPDUs and TCN BPDUSs on a per-port basis.

When a port is initialized, the migrate-delay timer is started (specifies the minimum time during which
RSTP BPDUs are sent), and RSTP BPDUs are sent. While this timer is active, the device processes all
BPDUs received on that port and ignores the protocol type.

If the device receives an IEEE 802.1D BPDU after the port migration-delay timer has expired, it assumes
that it is connected to an IEEE 802.1D device and starts using only IEEE 802.1D BPDUs. However, if
the RSTP device is using IEEE 802.1D BPDUs on a port and receives an RSTP BPDU after the timer
has expired, it restarts the timer and starts using RSTP BPDUs on that port.

Protocol Migration Process

A device running MSTP supports a built-in protocol migration mechanism that enables it to interoperate with
legacy IEEE 802.1D devices. If this device receives a legacy IEEE 802.1D configuration BPDU (a BPDU
with the protocol version set to 0), it sends only IEEE 802.1D BPDUs on that port. An MSTP device also can
detect that a port is at the boundary of a region when it receives a legacy BPDU, an MST BPDU (\ersion 3)
associated with a different region, or an RST BPDU (Version 2).

However, the device does not automatically revert to the MSTP mode if it no longer receives IEEE 802.1D
BPDUs because it cannot detect whether the legacy switch has been removed from the link unless the legacy
switch is the designated device. A device also might continue to assign a boundary role to a port when the
device to which it is connected has joined the region.
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Default Muliple Spanning Tree Protocol Configuration

Table 9: Default MSTP Configuration

Feature Default Setting
Spanning-tree mode

Device priority (configurable on a per-CIST port basis) 32768
Spanning-tree port priority (configurable on a per-CIST port basis) 128
Spanning-tree port cost (configurable on a per-CIST port basis)

Hello time

Forward-delay time

Maximum-aging time 20 seconds
Maximum hop count 20 hops

How to Configure Multiple Spanning Tree Protocol and

Parameters

The following sections provide information about configuring MSTP and MSTP parameters:

Specifying the Multiple Spanning Tree Region Configuration and Enabling
Multiple Spanning Tree Protocol

For two or more switches to be in the same MST region, they must have the same VLAN-to-instance mapping,

the same configuration revision number, and the same name.

A region can have one member or multiple members with the same MST configuration; each member must
be capable of processing RSTP BPDUs. There is no limit to the number of MST regions in a network, but
each region can only support up to 65 spanning-tree instances. You can assign a VLAN to only one
spanning-tree instance at a time.

Procedure

Command or Action

Purpose

Step 1

enable

Example:

Device> enable

Enables privileged EXEC mode.

Enter your password if prompted.
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Specifying the Multiple Spanning Tree Region Configuration and Enabling Multiple Spanning Tree Protocol .

Command or Action

Purpose

Step 2

configure terminal

Example:

Device# configure terminal

Enters global configuration mode.

Step 3

spanning-tree mst configuration

Example:

Device(config)# spanning-tree mst
configuration

Enters MST configuration mode.

Step 4

instance instance-id vlan vlan-range

Example:

Device(config-mst)# instance 1 vlan
10-20

Maps VLANS to an MST instance.

« For instance-id, the range is 0 to 4094.

« For vlan vlan-range, the range is 1 to
4094.

When you map VLANSs to an MST
instance, the mapping is incremental, and
the VLANS specified in the command are
added to or removed from the VLANS
that were previously mapped.

To specify a VLAN range, use a hyphen; for
example, instance 1 vlan 1-63 maps VLANS
1 through 63 to MST instance 1.

To specify a VLAN series, use a comma; for
example, instance 1 vlan 10, 20, 30 maps
VLANS 10, 20, and 30 to MST instance 1.

Step 5

name name

Example:

Device(config-mst)# name regionl

Specifies the configuration name. The name
string has a maximum length of 32 characters
and is case sensitive.

Step 6

revision version

Example:
Device(config-mst)# revision 1

Specifies the configuration revision number.
The range is 0 to 65535.

Step 7

show pending

Example:

Device(config-mst)# show pending

Verifies your configuration by displaying the
pending configuration.

Step 8

exit
Example:

Device(config-mst)# exit

Applies all changes, and returns to global
configuration mode.

Step 9

spanning-tree mode mst

Example:

Enables MSTP. RSTP is also enabled.
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Command or Action

Purpose

Device(config)# spanning-tree mode mst

Changing spanning-tree modes can disrupt
traffic because all spanning-tree instances are
stopped for the previous mode and restarted
in the new mode.

You cannot run both MSTP and PVST+ or
both MSTP and Rapid PVST+ at the same
time.

Step 10

end

Example:

Device(config)# end

Returns to privileged EXEC mode.

(Optional) Configurin

g the Root Device

To configure the root device, perform this procedure:

Before you begin

« An MST must be specified and enabled on the device. .

* You must also know the specified MST instance ID.

Procedure

Command or Action

Purpose

Step 1

enable

Example:

Device> enable

Enables privileged EXEC mode.

Enter your password if prompted.

Step 2

configureterminal

Example:

Device# configure terminal

Enters global configuration mode.

Step 3

spanning-tree mst instance-id root primary

Example:

Device(config)# spanning-tree mst O root
primary

Configures a device as the root device.

For instance-id, you can specify a single
instance, a range of instances separated by a
hyphen, or a series of instances separated by a
comma. The range is 0 to 4094.

Step 4

end

Example:
Device(config)# end

Returns to privileged EXEC mode.
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(Optional) Configuring a Secondary Root Device .

(Optional) Configuring a Secondary Root Device

Procedure

When you configure a device with the extended system 1D support as the secondary root, the device priority
is modified from the default value (32768) to 28672. The device is then likely to become the root device for
the specified instance if the primary root device fails. This is assuming that the other network devices use the
default device priority of 32768 and therefore are unlikely to become the root device.

You can execute this command on more than one device to configure multiple backup root devices. Use the
same network diameter and hello-time values that you used when you configured the primary root device
with the spanning-tree mst instance-id root primary global configuration command.

To configure a secondary root device, perform this procedure:

Before you begin

* An MST must be specified and enabled on the device.

* You must also know the specified MST instance ID.

Command or Action Purpose
Step 1 enable Enables privileged EXEC mode.
Example: Enter your password if prompted.

Device> enable

Step 2 configureterminal Enters global configuration mode.

Example:
Device# configure terminal

Step 3 spanning-treemst instance-id root secondary | Configures a devices as the secondary root

Example: device.

Device(config)# spanning-tree mst 0 root] FOr instance-id, you can specify a single
secondary instance, a range of instances separated by a
hyphen, or a series of instances separated by a

comma. The range is 0 to 4094.

Step 4 end Returns to privileged EXEC mode.

Example:

Device(config)# end

(Optional) Configuring Port Priority

If a loop occurs, the MSTP uses the port priority when selecting an interface to put into the forwarding state.
You can assign higher priority values (lower numerical values) to interfaces that you want selected first and
lower priority values (higher numerical values) that you want selected last. If all interfaces have the same
priority value, the MSTP puts the interface with the lowest interface number in the forwarding state and blocks
the other interfaces.
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\)

Note If the device is a member of a switch stack, you must use the spanning-tree mst [instance-id] cost cost
interface configuration command instead of the spanning-tree mst [instance-id] port-priority priority
interface configuration command to select a port to put in the forwarding state. Assign lower cost values to
ports that you want selected first and higher cost values to ports that you want selected last.

To configure port priority, perform this procedure:

Before you begin

« An MST must be specified and enabled on the device.

* You must also know the specified MST instance ID and the interface used.

Procedure
Command or Action Purpose
Step 1 enable Enables privileged EXEC mode.
Example: Enter your password if prompted.

Device> enable

Step 2 configure terminal Enters global configuration mode.

Example:

Device# configure terminal

Step 3 interface interface-id Specifies an interface to configure, and enters
interface configuration mode.
Example:
Device(config)# interface gigabitethernet
1/0/1

Step 4 spanning-tree mst instance-id port-priority | Configures port priority.

priority « For instance-id, you can specify a single
Example: instance, a range of instances separated by
Device(config-if)# spanning-tree mst O a hyphen, or a series of instances separated
port-priority 64 by a comma. The range is 0 to 4094.

« For priority, the range is 0 to 240 in
increments of 16. The default is 128. The
lower the number, the higher the priority.
The priority values are 0, 16, 32, 48, 64,
80, 96, 112, 128, 144, 160, 176, 192, 208,
224, and 240. All other values are rejected.

Step 5 end Returns to privileged EXEC mode.
Example:

Device(config-if)# end
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(Optional) Configuring Path Cost .

The show spanning-tree mst interface interface-id privileged EXEC command displays information only
if the portis in a link-up operative state. Otherwise, you can use the show running-config interface privileged
EXEC command to confirm the configuration.

(Optional) Configuring Path Cost

The MSTP path cost default value is derived from the media speed of an interface. If a loop occurs, the MSTP
uses cost when selecting an interface to put in the forwarding state. You can assign lower cost values to

interfaces that you want selected first and higher cost values that you want selected last. If all interfaces have
the same cost value, the MSTP puts the interface with the lowest interface number in the forwarding state and
blocks the other interfaces.

Procedure

To configure path cost, perform this procedure:

Before you begin

* An MST must be specified and enabled on the device.

* You must also know the specified MST instance ID and the interface used.

Command or Action

Purpose

Step 1 enable Enables privileged EXEC mode.
Example: Enter your password if prompted.
Device> enable
Step 2 configure terminal Enters global configuration mode.
Example:
Device# configure terminal
Step 3 interface interface-id Specifies an interface to configure, and enters
) interface configuration mode. Valid interfaces
Example: . - .
) ) ) o include physical ports and port-channel logical
Device(config)# interface gigabitetherned jntorfaces. The port-channel range is 1 to 48.
1/0/1
Step 4 spanning-tree mst instance-id cost cost Configures the cost.

Example:

Device(config-if)# spanning-tree mst 0
cost 17031970

If a loop occurs, the MSTP uses the path cost
when selecting an interface to place into the
forwarding state. A lower path cost represents
higher-speed transmission.

« For instance-id, you can specify a single
instance, a range of instances separated by
a hyphen, or a series of instances separated
by a comma. The range is 0 to 4094.
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Command or Action Purpose

« For cost, the range is 1 to 200000000; the
default value is derived from the media
speed of the interface.

Step 5 end Returns to privileged EXEC mode.

Example:
Device(config-if)# end

The show spanning-tree mst interface interface-id privileged EXEC command displays information only
for ports that are in a link-up operative state. Otherwise, you can use the show running-config privileged
EXEC command to confirm the configuration.

(Optional) Configuring the Device Priority

Changing the priority of a device makes it more likely to be chosen as the root switch whether it is a standalone
switch or a switch in the stack.

)

Note  Exercise care when using this command. For normal network configurations, we recommend that you use the
spanning-tree mst instance-id root primary and the spanning-tree mst instance-id root secondary global
configuration commands to specify a device as the root or secondary root device. You should modify the
device priority only in circumstances where these commands do not work.

To configure the device priority, perform this procedure:

Before you begin
« An MST must be specified and enabled on the device.

* You must also know the specified MST instance 1D used.

Procedure
Command or Action Purpose
Step 1 enable Enables privileged EXEC mode.
Example: Enter your password if prompted.

Device> enable

Step 2 configure terminal Enters global configuration mode.

Example:

Device# configure terminal

Step 3 spanning-treemst instance-id priority priority | Configures the device priority.

Example:
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Command or Action Purpose
Device(config)# spanning-tree mst 0 « For instance-id, you can specify a single
priority 40960 instance, a range of instances separated by

a hyphen, or a series of instances separated
by a comma. The range is 0 to 4094,

« For priority, the range is 0 to 61440 in
increments of 4096; the default is 32768.
The lower the number, the more likely the
device will be chosen as the root switch.

Priority values are 0, 4096, 8192, 12288,
16384, 20480, 24576, 28672, 32768,
36864, 40960, 45056, 49152, 53248,
57344, and 61440. These are the only
acceptable values.

Step 4 end Returns to privileged EXEC mode.

Example:
Device(config-if)# end

(Optional) Configuring the Hello Time

The hello time is the time interval between configuration messages that are generated and sent by the root
device.

To configure the hello time, perform this procedure:

Before you begin

An MST must be specified and enabled on the device.

Procedure
Command or Action Purpose
Step 1 enable Enables privileged EXEC mode.
Example: Enter your password if prompted.

Device> enable

Step 2 configure terminal Enters global configuration mode.

Example:

Device# configure terminal

Step 3 spanning-tree mst hello-time seconds Configures the hello time for all MST instances.
The hello time is the time interval between
) ) ) configuration messages that are generated and
Device(config)# spanning-tree mst sent by the root device. These messages indicate
hello-time 4 . .

that the device is alive.

Example:
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Command or Action

Purpose

For seconds, the range is 1 to 10; the default is
3.

Step 4

end

Example:
Device(config)# end

Returns to privileged EXEC mode.

Configuring the Forwarding-Delay Time

To configure the forwarding-delay time, perform this procedure:

Before you begin

An MST must be specified and enabled on the device.

Procedure

Command or Action

Purpose

Step 1

enable

Example:

Device> enable

Enables privileged EXEC mode.

Enter your password if prompted.

Step 2

configureterminal

Example:

Device# configure terminal

Enters global configuration mode.

Step 3

spanning-tree mst forwar d-time seconds

Example:

Device(config)# spanning-tree mst
forward-time 25

Configures the forward time for all MST
instances. The forwarding delay is the number
of seconds a port waits before changing from
its spanning-tree learning and listening states
to the forwarding state.

For seconds, the range is 4 to 30; the default is
20.

Step 4

end

Example:
Device(config)# end

Returns to privileged EXEC mode.

Configuring the Maximum-Aging Time

To configure the maximum-aging time, perform this procedure:
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Before you begin

An MST must be specified and enabled on the device.

Procedure
Command or Action Purpose
Step 1 enable Enables privileged EXEC mode.
Example: Enter your password if prompted.

Device> enable

Step 2 configureterminal Enters global configuration mode.

Example:

Device# configure terminal

Step 3 spanning-tree mst max-age seconds Configures the maximum-aging time for all
MST instances. The maximum-aging time is
the number of seconds a device waits without
receiving spanning-tree configuration messages

Example:

Device(config)# spanning-tree mst max-age|

40 before attempting a reconfiguration.
For seconds, the range is 6 to 40; the default is
20.
Step 4 end Returns to privileged EXEC mode.
Example:

Device(config)# end

(Optional) Configuring the Maximum-Hop Count

To configure the maximum-hop count, perform this procedure:

Before you begin

An MST must be specified and enabled on the device.

Procedure
Command or Action Purpose
Step 1 enable Enables privileged EXEC mode.
Example: Enter your password if prompted.

Device> enable

Step 2 configure terminal Enters global configuration mode.

Example:

Device# configure terminal
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Command or Action

Purpose

Step 3

spanning-tree mst max-hops hop-count

Example:

Device(config)# spanning-tree mst
max-hops 25

Specifies the number of hops in a region before
the BPDU is discarded, and the information that
is held for a port is aged.

For hop-count, the range is 1 to 255; the default
is 20.

Step 4

end

Example:
Device(config)# end

Returns to privileged EXEC mode.

(Optional) Specifying the Link Type to Ensure Rapid Transitions

If you connect a port to another port through a point-to-point link and the local port becomes a designated
port, the RSTP negotiates a rapid transition with the other port by using the proposal-agreement handshake
to ensure a loop-free topology.

By default, the link type is controlled from the duplex mode of the interface: a full-duplex port is considered
to have a point-to-point connection; a half-duplex port is considered to have a shared connection. If you have
a half-duplex link physically connected point-to-point to a single port on a remote device running MSTP, you
can override the default setting of the link type and enable rapid transitions to the forwarding state.

To specify the link type to ensure rapid transitions, perform this procedure:

Before you begin

« An MST must be specified and enabled on the device.

* You must also know the specified MST instance ID and the interface used.

Procedure

Command or Action

Purpose

Step 1

enable

Example:

Device> enable

Enables privileged EXEC mode.

Enter your password if prompted.

Step 2

configureterminal

Example:

Device# configure terminal

Enters global configuration mode.

Step 3

interface interface-id

Example:

Device(config)# interface gigabitethernet
1/0/1

Specifies an interface to configure, and enters
interface configuration mode. Valid interfaces
include physical ports, VLANSs, and
port-channel logical interfaces. The VLAN ID
range is 1 to 4094. The port-channel range is 1
to 48.
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Command or Action

Purpose

Step 4 spanning-tree link-type point-to-point Specifies that the link type of a port is
Example: point-to-point.
Device(config-if)# spanning-tree
link-type point-to-point

Step 5 end Returns to privileged EXEC mode.
Example:

Device(config-if)# end

(Optional) Designating the Neighbor Type

A topology could contain both prestandard and IEEE 802.1s standard compliant devices. By default, ports
can automatically detect prestandard devices, but they can still receive both standard and prestandard BPDUs.
When there is a mismatch between a device and its neighbor, only the CIST runs on the interface.

Procedure

You can choose to set a port to send only prestandard BPDUSs. The prestandard flag appears in all the show
commands, even if the port is in STP compatibility mode.

To designate the neighbor type, perform this procedure:

Before you begin

An MST must be specified and enabled on the device.

Command or Action Purpose
Step 1 enable Enables privileged EXEC mode.
Example: Enter your password if prompted.
Device> enable
Step 2 configure terminal Enters global configuration mode.
Example:
Device# configure terminal
Step 3 interface interface-id Specifies an interface to configure, and enters
) interface configuration mode. Valid interfaces
Example: . .
include physical ports.
Device(config)# interface gigabitethernet
1/0/1
Step 4 spanning-tree mst pre-standard Specifies that the port can send only prestandard

Example:

Device(config-if)# spanning-tree mst
pre-standard

BPDUEs.
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Command or Action

Purpose

Step 5

end

Example:
Device(config-if)# end

Returns to privileged EXEC mode.

Restarting the Protocol Migration Process

This procedure restarts the protocol migration process and forces renegotiation with neighboring devices. It
reverts the device to MST mode. It is needed when the device no longer receives IEEE 802.1D BPDUs after
it has been receiving them.

Follow these steps to restart the protocol migration process (force the renegotiation with neighboring devices)
on the device.

Before you begin

« An MST must be specified and enabled on the device.

« If you want to use the interface version of the command, you must also know the MST interface used.

Procedure

Command or Action

Purpose

Step 1

enable

Example:

Device> enable

Enables privileged EXEC mode.

Enter your password if prompted.

Step 2

Enter one of the following commands:

« clear spanning-tree detected-protocols
« clear spanning-tree detected-protocols
interface interface-id
Example:
Device# clear spanning-tree
detected-protocols
or

Device# clear spanning-tree
detected-protocols interface
gigabitethernet 1/0/1

The device reverts to the MSTP mode, and the
protocol migration process restarts.

What to do next

This procedure may need to be repeated if the device receives more legacy IEEE 802.1D configuration BPDUs
(BPDUs with the protocol version set to 0).
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Feature History for Multiple Spanning Tree Protocol

This table provides release and related information for features explained in this module.

These features are available on all releases subsequent to the one they were introduced in, unless noted

otherwise.

Release

Feature

Feature Information

Cisco 10S XE Everest 16.6.1

Multiple Spanning-Tree
Protocol

MSTP, which uses RSTP for rapid convergence,
enables multiple VLANS to be grouped into and
mapped to the same spanning-tree instance,
reducing the number of spanning-tree instances
needed to support a large number of VLANS.

Use Cisco Feature Navigator to find information about platform and software image support. To access Cisco
Feature Navigator, go to http://www.cisco.com/go/cfn.
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CHAPTER 4

Configuring Optional Spanning-Tree Features

« Information About Optional Spanning-Tree Features, on page 61

» How to Configure Optional Spanning-Tree Features, on page 72

» Monitoring the Spanning-Tree Status, on page 80

« Additional References for Optional Spanning Tree Features, on page 81
« Feature History for Optional Spanning Tree Features, on page 81

Information About Optional Spanning-Tree Features

The following sections provide information about Optional Spanning-Tree features:

PortFast

PortFast immediately brings an interface that is configured as an access or trunk port to the forwarding state
from a blocking state, bypassing the listening and learning states.

Figure 12: PortFast-Enabled Interfaces

You can use PortFast on interfaces that are connected to a single workstation or server to allow those devices
to immediately connect to the network, rather than waiting for the spanning tree to converge.
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Interfaces connected to a single workstation or server should not receive bridge protocol data units (BPDUS).
An interface with PortFast enabled goes through the normal cycle of spanning-tree status changes when the
switch is restarted.

You can enable this feature by enabling it on either the interface or on all nontrunking ports.

Bridge Protocol Data Unit Guard

The Bridge Protocol Data Unit (BPDU) guard feature can be globally enabled on the switch or can be enabled
per port, but the feature operates with some differences.

When you enable BPDU guard at the global level on PortFast enabled ports, spanning tree shuts down ports
that are in a PortFast operational state if any BPDU is received on them. In a valid configuration, PortFast
enabled ports do not receive BPDUs. Receiving a BPDU on a PortFast enabled port means an invalid
configuration, such as the connection of an unauthorized device, and the BPDU guard feature puts the port
in the error-disabled state. When this happens, the switch shuts down the entire port on which the violation
occurred.

When you enable BPDU guard at the interface level on any port without also enabling the PortFast feature,
and the port receives a BPDU, it is put in the error-disabled state.

The BPDU guard feature provides a secure response to invalid configurations because you must manually
put the interface back in service. Use the BPDU guard feature in a service-provider network to prevent an
access port from participating in the spanning tree.

Bridge Protocol Data Unit Filtering

The BPDU filtering feature can be globally enabled on the switch or can be enabled per interface, but the
feature operates with some differences.

Enabling BPDU filtering on PortFast enabled interfaces at the global level keeps those interfaces that are in
a PortFast operational state from sending or receiving BPDUs. The interfaces still send a few BPDUs at link-up
before the switch begins to filter outbound BPDUs. You should globally enable BPDU filtering on a switch
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UplinkFast .

so that hosts that are connected to these interfaces do not receive BPDUSs. If a BPDU is received on a PortFast
enabled interface, the interface loses its PortFast operational status, and BPDU filtering is disabled.

Enabling BPDU filtering on an interface without also enabling the PortFast feature keeps the interface from
sending or receiving BPDUs.

A

Caution  Enabling BPDU filtering on an interface is the same as disabling spanning tree on it and can result in

UplinkFast

spanning-tree loops.

You can enable the BPDU filtering feature for the entire switch or for an interface.

Figure 13: Switches in a Hierarchical Network

Switches in hierarchical networks can be grouped into backbone switches, distribution switches, and access
switches. This complex network has distribution switches and access switches that each have at least one
redundant link that spanning tree blocks to prevent loops.

Backbone switches

Root bridge

Distribution switches

—

—— Active link Access switches )
—————— Blocked link

If a switch loses connectivity, it begins using the alternate paths when the spanning tree selects a new root
port. You can accelerate the choice of a new root port when a link or switch fails or when the spanning tree
reconfigures itself by enabling UplinkFast. The root port transitions to the forwarding state immediately
without going through the listening and learning states, as it would with the normal spanning-tree procedures.

When the spanning tree reconfigures the new root port, other interfaces flood the network with multicast
packets, one for each address that was learned on the interface. You can limit these bursts of multicast traffic
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by reducing the max-update-rate parameter (the default for this parameter is 150 packets per second). However,
if you enter zero, station-learning frames are not generated, so the spanning-tree topology converges more
slowly after a loss of connectivity.

\)

Note  UplinkFast is most useful in wiring-closet switches at the access or edge of the network. It is not appropriate
for backbone devices. This feature might not be useful for other types of applications.

UplinkFast provides fast convergence after a direct link failure and achieves load-balancing between redundant
Layer 2 links using uplink groups. An uplink group is a set of Layer 2 interfaces (per VLAN), only one of
which is forwarding at any given time. Specifically, an uplink group consists of the root port (which is
forwarding) and a set of blocked ports, except for self-looping ports. The uplink group provides an alternate
path in case the currently forwarding link fails.

Figure 14: UplinkFast Example Before Direct Link Failure

This topology has no link failures. Switch A, the root switch, is connected directly to Switch B over link L1
and to Switch C over link L2. The Layer 2 interface on Switch C that is connected directly to Switch B is in

a blocking state.

Switch A
(Root) Switch B

Blocked port

43575

Switch C

Figure 15: UplinkFast Example After Direct Link Failure

If Switch C detects a link failure on the currently active link L2 on the root port (a direct link failure), UplinkFast
unblocks the blocked interface on Switch C and transitions it to the forwarding state without going through
the listening and learning states. This change takes approximately 1 to 5 seconds.
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Cross-Stack UplinkFast

Cross-Stack UplinkFast (CSUF) provides a fast spanning-tree transition (fast convergence in less than 1 second
under normal network conditions) across a switch stack. During the fast transition, an alternate redundant link
on the switch stack is placed in the forwarding state without causing temporary spanning-tree loops or loss
of connectivity to the backbone. With this feature, you can have a redundant and resilient network in some
configurations. CSUF is automatically enabled when you enable the UplinkFast feature.

CSUF might not provide a fast transition all the time; in these cases, the normal spanning-tree transition
occurs, completing in 30 to 40 seconds. For more information, see Related Topics.

How Cross-Stack UplinkFast Works
Cross-Stack UplinkFast (CSUF) ensures that one link in the stack is elected as the path to the root.

Figure 16: Cross-Stack UplinkFast Topology

The stack-root port on Switch 1 provides the path to the root of the spanning tree. The alternate stack-root
ports on Switches 2 and 3 can provide an alternate path to the spanning-tree root if the current stack-root
switch fails or if its link to the spanning-tree root fails.

Link 1, the root link, is in the spanning-tree forwarding state. Links 2 and 3 are alternate redundant links that
are in the spanning-tree blocking state. If Switch 1 fails, if its stack-root port fails, or if Link 1 fails, CSUF
selects either the alternate stack-root port on Switch 2 or Switch 3 and puts it into the forwarding state in less
than 1 second.
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When certain link loss or spanning-tree events occur (described in the following topic), the Fast Uplink
Transition Protocol uses the neighbor list to send fast-transition requests to stack members.

The switch sending the fast-transition request needs to do a fast transition to the forwarding state of a port
that it has chosen as the root port, and it must obtain an acknowledgment from each stack switch before
performing the fast transition.

Each switch in the stack decides if the sending switch is a better choice than itself to be the stack root of this
spanning-tree instance by comparing the root, cost, and bridge ID. If the sending switch is the best choice as
the stack root, each switch in the stack returns an acknowledgment; otherwise, it sends a fast-transition request.
The sending switch then has not received acknowledgments from all stack switches.

When acknowledgments are received from all stack switches, the Fast Uplink Transition Protocol on the
sending switch immediately transitions its alternate stack-root port to the forwarding state. If acknowledgments
from all stack switches are not obtained by the sending switch, the normal spanning-tree transitions (blocking,
listening, learning, and forwarding) take place, and the spanning-tree topology converges at its normal rate
(2 * forward-delay time + max-age time).

The Fast Uplink Transition Protocol is implemented on a per-VLAN basis and affects only one spanning-tree
instance at a time.

Events That Cause Fast Convergence

Depending on the network event or failure, the CSUF fast convergence might or might not occur.
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Fast convergence (less than 1 second under normal network conditions) occurs under these circumstances:
* The stack-root port link fails.

If two switches in the stack have alternate paths to the root, only one of the switches performs the fast
transition.

« The failed link, which connects the stack root to the spanning-tree root, recovers.
« A network reconfiguration causes a new stack-root switch to be selected.

« A network reconfiguration causes a new port on the current stack-root switch to be chosen as the stack-root

port.
A

Note  The fast transition might not occur if multiple events occur simultaneously. For
example, if a stack member is powered off, and at the same time, the link
connecting the stack root to the spanning-tree root comes back up, the normal
spanning-tree convergence occurs.

Normal spanning-tree convergence (30 to 40 seconds) occurs under these conditions:

« The stack-root switch is powered off, or the software failed.
« The stack-root switch, which was powered off or failed, is powered on.

* A new switch, which might become the stack root, is added to the stack.

BackboneFast

BackboneFast detects indirect failures in the core of the backbone. BackboneFast is a complementary technology
to the UplinkFast feature, which responds to failures on links that are directly connected to access switches.
BackboneFast optimizes the maximum-age timer, which controls the amount of time the switch stores protocol
information that is received on an interface. When a switch receives an inferior BPDU from the designated
port of another switch, the BPDU is a signal that the other switch might have lost its path to the root, and
BackboneFast tries to find an alternate path to the root.

BackboneFast starts when a root port or blocked interface on a switch receives inferior BPDUs from its
designated switch. An inferior BPDU identifies a switch that declares itself as both the root bridge and the
designated switch. When a switch receives an inferior BPDU, it means that a link to which the switch is not
directly connected (an indirect link) has failed (that is, the designated switch has lost its connection to the root
switch). Under spanning-tree rules, the switch ignores inferior BPDUs for the maximum aging time (default
is 20 seconds).

The switch tries to find if it has an alternate path to the root switch. If the inferior BPDU arrives on a blocked
interface, the root port and other blocked interfaces on the switch become alternate paths to the root switch.
(Self-looped ports are not considered alternate paths to the root switch.) If the inferior BPDU arrives on the
root port, all blocked interfaces become alternate paths to the root switch. If the inferior BPDU arrives on the
root port and there are no blocked interfaces, the switch assumes that it has lost connectivity to the root switch,
causes the maximum aging time on the root port to expire, and becomes the root switch according to normal
spanning-tree rules.

If the switch has alternate paths to the root switch, it uses these alternate paths to send a root link query (RLQ)
request. The switch sends the RLQ request on all alternate paths to learn if any stack member has an alternate
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root to the root switch and waits for an RLQ reply from other switches in the network and in the stack. The
switch sends the RLQ request on all alternate paths and waits for an RLQ reply from other switches in the
network.

When a stack member receives an RLQ reply from a nonstack member on a blocked interface and the reply
is destined for another nonstacked switch, it forwards the reply packet, regardless of the spanning-tree interface
state.

When a stack member receives an RLQ reply from a nonstack member and the response is destined for the
stack, the stack member forwards the reply so that all the other stack members receive it.

If the switch discovers that it still has an alternate path to the root, it expires the maximum aging time on the
interface that received the inferior BPDU. If all the alternate paths to the root switch indicate that the switch
has lost connectivity to the root switch, the switch expires the maximum aging time on the interface that
received the RLQ reply. If one or more alternate paths can still connect to the root switch, the switch makes
all interfaces on which it received an inferior BPDU its designated ports and moves them from the blocking
state (if they were in the blocking state), through the listening and learning states, and into the forwarding
state.

Figure 17: BackboneFast Example Before Indirect Link Failure

This is an example topology with no link failures. Switch A, the root switch, connects directly to Switch B
over link L1 and to Switch C over link L2. The Layer 2 interface on Switch C that connects directly to Switch
B is in the blocking state.

Switch A
(Root) Switch B

Blocked port

O
Switch C

Figure 18: Backbonefast Example After Indirect Link Failure

44963

If link L1 fails, Switch C cannot detect this failure because it is not connected directly to link L1. However,
because Switch B is directly connected to the root switch over L1, it detects the failure, elects itself the root,
and begins sending BPDUs to Switch C, identifying itself as the root. When Switch C receives the inferior
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BPDUs from Switch B, Switch C assumes that an indirect failure has occurred. At that point, BackboneFast
allows the blocked interface on Switch C to move immediately to the listening state without waiting for the
maximum aging time for the interface to expire. BackboneFast then transitions the Layer 2 interface on
Switch C to the forwarding state, providing a path from Switch B to Switch A. The root-switch election takes
approximately 30 seconds, twice the Forward Delay time if the default Forward Delay time of 15 seconds is
set. BackboneFast reconfigures the topology to account for the failure of link L1.

Switch A
(Root) Switch B
=7 SRV

Link failure

L3

BackboneFast changes port
through listening and learning

] states to forwarding state. 3
Switch C 3

Figure 19: Adding a Switch in a Shared-Medium Topology

If a new switch is introduced into a shared-medium topology, BackboneFast is not activated because the
inferior BPDUs did not come from the recognized designated switch (Switch B). The new switch begins
sending inferior BPDUs that indicate it is the root switch. However, the other switches ignore these inferior
BPDUSs, and the new switch learns that Switch B is the designated switch to Switch A, the root switch.
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EtherChannel Guard

You can use EtherChannel guard to detect an EtherChannel misconfiguration between the switch and a
connected device. A misconfiguration can occur if the switch interfaces are configured in an EtherChannel,
but the interfaces on the other device are not. A misconfiguration can also occur if the channel parameters are
not the same at both ends of the EtherChannel.

If the switch detects a misconfiguration on the other device, EtherChannel guard places the switch interfaces
in the error-disabled state, and displays an error message.

Root Guard

Figure 20: Root Guard in a Service-Provider Network

The Layer 2 network of a service provider (SP) can include many connections to switches that are not owned
by the SP. In such a topology, the spanning tree can reconfigure itself and select a customer switch as the root
switch. You can avoid this situation by enabling root guard on SP switch interfaces that connect to switches
in your customer’s network. If spanning-tree calculations cause an interface in the customer network to be
selected as the root port, root guard then places the interface in the root-inconsistent (blocked) state to prevent
the customer’s switch from becoming the root switch or being in the path to the root.
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Loop Guard .
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If a switch outside the SP network becomes the root switch, the interface is blocked (root-inconsistent state),
and spanning tree selects a new root switch. The customer’s switch does not become the root switch and is
not in the path to the root.

If the switch is operating in MST mode, root guard forces the interface to be a designated port. If a boundary
port is blocked in an internal spanning-tree (IST) instance because of root guard, the interface also is blocked
in all MST instances. A boundary port is an interface that connects to a LAN, the designated switch of which
is either an IEEE 802.1D switch or a switch with a different MST region configuration.

Root guard that is enabled on an interface applies to all the VLANS to which the interface belongs. VLANs
can be grouped and mapped to an MST instance.

A

Caution

Loop Guard

Misuse of the root guard feature can cause a loss of connectivity.

You can use loop guard to prevent alternate or root ports from becoming designated ports because of a failure
that leads to a unidirectional link. This feature is most effective when it is enabled on the entire switched
network. Loop guard prevents alternate and root ports from becoming designated ports, and spanning tree
does not send BPDUs on root or alternate ports.

When the switch is operating in PVST+ or rapid-PVST+ mode, loop guard prevents alternate and root ports
from becoming designated ports, and spanning tree does not send BPDUSs on root or alternate ports.

When the switch is operating in MST mode, BPDUs are not sent on nonboundary ports only if the interface
is blocked by loop guard in all MST instances. On a boundary port, loop guard blocks the interface in all MST
instances.

Layer 2 Configuration Guide, Cisco |0S XE Dublin 17.11.x (Catalyst 9400 Switches) .



Configuring Optional Spanning-Tree Features |
. How to Configure Optional Spanning-Tree Features

How to Configure Optional Spanning-Tree Features

The following sections provide information about configuring Optional Spanning-Tree features:

(Optional) Enabling PortFast

An interface with the PortFast feature enabled is moved directly to the spanning-tree forwarding state without
waiting for the standard forward-time delay.

If you enable the voice VLAN feature, the PortFast feature is automatically enabled. When you disable voice
VLAN, the PortFast feature is not automatically disabled.

You can enable this feature if your switch is running PVST+, Rapid PVST+, or MSTP.

A

Caution  Use PortFast only when connecting a single end station to an access or trunk port. Enabling this feature on
an interface that is connected to a switch or hub could prevent spanning tree from detecting and disabling
loops in your network, which could cause broadcast storms and address-learning problems.

To enable PortFast, perform this procedure:

Procedure
Command or Action Purpose
Step1 enable Enables privileged EXEC mode.
Example: Enter your password if prompted.

Device> enable

Step 2 configure terminal Enters global configuration mode.

Example:

Device# configure terminal

Step 3 interface interface-id Specifies an interface to configure, and enters
) interface configuration mode.
Example:
Device(config)# interface gigabitethernet
1/0/2
Step 4 spanning-tree portfast [trunk] Enables PortFast on an access port that is
) connected to a single workstation or server.
Example:
Device(config-if)# spanning-tree portfast BY specifying the trunk keyword, you can
trunk enable PortFast on a trunk port.

Note

To enable PortFast on trunk ports, you must
use the spanning-treeportfast trunk interface
configuration command. The spanning-tree
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Command or Action Purpose

portfast command will not work on trunk
ports.

Make sure that there are no loops in the
network between the trunk port and the
workstation or server before you enable
PortFast on a trunk port.

By default, PortFast is disabled on all interfaces.

Step 5 end Returns to privileged EXEC mode.

Example:
Device(config-if)# end

What to do next

You can use the spanning-treeportfast default global configuration command to globally enable the PortFast
feature on all nontrunking ports.

(Optional) Enabling Bridge Protocol Data Unit Guard

You can enable the BPDU guard feature if your switch is running PVST+, Rapid PVST+, or MSTP.

A

Caution  Configure PortFast only on ports that connect to end stations; otherwise, an accidental topology loop could
cause a data packet loop and disrupt switch and network operation.

To enable BPDU guard, perform this procedure:

Procedure
Command or Action Purpose
Step1 enable Enables privileged EXEC mode.
Example: Enter your password if prompted.

Device> enable

Step 2 configure terminal Enters global configuration mode.

Example:

Device# configure terminal

Step 3 spanning-tree portfast bpduguard default | Enables BPDU guard.

Example:

Device(config)# spanning-tree portfast
bpduguard default
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Command or Action Purpose
Step 4 interface interface-id Specifies the interface that is connected to an
. end station, and enters interface configuration
Example: mode
Device(config)# interface gigabitethernet .
1/0/2
Step 5 spanning-tree portfast Enables the PortFast feature.
Example:

Device(config-if)# spanning-tree portfast

Step 6 end Returns to privileged EXEC mode.

Example:
Device(config-if)# end

What to do next

To prevent the port from shutting down, you can use the errdisable detect cause bpduguard shutdown vlan
global configuration command to shut down just the offending VLAN on the port where the violation occurred.

You also can use the spanning-tree bpduguard enable interface configuration command to enable BPDU
guard on any port without also enabling the PortFast feature. When the port receives a BPDU, it is put it in
the error-disabled state.

(Optional) Enabling Bridge Protocol Data Unit Filtering

You can also use the spanning-tree bpdufilter enable interface configuration command to enable BPDU
filtering on any interface without also enabling the . This command prevents the interface from sending or
receiving BPDUs.

A\

Caution  Enabling BPDU filtering on an interface is the same as disabling spanning tree on it and can result in
spanning-tree loops.

You can enable the BPDU filtering feature if your switch is running PVST+, Rapid PVST+, or MSTP.

A

Caution  Configure only on interfaces that connect to end stations; otherwise, an accidental topology loop could cause
a data packet loop and disrupt switch and network operation.

To enable BPDU filter, perform this procedure:

Procedure
Command or Action Purpose
Step 1 enable Enables privileged EXEC mode.
Example: Enter your password if prompted.
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Command or Action Purpose

Device> enable

Step 2 configure terminal Enters global configuration mode.

Example:

Device# configure terminal

Step 3 spanning-tree portfast bpdufilter default Globally enables BPDU filtering.
Example: By default, BPDU filtering is disabled.

Device(config)# spanning-tree portfast
bpdufilter default

Step 4 interface interface-id Specifies the interface that is connected to an
) end station, and enters interface configuration
Example: mode

Device(config)# interface gigabitethernet
1/0/2

Step 5 spanning-tree por tfast Enables the PortFast feature on the specified

interface.
Example:

Device(config-if)# spanning-tree portfast

Step 6 end Returns to privileged EXEC mode.

Example:
Device(config-if)# end

(Optional) Enabling UplinkFast for Use with Redundant Links
Y

Note  When you enable UplinkFast, it affects all VLANS on the switch or switch stack. You cannot configure
UplinkFast on an individual VLAN.

You can configure the UplinkFast or the Cross-Stack UplinkFast (CSUF) feature for Rapid PVVST+ or for the
MSTP, but the feature remains disabled (inactive) until you change the spanning-tree mode to PVST+.

Follow these steps to enable UplinkFast and CSUF.

Before you begin

UplinkFast cannot be enabled on VLANSs that have been configured with a switch priority. To enable UplinkFast
on a VLAN with switch priority configured, first restore the switch priority on the VLAN to the default value
using the no spanning-tree vlan vlan-id priority global configuration command.

Procedure

Command or Action Purpose

Step 1 enable Enables privileged EXEC mode.

Layer 2 Configuration Guide, Cisco |0S XE Dublin 17.11.x (Catalyst 9400 Switches) .



. (Optional) Disabling UplinkFast

Configuring Optional Spanning-Tree Features |

Command or Action

Purpose

Example:

Device> enable

Enter your password if prompted.

Step 2

configureterminal

Example:

Device# configure terminal

Enters global configuration mode.

Step 3

spanning-tree uplinkfast [max-update-rate
pkts-per-second]
Example:

Device(config)# spanning-tree uplinkfast
max-update-rate 200

Enables UplinkFast.

(Optional) For pkts-per-second, the range is 0
to 32000 packets per second; the default is 150.

If you set the rate to O, station-learning frames
are not generated, and the spanning-tree
topology converges more slowly after a loss of
connectivity.

When you enter this command, CSUF also is
enabled on all nonstack port interfaces.

Step 4

end

Example:
Device(config)# end

Returns to privileged EXEC mode.

When UplinkFast is enabled, the switch priority of all VLANS is set to 49152. If you change the path cost to
a value less than 3000 and you enable UplinkFast or UplinkFast is already enabled, the path cost of all interfaces
and VLAN trunks is increased by 3000 (if you change the path cost to 3000 or above, the path cost is not

altered). The changes to the switch priority and the path cost reduce the chance that a switch will become the

root switch.

When UplinkFast is disabled, the switch priorities of all VLANs and path costs of all interfaces are set to
default values if you did not modify them from their defaults.

When you enable the UplinkFast feature using these instructions, CSUF is automatically globally enabled on
nonstack port interfaces.

(Optional) Disabling UplinkFast

Follow these steps to disable UplinkFast and Cross-Stack UplinkFast (CSUF).

Before you begin

UplinkFast must be enabled.

Procedure

Command or Action

Purpose

Step 1

enable

Example:

Enables privileged EXEC mode.

Enter your password if prompted.
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Command or Action Purpose

Device> enable

Step 2 configure terminal Enters global configuration mode.

Example:

Device# configure terminal

Step 3 no spanning-tree uplinkfast Disables UplinkFast and CSUF on the switch

and all of its VLANS.
Example:

Device(config)# no spanning-tree
uplinkfast

Step 4 end Returns to privileged EXEC mode.

Example:
Device(config)# end

When UplinkFast is disabled, the switch priorities of all VLANs and path costs of all interfaces are set to
default values if you did not modify them from their defaults.

When you disable the UplinkFast feature using these instructions, CSUF is automatically globally disabled
on nonstack port interfaces.

(Optional) Enabling BackboneFast

You can enable BackboneFast to detect indirect link failures and to start the spanning-tree reconfiguration
sooner.

You can configure the BackboneFast feature for Rapid PVST+ or for the MSTP, but the feature remains
disabled (inactive) until you change the spanning-tree mode to PVST+.

Follow these steps to enable BackboneFast on the switch.

Before you begin

If you use BackboneFast, you must enable it on all switches in the network. BackboneFast is not supported
on Token Ring VLANS. This feature is supported for use with third-party switches.

Procedure
Command or Action Purpose
Step 1 enable Enables privileged EXEC mode.
Example: Enter your password if prompted.

Device> enable

Step 2 configure terminal Enters global configuration mode.

Example:

Device# configure terminal

Layer 2 Configuration Guide, Cisco |0S XE Dublin 17.11.x (Catalyst 9400 Switches) .



. (Optional) Enabling EtherChannel Guard

Configuring Optional Spanning-Tree Features |

Command or Action

Purpose

Step 3

spanning-tree backbonefast

Example:

Device(config)# spanning-tree
backbonefast

Enables BackboneFast.

Step 4

end

Example:

Device(config)# end

Returns to privileged EXEC mode.

(Optional) Enabling EtherChannel Guard

You can enable EtherChannel guard to detect an EtherChannel misconfiguration if your device is running
PVST+, Rapid PVST+, or MSTP.

Follow these steps to enable EtherChannel Guard on the device.

Procedure

Command or Action

Purpose

Step1

enable

Example:

Device> enable

Enables privileged EXEC mode.

Enter your password if prompted.

Step 2

configureterminal

Example:

Device# configure terminal

Enters global configuration mode.

Step 3

spanning-treeetherchannel guar d misconfig

Example:

Device(config)# spanning-tree
etherchannel guard misconfig

Enables EtherChannel guard.

Step 4

end

Example:
Device(config)# end

Returns to privileged EXEC mode.

What to do next

You can use the show interfaces statuserr-disabled privileged EXEC command to show which device ports
are disabled because of an EtherChannel misconfiguration. On the remote device, you can enter the show
etherchannel summary command in privileged EXEC mode to verify the EtherChannel configuration.

After the configuration is corrected, enter the shutdown and no shutdown interface configuration commands
on the port-channel interfaces that were misconfigured.
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(Optional) Enabling Root Guard

Root guard that is enabled on an interface applies to all the VLANS to which the interface belongs. Do not
enable the root guard on interfaces to be used by the UplinkFast feature. With UplinkFast, the backup interfaces
(in the blocked state) replace the root port in the case of a failure. However, if root guard is also enabled, all
the backup interfaces used by the UplinkFast feature are placed in the root-inconsistent state (blocked) and
are prevented from reaching the forwarding state.

\}

Note  You cannot enable both root guard and loop guard at the same time.

You can enable this feature if your switch is running PVST+, Rapid PVST+, or MSTP.

Follow these steps to enable root guard on the switch.

Procedure
Command or Action Purpose
Step1 enable Enables privileged EXEC mode.
Example: Enter your password if prompted.

Device> enable

Step 2 configureterminal Enters global configuration mode.

Example:

Device# configure terminal

Step 3 interface interface-id Specifies an interface to configure, and enters
) interface configuration mode.
Example:
Device(config)# interface gigabitethernet
1/0/2

Step 4 spanning-tree guard root Enables root guard on the interface.
Example: By default, root guard is disabled on all
Device(config-if)# spanning-tree guard interfaces.
root

Step 5 end Returns to privileged EXEC mode.
Example:

Device(config-if)# end

(Optional) Enabling Loop Guard

You can use loop guard to prevent alternate or root ports from becoming designated ports because of a failure
that leads to a unidirectional link. This feature is most effective when it is configured on the entire switched
network. Loop guard operates only on interfaces that are considered point-to-point by the spanning tree.
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\)

Note  You cannot enable both loop guard and root guard at the same time.

You can enable this feature if your device is running PVST+, Rapid PVST+, or MSTP.

Follow these steps to enable loop guard on the device.

Procedure
Command or Action Purpose
Step 1 Enter one of the following commands: Verifies which interfaces are alternate or root
ports.

« show spanning-tree active
« show spanning-tree mst

Example:

Device# show spanning-tree active
or

Device# show spanning-tree mst

Step 2 configure terminal Enters global configuration mode.

Example:

Device# configure terminal

Step 3 spanning-tree loopguard default Enables loop guard.
Example: By default, loop guard is disabled.
Device(config)# spanning-tree loopguard
default
Step 4 end Returns to privileged EXEC mode.
Example:

Device(config)# end

Monitoring the Spanning-Tree Status

Table 10: Commands for Monitoring the Spanning-Tree Status

Command Purpose

show spanning-tree active Displays spanning-tree information on active interfaces only.
show spanning-tree detail Displays a detailed summary of interface information.

show spanning-tree interface interface-id Displays spanning-tree information for the specified interface.
show spanning-tree mst interface interface-id Displays MST information for the specified interface.
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Command

Purpose

show spanning-tree summary [totals]

Displays a summary of interface states or displays the total lin
spanning-tree state section.

show spanning-tree mst interface interface-id
portfast

Displays spanning-tree PortFast information for the specified i

Additional References for Optional S

Related Documents

panning Tree Features

Related Topic

Document Title

used in this chapter.

For complete syntax and usage information for the commands | Command Reference (Catalyst 9400 Series

Switches)

Feature History for Optional Spanning Tree Features

This table provides release and related information for

These features are available on all releases subsequent
otherwise.

features explained in this module.

to the one they were introduced in, unless noted

Release Feature

Feature Information

Protocol

Cisco 10S XE Everest 16.6.1 | Optional Spanning Tree | The optional features of the STP enhance loop

prevention, protect against some possible user
misconfigurations, and provide better control over
the protocol parameters.

Use Cisco Feature Navigator to find information about
Feature Navigator, go to http://www.cisco.com/go/cfn.

platform and software image support. To access Cisco
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Configuring EtherChannels

« Restrictions for EtherChannels, on page 83

« Information About EtherChannels, on page 84

» How to Configure EtherChannels, on page 97

« Monitoring EtherChannel, Port Aggregation Protocol, and Link Aggregation Control Protocol Status,
on page 114

« Configuration Examples for EtherChannels, on page 115

« Additional References for EtherChannels, on page 118

* Feature History for EtherChannels, on page 118

Restrictions for EtherChannels

The following are restrictions for EtherChannels:

« All ports in an EtherChannel must be assigned to the same VLAN or they must be configured as trunk
port.

» The LACP 1:1 redundancy feature is supported on port channel interfaces only.

* On a StackWise Virtual Link (SVL) system, a maximum of 8 ports is supported in an LACP EtherChannel
configuration.

Unsupported EtherChannel features:

* You cannot configure a voice VLAN on a port channel or a member interface.

* You cannot convert an interface to an ether channel if dotlad is configured on the interface.

« You cannot configure nonegotiate and dynamic commands on a port channel.

* You cannot configure pruning VLAN if MVRP feature is already configured on the device.

« You cannot configure network policy commands on a routed or trunk port and on an ether channel.
« You can configure the rep segment command only on switch port mode trunk.

* You cannot configure switchport priority extend trust command and switchport priorit extend cos
3 command on an etherchannel.

« You cannot configure platform gos low-latency command on an interface port-channel 10.
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* You cannot use Layer 2 configurations on a Layer 3 port.
« When there are any misconfigurations detected in a port mode or VLAN mask, the ports are suspended.

« On EtherChannel member port selection is software based in Layer 2 and Layer 3 multicast route. This
means that all multicast traffic under a group will be routed via the same physical port of the EtherChannel.
As a result, the distribution of multicast traffic load balance over etherchannels might not evenly spread
across member ports.

Information About EtherChannels

The following sections provide information about EtherChannels and the various modes to configure
EtherChannels.

EtherChannel Overview

EtherChannel provides fault-tolerant high-speed links between switches, routers, and servers. You can use
the EtherChannel to increase the bandwidth between the wiring closets and the data center, and you can deploy
it anywhere in the network where bottlenecks are likely to occur. EtherChannel provides automatic recovery
for the loss of a link by redistributing the load across the remaining links. If a link fails, EtherChannel redirects
traffic from the failed link to the remaining links in the channel without intervention.

An EtherChannel consists of individual Ethernet links that are bundled into a single logical link, and each
EtherChannel can consist of up to eight compatibly configured Ethernet ports.
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Figure 21: Typical EtherChannel Configuration
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Channel Groups and Port-Channel Interfaces

An EtherChannel comprises a channel group and a port-channel interface. The channel group binds physical
ports to the port-channel interface. Configuration changes applied to the port-channel interface apply to all
the physical ports bound together in the channel group.
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Figure 22: Relationship Between Physical Ports, a Channel Group, and a Port-Channel Interface
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The channel-group command binds the physical port and the port-channel interface together. Each

EtherChannel has a port-channel logical interface that is numbered from 1 to 252. This port-channel interface
number corresponds to the one specified with the channel-group interface configuration command.

 With Layer 2 ports, use the channel-group interface configuration command to dynamically create the

port-channel interface.

You also can use the interface port-channel port-channel-number global configuration command to
manually create the port-channel interface, but then you must use the channel-group

channel-group-number command to bind the logical interface to a physical port. The
channel-group-number can be the same as the port-channel-number, or you can use a new number. If

you use a new number, the channel-group command dynamically creates a new port channel.

« With Layer 3 ports, you should manually create the logical interface by using the inter face port-channel
global configuration command followed by the no switchport interface configuration command. You
then manually assign an interface to the EtherChannel by using the channel-group interface configuration

command.

. Layer 2 Configuration Guide, Cisco I0S XE Dublin 17.11.x (Catalyst 9400 Switches)



| Configuring EtherChannels

Port Aggregation Protocol .

Port Aggregation Protocol

The Port Aggregation Protocol (PAgP) is a Cisco-proprietary protocol that can be run only on Cisco devices
and on those devices that are licensed by vendors to support PAgP. PAgP facilitates the automatic creation
of EtherChannels by exchanging PAgP packets between Ethernet ports.

By using PAgP, the switch or switch stack learns the identity of partners capable of supporting PAgP and the
capabilities of each port. It then dynamically groups similarly configured ports (on a single device in the stack)
into a single logical link (channel or aggregate port). Similarly configured ports are grouped based on hardware,
administrative, and port parameter constraints. For example, PAgP groups the ports with the same speed,
duplex mode, native VLAN, VLAN range, and trunking status and type. After grouping the links into an
EtherChannel, PAgP adds the group to the spanning tree as a single device port.

Port Aggregation Protocol Modes

Silent Mode

PAgP modes specify whether a port can send PAgP packets, which start PAgP negotiations, or only respond
to PAgP packets received.

Table 11: EtherChannel PAgP Modes

Mode Description

auto Places a port into a passive negotiating state, in which the port responds to PAgP packets
it receives but does not start PAgP packet negotiation. This setting minimizes the
transmission of PAgP packets.

desirable Places a port into an active negotiating state, in which the port starts negotiations with other
ports by sending PAgP packets.

Switch ports exchange PAgP packets only with partner ports that are configured in the auto or desirable
modes. Ports that are configured in the on mode do not exchange PAgP packets.

Both the auto and desir able modes enable ports to negotiate with partner ports to form an EtherChannel based
on criteria such as port speed. and for Layer 2 EtherChannels, based on trunk state and VLAN numbers.

Ports can form an EtherChannel when they are in different PAgP modes as long as the modes are compatible.
For example:

« A port in the desirable mode can form an EtherChannel with another port that is in the desirable or auto
mode.

« A port in the auto mode can form an EtherChannel with another port in the desirable mode.

A port in the auto mode cannot form an EtherChannel with another port that is also in the auto mode because
neither port starts PAgP negotiation.

If your switch is connected to a partner that is PAgP-capable, you can configure the switch port for nonsilent
operation by using the non-silent keyword. If you do not specify non-silent with the auto or desir able mode,
silent mode is assumed.

Use the silent mode when the switch is connected to a device that is not PAgP-capable and seldom, if ever,
sends packets. An example of a silent partner is a file server or a packet analyzer that is not generating traffic.
In this case, running PAgP on a physical port that is connected to a silent partner prevents that switch port
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from ever becoming operational. However, the silent setting allows PAgP to operate, to attach the port to a
channel group, and to use the port for transmission.

Port Aggregation Protocol Learn Method and Priority

Network devices are classified as PAgP physical learners or aggregate-port learners. A device is a physical
learner if it learns addresses by physical ports and directs transmissions based on that knowledge. A device
is an aggregate-port learner if it learns addresses by aggregate (logical) ports. The learn method must be
configured the same at both ends of the link.

When a device and its partner are both aggregate-port learners, they learn the address on the logical port-channel.
The device sends packets to the source by using any of the ports in the EtherChannel. With aggregate-port
learning, it is not important on which physical port the packet arrives.

PAgP cannot automatically detect when the partner device is a physical learner and when the local device is
an aggregate-port learner. Therefore, you must manually set the learning method on the local device to learn
addresses by physical ports. You also must set the load-distribution method to source-based distribution, so

that any given source MAC address is always sent on the same physical port.

You also can configure a single port within the group for all transmissions and use other ports for hot-standby.
The unused ports in the group can be swapped into operation in just a few seconds if the selected single port
loses hardware-signal detection. You can configure which port is always selected for packet transmission by
changing its priority with the pagp port-priority interface configuration command. The higher the priority,
the more likely that the port will be selected.

\}

Note  The device supports address learning only on aggregate ports even though the physical-port keyword is
provided in the CLI. The pagp learn-method command and the pagp port-priority command have no effect
on the device hardware, but they are required for PAgP interoperability with devices that only support address
learning by physical ports, such as the Catalyst 1900 switch.

When the link partner of the device is a physical learner, we recommend that you configure the device as a
physical-port learner by using the pagp lear n-method physical-port interface configuration command. Set
the load-distribution method based on the source MAC address by using the port-channel load-balance
src-mac global configuration command. The device then sends packets to the physical learner using the same
port in the EtherChannel from which it learned the source address. Only use the pagp lear n-method command
in this situation.

Port Aggregation Protocol Interaction with Other Features

The Dynamic Trunking Protocol (DTP) and the Cisco Discovery Protocol (CDP) send and receive packets
over the physical ports in the EtherChannel. Trunk ports send and receive PAgP protocol data units (PDUs)
on the lowest numbered VLAN.

In Layer 2 EtherChannels, the first port in the channel that comes up provides its MAC address to the
EtherChannel. If this port is removed from the bundle, one of the remaining ports in the bundle provides its
MAC address to the EtherChannel. For Layer 3 EtherChannels, the MAC address is allocated by the active
device as soon as the interface is created (through the interface port-channel global configuration command).

PAgP sends and receives PAgP PDUs only from ports that are up and have PAgP enabled for the auto or
desirable mode.
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Link Aggregation Control Protocol

The LACP is defined in IEEE 802.3ad and enables Cisco devices to manage Ethernet channels between devices
that conform to the IEEE 802.3ad protocol. LACP facilitates the automatic creation of EtherChannels by
exchanging LACP packets between Ethernet ports.

By using LACP, the switch or switch stack learns the identity of partners capable of supporting LACP and
the capabilities of each port. It then dynamically groups similarly configured ports into a single logical link
(channel or aggregate port). Similarly configured ports are grouped based on hardware, administrative, and
port parameter constraints. For example, LACP groups the ports with the same speed, duplex mode, native
VLAN, VLAN range, and trunking status and type. After grouping the links into an EtherChannel, LACP
adds the group to the spanning tree as a single device port.

The independent mode behavior of ports in a port channel is changed. With CSCtn96950, by default, standalone
mode is enabled. When no response is received from an LACP peer, ports in the port channel are moved to
suspended state.

Link Aggregation Control Protocol Modes
LACP modes specify whether a port can send LACP packets or only receive LACP packets.

Table 12: EtherChannel LACP Modes

Mode Description

active Places a port into an active negotiating state in which the port starts negotiations with
other ports by sending LACP packets.

passive Places a port into a passive negotiating state in which the port responds to LACP packets
that it receives, but does not start LACP packet negotiation. This setting minimizes the
transmission of LACP packets.

Both the active and passive L ACP modes enable ports to negotiate with partner ports to an EtherChannel
based on criteria such as port speed, and for Layer 2 EtherChannels, based on trunk state and VLAN numbers.

Ports can form an EtherChannel when they are in different LACP modes as long as the modes are compatible.
For example:

« A port in the active mode can form an EtherChannel with another port that is in the active or passive
mode.

« A port in the passive mode cannot form an EtherChannel with another port that is also in the passive
mode because neither port starts LACP negotiation.

Link Aggregation Control Protocol Standalone Mode on Ethernet Channel

When one end of an EtherChannel has more members than the other, the unmatched ports enter the standalone
state. The standalone mode is also called the independent mode. In the standalone mode the port is not bundled
in an EtherChannel. The port functions as a standalone data port and it can send and receive BPDUs and data
traffic.

In a topology that is not protected from Layer 2 loops by the spanning tree protocol (STP), a port in the
standalone state can cause significant network errors. You can enter the port-channel standalone-disable
command in the interface configuration mode to put ports into the suspended state instead of the standalone
state.
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The standalone mode is particularly relevant when a port (A) in a Layer 2 LACP EtherChannel is connected
to an unresponsive port (B) on the peer. When LACP standalone is disabled on the EtherChannel, all traffic
arriving on A is blocked (the default behavior on a switch). In some scenarios, you might want to allow
management traffic on such ports. You can do this by enabling LACP standalone (or independent) mode. To
enable the standalone mode on a Layer 2 LACP Etherchannel, use the no port-channel standalone disable
command in the interface configuration mode. To disable the Standalone mode and revert to the default use
the port-channel standalone disable command in the interface configuration mode.

)

Note LACP standalone mode is disabled by default.

Starting with the Cisco 10S XE Dublin 17.10.1 release, you can configure the LACP standalone mode on a
Layer 3 EtherChannel. To configure the standalone mode use the no port-channel standalone disable
command in the interface configuration mode. To disable the Standalone mode and revert to the default use
the port-channel standalone disable command in the interface configuration mode.

Link Aggregation Control Protocol and Link Redundancy

LACP port-channel operation, bandwidth availability, and link redundancy can be further refined with the
LACP port-channel min-links and the LACP max-bundle features.

The LACP port-channel min-links feature:
* Configures the minimum number of ports that must be linked up and bundled in the LACP port channel.

* Prevents a low-bandwidth LACP port channel from becoming active.

« Causes an LACP port channel to become inactive if there are too few active members ports to supply
the required minimum bandwidth.
The LACP max-bundle feature:

« Defines an upper limit on the number of bundled ports in an LACP port channel.

« Allows hot-standby ports with fewer bundled ports. For example, in an LACP port channel with five
ports, you can specify a max-bundle of three, and the two remaining ports are designated as hot-standby
ports.

Link Aggregation Control Protocol Interaction with Other Features

The DTP and the CDP send and receive packets over the physical ports in the EtherChannel. Trunk ports send
and receive LACP PDUs on the lowest numbered VLAN.

In Layer 2 EtherChannels, the first port in the channel that comes up provides its MAC address to the
EtherChannel. If this port is removed from the bundle, one of the remaining ports in the bundle provides its
MAC address to the EtherChannel. For Layer 3 EtherChannels, the MAC address is allocated by the active
device as soon as the interface is created through the interface port-channel global configuration command.

LACP sends and receives LACP PDUs only from ports that are up and have LACP enabled for the active or
passive mode.
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Link Aggregation Control Protocol Interaction with Other Features 1:1 Redundancy

The LACP 1:1 Redundancy feature supports an EtherChannel configuration with one active link, and fast
switchover to a hot-standby link. The link that is connected to the port with the lower port priority number
(and therefore, of a higher priority) will be the active link, and the other link will be in a hot-standby state. If
the active link goes down, LACP performs a fast switchover to the hot-standby link to keep the EtherChannel
up. When the failed link becomes operational again, LACP performs another fast switchover to revert to the
original active link.

To allow the higher priority port to stabilize when it becomes active again after a higher-priority to lower-priority
switchover, the LACP 1:1 Hot Standby Dampening feature configures a timer that delays switchover back to
the higher priority port after higher priority port becomes active.

EtherChannel On Mode

EtherChannel on mode can be used to manually configure an EtherChannel. The on mode forces a port to
join an EtherChannel without negotiations. The on mode can be useful if the remote device does not support
PAgP or LACP. In the on mode, a usable EtherChannel exists only when the devices at both ends of the link
are configured in the on mode.

Ports that are configured in the on mode in the same channel group must have compatible port characteristics,
such as speed and duplex. Ports that are not compatible are suspended, even though they are configured in
the on mode.

A

Caution  You should use care when using the on mode. This is a manual configuration, and ports on both ends of the
EtherChannel must have the same configuration. If the group is misconfigured, packet loss or spanning-tree
loops can occur.

Load-Balancing and Forwarding Methods

EtherChannel balances the traffic load across the links in a channel by reducing part of the binary pattern that
is formed from the addresses in the frame to a numerical value that selects one of the links in the channel.
You can specify one of several different load-balancing modes, including load distribution based on MAC
addresses, IP addresses, source addresses, destination addresses, or both source and destination addresses.
The selected mode applies to all EtherChannels configured on the device.

\)

Note  Layer 3 Equal-cost multi path (ECMP) load balancing is based on source IP address, destination IP address,
source port, destination port, and layer 4 protocol. Fragmented packets will be treated on two different links
based on the algorithm that is calculated using these parameters. Any changes in one of these parameters
result in load balancing.

MAC Address Forwarding

With source-MAC address forwarding, when packets are forwarded to an EtherChannel, they are distributed
across the ports in the channel based on the source-MAC address of the incoming packet. Therefore, to provide
load-balancing, packets from different hosts use different ports in the channel, but packets from the same host
use the same port in the channel.
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With destination-MAC address forwarding, when packets are forwarded to an EtherChannel, they are distributed
across the ports in the channel based on the destination host’s MAC address of the incoming packet. Therefore,
packets to the same destination are forwarded over the same port, and packets to a different destination are
sent on a different port in the channel.

With source-and-destination MAC address forwarding, when packets are forwarded to an EtherChannel, they
are distributed across the ports in the channel based on both the source and destination MAC addresses. This
forwarding method, a combination source-MAC and destination-MAC address forwarding methods of load
distribution, can be used if it is not clear whether source-MAC or destination-MAC address forwarding is
better suited on a particular device. With source-and-destination MAC-address forwarding, packets sent from
host A to host B, host A to host C, and host C to host B could all use different ports in the channel.

IP Address Forwarding

With source-IP address-based forwarding, packets are distributed across the ports in the EtherChannel based
on the source-1P address of the incoming packet. To provide load balancing, packets from different IP addresses
use different ports in the channel, and packets from the same IP address use the same port in the channel.

With destination-IP address-based forwarding, packets are distributed across the ports in the EtherChannel
based on the destination-IP address of the incoming packet. To provide load balancing, packets from the same
IP source address that is sent to different IP destination addresses could be sent on different ports in the
channel. Packets sent from different source IP addresses to the same destination IP address are always sent
on the same port in the channel.

With source-and-destination IP address-based forwarding, packets are distributed across the ports in the
EtherChannel based on both the source and destination IP addresses of the incoming packet. This forwarding
method, a combination of source-IP and destination-IP address-based forwarding, can be used if it is not clear
whether source-IP or destination-1P address-based forwarding is better suited on a particular device. In this
method, packets sent from the IP address A to IP address B, from IP address A to IP address C, and from IP
address C to IP address B could all use different ports in the channel.

Load-Balancing Advantages

Different load-balancing methods have different advantages, and the choice of a particular load-balancing
method should be based on the position of the device in the network and the kind of traffic that needs to be
load-distributed.

Figure 23: Load Distribution and Forwarding Methods

In the following figure, an EtherChannel of four workstations communicates with a router. Because the router
is a single MAC-address device, source-based forwarding on the switch EtherChannel ensures that the switch
uses all available bandwidth to the router. The router is configured for destination-based forwarding because
the large number of workstations ensures that the traffic is evenly distributed from the router EtherChannel.
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Use the option that provides the greatest variety in your configuration. For example, if the traffic on a channel
is going only to a single MAC address, using the destination-MAC address always chooses the same link in
the channel. Using source addresses or IP addresses might result in better load-balancing.

EtherChannel and Switch Stacks

If a stack member that has ports participating in an EtherChannel fails or leaves the stack, the active switch
removes the failed stack member switch ports from the EtherChannel. The remaining ports of the EtherChannel,
if any, continue to provide connectivity.

When a switch is added to an existing stack, the new switch receives the running configuration from the active
switch and updates itself with the EtherChannel-related stack configuration. The stack member also receives
the operational information (the list of ports that are up and are members of a channel).

When two stacks merge that have EtherChannels configured between them, self-looped ports result. Spanning
tree detects this condition and acts accordingly. Any PAgP or LACP configuration on a winning switch stack
is not affected, but the PAgP or LACP configuration on the losing switch stack is lost after the stack reboots.

Switch Stack and Port Aggregation Protocol

With PAgP, if the active switch fails or leaves the stack, the standby switch becomes the new active switch.
The new active switch synchronizes the configuration of the stack members to that of the active switch. The
PAgP configuration is not affected after an active switch change unless the EtherChannel has ports residing
on the old active switch.

Switch Stacks and Link Aggregation Control Protocol

With LACP, the system ID uses the stack MAC address from the active switch. When an active switch fails
or leaves the stack and the standby switch becomes the new active switch, the LACP system ID is unchanged.
By default, the LACP configuration is not affected after the active switch changes.

Default EtherChannel Configuration
The default EtherChannel configuration is described in this table.

Table 13: Default EtherChannel Configuration

Feature Default Setting

Channel groups None assigned.

Port-channel logical None defined.

interface

PAgP mode No default.

PAgP learn method Aggregate-port learning on all ports.
PAQP priority 128 on all ports.

LACP mode No default.

LACP learn method Aggregate-port learning on all ports.
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Feature Default Setting
LACP port priority 32768 on all ports.
LACP system priority 32768.
LACP system ID LACP system priority and the switch or stack MAC address.
Load-balancing Load distribution on the switch is based on the source-MAC address of the
incoming packet.
The source-MAC address is src-mac.

EtherChannel Configuration Guidelines

If improperly configured, some EtherChannel ports are automatically disabled to avoid network loops and
other problems. Follow these guidelines to avoid configuration problems:

» A maximum of 252 EtherChannels (non-StackWise Virtual setup) and 250 Etherchannels (StackWise
Virtual setup) are supported on a switch or switch stack.

On Cisco Catalyst C9400X-SUP-2 and C9400X-SUP-2XL Supervisor Modules, a maximum of 432
EtherChannels (non-StackWise Virtual setup) and 430 Etherchannels (StackWise Virtual setup) are
supported on a switch or switch stack.

A

Note  Port channels 127 and 128 are reserved by default for StackWise Virtual mode.

« Configure a PAgP EtherChannel with up to eight Ethernet ports of the same type for port channels ranging
from 1 t0128. You can configure a PAgP EtherChannel with up to four Ethernet ports of the same type
for port channels ranging from 129 to 252.

On Cisco Catalyst C9400X-SUP-2 and C9400X-SUP-2XL Supervisor Modules, you can configure a
PAgP EtherChannel with up to eight Ethernet ports of the same type for port channels ranging from
1-128, four Ethernet ports of the same type for port channels ranging from 129-192, and two Ethernet
ports of the same type for port channels ranging from 193-432.

« Configure a LACP EtherChannel with up to 16 Ethernet ports of the same type for port channels ranging
from 1 t0128. Up to eight ports can be active, and up to eight ports can be in hot-standby mode. For port
channel range starting from 129 to 252, configure a LACP EtherChannel with up to eight ports of the
same type. Four ports can be active, and four ports can be in hot-standby mode.

On Cisco Catalyst C9400X-SUP-2 and C9400X-SUP-2XL Supervisor Modules, for port channel range
starting from 129 to 192, configure a LACP EtherChannel with up to eight ports of the same type. Up
to four ports can be active, and up to four ports can be in hot-standby mode. For port channel range
starting from 193 to 432, configure a LACP EtherChannel with up to four ports of the same type. Two
ports can be active, and two ports can be in hot-standby mode.

« Configure all ports in an EtherChannel to operate at the same speeds and duplex modes.

« Enable all ports in an EtherChannel. A port in an EtherChannel that is disabled by using the shutdown
interface configuration command is treated as a link failure, and its traffic is transferred to one of the
remaining ports in the EtherChannel.
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» When a group is first created, all ports follow the parameters set for the first port to be added to the group.
If you change the configuration of one of these parameters, you must also make the changes to all ports
in the group:

* Allowed-VLAN list
* Spanning-tree path cost for each VLAN
« Spanning-tree port priority for each VLAN

* Spanning-tree Port Fast setting

A

Note  On Cisco Catalyst C9400X-SUP-2 and C9400X-SUP-2XL Supervisor Modules,
an EtherChannel port supports VLANSs with IDs from 1-4094 and 4000 active
VLANS.

« Do not configure a port to be a member of more than one EtherChannel group.

« Do not configure an EtherChannel in both the PAgP and LACP modes. EtherChannel groups running
PAgP and LACP can coexist on the same switch or on different switches in the stack. Individual
EtherChannel groups can run either PAgP or LACP, but they cannot interoperate.

« Do not configure a port that is an active or a not-yet-active member of an EtherChannel as an IEEE 802.1x
port. If you try to enable IEEE 802.1x on an EtherChannel port, an error message appears, and IEEE
802.1x is not enabled.

« If EtherChannels are configured on device interfaces, remove the EtherChannel configuration from the
interfaces before globally enabling IEEE 802.1x on a device by using the dot1x system-auth-control
global configuration command.

Layer 2 EtherChannel Configuration Guidelines
When configuring Layer 2 EtherChannels, follow these guidelines:

« Assign all ports in the EtherChannel to the same VLAN, or configure them as trunks. Ports with different
native VLANS cannot form an EtherChannel.

 An EtherChannel supports the same allowed range of VLANS on all the ports in a trunking Layer 2
EtherChannel. If the allowed range of VLANS is not the same, the ports do not form an EtherChannel
even when PAgP is set to the auto or desirable mode.

« Ports with different spanning-tree path costs can form an EtherChannel if they are otherwise compatibly
configured. Setting different spanning-tree path costs does not, by itself, make ports incompatible for
the formation of an EtherChannel.

Layer 3 EtherChannel Configuration Guidelines

For Layer 3 EtherChannels, assign the Layer 3 address to the port-channel logical interface, not to the physical
ports in the channel.
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Auto-LAG

The auto-LAG feature provides the ability to auto create EtherChannels on ports that are connected to a switch.

By default, auto-LAG is disabled globally and is enabled on all port interfaces. The auto-LAG applies to a
switch only when it is enabled globally.

On enabling auto-LAG globally, the following scenarios are possible:

* All port interfaces participate in creation of auto EtherChannels provided the partner port interfaces have
EtherChannel configured on them. For more information, see the "The supported auto-LAG configurations
between the actor and partner devices" table below.

« Ports that are already part of manual EtherChannels cannot participate in creation of auto EtherChannels.

» When auto-LAG is disabled on a port interface that is already a part of an auto created EtherChannel,
the port interface unbundles from the auto EtherChannel.

The following table shows the supported auto-LAG configurations between the actor and partner devices:

Table 14: The supported auto-LAG configurations between the actor and partner devices

Actor/Partner Active Passive Auto
Active Yes Yes Yes
Passive Yes No Yes
Auto Yes Yes Yes

On disabling auto-LAG globally, all auto created Etherchannels become manual EtherChannels.

You cannot add any configurations in an existing auto created EtherChannel. To add, you should first convert
it into a manual EtherChannel by executing the port-channel<channel-number>persistent.

\)

Note  Auto-LAG usesthe LACP protocol to create auto EtherChannel. Only one EtherChannel can be automatically
created with the unique partner devices.

Auto-LAG Configuration Guidelines

Follow these guidelines when configuring the auto-LAG feature.

» When auto-LAG is enabled globally and on the port interface, and if you do not want the port interface
to become a member of the auto EtherChannel, disable the auto-LAG on the port interface.

« A port interface will not bundle to an auto EtherChannel when it is already a member of a manual

EtherChannel. To allow it to bundle with the auto EtherChannel, first unbundle the manual EtherChannel
on the port interface.

« When auto-LAG is enabled and auto EtherChannel is created, you can create multiple EtherChannels
manually with the same partner device. But by default, the port tries to create auto EtherChannel with
the partner device.

* The auto-LAG is supported only on Layer 2 EtherChannel. It is not supported on Layer 3 interface and
Layer 3 EtherChannel.
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* The auto-LAG is supported on cross-stack EtherChannel.

How to Configure EtherChannels

After you configure an EtherChannel, configuration changes applied to the port-channel interface apply to all
the physical ports assigned to the port-channel interface, and configuration changes that are applied to the
physical port affect only the port where you apply the configuration.

The following sections provide various configuration information for EtherChannels:

Configuring Layer 2 EtherChannels

Configure Layer 2 EtherChannels by assigning ports to a channel group with the channel-group command
in interface configuration mode. This command automatically creates the port-channel logical interface.

Procedure

Command or Action

Purpose

Step 1

enable

Example:

Device> enable

Enables privileged EXEC mode.

Enter your password if prompted.

Step 2

configureterminal

Example:

Device# configure terminal

Enters global configuration mode.

Step 3

interface interface-id

Example:

Device(config)# interface gigabitethernet
17071

Specifies a physical port, and enters interface
configuration mode.

Valid interfaces are physical ports.

For a PAgP EtherChannel, you can configure
up to eight ports of the same type and speed for
the same group.

For a LACP EtherChannel, you can configure
up to 16 Ethernet ports of the same type. Up to
eight ports can be active, and up to eight ports
can be in standby mode.

Note

On an SVL system, a maximum of 8 ports is
supported in an LACP EtherChannel
configuration.

Step 4

switchport mode {access | trunk}

Example:

Assigns all ports as static-access ports in the
same VLAN, or configure them as trunks.
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Command or Action

Purpose

Device(config-if)# switchport mode access|

If you configure the port as a static-access port,
assign it to only one VLAN. The range is 1 to
4094.

Step 5

switchport access vlan vlan-id

Example:

Device(config-if)# switchport access vlan
22

(Optional) If you configure the port as a
static-access port, assign it to only one VLAN.
The range is 1 to 4094.

Step 6

channel-group channel-group-number mode
{auto [non-silent] | desirable [non-silent ] |
on}|{active | passive}

Example:

Device(config-if)# channel-group 5 mode
auto

Assigns the port to a channel group, and
specifies the PAgP or the LACP mode.

For mode, select one of these keywords:

e auto —Enables PAgP only if a PAgP
device is detected. It places the port into a
passive negotiating state, in which the port
responds to PAgP packets it receives but
does not start PAgP packet negotiation.

desirable—Unconditionally enables PAgP.
It places the port into an active negotiating
state, in which the port starts negotiations
with other ports by sending PAgP packets.

on —Forces the port to channel without
PAgP or LACP. In the on mode, an
EtherChannel exists only when a port
group in the on mode is connected to
another port group in the on mode.

non-silent —(Optional) If your device is
connected to a partner that is
PAgP-capable, configures the device port
for nonsilent operation when the port is in
the auto or desirable mode. If you do not
specify non-silent, silent is assumed. The
silent setting is for connections to file
servers or packet analyzers. This setting
allows PAQP to operate, to attach the port
to a channel group, and to use the port for
transmission.

active—Enables LACP only if a LACP
device is detected. It places the port into
an active negotiating state in which the
port starts negotiations with other ports by
sending LACP packets.

passive —Enables LACP on the port and
places it into a passive negotiating state in
which the port responds to LACP packets

. Layer 2 Configuration Guide, Cisco I0S XE Dublin 17.11.x (Catalyst 9400 Switches)



| Configuring EtherChannels

Configuring Layer 3 EtherChannels .

Command or Action

Purpose

that it receives, but does not start LACP
packet negotiation.

Step 7

end

Example:
Device(config-if)# end

Returns to privileged EXEC mode.

Configuring Layer 3 EtherChannels

Follow these steps to assign an Ethernet port to a Layer 3 EtherChannel. This procedure is required.

Procedure

Command or Action

Purpose

Step1

enable

Example:

Device> enable

Enables privileged EXEC mode.

Enter your password if prompted.

Step 2

configureterminal

Example:

Device# configure terminal

Enters global configuration mode.

Step 3

interface interface-id

Example:

Device(config)# interface gigabitethernet
1/70/2

Specifies a physical port, and enters interface
configuration mode.

Valid interfaces include physical ports.

For a PAgP EtherChannel, you can configure
up to eight ports of the same type and speed for
the same group.

For a LACP EtherChannel, you can configure
up to 16 Ethernet ports of the same type. Up to
eight ports can be active, and up to eight ports
can be in standby mode.

Note

On an SVL system, a maximum of 8 ports is
supported in an LACP EtherChannel
configuration.

Step 4

no ip address

Example:

Device(config-if)# no ip address

Ensures that there is no IP address assigned to
the physical port.
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Command or Action

Purpose

Step 5

no switchport

Example:

Device(config-if)# no switchport

Puts the port into Layer 3 mode.

Step 6

channel-group channel-group-number mode
{auto [non-silent] | desirable [
non-silent] | on} | {active |
passive }

Example:

Device(config-if)# channel-group 5 mode
auto

Assigns the port to a channel group, and
specifies the PAgP or the LACP mode.

For mode, select one of these keywords:

« auto—Enables PAgP only if a PAgP
device is detected. It places the port into a
passive negotiating state, in which the port
responds to PAgP packets it receives but
does not start PAgP packet negotiation.
This keyword is not supported when
EtherChannel members are from different
switches in the switch stack.

desirable—Unconditionally enables
PAQP. It places the port into an active
negotiating state, in which the port starts
negotiations with other ports by sending
PAgQP packets. This keyword is not
supported when EtherChannel members
are from different switches in the switch
stack.

on—~Forces the port to channel without
PAgP or LACP. In the on mode, an
EtherChannel exists only when a port
group in the on mode is connected to
another port group in the on mode.

non-silent—(Optional) If your device is
connected to a partner that is PAgP
capable, configures the device port for
nonsilent operation when the port is in the
auto or desirable mode. If you do not
specify non-silent, silent is assumed. The
silent setting is for connections to file
servers or packet analyzers. This setting
allows PAgP to operate, to attach the port
to a channel group, and to use the port for
transmission.

active—Enables LACP only if a LACP
device is detected. It places the port into
an active negotiating state in which the
port starts negotiations with other ports by
sending LACP packets.
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Command or Action

Purpose

« passive —Enables LACP on the port and
places it into a passive negotiating state in
which the port responds to LACP packets
that it receives, but does not start LACP
packet negotiation.

Step7

end

Example:
Device(config-if)# end

Returns to privileged EXEC mode.

(Optional) Configuring EtherChannel Load-Balancing

You can configure EtherChannel load-balancing to use one of several different forwarding methods.

To configure EtherChannel Load-balancing, perform this procedure:

Procedure

Command or Action

Purpose

Step1

enable

Example:

Device> enable

Enables privileged EXEC mode.

Enter your password if prompted.

Step 2

configureterminal

Example:

Device# configure terminal

Enters global configuration mode.

Step 3

port-channel load-balance {dst-ip |
dst-mac | dst-mixed-ip-port | dst-port
| extended | src-dst-ip | src-dst-mac
| src-dst-mixed-ip-port | src-dst-port
| srciip | sreemac | src-mixed-ip-port
| src-port }

Example:

Device(config)# port-channel load-balance|
src-mac

Configures an EtherChannel load-balancing
method.

The default is src-mac.
Select one of these load-distribution methods:

« dst-ip—Specifies destination-host IP
address.

« dst-mac—Specifies the destination-host
MAC address of the incoming packet.

« dst-mixed-ip-port—Specifies the host IP
address and TCP/UDP port.

« dst-port—Specifies the destination
TCP/UDP port.

« src-dst-ip—Specifies the source and
destination host IP address.
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Command or Action

Purpose

« src-dst-mac—Specifies the source and
destination host MAC address.

« src-dst-mixed-ip-port—Specifies the
source and destination host IP address and
TCP/UDP port.

« src-dst-port—Specifies the source and
destination TCP/UDP port.

» extended—Specifies extended load
balance methods--combinations of source
and destination methods beyond those
available with the standard command.

« src-ip—Specifies the source host IP
address.

« src-mac—Specifies the source MAC
address of the incoming packet.

« src-mixed-ip-port—Specifies the source
host IP address and TCP/UDP port.

* src-port—Specifies the source TCP/UDP
port.

Step 4 end

Example:
Device(config)# end

Returns to privileged EXEC mode.

(Optional) Configuring EtherChannel Extended Load-Balancing

Configure EtherChannel extended load-balancing when you want to use a combination of load-balancing

methods.

To configure EtherChannel extended load-balancing, perform this procedure:

Procedure

Command or Action

Purpose

Step 1 enable

Example:

Device> enable

Enables privileged EXEC mode.

Enter your password if prompted.

Step 2 configure terminal

Example:

Device# configure terminal

Enters global configuration mode.
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Command or Action

Purpose

Step 3

port-channel load-balanceextended {ds<t-ip

| dst-macdst-port | ipv6-label |
I3-proto | srcip | sre-mac |
src-port }

Example:

Device(config)# port-channel load-balance|
extended dst-ip dst-mac src-ip

Configures an EtherChannel extended
load-balancing method.

The default is src-mac.
Select one of these load-distribution methods:

« dst-ip—Specifies destination-host IP
address.

 dst-mac—Specifies the destination-host
MAC address of the incoming packet.

e dst-port—Specifies the destination
TCP/UDP port.

* ipv6-label—Specifies the IPv6 flow label.
« |3-proto—Specifies the Layer 3 protocol.

« src-ip—Specifies the source host IP
address.

« src-mac—Specifies the source MAC
address of the incoming packet.

* src-port—Specifies the source TCP/UDP
port.

Step 4

end

Example:

Device(config)# end

Returns to privileged EXEC mode.

(Optional) Configuring the Port Aggregation Protocol Learn Method and Priority

To configure the PAgP learn method and priority, perform this procedure:

Procedure

Command or Action

Purpose

Step 1

enable

Example:

Device> enable

Enables privileged EXEC mode.

Enter your password if prompted.

Step 2

configureterminal

Example:

Device# configure terminal

Enters global configuration mode.
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Command or Action

Purpose

Step 3

interface interface-id

Example:

Device(config)# interface gigabitethernet
1/0/2

Specifies the port for transmission, and enters
interface configuration mode.

Step 4

pagp learn-method physical-port

Example:

Device(config-if)# pagp learn-method
physical port

Selects the PAgP learning method.

By default, aggregation-port learning is
selected, which means the device sends packets
to the source by using any of the ports in the
EtherChannel. With aggregate-port learning, it
is not important on which physical port the
packet arrives.

Selects physical-port to connect with another
device that is a physical learner.

Make sure to configure the port-channel
load-balance global configuration command
to src-mac.

The learning method must be configured the
same at both ends of the link.

Step 5

pagp port-priority priority
Example:

Device(config-if)# pagp port-priority
200

Assigns a priority so that the selected port is
chosen for packet transmission.

For priority, the range is 0 to 255. The default
is 128. The higher the priority, the more likely
that the port will be used for PAgP transmission.

Step 6

end

Example:

Device(config-if)# end

Returns to privileged EXEC mode.

Configuring Link Aggregation Control Protocol Hot-Standby Ports

When LACP is enabled, the software, by default, tries to configure the maximum number of LACP-compatible
ports in a channel, up to a maximum of 16 ports. Only eight LACP links can be active at one time; the remaining
eight links are placed in hot-standby mode. If one of the active links becomes inactive, a link that is in the

hot-standby mode becomes active in its place.

You can override the default behavior by specifying the maximum number of active ports in a channel, in
which case, the remaining ports become hot-standby ports. For example, if you specify a maximum of five
ports in a channel, up to 11 ports become hot-standby ports.

\}

Note

On an SVL system, a maximum of 8 ports is supported in an LACP EtherChannel configuration.
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If you configure more than eight links for an EtherChannel group, the software automatically decides which
of the hot-standby ports to make active based on the LACP priority. To every link between systems that
operate LACP, the software assigns a unique priority that is made up of these elements (in priority order):

» LACP system priority
« System ID (the device MAC address)
« LACP port priority
* Port number
In priority comparisons, numerically lower values have higher priority. The priority decides which ports

should be put in standby mode when there is a hardware limitation that prevents all compatible ports from
aggregating.

Determining which ports are active and which are hot standby is a two-step procedure. First the system with
a numerically lower system priority and system ID is placed in charge of the decision. Next, that system
decides which ports are active and which are hot standby, based on its values for port priority and port number.
The port priority and port number values for the other system are not used.

You can change the default values of the LACP system priority and the LACP port priority to affect how the
software selects active and standby links.

(Optional) Configuring the Link Aggregation Control Protocol Max Bundle

Procedure

When you specify the maximum number of bundled LACP ports allowed in a port channel, the remaining
ports in the port channel are designated as hot-standby ports.

Beginning in privileged EXEC mode, follow these steps to configure the maximum number of LACP ports
in a port channel.

Command or Action Purpose

Step 1 enable

Enables privileged EXEC mode.

Example: Enter your password if prompted.

Device> enable

Step 2 configure terminal Enters global configuration mode.

Example:
Device# configure terminal

Step 3 interface port-channel channel-number Enters interface configuration mode for a port
channel.
Example:
Device(config)# interface port-channel |FOr channel-number, the range is 1 to 252.
2
Step 4 lacp max-bundle max-bundle-number Specifies the maximum number of LACP ports

Example:

Device(config-if)# lacp max-bundle 3

in the port-channel bundle.

The range is 1 to 8 if the port channel number
is 128 or lesser.
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Command or Action

Purpose

The range is 1 to 4 if the port channel number
is 129 or greater.

Step 5

end

Example:
Device(config-if)# end

Returns to privileged EXEC mode.

Configuring Link Aggregation Control Protocol Port-Channel Standalone Disable

To disable the standalone EtherChannel member port state on a port channel, perform this task on the port
channel interface:

Procedure

Command or Action

Purpose

Step 1

enable

Example:

Device> enable

Enables privileged EXEC mode.

Enter your password if prompted.

Step 2

configureterminal

Example:

Device# configure terminal

Enters global configuration mode.

Step 3

interface port-channel channel-group

Example:

Device(config)# interface port-channel
channel-group

Selects a port channel interface to configure.

Step 4

port-channel standalone-disable

Example:

Device(config-if)# port-channel
standalone-disable

Disables the standalone mode on the
port-channel interface.

Step 5

end

Example:
Device(config-if)# end

Exits configuration mode.

Step 6

show etherchannel

Example:

Device# show etherchannel
port-channel

Device# show etherchannel
detail

channel-group|

channel-group|

Verifies the configuration.
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Configuring Link Aggregation Control Protocol Standalone Mode on EtherChannel

To configure LACP Standalone or Independent mode on an EtherChannel, perform the following procedure:

Procedure

Command or Action Purpose

Step 1 enable Enables privileged EXEC mode. Enter your

Example: password, if prompted.

Device> enable

Step 2 configure terminal Enters global configuration mode.

Example:

Device# configure terminal

Step 3 interface port-channel channel-number Enters interface configuration mode for a port
channel.
Example:
Device(config)# interface port-channel
1
Step 4 no port-channel standalone-disable Enables the LACP standalone or independent
mode.
Example:

Device(config-if)#no port-channel
standalone-disable

Step 5 end Returns to privileged EXEC mode.

Example:
Device(config-if)#end

Step 6 show Verifies the configuration.
running-oonfigur atio{fastethernet | gigebitethernet }slot
port-channel port-channel number

Example:

Device#show running-config interface
port-channel 1

Configuring the Link Aggregation Control Protocol Port Channel Min-Links

You can specify the minimum number of active ports that must be in the link-up state and bundled in an
EtherChannel for the port channel interface to transition to the link-up state. Using EtherChannel min-links,
you can prevent low-bandwidth LACP EtherChannels from becoming active. Port channel min-links also
cause LACP EtherChannels to become inactive if they have too few active member ports to supply the required
minimum bandwidth.

To configure the minimum number of links that are required for a port channel. Perform the following tasks.
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Command or Action

Purpose

Step1

enable

Example:

Device> enable

Enables privileged EXEC mode.

Enter your password if prompted.

Step 2

configureterminal

Example:

Device# configure terminal

Enters global configuration mode.

Step 3

interface port-channel channel-number

Example:

Device(config)# interface port-channel
2

Enters interface configuration mode for a
port-channel.

For channel-number, the range is 1 to 252.

Step 4

port-channel min-links min-links-number

Example:

Device(config-if)# port-channel min-links|
3

Specifies the minimum number of member ports
that must be in the link-up state and bundled in
the EtherChannel for the port channel interface
to transition to the link-up state.

For min-links-number, the range is 2 to 8.

Step 5

end

Example:

Device(config)# end

Returns to privileged EXEC mode.

(Optional) Configuring the Link Aggregation Control Protocol System Priority

You can configure the system priority for all the EtherChannels that are enabled for LACP by using the lacp
system-priority command in global configuration mode. You cannot configure a system priority for each

LACP-configured channel. By changing this value from the default, you can affect how the software selects
active and standby links.

You can use the show etherchannel summary command in privileged EXEC mode to see which ports are
in the hot-standby mode (denoted with an H port-state flag).

Follow these steps to configure the LACP system priority.

Procedure

Command or Action

Purpose

Step 1

enable

Example:

Device> enable

Enables privileged EXEC mode.

Enter your password if prompted.
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Command or Action

Purpose

Step 2 configure terminal Enters global configuration mode.
Example:
Device# configure terminal

Step 3 lacp system-priority priority Configures the LACP system priority.
Example: The range is 1 to 65535. The default is 32768.
gg‘é;ge(conﬁg)# lacp system-priority The lower the value, the higher the system

priority.

Step 4 end Returns to privileged EXEC mode.

Example:

Device(config)# end

(Optional) Configuring the Link Aggregation Control Protocol Port Priority

By default, all ports use the same port priority. If the local system has a lower value for the system priority
and the system ID than the remote system, you can affect which of the hot-standby links become active first
by changing the port priority of LACP EtherChannel ports to a lower value than the default. The hot-standby
ports that have lower port numbers become active in the channel first. You can use the show etherchannel
summary privileged EXEC command to see which ports are in the hot-standby mode (denoted with an H
port-state flag).

)

Note If LACP is not able to aggregate all the ports that are compatible (for example, the remote system might have
more restrictive hardware limitations), all the ports that cannot be actively included in the EtherChannel are

put in the hot-standby state and are used only if one of the channeled ports fails.

Follow these steps to configure the LACP port priority.

Procedure

Command or Action

Purpose

Step 1

enable

Example:

Device> enable

Enables privileged EXEC mode.

Enter your password if prompted.

Step 2

configureterminal

Example:

Device# configure terminal

Enters global configuration mode.

Step 3

interface interface-id

Example:

Specifies the port to be configured, and enters
interface configuration mode.
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Command or Action Purpose
Device(config)# interface gigabitethernet
1/0/2

Step 4 lacp port-priority priority Configures the LACP port priority.

Example: The range is 1 to 65535. The default is 32768.

Device(config-if)# lacp port-priority | 1Nelower the value, the more likely that the

32000 port will be used for LACP transmission.
Step 5 end Returns to privileged EXEC mode.

Example:

Device(config-if)# end

Configuring Link Aggregation Control Protocol 1:1 Redundancy

\)

Note * LACP 1:1 redundancy must be enabled at both ends of the LACP EtherChannel.

* For the LACP 1:1 Redundancy feature to work, the lacp max-bundle 1 command must be configured
along with the lacp fast-switchover command.

* For the LACP 1:1 Hot Standby Dampening feature to work, the lacp max-bundle 1 and lacp
fast-switchover commands must be configured before the lacp fast-switchover dampening command
is configured.

To configure LACP 1:1 redundancy, perform this procedure:

Procedure
Command or Action Purpose
Step 1 enable Enables privileged EXEC mode.
Example: Enter your password, if prompted.

Device> enable

Step 2 configure terminal Enters global configuration mode.

Example:

Device# configure terminal

Step 3 interface port-channel group_number Selects an LACP port channel interface and
. enters interface configuration mode.
Example:
Device(config)# interface port-channel
40
Step 4 lacp fast-switchover Enables the LACP 1:1 Redundancy feature on
the EtherChannel.
Example:

Device(config-if)# lacp fast-switchover

. Layer 2 Configuration Guide, Cisco I0S XE Dublin 17.11.x (Catalyst 9400 Switches)



| Configuring EtherChannels
Configuring Link Aggregation Control Protocol 1:1 Redundancy Fast Rate Timer .

Command or Action Purpose
Step5 lacp max-bundle 1 Sets the maximum number of active member
. ports to be one. The only value that is supported
Example:

with LACP 1:1 redundancy is 1.

Device(config-if)# lacp max-bundle 1

Step 6 lacp fast-switchover dampening seconds (Optional) Enables the LACP 1:1 Hot Standby
Dampening feature for this EtherChannel. The

Example: range for the time parameter is from 30 to 180
Device(config-if)# lacp fast-switchover seconds

dampening 60

Step 7 end Exits interface configuration mode and returns

Example: to privileged EXEC mode.

Device(config-if)# end

Configuring Link Aggregation Control Protocol 1:1 Redundancy Fast Rate Timer

You can change the LACP timer rate to modify the duration of the LACP timeout. Use the lacp ratecommand
to set the rate at which LACP control packets are received by an LACP-supported interface. You can change
the timeout rate from the default rate (30 seconds) to the fast rate (1 second). This command is supported only
on LACP-enabled interfaces.

To configure LACP 1:1 redundancy fast rate timer, perform this procedure:

Procedure
Command or Action Purpose
Step 1 enable Enables privileged EXEC mode.
Example: Enter your password if prompted.

Device> enable

Step 2 configure terminal Enters global configuration mode.

Example:

Device# configure terminal

Step 3 interface {fastethernet | gigabitethernet | Configures an interface and enters interface
| tengigabitethernet} slot/port configuration mode.
Example:
Device(config)# interface gigabitEthernet
2/1
Step 4 lacp rate{normal | fast} Configures the rate at which LACP control
) packets are received by an LACP-supported
Example: -
interface.

Device(config-if)# lacp rate fast . .
To reset the timeout rate to its default, use the

no lacp rate command.
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Command or Action

Purpose

Step 5

end

Example:

Device(config)# end

Returns to privileged EXEC mode.

Step 6

show lacp internal

Example:

Device# show lacp internal
Device# show lacp counters

Verifies your configuration.

Configuring Auto-LAG Globally

To configure Auto-LAG globally, perform this procedure:

Procedure

Command or Action

Purpose

Step1

enable

Example:

Device> enable

Enables privileged EXEC mode.

Enter your password if prompted.

Step 2

configureterminal

Example:

Device# configure terminal

Enters global configuration mode.

Step 3

[no] port-channel auto

Example:

Device(config)# port-channel auto

Enables the auto-LAG feature on a switch
globally. Use the no form of this command to
disable the auto-LAG feature on the switch
globally.

Note
By default, the auto-LAG feature is enabled
on the port.

Step 4

end

Example:

Device(config)# end

Returns to privileged EXEC mode.

Step 5

show etherchannel auto

Example:

Device# show etherchannel auto

Displays that EtherChannel is created
automatically.
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Configuring Auto-LAG on a Port Interface

To configure Auto-LAG on a port interface, perform this procedure:

Procedure
Command or Action Purpose
Step 1 enable Enables privileged EXEC mode.
Example: Enter your password if prompted.

Device> enable

Step 2 configureterminal Enters global configuration mode.

Example:

Device# configure terminal

Step 3 interface interface-id Specifies the port interface to be enabled for
. auto-LAG, and enters interface configuration
Example: mode
Device(config)# interface gigabitethernet '
1/0/1
Step 4 [no] channel-group auto (Optional) Enables auto-LAG feature on
) individual port interface. Use the no form of
Example:

) o this command to disable the auto-LAG feature
Device(config-if)# channel-group auto onindhﬁdualponinteﬁac&

Note
By default, the auto-LAG feature is enabled
on the port.
Step 5 end Returns to privileged EXEC mode.
Example:
Device(config-if)# end
Step 6 show etherchannel auto Displays that EtherChannel is created

Example: automatically.

Device# show etherchannel auto

Configuring Persistence with Auto-LAG

You use the persistence command to convert the auto created EtherChannel into a manual one and allow you
to add configuration on the existing EtherChannel.

To configure persistence with Auto-LAG, perform this procedure:
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. Monitoring EtherChannel, Port Aggregation Protocol, and Link Aggregation Control Protocol Status

Command or Action Purpose
Step 1 enable Enables privileged EXEC mode.
Example: Enter your password if prompted.
Device> enable
Step 2 port-channel channel-number persistent Converts the auto created EtherChannel into a
Example: manual one and allows you to add configuration
ple: on the EtherChannel.
Device# port-channel 1 persistent
Step 3 show etherchannel summary Displays the EtherChannel information.
Example:
Device# show etherchannel summary

Monitoring EtherChannel, Port Aggregation Protocol, and Link
Aggregation Control Protocol Status

You can display EtherChannel, PAgP, and LACP status using the commands listed in this table.

Table 15: Commands for Monitoring EtherChannel, PAgP, and LACP Status

Command Description

clear lacp { channel-group-number counters |Clears LACP channel-group information and traffic
| counters} counters.

clear pagp { channel-group-number counters |Clears PAgP channel-group information and traffic

counters}

counters.

show etherchannel [ channel-group-number {
detail | load-balance | port | port-channel
| protocol | summary}] [detail |
load-balance | port | port-channe |
protocol | auto | summary ]

Displays EtherChannel information in a brief, detailed,
and one-line summary form. Also displays the
load-balance or frame-distribution scheme, port,
port-channel, protocol, and Auto-LAG information.

showpagp [ channel-group-number] { counters
| internal | neighbor }

Displays PAgP information such as traffic
information, the internal PAgP configuration, and
neighbor information.

show pagp [ channel-group-number ] dual-active

Displays the dual-active detection status.

show lacp [ channel-group-number ] { counters |
internal | neighbor | sys-id}

Displays LACP information such as traffic
information, the internal LACP configuration, and
neighbor information.
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Command Description

show running-config Verifies your configuration entries.

show etherchannel load-balance Displays the load balance or frame distribution scheme
among ports in the port channel.

Configuration Examples for EtherChannels

The following sections provide various configuration examples for EtherChannels:

Example: Configuring Layer 2 EtherChannels

This example shows how to configure an EtherChannel on a single switch in the stack. It assigns two ports
as static-access ports in VLAN 10 to channel 5 with the PAgP mode desirable:

Device# configure terminal

Device(config)# interface range gigabitethernet2/0/1 -2
Device(config-if-range)# switchport mode access
Device(config-if-range)# switchport access vlan 10
Device(config-if-range)# channel-group 5 mode desirable non-silent
Device(config-if-range)# end

This example shows how to configure an EtherChannel on a single switch in the stack. It assigns two ports
as static-access ports in VLAN 10 to channel 5 with the LACP mode active:

Device# configure terminal

Device(config)# interface range gigabitethernet2/0/1 -2
Device(config-if-range)# switchport mode access
Device(config-if-range)# switchport access vlan 10
Device(config-if-range)# channel-group 5 mode active
Device(config-if-range)# end

This example shows how to configure a cross-stack EtherChannel. It uses LACP passive mode and assigns
two ports on stack member 1 and one port on stack member 2 as static-access ports in VLAN 10 to channel
5:

Device# configure terminal

Device(config)# interface range gigabitethernet2/0/74 -5
Device(config-if-range)# switchport mode access
Device(config-if-range)# switchport access vlan 10
Device(config-if-range)# channel-group 5 mode passive
Device(config-if-range)# exit

Device(config)# interface gigabitethernet3/0/3
Device(config-if)# switchport mode access
Device(config-if)# switchport access vlan 10
Device(config-if)# channel-group 5 mode passive
Device(config-if)# exit

PoE or LACP negotiation errors may occur if you configure two ports from switch to the access point (AP).
This scenario can be avoided if the port channel configuration is on the switch side. For more details, see the
following example:

Device(config)# interface Port-channell

Device(config-if)# switchport access vlan 20

Device(config-if)# switchport mode access
Device(config-if)# switchport nonegotiate
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. Example: Configuring Layer 3 EtherChannels

Device(config-if)# no port-channel standalone-disable
Device(config-if)# spanning-tree portfast

\}

Note

If the port reports LACP errors on port flap, you should include the following command as well: no errdisable
detect cause pagp-flap

Example: Configuring Layer 3 EtherChannels

This example shows how to configure a Layer 3 EtherChannel. It assigns two ports to channel 5 with the
LACP mode active:

Device# configure terminal

Device(config)# interface range gigabitethernet2/0/1 -2
Device(config-if-range)# no ip address
Device(config-if-range)# no switchport
Device(config-if-range)# channel-group 5 mode active
Device(config-if-range)# end

This example shows how to configure a cross-stack Layer 3 EtherChannel. It assigns two ports on stack
member 2 and one port on stack member 3 to channel 7 using LACP active mode:

Device# configure terminal

Device(config)# interface range gigabitethernet2/0/4 -5
Device(config-if-range)# no ip address
Device(config-if-range)# no switchport
Device(config-if-range)# channel-group 7 mode active
Device(config-if-range)# exit

Device(config)# interface gigabitethernet3/0/3
Device(config-if)# no ip address

Device(config-if)# no switchport

Device(config-if)# channel-group 7 mode active
Device(config-if)# exit

Example: Configuring Link Aggregation Control Protocol Hot-Standby Ports

This example shows how to configure an EtherChannel (port channel 2) that will be active when there are at
least three active ports, will comprise up to seven active ports and the remaining ports (up to nine) as hot-standby
ports:

Device# configure terminal

Device(config)# interface port-channel 2
Device(config-if)# port-channel min-links 3
Device(config-if)# lacp max-bundle 7

Example: Configuring Link Aggregation Control Protocol 1:1 Redundancy

This example shows how to configure the LACP 1:1 Redundancy feature on the EtherChannel:

Device> enable

Device# configure terminal
Device(config)# interface port-channel 40
Device(config-if)# lacp fast-switchover
Device(config-if)# lacp max-bundle 1

. Layer 2 Configuration Guide, Cisco I0S XE Dublin 17.11.x (Catalyst 9400 Switches)



| Configuring EtherChannels
Example: Configuring Standalone Mode on EtherChannel .

Device(config-if)# lacp fast-switchover dampening 60
Device(config-if)# end

This is a sample output from the show lacp internal command:

Device# show lacp 1 internal

Flags: S - Device is requesting Slow LACPDUs
F - Device is requesting Fast LACPDUs
A - Device is in Active mode
P - Device is in Passive mode

Channel group 1,[146 s left to exit dampening state]

LACP port Admin Oper Port Port
Port Flags State Priority Key Key Number State
Fal/1 FA hot-sby  30000* Ox1 Ox1 0x103 0x7
Fal/2 SA bndl 32768 Ox1 Ox1 0x102 0x3D

Example: Configuring Standalone Mode on EtherChannel

This example shows how to configure the Standalone mode or Independent mode on an Port channel:

Device(config)# interface port-channel 1
Device(config-if)# no port-channel standalone-disable
Device(config-if)# end

This example shows how to verify the configuration of the Standalone mode on a Port Channel interface:

Device# show running-config interface port-channel 1
Building configuration...
Current configuration:
1
interface Port-channell
no ip address
no switchport
no port-channel standalone-disable
end

Example: Configuring Auto LAG

This example shows how to configure Auto-LAG on a switch

Device> enable

Device# configure terminal
Device(config)# port-channel auto
Device(config-if)# end

Device# show etherchannel auto

This example shows the summary of EtherChannel that was created automatically.

Device# show etherchannel auto

Flags: - down P - bundled in port-channel
- stand-alone s - suspended
- Hot-standby (LACP only)
- Layer3 S - Layer2
- In use f - failed to allocate aggregator

not in use, minimum links not met
- unsuitable for bundling

- wailting to be aggregated

- default port

- formed by Auto LAG

>O=SCEZCOUOI =0
|
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Number of channel-groups in use: 1

Number of aggregators: 1

Group Port-channel Protocol Ports

------ -
1 Po1(SUA) LACP Gil1/0/45(P) Gi2/0/21(P) Gi3/0/21(P)

This example shows the summary of auto EtherChannel after executing the port-channel 1 persistent
command.

Device# port-channel 1 persistent

Device# show etherchannel summary

Switch# show etherchannel summary

Flags: D - down P - bundled in port-channel
- stand-alone s - suspended

|
H - Hot-standby (LACP only)
R - Layer3 S - Layer2
U - in use f - failed to allocate aggregator
M - not in use, minimum links not met
u - unsuitable for bundling
w - waiting to be aggregated
d - default port
A - formed by Auto LAG
Number of channel-groups in use: 1
Number of aggregators: 1
Group Port-channel Protocol Ports
------ -
1 Po1(SU) LACP Gi1/0/45(P) Gi2/0/21(P) Gi3/0/21(P)

Additional References for EtherChannels

Related Documents

Related Topic Document Title

For complete syntax and usage information for the | See the Layer 2/3 Commands section of theCommand
commands used in this chapter. Reference (Catalyst 9400 Series Switches)

Feature History for EtherChannels

This table provides release and related information for features explained in this module.

These features are available on all releases subsequent to the one they were introduced in, unless noted

otherwise.

Release Feature Feature Information

Cisco 10S XE Everest 16.6.1 | EtherChannels EtherChannel provides fault-tolerant high-speed
links between switches, routers, and servers.
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Release

Feature

Feature Information

Cisco 10S XE Gibraltar
16.12.1

EtherChannels Support
in non-StackWise Virtual
setup and StackWise
Virtual setup

A maximum of 252 EtherChannels (non-StackWise
Virtual setup) and 250 EtherChannels (StackWise
Virtual setup) are supported on a switch or switch
stack.

Cisco 10S XE Amsterdam
17.3.1

LACP 1:1 Redundancy
and Dampening

The LACP 1:1 Redundancy feature supports an
EtherChannel configuration with one active link
and fast switchover to a hot-standby link.

The LACP 1:1 Hot Standby Dampening feature
configures a timer that delays switchover back to
the higher priority port after it becomes active.

Cisco 10S XE Dublin 17.10.1

Standalone Mode on
Layer 3 Etherchannels

Support for configuring Standalone mode or
Independent mode on Layer 3 EtherChannels was
introduced in this release.

Use Cisco Feature Navigator to find information about platform and software image support. To access Cisco
Feature Navigator, go to http://www.cisco.com/go/cfn.
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CHAPTER 6

Configuring Precision Time Protocol (PTP)

* Restrictions and Limitations for Precision Time Protocol, on page 121
« Information About Precision Time Protocol, on page 122

» How to Configure Precision Time Protocol, on page 135

« Configuration Examples for Precision Time Protocol, on page 144

« Verifying Precision Time Protocol Configurations, on page 145

* Feature History for Precision Time Protocol, on page 151

Restrictions and Limitations for Precision Time Protocol

« The output of the show clock command on the device and PTP servo clock that is displayed in the output
of the show platfor m software fed active ptp domain command are not synchronized. These are two
different clocks that are used on the switch.

* Synchronization of PTP clock from system clock and vice versa is not supported.
* Inter-VLAN is not supported in PTP Transparent Clock Mode.

« The switch supports IEEE 802.1AS and IEEE 1588 Default profile and they are both mutually exclusive.
Only one profile can be enabled on the switch at a time.

* The Cisco PTP implementation supports only the two-step clock and not the one-step clock. If the switch
receives a one-step message from the Grand Master Clock, the message will be dropped.

* We do not recommend having non-PTP enabled devices in the PTP network since it decreases clock
synchronization accuracy.

« Signaling messages are not supported. These messages are dropped in the switch without being processed.

» Management messages with broadcast target id will be forwarded with a reduced hop count when the
boundary clock mode is enabled. Management messages will be forwarded without decreasing the
boundary hop count when transparent clock mode is enabled.

« Moving directly from one PTP mode to the other is not recommended. Clear the existing mode using no
PTP mode and then configure a new mode.

« IPv6 and VRF do not support PTP.

« Transparent clock mode is not supported on native Layer 3 ports and EtherChannel interfaces. (boundary
clock mode is supported on native Layer 3 ports)
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* PTP cannot be configured on supervisor modules.
« Stateful Switchover (SSO) does not support PTP. The PTP protocol restarts after a switchover.
« PTP is not supported on supervisor uplink ports.

» PTPv2 on Cisco StackWise Virtual is supported only on single supervisor chassis.

Information About Precision Time Protocol

Precision Time Protocol (PTP) is defined in IEEE 1588 as Precision Clock Synchronization for Networked
Measurements and Control Systems, and was developed to synchronize the clocks in packet-based networks
that include distributed device clocks of varying precision and stability. PTP is designed specifically for
industrial, networked measurement and control systems, and is optimal for use in distributed systems because
it requires minimal bandwidth and little processing overhead.

Smart grid power automation applications such as peak-hour billing, virtual power generators, and outage
monitoring and management, require extremely precise time accuracy and stability. Timing precision improves
network monitoring accuracy and troubleshooting ability.

In addition to providing time accuracy and synchronization, the PTP message-based protocol can be
implemented on packet-based networks, such as Ethernet networks. The benefits of using PTP in an Ethernet
network include:

« Low cost and easy setup in existing Ethernet networks

« Limited bandwidth required for PTP data packets

Ethernet Switches and Delays

In an Ethernet network, switches provide a full-duplex communication path between network devices. Switches
send data packets to packet destinations using address information contained in the packets. When the switch
attempts to send multiple packets simultaneously, some of the packets are buffered by the switch so that they
are not lost before they are sent. When the buffer is full, the switch delays sending packets. This delay can
cause device clocks on the network to lose synchronization with one another.

Additional delays occur when packets entering a switch are stored in local memory while the switch searches
the MAC address table to verify packet CRC fields. This process causes variations in packet forwarding time
latency, and these variations result in asymmetrical packet delay times.

Adding PTP to a network can compensate for these latency and delay by correctly adjusting device clocks so
that they stay synchronized with one another. PTP enables network switches to function as PTP devices,
including boundary clocks and transparent clocks.

Message-Based Synchronisation

To ensure clock synchronization, PTP requires an accurate measurement of the communication path delay
between the time source (master) and the receiver (slave). PTP sends messages between the master and slave
device to determine the delay measurement. Messages are described in detail in Precision Time Protocol
Version 2 Message Types. Then, PTP measures the exact message transmit and receive times and uses these
times to calculate the communication path delay. PTP then adjusts current time information network data for
the calculated delay, resulting in more accurate time information.
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This delay measurement principle determines path delay between devices on the network, and the local clocks
are adjusted for this delay using a series of messages that are sent between masters and slaves. The one-way
delay time is calculated by averaging the path delay of the transmit and receive messages. This calculation
assumes a symmetrical communication path; switched networks do not necessarily have symmetrical
communication paths, due to the buffering process.

PTP provides a method, using transparent clocks, to measure and account for the delay in a time-interval field
in network timing packets, making the switches temporarily transparent to the master and slave nodes on the
network. An end-to-end transparent clock forwards all messages on the network the same way that a switch
does.

\)

Note  Cisco PTP supports multicast PTP messages only.

The following figure shows a typical 1588 PTP network that includes grandmaster clocks, switches in boundary
clock mode, and Intelligent Electronic Device (IEDs) such as a digital relays or protection devices. In this
diagram, Master 1 is the grandmaster clock. If Master 1 becomes unavailable, the boundary clock slaves
switch to Master 2 for synchronization.

Figure 24: A PTP Network with Switches in Boundary Clock Mode
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Note  PTP with etherchannel interface and MACsec is supported.
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Precision Time Protocol Version 2 Message Types

PTP messages are categorized into the following types:

Event Messages are tagged with timestamps when data packets reach or leave a port and are used to calculate
the link delay based on the timestamps. Messages:

* Sync

* Delay_Req

 Pdelay_Req

* Pdelay_Resp
General Messages are not tagged with timestamps and are used to establish a master-slave hierarchy. General
messages are listed below:

* Announce

* Follow_Up

« Delay_Resp

 Pdelay_Resp_Follow_Up

Announce messages are used to establish the synchronization hierarchy.

Sync, Delay_Req, Follow_Up, and Delay_Resp messages are used to synchronize ordinary and boundary
clocks.

Pdelay_Req, Pdelay_Resp, and Pdelay_Resp_Follow_Up messages are used to measure the link delay in
transparent clocks.

The (Best Master Clock Algorithm (BMCA) elects the grandmaster clock and assign the ports as master or
slave. Following this, all the master ports start sourcing the clock to the downstream slaves using the Sync
and Follow_Up messages. The downstream slaves receive the clock and update their clock after computing
the delay of the link, time offset, frequency offset and drift error parameters.

The downstream slaves compute the link delay using one of the mechanisms.

 End-to-End Delay Mechanism, on page 125

* Peer-to-Peer Delay Mechanism, on page 126

Precision Time Protocol and Software Defined Architecture Overlay

« Software Defined Architecture (SDA) fabric switches do not support PTP messages with hardware
timestamp.

« PTP clock accuracy and latency gets affected when overlay PTP messages are forwarded without hardware
timestamp. PTP clock accuracy and latency gets affected as the number of hops increases.

« Configure multicast protocols — IGMP and PIM to forward Layer 2, Layer 3 format of PTP messages
in overlay.
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Precision Time Protocol Event Message Sequences

This section describes the PTP event message sequences that occur during synchronization.

End-to-End Delay Mechanism

The ordinary and boundary clocks that are configured for the delay request-response mechanism use the
following event messages to generate and communicate timing information:

e Sync

* Delay_Req

* Follow_Up

« Delay_Resp

These messages are sent in the following sequence:
The master sends a Sync message to the slave and notes the time (t1) at which it was sent.
The slave receives the Sync message and notes the time of reception (t2).
The master conveys to the slave the timestamp t1 by embedding the timestamp t1 in a Follow_Up message.

1
2
3
4. The slave sends a Delay_Req message to the master and notes the time (t3) at which it was sent.
5. The master receives the Delay Req message and notes the time of reception (t4).

6

The master conveys to the slave the timestamp t4 by embedding it in a Delay_Resp message.

After this sequence, the slave possesses all four timestamps. These timestamps can be used to compute the
offset of the slave clock relative to the master, and the mean propagation time of messages between the two
clocks.

The offset calculation is based on the assumption that the time for the message to propagate from master to
slave is the same as the time required from slave to master. Assumption is not always valid on an Ethernet
network due to asymmetrical packet delay times.
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Figure 25: End-to-End Delay Mechanism
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Peer-to-Peer Delay Mechanism

When the network includes multiple levels of boundary clocks in the hierarchy, with non-PTP enabled devices

between them, synchronization accuracy decreases.

The round-trip time is assumed to be equal to mean_path_delay/2, this is not always valid for Ethernet networks.
To improve accuracy, the resident time of each intermediary clock is added to the offset in the end-to-end
transparent clock. Resident time, however, does not take into consideration the link delay between peers,

which is handled by peer-to-peer transparent clocks.

Peer-to-peer transparent clocks measure the link delay between two clock ports implementing the peer delay
mechanism. The link delay is used to correct timing information in Sync and Follow_Up messages.

Peer-to-peer transparent clocks use the following event messages:

* Pdelay_Req
* Pdelay Resp
* Pdelay_Resp_Follow_Up

These messages are sent in the following sequence:

1. Port 1 generates timestamp t1 for a Pdelay Req message.
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2. Port 2 receives and generates timestamp t2 for this message.

3. Port 2 returns and generates timestamp t3 for a Pdelay_Resp message.

To minimize errors due to any frequency offset between the two ports, Port 2 returns the Pdelay Resp
message as quickly as possible after the receipt of the Pdelay Req message.

4. Port 2 returns timestamps t2 and t3 in the Pdelay_Resp and Pdelay_Resp_Follow_Up messages respectively.

5. Port 1 generates timestamp t4 after receiving the Pdelay _Resp message. Port 1 then uses the four timestamps
(t1, t2, t3, and t4) to calculate the mean link delay.

Figure 26: Peer-to-Peer Delay Mechanism
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Synchronizing the Local Clock

In an ideal PTP network, the master and slave clock operate at the same frequency. However, drift can occur
on the network. Drift is the frequency difference between the master and slave clock. You can compensate
for drift by using the timestamp information in the device hardware and follow-up messages (intercepted by
the switch) to adjust the frequency of the local clock to match the frequency of the master clock.
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Best Master Clock Algorithm

PTP Ports

The Best Master Clock Algorithm (BMCA) is the basis of PTP functionality. The BMCA specifies how each
clock on the network determines the best master clock in the subdomain of all the clocks that it can see,
including itself. The BMCA runs locally on each port in network continuously for every Announce interval
and quickly adjusts for changes in network configuration. BMCA based on IEEE 1588-2008 uses Announce
messages for advertising clock properties.

The BMCA uses the following criteria to determine the best master clock in the subdomain:
* Clock quality. Example, GPS is considered the highest quality.
« Accuracy of the clock’s time base
« Stability of the local oscillator

* Closest clock to the grandmaster

BMCA based on IEEE 1588-2008 uses own data set with the received data set to determine the best clock
based on the attributes with the following properties, in the indicated order:

1. Priorityl: User-assigned priority to each clock. The range is from 0 to 255. The default value is 128.
Class: Class to which a clock belongs, each class has its own priority.
Accuracy: Precision between clock and UTC, in nanoseconds

2

3

4. Variance: Variability of clock

5. Priority2: Final priority. The range is from 0 to 255. The default value is 128.
6

Unique Identifier: 64-bit Extended Unique Identifier (EUI)

In addition to identifying the best master clock, the BMCA also ensures that clock conflicts do not occur on
the PTP network by ensuring that:

* There is no misconfiguration, such as two master clocks or no master clocks, as a result of the master
clock identification process.

« Clocks do not have to negotiate with one another

N

Note

tree, and this synchronization tree is different from spanning tree.

Starting Cisco 10S XE Bengaluru 17.6.4 release, the default PTP profile determines its own synchronization

This topic decribes about the different PTP port states and their respective functions:

PTP Port State Description

INITIALIZING |When a portis in the INITIALIZING state, it initiates data sets, hardware and
communication facilities. There are no PTP messages placed by the ports of the clock
in its communication path. If one of the ports of boundary clock is in INITIALIZING
state, then all the ports will be in the INITIALIZING state.
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PTP Port State Description

FAULTY When a port is in the FAULTY state, there are no PTP messages allowed in the
communication path. Ports in a boundary clock is not affected by a FAULTY port with
no activity. When the port link status is down, PTP port state moves to FAULTY.

DISABLED A DISABLED port places no messages on it's communication path. This port state affects
no activity at any other port of the boundary clock. A DISABLED port state discards all
PTP messages received except for peer delay messages.

LISTENING The LISTENING port state waits for the announceReceiptTimeout to expire or to receive
an Announce message from the master clock. This port state essentially allows orderly
addition of clocks to a domain. When a port is in LISTENING state, does not accept any
PTP messages except for Pdelay Req, Pdelay Resp, Pdelay Resp_Follow_Up messages.

PRE_MASTER | The PRE_MASTER port behaves similar to a MASTER port state. The PRE_MASTER
port state does not place any messages on its communication path except for Pdelay_Req,
Pdelay_Resp, Pdelay_Resp_Follow_Up, signaling, or management messages.

MASTER This port state behaves as the MASTER of the time source.

PASSIVE The PASSIVE port state does not place any messages on its communication path except
for Pdelay_Req, Pdelay_Resp, Pdelay_Resp_Follow_Up.

UNCALIBRATED | A port state is UNCALIBATED when there is more than one master port in the domain.
This happens when the appropriate master port is selected and the local port is preparing
to synchronize with the selected master port. This is a transient state that allows
initialization of synchronization servos, updating of data sets when a new master port
has been selected, and other implementation-specific activity.

SLAVE This port state synchonises with the selected MASTER port.

Precision Time Protocol Clocks

A PTP network is made up of PTP-enabled devices. These devices typically consist of the following clock
types.

Grandmaster Clock

Within a PTP domain, the grandmaster clock is the primary source of time for clock synchronization using
PTP. The grandmaster clock usually has a very precise time source, such as a GPS or atomic clock. When the
network does not require any external time reference and only needs to be synchronized internally, the
grandmaster clock can have a free run.

)

Note  Use the device as grandmaster clock in the network considering its reduced clock accuracy.

Ordinary Clock

An ordinary clock is a PTP clock with a single PTP port. It functions as a node in a PTP network and can be
selected by the BMCA as a master or slave within a subdomain. These are the most common clock type on
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a PTP network because they are used as end nodes on a network that is connected to devices requiring
synchronization. Ordinary clocks have various interfaces to external devices.

Boundary Clock

A boundary clock in a PTP network operates in place of a standard network switch or router. Boundary clocks
have more than one PTP port, and each port provides access to a separate PTP communication path. Boundary
clocks provide an interface between PTP domains. They intercept and process all PTP messages, and pass all
other network traffic. The BMCA is used to select the best clock seen by any port. The selected port is then
set as a slave and the other ports are set as master. The master port synchronizes the clocks that are connected
downstream, while the slave port synchronizes with the upstream master clock.

To set a port permanently as primary (master), use the ptp role primary command in interface configuration
mode. Setting a port permanently as primary (master) ensures that the port remains as a primary (master) even
if a clock connected to the port can be elected as a grandmaster clock.

\}

Note

connected to devices requiring synchronization.

The command ptp role primary must be used only on ports that are used as end nodes on a network that are

Use the show ptp port interface_id command to verify if the port is set as primary (master).

Transparent Clock

The role of transparent clocks in a PTP network is to update the time-interval field that is part of PTP event
message. This update compensates for switch delay and has an accuracy of within one picosecond.

There are two types of transparent clocks:

End-to-end (E2E) transparent clocks measure the PTP event message transit time (also known as resident
time) for SYNC and DELAY_REQUEST messages. This measured transit time is added to a data field
(correction field) in the corresponding messages:

 The measured transit time of a SYNC message is added to the correction field of the corresponding
SYNC or the FOLLOW_UP message.

» The measured transit time of a DELAY_REQUEST message is added to the correction field of the
corresponding DELAY_RESPONSE message.

The slave uses this information when determining the offset between the slave’s and the master’s time. E2E
transparent clocks do not provide correction for the propagation delay of the link itself.

Peer-to-peer (P2P) transparent clocksmeasure PTP event message transit time the same way E2E transparent
clocks do. In addition, P2P transparent clocks measure the upstream link delay. The upstream link delay is
the estimated packet propagation delay between the upstream neighbor P2P transparent clock and the P2P
transparent clock under consideration.

These two times (message transit time and upstream link delay time) are both added to the correction field of
the PTP event message, correction field of the message that is received by the slave contains the sum of all
link delays. In theory, this is the total end-to-end delay (from master to slave) of the SYNC packet.

The following figure illustrates PTP clocks in a master-slave hierarchy within a PTP network.
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Figure 27: PTP Clock Hierarchy
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Precision Time Protocol Profiles

The IEEE 1588 definition of a PTP profile is the set of allowed PTP features applicable to a device . A PTP
profile is usually specific to a particular type of application or environment and defines the following values:

* Best master clock algorithm options

« Configuration management options

« Path delay mechanisms (peer delay)

« Range and default values of all PTP configurable attributes and data set members
« Closest clock to the grandmaster

« Transport mechanisms that are required, permitted, or prohibited

« Node types that are required, permitted, or prohibited

« Options that are required, permitted, or prohibited

Default Profile

The default PTP profile mode on switch is default profile mode. The PTP mode of transport is Layer 2 and
Layer 3.

By default, PTP default profile is disabled globally on these platforms.

Precision Time Protocol on an EtherChannel Interface

An EtherChannel interface allows multiple physical Ethernet links to combine into one logical channel.
Configuring EtherChannel interface allows load sharing of traffic among the links in the channel as well as
redundancy if one or more links in the EtherChannel fail. This behaviour of an EtherChannel interface does
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not change when PTP is configured. The example below illustrates how PTP works when it is configured on
an EtherChannel interface.

\)

Note  PTP configurations can be done only on EtherChannel member interfaces and not on the main EtherChannel
or PortChannel interface.

For example, in the figure below there are two switches (Switch A and Switch B) connected through an eight
member EtherChannel. If you consider Switch A as the master clock, all the ports part of the EtherChannel
are master ports. Similarly, Switch B is the slave clock and one of the ports from the EtherChannel bundle
becomes the slave port while all other ports become passive ports. It is always the port with the lowest port
number in the Etherchannel bundle that is designated as the slave port. If that slave port is disabled or shut
down for any reason, the next port with the lowest port number is designated as the slave port.

The master and slave relationship is established when the feature is configured on an EtherChannel interface
as well. The master ports from Switch A send and receives PTP messages. In Switch B only the slave port
exchanges PTP messages. There is no exchange of PTP messages in the passive ports.

Figure 28: Precision Time Protocol on an EtherChannel Interface
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AES67 Media Profile

The AES67 PTP media profile is based on the AES67 standard that is used for high-performance streaming
and audio-over-IP interoperability in audio devices. AES67 uses IEEE 1588-2008 PTP for clock synchronization
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of devices and prioritization of control and data traffic. IEEE 1588-2008 also defines various parameters for
audio traffic and device discovery protocol that are not required to be implemented in switches or bridges.

The following table defines the various parameters for PTP to be compliant with AES67.

Table 16: PTP Parameters for AES67 Compliance

Attribute 1588 Profile Range (Default Value) | AES67 Profile Range (Default
Value)

PTP Domain 0 to 255 (0) 0 to 255 (0)

Priority1/Priority2 0 to 255 (128) 0 to 255 (128)

Announce Interval 0to4 (1) 0to4 (1)

Announce Timeout 21010 (3) 21010 (3)

Sync Interval -3to +1 (0) -4t01(-3)

Delay Request Minimum Interval |0to 5 (0) -3to 5(0)

AESG67 uses three traffic classes with different traffic types. PTP packets sent by a device must be marked
with DSCP EF (46) for expedited forwarding through IP networks. For media and best-effort classes, traffic
streams are marked by end devices with DSCP values, as mentioned in the following table. You can also
configure QoS policies on the interface for data packets, and re-mark using QoS ingress policies.

Table 17: Traffic Classification

Class Traffic Type Default DiffServ
Name Class
(DSCP Decimal
Value)
Clock IEEE 1588-2008 Announce, Sync, Follow_Up, Delay_Req, Delay Resp, | EF (46)

Pdelay _Req, Pdelay_Resp and Pdelay_Resp_Follow_Up packets

Media Real-time Transport Protocol (RTP) and Real-Time Transport Control | AF41 (34)
Protocol (RTCP) media stream data

Best Effort | IEEE 1588-2008 signalling and management messages. Discovery and | DF (0)
connection management messages.

IP IGMPv2 and IGMPv3 snooping enables transmission of multicast audio traffic on specified interfaces. For
AESG67 deployments using Dante PTPv1 messages, the device enables IGMP snooping by default on the
VLAN, and interested endpoints can express the need for PTPv1 groups. This enables multicast snooping
entries to be created, which in turn allows forwarding of PTPv1 messages.
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A

Note « SMPTE PTP media profile is not supported. However, because SMPTE uses IEEE 1588 PTP profile, if
SMPTE can operate PTP with AES67 PTP definitions, SMPTE can be added to the network.

« The audio-over-IP interoperability in audio devices is supported only if both devices use AES67 media
profile.

G8275.1 Telecom Profile

The G8275.1 telecom profile is based on the ITU-T standard that is used to ensure network interoperability
for accurate delivery of phase and time synchronization. The G8275.1 specifies a profile for telecommunication
applications based on IEEE 1588 PTP.

The G8275.1 profile can receive messages from one-step clock and two-step clocks without any specific
configuration required. The clock is not required to support one-step or two-step mode to transmit messages.
The ingress messages from one-step clock and egress messages from two-step clock is supported after
processing

PTP Clocks Supported

The ordinary clock, boundary clock and transparent clock are used in this profile.

357794
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\)

Note  This profile supports only end-to-end transparent clock. You cannot use peer-to-peer transparent clock in this
profile.

PTP Messages Supported
The G8275.1 profile uses Sync, Follow_Up, Announce, Delay _Req, and Delay Resp messages only.

Figure 29: PTP Messages supported on G8275.1 profile
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How to Configure Precision Time Protocol

The following sections provide information about the various tasks that comprise the configuration of PTP.

Configuring Precision Time Protocol Default Profile

To configure Layer 2 PTP globally, follow these steps:

Procedure
Command or Action Purpose
Step 1 enable Enables privileged EXEC mode.
Example: Enter your password if prompted.

Device> enable

Step 2 configure terminal Enters global configuration mode.

Example:

Device configure terminal

Step 3 ptp mode{boundary {delay-req | pdelay-req | Specifies the synchronization clock mode:

}| e2etransparent | p2ptransparent} « boundary to enable the switch to

Example: participate in selecting the best master
Device(config)# ptp mode boundary clock. If no better clocks are detected, the
delay-req switch becomes the grandmaster clock on
Device(config)# ptp mode boundary the network and the parent clock to all
pdelay-req connected devices. If the best master is

Device(config)# ptp mode eZetransparent

Device(config)# ptp mode p2ptransparent determined to be a clock that is connected

to the switch, the switch synchronizes to
that clock as a child to the clock, then acts
as a parent clock to devices connected to
other ports. After initial synchronization,
the switch and the connected devices
exchange timing messages to correct time
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Command or Action

Purpose

skew that is caused by clock offsets and
network delays. Use this mode when
overload or heavy load conditions produce
significant delay jitter

e2etransparent for the switch to
synchronize all switch ports with the grand
master clock that is connected to the
switch,. This is the default clock mode.
The switch corrects for the delay that is
incurred by every packet passing through
it (referred to residence time). This mode
causes less jitter and error accumulation
than boundary mode.

p2ptransparent where the switch does
not synchronize its clock with the master
clock. A switch in this mode does not
participate in master clock selection and
uses the default PTP clock mode on all
ports.

Note

Once PTP default profile is enabled globally,
PTP is enabled on all the interfaces. To disable
PTP selectively on individual interfaces, use
no ptp enable command in interface
configuration mode.

Step 4

[no]ptp domain value

Example:
Device(config)# ptp domain 8

Configures the domain value on PTP.

« A single domain value can be set. The
range is from 4 to 127. The default value
is 0.no ptp domain command will set the
value to default.

Configuring Precision Time Protocol on Layer 2 interface

Procedure

Command or Action

Purpose

Step 1

enable

Example:

Device> enable

Enables privileged EXEC mode.

Enter your password if prompted.
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Command or Action

Purpose

Step 2

configureterminal

Example:

Device configure terminal

Enters global configuration mode.

Step 3

interface interface-id

Example:

Device(config)# interface
TenGigabitEthernetl/0/1

Specifies the physical interface to be configured,
and enters interface configuration mode. The
interface that you specify can be part of an
EtherChannel.

Step 4

[no ]ptp enable

Step 5

ptp vlan vlan-id

Example:
Device(config-if)# ptp vlan 5

Sets the PTP VLAN on a trunk port. The default
is the native VLAN of the trunk port. In
boundary mode, only PTP packets in PTP
VLAN will be processed, PTP packets from
other VLANS will be dropped. Before
configuring the PTP VLAN on an interface, the
PTP VLAN must be created and allowed on the
trunk port.

Step 6

end

Example:
Device(config-if)# end

Returns to privileged EXEC mode.

Configuring Precision Time Protocol on EtherChannel Member Interface

To configure PTP on EtherChannel member interface, follow these steps:

Procedure

Command or Action

Purpose

Step 1

enable

Example:

Device> enable

Enables privileged EXEC mode.

Enter your password, if prompted.

Step 2

configureterminal

Example:

Device# configure terminal

Enters global configuration mode.

Step 3

interface port-channel number

Example:

Device(config-if)# interface
port-channel 1

Specifies the port channel interface to be
configured, and enters interface configuration
mode.
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Command or Action

Purpose

Step 4

switchport modetrunk

Example:

Device(config-if)# switchport mode trunk

Configures the port channel interface as a trunk
port.

Step 5

no shutdown

Example:

Device(config-if)# no shutdown

Enables the port channel interface.

Step 6

exit
Example:
Device(config-if)# exit

Exits interface configuration mode and returns
to global configuration mode.

Step 7

inter face interface-id

Example:

Device(config)# interface
TenGigabitEthernetl/0/42

Specifies the physical interface to be
configured, and enters interface configuration
mode.

Step 8

switchport modetrunk

Example:
Device(config-if)# switchport mode trunk|

Configures the physical interface as a trunk
port.

Step 9

channel-group channel-number mode on

Example:

Device(config-if)# channel-group 1 mode
on

Configures the port in a channel group and sets
the mode. The channel-number range is from
1 to 4096.

Step 10

ptp enable

Example:
Device(config-if)# ptp enable

Enables PTP on the member interface.

Step 11

ptp syncinterval value

Example:
Device(config-if)# ptp sync interval -3

Configures the logarithmic mean interval to
send synchronization messages. The range is
-3 to 1. The default is 0 (1 second).

Step 12

end

Example:
Device(config-if)# end

Returns to privileged EXEC mode.
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Configuring Precision Time Protocol on SVI or Layer 3 Interface

Procedure

Command or Action

Purpose

Step 1

enable

Example:

Device> enable

Enables privileged EXEC mode.

Enter your password if prompted.

Step 2

configureterminal

Example:

Device# configure terminal

Enters global configuration mode.

Step 3

ptp transport ipv4 udp

Example:
Device(config)# ptp transport ipv4 udp

Configures IPv4 as the PTP transport mode.

Note
Only IPv4 is supported as the PTP transport
method for Layer 3 PTP.

Configuring the Source IP on Precision Time Protocol

To configure the source IP on PTP, perform this procedure:

Procedure

Command or Action

Purpose

Step 1

enable

Example:

Device> enable

Enables privileged EXEC mode.

Enter your password if prompted.

Step 2

configureterminal

Example:

Device# configure terminal

Enters global configuration mode.

Step 3

[no]ptp source {source-address | loopback
[vlan}

Example:

Device(config)# ptp source source address|
Device(config)# ptp source loopback
Device(config)# ptp source vlan

Specifies the synchronization clock mode:

« source address once configured, PTP
messages in all the interfaces will carry
this source ip.

« loopback PTP messages in all the
interfaces will carry the IP that is
configured on the loopback interface.

« vlan PTP messages will carry the IP
configured on the SVI interface
corresponding to the port.
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Command or Action

Purpose

Note
You can use no ptp source command as
default.

Step 4

end

Example:
Device(config-if)# end

Returns to privileged EXEC mode.

Configuring Precision Time Protocol Timers

To configure the PTP timer values from default to required values, follow these steps:

Before you begin

Timer inputs are measured in units of log mean message interval value. To determine the value in seconds
for the interval keyword, use a logarithmic scale. The following table shows examples of the value keyword
that is converted to seconds with a logarithmic scale:

Value Logarithmic Value in
Entered Calculation Seconds
-1 21 1/2

0 20 1

0 indicates 1 packet per second and -1 indicates 1 packet per 2 seconds.

Procedure

Command or Action

Purpose

Step 1

enable

Example:

Device> enable

Enables privileged EXEC mode.

Enter your password if prompted.

Step 2

configure terminal

Example:

Device# configure terminal

Enters global configuration mode.

Step 3

inter face interface-id

Example:

Device(config)# interface
gigabitethernet2/0/1

Specifies the physical port to be configured,
and enters interface configuration mode.

Step 4

ptp announce{interval value | timeout count}

Example:

(Optional) Configures the interval between PTP
announce messages on an interface or the
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Command or Action

Purpose

Device(config-if)# ptp announce interval
1

number of PTP intervals before a timeout occurs
on an interface.

« interval value sets the logarithmic mean
interval to send announce messages. The
range is 0 to 4. The default is 0 (1 second).

« timeout count sets the logarithmic mean
interval in seconds to announce timeout
messages. The range is 2 to 10. The default
is 3 (8 seconds).

Step 5

ptp sync {interval value | limit offset-value}

Example:
Device(config-if)# ptp sync interval 1

(Optional) Configures the interval between PTP
synchronization messages on an interface.

« interval value sets the logarithmic mean
interval to send synchronization messages.
The range is -3 to 1. The defaultis 0 (1
second).

« limit offset-value sets the maximum clock
offset value before PTP attempts to
resynchronize. The range is from 50 to
500000000 nanoseconds. The default is
500000000 nanoseconds.

Step 6

ptp delay-req interval value

Example:

Device(config-if)# ptp delay-req interval
1

(Optional) Configures the logarithmic mean
interval allowed between PTP delay request
messages when the port is in the master state.
The range is 0 to 5. The default is 0 (1 second).

Step 7

ptp pdelay-req interval value

Example:

Device(config-if)# ptp pdelay-req
interval 1

(Optional) Configures the logarithmic mean
interval allowed between pdelay request
messages when the port is in the master state.
The range is 0 to 5. The default is 0 (1 second).

Step 8

end

Example:
Device(config-if)# end

Returns to privileged EXEC mode.

Configuring the Values of Precision Time Protocol Clocks

Follow these steps to configure the values of PTP clock priorityl and priority2:
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Command or Action

Purpose

Step1

enable

Example:

Device> enable

Enables privileged EXEC mode.

Enter your password, if prompted.

Step 2

configureterminal

Example:

Device# configure terminal

Enters global configuration mode.

Step 3

ptp priorityl value

Example:
Device(config)# ptp priorityl 120

Sets the value of PTP clock priorityl. The range
is from 0 to 255. The default value is 128.

Note
If the value of priorityl is configured as 255,
the clock cannot be considered as Grandmaster.

Step 4

ptp priority2 value

Example:
Device(config)# ptp priority2 120

Sets the value of PTP clock priority2. The range
is from 0 to 255. The default value is 128.

Step 5

exit
Example:

Device(config)# exit

Returns to global configuration mode.

Configuring Precision Time Protocol Using AES67 Media Profile

Procedure

Command or Action

Purpose

Step1

enable

Example:

Device> enable

Enables privileged EXEC mode.

Enter your password, if prompted.

Step 2

configureterminal

Example:

Device configure terminal

Enters global configuration mode.

Step 3

ptp transport-protocol ipv4 udp

Example:

Device(config)# ptp transport-protocol
ipv4 udp

Enables the PTP Layer 3 mode.
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Command or Action Purpose
Step 4 ptp mode boundary delay-req Configures the device for boundary clock
. mode using the peer delay request mechanism.
Example:
Device(config)# ptp mode boundary
delay-req
Step 5 interface range interface-range Specifies the range of interfaces to be
, configured, and enters interface-range
Example:

configuration mode.
Device(config)# interface range

GigabitEthernetl/0/1-GigabitEthernetl/0/2

Step 6 ptp syncinterval value Configures the interval between PTP
synchronization messages on the interface

Example: range. The range is from -4 to 1.

Device(config-if-range)# ptp sync
interval -3

Step 7 ptp delay-req interval value Configures the logarithmic mean interval that
is allowed between PTP delay request

Example: L .

a_ pie o messages when the port is in the primary state.
Device(config-if-range)# ptp delay-req Therangeisfron1-3t05.

interval -3

Step 8 exit Exits interface-range configuration mode and

. enters global configuration mode.
Example:

Device(config-if-range)# exit

Step 9 ptp ip dscp value message general Configures IP DSCP value for PTP general
, messages. The range is from 0 to 63.
Example:
Device(config)# ptp ip dscp 46 message
general
Step 10 ptp ip dscp value message event Configures IP DSCP value for PTP event
. messages. The range is from 0 to 63.
Example:
Device(config)# ptp ip dscp 46 message
event
Step 11 end Returns to privileged EXEC mode.
Example:

Device(config)# end

Configuring Precision Time Protocol Using G8275.1 Telecom Profile

To configure PTP using G8275.1 Telecom profile, perform this procedure:
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Command or Action

Purpose

Step1

enable

Example:

Device> enable

Enables privileged EXEC mode.

Enter your password, if prompted.

Step 2

configureterminal

Example:

Device configure terminal

Enters global configuration mode.

Step 3

ptp profile 8275.1
clock-mode{boundary | transparent}

Example:

Device(config)# ptp profile 8275.1
clock-mode boundary

Configures the clock mode for the device.

« boundary mode sets the device to
boundary clock mode.

« transparent mode sets the device to
transparent clock mode.

Step 4

interface range interface-range

Example:

Device(config)# interface range
GigabitEthernetl/0/1-GigabitEthernetl/0/2

Specifies the range of interfaces to be
configured, and enters interface-range
configuration mode.

Step 5

exit
Example:

Device(config-if-range)# exit

Exits interface-range configuration mode and
enters global configuration mode.

Step 6

ptp ip dscp value message general

Example:

Device(config)# ptp ip dscp 46 message
general

Configures IP DSCP value for PTP general
messages. The range is from 0 to 63.

Step 7

ptp ip dscp value message event

Example:

Device(config)# ptp ip dscp 46 message
event

Configures IP DSCP value for PTP event
messages. The range is from 0 to 63.

Step 8

end

Example:

Device(config)# end

Returns to privileged EXEC mode.

Configuration Examples for Precision Time Protocol

The following sections provide PTP configuration examples.
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Example: Configuring Precision Time Protocol Using AES67 Media Profile

The following is a sample PTP configuration to set up a device using AES67 media profile:

Device# configure terminal

Device(config)# ptp transport-protocol ipv4 udp

Device(config)# ptp mode boundary delay-req

Device(config)# interface range gigabitethernetl/0/1-gigabitethernetl/0/2
Device(config-if-range)# ptp sync interval -3

Device(config-if-range)# ptp delay-req interval -3
Device(config-if-range)# exit

Device(config)# ptp ip dscp 46 message general

Device(config)# ptp ip dscp 46 message event

Device(config)# end

The following is a sample QoS configuration to set up a device such that the expedited forwarding
messages face minimal latency and media traffic faces no drops:

Device# configure terminal

Device(config)# class-map match-all PTP
Device(config-cmap)# match dscp 46
Device(config-cmap)# class-map match-any VOICE
Device(config-cmap)# match dscp 34
Device(config-cmap)# exit

Device(config)# policy-map GENERAL-QOS
Device(config-pmap)# class PTP

Device(config-pmap-c)# priority level 1 percent 10
Device(config-pmap-c)# class VOICE
Device(config-pmap-c)# bandwidth remaining percent 30
Device(config-pmap-c)# class class-default
Device(config-pmap-c)# bandwidth remaining percent 60
Device(config-pmap-c)# end

Verifying Precision Time Protocol Configurations

Verifying Layer 2 and Layer 3 PTP Configurations

show ptp port interface-name

To verify PTP port state, use show ptp port interface-name command.

To verify the PTP port states on all interfaces use show ptp brief command.

The following is a sample output for boundary mode configuration with delay request mechanism:

Device# show ptp port GigabitEthernetl/0/45

PTP PORT DATASET: GigabitEthernetl/0/45
Port identity: clock identity: OxCC:46:D6:FF:FE:C5:24:0
Port identity: port number: 45
PTP version: 2
Port state: SLAVE
Delay request interval(log mean): O
Announce receipt time out: 3
Announce interval(log mean): 1
Sync interval(log mean): O
Delay Mechanism: End to End
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Peer delay request interval(log mean): O
Sync fault limit: 500000000

The following is a sample output for boundary mode configuration with pdelay request mechanism:

Device# show ptp port GigabitEthernetl/0/45

PTP PORT DATASET: GigabitEthernetl/0/45
Port identity: clock identity: OxCC:46:D6:FF:FE:C5:24:0
Port identity: port number: 45

PTP version: 2

Port state: MASTER

Delay request interval(log mean): O
Announce receipt time out: 3

Announce interval(log mean): 1

Sync interval(log mean): O

Delay Mechanism: Peer to Peer

Peer delay request interval(log mean): O
Sync fault limit: 500000000

show ptp brief
To verify the PTP port states on all interfaces use show ptp brief command.

The following is a sample output for show ptp brief command:

Device# show ptp brief
Interface Domain PTP State

TenGigabitEthernetl/0/1 0 MASTER
TenGigabitEthernetl/0/2 0 SLAVE
TenGigabitEthernetl/0/3 0 FAULTY

show ptp clock

To verify the PTP clock identity details and to verify the configured values of Priorityl and Priority2, use
show ptp clock command.

The following is a sample output for show ptp clock command:

Device# show ptp clock
PTP CLOCK INFO
PTP Device Type: Boundary clock
PTP Device Profile: Default Profile
Clock Identity: OxCC:46:D6:FF:FE:C5:24:0 <<clock identity of this
switch>>
Clock Domain: O
Number of PTP ports: 52
Priorityl: 128
Priority2: 128
Clock Quality:
Class: 248
Accuracy: Unknown
Offset (log variance): 16640
Offset From Master(ns): O
Mean Path Delay(ns): O
Steps Removed: 1

show ptp parent
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To identify which Grandmaster Clock identity the device is synced to in boundary mode, use show ptp parent
command

N

Note show ptp parent will not display any output if the device is configured in transparent clock mode.

The following is a sample output for show ptp parent command:

Device# show ptp parent
PTP PARENT PROPERTIES
Parent Clock:
Parent Clock ldentity: Ox0:11:1:FF:FE:0:0:1
Parent Port Number: 1
Observed Parent Offset (log variance): 16640
Observed Parent Clock Phase Change Rate: N/A

Grandmaster Clock:
Grandmaster Clock ldentity: 0x0:11:1:FF:FE:0:0:1 <<Grandmaster clock
identity to which the device is synced to>>
Grandmaster Clock Quality:
Class: 6
Accuracy: Within 25ns
Offset (log variance): 0O
Priorityl: 128
Priority2: 128

show platform software fed active ptp domain 0

To verify the local servo PTP clock synchronization to Grandmaster clock on a device configured in boundary
mode with delay-request mechanism, use show platform software fed active ptp domain O command.

Device#
show platform software fed active ptp domain O

Displaying data for domain number O

Profile Type : DEFAULT
Profile State: enabled

Clock Mode : BOUNDARY CLOCK
Delay mechanism: End-to-End
PTP clock : 2017-6-28 5:58:59
Transport Method: L2 Ethernet

By default, local servo PTP clock will be displaying EPOCH time(1970-1-1) when the device is not synced
to any PTP Grandmaster Clock.

show ptp port interface-name
To verify PTP port state, use show ptp port interface-name command.
To verify the PTP port states on all interfaces use show ptp brief command.

The following is a sample output for boundary mode configuration with delay request mechanism:
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Device# show ptp port FortyGigabitEthernetl/0/10
PTP PORT DATASET: FortyGigabitEthernetl/0/10
Port identity: clock identity: Ox0:A3:D1:FF:FE:5A:12:0
Port identity: port number: 10
PTP version: 2
Port state: SLAVE
Delay request interval(log mean): O
Announce receipt time out: 3
Announce interval(log mean): 1
Sync interval(log mean): O
Delay Mechanism: End to End
<< PTP mode delay >>
Peer delay request interval(log mean): O
Sync fault limit: 500000000

show ptp parent

To identify which Grandmaster Clock identity the device is synced to in boundary mode, use show ptp parent
command

\}

Note  show ptp parent will not display any output if the device is configured in transparent clock mode.

The following is a sample output for show ptp parent command:

Device# show ptp parent

PTP PARENT PROPERTIES

Parent Clock:

Parent Clock ldentity: Ox38:E:4D:FF:FE:81:FE:29
<< Immediate next Master >>

Parent Port Number: 196

Observed Parent Offset (log variance): 17258

Observed Parent Clock Phase Change Rate: N/A

Grandmaster Clock:
Grandmaster Clock ldentity: 0x0:0:0:5:0:0:0:1
<< GM: External Clock Source acting Grand Master >>
Grandmaster Clock Quality:
Class: 6
Accuracy: Within 1lus
Offset (log variance): 0O
Priorityl: 128
Priority2: 128

show platform software fed active ptp domain O

To verify the local servo PTP clock synchronization to Grandmaster clock on a device configured in boundary
mode with delay-request mechanism, use show platform software fed active ptp domain 0 command.
Device#

show platform software fed active ptp domain O
Displaying data for domain number O

. Layer 2 Configuration Guide, Cisco I0S XE Dublin 17.11.x (Catalyst 9400 Switches)



| Configuring Precision Time Protocol (PTP)

Verifying Precision Time Protocol Configurations .

Profile Type : DEFAULT
Profile State: enabled
Clock Mode : BOUNDARY CLOCK
Delay Mechanism: : END-TO-END
PTP clock : 2017-12-15 15:27:27
mean_path_delay 214 nanoseconds
Transport Method : udp-ipv4

>>

Table 18: Debug Commands

<< PTP Transport Method

Command Purpose

debug ptp messages Enables debugging of PTP messages.

debug ptp error Enables debugging of PTP errors.

debug ptp bmc Enables debugging of the PTP Best Master Clock
Algorithm.

debug ptp event Enables debugging of PTP state event.

Verifying PTP Configurations on an EtherChannel Interface
Master Clock

The following command verifies the PTP state on an interface:

Device# show ptp port tengigabitethernet 1/0/39
PTP PORT DATASET: TenGigE1/0/39

Port identity: clock identity: Ox0:A7:42:FF:FE:8A:84:CO

Port identity: port number: 39

PTP version: 2

Port state: MASTER

Delay request interval(log mean): 0O

Announce receipt time out: 3

Announce interval(log mean): 0O

Sync interval(log mean): 0

Delay Mechanism: End to End

Peer delay request interval(log mean): 0O

Sync fault limit: 500000000

Device# show ptp port tengigabitethernet 1/0/44
PTP PORT DATASET: TenGigE1/0/44

Port identity: clock identity: Ox0:A7:42:FF:FE:8A:84:CO

Port identity: port number: 44

PTP version: 2

Port state: MASTER

Delay request interval(log mean): O

Announce receipt time out: 3

Announce interval(log mean): 0O

Sync interval(log mean): 0O

Delay Mechanism: End to End

Peer delay request interval(log mean): 0O

Sync fault limit: 500000000

Device# show ptp port tengigabitethernet 1/0/48
PTP PORT DATASET: TenGigE1/0/48
Port identity: clock identity: Ox0:A7:42:FF:FE:8A:84:C0O
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Port identity: port number: 48

PTP version: 2

Port state: MASTER

Delay request interval(log mean): O
Announce receipt time out: 3

Announce interval(log mean): 0O

Sync interval(log mean): O

Delay Mechanism: End to End

Peer delay request interval(log mean): O
Sync fault limit: 500000000

Slave Clock

The following command can be used to verify the PTP state on the interfaces:
Device# show ptp brief | exclude FAULTY

Interface Domain PTP State
tenGigE1/0/12 0 SLAVE

TenGigE1/0/20 0 PASSIVE
TenGigE1/0/23 0 PASSIVE

The following command verifies if interface configured on each port is an EtherChannel interface:

Device# show etherchannel 1 summary
Flags: D - down P - bundled in port-channel
I - stand-alone s - suspended
- Hot-standby (LACP only)
- Layer3 S - Layer2
- in use T - failed to allocate aggregator

cC XX

- not in use, minimum links not met
- unsuitable for bundling

waiting to be aggregated

- default port

- formed by Auto LAG

>Oosc ==
1

Number of channel-groups in use: 1

Number of aggregators: 1
Group Port-channel Protocol Ports
------ -
1 Pol1(SVU) LACP Hul/0/12(P) Hul/0/20(P)
Hul1/0/23(P)

The following command verifies port state of each interface:

Device# show ptp port tengigabitethernet 1/0/12
PTP PORT DATASET: TenGigE1/0/12

Port identity: clock identity: Ox0:A7:42:FF:FE:9B:DA:EO

Port identity: port number: 12

PTP version: 2

PTP port number: 12

PTP slot number: O

Port state: SLAVE

Delay request interval(log mean): O

Announce receipt time out: 3

Announce interval(log mean): 0O

Sync interval(log mean): 0O

Delay Mechanism: End to End

Peer delay request interval(log mean): 0O

Sync fault limit: 500000000

Device# show ptp port tengigabitethernet 1/0/20

PTP PORT DATASET: TenGigE1/0/20
Port identity: clock identity: Ox0:A7:42:FF:FE:9B:DA:EO
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Port identity: port number: 20

PTP version: 2

PTP port number: 20
PTP slot number: 0O
Port state: PASSIVE

Delay request interval(log mean): O
Announce receipt time out: 3

Announce interval(log mean): 0O

Sync interval(log mean): O

Delay Mechanism: End to End

Peer delay request interval(log mean): O
Sync fault limit: 500000000

Device# show ptp port tengigabitethernet 1/0/23

PTP PORT DATASET: TenGigE1/0/23
Port identity: clock identity: Ox0:A7:42:FF:FE:9B:DA:EO
Port identity: port number: 23

PTP version: 2

PTP port number: 23
PTP slot number: O
Port state: PASSIVE

Delay request interval(log mean): O
Announce receipt time out: 3

Announce interval(log mean): O

Sync interval(log mean): 0O

Delay Mechanism: End to End

Peer delay request interval(log mean): 0O
Sync fault limit: 500000000

Feature History for Precision Time Protocol .

Feature History for Precision Time Protocol

This table provides release and related information for features explained in this module.

These features are available on all releases subsequent to the one they were introduced in, unless noted

otherwise.

Release

Feature

Feature Information

Cisco 10S XE Amsterdam
17.3.1

IEEE 1588v2, Precision
Time Protocol (PTP)
support

PTP was developed to synchronize the clocks in
packet-based networks that include distributed
device clocks of varying precisionand stability.

Cisco 10S XE Bengaluru
175.1

Port primary

Support was introduced to set a port permanently
as primary (master) using the ptp role primary
command.

Cisco 10S XE Cupertino
17.7.1

Audio Engineering
Society: AES67 Timing
Profile

AESG67 timing profile support for high-performance
streaming and audio-over-1P interoperability in
audio devices was introduced.

Cisco 10S XE Cupertino
17.7.1

IEEE 1588v2, Precision
Time Protocol (PTP)
support

PTP was developed to synchronize the clocks in
packet-based networks that include distributed
device clocks of varying precisionand stability.

This feature was implemented on supervisor
modules C9400X-SUP-2 and C9400X-SUP-2XL,
which were introduced in this release.
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Release Feature Feature Information
Cisco 10S XE Cupertino G8275.1 Telecom G8275.1 telecom profile support for interoperability
17.8.1 Profile for accurate delivery of phase and time

synchronization. The G8275.1 specifies a profile
for telecommunication applications based on IEEE

1588 PTP.
Cisco 10S XE Dublin 17.10.1 | PTPv2 on Cisco Cisco StackWise Virtual is a network system
StackWise Virtual virtualization technology that pairs two switches

into one virtual switch to simplify operational
efficiency with a single control and management
plane.

PTPv2 is supported on Cisco StackWise Virtual.

Use Cisco Feature Navigator to find information about platform and software image support. To access Cisco
Feature Navigator, go to http://www.cisco.com/go/cfn.
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CHAPTER 7

Configuring Generalized Precision Time Protocol

* Restrictions for Generalized Precision Time Protocol over Layer 3 Unicast, on page 153

« Information About Generalized Precision Time Protocol, on page 153

» How to Configure Generalized Precision Time Protocol, on page 156

« Monitoring Generalized Precision Time Protocol, on page 160

« Verifying Generalized Precision Time Protocol over Layer 3 Unicast Configuration, on page 160
* Configuration Examples for Generalized Precision Time Protocol, on page 161

* Feature History for Generalized Precision Time Protocol, on page 167

Restrictions for Generalized Precision Time Protocol over Layer
3 Unicast

Generalized Precision Time Protocol over Layer 3 Unicast feature is not supported on stacked devices.

Information About Generalized Precision Time Protocol

Generalized precision time protocol (PTP) is an IEEE 802.1AS standard that provides a mechanism to
synchronize the clocks of the bridges and end-point devices in a network. Generalized PTP defines the
mechanism to elect the grandmaster clock (using Best Master Clock Algorithm [BMCA]) among the time-aware
bridges and the talker and listener. The grandmaster is the root of the timing hierarchy that gets established
in a time-aware network and distributes time to the nodes below to enable synchronization.

Time synchronization also requires determining the link delay and switch delays in the network nodes. A
generalized PTP switch is an IEEE 1588 boundary clock, which also determines the link delay using the
peer-to-peer delay mechanism. The delays that are computed are included in the correction field of the PTP
messages and relayed to the endpoints. The talker and listener use this generalized PTP time as a shared clock
reference, which is used to relay and recover the media clock. Generalized PTP currently defines only domain
0, which is what the generalized PTP switch supports.

The peer-to-peer delay mechanism runs on Spanning Tree Protocol-blocked (STP-blocked) ports as well. No
other PTP messages are sent over blocked ports.

In a PTP domain, BMCA organizes clocks and ports in an hierarchical fashion, which includes clocks and
port states:

Clocks
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 Grandmaster (GM or GMC)
« Boundary Clock (BC)

Port States
 Master (M)
« Slave (S)

* Passive (P)

Generalized Precision Time Protocol on an EtherChannel Interface

An EtherChannel interface allows multiple physical Ethernet links to be combined into one logical channel.
Configuring an EtherChannel interface allows load sharing of traffic among the links in the channel as well

as redundancy if one or more links in the EtherChannel fail. This behaviour of an EtherChannel interface does
not change when generalized PTP is configured.

For example, in Figure 30: Generalized Precision Time Protocol on an EtherChannel Interface shows that two
switches (Switch A and Switch B) are connected through an eight-member EtherChannel. If you consider
Switch A as the master clock, all the ports that are a part of the EtherChannel are master ports. Similarly,
Switch B is the slave clock, and one of the ports from the EtherChannel bundle becomes the slave port while
all the other ports become passive ports. It is always the port with the lowest port number in the EtherChannel
bundle that is designated as the slave port. If that slave port is disabled or shut down for any reason, the next
port with the lowest port number is designated as the slave port.

The master and slave relationship is established when the feature is configured on an EtherChannel interface
as well. The master ports from Switch A send and receive generalized PTP messages. In Switch B, only the
slave port exchanges generalized PTP messages. There is no exchange of generalized PTP messages in the
passive ports.
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Figure 30: Generalized Precision Time Protocol on an EtherChannel Interface
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Generalized Precision Time Protocol over Layer 3 Unicast

A generalized PTP network consists of Layer 2 devices that are connected to a grandmaster clock that is
usually a high-precision clock such as GPS. But for generalized PTP networks that span across multiple floors
or even across multiple buildings, configuring a high-precision grandmaster clock on each floor or building
increases the cost of deployment. Also, such networks are connected over Layer 3 devices; all Layer 3 devices
do not support generalized PTP and certain Layer 3 devices do not support multicast routing.

The Generalized Precision Time Protocol over Layer 3 Unicast feature is a solution introduced to support
generalized PTP networks connected over Layer 3 devices. Layer 3 devices, such as the Cisco Catalyst 9400
Series Switches, are configured with this feature. A high-precision grandmaster clock is connected to the
primary device that is enabled with this feature. Layer 3 devices that are enabled with this feature synchronize
their clocks using PTP boundary clock's end-to-end delay mechanism messages. They also synchronize all
the clocks in the generalized PTP networks that are connected to them.

The following figure displays a network, with generalized PTP over Layer 3 unicast configured:
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Figure 31: Generalized PTP over Layer 3 Unicast

How to Configure Generalized Precision Time Protocol

This section describes the various configurations available for generalized PTP.
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