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Configure ACL
Summary

Configure an ACL for the Security Context in a PIX ASA.
Description

This task configures an access control list (ACL) for the security context in a private internet exchange
(PIX) adaptive security appliance (ASA).

Inputs

MandatoryMappable To TypeDescriptionInput

networking_deviceSelect DeviceSelect Device

NETWORKING_ASA_
DEVICE

Select DeviceSelect Device

networking_security_
context_name

Security Context NameContext Name

gen_text_inputACL NameACL Name

ASAInterfaceIdentityInterface Name to apply the ACLInterface Name

Permit or Deny the trafficPermit

Flow of the trafficInBound Traffic

YACLDeviceProtocol
Identity

Specify protocol for the ruleProtocol

gen_text_inputSource IP Address for the
ACL[Network Prefix for IPv6]

Source IP Address/IPv6
Prefix

gen_text_inputSource Network Mask for the
ACL(Not needed for IPv6)

Source Net Mask

gen_text_inputSource Port Range the ACL(Example
: 1-200 or 255)

Source Port Range

gen_text_inputDestination IP Address for the
ACL[Network Prefix for IPv6]

Destination IP
Address/IPv6 Prefix

gen_text_inputDestination Network Mask for the
ACL(Not needed for IPv6)

Destination Net Mask

gen_text_inputDestination Port Range the
ACL(Example : 1-200 or 255)

Destination Port Range

Select this option to copy running
configuration to startup configuration

Copy Running
configuration to Startup
configuration
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Outputs

TypeDescriptionOutput

networking_device_
interface

Network device interface onwhich
selected operation performed.

OUTPUT_NETWORKING_
DEVICE_INTERFACE

NETWORKING_ASA_
DEVICE

ASA Device IdentityOUTPUT_ASA_DEVICE_WITH_
CONTEXT_IDENTITY
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Configure Cisco ASA Firewall Mode
Summary
Description
Inputs

MandatoryMappable To TypeDescriptionInput

Ygen_text_inputSelect DeviceDevice IP

Ygen_text_inputThe HTTPS port number of the
ASA device

HTTP Port

gen_text_inputUser NameUser Name

passwordPassword.Password

gen_text_inputFirewall modeMode

Outputs

No Outputs
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Configure Context Interface
Summary

Configure the interfaces in the security context of a PIX ASA.
Description

This task configures the interfaces in the security context of a private internet exchange (PIX) adaptive
security appliance (ASA).

Inputs

MandatoryMappable To TypeDescriptionInput

Ynetworking_deviceSelect DeviceSelect Device

Ynetworking_security_
context_name

Security Context NameContext Name

YASAInterfaceIdentityInterface NameInterface Name

gen_text_inputThe name of the interfacesInterface Alias

gen_text_inputIP Address for the
interface[Network Prefix for IPv6]

IP Address/IPv6 Prefix

gen_text_inputNetworkMask for the interfaces(Not
needed for IPv6)

Net Mask

Select this option to copy running
configuration to startup
configuration

Copy Running
configuration to Startup
configuration

Outputs

TypeDescriptionOutput

networking_device_
interface

Network device interface on
which selected operation
performed.

OUTPUT_NETWORKING_DEVICE_
INTERFACE

NETWORKING_ASA_
DEVICE

ASA Device IdentityOUTPUT_ASA_DEVICE_WITH_
CONTEXT_IDENTITY

ASAInterfaceIdentityASA Device IdentityOUTPUT_ASA_DEVICE_CONTEXT_
INTERFACE_ALIAS
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Configure License
Summary
Description
Inputs

MandatoryMappable To TypeDescriptionInput

Ynetworking_deviceSelect DeviceSelect Device

Ygen_text_inputLicense NameLicense Name

Select this option to copy running
configuration to startup
configuration

Copy Running configuration
to Startup configuration

Outputs

TypeDescriptionOutput

datacenterNameName of the Datacenter on which the selected
operation was performed

DATACENTER

gen_text_inputIP address of the device on which the selected
operation was performed

DEVICE_IP

networking_deviceNetwork device on which selected operation
performed.

OUTPUT_NETWORKING_
DEVICE

gen_text_inputLicense Name on which the selected operation
was performed

OUTPUT_LICENSE_
NAME
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Configure Network Object NAT
Summary

Configure an object-based NAT using this task.
Description

This task configures an object-based network address translation (NAT).
Inputs

MandatoryMappable To TypeDescriptionInput

Ynetworking_deviceSelect DeviceSelect Device

NetworkNamedInterface
Identity

Real InterfaceReal Interface

NetworkNamedInterface
Identity

Mapped InterfaceMapped Interface

YNAT_mode_typeModeMode

Ygen_text_inputNetwork Object NameNetwork Object Name

Ygen_text_inputReal IP AddressReal IP Address

NAT_typeTypeType

NATSourceOrDestination
Identity

Select the Network ObjectNetwork Object

ASANetworkObjectGroup
Identity

Select the Network Object
Group

Network Object Group

gen_text_inputHost IPHost IP

BooleanInterfaceInterface

BooleanPATPAT

NATDeviceProtocolIdentitySpecify protocol for the ruleProtocol

gen_text_inputReal PortReal Port

gen_text_inputMapped PortMapped Port

Select this option to copy
running configuration to
startup configuration

Copy Running
configuration to Startup
configuration

Outputs

TypeDescriptionOutput

datacenterNameName of the Datacenter on which the
selected operation was performed

DATACENTER

gen_text_inputIP address of the device on which the
selected operation was performed

DEVICE_IP
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TypeDescriptionOutput

networking_deviceNetwork device on which selected
operation performed.

OUTPUT_NETWORKING_
DEVICE

networking_security_
context_name

Security Context name on which
selected operation performed.

OUTPUT_SECURITY_
CONTEXT_NAME

NATSourceOrDestination
Identity

NAT SOURCE REAL NETWORK
OBJECT IDENTITY

OUTPUT_NAT_SOURCE_REAL_
OBJECT_IDENTITY

NetworkNamedInterface
Identity

ASA NAT REAL INTERFACE
IDENTITY

OUTPUT_NAT_REAL_
INTERFACE_IDENTITY

NetworkNamedInterface
Identity

ASA NAT MAPPED INTERFACE
IDENTITY

OUTPUT_NAT_MAPPED_
INTERFACE_IDENTITY

NAT_mode_typeNAT SOURCE MODEOUTPUT_NAT_SOURCE_
MODE_IDENTITY

NATSourceOrDestination
Identity

NAT SOURCE MAPPED
NETWORK OBJECT IDENTITY

OUTPUT_NAT_SOURCE_
MAPPED_OBJECT_IDENTITY

ASANetworkObjectGroup
Identity

NAT SOURCE MAPPED
NETWORK OBJECT GROUP
IDENTITY

OUTPUT_NAT_SOURCE_
MAPPED_OBJECT_GROUP_
IDENTITY

gen_text_inputPAT Real PortOUTPUT_ASA_PAT_REAL_
PORT

gen_text_inputPAT Mapped PortOUTPUT_ASA_PAT_MAPPED_
PORT
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Configure Sub Interface
Summary

Configure a sub-interface for a PIX ASA.
Description

This task configures a sub-interface in a private internet exchange (PIX) adaptive security appliance
(ASA).

Inputs

MandatoryMappable To TypeDescriptionInput

Ynetworking_deviceSelect DeviceSelect Device

YASAInterfaceIdentityPhysical Interface NamePhysical Interface Name

Ygen_text_inputPort Number for the SubinterfacePort Number

Ygen_text_inputVlan Id for this interfaceVlan ID

Enable the interfaceEnable Interface

Select this option to copy running
configuration to startup
configuration

CopyRunning configuration
to Startup configuration

Outputs

TypeDescriptionOutput

networking_device_
interface

Network device interface on which
selected operation performed.

OUTPUT_NETWORKING_
DEVICE_INTERFACE

ASAContextInterface
Identity

ASA Interface IdentityOUTPUT_ASA_DEVICE_
INTERFACE_IDENTITY
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Configure Twice NAT
Summary
Description
Inputs

MandatoryMappable To TypeDescriptionInput

Ynetworking_deviceSelect DeviceSelect Device

NetworkNamedInterface
Identity

Real InterfaceReal Interface

NetworkNamedInterface
Identity

Mapped InterfaceMapped Interface

YNAT_mode_typeSelect Source ModeSource Mode

YASADeviceNATNetwork
ObjectType

Select Source Real Object TypeSource Real Object Type

NATSourceOrDestination
Identity

Select Source Real Network
Object

Source Real NetworkObject

ASANetworkObjectGroup
Identity

Select Source Real Network
Object Group

Source Real NetworkObject
Group

YASADeviceNATNetwork
ObjectType

Select Source Mapped Object
Type

SourceMappedObject Type

NATSourceOrDestination
Identity

Select Mapped Network ObjectSource Mapped Network
Object

ASANetworkObjectGroup
Identity

Select Source Mapped Object
Group

Source Mapped Object
Group

Select this option to Source
Mapped Interface

Source Mapped Interface

NAT_mode_typeSelect Destination ModeDestination Mode

ASADeviceNATNetwork
ObjectType

Select Destination Real Object
Type

Destination Real Object
Type

NATSourceOrDestination
Identity

Select DestinationReal Network
Object

Destination Real Network
Object

ASANetworkObjectGroup
Identity

Select Destination Network
Object Group

Destination Real Network
Object Group

ASADeviceNATNetwork
ObjectType

Select Destination Mapped
Object Type

Destination Mapped Object
Type

NATSourceOrDestination
Identity

Select the Mapped Network
Object

Destination Mapped
Network Object

ASANetworkObjectGroup
Identity

Destination Mapped Object
Group

Destination Mapped Object
Group
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MandatoryMappable To TypeDescriptionInput

Select this option to Destination
Mapped Interface

Destination Mapped
Interface

Select this option to Enable PATIs PAT ?

gen_text_inputDescriptionDescription

Select this option to copy
running configuration to startup
configuration

CopyRunning configuration
to Startup configuration

Outputs

TypeDescriptionOutput

datacenterNameName of the Datacenter on which the
selected operation was performed

DATACENTER

gen_text_inputIP address of the device on which the
selected operation was performed

DEVICE_IP

networking_deviceNetwork device on which selected
operation performed.

OUTPUT_NETWORKING_
DEVICE

networking_security_
context_name

Security Context name on which
selected operation performed.

OUTPUT_SECURITY_
CONTEXT_NAME

NetworkNamedInterface
Identity

ASA NAT REAL INTERFACE
IDENTITY

OUTPUT_NAT_REAL_
INTERFACE_IDENTITY

NetworkNamedInterface
Identity

ASA NAT MAPPED INTERFACE
IDENTITY

OUTPUT_NAT_MAPPED_
INTERFACE_IDENTITY

NAT_mode_typeNAT SOURCE MODEOUTPUT_NAT_SOURCE_MODE_
IDENTITY

NATSourceOrDestination
Identity

NAT SOURCE REAL NETWORK
OBJECT IDENTITY

OUTPUT_NAT_SOURCE_REAL_
OBJECT_IDENTITY

ASANetworkObjectGroup
Identity

NAT SOURCE REAL NETWORK
OBJECT GROUP IDENTITY

OUTPUT_NAT_SOURCE_REAL_
OBJECT_GROUP_IDENTITY

NATSourceOrDestination
Identity

NAT SOURCE MAPPED
NETWORK OBJECT IDENTITY

OUTPUT_NAT_SOURCE_
MAPPED_OBJECT_IDENTITY

ASANetworkObjectGroup
Identity

NAT SOURCE MAPPED
NETWORK OBJECT GROUP
IDENTITY

OUTPUT_NAT_SOURCE_
MAPPED_OBJECT_GROUP_
IDENTITY

NAT_mode_typeNAT DESTINATION MODEOUTPUT_NAT_DESTINATION_
MODE_IDENTITY

NATSourceOrDestination
Identity

NAT DESTINATION REAL
NETWORK OBJECT IDENTITY

OUTPUT_NAT_DESTINATION_
REAL_OBJECT_IDENTITY

ASANetworkObjectGroup
Identity

NAT DESTINATION REAL
NETWORK OBJECT GROUP
IDENTITY

OUTPUT_NAT_DESTINATION_
REAL_OBJECT_GROUP_
IDENTITY
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TypeDescriptionOutput

NATSourceOrDestination
Identity

NAT DESTINATION MAPPED
NETWORK OBJECT IDENTITY

OUTPUT_NAT_DESTINATION_
MAPPED_OBJECT_IDENTITY

ASANetworkObjectGroup
Identity

NAT DESTINATION MAPPED
NETWORK OBJECT GROUP
IDENTITY

OUTPUT_NAT_DESTINATION_
MAPPED_OBJECT_GROUP_
IDENTITY

networking_device_
service_object_name_
identity

NAT REAL SERVICE OBJECT
IDENTITY

OUTPUT_ASA_SERVICE_REAL_
OBJECT_IDENTITY

networking_device_
service_object_name_
identity

NAT MAPPED SERVICE OBJECT
IDENTITY

OUTPUT_ASA_SERVICE_
MAPPED_OBJECT_IDENTITY
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Create Network Object
Summary

Create a network object.
Description

This task creates a network object.
Inputs

MandatoryMappable To TypeDescriptionInput

Ynetworking_deviceSelect DeviceSelect Device

Ygen_text_inputNetwork Object NameNetwork Object Name

Ygen_text_inputIP AddressIP Address

gen_text_inputDescriptionDescription

Select this option to copy running
configuration to startup
configuration

Copy Running configuration
to Startup configuration

Outputs

TypeDescriptionOutput

datacenterNameName of the Datacenter on which the
selected operation was performed

DATACENTER

gen_text_inputIP address of the device on which the
selected operation was performed

DEVICE_IP

networking_deviceNetwork device on which selected
operation performed.

OUTPUT_NETWORKING_
DEVICE

networking_security_
context_name

Security Context name onwhich selected
operation performed.

OUTPUT_SECURITY_
CONTEXT_NAME

NATSourceOrDestination
Identity

Network Object IdentityOUTPUT_NETWORK_
OBJECT_IDENTITY

gen_text_inputNetwork ObjectOUTPUT_NETWORK_OBJECT

gen_text_inputNetwork Object Host/Range/NetworkOUTPUT_NETWORK_
OBJECT_MEMBER
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Create Network Object Group
Summary
Description
Inputs

MandatoryMappable To TypeDescriptionInput

Ynetworking_deviceSelect DeviceSelect Device

Ygen_text_inputNetwork Object Group NameNetwork Object Group
Name

gen_text_inputDescriptionDescription

gen_text_inputProvide HostHost

gen_text_inputNetwork AddressNetwork Address

NATSourceOrDestination
Identity

Select Network ObjectNetwork Object

Select this option to copy
running configuration to startup
configuration

Copy Running configuration
to Startup configuration

Outputs

TypeDescriptionOutput

datacenterNameName of the Datacenter on which the
selected operation was performed

DATACENTER

gen_text_inputIP address of the device on which the
selected operation was performed

DEVICE_IP

gen_text_inputNetwork Object Group NameASA_NETWORK_OBJECT_
GROUP_NAME

gen_text_inputNetwork Object Group HostASA_NETWORK_OBJECT_
GROUP_HOST

gen_text_inputNetwork Object Group IP AddressASA_NETWORK_OBJECT_
GROUP_IP

ASANetworkObject
Identity

Network Object NameASA_NETWORK_OBJECT_
NAME

ASANetworkObjectGroup
Identity

Network Object Group IdentityASA_NETWORK_OBJECT_
GROUP_IDENTITY
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Create Security Context
Summary

Create a Security Context for a PIX ASA.
Description

This task creates a security context in a private internet exchange (PIX) adaptive security appliance
(ASA).

Inputs

MandatoryMappable To TypeDescriptionInput

Ynetworking_deviceSelect DeviceSelect Device

Ygen_text_inputSecurity Context NameContext Name

Ygen_text_inputSecurity Context DescriptionContext Description

gen_text_inputSecurity Context configuration file
Name

File Name

YASAInterfaceIdentityOutSide Interface name to apply the
Context

OutSide Interface Name

YASAInsideInterface
Identity

Inside Interfaces to apply the
Context

Inside Interfaces

ASAContextInterface
Identity

OutSide Interface name to apply the
Context

OutSide Interface Name

ASAContextInterface
Identity

Inside Interfaces to apply the
Context

Inside Interfaces

ASAContextInterface
Identity

Management Interface name to
apply the Context

Management Interface

gen_text_inputFirewall modeMode

Select this option to copy running
configuration to startup
configuration

Copy Running
configuration to Startup
configuration

Outputs

TypeDescriptionOutput

datacenterNameName of the Datacenter on which
the selected operationwas performed

DATACENTER

gen_text_inputIP address of the device on which
the selected operationwas performed

DEVICE_IP

networking_deviceNetwork device on which selected
operation performed.

OUTPUT_NETWORKING_DEVICE

networking_security_
context_name

Security Context name on which
selected operation performed.

OUTPUT_SECURITY_CONTEXT_
NAME
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TypeDescriptionOutput

gen_text_inputSecurity Context DescriptionOUTPUT_SECURITY_CONTEXT_
NAME_DESC

gen_text_inputSecurity Context configuration file
Name

OUTPUT_SECURITY_CONTEXT_
CONFIG_FILE_NAME

gen_text_inputOutSide Interface name to apply the
Context

OUTPUT_SECURITY_CONTEXT_
OUTSIDE_INTERFACES

ASAInterfaceIdentityOutSide Interface Identity to apply
the Context

OUTPUT_SECURITY_CONTEXT_
OUTSIDE_INTERFACES_IDENTITY

gen_text_inputInside Interfaces to apply the ContextOUTPUT_SECURITY_CONTEXT_
INSIDE_INTERFACES

ASAInterfaceIdentityInside Interfaces Identity to apply
the Context

OUTPUT_SECURITY_CONTEXT_
INSIDE_INTERFACES_IDENTITY

ASAInterfaceIdentityManagement Interface name to apply
the Context

OUTPUT_SECURITY_CONTEXT_
MGMT_INTERFACES

ASAInterfaceIdentityOutSide Interface alias name to
apply the Context

OUTPUT_SECURITY_CONTEXT_
OUTSIDE_INTERFACES_ALIAS

ASAInterfaceIdentityInside Interfaces alias to apply the
Context

OUTPUT_SECURITY_CONTEXT_
INSIDE_INTERFACES_ALIAS

ASAInterfaceIdentityManagement Interface alias name to
apply the Context

OUTPUT_SECURITY_CONTEXT_
MGMT_INTERFACES_ALIAS

gen_text_inputFirewall modeOUTPUT_SECURITY_CONTEXT_
FIREWALL_MODE

NETWORKING_
ASA_DEVICE

ASA Device IdentityOUTPUT_ASA_DEVICE_WITH_
CONTEXT_IDENTITY

Cisco Security Tasks
16

Cisco Security Tasks
Create Security Context



Create Service Object
Summary

Create a service object.
Description

This task creates a service object.
Inputs

MandatoryMappable To TypeDescriptionInput

Ynetworking_deviceSelect DeviceSelect Device

Ygen_text_inputService Object NameService Object Name

gen_text_inputDescriptionDescription

NATDeviceProtocolIdentitySpecify protocol for the ruleProtocol

ASADeviceSourceOperator
Identity

Source OperatorSource Operator

gen_text_inputSource PortSource Port

ASADeviceDestination
OperatorIdentity

Destination OperatorDestination Operator

gen_text_inputDestination PortDestination Port

Select this option to copy
running configuration to startup
configuration

Copy Running
configuration to Startup
configuration

Outputs

TypeDescriptionOutput

datacenterNameName of the Datacenter on which the
selected operation was performed

DATACENTER

gen_text_inputIP address of the device on which the
selected operation was performed

DEVICE_IP

networking_deviceNetwork device on which selected
operation performed.

OUTPUT_NETWORKING_
DEVICE

networking_security_
context_name

Security Context name on which selected
operation performed.

OUTPUT_SECURITY_
CONTEXT_NAME

networking_device_
service_object_name_
identity

Service Object Name on which selected
operation performed.

OUTPUT_ASA_SERVICE_
OBJECT_NAME_IDENTITY
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Delete Network Object
Summary

Delete a network object.
Description

This task deletes a network object.
Inputs

MandatoryMappable To TypeDescriptionInput

YNATSourceOr
DestinationIdentity

Select the Network ObjectNetwork Object

Select this option to copy running
configuration to startup
configuration

Copy Running configuration
to Startup configuration

Outputs

TypeDescriptionOutput

datacenterNameName of the Datacenter on which the
selected operation was performed

DATACENTER

gen_text_inputIP address of the device on which the
selected operation was performed

DEVICE_IP

networking_deviceNetwork device on which selected
operation performed.

OUTPUT_NETWORKING_
DEVICE

networking_security_
context_name

Security Context name on which selected
operation performed.

OUTPUT_SECURITY_
CONTEXT_NAME

NATSourceOrDestination
Identity

Network Object IdentityOUTPUT_NETWORK_
OBJECT_IDENTITY

gen_text_inputNetwork ObjectOUTPUT_NETWORK_
OBJECT
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Delete Network Object Group
Summary
Description
Inputs

MandatoryMappable To TypeDescriptionInput

YASANetworkObject
GroupIdentity

Network Object Group NameNetwork Object Group Name

Select this option to copy running
configuration to startup
configuration

Copy Running configuration
to Startup configuration

Outputs

TypeDescriptionOutput

datacenterNameName of the Datacenter on which the
selected operation was performed

DATACENTER

gen_text_inputIP address of the device on which the
selected operation was performed

DEVICE_IP

gen_text_inputNetwork Object Group NameASA_NETWORK_OBJECT_
GROUP_NAME

ASANetworkObject
GroupIdentity

Network Object Group IdentityASA_NETWORK_OBJECT_
GROUP_IDENTITY

Cisco Security Tasks
19

Cisco Security Tasks
Delete Network Object Group



Delete Service Object
Summary

Delete a service object.
Description

This task deletes a service object.
Inputs

MandatoryMappable To TypeDescriptionInput

Ynetworking_device_
service_object_name_
identity

Service Object NameService Object Name

Select this option to copy running
configuration to startup
configuration

Copy Running configuration
to Startup configuration

Outputs

TypeDescriptionOutput

datacenterNameName of the Datacenter on which the
selected operation was performed

DATACENTER

gen_text_inputIP address of the device on which the
selected operation was performed

DEVICE_IP

networking_deviceNetwork device on which selected
operation performed.

OUTPUT_NETWORKING_
DEVICE

networking_security_
context_name

Security Context name on which selected
operation performed.

OUTPUT_SECURITY_
CONTEXT_NAME

networking_device_
service_object_name_
identity

Service Object Name on which selected
operation performed.

OUTPUT_ASA_SERVICE_
OBJECT_NAME_IDENTITY
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Deploy ASAv OVF
Summary
Description
Inputs

MandatoryMappable To
Type

DescriptionInput

YvDCSelect vDC on which to perform the
action

Select vDC

YOVF URLASAv OVF

YAsav PolicyASAv Policy

Outputs

TypeDescriptionOutput

datacenterNameName of the Datacenter on which the selected
operation was performed

DATACENTER

gen_text_inputIP address of the device on which the selected
operation was performed

DEVICE_IP

networking_device_
name

Network device name on which selected
operation is performed.

OUTPUT_NETWORKING_
DEVICE_NAME

vmID of the VM on which the selected operation
was performed

OUTPUT_VM_ID
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Remove Security Context
Summary

Remove the Security Context of a PIX ASA.
Description

This task removes the security context of a private internet exchange (PIX) adaptive security appliance
(ASA).

Inputs

MandatoryMappable To TypeDescriptionInput

Ynetworking_deviceSelect DeviceSelect Device

Ynetworking_security_
context_name

Security Context NameContext Name

Select this option to copy running
configuration to startup
configuration

CopyRunning configuration
to Startup configuration

Outputs

No Outputs
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TrustSec Refresh
Summary
Description
Inputs

MandatoryMappable To TypeDescriptionInput

Ynetworking_deviceSelect DeviceSelect Device

Select this option to copy running
configuration to startup
configuration

Copy Running configuration
to Startup configuration

Outputs

TypeDescriptionOutput

datacenterNameName of the Datacenter on which the selected
operation was performed

DATACENTER

gen_text_inputIP address of the device on which the selected
operation was performed

DEVICE_IP

networking_deviceNetwork device on which selected operation
performed.

OUTPUT_NETWORKING_
DEVICE

networking_security_
context_name

Security Context name on which selected
operation performed.

OUTPUT_SECURITY_
CONTEXT_NAME
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