
ACI MSC - EPG Operations
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• ACI MSC - Add Domain to EPG, on page 3
• ACI MSC - Add EPG to Template, on page 5
• ACI MSC - Add Static Leaf to EPG, on page 7
• ACI MSC - Add Static Port to EPG, on page 8
• ACI MSC - Add Subnet to EPG, on page 10
• ACI MSC - Add uSeg Attribute to EPG, on page 11
• ACI MSC - Delete uSeg Attribute to EPG, on page 12
• ACI MSC - Remove Contract from EPG, on page 13
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• ACI MSC - Update Subnet to EPG, on page 26
• ACI MSC - Update uSeg Attribute to EPG, on page 27
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ACI MSC - Add Contract to EPG
Summary

ACI MSC - Add Contract to EPG.
Description

This task adds contract to EPG associated to the Schema Template of ACI Multi-Site controller.
Inputs

MandatoryMappable To TypeDescriptionInput

YACIMultiSiteEPGIdentitySelect an EPG nameEPG Name

YACIMultiSiteContractIdentitySelect a contract nameContract Name

YACIMultiSiteContractType
Identity

Select a contract type. The default
value is Consumer.

Type

Outputs

TypeDescriptionOutput

MSCDeviceIdentityACI Multi-Site Account on which the
selected operation was performed

ACI_MULTI_SITE_
ACCOUNT

gen_text_inputSchema Name on which the selected
operation was performed

ACI_MULTI_SITE_SCHEMA_
NAME

MSCDeviceSchemaIdentityACI Multi-Site Schema IdentitySCHEMA_IDENTITY

gen_text_inputTemplate Name on which the selected
operation was performed

ACI_MULTI_SITE_
TEMPLATE_NAME

MSCDeviceSchemaTemplate
Identity

ACI Multi-site Template IdentityTEMPLATE_IDENTITY

gen_text_inputACI Multi-site Application Profile
Name

APPLICATION_PROFILE_
NAME

MSCDeviceSchema
ApplicationProfileIdentity

ACI Multi-site Application Profile
Identity

APPLICATION_PROFILE_
IDENTITY

gen_text_inputACI Multi-site EPG NameEPG_NAME

ACIMultiSiteEPGIdentityACI Multi-site EPGs IdentityEPG_IDENTITY

gen_text_inputACI Multi-Site Contract NameCONTRACT_NAME

ACIMultiSiteContractIdentityACI Multi-Site Contract IdentityCONTRACT_IDENTITY

ACIMultiSiteContractTo
EPGAssociationIdentity

ACI Multi-Site EPG Contract
Association Identity

EPG_CONTRACT_
ASSOCIATION_IDENTITY
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ACI MSC - Add Domain to EPG
Summary

ACI MSC - Add Domain to EPG.
Description

This task will allow the User to add Domain to the EPG of ACI Multi-Site controller. Note : Site EPG
Identity will show site EPG identites with comma separated if EPG associate with multiple Site otherwise
it will show only Site EPG Identity.

Inputs

MandatoryMappable To TypeDescriptionInput

YACIMultiSiteEPGInfoIdentitySelect an EPG nameEPG Name

YACIMultiSiteIdentitySelect a site nameSite Name

YACIMultiSiteDomainType
Identity

Select a domain association typeDomain Association
Type

YACIMultiSiteDomainProfile
Identity

Select a domain profileDomain Profile

YACIMultiSiteDomain
DeploymentIdentity

Select a deployment immediacyDeployment
Immediacy

YACIMultiSiteDomain
ResolutionIdentity

Select a resolution immediacy. The
default value is On Demand.

Resolution Immediacy

ACIMultiSiteDomainVlan
ModeIdentity

Select a VLANmode. The default
value is Dynamic.

Vlan Mode

BooleanCheck to enable Allow
Micro-Segmentation. By default
this field is unchecked.

Allow
Micro-Segmentation

Outputs

TypeDescriptionOutput

MSCDeviceIdentityACI Multi-Site Account on which
the selected operationwas performed

ACI_MULTI_SITE_
ACCOUNT

MSCDeviceSchemaIdentityACI Multi-Site Schema IdentitySCHEMA_IDENTITY

MSCDeviceSchemaTemplate
Identity

ACI Multi-site Template IdentityTEMPLATE_IDENTITY

MSCDeviceSchemaApplication
ProfileIdentity

ACI Multi-site Application Profile
Identity

APPLICATION_PROFILE_
IDENTITY

ACIMultiSiteEPGIdentityACI Multi-site EPGs IdentityEPG_IDENTITY

ACIMultiSiteEPGInfoIdentityACI Multi-site EPG Info IdentityEPG_INFO_IDENTITY

ACIMultiSiteIdentityACI Multi-Site Site Info IdentitySITE_INFO_IDENTITY
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TypeDescriptionOutput

ACIMultiSiteDomainType
Identity

ACI Multi-Site Domain TypeDOMAIN_TYPE

ACIMultiSiteDomainProfile
Identity

ACI Multi-Site Domain ProfileDOMIAN_PROFILE

ACIMultiSiteDomain
DeploymentIdentity

ACIMulti-Site DomainDeploymentDEPLOYMENT

ACIMultiSiteDomainResolution
Identity

ACI Multi-Site Domain TypeRESOLUTION

ACIMultiSiteDomainTo
EPGIdentity

ACIMulti-Site EPGDomain IdentityDOMAIN_IDENTITY

ACIMultiSiteEPGInfoIdentityACI Multi-site EPGs IdentitySITE_EPG_IDENTITY

ACIMultiSiteDomainVlanMode
Identity

ACI Multi-Site Vlan ModeVLAN_MODE

BooleanACI Multi-Site Allow Micro
Segmentation

ALLOW_MICRO_
SEGMENTATION

gen_text_inputACI Multi-Site Primary Micro
Segmentation

PRIMARY_MICRO_
SEGMENTATION

gen_text_inputACI Multi-Site Secondary Micro
Segmentation

SECONDARY_MICRO_
SEGMENTATION

gen_text_inputACI Multi-Site Domain ProfilePORT_ENCAP_MICRO_
SEGMENTATION
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ACI MSC - Add EPG to Template
Summary

ACI MSC - Add EPG to Template.
Description

This task creates EPG to the Application Profile associated to the Schema Template of ACI Multi-Site
controller.

Inputs

MandatoryMappable To TypeDescriptionInput

YMSCDeviceSchema
ApplicationProfile
Identity

Select an Application ProfileApplication
Profile Name

Ygen_text_inputProvide the name of the EPGDisplay Name

YBooleanCheck to enable USEG EPG. By default this
field is unchecked.

USEG EPG

YACIMultiSiteIntra
EPGIsolationIdentity

Select Intra-EPG isolation. Intra-EPG isolation
is not supported in AVS-VLAN mode. setting
intra-EPG isolation may cause the ports to go

Intra EPG
Isolation

into a blocked state in these domains.
Intra-EPG isolation is not supported if the BD
is configured as "legacy BDmode". Preserving
QoS CoS priority setting is not supported when
traffic is flowing from an EPG with isolation
enforced to an EPGwithout isolation enforced.

YACIMultiSite
BDIdentity

Select a bridge domainBridge Domain

Outputs

TypeDescriptionOutput

MSCDeviceIdentityACI Multi-Site Account on which the
selected operation was performed

ACI_MULTI_SITE_
ACCOUNT

gen_text_inputSchema Name on which the selected
operation was performed

ACI_MULTI_SITE_SCHEMA_
NAME

MSCDeviceSchemaIdentityACI Multi-Site Schema IdentitySCHEMA_IDENTITY

gen_text_inputTemplate Name on which the selected
operation was performed

ACI_MULTI_SITE_
TEMPLATE_NAME

MSCDeviceSchemaTemplate
Identity

ACI Multi-site Template IdentityTEMPLATE_IDENTITY

gen_text_inputACI Multi-site Application Profile
Name

APPLICATION_PROFILE_
NAME
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TypeDescriptionOutput

MSCDeviceSchema
ApplicationProfileIdentity

ACI Multi-site Application Profile
Identity

APPLICATION_PROFILE_
IDENTITY

gen_text_inputACI Multi-site EPG NameEPG_NAME

ACIMultiSiteEPGIdentityACI Multi-site EPGs IdentityEPG_IDENTITY

ACIMultiSiteEPGInfo
Identity

ACI Multi-site EPG Info IdentityEPG_INFO_IDENTITY
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ACI MSC - Add Static Leaf to EPG
Summary

ACI MSC - Add Static Leaf to EPG.
Description

This task will allow the User to Add Leaf to EPG of ACI Multi-Site controller.
Inputs

MandatoryMappable To TypeDescriptionInput

YACIMultiSiteEPGIdentityProvide EPG NameEPG Name

YACIMultiSiteIdentityProvide Site NameSite Name

YACIMultiSiteLeafSiteIdentityLeafLeaf

Ygen_text_inputVLANVLAN

Outputs

TypeDescriptionOutput

MSCDeviceIdentityACIMulti-Site Account on which the
selected operation was performed

ACI_MULTI_SITE_
ACCOUNT

gen_text_inputSchema Name on which the selected
operation was performed

ACI_MULTI_SITE_SCHEMA_
NAME

MSCDeviceSchemaIdentityACI Multi-Site Schema IdentitySCHEMA_IDENTITY

ACIMultiSiteIdentityACI Multi-Site Site Info IdentitySITE_INFO_IDENTITY

MSCDeviceSchemaTemplate
Identity

ACI Multi-site Template IdentityTEMPLATE_IDENTITY

MSCDeviceSchema
ApplicationProfileIdentity

ACI Multi-site Application Profile
Identity

APPLICATION_PROFILE_
IDENTITY

ACIMultiSiteEPGIdentityACI Multi-site EPGs IdentityEPG_IDENTITY

ACIMultiSiteLeafSiteIdentityACI Multi-site Leafs IdentityLEAF_SITE_EPG_IDENTITY

gen_text_inputACI Multi-site Static Leaf Encap
VLAN

STATIC_PORT_LEAF_
ENCAP_VLAN

MSC_DEVICE_STATIC_
LEAF_EPG_IDENTITY

ACI Multi-site EPG Static Leaf
Identity

STATICLEAF_EPG_
IDENTITY
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ACI MSC - Add Static Port to EPG
Summary

ACI MSC - Add Static Port to EPG.
Description

This task will allow the User to add Static Port to the EPG of ACI Multi-Site controller.
Inputs

MandatoryMappable To TypeDescriptionInput

YACIMultiSiteEPGInfo
Identity

Select an EPG nameSelect EPG

YACIMultiSiteIdentitySelect a site nameSite Name

YACIMultiSitePathType
Identity

Select a path typePath Type

YACIMultiSitePathSite
Identity

Select a pathSelect Path

Ygen_text_inputProvide the VLAN number for the static
port. When manually configuring the port

Port Encap VLAN

encap on a domain for an EPG, the VLAN
ID must belong to a static VLAN block
within a Dynamic VLAN pool. Valid
VLAN is between 1 to 4094.

gen_text_inputProvide the Primary micro-seg VLAN.
Micro-segmentation associates endpoints

Primary
MICRO-SEG
VLAN frommultiple EPGs into amicro-segmented

EPG according to virtual machine attributes.
Valid VLAN is between 1 to 4094.

YACIMultiSiteDeployment
ImmediacyIdentity

Select a deployment immediacy. The default
value is On Demand.

Deployment
Immediacy

YACIMultiSiteMode
Identity

Select a mode. The default value is Trunk.Mode

Outputs

TypeDescriptionOutput

MSCDeviceIdentityACI Multi-Site Account on which
the selected operation was
performed

ACI_MULTI_SITE_ACCOUNT

MSCDeviceSchemaIdentityACI Multi-Site Schema IdentitySCHEMA_IDENTITY

MSCDeviceSchemaTemplate
Identity

ACI Multi-site Template IdentityTEMPLATE_IDENTITY

MSCDeviceSchemaApplication
ProfileIdentity

ACI Multi-site Application Profile
Identity

APPLICATION_PROFILE_
IDENTITY
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TypeDescriptionOutput

ACIMultiSiteEPGIdentityACI Multi-site EPGs IdentityEPG_IDENTITY

ACIMultiSiteEPGInfoIdentityACI Multi-site EPG Info IdentityEPG_INFO_IDENTITY

ACIMultiSiteIdentityACI Multi-Site Site Info IdentitySITE_INFO_IDENTITY

ACIMultiSitePathTypeIdentityACIMulti-site Static Port PathTypeSTATIC_PORT_PATHTYPE

ACIMultiSiteLeafSiteIdentityACI Multi-site Leafs IdentityLEAF_SITE_EPG_IDENTITY

ACIMultiSitePathSiteIdentityACI Multi-site Paths IdentityPATH_SITE_EPG_IDENTITY

gen_text_inputACI Multi-site Static Port Encap
VLAN

STATIC_PORT_PORT_
ENCAP_VLAN

gen_text_inputACI Multi-site Static Port Primary
Micro Seg Vlan

STATIC_PORT_PRIMARY_
MICRO_SEG_VLAN

ACIMultiSiteDeployment
ImmediacyIdentity

ACI Multi-site Static Port
Deployment Immediacy

STATIC_PORT_
DEPLOYMENT_IMMEDIACY

ACIMultiSiteModeIdentityACI Multi-site Static Port ModeSTATIC_PORT_MODE

MSC_DEVICE_
STATICPORT_EPG_
IDENTITY

ACI Multi-site EPG Static Port
Identity

STATICPORT_EPG_
IDENTITY
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ACI MSC - Add Subnet to EPG
Summary

ACI MSC - Add Subnet to EPG.
Description

This task will allow the User to Add Subnet To EPG of ACI Multi-Site controller.
Inputs

MandatoryMappable To TypeDescriptionInput

YACIMultiSiteEPGIdentityProvide EPG NameEPG Name

Ygen_text_inputGateway IPGateway IP

gen_text_inputDescriptionDescription

MSCSubnetToBDScopeTypeScopeScope

BooleanShared Between VRFs?Shared Between VRFs

BooleanNo Default SVI Gateway?No Default SVI Gateway

Outputs

TypeDescriptionOutput

MSCDeviceIdentityACI Multi-Site Account on which the
selected operation was performed

ACI_MULTI_SITE_
ACCOUNT

gen_text_inputSchema Name on which the selected
operation was performed

ACI_MULTI_SITE_SCHEMA_
NAME

MSCDeviceSchemaIdentityACI Multi-Site Schema IdentitySCHEMA_IDENTITY

gen_text_inputTemplate Name on which the selected
operation was performed

ACI_MULTI_SITE_
TEMPLATE_NAME

MSCDeviceSchemaTemplate
Identity

ACI Multi-site Template IdentityTEMPLATE_IDENTITY

gen_text_inputACI Multi-site Application Profile
Name

APPLICATION_PROFILE_
NAME

MSCDeviceSchema
ApplicationProfileIdentity

ACI Multi-site Application Profile
Identity

APPLICATION_PROFILE_
IDENTITY

gen_text_inputACI Multi-site EPG NameEPG_NAME

ACIMultiSiteEPGIdentityACI Multi-site EPGs IdentityEPG_IDENTITY

gen_text_inputACI Multi-site Subnet to EPGSUBNET_TO_EPG

ACIMultiSiteSubnetTo
EPGIdentity

ACI Multi-site Subnet to EPG IdentitySUBNET_TO_EPG_
IDENTITY
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ACI MSC - Add uSeg Attribute to EPG
Summary

ACI MSC - Add uSeg Attribute to EPG.
Description

This task will allow the User to Add uSeg Attribute to EPG of ACI Multi-Site controller.
Inputs

MandatoryMappable To TypeDescriptionInput

YACIMultiSiteEPGIdentitySelect an EPG nameEPG Name

Ygen_text_inputProvide a name for the USEG EPGUSEGAttribute Name

gen_text_inputProvide additional descriptive
information for the USEG EPG

Description

YMSCUSEGAttrAttibuteTypeSelect an attribute typeAttribute Type

Outputs

TypeDescriptionOutput

MSCDeviceIdentityACI Multi-Site Account on which the
selected operation was performed

ACI_MULTI_SITE_
ACCOUNT

gen_text_inputSchema Name on which the selected
operation was performed

ACI_MULTI_SITE_
SCHEMA_NAME

MSCDeviceSchemaIdentityACI Multi-Site Schema IdentitySCHEMA_IDENTITY

MSCDeviceSchemaTemplate
Identity

ACI Multi-site Template IdentityTEMPLATE_IDENTITY

MSCDeviceSchema
ApplicationProfileIdentity

ACI Multi-site Application Profile
Identity

APPLICATION_PROFILE_
IDENTITY

ACIMultiSiteEPGIdentityACI Multi-site EPGs IdentityEPG_IDENTITY

gen_text_inputACI Multi-site EPG USEG Attribute
Name

EPG_USEG_ATTR_NAME

ACIMultiSiteUSEGAttrTo
EPGIdentity

ACI Multi-site EPG USEG Attribute
Identity

EPG_USEG_ATTR_
IDENTITY

ACIMultiSiteUSegAttribute
Type

ACI Multi-site EPG uSeg Attribute
Type

OUTPUT_EPG_USEG_ATTR_
TYPE
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ACI MSC - Delete uSeg Attribute to EPG
Summary

ACI MSC - Delete uSeg Attribute to EPG.
Description

This task will allow the User to Delete uSeg Attribute to EPG of ACI Multi-Site controller.
Inputs

MandatoryMappable To TypeDescriptionInput

YACIMultiSite
USEGAttrTo
EPGIdentity

Select a USEG attribute to be
deleted

USEG Attribute Name

YThis input is a label only. It
does not take a value.

Do youwant to delete the selected
uSeg Attribute From EPG in ACI
Multi-Site Schema?

Outputs

TypeDescriptionOutput

MSCDeviceIdentityACI Multi-Site Account on which the
selected operation was performed

ACI_MULTI_SITE_
ACCOUNT

gen_text_inputSchema Name on which the selected
operation was performed

ACI_MULTI_SITE_
SCHEMA_NAME

MSCDeviceSchemaIdentityACI Multi-Site Schema IdentitySCHEMA_IDENTITY

MSCDeviceSchemaTemplate
Identity

ACI Multi-site Template IdentityTEMPLATE_IDENTITY

MSCDeviceSchema
ApplicationProfileIdentity

ACI Multi-site Application Profile
Identity

APPLICATION_PROFILE_
IDENTITY

ACIMultiSiteEPGIdentityACI Multi-site EPGs IdentityEPG_IDENTITY

gen_text_inputACI Multi-site EPG USEG Attribute
Name

EPG_USEG_ATTR_NAME

ACIMultiSiteUSEGAttrTo
EPGIdentity

ACI Multi-site EPG USEG Attribute
Identity

EPG_USEG_ATTR_
IDENTITY
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ACI MSC - Remove Contract from EPG
Summary

ACI MSC - Remove Contract from EPG.
Description

This task deletes contract from EPG associated to the Schema Template of ACI Multi-Site controller.
Inputs

MandatoryMappable To TypeDescriptionInput

YACIMultiSiteContractTo
EPGAssociationIdentity

Select a contract to be removed
from the EPG

Contract

YThis input is a label only. It does
not take a value.

Do you want to delete the
selected Contract From ACI
Multi-Site EPG?

Outputs

TypeDescriptionOutput

MSCDeviceIdentityACI Multi-Site Account on which the
selected operation was performed

ACI_MULTI_SITE_
ACCOUNT

gen_text_inputSchema Name on which the selected
operation was performed

ACI_MULTI_SITE_SCHEMA_
NAME

MSCDeviceSchemaIdentityACI Multi-Site Schema IdentitySCHEMA_IDENTITY

gen_text_inputTemplate Name on which the selected
operation was performed

ACI_MULTI_SITE_
TEMPLATE_NAME

MSCDeviceSchemaTemplate
Identity

ACI Multi-site Template IdentityTEMPLATE_IDENTITY

gen_text_inputACI Multi-site Application Profile
Name

APPLICATION_PROFILE_
NAME

MSCDeviceSchema
ApplicationProfileIdentity

ACI Multi-site Application Profile
Identity

APPLICATION_PROFILE_
IDENTITY

gen_text_inputACI Multi-site EPG NameEPG_NAME

ACIMultiSiteEPGIdentityACI Multi-site EPGs IdentityEPG_IDENTITY

gen_text_inputACI Multi-Site Contract NameCONTRACT_NAME

ACIMultiSiteContractIdentityACI Multi-Site Contract IdentityCONTRACT_IDENTITY

ACIMultiSiteContractTo
EPGAssociationIdentity

ACI Multi-Site EPG Contract
Association Identity

EPG_CONTRACT_
ASSOCIATION_IDENTITY
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ACI MSC - Remove Domain from EPG
Summary

ACI MSC - Remove Domain from EPG.
Description

This task will allow the User to remove Domain from the EPG of ACI Multi-Site controller.
Inputs

MandatoryMappable To TypeDescriptionInput

YACIMultiSiteDomainTo
EPGIdentity

Select an EPG nameEPG Name

YThis input is a label only. It
does not take a value.

Do you want to delete the
selected Domain Profile From
EPG in ACI Multi-Site ?

Outputs

TypeDescriptionOutput

MSCDeviceIdentityACI Multi-Site Account on which
the selected operationwas performed

ACI_MULTI_SITE_
ACCOUNT

MSCDeviceSchemaIdentityACI Multi-Site Schema IdentitySCHEMA_IDENTITY

MSCDeviceSchemaTemplate
Identity

ACI Multi-site Template IdentityTEMPLATE_IDENTITY

MSCDeviceSchemaApplication
ProfileIdentity

ACI Multi-site Application Profile
Identity

APPLICATION_PROFILE_
IDENTITY

ACIMultiSiteEPGIdentityACI Multi-site EPGs IdentityEPG_IDENTITY

ACIMultiSiteEPGInfoIdentityACI Multi-site EPG Info IdentityEPG_INFO_IDENTITY

ACIMultiSiteIdentityACI Multi-Site Site Info IdentitySITE_INFO_IDENTITY

ACIMultiSiteDomainTypeIdentityACI Multi-Site Domain TypeDOMAIN_TYPE

ACIMultiSiteDomainProfile
Identity

ACI Multi-Site Domain ProfileDOMIAN_PROFILE

ACIMultiSiteDomainDeployment
Identity

ACIMulti-Site DomainDeploymentDEPLOYMENT

ACIMultiSiteDomainResolution
Identity

ACI Multi-Site Domain TypeRESOLUTION

ACIMultiSiteDomainTo
EPGIdentity

ACIMulti-Site EPGDomain IdentityDOMAIN_IDENTITY
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ACI MSC - Remove EPG from Template
Summary

ACI MSC - Remove EPG from Template.
Description

This task deletes EPG from the Application Profile associated to the Schema Template of ACIMulti-Site
controller.

Inputs

MandatoryMappable To TypeDescriptionInput

YACIMultiSite
EPGIdentity

Select an EPG nameEPG Name

YThis input is a label only. It
does not take a value.

Do you want to delete the
selected EPG From ACI
Multi-Site ?

Outputs

TypeDescriptionOutput

MSCDeviceIdentityACI Multi-Site Account on which the
selected operation was performed

ACI_MULTI_SITE_
ACCOUNT

gen_text_inputSchema Name on which the selected
operation was performed

ACI_MULTI_SITE_SCHEMA_
NAME

MSCDeviceSchemaIdentityACI Multi-Site Schema IdentitySCHEMA_IDENTITY

gen_text_inputTemplate Name on which the selected
operation was performed

ACI_MULTI_SITE_
TEMPLATE_NAME

MSCDeviceSchema
TemplateIdentity

ACI Multi-site Template IdentityTEMPLATE_IDENTITY

gen_text_inputACI Multi-site Application Profile
Name

APPLICATION_PROFILE_
NAME

MSCDeviceSchema
ApplicationProfileIdentity

ACI Multi-site Application Profile
Identity

APPLICATION_PROFILE_
IDENTITY

gen_text_inputACI Multi-site EPG NameEPG_NAME

ACIMultiSiteEPGIdentityACI Multi-site EPGs IdentityEPG_IDENTITY
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ACI MSC - Remove Static Leaf from EPG
Summary

ACI MSC - Remove Static Leaf from EPG.
Description

This task will allow the User to Remove Leaf from EPG of ACI Multi-Site controller.
Inputs

MandatoryMappable To TypeDescriptionInput

YMSC_DEVICE_
STATIC_LEAF_EPG_
IDENTITY

Select Static LeafSelect Static Leaf

YDo you want to delete the
selected Static Leaf From EPG
in ACI Multi-Site Schema?

Do you want to delete the
selected Static Leaf From EPG
in ACI Multi-Site Schema?

Outputs

TypeDescriptionOutput

MSCDeviceIdentityACIMulti-Site Account onwhich the
selected operation was performed

ACI_MULTI_SITE_ACCOUNT

gen_text_inputSchema Name on which the selected
operation was performed

ACI_MULTI_SITE_SCHEMA_
NAME

MSCDeviceSchemaIdentityACI Multi-Site Schema IdentitySCHEMA_IDENTITY

ACIMultiSiteIdentityACI Multi-Site Site Info IdentitySITE_INFO_IDENTITY

MSCDeviceSchemaTemplate
Identity

ACI Multi-site Template IdentityTEMPLATE_IDENTITY

MSCDeviceSchema
ApplicationProfileIdentity

ACI Multi-site Application Profile
Identity

APPLICATION_PROFILE_
IDENTITY

ACIMultiSiteEPGIdentityACI Multi-site EPGs IdentityEPG_IDENTITY

MSC_DEVICE_STATIC_
LEAF_EPG_IDENTITY

ACI Multi-site EPG Static Leaf
Identity

STATICLEAF_EPG_
IDENTITY

gen_text_inputACI Multi-site Static Leaf Encap
VLAN

STATIC_PORT_LEAF_
ENCAP_VLAN

gen_text_inputACI Multi-Site Static Leaf NameOUTPUT_STATIC_LEAF_
NAME
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ACI MSC - Remove Static Port from EPG
Summary

ACI MSC - Remove Static Port from EPG.
Description

This task will allow the User to remove Static Port from the EPG of ACI Multi-Site controller.
Inputs

MandatoryMappable To TypeDescriptionInput

YMSC_DEVICE_
STATICPORT_EPG_
IDENTITY

Select a static port nameSelect Static Port

YThis input is a label only. It
does not take a value.

Do you want to delete the
selected Static Port Profile From
EPG in ACI Multi-Site ?

Outputs

TypeDescriptionOutput

MSCDeviceIdentityACI Multi-Site Account on which
the selected operation was performed

ACI_MULTI_SITE_
ACCOUNT

MSCDeviceSchemaIdentityACI Multi-Site Schema IdentitySCHEMA_IDENTITY

MSCDeviceSchemaTemplate
Identity

ACI Multi-site Template IdentityTEMPLATE_IDENTITY

MSCDeviceSchemaApplication
ProfileIdentity

ACI Multi-site Application Profile
Identity

APPLICATION_PROFILE_
IDENTITY

ACIMultiSiteEPGIdentityACI Multi-site EPGs IdentityEPG_IDENTITY

ACIMultiSiteEPGInfoIdentityACI Multi-site EPG Info IdentityEPG_INFO_IDENTITY

ACIMultiSiteIdentityACI Multi-Site Site Info IdentitySITE_INFO_IDENTITY

MSC_DEVICE_STATICPORT_
EPG_IDENTITY

ACI Multi-site EPG Static Port
Identity

STATICPORT_EPG_
IDENTITY
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ACI MSC - Remove Subnet from EPG
Summary

ACI MSC - Remove Subnet from EPG.
Description

This task will allow the User to Remove Subnet From EPG of ACI Multi-Site controller.
Inputs

MandatoryMappable To TypeDescriptionInput

YACIMultiSiteSubnetTo
EPGIdentity

Gateway IPGateway IP

YDo you want to remove the
Subnet from selected EPG?

Do you want to remove the
Subnet from selected EPG?

Outputs

TypeDescriptionOutput

MSCDeviceIdentityACI Multi-Site Account on which the
selected operation was performed

ACI_MULTI_SITE_
ACCOUNT

gen_text_inputSchema Name on which the selected
operation was performed

ACI_MULTI_SITE_SCHEMA_
NAME

MSCDeviceSchemaIdentityACI Multi-Site Schema IdentitySCHEMA_IDENTITY

gen_text_inputTemplate Name on which the selected
operation was performed

ACI_MULTI_SITE_
TEMPLATE_NAME

MSCDeviceSchemaTemplate
Identity

ACI Multi-site Template IdentityTEMPLATE_IDENTITY

gen_text_inputACI Multi-site Application Profile
Name

APPLICATION_PROFILE_
NAME

MSCDeviceSchema
ApplicationProfileIdentity

ACI Multi-site Application Profile
Identity

APPLICATION_PROFILE_
IDENTITY

gen_text_inputACI Multi-site EPG NameEPG_NAME

ACIMultiSiteEPGIdentityACI Multi-site EPGs IdentityEPG_IDENTITY

gen_text_inputACI Multi-site Subnet to EPGSUBNET_TO_EPG

ACIMultiSiteSubnetTo
EPGIdentity

ACI Multi-site Subnet to EPG IdentitySUBNET_TO_EPG_
IDENTITY
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ACI MSC - Update Domain to EPG
Summary

ACI MSC - Update Domain to EPG.
Description

This task will allow the User to update Domain to the EPG of ACI Multi-Site controller. Note : Site EPG
Identity will show site EPG identities with comma separated if EPG associate with multiple Site otherwise
it will show only Site EPG Identity.

Inputs

MandatoryMappable To TypeDescriptionInput

YACIMultiSiteDomainTo
EPGIdentity

Select an EPG nameEPG Name

YACIMultiSiteDomainType
Identity

Select a domain association typeDomain Association
Type

YACIMultiSiteDomainProfile
Identity

Select a domain profileDomain Profile

YACIMultiSiteDomain
DeploymentIdentity

Select a deployment immediacyDeployment
Immediacy

YACIMultiSiteDomain
ResolutionIdentity

Select a resolution immediacy. The
default value is On Demand.

Resolution Immediacy

ACIMultiSiteDomainVlan
ModeIdentity

Select a VLANmode. The default
value is Dynamic.

Vlan Mode

BooleanCheck to enable Allow
Micro-Segmentation. By default
this field is unchecked.

Allow
Micro-Segmentation

Outputs

TypeDescriptionOutput

MSCDeviceSchemaApplication
ProfileIdentity

ACI Multi-site Application Profile
Identity

APPLICATION_PROFILE_
IDENTITY

ACIMultiSiteEPGIdentityACI Multi-site EPGs IdentityEPG_IDENTITY

ACIMultiSiteEPGInfoIdentityACI Multi-site EPG Info IdentityEPG_INFO_IDENTITY

ACIMultiSiteIdentityACI Multi-Site Site Info IdentitySITE_INFO_IDENTITY

ACIMultiSiteDomainType
Identity

ACI Multi-Site Domain TypeDOMAIN_TYPE

ACIMultiSiteDomainProfile
Identity

ACI Multi-Site Domain ProfileDOMIAN_PROFILE

ACIMultiSiteDomain
DeploymentIdentity

ACIMulti-SiteDomainDeploymentDEPLOYMENT
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TypeDescriptionOutput

ACIMultiSiteDomainResolution
Identity

ACI Multi-Site Domain TypeRESOLUTION

ACIMultiSiteDomainTo
EPGIdentity

ACI Multi-Site EPG Domain
Identity

DOMAIN_IDENTITY

ACIMultiSiteEPGInfoIdentityACI Multi-site EPGs IdentitySITE_EPG_IDENTITY

ACIMultiSiteDomainVlanMode
Identity

ACI Multi-Site Vlan ModeVLAN_MODE

BooleanACI Multi-Site Allow Micro
Segmentation

ALLOW_MICRO_
SEGMENTATION

gen_text_inputACI Multi-Site Primary Micro
Segmentation

PRIMARY_MICRO_
SEGMENTATION

gen_text_inputACI Multi-Site Secondary Micro
Segmentation

SECONDARY_MICRO_
SEGMENTATION

gen_text_inputACI Multi-Site Domain ProfilePORT_ENCAP_MICRO_
SEGMENTATION
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ACI MSC - Update EPG to Template
Summary

ACI MSC - Update EPG to Template.
Description

This task will allow the User to update EPG to the ACI Multi-Site Template.
Inputs

MandatoryMappable To TypeDescriptionInput

YACIMultiSite
EPGIdentity

Select an EPG nameEPG Name

YACIMultiSiteIntra
EPGIsolationIdentity

Select Intra-EPG isolation. Intra EPG isolation
is not supported in AVS-VLAN mode. setting
Intra EPG isolation to be enforced may cause the

Intra EPG
Isolation

ports to go into a blocked state in these domains.
Intra EPG isolation is not supported if the BD is
configured as "legacyBDmode".PreservingQOS
Cos priority setting is not supported when traffic
is flowing from and EPGwith isolation enforced
to an EPG without an isolation enforced.

YBooleanCheck to enable forwarding control proxy-ARP.
By default this field is unchecked.

Forwarding
Control
Proxy-ARP

YACIMultiSite
BDIdentity

Select a bridge domainBridge Domain

Outputs

TypeDescriptionOutput

MSCDeviceIdentityACI Multi-Site Account on which the
selected operation was performed

ACI_MULTI_SITE_
ACCOUNT

gen_text_inputSchema Name on which the selected
operation was performed

ACI_MULTI_SITE_SCHEMA_
NAME

MSCDeviceSchemaIdentityACI Multi-Site Schema IdentitySCHEMA_IDENTITY

gen_text_inputTemplate Name on which the selected
operation was performed

ACI_MULTI_SITE_
TEMPLATE_NAME

MSCDeviceSchema
TemplateIdentity

ACI Multi-site Template IdentityTEMPLATE_IDENTITY

gen_text_inputACI Multi-site Application Profile
Name

APPLICATION_PROFILE_
NAME

MSCDeviceSchema
ApplicationProfileIdentity

ACI Multi-site Application Profile
Identity

APPLICATION_PROFILE_
IDENTITY

gen_text_inputACI Multi-site EPG NameEPG_NAME
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TypeDescriptionOutput

ACIMultiSiteEPGIdentityACI Multi-site EPGs IdentityEPG_IDENTITY
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ACI MSC - Update Static Leaf to EPG
Summary

ACI MSC - Update Static Leaf to EPG.
Description

This task updates a static leaf to EPG.
Inputs

MandatoryMappable To TypeDescriptionInput

YMSC_DEVICE_STATIC_LEAF_
EPG_IDENTITY

Select the Static Leaf from
the report

Select Static Leaf

YACIMultiSiteLeafSiteIdentitySelect the LeafSelect Leaf

Ygen_text_inputProvide VLANVLAN

Outputs

TypeDescriptionOutput

MSCDeviceIdentityACI Multi-Site Account on which
the selected operationwas performed

ACI_MULTI_SITE_
ACCOUNT

MSCDeviceSchemaIdentityACI Multi-Site Schema IdentitySCHEMA_IDENTITY

MSCDeviceSchemaTemplate
Identity

ACI Multi-site Template IdentityTEMPLATE_IDENTITY

MSCDeviceSchemaApplication
ProfileIdentity

ACI Multi-site Application Profile
Identity

APPLICATION_PROFILE_
IDENTITY

ACIMultiSiteEPGIdentityACI Multi-site EPGs IdentityEPG_IDENTITY

ACIMultiSiteEPGInfoIdentityACI Multi-site EPG Info IdentityEPG_INFO_IDENTITY

ACIMultiSiteIdentityACI Multi-Site Site Info IdentitySITE_INFO_IDENTITY

ACIMultiSiteStaticLeafSite
Identity

ACI Multi-site Static Leafs IdentitySTATIC_LEAF_SITE_EPG_
IDENTITY

gen_text_inputACI Multi-site Static Leaf Encap
VLAN

STATIC_PORT_LEAF_
ENCAP_VLAN

MSC_DEVICE_STATIC_
LEAF_EPG_IDENTITY

ACI Multi-site EPG Static Leaf
Identity

STATICLEAF_EPG_
IDENTITY

ACI MSC - EPG Operations
23

ACI MSC - EPG Operations
ACI MSC - Update Static Leaf to EPG



ACI MSC - Update Static Port to EPG
Summary

ACI MSC - Update Static Port to EPG.
Description

This task updates a static port to External EPG.
Inputs

MandatoryMappable To TypeDescriptionInput

YMSC_DEVICE_
STATICPORT_EPG_
IDENTITY

Select a static port nameSelect Static Port

YACIMultiSitePathType
Identity

Select a path typePath Type

YACIMultiSitePathSite
Identity

Select a pathSelect Path

Ygen_text_inputProvide the VLAN number for the static
port. When manually configuring the port

Port EncapVLAN

encap on a domain for an EPG, the VLAN
ID must belong to a static VLAN block
within a dynamicVLANpool. Valid VLAN
is between 1 to 4094.

gen_text_inputProvide the Primary micro-seg VLAN.
Micro-segmentation associates endpoints

Primary
MICRO-SEG
VLAN frommultiple EPGs into amicro-segmented

EPG according to virtual machine attributes.
Valid VLAN is between 1 to 4094.

YACIMultiSiteDeployment
ImmediacyIdentity

Select a deployment immediacy. The
default value is On Demand.

Deployment
Immediacy

YACIMultiSiteMode
Identity

Select a mode. The default value is Trunk.Mode

Outputs

TypeDescriptionOutput

MSCDeviceIdentityACI Multi-Site Account on which
the selected operation was
performed

ACI_MULTI_SITE_ACCOUNT

MSCDeviceSchemaIdentityACI Multi-Site Schema IdentitySCHEMA_IDENTITY

MSCDeviceSchemaTemplate
Identity

ACI Multi-site Template IdentityTEMPLATE_IDENTITY

MSCDeviceSchemaApplication
ProfileIdentity

ACI Multi-site Application Profile
Identity

APPLICATION_PROFILE_
IDENTITY
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TypeDescriptionOutput

ACIMultiSiteEPGIdentityACI Multi-site EPGs IdentityEPG_IDENTITY

ACIMultiSiteEPGInfoIdentityACI Multi-site EPG Info IdentityEPG_INFO_IDENTITY

ACIMultiSiteIdentityACI Multi-Site Site Info IdentitySITE_INFO_IDENTITY

ACIMultiSitePathTypeIdentityACIMulti-site Static Port PathTypeSTATIC_PORT_PATHTYPE

ACIMultiSiteLeafSiteIdentityACI Multi-site Leafs IdentityLEAF_SITE_EPG_IDENTITY

ACIMultiSitePathSiteIdentityACI Multi-site Paths IdentityPATH_SITE_EPG_IDENTITY

gen_text_inputACI Multi-site Static Port Encap
VLAN

STATIC_PORT_PORT_
ENCAP_VLAN

gen_text_inputACI Multi-site Static Port Primary
Micro Seg Vlan

STATIC_PORT_PRIMARY_
MICRO_SEG_VLAN

ACIMultiSiteDeployment
ImmediacyIdentity

ACI Multi-site Static Port
Deployment Immediacy

STATIC_PORT_
DEPLOYMENT_IMMEDIACY

ACIMultiSiteModeIdentityACI Multi-site Static Port ModeSTATIC_PORT_MODE

MSC_DEVICE_
STATICPORT_EPG_
IDENTITY

ACI Multi-site EPG Static Port
Identity

STATICPORT_EPG_
IDENTITY
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ACI MSC - Update Subnet to EPG
Summary
Description
Inputs

MandatoryMappable To TypeDescriptionInput

YACIMultiSiteSubnetTo
EPGIdentity

SubnetSubnet

Ygen_text_inputGateway IPGateway IP

gen_text_inputDescriptionDescription

MSCSubnetToBDScopeTypeScopeScope

BooleanShared Between VRFsShared Between VRFs

BooleanNo Default SVI GatewayNo Default SVI Gateway

Outputs

TypeDescriptionOutput

MSCDeviceIdentityACI Multi-Site Account on which the
selected operation was performed

ACI_MULTI_SITE_
ACCOUNT

gen_text_inputSchema Name on which the selected
operation was performed

ACI_MULTI_SITE_SCHEMA_
NAME

MSCDeviceSchemaIdentityACI Multi-Site Schema IdentitySCHEMA_IDENTITY

gen_text_inputTemplate Name on which the selected
operation was performed

ACI_MULTI_SITE_
TEMPLATE_NAME

MSCDeviceSchemaTemplate
Identity

ACI Multi-site Template IdentityTEMPLATE_IDENTITY

gen_text_inputACI Multi-site Application Profile
Name

APPLICATION_PROFILE_
NAME

MSCDeviceSchema
ApplicationProfileIdentity

ACI Multi-site Application Profile
Identity

APPLICATION_PROFILE_
IDENTITY

gen_text_inputACI Multi-site EPG NameEPG_NAME

ACIMultiSiteEPGIdentityACI Multi-site EPGs IdentityEPG_IDENTITY

gen_text_inputACI Multi-site Subnet to EPGSUBNET_TO_EPG

ACIMultiSiteSubnetTo
EPGIdentity

ACI Multi-site Subnet to EPG IdentitySUBNET_TO_EPG_
IDENTITY
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ACI MSC - Update uSeg Attribute to EPG
Summary

ACI MSC - Update uSeg Attribute to EPG.
Description

This task will allow the User to Update uSeg Attribute to EPG of ACI Multi-Site controller.
Inputs

MandatoryMappable To TypeDescriptionInput

YACIMultiSiteUSEGAttrTo
EPGIdentity

Select a USEG attributeUSEG Attribute

Ygen_text_inputProvide a name for the USEGEPGUSEGAttribute Name

gen_text_inputProvide additional descriptive
information for the USEG EPG

Description

YMSCUSEGAttrAttibuteTypeSelect an attribute typeAttribute Type

Outputs

TypeDescriptionOutput

MSCDeviceIdentityACI Multi-Site Account on which the
selected operation was performed

ACI_MULTI_SITE_
ACCOUNT

MSCDeviceSchemaIdentityACI Multi-Site Schema IdentitySCHEMA_IDENTITY

gen_text_inputSchema Name on which the selected
operation was performed

ACI_MULTI_SITE_SCHEMA_
NAME

MSCDeviceSchemaTemplate
Identity

ACI Multi-site Template IdentityTEMPLATE_IDENTITY

gen_text_inputTemplate Name on which the selected
operation was performed

ACI_MULTI_SITE_
TEMPLATE_NAME

gen_text_inputACI Multi-site Application Profile
Name

APPLICATION_PROFILE_
NAME

MSCDeviceSchema
ApplicationProfileIdentity

ACI Multi-site Application Profile
Identity

APPLICATION_PROFILE_
IDENTITY

gen_text_inputACI Multi-site EPG NameEPG_NAME

ACIMultiSiteEPGIdentityACI Multi-site EPGs IdentityEPG_IDENTITY

gen_text_inputACI Multi-site EPG USEG Attribute
Name

EPG_USEG_ATTR_NAME

ACIMultiSiteUSEGAttrTo
EPGIdentity

ACI Multi-site EPG USEG Attribute
Identity

EPG_USEG_ATTR_
IDENTITY
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