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Supported Upgrade Paths
The following table lists the supported upgrade paths to Cisco Finesse Release 10.5(1).

Upgrade PathCurrent Version

1 Upgrade from current release to Release 9.1(1).

2 Upgrade from Release 9.1(1) to Release 9.1(1) SU1.

3 Upgrade from Release 9.1(1) SU1 to Release 10.5(1).

Release 9.0(1)

1 Upgrade from current release to Release 9.1(1) SU1.

2 Upgrade from Release 9.1(1) SU1 to Release 10.5(1).

Release 9.1(1)

Release 9.1(1) ES1

Release 9.1(1) ES2

Release 9.1(1) ES3

Release 9.1(1) ES4

Release 9.1(1) ES5

Upgrade to Release 10.5(1).Release 9.1(1) SU1

Release 9.1(1) SU1
ES1

1 Upgrade from Release 10.0(1) to Release 10.0(1) SU1.

2 Upgrade from Release 10.0(1) SU1 to Release 10.5(1).

Release 10.0(1)
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Upgrade PathCurrent Version

Upgrade to Release 10.5(1).Release 10.0(1) SU1

Cisco Finesse ISOs are bootable. For example, if you need to rebuild your secondary server, you can
upgrade your primary server to the latest release and then perform a fresh installation with the Finesse
ISO on your secondary server.

Note

Perform Upgrade
You must perform the upgrade on the primary Finesse node first, and then on the secondary Finesse node.
Both the primary and secondary Finesse nodes must be running the same version prior to the upgrade.

Before You Begin

• Perform a DRS backup on the primary Finesse server. To access the DRS application, direct your browser
to https://IP address of Finesse server:8443/drf. For more information, see the online help provided with
the DRS application.

You must perform a DRS backup before you perform the upgrade. If a problem occurs
with the upgrade and you need to roll back to the previous version, you need the DRS
backup to restore your system. If you do not use the DRS backup to restore your system,
replication to the second Finesse node breaks and cannot be repaired.

Important

• Place the Cisco Finesse ISO file on an FTP or SFTP server that you can access from your Finesse system
or burn the ISO file to DVD.

• If you have a custom desktop layout, save your current layout configuration. Sign in to the administration
console on the primary Finesse node (http://FQDN, hostname, or IP address of Finesse server/cfadmin).
Copy the layout XML file from the Manage Desktop Layout gadget on the Desktop Settings tab and
save it as a text file on your local system.

If you have never modified the desktop layout, it automatically upgrades to the new
layout. However, if you have previously modified the desktop layout, the upgrade retains
your modified layout. Keep the text file for reference. Youwill need to perform additional
steps after the upgrade is complete to restore your modified layout.

Note

   Cisco Finesse Installation and Upgrade Guide Release 10.5(1)
2

Upgrade
Perform Upgrade



Procedure

Step 1 SSH to your Finesse system and log in with the platform administration account.
Step 2 Access the CLI and run the command utils system upgrade initiate.
Step 3 Follow the instructions provided by the utils system upgrade initiate command.

If you choose to install from a remote source (FTP or SFTP server), provide the location and credentials for
the remote file system.

If you choose to install from the local CD/DVD drive, ensure the drive is connected to the Finesse virtual
machine (VM) as follows:

a) Right-click the VM and choose Edit Settings.
b) Click the Hardware tab.
c) In the left pane, select CD/DVD Drive.
d) In the right pane, under Device Status, check the Connected and Connect at power on check boxes.
e) Under Device Type, select Datastore ISO File.
f) Click Browse and navigate to the Finesse ISO file.
g) Click OK.

Step 4 At the Automatically switch versions if the upgrade is successful prompt, type yes to upgrade and switch
version, or type no to upgrade only without switching version.

The upgrade is not active until a switch version is
performed.

Note

Step 5 At the Start installation (yes/no) prompt, type yes to start the upgrade.
Step 6 If you are installing from the local CD/DVD drive, when the upgrade enters the BIOS screen, on the Boot

tab, move CD-ROM Drive to the top, save your settings, and exit.
Step 7 After the upgrade is complete, disconnect the CD/DVD drive.

a) Right-click the VM and choose Edit Settings.
b) Click the Hardware tab.
c) Select CD/DVD Drive 1.
d) Uncheck the Connected and Connect at power on check boxes.
e) Click OK.

Step 8 Perform the preceding steps on the secondary Finesse server.
Step 9 Sign in to the Finesse desktop to verify that the upgrade was successful (http://FQDN, hostname, or IP address

of Finesse server).
After Finesse restarts, wait approximately 20 minutes before you attempt to sign in to the desktop.
Finesse services may take a few minutes to reach the STARTED state.

Note

What to Do Next

After a system upgrade, make sure all agents and supervisors clear their browser cache.

If you had a modified desktop layout before the upgrade, perform the following steps to ensure you obtain
the latest changes:

1 Sign in to the Finesse administration console and click the Desktop Layout tab.

2 On the Manage Desktop Layout gadget, click Restore Default Layout.
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3 Click Save.

4 Using the text file of the desktop layout that you saved before the upgrade as a reference, modify the layout
to include the changes that you made to the previous layout.

5 Click Save to save your changes.

In the Manage Reasons (Not Ready) gadget, check for Not Ready reason codes with code values that are not
unique. Edit any that you find to give them unique values.

In the Manage Reasons (Sign Out) gadget, check for Sign Out reason codes with code values that are not
unique. Edit any that you find to give them unique values.

Perform Rollback
If a problem occurs with the upgrade, you can roll back to the earlier release.

Procedure

Step 1 Perform a switch-version on the primary node.
a) Access the CLI and enter the command utils system switch-version.
b) Enter yes to confirm.

The system attempts to switch back to the original version and reboots if the switch is successful.

Step 2 Perform a switch-version on the secondary node.
Step 3 Perform a DRS restore.

Do not attempt to reset replication after you perform the switch-version. You must perform a DRS
restore. If you attempt to repair replication before you perform a DRS restore, the DRS restore will
not work correctly.

Note
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